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(54) Tape with level vial and light beam

(57) A measuring device includes a housing (18), a
distance measuring apparatus (20) carried on the hous-
ing, one or more housing orientation indicators (40,42),
and a focused light beam source (56). Using the hous-
ing orientation indicators, the housing can be properly
oriented so that a focused light beam emitted by the
focused light beam source will illuminate a point on a
remote surface to accurately transfer the position of the
housing to the remote surface.
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Description

BACKGROUND OF THE INVENTION

[0001] This invention relates to a measuring device
with a focused light-beam source that can be used to
measure a distance of the device from a point on a ref-
erence plane and to illuminate a point on a surface
remote from the device to indicate a point on the remote
surface that is the same distance from the reference
plane as the measured distance.
[0002] It is known to provide a measuring device, such
as a coilable rule assembly, that incorporates a tilt com-
pensated laser beam for projecting the position of the
assembly onto a surface remote therefrom (see, e.g.,
U.S. Patent Nos. 5,182,863; 5,287,627; and 5,075,977).
Such a device requires the use of a tilt compensating
pendulum that carries a mirror to ensure that the laser
beam is always plumb. The device disclosed in the pat-
ents, however, is a relatively complex mechanism, and
is expensive to manufacture. Moreover, even with such
complexity, said device cannot simultaneously provide
the user with a direct indication of whether a surface
being measured is level or plumb.
[0003] Accordingly, a need exists for a measuring
device that obviates the shortcomings of the prior art.

SUMMARY OF THE INVENTION

[0004] In accordance with a preferred embodiment of
the present invention, a measuring device comprises a
housing, a distance measuring apparatus, a focused
light-beam source, and a housing orientation indicator.
[0005] The distance measuring apparatus is carried
by the housing and is adapted to measure a distance
between a reference point on a reference plane and the
housing along a measuring axis that is perpendicular to
the reference plane. The focused light-beam source is
carried by said housing and is adapted to emit a
focused light beam from the housing. The housing ori-
entation indicator is carried by the housing and is ori-
ented with respect to the focused light beam source so
as to indicate whether the focused light beam source is
in a level or plumb orientation. Thus, when the housing
orientation indicator provides the level or plumb indica-
tion, the focused light beam is projected from the hous-
ing onto a remote surface at a point on the remote
surface that is spaced from the reference plane, along
an axis that is parallel to the measuring axis, by a dis-
tance that is the same as the distance, along the meas-
uring axis, between the reference point on the reference
plane and the housing. The housing orientation indica-
tor is also oriented with respect to a housing surface so
as to indicate whether a surface upon which the housing
surface rests is in a plumb or level orientation.
[0006] Other features and characteristics of the
present invention, as well as the methods of operation
of the invention and the function and interrelation of the

elements of structure, will become more apparent upon
consideration of the following description and the
appended claims with reference to the accompanying
drawings, all of which form a part of this disclosure,
wherein like reference numerals designate correspond-
ing parts in the various figures.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007]

Fig. 1 is a perspective view of the measuring device
of the present invention;
Fig. 2 is a side elevation of the measuring device;
and
Fig. 3 is a schematic diagram illustrating operation
of the measuring device.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

[0008] A measuring device according to the present
invention is designated generally by reference number
10 in Figs. 1 and 2, In the illustrated embodiment, the
measuring device 10 comprising a coilable rule assem-
bly which constitutes a measuring instrument commonly
known as a tape rule measure. The measuring device
may also constitute other measuring instruments, such
as fixed rule measuring blades, or instruments that
determine distances by electronic or other non-physical
means, such as by reflected ultrasonic waves or laser
beams.
[0009] The measuring device 10 includes a housing
12 formed of separate mating halves held together by a
plurality of fasteners 14, such as screws, and cooperat-
ing with one another to define an interior chamber with
an opening 16. The mating halves defining the housing
12 may be formed of injected molded plastic, die cast
metal, or any other suitable material.
[0010] The device includes a distance measuring
apparatus. In the illustrated embodiment, the apparatus
comprises an elongated flexible rule blade 18, also
known as a tape, which is carried on a controllable
spring-biased reel assembly 30 disposed within the
chamber defined within housing 12. As mentioned
above, other distance measuring apparatuses are con-
templated as well. Elongated rule blade 18 is preferably
made of a strong material, such as steel, and includes
measurement gradations and/or indicia printed or other-
wise provided along the length thereof. A securement
20, preferably comprising a bent-over book flange, is
attached to a free end of the elongated blade and is
preferably oriented generally perpendicularly to the
blade. An opposite end of the elongated flexible rule
blade is secured to the controllable spring-biased reel
assembly 30.
[0011] The reel assembly 30 is constructed and
arranged to wind the rule blade 18 into a coiled state
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within the chamber defined by housing 12 and to allow
the rule blade 18 to be extended or pulled outwardly
from the chamber through the opening 16 into an
uncoiled state so as to be operable for measuring linear
distances. The securement 20 allows a user to hook or
secure one end of the blade 18 onto a ledge and then to
extend the blade 18 from the chamber of the housing 12
against the internal spring-bias of reel assembly 30 by
moving the housing 12 away from the ledge.

[0012] The device 10 preferably also includes a blade
locking mechanism (not shown) actuated by a blade
locking actuator 32. In the illustrated embodiment, blade
locking actuator 32 comprises a slide button that is
moved within a slot 34 to activate the blade-locking
mechanism. The blade-locking mechanism can be
selectively actuated by the actuator 32 to lock the elon-
gated blade 18 into a desired position to prevent the
blade from being further extended from the housing and
from being wound into the housing by the spring-bias of
reel assembly 30.
[0013] A guide roller 36 is preferably provided within
the housing 12 for guiding movement of the blade 18.
[0014] The measuring device 10 preferably includes
an upper housing orientation indicator 40, preferably
disposed in a top surface 22 of the housing 12. Orienta-
tion indicator 40 preferably comprises a "bull's eye" level
vial disposed in the top of the housing 12 and centered
along the width of the top of the housing 12. The upper
orientation indicator 40 is constructed and arranged to
indicate when the housing 12 is in a preferred orienta-
tion (e.g., as when the housing is oriented such that its
bottom surface 24 is resting on an essentially level sur-
face, or when a laser beam 56 emitted from the housing
12 is substantially exactly vertically plumb, as will be
described later). In the preferred orientation where the
lower surface 24 of the housing rests on a horizontal
surface, the orientation indicator 40 indicates whether
the horizontal surface is level. With a bull's eye level vial,
the preferred orientation is verified when a gas bubble
within the liquid filled vial is centered in the bull's eye cir-
cle formed on the lens or window of the vial. Thus, the
orientation indicator 40 is mounted in the housing such
that when the bottom surface 24 rests on a level sur-
face, the bubble will be generally centered in the bull's
eye circle.
[0015] While only a single orientation indicator may be
provided, the device 10 preferably also includes a side
housing orientation indicator 43 disposed on the side 26
of the housing 12. Indicator 43 is preferably a barrel
level vial and is constructed and arranged to indicate
when the housing is in a preferred orientation. For
example, the indicator 43 can be used to indicate when
the vertical surface on which the housing surface 24
rests, such as a wall being measured, is plumb.
[0016] The present invention further contemplates
that the housing 12 may be provided with a second bulls
eye vial 42 on the side 26 of the housing. When the side
of housing 12 opposite to side 26 is resting on a hori-

zontal surface, the indicator 42 indicates when such
horizontal surface is level as indicated by the gas bubble
being centered within the vial. In addition, whether or
not the housing is resting on a surface, when housing is
disposed such that the gas bubble in indicator 42 is cen-
tered, the housing will be in a preferred orientation such
that the laser beam 56 (as will be described later) emit-
ted from die device will be substantially exactly level.

[0017] In Figs. 1 and 2, the gas bubble is shown cen-
tered within the bull's eye circle of indicator 40 and is
shown above (not centered) the centered position of
indicators 42 and 43.
[0018] Orientation indicators need not necessarily be
located on the top, side, or bottom of the housing 12, but
could be positioned anywhere on the housing where the
indicator would be operable to indicate a preferred ori-
entation of the housing 12, or the level or plumb orienta-
tion of a surface. However, the illustrated positions are
preferred. It is also contemplated that other types of ori-
entation detectors may be employed, such as other
types of conventional level and/or plumb vials.
[0019] The device 10 also includes a focused light-
beam source 50 mounted on the housing 12. Light-
beam source 50 preferably comprises a diode laser
powered by a power source 60, such as one or more
batteries, and controlled by an ON/OFF power button
58. Button 58 is preferably a push-button, but any other
conventional button, such as a slide button, can be
used. When switched ON with available power, the
focused light-beam source 50 directs a focused light-
beam 56, e.g., a laser beam, through an opening 52
formed in the housing 12. The light-beam source 50 is
positioned within the housing so that its beam 56 is
directed upwardly when the housing is set on its bottom
surface 24 and to be preferably perpendicular with
respect to the plane of the bottom surface 24. The light-
beam source 50 is also preferably positioned and the
housing 12 is so constructed that the beam 56 will be
perpendicular to any generally flat surface upon which
the bottom surface 24 of the housing 12 rests upon,
even in the event that surface 24 is constructed to be
non-planar. Similarly, the beam 56 will be preferably
parallel to any generally flat vertical surface upon which
the side surface of the housing opposite surface 26
rests.
[0020] Further, the beam 56 is preferably aligned with
a terminating measuring position (known as the zero
measuring position) of an extent of blade 18 pulled from
the housing 12. More specifically, die beam is generally
aligned or co-extensive with the front surface portion 57
of housing 12 immediately above the opening 16. This
surface, and thus the laser beam, is substantially
aligned with the "zero" mark on the rule blade 18 when
the blade is fully coiled within the housing 12.
[0021] The focused light-beam source is constructed
and arranged to emit a focused light-beam 56 directed
toward a surface remote from the housing 12 to illumi-
nate a small spot, i.e., a point, on the remote surface.
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When the housing is in a preferred orientation as veri-
fied by one of the orientation indicators, such as orien-
tation indicators 40, 42, or 43, the illuminated point
indicates a location on the remote surface correspond-
ing to the location of the housing.

[0022] The laser beam 56 will be directed essentially
exactly vertically plumb when the bubble in orientation
indicator 40 is essentially centered within the bull's eye
circle. The laser beam 56 will be directed essentially
exactly horizontally level when the bubble in orientation
indicator 43 is essentially centered in the vial.
[0023] Although the illustrated embodiment includes
only a single focused light beam source, it is contem-
plated within the scope of the present invention to pro-
vide additional focused light beam sources as well. For
example, a second focused light beam source can e ori-
ented within the housing 12 so as to emit a beam that is
orthogonal to both the beam 56 and the direction of
measurement, i.e., the direction of extension of the
blade 18.
[0024] Operation of the measuring device 10 is sche-
matically illustrated in Fig. 3. Using the distance meas-
uring apparatus of the device 10, a distance D1, along a
measuring axis 72 between the housing 12 and a refer-
ence point 78 on a reference plane 70, is determined. In
a typical application, as described in more detail below,
the plane 70 may correspond to a physical surface, such
as a wall, floor, or veiling of a room, but the plane 70
may also be wholly or partially imaginary. Using the
beam 56, the position of the housing can be projected
onto a remote surface 76. The orientation of the housing
12 is adjusted to get a proper level or plumb indication
from the housing orientation indicator so that the beam
56 will be level or plumb, depending on whether the
position of housing 12 is to be projected vertically or
horizontally. When the housing 12 is properly oriented,
the beam 56 will be perpendicular to the measuring axis
72 and, consequently, it will be parallel to the reference
plane 70.
[0025] The beam 56 illuminates, and thereby indi-
cates, a point 80 on the remote surface 76. If the hous-
ing is properly oriented, the distance D2 between the
point 80 and the reference plane 70, along an axis 74
that is parallel to measuring axis 72, will be identical to
the distance D1.
[0026] More particularly, by way of example, the elon-
gated rule blade 18 may be extended from the housing
12 along a floor of a room to measure a specific dis-
tance from a wall or other reference point With the hous-
ing 12 in an upright position with the upper housing
orientation indicator 40 facing upwardly, the focused
light-beam source 507 when switched ON, will illumi-
nate a point on the ceiling in the room. If the housing is
then placed in a preferred orientation, for example, such
that surface 24 it rests on a horizontally level surface
(e.g., a floor) as verified by the centered bubble in the
orientation indicator 40, the point on the ceiling illumi-
nated by the light beam 56 emitted by the light source

50 would correspond to a point essentially exactly verti-
cally to the position measured by the blade 18 on the
floor (e.g., as aligned with surface 57 on the housing
12). Thus, the distance from the wall as measured on
the floor can be accurately transferred to the ceiling.

[0027] Of course, if the horizontal surface (e.g., floor)
is not level, the housing 12 can be shimmed or manipu-
lated into the preferred orientation so that the indicator
40 gives a level indication for the surface, so that the
beam 56 will be projected vertically to a corresponding
position on the opposing surface (e.g., ceiling) even
though the horizontal surface (floor) is not level. Thus, a
distance from a reference point measured along a non-
level horizontal surface can accurately be transferred to
the ceiling.
[0028] Similarly, the elongated rule blade 18 may be
extended from the housing 12 along a wall of the room
to measure a specific distance along the wall from a ref-
erence point, for example, a door, a window, or an inter-
secting wall. With the surface 24 resting on a vertical
wall, the focused light-beam source 50, when switched
ON, will illuminate a point on an opposing wall or sur-
face in the room. If the housing is then disposed in pre-
ferred orientation, such as the surface 24 resting on a
plumb vertical surface and orientation indicator 43 pro-
viding a plumb indication, the point on the opposing wall
illuminated by the light beam 56 emitted by the light
source 50 would correspond to the position on the wall
being measured (e.g., corresponding to the same dis-
tance from a reference point). Thus, the measured posi-
tion along one wall can be accurately transferred to the
opposing wall. Otherwise stated, in a room with two par-
allel walls and a perpendicular wall extending therebe-
tween, the device 10 can be used to measure a
distance along one of the parallel walls from the perpen-
dicular wall, and when orientation indicator 43 indicates
a plumb condition, the laser beam 56 will point to a posi-
tion on the opposite parallel wall which is the same dis-
tance from the perpendicular wall as that being
measured. In the event that the wall being measured is
not plumb, an approximated corresponding position on
the opposing wall can be obtained by manipulating the
housing 12 so that the indicator 43 does give a plumb
indication.
[0029] The barrel indicator 43 can also be used to ori-
ent the laser beam 56 so that the beam is substantially
exactly horizontally level, without regard to whether any
wall is plumb. Bull's eye indicator 42 can be used for this
same purpose.
[0030] It should be appreciated that the side surface
of the housing opposite surface 26 can be used in a
similar manner to surface 24. For example, when this
opposite surface is resting against a horizontal surface,
the orientation detector 42 can be used to indicate when
such horizontal surface is level, and the laser beam 56
can be used to point to an adjacent vertical surface.
[0031] The foregoing description and accompanying
drawings of the preferred embodiment are merely illus-
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trative in nature, and that the present invention includes
all other embodiments and equivalents that are within
the spirit and scope of the described embodiment.

[0032] Furthermore, it should be noted that those of
the appended claims that do not include language in the
'means for performing a specified function' format per-
mitted under 35 U.S.C. §112(¶6) are intended to not be
interpreted under 35 U.S.C. §112(¶6) as being limited to
the structure, material, or acts described in the present
specification and their equivalents.

Claims

1. A measuring device comprising:

a housing;

a distance measuring apparatus carried by
said housing and constructed and arranged to
measure a distance between a reference point
on a reference plane and said housing along a
measuring axis that is perpendicular to the ref-
erence plane;

a focused light-beam source carried by said
housing and constructed and arranged to emit
a focused light beam from said housing; and

a housing orientation indicator carried by said
housing and oriented with respect to said
focused light beam source so as to indicate
whether said focused light beam source is in a
level or plumb orientation, so that when said
housing orientation indicator provides said
level or plumb indication, said focused light
beam is projected from said housing onto a
remote surface at a point on the remote surface
that is spaced from the reference plane, along
an axis that is parallel to the measuring axis, by
a distance that is the same as the distance,
along the measuring axis, between the refer-
ence point on the reference plane and said
housing,

said housing orientation indicator also being
oriented with respect to a housing surface so
as to indicate whether a surface upon which
said housing surface rests is in a plumb or level
orientation.

2. The measuring device of claim 1, wherein said dis-
tance measuring apparatus comprises:

an elongated flexible rule blade; and
a controllable spring-biased reel assembly
mounted within a chamber defined by said
housing having one end of said rule blade con-
nected thereto, said controllable spring-biased

reel assembly being constructed and arranged
to wind said rule blade into a coiled state within
said chamber and to allow said rule blade to be
extended outwardly of said chamber through
an opening formed in said housing into an
uncoiled state.

3. The measuring device of claim 1, wherein said
focused light beam source comprises a laser con-
structed and arranged to generate a laser beam.

4. The measuring device of claim 1, wherein said
housing orientation indicator comprises a bull's eye
vial mounted on said housing so as to be viewable
by a user.

5. The measuring device of claim 4, wherein said
housing includes a flat reference surface and said
bull's eye vial is constructed and arranged to indi-
cate when said reference surface is in a level orien-
tation.

6. The measuring device according to claim 5,
wherein said housing orientation indicator further
comprises a barrel level vial mounted on a side sur-
face of said housing and constructed and arranged
to indicate if said reference surface is in a plumb ori-
entation.

7. The measuring device according to claim 6,
wherein said housing further includes a second ref-
erence surface and said housing orientation indica-
tor further includes a second bull's eye vial mounted
on said housing so as to be viewable by a user and
constructed and arranged to indicate when said
second reference surface is in a level orientation.

8. The measuring device of claim 1, wherein said
focused light beam source is constructed and
arranged so that the focused light beam emitted
thereby is aligned with a portion of the distance
measuring apparatus corresponding to a terminus
of a distance measured with said distance measur-
ing apparatus.

9. A coilable rule assembly comprising:

a housing defining a chamber having an open-
ing;

an elongated flexible rule blade;

a controllable spring-biased reel assembly
mounted within said chamber having one end
of said rule blade connected thereto,

said controllable spring biased reel assembly
being constructed and arranged to wind said
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rule blade into a coiled state within said cham-
ber and to allow said rule blade to be extended
outwardly of said chamber opening into an
uncoiled state;

a housing orientation indicator carried by said
housing and constructed and arranged to indi-
cate when said housing is in a preferred orien-
tation; and

a focused light-beam source carried by said
housing and constructed and arranged to emit
a focused light beam from said housing to a
point on a surface remote from said housing to
indicate a location on said surface correspond-
ing to a location of said housing when said
housing is in said preferred orientation.

10. A coilable rule assembly according to claim 9,
wherein said focused light beam source comprises
a laser constructed and arranged to generate a
laser beam.

11. The coilable rule assembly according to claim 9,
wherein said housing orientation indicator com-
prises a bull's eye vial mounted on said housing so
as to be viewable by a user.

12. The coilable rule assembly according to claim 11,
wherein said housing includes a flat reference sur-
face and said bull's eye vial is constructed and
arranged to indicate when said reference surface is
in a level orientation.

13. The coilable rule assembly according to claim 12,
wherein said housing orientation indicator further
comprises a barrel level vial mounted on a side sur-
face of said housing and constructed and arranged
to indicate if said reference surface is in a plumb ori-
entation.

14. The coilable rule assembly according to claim 13,
wherein said housing further includes a second ref-
erence surface and said housing orientation indica-
tor further includes a second bull's eye vial mounted
on said housing so as to be viewable by a user and
constructed and arranged to indicate when said
second reference surface is in a level orientation.

15. The coilable rule assembly of claim 9, wherein said
focused light beam source is constructed and
arranged so that the focused light beam emitted
thereby is aligned with a portion of said rule blade
corresponding to a terminus of a distance meas-
ured with said distance measuring apparatus.
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