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(54) SEAL FOR AN AIRCRAFT

(57) Seal (1) for an aircraft, the seal (1) comprising
an elongated body comprising a Y-shaped cross-section
with two legs (4, 5), the seal (1) being configured to be
fixed to a fairing (2) of the aircraft and configured to be

applied against the surface of a lifting surface (3) of the
aircraft. The seal (1) further comprising a flexible con-
nection (8) extending between the two legs (4, 5).
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Description

Field of the invention

[0001] The invention relates to a seal for an aircraft.
The invention specifically refers to a seal located be-
tween an aircraft fairing and the surface of a lifting sur-
face. More specifically, the seal of the invention may be
adapted for a gap between a wing upper cover and panels
of the upper belly fairing in the Karman area.

Background of the invention

[0002] It is known to seal with aerodynamic seals the
gap existing between the wing upper covers and the pan-
els of the upper belly fairing in the Karman area. The seal
ensures the surface of the aircraft remains aerodynamic.
[0003] The mentioned gap between the wing upper
covers and the panels of the upper belly fairing is not
constant. The gap varies with the different flight condi-
tions. The gap is larger when the aircraft is on ground
than during flight. With a seal installed in the gap, this
results in a minimum seal compression when the aircraft
is on ground and a maximum seal compression during
flight. For this reason, the seal shall be flexible enough
to seal the gap in all flight conditions.
[0004] Therefore, in addition to its tightness function,
the seal shall absorb the relative movements between
the fairing, on the one hand, and the lifting surface, on
the other hand.
[0005] Flexible is to be interpreted as capable of being
flexed, i.e., the seal is capable of being repeatedly bent.
[0006] Currently, these seals comprise an elongated
body comprising a Y-shaped cross-section having two
legs. The seal is attached, for instance riveted, to the
belly fairing panels and rests against the surface of the
wing on both legs. Known Y-section seals are made of
silicone rubber with an internal reinforcement of glass
fabric and externally covered and reinforced with a pol-
yester fabric, with an external low friction polyester im-
pregnated woven fabric.
[0007] The above described seals may be damaged
after a certain number of flights due to the aerodynamic
and differential pressure loads, resulting in in-service an-
noyance (noise in the cabin). Typical examples of dam-
ages of these seals are the tearing of the seal in the
forward end of the seal and the breaking of the edge of
the seal, both damages occurring on the outer leg of the
seal, i.e., the leg farthest away from the fuselage. Such
seals, when damaged, must be replaced.
[0008] It is known that one solution to reduce the risk
of damage in such Y-shaped seals is to fill the space
between the two legs of the seal with sealant, but this is
more a ’repair’ solution than a ’design’ solution. The
above indicated solution is not totally effective as it de-
pends on the quality of the sealing process. If the sealant
is broken the seal may eventually fail, as indicated in the
previous paragraph. Additionally, the sealant results in a

weight penalty for the aircraft.
[0009] Furthermore, it is necessary to remove the belly
fairing panels, for maintenance or repair operations.
Thus, another drawback is that the sealant must be cut
and removed previously to the removal operation. Addi-
tionally, before the installation of the belly fairing panels,
the area of the wing may have traces of sealant that has
to be cleaned.

Summary of the invention

[0010] A first object of the invention is a seal for an
aircraft, said seal is of the kind that comprises an elon-
gated body comprising a Y-shaped cross-section, i.e.,
the seal is a body with more length than width in propor-
tion and having a cross-section with two legs and an ad-
ditional branch located approximately opposite to the bi-
sector of the two legs.
[0011] The seal is configured to be fixed to a fairing of
the aircraft and to be applied or to rest against the surface
of a lifting surface of the aircraft, for instance, a wing, for
performing its sealing function of the gap existing be-
tween said two elements.
[0012] In an embodiment, the seal may be fixed to the
fairing through the additional branch and the two legs
may be applied against the surface of the lifting surface.
[0013] The claimed seal comprises a flexible connec-
tion extending or spanning between the two legs, thus
joining both legs. Flexible is understood in this application
as an element capable of being flexed, i.e., the connec-
tion is capable of being bent, specially repeatedly. The
connection is thus able to be flexed according to the seal
requirements and according to the loads to which it is
exposed. The connection shape will be changed due to
the relative movements of the fairing and the lifting sur-
face during flight conditions.
[0014] The flexible connection will limit the separation
between both legs to the length of the flexible connection,
when the seal is deformed. More specifically, the length
of the flexible connection may be defined to ensure that
the reaction load developed by the flexible connection
on the legs prevents the lift of the edge of the outer leg
of the seal.
[0015] Therefore, the claimed invention has the main
advantage that the sealant is avoided, also having the
additional following advantages over the use of a sealant
located between the two legs:

• Less weight of the seal.
• Maintenance and removal or replacement of the bel-

ly fairing panels is easier as the seal is not glued to
the wing and, thus, it is reduced the time required
for these operations.

[0016] It is also an object of the invention an aircraft
comprising a lifting surface and a fairing, the lifting sur-
face and the fairing defining a gap between them, the
aircraft further comprising a seal located in the gap, the
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seal comprising an elongated body comprising a Y-
shaped cross-section with two legs. The elongated body
is being fixed to the fairing and being applied against the
surface of the lifting surface, the seal further comprising
a flexible connection extending between the two legs.

Description of the figures

[0017] To complete the description and in order to pro-
vide for a better understanding of the invention, a set of
drawings is provided. Said drawings form an integral part
of the description and illustrate preferred embodiments
of the invention. The drawings comprise the following
figures.

Figure 1 shows a schematic cross section of a known
seal and its attachment to the Karman panel of the
belly fairing.

Figure 2 shows a schematic cross section of a known
seal filled with sealant between the two legs.

Figure 3 shows a cross section of an embodiment
of the seal installed in the panel of the belly fairing.

Figure 4 shows a cross section of the embodiment
of the seal corresponding to figure 3 in cruise con-
dition of the aircraft.

Figure 5 shows a detail of the ends of one of the legs
of the seal corresponding to figure 4.

Figure 6 shows a schematic lateral view of the em-
bodiment of two contiguous seals.

Figure 7 shows a perspective view of a seal accord-
ing to the embodiment shown in figure 6.

Figure 8 shows an aircraft and the and the location
of a belly fairing Karman in the upper side of awing.

Figure 9 shows a schematic cross section of an em-
bodiment of the seal with reinforcements.

Detailed description of the invention

[0018] Figure 1 shows a known seal (1) and its attach-
ment to the fairing (2), specifically to the Karmann panel
of the belly fairing. The seal (1) further rests or is applied
to the surface (3.1, 3.2) of a lifting surface (3), specifically
a wing, through the two legs (4, 5) of its Y-shaped cross-
section. The wing surface (3.1, 3.2) may have different
positions between two limit positions. The first limit posi-
tion corresponds to the nominal position in which the air-
craft is on ground and the gap between the belly fairing
(2) and the wing surface (3.1) is wider. The second limit
position corresponds to the cruise position of the aircraft
wherein the gap between the belly fairing (2) and the

wing surface (3.1) is narrower. The ends (6, 7) of the legs
(4, 5) would rests on the wing surface (3.1, 3.2) and the
legs (4, 5) would deform according to the position said
surface (3.1, 3.2).
[0019] Each leg (4, 5) comprises two opposite sides,
an inner side (4.1, 5.1) facing the other leg (4, 5) and an
outer side (4.2, 5.2) opposite to the inner side (4.1, 5.1).
[0020] Similarly, as shown in the embodiment of figure
3, the flexible connection (8) may also comprise two sides
(8.1, 8.2), an inner side (8.1) located towards the two
legs (4, 5) and an outer side (8.2) opposite to the inner
side (8.1).
[0021] Figure 2 shows a seal (1) filled with sealant (12)
between the two legs (4, 5) of the seal (1) as explained
in the state of the art.
[0022] Figure 3 discloses an embodiment of the inven-
tion. Each of the legs (4, 5) has an end (6, 7) and the
seal (1) comprises the flexible connection (8) extending
between those ends (6, 7), free ends (6, 7), of the two
legs (4, 5).
[0023] In this embodiment, the flexible connection (8)
is further joined to the legs (4, 5) via the inner sides (4.1,
5.1) of the ends (6, 7).
[0024] As the seal (1) comprises an elongated body,
in an embodiment, the flexible connection (8) spans
along the length of the elongated body of the seal (1).
Alternatively, in another embodiment, instead of extend-
ing the full length of the elongated body of the seal (1),
the flexible connection (8) may extend just a portion of
its length.
[0025] A flexible connection (8) spanning along the
length of the elongated body of the seal (1) has the ad-
vantage that, firstly, it is easier to manufacture and, sec-
ondly, loads are better distributed along the length of the
seal (1).
[0026] In an embodiment, the flexible connection (8)
comprises silicone rubber and additionally, the inner side
(8.1) of the flexible connection (8) may comprise a cov-
ering layer of glass fabric covering said inner side (8.1).
[0027] The outer side (8.2) of the flexible connection
(8) may comprise a covering layer of polyester fabric.
[0028] Additionally, the outer side (8.2) of the flexible
connection (8) may comprise a covering layer of a low
friction polyester impregnated woven fabric.
[0029] Therefore, in an embodiment the flexible con-
nection (8) may comprise silicone rubber, an inner side
of a covering layer of glass fabric, an outer side of a cov-
ering layer of polyester fabric and a further covering layer
of a low friction polyester impregnated woven fabric.
[0030] Additionally, at least one of the legs (4, 5) com-
prises a reinforcement (9) extending in a cross-section
from the end (6, 7) of the leg along a portion of the length
of the leg (4, 5). Thus, the reinforcement (9) is located at
the end (6, 7) of at least one leg (4, 5). It improves the
stiffness of the leg (4, 5) of the seal (1) to ensure its proper
functioning. In the shown embodiment, both legs (4, 5)
comprise the mentioned reinforcement (9).
[0031] Preferably, the length of the flexible connection
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(8) in a cross-section of the seal (1) is such that, in cruise
condition of the aircraft, the flexible connection (8) sup-
ports tension loads coming from the legs (4, 5) due to
the separation between both legs (4, 5). Thus, the flexible
connection (8) is in tension while the legs (4, 5) are under
compression loads as shown in figures 4 and 5. The flex-
ible deformation of the seal (1) results in an flexible load
that pushes the edges (6, 7) of the seal (1) against the
wing surface (3.1, 3.2) and counteracts the lift load, due
to the aerodynamic loads, in the edge (6, 7) of the seal (1).
[0032] In the embodiments shown in figures 6 and 7,
the seal (1) comprises a tab (11) extending or protruding
from one of the legs (4, 5) in the longitudinal direction of
the seal (1).
[0033] A key issue in the aerodynamic seals (1) is to
provide additional support and continuity. The longitudi-
nal ends of the seals (1) are their weakest points. For
solving this, the tab (11) may be covered by the leg (4,
5) of a contiguous seal (1) for continuity purposes. Spe-
cifically, the tab (11) is located in the outer leg (5), i.e.,
the leg (5) that is configured to be located farthest away
from the fuselage. This outer leg (5) will be in contact
with the flowing airflow. The tab (11) will be configured
to be underneath the outer leg (5) of a seal (1) located
upstream.
[0034] Finally, figure 8 shows an aircraft comprising a
lifting surface (3) and a fairing (2), the lifting surface (3)
and the fairing (2) defining a gap between them wherein
a seal according to the invention is located.

Claims

1. Seal (1) for an aircraft, the seal (1) comprising an
elongated body comprising a Y-shaped cross-sec-
tion with two legs (4, 5), the seal (1) being configured
to be fixed to a fairing (2) of the aircraft and configured
to be applied against the surface of a lifting surface
(3) of the aircraft characterised in that the seal (1)
further comprises a flexible connection (8) extending
between the two legs (4, 5).

2. Seal (1) for an aircraft, according to claim 1, wherein
the two legs (4, 5) each have an end (4, 5) and the
flexible connection (8) extends between the ends of
the two legs (4, 5).

3. Seal (1) for an aircraft, according to claims 1 or 2,
wherein the flexible connection (8) spans along the
length of the elongated body.

4. Seal (1) for an aircraft, according to any preceding
claim, wherein each leg (4, 5) comprises two oppo-
site sides, an inner side (4.1, 5.1) facing the other
leg (4, 5) and an outer side (4.2, 5.2) opposite to the
inner side (4.1, 5.1), the flexible connection (8) being
joined to the inner sides (4.1, 5.1) of the legs (4, 5).

5. Seal (1) for an aircraft, according to any preceding
claim, wherein the length of the flexible connection
(8) in a cross-section of the seal (1) is configured
such that, in cruise condition of the aircraft, the flex-
ible connection (8) supports tension loads due to the
separation between both legs (4, 5).

6. Seal (1) for an aircraft, according to any preceding
claim, wherein it comprises a tab (11) extending from
one of the legs (4, 5) in the longitudinal direction of
the elongated body of the seal (1).

7. Seal (1) for an aircraft, according to claim 6, wherein
the tab (11) is configured to be covered by a leg (4,
5) of a contiguous seal (1).

8. Seal (1) for an aircraft, according to any preceding
claim, wherein the flexible connection (8) comprises
silicone rubber.

9. Seal (1) for an aircraft, according to any preceding
claim, wherein the flexible connection (8) comprises
two sides (8.1, 8.2), an inner side (8.1) located to-
wards the two legs (4, 5) and an outer side (8.2)
opposite to the inner side (8.1), the inner side (8.1)
of the flexible connection (8) comprising a covering
layer of glass fabric.

10. Seal (1) for an aircraft, according to any preceding
claim, wherein the flexible connection (8) comprises
two sides (8.1, 8.2), an inner side (8.1) located to-
wards the two legs (4, 5) and an outer side (8.2)
opposite to the inner side (8.1), the outer side (10)
of the flexible connection (8) comprising a covering
layer of polyester fabric.

11. Seal (1) for an aircraft, according to any preceding
claim, wherein the flexible connection (8) comprises
two sides (8.1, 8.2), an inner side (8.1) located to-
wards the two legs (4, 5) and an outer side (8.2)
opposite to the inner side (8.1), the outer side (10)
of the flexible connection (8) comprising a covering
layer of a low friction polyester impregnated woven
fabric.

12. Seal (1) for an aircraft, according to any preceding
claim, wherein it comprises a reinforcement (9) of at
least one leg (4, 5), the reinforcement (9) extending
in a cross-section from the ends (6, 7) along a portion
of the length of the legs (4, 5).

13. Seal (1) for an aircraft, according to claim 12, wherein
the material of the reinforcement (9) is glass fiber or
polyester.

14. Aircraft comprising a lifting surface (3) and a fairing
(2), the lifting surface (3) and the fairing (2) defining
a gap between them, the aircraft further comprising
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a seal (1) located in the gap, the seal (1) comprising
an elongated body comprising a Y-shaped cross-
section with two legs (4, 5), the elongated body fixed
to the fairing (2) and applied against the surface of
the lifting surface (3) characterised in that the seal
(1) further comprises a flexible connection (8) ex-
tending between the two legs (4, 5) according to any
preceding claim.
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