
(19) 

Europaisches  Patentamt 

European  Patent  Office 

Office  europeen  des  brevets 

(12) 

een  des  brevets  £ P   0  9 6 4   2 2 7   A 1  

EUROPEAN  PATENT  A P P L I C A T I O N  

(43)  Date  of  publication: 
15.12.1999  Bulletin  1999/50 

(21)  Application  number:  99304475.9 

(22)  Date  of  filing:  08.06.1999 

(51)  intci.6:  G01D  7/00,  G04B  19/26,  
G09B  3 /12  

(84)  Designated  Contracting  States:  (72)  Inventor:  Nakamura,  Chiaki, 
AT  BE  CH  CY  DE  DK  ES  Fl  FR  GB  GR  IE  IT  LI  LU  c/o  Seiko  Instruments  Inc. 
MC  NL  PT  SE  Chiba-shi,  Chiba  (JP) 
Designated  Extension  States: 
AL  LT  LV  MK  RO  SI  (74)  Representative:  Sturt,  Clifford  Mark  et  al 

Miller  Sturt  Kenyon 
(30)  Priority:  09.06.1998  JP  16117798  9  John  Street 

London  WC1N2ES  (GB) 
(71)  Applicant:  Seiko  Instruments  Inc. 

Chiba-shi,  Chiba  (JP) 

(54)  Electronic  tide  calculator,  method  and  medium  with  program 

(57)  An  electronic  tide  meter  which  calculates  a  high 
tide  time  and  low  tide  time  with  accuracy,  and  a  high 
tide/low  tide  calculating  method  are  disclosed.  A  tide 
level  estimating  equation  is  fixed  by  performing  calendar 
input  and  selection  of  a  region  through  an  input  section 
and  reading  tide  data  of  the  selected  region  from  a  ROM 
stored  with  tide  data  for  each  region.  First  tide  data  is 
determined  with  a  first  time  interval  from  the  tide  level 

estimating  equation  in  the  CPU,  and  further  second  tide 
data  is  determined  with  a  second  time  interval  shorter 
in  time  interval  than  the  first  time  interval.  Accordingly, 
from  the  first  tide  level  data  a  range  is  extracted  in  which 
the  sign  in  displacement  between  those  of  the  first  tide 
level  data  so  that  tide  data  at  a  fine  time  interval  can  be 
determined  only  for  the  range.  From  the  tide  level  data 
a  high  tide  time  and  low  tide  time  is  calculated  with  ac- 
curacy. 
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Description 

[0001]  The  present  invention  relates  to  an  electronic  tide  meter  for  calculating  a  high  tide  time  and  low  tide  time  and 
display  the  result,  a  method  for  calculating  a  high/low  tide  time  and  a  computer-readable  recording  medium  recorded 

5  with  a  program  to  execute  the  method. 
[0002]  Tide,  as  sea  surface  rise  and  fall  phenomenon,  is  a  phenomenon  to  which  attention  should  be  paid  by  those 
particularly  engaged  in  fishery.  Above  all,  tide  rise  and  fall  are  considered  important  also  for  those  who  enjoy  shell 
gathering  or  marine  sports  in  the  coastal  area. 
[0003]  Knowing  tide  phenomenon,  particularly  a  high  tide  time  and  low  tide  time  within  a  day,  is  achieved  by  calcu- 

10  lating  tide  levels  based  on  a  harmonic  dissolution  method.  Generally,  the  results  of  tide  level  calculations  are  opened 
to  public  as  regional  tide  information  by  public  agencies.  High  tide  time  and  low  tide  time  are  to  be  known  by  reading 
the  tide  information. 
[0004]  However,  such  reading  is  inefficient  for  those  who  always  require  information  of  tide  phenomenon.  Also,  in 
many  cases  all  of  the  opened  tide  phenomenon  information  are  not  always  required.  Thus,  here  has  been  a  desire  for 

is  a  means  to  know  desired  tide  phenomenon  information,  particularly  high  tide  time  and  low  tide  time. 
[0005]  Under  such  a  situation,  an  electronic  tide  meter  has  been  proposed  which  derives  a  tide  level  estimating 
equation  from  previously  stored  tide  data  and  calculates  a  desirably-dated  high  tide  time  and  low  tide  time  using  the 
derived  tide  level  estimating  equation  to  display  the  result.  Tide  level  estimating  equation  is  a  calculating  equation 
prescribed  by  the  harmonic  dissolving  method  using  empirically-obtained  regional  tide  data,  to  determine  a  tide  level 

20  at  a  certain  time.  For  example,  according  to  an  electronic  tide  meter  disclosed  in  JP-B-6-27868  publication,  tide  levels 
at  a  certain  time  interval  corresponding  to  one  day  are  determined  using  the  above-described  tide  level  estimating 
equation,  and  from  the  determined  tide  data  an  extreme  values  are  derived  by  a  approximation  method.  Then,  from 
the  derived  extreme  values  an  extreme  value  with  a  proper  time  interval  only  is  taken  out.  The  taken-out  extreme  value 
as  a  high  tide  or  low  tide  level  is  calculated  for  a  high  tide  time  and  low  tide  time. 

25  [0006]  Meanwhile,  according  to  a  tide  display  apparatus  disclosed  in  JP-A-58-146819  publication,  a  tide  as  deter- 
mined  from  the  above-described  tide  level  estimating  equation  is  graph-displayed  to  enable  reading  a  high  tide  time 
and  low  tide  time  from  a  displayed  graph. 
[0007]  However,  in  order  to  determine  a  high  tide  time  and  low  tide  time  with  accuracy,  it  is  required  in  the  above- 
mentioned  tide  level  estimating  equation  to  determine  increased  number  of  tide  levels  with  a  time  interval  as  short  as 

30  possible.  To  achieve  it,  there  has  been  a  problem  that  a  memory  with  a  large  capacity  had  to  be  secured  to  store  many 
of  calculated  tide  data  besides  increased  operation  time. 
[0008]  In  the  electronic  tide  meter  disclosed  in  the  above-mentioned  JP-B-6-27868  publication,  in  order  to  determine 
a  high  tide  time  and  low  tide  time  with  higher  accuracy,  it  has  also  been  required  to  determine  many  of  tide  data  from 
the  tide  level  estimating  equation  with  a  short  time  interval. 

35  [0009]  Meanwhile,  the  above-mentioned  tide  display  apparatus  disclosed  in  the  JP-A-58-146819  publication  is  an 
apparatus  noticing  on  its  display  way  rather  than  calculating  a  high  tide  time  and  low  tide  time,  and  includes  a  similar 
problem  to  the  electronic  tide  meter  disclosed  in  the  JP-B-6-27868  publication. 
[0010]  The  present  invention  has  been  made  in  view  of  inconvenience  possessed  by  the  prior  arts,  and  it  is  an  object 
to  provide  an  electronic  tide  meter  for  calculating  a  high  tide  time  and  low  tide  time  with  accuracy  and  at  high  speed, 

40  a  high  tide/low  tide  time  calculating  method  and  a  computer-readable  recording  medium  recorded  with  a  program  to 
execute  the  method  by  a  computer. 
[0011]  In  order  to  solve  the  above-stated  problem  and  achieve  the  object,  an  electronic  tide  meter  according  to  a 
first  structure  of  the  present  invention,  characterized  by  being  provided  with:  an  input  means  for  selecting  a  region  and 
inputting  a  calendar;  a  memory  means  for  memorizing  tide  data  for  each  region;  an  operating  means  for  determining 

45  with  a  first  time  interval  first  tide  level  data  from  a  tide  level  estimating  equation  fixed  by  the  calendar  and  the  tide  data 
specified  by  the  selected  region,  further  determining  second  tide  level  data  with  a  second  time  interval  shorter  in  time 
interval  than  the  first  time  interval  from  the  tide  level  estimating  equation,  and  calculating  from  the  second  tide  level 
data  a  time  that  desired  tidal  phenomenon  occurs. 
[0012]  According  to  this  structure,  an  operating  means  is  provided  which  performs  two  staged  tide  level  data  calcu- 

so  lation  such  that  first  tide  level  data  is  determined  with  a  first  time  interval  from  a  tide  level  estimating  equation  fixed  by 
a  calendar  and  tide  data  for  each  region  and  further  second  tide  level  data  is  determined  with  a  second  time  interval 
shorter  in  time  interval  than  the  first  time  interval.  Accordingly,  a  range  having  precise  information  required  can  be 
selected  to  determine  tide  level  data  with  a  fine  time  interval  for  that  range.  It  is  therefore  possible  to  eliminate  useless 
operating  time  and  calculate  with  accuracy  a  time  that  desired  tide  phenomenon  occurs. 

55  [0013]  Also,  an  electronic  tide  meter  according  to  a  second  structure  of  the  present  invention,  in  an  electronic  tide 
meter  for  calculating  a  high  tide  time  and  low  tide  time  by  using  a  tide  level  estimating  equation  fixed  by  an  inputted 
calendar  and  tide  data  of  a  selected  region,  characterized  by  being  provided  with:  an  operating  means  for  determining 
with  a  first  time  interval  first  tide  level  data  from  the  tide  level  estimating  equation,  determining,  when  a  sign  in  dis- 
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placement  between  successive  ones  of  the  first  tide  level  data  changed,  second  tide  level  data  from  the  tide  level 
estimating  equation  with  a  second  time  interval  shorter  in  time  interval  than  the  first  time  interval  at  around  a  time  that 
the  sign  in  displacement  changed,  and  calculating  the  high  tide  time  and  low  tide  time  from  the  second  tide  level  data. 
[0014]  According  to  this  structure,  an  operating  means  is  provided  which  performs  two  staged  tide  level  data  calcu- 

5  lation  such  that  first  tide  level  data  is  determined  with  a  first  time  interval  from  a  tide  level  estimating  equation  fixed  by 
a  calendar  and  tide  data  for  each  region  and  further  second  tide  level  data  is  determined  with  a  second  time  interval 
shorter  in  time  interval  than  the  first  time  interval.  Accordingly,  a  range  having  precise  information  required  can  be 
selected  to  determine  tide  level  data  with  a  fine  time  interval  for  that  range  thereby  calculating  a  high  tide  time  and  low 
tide  time.  It  is  therefore  possible  to  eliminate  useless  operating  time  and  calculate  with  accuracy  a  high  tide  time  and 

10  low  tide  time. 
[0015]  Also,  an  electronic  tide  meter  according  to  a  third  structure  of  the  present  invention,  in  an  electronic  tide  meter 
for  calculating  a  high  tide  time  and  low  tide  time  by  using  a  tide  level  estimating  equation  fixed  by  an  inputted  calendar 
and  tide  data  of  a  selected  region,  characterized  by  being  provided  with:  an  operating  means  for  determining  with  a 
first  time  interval  first  tide  level  data  from  the  tide  level  estimating  equation,  and  determining,  when  a  sign  in  displace- 

15  ment  between  successive  ones  of  the  first  tide  level  data  changed,  second  tide  level  data  from  the  tide  level  estimating 
equation  with  a  second  time  interval  shorter  in  time  interval  than  the  first  time  interval  at  around  a  time  that  the  sign  in 
displacement  changed;  and  a  calculating  means  for  determining  an  extreme  value  by  interpolating  the  second  tide 
level  data  and  calculating  the  high  tide  time  and  low  tide  time  from  the  second  tide  level. 
[0016]  According  to  this  structure,  an  operating  means  is  provided  which  performs  two  staged  tide  level  data  calcu- 

20  lation  such  that  first  tide  level  data  is  determined  with  a  first  time  interval  from  a  tide  level  estimating  equation  fixed  by 
a  calendar  and  tide  data  for  each  region  and  further  second  tide  level  data  is  determined  with  a  second  time  interval 
shorter  in  time  interval  than  the  first  time  interval.  Accordingly,  a  range  having  precise  information  required  can  be 
selected  to  determine  tide  level  data  with  a  fine  time  interval  for  that  range.  Further,  a  calculating  means  is  provided 
to  perform  an  interpolation  process  on  that  tide  level  data.  It  is  therefore  possible  to  eliminate  useless  operating  time 

25  and  calculate  with  accuracy  a  high  tide  time  and  low  tide  time. 
[0017]  Also,  a  high  tide/low  tide  time  calculating  method  according  to  a  fourth  structure  of  the  present  invention,  in 
a  high  tide/low  tide  time  calculating  method  for  calculating  a  high  tide  time  and  low  tide  time  by  using  a  tide  level 
estimating  equation  fixed  by  an  inputted  calendar  and  tide  data  of  a  selected  region,  characterized  by  including:  a  first 
process  for  determining  with  a  first  time  interval  first  tide  level  data  from  the  tide  level  estimating  equation;  a  second 

30  process  for  determining,  when  a  sign  in  displacement  between  successive  ones  of  the  first  tide  level  data  changed, 
second  tide  level  data  from  the  tide  level  estimating  equation  with  a  second  time  interval  shorter  in  time  interval  than 
the  first  time  interval  at  around  a  time  that  the  sign  in  displacement  changed;  a  third  process  for  determining  an  extreme 
value  by  interpolating  the  second  tide  level  data;  and  a  fourth  process  for  calculating  a  high  tide  time  and  low  tide  time 
from  the  extreme  value. 

35  [0018]  According  to  this  structure,  two  staged  tide  level  data  calculation  is  performed  such  that  first  tide  level  data 
is  determined  with  a  first  time  interval  from  a  tide  level  estimating  equation  fixed  by  a  calendar  and  tide  data  for  each 
region  and  further  second  tide  level  data  is  determined  with  a  second  time  interval  shorter  in  time  interval  than  the  first 
time  interval.  Accordingly,  a  range  having  precise  information  required  can  be  selected  to  determine  tide  level  data 
with  a  fine  time  interval  for  that  range.  Further,  an  interpolation  process  is  performed  on  that  tide  level  data.  It  is  therefore 

40  possible  to  eliminate  useless  operating  time  and  calculate  with  accuracy  a  high  tide  time  and  low  tide  time. 
[0019]  Also,  a  computer-readable  recording  medium  according  to  a  fifth  structure  of  the  present  invention,  in  a  com- 
puter-readable  recording  medium  recorded  with  a  program  to  cause  a  computer  to  execute  a  high  tide/low  tide  time 
calculating  method  for  calculating  a  high  tide  time  and  low  tide  time  by  using  a  tide  level  estimating  equation  fixed  by 
an  inputted  calendar  and  tide  data  of  a  selected  region,  the  computer-readable  recording  medium  being  recorded  with 

45  a  program  to  execute:  a  first  procedure  for  determining  with  a  first  time  interval  first  tide  level  data  from  the  tide  level 
estimating  equation;  a  second  procedure  for  determining,  when  a  sign  in  displacement  between  successive  ones  of 
the  first  tide  level  data  changed,  second  tide  level  data  from  the  tide  level  estimating  equation  with  a  second  time 
interval  shorter  in  time  interval  than  the  first  time  interval  at  around  a  time  that  the  sign  in  displacement  changed;  a 
third  procedure  for  determining  an  extreme  value  by  interpolating  the  second  tide  level  data;  and  a  fourth  procedure 

so  for  calculating  a  high  tide  time  and  low  tide  time  from  the  extreme  value. 
[0020]  According  to  this  structure,  two  staged  tide  level  data  calculation  is  performed  such  that  first  tide  level  data 
is  determined  with  a  first  time  interval  from  a  tide  level  estimating  equation  fixed  by  a  calendar  and  tide  data  for  each 
region  and  further  second  tide  level  data  is  determined  with  a  second  time  interval  shorter  in  time  interval  than  the  first 
time  interval.  Accordingly,  a  range  having  precise  information  required  can  be  selected  to  determine  tide  level  data 

55  with  a  fine  time  interval  for  that  range.  Further,  an  interpolation  process  is  performed  on  that  tide  level  data.  It  is  therefore 
possible  to  provide  a  program  that  can  eliminate  useless  operating  time  and  calculate  with  accuracy  a  high  tide  time 
and  low  tide  time. 
[0021]  For  a  more  better  understanding  of  the  present  invention,  reference  is  made  of  a  detailed  description  to  be 
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read  in  conjunction  with  the  accompanying  drawings,  in  which: 

Fig.  1  is  a  block  diagram  of  an  electronic  tide  meter  according  to  an  embodiment; 
Fig.  2  is  a  flowchart  showing  the  operation  of  the  electronic  tide  meter  according  to  the  embodiment; 

5  Fig.  3  is  a  diagram  showing  the  operation  of  the  electronic  tide  meter  according  to  the  embodiment; 
Fig.  4  is  a  diagram  showing  the  operation  of  the  electronic  tide  meter  according  to  the  embodiment; 
Fig.  5  is  a  flowchart  for  explaining  tide  level  operating  process  according  to  the  embodiment; 
Fig.  6  is  a  flowchart  for  explaining  a  tide  level  operating  process  according  to  the  embodiment; 
Fig.  7  is  a  view  showing  an  example  of  displaying  a  high  tide  time  of  the  electronic  tide  meter  according  to  the 

10  embodiment;  and 
Fig.  8  is  a  view  showing  an  example  of  displaying  a  high  tide  time  of  the  electronic  tide  meter  according  to  the 
embodiment. 

[0022]  Explanations  will  be  made  below  of  an  embodiment  of  an  electronic  tide  meter  according  to  the  present  in- 
15  vention.  Incidentally,  this  invention  is  not  limited  to  this  embodiment. 

[0023]  In  the  electronic  tide  meter  according  to  the  present  invention,  a  tide  level  estimating  equation  is  to  be  deter- 
mined  based  on  a  harmonic  dissolving  method,  in  determining  an  objective  high  tide  time  and  low  tide  time.  Herein, 
the  tide  level  estimating  equation  is  first  explained. 
[0024]  In  major  coastal  regions  such  as  harbor  and  sea  bathing  areas,  it  is  usual  practice  for  a  public  agency  or  other 

20  tide  observing  station  to  open  to  the  public  tide  data  native  to  the  region.  The  tide  data  as  stated  herein  represents  an 
amplitude  or  delay  angle  of  each  basic  wave  which  is  determined  by  identifying  a  Fourier  series  (harmonic  resolving 
method)  represented  by  superposing  basic  waves  from  a  tide  level  change  graph  obtained  through  measuring  with  a 
tide  meter  in  the  region,  say  in  the  coastal  area.  Here,  the  Fourier  series  to  be  determined  corresponds  to  a  tide  level 
estimating  equation,  wherein  particularly  the  above-stated  amplitude  and  delay  angle  is  termed  as  a  harmonic  constant 

25  and  each  basic  wave  as  a  divisional  tide. 
[0025]  Tide  phenomena  occur,  as  well  known,  due  to  the  tide  generating  force  as  a  major  factor  caused  by  celestial 
bodies  such  as  the  moon,  sun,  etc.  However,  because  there  include  the  effects  of  coastal  regional  topologies,  sea 
water  temperature,  etc.,  regionally  native  tide  data,  i.e.  harmonic  constant,  is  essentially  required.  Also,  celestial  po- 
sitions  of  the  moon,  sun,  etc.  are  determined  by  a  calendar  having  year/month/day.  Accordingly,  in  the  tide  level  esti- 

30  mating  equation,  first  determined  is  a  constant  that  meets  the  calendar. 
[0026]  Nextly,  in  the  tide  level  estimating  equation,  a  constant  is  determined  according  to  an  observation  point  to 
determine  a  concrete  positional  relationship  with  a  celestial  body,  that  is,  positional  information  at  a  coastal  region 
where  a  high/low  tide  time  is  to  be  obtained.  Finally,  the  tide  level  estimating  equation  is  expressed  as  a  time  function 
to  determine  a  regionally  native  tide  level,  as  follows. 

35 

[ E q u a t i o n   1] 

Hi)  =  £   A  *  H,  *  cos{(Vol  +  Ut  )  +  er,  *t  -  8l  } 
40  /"! 

[0027]  Here,  g;  represents  a  correction  delay  angle  wherein  g;  =  K;  +  al  *  L  -  at  *  S.  Also,  the  affix  i  is  the  number 
representative  of  a  kind  of  divisional  tide.  H;  and  K;  are  above-stated  harmonic  constants  which  respectively  represent 
a  divisional  tide  mean  amplitude  and  a  divisional  tide  delay  angle  (delay  amount  in  phase)  at  the  observation  point. 

45  Other  symbols  represent,  fh  V0i,  U;:  the  astronomical  factor  at  a  universal  time  0  o'clock,  oi:  the  angular  speed  for  each 
divisional  tide,  al:  the  number  of  divisional  tide  waves,  L:  the  observation  point  longitude  (west  longitude  +,  east  lon- 
gitude  -),  and  S:  the  standard  difference  in  time  at  the  observation  point. 
[0028]  Incidentally,  the  divisional  tide  means  a  wave  caused  due  to  a  tide  generating  force  from  each  celestial  body. 
In  particular  the  divisional  tide  is  further  divided  on  a  certain  period  basis  into  ones  called  periodic  tides.  For  example, 

so  a  half  day  periodic  wave  (main  lunar  half  periodic  tide)  due  to  the  tide  generating  force  of  the  moon  is  called  a  M2 
divisional  tide,  and  a  half  day  periodic  wave  (main  solar  half  periodic  tide)  due  to  the  tide  generating  force  of  the  sun 
is  called  a  S2  divisional  tide. 
[0029]  Here,  it  is  required  to  fix  the  number  of  divisional  tides  to  be  used  in  the  tide  level  estimating  equation.  The 
greater  the  number  of  divisional  tides,  the  higher  the  accuracy  of  a  high/low  tide  time  to  be  operated.  However,  there 

55  is  a  necessity  to  take  into  account  an  operation  time  and  the  number  of  regional  tide  data  to  be  used.  For  example, 
Sa,  Ssa,  Q-,,  O-,,  P-,,  K-,,  \i2,  N2,  V2,  M2,  S2,  K2,  M4,  MS4  are  selected,  and  numbers  are  affixed  from  1.  The  divisional 
tide  herein  listed  is  a  periodic  tide  based  on  the  tide  generating  force  from  the  sun  or  moon.  Alike  M2  and  S2  as  above, 
for  example  Q-,  ,  Q-,  ,  P1  and  K-,  respectively  define  individual  waves  as  a  main  lunar  elliptical-rate  tide,  main  lunar  diurnal 
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tide,  main  solar  diurnal  tide,  sun-moon  combined  diurnal  tide. 
[0030]  In  Equation  1  ,  by  first  determining  a  region  (observation  point),  an  observation  point  longitude  L  and  an  ob- 
servation  point  standard  difference  of  time  S  are  determined  and  further  harmonic  constants  (Hj,  Kj)  are  determined 
for  the  respective  divisional  tides.  Next,  by  determining  a  calendar,  astronomical  factors  fh  Voi,  U;  are  fixed  for  the 

5  respective  divisional  tides.  The  number  of  waves  a1  and  angular  velocity  at  of  the  divisional  tide  are  numerals  readily 
fixed  in  each  divisional  tide. 
[0031]  This  angular  velocity  O;  is  calculated  by  a1  *  Tav  +  a2  *  sav  +  a3  *  hav  +  a4  *  pav  which  is  a  combination  of 
respective  changes  per  hour,  i.e. 

sav  =  0.54901652 
hav  =  0.04106864 
pav  =  0.00464181 

is  and  each  integer  parameter  (a1  ,  a2,  a3,  a4),  based  on  celestial  body  movement,  in  T:  solar  mean  time  angle,  s: 
lunar  mean  longitude,  h:  solar  mean  longitude,  p:  lunar  close  point  mean  longitude.  Here,  a1  is  used  as  the  number 
of  divisional  tide  waves  and  one  of  integer  parameters  to  determine  the  number  of  divisional  tide  waves.  For  example, 
in  the  case  of  M2  divisional  tide,  (a1  ,  a2,  a3,  a4)  =  (2,  -2,  2,  0)  and  its  angular  velocity  at  is  expressed  as  2  *  1  5  -  2  * 
0.54901  652  +  2  *  0.041  06864  =  28.9841  042. 

20  [0032]  In  this  manner,  because  the  angular  velocity  O;  is  a  value  previously  determined  together  with  the  delay  angle 
K;  for  each  divisional  tide,  the  positional  information  L  and  S  at  the  region  is  determined  and  at  the  same  time  the 
correction  delay  angle  g;  is  also  fixed  in  value.  Accordingly,  it  becomes  satisfactory  to  at  least  prepare,  as  native  tide 
data  to  the  region,  angular  velocity  at  for  each  divisional  tide,  correction  delay  angle  g;  and  harmonic  constant  Hj. 
[0033]  The  astronomical  factor  Voi  (Greenwich  reference)  is  calculated  by  a2  *  s  +  a3  *  h  +  a4  *  p  that  is  a  combination 

25  of  s,  h,  p  and  integer  parameters  (a2,  a3,  a4)  as  was  explained  in  calculating  the  angular  velocity  a,.  Here,  expressions 
are  made  as: 

s  =  21  1.728  +  129.38471*  (Y  -  2000)  +  13.176396  *  (D  +  L) 
30 

h  =  279.974  -  0.23871*  (Y  -  2000)  +  0.985647  *  (D  +  L) 

35  p  =  83.298  -  40.66229  *  (Y  -  2000)  +  0.  1  1  1  404  *  (D  +  L) 

where,  Y,  D  and  L  are  numerals  derived  from  the  calendar,  which  are  represented  as  Y:  dominical  year,  D:  days  elapsed 
from  January  1  of  year  Y,  L:  the  number  of  bissextile  days  between  the  beginning  of  the  year  Y  and  the  beginning  of 
year  2000.  In  particular,  L  =  int  [(Y  +  3)  /  4]  -  500.  Here,  int  []  represents  an  integer  portion  and  L  is  dealt  with  as  a 

40  negative  value  for  the  year  before  2000. 
[0034]  Also,  the  astronomical  factor  U;  is  expressed  as  U;  +  c  wherein  c  is  an  integer  parameter  and  U;  is  expressed 
as  a  series  of  a  trigonometric  function.  N  is  expressed,  using  a  calendar  Y,  D  and  L,  as: 

N  =  1  25.071  -  1  9.3281  2  *  (Y  -  2000)  -  0.052954  *  (D  +  L). 

Accordingly,  the  sum  of  the  astronomical  factors  Voi  and  U;  is  expressed  as: 

V  ■  +  U;  =  a2  *  s  +  a3  *  h  +  a4  *  p  +  c  +  u; SO  oi  I  ' 

which  is  a  value  to  be  determined  by  calendar  Y,  D  for  each  divisional  tide.  For  example,  in  the  case  of  M2  divisional 
tide  (i  =  10),  Vo10  +  U10  =  -  2s  +2h  +  u10 
[0035]  The  astronomical  factors  f;  and  uh  for  example  for  M2  divisional  tide  (i  =  10),  are  respectively  expressed  as: 

55 

f  10  =  1  .0004  -  0.0373  *  cos  N  +  0.0002  *  cos  2N 
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u10  =  -2.14*sin  N. 

[0036]  By  determining  a  region  (observation  point)  and  calendar,  h(t)  is  finally  constituted  as  a  sum  of  equations 
5  representative  of  tide  levels  each  for  divisional  tide  which  is  a  tide  level  estimating  equation  for  calculating  a  tide  level 

at  time  t. 
[0037]  The  electronic  tide  meter  according  to  the  present  invention  functions  utilizing  the  tide  level  estimating  equation 
as  explained  above.  Fig.  1  is  a  block  diagram  of  the  electronic  tide  meter  according  to  the  present  invention.  In  Fig.  1  , 
the  electronic  tide  meter  is  configured  by  an  input  section  14  enabling  input  of  a  calendar  and  region  selection,  etc. 

10  from  a  utilizer,  a  central  processing  unit  (CPU)  10  for  calculating  a  high/low  tide  day  time  in  accordance  with  the  re- 
quirement  through  the  input  section  1  4  from  the  utilizer,  an  oscillating  circuit  1  3  for  generating  a  clock  to  drive  the  CPU 
10,  a  ROM  11  stored  with  an  operation  program  for  the  CPU  10,  etc.  ,  a  RAM  12  for  memorizing  a  result  of  calculation 
by  the  CPU  10  and  a  set  state  given  by  the  utilizer,  etc.  and  a  display  section  15  for  displaying  a  result  of  the  calculation 
by  the  CPU  10,  etc. 

15  [0038]  The  ROM  11  is  further  stored  with  tide  data,  for  example,  an  angular  speed  at  for  each  divisional  tide,  a 
correction  delay  angle  g;  and  a  harmonic  constant  Hh  as  stated  above.  The  number  of  divisional  tides  used  in  the  tide 
data  is  determined  by  a  memory  capacity  of  the  ROM  11  . 
[0039]  Next,  the  operation  of  the  electronic  tide  meter  according  to  the  present  invention  is  explained  with  reference 
to  a  flowchart  shown  in  Fig.  2.  First,  the  utilizer  inputs  through  the  input  section  14  a  year/month/day  (calendar)  that  a 

20  high/low  tide  time  is  to  be  known  (step  S1  01  ). 
[0040]  Then,  the  utilizer  selects,  through  the  input  section  14,  a  region  of  which  high/low  tide  time  is  to  be  known 
from  a  region  list  stored  in  the  ROM  11  (step  S102).  This  determines  angular  velocities  oh  correction  delay  angles  g; 
and  harmonic  constants  H;  native  to  the  selected  region  for  respective  ones  of  the  divisional  ides. 
[0041]  In  the  process  of  the  step  S101  ,  if  the  inputted  year/month/day  is  for  example  year  of  y/m-th  month/d-th  day, 

25  y  is  converted  into  a  dominical  year  Y  (y  =  no  conversion  s  required  if  dominical  year),  to  calculate  the  number  of 
elapsed  days  from  January  1  to  a  d-th  day  of  a  m-th  month  as  well  as  the  number  of  bissextile  days  between  the 
beginning  of  year  Y  and  the  beginning  of  year  2000.  This  determines  astronomical  factors  fj,  Voi  and  U;  for  respective 
divisional  tides  (step  S103). 
[0042]  By  the  above  steps  S101  -  S103,  first  decided  is  a  tide  level  estimating  equation  h(t)  for  determining  a  tide 

30  level  at  a  time  t.  The  electronic  tide  meter  of  the  present  invention  is  characterized  by  making  a  tide  level  operation 
using  this  tide  level  estimating  equation  h(t)  by  two  stages  (step  S104). 
[0043]  Fig.  3  demonstrates  a  result  of  tide  level  operation  in  the  first  stage.  Fig.  4  shows  a  result  of  tide  level  operation 
in  the  second  stage.  Incidentally,  in  Fig.  3  only  one  part  of  it  is  shown.  First,  for  the  first  staged  tide  level  operation, 
tide  levels  at  t  =  0  -  24  o'clock  are  calculated  with  an  time  interval  for  example  of  AT1  =  60  minutes.  Thereupon, 

35  simultaneously  calculated  is  a  tide  difference  df2  =  h(t2)  -  h  (t  1  )  between  a  tide  level  h(t2)  presently  (time  t2)  operated 
and  a  tide  level  h(t1)  lastly  (at  a  time  t1)  operated.  Further,  examination  is  made  for  difference  in  sign  between  the 
present-time  (time  t2)  tide  level  difference  df2  and  the  last-time  (time  t1  )  tide  difference  df1  =  h(t1  )  -  h(t0)  from  its  further 
past  tide  level  (tO).  Incidentally,  the  results  of  the  above  operation  are  sequentially  stored  into  the  RAM  12. 
[0044]  Here,  if  there  is  a  difference  in  sign  between  the  tide  differences  df2  and  df1  ,  for  a  second  staged  tide  level 

40  operation,  tide  levels  are  again  calculated  with  an  interval  for  example  of  AT2  =  20  minutes,  as  shown  in  Fig.  4.  In  this 
case,  the  tide  level  (tO)  of  2  *  AT-,  before  the  present  time  (time  t2)  is  taken  as  a  start  time  of  the  second  staged  tide 
level  operation.  It  has  been  confirmed  by  the  first  staged  tide  level  operation  that  there  existed,  between  from  the  time 
tO  to  the  time  t2,  a  time  at  which  the  sign  of  tide  difference  changes,  that  is,  a  time  point  of  inflection  in  the  tide  level. 
Accordingly,  in  the  second  staged  tide  level  operation,  the  tide  level  of  between  the  time  tO  and  the  time  t2  is  determined 

45  with  a  further  shorter  interval  thereby  making  it  possible  to  derive  a  true  point  of  inflection. 
[0045]  After  deriving  a  true  point  of  inflection  in  the  second  staged  tide  level  operation,  a  second  staged  tide  level 
operation  is  made  again  from  the  time  t2,  that  is,  tide  level  is  calculated  with  a  time  interval  of  AT-,. 
[0046]  The  above  step  S104  process  is  explained  with  reference  to  flowcharts  shown  in  Fig.  5  and  Fig.  6.  Fig.  5  is 
a  flowchart  to  conduct  the  first  staged  tide  level  operation,  while  Fig.  6  is  a  flowchart  to  perform  second  staged  tide 

50  level  operation. 
[0047]  First,  in  step  S201,  T1  (e.g.  60  minutes)  is  substituted  for  the  time  interval  AT  that  is  for  determining  a  tide 
level  in  the  tide  level  estimating  equation  and  an  initial  value  0  is  substituted  for  the  time  1.  1  =  0  in  this  case  represents 
0  o'clock.  Subsequently,  a  tide  level  h(t)  at  that  time  t  is  calculated  by  using  the  above-described  Equation  1  (step  S202). 
[0048]  Next,  determination  is  made  on  whether  the  time  t  is  an  initial  value  (in  this  case,  t  =  0?)  (step  S203).  If  t  =  0 

55  in  the  step  S203,  the  tide  level  h(t)  calculated  in  the  step  S202  is  substituted  for  a  tide  level  variable  hi  (step  S209). 
After  the  step  S209,  the  time  t  is  put  forward  by  a  time  interval  AT  minutes  (step  S210),  and  the  process  is  returned  to 
the  step  S202.  This  is  corresponds  to  the  initial  process  for  determining  a  difference  in  tide  level,  hereinafter  referred  to. 
[0049]  If  not  t  =  0  in  the  step  S203,  the  tide  level  variable  hi  is  already  stored  with  a  value  and  the  value  stored  in 
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this  hi  is  substituted  for  the  tide  level  variable  hO.  Subsequently,  the  tide  level  h(t)  calculated  in  the  step  S202  is 
substituted  for  the  tide  level  variable  hi  (step  S204).  Next,  determination  is  made  as  to  whether  the  time  t  is  put  forward 
by  the  time  interval  AT  or  greater  from  the  initial  value  (step  S205). 
[0050]  If  not  t  >  AT  in  the  step  S205,  a  tide  level  difference  is  not  determined  and  a  result  of  operation  hi  -  hO  is 

5  substituted  for  the  differential  variable  d1  (step  S211).  After  step  S211  ,  the  time  t  is  put  forward  by  a  time  interval  AT 
minutes  (stepS212),  and  the  process  is  returned  to  the  step  S202.  This  corresponds  to  the  initial  process  for  determining 
a  sign  of  a  difference  in  tide  level,  hereinafter  referred  to. 
[0051]  If  t  >  AT  in  the  step  S205,  the  difference  variable  d1  is  already  stored  with  a  value  and  the  value  stored  in  this 
d1  is  substituted  for  a  differential  variable  dO  and  subsequently  a  result  of  the  operation  hi  -  hO  is  substituted  for  the 

10  differential  variable  d1  (step  S206).  After  step  S206,  determination  is  made  on  whether  the  differential  variables  dO 
anddl  are  coincident  in  sign  (step  S207).  Incidentally,  in  the  step  5207  of  Fig.  5,  SGN  (  )  is  a  function  for  obtaining  a  sign. 
[0052]  In  the  step  S207,  if  the  signs  of  the  differential  variables  dO  and  d1  are  not  coincident,  it  is  represented  that 
an  extreme  value  of  tide  level  exists  between  this  time  t  and  a  time  t  -  AT  *  2.  The  process  enters  to  the  second  staged 
tide  level  operation  (step  S220).  After  processing  the  step  S220,  the  process  is  again  returned  to  the  step  S202. 

is  [0053]  If  in  the  step  S207  the  signs  of  the  differential  variables  dO  and  d1  are  coincident,  determination  is  made  on 
whether  the  time  t  represents  a  final  value  (step  S208).  Here,  the  final  value  represents  a  final  value  in  a  time  range 
for  conducting  whole-day  tide  level  operation.  For  example,  where  conducting  tide  level  operation  of  t  =  0  -  24  o'clock, 
the  final  value  is  a  value  representative  of  24  o'clock. 
[0054]  In  step  S208,  if  the  time  t  does  not  represent  a  final  value,  the  time  t  is  put  forward  by  AT  minutes  (step  S213) 

20  and  the  process  is  returned  to  the  step  S202.  If  the  time  t  represents  a  final  value  in  the  step  S208,  the  tide  level 
operating  process,  i.e.  the  process  of  step  S104  of  Fig.  2,  is  ended. 
[0055]  Next,  explanation  is  made  on  the  second  staged  tide  level  operating  process  in  the  step  S220  of  Fig.  5.  First, 
the  time  t  at  a  time  point  that  the  process  enters  to  the  step  S220  of  Fig.  5  is  substituted  for  an  end  time  ST1  ,  and  a 
time  t  -  AT  *  2  before  that  time  t  is  substituted  for  a  start  time  ST0  (step  S301)  .  Further,  for  a  time  interval  ATT  is 

25  substituted  a  time  interval  T2  (e.g.  20  minutes)  that  is  smaller  than  the  time  interval  AT  in  the  first  staged  tide  level 
operating  process,  and  the  start  time  ST0  is  substituted  for  a  time  tt.  Also,  0  is  substituted  for  a  variable  representative 
i  of  an  arrangement  number  of  a  tide  level  arrangement  variable  td  (step  S302). 
[0056]  After  processing  the  step  S302,  a  tide  level  h(tt)  at  that  time  tt  is  calculated  by  using  the  above-described 
Equation  1  (step  S303),  and  the  tide  level  h(tt)  calculated  in  the  step  S303  is  further  substituted  for  the  tide  level 

30  arrangement  variable  td[i]  (step  S304). 
[0057]  Next,  determination  is  made  on  whether  the  time  tt  is  equal  to  the  end  time  ST1  (step  S305).  In  the  step  S305, 
if  the  time  tt  is  not  equal  to  the  end  time  ST1  ,  a  variable  i  is  added  by  1  (step  S308).  The  time  tt  is  put  forward  by  a 
time  interval  ATT  minutes  (step  S309),  and  the  process  is  returned  to  the  step  S303.  By  repeating  the  series  of  process 
over  from  the  step  S303  to  step  S309,  the  tide  level  h(tt)  calculated  with  the  time  interval  ATT  becomes  stored  in  the 

35  tide  level  arrangement  variable  td[i]. 
[0058]  In  the  step  S305,  if  the  time  tt  is  equal  to  the  end  time  ST1  ,  interpolation  operation  is  made  using  the  value 
stored  in  the  tide  level  arrangement  variable  td[i]  and  a  tide  level  distribution  equation  is  determined  which  is  in  a  range 
of  from  the  start  time  ST0  to  the  end  time  ST1  (step  S306).  From  the  tide  level  distribution  equation  determined  in  the 
step  5306,  an  extreme  value  is  determined  using,  for  example,  a  Lagrangian  three-point  inverse  interpolation  method 

40  (step  S307).  Further,  a  time  representative  of  the  extreme  value  is  calculated,  thus  ending  the  second  staged  tide  level 
operating  process. 
[0059]  Consequenty,  according  to  the  operation  shown  by  the  flowcharts  of  Fig.  5  and  Fig.  6  as  explained  above,  a 
tide  level  h(t)  is  determined  as  a  fist  staged  tide  level  operation  with  a  first  time  interval  AT,  a  put-forward  time  t  is 
backed  by  AT  *  2  at  a  time  point  that  the  displacement  sign  in  the  tide  level  is  changed  to  thereby  again  determine  a 

45  tide  level  h(t  -  AT  *  2  -  1)  as  a  second  staged  tide  level  operation  with  a  second  time  interval  ATT  having  a  value  smaller 
than  the  time  interval  AT,  and  an  extreme  value  is  calculated  from  that  tide  level.  After  ending  the  second  staged  tide 
level  operation,  the  fist  stated  tide  level  operation  is  again  entered  whereby  these  first  and  second  staged  tide  level 
operations  are  repeated  over  those  of  the  whole-day  time.  Some  extreme  values  (ideally  four  extreme  values)  are 
finally  obtained  thus  ending  the  process  of  step  S104  in  the  flowchart  of  Fig.  2. 

so  [0060]  After  ending  the  process  of  the  step  S104,  a  high/low  tide  time  is  calculated  from  the  obtained  some  extreme 
values  (step  S105).  The  calculated  high/low  tide  time  is  displayed  on  the  display  section  15  (step  S106). 
[0061]  Fig.  7  and  Fig.  8  illustrate  examples  respectively  displaying  a  high  tide  time  and  a  low  tide  time  in  the  display 
50  corresponding  to  the  display  section  15.  In  display  area  51  of  Fig.  7  and  Fig.  8,  year/month/day  is  displayed.  This 
is  a  display  region  for  input  confirmation  in  inputting  year/month/day  by  an  utilizer,  and  also  a  display  region  for  selecting 

55  a  region.  Also,  in  the  display  region  52  a  calculated  high  tide  time  or  low  tide  time  is  displayed.  Further,  a  mark  is 
simultaneously  displayed  which  is  to  discriminate  whether  on  high  tide  time  and  low  tide  time.  Furthermore,  in  the 
display  region  53  a  graph  is  displayed  which  is  to  discriminate  whether  on  high  tide  time  or  low  tide  time. 
[0062]  According  to  the  electronic  tide  meter  as  explained  above,  in  order  to  determine  a  high/low  tide  time,  a  whole- 
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day  tide  level  is  first  determined  by  a  rough  time  interval  so  that  a  tide  level  is  again  determined  by  a  fine  time  interval 
for  a  limited  range  having  a  time  around  which  the  sign  in  displacement  of  the  determined  tide  level  changes,  thereby 
calculating  an  extreme  value.  It  is  therefore  possible  to  shorten  operation  time  and  at  the  same  time  obtain  an  accurate 
high/low  tide  time. 

5  [0063]  In  the  embodiment  as  explained  above,  the  second  staged  tide  level  operation  re-determined  all  the  tide  levels 
of  from  a  start  time  of  the  second  staged  tide  level  operation  process  to  an  end  time.  In  this  time  range,  the  tide  level 
operation  may  be  ended  at  a  time  point  that  the  tide  level  displacement  sign  changes  similarly  to  the  first  staged  tide 
level  operation  process,  to  determine  an  extreme  value  using  the  tide  levels  before  the  tide  level  displacement  sign 
changes. 

10  [0064]  Also,  in  the  embodiment  as  explained  above,  the  second  staged  tide  level  operation  was  performed  in  the 
course  of  the  first  staged  tide  level  operation  process.  However,  after  the  first  staged  tide  level  operation  is  all  ended, 
the  second  staged  tide  level  operation  process  may  be  made  based  on  the  result. 
[0065]  In  the  embodiment  as  explained  above,  although  two  staged,  time  interval  different  tide  level  operation  proc- 
esses  were  provided,  a  plurality  of  tide  level  operation  processes  with  a  further  shorter  time  interval  may  be  prepared. 

is  in  such  a  case,  the  time  interval  can  be  similarly  switched  to  conduct  an  operation  process  to  finally  determine  an 
extreme  value  based  on  a  result  of  tide  level  operation  shortest  in  time  interval. 
[0066]  Furthermore,  the  electronic  tide  meter  according  to  the  present  invention  is  applicable  not  only  for  determining 
a  high/low  tide  time  but  also  for  a  case  of  determining  a  time  that  other  tide  phenomena  occur. 
[0067]  Furthermore,  the  high/low  tide  time  calculating  method  as  was  explained  in  the  embodiment  can  be  memorized 

20  as  a  computer  program  on  an  recording  medium  such  as  a  magnetic  disc,  optical  disc,  etc.  so  that  a  high/low  tide  time 
can  be  calculated  by  reading  out  the  program  in  a  computer. 
[0068]  According  to  the  first  structure  of  the  present  invention,  an  operating  means  is  provided  which  performs  two 
staged  tide  level  data  calculation  such  that  first  tide  level  data  is  determined  with  a  first  time  interval  from  a  tide  level 
estimating  equation  fixed  by  a  calendar  and  tide  data  for  each  region  and  further  second  tide  level  data  is  determined 

25  with  a  second  time  interval  shorter  in  time  interval  than  the  first  time  interval.  Accordingly,  a  range  having  precise 
information  required  can  be  selected  to  determine  tide  level  data  with  a  fine  time  interval  for  that  range.  It  is  therefore 
possible  to  eliminate  useless  operating  time  and  calculate  with  accuracy  a  time  that  desired  tide  phenomenon  occurs. 
[0069]  According  to  the  second  structure  of  the  present  invention,  an  operating  means  is  provided  which  performs 
two  staged  tide  level  data  calculation  such  that  first  tide  level  data  is  determined  with  a  first  time  interval  from  a  tide 

30  level  estimating  equation  fixed  by  a  calendar  and  tide  data  for  each  region  and  further  second  tide  level  data  is  deter- 
mined  with  a  second  time  interval  shorter  in  time  interval  than  the  first  time  interval.  Accordingly,  a  range  having  precise 
information  required  can  be  selected  to  determine  tide  level  data  with  a  fine  time  interval  for  that  range  thereby  calcu- 
lating  a  high  tide  time  and  low  tide  time.  It  is  therefore  possible  to  eliminate  useless  operating  time  and  calculate  with 
accuracy  a  high  tide  time  and  low  tide  time. 

35  [0070]  According  to  the  third  structure,  an  operating  means  is  provided  which  performs  two  staged  tide  level  data 
calculation  such  that  first  tide  level  data  is  determined  with  a  first  time  interval  from  a  tide  level  estimating  equation 
fixed  by  a  calendar  and  tide  data  for  each  region  and  further  second  tide  level  data  is  determined  with  a  second  time 
interval  shorter  in  time  interval  than  the  first  time  interval.  Accordingly,  a  range  having  precise  information  required  can 
be  selected  to  determine  tide  level  data  with  a  fine  time  interval  for  that  range.  Further,  a  calculating  means  is  provided 

40  to  perform  an  interpolation  process  on  that  tide  level  data.  It  is  therefore  possible  to  eliminate  useless  operating  time 
and  calculate  with  accuracy  a  high  tide  time  and  low  tide  time. 
[0071]  According  to  the  fourth  structure  of  the  present  invention,  two  staged  tide  level  data  calculation  is  performed 
such  that  first  tide  level  data  is  determined  with  a  first  time  interval  from  a  tide  level  estimating  equation  fixed  by  a 
calendar  and  tide  data  for  each  region  and  further  second  tide  level  data  is  determined  with  a  second  time  interval 

45  shorter  in  time  interval  than  the  first  time  interval.  Accordingly,  a  range  having  precise  information  required  can  be 
selected  to  determine  tide  level  data  with  a  fine  time  interval  for  that  range.  Further,  an  interpolation  process  is  performed 
on  that  tide  level  data.  It  is  therefore  possible  to  eliminate  useless  operating  time  and  calculate  with  accuracy  a  high 
tide  time  and  low  tide  time. 
[0072]  According  to  the  fifth  structure  of  the  present  invention,  two  staged  tide  level  data  calculation  is  performed 

so  such  that  first  tide  level  data  is  determined  with  a  first  time  interval  from  a  tide  level  estimating  equation  fixed  by  a 
calendar  and  tide  data  for  each  region  and  further  second  tide  level  data  is  determined  with  a  second  time  interval 
shorter  in  time  interval  than  the  first  time  interval.  Accordingly,  a  range  having  precise  information  required  can  be 
selected  to  determine  tide  level  data  with  a  fine  time  interval  for  that  range.  Further,  an  interpolation  process  is  performed 
on  that  tide  level  data.  It  is  therefore  possible  to  provide  a  program  that  can  eliminate  useless  operating  time  and 

55  calculate  with  accuracy  a  high  tide  time  and  low  tide  time. 
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Claims 

1.  An  electronic  tide  meter,  comprising: 

5  an  input  means  for  selecting  a  region  and  inputting  a  calendar; 
a  memory  means  for  memorizing  tide  data  for  each  region; 
an  operating  means  for  determining  with  a  first  time  interval  first  tide  level  data  from  a  tide  level  estimating 
equation  fixed  by  the  calendar  and  the  tide  data  specified  by  the  selected  region,  further  determining  second 
tide  level  data  with  a  second  time  interval  shorter  in  time  interval  than  the  first  time  interval  from  the  tide  level 

10  estimating  equation,  and  calculating  from  the  second  tide  level  data  a  time  that  desired  tidal  phenomenon 
occurs. 

2.  An  electronic  tide  meter  for  calculating  a  high  tide  time  and  low  tide  time  by  using  a  tide  level  estimating  equation 
fixed  by  an  inputted  calendar  and  tide  data  of  a  selected  region,  characterized  by  being  provided  with: 

is  an  operating  means  for  determining  with  a  first  time  interval  first  tide  level  data  from  the  tide  level  estimating 
equation,  determining,  when  a  sign  in  displacement  between  successive  ones  of  the  first  tide  level  data  changed, 
second  tide  level  data  from  the  tide  level  estimating  equation  with  a  second  time  interval  shorter  in  time  interval 
than  the  first  time  interval  at  around  a  time  that  the  sign  in  displacement  changed,  and  calculating  the  high  tide 
time  and  low  tide  time  from  the  second  tide  level  data. 

20 
3.  An  electronic  tide  meter  for  calculating  a  high  tide  time  and  low  tide  time  by  using  a  tide  level  estimating  equation 

fixed  by  an  inputted  calendar  and  tide  data  of  a  selected  region,  characterized  by  being  provided  with: 

an  operating  means  for  determining  with  a  first  time  interval  first  tide  level  data  from  the  tide  level  estimating 
25  equation,  and  determining,  when  a  sign  in  displacement  between  successive  ones  of  the  first  tide  level  data 

changed,  second  tide  level  data  from  the  tide  level  estimating  equation  with  a  second  time  interval  shorter  in 
time  interval  than  the  first  time  interval  at  around  a  time  that  the  sign  in  displacement  changed;  and 
a  calculating  means  for  determining  an  extreme  value  by  interpolating  the  second  tide  level  and  calculating 
the  high  tide  time  and  low  tide  time  from  the  second  tide  level. 

30 
4.  A  high  tide/low  tide  time  calculating  method  for  calculating  a  high  tide  time  and  low  tide  time  by  using  a  tide  level 

estimating  equation  fixed  by  an  inputted  calendar  and  tide  data  of  a  selected  region,  characterized  by  including: 

a  first  process  for  determining  with  a  first  time  interval  first  tide  level  data  from  the  tide  level  estimating  equation; 
35  a  second  process  for  determining,  when  a  sign  in  displacement  between  successive  ones  of  the  first  tide  level 

data  changed,  second  tide  level  data  from  the  tide  level  estimating  equation  with  a  second  time  interval  shorter 
in  time  interval  than  the  first  time  interval  at  around  a  time  that  the  sign  in  displacement  changed; 
a  third  process  for  determining  an  extreme  value  by  interpolating  the  second  tide  level  data;  and 
a  fourth  process  for  calculating  a  high  tide  time  and  low  tide  time  from  the  extreme  value. 

40 
5.  A  computer-readable  recording  medium  recorded  with  a  program  to  execute  by  a  computer  a  high  tide/low  tide 

time  calculating  method  for  calculating  a  high  tide  time  and  low  tide  time  by  using  a  tide  level  estimating  equation 
fixed  by  an  inputted  calendar  and  tide  data  of  a  selected  region,  the  computer-readable  recording  medium  being 
recorded  with  a  program  to  execute: 

45 
a  first  procedure  for  determining  with  a  first  time  interval  first  tide  level  data  from  the  tide  level  estimating 
equation; 
a  second  procedure  for  determining,  when  a  sign  in  displacement  between  successive  ones  of  the  first  tide 
level  data  changed,  second  tide  level  data  from  the  tide  level  estimating  equation  with  a  second  time  interval 

so  shorter  in  time  interval  than  the  first  time  interval  at  around  a  time  that  the  sign  in  displacement  changed; 
a  third  procedure  for  determining  an  extreme  value  by  interpolating  the  second  tide  level  data;  and 
a  fourth  procedure  for  calculating  a  high  tide  time  and  low  tide  time  from  the  extreme  value. 

55 
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