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Description

TECHNICAL FIELD

[0001] The present invention relates to a wireless communication system, and more particularly, to a method of
performing a random access by a user equipment at an adaptive transmission timing in a wireless LAN system using
an mmWave band.

BACKGROUND ART

[0002] An ultrahigh frequency wireless communication system based on mmWave is configured to operate at a center
frequency of several GHz to several tens of GHz. Due to such a characteristic of the center frequency, in a mmWave
communication system, a pathloss may appear noticeably in a radio shadow area. Considering such a pathloss, it is
necessary to improve a random access procedure between a user equipment (UE) and a base station (BS). Moreover,
in case that a plurality of user equipments exist, it is necessary to design a random access procedure by considering
possibility of potential collision between RACH (random access channel) signals.

DISCLOSURE OF THE INVENTION

TECHNICAL TASK

[0003] The present invention is directed to solve the above problems of the general technology, and one technical
task of the present invention is to establish a stable connection by improving a random access procedure between a
base station and a user equipment in a wireless communication system.
[0004] Another technical task of the present invention is to resolve RACH signal collision between user equipments
by adaptively adjusting a transmission timing for performing a random access.
[0005] Further technical task of the present invention is to configure a phase pattern vector set for a random access,
thereby enabling a base station to perform a random access procedure without interference despite a dynamic trans-
mission timing change.
[0006] The technical problems solved by the present invention are not limited to the above technical problems and
other technical problems which are not described herein will become apparent to those skilled in the art from the following
description.
[0007] Document US 2009/305693 A1 may be construed to disclose a random access channel transmission method
in which a user terminal selects a preamble pattern from among a plurality of known preamble patterns and transmits
that preamble pattern to a base station, where that transmission method comprises: a step of dividing a cell into a plurality
of areas, and setting one or more preamble patterns and the number of repetitions for transmitting the preamble pattern
for each area; and a step wherein a user terminal that exists in an are close to the base station transmits a specified
preamble pattern once, and a user terminal that exists in an area far from the base station transmits another specified
preamble pattern a plurality of times.
[0008] Document WO 2014/115960 A1 (and its post-published patent family member EP 2 590 461 A1) may be
construed to disclose a method for performing an initial access process used in a wireless access system and in an
ultrahigh frequency band, and devices supporting same. The method for performing a high-speed initial access process
in a wireless access system supporting an ultrahigh frequency band, according to one embodiment of the present
invention, may comprise the steps of: receiving a synchronizing signal; receiving a broadcast channel signal; generating
a random access preamble by using pre-fixed physical random access parameters according to a small cell supported
in the ultrahigh frequency band; and transmitting the generated random access preamble on the basis of the synchronizing
signal and the broadcast channel signal.

TECHNICAL SOLUTIONS

[0009] According to the disclosure, there are provided a method, a computer-readable medium and an apparatus
according to the independent claims. Specific embodiments are set forth in the dependent claims.

ADVANTAGEOUS EFFECTS

[0010] According to embodiments of the present invention, the following effects are expected.

First of all, as a random access procedure between a base station and a user equipment in a wireless communication
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system is improved, RACH signal collision of user equipments can be resolved.
Secondly, as a random access procedure can be improved by a process for differentiating a configuration of a phase
pattern vector only, implementation complexity demanded for a base station is minimized.
Thirdly, an RACH procedure between user equipments respectively having different repetitive transmission counts
can be performed without collision with interference.

[0011] The effects of the present invention are not limited to the above-described effects and other effects which are
not described herein may be derived by those skilled in the art from the following description of the embodiments of the
present invention. That is, effects which are not intended by the present invention may be derived by those skilled in the
art from the embodiments of the present invention.

DESCRIPTION OF DRAWINGS

[0012] The accompanying drawings, which are included to provide a further understanding of the invention, illustrate
embodiments of the invention and together with the description serve to explain the principle of the invention. The
technical features of the present invention are not limited to specific drawings and the features shown in the drawings
are combined to construct a new embodiment. Reference numerals of the drawings mean structural elements.

FIG. 1 is a diagram illustrating a Doppler spectrum.
FIG. 2 is a diagram illustrating narrow beamforming related to the present invention.
FIG. 3 is a diagram illustrating a Doppler spectrum when narrow beamforming is performed.
FIG. 4 is a diagram showing an example of a synchronization signal service area of a base station.
FIG. 5 shows an example of a frame structure proposed in a communication environment that uses mmWave.
FIG. 6 shows a structure of OVSF (orthogonal variable spreading factor) code.
FIG. 7 is a diagram to describe a disposed situation of user equipments.
FIG. 8 is a diagram to describe a method of performing a random access procedure according to one embodiment.
FIG. 9 is a flowchart showing a method of performing a random access procedure according to one embodiment.
FIG. 10 is a flowchart showing a repetition count determining method according to another embodiment.
FIG. 11 is a diagram to describe a method of performing a random access procedure according to another embod-
iment.
FIG. 12 is a diagram to describe a method of performing a random access procedure according to another embod-
iment.
FIG. 13 is a diagram to describe a method of performing a random access procedure according to further embodiment.
FIG. 14 is a diagram showing a configuration of a user equipment and a base station related to a proposed embod-
iment.

BEST MODE FOR INVENTION

[0013] Although the terms used in the present invention are selected from generally known and used terms, terms
used herein may be varied depending on operator’s intention or customs in the art, appearance of new technology, or
the like. In addition, some of the terms mentioned in the description of the present invention have been selected by the
applicant at his or her discretion, the detailed meanings of which are described in relevant parts of the description herein.
Furthermore, it is required that the present invention is understood, not simply by the actual terms used but by the
meanings of each term lying within.
[0014] The following embodiments are proposed by combining constituent components and characteristics of the
present invention according to a predetermined format. The individual constituent components or characteristics should
be considered optional factors on the condition that there is no additional remark. If required, the individual constituent
components or characteristics may not be combined with other components or characteristics. In addition, some con-
stituent components and/or characteristics may be combined to implement the embodiments of the present invention.
The order of operations to be disclosed in the embodiments of the present invention may be changed. Some components
or characteristics of any embodiment may also be included in other embodiments, or may be replaced with those of the
other embodiments as necessary.
[0015] In describing the present invention, if it is determined that the detailed description of a related known function
or construction renders the scope of the present invention unnecessarily ambiguous, the detailed description thereof
will be omitted.
[0016] In the entire specification, when a certain portion "comprises or includes" a certain component, this indicates
that the other components are not excluded and may be further included unless specially described otherwise. The
terms "unit", "-or/er" and "module" described in the specification indicate a unit for processing at least one function or
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operation, which may be implemented by hardware, software or a combination thereof. The words "a or an", "one", "the"
and words related thereto may be used to include both a singular expression and a plural expression unless the context
describing the present invention (particularly, the context of the following claims) clearly indicates otherwise.
[0017] In this document, the embodiments of the present invention have been described centering on a data trans-
mission and reception relationship between a mobile station and a base station. The base station may mean a terminal
node of a network which directly performs communication with a mobile station. In this document, a specific operation
described as performed by the base station may be performed by an upper node of the base station.
[0018] Namely, it is apparent that, in a network comprised of a plurality of network nodes including a base station,
various operations performed for communication with a mobile station may be performed by the base station, or network
nodes other than the base station. The term base station may be replaced with the terms fixed station, Node B, eNode
B (eNB), advanced base station (ABS), access point, etc.
[0019] The term mobile station (MS) may be replaced with user equipment (UE), subscriber station (SS), mobile
subscriber station (MSS), mobile terminal, advanced mobile station (AMS), terminal, etc.
[0020] A transmitter refers to a fixed and/or mobile node for transmitting a data or voice service and a receiver refers
to a fixed and/or mobile node for receiving a data or voice service. Accordingly, in uplink, a mobile station becomes a
transmitter and a base station becomes a receiver. Similarly, in downlink transmission, a mobile station becomes a
receiver and a base station becomes a transmitter.
[0021] Communication of a device with a "cell" may mean that the device transmit and receive a signal to and from a
base station of the cell. That is, although a device substantially transmits and receives a signal to a specific base station,
for convenience of description, an expression "transmission and reception of a signal to and from a cell formed by the
specific base station" may be used. Similarly, the term "macro cell" and/or "small cell" may mean not only specific
coverage but also a "macro base station supporting the macro cell" and/or a "small cell base station supporting the small
cell".
[0022] The embodiments of the present invention can be supported by the standard documents disclosed in any one
of wireless access systems, such as an IEEE 802.xx system, a 3rd Generation Partnership Project (3GPP) system, a
3GPP Long Term Evolution (LTE) system, and a 3GPP2 system.
[0023] In addition, all the terms disclosed in the present document may be described by the above standard documents.
In particular, the embodiments of the present invention may be supported by at least one of P802.16-2004, P802.16e-
2005, P802.16.1, P802.16p and P802.16.1b documents, which are the standard documents of the IEEE 802.16 system.
[0024] Hereinafter, the preferred embodiments of the present invention will be described with reference to the accom-
panying drawings. It is to be understood that the detailed description which will be disclosed along with the accompanying
drawings is intended to describe the exemplary embodiments of the present invention, and is not intended to describe
a unique embodiment which the present invention can be carried out.
[0025] It should be noted that specific terms disclosed in the present invention are proposed for convenience of
description and better understanding of the present invention, and the use of these specific terms may be changed to
another format within the technical scope or spirit of the present invention.

1. Communication System Using Ultrahigh Frequency Band

[0026] In an LTE (Long Term Evolution)/LTE-A (LTE Advanced) system, an error value of oscillators between a UE
and an eNB is defined by requirements as follows.

- UE side frequency error (in TS 36.101)
The UE modulated carrier frequency shall be accurate to within 60.1 PPM observed over a period of one time slot
(0.5 ms) compared to the carrier frequency received from the E-UTRA Node B

- eNB side frequency error (in TS 36.104)

Frequency error is the measure of the difference between the actual BS transmit frequency and the assigned frequency.
[0027] Meanwhile, oscillator accuracy according to types of BS is as listed in Table 1 below.

[Table 1]

BS class Accuracy

Wide Area BS 60.05 ppm

Local Area BS 60.1 ppm

Home BS 60.25 ppm
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[0028] Therefore, a maximum difference in oscillators between a BS and a UE is 60.1 ppm, and when an error occurs
in one direction, an offset value of maximum 0.2ppm may occur. This offset value is converted to a unit of Hz suitable
for each center frequency by being multiplied by the center frequency.
[0029] Meanwhile, in an OFDM system, a CFO value is varied depending on a subcarrier spacing. Generally, the
OFDM system of which subcarrier spacing is sufficiently great is relatively less affected by even a great CFO value.
Therefore, an actual CFO value (absolute value) needs to be expressed as a relative value that affects the OFDM
system. This will be referred to as normalized CFO. The normalized CFO is expressed as a value obtained by dividing
the CFO value by the subcarrier spacing. The following Table 2 illustrates CFO of an error value of each center frequency
and oscillator and normalized CFO.

[0030] In Table 2, it is assumed that a subcarrier spacing is 15kHz when the center frequency is 2GHz (for example,
LTE Rel-8/9/10). When the center frequency is 30GHz or 60GHz, a subcarrier spacing of 104.25kHz is used, whereby
throughput degradation is avoided considering Doppler effect for each center frequency. The above Table 2 is a simple
example, and it will be apparent that another subcarrier spacing may be used for the center frequency.
[0031] Meanwhile, Doppler spread occurs significantly in a state that a UE moves at high speed or moves at a high
frequency band. Doppler spread causes spread in a frequency domain, whereby distortion of a received signal is gen-
erated in view of the receiver. Doppler spread may be expressed as fdoppler = (v/λ)cosθ. At this time, v is a moving speed
of the UE, and λ means a wavelength of a center frequency of a radio wave which is transmitted. θ means an angle
between the radio wave and a moving direction of the UE. Hereinafter, description will be given on the assumption that
θ is 0.
[0032] At this time, a coherence time is inverse proportion to Doppler spread. If the coherence time is defined as a
time spacing of which correlation value of a channel response in a time domain is 50% or more, the coherence time is

expressed as  In the wireless communication system, the following Equation 1 which indicates a
geometric mean between an equation for Doppler spread and an equation for the coherence time is used mainly.

[0033] FIG. 1 is a diagram illustrating a Doppler spectrum.
[0034] A Doppler spectrum or Doppler power spectrum density, which indicates a change of a Doppler value according
to a frequency change, may have various shapes depending on a communication environment. Generally, in an envi-
ronment, such as downtown area, where scattering occurs frequently, if received signals are received at the same power
in all directions, the Doppler spectrum is indicated in the form of U-shape as shown in FIG. 1. FIG. 1 shows a U-shaped
Doppler spectrum when the center frequency is fc and a maximum Doppler spread value is fd.
[0035] FIG. 2 is a diagram illustrating narrow beamforming related to the present invention, and FIG. 3 is a diagram
illustrating a Doppler spectrum when narrow beamforming is performed.
[0036] In the ultrahigh frequency wireless communication system, since the center frequency is located at a very high

[Table 2]

Center frequency Oscillator Offset

(subcarrier spacing) 60.05ppm 60.1ppm 610ppm 620ppm

2GHz(15kHz)
6100Hz 6200Hz 620kHz 640kHz
(60.0067) (60.0133) (61.3) (62.7)

30GHz(104.25kHz)
6 1.5kHz 63kHz 6300kHz 6600kHz
(60.014) (60.029) (62.9) (65.8)

60GHz(104.25kHz)
63kHz 66kHz 6600kHz 61.2MHz
(60.029) (60.058) (65.8) (611.5)
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band, a size of an antenna is small and an antenna array comprised of a plurality of antennas may be installed in a small
space. This characteristic enables pin-point beamforming, pencil beamforming, narrow beamforming, or sharp beam-
forming, which is based on several tens of antennas to several hundreds of antennas. This narrow beamforming means
that a received signal is received at a certain angle only not a constant direction.
[0037] FIG. 2(a) illustrates that a Doppler spectrum is represented in the form of U-shape depending on a signal
received in a constant direction, and FIG. 2(b) illustrates that narrow beamforming based on a plurality of antennas is
performed.
[0038] As described above, if narrow beamforming is performed, the Doppler spectrum is represented to be narrower
than U-shape due to reduced angular spread. As shown in FIG. 3, it is noted from the Doppler spectrum when narrow
beamforming is performed that Doppler spread is generated at a certain band only.
[0039] The aforementioned wireless communication system using the ultrahigh frequency band operates on a band
having a center frequency ranging from several GHz to several tens of GHz. The characteristics of such a center frequency
further worsen Doppler Effect generated from migration of a user equipment or influence of CFO due to an oscillator
difference between a transmitter and a receiver.
[0040] FIG. 4 is a diagram showing an example of a synchronization signal service area of a base station.
[0041] A user equipment (hereinafter abbreviated UE) performs synchronization with a base station using a downlink
(DL) synchronization signal transmitted by the base station. In such a synchronization process, timing and frequency
are synchronized between the base station and the UE. In order to enable UEs in a specific cell to receive and use a
synchronization signal in a synchronization process, the base station transmits the synchronization signal by configuring
a beam width as wide as possible.
[0042] Meanwhile, in case of an mmWave communication system that uses a high frequency band, a path loss in
synchronization signal transmission appears greater than that of a case of using a low frequency band. Namely, a system
using a high frequency band has a supportable cell radius reduced more than that of a related art cellular system (e.g.,
LTE/LTE-A) using a relatively low frequency band (e.g., 6 GHz or less).
[0043] As a method for solving the reduction of the cell radius, a synchronization signal transmitting method using a
beamforming may be used. Although a cell radius increases in case of using a beamforming, a beam width is reduced
disadvantageously. Equation 2 shows variation of a received signal SINR according to a beam width.

[0044] If a beam width is reduced by M-2 time according to a beamforming, Equation 2 indicates that a received SINR
is improved by M2 times.
[0045] Beside such a beamforming scheme, as another method for solving the cell radius reduction, it is able to
consider a scheme of transmitting a same synchronization signal repeatedly. In case of such a scheme, although an
addition resource allocation is necessary or a time axis, a cell radius can be advantageously increased without a decrease
of a beam width.
[0046] Meanwhile, a base station allocates a resource to each UE by scheduling a frequency resource and a time
resource located in a specific section. In the following, such a specific section shall be defined as a sector. In the sector
shown in FIG. 4, A1, A2, A3 and A4 indicate sectors having widths of 0 ∼ 15’, 15 ∼ 30’, 30 ∼ 45’ and 45 ∼ 60’ in radius
of 0 ∼ 200 m, respectively. B1, B2, B3 and B4 indicate sectors having widths of 0 ∼ 15’, 15 ∼ 30’, 30 ∼ 45’ and 45∼60’
in radius of 200 ∼ 500 m, respectively. Based on the substance shown in FIG. 4, sector 1 is defined as {A1, A2, A3, A4}
and sector 2 is defined as {A1, A2, A3, A4, B1, B2, B3, B4}. Moreover, if a current synchronization signal service area
of a base station is the sector 1, in order for the base station to service a synchronization signal for the sector 2, assume
that an additional power over 6 dB is required for a transmission of a synchronization signal.
[0047] First of all, in order to service the sector 2, the base station can obtain an additional gain of 6 dB using a
beamforming scheme. Through such a beamforming process, a service radius can be extended from A1 to B1. Yet,
since a beam width is reduced through the beamforming, A2 to A3 cannot be serviced simultaneously. Hence, when a
beamforming is performed, a synchronization signal should be sent to each of the A2 ∼ B2, A3 ∼ B3, and A4 ∼ B4 sectors
separately. So to speak, in order to service the sector 2, the base station should transmit the synchronization signal by
performing the beamforming four times.
[0048] On the other hand, considering the aforementioned repetitive transmission of the synchronization signal, the
base station may be able to transmit the synchronization signal to the whole sector 2. Yet, the synchronization signal
should transmit the synchronization signal on a time axis repeatedly four times. Consequently, a resource necessary to
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service the sector 2 is identical for both a beamforming scheme and a repetitive transmission scheme.
[0049] Yet, since a beam width is narrow in case of ta beamforming scheme, a UE moving fast or a UE located on a
sector boundary has difficulty in receiving a synchronization signal stably. Instead, if an ID of a UE located beam is
identifiable, a UE can advantageously grasp its location through a synchronization signal. On the contrary, since a beam
width is wide in case of a repetitive transmission scheme, it is less probable that a UE misses a synchronization signal.
Instead, the UE is unable to grasp its location.
[0050] FIG. 5 shows an example of a frame structure proposed in a communication environment that uses mmWave.
[0051] First of all, a single frame is configured with Q subframes, and a single subframe is configured with P slots.
And, one slot is configured with T OFDM symbols. Here, unlike other subframes, a first subframe in a frame uses 0th

slot (slot denoted by ’S’) for the usage of synchronization. And, the 0th slot is configured with A OFDM symbols for timing
and frequency synchronization, B OFDM symbols for beam scanning, and C OFDM symbols for informing a UE of system
information. And, the remaining D OFDM symbols are used for data transmission to each UE.
[0052] Meanwhile, such a frame structure is a simple example only. Q, P, T, S, A, B, C and D are random values, and
may include values set by a user or values set automatically on a system.
[0053] In the following, algorithm of timing synchronization between a base station and a UE is described. Let’s consider
a case that the base station transmits the same synchronization signal A times in FIG. 5. Based on the synchronization
signal transmitted by the base station, the UE performs timing synchronization using the algorithm of Equation 3.

where  
[0054] In Equation 3, N, Ng and i indicate a length of OFDM symbol, a length of CP (Cyclic Prefix) and an index of
OFDM symbol, respectively. r means a vector of a received signal in a receiver. Here, the equation

 is a vector defined with elements ranging from (ñ+ i(N +
Ng))th element to (ñ + i)(N + Ng) + N - 1)th element of the received signal vector r.
[0055] The algorithm of Equation 3 operates on the condition that 2 OFDM received signals adjacent to each other
temporally are equal to each other. Since such an algorithm can use a sliding window scheme, it can be implemented
with low complexity and has a property robust to a frequency offset.
[0056] Meanwhile, Equation 4 represents an algorithm of performing timing synchronization using correlation between
a received signal and a signal transmitted by a base station.

[0057] In Equation 4, s means a signal transmitted by a base station and is a signal vector pre-agreed between a UE
and a base station. Although the way of Equation 4 may have performance better than that of Equation 3, since Equation
4 cannot be implemented by a sliding window scheme, it requires high complexity. And, the way of Equation 4 has a
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property vulnerable to a frequency offset.
[0058] In continuation with the description of the timing synchronization scheme, a beam scanning process is described
as follows. First of all, a beam scanning means an operation of a transmitter and/or a receiver that looks for a direction
of a beam that maximizes a received SINR of the receiver. For example, a base station determines a direction of a beam
through a beam scanning before transmitting data to a UE.
[0059] Further description is made by taking FIG. 4 as one example. FIG. 4 shows that a sector serviced by a single
base station is divided into 8 areas. Here, the base station transmits a beam to each of (A1+B1), (A2+B2), (A3+B3) and
(A4+B4) areas, and a UE can identify the beams transmitted by the base station. On this condition, a beam scanning
process can be embodied into 4 kinds of processes. First of all, the base station transmits beams to 4 areas in sequence
[i]. The UE determines a beam decided as a most appropriate beam among the beams in aspect of a received SINR
[ii]. The UE feds back information on the selected beam to the base station [iii]. The base station transmits data using
a beam having the direction of the feedback [iv]. Through the above beam scanning process, the UE can receive DL
data through a beam having an optimized received SINR.
[0060] Zadoff-Chu sequence is described in the following. Zadoff-Chu sequence is called Chu sequence or ZC se-
quence and defined as Equation 5.

[0061] In Equation 5, N indicates a length of sequence, r indicates a root value, and xr [n] indicates an nth element of
ZC sequence. The ZC sequence is characterized in that all elements are equal to each other in size [constant amplitude].
Moreover, a DFT result of ZC sequence is also identical for all elements.
[0062] In the following, ZC sequence and a cyclic shifted version of the ZC sequence have the following correlation
such as Equation 6.

[0063] In Equation 6,  is a sequence resulting from cyclic-shifting Xr by i, and indicates 0 except a case that auto-
correlation of ZC sequence is i = j. The ZC sequence also has zero auto-correlation property and may be expressed as
having CAZAC (Constant Amplitude Zero Auto Correlation) property.
[0064] Regarding the final property of the ZC sequence ZC, the correlation shown in Equation 7 is established between
ZC sequences having a root value that is a coprime of a sequence length N.

[0065] In equation 7, r1 or r2 is a coprime of N. For example, if N = 111, 2 ≤ r1, r2 ≤ 110 always meets Equation 7.
Unlike auto-correlation of Equation 6, the mutual correlation of ZC sequence does not become 0 completely.
[0066] In continuation with ZC sequence, Hadamard matrix is described. The Hadamard matrix is defined as Equation 8.
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where H1 = [1]

[0067] In Equation 8, 2k indicates a size of matrix. Hadamard matrix is a unitary matrix that always meets

 irrespective of a size n. Moreover, in Hadamard matrix, all columns and all rows are orthogonal to
each other. For example, if n = 4, Hadamard matrix is defined as Equation 9.

[0068] From Equation 9, it can be observed that columns and rows are orthogonal to each other.
[0069] FIG. 6 shows a structure of OVSF (orthogonal variable spreading factor) code. The OVSF code is the code
generated on the basis of Hadamard matrix and has specific rules.
[0070] First of all, in diverging to the right in the OVSF code [lower branch], a first code repeats a left mother code
twice as it is and a second code is generated from repeating an upper code once, inverting it and then repeating the
inverted code once. FIG. 6 shows a tree structure of OVSF code.
[0071] Such an OVSF code secures all orthogonality except the relation between adjacent mother and child codes
on a code tree. For example, in FIG. 6, a code [1 -1 1 -1] is orthogonal to all of [1 1], [1 1 1 1], and [1 1 -1 -1]. Moreover,
regarding the OVSF code, a length of code is equal to the number of available codes. Namely, it can be observed from
FIG. 6 that a length of a specific ode is equal to the total number in a branch having the corresponding code belong thereto.
[0072] FIG. 7 is a diagram to describe a disposed situation of user equipments. RACH (Random Access CHannel) is
described with reference to FIG. 7.
[0073] In case of LTE system, when RACH signals transmitted by UEs arrive at a base station, powers of the RACH
signals of UEs received by the base station should be equal to each other. To this end, the base station defines a
parameter ’preambleInitialReceivedTargetPower’, thereby broadcasting the parameter to all UEs within a corresponding
cell through SIB (System Information Block) 2. The UE calculates a pathloss using a reference signal, and then determines
a transmit power of the RACH signal using the calculated pathloss and the parameter ’preambleInitialReceivedTarget-
Power’ like Equation 10. 

[0074] In Equation 10, P_PRACH_Initial, P_CMAX, and PL indicate a transmit power of RACH signal, a maximum
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transmit power of UE, and a pathloss, respectively.
[0075] Equation 10 is taken as one example for the following description. A maximum transmittable power of UE is
assumed as 23 dBm, and a RACH reception power of a base station is assumed as -104 dBm. And, a UE disposed
situation is assumed as FIG. 7.
[0076] First of all, a UE calculates a pathloss using a received synchronization signal and a beam scanning signal
and then determines a transmit power based on the calculation. Table 3 shows a pathloss of UE and a corresponding
transmit power.

[0077] In case of a UE K1 in table 3, a pathloss is very small. Yet, in order to match an RACH reception power, an
RACH signal should be transmitted with very small power (-44 dBm). Meanwhile, in case of a UE K2, although a pathloss
is big, a necessary transmit power is 6 dBm. Yet, in case of a UE K3, since a pathloss is very big, a necessary transmit
power exceeds P_CMA = 23 dBm. In this case, the UE should perform a transmission with 23 dBm that is a maximum
transmit power and a rate of UE’s RACH access success is degraded by 3 dB.

2. First Proposed Random Access Performing Method

[0078] In the following description, a random access procedure (or, an RACH procedure) performed in a wireless
communication system using an ultrahigh frequency band is proposed and proposed embodiments are described in
detail through FIGs. 8 to 10.
[0079] According to a proposed embodiment, in order to lower probability of collision occurring in an RACH procedure,
a repeatedly transmitted RACH signal is defined using a sequence and a phase pattern vector. In particular, if a user
equipment (hereinafter abbreviated UE) repeatedly sends an RACH signal to a base station (hereinafter abbreviated
BS) as many times as a predetermined repetition count, a scalar value applied to a sequence can be varied instead of
repeatedly sending the same sequence simply. Since such a scalar value changes a phase of a sequence, it is defined
as ’phase pattern vector’. And, a plurality of phase pattern vectors can be defined as a single phase pattern vector set.
[0080] For example, although two UEs send RACH signals by selecting a same sequence in an RACH procedure, if
the two UEs select different phase pattern vectors, respectively, the RACH procedure can be performed between the
two UEs without collision. This means that a BS can distinguish the RACH signals of the two UEs without mutual
interference. A proposed embodiment is described in detail as follows.
[0081] First of all, a phase pattern vector set for an RACH procedure is shared between a UE and a BS. The phase
pattern vector set may be shared by the UE and the BS in a manner of being determined by the BS and then transmitted
to the UE. On the other hand, if a fixed phase pattern vector set is defined, the UE and the BS agree to use a single
phase pattern vector set offline in advance.
[0082] Meanwhile, a phase pattern vector set is configured with a plurality of phase pattern vectors orthogonal or
quasi-orthogonal to each other for the same repetition count. For example, a phase pattern vector set according to one
embodiment can be implemented in Hadamard form, and each row or column of the Hadamard matrix described in
Equation 8 or Equation 9 can configure a single phase pattern vector. In Table 4, an example of a phase pattern vector
set implemented in Hadamard form is shown. In Table 4, when a vector size is 4, 4 vectors orthogonal to each other
become 4 phase pattern vectors configuring a phase pattern vector set.

[Table 3]

UE preambleInitialReceivedTarg 
etPower

Pathloss Necessary transmit 
power

Transmit 
power

Additional necessary 
power

K1 -104dBm 60dB -44dBm -44dBm 0dBm

K2 -104dBm 110dB 6dBm 6dBm 0dBm

K3 -104dBm 130dB 26dBm 23dBm 3dBm

[Table 4]

Index Phase pattern vector

0 [1 1 1 1]

1 [1 - 1 1 -1]

2 [1 1 -1 -1]

3 [1 -1 -1 1]
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[0083] According to another embodiment, a phase pattern vector set can be implemented in DFT (Discrete Fourier
Transform) form. Table 5 shows an example of a phase pattern vector set implemented in DFT form.

[0084] Subsequently, using the aforementioned phase pattern vector set, a process for a UE to generate an RACH
signal is described. A UE selects a prescribed phase pattern vector from a phase pattern vector set and applies the
selected phase pattern vector to a process for transmitting RACH signal as many times as a prescribed repetition count.
Particularly, the UE sends RACH signals corresponding to a repetition count by multiplying the same sequence by scalar
values contained in the selected phase pattern vector.
[0085] For example, a repetition count is 4, S2 is selected as a sequence of RACH signals, and a 3rd phase pattern
vector [1 -1 -1 1] is selected from the phase pattern vector set of Table 4. Such a case is described as follows. A UE
can generate RACH signals to send for the repetition count ’4’ like Equation 11 by applying the selected phase pattern
vector to the selected sequence.

[0086] According to Equation 11, a UE sends total 4 RACH signals, which are generated by applying the phase pattern
vector [1 -1 -1 1] to the sequence S2, for 4 time intervals (e.g., OFDM symbols) to a BS. Each element of the phase
pattern vector becomes a scalar value by which the sequence is multiplied according to the former description.
[0087] Subsequently, a process for a BS to process an RACH signal received from a UE is described. The BS calculates
correlation between parameters of the received RACH signal and a combination of a random sequence and a phase
pattern vector and selects a combination of a specific sequence and a phase pattern vector, which maximizes a value
of the calculated correlation. The BS determines the selected sequence and phase pattern vector as a sequence and
phase pattern vector used for an RACH procedure by the UE.
[0088] A process for a BS to calculate correlation can be expressed as Equation 12.

[0089] In Equation 12, j and k indicate a specific phase pattern vector and sequence, which maximize a correlation
value, respectively, j and k indicate a random phase pattern vector and sequence, which become calculation targets of
the correlation value, respectively, R indicates a repetition count of a predetermined RACH signal, and xi,j indicates an
ith element of a jth phase pattern vector. Moreover, in Equation 12, in a similar manner of the definition of Equation 3, yi
is a vector defined with [i(N + Ng)]th to [i{N + Ng)+ N - 1]th elements of an Rx signal vector r of a BS, and sk indicates a
k th sequence in the whole sequence set.
[0090] Eventually, Equation 12 means a process for a BS to calculate correlation values among a received RACH
signal, a random sequence sk and a random phase pattern vector j ([x0,j

~ x1,j...xR-1,j]). The BS searches for a sequence
and phase pattern vector combination (k, j) that maximizes a correlation value (k, j).
[0091] For example, Table 6 shows sequences and phase pattern vectors selected by 3 user equipments UE 1, UE
2, and UE 3. Here, a repetitive transmission count of RACH signal is 4 and a phase pattern vector set of Table 4 is used.

[Table 5]

Index Phase pattern vector

0 [1 1 1 1]

1 [1 -1 1 -1]

2 [1 -j -1 j]

3 [1 j -1 -j]

~

^ ^ ^ ^

^ ^
~ ~

~
~

~ ~
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Such a case is represented.

[0092] In Table 6, let’s consider a case that 3 UEs send RACH signals repeatedly 4 times through the same time and
frequency resources. In this case, a BS calculates correlation values of RACH signals received from the respective UEs
through Equation 12, and a correlation value calculating process of the BS is described with reference to FIG. 8. In FIG.

8, αi,k is defined as  is defined as  And,  indicates an Rx signal of a BS
when a Uth UE sends an RACH signal but the rest of UEs fail to send RACH signals. If a channel is flat, does not change

according to time, and has no noise, such relation as  is established. For
clarity of the description, if such a channel state is assumed, correlation values calculated by a BS can be illustrated as
FIG. 8.
[0093] In FIG. 8, it can be observed that an RACH signal (sequence index 0, phase pattern vector index 2) sent by
UE 1 is detected from a 3rd correlation value. And, it can be observed that an RACH signal (sequence index 0, phase
pattern vector index 3) sent by UE 2 is detected from a 4th correlation value in FIG. 8. Moreover, it can be observed that
an RACH signal (sequence index 1, phase pattern vector index 3) sent by UE 3 is detected from an 8th correlation value
in FIG. 8.
[0094] Particularly, despite that UE 1 and UE 2 selected the same sequence, as a result from applying different phase
pattern vectors, a BS can distinguish RACH signals of the two UEs. Therefore, the BS can distinguish RACH signals in
case of different phase pattern vector indexes as well as RACH signals in case of different sequences.
[0095] Meanwhile, it can be observed from FIG. 8 that 4 correlation values corresponding to the sequence index 0
can be represented as a combination of 4 scalar values {α0,0, α1,0, α2,0, α3,0}. Namely, the BS can easily obtain 4
correlation values in a manner of performing calcualtion on 4 scalar values and then applying a phase pattern vector to
the scalar values. Here, since a steps of applying the phase pattern vector is a simple sign change only whereas

calculation of  is a product operation of a vector and a vector, complexity due to the application of the
phase pattern vector is relatively insignificant.
[0096] Meanwhile, if the BS identifies the RACH signal sent by the UE in the above manner, the BS sends an RACH
response signal indicating an estimated sequence and phase pattern vector to the UE. Here, the sequence and phase
pattern vector indexes estimated by the BS may be represented as RA-PID (random access preamble ID). If phase
pattern vector indexes are different despite the same sequence, a different RA-PID is generated. The BS sends the RA-
PID to the UE in a manner that the RA-PID is contained in the RACH response signal.
[0097] In this case, the RA-PID should be defined to express both a sequence index and a phase pattern vector index.
For example, if a sequence index is 64 and a phase pattern vector index is 1, RA-PID can be expressed as Equation 13.

[0098] The BS generates and sends an RA-PID contained RACH response signal to the UE, thereby informing the
UE that the RACH signal of the UE was received.
[0099] FIG. 9 is a flowchart showing a method of performing a random access procedure according to one embodiment.
FIG. 9 shows the aforementioned embodiments according to a time-series flow. Hence, the above-proposed embodi-
ments are applicable identically or similarly despite that the details are omitted from the description with reference to FIG. 9.
[0100] First of all, in S910, a sequence set and a phase pattern vector set for an RACH signal transmission are shared
between a BS and a UE. What kinds of a sequence set and a phase pattern vector set will be used for an RACH procedure

[Table 6]

UE Sequence Phase pattern vector

UE 1 S0 [1 1 -1 -1] (Index 2)

UE 2 S0 [1 -1 -1 1] (Index 3)

UE 3 S1 [1 -1 -1 1] (Index 3)
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can be determined and then notified to the UE by the BS. Or, a specific sequence set and a specific phase pattern vector
set may be shared beforehand between the UE and the BS in form of agreement.
[0101] The UE selects a sequence and phase pattern vector to use for the RACH procedure according to an RACH
signal repetitive transmission count [S9920]. A step of determining the repetitive transmission count of the RACH signal
shall be described in detail with reference to FIG. 10. For example, if a repetitive transmission count is 4, a prescribed
phase pattern vector is selected from a phase pattern vector set corresponding to ’4’ and a prescribed sequence is
selected from a sequence set.
[0102] Subsequently, the UE sends an RACH signal generated from applying the selected sequence and phase pattern
vector to the BS [S930]. The RACH signal sent by the UE is sent to the BS for a time interval amounting to a predetermined
repetition count, and may be generated from multiplying the sequence selected in S920 by elements of the phase pattern
vector selected in S920.
[0103] Meanwhile, the BS estimates a sequence and phase pattern vector of the RACH signal sent by the UE [S940].
Namely, the BS calculates a sequence and phase pattern vector applied to the transmission of the RACH signal by the
UE through a step of calculating a correlation value between the received RACH signal and a combination of a random
sequence and phase pattern vector. Such a step may be understood as a step of selecting a sequence and phase
pattern vector, which maximize a correlation value according to Equation 12.
[0104] Subsequently, the BS sends an RACH response signal, which indicates the sequence and phase pattern vector
estimated as used by the UE, to the UE [S950]. The RACH response signal may be sent in a manner of containing RA-
PID indicating the estimated sequence and phase pattern vector. Having received the RACH response signal, the UE
checks whether the sequence and phase pattern vector estimated by the BS match the sequence and phase pattern
vector applied to the RACH signal by the UE itself, thereby checking whether the RACH procedure is successfully
performed [S960].
[0105] According to the above-proposed embodiments, although UEs perform an RACH procedure by selecting a
same sequence, if phase pattern vectors are different, a BS can distinguish them without interference. By simply in-
creasing the number of sequences, it is able to resolve the collision of the RACH procedure between UEs. Yet, if the
number of the sequences is increased, the following problems are caused. First of all, the higher the number of sequences
gets, the larger inter-sequence correlation becomes. Hence, inter-sequence interference increases. If the sequence
interference increases, it may cause a problem of degrading BS’s sequence estimation performance. Secondly, in
LTE/LTE-A, a UE is informed of a sequence, which is usable for each cell, through SIB (system information block). If
the number of sequences is increased, signaling information of such an SIB should be modified. Hence, it may cause
a problem in aspect of backward compatibility. Moreover, in order to minimize RACH signal interference between cells,
it may cause a problem that a predefined sequence table should be modified all. In order to support a legacy UE, it may
cause a problem that an existing sequence table should be retained as well.
[0106] On the contrary, according to a proposed embodiment, a new phase pattern vector is introduced additionally
while an existing sequence set is utilized intactly. By utilizing a sequence and phase pattern vector, the number of RACH
signals selectable by a UE becomes (size of sequence set X size of phase pattern vector set). As the number of RACH
signals increases, complexity of BS’s estimation step rises. Yet, since a phase pattern vector calculating step is a simple
scalar operation step only, as described above, it is advantageous in that the complexity rise is relatively negligible.
[0107] FIG. 10 is a flowchart showing a repetition count determining method according to another proposed embod-
iment. With respect to the former proposed embodiment, a process for determining a repetitive transmission count of
RACH signals is described with reference to FIG. 10.
[0108] First of all, a BS sends a default repetition count and a maximum repetition count for transmission of RACH
signal to a UE [S1010]. The default repetition count or the maximum repetition count is selected as a repetition count
the UE will apply to the transmission of the RACH signal actually.
[0109] Meanwhile, the UE calculates a pathloss through a synchronization procedure and a beam scanning procedure
performed ahead of an RACH procedure [S1020]. Subsequently, the UE determines RACH Rx power of the BS and
RACH Tx power of the UE based on the calculated pathloss [S1030]. Here, the RACH Rx power means an Rx power
estimated when an RACH signal sent by the UE arrives at the BS. And, the UE determines RACH Tx power of its own
to match the RACH Rx power. Such steps are already described in FIG. 7 and Equation 10, and the corresponding
details shall be omitted.
[0110] Subsequently, the UE compares the determined RACH Tx power with the maximum Tx power of the UE [S1030],
thereby determining a final repetition count [S1040]. If the determined RACH Tx power is smaller than the maximum Tx
power of the UE, the UE determines the default repetition count received in S1010 as an RACH repetitive transmission
count. If the determined RACH Tx power is greater than the maximum Tx power of the UE, the UE determines the
maximum repetition count received in S1010 as an RACH repetitive transmission count. In the latter case, the UE may
determine a random count smaller than the maximum repetition count as an RACH repetition count using a difference
or ratio between the RACH Tx power and the maximum Tx power of the UE.
[0111] The following description is made by taking a case that a default repetition count and a maximum repetition
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count are 4 and 16, respectively as an example. First of all, a UE calculates a pathloss and determines RACH Tx power
of the UE from RACH Rx power of a BS. If Table 3 is taken as one example, in case of a UE K1 and a UE L2, since a
necessary Tx power is smaller than UE’s maximum Tx power (23 dB), an RACH repetition count becomes 4. Meanwhile,
in case of a UE K3, since a necessary Tx power is greater than a maximum Tx power by a size of 3 dB, the RACH
success rate of the UE is degraded by the size. In this case, the UE determines a repetition count not as 4 but as a
maximum repletion count ’16’. If so, the UE K3 can obtain an additional power gain of 6 dB and an RACH success rate
enhanced better than those of other UEs. Or, based on a difference or ratio between a necessary Tx power and a
maximum Tx power, the UE K3 may determine a repetition count as ’8’ smaller than the maximum repetition count.

3. Second Proposed Random Access Performing Method

[0112] In the above description, described is an embodiment of utilizing a sequence and a phase pattern vector in an
RACH procedure between a UE and a BS. In the following, described is an embodiment of adaptively adjusting a
transmission timing of an RACH signal in addition to the aforementioned RACH procedure. According to embodiments
described below, as a transmission timing of an RACH signal sent by a UE is adjusted, although RSCH signals using
the same phase pattern vector for the same repetition count are sent, a BS can distinguish them.
[0113] FIG. 11 is a diagram to describe a method of performing a random access procedure according to another
embodiment. Regarding FIG. 11, the following description is made by taking an example of a case that a default repetition
count and a maximum repetition count are determined as 4 and 8, respectively.
[0114] In case that a default repetition count and a maximum repetition count are determined as 4 and 8, respectively,
a UE can send RACH signals in 0th and 4th OFDM symbols among 0th to 7th OFDM symbols. Referring to FIG. 11, a
UE A sends an RACH signal in the 0th OFDM symbol, and a UE B sends an RACH signal in the 4th ODFM symbol.
Meanwhile, if a repetition count of a UE is determined as 8 equal to a maximum repetition count, the UE should send
an RACH signal by starting with the 0th OFDM symbol. Such an example is summarized and represented in Table 7.

[0115] In FIG. 11, since the RACH signals sent by the UE A and the UE B are sent at different timings, respectively,
a BS can detect the RACH signals of the two UEs by avoiding the overlapping between the RACH signals. Namely, as
the two RACH signals are detected, the BS can be aware that the two UEs are attempting access, which is the same
as the case that the UE A and the UE B use the same sequence and the same phase pattern vector. In response to
this, the BS generates 2 RACH response signals indicating 2 different transmission timings and then sends them to the
UEs, respectively.
[0116] The UE acquires information on an RA-PID (i.e., sequence and phase pattern vector) and a transmission timing,
which are estimated by the BS, through the RACH response signal, and then compares the information with RA-PID
and transmission timing of the RACH signal sent by the UE. If a comparison result says ’identical’, the UE determines
that its RACH procedure has been performed successfully. Yet, as a result of the comparison, if at least one of the
sequence, the phase pattern vector, and the transmission timing is not matched, the RACH procedure on the BS is
determined as failure. Eventually, the UE A and the UE B can perform a Rach procedure on the BS by sending RACH
signals at a specific timing in the whole transmission interval corresponding to a maximum repetition count. So to speak,
according to the proposed embodiment, by informationalizing a transmission timing of an RACH signal, RACH collision
probability can be further reduced.
[0117] Meanwhile, in the aforementioned process, the BS can inform UEs of a phase pattern vector set usable at a
specific repetition count. Here, in a step of sharing a phase pattern vector set between a UE and a BS like S910 of FIG.
9, the BS may inform the UE of some phase pattern vectors usable or unusable for each repetition count within the
phase pattern vector set. Moreover, phase pattern vectors having different repetition counts may be set to lie in mutually
nested orthogonal relation.
[0118] For a detailed example, in a phase pattern vector set for a repetition count 4 represented in Table 8, a phase
pattern vector of an index #3 is set as an unusable phase pattern vector. Table 9 shows a case that a phase pattern
vector of an index #3 and a phase pattern vector of an index #7 in a phase pattern vector set for a repetition count 8 are
set as usable phase pattern vectors only. Meanwhile, phase pattern vectors represented in Table 8 and Table 9 are
defined on the basis of OVSF (orthogonal variable spreading factor) codes.

[Table 7]

Repetition count Transmittable timing

4 0,4

8 0
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[0119] The reason why some phase pattern vectors are set unusable in such a phase pattern vector set is to satisfy
the nested orthogonal property between phase pattern vectors of different repetition counts. Namely, since some of
vectors in the phase pattern vector set has not inclusive relation to vectors of a different repetition count (i.e., not nested
orthogonal), if such vectors are used together with the vector of the different repetition count, the BS is unable to
distinguish the two RACH signals. Hence, the BS may be set to use some vectors, which meet the nested orthogonal
property, among the vectors included in the phase pattern vector set only. This is described in detail through the em-
bodiment shown in FIG. 12.
[0120] FIG. 12 is a diagram to describe a method of performing a random access procedure according to another
embodiment. FIG. 12 shows the following case. First of all, a UE A performs an RACH procedure using a phase pattern
vector of an index 0 in a phase pattern vector set having a repetition count ’4’ in Table 8, a UE B performs an RACH
procedure using a phase pattern vector of an index 2 in Table 8, a UE C performs an RACH procedure using a phase
pattern vector of an index 2 in Table 8, and a UE D performs an RACH procedure using a phase pattern vector of an
index 3 in Table 8. Each of the UE A and the UE B sends an RACH signal at a 0th timing, the UE C sends an RACH
signal at a 4th timing, and the UE D sends an RACH signal at a 0th timing. Each of the UEs A to C has a repetition count
’4’, and the UE D has a repetition count ’8’.
[0121] The BS processes the received 4 RACH signals according to Equation 14. 

[0122] Parameters of Equation 14 are identical to those of Equation 12,  indicates an ith element of a jth phase
pattern vector of a repetition count R, and R indicates a repetition count that makes a correlation value become a
maximum. For example, 0th and 1st elements of a 3rd phase pattern vector (index = 3) in a phase pattern vector set of
a repetition count ’8’ are 1 and -1, respectively. The BS searches for {j,R,k} that makes a correlation value become a

[Table 8]

Index Phase pattern vector Usable/Unusable

0 [1 1 1 1] Usable

1 [1 1 -1 -1] Usable

2 [1 -1 1 -1] Usable

3 [1 -1 -1 1] Unusable

[Table 9]

Index Phase pattern vector Usable/Unusable

0 [1 1 1 1 1 1 1 1] Unusable

1 [1 1 -1 -1 1 1 -1 -1] Unusable

2 [1-1 1-1 1-1 1-1] Unusable

3 [1 -1 -1 1 1 -1 -1 1] Usable

4 [1 1 1 1 -1 -1 -1 -1] Unusable

5 [1 1 -1 -1 -1 -1 1 1] Unusable

6 [1 -1 1 -1 -1 1 -1 1] Unusable

7 [1-1-1 1-1 1 1-1] Usable

^

^ ^ ^
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maximum through Equation 14.
[0123] Meanwhile, since the UE A and the UE B select different phase pattern vectors in FIG. 12 and the two phase
pattern vectors are orthogonal to each other, the BS can distinguish RACH signals of the two UEs. Since the UE C and
the UE A/B differ from each other in a transmission timing, the RACH signal of the UE C is received at a transmission
timing different from those of the RACH signals of the UEs A and B. Hence, the BS can distinguish the RACH signal of
the UE C as well.
[0124] The case of the UE D and the UE A/B/C is described with reference to Table 10 as follows. In Table 10, [0 0
0 0] indicates that the corresponding UE does not sent an RACH signal at the corresponding timing.

[0125] If an estimated repetition count is 4, Table 10 shows that phase pattern vectors are always orthogonal to each
other irrespective of a transmission timing. When the BS identifies the RACH signal of the UE A, since the RACH signal
of the UE D has an orthogonal phase pattern vector, it does not cause interference. Likewise, Since phase pattern
vectors are orthogonal to each other between the RACH signals of the UEs C and D, interference is not caused.
Meanwhile, the BS detects [1 -1 -1 1] vector of the UE D at each of the transmission timing 0 and the transmission timing
4. Yet, since the phase pattern vector [1 -1 -1 1] of the index 3 is set unusable in Table 8, the BS can recognize that the
[1 -1 -1 1] vector is not the phase pattern vector of the repetition count 4 but the phase pattern vector having the index
3 of the repetition count 8 in Table 9.
[0126] Subsequently, if the estimated repetition count is 8 in Table 10, the BS calculates correlation by applying 3rd

and 7th phase pattern vectors of Table 9. In this case, each of the phase pattern vectors of the UEs A, B and C is
orthogonal to the phase pattern vector of the UE D. The following description is made by taking the UE C as an example.
As a vector [0 0 0 0 1 -1 1 -1] generated from adding [0 0 0 0] to the phase pattern vector of the UE C is orthogonal to
the phase pattern vector of the UE D for the transmission timing 0, the phase pattern vectors of the UE C and the UE
D are nested orthogonal to each other. This identically applies between the UE A/B and the UE D. Eventually, when the
UE D is identified, RACH signals of the rest of the UEs have no effect. As described above, this is because some phase
pattern vectors usable for each repetition count are set in advance.
[0127] When a usable or unusable phase pattern vector is set per repetition count in advance, as described above,
the BS can identify RACH signals between UEs having different repetition counts without interference. This means that
the BS can identify an RACH signal irrespective of a specific timing for a random UE to send the RACH signal in a whole
transmission interval.
[0128] Meanwhile, although a usable or unusable phase pattern vector per repetition count may be shared between
a BS and a UE in a manner of being notified to the UE by the BS, a phase pattern vector set fixed in offline form may
be determined between the UE and the BS in advance.
[0129] According to another embodiment, a size of a phase pattern vector for each repetition count can be adjusted
differently depending on a service radius of a cell. If the service radius (or, size) of the cell increases, a size of a phase
pattern vector set having a big repetition count is defined lager and a size of a phase pattern vector set having a small
repetition count is defined small. On the contrary, if the service radius (or, size) of the cell is small, a size of a phase
pattern vector set having a big repetition count is defined small and a size of a phase pattern vector set having a small
repetition count is defined large. If a size of a phase pattern vector is large/small, it means that the number of usable
phase pattern vectors included in the corresponding set is big/small.
[0130] If the BS services an area C1 only in FIG. 7, the repetition count of RACH signal selected by most of UEs may
be small. On the contrary, if the BS services up to an area C3, many UEs may desire a bigger repetition count of RACH
signal. In the latter case, if a size of a phase pattern vector set having a high repetition count is set small (i.e., less phase
pattern vectors included in the phase pattern vector set of the high repetition count are set), probability for UEs to select
a same phase pattern vector is raised. Hence, probability of RACH signal collision between UEs increases as well.
Therefore, the BS sets more usable phase pattern vectors included in a phase pattern vector set having a high repetition
count but may set less usable phase pattern vectors included in a phase pattern vector set of a relatively small repetition
count.

[Table 10]

UE
Phase pattern vector Phase pattern vector

(transmission timing 0) (transmission timing 4)

A [1 1 1 1] [0 0 0 0]

B [1-1 1-1] [0 0 0 0]

C [0 0 0 0] [1 -1 1 -1]

D [1 -1 -1 1] [1 -1 -1 1]
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[0131] For example, if the BS services the area Cl only, phase pattern vector sets of repetition counts 4 and 8 may
be determined as Table 11 and Table 12, respectively.

[0132] Compared with Table 8 and Table 9, size changes of phase pattern vector sets of Table 11 and Table 12 are
shown in Table 13.

[0133] According to Table 13, the number of usable vectors is reduced into 2 from 3 in the phase pattern vector set
of a repetition count 4. Yet, the number of usable vectors is raised to 4 from 2 in the phase pattern vector set of a
repetition count 8.
[0134] Meanwhile, configurations such as Table 11 and Table 2 are not unique embodiments but simple examples.
Namely, a phase pattern vector of an index 2 can be configured as unusable instead of an index 1 in Table 11. In this
case, phase pattern vectors of indexes 2 and 6 become usable instead of phase pattern vectors of indexes 1 and 5 in
Table 12.
[0135] FIG. 13 is a flowchart showing a method of performing a random access procedure according to further proposed
embodiment. FIG. 13 shows the aforementioned embodiments according to a time-series flow. Hence, the above-
proposed embodiments are applicable identically or similarly despite that the details are omitted from the description
with reference to FIG. 13.
[0136] First of all, in S1310, a sequence set and a phase pattern vector set for an RACH signal transmission are
shared between a BS and a UE. Here, a phase pattern vector set for a random repetition count may be configured with
usable phase pattern vectors only among phase pattern vectors orthogonal to each other. So to speak, the phase pattern
vector set of S1310 may mean phase pattern vectors except an unusable phase pattern vector set among all phase
pattern vectors for a specific repetition count.
[0137] Meanwhile, what kinds of a sequence set and a phase pattern vector set will be used for an RACH procedure
can be determined and then notified to the UE by the BS. Or, a specific sequence set and a specific phase pattern vector
set may be shared beforehand between the UE and the BS in form of agreement.

[Table 11]

Index Phase pattern vector Usable/unusable

0 [1 1 1 1] Usable

1 [1 1 -1 -1] Unusable

2 [1-1 1-1] Usable

3 [1 -1 -1 1] Unusable

[Table 12]

Index Phase pattern vector Usable/unusable

0 [1 1 1 1 1 1 1 1] Unusable

1 [1 1 -1 -1 1 1 -1 -1] Usable

2 [1 -1 1 -1 1-1 1 -1] Unusable

3 [1 -1 -1 1 1 -1 -1 1] Usable

4 [-1 -1 -1 -1-1-1 -1-1] Unusable

5 [1 1 -1 -1 -1 -1 1 1] Usable

6 [1 -1 1 -1 -1 1 -1 1] Unusable

7 [1 -1 -1 1-1 1 1-1] Usable

[Table 13]

Repetition count # of usable vectors before adjustment # of usable vectors after adjustment

4 3 2

8 2 4



EP 3 307 008 B1

18

5

10

15

20

25

30

35

40

45

50

55

[0138] Subsequently, the UE selects a sequence and phase pattern vector to use for the RACH procedure according
to an RACH signal repetitive transmission count [S1320]. The step described with reference to FIG. 10 may be similarly
applicable to a step of determining the repetitive transmission count of the RACH signal. For example, if a repetitive
transmission count is 4, a prescribed phase pattern vector is selected from usable phase pattern vectors included in a
phase pattern vector set corresponding to ’4’ and a prescribed sequence is selected from a sequence set.
[0139] Subsequently, the UE sends an RACH signal generated from applying the selected sequence and phase pattern
vector to the BS, and the RACH signal is sent at a specific timing in a whole transmittable interval (i.e., a time interval
corresponding to a maximum repetition count) [S1330]. The RACH signal sent by the UE is sent to the BS for a time
interval amounting to a predetermined repetition count, and may be generated from multiplying the sequence selected
in S1320 by elements of the phase pattern vector selected in S1320.
[0140] The BS estimates a sequence, phase pattern vector and repetition count of the RACH signal sent by the UE
[S1340]. Namely, the BS calculates a sequence, phase pattern vector and repetition count applied to the transmission
of the RACH signal by the UE through a step of calculating a correlation value between the received RACH signal and
a combination of a random sequence, phase pattern vector and repetition count. Such a step may be understood as a
step of selecting a sequence, phase pattern vector and repetition count, which maximize a correlation value according
to Equation 14.
[0141] Subsequently, the BS sends an RACH response signal, which indicates the sequence, phase pattern vector
and transmission timing estimated as used by the UE, to the UE [S1350]. The RACH response signal may be sent in a
manner of containing RA-PID indicating the estimated sequence and phase pattern vector. Having received the RACH
response signal, the UE checks whether the sequence, phase pattern vector and repetition count estimated by the BS
match the parameters and transmission timing applied to the RACH signal by the UE itself, thereby checking whether
the RACH procedure is successfully performed [S1360].
[0142] According to the above-proposed embodiments, although UEs perform an RACH procedure by selecting a
same sequence and a same phase pattern vector, if transmission timings are different, a BS can distinguish them without
interference.

4. Apparatus configuration

[0143] FIG. 14 is a block diagram showing the configuration of a user equipment and a base station according to one
embodiment of the present invention. In FIG. 11, the user equipment 100 and the base station 200 may include radio
frequency (RF) units 110 and 210, processors 120 and 220 and memories 130 and 230, respectively. Although a 1:1
communication environment between the user equipment 100 and the base station 200 is shown in FIG. 11, a commu-
nication environment may be established between a plurality of user equipment and the base station. In addition, the
base station 200 shown in FIG. 11 is applicable to a macro cell base station and a small cell base station.
[0144] The RF units 110 and 210 may include transmitters 112 and 212 and receivers 114 and 214, respectively. The
transmitter 112 and the receiver 114 of the user equipment 100 are configured to transmit and receive signals to and
from the base station 200 and other user equipments and the processor 120 is functionally connected to the transmitter
112 and the receiver 114 to control a process of, at the transmitter 112 and the receiver 114, transmitting and receiving
signals to and from other apparatuses. The processor 120 processes a signal to be transmitted, sends the processed
signal to the transmitter 112 and processes a signal received by the receiver 114.
[0145] If necessary, the processor 120 may store information included in an exchanged message in the memory 130.
By this structure, the user equipment 100 may perform the methods of the various embodiments of the present invention.
[0146] The transmitter 212 and the receiver 214 of the base station 200 are configured to transmit and receive signals
to and from another base station and user equipments and the processor 220 are functionally connected to the transmitter
212 and the receiver 214 to control a process of, at the transmitter 212 and the receiver 214, transmitting and receiving
signals to and from other apparatuses. The processor 220 processes a signal to be transmitted, sends the processed
signal to the transmitter 212 and processes a signal received by the receiver 214. If necessary, the processor 220 may
store information included in an exchanged message in the memory 230. By this structure, the base station 200 may
perform the methods of the various embodiments of the present invention.
[0147] The processors 120 and 220 of the user equipment 100 and the base station 200 instruct (for example, control,
adjust, or manage) the operations of the user equipment 100 and the base station 200, respectively. The processors
120 and 220 may be connected to the memories 130 and 230 for storing program code and data, respectively. The
memories 130 and 230 are respectively connected to the processors 120 and 220 so as to store operating systems,
applications and general files.
[0148] The processors 120 and 220 of the present invention may be called controllers, microcontrollers, microproc-
essors, microcomputers, etc. The processors 120 and 220 may be implemented by hardware, firmware, software, or a
combination thereof.
[0149] If the embodiments of the present invention are implemented by hardware, Application Specific Integrated
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Circuits (ASICs), Digital Signal Processors (DSPs), Digital Signal Processing Devices (DSPDs), Programmable Logic
Devices (PLDs), Field Programmable Gate Arrays (FPGAs), etc. may be included in the processors 120 and 220.
[0150] Meanwhile, the aforementioned method may be implemented as programs executable in computers and exe-
cuted in general computers that operate the programs using computer readable media. In addition, data used in the
aforementioned method may be recorded in computer readable recording media through various means. It should be
understood that program storage devices that can be used to describe storage devices including computer code exe-
cutable to perform various methods of the present invention do not include temporary objects such as carrier waves or
signals. The computer readable media include storage media such as magnetic recording media (e.g. ROM, floppy disk
and hard disk) and optical reading media (e.g. CD-ROM and DVD).

INDUSTRIAL APPLICABILITY

[0151] The aforementioned random access performing method is applicable to various wireless communication sys-
tems including an IEEE 802.16x system and an IEEE 802.11x system as well as to a 3GPP LTE/LTE-A system. Moreover,
a proposed method is applicable to an mmWave communication system that uses an ultra-high frequency band.

Claims

1. A method for performing a random access by a user equipment (100) in a wireless communication system using
an mmWave band, the method comprising:

obtaining (S910, S1310) information on a sequence set and information on a phase pattern vector set among
a plurality of phase pattern vector sets, wherein the sequence set and the phase pattern vector set comprise a
plurality of sequences and a plurality of phase pattern vectors, respectively, and wherein respective phase
pattern vector set among the plurality of phase pattern vector sets is pre-configured differently according to
respective repetitive transmission count among a plurality of repetitive transmission counts for a random access
channel, RACH, signal;
selecting (S920, S1320) a phase pattern vector among the plurality of phase pattern vectors, wherein the phase
pattern vector denotes a matrix applied to a sequence selected among the plurality of sequences;
obtaining the RACH signal based on the sequence and the selected phase pattern vector, wherein a phase of
the sequence is changed by applying the selected phase pattern vector to the sequence;
transmitting (S930, S1330), to a base station (200), the RACH signal repeatedly as many times as a repetitive
transmission count, included in the plurality of repetitive transmission counts, at a specific transmission timing
in a whole time interval corresponding to a maximum repetitive transmission count; and
receiving (S950, 1350), from the base station, a RACH response signal comprising information on an estimated
sequence, information on an estimated phase pattern vector and information on an estimated transmission
timing, wherein the specific transmission timing denotes a specific orthogonal frequency division multiplexing,
OFDM, symbol with an index, and determined based on the maximum repetitive transmission count.

2. The method of claim 1, wherein the respective phase pattern vector set consists of a plurality of usable phase pattern
vectors and at least one unusable phase pattern vector,
wherein the plurality of usable phase pattern vectors are orthogonal to each other, and
wherein the at least one unusable phase pattern vector is not orthogonal to the plurality of usable phase pattern
vectors, respectively.

3. The method of claim 2, wherein the respective phase pattern vector set consists of a plurality of usable phase pattern
vectors and at least one unusable phase pattern vector,
wherein a first usable phase pattern vector included in a first phase pattern vector set for a first specific repetition
count is orthogonal to a part of a second usable phase pattern vector included in a second phase pattern vector set
for a second specific repetition count which is larger than the first repetition count, and
wherein a number of elements included in the first usable phase pattern vector is less than a number of elements
included in the second usable phase pattern vector.

4. The method of claim 1, wherein in case of:

the maximum repetitive transmission count being 8, the specific transmission timing is a 0th OFDM symbol,
the maximum repetitive transmission count being 4, the specific transmission timing is one of the 0th OFDM
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symbol and a 4th OFDM symbol, and
the maximum repetitive transmission count being 2, the specific transmission timing is one of the 0th OFDM
symbol, a 2nd OFDM symbol, the 4th OFDM symbol, and a 6th OFDM symbol.

5. The method of claim 1, wherein the estimated sequence, the estimated phase pattern vector and the estimated
transmission timing are determined based on a sequence, phase pattern vector and repetition count that maximize
a correlation value with the RACH signal transmitted by the user equipment, respectively.

6. The method of claim 1, wherein a number of phase pattern vectors included in a first phase pattern vector set,
among the plurality of the phase pattern vector sets, for a first specific repetition count is less than a number of
phase pattern vectors included in a second phase pattern vector set, among the plurality of the phase pattern vector
sets, for a second specific repetition count which is larger than the first repetition count.

7. A computer-readable medium comprising code portions which, when executed on a processor, configure the proc-
essor to perform all steps of a method according to any one of the preceding method claims.

8. A user equipment (100) for performing a random access in a wireless communication system using an mmWave
band, the user equipment (100) comprising:

a transmitter (114);
a receiver (116); and
at least one processor (112) coupled with the transmitter and the receiver,
wherein the at least one processor is configured to:

- obtain information on a sequence set and information on a phase pattern vector set among a plurality of
phase pattern vector sets, wherein the sequence set and the phase pattern vector set comprise a plurality
of sequences and a plurality of phase pattern vectors, respectively, and wherein respective phase pattern
vector set among the plurality of phase pattern vector sets is pre-configured differently according to respec-
tive repetitive transmission count among a plurality of repetitive transmission counts for a random access
channel, RACH, signal;
- select a phase pattern vector among the plurality of phase pattern vectors, wherein the phase pattern
vector denotes a matrix applied to a sequence selected among the plurality of sequences;
- obtain the RACH signal based on the sequence and the selected phase pattern vector, wherein a phase
of the sequence is changed by applying the selected phase pattern vector to the sequence;
- transmit, to a base station (200), the RACH signal repeatedly as many times as a repetitive transmission
count, included in the plurality of repetitive transmission counts, at a specific transmission timing in a whole
time interval corresponding to a maximum repetitive transmission count; and
- receive, from the base station, a RACH response signal comprising information on an estimated sequence,
information on an estimated phase pattern vector and information on an estimated transmission timing,
wherein the specific transmission timing denotes a specific orthogonal frequency division multiplexing,
OFDM, symbol with an index, and determined based on the maximum repetitive transmission count.

9. The user equipment of claim 8, wherein the respective phase pattern vector set consists of a plurality of usable
phase pattern vectors and at least one unusable phase pattern vector,
wherein the plurality of usable phase pattern vectors are orthogonal to each other, and
wherein the at least one unusable phase pattern vector is not orthogonal to the plurality of usable phase pattern
vectors, respectively.

10. The user equipment of claim 9, wherein the respective phase pattern vector set consists of a plurality of usable
phase pattern vectors and at least one unusable phase pattern vector,
wherein a first usable phase pattern vector included in a first phase pattern vector set for a first specific repetition
count is orthogonal to a part of a second usable phase pattern vector included in a second phase pattern vector set
for a second specific repetition count which is larger than the first repetition count, and
wherein a number of elements included in the first usable phase pattern vector is less than a number of elements
included in the second usable phase pattern vector.

11. The user equipment of claim 8, wherein in case of:
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the maximum repetitive transmission count being 8, the specific transmission timing is a 0th OFDM symbol,
the maximum repetitive transmission count being 4, the specific transmission timing is one of the 0th OFDM
symbol and a 4th OFDM symbol, and
the maximum repetitive transmission count being 2, the specific transmission timing is one of the 0th OFDM
symbol, a 2nd OFDM symbol, the 4th OFDM symbol, and a 6th OFDM symbol.

12. The user equipment of claim 8, wherein the estimated sequence, the estimated phase pattern vector and the
estimated transmission timing are determined based on a sequence, phase pattern vector and repetition count that
maximize a correlation value with the RACH signal transmitted by the user equipment, respectively.

13. The user equipment of claim 8, wherein a number of phase pattern vectors included in a first phase pattern vector
set, among the plurality of the phase pattern vector sets, for a first specific repetition count is less than a number of
phase pattern vectors included in a second phase pattern vector set, among the plurality of the phase pattern vector
sets, for a second specific repetition count which is larger than the first repetition count.

Patentansprüche

1. Verfahren zum Durchführen eines Zufallszugangs durch eine Benutzereinrichtung (100) in einem drahtlosen Kom-
munikationssystem unter Verwendung eines mm-Wellenbandes, wobei das Verfahren umfasst:

Erlangen (S910, S1310) von Informationen bezüglich eines Sequenzsatzes und von Informationen bezüglich
eines Phasenmustervektorsatzes unter einer Vielzahl von Phasenmustervektorsätzen, wobei der Sequenzsatz
und der Phasenmustervektorsatz jeweils eine Vielzahl von Sequenzen und eine Vielzahl von Phasenmuster-
vektoren umfassen, und wobei der jeweilige Phasenmustervektorsatz unter der Vielzahl von Phasenmuster-
vektorsätzen gemäß einer jeweiligen sich wiederholenden Sendungszählung unter einer Vielzahl von sich wie-
derholenden Sendungszählungen für ein Zufallszugangskanal-, RACH, -Signal unterschiedlich vorkonfiguriert
ist;
Auswählen (S920, S1320) eines Phasenmustervektors aus der Vielzahl von Phasenmustervektoren, wobei der
Phasenmustervektor eine Matrix bezeichnet, die auf eine unter der Vielzahl von Sequenzen ausgewählte Se-
quenz angewendet wird;
Erlangen des RACH-Signals auf der Grundlage der Sequenz und des ausgewählten Phasenmustervektors,
wobei eine Phase der Sequenz durch Anwenden des ausgewählten Phasenmustervektors bei der Sequenz
verändert wird;
Senden (S930, S1330), zu einer Basisstation (200), des RACH-Signals für so viele Durchläufe wie eine sich
wiederholende Sendungszählung, die in der Vielzahl sich wiederholender Sendungszählungen umfasst ist, zu
einer spezifischen Sendungszeitvorgabe in einem gesamten Zeitintervall entsprechend einer maximalen sich
wiederholenden Sendungszählung; und
Empfangen (S950, S1350), von der Basisstation, eines RACH-Antwortsignals, das Informationen bezüglich
einer geschätzten Sequenz, Informationen bezüglich eines geschätzten Phasenmustervektors und Informati-
onen bezüglich einer geschätzten Sendungszeitvorgabe umfasst, wobei die spezifische Sendungszeitvorgabe
ein spezifisches orthogonales Frequenzteilungs-Multiplexing-, OFDM, -Symbol mit einem Index bezeichnet,
und das basierend auf der maximalen sich wiederholenden Sendungszählung bestimmt wird.

2. Verfahren gemäß Anspruch 1, wobei der jeweilige Phasenmustervektorsatz aus einer Vielzahl verwendbarer Pha-
senmustervektoren und zumindest einem nicht-verwendbaren Phasenmustervektor besteht,
wobei die Vielzahl verwendbarer Phasenmustervektoren orthogonal zueinander stehen, und
wobei der zumindest eine nicht-verwendbare Phasenmustervektor jeweils nicht orthogonal auf der Vielzahl ver-
wendbarer Phasenmustervektoren steht.

3. Verfahren gemäß Anspruch 2, wobei der jeweilige Phasenmustervektorsatz aus einer Vielzahl verwendbarer Pha-
senmustervektoren und zumindest einem nicht-verwendbaren Phasenmustervektor besteht,
wobei ein erster verwendbarer Phasenmustervektor, der in einem ersten Phasenmustervektorsatz für eine spezifi-
sche Wiederholungszählung umfasst ist, orthogonal auf einem Teil eines zweiten verwendbaren Phasenmuster-
vektors steht, der in einem zweiten Phasenmustervektorsatz umfasst ist, für eine zweite spezifische Wiederholungs-
zählung, die größer als die erste Wiederholungszählung ist, und
wobei eine Anzahl von Elementen, die in dem ersten verwendbaren Phasenmustervektor umfasst ist, kleiner als
eine Anzahl von Elementen ist, die in dem zweiten verwendbaren Phasenmustervektor umfasst ist.
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4. Verfahren gemäß Anspruch 1, wobei in dem Fall, in dem:

die maximale sich wiederholende Sendungszählung 8 beträgt, die spezifische Sendungszeitvorgabe ein nulltes
OFDM-Symbol ist,
die maximale sich wiederholende Sendungszählung 4 beträgt, die spezifische Sendungszeitvorgabe eines des
nullten OFDM-Symbols und eines vierten OFDM-Symbols ist, und
die maximale sich wiederholende Sendungszählung 2 beträgt, die spezifische Sendungszeitvorgabe eines des
nullten OFDM-Symbols, eines zweiten OFDM-Symbols, des vierten OFDM-Symbols und eines sechsten OFDM-
Symbols ist.

5. Verfahren gemäß Anspruch 1, wobei die geschätzte Sequenz, der geschätzte Phasenmustervektor und die ge-
schätzte Sendungszeitvorgabe auf der Grundlage einer Sequenz, eines Phasenmustervektors und einer Wieder-
holungszählung bestimmt werden, die einen Korrelationswert mit dem durch die Benutzereinrichtung gesendeten
RACH-Signal jeweils maximieren.

6. Verfahren gemäß Anspruch 1, wobei eine Anzahl von Phasenmustervektoren, die in einem ersten Phasenmuster-
vektorsatz umfasst sind, unter der Vielzahl der Phasenmustervektorensätze, für eine erste spezifische Wiederho-
lungszählung kleiner als eine Anzahl von Phasenmustervektoren ist, die in einem zweiten Phasenmustervektorsatz
umfasst sind, unter der Vielzahl der Phasenmustervektorensätze, für eine zweite spezifische Wiederholungszählung,
die größer als die erste Wiederholungszählung ist.

7. Computerlesbares Medium, das Codeabschnitte umfasst, die bei Ausführung auf einem Prozessor den Prozessor
konfigurieren, um alle Schritte eines Verfahrens gemäß zumindest einem der vorangegangenen Verfahrensansprü-
che durchzuführen.

8. Benutzereinrichtung (100) zum Durchführen eines Zufallszugangs in einem drahtlosen Kommunikationssystem
unter Verwendung eines mm-Wellenbandes, wobei die Benutzereinrichtung (100) umfasst:

einen Sender (114);
einen Empfänger (116); und
zumindest einen Prozessor (112), der mit dem Sender und dem Empfänger verbunden ist,
wobei der zumindest eine Prozessor konfiguriert ist, um:

- Informationen bezüglich eines Sequenzsatzes und Informationen bezüglich eines Phasenmustervektor-
satzes unter einer Vielzahl von Phasenmustervektorsätzen zu erlangen, wobei der Sequenzsatz und der
Phasenmustervektorsatz jeweils eine Vielzahl von Sequenzen und eine Vielzahl von Phasenmustervekto-
ren umfassen, und wobei der jeweilige Phasenmustervektorsatz unter der Vielzahl von Phasenmustervek-
torsätzen gemäß einer jeweiligen sich wiederholenden Sendungszählung unter einer Vielzahl von sich
wiederholenden Sendungszählungen für ein Zufallszugangskanal-, RACH, -Signal unterschiedlich vorkon-
figuriert ist;
- einen Phasenmustervektor aus der Vielzahl von Phasenmustervektoren auszuwählen, wobei der Pha-
senmustervektor eine Matrix bezeichnet, die auf eine unter der Vielzahl von Sequenzen ausgewählte Se-
quenz angewendet wird;
- das RACH-Signal auf der Grundlage der Sequenz und des ausgewählten Phasenmustervektors zu er-
langen, wobei eine Phase der Sequenz durch Anwenden des ausgewählten Phasenmustervektors bei der
Sequenz verändert wird;
- das RACH-Signal zu einer Basisstation (200) für so viele Durchläufe wie eine sich wiederholende Sen-
dungszählung zu senden, die in der Vielzahl sich wiederholender Sendungszählungen umfasst ist, zu einer
spezifischen Sendungszeitvorgabe in einem gesamten Zeitintervall entsprechend einer maximalen sich
wiederholenden Sendungszählung; und
- von der Basisstation ein RACH-Antwortsignal zu empfangen, das Informationen bezüglich einer geschätz-
ten Sequenz, Informationen bezüglich eines geschätzten Phasenmustervektors und Informationen bezüg-
lich einer geschätzten Sendungszeitvorgabe umfasst, wobei die spezifische Sendungszeitvorgabe ein spe-
zifisches orthogonales Frequenzteilungs-Multiplexing-, OFDM, -Symbol mit einem Index bezeichnet, und
das basierend auf der maximalen sich wiederholenden Sendungszählung bestimmt wird.

9. Benutzereinrichtung gemäß Anspruch 8, wobei der jeweilige Phasenmustervektorsatz aus einer Vielzahl verwend-
barer Phasenmustervektoren und zumindest einem nicht-verwendbaren Phasenmustervektor besteht,



EP 3 307 008 B1

23

5

10

15

20

25

30

35

40

45

50

55

wobei die Vielzahl verwendbarer Phasenmustervektoren orthogonal zueinander stehen, und
wobei der zumindest eine nicht-verwendbare Phasenmustervektor jeweils nicht orthogonal auf der Vielzahl
verwendbarer Phasenmustervektoren steht.

10. Benutzereinrichtung gemäß Anspruch 9, wobei der jeweilige Phasenmustervektorsatz aus einer Vielzahl verwend-
barer Phasenmustervektoren und zumindest einem nicht-verwendbaren Phasenmustervektor besteht,

wobei ein erster verwendbarer Phasenmustervektor, der in einem ersten Phasenmustervektorsatz für eine
spezifische Wiederholungszählung umfasst ist, orthogonal auf einem Teil eines zweiten verwendbaren Pha-
senmustervektors steht, der in einem zweiten Phasenmustervektorsatz umfasst ist, für eine zweite spezifische
Wiederholungszählung, die größer als die erste Wiederholungszählung ist, und
wobei eine Anzahl von Elementen, die in dem ersten verwendbaren Phasenmustervektor umfasst ist, kleiner
als eine Anzahl von Elementen ist, die in dem zweiten verwendbaren Phasenmustervektor umfasst ist.

11. Benutzereinrichtung gemäß Anspruch 8, wobei in dem Fall, in dem:

die maximale sich wiederholende Sendungszählung 8 beträgt, die spezifische Sendungszeitvorgabe ein nulltes
OFDM-Symbol ist,
die maximale sich wiederholende Sendungszählung 4 beträgt, die spezifische Sendungszeitvorgabe eines des
nullten OFDM-Symbols und eines vierten OFDM-Symbols ist, und
die maximale sich wiederholende Sendungszählung 2 beträgt, die spezifische Sendungszeitvorgabe eines des
nullten OFDM-Symbols, eines zweiten OFDM-Symbols, des vierten OFDM-Symbols und eines sechsten OFDM-
Symbols ist.

12. Benutzereinrichtung gemäß Anspruch 8, wobei die geschätzte Sequenz, der geschätzte Phasenmustervektor und
die geschätzte Sendungszeitvorgabe auf der Grundlage einer Sequenz, eines Phasenmustervektors und einer
Wiederholungszählung bestimmt werden, die einen Korrelationswert mit dem durch die Benutzereinrichtung gesen-
deten RACH-Signal jeweils maximieren.

13. Benutzereinrichtung gemäß Anspruch 8, wobei eine Anzahl von Phasenmustervektoren, die in einem ersten Pha-
senmustervektorsatz umfasst sind, unter der Vielzahl der Phasenmustervektorensätze, für eine erste spezifische
Wiederholungszählung kleiner als eine Anzahl von Phasenmustervektoren ist, die in einem zweiten Phasenmus-
tervektorsatz umfasst sind, unter der Vielzahl der Phasenmustervektorensätze, für eine zweite spezifische Wieder-
holungszählung, die größer als die erste Wiederholungszählung ist.

Revendications

1. Procédé d’exécution d’un accès aléatoire par un équipement utilisateur (100) dans un système de communication
sans fil utilisant une bande d’ondes millimétriques, le procédé comprenant :

l’obtention (S910, S1310) d’informations sur un ensemble de séquences et d’informations sur un ensemble de
vecteurs de diagramme de phase parmi une pluralité d’ensembles de vecteurs de diagramme de phase, dans
lequel l’ensemble de séquences et l’ensemble de vecteurs de diagramme de phase comprennent une pluralité
de séquences et une pluralité de vecteurs de diagramme de phase, respectivement, et dans lequel un ensemble
de vecteurs de diagramme de phase respectif parmi la pluralité d’ensembles de vecteurs de diagramme de
phase est préconfiguré différemment en fonction d’un compte de transmissions répétitives respectif parmi une
pluralité de comptes de transmissions répétitives pour un signal de canal à accès aléatoire, RACH ;
la sélection (S920, S1320) d’un vecteur de diagramme de phase parmi la pluralité de vecteurs de diagramme
de phase, dans lequel le vecteur de diagramme de phase dénote une matrice appliquée à une séquence
sélectionnée parmi la pluralité de séquences ;
l’obtention du signal de RACH sur la base de la séquence et du vecteur de diagramme de phase sélectionné,
dans lequel une phase de la séquence est changée en appliquant le vecteur de diagramme de phase sélectionné
à la séquence ;
la transmission (S930, S1330), à une station de base (200), du signal de RACH de façon répétée autant de
fois qu’un compte de transmissions répétitives, inclus dans la pluralité de comptes de transmissions répétitives,
à un instant de transmission spécifique dans un intervalle de temps complet correspondant à un compte de
transmissions répétitives maximum ; et
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la réception (S950, S1350), de la station de base, d’un signal de réponse de RACH comprenant des informations
sur une séquence estimée, des informations sur un vecteur de diagramme de phase estimé et des informations
sur un instant de transmission estimé, dans lequel l’instant de transmission spécifique dénote un symbole de
multiplexage par répartition orthogonale de la fréquence, OFDM, avec un indice, et déterminé sur la base du
compte de transmissions répétitives maximum.

2. Procédé selon la revendication 1, dans lequel l’ensemble de vecteurs de diagramme de phase respectif consiste
en une pluralité de vecteurs de diagramme de phase utilisables et au moins un vecteur de diagramme de phase
inutilisable,
dans lequel la pluralité de vecteurs de diagramme de phase utilisables sont orthogonaux les uns aux autres, et
dans lequel l’au moins un vecteur de diagramme de phase inutilisable n’est pas orthogonal à la pluralité de vecteurs
de diagramme de phase utilisables, respectivement.

3. Procédé selon la revendication 2, dans lequel l’ensemble de vecteurs de diagramme de phase respectif consiste
en une pluralité de vecteurs de diagramme de phase utilisables et au moins un vecteur de diagramme de phase
inutilisable,
dans lequel un premier vecteur de diagramme de phase utilisable inclus dans un premier ensemble de vecteurs de
diagramme de phase pour un premier compte de répétitions spécifique est orthogonal à une partie d’un deuxième
vecteur de diagramme de phase utilisable inclus dans un deuxième ensemble de vecteurs de diagramme de phase
pour un deuxième compte de répétitions spécifique qui est plus grand que le premier compte de répétitions, et
dans lequel un nombre d’éléments inclus dans le premier vecteur de diagramme de phase utilisable est inférieur à
un nombre d’éléments inclus dans le deuxième vecteur de diagramme de phase utilisable.

4. Procédé selon la revendication 1, dans lequel, dans le cas :

du compte de transmissions répétitives maximum étant 8, l’instant de transmission spécifique est un 0ième

symbole OFDM,
du compte de transmissions répétitives maximum étant 4, l’instant de transmission spécifique est un parmi le
0ième symbole OFDM et un 4ième symbole OFDM, et
du compte de transmissions répétitives maximum étant 2, l’instant de transmission spécifique est un parmi le
0ième symbole OFDM, un 2ième symbole OFDM, le 4ième symbole OFDM, et un 6ième symbole OFDM.

5. Procédé selon la revendication 1, dans lequel la séquence estimée, le vecteur de diagramme de phase estimé et
l’instant de transmission estimé sont déterminés sur la base d’une séquence, d’un vecteur de diagramme de phase
et d’un compte de répétitions qui maximisent une valeur de corrélation avec le signal de RACH transmis par l’équi-
pement utilisateur, respectivement.

6. Procédé selon la revendication 1, dans lequel un nombre de vecteurs de diagramme de phase inclus dans un
premier ensemble de vecteurs de diagramme de phase, parmi la pluralité des ensembles de vecteurs de diagramme
de phase, pour un premier compte de répétitions spécifique est inférieur à un nombre de vecteurs de diagramme
de phase inclus dans un deuxième ensemble de vecteurs de diagramme de phase, parmi la pluralité des ensembles
de vecteurs de diagramme de phase, pour un deuxième compte de répétitions spécifique qui est plus grand que le
premier compte de répétitions.

7. Support lisible par ordinateur comprenant des parties de code qui, lorsqu’elles sont exécutées sur un processeur,
configurent le processeur pour mettre en œuvre toutes les étapes d’un procédé selon l’une quelconque des reven-
dications de procédé précédentes.

8. Équipement utilisateur (100) pour exécuter un accès aléatoire dans un système de communication sans fil utilisant
une bande d’ondes millimétriques, l’équipement utilisateur (100) comprenant :

un émetteur (114) ;
un récepteur (116) ; et
au moins un processeur (112) couplé avec l’émetteur et le récepteur,
dans lequel l’au moins un processeur est configuré pour :

- obtenir des informations sur un ensemble de séquences et des informations sur un ensemble de vecteurs
de diagramme de phase parmi une pluralité d’ensembles de vecteurs de diagramme de phase, dans lequel
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l’ensemble de séquences et l’ensemble de vecteurs de diagramme de phase comprennent une pluralité
de séquences et une pluralité de vecteurs de diagramme de phase, respectivement, et dans lequel un
ensemble de vecteurs de diagramme de phase respectif parmi la pluralité d’ensembles de vecteurs de
diagramme de phase est préconfiguré différemment en fonction d’un compte de transmissions répétitives
respectif parmi une pluralité de comptes de transmissions répétitives pour un signal de canal à accès
aléatoire, RACH ;
- sélectionner un vecteur de diagramme de phase parmi la pluralité de vecteurs de diagramme de phase,
dans lequel le vecteur de diagramme de phase dénote une matrice appliquée à une séquence sélectionnée
parmi la pluralité de séquences ;
- obtenir le signal de RACH sur la base de la séquence et du vecteur de diagramme de phase sélectionné,
dans lequel une phase de la séquence est changée en appliquant le vecteur de diagramme de phase
sélectionné à la séquence ;
- transmettre, à une station de base (200), le signal de RACH de façon répétée autant de fois qu’un compte
de transmissions répétitives, inclus dans la pluralité de comptes de transmissions répétitives, à un instant
de transmission spécifique dans un intervalle de temps complet correspondant à un compte de transmissions
répétitives maximum ; et
- recevoir, de la station de base, un signal de réponse de RACH comprenant des informations sur une
séquence estimée, des informations sur un vecteur de diagramme de phase estimé et des informations
sur un instant de transmission estimé, dans lequel l’instant de transmission spécifique dénote un symbole
de multiplexage par répartition orthogonale de la fréquence, OFDM, avec un indice, et déterminé sur la
base du compte de transmissions répétitives maximum.

9. Équipement utilisateur selon la revendication 8, dans lequel l’ensemble de vecteurs de diagramme de phase respectif
consiste en une pluralité de vecteurs de diagramme de phase utilisables et au moins un vecteur de diagramme de
phase inutilisable,
dans lequel la pluralité de vecteurs de diagramme de phase utilisables sont orthogonaux les uns aux autres, et
dans lequel l’au moins un vecteur de diagramme de phase inutilisable n’est pas orthogonal à la pluralité de vecteurs
de diagramme de phase utilisables, respectivement.

10. Équipement utilisateur selon la revendication 9, dans lequel l’ensemble de vecteurs de diagramme de phase respectif
consiste en une pluralité de vecteurs de diagramme de phase utilisables et au moins un vecteur de diagramme de
phase inutilisable,
dans lequel un premier vecteur de diagramme de phase utilisable inclus dans un premier ensemble de vecteurs de
diagramme de phase pour un premier compte de répétitions spécifique est orthogonal à une partie d’un deuxième
vecteur de diagramme de phase utilisable inclus dans un deuxième ensemble de vecteurs de diagramme de phase
pour un deuxième compte de répétitions spécifique qui est plus grand que le premier compte de répétitions, et
dans lequel un nombre d’éléments inclus dans le premier vecteur de diagramme de phase utilisable est inférieur à
un nombre d’éléments inclus dans le deuxième vecteur de diagramme de phase utilisable.

11. Équipement utilisateur selon la revendication 8, dans lequel, dans le cas :

du compte de transmissions répétitives maximum étant 8, l’instant de transmission spécifique est un 0ième

symbole OFDM,
du compte de transmissions répétitives maximum étant 4, l’instant de transmission spécifique est un parmi le
0ième symbole OFDM et un 4ième symbole OFDM, et
du compte de transmissions répétitives maximum étant 2, l’instant de transmission spécifique est un parmi le
0ième symbole OFDM, un 2ième symbole OFDM, le 4ième symbole OFDM, et un 6ième symbole OFDM.

12. Équipement utilisateur selon la revendication 8, dans lequel la séquence estimée, le vecteur de diagramme de
phase estimé et l’instant de transmission estimé sont déterminés sur la base d’une séquence, d’un vecteur de
diagramme de phase et d’un compte de répétitions qui maximisent une valeur de corrélation avec le signal de RACH
transmis par l’équipement utilisateur, respectivement.

13. Équipement utilisateur selon la revendication 8, dans lequel un nombre de vecteurs de diagramme de phase inclus
dans un premier ensemble de vecteurs de diagramme de phase, parmi la pluralité des ensembles de vecteurs de
diagramme de phase, pour un premier compte de répétitions spécifique est inférieur à un nombre de vecteurs de
diagramme de phase inclus dans un deuxième ensemble de vecteurs de diagramme de phase, parmi la pluralité
des ensembles de vecteurs de diagramme de phase, pour un deuxième compte de répétitions spécifique qui est
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plus grand que le premier compte de répétitions.



EP 3 307 008 B1

27



EP 3 307 008 B1

28



EP 3 307 008 B1

29



EP 3 307 008 B1

30



EP 3 307 008 B1

31



EP 3 307 008 B1

32



EP 3 307 008 B1

33



EP 3 307 008 B1

34



EP 3 307 008 B1

35



EP 3 307 008 B1

36



EP 3 307 008 B1

37

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 2009305693 A1 [0007]
• WO 2014115960 A1 [0008]

• EP 2590461 A1 [0008]


	bibliography
	description
	claims
	drawings
	cited references

