
Printed by Jouve, 75001 PARIS (FR)

Europäisches Patentamt

European Patent Office

Office européen des brevets

(19)

E
P

0 
97

4 
53

0
A

1

(Cont. next page)

*EP000974530A1*
(11) EP 0 974 530 A1

(12) EUROPEAN PATENT APPLICATION

(43) Date of publication:
26.01.2000 Bulletin 2000/04

(21) Application number: 99305466.7

(22) Date of filing: 09.07.1999

(51) Int Cl.7: B65D 81/05

(84) Designated Contracting States:
AT BE CH CY DE DK ES FI FR GB GR IE IT LI LU
MC NL PT SE
Designated Extension States:
AL LT LV MK RO SI

(30) Priority: 20.07.1998 US 119198

(71) Applicant: ILLINOIS TOOL WORKS INC.
Glenview, Illinois 60025-5811 (US)

(72) Inventor: Loeschen, Michael D.
Illinois 60047 (US)

(74) Representative: Rackham, Stephen Neil
GILL JENNINGS & EVERY,
Broadgate House,
7 Eldon Street
London EC2M 7LH (GB)

(54) Packaging member

(57) A packaging member (10) comprises a base
member (14) and a pair of side members (16,18)
hingedly attached to opposite sides of the base member
(14) such that the side members (16,18) can be alter-
natively and selectively disposed in two different posi-
tions with respect to the base member (14). The side
members (16,18) can be disposed perpendicular to the
base member, or alternatively the side members can be
disposed at predetermined angled positions with re-

spect to the base member (14). When disposed perpen-
dicularly to the base member, the packaging member
(10) has a substantially U-shaped configuration ena-
bling the packaging member (10) to serve as an edge
protector. When the side members are disposed at their
angled positions with respect to the base member, the
packaging member has a substantially trapezoidal con-
figuration enabling stacking or nesting of the packaging
member (10).
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Description

[0001] The present invention relates generally to
packaging members, and more particularly to packag-
ing members which serve as article edge protectors for
protecting the edge regions of substantially flat articles
or planar articles having, nevertheless, substantial
thickness and length dimensions, such as, for example,
garage doors, plate glass members, and the like.
[0002] Substantially flat articles having substantial
thickness and length dimensions, such as, for example,
plate glass members, garage doors, and the like, need
to have their edge regions protected during, for exam-
ple, transportation and shipping thereof from their man-
ufacturing facilities to their storage and/or point of sale
locations so as to prevent damage from occurring to
such edge regions prior to the purchase of such articles
by consumers. It is conventional practice to utilize sub-
stantially rigid, laminated U-shaped channel members
as edge protectors whereby the U-shaped channel
members are mounted upon the edge regions of the ar-
ticles and secured thereto by, for example, suitable
strapping. One type of conventional edge protector
which has been used for the foregoing purposes has
been derived from the packing container which is dis-
closed within US-A-4,976,374.
[0003] More particularly, while the aforenoted patent
is directed toward a composite packing container which
is used to package elongated articles and is seen to
comprise a substantially U-shaped base unit 10 and a
substantially U-shaped cover unit 12 which are mated
together and secured by means of strapping bands 16
as best seen in FIGURE 3, the individual base units 10
and cover units 12 have been employed in the packag-
ing industry as edge protectors so as to protect the edge
regions of, for example, substantially flat articles having
substantial length and thickness dimensions. It is noted,
however, that the base units 10 and the cover units 12
are substantially rigid and inflexible. In addition, when
produced in accordance with mass-production tech-
niques, while each base unit 10 will differ in size, for ex-
ample, from each cover unit 12 so as to permit the in-
terfitting or assembly of the respective base units 10 and
the cover units 12 as shown in FIGURE 3, all of the base
units 10 will be of the same size with respect to each
other and all of the cover units 12 will be of the same
size with respect to each other. Consequently, neither
the base units 10 nor the cover units 12 can be nested
together in a stack so as to facilitate the economical
shipping or transportation thereof in a manner which op-
timizes shipping, cargo, or transportation space and
costs.
[0004] A need therefore exists in the packaging art for
a substantially U-shaped packaging member which can
be utilized as an edge protector so as to protect the edge
regions of substantially flat articles having substantial
length and thickness dimensions, and wherein such
edge protectors are uniquely structured so as to never-

theless permit or facilitate the nesting or stacking of a
plurality of such edge protectors in order to optimize
shipping, cargo, or transportation space and costs.
[0005] In particular, a need exists in the packaging art
for a substantially U-shaped packaging member which
can be utilized as an edge protector which, in effect, has
different structural orientations, dispositions, configura-
tions, or modes whereby when, for example, the edge
protector is disposed within a first mode or configuration,
the edge protector can in fact perform its function as an
edge protector, whereas when the edge protector is dis-
posed within a second mode or configuration, the edge
protector can be readily stacked along with other similar
edge protectors for shipping and transportation purpos-
es.
[0006] According to this invention a packaging mem-
ber comprises: a base member having opposite sides;
a pair of side members; and means movably intercon-
necting said pair of side members to said opposite sides
of said base member such that said pair of side mem-
bers can be disposed in two different positions with re-
spect to said base member whereby said packaging
member attains two different states, a first one enabling
said packaging member to serve as an edge protector
for protecting edge regions of an article, when said pack-
aging member is mounted and secured upon an edge
region of an article, as a result of each one of said pair
of side members being disposed at a first one of said
two positions relative to said base member, and a sec-
ond one enabling said packaging member to be nested
and stacked along with similar packaging members as
a result of each one of said pair of side members being
disposed at a second one of said two positions relative
to said base member.
[0007] A particular embodiment in accordance with
this invention will now be described with reference to the
accompanying drawings; in which:-

FIGURE 1 is a perspective view of a packaging
member showing its sides disposed in a first mode
or state,

FIGURE 2 is a perspective view of a plurality of
packaging members of the type shown in FIGURE
1 and wherein the sides of the packaging member
are disposed in a second mode or state to permit
the nesting or stacking; and,

FIGURE 3 is an end elevation of the packaging
member.

[0008] Referring now to the drawings, and more par-
ticularly and firstly to FIGURE 3 thereof, the packaging
member is generally indicated by the reference charac-
ter 10. As can be appreciated from FIGURE 3, the pack-
aging member 10 comprises a laminated paperboard
component which is fabricated from a plurality of paper-
board plies 12. The packaging member 10 has a sub-
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stantially trapezoidal configuration from which the nor-
mally present lower or larger base member has been
omitted. More particularly, the packaging member 10 is
seen to comprise an upper base member 14 and a pair
of side members 16,16 which are angled downwardly
and outwardly from the upper base member 14 at a pre-
determined angle, such as, for example, approximately
50°.
[0009] In addition to the foregoing structural compo-
nents or characteristics of each one of the packaging
members 10 constructed in accordance with the teach-
ings of the present invention as noted herein above, it
is further appreciated that each one of the corner junc-
tions 18,18 of the packaging members 10, as defined
between each one of the side members 16 of the pack-
aging member 10 and the upper base member 14, is
scored or slit as at 20, 20 in such a manner that only the
lowermost ones of the paper plies 12 remain intact. In
this manner, integral or living hinges 22,22 are defined
upon the packaging member 10 whereby the side mem-
bers 16,16 of the packaging member 10 are capable of
being moved in a pivotal manner with respect to the up-
per base member 14 between the angled positions
shown in FIGURE 3 and positions at which the side
members 16,16 are disposed substantially perpendicu-
lar to the upper base member 14 as shown, for example,
in FIGURE 1.
[0010] When the side members 16,16 are disposed in
their substantially perpendicular mode or state with re-
spect to the upper base member 14 as shown in FIG-
URE 1, the packaging member 10 has a substantially
inverted U-shaped configuration and is capable of being
used as an edge protector for articles having substantial
length and thickness dimensions as a result of the pack-
aging member 10, as disposed in its mode or state illus-
trated in FIGURE 1, being mounted upon an edge region
of the article, not shown, and being secured thereon by,
for example, suitable packaging strapping or the like, al-
so not shown. When the side members 16,16 are dis-
posed in their angled mode or state with respect to the
upper base member 14 as shown in FIGURE 3, the
packaging members 10 are capable of being nested or
stacked upon one another as shown in FIGURE 2
whereby a plurality of such packaging members 10 can
be stored, shipped or transported in an economically
Optimized manner with continued or additional refer-
ence being made to FIGURE 1, it is appreciated that the
scoring or slitting of the corner regions 18,18 of each
packaging member 10 forms, in effect, two surfaces 24
and 26 which are respectively formed upon opposite
sides of the upper base member 14 and each one of the
side members 16 within the vicinity of each integral or
living hinge member 22. When the side members 16 are
therefore moved from their substantially perpendicular
positions with respect to the upper base member 14 as
shown in FIGURE 1 to their angled positions with re-
spect to the upper base member 14 as shown in FIG-
URES 2 and 3, the respective surfaces 24 and 26 of the

upper base member 14 and the side members 16,16 will
abut each other so as to, in effect, define the angled
modes or states of the side members 16,16 with respect
to the upper base member 14 as shown in FIGURES 2
and 3. In this manner, the plurality of packaging mem-
bers 10 can in fact be nested or stacked upon or with
respect to each other so as to facilitate the economical
storage, shipping or transportation of the same.
[0011] Thus, it is seen that in accordance with the
teachings of the present invention, there has been pro-
vided a new and improved packaging member which
can be disposed in a first state or mode wherein side
members of the packaging member are disposed sub-
stantially perpendicular to a base member of the pack-
aging member whereby the packaging member has a
substantially U-shaped configuration so as to permit the
packaging member to be utilized as an edge protector
in connection with the protection of edge regions of ar-
ticles having substantial thickness and length dimen-
sions. In addition, or alternatively, the packaging mem-
ber can be disposed in a second state or mode wherein
the side members of the packaging member are dis-
posed at predetermined angles with respect to the base
member of the packaging member whereby the pack-
aging member has a substantially trapezoidal configu-
ration so as to permit a plurality of packaging members
to be economically nested or stacked upon one another
during storage, shipping, or transportation operations.

Claims

1. A packaging member, comprising: a base member
(14) having opposite sides; a pair of side members
(16, 18); and means (20, 22) movably interconnect-
ing said pair of side members (16, 18) to said op-
posite sides of said base member (14) such that
said pair of side members (16, 18) can be disposed
in two different positions with respect to said base
member (14) whereby said packaging member (10)
attains two different states, a first one enabling said
packaging member (10) to serve as an edge pro-
tector for protecting edge regions of an article, when
said packaging member is mounted and secured
upon an edge region of an article, as a result of each
one of said pair of side members (16, 18) being dis-
posed at a first one of said two positions relative to
said base member (14), and a second one enabling
said packaging member (10) to be nested and
stacked along with similar packaging members (10)
as a result of each one of said pair of side members
(16, 18) being disposed at a second one of said two
positions relative to said base member (14).

2. A packaging member according to Claim 1, where-
in: said means movably interconnecting said pair of
side members to said opposite sides of said base
member comprise integral living hinges (20, 22) dis-
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posed at corner junctions of said packaging mem-
ber and defined between said pair of side members
(16, 18) and said opposite sides of said base mem-
ber (14).

3. A packaging member according to Claim 2, wherein
said pair of side members (16, 18) and said base
member (14) each have predetermined thickness
dimensions; and slit means (20) are provided at
said corner junctions defined between said pair of
side members (16,18) and said opposite sides of
said base member (14) and extend partially through
the thickness of said pair of side members (16, 18)
and said base member (14) so as to maintain a por-
tion (22) of each one of said pair of side members
(16, 18) integrally attached to a respective portion
of each one of said opposite sides of said base
member (14) so as to thereby define said integral
living hinges.

4. A packaging member according to any one of the
preceding claims, wherein: said base member (14)
and said pair of side members (16, 18) comprise
paperboard laminates comprising a plurality of pa-
perboard plies.

5. A packaging member according to any one of the
preceding claims, wherein: said side members (16,
18) of said packaging member (10) are disposed
substantially perpendicular to said base member
(14) of said packaging member (10) when said pair
of side members (16, 18) are disposed at said first
one of said two positions relative to said base mem-
ber (14) whereby said packaging member (10) has
a substantially U-shaped configuration enabling
service of said packaging member (10) as an edge
protector for protecting edge regions of an article
upon which said edge protector can be mounted
and secured; and said side members (16, 18) of
said packaging member are disposed at predeter-
mined angled positions with respect to said base
member (14) of said packaging member (10) when
said pair of side members (16, 18) are disposed at
said second one of said two positions relative to
said base member whereby said packaging mem-
ber has a substantially trapezoidal configuration en-
abling said packaging member to be nested and
stacked along with similar packaging members.

6. A packaging member according to Claim 5, where-
in: said pair of side members (16, 18) are disposed
at angles of approximately 50° with respect to said
base member (14) when said pair of side members
are disposed at said second one of said two posi-
tions with respect to said base member (14) .

7. A method of forming a packaging member (10) com-
prising the steps of: providing said packaging mem-

ber with a base member (14) having opposite sides;
providing said base member with a pair of side
members (16, 18) attached to said base member
(14) along said opposite sides of said base member
(14); and hingedly attaching said pair of side mem-
bers (16, 18) to said opposite sides of said base
member (14) such that said pair of side members
(16, 18) are pivotally movable between two different
positions with respect to said base member (14)
whereby said packaging member attains two differ-
ent states, said packaging member (10) being dis-
posed in a first one of said two different states and
serving as an edge protector for protecting edge re-
gions of an article, when said packaging member
(10) is mounted and secured upon an edge region
of an article, as a result of each one of said pair of
side members (16, 18) being disposed at a first one
of said two positions relative to said base member
(14), and said packaging member (10) being dis-
posed in a second one of said two different states
and being capable of being nested and stacked
along with similar packaging members (10) as a re-
sult of each one of said pair of side members (16,
18) being disposed at a second one of said two po-
sitions relative to said base member (14).

8. A method according to Claim 7, further comprising
the step of: providing integral living hinges (20, 22)
upon said packaging member at corner junctions of
said packaging member as defined between said
pair of side members (16, 18) and said opposite
sides of said base member (14).

9. A method according to Claim 8, further comprising
the steps of: forming said pair of side members (16,
18) and said base member (14) from laminated pa-
perboard having a plurality of paperboard plies; and
slitting said corner junctions of said packaging
member (10) such that only some of said paper-
board plies (22) of said pair of side members (16,
18) and said base member (14) remain intact so as
to define said integral living hinges.

10. A method according to Claims 7, 8 and 9, further
comprising the steps of: disposing said side mem-
bers (16, 18) of said packaging member (10) at said
first one of said two positions relative to said base
member (14) of said packaging member such that
said side members (16, 18) are disposed substan-
tially perpendicular to said base member (14) of
said packaging member whereby said packaging
member (10) has a substantially U-shaped config-
uration enabling service of said packaging member
(10) as an edge protector for protecting edge re-
gions of an article upon which said edge protector
can be mounted and secured; and disposing said
side members (16, 18) of said packaging member
at said second one of said two positions relative to
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said base member (14) of said packaging member
such that said side members (16, 18) are disposed
at predetermined angled positions with respect to
said base member (14) of said packaging member
whereby said packaging member (10) has a sub-
stantially trapezoidal configuration enabling said
packaging member (10) to be nested and stacked
along with similar packaging members (10).
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