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(54) Apparatus and method for reducing propagation delay in a conductor

(57) An apparatus and method is provided that re-
duces the propagation delay in a conductor carrying an
electrical signal from a first area of a circuit to a second
area of the circuit. The conductor is fabricated to include
a first conductor extending from the first area to the sec-
ond area. The conductor also includes a second con-
ductor extending substantially parallel and along the first
conductor and electrically connected to the first conduc-
tor. A third and additional conductors may also be used

which extend substantially parallel and along the first
conductor and are electrically connected to the first con-
ductor. The additional second conductor (and any addi-
tional conductors) reduces the capacitance of the con-
ductor thereby reducing the propagation delay in the
conductor (increasing the speed of the signal). The ad-
ditional conductor(s) effectively "shield" the first conduc-
tor from some capacitance that the first conductor would
normally "see" without the use of such additional con-
ductors.
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Description

[0001] The present invention relates to electrical and
integrated circuits and, in particular, to an electrical con-
ductor for an electrical and/or integrated circuit.
[0002] The transmission speed of an electrical signal
along a conductor medium in an electrical circuit (includ-
ing an integrated circuit and/or semiconductor device)
is dependent on several factors. For a pulse transmitted
through a conductor medium having a given length and
wave velocity, the propagation delay of the pulse de-
pends on the length of the medium and the wave veloc-
ity. The wave velocity, in turn, is related to the dielectric
constant of the surrounding medium and the speed of
light.
[0003] Another factor that delays the signal is caused
by the resistance and capacitance of the conductor me-
dium, commonly called the RC time constant. The
speed of an electrical signal decreases when capaci-
tance increases. Similarly, speed increases when ca-
pacitance decreases. The capacitance of the conductor
medium depends on several factors, mainly the environ-
ment surrounding the conductor medium.
[0004] Accordingly, there exists a need for an appa-
ratus and method for reducing the effective capacitance
in a conductor of an electrical circuit thereby increasing
the speed of an electrical signal transmitted along the
conductor. Further, there is needed a conductor with rel-
atively low capacitance for increasing the speed of an
electrical signal transmitted therealong. Additionally,
there is needed a method of constructing a conductor
in an electrical circuit that reduces the capacitive effects
surrounding the conductor and increases the speed of
an electrical signal transmitted on the conductor.
[0005] According to the present invention, there is
provided an apparatus for decreasing the propagation
delay time of an electrical signal transmitted along a
conductor in a circuit. The apparatus includes a first con-
ductor having a length extending from a first area of the
circuit to a second area of the circuit and for carrying the
electrical signal. A second conductor located proximate
the first conductor extends substantially parallel and
along the first conductor, with the second conductor
electrically coupled to the first conductor.
[0006] In another embodiment of the present inven-
tion, there is provided a conductor for transmitting a
clocking signal from a first area to a second area of an
integrated circuit. The conductor has a first elongated
conductive portion extending from the first area to the
second area and a second elongated conductive portion
located proximate and spaced apart from the first con-
ductive portion and extending substantially parallel with
the first conductive portion. The conductor also includes
a third elongated conductive portion located proximate
and spaced apart from the first conductive portion and
extending substantially parallel with the first conductive
portion. The first conductive portion is electrically con-
nected to the second conductive portion and the third

conductive portion.
[0007] In yet another embodiment of the present in-
vention, there is provided a method of forming an elec-
trical conductor in a circuit that increases the speed of
an electrical signal transmitted along the conductor. The
method includes the steps of fabricating a first conductor
having a length extending from a first area of the circuit
to a second area of the circuit, and fabricating a second
conductor proximate the first conductor and extending
substantially parallel and along the first conductor, the
second conductor electrically coupled to the first con-
ductor.
[0008] The foregoing has outlined rather broadly the
features and technical advantages of the present inven-
tion in order that the detailed description of the invention
that follows may be better understood. Additional fea-
tures and advantages of the invention will be described
hereinafter which form the subject of the claims of the
invention. It should be appreciated by those skilled in
the art that the conception and specific embodiment dis-
closed may be readily utilized as a basis for modifying
or designing other structures for carrying out the same
purposes of the present invention. It should also be re-
alized by those skilled in the art that such equivalent
constructions do not depart from the spirit and scope of
the invention as set forth in the appended claims.
[0009] For a more complete understanding of the
present invention, and the advantages thereof, refer-
ence is made to the following description taken in con-
junction with the accompanying drawings, wherein:

FIGURE 1 is cross-sectional view of a semiconduc-
tor (or printed circuit board) substrate illustrating the
capacitance between three signal lines (i.e., con-
ductors) in the substrate;
FIGURE 2 is a diagram illustrating a conductor in
accordance with the present invention;
FIGURE 3A is a more detailed diagram and top view
of the conductor set forth in FIGURE 3;
FIGURE 3B is a cross-sectional view along line A-
A of FIGURE 3A;
FIGURES 4A-4C illustrate different configurations
or embodiments of the conductor in accordance
with the present invention;
FIGURES 5A-5C illustrate cross sectional views of
different embodiments of the conductor of the
present invention;
FIGURE 6A is a graph illustrating the improvement
in rise time (i.e. showing propagation delays) of a
signal on a conductor in accordance with the
present invention; and
FIGURES 6B-6D illustrate each of the configura-
tions for the signal waveforms shown in FIGURE
6A.

[0010] With reference to the drawings, like reference
characters designate like or similar elements throughout
the drawings.
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[0011] Now referring to FIGURE 1, there is shown a
cross-sectional view of a medium ( semiconductor inte-
grated circuit or printed circuit board, or the like) 8 having
a substrate layer 20, an insulation layer 10, a first con-
ductor 12 (also referenced as conductor A), a conductor
14 (also referenced as conductor D) and a conductor 16
(also referenced as conductor E) formed in the insula-
tion layer 10. As will be appreciated, if the medium 8 is
printed circuit board, the substrate layer 20 may not be
present. FIGURE 1 also shows capacitance paths 18
(illustrated in dotted lines) between the first conductor
12 and the conductors 14, 16. Additionally shown in FIG-
URE 1 are the substrate layer 20 (which may include a
conductive layer or other elements) and capacitance
paths between the conductor 12 and the substrate layer
20. In addition, capacitance paths may exist between
the conductor 12 and other elements or materials locat-
ed proximate (above, beside, below) the conductor 12,
but are not shown for convenience.
[0012] As will be appreciated, as the conductor 12 ex-
tends through the medium 8, many different conductors
or elements having different (and dynamic) electrical
signals thereon will be positioned proximate the conduc-
tor 12. These couple capacitively to the conductor 12. It
is readily understood that the amount of capacitive cou-
pling depends on several factors, including the distance
from the conductor 12, the length of the coupling region,
the rate of change of the potential difference between
conductor 12 and each proximate conductor, and the di-
electric constant(s) of the material(s) therebetween. The
total value of the capacitance is one factor that deter-
mines the "speed" and/or propagation delay of an elec-
trical signal transmitted along the conductor 12. As the
capacitance increases, the speed decreases (or propa-
gation delay increases). Therefore, reducing the capac-
itance that an electrical signal "sees" as it propagates
along the conductor 12 will increase its speed (or de-
crease its propagation delay).
[0013] In general terms, a signal on one conductor in-
creasing in voltage while a signal on another conductor
decreases in voltage (resulting in an increase in delta
over time) generates the maximum capacitive effect,
while two signals increasing (or decreasing) together
generates the least capacitive effect. In other words, the
capacitive effect is great between non-shielded conduc-
tor lines when both signals are active and opposite in
direction. This effect remains substantial when one sig-
nal is active (increasing or decreasing) and the other sig-
nal is static (e.g., one signal is rising to a logic one and
the other signal is held at a logic zero).
[0014] Now referring to FIGURE 2, there is illustrated
a circuit 100 having a conductor 120 extending from a
first circuit 112 located in a first area 114 of an integrated
circuit 100 to a second circuit 116 located in a second
area 118 of the integrated circuit 100. The conductor 120
has a length L, as shown in FIGURE 2. The conductor
120 in accordance with the present invention reduces
or decreases the propagation delay time (increases the

speed) of an electrical signal transmitted along the con-
ductor 120. As will be appreciated, the circuit 100 may
also be any other electrical circuit, including a printed
circuit board. Accordingly, the description of the present
invention with respect to integrated circuits is also ap-
plicable to printed circuit boards and the like. In the pre-
ferred embodiment, the signal transmitted on the con-
ductor 120 is a clocking signal and the propagation de-
lay of the signal is reduced or decreased, thus increas-
ing the speed of the signal.
[0015] To obtain most of the benefits and advantages
of the present invention, the length L of the conductor
120 should be more than about 250 microns, and pref-
erably about 1000 microns or more. As will be appreci-
ated, when used in an integrated circuit, the length L will
most likely be less than 50,000 microns, depending on
the size of the integrated circuit substrate. The signal(s)
transmitted on the conductor 120 are generally about
10 MHz or greater and, preferably, about 200 MHz or
greater, to obtain the many advantages of the present
invention.
[0016] Now referring to FIGURE 3A, there is illustrat-
ed a more detailed diagram of the conductor 120 of the
present invention. The conductor 120 includes a first
conductor 120a, a second conductor (or conductive por-
tion) 120b extending substantially parallel and along the
first conductor 120a, and a third conductor (or conduc-
tive portion) 120c extending substantially parallel and
along the first conductor 120a. The conductors 120a,
120b, 120c are shown extending from the first circuit 112
(in the first area 114) to the second circuit 116 (in the
second area 118) (see also FIGURE 2). Each of the con-
ductors 120a, 120b, 120c are made of any conductive
metal or material, preferably of low resistance, including
copper, tungsten, aluminum, polysilicon or other mate-
rial, or combination thereof.
[0017] It will be understood that due to routing and
process constraints and requirements, the additional
conductor(s) may not run along the conductor 120a the
entire distance L, but instead substantial portions may
run along the conductor 120a.
[0018] Now referring to FIGURE 3B, there is shown a
cross-sectional view cut along line A-A of FIGURE 3A.
The conductors 120a, 120b, 120c are formed in a insu-
lating layer 200 (of an integrated circuit or printed circuit
board, or the like). Additional layers of substrate may be
provided, such as a substrate layer 202. The conductors
120b and 120c are each spaced apart substantially lat-
erally from the conductor 120a, with the conductor 120b
positioned along one side of the conductor 120a and the
conductor 120c positioned along the other side of the
conductor 120a. As will be appreciated, using present
processes and methods, the width of each of the con-
ductors is generally about 0.7 microns and the spacing
therebetween is about 0.7 microns. However, the width
and spacing dimensions may vary, and elements/di-
mensions in the figure may vary and may not be drawn
to scale. It is expected that next generation processes
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will generate widths on the order of 0.2 to 0.4 microns,
and perhaps even smaller.
[0019] Now referring to FIGURES 4A-4C, there are
illustrated different configurations or embodiments for
electrically connecting the conductors 120b, 120c to the
main conductor 120a. In FIGURE 4A, the conductors
120a, 120b, 120c are electrically connected at or near
the source end, as illustrated, using a conductive mate-
rial, such as the material used to fabricate the conduc-
tors. It will be understood that the designations "source"
and "destination" are used for convenience and illustra-
tive purposes only, and that the designations could be
switched, such that the source end may refer to the first
circuit 112 or first area 114, or the second circuit 116 or
second area 118. Moreover, the conductor 120 (or 120a)
may be bi-directional, depending on the desired circuitry
and functioning of the integrated circuit (or electrical cir-
cuit).
[0020] Now referring to FIGURE 4B, there is illustrat-
ed another configuration or embodiment of the conduc-
tor 120 wherein the conductor 120a is electrically con-
nected at one end to three separate drivers 210. Each
driver 210 drives the respective conductors 120a, 120b,
120c. The drivers 210 may include any other type of cir-
cuitry, and are not limited to inverters.
[0021] Now referring to FIGURE 4C, there is illustrat-
ed yet another configuration or embodiment of the con-
ductor 120 wherein a plurality of switches 220 are used
to electrically connect the conductor 120a to the con-
ductor 120b, and to electrically connect the conductor
120a to the conductor 120c. The switches could also be
tri-state devices. It will be understood to those skilled in
the art that other circuits and methods may be used to
electrically connect the conductor 120a to the conduc-
tors 120b, 120c.
[0022] As shown in FIGURE 4C, the conductors 120b
and 120c could also be utilized by other circuitry when
the conductor 120a is not active, unused, or when a sig-
nal is transmitted whose speed or propagation delay is
unimportant. This is accomplished using switches and/
or tri-state devices with appropriate control lines, and
can be implemented by those skilled in the art.
[0023] Now referring to FIGURES 5A-5B, there are
shown cross-sectional views of several embodiments of
the conductor 120 alternative to the embodiment shown
in FIGURES 3A and 3B. In FIGURE 5A, the conductor
120 includes a first conductor 120a, a second conductor
(or conductive portion) 120b extending substantially
parallel and along the first conductor 120a, and a third
conductor (or conductive portion) 120c extending sub-
stantially parallel and along the first conductor 120a.
The conductors 120b and 120c are each spaced apart
substantially vertically from the conductor 120a, with the
conductor 120b positioned along the top side of the con-
ductor 120a and the conductor 120c positioned along
the bottom side of the conductor 120a.
[0024] Now referring to FIGURE 5B, there is shown
another alternative embodiment of the present invention

that includes the features illustrated in FIGURES 3B and
5A. The conductor 120 includes a first conductor 120a
and a plurality of conductors (or conductive portions)
120b, 120c, 120d, 120e, whereby the conductors 120b,
120c, 120d, 120e each extend substantially parallel and
along the first conductor 120a. The conductors 120b
and 120c are each spaced apart substantially laterally
from the conductor 120a, with the conductor 120b posi-
tioned along one side of the conductor 120a and the
conductor 120c positioned along the other side of the
conductor 120a. The conductors 120d and 120e are
each spaced apart substantially vertically from the con-
ductor 120a, with the conductor 120d positioned along
the top side of the conductor 120a and the conductor
120e positioned along the bottom side of the conductor
120a.
[0025] Now referring to FIGURE 5C, there is shown
yet another alternative embodiment of the present in-
vention. The conductor 120 in includes the conductors
120b, 120c, 120d, 120e as set forth in FIGURE 5B, and
also includes a conductor 120f, a conductor 120g, a con-
ductor 120h, and a conductor 120i, as shown in FIGURE
5C.
[0026] Now referring to FIGURES 6A-6D, there are
shown in FIGURE 6A signal waveforms in graphical rep-
resentation illustrating rise times for a prior art conductor
shown in FIGURE 6B, for one embodiment of the
present invention shown in FIGURE 6C, and for another
embodiment of the present invention shown in FIGURE
6D.
[0027] In FIGURE 6B, there is shown the prior art con-
ductor 12 with additional conductors 14 and 16. The
width of each conductor 12, 14, 16 is about 0.7 microns
and the spacing therebetween is about 2.1 microns. The
conductors 14 and 16 are not electrically connected to
the conductors 14 and 16.
[0028] In FIGURE 6C, there is shown one embodi-
ment of the present invention having the conductor 120
including the conductor 120a and 120b. The width of
each conductor 120a, 120b, 14, 16 is about 0.7 microns
and the spacing between the conductors 14, 120b and
120a is about 0.7 microns while the spacing between
the conductors 120a and 16 is about 2.1 microns. The
conductors 120a and 120b are electrically connected
while the conductors 14 and 16 are not electrically con-
nected to the conductor 120.
[0029] In FIGURE 6D, there is shown one embodi-
ment of the present invention having the conductor 120
including the conductor 120a and 120b. The width of
each conductor 120a, 120b, 120c, 14, 16 is about 0.7
microns and the spacing therebetween is about 0.7 mi-
crons. The conductors 120a and 120b are electrically
connected while the conductors 14 and 16 are not elec-
trically connected to the conductor 120.
[0030] Now referring to FIGURE 6A, there is shown a
graph of voltage (volts) versus time (nanoseconds)
comparing simulation results of the present invention
with a prior art conductor. An ideal signal waveform for
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a signal transition from a logic zero (about 0 volts) to a
logic one (about 3.3 volts) is identified by reference nu-
meral 600, and illustrated with an instantaneous rise
time. For the prior art conductor illustrated in FIGURE
6B, the waveform of a signal on the conductor 12 is iden-
tified by reference numeral 602, with the conductors 14
and 16 held at a logic zero. As is shown, the prior art
conductor 12 has a rise time (measured at about 90%
of the logic one level of about 3.3 volts) of approximately
0.28 nanoseconds due to the capacitive effects of the
conductors 14 and 16 on the conductor 12.
[0031] Now referring to two of the embodiments of the
present invention as illustrated in FIGURES 6C and 6D,
there is a substantial decrease in the rise time and cor-
responding decrease in the propagation delay (or in-
crease in speed) for the conductor 120 of the present
invention. As will be appreciated, the conductor 120a
corresponds to the prior art conductor 12 shown in FIG-
URE 6B. For the conductor 120 (including the conduc-
tors 120a and 120b) illustrated in FIGURE 6C, the wave-
form of the signal on the conductor 120a is identified by
reference numeral 604, with the conductors 14 and 16
held at a logic zero. As is shown, the conductor 120a
has a rise time of approximately 0.16 nanoseconds due
to the capacitive effects of the conductors 14 and 16 on
the conductor 12. By adding the additional conductor
120b substantially parallel and along the conductor
120a, the conductor 120a is "shielded" from some of the
capacitive effects of the conductors 14 and 16 on the
conductor 120a. The conductor 120 results in an in-
crease in speed and decrease in rise time (with a cor-
responding decrease in propagation delay) of a signal
transmitted on the conductor 120.
[0032] For the conductor 120 (including the conduc-
tors 120a, 120b and 120c) illustrated in FIGURE 6D, the
waveform of the signal on the conductor 120a is identi-
fied by reference numeral 606, with the conductors 14
and 16 held at a logic zero. As is shown, the conductor
120a has a rise time of approximately 0.13 nanosec-
onds due to the capacitive effects of the conductors 14
and 16 on the conductor 12. By adding the additional
conductors 120b and 120c substantially parallel and
along the conductor 120a, the conductor 120a is "shield-
ed" from some of the capacitive effects of the conductors
14 and 16 on the conductor 120a. The conductor 120
results in an increase in speed and decrease in rise time
(with a corresponding decrease in propagation delay) of
a signal transmitted on the conductor 120. The de-
crease/gain in rise time is about 0.15 nanoseconds. As
shown, the decrease in rise time (increase in speed) is
greater than a factor of two (and the corresponding re-
duction in propagation delay is greater than 50%).
[0033] As will be appreciated, the signal on the con-
ductors 120b and 120c will have slower rise time in volt-
age at the end of the conductor line than the conductor
120a. It will also be understood that the advantages of
the present invention are also present for decreases in
voltage (fall time) and not limited to increases in voltage

(rise time).
[0034] The capacitive effect (which causes delay) be-
comes greater as the dimensions of the integrated cir-
cuit (including printed circuit boards) decreases, and the
next smaller generation of integrated circuits will incur
a greater capacitive effect from line to line. Therefore,
the present invention will be of increased benefit for fu-
ture generation devices.
[0035] Although the present invention and its advan-
tages have been described in the foregoing detailed de-
scription and illustrated in the accompanying drawings,
it will be understood by those skilled in the art that the
invention is not limited to the embodiment(s) disclosed
but is capable of numerous rearrangements, substitu-
tions and modifications without departing from the spirit
and scope of the invention as defined by the appended
claims.

Claims

1. An apparatus for decreasing the propagation delay
time of an electrical signal transmitted along a con-
ductor in a circuit, the apparatus comprising:

a first conductor having a length extending from
a first area of the circuit to a second area of the
circuit and for carrying the electrical signal; and
a second conductor located proximate the first
conductor and extending substantially parallel
and along the first conductor, the second con-
ductor electrically coupled to the first conduc-
tor.

2. The apparatus in accordance with Claim 1 further
comprising a third conductor located proximate the
first conductor and extending substantially parallel
and along the first conductor, the third conductor
electrically coupled to the first conductor.

3. The apparatus in accordance with Claim 2 wherein
the first conductor and the second conductor and
the third conductor each comprise metal.

4. The apparatus in accordance with Claim 2 further
comprising a fourth conductor located proximate
the first conductor and extending substantially par-
allel and along the first conductor, the fourth con-
ductor electrically coupled to the first conductor.

5. The apparatus in accordance with Claim 4 wherein
the first conductor and the fourth conductor are lo-
cated substantially in a second plane.

6. The apparatus in accordance with Claim 1 wherein
the second conductor reduces the effective capac-
itance of the first conductor thereby increasing the
speed of the electrical signal transmitted on the first
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conductor.

7. The apparatus in accordance with Claim 6 wherein
the first conductor and the second conductor each
comprise metal.

8. An electrical conductor for increasing the speed of
an electrical signal transmitted along the conductor
in an integrated, the conductor comprising:

a first conductor having a length extending from
a first area of the integrated circuit to a second
area of the integrated circuit;
a second conductor located proximate the first
conductor and extending substantially parallel
and along the first conductor; and
means for electrically coupling the first conduc-
tor to the second conductor.

9. The electrical conductor in accordance with Claim
8 further comprising:

a third conductor located proximate the first
conductor and extending substantially parallel
and along the first conductor; and
means for electrically coupling the first conduc-
tor to the third conductor.

10. The electrical conductor in accordance with Claim
1 or Claim 3 or Claim 9 conductor and the third con-
ductor are located substantially in a same plane as
the first conductor.

11. The electrical conductor in accordance with Claim
9 wherein the coupling of the first conductor to the
second conductor and to the third conductor de-
creases the effective capacitance of the first con-
ductor thus decreasing the propagation delay time
of the electrical signal transmitted along the first
conductor from the first area to the second area of
the integrated circuit.

12. The electrical conductor in accordance with Claim
8 wherein the coupling of the first conductor to the
second conductor decreases the effective capaci-
tance of the first conductor thus decreasing the
propagation delay time of the electrical signal trans-
mitted along the first conductor from the first area
to the second area of the integrated circuit.

13. The electrical conductor in accordance with Claim
1 or Claim 12 wherein the length of the first conduc-
tor is greater tnan about 1000 microns.

14. A conductor for transmitting a clocking signal from
a first area to a second area of an integrated circuit,
the conductor comprising:

a first elongated conductive portion extending
from the first area to the second area;
a second elongated conductive portion located
proximate and space apart from the first con-
ductive portion and extending substantially par-
allel with the first conductive portion;
a third elongated conductive portion located
proximate and space apart from the first con-
ductive portion and extending substantially par-
allel with the first conductive portion;
means for electrically connecting the first con-
ductive portion to the second conductive por-
tion; and
means for electrically connecting the first con-
ductive portion to the third conductive portion.

15. The conductor in accordance with Claim 14 wherein
the second conductive portion and the third conduc-
tive portion reduce the capacitive effects on the first
conductive portion thereby reducing the propaga-
tion delay of the clocking signal transmitted from the
first area to the second area.

16. The conductor in accordance with Claim 15 wherein
the length of each of the first conductive portion, the
second conductive portion, and the third conductive
portion is greater than about 1000 microns.

17. A method of forming an electrical conductor in a cir-
cuit for increasing the speed of an electrical signal
transmitted along the conductor, comprising the
steps of:

fabricating a first conductor having a length ex-
tending from a first area of the circuit to a sec-
ond area of the circuit; and
fabricating a second conductor proximate the
first conductor and extending substantially par-
allel and along the first conductor, such that
when the first conductor and the second con-
ductor are electrically coupled together while
the electrical signal is transmitted along the first
conductor from the first area to the second ar-
ea, the propagation delay of the electrical sig-
nal is decreased.
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