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(54) TOUCH DISPLAY DEVICE AND DISPLAY PANEL

(57) Present disclosure provides a touch display de-
vice comprising a display panel including an inner area
forming a first step between a first touch electrode metal
with first critical dimension and a lower electrode layer,
and an edge area having at least one of CD compensa-
tion area, which is located outside of the inner area, form-

ing a second step between a second touch electrode
metal with second critical dimension larger than the first
critical dimension and the lower electrode layer; and a
touch circuit for sensing touch presence or touch location
by using a touch sensing signal received from the touch
electrode metals.
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Description

CROSS REFERENCE TO RELATED APPLICATION

[0001] This application claims priority from Korean Pat-
ent Application No. 10-2019-0149792, filed on November
20, 2019.BACKGROUND

Technical Field

[0002] Aspects of the present disclosure relate to a
touch display device, and more particularly, to a touch
display device and a display panel capable of improved
touch sensitivity.

Description of Related Art

[0003] Along with the development of the information
society, demands for display devices that display images
are growing. In this regard, various types of display de-
vices, such as liquid crystal display (LCD) devices, plas-
ma display panel (PDP) display devices, and organic light
emitting diode (OLED) display devices, have recently be-
come popular.
[0004] Among these display devices, there is a touch
display device with a touch-based input structure that
allows the user to easily, intuitively and conveniently input
information or commands by escaping from a conven-
tional input method such as a button, a keyboard, and a
mouse.
[0005] Such a touch display device should grasp the
presence or absence of a user’s touch and accurately
detect touch coordinates in order to provide a touch-
based input structure.
[0006] To this end, among various touch sensing meth-
ods, capacitance-based touch sensing method is widely
used for detecting presence or absence of touch and
touch coordinates based on a change in capacitance
formed on a plurality of touch electrodes on a display
panel.
[0007] Moreover, the edge area of the display panel is
recently used as a region capable of displaying and
touching in view of design.

BRIEF SUMMARY

[0008] The inventors have realized that since a step
between a touch electrode metal and a lower electrode
layer decreases due to the curvature of the display panel
in the edge area of the touch display device, there is a
problem that decreases the touch sensitivity due to an
undesirable parasitic capacitance.
[0009] Based on the inventors work in fully locating and
appreciating these issues, , the inventors proposed to
provide a touch display device and a display panel ca-
pable of obtaining improved touch sensitivity by compen-
sation for the critical dimension of touch electrode metals
formed in the edge area of the display panel.

[0010] In addition, the inventors of the present disclo-
sure provide a touch display device and a display panel
capable of effective touch sensing by variously modifying
the compensation for the critical dimension of touch elec-
trode metals formed in edge area of the display panel.
[0011] The problems to be solved according to the as-
pects of the present disclosure, which will be described
below, are not limited to the problems mentioned above,
and other problems that are not mentioned will be clearly
understood by those skilled in the art from the below de-
scription.
[0012] A touch display device according to one or more
aspects of the present disclosure includes a display panel
comprised of an inner area forming a first step between
first touch electrode metals with first critical dimension
and lower electrode layer and an edge area having at
least one of CD compensation area, which is located out-
side of the inner area, forming a second step between
second touch electrode metals with second critical di-
mension larger than the first critical dimension and the
lower electrode layer, and a touch circuit for sensing
touch presence or touch location by using a touch sens-
ing signal received from the touch electrode metals.
[0013] In the touch display device according to one or
more aspects of the present disclosure, the first step is
maintained at a constant value.
[0014] In the touch display device according to one or
more aspects of the present disclosure, the lower elec-
trode layer is a cathode electrode of a light emitting ele-
ment.
[0015] In the touch display device according to one or
more aspects of the present disclosure, the second crit-
ical dimension has a value larger than the first critical
dimension by a constant gap.
[0016] In the touch display device according to one or
more aspects of the present disclosure, the second step
has a smaller size than the first step and is maintained
at a constant value.
[0017] The touch display device according to one or
more aspects of the present disclosure further includes
a step decline area in which the step between the touch
electrode metal and the lower electrode layer decreases
adjacent to the CD compensation area.
[0018] In the touch display device according to one or
more aspects of the present disclosure, a step decline
ratio of the step decline area is the same or different when
the step decline area is formed as a plurality of areas.
[0019] In the touch display device according to one or
more aspects of the present disclosure, the critical di-
mension of the touch electrode metal formed in the CD
compensation area increases as the distance from the
inner area increases when the CD compensation area is
formed as a plurality of areas.
[0020] In the touch display device according to one or
more aspects of the present disclosure, the critical di-
mension of the touch electrode metal formed in the CD
compensation area increases at a constant ratio as the
distance from the inner area increases.
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[0021] A display panel according to one or more as-
pects of the present disclosure includes an inner area
forming a first step between first touch electrode metals
with first critical dimension and lower electrode layer, and
an edge area having at least one of CD compensation
area, which is located outside of the inner area, forming
a second step between second touch electrode metals
with second critical dimension larger than the first critical
dimension and the lower electrode layer.
[0022] According to aspects of the present disclosure,
it is possible to obtain improved touch sensitivity by CD
compensation for the edge area of the display panel.
[0023] Further, according to aspects of the present dis-
closure, there is an effect capable of effectively sensing
the touch by variously modifying the CD compensation
for the edge area of the display panel.
[0024] Advantages of the aspects of the present dis-
closure are not limited to the above advantages. The as-
pects of the present disclosure can achieve advantages
which have not been mentioned above and will be ap-
parently understood from the following description by
those skilled in the art.

BRIEF DESCRIPTION OF THE SEVERAL VIEWS OF 
THE DRAWINGS

[0025] The above and other objects, features, and ad-
vantages of the present disclosure will be more clearly
understood from the following detailed description, taken
in conjunction with the accompanying drawings, in which:

FIG. 1 is a diagram schematically illustrating a touch
display device according to one or more aspects of
the present disclosure;
FIG. 2 is a diagram illustrating areas in which touch
electrodes are disposed in a display panel according
to one or more aspects of the present disclosure;
FIG. 3 is a diagram illustrating a cross-section of a
display panel in a touch display device;
FIG. 4 is a cross-sectional view schematically illus-
trating a step between touch electrode metals and a
lower electrode layer in an inner area and an edge
area of a touch display device;
FIG. 5 is a diagram illustrating a change in capaci-
tance due to the steps between touch electrode met-
als and a lower electrode layer in an inner area and
an edge area of a touch display device;
FIG. 6 is a diagram schematically illustrating a dis-
play panel according to aspects of the present dis-
closure;
FIG. 7 is a cross-sectional view schematically illus-
trating critical dimensions of touch electrode metals
according to steps between touch electrode metals
and a lower electrode layer in an inner area and an
edge area of a display panel according to one or
more aspects of the present disclosure;
FIG. 8 is a diagram illustrating a case, in which CD
compensation area is formed as a plurality of areas

in a display panel according to one or more aspects
of the present disclosure;
FIG. 9 is a cross-sectional view schematically illus-
trating steps between touch electrode metals and a
lower electrode layer when CD compensation area
is formed as a plurality of areas in a display panel
according to one or more aspects of the present dis-
closure;
FIG. 10 is a diagram illustrating a change in capac-
itance according to steps between touch electrode
metals and a lower electrode layer in an inner area
and an edge area of a touch display device according
to one or more aspects of the present disclosure; and
FIG. 11 is a diagram illustrating a change in capac-
itance according to steps between touch electrode
metals and a lower electrode layer in eight edge ar-
eas of a touch display device according to one or
more aspects of the present disclosure.

DETAILED DESCRIPTION

[0026] Advantages and features of the present disclo-
sure and methods for achieving the advantages or fea-
tures will be apparent from aspects described below in
detail with reference to the accompanying drawings.
However, the disclosure is not limited to the aspects but
can be modified in various forms. The aspects are pro-
vided merely for completing the disclosure of the disclo-
sure and are provided for completely informing those
skilled in the art of the scope of the disclosure. The scope
of the disclosure is defined by only the appended claims.
[0027] Shapes, sizes, ratios, angles, number of pieces,
and the like illustrated in the drawings, which are provided
for the purpose of explaining the aspects of the disclo-
sure, are exemplary and thus the disclosure is not limited
to the illustrated details. In the following description, like
elements are referenced by like reference numerals.
When it is determined that detailed description of the rel-
evant known functions or configurations involved in the
disclosure makes the gist of the disclosure obscure, the
detailed description thereof will not be made. When "in-
clude," "have", "be constituted", and the like are men-
tioned in the specification, another element may be add-
ed unless "only" is used. A singular expression of an el-
ement includes two or more elements unless differently
mentioned.
[0028] In constructing elements in aspects of the dis-
closure, an error range is included even when explicit
description is not made.
[0029] For example, when positional relationships be-
tween two parts are described using ’on,’ ’over,’ ’under,’
’beside,’ and the like, one or more other parts may be
disposed between the two parts unless ’just’ or ’direct’ is
used.
[0030] In describing temporal relationships, for exam-
ple, when the temporal order is described using ’after,’
’subsequent,’ ’next,’ and ’before,’ a case which is not con-
tinuous may be included unless ’just’ or ’direct’ is used.
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[0031] In describing signal transmission relationships,
for example, when ’a signal is transmitted from node A
to node B,’ a case in which the signal is transmitted from
node A to node B via another node may be included un-
less ’just’ or ’direct’ is used.
[0032] It will be understood that, although the terms
"first," "second," and the like may be used herein to de-
scribe various elements, these elements should not be
limited by these terms. These terms are only used to
distinguish one element from another. For example, a
first element could be termed a second element, and,
similarly, a second element could be termed a first ele-
ment, without departing from the scope of the present
disclosure.
[0033] Features of aspects of the disclosure can be
coupled or combined with each other or separated from
each other partially or on the whole and can be technically
interlinked and driven in various forms. The aspects may
be put into practice independently or in combination.
[0034] Hereinafter, various aspects of the present dis-
closure will be described in detail with reference to the
accompanying drawings.
[0035] FIG. 1 is a diagram schematically illustrating a
touch display device according to one or more aspects
of the present disclosure.
[0036] Referring to FIG. 1, a touch display device 100
according to one or more aspects of the present disclo-
sure may provide an image display function for displaying
an image and a touch sensing function for sensing a us-
er’s touch.
[0037] The touch display device 100 may include a dis-
play panel 110 in which data lines and gate lines are
disposed for displaying an image, and a display driving
circuit for driving the display panel 110.
[0038] The display driving circuit functionally may in-
clude a data driving circuit for driving the data lines, a
gate driving circuit for driving the gate lines, and a timing
controller for controlling the data driving circuit and the
gate driving circuit. The display driving circuit may be
implemented with one or more integrated circuits.
[0039] The touch display device 100 may include a
touch screen panel in which a plurality of touch electrode
TE are disposed for touch sensing, and a touch circuit
130 for driving of the touch screen panel and sensing
touch.
[0040] The touch screen panel of the touch display de-
vice 100 may be an external type that is manufactured
separately from the display panel 110 and bonded to the
display panel 110, or may be an embedded type that is
manufactured together with the display panel 110 and
located inside the display panel 110. Hereinafter, it will
be described on the assumption that the touch screen
panel is embedded in the display panel 110.
[0041] The touch circuit 130 supplies a touch driving
signal to the display panel 110 to drive the display panel
110, receives a touch sensing signal from the display
panel 110, and detects touch presence and touch coor-
dinates based on it.

[0042] The touch circuit 130 may be implemented by
including a touch driving circuit that supplies touch driving
signals and receives touch sensing signals, and a touch
controller that detects touch presence and touch coordi-
nates.
[0043] The touch circuit 130 may be implemented as
one or more components (e.g., an integrated circuit), or
may be implemented separately from the display driving
circuit.
[0044] In addition, all or part of the touch circuit 130
may be implemented by being integrated with a display
driving circuit or an internal circuit thereof. For example,
the touch driving circuit of the touch circuit 130 may be
implemented as an integrated circuit together with the
data driving circuit of the display driving circuit.
[0045] Meanwhile, the touch display device 100 may
detect touch presence and touch coordinates based on
capacitance formed on the touch electrode TE.
[0046] The touch display device 100 may detect a
touch in a mutual-capacitance method or in a self-capac-
itance method as capacitance-based touch sensing
method.
[0047] In a case of a touch sensing based on mutual-
capacitance method, a plurality of touch electrode TE
may be composed of driving electrodes receiving touch
driving signals through touch driving line Tx, and sensing
electrodes transmitting touch sensing signals through
touch sensing line Rx by forming capacitance with the
driving electrodes. The touch driving line Tx and the touch
sensing line Rx may be referred to as a touch line.
[0048] The touch sensing based on the mutual-capac-
itance method detects the touch presence and the touch
coordinates based on the change of the mutual-capaci-
tance generated between the driving electrodes and the
sensing electrodes according to the pointer presence
such as a finger or a pen (including a digital pen or a
smart pen).
[0049] In a case of the touch sensing based on the self-
capacitance method, each touch electrode TE serves as
both a driving electrode and a sensing electrode. That
is, a touch driving signal is applied to a touch electrode
TE, and a touch sensing signal is transmitted from the
touch electrode TE to which the touch driving signal is
applied. Therefore, in the touch sensing based on the
self-capacitance method, there is no distinction between
the driving electrode and the sensing electrode.
[0050] As described above, the touch display device
100 may detect a touch by the mutual-capacitance meth-
od, or may detect a touch by the self-capacitance method.
[0051] The touch circuit 130 sequentially outputs touch
driving signals to the plurality of touch electrode TE
through the touch driving line Tx in the touch sensing
period.
[0052] When a user touches the display panel 110
while touch driving signal is applied to the touch electrode
TE, capacitance of the touch electrode TE is changed.
[0053] The touch driving line Tx transmitting the touch
driving signals may be disposed in a direction parallel to
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the data lines disposed on the display panel 110, and the
touch sensing line Rx transmitting the touch sensing sig-
nals may be disposed in a direction parallel to the gate
lines disposed on the display panel 110.
[0054] In general, the touch driving line Tx extends in
the long axis direction of the display panel 110, and the
touch sensing line Rx extends in the short axis direction
of the display panel 110. However, the arrangement of
the touch driving line Tx and the touch sensing line Rx
may be changed according to the shape or structure of
the touch display device 100.
[0055] In a case that the display panel 110 simultane-
ously performs display driving and touch sensing, a touch
driving signal may be applied and touch sensing may be
performed while a scan signal is applied to the gate line
disposed on the display panel 110.
[0056] FIG. 2 is a diagram illustrating areas in which
touch electrodes are disposed in a display panel accord-
ing to one or more aspects of the present disclosure.
[0057] Referring to FIG. 2, an area in which the touch
electrode TE is disposed in the display panel 110 accord-
ing to one or more aspects of the present disclosure may
be divided into a first area 112 and a second area 114.
In some aspects, the first area 112 may also be referred
to as an inner area 112 as it is in a central region and the
second area 114 is in a peripheral region. In some as-
pects, the second area 114 may be located adjacent to
the first area 112 and may have sub-areas within the
second area 114. For example, the second area 114 may
be referred to as an edge area 114 as it is adjacently
located at both sides of the first area 112.
[0058] The inner area 112 is a region of the central
portion surrounded by the left and right edge areas 114,
and may be a region formed in a flat planar structure.
Also, a plurality of touch electrode TE with a constant
step (e.g., a dimension such as height) from the lower
electrode layer of the display panel 110 may be formed
in the inner area 112.
[0059] Therefore, since the step between the touch
electrode TE and the lower electrode layer is constant in
the inner area 112, the capacitance value according to
the location in the inner area 112 may be constant.
[0060] The edge area 114 is a region extending to a
vertical direction in the left or right side of the inner area
112, and may be formed in a flat planar structure accord-
ing to a structure of the display panel 110. However, the
edge area 114 is recently formed as a round structure
with some curvature in a latest touch display device 100
with a touch function made of a streamlined structure.
[0061] Meanwhile, the edge area 114 may be located
on the left or right side of the inner area 112, but may be
located on the upper or lower side of the inner area 112
according to the type of the display panel 110.
[0062] In this way, since the step between the touch
electrode TE or the touch line and the lower electrode
layer gradually decreases as it goes outward from the
inner area 112 when the edge area 114 is formed in a
round structure, the capacitance value due to touch sens-

ing is decreased so that the touch sensitivity is reduced
compared to the inner area 112.
[0063] At this time, corner area of the upper or lower
edge area 114 may also be formed in a round shape,
and may be included in the edge area 114.
[0064] FIG. 3 is a diagram illustrating a cross-section
of a display panel in a touch display device.
[0065] Referring to FIG. 3, in the display panel 110 of
the touch display device 100, a polyimide (PI) layer L02
is located on a substrate or back plate L01.
[0066] A buffer layer L03 may be located on the poly-
imide layer L02, and an interlayer insulating film L04 may
be located on the buffer layer L03.
[0067] A gate layer L05 may be present on the inter-
layer insulating film L04, and gate electrodes or the like
may be provided on necessary positions of the gate layer
L05.
[0068] A gate insulating film L06 may be present on
the gate layer L05.
[0069] A source/drain layer L07 may be present on the
gate insulating film L06.
[0070] Signal lines such as data line DL and gate line
GL, and source/drain electrodes of a plurality of transis-
tors may be provided on the source/drain layer L07.
[0071] A passivation layer L08 may be present on the
source/drain layer L07.
[0072] A planarization layer L09 may be located on the
passivation layer L08, and a first electrode layer L10 may
be present on the planarization layer L09, in the emission
positions corresponding to the subpixels.
[0073] A bank layer L11 is located on the first electrode
layer L10, and an organic light-emitting layer L12 is lo-
cated on the bank layer L11.
[0074] A second electrode layer L13 commonly pro-
vided in all subpixel areas may be present on the organic
light-emitting layer L12.
[0075] An encapsulation layer L14 may be present on
the second electrode layer L13 to prevent infiltration of
moisture, air, or the like.
[0076] A dam DAM may be present on a peripheral
portion of the display panel 110.
[0077] The encapsulation layer L14 may be a single
layer or a two or more multi layers.
[0078] In addition, the encapsulation layer L14 may be
a composite layer comprised of one or more organic ma-
terial layers and one or more inorganic material layers.
[0079] Here, the encapsulation layer L14 is illustrated
as being a multilayer comprised of a first encapsulation
layer L14a, a second encapsulation layer L14b, and a
third encapsulation layer L14c.
[0080] Each of the first encapsulation layer L14a, the
second encapsulation layer L14b, and the third encap-
sulation layer L14c may be comprised of an organic ma-
terial layer and an inorganic material layer.
[0081] The touch electrode TE and the touch line TL
are provided on the encapsulation layer L14.
[0082] In some aspects, the touch electrode TE may
be formed in a plate structure without an opening region,
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or may be formed in a mesh structure. The touch elec-
trode TE of a mesh structure is formed as a touch elec-
trode metal TEM patterned in a mesh shape, so that a
plurality of opening regions may be formed. In other as-
pects, the touch electrode TE have other shapes and
arrangements.
[0083] The touch line TL electrically connected to the
corresponding touch electrode TE on the encapsulation
layer L14 extends to region without the touch electrode
TE so as not to overlap with the touch electrode TE.
[0084] The touch line TL bypasses a region in which
the dam DAM is located, and extends to a region outside
of the dam DAM, e.g., a portion adjacent to an integrated
pad IP.
[0085] In addition, in the area outside of the dam DAM,
the touch line TL may be connected to the data line DL
on the source/drain layer L07 via contact hole CNT.
[0086] The data line DL is electrically connected to the
integrated pad IP in the region outside of the dam DAM
[0087] The touch line TL and the touch electrode TE
may be located on the same layer or different layers while
being located on the encapsulation layer L14.
[0088] The encapsulation layer L14 may have a se-
lected thickness or a predetermined thickness Tencap in
the inner area 112 and may have an influence on a time
delay and touch sensitivity during the touch driving proc-
ess and the touch sensing process.
[0089] Accordingly, the thickness Tencap of the en-
capsulation layer L14 must be designed in consideration
of the time delay and the touch sensitivity due to the touch
driving.
[0090] As described above, the display panel 110 ac-
cording to aspects may have a touch-on-encapsulation
(TOE) structure in which touch electrode metal TEM and
the touch line TL are located on the encapsulation layer
L14.
[0091] In addition, in this structure of the display panel
110, the step between the touch electrode TE formed on
the encapsulation layer L14 and the second electrode
layer L13 corresponding to the cathode of a light-emitting
element decrease in the direction toward a rounded edge
area 114.
[0092] Such a decrease in the step between the touch
electrode TE and the lower second electrode layer L13
may cause capacitance values in the edge area 114 to
be lower than those in the planar inner area 112, so that
touch sensitivity may be decreased.
[0093] FIG. 4 is a cross-sectional view schematically
illustrating a step between touch electrode metals and a
lower electrode layer in an inner area and an edge area
of a touch display device, and FIG. 5 is a diagram illus-
trating a change in capacitance due to the steps between
touch electrode metals and a lower electrode layer in an
inner area and an edge area of a touch display device.
[0094] Referring to FIG. 4 and FIG. 5, in the touch dis-
play device 100 in which the corner area is formed in a
round shape, the inner area 112 is formed in a flat struc-
ture, so that the step between the lower electrode layer

corresponding to the cathode electrode and the touch
electrode metal TEM is almost constant. However, the
step between the lower electrode layer and the touch
electrode metal TEM in the edge area 114 rapidly de-
creases as moving away from the inner area 112.
[0095] Accordingly, the parasitic capacitance Cp
formed between the lower electrode layer and the touch
electrode metal TEM is rapidly increased by the step Step
between the lower electrode layer and the touch elec-
trode metal TEM.
[0096] At this time, the parasitic capacitance Cp
formed between the lower electrode layer and the touch
electrode metal TEM increases as the step Step between
the lower electrode layer and the touch electrode metal
TEM decreases. If the increased parasitic capacitance
Cp in edge area 114 is out of the allowable maximum
range Max Spec for touch sensing, an operation of touch
sensing may not be properly performed in the edge area
114.
[0097] Therefore, it is beneficial for structure to com-
pensate for the increase in parasitic capacitance Cp by
reducing the step Step between the touch electrode met-
al TEM and the lower electrode layer in the edge area
114 of the touch display device 100.
[0098] The inventors of the present disclosure provide
a critical dimension (CD) compensation area capable of
compensating for a change in capacitance due to a de-
crease in a step between the touch electrode metal TEM
and the lower electrode layer in the edge area 114 of the
touch display device 100, so that it is possible to obtain
improved touch sensitivity.
[0099] FIG. 6 is a diagram schematically illustrating a
display panel according to aspects of the present disclo-
sure.
[0100] Referring to FIG. 6, an area in which a touch
electrode metal TEM is disposed in the display panel 110
according to one or more aspects of the present disclo-
sure may be divided into an inner area 112 and an edge
area 114.
[0101] The inner area 112 is an area of the central por-
tion surrounded by the left and right edge area 114, and
is an area formed by a flat planar structure.
[0102] Since the thickness of the encapsulation layer
Encap formed between the touch electrode metal TEM
and the lower electrode layer is substantially constant in
the inner area 112, a critical dimension (CD) of the touch
electrode metal TEM formed in the inner area 112 cor-
responding to the line width of the touch electrode metal
TEM may be formed to have a constant reference critical
dimension Ref.
[0103] Meanwhile, the edge area 114 is an area formed
in a round shape extending in the left or right, upper or
lower direction of the inner area 112, and is an area where
the step Step of the encapsulation layer Encap formed
between the touch electrode metal TEM and the lower
electrode layer is decreased in an outer direction away
from the inner area 112.
[0104] At this time, when the step Step between the
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touch electrode metal TEM and the lower electrode layer
is decreased, as described above, the parasitic capaci-
tance Cp is increased, so that the touch sensitivity may
be lowered.
[0105] Accordingly, some region in the edge area 114
is formed as a CD compensation area Area2 and a critical
dimension CD2 of the touch electrode metal TEM located
in the CD compensation area Area2 is formed larger than
a critical dimension CD1 of the touch electrode metal
TEM located in the inner area 112. As a result, it is pos-
sible to prevent an increase in parasitic capacitance Cp
and improve the touch sensitivity.
[0106] For example, the edge area 114 may be divided
into a step decline area Area1 and a CD compensation
area Area2.
[0107] The step decline area Area1 is an area formed
at a position adjacent to the inner area 112 among the
edge area 114, and is an area where the step Step be-
tween the touch electrode metal TEM and the lower elec-
trode layer is decreased by the round shape of the edge
area 114.
[0108] On the other hand, the CD compensation area
Area2 is an area having a constant width from the point
where the step decline area Area1 ends, and the critical
dimension CD2 of the touch electrode metal TEM formed
in the CD compensation area Area2 is formed to be larger
than the critical dimension CD1 of the touch electrode
metal TEM formed in the inner area 112 by a constant
gap Gap.
[0109] In this case, the CD compensation area Area2
may be an area where the step Step2 between the touch
electrode metal TEM and the lower electrode layer has
a constant value.
[0110] Since the critical dimension CD2 of the touch
electrode metal TEM formed in the CD compensation
area Area2 is larger than the critical dimension CD1 of
the touch electrode metal TEM formed in the inner area
112, it is possible to diminish an increase of parasitic
capacitance Cp formed between the touch electrode met-
al TEM and the lower electrode layer in the edge area
114.
[0111] At this time, since the step decline area Area1
is located adjacent to the inner area 112, the critical di-
mension CD of the touch electrode metal TEM formed in
the step decline area Area1 may be same value as the
critical dimension CD1 of the touch electrode metal TEM
formed in the inner area 112. In this case, it can be con-
sidered that the step decline area Area1 is included in
the inner area 112.
[0112] On the other hand, since the step decline area
Area1 is also adjacent to the CD compensation area
Area2, the critical dimension CD of the touch electrode
metal TEM formed in the step decline area Area1 may
be same value as the critical dimension CD2 of the touch
electrode metal TEM formed in the CD compensation
area Area2.
[0113] When the critical dimension CD of the touch
electrode metal TEM formed in the step decline area

Area1 is the same value as the critical dimension CD2
of the touch electrode metal TEM formed in the CD com-
pensation area Area2, it can be considered that the step
decline area Area1 is included in the CD compensation
area Area2.
[0114] Such CD compensation area Area2 may be
formed in the edge area 114 located on the left or right
side of the display panel 110, or formed in the upper or
lower edge area 114 depending on the type of the display
panel 110.
[0115] FIG. 7 is a cross-sectional view schematically
illustrating critical dimensions of touch electrode metals
according to steps between touch electrode metals and
a lower electrode layer in an inner area and an edge area
of a display panel according to one or more aspects of
the present disclosure.
[0116] Referring to FIG. 7, the inner area 112 in the
display panel 110 according to one or more aspects of
the present disclosure may have a constant step Step1
which is a thickness of an encapsulation layer Encap
formed between the touch electrode metal TEM and the
lower electrode layer.
[0117] Since the edge area 114 has a curvature of a
round shape, an area adjacent to the inner area 112 in
the edge area 114 corresponds to the step decline area
Area1 where the step between the touch electrode metal
TEM and a lower electrode layer decreases at a constant
ratio.
[0118] The width of the step decline area Area1 may
vary depending on the size or structure of the display
panel 110.
[0119] A CD compensation area Area2, in which the
step Step2 between the touch electrode metal TEM and
the lower electrode layer is constant, is formed from the
point where the step decline area Area1 having a con-
stant width ends.
[0120] The critical dimension CD2 of the touch elec-
trode metal TEM in the CD compensation area Area2 is
formed to be larger than the critical dimension CD1 of
the touch electrode metal TEM formed in the inner area
112 in order to prevent an increase of parasitic capaci-
tance Cp caused by a decrease of the step Step2 be-
tween the touch electrode metal TEM and the lower elec-
trode layer.
[0121] In the CD compensation area Area2, the step
Step2 between the touch electrode metal TEM and the
lower electrode layer may be a smaller value than the
step Step1 of the inner area 112.
[0122] The step Step2 in the CD compensation area
Area2 may vary according to the width of the step decline
area Area1 and the step decline ratio in the step decline
area Area1.
[0123] When the CD compensation area Are2 is
formed inside the edge area 114, an increase in parasitic
capacitance Cp occurring in the edge area 114 having a
round shape may be suppressed.
[0124] The CD compensation area Area2 may be
formed as one area or may be formed as a plurality of
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areas in the edge area 114.
[0125] FIG. 8 is a diagram illustrating a case, in which
CD compensation area is formed as a plurality of areas
in a display panel according to one or more aspects of
the present disclosure, and FIG. 9 is a cross-sectional
view schematically illustrating steps between touch elec-
trode metals and a lower electrode layer when CD com-
pensation area is formed as a plurality of areas in a dis-
play panel according to one or more aspects of the
present disclosure.
[0126] Referring to FIG. 8 and FIG. 9, areas in which
the touch electrode metal TEM is disposed in the display
panel 110 according to one or more aspects of the
present disclosure may be divided into an inner area 112
and an edge area 114.
[0127] The inner area 112 is an area of the central por-
tion surrounded by the left and right edge area 114, and
is formed by a flat planar structure. A critical dimension
CD1 of the touch electrode metal TEM formed in the inner
area 112 may have a constant reference critical dimen-
sion Ref.
[0128] Meanwhile, the edge area 114 is an area ex-
tending in the left or right, upper or lower direction of the
inner area 112 and is formed in a round shape. In the
edge area 114, the step Step between the touch elec-
trode metal TEM and the lower electrode layer decreases
toward the outer direction away from the inner area 112.
[0129] In this case, by forming a plurality of CD com-
pensation areas in the edge area 114, it is possible to
prevent an increase in parasitic capacitance Cp and im-
prove the touch sensitivity.
[0130] For example, the edge area 114 may be divided
into a plurality of step decline areas Area1, Area3 and a
plurality of CD compensation areas Area2, Area4.
[0131] In this case, the step decline area Area1 is an
area in which the step between the touch electrode metal
TEM and the lower electrode layer is uniformly reduced
by the round shape of the edge area 114 within the edge
area 114.
[0132] On the other hand, the CD compensation areas
Area2, Area4 are areas having a constant width from the
end point of the step decline areas Area1, Area3. In the
CD compensation areas Area2, Area4, the steps Step2,
Step3 between the touch electrode metal TEM and the
lower electrode layer are respectively maintained at each
constant value, but the critical dimensions CD2, CD3 of
the touch electrode metal TEM increases step by step
as the distance from the inner area 112 increases.
[0133] At this time, the CD compensation areas Area2,
Area4 may be alternately formed adjacent to the step
decline areas Area1, Area3 respectively.
[0134] For example, the first CD compensation area
Area2 is formed in a position adjacent to the first step
decline area Area1, and its step Step2 between the touch
electrode metal TEM and the lower electrode layer is
smaller than the step Step 2 between the touch electrode
metal TEM and the lower electrode layer in the inner area
112.

[0135] A second step decline area Area3 is formed
from the end point of the first CD compensation area
Area2 in which the critical dimension CD2 of the touch
electrode metal TEM is constant. In the second step de-
cline area Area3, the step between the touch electrode
metal TEM and the lower electrode layer decreases
again.
[0136] The step decline ratio of the second step decline
area Area3 may be the same as or different from the step
decline ratio of the first step decline area Area1.
[0137] The second CD compensation area Area4 may
be formed with a constant width from the end point of the
second step decline area Area3. In the second CD com-
pensation area Area4, the critical dimension CD3 of the
touch electrode metal TEM may be formed with larger
size than the critical dimension CD2 of the touch elec-
trode metal TEM in the first CD compensation area
Area2.
[0138] A gap Gap between the critical dimension CD3
of the touch electrode metal TEM formed in the second
CD compensation area Area4 and the critical dimension
CD2 of the touch electrode metal TEM formed in the first
CD compensation area Area2 may be the same as or
different from a gap between the critical dimension CD2
of the touch electrode metal TEM formed in the first CD
compensation area Area2 and the critical dimension CD1
of the touch electrode metal TEM formed in the inner
area 112.
[0139] That is, the critical dimension CD of the touch
electrode metal TEM formed in the CD compensation
area Are2, Area4 may increase at a constant ratio or at
a different ratio as the distance from the inner area 112.
[0140] As described above, when the plurality of CD
compensation areas Area2, Area4 are formed inside the
edge area 114, the increase in the parasitic capacitance
Cp formed by the step Step1 between the touch electrode
metal TEM and the lower electrode layer in the edge area
114 may be diminished step by step, so that it is possible
to effectively prevent the decrease in touch sensitivity
due to the parasitic capacitance Cp.
[0141] FIG. 10 is a diagram illustrating a change in ca-
pacitance according to steps between touch electrode
metals and a lower electrode layer in an inner area and
an edge area of a touch display device according to one
or more aspects of the present disclosure.
[0142] Referring to FIG. 10, forming a CD compensa-
tion area in the edge area 114 of the touch display device
100 according to one or more aspects of the present dis-
closure, it can be seen that the parasitic capacitance Cp
formed between the touch electrode metal TEM and the
lower electrode layer is reduced in the edge area 114.
[0143] Comparing a critical dimension of the touch
electrode metal TEM remains the same without forming
the CD compensation area 150, it is possible to suppress
the increase in the parasitic capacitance Cp in the edge
area 114 and improve the touch sensitivity in the edge
area 114.
[0144] The CD compensation area may be applied to
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all the edge areas 114 including the corner area as well
as the left or right, upper or lower side of the display panel
110.
[0145] FIG. 11 is a diagram illustrating a change in ca-
pacitance according to steps between touch electrode
metals and a lower electrode layer in eight edge areas
of a touch display device according to one or more as-
pects of the present disclosure.
[0146] Referring to FIG. 11, the CD compensation area
in the touch display device 100 according to one or more
aspects of the present disclosure may be formed in all
edge areas 114 including the left or right, upper or lower
side, and corner areas of the display panel 110.
[0147] In this way, in a case 160 forming the CD com-
pensation area in the edge area 114, the parasitic ca-
pacitance Cp formed between the touch electrode metal
TEM and the lower electrode layer in the edge area 114
is reduced. Therefore, comparing a case 150 where the
critical dimension CD of the touch electrode metal TEM
is formed identically without forming the CD compensa-
tion area, increase in the parasitic capacitance Cp in the
edge area 114 may be suppressed.
[0148] Further aspects of the present disclosure pro-
vides a touch display device that includes a display panel
including an inner area and an edge area adjacent to the
inner area. The edge area has at least one critical dimen-
sion (CD) compensation area.
[0149] The display panel includes a touch electrode
metal. The touch electrode metal has a first touch elec-
trode metal with a first critical dimension and a second
touch electrode metal with a second critical dimension
larger than the first critical dimension. The first touch elec-
trode metal is indicative of a first part of the touch elec-
trode metal and the second touch electrode metal is in-
dicative of a second part of the touch electrode metal.
The first part and the second part are adjacent to each
other.
[0150] The display panel includes a lower electrode
layer.
[0151] The display panel includes a first step between
the first touch electrode metal and the lower electrode
layer in the inner area.
[0152] The display panel includes a second step be-
tween the second touch electrode metal and the lower
electrode layer in the edge area.
[0153] The display panel includes a touch circuit oper-
atively connected to the display panel for sensing at least
one of touch presence or touch location by using a touch
sensing signal received from the first and second touch
electrode metals.
[0154] In some aspects, the first step is maintained at
a constant value in at least some areas of the inner area.
[0155] In some aspects, the lower electrode layer is a
cathode electrode of a light emitting element.
[0156] In some aspects, the second critical dimension
has a value larger than the first critical dimension by a
constant gap.
[0157] In some aspects, the second step has a smaller

size than the first step and the second step is maintained
at a constant value in at least some areas of the edge
area.
[0158] In some aspects, the touch display device fur-
ther includes a first step decline area between the first
part and the second part of the touch electrode metal.
The first step decline area has a height of a step between
the touch electrode metal and the lower electrode layer
decreasing from the first part to the second part. The step
decline area is adjacent to a first CD compensation area
of the at least one critical dimension (CD) compensation
area.
[0159] In some aspects, the touch electrode metal in-
cludes a third touch electrode metal indicative of a third
part of the touch electrode metal. The third part is adja-
cent to the second part.
[0160] In some aspects, the touch display device fur-
ther includes a second step decline area between the
second part and the third part of the touch electrode met-
al. The second step decline area has a height of a step
between the touch electrode metal and the lower elec-
trode layer decreasing from the second part to the third
part. The second step decline area is adjacent to a sec-
ond CD compensation area of the at least one critical
dimension (CD) compensation area.
[0161] In some aspects, a first step decline ratio of the
first step decline area is substantially the same as a sec-
ond step decline ratio of the second step decline area.
[0162] In some aspects, a first step decline ratio of the
first step decline area different from a second step decline
ratio of the second step decline area.
[0163] In some aspects, the critical dimension of the
first and second touch electrode metals formed in the CD
compensation area increases as the distance from the
inner area increases when the CD compensation area is
formed as a plurality of areas.
[0164] In some aspects, the critical dimension of the
first and second touch electrode metals formed in the CD
compensation area increases at a constant ratio as the
distance from the inner area increases.
[0165] Additional aspects of the present disclosure
provides a display panel that includes an inner area hav-
ing a first step between a first touch electrode metal with
a first critical dimension and a lower electrode layer, and
an edge area having at least one of CD compensation
area, which is located outside of the inner area. The edge
area has a second step between a second touch elec-
trode metal with a second critical dimension larger than
the first critical dimension and the lower electrode layer.
[0166] In some aspects, the first step is maintained at
a constant value.
[0167] In some aspects, the lower electrode layer is a
cathode electrode of a light emitting element.
[0168] In some aspects, the second critical dimension
has a value larger than the first critical dimension by a
constant gap.
[0169] In some aspects, the second step has a smaller
size than the first step and is maintained at a constant
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value.
[0170] In some aspects, the display panel further in-
cludes a step decline area in which the first step between
the first touch electrode metal and the lower electrode
layer decreases adjacent to the CD compensation area
and in which the second step between the second touch
electrode metal and the lower electrode layer decreases
adjacent to the CD compensation area.
[0171] In some aspects, a step decline ratio of the step
decline area is the same or different when the step de-
cline area is formed as a plurality of areas.
[0172] In some aspects, the critical dimension of at
least one of the first and second touch electrode metals
formed in the CD compensation area increases as the
distance from the inner area increases when the CD com-
pensation area is formed as a plurality of areas.
[0173] In some aspects, the critical dimension of at
least one of the first and second touch electrode metals
formed in the CD compensation area increases at a con-
stant ratio as the distance from the inner area increases.
[0174] Further aspects are set out in the clauses below:

Clause 1. A touch display device, comprising:
a display panel including an inner area and an edge
area adjacent to the inner area, the edge area having
at least one critical dimension (CD) compensation
area, the display panel including: a touch electrode
metal, the touch electrode metal having a first touch
electrode metal with a first critical dimension and a
second touch electrode metal with a second critical
dimension larger than the first critical dimension, the
first touch electrode metal indicative of a first part of
the touch electrode metal and the second touch elec-
trode metal indicative of a second part of the touch
electrode metal, the first part and the second part
being adjacent to each other; a lower electrode layer;
a first step between the first touch electrode metal
and the lower electrode layer in the inner area; a
second step between the second touch electrode
metal and the lower electrode layer in the edge area;
and a touch circuit operatively connected to the dis-
play panel for sensing at least one of touch presence
or touch location by using a touch sensing signal
received from the first and second touch electrode
metals.
Clause 2. The touch display device according to
clause 1, wherein the first step is maintained at a
constant value in at least some areas of the inner
area.
Clause 3. The touch display device according to
clause 1 or clause 2, wherein the lower electrode
layer is a cathode electrode of a light emitting ele-
ment.
Clause 4. The touch display device according to any
one of the preceding clauses, wherein the second
critical dimension has a value larger than the first
critical dimension by a constant gap.
Clause 5. The touch display device according to any

one of the preceding clauses, wherein the second
step has a smaller size than the first step and the
second step is maintained at a constant value in at
least some areas of the edge area.
Clause 6. The touch display device according to any
one of the preceding clauses, further comprising: a
first step decline area between the first part and the
second part of the touch electrode metal, the first
step decline area having a height of a step between
the touch electrode metal and the lower electrode
layer decreasing from the first part to the second
part, the step decline area being adjacent to a first
CD compensation area of the at least one critical
dimension (CD) compensation area.
Clause 7. The touch display device according to
clause 6, wherein the touch electrode metal includes
a third touch electrode metal indicative of a third part
of the touch electrode metal, the third part is adjacent
to the second part, the touch display device further
comprising: a second step decline area between the
second part and the third part of the touch electrode
metal, the second step decline area having a height
of a step between the touch electrode metal and the
lower electrode layer decreasing from the second
part to the third part, the second step decline area
being adjacent to a second CD compensation area
of the at least one critical dimension (CD) compen-
sation area.
Clause 8. The touch display device according to
clause 7, wherein a first step decline ratio of the first
step decline area is substantially the same as a sec-
ond step decline ratio of the second step decline ar-
ea.
Clause 9. The touch display device according to
clause 7 or clause8 , wherein a first step decline ratio
of the first step decline area different from a second
step decline ratio of the second step decline area.
Clause 10. The touch display device according any
one of the preceding clauses, wherein the critical
dimension of the first and second touch electrode
metals formed in the CD compensation area increas-
es as the distance from the inner area increases
when the CD compensation area is formed as a plu-
rality of areas.
Clause 11. The touch display device according to
clause 10, wherein the critical dimension of the first
and second touch electrode metals formed in the CD
compensation area increases at a constant ratio as
the distance from the inner area increases.
Clause 12. A display panel, comprising: an inner ar-
ea having a first step between a first touch electrode
metal with a first critical dimension and a lower elec-
trode layer; and an edge area having at least one of
CD compensation area, which is located outside of
the inner area, and having a second step between
a second touch electrode metal with a second critical
dimension larger than the first critical dimension and
the lower electrode layer.
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Clause 13. The display panel according to clause
12, wherein the first step is maintained at a constant
value.
Clause 14. The display panel according to clause 12
or clause 13, wherein the lower electrode layer is a
cathode electrode of a light emitting element.
Clause 15. The display panel according to any one
of clauses 12-14, wherein the second critical dimen-
sion has a value larger than the first critical dimension
by a constant gap.
Clause 16. The display panel according to any one
of clauses 12-15, wherein the second step has a
smaller size than the first step and is maintained at
a constant value.
Clause 17. The display panel according to any one
of clauses 12-16, further comprising: a step decline
area in which the first step between the first touch
electrode metal and the lower electrode layer de-
creases adjacent to the CD compensation area and
in which the second step between the second touch
electrode metal and the lower electrode layer de-
creases adjacent to the CD compensation area.
Clause 18. The display panel according to clause
17, wherein a step decline ratio of the step decline
area is the same or different when the step decline
area is formed as a plurality of areas.
Clause 19. The display panel according to any one
of clauses 12-18, wherein the critical dimension of
at least one of the first and second touch electrode
metals formed in the CD compensation area increas-
es as the distance from the inner area increases
when the CD compensation area is formed as a plu-
rality of areas.
Clause 20. The display panel according to clause
19, wherein the critical dimension of at least one of
the first and second touch electrode metals formed
in the CD compensation area increases at a constant
ratio as the distance from the inner area increases.
Clause 1a. A display panel, comprising: an inner ar-
ea having a first step between a first touch electrode
metal with a first critical dimension and a lower elec-
trode layer; and an edge area having at least one of
CD compensation area, which is located outside of
the inner area, and having a second step between
a second touch electrode metal with a second critical
dimension larger than the first critical dimension and
the lower electrode layer.
Clause 2a. The display panel according to clause
1a, wherein the first step is maintained at a constant
value; or optionally wherein the lower electrode layer
is a cathode electrode of a light emitting element; or
optionally wherein the second critical dimension has
a value larger than the first critical dimension by a
constant gap; or optionally wherein the second step
has a smaller size than the first step and is main-
tained at a constant value.
Clause 3a. The display panel according to any one
of the preceding clauses 1a-2a, further comprising:

a step decline area in which the first step between
the first touch electrode metal and the lower elec-
trode layer decreases adjacent to the CD compen-
sation area and in which the second step between
the second touch electrode metal and the lower elec-
trode layer decreases adjacent to the CD compen-
sation area.
Clause 4a. The display panel according to any one
of the preceding clauses 1a-3a, wherein a step de-
cline ratio of the step decline area is the same or
different when the step decline area is formed as a
plurality of areas.
Clause 5a. The display panel according to any one
of the preceding clauses 1a-4a, wherein the critical
dimension of at least one of the first and second
touch electrode metals formed in the CD compen-
sation area increases as the distance from the inner
area increases when the CD compensation area is
formed as a plurality of areas.
Clause 6a. The display panel according to clauses
1a-5a, wherein the critical dimension of at least one
of the first and second touch electrode metals formed
in the CD compensation area increases at a constant
ratio as the distance from the inner area increases.
Clause 7a. The touch display device as claimed in
clause 1a, wherein the display panel includes an in-
ner area and an edge area adjacent to the inner area:
the first touch electrode metal indicative of a first part
of the touch electrode metal and the second touch
electrode metal indicative of a second part of the
touch electrode metal, the first part and the second
part being adjacent to each other; a touch circuit op-
eratively connected to the display panel for sensing
at least one of touch presence or touch location by
using a touch sensing signal received from the first
and second touch electrode metals.
Clause 8a. The touch display device according to
clause 7a, wherein the first step is maintained at a
constant value in at least some areas of the inner
area.
Clause 9a. The touch display device according to
clause 7a or clause 8a, wherein the lower electrode
layer is a cathode electrode of a light emitting ele-
ment.
Clause 10a The touch display device according to
any one of clause 7a-9a, wherein the second critical
dimension has a value larger than the first critical
dimension by a constant gap.
Clause 11a. The touch display device according to
any one of clauses 7a-10a, wherein the second step
has a smaller size than the first step and the second
step is maintained at a constant value in at least
some areas of the edge area.
Clause 12a. The touch display device according to
any one of clauses 7a-11a, further comprising: a first
step decline area between the first part and the sec-
ond part of the touch electrode metal, the first step
decline area having a height of a step between the
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touch electrode metal and the lower electrode layer
decreasing from the first part to the second part, the
step decline area being adjacent to a first CD com-
pensation area of the at least one critical dimension
(CD) compensation area.
Clause 13a. The touch display device according to
clause 12a, wherein the touch electrode metal in-
cludes a third touch electrode metal indicative of a
third part of the touch electrode metal, the third part
is adjacent to the second part, the touch display de-
vice further comprising: a second step decline area
between the second part and the third part of the
touch electrode metal, the second step decline area
having a height of a step between the touch electrode
metal and the lower electrode layer decreasing from
the second part to the third part, the second step
decline area being adjacent to a second CD com-
pensation area of the at least one critical dimension
(CD) compensation area.
Clause 14a. The touch display device according to
any one of claims 7a-13a, wherein a first step decline
ratio of the first step decline area is substantially the
same as a second step decline ratio of the second
step decline area; or optionally wherein a first step
decline ratio of the first step decline area different
from a second step decline ratio of the second step
decline area.
Clause 15a. The touch display device according to
any one of clauses 7a-14a, wherein the critical di-
mension of the first and second touch electrode met-
als formed in the CD compensation area increases
as the distance from the inner area increases when
the CD compensation area is formed as a plurality
of areas; and optionally wherein the critical dimen-
sion of the first and second touch electrode metals
formed in the CD compensation area increases at a
constant ratio as the distance from the inner area
increases.

[0175] The above description merely exemplifies the
technical idea of the present disclosure, and various
modifications and changes such as combination, sepa-
ration, substitution, and alteration of configurations can
be made by those skilled in the art without departing from
the essential features of the disclosure. Accordingly, the
aspects of the present disclosure are not to restrict the
technical idea of the disclosure but to explain the tech-
nical idea of the present disclosure. The technical idea
of the present disclosure is not limited to the aspects.
The scope of the present disclosure is defined by the
appended claims, and all the technical ideas within a
range equivalent thereto should be construed as belong-
ing to the scope of the present disclosure.
[0176] The various aspects described above can be
combined to provide further aspects. These and other
changes can be made to the aspects in light of the above-
detailed description. In general, in the following claims,
the terms used should not be construed to limit the claims

to the specific aspects disclosed in the specification and
the claims, but should be construed to include all possible
aspects along with the full scope of equivalents to which
such claims are entitled. Accordingly, the claims are not
limited by the disclosure.

Claims

1. A display panel, comprising:

an inner area having a first step between a first
touch electrode metal with a first critical dimen-
sion and a lower electrode layer; and
an edge area having at least one of CD com-
pensation area, which is located outside of the
inner area, and having a second step between
a second touch electrode metal with a second
critical dimension larger than the first critical di-
mension and the lower electrode layer.

2. The display panel according to claim 1, wherein the
first step is maintained at a constant value; or op-
tionally wherein the lower electrode layer is a cath-
ode electrode of a light emitting element; or option-
ally wherein the second critical dimension has a val-
ue larger than the first critical dimension by a con-
stant gap; or optionally wherein the second step has
a smaller size than the first step and is maintained
at a constant value.

3. The display panel according to any one of the pre-
ceding claims , further comprising:
a step decline area in which the first step between
the first touch electrode metal and the lower elec-
trode layer decreases adjacent to the CD compen-
sation area and in which the second step between
the second touch electrode metal and the lower elec-
trode layer decreases adjacent to the CD compen-
sation area.

4. The display panel according to any one of the pre-
ceding claims, wherein a step decline ratio of the
step decline area is the same or different when the
step decline area is formed as a plurality of areas.

5. The display panel according to any one of the pre-
ceding claims, wherein the critical dimension of at
least one of the first and second touch electrode met-
als formed in the CD compensation area increases
as the distance from the inner area increases when
the CD compensation area is formed as a plurality
of areas.

6. The display panel according to claim 5, wherein the
critical dimension of at least one of the first and sec-
ond touch electrode metals formed in the CD com-
pensation area increases at a constant ratio as the
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distance from the inner area increases.

7. The touch display device as claimed in claim 1,
wherein

the display panel includes an inner area and an
edge area adjacent to the inner area:
the first touch electrode metal indicative of a first
part of the touch electrode metal and the second
touch electrode metal indicative of a second part
of the touch electrode metal, the first part and
the second part being adjacent to each other;
a touch circuit operatively connected to the dis-
play panel for sensing at least one of touch pres-
ence or touch location by using a touch sensing
signal received from the first and second touch
electrode metals.

8. The touch display device according to claim 7,
wherein the first step is maintained at a constant val-
ue in at least some areas of the inner area.

9. The touch display device according to claim 7 or
claim 8, wherein the lower electrode layer is a cath-
ode electrode of a light emitting element.

10. The touch display device according to any one of
claims 7-9, wherein the second critical dimension
has a value larger than the first critical dimension by
a constant gap.

11. The touch display device according to any one of
claims 7-10, wherein the second step has a smaller
size than the first step and the second step is main-
tained at a constant value in at least some areas of
the edge area.

12. The touch display device according to any one of
claims 7-11, further comprising:
a first step decline area between the first part and
the second part of the touch electrode metal, the first
step decline area having a height of a step between
the touch electrode metal and the lower electrode
layer decreasing from the first part to the second
part, the step decline area being adjacent to a first
CD compensation area of the at least one critical
dimension (CD) compensation area.

13. The touch display device according to claim 12,
wherein the touch electrode metal includes a third
touch electrode metal indicative of a third part of the
touch electrode metal, the third part is adjacent to
the second part, the touch display device further
comprising:
a second step decline area between the second part
and the third part of the touch electrode metal, the
second step decline area having a height of a step
between the touch electrode metal and the lower

electrode layer decreasing from the second part to
the third part, the second step decline area being
adjacent to a second CD compensation area of the
at least one critical dimension (CD) compensation
area.

14. The touch display device according to any one of
claims 7-13, wherein a first step decline ratio of the
first step decline area is substantially the same as a
second step decline ratio of the second step decline
area; or optionally wherein a first step decline ratio
of the first step decline area different from a second
step decline ratio of the second step decline area.

15. The touch display device according to any one of
claims 7-14, wherein the critical dimension of the first
and second touch electrode metals formed in the CD
compensation area increases as the distance from
the inner area increases when the CD compensation
area is formed as a plurality of areas; and optionally
wherein the critical dimension of the first and second
touch electrode metals formed in the CD compen-
sation area increases at a constant ratio as the dis-
tance from the inner area increases.
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