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(54) IMAGING LENS AND IMAGING DEVICE

(57) [Aim] To reduce size and cost, to widen an angle
of view, and to achieve high performance in an imaging
lens, and further to eliminate restrictions on an imaging
device to be used.

[Solution Means] An imaging lens (1) includes neg-
ative first lens (L1), negative second lens (L2), third lens
(L3) of a plano-convex shape having a convex surface
directed toward an object side or of a positive meniscus
shape having a convex surface directed toward the object
side, and fourth lens (L4) of a plano-convex shape having
a convex surface directed toward an image side or of a
positive meniscus shape having a convex surface direct-
ed toward the image side, which are arranged in this order
from the obj ect side. Further, the following conditional
formula (3) is satisfied: 

where
f: a focal length of an entire system, and
f2: a focal length of the second lens.
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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The present invention relates to an imaging lens and an imaging apparatus. In particular, the present invention
relates to an imaging lens appropriate for use in an in-vehicle camera, a camera for a mobile terminal, a surveillance
camera, or the like using an imaging device, such as a CCD (Charge Coupled Device) and a CMOS (Complementary
Metal Oxide Semiconductor). Further, the present invention relates to an imaging apparatus including the imaging lens.

Description of the Related Art

[0002] In recent years, the size of an imaging device, such as a CCD and a CMOS, became small, and the resolution
of the imaging device became high. Consequently, the size of the body of imaging equipment including such an imaging
device became small. Therefore, reduction in the size of an imaging lens to be mounted on the imaging equipment is
also needed in addition to high optical performance of the imaging lens. Meanwhile, lenses mounted on an in-vehicle
camera, a surveillance camera and the like need to be structurable at low cost and in small size, and to achieve a wide
angle of view and high performance.
[0003] An imaging lens composed of a relatively small number of lenses, and which has been conventionally known
in the aforementioned fields, is disclosed, for example, in the following Patent Documents 1 through 3. Patent Documents
1 through 3 disclose imaging lenses, each composed of four lens elements including an aspherical lens.

Related Art Documents

Patent Documents

[0004]

Patent Document 1: Japanese Unexamined Patent Publication No. 2006-259704
Patent Document 2: Japanese Unexamined Patent Publication No. 2011-065132
Patent Document 3: Taiwanese Utility Model Registration No. 390459

SUMMARY OF THE INVENTION

[0005] Meanwhile, requirements for an imaging lens to be mounted on an in-vehicle camera, a surveillance camera
or the like have become tougher every year. Therefore, further reduction in the size and the cost of the imaging lens, a
wider angle of view, and higher performance are needed.
[0006] In view of the foregoing circumstances, it is an object of the present invention to provide an imaging lens that
can achieve small size, low cost, a wide angle of view, and high performance, and which does not have any restriction
on an imaging device to be used. Further, it is another object of the present invention to provide an imaging apparatus
including the imaging lens.
[0007] A first imaging lens of the present invention is an imaging lens comprising:

a negative first lens;
a negative second lens;
a third lens of a plano-convex shape having a convex surface directed toward an object side or of a positive meniscus
shape having a convex surface directed toward the object side; and
a fourth lens of a plano-convex shape having a convex surface directed toward an image side or of a positive
meniscus shape having a convex surface directed toward the image side, which are arranged in this order from the
object side,
wherein the following conditional formula (3) is satisfied: 

where
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f: a focal length of an entire system, and
f2: a focal length of the second lens.

[0008] A second imaging lens of the present invention is an imaging lens comprising:

a negative first lens;
a second lens of a negative meniscus shape having a convex surface directed toward an object side;
a third lens of a plano-convex shape having a convex surface directed toward the obj ect side or of a positive
meniscus shape having a convex surface directed toward the object side; and
a fourth lens of a plano-convex shape having a convex surface directed toward an image side or of a positive
meniscus shape having a convex surface directed toward the image side, which are arranged in this order from the
object side,
wherein the following conditional formula (3-1) is satisfied: 

where

f: a focal length of an entire system, and
f2: a focal length of the second lens.

[0009] A third imaging lens of the present invention is an imaging lens comprising:

a negative first lens;
a negative second lens of a biconcave shape;
a third lens of a plano-convex shape having a convex surface directed toward an object side or of a positive meniscus
shape having a convex surface directed toward the object side; and
a fourth lens of a plano-convex shape having a convex surface directed toward an image side or of a positive
meniscus shape having a convex surface directed toward the image side, which are arranged in this order from the
object side,
wherein the following conditional formula (10) is satisfied: 

where

D4: a distance in air on an optical axis between the second lens and the third lens,
D5: a center thickness of the third lens, and
f: a focal length of an entire system.

[0010] Further, in the first through third imaging lenses of the present invention, it is desirable that the following
conditional formulas (1), (2), (4) through (9), (11) through (20), (4-1) through (7-1), (11-1), (12-1) and (12-2) are satisfied.
A desirable mode may include one of the structures of the following conditional formulas (1), (2), (4) through (9), (11)
through (20), (4-1) through (7-1), (11-1), (12-1) and (12-2), or arbitrary two or more of them in combination:
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and 

where

f: a focal length of an entire system,
f3: a focal length of a third lens,
R1: a curvature radius of an object-side surface of a first lens,
R2: a curvature radius of an image-side surface of the first lens,
R3: a curvature radius of an object-side surface of the second lens,
R4: a curvature radius of an image-side surface of the second lens,
R5: a curvature radius of an object-side surface of a third lens,
R6: a curvature radius of an image-side surface of the third lens,
R8: a curvature radius of an object-side surface of a fourth lens,
R9: a curvature radius of an image-side surface of the fourth lens,
D2: a distance on an optical axis between the first lens and the second lens,
D3: a center thickness of the second lens,
f123: a combined focal length of the first lens, the second lens and the third lens,
f34: a combined focal length of the third lens and the fourth lens,
L: a distance on the optical axis from the object-side surface of the first lens to an image plane (a back focus portion
is a distance in air),
Bf: a distance from a vertex of an image-side surface of a most-image-side lens to the image plane (a distance in air),
νd2: an Abbe number of a material of the second lens for d-line,
νd3: an Abbe number of a material of the third lens for d-line,
Nd2: a refractive index of the material of the second lens for d-line, and
Nd3: a refractive index of the material of the third lens for d-line.

[0011] In the present invention, when an aspherical surface is included, the signs of the surface shape of a lens, such
as a convex surface, a concave surface, a flat surface, biconcave, meniscus, biconvex, plano-convex and plano-concave,
and the refractive power of a lens, such as a positive lens and a negative lens, will be considered in a paraxial region
unless otherwise mentioned. Further, in the present invention, the sign of a curvature radius is positive when the shape
of a surface is convex toward the object side, and the sign of a curvature radius is negative when the shape of a surface
is convex toward the image side.
[0012] In the first through third imaging lenses of the present invention, it is desirable that a material constituting the
third lens is polycarbonate.
[0013] An imaging apparatus of the present invention includes at least one of the first through third imaging lenses of
the present invention.
[0014] According to the first imaging lens of the present invention, the arrangement of power in the entire system, the
shapes of the surfaces of the third lens and the fourth lens, and the like are appropriately set, and conditional formula
(3) is satisfied in the lens system including at least four lenses. Therefore, it is possible to achieve small size, low cost,
and a wide angle of view. Further, it is possible to realize an imaging lens having high optical performance in which
curvature of field, a spherical aberration, a coma aberration and distortion are excellently corrected, and an excellent
image is obtainable also in a peripheral portion of an image formation area.
[0015] According to the second imaging lens of the present invention, the arrangement of power in the entire system,
the shapes of the surfaces of the second lens, the third lens and the fourth lens, and the like are appropriately set, and
conditional formula (3-1) is satisfied in the lens system including at least four lenses. Therefore, it is possible to achieve
small size, low cost, and a wide angle of view. Further, it is possible to realize an imaging lens having high optical
performance in which curvature of field, a spherical aberration, a coma aberration and distortion are excellently corrected,
and an excellent image is obtainable also in a peripheral portion of an image formation area.
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[0016] According to the third imaging lens of the present invention, the arrangement of power in the entire system,
the shapes of the surfaces of the second lens, the third lens and the fourth lens, and the like are appropriately set, and
conditional formula (10) is satisfied in the lens system including at least four lenses. Therefore, it is possible to achieve
small size, low cost, and a wide angle of view. Further, it is possible to provide a long back focus, and to realize an
imaging lens having high optical performance in which curvature of field, a spherical aberration, a coma aberration and
distortion are excellently corrected, and an excellent image is obtainable also in a peripheral portion of an image formation
area.
[0017] The imaging apparatus of the present invention includes the imaging lens of the present invention. Therefore,
the imaging apparatus is structurable in small size and at low cost. Further, the imaging apparatus has a sufficiently
wide angle of view, and can obtain an excellent image with high resolution by using an imaging device.

BRIEF DESCRIPTION OF THE DRAWINGS

[0018]

Figure 1 is a diagram illustrating the structure of an imaging lens according to an embodiment of the present invention,
and optical paths;
Figure 2 is a diagram illustrating the structure of an imaging lens according to another embodiment of the present
invention, and optical paths;
Figure 3 is a diagram for explaining the surface shape of a second lens, and the like;
Figure 4 is a cross section illustrating the lens structure of an imaging lens in Example 1 of the present invention;
Figure 5 is a cross section illustrating the lens structure of an imaging lens in Example 2 of the present invention;
Figure 6 is a cross section illustrating the lens structure of an imaging lens in Example 3 of the present invention;
Figure 7 is a cross section illustrating the lens structure of an imaging lens in Example 4 of the present invention;
Figure 8 is a cross section illustrating the lens structure of an imaging lens in Example 5 of the present invention;
Figure 9 is a cross section illustrating the lens structure of an imaging lens in Example 6 of the present invention;
Figure 10 is a cross section illustrating the lens structure of an imaging lens in Example 7 of the present invention;
Figure 11 is a cross section illustrating the lens structure of an imaging lens in Example 8 of the present invention;
Figure 12 is a cross section illustrating the lens structure of an imaging lens in Example 9 of the present invention;
Figure 13 is a cross section illustrating the lens structure of an imaging lens in Example 10 of the present invention;
Figure 14 is a cross section illustrating the lens structure of an imaging lens in Example 11 of the present invention;
Figure 15 is a cross section illustrating the lens structure of an imaging lens in Example 12 of the present invention;
Figure 16 is a cross section illustrating the lens structure of an imaging lens in Example 13 of the present invention;
Figure 17 is a cross section illustrating the lens structure of an imaging lens in Example 14 of the present invention;
Figure 18 is a cross section illustrating the lens structure of an imaging lens in Example 15 of the present invention;
Figure 19 is a cross section illustrating the lens structure of an imaging lens in Example 16 of the present invention;
Figure 20 is a cross section illustrating the lens structure of an imaging lens in Example 17 of the present invention;
Figure 21 is a cross section illustrating the lens structure of an imaging lens in Example 18 of the present invention;
Figure 22 is a cross section illustrating the lens structure of an imaging lens in Example 19 of the present invention;
Figure 23 is a cross section illustrating the lens structure of an imaging lens in Example 20 of the present invention;
Figure 24 is a cross section illustrating the lens structure of an imaging lens in Example 21 of the present invention;
Figure 25 is a cross section illustrating the lens structure of an imaging lens in Example 22 of the present invention;
Figure 26 is a cross section illustrating the lens structure of an imaging lens in Example 23 of the present invention;
Figure 27 is a cross section illustrating the lens structure of an imaging lens in Example 24 of the present invention;
Figure 28 is a cross section illustrating the lens structure of an imaging lens in Example 25 of the present invention;
Figure 29 is a cross section illustrating the lens structure of an imaging lens in Example 26 of the present invention;
Figure 30 is a cross section illustrating the lens structure of an imaging lens in Example 27 of the present invention;
Figure 31 is a cross section illustrating the lens structure of an imaging lens in Example 28 of the present invention;
Figure 32(A) through Figure 32(D) are aberration diagrams of the imaging lens in Example 1 of the present invention;
Figure 33(A) through Figure 33(D) are aberration diagrams of the imaging lens in Example 2 of the present invention;
Figure 34(A) through Figure 34(D) are aberration diagrams of the imaging lens in Example 3 of the present invention;
Figure 35(A) through Figure 35(D) are aberration diagrams of the imaging lens in Example 4 of the present invention;
Figure 36(A) through Figure 36(D) are aberration diagrams of the imaging lens in Example 5 of the present invention;
Figure 37(A) through Figure 37(D) are aberration diagrams of the imaging lens in Example 6 of the present invention;
Figure 38(A) through Figure 38(D) are aberration diagrams of the imaging lens in Example 7 of the present invention;
Figure 39(A) through Figure 39(D) are aberration diagrams of the imaging lens in Example 8 of the present invention;
Figure 40(A) through Figure 40(D) are aberration diagrams of the imaging lens in Example 9 of the present invention;
Figure 41(A) through Figure 41(D) are aberration diagrams of the imaging lens in Example 10 of the present invention;
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Figure 42(A) through Figure 42(D) are aberration diagrams of the imaging lens in Example 11 of the present invention;
Figure 43(A) through Figure 43(D) are aberration diagrams of the imaging lens in Example 12 of the present invention;
Figure 44(A) through Figure 44(D) are aberration diagrams of the imaging lens in Example 13 of the present invention;
Figure 45(A) through Figure 45(D) are aberration diagrams of the imaging lens in Example 14 of the present invention;
Figure 46(A) through Figure 46(D) are aberration diagrams of the imaging lens in Example 15 of the present invention;
Figure 47(A) through Figure 47(D) are aberration diagrams of the imaging lens in Example 16 of the present invention;
Figure 48(A) through Figure 48 (D) are aberration diagrams of the imaging lens in Example 17 of the present invention;
Figure 49(A) through Figure 49 (D) are aberration diagrams of the imaging lens in Example 18 of the present invention;
Figure 50(A) through Figure 50 (D) are aberration diagrams of the imaging lens in Example 19 of the present invention;
Figure 51(A) through Figure 51(D) are aberration diagrams of the imaging lens in Example 20 of the present invention;
Figure 52(A) through Figure 52(D) are aberration diagrams of the imaging lens in Example 21 of the present invention;
Figure 53 (A) through Figure 53 (D) are aberration diagrams of the imaging lens in Example 22 of the present invention;
Figure 54 (A) through Figure 54 (D) are aberration diagrams of the imaging lens in Example 23 of the present invention;
Figure 55 (A) through Figure 55 (D) are aberration diagrams of the imaging lens in Example 24 of the present invention;
Figure 56 (A) through Figure 56 (D) are aberration diagrams of the imaging lens in Example 25 of the present invention;
Figure 57(A) through Figure 57 (D) are aberration diagrams of the imaging lens in Example 26 of the present invention;
Figure 58 (A) through Figure 58 (D) are aberration diagrams of the imaging lens in Example 27 of the present invention;
Figure 59(A) through Figure 59 (D) are aberration diagrams of the imaging lens in Example 28 of the present
invention; and
Figure 60 is a diagram for explaining the arrangement of imaging apparatuses for in-vehicle use according to an
embodiment of the present invention.

DESCRIPTION OF THE PREFERRED EMBODIMENTS

[0019] Embodiments of the present invention will be described in detail with reference to drawings.

[Embodiments of Imaging Lens]

[0020] First, imaging lenses according to embodiments of the present invention will be described with reference to
Figure 1 and Figure 2. Figure 1 is a diagram illustrating the structure of an imaging lens 1 according to an embodiment
of the present invention, and optical paths. The imaging lens 1 illustrated in Figure 1 corresponds to an imaging lens in
Example 3 of the present invention, which will be described later. The imaging lens 1 illustrated in Figure 1 includes
structures according to the first and second embodiments of the present invention, which will be described next.
[0021] Figure 2 is a diagram illustrating the structure of an imaging lens 1’ according to another embodiment of the
present invention, and optical paths. The imaging lens 1’ illustrated in Figure 2 corresponds to an imaging lens in Example
17 of the present invention, which will be described later. The imaging lens 1’ illustrated in Figure 2 includes structures
according to the first and third embodiments of the present invention, which will be described next.
[0022] In Figure 1 and Figure 2, the left side is the object side and the right side is the image side, and axial rays 2
from an object point at infinity, and off-axial rays 3, 4 at full angle of view 2ω are also illustrated. In Figure 1 and Figure
2, application of the imaging lens 1 to an imaging apparatus is taken into consideration, and an imaging device 5 arranged
at image plane Sim including image point Pim of the imaging lens 1, 1’ is also illustrated. The imaging device 5 converts
an optical image formed by the imaging lens 1, 1’ into electrical signals. For example, a CCD image sensor, a CMOS
image sensor, or the like may be used as the imaging device 5.
[0023] When the imaging lens 1, 1’ is applied to an imaging apparatus, it is desirable to set a cover glass, and a low-
pass filter or an infrared ray cut filter, or the like based on the structure of a camera on which the lens is mounted. Figure
1 and Figure 2 illustrate an example in which parallel-flat-plate-shaped optical member PP, which is assumed to be such
elements, is arranged between the most-image-side lens and the imaging device 5 (image plane Sim).
[0024] First, the structure of the first embodiment of the present invention will be described. An imaging lens according
to the first embodiment of the present invention includes negative first lens L1, negative second lens L2, third lens L3
of a plano-convex shape having a convex surface directed toward an object side or of a positive meniscus shape having
a convex surface directed toward the object side, and fourth lens L4 of a plano-convex shape having a convex surface
directed toward an image side or of a positive meniscus shape having a convex surface directed toward the image side,
which are arranged in this order from the object side. In the example illustrated in Figure 1, aperture stop St is arranged
between third lens L3 and fourth lens L4. In Figure 1, aperture stop St does not represent the shape nor the size of
aperture stop St, but the position of aperture stop St on optical axis Z.
[0025] This imaging lens consists of four lenses, which are a small number of lenses. Therefore, it is possible to reduce
the cost and the total length of the imaging lens in the optical axis direction. Further, since both of first lens L1 and
second lens L2, which are two lenses arranged on the object side, are negative lenses, it is possible to easily widen the
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angle of view of the entire lens system. Further, since there are two negative lenses, correction of various aberrations
to be performed by a negative lens or lenses can be divided and allocated to the two lenses. Therefore, it is possible to
effectively perform correction. Similarly, since there are also two positive lenses, i.e., third lens L3 and fourth lens L4,
on the image side, convergence action for forming an image on an image plane and correction of various aberrations
to be performed by a positive lens or lenses can be divided and allocated to the two lenses. Therefore, it is possible to
effectively perform correction.
[0026] When both of third lens L3 and fourth lens L4 are positive lenses, it is possible to excellently correct curvature
of field and a spherical aberration. Further, when third lens L3 has a plano-convex shape having a convex surface
directed toward an object side or a positive meniscus shape having a convex surface directed toward the object side,
and fourth lens L4 has a plano-convex shape having a convex surface directed toward an image side or a positive
meniscus shape having a convex surface directed toward the image side, it is possible to excellently correct curvature
of field and a coma aberration.
[0027] The imaging lens according to the first embodiment of the present invention satisfies the following conditional
formula (3): 

where

f: a focal length of an entire system, and
f2: a focal length of second lens L2.

[0028] When the upper limit of conditional formula (3) is satisfied, it is possible to easily increase the power of second
lens L2. Therefore, it is possible to easily widen an angle of view, and also to easily reduce the size of the lens system.
If the value is lower than the lower limit of conditional formula (3), the power of second lens L2 becomes too strong, and
rays are sharply bent by second lens L2. Therefore, correction of distortion becomes difficult, or correction of curvature
of field becomes difficult.
[0029] Next, a structure according to the second embodiment of the present invention will be described. The imaging
lens according to the second embodiment of the present invention includes negative first lens L1, second lens L2 of a
negative meniscus shape having a convex surface directed toward an object side, third lens L3 of a plano-convex shape
having a convex surface directed toward the object side or of a positive meniscus shape having a convex surface directed
toward the object side, and fourth lens L4 of a plano-convex shape having a convex surface directed toward an image
side or of a positive meniscus shape having a convex surface directed toward the image side, which are arranged in
this order from the object side.
[0030] This imaging lens consists of four lenses, which are a small number of lenses. Therefore, it is possible to reduce
the cost and the total length of the imaging lens in the optical axis direction. Further, since both of first lens L1 and
second lens L2, which are two lenses arranged on the object side, are negative lenses, it is possible to easily widen the
angle of view of the entire lens system. Further, since there are two negative lenses, correction of various aberrations
to be performed by a negative lens or lenses can be divided and allocated to the two lenses. Therefore, it is possible to
effectively perform correction. Similarly, since there are also two positive lenses, i.e., third lens L3 and fourth lens L4,
on the image side, convergence action for forming an image on an image plane and correction of various aberrations
to be performed by a positive lens or lenses can be divided and allocated to the two lenses. Therefore, it is possible to
effectively perform correction.
[0031] Further, since second lens L2 has a meniscus shape having a convex surface directed toward the object side,
it is possible to easily reduce the size of the lens in the diameter direction of the lens while achieving a wide angle of
view. Second lens L2 may have a plano-concave shape.
[0032] Since both of third lens L3 and fourth lens L4 are positive lenses, it is possible to excellently correct curvature
of field and a spherical aberration. Further, since third lens L3 has a plano-convex shape having a convex surface
directed toward an object side or a positive meniscus shape having a convex surface directed toward the object side,
and fourth lens L4 has a plano-convex shape having a convex surface directed toward an image side or a positive
meniscus shape having a convex surface directed toward the image side, it is possible to excellently correct curvature
of field and a coma aberration.
[0033] Further, the imaging lens according to the second embodiment satisfies the following conditional formula (3-1): 
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where

f: a focal length of an entire system, and
f2: a focal length of the second lens.

[0034] When second lens L2 has a negative meniscus shape having a convex surface directed toward the object side,
it is possible to easily reduce the size of the lens system in the diameter direction. Therefore, even if the upper limit is
2.7, it is possible to easily reduce the size of the lens system in the diameter direction. If the value is lower than the lower
limit of conditional formula (3-1), the power of second lens L2 becomes too strong, and rays are sharply bent at the
second lens L2. Therefore, correction of distortion becomes difficult, or correction of curvature of field becomes difficult.
[0035] Next, a structure according to the third embodiment of the present invention will be described. The imaging
lens according to the third embodiment of the present invention includes negative first lens L1, negative second lens L2
of a biconcave shape, third lens L3 of a plano-convex shape having a convex surface directed toward an object side or
of a positive meniscus shape having a convex surface directed toward the object side, and fourth lens L4 of a plano-
convex shape having a convex surface directed toward an image side or of a positive meniscus shape having a convex
surface directed toward the image side, which are arranged in this order from the object side.
[0036] This imaging lens consists of four lenses, which are a small number of lenses. Therefore, it is possible to reduce
the cost and the total length of the imaging lens in the optical axis direction. Further, since both of first lens L1 and
second lens L2, which are two lenses arranged on the object side, are negative lenses, it is possible to easily widen the
angle of view of the entire lens system. Further, since there are two negative lenses, correction of various aberrations
to be performed by a negative lens or lenses can be divided and allocated to the two lenses. Therefore, it is possible to
effectively perform correction. Similarly, since there are also two positive lenses, i.e., third lens L3 and fourth lens L4,
on the image side, convergence action for forming an image on an image plane and correction of various aberrations
to be performed by a positive lens or lenses can be divided and allocated to the two lenses. Therefore, it is possible to
effectively perform correction.
[0037] Since second lens L2 has a biconcave shape, it is possible to easily widen an angle of view, and to easily
correct curvature of field, distortion and a spherical aberration. Here, second lens L2 may have a plano-concave shape.
[0038] Since both of third lens L3 and fourth lens L4 are positive lenses, it is possible to excellently correct curvature
of field and a spherical aberration. Further, since third lens L3 has a plano-convex shape having a convex surface
directed toward an object side or a positive meniscus shape having a convex surface directed toward the object side,
and fourth lens L4 has a plano-convex shape having a convex surface directed toward an image side or a positive
meniscus shape having a convex surface directed toward the image side, it is possible to excellently correct curvature
of field and a coma aberration.
[0039] Further, the imaging lens according to the third embodiment satisfies the following conditional formula (10): 

where

D4: a distance in air on an optical axis between second lens L2 and third lens L3,
D5: a center thickness of third lens L3, and
f: a focal length of an entire system.

[0040] When conditional formula (10) is satisfied, a spherical aberration, distortion and a coma aberration are excellently
corrected. Further, it is possible to provide a long back focus, and to widen an angle of view, and to achieve sufficient
performance. When the upper limit of conditional formula (10) is satisfied, it is possible to easily reduce the diameter of
a most-object-side negative lens, and to easily reduce the total lens length. Therefore, reduction in size becomes easy.
When the lower limit of conditional formula (10) is satisfied, correction of a spherical aberration and a coma aberration
becomes easy. Further, a lens with a small F-number is easily obtainable.
[0041] The imaging lenses according to the first through third embodiments may include at least one of the structures
of the other embodiments, or at least one of desirable structures of the other embodiments. For example, the imaging
lens according to the first embodiment may include the structure of the second embodiment. Alternatively, the imaging
lens according to the second embodiment may include a desirable structure described as the structure of the first
embodiment.
[0042] Next, the action and effect of the imaging lenses according to the first through third embodiments will be
described by giving structures to be desirably included in the imaging lenses. As a desirable mode, an imaging lens may
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include one of the following structures, or arbitrary two or more of them in combination.
[0043] It is desirable that the following conditional formula (1) is satisfied: 

where

νd2: an Abbe number of a material of second lens L2 for d-line, and
νd3: an Abbe number of a material of third lens L3 for d-line.

[0044] When the lower limit of conditional formula (1) is satisfied, correction of a lateral chromatic aberration is easy.
[0045] It is desirable that the following conditional formula (2) is satisfied: 

where

Nd2: a refractive index of the material of second lens L2 for d-line, and
Nd3: a refractive index of the material of third lens L3 for d-line.

[0046] When the lower limit of conditional formula (2) is satisfied, it is possible to increase the refractive index of third
lens L3. Therefore, it is possible to easily increase the power of third lens L3, and to easily correct a lateral chromatic
aberration and curvature of field, or it is possible to prevent the refractive index of second lens L2 from becoming too
high, and to prevent the Abbe number of the material of second lens L2 from becoming too small. Therefore, correction
of chromatic aberrations becomes easy.
[0047] It is desirable that the following conditional formula (4) is satisfied: 

where

f: a focal length of an entire system, and
D2: a distance on an optical axis between first lens L1 and second lens L2.

[0048] When the upper limit of conditional formula (4) is satisfied, it is possible to reduce the size of the lens system.
If the value is lower than the lower limit of conditional formula (4), a distance between first lens L1 and second lens L2
becomes short, and the surface shape of the object-side surface of second lens L2 is restricted. Therefore, correction
of curvature of field and distortion becomes difficult.
[0049] When second lens L2 has a biconcave shape, it is desirable that the following conditional formula (4-1) is
satisfied: 

[0050] When second lens L2 has a biconcave shape, it is possible to easily widen an angle of view, and to easily
correct curvature of field, distortion and a spherical aberration. Further, when second lens L2 has a biconcave shape,
it is possible to easily locate points at an effective diameter edge on the object-side surface of second lens L2 further to
the object side, compared with a case in which second lens L2 has a meniscus shape having a convex surface directed
toward the object side. Therefore, even if the upper limit is 2.8, it is possible to easily correct curvature of field while
preventing the size of the lens system from becoming large. If the value is lower than the lower limit of conditional formula
(4-1), a distance between first lens L1 and second lens L2 becomes short, and the surface shape of the object-side
surface of second lens L2 is restricted. Therefore, correction of curvature of field and distortion becomes difficult. Here,
second lens L2 may have a plano-concave shape.
[0051] It is desirable that the following conditional formula (5) is satisfied: 
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where

f: a focal length of an entire system, and
f3: a focal length of third lens L3.

[0052] When the upper limit of conditional formula (5) is satisfied, it is possible to prevent the power of third lens L3
from becoming too weak, and to easily correct curvature of field and a lateral chromatic aberration. If the value is lower
than the lower limit of conditional formula (5), the power of third lens L3 becomes too strong, and a back focus becomes
too short, or the power of third lens L3 becomes too strong and an allowable amount of production error of eccentricity
becomes too small. Therefore, production becomes difficult.
[0053] When second lens L2 has a biconcave shape, it is desirable that the following conditional formula (5-1) is
satisfied: 

[0054] When second lens L2 has a biconcave shape, it is possible to easily widen an angle of view, and to easily
correct curvature of field, distortion and a spherical aberration. Further, When second lens L2 has a biconcave shape,
it is possible to easily correct curvature of field. Therefore, even if the upper limit is 4.6, it is possible to excellently correct
curvature of field. If the value is lower than the lower limit of conditional formula (5-1), the power of third lens L3 becomes
too strong, and a back focus becomes too short, or the power of third lens L3 becomes too strong, and an allowable
amount of production error of eccentricity becomes too small. Therefore, production becomes difficult. Here, second
lens L2 may have a plano-concave shape.
[0055] It is desirable that the following conditional formula (6) is satisfied: 

where

R8: a curvature radius of an object-side surface of fourth lens L4, and
R9: a curvature radius of an image-side surface of fourth lens L4.

[0056] When the upper limit and the lower limit of conditional formula (6) are satisfied, fourth lens L4 can have a plano-
convex shape having a convex surface directed toward an image side or a meniscus shape having a convex surface
directed toward the image side. Therefore, it is possible to excellently correct curvature of field and a spherical aberration.
When the upper limit of conditional formula (6) is satisfied, the object-side surface of fourth lens L4 can be a flat surface
or a concave surface. Therefore, it is possible to prevent the power of fourth lens L4 from becoming too strong, and to
easily provide a long back focus. When the lower limit of conditional formula (6) is satisfied, it is possible to prevent the
curvature radius of the image-side surface of fourth lens L4 from becoming too small, and to prevent the power of fourth
lens L4 from becoming too weak. It is possible to easily suppress the angle of incidence of rays entering a sensor in a
peripheral portion of an imaging device, or to prevent the curvature radius of the object-side surface from becoming too
large. Therefore, correction of a spherical aberration becomes easy.
[0057] When second lens L2 has a biconcave shape, it is desirable that the following conditional formula (6-1) is
satisfied: 

[0058] When second lens L2 has a biconcave shape, it is possible to easily widen an angle of view. Further, correction
of curvature of field, distortion and a spherical aberration becomes easy. Further, when second lens L2 has a biconcave
shape, it is possible to easily increase the power of second lens L2, and second lens L2 can sharply bend rays. Therefore,
it is possible to reduce the angle of incidence of rays entering fourth lens L4. Therefore, even if the lower limit is 0.60,
it is possible to suppress the angle of incidence of rays entering a sensor in a peripheral area. When the upper limit and
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the lower limit of conditional formula (6-1) are satisfied, fourth lens L4 can have a plano-convex shape having a convex
surface directed toward an image side or a meniscus shape having a convex surface directed toward the image side.
Therefore, it is possible to excellently correct curvature of field and a spherical aberration. When the upper limit of
conditional formula (6-1) is satisfied, the object-side surface of fourth lens L4 can be a flat surface or a concave surface.
Therefore, it is possible to prevent the power of fourth lens L4 from becoming too strong, and to easily provide a long
back focus. Here, second lens L2 may have a plano-concave shape.
[0059] It is desirable that the following conditional formula (7) is satisfied: 

where

R8: a curvature radius of an object-side surface of fourth lens L4, and
f: a focal length of an entire system.

[0060] When the lower limit of conditional formula (7) is satisfied, correction of a spherical aberration becomes easy.
[0061] When second lens L2 has a biconcave shape, it is desirable that the following conditional formula (7-1) is
satisfied: 

[0062] When second lens L2 has a biconcave shape, it is possible to easily widen an angle of view, and to easily
correct curvature of field, distortion and a spherical aberration. Further, when second lens L2 has a biconcave shape,
correction of a spherical aberration is easy, and even if the lower limit is 4.5, it is possible to achieve excellent resolution
performance. Here, second lens L2 may have a plano-concave shape.
[0063] It is desirable that the following conditional formula (8) is satisfied: 

where

L: a distance from a vertex of an object-side surface of first lens L1 to an image plane, and
f: a focal length of an entire system.

[0064] When the upper limit of conditional formula (8) is satisfied, it is possible to easily reduce the size of the lens
system. If the value is lower than the lower limit of conditional formula (8), a focal length becomes too long, and it becomes
difficult to achieve a wide angle of view, or distortion becomes, too large by widening an angle of view. Further, an image
in a peripheral area is formed in small size, or the size of the lens system becomes too small. Consequently, the thickness
of each lens and a distance between lenses become small. Therefore, production becomes difficult, and that causes an
increase in cost.
[0065] When second lens L2 has a biconcave shape, it is desirable that the following conditional formula (9) is satisfied: 

where

Bf: a distance from a vertex of an image-side surface of a most-image-side lens to the image plane (a distance in
air), and
f: a focal length of an entire system.

[0066] If the value exceeds the upper limit of conditional formula (9), the size of the lens system becomes large. If the
value is lower than the lower limit of conditional formula (9), a distance between the lens system and the imaging device
becomes too short, and it becomes difficult to insert various filters, a cover glass or the like between the lens system
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and the imaging device, and a usable imaging device is restricted. Here, second lens L2 may have a plano-concave shape.
[0067] When second lens L2 has a biconcave shape, it is desirable that the following conditional formula (11) is satisfied: 

where

R4: a curvature radius of an image-side surface of second lens L2, and
f: a focal length of an entire system.

[0068] When second lens L2 has a biconcave shape, it is possible to easily widen an angle of view, and to easily
correct curvature of field, distortion and a spherical aberration. Further, when the lower limit of conditional formula (11)
is satisfied while second lens L2 has a biconcave shape, it is possible to prevent the curvature radius of the image-side
surface of second lens L2 from becoming small, and to easily correct curvature of field and a spherical aberration, or it
is possible to suppress the power of second lens L2. Therefore, it is possible to prevent rays from being sharply bent
by this lens, and correction of distortion becomes easy.
[0069] When second lens L2 has a meniscus lens shape having a convex surface directed toward the object side, it
is desirable that the following conditional formula (11-1) is satisfied: 

[0070] When second lens L2 has a meniscus shape having a convex surface directed toward the object side, it is
possible to reduce the size of the lens system in the diameter direction while achieving a wide angle of view. Further, If
the value exceeds the upper limit of conditional formula (11-1) while second lens L2 has a meniscus shape having a
convex surface directed toward the object side, the power of second lens L2 becomes too weak, and it becomes difficult
to widen an angle of view and to correct distortion. Here, second lens L2 may be a plano-concave lens.
[0071] It is desirable that the following conditional formula (12) is satisfied: 

where

R3: a curvature radius of an object-side surface of second lens L2, and
R4: a curvature radius of an image-side surface of second lens L2.

[0072] When the upper limit of conditional formula (12) is satisfied, it is possible to easily reduce the curvature radius
of the object-side surface of a meniscus shape having a convex surface directed toward the object side, and to easily
reduce the size of the lens system. When the lower limit of conditional formula (12) is satisfied, it is possible to easily
reduce the absolute value of the curvature radius of the object-side surface of second lens L2, compared with the absolute
value of the curvature radius of the image-side surface of second lens L2, in a biconcave lens. Therefore, correction of
curvature of field, a coma aberration and a spherical aberration becomes easy.
[0073] When second lens L2 has a biconcave shape, it is desirable that the following conditional formula (12-1) is
satisfied: 

[0074] When the upper limit is -1.0, it is possible to obtain, as second lens L2, a biconcave lens the absolute value of
the curvature radius of the object-side surface of which is less than the absolute value of the curvature radius of the
image-side surface thereof. Therefore, correction of curvature of field and distortion becomes easy. When the lower limit
of conditional formula (12-1) is satisfied, it is possible to easily reduce the absolute value of the curvature radius of the
object-side surface of second lens L2, compared with the absolute value of the curvature radius of the image-side surface
of second lens L2, in the biconcave lens. Therefore, correction of curvature of field, a coma aberration and a spherical
aberration becomes easy.
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[0075] When second lens L2 has a meniscus shape having a convex surface directed toward the object side, it is
desirable that the following conditional formula (12-2) is satisfied: 

[0076] When the lower limit is 0.2 while second lens L2 has a meniscus shape having a convex surface directed toward
the object side, it is possible to easily increase the power of second lens L2, and correction of curvature of field and
distortion becomes easy. When the upper limit of conditional formula (12-2) is satisfied, it is possible to easily reduce
the curvature radius of the object-side surface of the meniscus shape having a convex surface directed toward the object
side. Therefore, it is possible to easily reduce the size of the lens system.
[0077] It is desirable that the following conditional formula (13) is satisfied: 

where

R1: a curvature radius of an object-side surface of first lens L1, and
f: a focal length of an entire system.

[0078] If the value exceeds the upper limit of conditional formula (13), the curvature radius of the object-side surface
of first lens L1 becomes large, and rays are sharply bent at this surface. Therefore, correction of distortion becomes
difficult. If the value is lower than the lower limit of conditional formula (13), the curvature radius of the object-side surface
of first lens L1 becomes too small, and it becomes difficult to widen an angle of view.
[0079] It is desirable that the following conditional formula (14) is satisfied: 

where

R6: a curvature radius of an image-side surface of third lens L3, and
f: a focal length of an entire system.

[0080] If the value is lower than the lower limit of conditional formula (14), the power of third lens L3 becomes weak,
and correction of curvature of field, a spherical aberration and a lateral chromatic aberration becomes difficult.
[0081] It is desirable that the following conditional formula (15) is satisfied: 

where

D3: a center thickness of second lens L2, and
f: a focal length of an entire system.

[0082] If the value exceeds the upper limit of conditional formula (15), the size of the lens system becomes large. If
the value is lower than the lower limit of conditional formula (15), the center thickness of second lens L2 becomes small,
and a ratio of the thickness of a peripheral portion of second lens L2 to the thickness of a central portion of second lens
L2 becomes large, and formation of the lens becomes difficult.
[0083] It is desirable that the following conditional formula (16) is satisfied: 

where
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R1: a curvature radius of an object-side surface of first lens L1, and
R2: a curvature radius of an image-side surface of first lens L1.

[0084] If the value exceeds the upper limit of conditional formula (16), the object-side surface of first lens L1 becomes
a concave surface, and rays are sharply bent at this surface. Therefore, correction of distortion becomes difficult, or an
angle of incidence of peripheral rays entering the lens surface becomes large, and a reflection loss becomes large.
Therefore, the peripheral area becomes dark. If the value is lower than the lower limit of conditional formula (16), the
curvature radius of the object-side surface of first lens L1 and the curvature radius of the image-side surface of first lens
L1 become close to each other, and the power of first lens L1 becomes weak. Therefore, it becomes difficult to widen
the angle of view.
[0085] It is desirable that the following conditional formula (17) is satisfied: 

where

R1: a curvature radius of an object-side surface of first lens L1, and
L: a distance from a vertex of an object-side surface of first lens L1 to an image plane.

[0086] If the value exceeds the upper limit of conditional formula (17), the curvature radius of the object-side surface
of first lens L1 becomes too large, and rays are sharply bent at this surface. Therefore, correction of distortion becomes
difficult. If the value is lower than the lower limit of conditional formula (17), the total length becomes too long, and it
becomes difficult to reduce the size, or the curvature radius of the object-side surface of first lens L1 becomes too small,
and it becomes difficult to widen an angle of view.
[0087] It is desirable that the following conditional formula (18) is satisfied: 

where

R5: a curvature radius of an object-side surface of third lens L3, and
R6: a curvature radius of an image-side surface of third lens L3.

[0088] If the value exceeds the upper limit of conditional formula (18), the absolute value of the curvature radius of
the object-side surface and the absolute value of the curvature radius of the image-side surface become close to each
other, and the power of third lens L3 becomes weak. Therefore, correction of a lateral chromatic aberration and a
spherical aberration becomes difficult. When the lower limit of conditional formula (18) is satisfied, third lens L3 can have
a plano-convex shape having a convex surface directed toward the object side, or a meniscus shape having a convex
surface directed toward the object side. Therefore, correction of curvature of field and a coma aberration becomes easy.
[0089] It is desirable that the following conditional formula (19) is satisfied: 

where

f: a focal length of an entire system, and
f123: a combined focal length of first lens L1, second lens L2 and third lens L3.

[0090] If the value exceeds the upper limit of conditional formula (19), the combined power of first lens L1, second
lens L2 and third lens L3 becomes too strong positive power. Specifically, the positive power of third lens L3 becomes
too strong, and a back focus becomes short, or the negative power of first lens L1 and second lens L2 becomes weak,
and it becomes difficult to widen an angle of view, or the size of the lens becomes large. If the value is lower than the
lower limit of conditional formula (19), the negative power of first lens L1 and second lens L2 becomes too strong, and
correction of curvature of field becomes difficult, or the positive power of third lens L3 becomes too weak, and correction
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of curvature of field and a lateral chromatic aberration becomes difficult.
[0091] It is desirable that the following conditional formula (20) is satisfied: 

where

f34: a combined focal length of third lens L3 and fourth lens L4, and
f: a focal length of an entire system.

[0092] If the value exceeds the upper limit of conditional formula (20), the combined power of third lens L3 and fourth
lens L4 becomes weak, and correction of curvature of field and a lateral chromatic aberration becomes difficult. Further,
it becomes difficult to suppress an angle of incidence of rays entering an imaging device. If the value is lower than the
lower limit of conditional formula (20), the combined power of third lens L3 and fourth lens L4 becomes too strong, and
it becomes difficult to secure a back focus.
[0093] With respect to each of the aforementioned conditional formulas, it is desirable to satisfy the following condition
in which an upper limit is further added, or in which a lower limit or an upper limit is modified. Further, a desirable mode
may satisfy a conditional formula composed of a modified value of a lower limit and a modified value of an upper limit,
as will be described next, in combination. Desirable modified examples of conditional formulas will be described next,
as examples. However, the modified examples of conditional formulas are not limited to those represented by the
following expressions, but may be a combination of the described modified values.
[0094] It is desirable that a modified value of the lower limit of conditional formula (1) is 2.3. Then, it is possible to
further enhance the aforementioned action and effect. Further, 2.35 is more desirable to further enhance the action and
effect. It is desirable to set an upper limit of conditional formula (1), and 2.8 is desirable as the value of the upper limit.
When the upper limit is satisfied, it is possible to prevent the Abbe number of second lens L2 from becoming too large,
and to easily increase the refractive index of second lens L2. Therefore, it becomes possible to easily widen an angle
of view, and to easily correct distortion, or it becomes possible to suppress the cost of material by preventing the Abbe
number of third lens L3 from becoming too small. Further, it is more desirable that the upper limit is 2.7 to widen an
angle of view, and to correct distortion, and to suppress the cost of material. Further, 2.6 is even more desirable.
[0095] Therefore, for example, it is more desirable that the following conditional formulas (1-2) through (1-6) are
satisfied: 

and 

[0096] It is desirable that the lower limit of conditional formula (2) is greater than or equal to 0.10. Then, correction of
chromatic aberrations and curvature of field becomes easier. It is desirable to set the upper limit of conditional formula
(2), and 0.16 is desirable as the upper limit value. Then, it becomes possible to easily increase the refractive index of
second lens L2. Therefore, it becomes possible to easily widen an angle of view, and to easily correct distortion, or it
becomes possible to prevent the refractive index of third lens L3 from becoming high, and to easily suppress the cost
of the material of third lens L3. Further, 0.14 is more desirable as the upper limit value of conditional formula (2), and
0.11 is even more desirable to more easily widen an angle of view, and to more easily correct distortion, and to more
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easily suppress cost.
[0097] Therefore, for example, it is more desirable that the following conditional formulas (2-1) through (2-4) are
satisfied: 

and 

[0098] As a modified value of the lower limit of conditional formula (3) and conditional formula (3-1), 1.2 is desirable.
Then, it is possible to enhance the aforementioned action and effect. Further, 1.5 is more desirable to further enhance
the action and effect, and 1.7 is even more desirable, and 1.8 is still even more desirable. Further, 1.9 is more desirable.
As a modified value of the upper limit of conditional formula (3) and conditional formula (3-1), 2.4 is desirable. Then, it
is possible to further enhance the aforementioned action and effect. Further, 2.2 is more desirable to further enhance
the action and effect, and 2.19 is even more desirable, and 2.18 is still even more desirable. Further, 2.15 is more desirable.
[0099] Therefore, for example, it is more desirable that the following conditional formulas (3-2) through (3-8) are
satisfied: 

and 

[0100] As a modified value of the lower limit of conditional formula (4), 1.5 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 2 is more desirable to further enhance the action and effect,
and 2.04 is even more desirable. As a modified value of the upper limit of conditional formula (4), 2.4 is desirable. Then,
it is possible to further enhance the aforementioned action and effect. Further, 2.2 is more desirable to further enhance
the action and effect.
[0101] Therefore, for example, it is more desirable that the following conditional formulas (4-2) through (4-4) are
satisfied: 
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and 

[0102] As a modified value of the lower limit of conditional formula (4-1), 1.5 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 2 is more desirable to further enhance the action and effect,
and 2.04 is even more desirable. As a modified value of the upper limit of conditional formula (4-1), 2.7 is desirable.
Then, it is possible to further enhance the aforementioned action and effect. Further, 2.5 is more desirable to further
enhance the action and effect, and 2.3 is even more desirable.
[0103] Therefore, for example, it is more desirable that the following conditional formulas (4-5) through (4-8) are
satisfied: 

and 

[0104] As a modified value of the lower limit of conditional formula (5), 2 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 2.2 is more desirable to further enhance the action and effect,
and 2.5 is even more desirable. As a modified value of the upper limit of conditional formula (5), 2.95 is desirable. Then,
it is possible to further enhance the aforementioned action and effect. Further, 2.9 is more desirable to further enhance
the action and effect, and 2.88 is even more desirable, and 2.8 is still even more desirable.
[0105] Therefore, for example, it is more desirable that the following conditional formulas (5-6) through (5-8) are
satisfied:

and 

[0106] As a modified value of the lower limit of conditional formula (5-1), 2 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 2.2 is more desirable to further enhance the action and effect,
and 2.5 is even more desirable. As a modified value of the upper limit of conditional formula (5-1), 4.4 is desirable. Then,
it is possible to further enhance the aforementioned action and effect. Further, 4.2 is more desirable to further enhance
the action and effect, and 3.5 is even more desirable, and 3.2 is still even more desirable.
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[0107] Therefore, for example, it is more desirable to satisfy the following conditional formulas (5-2) through (5-5): 

and 

[0108] As a modified value of the lower limit of conditional formula (6), 0.78 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 0.81 is more desirable to further enhance the action and effect.
As a modified value of the upper limit of conditional formula (6), 0.99 is desirable. Then, it is possible to more easily
provide a long back focus. Further, 0.95 is more desirable to provide a longer back focus.
[0109] Therefore, for example, it is more desirable that the following conditional formulas (6-2) and (6-3) are satisfied: 

and 

[0110] As a modified value of the lower limit of conditional formula (6-1), 0.65 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 0.7 is more desirable to further enhance the action and effect.
As a modified value of the upper limit of conditional formula (6-1), 0.99 is desirable. Then, it is possible to more easily
provide a long back focus. Further, 0.95 is more desirable to provide a longer back focus.
[0111] Therefore, for example, it is more desirable that the following conditional formulas (6-4) through (6-6) are
satisfied: 

and 

[0112] As a modified value of the lower limit of conditional formula (7), 7 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 10 is more desirable to further enhance the action and effect,
and 15 is even more desirable, and 20 is still even more desirable. It is desirable to set an upper limit of conditional
formula (7). As the upper limit value of conditional formula (7), 10000 is desirable. When this is satisfied, correction of
curvature of field and a coma aberration becomes easy. Further, it is more desirable that the upper limit value is 1000
to easily correct curvature of field and a coma aberration, and 500 is even more desirable.
[0113] Therefore, for example, it is more desirable to satisfy the following conditional formulas (7-2) through (7-5): 
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and 

[0114] As a modified value of the lower limit of conditional formula (7-1), 5 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 6 is more desirable to further enhance the action and effect,
and 6.5 is even more desirable. It is desirable to set an upper limit of conditional formula (7-1). As the upper limit value
of conditional formula (7-1), 10000 is desirable. When this is satisfied, correction of curvature of field and a coma
aberration becomes easy. Further, it is more desirable that the upper limit value is 1000 to more easily correct curvature
of field and a coma aberration, and 500 is even more desirable.
[0115] Therefore, for example, it is desirable that the following conditional formulas (7-6) through (7-9) are satisfied:

and 

[0116] As a modified value of the lower limit of conditional formula (8), 9 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 10 is more desirable to further enhance the action and effect,
and 10.5 is even more desirable. As a modified value of the upper limit of conditional formula (8), 13.8 is desirable. Then,
it is possible to further enhance the aforementioned action and effect. Further, 13.5 is more desirable to further enhance
the action and effect, and 13 is even more desirable, and 12 is still even more desirable.
[0117] Therefore, for example, it is more desirable that the following conditional formulas (8-1) through (8-4) are
satisfied: 

and 
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[0118] As a modified value of the lower limit of conditional formula (9), 1.5 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 1.7 is more desirable to further enhance the action and effect.
As a modified value of the upper limit of conditional formula (9), 2.8 is desirable. Then, it is possible to further enhance
the aforementioned action and effect. Further, 2.5 is more desirable to further enhance the action and effect, and 2.35
is even more desirable.
[0119] Therefore, for example, it is more desirable that the following conditional formulas (9-1) through (9-3) are
satisfied: 

and 

[0120] As a modified value of the lower limit of conditional formula (10), 2 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 2.3 is more desirable to further enhance the action and effect,
and 2.5 is even more desirable. As a modified value of the upper limit of conditional formula (10), 3.2 is desirable. Then,
it is possible to further enhance the aforementioned action and effect. Further, 3 is more desirable to further enhance
the action and effect, and 2.9 is even more desirable.
[0121] Therefore, for example, it is more desirable that the following conditional formulas (10-1) through (10-3) are
satisfied: 

and 

[0122] As a modified value of the lower limit of conditional formula (11), 3.2 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 3.3 is more desirable to further enhance the action and effect,
and 3.5 is even more desirable, and 3.8 is still even more desirable. It is desirable to set an upper limit value of conditional
formula (11). As the upper limit value, 50 is desirable. Then, it is possible to prevent the curvature radius of the image-
side surface of second lens L2 from becoming too large, and correction of distortion becomes easy. Further, 20.0 is
more desirable, as the upper limit value, to more easily correct distortion, and 10.0 is even more desirable, and 8 is still
even more desirable. Further, 6 is more desirable.
[0123] Therefore, for example, it is more desirable that the following conditional formulas (11-2) through (11-6) are
satisfied: 
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and 

[0124] It is desirable to set a lower limit value of conditional formula (11-1). As the lower limit value, 0.1 is desirable.
Then, correction of curvature of field becomes easy. Further, it is more desirable that the lower limit value is 0.5 to more
easily correct curvature of field, and 0.7 is even more desirable, and 0.8 is still even more desirable. As a modified value
of the upper limit of conditional formula (11-1), 1.2 is desirable. Then, it is possible to further enhance the action and
effect. Further, 1.1 is even more desirable to further enhance the action and effect, and 1 is still even more desirable.
[0125] Therefore, for example, it is more desirable that the following conditional formulas (11-7) through (11-10) are
satisfied: 

and 

[0126] As a modified value of the lower limit of conditional formula (12), -30 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, -20 is more desirable to further enhance the action and effect,
and -10 is even more desirable, and -8 is still even more desirable. As a modified value of the upper limit of conditional
formula (12), 0.82 is desirable. Then, it is possible to further enhance the action and effect. Further, 0.8 is more desirable
to further enhance the action and effect, and 1 is even more desirable.
[0127] Therefore, for example, it is more desirable that the following conditional formulas (12-3) through (12-6) are
satisfied: 

and 

[0128] As a modified value of the upper limit of conditional formula (12-1), -1.1 is desirable. Then, it is possible to
easily prevent the curvature radius of the image-side surface from becoming too large, and the curvature radius of the
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object-side surface from becoming too small. Further, it is possible to easily correct curvature of field and distortion.
Further, -1.5 is more desirable to further enhance the action and effect, and -2.0 is even more desirable. A modified
value of the lower limit of conditional formula (12-1) may be considered in a similar manner to conditional formula (12).
[0129] Therefore, for example, it is more desirable that the following conditional formulas (12-7) and (12-8) are satisfied: 

and 

[0130] As a modified value of the lower limit of conditional formula (12-2), 0.3 is desirable. Then, it is possible to further
enhance the action and effect. Further, 0.5 is more desirable to further enhance the action and effect, and 0.7 is even
more desirable. A modified value of the upper limit of conditional formula (12-2) may be considered in a similar manner
to conditional formula (12).
[0131] Therefore, for example, it is more desirable that the following conditional formulas (12-9) and (12-10) are
satisfied: 

and 

[0132] As a modified value of the lower limit of conditional formula (13), 10 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 12 is more desirable to further enhance the action and effect,
and 13 is even more desirable. As a modified value of the upper limit of conditional formula (13), 35 is desirable. Then,
it is possible to further enhance the aforementioned action and effect. Further, 30 is more desirable to further enhance
the action and effect, and 26 is even more desirable.
[0133] Therefore, for example, it is more desirable that the following conditional formulas (13-1) through (13-3) are
satisfied: 

and 

[0134] As a modified value of the lower limit of conditional formula (14), 6 is desirable. Then, it is possible to further
enhance the aforementioned action and effect. Further, 20 is more desirable to further enhance the action and effect,
and 30 is even more desirable, and 35 is still even more desirable. It is desirable to set an upper limit of conditional
formula (14). As the value of the upper limit, 5000 is desirable. Then, it is possible to easily correct curvature of field and
a coma aberration. Further, 1000 is more desirable as the upper limit value to excellently correct curvature of field and
a coma aberration, and 100 is even more desirable, and 70 is still even more desirable.
[0135] Therefore, for example, it is more desirable that the following conditional formulas (14-1) through (14-5) are
satisfied: 
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and 

[0136] As a modified value of the lower limit of conditional formula (15), 0.7 is desirable. Then, it is possible to further
enhance the action and effect. Further, 0.8 is more desirable to further enhance the action and effect, and 0.9 is even
more desirable. As a modified value of the upper limit of conditional formula (15), 2 is desirable. Then, it is possible to
further enhance the action and effect. Further, 1.8 is more desirable to further enhance the action and effect, and 1.5 is
even more desirable.
[0137] Therefore, for example, it is more desirable that the following conditional formulas (15-1) through (15-3) are
satisfied: 

and 

[0138] As a modified value of the lower limit of conditional formula (16), 0.4 is desirable. Then, it is possible to further
enhance the action and effect. Further, 0.5 is more desirable to further enhance the action and effect, and 0.55 is even
more desirable. As a modified value of the upper limit of conditional formula (16), 0.7 is desirable. Then, it is possible
to more easily correct distortion. Further, 0.68 is more desirable to more easily correct distortion.
[0139] Therefore, for example, it is more desirable that the following conditional formulas (16-1) through (16-3) are
satisfied: 

and

[0140] As a modified value of the lower limit of conditional formula (17), 0.5 is desirable. Then, it is possible to further
enhance the action and effect. Further, 1 is more desirable to further enhance the action and effect, and 1.1 is even
more desirable, and 1.2 is still even more desirable. As a modified value of the upper limit of conditional formula (17),
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2 is desirable. Then, it is possible to further enhance the action and effect. Further, 1.7 is more desirable to further
enhance the action and effect, and 1.5 is even more desirable.
[0141] Therefore, for example, it is more desirable that the following conditional formulas (17-1) through (17-4) are
satisfied: 

and 

[0142] As a modified value of the upper limit of conditional formula (18), -0.2 is desirable. Then, it is possible to further
enhance the action and effect. Further, -0.4 is more desirable to further enhance the action and effect, and -0.6 is even
more desirable, and -0.7 is still even more desirable.
[0143] Therefore, for example, it is more desirable that the following conditional formulas (18-1) through (18-4) are
satisfied: 

and 

[0144] As a modified value of the lower limit of conditional formula (19), -0.6 is desirable. Then, it is possible to further
enhance the action and effect. Further, -0.5 is more desirable to further enhance the action and effect, and -0.3 is even
more desirable. As a modified value of the upper limit of conditional formula (19), 0.5 is desirable. Then, it is possible
to further enhance the action and effect. Further, 0.3 is more desirable to further enhance the action and effect, and 0.1
is even more desirable.
[0145] Therefore, for example, it is more desirable that the following conditional formulas (19-1) through (19-3) are
satisfied: 

and 
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[0146] As a modified value of the lower limit of conditional formula (20), 1.5 is desirable. Then, it is possible to further
enhance the action and effect. Further, 2 is more desirable to further enhance the action and effect. As a modified value
of the upper limit of conditional formula (20), 8 is desirable. Then, it is possible to further enhance the action and effect.
Further, 6.5 is more desirable to further enhance the action and effect.
[0147] Therefore, for example, it is more desirable that the following conditional formulas (20-1) and (20-2) are satisfied: 

and 

[0148] It is desirable that an aperture stop is arranged between third lens L3 and fourth lens L4. It is possible to reduce
the size of the entire system by arranging the aperture stop between third lens L3 and fourth lens L4.
[0149] It is desirable that the Abbe numbers of the materials of first lens L1, second lens L2 and fourth lens L4 for d-
line are larger than or equal to 40. Then, it is possible to suppress generation of chromatic aberrations, and to achieve
excellent resolution performance.
[0150] It is desirable that the Abbe number of the material of third lens L3 is less than or equal to 40. Then, it is possible
to excellently correct a lateral chromatic aberration. Further, it is more desirable that the Abbe number is less than or
equal to 30, and less than or equal to 28 is even more desirable, and less than or equal to 25 is still even more desirable.
[0151] When the Abbe number of the material of first lens L1 for d-line is νd1, and the Abbe number of the material
of second lens L2 for d-line is νd2, it is desirable that νd1/νd2 is greater than or equal to 0.7. Then, it is possible to
suppress generation of chromatic aberrations, and to achieve excellent resolution performance. Further, it is more
desirable that νd1/νd2 is greater than or equal to 0.8.
[0152] When the Abbe number of the material of first lens L1 for d-line is νd1, and the Abbe number of the material
of third lens L3 for d-line is νd3, it is desirable that νd1/νd3 is greater than or equal to 1.95. Then, it is possible to
excellently correct a longitudinal chromatic aberration and a lateral chromatic aberration. Further, it is more desirable
that νd1/νd3 is greater than or equal to 2.00 to more excellently correct a longitudinal chromatic aberration and a lateral
chromatic aberration, and greater than or equal to 2.05 is even more desirable.
[0153] When the Abbe number of the material of first lens L1 for d-line is νd1, and the Abbe number of the material
of third lens L3 for d-line is νd3, it is desirable that νd1/νd3 is less than or equal to 2.5. Then, it is possible to prevent
the Abbe number of third lens L3 from becoming too small, and to easily lower the cost of the material of third lens L3,
or since it is possible to suppress the Abbe number of first lens L1, it is possible to increase the refractive index of first
lens L1, and to easily increase the power of first lens L1. Further, it is possible to easily reduce the size of the lens
system, and to easily correct distortion. Further, it is more desirable that νd1/νd3 is less than or equal to 2.40 to more
easily reduce the size of the lens system, and to more easily correct distortion, and less than or equal to 2.20 is even
more desirable.
[0154] When the Abbe number of the material of third lens L3 for d-line is νd3, and the Abbe number of the material
of fourth lens L4 for d-line is νd4, it is desirable that νd4/νd3 is greater than or equal to 2.1. Then, it is possible to
excellently correct a longitudinal chromatic aberration and a lateral chromatic aberration. Further, it is more desirable
that νd4/νd3 is greater than or equal to 2.2 to more excellently correct a longitudinal chromatic aberration and a lateral
chromatic aberration, and greater than or equal to 2.30 is even more desirable, and greater than or equal to 2.35 is still
even more desirable.
[0155] When the Abbe number of the material of second lens L2 for d-line is νd2, and the Abbe number of the material
of fourth lens L4 for d-line is νd4, it is desirable that νd2/νd4 is greater than or equal to 0.8 and less than or equal to 1.2.
When this condition is satisfied, it is possible to suppress generation of chromatic aberrations, and to achieve excellent
resolution performance.
[0156] It is desirable that the refractive index of the material of first lens L1 for d-line is lower than or equal to 1.88.
Then, it is possible to easily lower the cost of the material of first lens L1. Further, since the material having a low refractive
index is used, a material having a large Abbe number becomes selectable. Therefore, correction of chromatic aberrations
becomes easy. Further, it becomes possible to easily achieve excellent resolution performance. Further, it is more
desirable that the refractive index is lower than or equal to 1.85 to more excellently correct chromatic aberrations, and
lower than or equal to 1.80 is even more desirable.
[0157] It is desirable that the refractive index of the material of first lens L1 for d-line is higher than or equal to 1.60.
Then, it is possible to easily increase the power of first lens L1. Therefore, it becomes possible to easily widen an angle
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of view, and to easily process. Further, correction of distortion becomes easy. Further, it is more desirable that the
refractive index is higher than or equal to 1.65 to more easily widen an angle of view, and to easily process, and to easily
correct distortion, and higher than or equal to 1.70 is even more desirable.
[0158] It is desirable that the refractive index of the material of second lens L2 for d-line is lower than or equal to 1.70.
Then, it is possible to lower the cost of the material of second lens L2. Further, if a material has a high refractive index,
an Abbe number becomes small. Therefore, chromatic aberrations become large, and it becomes difficult to achieve
excellent resolution performance. Further, it is more desirable that the refractive index is lower than or equal to 1.65 to
lower the cost of the material of second lens L2, and lower than or equal to 1.60 is even more desirable.
[0159] It is desirable that the refractive index of the material of second lens L2 for d-line is higher than or equal to 1.50.
Then, it is possible to easily increase the power of second lens L2, and to easily correct distortion. Further, since it is
possible to easily increase the power of second lens L2, it is possible to easily reduce the size of the lens system.
[0160] It is desirable that the refractive index of the material of third lens L3 for d-line is lower than or equal to 1.75.
Then, it is possible to lower the cost of the material of third lens L3. Further, it is more desirable that the refractive index
is lower than or equal to 1.70 to lower the cost of the material of third lens L3, and lower than or equal to 1.68 is even
more desirable, and lower than or equal to 1.65 is still even more desirable.
[0161] It is desirable that the refractive index of the material of third lens L3 for d-line is higher than or equal to 1.50.
When the refractive index of the material of third lens L3 is increased in this manner, it is possible to easily increase the
power of third lens L3. Therefore, correction of a lateral chromatic aberration and curvature of field becomes easy.
Further, it is more desirable that the refractive index is higher than or equal to 1.55, and higher than or equal to 1.60 is
even more desirable, and higher than or equal to 1.63 is still even more desirable.
[0162] It is desirable that the refractive index of the material of fourth lens L4 for d-line is lower than or equal to 1.70.
Then, it is possible to lower the cost of the material of fourth lens L4. Further, if a material has a high refractive index,
an Abbe number becomes small. Therefore, chromatic aberrations become large, and it becomes difficult to achieve
excellent resolution performance. Further, it is more desirable that the refractive index of the material of fourth lens L4
for d-line is lower than or equal to 1.65 to more easily suppress the cost of the material, and to more easily correct
chromatic aberrations, and lower than or equal to 1.60 is even more desirable.
[0163] It is desirable that the refractive index of the material of fourth lens L4 for d-line is higher than or equal to 1.50.
When the refractive index of the material of fourth lens L4 is increased in this manner, it is possible to easily increase
the power of fourth lens L4. When the power of fourth lens L4 is increased, fourth lens L4 can easily correct a spherical
aberration. Further, since it becomes easy to sharply bend rays at fourth lens L4, it is possible to easily suppress an
angle of incidence of peripheral rays entering an imaging device. Therefore, it becomes possible to easily suppress
shading.
[0164] When the refractive index of the material of first lens L1 for d-line is Nd1, and the refractive index of the material
of second lens L2 for d-line is Nd2, it is desirable that Nd1/Nd2 is greater than or equal to 0.95 and less than or equal
to 1.3. If the value is lower than the lower limit of this condition, it becomes difficult to allocate negative power to first
lens L1 and second lens L2 in a well-balanced manner, and correction of distortion becomes difficult, or Nd2 becomes
too high, and the Abbe number of second lens L2 becomes large. Therefore, correction of a lateral chromatic aberration
becomes difficult. If the value exceeds the upper limit of this condition, it becomes difficult to allocate negative power to
first lens L1 and second lens L2 in a well-balanced manner, and correction of distortion becomes difficult. As a modified
value of the lower limit, 1.0 is desirable, and 1.05 is more desirable. As a modified value of the upper limit, 1.2 is desirable,
and 1.15 is more desirable. Here, a condition composed of a modified value of the lower limit and a modified value of
the upper limit in combination may be satisfied.
[0165] When the refractive index of the material of second lens L2 for d-line is Nd2, and the refractive index of the
material of third lens L3 for d-line is Nd3, it is desirable that Nd3/Nd2 is greater than or equal to 1.0 and less than or
equal to 1.2. When the value satisfies the lower limit of this condition, it becomes possible to prevent the refractive index
of the material of third lens L3 from becoming too low. The power of third lens L3 becomes weak, and correction of
curvature of field and a lateral chromatic aberration becomes easy. When the value satisfies the upper limit of this
condition, it is possible to prevent the refractive index of the material of third lens L3 from becoming high. Therefore, it
is possible to easily prevent the cost of third lens L3 from becoming high, or it is possible to prevent the refractive power
of the material of second lens L2 from becoming low. Therefore, it is possible to prevent the power of second lens L2
from becoming weak. Further, it becomes possible to appropriately maintain a balance between the negative power of
first lens L1 and the negative power of second lens L2, and correction of distortion becomes easy, or it becomes possible
to easily reduce the size of the lens system.
[0166] When the refractive index of the material of first lens L1 for d-line is Nd1, and the refractive index of the material
of fourth lens L4 for d-line is Nd4, it is desirable that Nd1/Nd4 is greater than or equal to 0.95 and less than or equal to
1.3. When the value satisfies the lower limit of this condition, it becomes possible to prevent the value of Nd1 from
becoming small, and to prevent the power of first lens L1 from becoming weak. Therefore, it becomes possible to easily
widen an angle of view, or to easily reduce the size of the lens system, or it becomes possible to prevent the refractive
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index of the material of fourth lens L4 from becoming high, and to prevent the Abbe number of the material of fourth lens
L4 from becoming small. Therefore, correction of chromatic aberrations becomes easy. When the value satisfies the
upper limit of this condition, it is possible to prevent the power of first lens L1 from becoming too strong, and correction
of distortion becomes easy, or it is possible to prevent the power of fourth lens L4 from becoming too weak. Therefore,
correction of a spherical aberration becomes easy, or since it becomes easy to sharply bend rays at fourth lens L4, it
becomes possible to easily suppress an angle of incidence of peripheral rays entering an imaging device. Hence, it
becomes possible to easily suppress shading. As a modified value of the lower limit of this condition, 1.0 is desirable.
[0167] It is desirable that the object-side surface of second lens L2 is an aspherical surface. In such a case, it is
possible to easily reduce the size of the lens system, and to easily widen an angle of view, or excellent correction of
curvature of field and distortion becomes easy.
[0168] It is desirable that the image-side surface of second lens L2 is an aspherical surface. Then, it is possible to
excellently correct curvature of field and distortion.
[0169] It is desirable that the image-side surface of third lens L3 is an aspherical surface. Then, it is possible to
excellently correct curvature of field.
[0170] It is desirable that the object-side surface of fourth lens L4 is an aspherical surface. Then, it is possible to
excellently correct a spherical aberration and curvature of field.
[0171] It is desirable that the image-side surface of fourth lens L4 is an aspherical surface. Then, it is possible to
excellently correct a spherical aberration, curvature of field and distortion.
[0172] It is desirable that the object-side surface of second lens L2 is an aspherical surface. It is desirable that the
object-side surface of second lens L2 has a shape having positive power at the center and weaker positive power at an
effective diameter edge, compared with the center, or a shape having positive power at the center and negative power
at the effective diameter edge. When second lens L2 has such a shape, it is possible to reduce the size of the lens
system, and to widen an angle of view, and to excellently correct curvature of field at the same time.
[0173] Here, the phrase "effective diameter of a surface" means the diameter of a circle composed of outermost points
(points farthest from an optical axis) in the direction of the diameter when points of intersection of all rays contributing
to image formation and a lens surface are considered. Further, the term "effective diameter edge" means the outermost
points. When a system is rotationally symmetric with respect to an optical axis, a figure composed of the outermost
points is a circle. However, when a system is not rotationally symmetric, a figure composed of the outermost points is
not a circle in some cases. In such a case, an equivalent circle may be considered, and the diameter of the equivalent
circle may be regarded as an effective diameter.
[0174] With respect to the shape of an aspherical surface, when a point on an i-th lens surface is Xi, and an intersection
of a normal at the point and an optical axis is Pi, a length of Xi-Pi (|Xi-Pi|) is defined as the absolute value |RXi| of a
curvature radius at point Xi, and Pi is defined as the center of curvature at point Xi. Further, an intersection of the i-th
lens surface and the optical axis is Qi. At this time, power at point Xi is defined based on whether point Pi is located on
the object side or on the image side with respect to point Q1. When point Xi is a point on the object-side surface, if point
Pi is located on the image side of point Q1, power at point Xi is defined as positive power, but if point Pi is located on
the object side of point Q1, power at point Xi is defined as negative power. When point Xi is a point on the image-side
surface, if point Pi is located on the object side of point Q1, power at point Xi is defined as positive power, but if point
Pi is located on the image side of point Q1, power at point Xi is defined as negative power.
[0175] Here, with reference to Figure 3, the shape of the object-side surface of second lens L2 will be described.
Figure 3 is a diagram illustrating optical paths of the imaging lens 1 illustrated in Figure 1. In Figure 3, point Q3 is the
center of the object-side surface of second lens L2, which is an intersection of the object-side surface of second lens
L2 and optical axis Z. Point X3 in Figure 3 is a point on an effective diameter edge on the object-side surface of second
lens L2, which is an intersection of an outermost ray 6 included in off-axial rays 3 and the object-side surface of second
lens L2.
[0176] At this time, an intersection of a normal to the lens surface at point X3 and optical axis Z is point P3, as illustrated
in Figure 3, and segment X3-P3 connecting point X3 and point P3 is defined as curvature radius RX3 at point X3, and
the length |X3-P3| of segment X3-P3 is defined as absolute value |RX3| of curvature radius RX3. In other words, |X3-
P3|=|RX3|. Further, a curvature radius at point Q3, in other words, a curvature radius at the center of the object-side
surface of second lens L2 is R3, and the absolute value of the curvature radius is |R3| (not illustrated in Figure 3).
[0177] The expression that the object-side surface of second lens L2 "has positive power at the center" means that a
paraxial region including point Q3 has a convex shape. Further, the expression that the object-side surface of second
lens L2 has "a shape having weaker positive power at an effective diameter edge, compared with the center" means a
shape in which point P3 is located on the image side of point Q3, and absolute value |RX3| of a curvature radius at point
X3 is greater than absolute value |R3| of a curvature radius at point Q3.
[0178] In Figure 3, for the purpose of understanding, circle CQ3, which passes point Q3 with the radius of |R3|, and
the center of which is a point on an optical axis, is drawn with a two dot dashed line. Further, a part of circle CX3, which
passes point X3 with the radius of |RX3|, and the center of which is a point on the optical axis, is drawn with a broken
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line. Circle CX3 is larger than circle CQ3, and |R3|<|RX3| is clearly illustrated.
[0179] The expression that the object-side surface of second lens L2 has "a shape having negative power at the
effective diameter edge" means a shape in which point P3 is located on the object side of point Q3.
[0180] The object-side surface of second lens L2 may have a shape having negative power at the center and weaker
negative power at an effective diameter edge, compared with the center, or a shape having negative power at the center
and positive power at the effective diameter edge. When the object-side surface of second lens L2 has such a shape,
it is possible to excellently correct curvature of field and distortion.
[0181] The shape of the object-side surface of second lens L2 may be considered, as follows, in a manner similar to
the aforementioned shape explained with reference to Figure 3. The expression that "has negative power at the center"
means that a paraxial region including point Q3 has a concave shape. Further, the expression that the object-side surface
of second lens L2 has "a shape having weaker negative power at an effective diameter edge, compared with the center"
means a shape in which point P3 is located on the object side of point Q3, and absolute value |RX3| of a curvature
radius at point X3 is greater than absolute value |R3| of a curvature radius at point Q3. Further, the expression that the
object-side surface of second lens L2 has "a shape having positive power at the effective diameter edge" means a shape
in which point P3 is located on the image side of point Q3.
[0182] It is desirable that the image-side surface of second lens L2 is an aspherical surface. It is desirable that the
image-side surface of second lens L2 has a shape having negative power at the center and weaker negative power at
an effective diameter edge, compared with the center. When second lens L2 has such a shape, it is possible to excellently
correct distortion and curvature of field.
[0183] The shape of the image-side surface of second lens L2 may be considered, as follows, in a manner similar to
the shape of the object-side of second lens L2 explained with reference to Figure 3. In a lens cross section, when an
effective diameter edge on the image-side surface of second lens L2 is point X4, and an intersection of a normal at the
point and optical axis Z is point P4, segment X4-P4 connecting point X4 and point P4 is defined as a curvature radius
at point X4, and the length |X4-P4| of the segment connecting point X4 and point P4 is defined as absolute value |RX4|
of the curvature radius at point X4. Therefore, |X4-P4|=|RX4|. Further, an intersection of the image-side surface of second
lens L2 and optical axis Z, in other words, the center of the image-side surface of second lens L2 is point Q4, and the
absolute value of a curvature radius at point Q4 is |R4|.
[0184] The expression that the image-side surface of second lens L2 has "a shape having negative power at the center
and weaker negative power at an effective diameter edge, compared with the center" means a shape in which a paraxial
region including point Q4 has a concave shape, and point P4 is located on the image side of point Q4, and absolute
value |RX4| of a curvature radius at point X4 is greater than absolute value |R4| of a curvature radius at point Q4.
[0185] The image-side surface of second lens L2 may have a shape having negative power at the center and stronger
negative power at a point of 50% of an effective diameter, compared with the center. When the image-side surface of
second lens L2 has such a shape, it is possible to excellently correct curvature of field and distortion. The phrase "a
point of 50% of an effective diameter" means a point on a lens surface, the coordinate of which in the diameter direction
of the lens surface (a coordinate in a direction perpendicular to an optical axis) is a distance of 50% of the effective
diameter of the lens from the center of the lens.
[0186] The expression that the image-side surface of second lens L2 has "a shape having negative power at the center
and stronger negative power at a point of 50% of an effective diameter, compared with the center" means that when a
point of 50% of an effective diameter on the image-side surface of second lens L2 is X4’, and an intersection of a normal
at the point and optical axis Z is P4’ in a lens cross section, a paraxial region including point Q4 has a concave shape,
and point P4’ is located on the image side of point Q4, and absolute value |RX4’| of a curvature radius at point X4’ is
less than absolute value |R4| of a curvature radius at point Q4.
[0187] Further, the image-side surface of second lens L2 may have a shape having weaker power at an effective
diameter edge, compared with a point of 50% of the effective diameter. When the image-side surface of second lens
L2 has such a shape, it is possible to excellently correct curvature of field and distortion.
[0188] The expression "a shape having weaker power at an effective diameter edge, compared with a point of 50%
of the effective diameter" means a shape in which absolute value |RX4| of a curvature radius at point X4 is greater than
absolute value |RX4’| of a curvature radius at point X4’.
[0189] The image-side surface of second lens L2 may have a shape having negative power both at a point of 50% of
the effective diameter and at the effective diameter edge, and in which the negative power is weaker at the effective
diameter edge, compared with the point of 50% of the effective diameter. When the image-side surface of second lens
L2 has such a shape, it is possible to excellently correct curvature of field and distortion.
[0190] The expression of "a shape having negative power both at a point of 50% of the effective diameter and at the
effective diameter edge, and in which the negative power is weaker at the effective diameter edge, compared with the
point of 50% of the effective diameter" means a shape in which both of point P4 and point P4’, which are centers of
curvature of point X4 and point X4’, are located on the image side of point Q4, and that the absolute value |RX4| of a
curvature radius at point X4 is greater than the absolute value |RX4’| of a curvature radius at point X4’.
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[0191] Second lens L2 may have a meniscus shape having a convex surface directed toward the object side. In such
a case, it is possible to easily correct curvature of field, while reducing the size of the lens system. When second lens
L2 has a meniscus shape having a convex surface directed toward the object side, it is desirable that the object-side
surface of second lens has positive power at the center, and weaker positive power at an effective diameter edge,
compared with the center, or negative power at the effective diameter edge. Then, it is possible to reduce the size of
the lens system, and to widen an angle of view, and to excellently correct curvature of field at the same time.
[0192] Second lens L2 may have a biconcave shape. In such a case, it is possible to easily correct curvature of field
and distortion, while reducing the size of the lens system, and widening an angle of view. When second lens L2 has a
biconcave shape, it is desirable that the object-side surface of second lens L2 has a shape having negative power at
the center, and weaker negative power at the effective diameter edge, compared with the center. Then, it is possible to
widen an angle of view, and to excellently correct curvature of field and distortion at the same time. When second lens
L2 has a biconcave shape, the object-side surface of second lens L2 may have a shape having negative power at the
center, and positive power at the effective diameter edge. In such a case, it is possible to widen an angle of view, and
to excellently correct curvature of field and distortion at the same time.
[0193] It is desirable that the object-side surface of third lens L3 is an aspherical surface. It is desirable that the object-
side surface of third lens L3 has a shape having positive power at the center, and stronger positive power at a point of
50% of the effective diameter, compared with the center. When the object-side surface of third lens L3 has such a shape,
it is possible to excellently correct curvature of field and a lateral chromatic aberration.
[0194] The shape of the object-side surface of third lens L3 may be considered, as follows, in a manner similar to the
shape of the object-side of second lens L2 explained with reference to Figure 3. In a lens cross section, when a point
of 50% of an effective diameter on the object-side surface of third lens L3 is point X5’, and an intersection of a normal
at the point and optical axis Z is point P5’, segment X5’-P5’ connecting point X5’ and point P5’ is defined as a curvature
radius at point X5’, and the length |X5’-P5’| of the segment connecting point X5’ and point P5’ is defined as absolute
value |RX5’| of the curvature radius at point X5’. Therefore, |X5’-P5’|=|RX5’|. Further, an intersection of the object-side
surface of third lens L3 and optical axis Z, in other words, the center of the object-side surface of third lens L3 is point
Q5, and the absolute value of a curvature radius at point Q5 is |R5|.
[0195] The expression that the object-side surface of third lens L3 has "a shape having positive power at the center
and stronger positive power at a point of 50% of an effective diameter, compared with the center" means a shape in
which a paraxial region including point Q5 has a convex shape, and point P5’ is located on the image side of point Q5,
and the absolute value |RX5’| of a curvature radius at point X5’ is less than absolute value |R5| of a curvature radius at
point Q5.
[0196] The object-side surface of third lens L3 may have a shape having weaker power at a point on an effective
diameter edge, compared with a point of 50% of the effective diameter. When the object-side surface of third lens L3
has such a shape, it is possible to excellently correct curvature of field and a lateral chromatic aberration.
[0197] In a lens cross section, when a point on an effective diameter edge on the object-side surface of third lens L3
is point X5, and an intersection of a normal at the point and optical axis Z is point P5, segment X5-P5 connecting point
X5 and point P5 is defined as a curvature radius at point X5, and the length |X5-P5| of the segment connecting point X5
and point P5 is defined as absolute value |RX5| of the curvature radius at point X5.
[0198] The expression of "a shape having weaker power at a point on an effective diameter edge, compared with a
point of 50% of the effective diameter" means a shape in which absolute value |RX5| of a curvature radius at point X5
is greater than absolute value |RX5’| of a curvature radius at point X5’.
[0199] Further, the object-side surface of third lens L3 may have a shape having positive power both at a point of 50%
of an effective diameter and at a point on the effective diameter edge. When the object-side surface of third lens L3 has
such a shape, it is possible to excellently correct curvature of field and a lateral chromatic aberration.
[0200] The expression of "a shape having positive power both at a point of 50% of an effective diameter and at a point
on the effective diameter edge" means that both of point P5 and point P5’ are located on the image side of point Q5.
[0201] The object-side surface of third lens L3 may have a shape having positive power at the center, and including,
between the center and the effective diameter edge, a point at which positive power is stronger, compared with the
center. When the object-side surface of third lens L3 has such a shape, it is possible to excellently correct curvature of
field and a lateral chromatic aberration.
[0202] The shape of the object-side surface of third lens L3 may be considered, as follows, in a manner similar to the
shape of the object-side of second lens L2 explained with reference to Figure 3. In a lens cross section, when a point
between the center of the object-side surface of third lens L3 and the effective diameter edge is point X5", and an
intersection of a normal at the X5" and optical axis Z is point P5", segment X5"-P5" connecting point X5" and point P5" is
defined as a curvature radius at point X5", and the length |X5"-P5"| of the segment connecting point X5" and point P5"
is defined as absolute value |RX5"| of the curvature radius at point X5".
[0203] The expression of "a shape having positive power at the center, and including, between the center and the
effective diameter edge, a point at which positive power is stronger, compared with the center" means that a paraxial
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region including point Q5 has a convex shape, and that point P5" is located on the image side of point Q5, and that point
X5", at which absolute value |RX5"| of a curvature radius is less than absolute value |R5| of a curvature radius at point
Q5, is present.
[0204] It is desirable that the image-side surface of third lens L3 is an aspherical surface. It is desirable that the image-
side surface of third lens L3 has a shape having negative power at the center, and stronger negative power at an effective
diameter edge, compared with the center, or a shape having a flat surface at the center and negative power at the
effective diameter edge. When the image-side surface of third lens L3 has such a shape, it is possible to excellently
correct curvature of field.
[0205] The shape of the image-side surface of third lens L3 may be considered, as follows, in a manner similar to the
shape of the object-side of second lens L2 explained with reference to Figure 3. In a lens cross section, when an effective
diameter edge on the image-side surface of third lens L3 is point X6, and an intersection of a normal at the point and
optical axis Z is point P6, segment X6-P6 connecting point X6 and point P6 is defined as a curvature radius at point X6,
and the length |X6-P6| of the segment connecting point X6 and point P6 is defined as absolute value |RX6| of the
curvature radius at point X6. Therefore, |X6-P6|=|RX6|. Further, an intersection of the image-side surface of third lens
L3 and optical axis Z, in other words, the center of the image-side surface of third lens L3 is point Q6, and the absolute
value of a curvature radius at point Q6 is |R6|.
[0206] The expression that the image-side surface of third lens L3 has "a shape having negative power at the center,
and stronger negative power at an effective diameter edge, compared with the center" means a shape in which a paraxial
region including point Q6 has a concave shape, and point P6 is located on the image side of point Q6, and absolute
value |RX6| of a curvature radius at point X6 is less than absolute value |R6| of a curvature radius at point Q6.
[0207] Further, the expression of "a shape having a flat surface at the center and negative power at the effective
diameter edge" means a shape in which a paraxial region including point Q6 is a flat surface, and point P6 is located
on the image side of point Q6.
[0208] It is desirable that the object-side surface of fourth lens L4 is an aspherical surface. It is desirable that the
object-side surface of fourth lens L4 has a shape having negative power at the center, and stronger negative power at
an effective diameter edge, compared with the center, or a shape having a flat surface at the center and negative power
at the effective diameter edge. When fourth lens L4 has such a shape, it is possible to excellently correct a spherical
aberration and curvature of field.
[0209] The shape of the object-side surface of fourth lens L4 may be considered, as follows, in a manner similar to
the shape of the object-side of second lens L2 explained with reference to Figure 3. In a lens cross section, when an
effective diameter edge on the obj ect-side surface of fourth lens L4 is point X8, and an intersection of a normal at the
point and optical axis Z is point P8, segment X8-P8 connecting point X8 and point P8 is defined as a curvature radius
at point X8, and the length |X8-P8| of the segment connecting point X8 and point P8 is defined as absolute value |RX8|
of the curvature radius at point X8. Therefore, |XB-P8|=|RX8|. Further, an intersection of the object-side surface of fourth
lens L4 and optical axis Z, in other words, the center of the object-side surface of fourth lens L4 is point Q8, and the
absolute value of a curvature radius at point Q8 is |R8|.
[0210] The expression that the object-side surface of fourth lens L4 has "a shape having negative power at the center,
and stronger negative power at an effective diameter edge, compared with the center" means a shape in which a paraxial
region including point Q8 has a concave shape, and point P8 is located on the object side of point Q8, and absolute
value |RX8| of a curvature radius at point X8 is less than absolute value |R8| of a curvature radius at point Q8.
[0211] Further, the expression of "a shape having a flat surface at the center and negative power at the effective
diameter edge" means a shape in which a paraxial region including point Q8 is a flat surface, and point P8 is located
on the object side of point Q8.
[0212] It is desirable that the image-side surface of fourth lens L4 is an aspherical surface. It is desirable that the
image-side surface of fourth lens L4 has a shape having positive power at the center, and weaker positive power at an
effective diameter edge, compared with the center. When fourth lens L4 has such a shape, it is possible to excellently
correct a spherical aberration, curvature of field and distortion.
[0213] The shape of the image-side surface of fourth lens L4 may be considered, as follows, in a manner similar to
the shape of the object-side of second lens L2 explained with reference to Figure 3. In a lens cross section, when an
effective diameter edge on the image-side surface of fourth lens L4 is point X9, and an intersection of a normal at the
point and optical axis Z is point P9, segment X9-P9 connecting point X9 and point P9 is defined as a curvature radius
at point X9, and the length |X9-P9| of the segment connecting point X9 and point P9 is defined as absolute value |RX9|
of the curvature radius at point X9. Therefore, |X9-P9|=|RX9|. Further, an intersection of the image-side surface of fourth
lens L4 and optical axis Z, in other words, the center of the image-side surface of fourth lens L4 is point Q9, and the
absolute value of a curvature radius at point Q9 is |R9|
[0214] The expression that the image-side surface of fourth lens L4 has "a shape having positive power at the center,
and weaker positive power at an effective diameter edge, compared with the center" means a shape in which a paraxial
region including point Q9 has a convex shape, and point P9 is located on the object side of point Q9, and absolute value
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|RX9| of a curvature radius at point X9 is greater than absolute value |R9| of a curvature radius at point Q9.
[0215] When each surface of the object-side surface of second lens L2 through the image-side surface of fourth lens
L4 has an aspherical shape as described above, it is possible to excellently correct distortion in addition to a spherical
aberration, curvature of field and a coma aberration.
[0216] It is desirable that first lens L1 has a positive meniscus shape. Then, it becomes possible to produce a wide
angle lens exceeding, for example, 180 degrees. When first lens L1 is a biconcave lens, it is possible to easily increase
the power of first lens L1. Therefore, it is possible to easily widen an angle of view. However, rays are sharply bent by
first lens L1. Therefore, correction of distortion becomes difficult. Further, when the object-side surface is a concave
surface, an angle of incidence of peripheral rays entering the lens surface becomes large. Therefore, when rays enter
the surface, a reflection loss becomes large. Hence, a peripheral area becomes dark. Further, when an angle of incidence
of a ray exceeds 180 degrees, the ray cannot enter the surface. Therefore, it is desirable that first lens L1 is a positive
meniscus lens having a convex surface directed toward the object side to easily correct distortion while achieving a wide
angle of view.
[0217] It is desirable that second lens L2 has a biconcave shape. When second lens L2 has a biconcave shape, it
becomes possible to easily widen an angle of view, and to easily correct curvature of field, distortion and a spherical
aberration. When second lens L2 has a biconcave shape, the absolute value of a curvature radius of the object-side
surface may be less than the absolute value of a curvature radius of the image-side surface. When the absolute value
of the curvature radius of the object-side surface is less than the absolute value of the curvature radius of the image-
side surface, it becomes possible to easily correct curvature of field, a coma aberration and a spherical aberration in an
excellent manner.
[0218] Second lens L2 may have a meniscus shape having a convex surface directed toward the object side. When
second lens L2 has a meniscus shape having a convex surface directed toward the object side, it is possible to easily
reduce the size of the lens system in the diameter direction while achieving a wide angle of view.
[0219] Second lens L2 may have a plano-concave shape having a flat surface directed toward the obj ect side. In
such a case, it is possible to easily reduce the diameter of the lens while excellently correcting curvature of field.
[0220] It is desirable that third lens L3 has a meniscus shape having a convex surface directed toward the object side.
Then, it is possible to excellently correct curvature of field and a coma aberration.
[0221] Third lens L3 may have a plano-convex shape having a convex surface directed toward the object side in a
paraxial region. In such a case, it is possible to excellently correct curvature of field and a coma aberration.
[0222] It is desirable that fourth lens L4 has a meniscus shape having a convex surface directed toward the image
side. In such a case, it is possible to excellently correct a spherical aberration and curvature of field.
[0223] Fourth lens L4 may have a plano-convex shape having a convex surface directed toward the image side. In
such a case, it is possible to excellently correct a spherical aberration and curvature of field.
[0224] It is desirable that the material of first lens L1 is glass. When an imaging lens is used in tough environment
conditions, for example, such as use in an in-vehicle camera or a surveillance camera, the first lens L1, which is arranged
on the most object side, needs to use a material resistant to a deterioration of a surface by wind and rain and a change
in temperature by direct sun light, and resistant to chemicals, such as oils and fats and detergents. In other words, the
material needs to be highly water-resistant, weather-resistant, acid-resistant, chemical-resistant, and the like. Further,
in some cases, the material needs to be hard and not easily breakable. If the material of the first lens L1 is glass, it is
possible to satisfy such needs. Alternatively, transparent ceramic may be used as the material of the first lens L1.
[0225] One or both of the surfaces of first lens L1 may be aspheric. When first lens L1 is a glass aspherical lens, it is
possible to more excellently correct various aberrations.
[0226] Further, a protection means may be applied to the object-side surface of first lens L1 to increase the strength,
scratch-resistance, and chemical-resistance of the surface. In that case, the material of first lens L1 may be plastic. The
protection means may be a hard coating or a water-repellent coating.
[0227] It is desirable that a material of one of second lens L2, third lens L3 and fourth lens L4, or materials of arbitrary
plural lenses of them in combination are plastic. When the material is plastic, it is possible to structure the lens system
at low cost and at light weight. Further, when an aspherical surface is provided, it is possible to accurately produce the
aspherical shape. Therefore, it is possible to produce a lens having excellent performance.
[0228] It is desirable that the material of second lens L2 is polyolefin. Polyolefin can produce a material having a low
water absorption ratio, high transparency, low double refraction, and a large Abbe number. When the material of second
lens L2 is polyolefin, it is possible to produce a lens a change in the shape of which by absorption of water is small, and
which has high transparency and low double refraction. Further, since it is possible to produce the material having a
large Abbe number, it is possible to suppress generation of a longitudinal chromatic aberration and a lateral chromatic
aberration. Further, it is possible to produce a highly environment-resistant lens having excellent resolution performance.
[0229] It is desirable that the material of third lens L3 is polycarbonate. Polycarbonate has a small Abbe number. When
polycarbonate is used in third lens L3, it is possible to excellently correct a lateral chromatic aberration.
[0230] It is desirable that the material of fourth lens L4 is polyolefin. Polyolefin can produce a material having a low
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water absorption ratio, high transparency, low double refraction, and a large Abbe number. When the material of fourth
lens L4 is polyolefin, it is possible to produce a lens a change in the shape of which by absorption of water is small, and
which has high transparency and low double refraction. Further, since it is possible to produce the material having a
large Abbe number, it is possible to suppress generation of a longitudinal chromatic aberration and a lateral chromatic
aberration. Further, it is possible to produce a highly environment-resistant lens having excellent resolution performance.
[0231] The material of second lens L2 and fourth lens L4 may be acrylic. Since acrylic is inexpensive, it is possible to
lower the cost of the lens system by using acrylic.
[0232] When plastic material is used in at least one of second lens L2, third lens L3 and fourth lens L4, so-called nano
composite material, in which particles smaller than the wavelength of light are mixed into plastic, may be used as the
material.
[0233] A material of one of second lens L2, third lens L3 and fourth lens L4, or materials of arbitrary plural lenses of
them in combination may be glass. When the material is glass, it is possible to suppress a deterioration of performance
caused by a change in temperature.
[0234] It is desirable that a glass transition temperature (Tg) of the material of at least one of first lens L1, second lens
L2, third lens L3 and fourth lens L4 is higher than or equal to 145°C, and higher than or equal to 150°C is more desirable.
When a material the glass transition temperature of which is higher than or equal to 150°C is used, it is possible to
produce a lens having excellent heat-resistant characteristics.
[0235] Further, a filter that cuts ultraviolet light through blue light, or an IR (InfraRed) cut filter, which cuts infrared light,
may be inserted between the lens system and the imaging device 5 based on the purpose of use of the imaging lens 1.
Alternatively, a coating having properties similar to those of the aforementioned filter may be applied to a lens surface,
or a material that absorbs ultraviolet light, blue light, infrared light or the like may be used as the material of one of the lenses.
[0236] Figure 1 illustrates a case in which optical member PP, which is assumed to be various filters, is arranged
between a lens system and the imaging device 5. Instead, the various filters may be arranged between lenses. Alter-
natively, a coating having an action similar to that of the various filters may be applied to a lens surface of one of the
lenses included in the imaging lens.
[0237] Here, rays of light passing through the outside of the effective diameter between lenses may become stray
light, and reach the image plane. Further, the stray light may become ghost. Therefore, it is desirable that a light shield
means for blocking the stray light is provided, if necessary. The light shield means may be provided, for example, by
applying an opaque paint to a portion of a lens in the outside of the effective diameter, or by providing there an opaque
plate member. Alternatively, an opaque plate member, as a light shield means, may be provided in the optical path of
rays that will become stray light. Alternatively, a hood-like member for blocking stray light may be provided further on
the object side of the most-object-side lens. Figure 1 illustrates an example in which light shieldmeans 11, 12 are provided
on the outside of the effective diameter on the image-side surface of first lens L1 and on the image-side surface of
second lens L2, respectively. The position at which the light shield means is provided is not limited to the example
illustrated in Figure 1. The light shield means may be arranged on another lens or between lenses.
[0238] Further, a member, such as a stop, may be arranged between lenses to block peripheral rays in such a manner
that relative illumination is within a practically acceptable range. The peripheral rays are rays from an object point that
is not on optical axis Z, and pass through the peripheral portion of the entrance pupil of an optical system. When a
member that blocks the peripheral rays is provided in this manner, it is possible to improve the image quality in the
peripheral portion of the image formation area. Further, the member can reduce ghost by blocking light that generates
the ghost.
[0239] In the imaging lenses according to the first through third embodiments, it is desirable that the lens system
consists of only four lenses of first lens L1, second lens L2, third lens L3 and fourth lens L4. When the lens system
consists of only four lenses, it is possible to lower the cost of the lens system.
[0240] An imaging apparatus according to an embodiment of the present invention includes the imaging lens according
to an embodiment of the present invention. Therefore, it is possible to structure the imaging apparatus in small size and
at low cost. Further, the imaging apparatus has a sufficiently wide angle of view, and can obtain an excellent image
having high resolution by using an imaging device.
[0241] The imaging lens according to the first through third embodiments of the present invention may include at least
one of structures of the other embodiments, or at least one of desirable structures of the other embodiments. For example,
the imaging lens according to the first embodiment may include the structure of the second embodiment, or the imaging
lens according to the second embodiment may include a desirable structure described as the structure of the first
embodiment.

[Numerical Value Example of Imaging Lens]

[0242] Next, numerical value examples of imaging lenses of the present invention will be described. Lens cross sections
of imaging lenses of Example 1 through Example 28 are illustrated in Figure 4 through Figure 31, respectively. In Figure
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4 through Figure 31, the left side of the diagram is the object side, and the right side of the diagram is the image side.
Further, aperture stop St, optical member PP and the imaging device 5, which is arranged on image plane Sim, are also
illustrated in a similar manner to Figure 1 and Figure 2. In each diagram, aperture stop St does not represent the shape
nor the size of aperture stop St but the position of aperture stop St on optical axis Z. In each example, signs Ri, Di (i=1,
2, 3,...) in the lens cross section correspond to Ri, Di in lens data that will be described next.
[0243] Table 1 through Table 28 show lens data about the imaging lenses of Example 1 through Example 28, respec-
tively. In each table, (A) shows basic lens data, and (B) shows various kinds of data, and (C) shows aspherical surface data.
[0244] In the basic lens data, column Si shows the surface number of the i-th surface (i= 1, 2, 3,...). The object-side
surface of the most object-side composition element is the first surface, and surface numbers sequentially increase
toward the image side. Column Ri shows the curvature radius of the i-th surface, and column Di shows a distance
between the i-th surface and the (i+1)th surface on optical axis Z. Here, the sign of a curvature radius is positive when
the shape of a surface is convex toward the object side, and the sign of a curvature radius is negative when the shape
of a surface is convex toward the image side. Further, column Ndj shows the refractive index of the j-th optical element
(j=1, 2, 3,...) for d-line (wavelength is 587.6 nm). The most-object side lens is the first optical element, and the number
j sequentially increases toward the image side. The column vdj shows the Abbe number of the j-th optical element for
d-line. Here, the basic lens data include aperture stop St and optical member PP. In the column of the surface number,
the term (St) is also written for a surface corresponding to aperture stop St.
[0245] In the basic lens data, mark "*" is attached to the surface number of an aspherical surface. The basic lens data
show, as the curvature radius of an aspherical surface, the numerical value of a paraxial curvature radius (a curvature
radius at the center) . The aspherical surface data show the surface numbers of aspherical surfaces and aspherical
surface coefficients related to the respective aspherical surfaces. In the aspherical surface data, "E-n" (n: integer) means
"x10-n", and "E+n" means "x10n". Here, the aspherical surface coefficients are values of coefficients KA, RBm (m=3,
4, 5,...20) in the following aspherical equation: 

where

Zd: depth of an aspherical surface (the length of a perpendicular from a point on the aspherical surface at height Y
to a plane that contacts with the vertex of the aspherical surface and is perpendicular to the optical axis),
Y: height (the length from the optical axis to the lens surface),
C: paraxial curvature, and
KA, RBm: aspherical surface coefficients (m=3, 4, 5, ...20).

[0246] In various kinds of data, Fno. is an F-number, and Bf (in Air) is a distance (corresponding to back focus, distance
in air) on optical axis Z from the image-side surface of the most-image-side lens to image plane Sim, and L (in Air) is a
distance (a back focus portion is a distance in air) on optical axis Z from the object-side surface of first lens L1 to image
plane Sim, and f is the focal length of the entire system, and f1 is the focal length of first lens L1, and f2 is the focal
length of second lens L2, and f3 is the focal length of third lens L3, and f34 is a combined focal length of third lens L3
and fourth lens L4, and f123 is a combined focal length of first lens L1, second lens L2 and third lens L3.
[0247] Tables 29 and 30 collectively show values corresponding to conditional formulas (1) through (20) for each
example.
[0248] As the unit of each numerical value, "mm" is used for length. However, this unit is only an example. Since an
optical system can be used by proportionally enlarging or reducing the optical system, other appropriate units may be used.
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[0249] In all of the imaging lenses of Examples 1 through 28, first lens L1 is a glass spherical lens, and second lens
L2, third lens L3 and fourth lens L4 are plastic aspherical lenses.
[0250] Figure 32 (A) through Figure 32 (D), Figure 33 (A) through Figure 33(D), Figure 34 (A) through Figure 34 (D),
Figure 35 (A) through Figure 35 (D), Figure 36 (A) through Figure 36 (D), Figure 37 (A) through Figure 37(D), Figure 38
(A) through Figure 38(D), Figure 39 (A) through Figure 39 (D), Figure 40 (A) through Figure 40(D), Figure 41 (A) through
Figure 41(D), Figure 42 (A) through Figure 42(D), Figure 43 (A) through Figure 43(D), Figure 44 (A) through Figure
44(D), Figure 45 (A) through Figure 45(D), Figure 46 (A) through Figure 46(D), Figure 47 (A) through Figure 47(D),
Figure 48 (A) through Figure 48(D), Figure 49 (A) through Figure 49(D), Figure 50 (A) through Figure 50 (D), Figure 51
(A) through Figure 51(D), Figure 52(A) through Figure 52(D), Figure 53(A) through Figure 53(D), Figure 54(A) through
Figure 54(D), Figure 55(A) through Figure 55(D), Figure 56 (A) through Figure 56(D), Figure 57 (A) through Figure 57(D),

[TABLE 30]

CONDITIONAL FORMULA

EXAMPLE
(15) (16) (17) (18) (19) (20)

D3/f (R1-R2)/(R1+R2) R1/L (R5-R6)/(R5+R6) f/f123 f34/f

1 0.97 0.59 1.38 -1.00 -0.11 2.74

2 1.40 0.60 1.39 -0.91 0.03 4.80

3 0.94 0.61 1.47 -0.98 -0.15 2.69

4 0.91 0.58 1.33 -0.95 -0.14 2.58

5 0.91 0.58 1.33 -0.95 -0.15 2.55

6 0.92 0.59 1.34 -0.92 -0.08 2.70

7 0.93 0.60 1.46 -0.63 -0.24 2.68

8 0.92 0.59 1.41 -0.78 -0.19 2.68

9 0.93 0.60 1.44 -1.00 -0.14 2.65

10 0.96 0.59 1.40 -1.00 -0.11 2.68

11 1.58 0.01 1.64 -0.88 -0.08 4.52

12 1.44 0.56 1.48 -0.90 -0.06 5.29

13 1.34 0.58 1.38 -0.89 -0.02 4.65

14 1.40 0.60 1.39 -0.91 0.03 4.80

15 1.05 0.63 1.59 -0.93 -0.05 4.24

16 0.99 0.56 1.29 -0.93 0.04 2.77

17 0.99 0.58 1.28 -0.92 0.03 3.01

18 0.98 0.65 1.70 -0.93 0.05 2.64

19 0.97 0.59 1.30 -0.92 0.02 2.81

20 0.92 0.60 1.30 -0.84 0.02 3.45

21 1.27 0.61 1.52 -0.92 -0.02 3.90

22 1.28 0.61 1.39 -0.81 -0.02 4.20

23 1.24 0.62 1.45 -0.98 0.02 4.11

24 0.92 0.57 1.32 -1.00 -0.10 2.64

25 1.42 0.60 1.41 -1.00 -0.08 6.17

26 1.40 0.60 1.38 -0.98 0.06 5.22

27 1.00 0.58 1.29 -1.00 0.03 2.96

28 1.01 0.58 1.29 -1.00 0.00 2.76
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Figure 58 (A) through Figure 58(D), and Figure 59(A) through Figure 59(D) show aberration diagrams of the imaging
lenses of Examples 1 through 28, respectively.
[0251] Here, the aberration diagrams of Example 1 will be explained as an example, but the aberration diagrams of
the other examples are similar to those of Example 1. Figure 32(A), Figure 32 (B), Figure 32(C) and Figure 32(D) illustrate
a spherical aberration, astigmatism, distortion (distortion aberration), and a lateral chromatic aberration (a chromatic
aberration of magnification) in the imaging lens of Example 1, respectively. In the diagram of a spherical aberration, F
represents F-number, and in the other diagrams, ω represents a half angle of view. In the diagram of distortion, a shift
amount from an ideal image height 2f3tan(ϕ/2) is illustrated by using focal length f of the entire system and angle ϕ of
view (variable, 0≤ϕ≤ω). Each aberration diagram illustrates an aberration when d-line (587.56 nm) is a reference wave-
length. The diagram of spherical aberrations illustrates aberrations also for F-line (wavelength 486.13 nm), C-line (wave-
length 656.27 nm) and an offense against the sine condition (indicated as SNC). Further, the diagram of lateral chromatic
aberrations illustrates aberrations for F-line and C-line. Since the kinds of line used in the diagram of lateral chromatic
aberrations are the same as those used in the diagram of spherical aberrations, they are not written in the diagram of
lateral chromatic aberrations.
[0252] As these data show, the imaging lens of Examples 1 through 28 consists of four lenses, which are small number
of lenses, and producible in small size and at low cost. Further, it is possible to achieve an extremely wide angle of view,
which is a full angle of view of about 150 to 200 degrees. Further, F-number is in the range of 2.0 to 2.6, which is small.
Further, the imaging lens has high optical performance in which each aberration has been corrected in an excellent
manner. These imaging lenses are appropriate for use in a surveillance camera, an in-vehicle camera for imaging an
image on the front side, the lateral sides, the rear side or the like of a car, or the like.

[Embodiment of Imaging Apparatus]

[0253] Figure 60 illustrates, as an example of usage, a manner of mounting an imaging apparatus including the imaging
lens of the embodiment of the present invention in a car 100. In Figure 60, the car 100 includes an exterior camera 101
for imaging a driver’s blind spot on a side of a seat next to the driver, an exterior camera 102 for imaging a driver’s blind
spot on a rear side of the car 100, and an interior camera 103 for imaging the same range as the driver’ s visual field.
The interior camera 103 is attached to the back side of a rearview mirror. The exterior camera 101, the exterior camera
102, and the interior camera 103 are imaging apparatuses according to an embodiment of the present invention, and
they include an imaging lens according to an example of the present invention and an imaging device for converting an
optical image formed by the imaging lens into electrical signals.
[0254] The imaging lenses according to the examples of the present invention have the aforementioned advantages.
Therefore, the exterior cameras 101 and 102, and the interior camera 103 can be structured also in small size and at
low cost, and have wide angles of view. Further, they can obtain excellent images also in a peripheral portion of an
image formation area.
[0255] So far, the present invention has been described by using embodiments and examples. However, the present
invention is not limited to the aforementioned embodiments nor examples, and various modifications are possible. For
example, values of a curvature radius, a distance between surfaces, a refractive index, and an Abbe number of each
lens element are not limited to the values in the aforementioned examples of numerical values, but may be other values.
[0256] In the aforementioned examples, all of the lenses consist of homogeneous materials. Alternatively, a gradient
index lens having distributed refractive indices may be used. Further, in the aforementioned examples, second lens L2
through fourth lens L4 consist of refraction-type lenses on which aspherical surfaces are formed. A diffraction optical
element or elements may be formed on a surface or plural surfaces.
[0257] In the embodiment of the imaging apparatus, a case in which the present invention is applied to an in-vehicle
camera was described with reference to the drawing. However, the use of the present invention is not limited to this
purpose. For example, the present invention may be applied to a camera for a mobile terminal, a surveillance camera,
and the like.

Claims

1. An imaging lens comprising:

a negative first lens;
a negative second lens;
a third lens of a plano-convex shape having a convex surface directed toward an object side or of a positive
meniscus shape having a convex surface directed toward the object side; and
a fourth lens of a plano-convex shape having a convex surface directed toward an image side or of a positive
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meniscus shape having a convex surface directed toward the image side, which are arranged in this order from
the object side,
wherein the following conditional formula (3) is satisfied: 

where

f: a focal length of an entire system, and
f2: a focal length of the second lens.

2. An imaging lens comprising:

a negative first lens;
a second lens of a negative meniscus shape having a convex surface directed toward an object side;
a third lens of a plano-convex shape having a convex surface directed toward the object side or of a positive
meniscus shape having a convex surface directed toward the object side; and
a fourth lens of a plano-convex shape having a convex surface directed toward an image side or of a positive
meniscus shape having a convex surface directed toward the image side, which are arranged in this order from
the object side,
wherein the following conditional formula (3-1) is satisfied: 

where

f: a focal length of an entire system, and
f2: a focal length of the second lens.

3. The imaging lens, as defined in Claim 1 or 2, wherein the following conditional formula (3-3) is satisfied: 

4. The imaging lens, as defined in Claim 1 or 2, wherein the following conditional formula (3-4) is satisfied:

5. The imaging lens, as defined in Claim 1 or 2, wherein the following conditional formula (3-5) is satisfied: 

6. The imaging lens, as defined in Claim 1 or 2, wherein the following conditional formula (3-8) is satisfied: 

7. An imaging lens comprising:

a negative first lens;
a negative second lens of a biconcave shape;
a third lens of a plano-convex shape having a convex surface directed toward an object side or of a positive
meniscus shape having a convex surface directed toward the object side; and
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a fourth lens of a plano-convex shape having a convex surface directed toward an image side or of a positive
meniscus shape having a convex surface directed toward the image side, which are arranged in this order from
the object side,
wherein the following conditional formula (10) is satisfied: 

where

D4: a distance in air on an optical axis between the second lens and the third lens,
D5: a center thickness of the third lens, and
f: a focal length of an entire system.

8. The imaging lens, as defined in Claim 7, wherein the following conditional formula (10-1) is satisfied: 

9. The imaging lens, as defined in Claim 7, wherein the following conditional formula (10-2) is satisfied: 

10. The imaging lens, as defined in Claim 7, wherein the following conditional formula (10-3) is satisfied: 

11. The imaging lens, as defined in any one of Claims 1 to 10, wherein the following conditional formula (13) is satisfied: 

where

R1: a curvature radius of an object-side surface of the first lens, and
f: the focal length of the entire system.

12. The imaging lens, as defined in any one of Claims 1 to 11, wherein the following conditional formula (14) is satisfied: 

where

R6: a curvature radius of an image-side surface of the third lens, and
f: the focal length of the entire system.

13. The imaging lens, as defined in any one of Claims 1 to 12, wherein the following conditional formula (15) is satisfied: 

where

D3: a center thickness of the second lens, and
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f: the focal length of the entire system.

14. The imaging lens, as defined in any one of Claims 1 to 13, wherein the following conditional formula (16) is satisfied: 

where

R1: a curvature radius of an object-side surface of the first lens, and
R2: a curvature radius of an image-side surface of the first lens.

15. The imaging lens, as defined in any one of Claims 1 to 14, wherein the following conditional formula (17) is satisfied: 

where

R1: a curvature radius of an object-side surface of the first lens, and
L: a distance from a vertex of an object-side surface of the first lens to an image plane.

16. The imaging lens, as defined in any one of Claims 1 to 15, wherein the following conditional formula (18) is satisfied: 

where

R5: a curvature radius of an object-side surface of the third lens, and
R6: a curvature radius of an image-side surface of the third lens.

17. The imaging lens, as defined in any one of Claims 1 to 16, wherein the following conditional formula (19) is satisfied: 

where

f: the focal length of the entire system, and
f123: a combined focal length of the first lens, the second lens and the third lens.

18. The imaging lens, as defined in any one of Claims 1 to 17, wherein the following conditional formula (20) is satisfied: 

where

f34: a combined focal length of the third lens and the fourth lens, and
f: the focal length of the entire system.

19. The imaging lens, as defined in any one of Claims 1 to 18, wherein a material constituting the third lens is polycar-
bonate.

20. An imaging apparatus comprising:
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the imaging lens, as defined in any one of Claims 1 to 19, mounted thereon.
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