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(54) Object tracking and steer maneuvers for materials handling vehicles

(57) A method for a materials handling vehicle to im-
plement a steer maneuver comprising: receiving sensor
data from at least one sensing device by a controller on
a materials handling vehicle; detecting that a selected
object is in an environment proximate the vehicle; in re-
sponse to an operator initiated request, performing a

steer maneuver by the controller causing the vehicle to
steer such that the vehicle is substantially maintained at
a desired distance from the selected object. The operator
designates whether to substantially maintain the vehicle
at a desired distance from an object on the left or right
side of the vehicle.
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Description

TECHNICAL FIELD

[0001] The present invention relates in general to ma-
terials handling vehicles, and more particularly, to object
tracking and steer correction schemes for materials han-
dling vehicles, such as remotely operated low level order
picking trucks.

BACKGROUND ART

[0002] Low level order picking trucks are commonly
used for picking stock in warehouses and distribution
centers. Such order picking trucks typically include load
carrying forks and a power unit having a platform upon
which an operator may step and ride while controlling the
truck. The power unit also has a steerable wheel and
corresponding traction and steering control mechanisms,
e.g., a movable steering arm that is coupled to the steer-
able wheel. A control handle attached to the steering arm
typically includes the operational controls necessary for
driving the truck and operating its load handling features.
[0003] In a typical stock picking operation, an operator
fills orders from available stock items that are located in
storage areas provided along a plurality of aisles of a
warehouse or distribution center. In this regard, the op-
erator drives a low level order picking truck to a first lo-
cation where item(s) are to be picked. In a pick process,
the operator typically steps off the order picking truck,
walks over to the appropriate location and retrieves the
ordered stock item(s) from their associated storage ar-
ea(s). The operator then returns to the order picking truck
and places the picked stock on a pallet, collection cage
or other support structure carried by the truck forks. Upon
completing the pick process, the operator advances the
order picking truck to the next location where item(s) are
to be picked. The above process is repeated until all stock
items on the order have been picked.
[0004] It is not uncommon for an operator to repeat the
pick process several hundred times per order. Moreover,
the operator may be required to pick numerous orders
per shift. As such, the operator may be required to spend
a considerable amount of time relocating and reposition-
ing the order picking truck, which reduces the time avail-
able for the operator to spend picking stock.

DISCLOSURE OF INVENTION

[0005] In accordance with various aspects of the
present invention, methods and systems are provided
for a materials handling vehicle to automatically perform
a steer correction maneuver. Sensor data is received by
a controller on a materials handling vehicle from at least
one sensing device. Based on the received sensor data,
a first object is detected that is located in a first zone
defined at least partially on a first side of the vehicle, and
a second object is detected that is located in a second

zone defined at least partially on a second side of the
vehicle, wherein the second object is closer to a central
axis of the vehicle than the first object. A steer correction
maneuver is automatically performed by steering the ve-
hicle toward the first object so as to steer the vehicle
away from the second object until at least one of: the first
object enters a predefined portion of the first zone; and
the second object exits a predefined portion of the second
zone.
[0006] In accordance with other aspects of the present
invention, methods and systems are provided for tracking
objects detected by at least one sensing device on a ma-
terials handling vehicle. Sensor data is received by a con-
troller on a materials handling vehicle from at least one
sensing device. The sensor data includes: data repre-
sentative of whether an object is detected in a scanned
zone that is scanned by the at least one sensing device,
the scanned zone being a part of an environment in which
objects are tracked; and data representative of a lateral
distance that any detected objects are from a reference
coordinate associated with the vehicle. Each detected
object is tracked until the object is no longer located in
the environment by: assigning the object to at least one
bucket defined within the scanned zone by the at least
one sensing device; and using at least one of subsequent
sensor data and dead reckoning to re-assign the object
to adjacent buckets and to determine an updated lateral
distance that the object is from the reference coordinate
as the vehicle moves. The controller automatically im-
plements a steer correction maneuver if a tracked object
enters a steer away zone defined within the environment.
[0007] In accordance with other aspects of the present
invention, methods and systems are provided for a ma-
terials handling vehicle to automatically implement a
steer maneuver. Sensor data is received by a controller
on a materials handling vehicle from at least one sensing
device. A selected object is detected in an environment
proximate the vehicle. A steer maneuver is performed by
steering the vehicle such that the vehicle is substantially
maintained at a desired distance from the selected ob-
ject.

BRIEF DESCRIPTION OF DRAWINGS

[0008]

Fig. 1 is an illustration of a materials handling vehicle
capable of remote wireless operation according to
various aspects of the present invention;
Fig. 2 is a schematic diagram of several components
of a materials handling vehicle capable of remote
wireless operation according to various aspects of
the present invention;
Fig. 3 is a schematic diagram illustrating detection
zones of a materials handling vehicle according to
various aspects of the present invention;
Fig. 4 is a schematic diagram illustrating an exem-
plary approach for detecting an object according to
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various aspects of the present invention;
Fig. 5 is a schematic diagram illustrating a plurality
of detection zones of a materials handling vehicle
according to further aspects of the present invention;
Fig. 6 is an illustration of a materials handling vehicle
having spaced-apart obstacle detectors according
to various aspects of the present invention;
Fig. 7 is an illustration of a materials handling vehicle
having obstacle detectors according to further as-
pects of the present invention;
Fig. 8 is an illustration of a materials handling vehicle
having obstacle detectors according to still further
aspects of the present invention;
Fig. 9 is a schematic block diagram of a control sys-
tem of a materials handling vehicle that is coupled
to sensors for detecting objects in the travel path of
the vehicle according to various aspects of the
present invention;
Figs. 10 is a flow chart of a method of implementing
steer correction according to various aspects of the
present invention;
Fig. 11 is a schematic illustration of a materials han-
dling vehicle traveling down a narrow warehouse
aisle under remote wireless operation, which is au-
tomatically implementing a steer correction maneu-
ver according to various aspects of the present in-
vention;
Fig. 12 is a graph illustrating an exemplary speed of
a materials handling vehicle implementing a steer
correction maneuver under remote wireless opera-
tion according to various aspects of the present in-
vention;
Fig. 13 is a graph illustrating exemplary steer bumper
input data to a controller, which illustrates whether
an object is sensed in the left or right steer bumper
zones, according to various aspects of the present
invention;
Fig. 14 is a graph illustrating exemplary steer cor-
rection in degrees to illustrate an exemplary and il-
lustrative steer correction maneuver applied to a ma-
terials handling vehicle under remote wireless oper-
ation according to various aspects of the present in-
vention;
Figs. 15A-15C are schematic illustrations of an ex-
emplary environment used in connection with object
tracking in a materials handling vehicle traveling un-
der remote wireless operation according to various
aspects of the present invention;
Figs. 16A-16C are schematic illustrations of exem-
plary zones used for implementing steer maneuvers
in a materials handling vehicle traveling under re-
mote wireless operation according to various as-
pects of the present invention; and
Fig. 17A-17C are schematic illustrations of a mate-
rials handling vehicle traveling down a warehouse
aisle under remote wireless operation, which is au-
tomatically implementing steer maneuvers accord-
ing to various aspects of the present invention.

MODES FOR CARRYING OUT THE INVENTION

[0009] In the following detailed description of the illus-
trated embodiments, reference is made to the accompa-
nying drawings that form a part hereof, and in which is
shown by way of illustration, and not by way of limitation,
specific embodiments in which the invention may be
practiced. It is to be understood that other embodiments
may be utilized and that changes may be made without
departing from the spirit and scope of various embodi-
ments of the present invention.

Low Level Order Picking Truck:

[0010] Referring now to the drawings, and particularly
to Fig. 1, a materials handling vehicle, which is illustrated
as a low level order picking truck 10, includes in general
a load handling assembly 12 that extends from a power
unit 14. The load handling assembly 12 includes a pair
of forks 16, each fork 16 having a load supporting wheel
assembly 18. The load handling assembly 12 may in-
clude other load handling features in addition to, or in lieu
of the illustrated arrangement of the forks 16, such as a
load backrest, scissors-type elevating forks, outriggers
or separate height adjustable forks. Still further, the load
handling assembly 12 may include load handling features
such as a mast, a load platform, collection cage or other
support structure carried by the forks 16 or otherwise
provided for handling a load supported and carried by
the truck 10.
[0011] The illustrated power unit 14 comprises a step-
through operator’s station dividing a first end section of
the power unit 14 (opposite the forks 16) from a second
end section (proximate the forks 16). The step-through
operator’s station provides a platform upon which an op-
erator may stand to drive the truck 10 and/or to provide
a position from which the operator may operate the var-
ious included features of the truck 10.
[0012] Presence sensors 58 may be provided to detect
the presence of an operator on the truck 10. For example,
presence sensors 58 may be located on, above or under
the platform floor, or otherwise provided about the oper-
ator’s station. In the exemplary truck of Fig. 1, the pres-
ence sensors 58 are shown in dashed lines indicating
that they are positioned under the platform floor. Under
this arrangement, the presence sensors 58 may com-
prise load sensors, switches, etc. As an alternative, the
presence sensors 58 may be implemented above the
platform floor, such as by using ultrasonic, capacitive or
other suitable sensing technology. The utilization of pres-
ence sensors 58 will be described in greater detail herein.
[0013] An antenna 66 extends vertically from the power
unit 14 and is provided for receiving control signals from
a corresponding wireless remote control device 70. The
remote control device 70 may comprise a transmitter that
is worn or otherwise maintained by the operator. The
remote control device 70 is manually operable by an op-
erator, e.g., by pressing a button or other control, to cause
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the remote control device 70 to wirelessly transmit at least
a first type signal designating a travel request to the truck
10. The travel request is a command that requests the
corresponding truck 10 to travel by a predetermined
amount, as will be described in greater detail herein.
[0014] The truck 10 also comprises one or more ob-
stacle sensors 76, which are provided about the truck
10, e.g., towards the first end section of the power unit
14 and/or to the sides of the power unit 14. The obstacle
sensors 76 include at least one contactless obstacle sen-
sor on the truck 10, and are operable to define at least
one detection zone. For example, at least one detection
zone may define an area at least partially in front of a
forward traveling direction of the truck 10 when the truck
10 is traveling in response to a wirelessly received travel
request from the remote control device 70, as will also
be described in greater detail herein.
[0015] The obstacle sensors 76 may comprise any
suitable proximity detection technology, such as an ul-
trasonic sensors, optical recognition devices, infrared
sensors, laser scanner sensors, etc., which are capable
of detecting the presence of objects/obstacles or are ca-
pable of generating signals that can be analyzed to detect
the presence of objects/obstacles within the predefined
detection zone(s) of the power unit 14.
[0016] In practice, the truck 10 may be implemented
in other formats, styles and features, such as an end
control pallet truck that includes a steering tiller arm that
is coupled to a tiller handle for steering the truck. Simi-
larly, although the remote control device 70 is illustrated
as a glove-like structure 70, numerous implementations
of the remote control device 70 may be implemented,
including for example, finger worn, lanyard or sash
mounted, etc. Still further, the truck, remote control sys-
tem and/or components thereof, including the remote
control device 70, may comprise any additional and/or
alternative features or implementations, examples of
which are disclosed in U.S. Provisional Patent Applica-
tion Serial No. 60/825,688, filed September 14, 2006 en-
titled "SYSTEMS AND METHODS OF REMOTELY
CONTROLLING A MATERIALS HANDLING VEHICLE;"
U.S. Patent Application Serial No. 11/855,310, filed Sep-
tember 14, 2007 entitled "SYSTEMS AND METHODS
OF REMOTELY CONTROLLING A MATERIALS HAN-
DLING VEHICLE;" U.S. Patent Application Serial No.
11/855,324, filed September 14, 2007 entitled "SYS-
TEMS AND METHODS OF REMOTELY CONTROL-
LING A MATERIALS HANDLING VEHICLE;" U.S. Pro-
visional Patent Application Serial No. 61/222,632, filed
July 2, 2009, entitled "APPARATUS FOR REMOTELY
CONTROLLING A MATERIALS HANDLING VEHICLE;"
U.S. Patent Application Serial No. 12/631,007, filed De-
cember 4, 2009, entitled "MULTIPLE ZONE SENSING
FOR MATERIALS HANDLING VEHICLES;" U.S. Provi-
sional Patent Application Serial No. 61/119,952, filed De-
cember 4, 2008, entitled "MULTIPLE ZONE SENSING
FOR REMOTELY CONTROLLED MATERIALS HAN-
DLING VEHICLES;" and/or U.S. Patent No. 7,017,689,

issued March 28, 2006, entitled "ELECTRICAL STEER-
ING ASSIST FOR MATERIAL HANDLING VEHICLE;"
the entire disclosures of which are each hereby incorpo-
rated by reference herein.

Control System for Remote Operation of a Low Level 
Order Picking Truck:

[0017] Referring to Fig. 2, a block diagram illustrates
a control arrangement for integrating remote control com-
mands with the truck 10. The antenna 66 is coupled to a
receiver 102 for receiving commands issued by the re-
mote control device 70. The receiver 102 passes the re-
ceived control signals to a controller 103, which imple-
ments the appropriate response to the received com-
mands and may thus also be referred to herein as a mas-
ter controller. In this regard, the controller 103 is imple-
mented in hardware and may also execute software (in-
cluding firmware, resident software, micro-code, etc.)
Furthermore, aspects of the present invention may take
the form of a computer program product embodied in one
or more computer readable medium(s) having computer
readable program code embodied thereon. For example,
the truck 10 may include memory that stores the compu-
ter program product, which, when implemented by a
processor of the controller 103, implements steer correc-
tion as described more fully herein.
[0018] Thus, the controller 103 may define, at least in
part, a data processing system suitable for storing and/or
executing program code and may include at least one
processor coupled directly or indirectly to memory ele-
ments, e.g., through a system bus or other suitable con-
nection. The memory elements can include local memory
employed during actual execution of the program code,
memory that is integrated into a microcontroller or appli-
cation specific integrated circuit (ASIC), a programmable
gate array or other reconfigurable processing device, etc.
[0019] The response implemented by the controller
103 in response to wirelessly received commands, e.g.,
via the wireless transmitter 70 and corresponding anten-
nae 66 and receiver 102, may comprise one or more
actions, or inaction, depending upon the logic that is be-
ing implemented. Positive actions may comprise control-
ling, adjusting or otherwise affecting one or more com-
ponents of the truck 10. The controller 103 may also re-
ceive information from other inputs 104, e.g., from sourc-
es such as the presence sensors 58, the obstacle sen-
sors 76, switches, load sensors, encoders and other de-
vices/features available to the truck 10 to determine ap-
propriate action in response to the received commands
from the remote control device 70. The sensors 58, 76,
etc. may be coupled to the controller 103 via the inputs
104 or via a suitable truck network, such as a control area
network (CAN) bus 110.
[0020] In an exemplary arrangement, the remote con-
trol device 70 is operative to wirelessly transmit a control
signal that represents a first type signal such as a travel
command to the receiver 102 on the truck 10. The travel
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command is also referred to herein as a "travel signal",
"travel request" or "go signal". The travel request is used
to initiate a request to the truck 10 to travel by a prede-
termined amount, e.g., to cause the truck 10 to advance
or jog in a first direction by a limited travel distance. The
first direction may be defined, for example, by movement
of the truck 10 in a power unit 14 first, i.e., forks 16 to the
back, direction. However, other directions of travel may
alternatively be defined. Moreover, the truck 10 may be
controlled to travel in a generally straight direction or
along a previously determined heading. Corresponding-
ly, the limited travel distance may be specified by an ap-
proximate travel distance, travel time or other measure.
[0021] Thus, a first type signal received by the receiver
102 is communicated to the controller 103. If the control-
ler 103 determines that the travel signal is a valid travel
signal and that the current vehicle conditions are appro-
priate (explained in greater detail below), the controller
103 sends a signal to the appropriate control configura-
tion of the particular truck 10 to advance and then stop
the truck 10. Stopping the truck 10 may be implemented,
for example, by either allowing the truck 10 to coast to a
stop or by initiating a brake operation to cause the truck
10 to brake to a stop.
[0022] As an example, the controller 103 may be com-
municably coupled to a traction control system, illustrated
as a traction motor controller 106 of the truck 10. The
traction motor controller 106 is coupled to a traction motor
107 that drives at least one steered wheel 108 of the
truck 10. The controller 103 may communicate with the
traction motor controller 106 so as to accelerate, decel-
erate, adjust and/or otherwise limit the speed of the truck
10 in response to receiving a travel request from the re-
mote control device 70. The controller 103 may also be
communicably coupled to a steer controller 112, which
is coupled to a steer motor 114 that steers at least one
steered wheel 108 of the truck 10. In this regard, the truck
10 may be controlled by the controller 103 to travel an
intended path or maintain an intended heading in re-
sponse to receiving a travel request from the remote con-
trol device 70.
[0023] As yet another illustrative example, the control-
ler 103 may be communicably coupled to a brake con-
troller 116 that controls truck brakes 117 to decelerate,
stop or otherwise control the speed of the truck 10 in
response to receiving a travel request from the remote
control device 70. Still further, the controller 103 may be
communicably coupled to other vehicle features, such
as main contactors 118, and/or other outputs 119 asso-
ciated with the truck 10, where applicable, to implement
desired actions in response to implementing remote trav-
el functionality.
[0024] According to various aspects of the present in-
vention, the controller 103 may communicate with the
receiver 102 and with the traction controller 106 to oper-
ate the truck 10 under remote control in response to re-
ceiving travel commands from the associated remote
control device 70. Moreover, the controller 103 may be

configured to perform a first action if the truck 10 is
traveling under remote control in response to a travel
request and an obstacle is detected in a first one of pre-
viously detection zone(s). The controller 103 may be fur-
ther configured to perform a second action different from
the first action if the truck 10 is traveling under remote
control in response to a travel request and an obstacle
is detected in a second one of the detection zones. In
this regard, when a travel signal is received by the con-
troller 103 from the remote control device 70, any number
of factors may be considered by the controller 103 to
determine whether the received travel signal should be
acted upon to initiate and/or sustain movement of the
truck 10.
[0025] Correspondingly, if the truck 10 is moving in re-
sponse to a command received by remote wireless con-
trol, the controller 103 may dynamically alter, control, ad-
just or otherwise affect the remote control operation, e.g.,
by stopping the truck 10, changing the steer angle of the
truck 10, or taking other actions. Thus, the particular ve-
hicle features, the state/condition of one or more vehicle
features, vehicle environment, etc., may influence the
manner in which controller 103 responds to travel re-
quests from the remote control device 70.
[0026] The controller 103 may refuse to acknowledge
a received travel request depending upon predetermined
condition(s), e.g., that relate to environmental or/ opera-
tional factor(s). For example, the controller 103 may dis-
regard an otherwise valid travel request based upon in-
formation obtained from one or more of the sensors 58,
76. As an illustration, according to various aspects of the
present invention, the controller 103 may optionally con-
sider factors such as whether an operator is on the truck
10 when determining whether to respond to a travel com-
mand from the remote control device 70. As noted above,
the truck 10 may comprise at least one presence sensor
58 for detecting whether an operator is positioned on the
truck 10. In this regard, the controller 103 may be further
configured to respond to a travel request to operate the
truck 10 under remote control when the presence sen-
sor(s) 58 designate that no operator is on the truck 10.
Thus, in this implementation, the truck 10 cannot be op-
erated in response to wireless commands from the trans-
mitter unless the operator is physically off of the truck 10.
Similarly, if the object sensors 76 detect that an object,
including the operator, is adjacent and/or proximate to
the truck 10, the controller 103 may refuse to acknowl-
edge a travel request from the transmitter 70. Thus, in
an exemplary implementation, an operator must be lo-
cated within a limited range of the truck 10, e.g., close
enough to the truck 10 to be in wireless communication
range (which may be limited to set a maximum distance
of the operator from the truck 10). Other arrangements
may alternatively be implemented.
[0027] Any other number of reasonable conditions,
factors, parameters or other considerations may also/al-
ternatively be implemented by the controller 103 to inter-
pret and take action in response to received signals from
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the transmitter. Other exemplary factors are set out in
greater detail in U.S. Provisional Patent Application Se-
rial No. 60/825,688, entitled "SYSTEMS AND METH-
ODS OF REMOTELY CONTROLLING A MATERIALS
HANDLING VEHICLE;" U.S. Patent Application Serial
No. 11/855,310, entitled "SYSTEMS AND METHODS
OF REMOTELY CONTROLLING A MATERIALS HAN-
DLING VEHICLE;" U.S. Patent Application Serial No.
11/855,324, entitled "SYSTEMS AND METHODS OF
REMOTELY CONTROLLING A MATERIALS HAN-
DLING VEHICLE;" U.S. Provisional Patent Application
Serial No. 61/222,632, entitled "APPARATUS FOR RE-
MOTELY CONTROLLING A MATERIALS HANDLING
VEHICLE;" U.S. Patent Application Serial No.
12/631,007, entitled "MULTIPLE ZONE SENSING FOR
MATERIALS HANDLING VEHICLES;" and U.S. Provi-
sional Patent Application Serial No. 61/119,952, entitled
"MULTIPLE ZONE SENSING FOR REMOTELY CON-
TROLLED MATERIALS HANDLING VEHICLES;" the
disclosures of which are each already incorporated by
reference herein.
[0028] Upon acknowledgement of a travel request, the
controller 103 interacts with the traction motor controller
106, e.g., directly or indirectly, e.g., via a bus such as the
CAN bus 110 if utilized, to advance the truck 10 by a
limited amount. Depending upon the particular imple-
mentation, the controller 103 may interact with the trac-
tion motor controller 106 and optionally, the steer con-
troller 112, to advance the truck 10 by a predetermined
distance. Alternatively, the controller 103 may interact
with the traction motor controller 106 and optionally, the
steer controller 112, to advance the truck 10 for a period
of time in response to the detection and maintained ac-
tuation of a travel control on the remote 70. As yet another
illustrative example, the truck 10 may be configured to
jog for as long as a travel control signal is received. Still
further, the controller 103 may be configured to "time out"
and stop the travel of the truck 10 based upon a prede-
termined event, such as exceeding a predetermined time
period or travel distance regardless of the detection of
maintained actuation of a corresponding control on the
remote control device 70.
[0029] The remote control device 70 may also be op-
erative to transmit a second type signal, such as a "stop
signal", designating that the truck 10 should brake and/or
otherwise come to rest. The second type signal may also
be implied, e.g., after implementing a "travel" command,
e.g., after the truck 10 has traveled a predetermined dis-
tance, traveled for a predetermined time, etc., under re-
mote control in response to the travel command. If the
controller 103 determines that a wirelessly received sig-
nal is a stop signal, the controller 103 sends a signal to
the traction controller 106, the brake controller 116 and/or
other truck component to bring the truck 10 to a rest. As
an alternative to a stop signal, the second type signal
may comprise a "coast signal" or a "controlled deceler-
ation signal" designating that the truck 10 should coast,
eventually slowing to rest.

[0030] The time that it takes to bring the truck 10 to a
complete rest may vary, depending for example, upon
the intended application, the environmental conditions,
the capabilities of the particular truck 10, the load on the
truck 10 and other similar factors. For example, after com-
pleting an appropriate jog movement, it may be desirable
to allow the truck 10 to "coast" some distance before
coming to rest so that the truck 10 stops slowly. This may
be achieved by utilizing regenerative braking to slow the
truck 10 to a stop. Alternatively, a braking operation may
be applied after a predetermined delay time to allow a
predetermined range of additional travel to the truck 10
after the initiation of the stop operation. It may also be
desirable to bring the truck 10 to a relatively quicker stop,
e.g., if an object is detected in the travel path of the truck
10 or if an immediate stop is desired after a successful
jog operation. For example, the controller may apply pre-
determined torque to the braking operation. Under such
conditions, the controller 103 may instruct the brake con-
troller 116 to apply the brakes 117 to stop the truck 10.

Detection Zones of a Materials Handling Vehicle:

[0031] Referring to Fig. 3, according to various aspects
of the present invention, one or more obstacle sensors
76 are configured so as to collectively enable detection
of objects/obstacles within multiple "detection zones". In
this regard, the controller 103 may be configured to alter
one or more operational parameters of the truck 10 in
response to detection of an obstacle in one or more of
the detection zones as set out in greater detail herein.
The control of the truck 10 utilizing detection zones may
be implemented when an operator is riding/driving the
truck 10. One or more detection zones may also be dis-
abled or otherwise ignored by the controller 103 when
an operator is riding on/driving the truck 10, e.g., to allow
the operator to navigate the truck 10 in tight spaces. The
control of the truck 10 utilizing detection zones may also
be integrated with supplemental remote control as set
out and described more fully herein.
[0032] Although six obstacle sensors 76 are shown for
purposes of clarity of discussion herein, any number of
obstacle sensors 76 may be utilized. The number of ob-
stacle sensors 76 will likely vary, depending upon the
technology utilized to implement the sensor, the size
and/or range of the detection zones, the number of de-
tection zones, and/or other factors.
[0033] In the illustrative example, a first detection zone
78A is located proximate to the power unit 14 of the truck
10. A second detection zone 78B is defined adjacent to
the first detection zone 78A and appears to generally
circumscribe the first detection zone 78A. A third area is
also conceptually defined as all area outside the first and
second detection zones 78A, 78B. Although the second
detection zone 78B is illustrated as substantially circum-
scribing the first detection zone 78A, any other practical
arrangement that defines the first and second detection
zones 78A, 78B may be realized. For example, all or
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certain portions of the detection zones 78A, 78B may
intersect, overlap or be mutually exclusive. Moreover,
the particular shape of the detection zones 78A, 78B can
vary. Still further, any number of detection zones may be
defined, further examples of which are described in great-
er detail herein.
[0034] Still further, the detection zones need not sur-
round the entire truck 10. Rather, the shape of the de-
tection zones may be dependent upon the particular im-
plementation as set out in greater detail herein. For ex-
ample, if the detection zones 78A, 78B are to be used
for speed control while the truck 10 is moving without an
operator riding thereon, under remote travel control in a
power unit first (forks to the rear) orientation, then the
detection zones 78A, 78B may be oriented at least for-
ward of the direction of travel of the truck 10. However,
the detection zones can also cover other areas, e.g., ad-
jacent to the sides of the truck 10.
[0035] According to various aspects of the present in-
vention, the first detection zone 78A may further desig-
nate a "stop zone". Correspondingly, the second detec-
tion zone 78B may further designate a "first speed zone".
Under this arrangement, if an object, e.g., some form of
obstacle is detected within the first detection zone 78A,
and the materials handling vehicle, e.g., truck 10, is
traveling under remote control in response to a travel
request, then the controller 103 may be configured to
implement an action such as a "stop action" to bring the
truck 10 to a stop. In this regard, travel of the truck 10
may continue once the obstacle is clear, or a second,
subsequent travel request from the remote control device
70 may be required to restart travel of the truck 10 once
the obstacle is cleared.
[0036] If a travel request is received from the remote
control device 70 while the truck is at rest and an object
is detected within the first detection zone 78A, then the
controller 103 may refuse the travel request and keep
the truck at rest until the obstacle is cleared out of the
stop zone.
[0037] If an object/obstacle is detected within the sec-
ond detection zone 78B, and the materials handling truck
10 is traveling under remote control in response to a travel
request, then the controller 103 may be configured to
implement a different action. For example, the controller
103 may implement a first speed reduction action to re-
duce the speed of the truck 10 to a first predetermined
speed, such as where the truck 10 is traveling at a speed
greater than the first predetermined speed.
[0038] Thus, assume the truck 10 is traveling in re-
sponse to implementing a travel request from the remote
control device at a speed V2 as established by a set of
operating conditions where the obstacle sensors 76 do
not detect an obstacle in any detection zone. If the truck
is initially at rest, the truck may be accelerated up to speed
V2. The detection of an obstacle within the second de-
tection zone 78B (but not the first detection zone 78A)
may cause the truck 10, e.g., via the controller 103 to
alter at least one operational parameter, e.g., to slow

down the truck 10 to a first predetermined speed V1,
which is slower than the speed V2. That is, V1 < V2. Once
the obstacle is cleared from the second detection zone
78B, the truck 10 may resume its speed V2, or the truck
10 may maintain its speed V1 until the truck stops and
the remote control device 70 initiates another travel re-
quest. Still further, if the detected object is subsequently
detected within the first detection zone 78A, the truck 10
will be stopped as described more fully herein.
[0039] Assume as an illustrative example, that the
truck 10 is configured to travel at a speed of approximate-
ly 2.5 miles per hour (mph) (4 Kilometers per hour (Km/h))
for a limited, predetermined amount, if the truck 10 is
traveling without an operator onboard and is under re-
mote wireless control in response to a travel request from
a corresponding remote control 70, so long as no object
is detected in a defined detection zone. If an obstacle is
detected in the second detection zone 78B, then the con-
troller 103 may adjust the speed of the truck 10 to a speed
of approximately 1.5 mph (2.4 Km/h) or some other speed
less than 2.5 miles per hour (mph) (4 Kilometers per hour
(Km/h)). If an obstacle is detected in the first detection
zone 78A, then the controller 103 stops the truck 10.
[0040] The above example assumes that the truck 10
is traveling under remote wireless control in response to
a valid signal received from the transmitter 70. In this
regard, the obstacle sensors 76 can be used to adjust
the operating conditions of the unoccupied truck 10. How-
ever, the obstacle sensors 76 and corresponding con-
troller logic may also be operative when the truck 10 is
being driven by an operator, e.g., riding on the platform
or other suitable location of the truck 10. Thus, according
to various aspects of the present invention, the controller
103 may stop the truck 10 or refuse to allow the truck 10
to move if an object is detected within the stop zone 78A
regardless of whether the truck is being driven by an op-
erator or operating automatically in response to receiving
a corresponding wirelessly transmitted travel request.
Correspondingly, depending upon the specific imple-
mentation, speed control/limiting capability of the con-
troller 103, e.g., in response to detecting an object in the
second detection zone 78B but not the first detection
zone 78A, may be implemented regardless of whether
the truck 10 is traveling in response to receiving a corre-
sponding wirelessly transmitted travel request, or wheth-
er an operator is riding on the truck 10 while driving it.
[0041] However, according to various aspects of the
present invention and as noted briefly above, there may
be situations where it is desirable to disable one or more
of the detection zones when the truck 10 is being driven
by an operator. For example, it may be desirable to over-
ride/disable the obstacle sensors 76/controller logic while
the operator is driving the truck 10 regardless of external
conditions. As a further example, it may be desirable to
override/disable the obstacle sensors 76/controller logic
while the operator is driving the truck 10 to allow the op-
erator to navigate the truck 10 in tight quarters, e.g., to
navigate tight spaces, travel around corners, etc., that
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might otherwise activate one or more of the detection
zones. As such, the activation of the controller logic, e.g.,
within the controller 103 to utilize the detection of objects
in the detection zones to help control the truck 10 while
the truck 10 is occupied by an operator, according to
various aspects of the present invention, may be manu-
ally controlled, programmably controlled or otherwise se-
lectively controlled.
[0042] Referring to Fig. 4, according to further aspects
of the present invention, one or more of the obstacle sen-
sors 76 may be implemented by ultrasonic technology or
other suitable contactless technology capable of a dis-
tance measurement and/or position determination. Thus,
the distance to an object can be measured, and/or a de-
termination may be made so as to ascertain whether the
detected object is within a detection zone 78A, 78B, e.g.,
by virtue of the distance of the object from the truck 10.
As an example, an obstacle sensor 76 may be imple-
mented by an ultrasonic sensor or transducer that pro-
vides a "ping" signal, such as a high frequency signal
generated by a piezo element. The ultrasonic sensor 76
then rests and listens for a response. In this regard, time
of flight information may be determined and utilized to
define each zone. Thus, a controller, e.g., the controller
103 or a controller specifically associated with the obsta-
cle sensors 76 may utilize software that looks at time of
flight information to determine whether an object is within
a detection zone.
[0043] According to further aspects of the present in-
vention, multiple obstacle sensors 76 can work together
to obtain object sensing. For example, a first ultrasonic
sensor may send out a ping signal. The first ultrasonic
sensor and one or more additional ultrasonic sensors
may then listen for a response. In this way, the controller
103 may use diversity in identifying the existence of an
object within one or more of the detection zones.
[0044] With reference to Fig. 5, an implementation of
multiple speed zone control is illustrated according to yet
further aspects of the present invention. As illustrated,
three detection zones are provided. If an object such as
an obstacle is detected in the first detection zone 78A
and the truck 10 is traveling in response to receiving a
corresponding wirelessly transmitted travel request by
the transmitter 70, then a first action may be performed,
e.g., the truck 10 may be brought to a stop as described
more fully herein. If an object such as an obstacle is de-
tected in the second detection zone 78B and the truck
10 is traveling in response to receiving a corresponding
wirelessly transmitted travel request by the transmitter
70, then a second action may be performed, e.g., the
vehicle speed may be limited, reduced, etc. Thus, the
second detection zone 78B may further designate a first
speed zone. For example, the speed of the truck 10 may
be reduced and/or limited to a first relatively slow speed,
e.g., approximately 1.5 mph (2.4 Km/h).
[0045] If an object such as an obstacle is detected in
the third detection zone 78C and the truck 10 is traveling
in response to receiving a corresponding wirelessly

transmitted travel request by the transmitter 70, then a
third action may be performed, e.g., the truck 10 may be
reduced in speed or otherwise limited to a second speed,
e.g., approximately 2.5 mph (4 Km/h). Thus, the third
detection zone may further designate a second speed
zone. If no obstacles are detected in the first, second and
third detection zones 78A, 78B, 78C, then the truck 10
may be remotely commanded to travel a limited amount,
e.g., at a rate that is greater than the rate of speed when
an obstacle is in the third detection zone, e.g., a speed
of approximately 4 mph (6.2 Km/h).
[0046] As Fig. 5 further illustrates, the detection zones
may be defined by different patterns relative to the truck
10. Also, in Fig. 5, a seventh obstacle sensor 76 is utilized,
however any number of sensors may be provided, de-
pending upon the technology utilized and/or the features
to be implemented. By way of illustration and not by way
of limitation, the seventh obstacle sensor 76 may be ap-
proximately centered, such as on the bumper or other
suitable location on the truck 10. On an exemplary truck
10, the third zone 78C may extend approximately 6.5 feet
(2 meters) forward of the power unit 14 of the truck 10.
[0047] According to various aspects of the present in-
vention, any number of detection zones of any shape
may be implemented. For example, depending upon de-
sired truck performance, many small zones may be de-
fined at various coordinates relative to the truck 10. Sim-
ilarly, a few large detection zones may be defined based
upon desired truck performance. As an illustrative exam-
ple, a table may be set up in the memory of the controller.
If travel speed while operating under remote travel control
is an operational parameter of interest, then the table
may associate travel speed with the detection zones de-
fined by distance, range, position coordinates or some
other measure. If the truck 10 is traveling in response to
receiving a corresponding wirelessly transmitted travel
request by the transmitter 70 and an obstacle sensor
detects an object, then the distance to that detected ob-
ject may be used as a "key" to look up a corresponding
travel speed in the table. The travel speed retrieved from
the table can be utilized by the controller 103 to adjust
the truck 10, e.g., to slow it down, etc.
[0048] The areas of each detection zone may be cho-
sen, for example, based upon factors such as the desired
speed of the truck when the truck 10 is traveling in re-
sponse to a valid, received travel request from the remote
control device 70, the required stopping distance, the an-
ticipated load to be transported by the truck 10, whether
a certain amount of coast is required for load stability,
vehicle reaction time, etc.,. Moreover, factors such as
the range of each desired detection zone etc. may be
considered to determine the number of obstacle sensors
76 required. In this regard, such information may be stat-
ic, or dynamic, e.g., based upon operator experience,
vehicle load, nature of the load, environmental condi-
tions, etc. It is also contemplated that the controller 103
may generate a warning signal or alarm if an object or a
person is detected in a detection zone.
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[0049] As an illustrative example, in a configuration
with multiple detection zones, e.g., three detection zones,
as many as seven or more object detectors, e.g., ultra-
sonic sensors or laser sensors, may be used to provide
a range of coverage desired by a corresponding appli-
cation. In this regard, the detector(s) may be able to look
ahead of the direction of travel of the truck 10 by a suffi-
cient distance to allow the appropriate response, e.g., to
slow down. In this regard, at least one sensor may be
capable of looking several meters forward in the direction
of travel of the truck 10.
[0050] According to various aspects of the present in-
vention, the multiple detection speed zones allows a rel-
atively greater maximum forward travel speed while op-
erating in response to wirelessly received travel com-
mands. Such an arrangement may prevent unnecessar-
ily early vehicle stops by providing one or more interme-
diate zones where the truck 10 slows down before de-
ciding to come to a complete stop.
[0051] According to further aspects of the present in-
vention, the utilization of multiple detection zones allows
a system that rewards the corresponding operator for
better alignment of the truck 10 during pick operations.
For example, an operator may position the truck 10 so
as to not be aligned with a warehouse aisle. In this ex-
ample, as the truck 10 is jogged forward, the second de-
tection zone 78B may initially detect an obstacle such as
a pick bin or warehouse rack. In response to detecting
the rack, the truck 10 will slow down. If the rack is sensed
in the first detection zone 78A, then the truck 10 will come
to rest, even if the truck 10 has not jogged its entire pro-
grammed jog distance. Similar un-necessary slow downs
or stops may also occur in congested and/or messy
aisles.
[0052] According to various aspects of the present in-
vention, the truck 10 may shape speed and braking op-
eration parameters based upon the information obtained
from the obstacle sensors 76. Moreover, the logic imple-
mented by the truck 10 in response to the detection zones
may be changed or varied depending upon a desired
application. As a few illustrative examples, the bounda-
ries of each zone in a multiple zone configuration may
be programmably (and/or reprogrammably) entered in
the controller, e.g., flash programmed. In view of the de-
fined zones, one or more operational parameters may
be associated with each zone. The established opera-
tional parameters may define a condition, e.g., maximum
allowable travel speed, an action, e.g., brake, coast or
otherwise come to a controlled stop, etc. The action may
also be an avoidance action. For example, an action may
comprise adjusting a steer angle or heading of the truck
10 as will be described in greater detail herein.
[0053] In accordance with a further embodiment of the
present invention, one or more obstacle sensors, such
as the obstacle sensors 76A, 76B shown in Figs. 6 and
8, may be employed to sense or detect objects within
first, second and third detection zones in front of the truck
10 when the truck 10 is traveling in response to a travel

request wirelessly received from the transmitter 70. The
controller 103 or other sensor processing device may
also generate an object-detected signal and optionally,
a distance signal in response to sensing/detecting an ob-
ject in front of the truck 10. As an illustrative example, a
further input 104 into the controller 103 may be a weight
signal generated by a load sensor LS, as illustrated in
Figs. 7 and 8, which senses the combined weight of the
forks 16 and any load on the forks 16. The load sensor
LS is shown schematically in Figs. 7 and 8 near the forks
16, but may be incorporated into a hydraulic system for
effecting lift of the forks 16. By subtracting the weight of
the forks 16 (a known constant value) from the combined
weight defined by the weight signal, the controller 103
determines the weight of the load on the forks. Using
sensed load weight and whether an object has been de-
tected in one of the first, second and third detection zones
as inputs into a lookup table or appropriate equations,
the controller 103 generates an appropriate vehicle stop
or maximum allowable speed signal.
[0054] Values defining the vehicle stop and maximum
allowable speed signals may be experimentally deter-
mined and stored in a look-up table, computed in real
time based upon a predetermined formula, etc. In the
illustrated embodiment, the controller 103 determines the
weight of a load on the forks 16 and whether an obstacle
has been detected in one of the first, second and third
detection zones and, using a lookup table it effects a stop
command or defines a maximum allowable speed for the
truck 10 and generates a corresponding maximum allow-
able speed signal for the truck 10.
[0055] As an example, if no load is on the forks 16 and
no object is being detected by the obstacle sensors 76A,
76B in any one of the first, second and third detection
zones, the controller 103 allows the truck 10 to be oper-
ated at any speed up to and including a maximum speed
of 4.5 MPH. If no object is being detected in any one of
the first, second and third detection zones, the maximum
permitted speed of the truck 10 may be configured for
example, to decrease as the load on the truck 10 increas-
es. As an illustration, for a load weight of 8000 pounds,
the maximum allowable speed of the truck 10 may be
2.5 MPH. It is noted that, in some locations the maximum
allowable speed of the truck 10, if unoccupied by a rider,
may be set at a predetermined upper limit, e.g., 3.5 MPH.
Hence, the maximum speed of the vehicle, if unoccupied
by a rider, may be set, e.g., by the controller 103, at this
maximum allowable speed.
[0056] For any load weight on the forks 16, if an object
is detected in the first detection zone, the controller 103
generates a "stop signal," designating that the truck 10
come to a substantially immediate stop. For any given
load weight, the maximum allowable speed of the truck
10 is progressively greater the further the object is from
the truck 10. Also for any given load weight, the maximum
allowable speed of the truck 10 is less if an object is
detected in the second detection zone as compared to
when an object is detected in the third detection zone.
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The maximum allowable vehicle speeds for the second
and third detection zones are defined for each load weight
so that the speed of the truck 10 can be reduced in a
controlled manner as the truck 10 continues to move to-
wards the object so that the truck 10 can eventually be
safely brought to a stop prior to the truck reaching the
point where the object is located. These speeds may be
determined experimentally, based upon formulas or a
combination thereof, and can vary based on vehicle type,
size and truck braking capabilities.
[0057] As an illustrative example, assume that the load
weight on the forks 16 is 1500 pounds and three detection
zones are provided, including a first detection zone near-
est the truck, followed by a second detection zone and
a third detection zone furthest from the truck. If a sensed
object is located at a distance within the third detection
zone, then the maximum allowable vehicle speed may
be set to a speed such as 3 MPH. Hence, if the truck 10
is traveling at a speed greater than 3 MPH when the
object is detected, the controller 103 effects a speed re-
duction so that the vehicle speed is reduced to 3.0 MPH.
[0058] If the load weight on the truck 10 remains equal
to 1500 pounds, and if a sensed object is located at a
distance from the truck 10 within the second detection
zone, then the maximum allowable vehicle speed may
be, for example, 2 MPH. Hence, if the truck 10 is traveling
at a speed greater than 2 MPH when the object is de-
tected in the second detection zone, the controller 103
effects a speed reduction so that the vehicle speed is
reduced to 2 MPH.
[0059] Keeping with the above example, if the load
weight on the truck 10 equals 1,500 pounds and an object
is sensed in the first detection zone, then a stop signal
may be generated by the controller 103 to effect stopping
of the truck 10.
[0060] The obstacle sensors may comprise ultrasonic
transducers. Ultrasonic transducers are known to expe-
rience a phenomena known as transducer "ring down."
Essentially "ring down" is the tendency of a transducer
to continue to vibrate and transmit ultrasonic signals after
the control signal that is used for initiating a transmitted
signal has ceased. This "ring down" signal decreases in
magnitude rather rapidly, but during the time that it is
decreasing to a level below a threshold detection level,
each obstacle sensor may respond by ignoring such "ring
down" signals if the signals are above a reference level
associated with that listening sensor. As a result, a sensor
may mistake an object for a "ring down" signal and thus
fail to identify an object in a corresponding detection
zone. A common technique to avoid this problem is to
blank out all return signals generated by the obstacle
sensors for a preselected period of time after initiation of
a transmission. The preselected time is determined
based on various factors including the type of transducer
that is used, but during this preselected time no valid
returns can be sensed. If the obstacle sensors are posi-
tioned near a front 10A of the truck 10, see obstacle sen-
sors 76A in Fig. 7, and if the blanking technique is used,

this results in a "dead" or "non-detect" zone DZ existing
immediately in front of the truck 10. Hence, if an object
O is very near the front of the truck 10, e.g., 10 mm or
less, and the obstacle sensors 76A are positioned at the
front of the truck 10, see Fig. 7, then the object O may
not be detected.
[0061] In the embodiment illustrated in Figs. 6 and 8,
first and second obstacle sensors 76A and 76B, respec-
tively, are spaced apart from one another along a longi-
tudinal axis LA of the truck 10, see Fig. 8. The first obstacle
sensors 76A are positioned at the front 10A of the truck
10 and are capable of sensing objects located in, for ex-
ample, the first, second and/or third detection zones. So
as to ensure that objects O located in the non-detect zone
DZ, which may be inherent in the first obstacle sensors
76A, the second obstacle sensors 76B are positioned on
the truck 10 a spaced distance behind the first sensors
76A, i.e., in a direction away from the front 10A of truck
10, as best illustrated in Fig. 8. In this regard, the second
sensors 76B function at least to sense objects in the dead
zone DZ in Fig. 7.

Steer Correction

[0062] When a truck 10 is traveling in response to re-
ceiving a corresponding wirelessly transmitted travel re-
quest by the transmitter 70, e.g., while no person is riding
on the truck 10 as described more fully herein, it is pos-
sible for the truck 10 to encounter obstacles that do not
require the truck 10 to come to rest. Rather, a steer cor-
rection maneuver may be performed such that the truck
10 can continue to jog forward by the appropriate limited
amount without requiring operator intervention.
[0063] According to aspects of the present invention,
steer correction allows the truck 10 to automatically steer
away from objects that are sensed to be in the general
area of the front of the truck 10. This steer correction
capability allows, for example, the truck 10, which may
be traveling in response to a wirelessly received travel
request from the transmitter 70, to stay generally in the
center of an aisle in a warehouse environment as the
truck 10 travels down the aisle. For example, it is possible
that the truck 10 might have some drift in its steer angle
because of steer calibration, floor crown, or any number
of external factors. However, according to various as-
pects of the present invention, a truck 10 traveling in re-
sponse to receiving a corresponding wirelessly transmit-
ted travel request by the transmitter 70 may implement
steer corrections, e.g., to stay away from or otherwise
avoid walls and racks, other trucks, persons, boxes and
other obstacles, etc., thus freeing the operator from the
need to periodically remount the truck 10 and steer the
truck 10 manually to the center of the aisle or other de-
sired position and heading.
[0064] According to various aspects of the present in-
vention, the controller 103 collects data from various sen-
sors, e.g., 76, 76A, 76B that provide a picture of the land-
scape/environment in front of the truck 10, as will be dis-
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cussed more fully herein. The controller 103 then uses
data collected from the sensors to determine whether to
implement steer correction maneuvers as described
more fully herein. In this regard, steer correction may be
implemented in addition to, in lieu of and/or in combina-
tion with other avoidance techniques described more fully
herein. Thus, by way of illustration and not by way of
limitation, steer correction may be utilized in combination
with multiple speed zones, a stop detection zone, weight
dependent speed zones, etc.
[0065] As a further example, the object detection com-
ponents of the truck 10 may still implement an alarm
and/or cause the truck 10 to stop, reduce or otherwise
limit the maximum travel speed of the truck 10, etc. Still
further, the truck 10 may issue a first alarm if the truck is
attempting an automated steer correction maneuver and
a second alarm or signal if the truck 10 is reducing speed
and/or stopping in response to an object in a correspond-
ing detection zone if such features are implemented in
combination with steer correction.
[0066] In this regard, as used herein, the term "steer
bumper zone" will be used to distinguish a zone utilized
for steer correction from a "detection zone" which is uti-
lized for maximum speed limiting, stopping the truck 10,
etc., as described more fully above.
[0067] In an illustrative example, two steer bumper
zone inputs are provided to the controller 103, to distin-
guish left and right orientations relative to the truck 10.
However, depending upon the sensor technology and
the manner in which sensor data is made available, one
or more inputs to the controller 103 may be required. By
way of illustration, and not by way of limitation, the truck
10 may be equipped with one or more sensing device(s)
76, 76A, 76B that collectively provide a first steer bumper
zone and a second steer bumper zone, which are prox-
imate to the truck 10. For example, the first steer bumper
zone may be positioned to the left and generally towards
the front of the forward traveling direction of the truck 10,
to the left side of the truck 10, etc. Similarly, a second
steer bumper zone may be positioned to the right and
generally towards the forward traveling direction of the
truck 10, to the right side of the truck 10, etc. In this regard,
the first and second steer bumper zones of the truck 10
may be utilized to implement steer correction, which may
include steer angle and steer direction components. In
this illustrative configuration, the first and second steer
bumper zones may be mutually exclusive, or portions of
the first and second steer bumper zone may overlap, thus
essentially providing a third steer bumper zone designat-
ed by the overlapping coverage of the first and second
steer bumper zones.
[0068] Moreover, the first and second steer bumper
zones may overlap substantially with, partially with or not
overlap one or more detection zones utilized for other
techniques such as speed control, obstacle triggered
braking and stopping of the truck 10, etc. For example,
the range of the steer bumper zones may be similar to
or different from the range of one or more detection zones

if speed limiting control or other features are also imple-
mented along with steer correction as described in great-
er detail herein.
[0069] Moreover, the sensing inputs provided to the
controller 103 may be derived from a variety of similar
type sensors or via a mix of different sensor technologies,
e.g., ultrasonic sensors and/or laser scanner sensors. In
this regard, various sensors and/or sensor technology
types, e.g., laser scanning and ultrasonic may be used
in conjunction or cooperation with each other, e.g., to
utilize one or more sensor(s) or sensor technologies for
one or more zones (detection and/or steer bumper) and
to utilize yet another one or more sensor(s) or sensor
technologies for one or more different zones (detection
and/or bumper). As another example, two or more sen-
sors or sensor technologies can provide redundancy,
e.g., as a fail-safe, backup or confirmation set of data.
[0070] According to further aspects of the present in-
vention, the controller 103 may be configured to process
additional data beyond the two steer bumper zone inputs,
examples of which may include object detection angle
and distance data, etc. Thus, the techniques described
herein are not limited to only two steer bumper zones.
[0071] Thus, steer correction according to aspects of
the present invention provides an aid to the operator by
maintaining the truck 10 away from walls, racks, other
vehicles, or other obstructions as the truck 10 is operated
by the remote wireless control device 70.
[0072] According to various aspects of the present in-
vention, a control system in a truck 10 provides steer
correction control according to various aspects of the
present invention. Referring to Fig. 9, a partial schematic
view of the control system is illustrated. In the illustrated
system, a first ultrasonic sensor 76’ is utilized to generate
a first detection zone 78’, which is also designated herein
as a left detection zone. Correspondingly, a second ul-
trasonic sensor 76" is utilized to generate a second de-
tection zone 78", which is also designated herein as a
right detection zone. Moreover, although only two ultra-
sonic detection zones are illustrated, it should be under-
stood that any number of detection zones may be imple-
mented. Still further, as described more fully herein, the
implemented detection zones may overlap or define dis-
crete, mutually excusive zones.
[0073] The output of each ultrasonic sensor 76’, 76" is
coupled to an ultrasonic controller 130, which is utilized,
where required by the specific ultrasonic technology, to
process the output of the ultrasonic sensors 76’, 76". The
output of the ultrasonic controller 130 is coupled, for ex-
ample, as an input to the controller 103. The controller
103 may process the outputs of the ultrasonic sensor
controller 130 to implement speed control, obstacle
avoidance or other features, examples of which are set
out in greater detail herein.
[0074] Also illustrated, a sensor 76"’, which is illustrat-
ed as a scanning laser sensor to further illustrate exem-
plary configurations. In this example, the sensor 76’" is
utilized to generate a first steer bumper zone 132A, also
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designated as a left steer bumper zone, and a second
steer bumper zone 132B, also designated as a right steer
bumper zone. For example, the scanning laser sensor
76’" may sweep a laser beam in an area in front of truck
10. In this regard, multiple laser systems may be utilize,
or one or more laser beams may be swept, e.g., to raster
scan one or more areas forward of the truck 10. In this
regard, the laser sensor may independently define and
scan the left and right steer bumper zones, or the con-
troller 103 may derive the left and right steer bumper
zones based upon the raster scan of the laser(s). Still
further, alternate scanning patterns may be utilized, so
long as the controller 103 can determine whether a de-
tected obstacle is to the left or to the right of the truck 10.
[0075] As a few additional examples, although a laser
scanner is illustrated for purposes of discussion herein,
other sensing technologies may be utilized, examples of
which may include ultrasonic sensors, infrared sensors,
etc. For example, ultrasonic sensors located to the sides
of the truck 10 may define the left and right steer bumper
zones 132A, 132B and other ultrasonic sensors may be
used to define detection zones, e.g., for speed limiting,
etc.
[0076] As illustrated, the output of the laser scanner
76’" provides two inputs 110 into the controller 103. A
first signal designates whether an object is detected in
the left steer bumper zone. Correspondingly, a second
signal designates whether an object is detected in the
right steer bumper zone. Depending upon the sensor and
sensor processing technologies utilized, the input(s) to
the controller 103 designating an object in the steer
bumper zones 132A, 132B may be in other formats. As
yet a further illustration, the first and second laser steer
bumper zones 132A, 132B may be defined by both ul-
trasonic sensors and a scanning laser. In this example,
the scanning laser is utilized as a redundant check to
verify that the ultrasonic sensors properly detect an ob-
ject in either the left or right steer bumper zones 132A,
132B. As yet a further example, ultrasonic sensors may
be utilized to detect an object in the left or right steer
bumper zones 132A, 132B, and the scanning laser may
be utilized to distinguish or otherwise locate the object
to determine whether the object was detected in the left
steer bumper zone or the right steer bumper zone. Other
arrangements and configurations may alternatively be
implemented.

Algorithm

[0077] According to various aspects of the present in-
vention, a steer correction algorithm is implemented, e.g.,
by the controller 103. Referring to Fig. 10, a steer cor-
rection algorithm comprises determining whether a steer
bumper zone warning is detected at 152. A steer bumper
signal warning at 152 may comprise, for example, de-
tecting the presence of an object within the first and/or
second steer bumper zones 132A, 132B. If a steer bump-
er zone warning is received, a determination is made at

154 whether the steer bumper zone warning indicates
that an object is detected to the right or to the left of the
truck 10, e.g., whether the detected object is in the first
steer bumper zone 132 or the second steer bumper zone
132B. For example, with brief reference back to Fig. 9,
a laser scanner sensor 76’" may generate two outputs,
a first output signal designating whether an object is de-
tected in the first (left) steer bumper zone 132A, and a
second signal designating whether an object is detected
in the second (right) steer bumper zone 132B. Alterna-
tively, the controller 103 may receive raw laser scanner
data and process/distinguish the first and second steer
bumper zones 132A, 132B using a predetermined map-
ping.
[0078] If a steer bumper zone warning designates that
an object is detected in the left steer bumper zone 132A,
then a steer correction routine is implemented at 156 that
includes computing a steer angle correction to steer the
truck 10 to the right according to a first set of parameters.
By way of illustration and not by way of limitation, a steer
right correction implemented at 156 may include steering
the truck 10 to the right at a right direction steer angle.
In this regard, the right direction steer angle may be fixed
or variable. For example, the controller 103 may com-
mand the steer controller 112 to ramp up to some desired
steer angle, e.g., 8-10 degrees to the right. By ramping
up to a fixed steer angle, sudden changes in the angle
of the steer wheel(s) will not occur, resulting in a smoother
performance. The algorithm accumulates the distance
traveled at the steer correction angle, which may be a
function of how long the appropriate steer bumper input
is engaged.
[0079] According to various aspects of the present in-
vention, the steered wheel angular change may be con-
trolled to achieve, for example, a substantially fixed truck
angle correction as a function of accumulated travel dis-
tance. The travel distance accumulated while performing
a steer correction maneuver may be determined based
upon any number of parameters. For example, the dis-
tance traveled during the steer correction may comprise
the distance traveled by the truck 10 until the detected
object is no longer within the associated left bumper de-
tection zone 132A. The accumulated travel distance may
also/alternatively comprise, for example, traveling until a
time out is encountered, another object is detected in any
one of the bumper or detection zones, a predetermined
maximum steer angle is exceeded, etc.
[0080] Upon exiting a right steer correction at 156, e.g.,
by maneuvering the truck 10 so that no object is detected
within the left steer bumper detection zone 132A, a left
steer compensation maneuver is implemented at 158.
The left steer compensation maneuver at 158 may com-
prise, for example, implementing a counter steer to adjust
the travel direction of the truck 10 to an appropriate head-
ing. For example, the left steer compensation maneuver
may comprise steering the truck 10 at a selected or oth-
erwise determined angle for a distance that is a percent-
age of the previously accumulated travel distance. The
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left steer angle utilized for the left steer compensation
maneuver may be fixed or variable, and may be the same
as, or different from the steer angle utilized to implement
the right steer correction at 156.
[0081] By way of illustration and not by way of limita-
tion, the distance utilized for the left steer compensation
maneuver at 158 may be approximately one quarter to
one half of the accumulated travel distance while imple-
menting the right steer correction at 156. Similarly, the
left steer angle to implement the left steer compensation
maneuver may be approximately one half of the angle
utilized to implement the right steer correction at 156.
Thus, assume that the right steer angle is 8 degrees and
the accumulated steer correction travel distance is 1 me-
ter. In this example, the left steer compensation may be
approximately one half of right steer correction, or -4 de-
grees, and the left steer compensation will occur for a
travel distance of approximately ¨ meters to © meters.
[0082] The particular distance and/or angle associated
with the left steer compensation maneuver at 158 may
be selected, for example, so as to dampen the "bounce"
of the truck 10 as the truck 10 moves along its course to
steer correct away from detected obstacles. As an illus-
tration, if the truck 10 steer corrects at a fixed degree per
distance traveled, the controller 103 may be able to de-
termine how much the corresponding truck angle has
changed, and therefore, adjust the left steer compensa-
tion maneuver at 158 to correct back towards the original
or other suitable heading. Thus, the truck 10 will avoid
"ping ponging" down an aisle and instead, converge to
a substantially straight heading down the center of the
aisle without tedious manual repositioning required by
the truck operator. Moreover, the left steer compensation
maneuver at 158 may vary depending upon the particular
parameters utilized to implement the right steer correc-
tion at 156.
[0083] Correspondingly, if a steer bumper zone warn-
ing designates that an object is detected in the right steer
bumper zone 132B, then a steer correction routine is im-
plemented at 160 that includes computing a steer angle
correction to steer the truck 10 to the left according to a
second set of parameters. By way of illustration and not
by way of limitation, a steer left correction implemented
at 160 may include steering the truck 10 to the left at a
left steer angle. In this regard, the left steer correction
maneuver at 160 may be implemented in a manner anal-
ogous to that described above at 156, except that the
correction is to the right at 156 and to the left at 160.
[0084] Similarly, upon exiting a left steer correction at
160, e.g., by maneuvering the truck 10 so that no object
is detected within the right bumper detection zone 132B,
a right steer compensation maneuver is implemented at
162. The right steer compensation maneuver at 162 may
comprise, for example, implementing a counter steer to
adjust the travel direction of the truck 10 to an appropriate
heading in a manner analogous to that described at 158,
except that the steer compensation maneuver at 158 is
to the left and the steer compensation maneuver at 162

is to the right.
[0085] After implementing the steer compensation
maneuver at 158 or 162, the truck may return to a sub-
stantially straight heading, e.g., 0 degrees at 164 and the
process loops back to the beginning to wait for the de-
tection of another object in either of the steer bumper
zones 132A, 132B.
[0086] The algorithm can further be modified to follow
various control logic implementations and/or state ma-
chines to facilitate various anticipated circumstances.
For example, it is possible that a second object will move
into either steer bumper zone 132A or 132B while in the
process of implementing a steer compensation maneu-
ver. In this regard, the truck 10 may iteratively attempt to
steer correct around the second object. As another illus-
trative example, if object(s) are simultaneously detected
in both the left and right steer bumper zones 132A, 132B,
the controller 103 may be programmed to maintain the
truck 10 at its current heading (e.g., zero degree steer
angle), until either one or more steer bumper zones 132A,
132B are cleared or the associated detection zones
cause the truck 10 to come to a stop.
[0087] According to further aspects of the present in-
vention, a user and/or service representative may be able
to customize the response of the steer angle correction
algorithm parameters. For example, a service represent-
ative may have access to programming tools to load cus-
tomized variables, e.g., in the controller 103, for imple-
menting steer correction. As an alternative, a truck op-
erator may have controls that allow the operator to input
customized parameters into the controller, e.g., via po-
tentiometers, encoders, a software user interface, etc.
[0088] The output of the algorithm illustrated in Fig. 10
may comprise, for example, an output that defines a steer
correction value that may be coupled from the controller
103 to an appropriate control mechanism of the truck 10.
For example, the steer correction value may comprise a
+/- steer correction value, e.g., corresponding to steer
left or steer right, that is coupled to a vehicle control mod-
ule, steer controller 112, e.g., as illustrated in Fig. 2, or
other suitable controller. Still further, additional parame-
ters that may be editable, e.g., to adjust operational feel
may comprise the steer correction angle, a steer correc-
tion angle ramp rate, a bumper detection zone size/range
for each steer bumper zone, truck speed while steer cor-
recting, etc.
[0089] Referring to Fig. 11, assume in the illustrative
example, that the truck 10 is traveling in response to re-
ceiving a remote wireless travel request and that before
the truck 10 can travel a predetermined jog distance, the
truck 10 travels into a position where a rack leg 172 and
a corresponding pallet 174 are in the path of the left steer
bumper zone 132A. Keeping with the exemplary algo-
rithm of Fig. 10, the truck 10, e.g., via the controller 103,
may implement an obstacle avoidance maneuver by en-
tering a steer correction algorithm, to steer the truck to
the right. For example, the controller 103 may compute
or otherwise lookup or retrieve a steer correction angle
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that is communicated to a steer controller 112 to turn the
drive wheel(s) of the truck 10.
[0090] The truck 10 maintains steer correction until an
event occurs, such as the disengagement of the object,
e.g., when the scanning laser or other implemented sen-
sor technology no longer detects an object in the left steer
bumper zone 132. Assume that the truck 10 accumulated
a travel distance of one half of a meter during the steer
correction maneuver, which was fixed at 8 degrees. Upon
detecting that the left steer bumper zone signal has dis-
engaged, a counter steer compensation is implemented
to compensate for the change in heading caused by the
steer correction. By way of example the steer compen-
sation may steer the truck 10 to the left for approximately
one quarter meter accumulated travel distance, at 4 de-
grees. For very narrow aisles, the Left / Right steer bump-
er zone sensors may provide very frequent inputs /little
time between senses compared to relatively wider aisles.
[0091] The various steer angle corrections and corre-
sponding counter steer compensations may be deter-
mined empirically, or the angles, ramp rates, accumulat-
ed distances, etc., may be computed, modeled or other-
wise derived.
[0092] In the illustrative arrangement, the system will
try to maintain the truck 10 centered in the aisle as the
truck 10 advances in response to receiving a correspond-
ing wirelessly transmitted travel request by the transmit-
ter 70. Moreover, bounce, e.g., as measured by the dis-
tance from the centerline of a warehouse aisle, is
damped. Still further, there may be certain conditions
where the truck 10 may still require some operator inter-
vention in order to maneuver around certain objects in
the line of travel.
[0093] Referring to Fig. 12, a graph illustrates a speed
measurement of the truck 10 during an obstacle avoid-
ance maneuver. The graph in Fig. 13 illustrates a steer
correction at the predetermined steer angle to illustrate
a total correction applied by the algorithm. And a graph
in Fig. 14 illustrates motion of the truck 10 as a function
of when steer correction is active and when an object is
sensed in the left and/or right bumper detection zones.
[0094] According to further aspects of the present in-
vention, the steer correction algorithm may be configured
to hug a wall / rack, versus staying away from a wall
and/or rack. For example, adding a small drift to the truck
10 will allow the truck 10 to maintain a distance with a
small amount of control-related ripple on its distance to
the fixed wall / rack.
[0095] Although the left and right steer bumper zones
132A, 132B are illustrated at least partially in front of the
forward traveling direction of the truck 10, other arrange-
ments may be alternatively and/or additionally be imple-
mented. For example, the left and right steer bumper
zones could alternatively be positioned towards the sides
of the truck 10, e.g., as illustrated by left and right side
steer bumper zones 132C, 132D. Also, the truck 10 may
utilize a first pair of left and right steer bumper zones
towards the forward traveling direction of the truck 10,

e.g., left and right steer bumper zones 132A, 132B, and
a second pair of left and right steer bumper zones 132C,
132D towards the sides of the truck 10. In this regard,
the particular algorithm utilized to implement steer cor-
rection may be the same or different for each pair of steer
bumper zones.
[0096] As an example, side steer bumper zones 132C,
132D may be utilized to maintain the truck 10 generally
adjacent to a rack, wall or other heading. In this regard,
a multi-zone steer bumper may be used, e.g., to establish
a hysteresis, e.g., such that the controller 103 maintains
a heading by keeping the wall, rack or other structure
between a first, outer steer bumper limit and a second,
inner steer bumper limit. As yet another illustrative alter-
native, assume that the truck is to stay just to the right of
a rack or other structure, which is to the left of the truck
10. The truck 10 can automatically steer to the left by a
small amount so as to steer towards the structure. In this
regard, when the left steer bumper zone 132C is
breached by the structure, the steer correction described
more fully herein will steer away from the structure. How-
ever, because the steering is configured to steer just
slightly to the left, the truck 10 will eventually travel to-
wards the structure until the steer correction again repo-
sitions the truck 10. As yet another illustrative example,
the steer compensation, e.g., 158 in Fig. 10, could be
made to deliberately overcompensate, thus maintaining
the truck 10 adjacent to the structure.
[0097] As yet another illustrative example, the steer
bumper zones may be comprised of multiple steer bump-
er sub-zones, where each sub-zone may be associated
with different parameters for steer correction, e.g., to al-
low subtle steer correction for objects sensed further
away from the truck 10 than objects sensed more closely
to the truck 10. By way of example, the steer correction
may be a lesser amount, e.g., 2 degrees, when an object
is detected in the furthest region or sub-zone from the
vehicle; an intermediate amount, e.g., 4 degrees, when
an object is detected in a middle region; and a greater
amount, e.g., 8 degrees, when an object is detected in
an inner region of a steer bumper zone. As further alter-
natives, distance measurement to the detected object
may be utilized to dynamically adjust the steer algorithm
to make appropriate steer correction maneuvers.
[0098] As yet another illustrative example, it may be
desirable to apply a first, greater amount of steer correc-
tion, e.g., 10 degrees, if certain predefined conditions are
met, and to apply a second, lesser amount of steer cor-
rection, e.g., 7 degrees, under all other circumstances.
For example, assume that an operator is driving the truck
10 and comes to the end of an aisle or row. The operator
then maneuvers the truck 10 by making a 180 degree
turn and enters an adjacent aisle. Perhaps the operator
over or under steers upon entering the adjacent aisle,
such that the heading of the truck 10 cannot be straight-
ened down the aisle with the second, lesser amount of
steer correction. In this situation, it may be desirable to
apply a greater amount of steer correction than is nor-
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mally used to allow the truck 10 to achieve a straight
heading down the aisle.
[0099] The conditions that must occur prior to applying
the greater amount of steer correction may vary, but in
the above example, may comprise the following: a first
condition may be that a preselected driving speed, such
as, for example, 3 MPH, must be reached or exceeded.
A second condition may be that a minimum steering an-
gle, such as, for example, 45 degrees, must be met or
exceeded. A third condition may be that an operator must
be present on the truck 10 during the occurrences of the
first and second conditions. In the above example, if each
of these three conditions is met, the controller 103 per-
forms a single instance of the greater amount of steer
correction, e.g., 10 degrees, if an object is detected in
one of the steer bumper zones after the occurrence of
the three conditions. Subsequent steer corrections ap-
plied would be the lesser amount, e.g., 7 degrees, until
all three conditions are once again met, in which case
another single instance of the greater amount of steer
correction will be applied by the controller 103.
[0100] Referring to Figs. 15A-15C, a scanned environ-
ment 200, also referred to as a landscape, is illustrated.
The environment 200 may be derived by the controller
103 based on sensor data obtained by the controller 103
from an obstacle sensor 76, such as a laser scanning
device. In this embodiment, a single obstacle sensor 76
is used to provide the sensor data, although additional
sensors 76 could be used as desired. In an exemplary
embodiment, the obstacle sensor 76 may be located at
a distance off the floor upon which the truck 10 is travel-
ling, wherein the obstacle sensor 76 scans in a scanning
plane that is oriented at an angle from the sensor 76
downward toward the floor.
[0101] The exemplary environment 200 illustrated in
Figs. 15A-15C extends in an axial direction, i.e., parallel
to a central axis CA of the truck 10, from a front edge
200A of the environment 200 to a rear edge 200B of the
environment 200. The front edge 200A is displaced a
predefined distance DF from the front of the truck 10. The
distance DF may be any suitable distance and in a pre-
ferred embodiment is from about 1 meter to about 5 me-
ters. The rear edge 200B is located at a predetermined
location L1 associated with the truck 10. As a few non-
limiting examples, the location L1 may be defined at a
load wheel of the truck 10, at a rear end of an estimated
position of a typical load carried by the truck 10, or at the
tips of the forks 16, as illustrated in Figs. 15A-15C.
[0102] The exemplary environment 200 in the embod-
iment shown in Figs. 15A-15C extends in a lateral direc-
tion, i.e., perpendicular to the central axis CA of the truck
10, from a left edge 200C of the environment 200 to a
right edge 200D of the environment 200. The left edge
200C is displaced laterally a predefined distance DL to
the left of the central axis CA of the truck 10. The right
edge 200D is displaced laterally a predefined distance
DR to the right of the central axis CA of the truck 10. The
distances DL and DR may comprise any suitable distanc-

es and in a preferred embodiment are each from about
2 meters to about 5 meters. It is noted that the distances
DL and DR could be measured from the sides of the truck
10 or any other suitable location, rather than from the
central axis CA. It is also noted that the edges 200A-200D
of the environment 200 could comprise an shape and
need not define straight edges. For example, the edges
200A-200D could be curved or could comprise uneven
or serrated portions.
[0103] The exemplary environment 200 illustrated in
Figs. 15A-15C comprises a scanned zone 202 and a his-
tory zone 204. The scanned zone 202 is actively scanned
by the obstacle sensor 76 during operation of the truck
10. The history zone 204 is not actively scanned by the
obstacle sensor 76, but objects that are detected in the
scanned zone 202 are capable of being tracked as they
pass through the history zone 204 during movement of
the truck 10, as will be described herein. The history zone
204 comprises a first portion 2040A comprising un-
scanned areas laterally outside of the scanned zone 202
and also comprises a second portion 2040B comprising
an area that is located rearwardly from the scanned zone
202, as shown in Figs. 15A-15C.
[0104] The scanned zone 202 extends from the front
edge 200A of the environment 200 to a predetermined
axial location L2, which location L2 in the embodiment
shown is defined close to the front end of the truck 10
but could be defined at other areas. The scanned zone
202 extends in the lateral direction between predeter-
mined lateral locations L3 and L4, which locations L3 and
L4 are laterally displaced from respective sides of the
truck 10 and are located between the sides of the truck
10 and the left and right edges 200C and 200D of the
environment 200, as shown in Figs. 15A-15C.
[0105] The first portion 2040A of the history zone 204
extends laterally outwardly from both sides of the
scanned zone 202, i.e., from the respective locations L3
and L4, to the left and right edges 200C and 200D of the
environment 200. The second portion 2040B of the his-
tory zone 204 extends rearwardly from the scanned zone
202, i.e., from the location L2, to the rear edge 200B of
the environment 200. The second portion 2040B of the
history zone 204 extends laterally between the left and
right edges 200C and 200D of the environment 200.
[0106] The scanned zone 202 and the history zone 204
each comprise corresponding left and right sections
202A, 202B and 204A, 204B. The left section 202A of
the scanned zone 202 in the embodiment shown com-
prises four scan zones 202A1, 202A2, 202A3, 202A4 (col-
lectively referred to hereinafter as scan zones 202A1-4)
and the right section 202B of the scanned zone 202 in
the embodiment shown comprises four scan zones,
202B1, 202B2, 202B3, 202B4 (collectively referred to
hereinafter as scan zones 202B1-4). The exemplary scan
zones 202A1-4 - 202B1-4 illustrated in Figs. 15A-15C are
substantially all the same size and are generally rectan-
gular in shape, with the exception of the scan zones
202A4 and 202B4 located closest to the truck 10 having
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angled bottom corner portions. However, it is noted that
the scan zones 202A1-4 - 202B1-4 could have any suitable
size and shape. Further, while the scan zones 202A4 and
202B4 located closest to the truck 10 in the embodiment
shown extend slightly rearwardly from the front of the
truck 10, i.e., to the location L2, the scan zones 202A4
and 202B4 located closest to the truck 10 could extend
to other locations without departing from the spirit and
scope of the invention. Also, while each section 202A,
202B of the scanned zone 202 in the embodiment shown
comprises four scan zones 202A1-4 - 202B1-4, additional
or fewer scan zones may be provided in each section
202A, 202B.
[0107] The obstacle sensor 76 scans the scan zones
202A1-4 - 202B1-4 and sends sensor data to the controller
103 regarding objects detected in the scan zones 202A1-4
- 202B1-4. Included in the sensor data sent by the obstacle
sensor 76 is data for each scan zone 202A1-4 - 202B1-4
that is representative of whether an object is detected in
the corresponding scan zone 202A1-4 - 202B1-4. Further,
if an object is detected in a scan zone 202A1-4 - 202B1-4,
the sensor data includes data representative of the dis-
tance that the detected object is from a reference coor-
dinate RC associated with the vehicle. The reference co-
ordinate RC may be a predetermined location on the truck
10, such as a bumper, wheel, fork, the obstacle sensor
76, etc., or the reference coordinate RC may be an axis
or plane associated with the truck 10. In the embodiment
shown, the reference coordinate RC is the central axis
CA of the truck 10.
[0108] As shown in Figs. 15A-15C, each scan zone
202A1-4 - 202B1-4 comprises a plurality of buckets 220.
The buckets 220 are used for tracking objects in a plane
generally parallel to the floor and that are detected in the
scan zones 202A1-4 - 202B1-4, as will be discussed here-
in. In a preferred embodiment, each scan zone 202A1-4
- 202B1-4 comprises between four and eleven buckets
220 (six buckets 220 are included in each scan zone
202A1-4 - 202B1-4 in the embodiment shown), although
additional or fewer buckets 220 could be included in each
scan zone 202A1-4 - 202B1-4.
[0109] The history zone 204 also comprises a plurality
of buckets 222. The buckets 222 in first portion 2040A
of the history zone 204 may be continuations of the buck-
ets 220 from the scan zones 202A1-4 - 202B1-4. The buck-
ets 222 are used for tracking objects that enter the history
zone 204 from the scan zones 202A1-4 - 202B1-4 as will
be discussed herein.
[0110] First and second objects 272, 274 are illustrated
in the environment 200 in Figs. 15A-15C. These objects
272, 274 are detected by the obstacle sensor 76 during
operation, and the obstacle sensor 76 sends sensor data
to the controller 103 about the objects 272, 274. The con-
troller 103 uses the sensor data to assign the objects
272, 274 to buckets 220 defined within the scanned zone
202 based on the sensor data from the obstacle sensor
76. Once the objects 272, 274 exit the scanned zone 202
and enter the history zone 204, the objects 272, 274 are

assigned to the buckets 222 in the history zone 204.
[0111] The buckets 220, 222 are used to track the ob-
jects 272, 274 in the environment 200 as the truck 10
moves. That is, as the truck 10 moves, the controller 103
tracks the objects 272, 274 by using subsequent sensor
data from the obstacle sensor 76 to re-assign the objects
272, 274 to adjacent buckets 220, and/or by using dead
reckoning to re-assign the objects 272, 274 to adjacent
buckets 220, 222. By re-assigning the objects 272, 274
to adjacent buckets 220, 222, the controller 103 is able
to determine an updated axial distance that the objects
272, 274 are from the truck 10. The controller 103 is also
able to determine an updated lateral distance that the
objects 272, 274 are from the truck 10 using subsequent
sensor data and/or dead reckoning. In a preferred em-
bodiment, the objects 272, 274 are tracked by the con-
troller 103 until they are no longer determined to be in
the environment 200.
[0112] It is noted that, if the obstacle sensor 76 scans
in a scanning plane that is oriented at an angle from the
sensor 76 downward toward the floor, some objects that
are detected in one or more of the scan zones 202A1-4 -
202B1-4 may not be detected in an adjacent scan zone,
even though that object is located within the axial dimen-
sion of the adjacent scan zone. For example, shorter ob-
jects may be detected by the obstacle sensor 76 in scan
zone 202A1, but may not be detected by the obstacle
sensor 76 upon entering the axial dimensions of the ad-
jacent zone 202A2. While the sensor data provided by
the obstacle sensor 76 may not indicate that the object
is in the zone 202A2, i.e., since the object is located under
the scanning plane of the sensor 76, the object is still
tracked in the environment 200 via dead reckoning.
[0113] Referring to Figs. 16A-16C, exemplary action
zones 280 defined within the environment 200 are illus-
trated. The action zones 280 may be used for implement-
ing various steer maneuvers as will be described herein.
The action zones 280 in the embodiment shown are di-
vided into left and right action zones 282, 284, wherein
the left action zone 282 is located on the left of the central
axis CA of the truck 10, and the right action zone 284 is
located on the right of the central axis CA of the truck 10.
[0114] The exemplary action zones 280 illustrated in
Figs. 16A-16C comprise left and right stop zones 300,
302, left and right no steer zones 304, 306, left and right
steer zones 308, 310, and left and right hug zones 312,
314.
[0115] The left and right stop zones 300, 302 are lo-
cated to the front of and immediately to the sides of the
truck 10. If an object is detected in either of the stop zones
300, 302 the controller 103 will initiate a brake operation
to cause the truck 10 to stop.
[0116] Laterally outwardly from the stop zones 300,
302 are the left and right no steer zones 304, 306. The
left and right no steer zones 304, 306 comprise forward
and rear portions 304A, 306A and 304B, 306B. The for-
ward portions 304A, 306A of the no steer zones 304, 306
may comprise scanned portions of the no steer zones
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304, 306, i.e., portions of the no steer zones 304, 306
corresponding to the scanned zone 202, whereas the
rear portions 304B, 306B of the no steer zones 304, 306
may comprise unscanned portions of the no steer zones
304, 306, i.e., portions of the no steer zones 304, 306
corresponding to the second portion 2040B of the history
zone 204. If an object is detected in one of the no steer
zones 304, 306, the controller 103 does not permit the
vehicle to turn toward the no steer zone 304, 306 in which
the object was detected until the object moves out of the
respective no steer zone 304, 306.
[0117] Laterally outwardly from the no steer zones 304,
306 are the left and right steer zones 308, 310. The left
and right steer zones 308, 310 comprise forward and rear
portions 308A, 310A and 308B, 310B. The forward por-
tions 308A, 310A of the steer zones 308, 310 may com-
prise scanned portions of the steer zones 308, 310, i.e.,
portions of the steer zones 308, 310 corresponding to
the scanned zone 202, whereas the rear portions 308B,
310B of the steer zones 308, 310 may comprise un-
scanned portions of the steer zones 308, 310, i.e., por-
tions of the steer zones 308, 310 corresponding to the
second portion 2040B of the history zone 204. If an object
is detected in one of the rear portions 308B, 310B of the
steer zones 308, 310, the controller 103 permits the ve-
hicle to turn toward the steer zone 308, 310 in which the
object was detected, i.e., until the detected object enters
the adjacent no steer zone 304, 306, at which point the
controller 103 does not permit additional turning of the
truck 10 toward the respective no steer zone 304, 306,
and at which point the controller 103 may implement an-
other steer maneuver as will be described herein. It is
noted that, in the preferred embodiment, the controller
103 does not implement a steer maneuver to turn the
truck 10 toward a steer zone 308, 310 if an object is de-
tected in the forward portion 308A, 310A thereof, al-
though the controller 103 could be programmed to im-
plement such a steer maneuver.
[0118] Laterally outwardly from the steer zones 308,
310 are the left and right hug zones 312, 314. The hug
zones 312, 314 are usable by the controller 103 to steer
the truck 10 relative to selected objects such that the
truck can be substantially maintained at a desired dis-
tance from the selected object, as will be described herein
with reference to Figs. 17A-17C. Laterally inner bound-
aries of the hug zones 312, 314 are defined by left and
right hug lines 312A, 314A, as illustrated in Figs. 16A-
16C and 17A-17C.
[0119] Select ones of the action zones 280, or portions
thereof, may be used by the controller 103 for implement-
ing additional steer maneuvers. For example, the no
steer zones 304, 306 and all or portions of the steer zones
308, 310 may define respective left and right steer away
zones 316, 318. For example, the steer away zones 316,
318 may be defined by the no steer zones 304, 306 and
the forward portions 308A, 310A but not the rear portions
308B, 310B of the steer zones 308, 310. If an object is
detected in or otherwise determined to be located, e.g.,

via dead reckoning, in one of the steer away zones 316,
318 the truck 10 may turn away from the object, as long
as another object is not located in the stop zone 302,
304, the no steer zone 304, 306, or the forward portion
308A, 310A of the steer zone 308, 310 on the opposite
side of the truck 10. It is noted that the exemplary steer
away zones 316, 318 described and illustrated herein
could be defined by other action zones 280 or portions
thereof.
[0120] The controller 103 may implement various steer
maneuvers upon the happening of certain predefined
conditions. A first exemplary event occurs when an object
is detected within the scanned zone 202 by the obstacle
sensor 76 and is determined to be within the left or right
hug line 312A, 314A. If an object is detected within the
scanned zone 202 and within the left or right hug line
312A, 314A, the controller 103 will attempt to steer the
truck 10 away from the detected object, as long as such
a steer maneuver is permitted, i.e., as long as a second
object is not detected within the stop zone 302, 304, the
no steer zone 304, 306, or the forward portion 308A, 310A
of the steer zone 308, 310 on the opposite side of the
truck 10.
[0121] A second exemplary event occurs when an ob-
ject is detected or otherwise determined to be located,
e.g., via dead reckoning, within a no steer zone 304, 306
and the object is located between the front edge 200A
of the environment 200 and a predetermined axial loca-
tion L5 associated with the truck 10, see Figs. 16A-16C.
The predetermined location L5 associated with the truck
10 may be defined, for example, at the axial location
where the forks 16 extend from the truck 10. The prede-
termined axial location L5 may alternatively be defined
with respect to a predetermined distance from the front
edge 200A of the environment 200. Upon the happening
of the event according to this example, the controller 103
will attempt to steer away from the detected object, as
long as such a steer maneuver is permitted, i.e., as long
as a second object is not detected within the stop zone
302, 304, the no steer zone 304, 306, or the forward
portion 308A, 310A of the steer zone 308, 310 on the
opposite side of the truck 10.
[0122] A third exemplary event occurs when a first ob-
ject is detected by the obstacle sensor 76 within the left
hug line 312A and a second object is detected by the
obstacle sensor 76 within the right hug line 314A. In this
case, the controller 103 will implement a steer maneuver
to maintain the truck 10 on a straight heading until one
of the following occurs: one of the objects moves outside
of the respective hug line 312A, 314A; one of the objects
enters a rear portion 308B, 310B of a steer zone 308,
310; one of the objects leaves the environment 200; or
one of the objects enters a stop zone 300, 302. Upon the
occurrence of one of these instances, the controller 103
may implement another steer maneuver or initiate a
brake operation depending on the location of the ob-
ject(s).
[0123] A fourth exemplary event occurs when a "hug"
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maneuver is implemented by the controller 103. Addi-
tional details in connection with the hug maneuver will
be described below with reference to Figs. 17A-17C.
[0124] Referring to Figs. 16A-16C in succession, ex-
emplary steer maneuvers implemented by the controller
103 during movement of the truck 10 will be described.
The truck 10 may be traveling in response to receiving a
remote wireless travel request, i.e., from a wireless trans-
mitter, as discussed in detail herein. Alternatively, the
truck 10 may be coasting to a stop or may be driven
manually by a rider or a walker who is walking alongside
the truck 10.
[0125] In Fig. 16A, the obstacle sensor 76 detects first
and second objects 272, 274 in the scanned zone 202.
The obstacle sensor 76 sends sensor data to the con-
troller 103 that includes information about the first and
second objects 272, 274. The sensor data comprises da-
ta representative of which of the scan zones 202A1-A4,
202B1-B4 (see Figs. 15A-15C) the objects 272, 274 are
located in. The sensor data also includes data represent-
ative of a lateral distance that the objects 272, 274 are
from the reference coordinate RC, i.e., the central axis
CA of the truck 10 in the embodiment shown.
[0126] In Fig. 16A, the laterally innermost portion of
the first object 272 is determined to be in the scanned
zone 202 and located outside of the left hug line 312A in
the left hug zone 312, and the laterally innermost portion
of the second object 274 is determined to be in the
scanned zone 202 and located inside of the right hug line
314A in the forward portion 310A of the right steer zone
310. It is noted that, while a portion of the first object 272
is located outside of the left hug zone 312 and a portion
of the second object 274 is located in the right hug zone
314, the controller 103 may be primarily concerned with
the portion of any detected object that is closest laterally
to the truck 10. Based on the object location information
derived from the sensor data, it is determined that the
laterally innermost portion of the second object 274 is
closer than the laterally innermost portion of the first ob-
ject 272 to the central axis CA of the truck 10. Based on
the locations of the first and second objects 272, 274 in
Fig. 16A, the controller 103 will automatically implement
a steer maneuver to steer the truck 10 toward the first
object 272, so as to steer the truck 10 away from the
second object 274.
[0127] The truck 10 is continually steered toward the
first object 272 and away from the second object 274
until one of two conditions occurs. The first condition is
that the first object 272 (or another object determined to
be in the environment 200) enters a predefined portion
of the left action zone 282. The predefined portion of the
left action zone 282 comprises a portion of the left action
zone 282 wherein further steering of the truck 10 toward
the first object 272 is determined to not be permitted. The
predefined portion of the left action zone 282 in the ex-
emplary embodiment shown is either of the forward por-
tion 308A of the left steer zone 308 or the rear portion
304B of the left no steer zone 304, but could be other left

action zones 282 or portions thereof. The second condi-
tion is that the second object 274 (and any other objects
determined to be in the right action zone 284) completely
exits a predefined portion of the right action zone 284.
The predefined portion of the right action zone 284 com-
prises a portion of the right action zone 284 wherein fur-
ther steering of the truck 10 away from the second object
274 is determined to not be required. The predefined
portion of the right action zone 284 in the embodiment
shown is the forward portion 310A of the right steer zone
310 if the second object 274 is in the scanned zone 202,
i.e., such that the second object 274 is completely outside
of the right hug line 314A, or the rear portion 306B of the
right no steer zone 306 forward of the location L5 if the
second object 274 is in the second portion 2040B of the
history zone 204, but could be other right action zones
284 or portions thereof.
[0128] In Fig. 16B, the first condition is illustrated as
being met, i.e., the first object 272 enters the forward
portion 308A of the left steer zone 308. While the first
and second objects 272 and 274 are both in the scanned
zone 202 such that they are being actively detected by
the obstacle sensor 76, and while the laterally innermost
portion of the first object 272 is in the forward portion
308A of the left steer zone 308 and the laterally innermost
portion of the second object is in the forward portion 310A
of the right steer zone 310, the controller 103 will imple-
ment a steer maneuver such that the truck 10 will main-
tain a straight heading. As noted above, the truck 10 will
maintain a straight heading until one of the following oc-
curs: the laterally innermost portion of one of the objects
272, 274 moves outside of a hug line 312A, 314A; the
laterally innermost portion of one of the objects 272, 274
enters a rear portion 308B, 310B of a steer zone 308,
310; or one of the objects leaves the environment 200.
[0129] In Fig. 16C, the laterally innermost portion of
the second object 274 is illustrated as having moved into
the rear portion 310B of the right steer zone 310. In this
scenario, the second object 274 has gone from being
scanned by the obstacle sensor 76 in the scanned zone
202 to not being scanned in the second portion 2040B
of the history zone 204, and, thus, being tracked by dead
reckoning. Since the laterally innermost portion of first
object 272 is in the forward portion 308A of the left steer
zone 308 and the second object 274 is in the rear portion
310B of the right steer zone 310, the controller 103 au-
tomatically implements a steer maneuver to steer the
truck 10 away from the first object 272 so as to steer the
truck 10 toward the second object 274. The truck 10 will
continue to steer away from the first object 272 and to-
ward the second object 274 until one of the following
exemplary conditions occurs: the laterally innermost por-
tion of the first object 272 enters the rear portion 308B
of the left steer zone 308; the first object 272 is located
completely outside of the left hug line 312A; or until an
object is determined to be in the right no steer zone 306
or the forward portion 310A of the right steer zone 310.
If one of these events occurs, the controller 103 may
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implement a subsequent steer maneuver as described
herein.
[0130] If at any time during operation the first and/or
second object 272, 274 enter one of the stop zones 300,
302, the controller 103 will initiate a brake operation to
cause the truck 10 to stop, as discussed above.
[0131] Figs. 17A-17C are successive views of a truck
10 performing steer maneuvers according to another as-
pect of the invention. Figs. 17A-17C will be discussed in
terms of the action zones 280 discussed above with ref-
erence to Figs. 16A-16C. The truck 10 may be traveling
in response to receiving a remote wireless travel request,
i.e., from a wireless transmitter, as discussed in detail
herein. Alternatively, the truck 10 may be coasting to a
stop or may be driven manually by a rider or a walker
who is walking alongside the truck 10.
[0132] In Fig. 17A, the obstacle sensor 76 detects a
selected object 276 in the scanned zone 202. The ob-
stacle sensor 76 sends sensor data to the controller 103
that includes information about the selected object 276.
The sensor data comprises data that is representative of
which of the scan zones 202A1-A4, 202B1-B4 (see Figs.
15A-15C) the selected object 276 is located in. The sen-
sor data also includes data representative of the lateral
distance that the selected object 276 is from the reference
coordinate RC, i.e., the central axis CA of the truck 10 in
the embodiment shown. The selected object 276 may be
a rack or a stacked product face having a generally axially
extending laterally inner edge portion 276A, although it
is understood that the selected object 276 could be other
objects.
[0133] In the environment 200 illustrated in Fig. 17A,
based on the sensor data from the obstacle sensor 76,
it is determined that the edge portion 276A of the selected
object 276 is in the right steer zone 310. Based on the
detected location of the selected object 276 illustrated in
Fig. 17A, the controller 103 automatically implements a
steer maneuver to steer the truck 10 away from the se-
lected object 276 with the intent of steering the truck 10
such that the truck 10 is substantially maintained at a
desired distance from the edge portion 276A of the se-
lected object 276, i.e., such that the truck 10 "hugs" the
edge portion 276A of the selected object 276. In one em-
bodiment, the intent of the steer maneuver may be such
that the selected object 276 is at least partially maintained
in the right hug zone 314. Additionally or alternatively,
the intent of the steer maneuver may be such that a por-
tion of the selected object 276, e.g., the edge portion
276A thereof, is substantially maintained on the right hug
line 314A that is associated with the right hug zone 314.
[0134] In the exemplary embodiment shown, the intent
of the steer maneuver is to continually steer the truck 10
away from the selected object 276 until the selected ob-
ject 276 is at least partially maintained in the right hug
zone 314 and until the edge portion 276A of the selected
object 276 is substantially maintained on the right hug
line 314A.
[0135] Referring to Fig. 17B, an exemplary condition

is illustrated wherein the truck 10 "overshot" the right hug
line 314A, such that the edge portion 276A of the selected
object 276 went past the right hug line 314A. In this case,
the controller 103 automatically implements a steer
maneuver to steer the truck 10 toward the selected object
276 until the edge portion 276A of the selected object
276 is maintained on the right hug line 314A. It is noted
that, since no portion of the selected object 276 is located
in the right no steer zone 306 or in the forward portion
310A of the right steer zone 310 in Fig. 17B, the truck 10
is permitted to turn toward the selected object 276.
[0136] In Fig. 17C, after the steer maneuver is imple-
mented that steers the truck 10 toward the selected object
276 such that the edge portion 276A of the selected ob-
ject 276 is positioned on the right hug line 314A, the con-
troller 103 implements a steer maneuver to achieve a
straight heading of the truck 10 in the axial direction, i.e.,
parallel to the central axis CA, so as to maintain the edge
portion 276A of the selected object 276 on the right hug
line 314A. The truck 10 continues to travel straight until
the selected object 276 is no longer determined to be in
the environment 200, or until the edge portion 276A of
the selected object 276 is no longer determined to be
located on the right hug line 314A, at which point the
controller 103 could implement a steer maneuver such
that the right hug line 314A coincides with the edge por-
tion 276A of the selected object 276.
[0137] According to one embodiment, if multiple ob-
jects are located within the environment 200, the selected
object 276 may be an object that is determined to be
located closest to the left hug line 312A or the right hug
line 314A. Alternatively, the selected object 276 may be
the first object that is detected in the scanned zone 202
by the obstacle sensor 76, or may be the first object that
is determined to be in at least one of the steer zones 308,
310 and the no steer zones 304, 306. As another exam-
ple, the selected object 276 may be an object that is de-
termined to be the closest object to the truck 10 within
the environment 200, as measured in the lateral direction.
[0138] Further, the controller 103 may be programma-
ble to only perform a steer maneuver to "hug" a selected
object if the object is detected in a select one of the left
and right hug zones 312, 314. For example, it may be
desirable that the truck 10 only hug objects located on
the right side of the truck 10. Under this arrangement,
the truck 10 may travel in a controlled fashion down the
right side of an aisle, while another truck travels in the
opposite direction on the other side of the aisle. As an-
other example, if an operator will only be picking items
located on the right side of an aisle, the truck 10 may
only hug a rack or stacked product face on the right side
of the truck 10, so as to minimize the distance that the
operator has to walk from the rack to the truck 10.
[0139] Further still, the hug maneuver described herein
may be implemented by the controller 103 in one em-
bodiment only upon authorization to do so. For example,
an operator may depress a button, which button may be
located on the truck 10 or on a remote control device as
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described herein. Upon receiving authorization to imple-
ment a hug maneuver, the controller 103 enters into an
"acquire hug" mode, wherein the controller 103 looks for
objects in the scanned zone 202 to hug. Additionally, the
operator may designate hug preferences, such as wheth-
er to hug an object on the left or right side of the truck
10, the first object detected in the scanned zone 202, the
object that is determined to be located closest to the cen-
tral axis CA of the truck 10, etc. Additionally, once an
object that is being hugged is no longer located within
the environment 200, the truck may continue forward on
a straight heading until a new object to hug is detected
by the obstacle sensor 76. If a new object is detected by
the obstacle sensor 76 within the environment 200, the
controller 103 may be programmed to automatically hug
the new object, or the controller 103 may need to be
authorized to do so by the operator.
[0140] Moreover, the hug maneuvers used in connec-
tion with the hug zones 312, 314 described herein with
reference to Figs. 17A-17C may be used in combination
with the other action zones 280 described above with
reference to Figs. 16A-16C.
[0141] Having thus described the invention of the
present application in detail and by reference to embod-
iments thereof, it will be apparent that modifications and
variations are possible without departing from the scope
of the invention defined in the appended claims.
[0142] Alternative expressions of the inventive concept
are set out in the following clauses:

CLAUSES

[0143]

1. A method for a materials handling vehicle to au-
tomatically perform a steer correction maneuver
comprising:

receiving sensor data from at least one sensing
device by a controller on a materials handling
vehicle;
detecting based on the received sensor data that
a first object is located in a first zone defined at
least partially on a first side of the vehicle;
detecting based on the received sensor data that
a second object is located in a second zone de-
fined at least partially on a second side of the
vehicle, wherein the second object is closer to
a central axis of the vehicle than the first object;
and
automatically performing a steer correction
maneuver by steering the vehicle toward the first
object so as to steer the vehicle away from the
second object until at least one of:

the first object enters a predefined portion
of the first zone; and
the second object exits a predefined portion

of the second zone.

2. The method of clause 1, wherein the predefined
portion of the first zone comprises a portion of the
first zone wherein further steering of the vehicle to-
ward the first object is determined to not be permit-
ted.

3. The method of clause 1, wherein the predefined
portion of the second zone comprises a portion of
the second zone wherein further steering of the ve-
hicle away from the second object is determined to
not be required.

4. The method of clause 1, further comprising
straightening a heading of the vehicle upon at least
one of:

the second object exiting the predefined portion
of the second zone; and
the first object entering the predefined portion
of the first zone.

5. The method of clause 1, further comprising initi-
ating a braking operation if at least one of the first
object and the second object enters a portion of its
corresponding zone that comprises a stop zone.

6. The method of clause 1, wherein automatically
performing a steer correction maneuver comprises
automatically performing the steer correction
maneuver while the materials handling vehicle is
traveling in response to receiving a wirelessly trans-
mitted travel request by a corresponding wireless
transmitter.

7. The method of clause 1, wherein receiving sensor
data from at least one sensing device comprises re-
ceiving the sensor data from a scanning laser device.

8. The method of clause 1, wherein the first and sec-
ond zones each comprise:

a stop zone, wherein if an object is detected in
the stop zone, the vehicle is caused to initiate a
braking operation;
a no steer zone laterally outwardly from the stop
zone, wherein if an object is detected in at least
a portion of the no steer zone the vehicle is not
permitted to turn toward the no steer zone in
which the object was detected; and
a steer zone laterally outwardly from the no steer
zone, wherein if an object is detected in at least
a portion of the steer zone the vehicle is permit-
ted to turn toward the steer zone in which the
object was detected.

9. The method of clause 8, wherein the predefined
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portion of the first zone comprises the no steer zone
of the first zone.

10. The method of clause 8, wherein the predefined
portion of the second zone comprises the steer zone
of the second zone.

11. The method of clause 8, wherein the first and
second zones each further comprise a hug zone lat-
erally outwardly from the steer zone, wherein the hug
zone is usable by the controller to steer the vehicle
relative to selected objects detected in the corre-
sponding hug zone such that the vehicle is substan-
tially maintained at a desired distance from the se-
lected object.

12. A method for tracking objects detected by at least
one sensing device on a materials handling vehicle,
the method comprising:

receiving sensor data from at least one sensing
device by a controller on a materials handling
vehicle, wherein the sensor data comprises:

data representative of whether an object is
detected in a scanned zone that is scanned
by the at least one sensing device, the
scanned zone being a part of an environ-
ment in which objects are tracked; and
data representative of a lateral distance that
any detected objects are from a reference
coordinate associated with the vehicle;

wherein each detected object is tracked until the
object is no longer located in the environment by:

assigning the object to at least one bucket
defined within the scanned zone by the at
least one sensing device; and
using at least one of subsequent sensor da-
ta and dead reckoning to re-assign the ob-
ject to adjacent buckets and to determine
an updated lateral distance that the object
is from the reference coordinate as the ve-
hicle moves; and

wherein the controller automatically implements
a steer correction maneuver if a tracked object
enters a steer away zone defined within the en-
vironment.

13. The method of clause 12, wherein the reference
coordinate is a central axis of the vehicle.

14. The method of clause 12, wherein the environ-
ment is defined by:

a front edge that is displaced a predefined dis-

tance from front of the vehicle;
a rear edge that is located at a predetermined
location associated with the vehicle;
a left edge that is displaced a predefined dis-
tance from a central axis of the vehicle; and
a right edge that is displaced a predefined dis-
tance from the central axis of the vehicle.

15. The method of clause 14, wherein the environ-
ment comprises:

the scanned zone, which extends:

in an axial direction rearwardly from the front
edge of the environment to a predetermined
axial location, wherein the axial direction is
parallel to the central axis of the vehicle; and
in the lateral direction from a left predeter-
mined location to a right predetermined lo-
cation, the left predetermined location being
between the left side of the truck and the
left edge of the environment and the right
predetermined location being between the
right side of the truck and the right edge of
the environment; and

a history zone that includes:

a first portion that extends laterally from the
scanned zone to the left edge of the envi-
ronment and extends laterally from the
scanned zone to the right edge of the envi-
ronment; and
a second portion that extends rearwardly
from the scanned zone to the rear edge of
the environment.

16. The method of clause 15, wherein the at least
one sensing device scans for objects located in the
scanning zone and does not scan for objects in the
history zone.

17. The method of clause 16, wherein:

objects located in the scanning zone are tracked
using the sensor data from the at least one sens-
ing device and dead reckoning; and
once objects that have been detected by the at
least one sensing device exit the scanned zone
and enter the history zone, the objects are
tracked using only dead reckoning.

18. The method of clause 17, wherein the scanned
zone comprises a plurality of scan zones, each scan
zone comprises a plurality of buckets, the buckets
located adjacent to one another in the axial direction.

19. The method of clause 18, wherein the history
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zone comprises a plurality of buckets located adja-
cent to one another in the axial direction such that
objects being tracked in the history zone during
movement of the vehicle are re-assigned to adjacent
buckets using dead reckoning so as to update the
axial distance of the object relative to the vehicle.

20. The method of clause 12, wherein the environ-
ment defines a plurality of action zones that result in
the controller implementing different steer maneu-
vers for each action zone, such that, depending on
the action zone that a tracked object enters, the con-
troller automatically implements a steer maneuver
corresponding to the entered action zone.

21. A method for a materials handling vehicle to au-
tomatically implement a steer maneuver comprising:

receiving sensor data from at least one sensing
device by a controller on a materials handling
vehicle;
detecting that a selected object is in an environ-
ment proximate the vehicle; and
performing a steer maneuver by steering the ve-
hicle such that the vehicle is substantially main-
tained at a desired distance from the selected
object.

22. The method of clause 21, wherein performing a
steer maneuver comprises steering the vehicle such
that the selected object is at least partially main-
tained in a hug zone defined within the environment.

23. The method of clause 22, wherein performing a
steer maneuver further comprises steering the vehi-
cle such that at least a portion of the selected object
is substantially maintained on a hug line associated
with the hug zone.

24. The method of clause 23, wherein:

if a laterally innermost portion of the selected
object is located laterally between the hug line
and the vehicle, the vehicle is automatically
steered away from the selected objected until
the laterally innermost portion of the selected
object is located on the hug line, at which point
the vehicle is automatically steered to a desired
heading; and
if the laterally innermost portion of the selected
object is located laterally on the other side of the
hug line than the vehicle, the vehicle is automat-
ically steered toward the selected objected until
the laterally innermost portion of the selected
object is located on the hug line, at which point
the vehicle is automatically steered to the de-
sired heading.

25. The method of clause 24, wherein the desired
heading is substantially in the axial direction.

26. The method of clause 22, wherein the hug zone
extends in an axial direction that is parallel to a cen-
tral axis of the vehicle and the hug zone is laterally
displaced from a side of the vehicle.

27. The method of clause 21, wherein the environ-
ment comprises first and second hug zones, the first
hug zone displaced laterally from the left side of the
vehicle and the second hug zone displaced from the
right side of the vehicle.

28. The method of clause 27, wherein the environ-
ment further comprises:

first and second stop zones laterally inwardly
from the respective first and second hug zones,
wherein if an object is detected in a stop zone,
the vehicle is caused to initiate a braking oper-
ation;
first and second no steer zones laterally out-
wardly from the respective stop zones,
wherein if an object is detected in at least a por-
tion of a no steer zone the vehicle is not permit-
ted to turn toward the no steer zone in which the
object was detected; and
first and second steer zones laterally between
the respective no steer zones and the respective
hug zones, wherein if an object is detected in at
least a portion of a steer zone the vehicle is per-
mitted to turn toward the steer zone in which the
object was detected.

29. The method of clause 28, wherein the selected
object is the first object that is detected in at least
one of the steer zones and the no steer zones.

30. The method of clause 27, wherein the controller
is programmable to only perform a steer maneuver
if an object is detected in a select one of the first and
second hug zones.

31. The method of clause 21, wherein detecting that
a selected object is in an environment proximate the
vehicle comprises detecting that the selected object
is in a scanned zone of the environment, wherein
the scanned zone is scanned by the at least one
sensing device.

32. The method of clause 21, wherein the selected
object is an object that is determined to be the closest
object to the vehicle within the environment, as
measured in a lateral direction that is perpendicular
to a central axis of the vehicle.

33. The method of clause 21, wherein the selected
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object is the first object that is detected in a scanned
zone defined in the environment, wherein the
scanned zone is scanned by the at least one sensing
device.

34. The method of clause 21, wherein the selected
object comprises one of a rack and a stacked product
face having a generally axially extending edge por-
tion such that the vehicle is substantially maintained
at a desired distance from the edge portion of the
rack or stacked product face.

Claims

1. A method for a materials handling vehicle to imple-
ment a steer maneuver comprising:

receiving sensor data from at least one sensing
device by a controller on a materials handling
vehicle;
detecting that a selected object is in an environ-
ment proximate the vehicle;
in response to an operator initiated request, per-
forming a steer maneuver by the controller caus-
ing the vehicle to steer such that the vehicle is
substantially maintained at a desired distance
from the selected object, wherein the operator
designates whether to substantially maintain the
vehicle at a desired distance from an object on
the left or right side of the vehicle.

2. The method of claim 1, wherein performing a steer
maneuver comprises the controller steering the ve-
hicle such that the selected object is at least partially
maintained in a hug zone defined within the environ-
ment.

3. The method of claim 2, wherein performing a steer
maneuver further comprises steering the vehicle
such that at least a portion of the selected object is
substantially maintained on a hug line associated
with the hug zone.

4. The method of claim 3, wherein:

if a laterally innermost portion of the selected
object is located laterally between the hug line
and the vehicle, the vehicle is automatically
steered away from the selected object until the
laterally innermost portion of the selected object
is located on the hug line, at which point the ve-
hicle is automatically steered to a desired head-
ing; and
if the laterally innermost portion of the selected
object is located laterally on the other side of the
hug line than the vehicle, the vehicle is automat-
ically steered toward the selected object until

the laterally innermost portion of the selected
object is located on the hug line, at which point
the vehicle is automatically steered to the de-
sired heading.

5. The method of claim 4, wherein the desired heading
is substantially in an axial direction that is parallel to
a central axis of the vehicle.

6. The method of claim 2, wherein the hug zone extends
in an axial direction that is parallel to a central axis
of the vehicle and the hug zone is laterally displaced
from a side of the vehicle.

7. The method of claim 1, wherein the environment
comprises first and second hug zones, the first hug
zone displaced laterally from the left side of the ve-
hicle and the second hug zone displaced from the
right side of the vehicle.

8. The method of claim 7, wherein the environment fur-
ther comprises:

first and second stop zones laterally inwardly
from the respective first and second hug zones,
wherein if an object is detected in a stop zone,
the vehicle is caused to initiate a braking oper-
ation;
first and second no steer zones laterally out-
wardly from the respective stop zones, wherein
if an object is detected in at least a portion of a
no steer zone the vehicle is not permitted to turn
toward the no steer zone in which the object was
detected; and
first and second steer zones laterally between
the respective no steer zones and the respective
hug zones, wherein if an object is detected in at
least a portion of a steer zone the vehicle is per-
mitted to turn toward the steer zone in which the
object was detected.

9. The method of claim 8, wherein the selected object
is the first object that is detected in at least one of
the steer zones and the no steer zones.

10. The method of claim 1, wherein detecting that a se-
lected object is in an environment proximate the ve-
hicle comprises detecting that the selected object is
in a scanned zone of the environment, wherein the
scanned zone is scanned by the at least one sensing
device.

11. The method of claim 1, wherein the selected object
is an object that is determined to be the closest object
to the vehicle within the environment, as measured
in a lateral direction that is perpendicular to a central
axis of the vehicle.
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12. The method of claim 1, wherein the selected object
is the first object that is detected in a scanned zone
defined in the environment, wherein the scanned
zone is scanned by the at least one sensing device.

13. The method of claim 1, wherein the selected object
comprises one of a rack and a stacked product face
having a generally axially extending edge portion
such that the vehicle is substantially maintained at
a desired distance from the edge portion of the rack
or stacked product face.

14. The method of claim 1, wherein the operator author-
izes a steer maneuver by activating structure on the
vehicle or on a remote control device associated with
the vehicle, preferably wherein the operator activat-
ing structure comprises the operator depressing a
button located either on the vehicle or on a remote
control device associated with the vehicle.

15. The method of claim 1, wherein performing a steer
maneuver comprises the controller causing the ve-
hicle to steer such that the vehicle is substantially
maintained at a desired distance from the selected
object until a predetermined event occurs, preferably
wherein the predetermined event comprises at least
one of:

the selected object leaving a hug zone defined
within the environment;
the selected object leaving the environment; and
a second object entering a predefined portion of
a steer zone defined within the environment.
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