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DEVICE

(57) The embodiments of the present disclosure re-
late to the technical field of EPGs, and disclosed thereby
are a control method for focus movement on an EPG
user interface and a display device, the method compris-
ing: displaying a television broadcast program on a dis-
play screen; receiving an instruction for displaying an
EPG user interface, and displaying the EPG user inter-
face on the display screen in response to the instruction;
and receiving an instruction for indicating the movement
of a focus along a channel arrangement direction in the
EPG user interface, and in response to the instruction,

determining a new position to which the focus moves in
a target television channel according to the position of a
pre-selected reference broadcast program, so as to con-
trol the focus to move to a target broadcast program cor-
responding to the new position. Therefore, the problem
of not being able to backtrack the movement of a focus
in an EPS user interface along a channel axis direction
of the EPS user interface may be solved, and the position
of the focus is guaranteed to move within a convergence
range that meets the expectations of a user.
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Description

[0001] The present disclosure claims the priority to Chi-
nese Patent Application No. 201810639819.0, filed on
June 20, 2018 with Chinese Patent Office and entitled
"Control Method for Focus Movement on EPG User In-
terface and Display Terminal", claims the priority to Chi-
nese Patent Application No. 201810639818.6, filed on
June 20, 2018 with Chinese Patent Office and entitled
"Control Method for Focus Movement on EPG User In-
terface and Display Terminal", claims the priority to Chi-
nese Patent Application No. 201810638954.3, filed on
June 20, 2018 with Chinese Patent Office and entitled
"Control Method for Focus Movement on EPG User In-
terface and Display Terminal", and claims the priority to
Chinese Patent Application No. 201810638978.9, filed
on June 20, 2018 with Chinese Patent Office and entitled
"Focus Movement Method and Apparatus in Program
Item Display Interface, and Terminal device", which are
hereby incorporated by reference in their entireties.

Field

[0002] The embodiments of the present disclosure re-
lates to EPG, and more particularly to a control method
for focus movement on an EPG user interface and a dis-
play device.

Background

[0003] Electronic Program Guide (EPG) displayed on
a display screen of a smart television is arranged in a
matrix form, and displays broadcast programs. EPG dis-
plays channels and time in two dimensions, and displays
the various broadcast programs on the EPG in sizes that
are in proportion to play durations of the broadcast pro-
grams.
[0004] Since the start and end time of different broad-
cast programs of different channels are random, the po-
sitions and sizes of respective broadcast programs on
corresponding display regions in an EPG are also ran-
domly presented in an entire EPG user interface. In par-
ticular, the randomness of the playing durations of differ-
ent broadcast programs in each channel causes the dis-
play regions corresponding to the broadcast programs
between different channels display in a staggering man-
ner, resulting in irregular arrangements of the various
broadcast programs including in the EPG Since each
broadcast program in the EPG is dynamically generated
according the playing duration and content information
of each broadcast program, the position of focus move-
ment cannot be statically specified. Therefore, when a
focus is controlled to move between the various broad-
cast programs in the EPG, there is a need to propose an
algorithm to dynamically calculate the position of the fo-
cus movement.
[0005] A current algorithm is to calculate a next focus
position according to the position of a current focus during

each focus movement. In the process that the focus
moves in a channel arrangement direction, due to the
staggered displaying of the broadcast programs between
different channels, there may be an offset after each
movement. After multiple offsets, the focus will be away
from an initial focus position. In some cases, the focus
may eventually move to the boundary of a page. In this
scenario, if a reverse operation is performed, the focus
cannot be traced back, which affects user experience.

Summary

[0006] The embodiments of the present disclosure pro-
vide a method for controlling focus move on an EPG user
interface, and a display device, which allows for tracing
back a focus when moving on the EPG user interface
along a channel arrangement direction, to thereby en-
hance user experience.
[0007] In a first aspect, the embodiments of the present
disclosure provide a method for controlling focus move
on an EPG user interface in a display device. The method
includes: displaying a television broadcast program on a
display screen; receiving a first input instruction for dis-
playing an EPG user interface; in response to the first
input instruction, displaying the EPG user interface on a
play image on the display screen, where the EPG user
interface includes a two-dimensional program menu in-
cluding television channels along a vertical direction and
program play times in time order along a horizontal di-
rection; while the focus holds on a first television broad-
cast program in a first television channel, receiving a first
direction control instruction for indicating a focus move
along a first direction of the vertical direction, wherein the
first direction of the vertical direction is a direction from
top to bottom or from bottom to top; in response to the
first direction control instruction, determining a first ref-
erence time point within a playing period of the first tel-
evision broadcast program, and controlling the focus to
move to a second television broadcast program in a sec-
ond television channel, where a playing period of the sec-
ond television broadcast program includes the first ref-
erence time point; while the focus holds on the second
television broadcast program, receiving a second direc-
tion control instruction for indicating a focus move along
the first direction of the vertical direction; and in response
to the second direction control instruction, controlling the
focus to move to a third television broadcast program in
a third television channel, where a playing period of the
third television broadcast program includes the first ref-
erence time point.
[0008] In some implementations, the method further
includes: while the focus holds on the third television
broadcast program, receiving a third direction control in-
struction for indicating a focus move along a first direction
of the horizontal direction, wherein the first direction of
the horizontal direction is a direction from left to right or
from right to left; in response to the third direction control
instruction, controlling the focus to move to a fourth tel-
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evision broadcast program in the third television channel,
where the fourth television broadcast program is different
from the third television broadcast program; while the
focus holds on the fourth television broadcast program,
receiving a fourth direction control instruction for indicat-
ing a focus move along the first direction of the vertical
direction; and in response to the fourth direction control
instruction, determining a second reference time point
within a playing period of the fourth television broadcast
program, and controlling the focus to move to a fifth tel-
evision broadcast program in a fourth television channel,
where the playing period of the fifth television broadcast
program includes the second reference time point.
[0009] In some implementations, the determining a
first reference time point within a playing period of the
first television broadcast program, and controlling the fo-
cus to move to a second television broadcast program
in a second television channel includes: based on a pre-
set rule, determining a first reference time point within
the playing period of the first television broadcast pro-
gram; traversing each television broadcast program in a
second television channel, and searching a second tel-
evision broadcast program in the second television chan-
nel, which has the playing period including the first ref-
erence time point; and calculating a new position of the
focus move according to a channel index and a program
index of the second television broadcast program, and
controlling the focus to move to the second television
broadcast program corresponding to the new position.
[0010] In some implementations, the controlling the fo-
cus to move to a fourth television broadcast program in
the third television channel includes: calculating a new
position of the focus move according to a program index
of the fourth television broadcast program in the third
television channel, and controlling the focus to move to
the fourth television broadcast program corresponding
to the new position.
[0011] In some implementations, the method further
includes: determining any one of a start time, an end time
or a time point between the start time and end time of a
television broadcast program as a reference time point
based on a preset rule, such as a time point at half point
of the television broadcast program.
[0012] In a second aspect, the embodiments of the
present disclosure provide a display device, including: a
display screen; a memory, configured to store computer
instructions and data associated with the display screen;
and a processor, in communication with the memory and
the display screen, where the processor is configured to
execute the computer instructions to implement the
method in the first aspect.
[0013] In a third aspect, the embodiments of the
present disclosure provide a method for controlling focus
move on an EPG user interface in a display device. The
method includes: displaying a television broadcast pro-
gram on a display screen; receiving a first input instruc-
tion for displaying an EPG user interface; in response to
the first input instruction, displaying the EPG user inter-

face on a play image on the display screen, where the
EPG user interface includes a two-dimensional program
menu including television channels along a vertical di-
rection and play times in time order along horizontal di-
rection; while the focus holds on a first television broad-
cast program in a first television channel, receiving a first
direction control instruction for indicating a focus move
along a first direction of the vertical direction; in response
to the first direction control instruction, controlling the fo-
cus to move to a second television broadcast program
in a second television channel, wherein a period of a
playing period of the second television broadcast pro-
gram overlapping with a playing period of the first televi-
sion broadcast program is longer than those of other
broadcast programs in the second television channel;
while the focus holds on the second television broadcast
program, receiving a second direction control instruction
for indicating a focus move along the first direction of the
vertical direction; and in response to the second direction
control instruction, controlling the focus to move to a third
television broadcast program in a third television chan-
nel, wherein a period of a playing period of the third tel-
evision broadcast program overlapping with a playing pe-
riod of the first television broadcast program is longer
than those of other television broadcast programs in the
third television channel.
[0014] In some implementations, the method further
includes: while the focus holds on the third television
broadcast program, receiving a third direction control in-
struction for indicating a focus move along a first direction
of the horizontal direction; in response to the third direc-
tion control instruction, controlling the focus to move to
a fourth television broadcast program in the third televi-
sion channel, where the fourth television broadcast pro-
gram is different from the third television broadcast pro-
gram; while the focus holds on the fourth television broad-
cast program, receiving a fourth direction control instruc-
tion for indicating a focus move along the first direction
of the vertical direction; and in response to the fourth
direction control instruction, controlling the focus to move
to a fifth television broadcast program in a fourth televi-
sion channel, where a period of a playing period of the
fifth television broadcast program overlapping with a
playing period of the fourth television broadcast program
is longer than those of other television broadcast pro-
grams in the fourth television channel.
[0015] In some implementations, the controlling the fo-
cus to move to a second television broadcast program
in a second television channel, among multiple television
broadcast programs in the second television channel in-
cludes: traversing each television broadcast program in
the second television channel, and calculating a period
of a playing period of each television broadcast program
overlapping with a playing period of the first television
broadcast program; if the period of the playing period of
the second television broadcast program overlapping
with the playing period of the first television broadcast
program is the longest among the television broadcast
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programs in the second television channel, calculating a
new position of a focus move according to a channel
index of the second television channel and a program
index of the second television broadcast program, and
controlling the focus to move to the second television
broadcast program corresponding to the new position.
[0016] In some implementations, the controlling the fo-
cus to move to a fourth television broadcast program in
the third television channel includes: calculating a new
position of the focus move according to a program index
of the fourth television broadcast program in the third
television channel, and controlling the focus to move to
the fourth television broadcast program corresponding
to the new position.
[0017] In a fourth aspect, the embodiments of the
present disclosure provide a display device, including: a
display screen; a memory, configured to store computer
instructions and data related to the display screen; and
a processor, in communication with the memory and the
display screen, where the processor is configured to ex-
ecute the computer instructions to implement the method
in the third aspect.
[0018] In a fifth aspect, the embodiments of the present
disclosure provide a method for controlling a focus move
on an EPG user interface in a display device. The method
includes: displaying a television broadcast program on a
display screen; receiving a first input instruction for dis-
playing an EPG user interface; in response to the first
input instruction, displaying the EPG user interface on a
play image on the display screen, where the user inter-
face includes a two-dimensional program menu including
television channels along a vertical direction and play
times in time order along a horizontal direction; while the
focus holds on a first television broadcast program in a
first television channel, receiving a first direction control
instruction for indicating a focus move along a first direc-
tion of the vertical direction; in response to the first direc-
tion control instruction, controlling the focus to move to
a second television broadcast program in a second tel-
evision channel, where a playing period of the first tele-
vision broadcast program includes a first specific time
point within a playing period of a second television broad-
cast program; while the focus holds on the second tele-
vision broadcast program, receiving a second direction
control instruction for indicating a focus move along the
first direction of the vertical direction; and in response to
the second direction control instruction, controlling the
focus to move to a third television broadcast program in
a third television channel, where the playing period of the
first television broadcast program includes a second spe-
cific time point within a playing period of the third televi-
sion broadcast program.
[0019] In some implementations, the method further
includes: while the focus holds on the third television
broadcast program, receiving a third direction control in-
struction for indicating a focus move along a first direction
of the horizontal direction; in response to the third direc-
tion control instruction, controlling the focus to move to

a fourth television broadcast program in the third televi-
sion channel, where the fourth television broadcast pro-
gram is different from the third television broadcast pro-
gram; while the focus holds on the fourth television broad-
cast program, receiving a fourth direction control instruc-
tion for indicating a focus move along the first direction
of the vertical direction; and in response to the fourth
direction control instruction, controlling the focus to move
to a fifth television broadcast program in a fourth televi-
sion channel, where the playing period of the fourth tel-
evision broadcast program includes a third specific time
point within a playing period of the fifth television broad-
cast program.
[0020] In some implementations, the controlling the fo-
cus to move to a second television broadcast program
in the second television channel, the playing period of
the first television broadcast program including the first
specific time point within the playing period of the second
television broadcast program includes: based on a preset
rule, determining first specific time points of each televi-
sion broadcast program within a playing period of each
television broadcast program in the second television
channel; traversing each television broadcast program
in the second television channel, and searching a second
first television broadcast program that has a playing pe-
riod including the first specific time point; and calculating
a new position of a focus move according to a channel
index of the second television channel and a program
index of the second television broadcast program, and
controlling the focus to move to the second television
broadcast program corresponding to the new position.
[0021] In some implementations, the controlling the fo-
cus to move to a fourth television broadcast program in
the third television channel includes: calculating a new
position of a focus move according to a program index
of the fourth television broadcast program in the third
television channel, and controlling the focus to move to
the fourth television broadcast program corresponding
to the new position.
[0022] In some implementations, the method further
includes: determining any one of a play start time, a play
end time or a play time point corresponding to a half of
a program playing period of a television broadcast pro-
gram as a specific time point based on a preset rule.
[0023] In a sixth aspect, the embodiments of the
present disclosure provide a display device, including: a
display screen; a memory, configured to store computer
instructions and data related to the display screen; and
a processor, communicating with the memory and the
display screen, where the processor is configured to ex-
ecute the computer instructions to implement the method
in the fifth aspect.

Brief Description of the Drawings

[0024] In order to describe the embodiments of the
present disclosure more clearly, drawings used in the
embodiments or the illustration of related art will be briefly
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introduced below. It is apparent that the drawings in the
illustration below are only some embodiments of the
present disclosure. Those of ordinary skill in the art also
can acquire other drawings according to the drawings
without paying creative work.

Fig. 1 is a schematic diagram of a smart television.
Fig. 2A is a schematic diagram of an initial position
of a focus on an EPG user interface.
Fig. 2B is a schematic diagram of downwards moving
a focus for the first time on an EPG user interface.
Fig. 2C is a schematic diagram of downwards mov-
ing a focus for the second time on an EPG user in-
terface.
Fig. 2D is a schematic diagram of downwards mov-
ing a focus for the third time on an EPG user inter-
face.
Fig. 2E is a schematic diagram of downwards moving
a focus for the fourth time on an EPG user interface.
Fig. 2F is a schematic diagram of upwards moving
a focus for the first time on an EPG user interface.
Fig. 2G is a schematic diagram of upwards moving
a focus for the second time on an EPG user interface.
Fig. 2H is a schematic diagram of upwards moving
a focus for the third time on an EPG user interface.
Fig. 2I is a schematic diagram of upwards moving a
focus for the fourth time on an EPG user interface.
Fig. 2J is a schematic diagram of a movement track
of positions of a focus on an EPG user interface.
Fig. 3 is a flow chart of a control method for focus
movement on an EPG user interface.
Fig. 4 is a schematic diagram of an EPG user inter-
face.
Fig. 5A is a schematic diagram of downwards moving
a focus for the first time on an EPG user interface
by using Manner I.
Fig. 5B is a schematic diagram of downwards moving
a focus for the second time on an EPG user interface
by using Manner I.
Fig. 5C is a schematic diagram of downwards mov-
ing a focus for the third time on an EPG user interface
by using Manner I.
Fig. 5D is a schematic diagram of downwards mov-
ing a focus for the fourth time on an EPG user inter-
face by using Manner I.
Fig. 5E is a schematic diagram of a focus movement
track on an EPG user interface by using Manner I.
Fig. 5F is a schematic diagram of rightwards moving
a focus on an EPG user interface by using Manner I.
Fig. 5G is a schematic diagram of downwards mov-
ing a focus on an EPG user interface by using Man-
ner I.
Fig. 5H is a schematic diagram of downwards mov-
ing a focus on an EPG user interface by using Man-
ner I.
Fig. 6A is a schematic diagram of downwards moving
a focus for the first time on an EPG user interface
by using Manner II.

Fig. 6B is a schematic diagram of downwards moving
a focus for the second time on an EPG user interface
by using Manner II.
Fig. 6C is a schematic diagram of downwards mov-
ing a focus for the third time on an EPG user interface
by using Manner II.
Fig. 6D is a schematic diagram of downwards mov-
ing a focus for the fourth time on an EPG user inter-
face by using Manner II.
Fig. 6E is a schematic diagram of a focus movement
track on an EPG user interface by using Manner II.
Fig. 6F is a schematic diagram of leftwards moving
a focus on an EPG user interface by using Manner II.
Fig. 6G is a schematic diagram of downwards mov-
ing a focus on an EPG user interface by using Man-
ner II.
Fig. 6H is a schematic diagram of downwards mov-
ing a focus on an EPG user interface by using Man-
ner II.
Fig. 7A is a schematic diagram of downwards moving
a focus for the first time on an EPG user interface
by using Manner III.
Fig. 7B is a schematic diagram of downwards moving
a focus for the second time on an EPG user interface
by using Manner III.
Fig. 7C is a schematic diagram of downwards mov-
ing a focus for the third time on an EPG user interface
by using Manner III.
Fig. 7D is a schematic diagram of downwards mov-
ing a focus for the fourth time on an EPG user inter-
face by using Manner III.
Fig. 7E is a schematic diagram of a focus movement
track on an EPG user interface by using Manner III.
Fig. 7F is a schematic diagram of leftwards moving
a focus on an EPG user interface by using Manner III.
Fig. 7G is a schematic diagram of upwards moving
a focus on an EPG user interface by using Manner III.
Fig. 7H is a schematic diagram of upwards moving
a focus on an EPG user interface by using Manner III.

Detailed Description of the Embodiments

[0025] Technical schemes in embodiments of the
present disclosure will be described clearly and com-
pletely below in combination with the drawings in the em-
bodiments of the present disclosure. It is apparent that
the embodiments described herein are only a part of the
embodiments of the present disclosure, not all the em-
bodiments. Based on the embodiments in the present
disclosure, all other embodiments obtained by those of
ordinary skill in the art without creative work shall fall
within the protection scope of the present disclosure.
[0026] A smart television is taken as an example of a
display device. The present embodiment is described in
detail.
[0027] Fig. 1 is a schematic diagram of a smart televi-
sion. As shown in Fig. 1, the smart television may include
a tuner 101, a user interface 102, a system processor
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103, a memory 104, an EPG generator 105, a video con-
troller 106, a display screen 107, and the like. The tuner
101 is used to tune broadcast channels under the control
of the system processor 103 according to an operation
of a user on the user interface 102. The memory 104 is
used to store EPG information extracted from additional
information included in a digital broadcast signal or an
analog broadcast signal received from the tuner 101. The
EPG generator 105 may include an On Screen Display
(OSD) generator and is used to generate an EPG based
on the EPG information stored in the memory 104. The
display screen 107 is used to display the EPG processed
by the video controller 106.
[0028] Specifically, in the process of displaying a tele-
vision broadcast program on the display screen 107 of
the smart television, an EPG display request signal sent
from the user through the user interface 102 (a remote
controller) is input to the system processor 103, that is,
in response to the EPG display request issued from the
user, the system processor 103 extracts the EPG infor-
mation from the broadcast signal received by the tuner
101, so that the EPG generator 105 may construct the
EPG based on the extracted EPG information and the
EPG image generated by the OSD generator using im-
age (OSD) data, and then the EPG user interface is dis-
played on the display screen 107 via the video
controller106.
[0029] The above extracted EPG information is used
to indicate a play schedule of a plurality of broadcast
programs, and may include name, type, start time, play
end time, and the like of each broadcast program.
[0030] Fig. 2A is a schematic diagram of an EPG user
interface. As shown in Fig. 2A, a vertical direction is a
channel axis direction to display different channels in a
multi-line form; and a horizontal direction is a time axis
direction. Various broadcast programs in each line are
arranged in a play time order, and the sizes of display
regions of the various broadcast programs indicate their
play durations. Five channels (i.e. DC a-DC e) are shown
in the EPG user interface in Fig. 2A, and the broadcast
programs of each channel are arranged and displayed
into one line according to the program play time order.
For example, Fig. 2A shows a broadcast program menu
between 3: 00 PM to 5: 00 PM, including broadcast pro-
grams a0-a3 of channel DC a, broadcast programs b0-
b5 of channel DC b, broadcast programs c0-c6 of channel
DC c, broadcast programs d0-d8 of channel DC d, and
broadcast programs e0-e7 of channel DC e.
[0031] When a focus is controlled to hold on a broad-
cast program at a certain position, the EPG user interface
shows a guide of the broadcast program at the same
time. The guide may include a channel index, the play
time, a profile and the like of the broadcast program. As
shown in Fig. 2A, when the focus is controlled to hold on
the broadcast program a2, a channel index DC a of a
channel to which the broadcast program a2 belongs, the
play time 29/3 4: 19PM-29/3 5: 19PM of the broadcast
program a2, and the profile of the broadcast program a2

are displayed in a guide region located on the upper side
of the EPG user interface.
[0032] Since the start time and end time for a broadcast
program on each channel are different, the sizes of the
display regions which indicate the durations of the broad-
cast programs on each channel in the EPG are different,
that is, a start position (corresponding to the start time)
and an end position (corresponding to the end time) of
each program in the above display regions are random.
Therefore, the display regions of the broadcast programs
in a plurality of upper and lower lines in the EPG are
displayed in a staggering manner. For example, the end
positions of the display regions that indicate durations of
the broadcast programs a0, b0 and c0 are not aligned,
so that the start positions of the display regions that in-
dicate the durations of the broadcast programs a1, b1
and c1 are not aligned. Therefore, in the process of con-
trolling the focus to move up and down in the EPG, due
to the staggered displaying of the various broadcast pro-
grams between different lines, there may be an offset in
a left-right direction after each movement. After multiple
offsets, the focus will be away from an initial focus posi-
tion. In some cases, the focus will eventually move to the
boundary of a page.
[0033] Fig. 2A is taken as an example. When the focus
falls onto the broadcast program a3 at the beginning,
upon receiving an instruction, such as a user presses a
down key on a remote controller once, taking the play
start time on the left side of the broadcast program a3 as
a benchmark, the focus is controlled to move to broadcast
program b3, and the start time of the broadcast program
a3 falls within a period defining by the start time and end
time of the broadcast program b3, as shown in Fig. 2B.
Upon receiving an instruction, such as a user presses
the down key on the remote controller once, taking start
time on the left side of the broadcast program b3 as a
benchmark, the focus is controlled to move to the broad-
cast program c3, the start time of the broadcast program
b3 falls within a period defining by start time and end time
of the broadcast program c3, as shown in Fig. 2C. Upon
receiving an instruction, such as the user presses the
down key on the remote controller once, taking the start
time on the left side of the broadcast program c3 as a
benchmark, the focus is controlled to move to the broad-
cast program d3, and the start time of the broadcast pro-
gram c3 falls within a period defining by the start time
and end time of the broadcast program d3, as shown in
Fig. 2D. When receiving an instruction, such as the user
presses the down key on the remote controller once, tak-
ing the start time on the left side of the broadcast program
d3 as a benchmark, the focus is controlled to move to
the broadcast program e3, and the start time of the broad-
cast program d3 falls within a period defining by the start
time and end time of the broadcast program e3, as shown
in Fig. 2E. In this way, a path of downward movement of
the focus from the broadcast program a3 is a3-b3-c3-d3-
e3, as shown in Fig. 2E, so that an offset between the
broadcast program e3 where the focus holds eventually
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and the broadcast program a3 where the focus holds
initially is relatively large.
[0034] Meanwhile, when the focus holds on the broad-
cast program a3, upon receiving an instruction, such as
the user presses an upward key on the remote controller
once, taking the start time on the left side of the broadcast
program e3 as a benchmark, the focus is controlled to
move to the broadcast program d1, and the start time of
the broadcast program e3 falls within a period defining
by the start time and end time of the broadcast program
d1, as shown in Fig. 2F. Similarly, the focus is controlled
to move upward to the broadcast programs c1 (as shown
in Fig. 2G), b0 (as shown in Fig. 2H), and a0 (as shown
in Fig. 2I). In this way, a path of upward movement of the
focus from the broadcast program e3 is e3-d1-c1-b0-a0,
as shown in Fig. 2J, so that an offset between the broad-
cast program a0 where the focus holds eventually and
the broadcast program e3 where the focus holds initially
is relatively large.
[0035] Further, it can be seen from the up-and-down
movement path of the focus, the broadcast program a0
where the focus eventually holds and the broadcast pro-
gram e3 where the focus holds initially have a relatively
large offset in the left-right direction, so that the position
of the eventual focus may not go back to a3. Therefore,
it can be seen that in a reverse operation, a phenomenon
of a back track failure of the focus may appear, which
affects user experience.
[0036] In other words, when the focus is controlled to
move up and down in the broadcast programs between
different channels, since the various broadcast programs
between the different channels are displayed in the stag-
gering manner, and the new position of the movement
of the focus needs to be calculated in real time according
to a position where the focus holds on the broadcast pro-
gram of the previous channel before the movement, the
focus is controlled to move to the broadcast program dis-
played at the new position. In this way, the broadcast
program where the focus falls eventually and the broad-
cast program where the focus falls initially has a relatively
offset in the left-right direction, which brings trouble to
the user.
[0037] In order to solve the above problems, a scheme
has been proposed: when the focus is controlled to move
up and down on the broadcast programs between the
different channels, the new position of the movement of
the focus is calculated according to the position of a se-
lected reference broadcast program, thus controlling the
focus to move to the broadcast program displayed at the
new position. In this way, in the process of controlling the
focus to move up or down on the broadcast programs
between the different channels, the same reference
broadcast program is referred, which may avoid the
broadcast program selected by the movement of the fo-
cus from generating a relatively offset in the left-right di-
rection and may solve the problem that the focus in the
EPG user interface may not be backtracked during the
up-and-down movement, thus enhancing user experi-

ence.
[0038] As shown in Fig. 3, the embodiment of the
present application provides a control method for focus
movement on an EPG user interface, including the fol-
lowing operations.
[0039] Step 101, displaying a television broadcast pro-
gram on a display screen.
[0040] Step 102, upon receiving an instruction for dis-
playing the EPG user interface, displaying the EPG user
interface on an image of the television broadcast program
in response to the instruction.
[0041] Step 103, determining whether a reference
broadcast program exists.
[0042] Step 104, in response to that the reference
broadcast program exists, after a broadcast program
where a current focus locates is determined as the ref-
erence broadcast program, a move direction of the in-
struction received is determined to indicate a direction of
the focus movement.
[0043] Step 105, in response to that the reference
broadcast program does not exist, a move direction of
the instruction received is directly determined to indicate
a direction of the focus movement.
[0044] Step 106, upon receiving an instruction for in-
dicating a focus move along an arrangement direction of
the play times of the broadcast programs in the EPG user
interface, controlling the focus to fall within a current
broadcast program in a current television channel in re-
sponse to the instruction, and updating the current broad-
cast program as the reference broadcast program.
[0045] Step 107, upon receiving an instruction for in-
dicating a focus move along an arrangement direction of
channels in the EPG user interface, a new position of the
focus movement in a target television channel is deter-
mined according to the position of the reference broad-
cast program in response to the instruction, so as to con-
trol the focus to move to a target broadcast program cor-
responding to the new position.
[0046] In the embodiments of the present disclosure,
when the focus is controlled to move along a channel
axis direction of the EPG user interface, the new position
of the focus movement may be determined according to
the position of the reference broadcast program. In this
manner, when moving along the channel axis direction
at each time, the focus moves with reference to the po-
sition of the same reference broadcast program, so that
it may be avoided that a relatively large offset is gener-
ated when the focus moves along a time axis direction
of the EPG user interface, and the focus movement has
a higher convergence. Since the position of the reference
broadcast program is kept unchanged, the movement
paths of the focus along the channel axis direction and
its reverse direction are opposite, thereby solving the
problem that the focus in the EPG user interface may not
be backtracked when moving along the channel axis di-
rection, and enhancing user experience.
[0047] In the embodiments of the present disclosure,
the position of the focus may be expressed by a channel
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index and a program index of a broadcast program where
the focus locates. For example, a global variable channel
index is used to store a channel number to which the
broadcast program with the current focus belongs, and
a global variable program index is used to store an index
value of the broadcast program with the current focus. A
global variable lastFocusProgram is used to store the
position of the reference broadcast program. The position
may include the channel number to which the reference
broadcast program belongs, and the index value of the
reference broadcast program.
[0048] It should be noted that in the EPG user interface,
the broadcast program where the focus locates is high-
lighted. For example, a display region that represents the
broadcast program is amplified at the original position,
and/or the edge of the display region is thickened, and/or
the display region is of a shadow style, so as to distinguish
other broadcast programs.
[0049] Specifically, as shown in Fig. 2A, in the EPG
user interface displayed on the display screen, upon re-
ceiving an instruction for indicating a focus move along
the left-right direction of the same line , the target broad-
cast program to which the focus moves is determined
according to a target index value, and a new focus posi-
tion is set according to the position of the target broadcast
program, so as to locate the position, to which the focus
moves, in the target broadcast program by changing the
index value of the broadcast program when the line
number is not changed; and the position of the focus in
the broadcast program after movement is stored as the
position of the reference broadcast program.
[0050] Upon receiving an instruction for indicating a
focus move along an up-down direction of different lines,
all the broadcast programs in the previous/next line are
traversed, and according to the position of the reference
broadcast program, the line number and the index value
of the target broadcast program, to which the focus
moves, in the previous/next line are determined, thereby
setting the new focus position.
[0051] The aforementioned line number (channel in-
dex) may be automatically subtracted by 1 or added by
1 according to whether a focus move direction is up or
down, and the index value (program index) may be au-
tomatically subtracted by 1 or added by 1 according to
whether the focus move direction is left or right, so that
the new focus position may be set according to the line
number and the index value of the broadcast program.
[0052] Exemplarily, in the EPG user interface dis-
played on the display screen shown in Fig. 2A, before an
instruction that the user presses a direction key of a re-
mote controller is received, it is firstly determined whether
the reference broadcast program exists.
[0053] If a position of the reference broadcast program
is not found in the global variable lastFocusProgram, it
is determined that the reference broadcast program is
absent, so that an initial broadcast program where the
current focus locates is determined as the reference
broadcast program. For example, in Fig. 2I, the current

focus position is identified as the line number Dc a and
the index value a0, that is, the focus is located in the
broadcast program a0, so that the line number to which
the broadcast program with the current focus belongs is
stored as Dc a in the global variable channel index, and
the index value of the broadcast program with the current
focus is stored as a0 in the global variable program index.
Meanwhile, the broadcast program a0 is determined as
the reference broadcast program, and the line number
Dc a to which the reference broadcast program a0 be-
longs and the index value a0 of the reference broadcast
program are stored in the global variable lastFocusPro-
gram as the position of the reference broadcast program.
[0054] If the position of the reference broadcast pro-
gram a0 with the line number Dc a and the index value
a0 is found in the global variable lastFocusProgram, it is
determined that the reference broadcast program a0 ex-
ists. Then, a remote controller direction key instruction
sent from the user will be received and make a response
to the instruction.
[0055] In some examples, when the focus holds on the
broadcast program a0, and an instruction that the user
presses a right key on the remote controller once is re-
ceived, as shown in Fig. 4, the new position of the focus
movement is identified that the line number (channel in-
dex) is still Dc a, and the index value is automatically
added by 1 and changed to a1, that is, the focus moves
to the broadcast program al corresponding to the new
position, and the index value, which is stored in the global
variable program index, of the broadcast program where
the current focus locates is updated with al. Meanwhile,
the broadcast program al is updated with the reference
broadcast program, and the line number Dc a to which
the reference broadcast program al belongs and the in-
dex value al are stored in the global variable lastFocus-
Program as the position of the reference broadcast pro-
gram.
[0056] When the focus moves between different chan-
nels according to a user operation, the embodiments of
the present disclosure determine the target broadcast
program according to the following manners.

Manner I.

[0057] The various broadcast programs in a target tel-
evision channel are traversed. It is determined whether
a period (i.e., the program play time) between a start time
and an end time of a certain broadcast program in the
target television channel includes a first reference time
point of a reference broadcast program. In other words,
it is determined whether the first reference time of the
reference broadcast program is within the period (i.e.,
the play time) between the start time and end time of the
certain broadcast program in the target television chan-
nel.
[0058] If the play time of the target broadcast program
includes the first reference time of the reference broad-
cast program, a new position of the focus movement is
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calculated, and the focus is controlled to move to the
target broadcast program corresponding to the new po-
sition.
[0059] The first reference time of the reference broad-
cast program may be any one of a start time, an end time
or a play time point corresponding to a half of the play
time of the program based on a preset rule. The reference
to the preset rule is to ensure that the focus moves within
a convergence range that meets the expectations of the
user to avoid a relatively large offset caused by the focus
movement, to thereby enhance the user experience.
[0060] As shown in Fig. 4, when the focus holds on a
broadcast program a1, and the user presses the down
key on the remote controller once, the broadcast pro-
grams b0-b5 in the channel with the line number Dc b
are traversed in a chronological order, and it is deter-
mined that the play time of the broadcast program b1
includes the first reference time point of the reference
broadcast program al (e.g. the first reference time point
is selected as the start time) according to the line number
Dc a to which the reference broadcast program belongs
and the index value al of the reference broadcast program
stored in the global variable lastFocusProgram, so that
the index value b1 of the broadcast program b1 is re-
turned.
[0061] As shown in Fig. 5A, the new position of the
focus movement is identified that the line number is au-
tomatically added by 1 and changed to Dc b, and the
index value is b1, thus controlling the focus to move to
the broadcast program b1 corresponding to the new po-
sition. Meanwhile, the line number to which the broadcast
program with the current focus belongs and stored in the
global variable channel index is updated with Dc b, and
the index value, which is stored in the global variable
program index, of the broadcast program with the current
focus is updated with b1.
[0062] When the focus holds on the broadcast program
b1, and the user continues to press the down key on the
remote controller once, the broadcast programs c0-c6 in
the channel with the line number Dc c are traversed in
the chronological order, and it is determined that the pro-
gram play time of the broadcast program c1 includes the
start time of the reference broadcast program al accord-
ing to the line number Dc a to which the reference broad-
cast program belongs and the index value al of the ref-
erence broadcast program stored in the global variable
lastFocusProgram, so that the index value c1 of the
broadcast program c1 is returned. As shown in Fig. 5B,
the new position of the focus movement is identified that
the line number is automatically added by 1 and changed
to Dc c, and the index value is c1, thus controlling the
focus to move to the broadcast program c1 correspond-
ing to the new position. Meanwhile, the line number to
which the broadcast program with the current focus be-
longs and stored in the global variable channel index is
updated with Dc c, and the index value, which is stored
in the global variable program index, of the broadcast
program with the current focus is updated with c1.

[0063] In some embodiments, when the focus falls on
the broadcast program c1, and the user continues to
press the down key on the remote controller once, the
broadcast programs d0-d8 in the channel with the line
number Dc d are traversed in the chronological order,
and it is determined that the program play time of the
broadcast program d1 includes the play start time of the
reference broadcast program al according to the line
number Dc a to which the reference broadcast program
belongs and the index value al of the reference broadcast
program stored in the global variable lastFocusProgram,
so that the index value d1 of the broadcast program d1
is returned. As shown in Fig. 5C, the new position of the
focus movement is identified that the line number is au-
tomatically added by 1 and changed to Dc d, and the
index value is d1, thus controlling the focus to move to
the broadcast program d1 corresponding to the new po-
sition. Meanwhile, the line number to which the broadcast
program with the current focus belongs and stored in the
global variable channel index is updated with Dc d, and
the index value, which is stored in the global variable
program index, of the broadcast program with the current
focus is updated with d1.
[0064] When the focus holds on the broadcast program
d1, and the user continues to press the down key on the
remote controller once, the broadcast programs e0-e7 in
the channel with the line number Dc e are traversed in
the chronological order, and it is determined that the play
time of the broadcast program e3 includes the play start
time of the reference broadcast program al according to
the line number Dc a to which the reference broadcast
program belongs and the index value al of the reference
broadcast program stored in the global variable lastFo-
cusProgram, so that the index value e3 of the broadcast
program e3 is returned. As shown in Fig. 5D, the new
position of the focus movement is identified that the line
number is automatically added by 1 and changed to Dc
e, and the index value is e3, thus controlling the focus to
move to the broadcast program e3 corresponding to the
new position. Meanwhile, the line number to which the
broadcast program with the current focus belongs and
stored in the global variable channel index is updated
with Dc e, and the index value, which is stored in the
global variable program index, of the broadcast program
with the current focus is updated with e3.
[0065] Meanwhile, when the focus holds on the broad-
cast program e3, and the user presses the up key on the
remote controller once, the broadcast programs d0-d8 in
the channel with the line number Dc d are traversed in
the chronological order, and it is determined that the play
time of the broadcast program d1 includes the play start
time of the reference broadcast program al according to
the line number Dc a to which the reference broadcast
program belongs and the index value al of the reference
broadcast program stored in the global variable lastFo-
cusProgram, so that the index value d1 of the broadcast
program d1 is returned. As shown in Fig. 5C, the new
position of the focus movement is identified that the line
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number is automatically subtracted by 1 and changed
from Dc e into Dc d, and the index value is d1, thus con-
trolling the focus to move to the broadcast program d1
corresponding to the new position. Meanwhile, the line
number to which the broadcast program with the current
focus belongs and stored in the global variable channel
index is updated with Dc d, and the index value, which
is stored in the global variable program index, of the
broadcast program with the current focus is updated with
d1.
[0066] When the focus holds on the broadcast program
d1, and the user continues to press the up key on the
remote controller, the broadcast programs c0-c6 in the
channel with the line number Dc c are traversed in the
chronological order, and it is determined that the program
play time of the broadcast program c1 includes the play
start time of the reference broadcast program al accord-
ing to the line number Dc a to which the reference broad-
cast program belongs and the index value al of the ref-
erence broadcast program stored in the global variable
lastFocusProgram, so that the index value c1 of the
broadcast program c1 is returned. As shown in Fig. 5B,
the new position of the focus movement is identified that
the line number is automatically subtracted by 1 and
changed from Dc d into Dc c, and the index value is c1,
thus controlling the focus to move to the broadcast pro-
gram c1 corresponding to the new position.
[0067] When the focus holds on the broadcast program
c1, and the user continues to press the up key on the
remote controller, the focus is controlled to move to the
broadcast programs b1 (as shown in Fig. 5A) and al (as
shown in Fig. 4) similarly.
[0068] As shown in Fig. 5E, a path of downward move-
ment of the focus is: al-bl-cl-dl-e3, and a path of upward
movement of the focus is: e3-d1-c1-b1-al. It can be seen
from this that on one hand, in the upward movement path
of the focus and the downward movement path of the
focus, the broadcast program where the focus falls and
the reference broadcast program basically have no offset
in the left-right direction, thereby ensuring that the focus
moves within a convergence range that meets the ex-
pectations of the user; on the other hand, the upward
movement path and the downward movement path of
the focus are opposite, thus ensuring that the movement
path of the focus is traceable and enhancing the user
experience.
[0069] In some other examples, when the focus holds
on the broadcast program c1, and the user presses a
right key on the remote controller once, as shown in Fig.
5F, the new position of the focus movement is identified
that the line number (channel index) is Dc c, and the
index value is automatically added by 1 and changed to
c2, that is, the focus moves to the broadcast program c2
corresponding to the new position, and the index value,
which is stored in the global variable program index, of
the broadcast program with the current focus is updated
with c2. At the same time, the broadcast program c2 is
updated with the reference broadcast program, and the

line number Dc c to which the reference broadcast pro-
gram c2 belongs and the index value c2 of the reference
broadcast program c2 are stored in the global variable
lastFocusProgram as the position of the reference broad-
cast program.
[0070] When the focus holds on the broadcast program
c2, and the user presses the down key on the remote
controller once, the broadcast programs d0-d8 in the
channel with the line number Dc d are traversed in the
chronological order, and it is determined that the program
playing period of the broadcast program d3 includes the
play start time of the reference broadcast program c2
according to the line number Dc c to which the reference
broadcast program belongs and the index value c2 of the
reference broadcast program stored in the global variable
lastFocusProgram, so that the index value d3 of the
broadcast program d3 is returned. As shown in Fig. 5G,
the new position of the focus movement is identified that
the line number is automatically added by 1 and changed
from Dc c into Dc d, and the index value is d3, thus con-
trolling the focus to move to the broadcast program d3
corresponding to the new position. Meanwhile, the line
number to which the broadcast program with the current
focus belongs and stored in the global variable channel
index is updated with Dc d, and the index value, which
is stored in the global variable program index, of the
broadcast program with the current focus is updated with
d3.
[0071] When the focus holds on the broadcast program
d3, and the user presses the down key on the remote
controller once, the broadcast programs e0-e7 in the
channel with the line number Dc e are traversed in the
chronological order, and it is determined that the program
play time of the broadcast program e4 includes the play
start time of the reference broadcast program c2 accord-
ing to the line number Dc c to which the reference broad-
cast program belongs and the index value c2 of the ref-
erence broadcast program stored in the global variable
lastFocusProgram, so that the index value e4 of the
broadcast program e4 is returned. As shown in Fig. 5H,
the new position of the focus movement is identified that
the line number is automatically added by 1 and changed
from Dc d into Dc e, and the index value is e4, thus con-
trolling the focus to move to the broadcast program e4
corresponding to the new position. Meanwhile, the line
number to which the broadcast program with the current
focus belongs and stored in the global variable channel
index is updated with Dc e, and the index value, which
is stored in the global variable program index, of the
broadcast program with the current focus is updated with
e4.
[0072] The above processes are repeatedly per-
formed, so as to realize the movement of the focus in the
EPG user interface.
[0073] In the above examples, when the focus moves
up and down, whether the play time of a certain broadcast
program in the target television channel includes the first
reference time point of the reference broadcast program
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may be determined according to the position of the ref-
erence broadcast program, so as to determine the new
position of the focus movement. In this way, when moving
up and down at each time, the focus moves with refer-
ence to the position of the same reference broadcast
program, which may prevent the focus from generating
a relatively large offset in the left-right direction during
the movement. Since the position of the reference broad-
cast program is kept unchanged, the upward movement
path and the downward movement path of the focus are
opposite, thereby solving the problem that the focus in
the EPG user interface may not be backtracked when
moving up and down, and enhancing user experience.

Manner II.

[0074] The various broadcast programs in a target tel-
evision channel are traversed; it is determined whether
a period (i.e., the program play time) between the play
start time and end time of the reference broadcast pro-
gram includes a specific time point of a certain broadcast
program in the target television channel. In other words,
it is determined whether the specific time point of a certain
broadcast program in the target television channel is in-
cluded within the period (i.e., the program play time) de-
fining by the start time and end time of the reference
broadcast program.
[0075] If the duration time period of the reference
broadcast program includes the specific time point of the
target broadcast program, a new position of the focus
movement is calculated, and the focus is controlled to
move to the target broadcast program corresponding to
the new position.
[0076] The specific time point of the broadcast program
may be any one of the start time, the end time or a time
point corresponding to a half of the play time of the pro-
gram according to a preset rule. The reference to the
preset rule is to ensure that the focus moves in an ex-
pected convergence range of the user to avoid a relatively
large offset caused by the focus movement and enhance
user experience.
[0077] In some examples, as shown in Fig. 4, when
the focus holds on the broadcast program a1, and the
user presses the down key on the remote controller once,
the broadcast programs b0-b5 in the channel with the
line number Dc b are traversed in a chronological order,
and it is determined that the program playing period of
the reference broadcast program al includes the specific
time point of the broadcast program b1 (if the specific
time point is selected as the play end time) according to
the line number Dc a to which the reference broadcast
program belongs and the index value al of the reference
broadcast program stored in the global variable lastFo-
cusProgram, so that the index value b1 of the broadcast
program b1 is returned.
[0078] As shown in Fig. 6A, the new position of the
focus movement is identified that the line number is au-
tomatically added by 1 and changed to Dc b, and the

index value is b1, thus controlling the focus to move to
the broadcast program b1 corresponding to the new po-
sition. Meanwhile, the line number to which the broadcast
program with the current focus and stored in the global
variable channel index is updated with Dc b, and the index
value, which is stored in the global variable program in-
dex, of the broadcast program with the current focus is
updated with b1.
[0079] In some embodiments, when the focus holds
on the broadcast program b1, and the user continues to
press the down key on the remote controller once, the
broadcast programs c0-c6 in the channel with the line
number Dc c are traversed in the chronological order,
and it is determined that the program play period of the
reference broadcast program al includes the play end
time of the broadcast program c1 according to the line
number Dc a to which the reference broadcast program
belongs and the index value al of the reference broadcast
program stored in the global variable lastFocusProgram,
so that the index value c1 of the broadcast program c1
is returned. As shown in Fig. 6B, the new position of the
focus movement is identified that the line number is au-
tomatically added by 1 and changed to Dc c, and the
index value is c1, thus controlling the focus to move to
the broadcast program c1 corresponding to the new po-
sition. Meanwhile, the line number to which the broadcast
program with the current focus belongs and stored in the
global variable channel index is updated with Dc c, and
the index value, which is stored in the global variable
program index, of the broadcast program with the current
focus is updated with c1.
[0080] When the focus holds on the broadcast program
c1, and the user continuous to press the down key on
the remote controller once, the broadcast programs d0-
d8 in the channel with the line number Dc d are traversed
in the chronological order, and it is determined that the
program play period of the reference broadcast program
al includes the play end times of the broadcast programs
d1 and d2 according to the line number Dc a to which
the reference broadcast program belongs and the index
value al of the reference broadcast program stored in the
global variable lastFocusProgram, since the broadcast
program d1 is traversed first, the index value d1 of the
broadcast program d1 is returned. As shown in Fig. 6C,
the new position of the focus movement is identified that
the line number is automatically added by 1 and changed
to Dc d, and the index value is d1, thus controlling the
focus to move to the broadcast program d1 correspond-
ing to the new position.
[0081] Then, when the focus holds on the broadcast
program d1, and the user continues to press the down
key on the remote controller, the broadcast programs e0-
e7 in the channel with the line number Dc e are traversed
in the chronological order, and it is determined that the
program play period of the reference broadcast program
al includes the play end time of the broadcast program
e3 according to the line number Dc a to which the refer-
ence broadcast program belongs and the index value al
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of the reference broadcast program stored in the global
variable lastFocusProgram, so that the index value e3 of
the broadcast program e3 is returned. As shown in Fig.
6D, the new position of the focus movement is identified
that the line number is automatically added by 1 and
changed to Dc e, and the index value is e3, thus control-
ling the focus to move to the broadcast program e3 cor-
responding to the new position.
[0082] At the time point, when the focus holds on the
broadcast program e3, and the user presses the up key
on the remote controller once, the broadcast programs
d0-d8 in the channel with the line number Dc d are tra-
versed in the chronological order, and it is determined
that the program play period of the reference broadcast
program al includes the play end times of the broadcast
programs d1 and d2 according to the line number Dc a
to which the reference broadcast program belongs and
the index value al of the reference broadcast program
stored in the global variable lastFocusProgram, since the
broadcast program d1 is traversed first, the index value
d1 of the broadcast program d1 is returned. As shown in
Fig. 6C, the new position of the focus movement is iden-
tified that the line number is automatically subtracted by
1 and changed from Dc e to Dc d, and the index value is
d1, thus controlling the focus to move to the broadcast
program d1 corresponding to the new position.
[0083] Similarly, when the user presses the up key on
the remote controller in succession, the focus is control-
led to move to the broadcast programs c1 (as shown in
Fig. 6B), b1 (as shown in Fig. 6A), and al (as shown in
Fig. 4) in sequence.
[0084] As shown in Fig. 6E, a path of downward move-
ment of the focus is: al-bl-cl-dl-e3, and a path of upward
movement of the focus is: e3-d1-c1-b1-al. It can be seen
from this that on one hand, in the upward movement path
of the focus and the downward movement path of the
focus, the broadcast program where the focus falls and
the reference broadcast program basically have no offset
in the left-right direction, thereby ensuring that the focus
moves within a convergence range that meets the ex-
pectations of the user; on the other hand, the upward
movement path and the downward movement path of
the focus are opposite, thus ensuring that the movement
path of the focus is traceable and enhancing the user
experience.
[0085] In some other embodiments, when the focus
holds on the broadcast program b1, and the user presses
a left key on the remote controller once, as shown in Fig.
6F, the new position of the focus movement is identified
that the line number (channel index) is Dc b, and the
index value is automatically subtracted by 1 and changed
to b0, that is, the focus moves to the broadcast program
b0 corresponding to the new position, and the index val-
ue, which is stored in the global variable program index,
of the broadcast program with the current focus is updat-
ed with b0. At the same time, the broadcast program b0
is updated with the reference broadcast program, and
the line number Dc b to which the reference broadcast

program b0 belongs and the index value b0 of the refer-
ence broadcast program are stored in the global variable
lastFocusProgram as the position of the reference broad-
cast program.
[0086] When the focus holds on the broadcast program
b0, and the user presses the down key on the remote
controller once, the broadcast programs c0-c6 in the
channel with the line number Dc c are traversed in chron-
ological order, and it is determined that the program play-
ing period of the reference broadcast program b0 in-
cludes the play end time of the broadcast program c0
according to the line number Dc b to which the reference
broadcast program belongs and the index value b0 of
the reference broadcast program stored in the global var-
iable lastFocusProgram, so that the index value c0 of the
broadcast program c0 is returned. As shown in Fig. 6G,
the new position of the focus movement is identified that
the line number is automatically added by 1 and changed
from Dc b to Dc c, and the index value is c0, thus con-
trolling the focus to move to the broadcast program c0
corresponding to the new position. Meanwhile, the line
number to which the broadcast program with the current
focus belongs and stored in the global variable channel
index is updated with Dc c, and the index value, which
is stored in the global variable program index, of the
broadcast program with the current focus is updated with
c0.
[0087] When the focus holds on the broadcast program
c0, and the user presses the down key on the remote
controller once, the broadcast programs d0-d8 in the
channel with the line number Dc d are traversed in chron-
ological order, and it is determined that the program play-
ing period of the reference broadcast program b0 in-
cludes the play end time of the broadcast program d0
according to the line number Dc b to which the reference
broadcast program belongs and the index value b0 of
the reference broadcast program stored in the global var-
iable lastFocusProgram, so that the index value d0 of the
broadcast program d0 is returned. As shown in Fig. 6H,
the new position of the focus movement is identified that
the line number is automatically added by 1 and changed
from Dc c into Dc d, and the index value is d0, thus con-
trolling the focus to move to the broadcast program d0
corresponding to the new position. Meanwhile, the line
number to which the broadcast program with the current
focus belongs and stored in the global variable channel
index is updated with Dc d, and the index value, which
is stored in the global variable program index, of the
broadcast program with the current focus is updated with
d0.
[0088] The above processes are repeatedly per-
formed, so as to realize the movement of the focus in the
EPG user interface.
[0089] In the above examples, when the focus moves
up and down, whether the program playing period of the
reference broadcast program includes the specific time
point of a certain broadcast program in the target televi-
sion channel may be determined according to the posi-
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tion of the reference broadcast program, so as to deter-
mine the new position of the focus movement. In this
way, when moving up and down at each time, the focus
moves with reference to the position of the same refer-
ence broadcast program, which may prevent the focus
from generating a relatively large offset in the left-right
direction during the movement. Since the position of the
reference broadcast program is kept unchanged, the up-
ward movement path and the downward movement path
of the focus are opposite, thereby solving the problem
that the focus in the EPG user interface may not be back-
tracked when moving up and down, and enhancing user
experience.

Manner III.

[0090] A new focus position is located by comparing
the length of the overlap time period of the play time pe-
riod of the reference broadcast program and the play time
period of the target broadcast program.
[0091] That is, the operation 107 that the new position
of the focus movement in the target television channel is
determined according to the position of the reference
broadcast program, so as to control the focus to move
to the target broadcast program corresponding to the new
position may specifically include: the various broadcast
programs in the target television channel are traversed,
and the overlap time periods of the play time periods of
the various broadcast programs and the play time period
of the reference broadcast program are calculated. If the
overlap time period of the play time period of the target
broadcast program and the play time period of the refer-
ence broadcast program is the longest among the over-
lap time periods of the play time periods of the various
broadcast programs and the play time period of the ref-
erence broadcast program, the new position of the focus
movement is calculated, and the focus is controlled to
move to the target broadcast program corresponding to
the new position.
[0092] As shown in Fig. 4, when the focus holds on the
broadcast program a1, and the user presses the down
key on the remote controller once, the broadcast pro-
grams b0-b5 in the channel with the line number Dc b
are traversed in the chronological order, and the lengths
of the overlap time periods of the play time periods of the
broadcast programs b0-b5 and the play time period of
the reference broadcast program al are calculated ac-
cording to the line number Dc a to which the reference
broadcast program belongs and the index value al of the
reference broadcast program stored in the global variable
lastFocusProgram. For example, the broadcast pro-
grams b0, b3-b5 and the reference broadcast program
al have no overlap play time periods; the broadcast pro-
grams b1 and b2 respectively have the overlap play time
periods b11 and b12 with the reference broadcast pro-
gram al; it is assumed that the play time period of the
reference broadcast program al is 3:40PM-4:25PM, the
play time period of the broadcast program b1 is 3:30PM-

4:10PM, and the play time period of the broadcast pro-
gram b2 is 4:10PM-4:45PM, so that the lengths of the
overlap play time periods of the broadcast programs b1
and b2 and the reference broadcast program al are re-
spectively calculated as b11=30 min (3:40PM-4:10PM),
and b12=15 min (4:10PM-4:25PM).
[0093] Then, it is determined that the overlap play time
period b11 of the broadcast program b1 and the reference
broadcast program al is the longest, so that the index
value b1 of the broadcast program b1 is returned. As
shown in Fig. 7A, the new position of the focus movement
is identified that the line number is automatically added
by 1 and changed to Dc b, and the index value is b1, thus
controlling the focus to move to the broadcast program
b1 corresponding to the new position. Meanwhile, the
line number to which the broadcast program with the cur-
rent focus and stored in the global variable channel index
is updated with Dc b, and the index value, which is stored
in the global variable program index, of the broadcast
program with the current focus is updated with b1.
[0094] When the focus holds on the broadcast program
b1, and the user continues to press the down key on the
remote controller once, the broadcast programs c0-c6 in
the channel with the line number Dc c are traversed in
chronological order, and the lengths of the overlap time
periods of the play time periods of the broadcast pro-
grams c0-c6 and the play time period of the reference
broadcast program al are calculated according to the line
number Dc a to which the reference broadcast program
belongs and the index value al of the reference broadcast
program stored in the global variable lastFocusProgram.
For example, the broadcast programs c0, c2-c6 and the
reference broadcast program al have no overlap play
time periods; the broadcast programs c1 and c2 respec-
tively have the overlap play time periods c11 and c12
with the reference broadcast program al; it is assumed
that the play time period of the reference broadcast pro-
gram al is 3:40PM-4:25PM, the play time period of the
broadcast program c1 is 3:25PM-4:18PM, and the play
time period of the broadcast program c2 is 4:18PM-
4:35PM, so that the lengths of the overlap play time pe-
riods of the broadcast programs c1 and c2 and the ref-
erence broadcast program al are respectively calculated
as c11=38 min (3:40PM-4:18PM), and b12=7 min
(4:18PM-4:25PM).
[0095] Then, it is determined that the overlap play time
period c11 of the broadcast program c1 and the reference
broadcast program al is longer, so that the index value
c1 of the broadcast program c1 is returned. As shown in
Fig. 7B, the new position of the focus movement is iden-
tified that the line number is automatically added by 1
and changed to Dc c, and the index value is c1, thus
controlling the focus to move to the broadcast program
c1 corresponding to the new position. Meanwhile, the
line number to which the broadcast program with the cur-
rent focus belongs and stored in the global variable chan-
nel index is updated with Dc c, and the index value, which
is stored in the global variable program index, of the

23 24 



EP 3 813 380 A1

14

5

10

15

20

25

30

35

40

45

50

55

broadcast program with the current focus is updated with
c1.
[0096] When the focus holds on the broadcast program
c1, and the user continues to press the down key on the
remote controller once, the broadcast programs d0-d8 in
the channel with the line number Dc d are traversed in
the chronological order, and the lengths of the overlap
time periods of the play time periods of the broadcast
programs d0-d8 and the play time period of the reference
broadcast program al are calculated according to the line
number Dc a to which the reference broadcast program
belongs and the index value al of the reference broadcast
program stored in the global variable lastFocusProgram.
For example: the broadcast programs d0, d4-d8 have no
overlap play time periods with the reference broadcast
program a1, and the broadcast programs d1, d2 and d3
respectively have overlap play time periods d11, d12 and
d13 with the reference broadcast program al.
[0097] Since it is determined that d12 > d13 > d11, it
is determined that the overlap play time period d12 of the
broadcast program d2 and the reference broadcast pro-
gram al is the longest, and the index value d2 of the broad-
cast program d2 is returned. As shown in Fig. 7C, the
new position of the focus movement is identified that the
line number is automatically added by 1 and changed to
Dc d, and the index value is d2, thus controlling the focus
to move to the broadcast program d2 corresponding to
the new position. Meanwhile, the line number to which
the broadcast program with the current focus belongs
and stored in the global variable channel index is updated
with Dc d, and the index value, which is stored in the
global variable program index, of the broadcast program
with the current focus is updated with d2.
[0098] When the focus holds on the broadcast program
d2, and the user continues to press the down key on the
remote controller once, the broadcast programs e0-e7 in
the channel with the line number Dc e are traversed in
chronological order, and the lengths of the overlap time
periods of the play time periods of the broadcast pro-
grams e0-e7 and the play time period of the reference
broadcast program al are calculated according to the line
number Dc a to which the reference broadcast program
belongs and the index value al of the reference broadcast
program stored in the global variable lastFocusProgram.
For example: the broadcast programs e0-e2, e5-e7 have
no overlap play time periods with the reference broadcast
program a1, and the broadcast programs e3 and e4 re-
spectively have overlap play time periods e11 and e12
with the reference broadcast program al.
[0099] Since it is determined that e11 is greater than
e12, it is determined that the overlap play time period
e11 of the broadcast program e3 and the reference
broadcast program al is the longest, and the index value
e3 of the broadcast program e3 is returned. As shown in
Fig. 7D, the new position of the focus movement is iden-
tified that the line number is automatically added by 1
and changed to Dc e, and the index value is e3, thus
controlling the focus to move to the broadcast program

e3 corresponding to the new position. Meanwhile, the
line number to which the broadcast program with the cur-
rent focus belongs and stored in the global variable chan-
nel index is updated with Dc e, and the index value, which
is stored in the global variable program index, of the
broadcast program with the current focus is updated with
e3.
[0100] In some embodiments, when the focus holds
on the broadcast program e3, and the user presses the
up key on the remote controller in sequence, similarly,
the focus is controlled to move to the broadcast programs
d2 (as shown in Fig. 7C), c1 (as shown in Fig. 7B), and
al (as shown in Fig. 4).
[0101] As shown in Fig. 7E, a path of downward move-
ment of the focus is: al-bl-cl-d2-e3, and a path of upward
movement of the focus is: e3-d2-c1-b1-al. It can be seen
from this that on one hand, in the upward movement path
of the focus and the downward movement path of the
focus, the broadcast program where the focus holds and
the reference broadcast program basically have no offset
in the left-right direction, thereby ensuring that the focus
moves within a convergence range that meets the ex-
pectations of the user to the maximum extent; on the
other hand, the upward movement path and the down-
ward movement path of the focus are opposite, thus en-
suring that the movement path of the focus is traceable
and enhancing the user experience.
[0102] In some other embodiments, when the focus
holds on the broadcast program e3, and the user presses
a left key on the remote controller once, as shown in Fig.
7F, the new position of the focus movement is identified
that the line number (channel index) is still Dc e, and the
index value is automatically subtracted by 1 and changed
to e2, that is, the focus moves to the broadcast program
e2 corresponding to the new position, and the index val-
ue, which is stored in the global variable program index,
of the broadcast program with the current focus is updat-
ed with e2. At the same time, the broadcast program e2
is updated with the reference broadcast program, and
the line number Dc e to which the reference broadcast
program e2 belongs and the index value e2 of the refer-
ence broadcast program e2 are stored in the global var-
iable lastFocusProgram as the position of the reference
broadcast program.
[0103] Then, when the focus holds on the broadcast
program e2, and the user presses the up key on the re-
mote controller once, the broadcast programs d0-d8 in
the channel with the line number Dc d are traversed in
the chronological order, and the lengths of the overlap
time periods of the play time periods of the broadcast
programs d0-d8 and the play time period of the reference
broadcast program al are calculated according to the line
number Dc a to which the reference broadcast program
belongs and the index value al of the reference broadcast
program stored in the global variable lastFocusProgram.
For example: the broadcast programs d2-d8 have no
overlap play time periods with the reference broadcast
program e2, and the broadcast programs d0 and d1 re-
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spectively have overlap play time periods d11 and d12
with the reference broadcast program e2.
[0104] Since it is determined that d11 is greater than
d12, it is determined that the overlap play time period
d11 of the broadcast program d0 and the reference
broadcast program e2 is the longest, and the index value
d0 of the broadcast program d0 is returned. As shown in
Fig. 7G, the new position of the focus movement is iden-
tified that the line number is automatically subtracted by
1 and changed to Dc d, and the index value is d0, thus
controlling the focus to move to the broadcast program
d0 corresponding to the new position. Meanwhile, the
line number to which the broadcast program with the cur-
rent focus belongs and stored in the global variable chan-
nel index is updated with Dc d, and the index value, which
is stored in the global variable program index, of the
broadcast program with the current focus is updated with
d0.
[0105] When the focus holds on the broadcast program
d0, and the user continues to press the up key on the
remote controller once, the broadcast programs c0-c6 in
the channel with the line number Dc c are traversed in
the chronological order, and the lengths of the overlap
time periods of the play time periods of the broadcast
programs c0-c6 and the play time period of the reference
broadcast program al are calculated according to the line
number Dc a to which the reference broadcast program
belongs and the index value al of the reference broadcast
program stored in the global variable lastFocusProgram.
For example: the broadcast programs c2-c6 have no
overlap play time periods with the reference broadcast
program e2, and the broadcast programs c0 and c1 re-
spectively have overlap play time periods e11 and c12
with the reference broadcast program e2.
[0106] Since it is determined that c12 is greater than
c11, it is determined that the overlap play time period c12
of the broadcast program c1 and the reference broadcast
program e2 is the longest, and the index value c1 of the
broadcast program c1 is returned. As shown in Fig. 7H,
the new position of the focus movement is identified that
the line number is automatically subtracted by 1 and
changed to Dc c, and the index value is c1, thus control-
ling the focus to move to the broadcast program c1 cor-
responding to the new position. Meanwhile, the line
number to which the broadcast program with the current
focus belongs and stored in the global variable channel
index is updated with Dc c, and the index value, which
is stored in the global variable program index, of the
broadcast program with the current focus is updated with
c1.
[0107] The above processes are repeatedly per-
formed, so as to realize the movement of the focus in the
EPG user interface.
[0108] In the above examples, when the focus moves
up and down, whether the overlap time period of the play
time period of a certain broadcast program in the target
television channel and the play time period of the refer-
ence broadcast program is the longest may be deter-

mined according to the position of the reference broad-
cast program, so as to determine the new position of the
focus movement. In this way, when moving up and down
at each time, the focus moves with reference to the po-
sition of the same reference broadcast program, which
may prevent the focus from generating a relatively large
offset in the left-right direction during the movement and
cause the focus movement to tend to converge conven-
iently. Since the position of the reference broadcast pro-
gram is kept unchanged, the upward movement path and
the downward movement path of the focus are opposite,
thereby solving the problem that the focus in the EPG
user interface may not be backtracked when moving up
and down, and enhancing the user experience.
[0109] It should be understood that in various embod-
iments of the present disclosure, the arrangement order
of the above various processes do not necessarily mean
the order of execution. The order of execution of the var-
ious processes shall be determined by their functions
and an internal logic, and shall not constitute any limita-
tions to the implementation processes of the embodi-
ments of the present disclosure.
[0110] The above is only specific implementations of
the present disclosure, but the protection scope of the
present disclosure is not limited to this. Any person skilled
in the art can easily think of changes or replacements
within the technical scope disclosed by the present dis-
closure. The changes or replacements shall fall within
the protection scope of the present disclosure. Therefore,
the protection scope of the present disclosure shall be
based on the protection scope of the claims.

Claims

1. A method for controlling focus movement on an Elec-
tronic Program Guide, EPG user interface in a dis-
play device, comprising:

displaying a television broadcast program on a
display screen;
receiving a first input instruction for displaying
an EPG user interface;
in response to the first input instruction, display-
ing the EPG user interface on a play image on
the display screen, wherein the EPG user inter-
face comprises a two-dimensional program
menu including television channels along a ver-
tical direction and play times in a chronological
order along a horizontal direction;
while a focus holds on a first television broadcast
program in a first television channel, receiving
a first direction control instruction for indicating
a move of the focus along a first direction of the
vertical direction;
in response to the first direction control instruc-
tion, determining a first reference time point with-
in a playing period of the first television broad-
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cast program, and controlling the focus to move
to a second television broadcast program in a
second television channel, wherein the first ref-
erence time point falls within a playing period of
the second television broadcast program;
while the focus holds on the second television
broadcast program, receiving a second direction
control instruction for indicating a move of the
focus along the first direction of the vertical di-
rection; and
in response to the second direction control in-
struction, controlling the focus to move to a third
television broadcast program in a third television
channel, wherein a playing period of the third
television broadcast program comprises the first
reference time point.

2. The method according to claim 1, further comprising:

while the focus holds on the third television
broadcast program, receiving a third direction
control instruction for indicating a move of the
focus along a first direction of the horizontal di-
rection;
in response to the second direction control in-
struction, controlling the focus to move to a
fourth television broadcast program in the third
television channel, wherein the fourth television
broadcast program is different from the third tel-
evision broadcast program;
receiving the first direction control instruction
configured to indicate the movement of the focus
along the television channel arrangement direc-
tion when the focus is located in the fourth tele-
vision broadcast program; and
in response to the fourth direction control in-
struction, determining a second reference time
point within a playing period of the fourth televi-
sion broadcast program, and controlling the fo-
cus to move to a fifth television broadcast pro-
gram in a fourth television channel, wherein the
playing period of the fifth television broadcast
program comprises the second reference time
point.

3. The method according to claim 1, wherein the deter-
mining a first reference time point within a play period
of the first television broadcast program, and con-
trolling the focus to move to a second television
broadcast program in a second television channel
comprises:

determining a first reference time point within a
playing period of the first television broadcast
program based on a preset rule;
traversing each television broadcast program in
the second television channel, and searching a
second television broadcast program with a

playing period comprising the first reference
time point, in the second television channel; and
calculating a new position of the focus according
to a channel index and a program index of the
second television broadcast program, and con-
trolling the focus to move to the second televi-
sion broadcast program corresponding to the
new position.

4. The method according to claim 2, wherein the con-
trolling the focus to move to a fourth television broad-
cast program in the third television channel compris-
es:
calculating a new position of the focus according to
a program index of the fourth television broadcast
program in the third television channel, and control-
ling the focus to move to the fourth television broad-
cast program corresponding to the new position.

5. The method according to any one of claims 1 to 4,
further comprising:
based on a preset rule, determining any one of a
start time, an end time or a time point between a start
time and an end time of a television broadcast pro-
gram as a reference time point.

6. A display device, comprising:

a display screen;
a memory, configured to store computer instruc-
tions and data associated with the display
screen; and
a processor, in communication with the memory
and the display screen, wherein the processor
is configured to execute the computer instruc-
tions to cause the display device to perform the
method according to any one of claims 1 to 5.
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