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Description

[0001] The disclosure herein relates to the field of
sound production, more specifically to the field of sound
production using one or more microphones. Aspects of
the disclosure relate to a mounting apparatus for a place-
ment of a microphone in the proximity of a musical in-
strument or other audio source.
[0002] Configuring microphones for a drum set (often
referred as "micing the drum set") is often a complex task
of an audio or sound engineer in a recording studio or at
a venue. In addition to a drum set, an audio engineer
often has to position microphones adjacent to a variety
of other sound sources when recording or providing
sound reinforcement for a musical performance. Thus,
the engineer may have a need to "mic" a variety of dif-
ferent instruments and sound sources, including vocals,
amplifiers, acoustic instruments, brass and woodwind in-
struments, etc. In doing so, the audio engineer often must
arrange a variety of microphones adjacent or proximate
to such sound sources. This may involve mounting or
affixing microphones to a variety of surfaces and hard-
ware, including microphone stands, drum hardware, am-
plifier cabinets, music stands, etc., or to other clamping
surfaces. Moreover, the audio engineer may be under
time constraints in which to mount and/or adjust such
microphones so as to properly position them for optimum
sound reinforcement. Thus, a need exists for a versatile,
multi-purpose microphone mount which is quick and easy
to use and adjust.
[0003] US 2007/144329 discloses a bracket for mount-
ing a microphone to a stringed instrument, the bracket
comprising a base member, an upper mounting secured
to one end of the base member, a lower mounting se-
cured to the other end of the base member, a lower
mounting secured to the other end of the base member,
and a microphone holder secured to one of the mounting
members.
[0004] The present invention provides an apparatus
for mounting a microphone in proximity of a sound
source, comprising: a first pair of jaws configured to at-
tach to a clamping surface proximate the sound source;
a jaw stud connecting the first pair of jaws, the jaw stud
having a threaded portion; a release mechanism coupled
to the jaw stud, wherein while the release mechanism is
depressed, a first jaw of the first pair is free to slide along
the jaw stud to open or close the first pair of jaws, wherein
while the release mechanism is not depressed, the re-
lease mechanism is adapted to engage the threaded por-
tion of the jaw stud, thereby allowing the first pair of jaws
to tighten on the clamping surface when the jaw stud is
turned along the threaded portion in a first direction; and
a microphone clamp configured to hold a microphone
mounting accessory associated with the microphone.
[0005] According to an embodiment, a microphone
may be mounted to the mounting apparatus in order to
receive sound from a sound source, e.g., a musical in-
strument. The mounting apparatus may securely mount

different microphones to a variety of musical instruments
and other sound sources. For example, the mounting ap-
paratus may be used for drum and percussion applica-
tions. The mounting apparatus may be used to directly
mount a microphone to drum rims, hand percussion,
drum and percussion hardware, and microphone stands.
While the mounting apparatus may be used with drums
and percussion instruments, the mounting apparatus
may also be applicable to amplifier cabinets, piano
frames, and other mounting surfaces where micro-
phones may be employed.
[0006] According to another embodiment, the mount-
ing apparatus incorporates a dual jaw design to allow for
easy, fast, and secure mounting to a variety of clamping
surfaces with a variety of geometries, including drum
rims, hand percussion tension rods, percussion hard-
ware, and microphone stands.
[0007] According to another embodiment, the mount-
ing apparatus supports a quick release adjustment for
easy and fast engagement and disengagement of the
dual jaws, consequently reducing time needed to secure-
ly clamp and remove the mounting apparatus with a
clamping surface.
[0008] According to another embodiment, a micro-
phone clamp may accept a variety of microphone mount-
ing accessories, thus providing compatibility with numer-
ous types of microphones.
[0009] With another embodiment, the mounting appa-
ratus also includes a second pair of jaws for attaching
the mounting apparatus to a clamping surface. The sec-
ond pair may be oriented at a fixed angle (e.g., 90 de-
grees) with respect to the other pair of jaws.
[0010] With another embodiment, the release mecha-
nism includes a dowel release having a hole through
which the jaw stud is situated. The hole has two curved
surfaces, where the second curved surface is threaded
to engage along a threaded portion of the jaw stud and
the first curved surface is smooth so as to permit the
dowel release to move along the jaw stud. When the dow-
el release is depressed the jaw stud is located proximate
the first curved surface, and when the dowel release is
not depressed the threaded portion of the jaw stud en-
gages the second curved surface. When the jaw stud is
positioned within the first curved surface one of the jaws
may be moved without turning the jaw stud.
[0011] A more complete understanding of the exem-
plary embodiments of the present invention and the ad-
vantages thereof may be acquired by referring to the fol-
lowing description in consideration of the accompanying
drawings, in which like reference numbers indicate like
features and wherein:

Figure 1 shows a drum set for which microphones
may be configured by a microphone mounting ap-
paratus according to aspects of the disclosure.

Figures 2A-2B show a microphone mounting appa-
ratus according to aspects of the disclosure.

1 2 



EP 2 609 755 B1

3

5

10

15

20

25

30

35

40

45

50

55

Figure 3A-3B show top and bottom views of the mi-
crophone mounting apparatus in Figures 2A-2B ac-
cording to aspects of the disclosure.

Figures 4A-4B show side views of the microphone
mounting apparatus in Figures 2A-2B according to
aspects of the disclosure.

Figures 5A-5B show an upper jaw frame of the mi-
crophone mounting apparatus in Figures 2A-2B ac-
cording to aspects of the disclosure.

Figures 6A-6C show a lower jaw of the microphone
mounting apparatus in Figures 2A-2B according to
aspects of the disclosure.

Figure 7 shows a jaw stud of the microphone mount-
ing apparatus in Figures 2A-2B according to aspects
of the disclosure.

Figures 8A-8B show a jaw knob of the microphone
mounting apparatus in Figures 2A-2B according to
aspects of the disclosure.

Figure 9 shows a release dowel of the microphone
mounting apparatus in Figures 2A-2B according to
aspects of the disclosure.

Figure 10 shows a microphone clamp bolt of the mi-
crophone mounting apparatus in Figures 2A-2B ac-
cording to aspects of the disclosure.

Figures 11A-11B show a clamp knob of the micro-
phone mounting apparatus in Figures 2A-2B accord-
ing to aspects of the disclosure.

Figures 12A-12B show a knob lid for the knob in Fig-
ures 11A-11B according to aspects of the disclosure.

Figure 13 shows a microphone mounting accessory
that may be secured by the clamp of the microphone
mounting in Figures 2A-2B according to aspects of
the disclosure.

Figure 14 shows another microphone mounting ac-
cessory that may be secured by the clamp of the
microphone mounting in Figures 2A-2B according to
aspects of the disclosure.

Figure 15 shows yet another microphone mounting
accessory that may be secured by the clamp of the
microphone mounting in Figures 2A-2B according to
aspects of the disclosure.

Figure 16 shows yet another microphone mounting
accessory that may be secured by the clamp of the
microphone mounting in Figures 2A-2B according to
aspects of the disclosure.

Figure 17 shows yet another microphone mounting
accessory that may be secured by the clamp of the
microphone mounting in Figures 2A-2B according to
aspects of the disclosure.

[0012] In the following description of the various exem-
plary embodiments, reference is made to the accompa-
nying drawings which form a part hereof, and in which is
shown by way of illustration various embodiments in
which the invention may be practiced. It is to be under-
stood that other embodiments may be utilized and struc-
tural and functional modifications may be made without
departing from the scope of the present invention.
[0013] According to an aspect of the disclosure, a mi-
crophone may be mounted to a mounting apparatus in
order to receive sound from a sound source, e.g., a mu-
sical instrument. The mounting apparatus may securely
mount different microphones to a variety of musical in-
struments and other sound sources. For example, the
mounting apparatus may be used for drum and percus-
sion applications. The mounting apparatus may be used
to directly mount a microphone to drum rims, hand per-
cussion, drum and/or percussion hardware, and micro-
phone stands. While the mounting apparatus may be
used with drums and percussion instruments, the mount-
ing apparatus may be applicable to amplifier cabinets,
piano frames, and other mounting surfaces where micro-
phones may be employed.
[0014] According to another aspect of the disclosure,
the mounting apparatus incorporates a dual jaw design
to allow for easy, fast, and secure mounting to a variety
of clamping surfaces with a variety of geometries, includ-
ing drum rims, hand percussion tension rods, percussion
hardware, and microphone stands.
[0015] According to another aspect of the disclosure,
the mounting apparatus supports a quick release adjust-
ment for easy and fast engagement and disengagement
of the dual jaws, consequently reducing time needed to
securely clamp and remove the mounting apparatus with
a clamping surface.
[0016] According to another aspect of the disclosure,
a microphone clamp may accept a variety of microphone
mounting accessories, thus providing compatibility with
numerous types of microphones.
[0017] Figure 1 shows drum set 100 that may be con-
figured with microphone mounting apparatus 200 ac-
cording to aspects of the disclosure. Drum set 100 (which
may be referred to as a drum kit or trap set) comprises
a collection of drums, cymbals and often other percussion
instruments, such as cowbells, wood blocks, triangles,
chimes, or tambourines, arranged for convenient playing
by a single person (drummer).
[0018] The individual instruments of a drum set are hit
by a variety of implements held in the hand of the drum-
mer, including sticks, brushes, and mallets. Two notable
exceptions include the bass drum 101, played by a foot-
operated pedal, and the hi-hat cymbals 102, which may
be struck together using a foot pedal in addition to being
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played with sticks or brushes. Although other instruments
may be played using a pedal, the feet are usually occu-
pied by bass drum 101 and hi hat cymbals 102, and as
a result the drummer often plays in a seated position.
Drum set 100 comprises bass drum 101, floor tom 103,
snare drum 104, tom-toms 105a, 105b, and a variety of
cymbals including hi-hat cymbals 102, ride cymbal 106
and a crash cymbal (not explicitly shown) but may include
additional percussion instruments. Drums such as floor
tom 103, tom-toms 105a, 105b, snare drum 104, and
bass drum 101 have one or more drum rings or rims
which hold a drum head onto the body of the drum. Drum
rims 107-111 often are metal bands having a circular
shape and a generally elongated cross-section, and are
usually located at the ends of the drums, near the top
end of the drum where the drum head is located. In some
embodiments, drum rims 107-111 have a generally rec-
tangular cross-section. Drum rims 107-111 may be ad-
justed by various mechanical means to adjust the tone,
tuning, and response of the drum head.
[0019] Various music genres often incorporate the sty-
listically appropriate use of the drum kit’s set-up. For ex-
ample, in most forms of rock music, bass drum 104, hi-
hat cymbals 102, and snare drum 104 are the primary
instruments used to create a drum beat, whereas in jazz,
ride cymbals 106 and snare drum 104 tend to be more
prevalent.
[0020] Figures 2A-2B show microphone mounting ap-
paratus 200 according to aspects of the disclosure. Fig-
ure 2A shows a front view of apparatus 200, while Figure
2B shows an isometric view of apparatus 200. Apparatus
200 may serve as a multipurpose drum clamp, although
some embodiments may be applicable to other musical
instruments.
[0021] Some or all of the components of apparatus 200
may be formed by machining or casting techniques. With
some embodiments, non-metallic materials may be used
for some or all of the components.
[0022] Mounting apparatus 200 may support a
quick/fine clamping adjustment of lower jaw 201 and up-
per jaw 203. Lower jaw 201 and upper jaw 203 typically
clamp to a clamping surface on or near a musical instru-
ment to secure microphone mounting apparatus 200 so
that a microphone or microphone mounting accessory
(not explicitly shown) may be secured by microphone
clamp 206. The quick/fine clamping adjustment permits
the lower and upper jaws 201, 203 to be first adjusted to
close quickly on the clamping surface, and then further
tightening on the clamping surface via the fine adjust-
ment. With some embodiments, the quick adjustment is
accomplished by depressing release mechanism 209 on
the lower jaw 201, which releases release mechanism
209 and allows the lower jaw 201 to move upwards to
quickly close the lower and upper jaws on its intended
clamping surface. Once in contact with the clamping sur-
face, release mechanism 209 may be released, and knob
205 in conjunction with screw 204 (corresponding to jaw
stud 704 as shown in Figure 7) may be tightened to cause

lower jaw 201 and/or upper jaw 203 to grip down tighter
on the clamping surface. Conversely, release mecha-
nism 209 further allows quick release of the jaws 201,203
by depressing release mechanism 209 and separating
the jaws 201,203 from one another. Once clamped to the
clamping surface, a microphone or microphone mounting
accessory may be mounted on to mounting apparatus
200. Consequently, the mounting apparatus 200 pro-
vides the ability to quickly clamp, tighten, and set up a
microphone (e.g., on a drum kit 100 as shown in Figure
1) as well as the ability to quickly release and remove
mounting apparatus 200.
[0023] With some embodiments, apparatus 200 may
support two pairs of jaws. As shown in Figures 2A and
2B, the first pair of jaws includes lower jaw 201 and upper
jaw 203. The second pair of jaws includes lower jaw 241
and upper jaw 243 and is shown as jaws 441, 443 in
Figures 4A and 4B. The two pairs of jaws may be oriented
at approximately 90 degrees to one another; however,
some embodiments may orientate the two pairs at differ-
ent angles or other arrangements.
[0024] With the embodiment shown in Figure 2, lower
jaw 201 and upper jaw 203 have two curved indentations,
where indentations 212 and 214 have a large radius and
indentations 211 and 213 have a small radius. The var-
ious sizes of the curved indentations 211-214 provide
the ability to clamp to a thicker radius bar (e.g., a micro-
phone stand or a drum stand) via the larger radius inden-
tations 212, 214, as well as thinner radius bar via the
smaller radius indentations 211, 213. The second pair of
jaws 241, 243 is typically intended for clamping to a metal
drum rim. However, the drum rim may use a non-metallic
material. The second pair of jaws 241, 243 may also be
used to clamp the apparatus 200 to any other elongated
surface (while the first pair of jaws 201, 203 is provided
primarily for clamping to objects having circular cross-
sections). In the embodiment shown in Figures 4A and
4B, the second pair of jaws 441,443 includes a plurality
of notched indentations 444, 445, 446 to accommodate
the surfaces of a drum rim. Specifically, top jaw 443 has
only one drum rim curvature 444 while bottom jaw 441
has two drum rim curvatures 445, 446, thus providing a
variety of ways to connect apparatus 200 to drum rims
of various sizes and shapes.
[0025] Once apparatus 200 has been secured to a
clamping surface, microphone clamp 206 may be adjust-
ed to hold and support a microphone or a microphone
mounting accessory (e.g., a microphone clip that may
secure a microphone) as will be further discussed. For
example, microphone clips 1600-1700 shown in Figures
16-17, respectively, and mounting accessories
1300-1500 shown in Figures 13-15, respectively, may all
be secured in the microphone clamp 206 of the apparatus
200. Microphone clamp 206 comprises two clamping
jaws 261, 262. In some embodiments, microphone clamp
206 may include a collar 220. Collar 220 may be a sep-
arate component through which the clamp bolt (not
shown) passes, or collar 220 may be integrally formed
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or connected with clamping jaw 262 of the microphone
clamp 206.
[0026] Microphone clamp 206 may be moved along
slot 210 and rotated to position a microphone relative to
a musical instrument or sound source. When microphone
clamp 206 has been adjusted, microphone clamp 206
may be tightened around the microphone mounting ac-
cessory by turning clamp knob 207. With some embod-
iments, knob 207 is fastened to a clamp bolt (not explicitly
shown in FIGS. 2 and 3, but corresponding to clamp bolt
1001 in FIG. 10) by a snap ring and covered by lid 208
(corresponding to knob lid 1201 in FIGS. 12A and 12B).
The clamp bolt passes through the clamping jaws 261,
262 of the microphone clamp 206, as well as the collar
220, and is secured on the opposite side of the slot 210.
Thus, loosening clamp knob 207 allows microphone
clamp 206 to traverse the length of the slot 210, as well
as rotate about an axis passing through the center of
clamp knob 207. Specifically, collar 220 of the micro-
phone clamp 206 slides along slot 210. Conversely, tight-
ening clamp knob 207 causes microphone clamp 206 to
be positioned and secured at a desired location along
the length of the slot 210, and at a desired angle about
the axis passing through the center of the clamp knob
207.
[0027] With some embodiments, jaw frame 230 in-
cludes upper jaws 203, 243 and an elongated frame body
in which slot 210 is formed.
[0028] Figure 3A-3B show top and bottom views of mi-
crophone mounting apparatus 200 in Figures 2A-2B ac-
cording to aspects of the disclosure. With some embod-
iments, microphone clamp 306 includes clamping jaws
361 and 362. Once apparatus 200 has been clamped to
a surface by upper jaws 203, 243 and lower jaws 201,
241 and microphone clamp 306 has been adjusted by
sliding collar 320 along slot 210, a microphone accessory
(e.g., a "mic clip") may be mounted into the apparatus
200 by sliding a microphone accessory in opening 364.
In some embodiments, collar 320 is integral to micro-
phone clamp 362. A clamp rod (e.g., clamp bolt 1001 as
shown in Figure 10) fits through slot 210 to secure mi-
crophone clamp 306 to jaw frame 230.
[0029] Knob 307 may be loosened and the microphone
accessory may slide vertically within the slot to the de-
sired position. Also, the clamping jaws 361, 362 may be
rotated 360 degrees around the axis passing through the
center of knob 307. Thus, a microphone mounting ac-
cessory held within the opening 364 of clamping jaws
361, 362 may be rotated around the axis passing through
the center of knob 307. Additionally, a microphone
mounting accessory held within the opening 364 may be
rotated 360 degrees around the axis passing through the
center of the opening 364. This configuration allows for
maximum flexibility in positioning a microphone mounting
accessory relative to the apparatus 200. With some em-
bodiments, a pin (not explicitly shown) internally posi-
tioned between clamping jaw 361 and clamping jaw 362
restricts the relative rotation between the jaws 361, 362

so that the clamping jaws 361, 362 rotate together. The
pin may be affixed to one of the clamping jaws 361, 362
and engage a recess (not shown) in the other of the
clamping jaws 361, 362. In some embodiments, the pin
and recess are positioned on corresponding inner sur-
faces which come into contact with one another when
the microphone clamp 306 is tightened. Knob 307 may
then be tightened when the desired position of the mi-
crophone mounting accessory is located. This capability
may provide substantial flexibility when positioning a mi-
crophone relative to where apparatus 200 is mounted.
[0030] Figures 4A-4B show side views of microphone
mounting apparatus 200 in Figures 2A-2B according to
aspects of the disclosure. As previously discussed, ap-
paratus 200 may include a second pair of jaws having
bottom jaw 441 and top jaw 443. Also, microphone clamp
206 may be moved up or down slot 410 in order to adjust
the microphone clamp.
[0031] Figures 5A-5B show jaw frame 530 (corre-
sponding to jaw frame 230 as shown in Figure 2A) of
microphone mounting apparatus 200 in Figures 2A-2B
according to aspects of the disclosure. Jaw frame 530
includes upper jaws 503, 543 (corresponding to upper
jaws 203, 243 as shown in Figures 2A and 2B). As de-
scribed, the jaw frame 530 includes an elongated slot
510 passing through the body of the jaw frame 530. The
slot 510 may further include a recessed portion (not ex-
plicitly shown in Figure 5 but shown as recessed portion
431 in Figure 4) in which the collar (corresponding to
collar 220, 320 in FIGS. 2-3) slides as the microphone
clamp 206 is moved along the slot 510. The jaw frame
530 further includes a pair of recessed tracks (shown as
tracks 432a, 432b in Figure 4 , where track 432a corre-
sponds to track 532a in Figure 5) on opposite sides of
the slot 510. Tracks 432a, 432b provide a surface on
which the lower jaw 601 (see FIG. 6) rides as the lower
jaw 601 is moved along the jaw frame 530.
[0032] Figures 6A-6C show lower jaw 601 (corre-
sponding to lower jaw 201 as shown in Figures 2A and
2B) of microphone mounting apparatus 200 in Figures
2A-2B. As previously discussed, lower jaw 601 has two
curved indentations 613 and 614 (corresponding to in-
dentations 213 and 214 as shown in Figures 2A and 2B)
to facilitate mounting apparatus 200 to a curved or circu-
lar clamping surface.
[0033] Lower jaw 601 includes a cylindrical cavity 650,
in which release dowel 901 (as shown in Figure 9) is
located. Cavity 650 typically has a larger diameter than
release dowel 901 so that the dowel 901 can freely travel
with a desired amount of play. Release dowel 901 is de-
scribed in greater detail with reference to Figure 9.
[0034] Lower jaw 601 further includes tunnel 660 and
a pair of guides 661a,b that guide lower jaw 601 when
traveling along jaw frame 530. Specifically, the guides
661a,b travel along the tracks 432a, 432b of the jaw frame
530 (corresponding to tracks 532a, 532b as described in
FIGS. 5A-5B), while the tunnel 660 accommodates a
raised up portion of the jaw frame 530 body housing the
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slot 510. Moreover, as seen in FIG. 6C, the cavity 650 in
the lower jaw 601 accommodates the dowel 901, as de-
scribed. In some embodiments, the cavity 650 may in-
clude a spring wall 650a against which an optional spring
pushes to outwardly bias the dowel, as described further
herein.
[0035] Figure 7 shows jaw stud 704 (corresponding to
screw 204 as shown in Figures 2A and 2B) of microphone
mounting apparatus 200 in Figures 2A-2B. Jaw stud 704
is threaded along threaded portion 704a and has a
splined portion 704b to which knob 205 may be securely
attached. Jaw stud 704 may also include groove 704c to
accommodate a retainer (e.g., a snap ring) in order to
restrain lower jaw 201 from being removed from jaw stud
704. Groove 704d accommodates a retainer in order to
restrain jaw stud 704 within upper jaw 203 while the jaw
stud 704 is turned. Consequently, when dowel 901 is
released by depressing it, the retainer prevents jaw stud
704 from being disconnected or removed from mounting
apparatus 200.
[0036] Figures 8A-8B show jaw knob 805 (correspond-
ing to knob 205 as shown in Figures 2A and 2B) of mi-
crophone mounting apparatus 200 in Figures 2A-2B. As
described, rotation of jaw knob 805 imparts rotation on
jaw stud 704 causing the lower jaw 201 to move relative
to upper jaw 203 to either tighten or loosen the jaws 201,
203 with respect to a clamping surface.
[0037] Figure 9 shows release dowel 901 of micro-
phone mounting apparatus 200 in Figures 2A-2B. As pre-
viously described, release dowel 901 fits within cavity
650 as shown in Figure 6. In an embodiment, the dowel
901 may include a spring surface 901e which abuts a
spring (not shown) positioned within the cavity 650, as
described later herein.
[0038] A hole 901a is formed through a lateral direction
of release dowel 901. The hole 901a includes a threaded
curved surface 901b and smooth (unthreaded) curved
surface 901c. Release dowel 901 is situated into cavity
604 so that jaw stud 704 fits within the hole 901a. When
jaw stud 704 is within threaded curved surface 901b,
threaded portion 704a meshes with the threads of thread-
ed curved surface 901b. Thus, when jaw stud 704 is
turned by knob 805, jaw stud 704 travels along the
threads to either tighten or loosen jaws 201 and 203 de-
pending on the direction that jaw stud 704 turns. Howev-
er, when jaw stud 704 abuts or is proximate to smooth
curved surface 901c (and free from threaded curved sur-
face 901b), jaw stud 704 is free to move up or down
without jaw stud 704 turning due to a lack of engagement
between the threads on the jaw stud 704 and the threads
on the threaded curved surface 901b. Consequently,
jaws 201 and 203 may be quickly adjusted relative to one
another, making it easier to quickly clamp the jaws 201,
203 onto a surface, or release the jaws 201, 203 there-
from.
[0039] With some embodiments, a spring (not shown)
is positioned between release dowel 901 and the cavity
650 (as shown in Figure 6C). Specifically, the spring may

be positioned between the spring wall 650a of the cavity
650 and the spring surface 901e of the dowel 901, so
that the spring exerts pressure against the dowel 901. In
this way, the spring outwardly biases the dowel 901 rel-
ative to the cavity 650. The outward biasing force of the
spring causes threaded curved surface 901b to engage
the threaded portion 704a of the jaw stud 704 when dowel
901 is not depressed. However, when dowel 901 is de-
pressed inwardly (against the force of the spring and into
the cavity 650), the threaded portion 704a of jaw stud
704 disengages the threaded curved surface 901b. As
the jaw stud 704 is free from the threaded curved surface
901b, and located proximate the smooth curved surface
901c, the lower jaw 201 is free to slide along the jaw stud
704, thus making quick adjustment of the jaws 201, 203
possible.
[0040] While the exemplary embodiment shown in Fig-
ure 9 utilizes dowel 901 as a release mechanism, some
embodiments may use a different release mechanism.
For example, mounting apparatus 200 may utilize a linear
ratcheting mechanism in which a pawl (in one example,
located within the lower jaw) travels along teeth formed
on or within the jaw frame 530. In such an embodiment,
the pawl and ratcheting mechanism may be used for
quick adjustment while the jaw stud may continue to func-
tion as described herein for purposes of fine adjustment
of the jaws. In one embodiment of such a ratcheting
mechanism, the pawl may engage one or more of the
described teeth. However, when an appropriate ratchet
release mechanism is depressed, the pawl may disen-
gage the teeth such that the lower jaw can move along
the jaw stud without the jaw stud turning.
[0041] Figure 10 shows microphone clamp bolt 1001
of microphone mounting apparatus 200 in Figures 2A-
2B. As discussed previously, clamp bolt 1001 as shown
in Figure 10 passes through both clamp jaws 261, 262
of the microphone clamp 206, through the collar 220, and
through the slot 510 to secure microphone clamp 206 to
jaw frame 230. In an embodiment, clamp bolt 1001 has
bolt head 1002 that fits into slot 510 on the inside of jaw
frame 230, and specifically rides along the recessed por-
tion 531 of the slot 210. Clamp bolt 1001 is threaded
along threaded portion 1003 so that clamp knob 207 may
be tightened so as to close the jaws 201, 202 of micro-
phone clamp 206. Groove 1004 is located at the end
opposite to bolt head 1002 to secure a retainer (e.g., a
snap ring) to prevent clamp knob 207 from being removed
from clamp bolt 1001 when clamp knob 207 is turned to
move it away from bolt head 1002.
[0042] Figures 11A-11B show clamp knob 1107 of mi-
crophone mounting apparatus 200 in Figures 2A-2B ac-
cording to aspects of the disclosure (wherein clamp knob
1107 in Figures 11A-11B corresponds with clamp knob
207 in Figures 2A-2B and clamp knob 307 in Figures 3A-
3B). With some embodiments, hole 1107a is threaded to
engage with the threaded portion 1003 of microphone
clamp bolt 1001 in order to tighten microphone clamp
206. Also, threaded recess 1107b may accommodate
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knob lid 1201 (as shown in Figures 12A and 12B) so that
the end of the clamp bolt 1001 may be covered to conceal
it.
[0043] A variety of microphone mounting accessories
may be employed with the microphone apparatus 200,
and inserted into and supported by the microphone clamp
206 of the apparatus 200. Such mounting accessories
may include microphone clip supports (e.g., FIG. 13),
gooseneck microphone supports (e.g., FIG. 14), thread-
ed microphone clip adapters (e.g., FIG. 15), and a variety
of different sized microphone clips (e.g., FIGS. 16-17).
[0044] Figure 13 shows a microphone mounting ac-
cessory which is a microphone clip support 1300. A free
end 1303 of microphone clip support 1300 may be se-
cured by microphone clamp 206 of the microphone
mounting apparatus 200 (as described with reference to
Figures 2A-2B) In an embodiment, microphone clip sup-
port 1300 generally has an "L" shaped configuration
formed by upper portion 1301 and lower portion 1303,
which fits into microphone clamp 206. End portion 1302
extends from upper portion 1301. End portion 1302 in-
cludes two opposing male threaded ends which may ac-
commodate a standard microphone clip (not shown) hav-
ing female mating threads. For example, a Shure® Model
A25D microphone clip having a 5/8-inch diameter female
threaded portion (with 27 threads per inch) may be
screwed onto one of the threaded ends of end portion
1302. One embodiment of such a microphone clip sup-
port 1300 is Shure® Part No. 90A4646 L-Adapter Exten-
sion for Model A56D Microphone Drum Mount.
[0045] Figure 14 shows a microphone mounting ac-
cessory which is a gooseneck microphone support 1400.
Gooseneck microphone support 1400 includes a rigid
portion at free end 1401 that may be secured by micro-
phone clamp 206 of the microphone mounting apparatus
200 in Figures 2A-2B. Gooseneck microphone support
1400 further includes a flexible portion 1402 connected
to a mounting section 1403 which secures a microphone
(not shown) by tightening set screw 1404 against the
microphone body. For example, a Shure® Model Beta
98/S Instrument Microphone may be mounted in the
mounting section 1403 of the gooseneck microphone
support 1400. One embodiment of such a gooseneck
microphone support 1400 is the gooseneck adapter for
the Shure® Model A98D Microphone Drum Mount. Flex-
ible portion 1402 enables a user to adjust the positioning
of the microphone in the mounting section 1403 by bend-
ing flexible section 1402 as desirable.
[0046] Figure 15 shows a microphone mounting ac-
cessory which is a threaded microphone clip adapter
1500 that may be secured by microphone clamp 206 of
the microphone mounting apparatus 200 in Figures 2A-
2B. Threaded microphone clip adapter 1500 includes a
threaded stud 1501, locking ring 1503, and a mounting
stem 1505. In an embodiment, threaded stud 1501 may
be threaded along its entire length, or on any relevant
portion thereof. Locking ring 1503 may be threaded so
as to mate with the threads on the threaded stud 1501,

thereby allowing the locking ring 1503 to move along the
length of the threaded stud 1501. As with the other mi-
crophone mounting accessories, the threaded stud 1501
may be configured to receive a standard microphone clip
(not shown) having female mating threads. For example,
a Shure® Model A25D microphone clip having a 5/8-inch
diameter female threaded portion (with 27 threads per
inch) may be screwed onto the threaded stud 1501. Once
the microphone clip is attached, the locking ring 1503
may be backed up and tightened against the bottom of
the microphone clip, thereby causing a friction fit between
the microphone clip and locking ring 1503 and preventing
the microphone clip from loosening or rotating about the
threaded stud 1501. The mounting stem 1505 is inserted
into the microphone clamp 206 of the microphone appa-
ratus 200, and tightened therein. Moreover, the mounting
stem 1505 includes an enlarged end portion 1506. The
enlarged end portion 1506 has a diameter greater than
that of the mounting stem 1505, so as to prevent the
threaded microphone clip adapter 1500 from disengag-
ing from the clamp jaws 261, 262 of the microphone
clamp 206.
[0047] Figure 16 shows a microphone mounting ac-
cessory which is a small microphone clip 1600 that may
be secured by microphone clamp 206 of the microphone
mounting apparatus 200 in Figures 2A-2B. Small micro-
phone clip 1600 includes a mounting stem 1605. The
mounting stem 1605 is inserted into the microphone
clamp 206 of the microphone apparatus 200, and tight-
ened therein. Moreover, the mounting stem 1605 in-
cludes an enlarged end portion 1606. The enlarged end
portion 1606 has a diameter greater than that of the
mounting stem 1605, so as to prevent the threaded mi-
crophone clip adapter 1600 from disengaging from the
clamp jaws 261,262 of the microphone clamp 206. Small
microphone clip 1600 is typically used for securing mi-
crophones having smaller diameters (e.g., for condenser
drum microphones). For example, Shure® Model PG81
Instrument Microphone may be secured by small micro-
phone clip 1600.
[0048] Figure 17 shows a microphone mounting ac-
cessory which is a large microphone clip 1700 that may
be secured by microphone clamp 206 of the microphone
mounting apparatus 200 in Figures 2A-2B. Large micro-
phone clip 1700 includes a mounting stem 1705. The
mounting stem 1705 is inserted into the microphone
clamp 206 of the microphone apparatus 200, and tight-
ened therein. Moreover, the mounting stem 1705 in-
cludes an enlarged end portion 1706. The enlarged end
portion 1706 has a diameter greater than that of the
mounting stem 1705, so as to prevent the threaded mi-
crophone clip adapter 1700 from disengaging from the
clamp jaws 261, 262 of the microphone clamp 206. Large
microphone clip 1700 is typically used for securing mi-
crophones having larger diameters (e.g., dynamic instru-
ment microphones). For example, Shure® Model SM57
Instrument Microphone may be secured by large micro-
phone clip 1700. With both small and large microphone
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clips 1600, 1700, the mounting stems 1605, 1705 may
be attached to the clip body, or may be formed integrally
therewith.
[0049] It will be understood by those skilled in the art
that a large variety of microphone mounting accessories
may be employed with the microphone mounting appa-
ratus 200 described herein. For example, any accessory
including a mounting stem (similar to mounting stems
1505, 1605, and 1705 described herein with reference
to FIGS. 15-17) may be supported by the microphone
mounting apparatus 200 by inserting the mounting stem
into the microphone clamp 206 thereof, and tightening
the clamping jaws 261, 262 via the clamp knob 207. Fur-
thermore, although certain exemplary dimensions and
thread pitches are described herein, it should be under-
stood that such dimensions and thread pitches are mere-
ly examples and that any appropriate sizes and config-
uration may be employed.

Claims

1. An apparatus (200) for mounting a microphone in
proximity of a sound source, comprising:

a first pair of jaws (201, 203; 503) configured to
attach to a clamping surface proximate the
sound source;
a jaw stud (704) connecting the first pair of jaws,
the jaw stud having a threaded portion (704a);
a release mechanism (209) coupled to the jaw
stud, wherein while the release mechanism is
depressed, a first jaw (201) of the first pair is
free to slide along the jaw stud to open or close
the first pair of jaws, wherein while the release
mechanism is not depressed, the release mech-
anism is adapted to engage the threaded portion
of the jaw stud, thereby allowing the first pair of
jaws to tighten on the clamping surface when
the jaw stud is turned along the threaded portion
in a first direction; and
a microphone clamp (206; 306) configured to
hold a microphone mounting accessory associ-
ated with the microphone.

2. The apparatus of claim 1, wherein the first pair of
jaws loosens from the clamping surface when the
jaw stud is turned along the threaded portion in a
second direction while the release mechanism is not
depressed.

3. The apparatus of claim 1, further comprising:

a second pair of jaws (241, 243; 441, 443) con-
figured to attach to a second clamping surface,
the first pair of jaws comprising a first jaw and a
second jaw, the second pair of jaws comprising
a third jaw and a fourth jaw, the third jaw con-

nected to the first jaw, the fourth jaw connected
to the second jaw, wherein at least one of the
jaws of the second pair of jaws has a plurality of
indentations.

4. The apparatus of claim 3, wherein the second pair
of jaws is oriented at a predetermined angle to the
first pair of jaws.

5. The apparatus of claim 1, wherein the release mech-
anism comprises:

a dowel release (901) having a hole (901a)
through which the jaw stud passes, the hole hav-
ing a first curved surface (901c) and a second
curved surface (901b), the second curved sur-
face being threaded to engage the threaded por-
tion of the jaw stud, the first curved surface being
smooth so as to permit the dowel release to
move along the jaw stud, wherein when the dow-
el release is depressed the jaw stud is located
proximate the first curved surface and when the
dowel release is not depressed the threaded
portion of the jaw stud is adapted to engage the
second curved surface.

6. The apparatus of claim 1, further comprising:

a jaw frame (230; 530) comprising a second jaw
(203; 503) of the first pair of jaws, the jaw frame
having an elongated slot (210; 510) therein; and
a clamp bolt (1001) passing through the slot and
the microphone clamp to secure the microphone
clamp to the jaw frame.

7. The apparatus of claim 6, wherein the clamp bolt and
microphone clamp are positionable along the slot so
as to permit the microphone clamp to be positioned
in a variety of locations along the slot and relative to
the jaw frame.

8. The apparatus of claim 6, wherein the slot is oriented
parallel to the length of the jaw stud.

9. The apparatus of claim 7, wherein the microphone
clamp comprises:

a pair of clamp jaws (261, 262; 361, 362), each
clamp jaw having a hole, the clamp bolt passing
through each hole to secure the microphone
clamp to the jaw frame, the pair of clamp jaws
being rotatable around the clamp bolt.

10. The apparatus of claim 9, further comprising:

a pin coupled between the pair of clamp jaws
adapted to restrict the pair of clamps to rotate
together about the clamp bolt.
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11. The apparatus of claim 9, the clamp bolt having a
bolt head (1002) that fits on an inside surface of the
slot, the bolt head being moveable along the slot to
adjust a position of the microphone clamp within the
slot.

12. The apparatus of claim 11, further comprising:

a clamp knob (207; 307) coupled to the clamp
bolt such that when the clamp knob is turned in
one direction, the microphone clamp tightens
around the microphone mounting accessory.

13. The apparatus of claim 6, wherein the microphone
clamp further comprises:

a collar (220; 320) abutting an outside surface
of the slot, the clamp bolt passing through the
collar.

14. The apparatus of claim 13, wherein the slot compris-
es a recessed portion (431; 531), wherein the collar
is positioned at least partially within the recessed
portion of the slot when the microphone clamp is
tightened on the microphone mounting accessory.

15. The apparatus of claim 1, wherein each jaw of the
first pair of jaws has a first indentation (212, 214)
with a first radius and a second indentation (211,
213) with a second radius, and wherein the first ra-
dius and the second radius are different.

Patentansprüche

1. Vorrichtung (200) zum Montieren eines Mikrofons in
der Nähe einer Tonquelle, umfassend:

ein erstes Paar von Backen (201, 203; 503), die
dazu ausgelegt sind, um an einer Klemmfläche
benachbart zur Tonquelle angebracht zu wer-
den;
eine Backen-Stiftschraube (704), die das erste
Paar von Backen verbindet, wobei die Backen-
Stiftschraube einen Gewindeabschnitt (704a)
aufweist;
einen Freigabemechanismus (209), der mit der
Backen-Stiftschraube gekoppelt ist, wobei,
während der Freigabemechanismus niederge-
drückt ist, eine erste Backe (201) des ersten
Paares frei ist, um die Backen-Stiftschraube ent-
lang zu gleiten, um das erste Paar von Backen
zu öffnen oder zu schließen, wobei der Freiga-
bemechanismus so ausgelegt ist, dass er, wäh-
rend der Freigabemechanismus nicht niederge-
drückt ist, in den Gewindeabschnitt der Backen-
Stiftschraube eingreift, um dadurch zu ermögli-
chen, dass das erste Paar von Backen an der

Klemmfläche festgezogen wird, wenn die Ba-
cken-Stiftschraube entlang des Gewindeab-
schnitts in einer ersten Richtung gedreht wird;
und
eine Mikrofonklemme (206, 306), die so ausge-
legt ist, dass sie ein zum Mikrofon gehöriges Mi-
krofonmontagezubehörteil hält.

2. Vorrichtung nach Anspruch 1, wobei sich das erste
Paar von Backen von der Klemmfläche löst, wenn
die Backen-Stiftschraube entlang des Gewindeab-
schnitts in einer zweiten Richtung gedreht wird, wäh-
rend der Freigabemechanismus nicht niederge-
drückt ist.

3. Vorrichtung nach Anspruch 1, ferner umfassend:

ein zweites Paar von Backen (241, 243; 441,
443), die dazu ausgelegt sind, um an einer zwei-
ten Klemmfläche angebracht zu werden, wobei
das erste Paar von Backen eine erste Backe
und eine zweite Backe umfasst, das zweite Paar
von Backen eine dritte Backe und eine vierte
Backe umfasst, die dritte Backe mit der ersten
Backe verbunden ist, die vierte Backe mit der
zweiten Backe verbunden ist, wobei mindestens
eine der Backen des zweiten Paares von Ba-
cken eine Mehrzahl von Verzahnungen auf-
weist.

4. Vorrichtung nach Anspruch 3, wobei das zweite Paar
von Backen in einem vorbestimmten Winkel zum
ersten Paar von Backen ausgerichtet ist.

5. Vorrichtung nach Anspruch 1, wobei Freigabeme-
chanismus umfasst:

eine Stiftfreigabe (901) mit einem Loch (901a),
durch welches die Backen-Stiftschraube durch-
tritt, wobei das Loch eine erste gekrümmte Flä-
che (901c) und eine zweite gekrümmte Fläche
(901b) aufweist, die zweite gekrümmte Fläche
mit einem Gewinde versehen ist, um in den Ge-
windeabschnitt der Backen-Stiftschraube ein-
zugreifen, die erste gekrümmte Fläche glatt ist,
um zu ermöglichen, dass sich die Stiftfreigabe
die Backen-Stiftschraube entlang bewegt, wo-
bei, wenn die Stiftfreigabe niedergedrückt ist,
die Backen-Stiftschraube benachbart zur ersten
gekrümmten Fläche angeordnet ist, und der Ge-
windeabschnitt der Backen-Stiftschraube so
ausgelegt ist, dass er in die zweite gekrümmte
Fläche eingreift, wenn die Stiftfreigabe nicht nie-
dergedrückt ist.

6. Vorrichtung nach Anspruch 1, ferner umfassend:

einen Backenrahmen (230; 530), der eine zwei-
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te Backe (203; 503) des ersten Paares von Ba-
cken umfasst, wobei der Backenrahmen einen
länglichen Schlitz (210; 510) darin aufweist; und
einen Klemmbolzen (1001), der durch den
Schlitz und die Mikrofonklemme durchtritt, um
die Mikrofonklemme am Backenrahmen zu be-
festigen.

7. Vorrichtung nach Anspruch 6, wobei der Klemmbol-
zen und die Mikrofonklemme so entlang des Schlit-
zes positioniert werden können, dass die Mikrofon-
klemme in einer Vielzahl von Stellen entlang des
Schlitzes und in Bezug auf den Backenrahmen po-
sitioniert werden kann.

8. Vorrichtung nach Anspruch 6, wobei der Schlitz pa-
rallel zur Länge der Backen-Stiftschraube ausge-
richtet ist.

9. Vorrichtung nach Anspruch 7, wobei die Mikrofon-
klemme umfasst:

eine Paar von Klemmbacken (261, 262; 361,
362), wobei jede Klemmbacke ein Loch auf-
weist, die Klemmbolzen durch jedes Loch
durchtreten, um die Mikrofonklemme am Ba-
ckenrahmen zu befestigen, das Paar von
Klemmbacken um den Klemmbolzen gedreht
werden kann.

10. Vorrichtung nach Anspruch 9, ferner umfassend:

einen Zapfen, der zwischen dem Paar von
Klemmbacken gekoppelt und so ausgelegt ist,
dass er gemeinsame Drehung des Paares von
Klemmen um den Klemmbolzen einschränkt.

11. Vorrichtung nach Anspruch 9, wobei der Klemmbol-
zen einen Bolzenkopf (1002) aufweist, der an einer
Innenfläche des Schlitzes anliegt, wobei der Bolzen-
kopf den Schlitz entlang bewegt werden kann, um
eine Position der Mikrofonklemme innerhalb des
Schlitzes einzustellen.

12. Vorrichtung nach Anspruch 11, ferner umfassend:

einen Klemmenknopf (207; 307), der mit dem
Klemmbolzen derart gekoppelt ist, dass sich die
Mikrofonklemme um das Mikrofonmontagezu-
behörteil zusammenzieht, wenn der Klemmen-
knopf in einer Richtung gedreht wird.

13. Vorrichtung nach Anspruch 6, wobei die Mikrofon-
klemme ferner umfasst:

einen Kranz (220; 320), der an einer Außenflä-
che des Schlitzes anliegt, wobei der Klemmbol-
zen durch den Kranz durchtritt.

14. Vorrichtung nach Anspruch 13, wobei der Schlitz ei-
nen ausgesparten Abschnitt (431; 531) aufweist, wo-
bei der Kranz wenigstens teilweise innerhalb des
ausgesparten Abschnitts des Schlitzes positioniert
ist, wenn die Mikrofonklemme am Mikrofonmonta-
gezubehörteil zusammengezogen ist.

15. Vorrichtung nach Anspruch 1, wobei jede Backe des
ersten Paares von Backen eine erste Verzahnung
(212, 214) mit einem erste Radius und eine zweite
Verzahnung (211, 213) mit einem zweiten Radius
aufweist, und wobei der erste Radius und der zweite
Radius verschieden sind.

Revendications

1. Appareil (200) pour monter un microphone à proxi-
mité d’une source sonore, comprenant :

un premier couple de mâchoires (201, 203 ; 503)
configuré pour s’attacher à une surface de ser-
rage proche de la source sonore ;
un goujon de mâchoire (704) reliant le premier
couple de mâchoires, le goujon de mâchoire
ayant une partie filetée (704a) ;
un mécanisme de libération (209) couplé au
goujon de mâchoire, dans lequel, tandis que le
mécanisme de libération est enfoncé, une pre-
mière mâchoire (201) du premier couple est libre
de coulisser le long du goujon de mâchoire pour
ouvrir ou fermer le premier couple de mâchoires,
dans lequel, tandis que le mécanisme de libé-
ration n’est pas enfoncé, le mécanisme de libé-
ration est conçu pour mettre en prise la partie
filetée du goujon de mâchoire, permettant de ce
fait au premier couple de mâchoires de se res-
serrer sur la surface de serrage lorsque le gou-
jon de mâchoire est mis en rotation le long de
la partie filetée dans un premier sens ; et
une pince de microphone (206 ; 306) configurée
pour maintenir un accessoire de montage de mi-
crophone associé au microphone.

2. Appareil selon la revendication 1, dans lequel le pre-
mier couple de mâchoires se desserre de la surface
de serrage lorsque le goujon de mâchoire est mis
en rotation le long de la partie filetée dans un second
sens tandis que le mécanisme de libération n’est pas
enfoncé.

3. Appareil selon la revendication 1, comprenant en
outre :

un second couple de mâchoires (241, 243 ; 441,
443) configuré pour s’attacher à une seconde
surface de serrage, le premier couple de mâ-
choires comprenant une première mâchoire et
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une deuxième mâchoire, le second couple de
mâchoires comprenant une troisième mâchoire
et une quatrième mâchoire, la troisième mâchoi-
re étant reliée à la première mâchoire, la qua-
trième mâchoire étant reliée à la deuxième mâ-
choire, dans lesquelles au moins une des mâ-
choires du second couple de mâchoires a une
pluralité d’encoches.

4. Appareil selon la revendication 3, dans lequel le se-
cond couple de mâchoires est orienté à un angle
prédéterminé par rapport au premier couple de mâ-
choires.

5. Appareil selon la revendication 1, dans lequel le mé-
canisme de libération comprend :

un libérateur de positionnement (901) ayant un
trou (901a) à travers lequel le goujon de mâchoi-
re passe, le trou ayant une première surface in-
curvée (901c) et une seconde surface incurvée
(901b), la seconde surface incurvée étant filetée
pour mettre en prise la partie filetée du goujon
de mâchoire, la première surface incurvée étant
lisse afin de permettre au libérateur de position-
nement de se déplacer le long du goujon de mâ-
choire, dans lequel lorsque le libérateur de po-
sitionnement est enfoncé, le goujon de mâchoi-
re est situé à proximité de la première surface
incurvée et lorsque le libérateur de positionne-
ment n’est pas enfoncé, la partie filetée du gou-
jon de mâchoire est conçue pour mettre en prise
la seconde la surface incurvée.

6. Appareil selon la revendication 1, comprenant en
outre :

un châssis de mâchoire (230 ; 530) comprenant
une deuxième mâchoire (203 ; 503) du premier
couple de mâchoires, le châssis de mâchoire
ayant une fente allongée (210 ; 510) en son
sein ; et
un boulon de blocage (1001) passant à travers
la fente et la pince de microphone pour fixer la
pince de microphone au châssis de mâchoire.

7. Appareil selon la revendication 6, dans lequel le bou-
lon de blocage et la pince de microphone peuvent
être positionnés le long de la fente de façon à per-
mettre à la pince de microphone d’être positionnée
dans une variété d’emplacements le long de la fente
et par rapport au châssis de mâchoire.

8. Appareil selon la revendication 6, dans lequel la fen-
te est orientée parallèlement à la longueur du goujon
de mâchoire.

9. Appareil selon la revendication 7, dans lequel la pin-

ce de microphone comprend :

un couple de mâchoires de blocage (261, 262 ;
361, 362), chaque mâchoire de blocage ayant
un trou, le boulon de blocage passant à travers
chaque trou pour fixer la pince de microphone
au châssis de mâchoire, le couple de mâchoires
de blocage étant rotatif autour du boulon de blo-
cage.

10. Appareil selon la revendication 9, comprenant en
outre :

un ergot couplé entre le couple de mâchoires
de blocage conçu pour limiter la rotation du cou-
ple de blocages ensemble autour du boulon de
blocage.

11. Appareil selon la revendication 9, le boulon de blo-
cage ayant une tête de boulon (1002) qui s’ajuste
sur une surface intérieure de la fente, la tête de bou-
lon étant mobile le long de la fente pour ajuster une
position de la pince de microphone à l’intérieur de la
fente.

12. Appareil selon la revendication 11, comprenant en
outre :

une molette de blocage (207 ; 307) couplée au
boulon de blocage de sorte que lorsque la mo-
lette de blocage est tournée dans un sens par-
ticulier, la pince de microphone se serre autour
de l’accessoire de montage de microphone.

13. Appareil selon la revendication 6, dans lequel la pin-
ce de microphone comprend en outre :

un collier (220 ; 320) butant contre une surface
extérieure de la fente, le boulon de blocage pas-
sant à travers le collier.

14. Appareil selon la revendication 13, dans lequel la
fente comprend une partie en retrait (431 ; 531) dans
laquelle le collier est positionné au moins partielle-
ment à l’intérieur de la partie en retrait de la fente
lorsque la pince de microphone est serrée sur l’ac-
cessoire de montage de microphone.

15. Appareil selon la revendication 1, dans lequel cha-
que mâchoire du premier couple de mâchoires a une
première encoche (212, 214) ayant un premier rayon
et une seconde encoche (211, 213) ayant un second
rayon, et dans lequel le premier rayon et le second
rayon sont différents.
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