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Description

Technical Field

[0001] This invention relates to a medical device that
allows access to the inside of the body by "prying open"
an existing or created opening in a body.

Background Information

[0002] Medical devices for retracting tissue are gen-
erally referred to as retractors or specula. A retractor
typically is used to draw aside the edges of a wound or
opening (e.g., to separate and hold open the rib cage of
a patient) or to hold back structures adjacent an opera-
tive field. A speculum typically is used to enlarge the
opening of any canal or cavity (e.g., the vagina or the
rectum) to facilitate inspection of the interior of the canal
or cavity.
[0003] Typically, levers or handles of retractors and
specula are disposed in the line of sight of the body cav-
ity in which the device is inserted thus interfering with
an operator's (e.g., a physician's) ability to examine and
view the cavity and to properly place medical instru-
ments into the cavity.
[0004] Retractors and specula also typically limit or
prevent tactile access. That is, an operator typically can-
not insert a hand or a finger into the body opening being
held or forced open by the device.
[0005] Retractors and specula are typically made of
steel, causing discomfort to the patient. Improper steri-
lization and repeated use of these instruments also in-
creases the risk of infection.
[0006] Document CH-A-0273 809 purports to dis-
close a device for retraction including substantially
transparent plastic masses 47 and 48 with light sources
directing illumination therethrough.

Summary of the Invention

[0007] This invention relates to a medical retractor/
speculum device for vaginal or other applications that
allows access to the inside of the body by "prying open"
an existing or created opening in a body. The device has
scissors-like handles to allow an operator to open or
close the device with one hand. In one embodiment of
the invention, the device has a locking mechanism to
allow the device to stay closed, open, or partially open,
as placed by the operator with one hand.
[0008] In one embodiment of the invention, a medical
device for retracting a body opening comprises a sub-
stantially transparent head coupled to a handle. The
head comprises a first head half and a second head half
which together define a substantially conical surface in-
cluding a gap when the first head half and second head
half are joined. The handle is coupled to the wider base
of the head and comprises two handle portions that can
be joined at a common hinge or pivot point. The handle

portions can be manipulated like the handles of a pair
of scissors. Actuation of the handle by bringing the han-
dle portions together causes angular motion of the first
head half and the second head half relative to a longi-
tudinal axis of the head, exerting a retraction force on
the body opening, thereby enlarging the body opening.
Actuation also enlarges the gap in the head so as to pro-
vide the operator with an area of access to the inside of
the body opening through the gap.
[0009] The increase in the size of the gap upon actu-
ation of the handle allows the operator to insert at least
a finger, and preferably most of the hand up to the knuck-
les, into the segment of the head which extends outside
of the body opening. This allows the operator the ability
to touch the inside of the body opening being retracted
and to identify structure(s) within the body opening. As
the handle portions can be manipulated with a single
hand, the other hand of the operator is free to examine
the patient.
[0010] In some embodiments of the invention, a lon-
gitudinal axis of the handle is substantially perpendicu-
lar to the longitudinal axis of the head, and the handle
is disposed out of the line of sight of the body cavity.
Also, the retractor/speculum device can be configured
to include a light source or to receive one or more light-
transmitting fibers or cables. The light will illuminate at
least the substantially transparent head of the device to
provide illumination of the retracted area. The device of
the invention allows transvaginal surgical procedures to
proceed more quickly and safely than when other known
devices are used. One-hand operation of the device is
possible, in accordance with the invention.
[0011] The foregoing and other objects, aspects, fea-
tures, and advantages of the invention will become more
apparent from the following description and from the
claims.

Brief Description of the Drawings

[0012] In the drawings, like reference characters gen-
erally refer to the same parts throughout the different
views. Also, the drawings are not necessarily to scale,
emphasis instead generally being placed upon illustrat-
ing the principles of the invention.
[0013] Figures 1A-D show perspective views of a re-
tractor/speculum device in a closed position according
to one embodiment of the invention. Figure 1A is per-
spective view from the top of the device showing the gap
formed between the two halves of the head of the de-
vice. Figure 1B is a perspective view from the side and
back of the device showing the gap formed between the
two halves of the head. Figure 1C is perspective view
of the back of the device. Figure 1D is a view of the bot-
tom of the head of the retractor/speculum of Figure 1.
[0014] Figures 2A and 2B show perspective views of
a retractor/speculum device in an open position accord-
ing to one embodiment of the invention. Figure 2A is a
perspective view from the side and back of the device
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showing the enlarged gap formed between the two
halves of the head of the device. Figure 2B is a perspec-
tive view of the back of the device.
[0015] Figure 3A is a back view of one half of the re-
tractor/speculum of Figure 1. Figure 3B is a perspective
view of the half shown in Figure 3A.
[0016] Figure 4A shows the back of a retractor/specu-
lum device according to one embodiment of the inven-
tion which includes a locking mechanism. Figure 4B
shows an enlarged view of the locking mechanism of
the device.
[0017] Figure 5A shows a perspective view of an em-
bodiment of the invention in which a locking mechanism
is provided as part of the hinge assembly of the retractor/
speculum device. Figure 5B shows a side view of this
embodiment.
[0018] Figures 6A-C show enlarged views of hinge
assembles according to different embodiments of the in-
vention.
[0019] Figure 7 shows a schematic diagram of the
movement of each head half of the retractor/speculum
device upon actuation of the handle. The left side of the
figure shows the device in a closed configuration. The
right side of the figure shows the device in an open con-
figuration.

Description

[0020] A device according to the invention is useful
for retraction and functions as a medical retractor and/
or speculum. As shown in Figures 1A-D, 2A-B, 3A-B,
4A, 5A-B, and 7, the device 1 comprises a head 2 and
a handle 3. In a disclosed embodiment, both the head
2 and handle 3 comprise two substantially symmetrical
halves (first head half 2a and second head half 2b, and
handle portions 3a and 3b, respectively) which are gen-
erally mirror images of each other. As shown in Figure
7, the two halves 2a and 2b of the head 2 are capable
of angular motion relative to a longitudinal axis 23 of the
head 2 upon actuation or manipulation of the handle 3,
moving away from each other through an arcuate path
when the device is being "opened" to exert a retraction
force, and moving toward each other when the device
is being "closed."
[0021] The device 1 can be made of a substantially
transparent thermoplastic material that transmits light,
such as polycarbonate (e.g., Lexan OQ®, Flexlite Cor-
poration, Boca Raton, FL), acrylic, or polystyrene, al-
though any type of material that can resist the retraction
force of the area being retracted and that can transmit
light when illuminated can be used. The device 1 may
be entirely substantially transparent or the head 2 alone
may be substantially transparent. A substantially trans-
parent material is intended to include any material that
can transmit light.
[0022] While any type of material can be used that can
resist the retraction force of the area being retracted and
that can transmit light when illuminated by a light source,

plastic has several advantages as a material for the re-
tractor/speculum device 1 (or the head 2 alone) of the
invention. As an example, a plastic device 1 is dispos-
able and provides a single-use medical instrument that
helps to eliminate the occurrence of cross-infection typ-
ically associated with improperly sterilized multi-use
metal instruments. Also, because plastic has a lower co-
efficient of thermal conductivity than steel or metal, the
patient experiences less discomfort as the retractor/
speculum device 1 of the invention feels warmer and
more comfortable to the patient. Moreover, the use of a
substantially transparent material, such as clear plastic,
results in a device 1 that acts as a light pipe. The need
for another operator or assistant to hold a separate light
source is eliminated because a light source, or fiber op-
tic lines carrying light from a light source, can be coupled
directly to the device 1, to illuminate the substantially
transparent portions of the device 1 and thus allow the
operator to see the body cavity or tract opened by the
device 1.
[0023] When the device 1 is in a "closed" position and
ready to be inserted into a body opening (e.g., as shown
in Figures 1A-D, and the left-hand side of Figure 7), the
first and second head halves 2a and 2b define a sub-
stantially conical surface with an open base 20. In the
embodiment of the invention shown in Figures 1A-C, 2A,
3B, and 7, the outer surface o of the first and second
head halves 2a and 2b is generally convex and the inner
surface i of the first and second head halves 2a and 2b
is generally concave. As used herein, "substantially
conical" includes any surface which circumscribes a lu-
men with a continuously varying internal diameter.
[0024] In the embodiment of the invention shown in
Figure 1D, each half of the head 2 may be divided into
four basic elements which contribute to the head 2's
substantially conical surface: half of a semicircular ridge
5 which is the point of coupling for one of the handle
portions (3a or 3b) of the handle 3 and which forms the
base of the conical surface; half of a first frustoconical
portion 6 which is proximal to the semicircular ridge 5;
half of a second frustoconical portion 7 adjacent to the
first frustoconical portion 6; and half of a tip portion 8,
located at the distal insertion end of the head portion 2.
The first frustoconical portion 6 is generally wider in ra-
dius than the second frustoconical portion 7. A head half
and respective handle portion may be molded as a sin-
gle piece, being integral with a respective handle por-
tion; alternatively, a head half may be attached or fused
to a handle piece which is molded separately.
[0025] In a further embodiment of the invention, as
shown in Figures 3A and 3B, a discrete semicircular
ridge 5 may not be present and the handle portions 3a
and 3b may be attached directly to the respective halves
of frustoconical portion 6.
[0026] When the device 1 is in a closed position, as
shown in Figures 1A-D and the left-hand side of Figure
7, the first and second head halves 2a and 2b are in
close proximity. As shown in Figure 1D, for example, the

3 4



EP 1 073 363 B1

4

5

10

15

20

25

30

35

40

45

50

55

first head half 2a and the second head half 2b contact
each other along a midline 9 along the lower surface of
the head 2. In contrast, the upper surface of both the
first frustoconical portion 6 and the second frustoconical
portion 7 are partially "cut-away" such that when the two
halves of the head are in close proximity, the upper sur-
face of the head 2 comprises a gap 4.
[0027] Once in the body opening, actuation of the
handle portions 3a and 3b of the handle 3 causes the
first and second head halves 2a and 2b to splay apart
(e.g., as shown in Figures 2A and 2B and in the right-
hand side of Figure 7), thereby enlarging the body open-
ing. In the "open" or splayed-apart position, the gap 4 in
the head 2 enlarges. This enlarged gap 4, together with
opening 20 at the base of the head 2, provides an area
of access that allows the operator to insert one or more
fingers into the body cavity and inspect the body cavity
tactily at least near the gap 4. The gap 4 also provides
the operator with the ability to insert a variety of medical
instruments into the body cavity, for example a suturing
mechanism. The device 1 may be opened completely
or may be opened to an intermediary position, depend-
ing upon the amount of clearance required.
[0028] The handle 3 of the device 1 comprises two
halves, namely, handle portion 3a and 3b. In the em-
bodiment of the invention shown in Figures 1A-C, the
two handle portions 3a and 3b join at a hinge assembly
10. As shown in an enlarged view in Figures 6A and 6B,
hinge assembly 10 comprises hinge elements 10a and
10b, which are extensions of handle portions 3a and 3b,
respectively, and comprise complementary shapes.
Hinge elements 10a and 10b are connected at a pivot
point 11. The hinge elements 10a and 10b may have
coupling elements, such as mating plastic elements 12a
and 12b, respectively, that snap together to form the piv-
ot point 11 (Figure 6A). Alternatively, the hinge elements
10a and 10b can be joined by a bolt or rod 13 inserted
at a hole 14 that runs through each hinge element 10a
and 10b (Figure 6B). In this embodiment of the inven-
tion, the bolt or rod 13 may be secured by a nut or pin.
[0029] In another embodiment of the invention, shown
in Figures 2A and 2B, the two handle portions 3a and
3b join at a different type of hinge assembly 15. As
shown in the enlarged view of hinge assembly 15 in Fig-
ure 6C, one of the handle portions, in this example, 3b,
comprises a first and second interconnection element
15u and 15l, while the other handle portion, in this ex-
ample, 3a, comprises an inner interconnection element
15m. The inner interconnection element 15m is sand-
wiched, or interleaved, between the first and second
outer interconnection elements 15u and 15l by a cou-
pling element at pivot point 11. As with hinge assembly
10, discussed above, interconnection elements 15u,
15l, and 15m may be joined together by means of plastic
mating elements 12a and 12b (as shown in Figure 6C)
or by a bolt or rod.
[0030] In the embodiment of the invention shown in
Figures 4A and 4B, the handle 3 further comprises a

locking mechanism 16. The locking mechanism com-
prises two sets 16a and 16b of resilient, evenly spaced
lugs, each set projecting from the distal ends of first and
second cross-bars 17a and 17b, which extend from han-
dle portions 3a and 3b, respectively, in a direction gen-
erally perpendicular to the longitudinal axis of the handle
3. Cross-bars 17a and 17b are slightly offset from each
other and the lugs at the distal end of one cross-bar point
in an opposite direction to the lugs at the distal end of
the other cross-bar such that both sets of lugs 16a and
16b can snap together to effectively lock the device. The
locking mechanism 16 may be released by the operator
applying a twisting action with one hand to the handle
portions 3a and 3b thereby unsnapping the lugs. In a
different embodiment of the invention, the operator may
release the locking mechanism 16 by pushing down on
a thumb tab 18 at the distal end of one of the cross-bars.
[0031] In another embodiment of the invention, an in-
tegrated locking mechanism/hinge assembly 21 is pro-
vided. As shown in Figure 5A, one of the handle por-
tions, in this example, 3b, may comprise a mating hinge
element 21m which comprises a plurality of projections
21p. The other handle portion, in this example, 3a, com-
prises an engaging portion 21e, which is capable of
meshing with one of the projections 21p of the mating
hinge element 21m to lock the device in a selected po-
sition. It should be readily apparent to one of ordinary
skill in the art that the mating hinge element 21m may
be configured to comprise any number and arrange-
ment of projections 21p, so long as the position of the
projections 21p relative to the engaging portion 21e
changes upon movement of the handle portions, 3a and
3b, to restrict further movement of the handle 3 In one
embodiment of the invention, manipulation of the handle
portions 3a and 3b with the single hand of an operator
can engage this locking mechanism.
[0032] The orientation of the handle 3 relative to the
head 2 of the device 1 may be varied to provide an op-
erator with freer access to a body opening. In the em-
bodiment of the invention shown in Figures 1A-C, 2A-B,
3A-B, 4A, 5A-B, and 7, the handle portions 3a and 3b
of the handle 3 are disposed substantially perpendicular
to the two halves 2a and 2b, respectively, of the head
2. This arrangement allows the operator to have access
to the head 2 and the body cavity in which the head 2 is
inserted without interference from the two handle por-
tions 3a and 3b. As defined herein, "substantially per-
pendicular" refers to an orientation of the handle 3 rel-
ative to the head 2 in which the handle 3 is out of the
line of sight of the body opening.
[0033] The two handle portions 3a and 3b of the han-
dle 3 can also be oriented at other than 90 degrees from
the two halves 2a and 2b of the head 2. In an alternative
embodiment of the invention, the two handle portions
3a and 3b of the handle 3 can be oriented in the same
plane as the longitudinal axis 23 of the head 2 to a point
on the handle 3 distal to a hinge assembly 10 or 15. The
two handle portions 3a and 3b of the handle 3 could then
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angle downward in a direction away from the opening
20 at the base of the head 2. In the embodiment of the
invention shown in Figure 4A, the two handle portions
3a and 3b of the handle 3 have a 30 degree angle of
activation.
[0034] In another embodiment of the invention, a fix-
ture or socket 19 for receiving one or more light-trans-
mitting fiber optic lines or cables or a light source can
be disposed on the semicircular ridge 5 (or on the rim
of frustoconical portion 6 when there is no ridge) of one
or both halves 2a and 2b of the head 2. As shown in
Figure 1D, the socket(s) 19 can be cylindrical-shaped
with a ribbon element 22 that retains the cable(s) or the
light source, preferably by a collapsible friction fit. The
shape and size of the socket(s) 19 can be complemen-
tary to any fiber optic light cable(s) or light source that
is known in the art. Also, the socket(s) 19 can be located
elsewhere, such as on handle portion 3a and/or 3b. Be-
cause of the substantially transparent nature of the de-
vice 1, the cable(s) or light source provides a means to
illuminate the device 1 and allow the operator to see into
the body cavity being retracted without the need for an
external light being shined into the body cavity by an
individual assisting the operator. In a further embodi-
ment of the invention, when the longitudinal axis of the
handle 3 extends substantially perpendicularly from the
head 2 of the device 1, only the head 2 of the device 1
need be substantially transparent.
[0035] It should be readily apparent to those of ordi-
nary skill in the art that the exact dimensions of the dif-
ferent components of the device 1 can be varied de-
pending on the nature of the opening being retracted. In
one embodiment, such as the embodiment shown in
Figure 2B, the dimensions of the device 1 can be as fol-
lows: L1 can be approximately 20 cm (8 inches) and L2
can be approximately 5 cm (2 inches). In the embodi-
ment of the invention shown in FIG. 1D, the dimensions
of the device 1 can be as follows: L3 can be approxi-
mately 2.5 cm (1 inch), L4 can be approximately 4 cm
(1 5/8 inches), L5 can be approximately 7.5 cm (3 inch-
es), and L6 can be approximately 12.5 cm (5 inches).
[0036] Having thus described certain embodiments of
the present invention, various alterations, modifications,
and improvements will be apparent to those skilled in
the art. Such variations, modifications, and improve-
ments are intended to be within the scope of the inven-
tion as defined in the appended claims. The materials
employed, as well as their shapes and dimensions, gen-
erally can vary. Accordingly, the foregoing description is
by way of example only and is not intended to be limiting.

Claims

1. A medical device for retraction, comprising:

a substantially transparent head (2) comprising
a first head half (2a), a second head half (2b),

and a longitudinal axis, the first head half and
the second head half defining a substantially
conical surface including a gap (4) when the
first head half and the second head half are
joined; and
a handle (3) coupled to the head, actuation of
the handle causing angular motion of the first
head half and the second head half relative to
the longitudinal axis, thereby enlarging the gap.

2. The medical device of claim 1, wherein the first
head half and the second head half comprise a ther-
moplastic material.

3. The medical device of claim 2, wherein said ther-
moplastic material comprises polycarbonate.

4. The medical device of claim 1, wherein the handle
comprises a first handle portion (3a) and a second
handle portion (3b), the first handle portion coupled
to the first head half and the second handle portion
coupled to the second head half, the first and sec-
ond handle portions being joined at a common pivot
point.

5. The medical device of claim 4, wherein the first han-
dle portion is integral with the first head half and the
second handle portion is integral with the second
head half

6. The medical device of claim 4, wherein the first han-
dle portion comprises a first and second outer inter-
connection element, and the second handle portion
comprises an inner interconnection element, the in-
ner interconnection element being sandwiched be-
tween the first and second outer interconnection el-
ements and being connected thereto by a coupling
element at the pivot point.

7. The medical device of claim 6, wherein the coupling
element comprises a bolt.

8. The medical device of claim 7, wherein the coupling
element comprises two mating plastic elements
which snap together.

9. The medical device of claim 4, wherein at least one
of the first and second handle portions includes a
socket (19).

10. The medical device of claim 9, wherein the socket
includes a light source.

11. The medical device of claim 9, wherein the socket
receives one or more light-transmitting cables.

12. The medical device of claim 1, wherein the handle
includes a locking mechanism.
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13. The medical device of claim 1, further comprising a
light source for illuminating at least the head.

14. The medical device of claim 13, further comprising
one or more sockets.

15. The medical device of claim 14, wherein at least one
of the sockets includes said light source.

16. The medical device of claim 14, wherein at least one
of the sockets receives one or more light-transmit-
ting fibers.

Patentansprüche

1. Medizinische Vorrichtung zur Retraktion, umfas-
send:

einen im Wesentlichen durchsichtigen Kopf (2),
umfassend eine erste Kopfhälfte (2a), eine
zweite Kopfhälfte (2b) und eine Längsachse,
wobei die erste Kopfhälfte und die zweite Kopf-
hälfte eine im Wesentlichen konische Oberflä-
che festlegen, die einen Spalt (4) aufweist,
wenn die erste Kopfhälfte und die zweite Kopf-
hälfte verbunden sind; und
einen an den Kopf gekoppelten Griff (3), wobei
das Betätigen des Griffs eine kreisförmige Be-
wegung der ersten Kopfhälfte und der zweite
Kopfhälfte relativ zur Längsachse bewirkt und
dadurch den Spalt vergrößert.

2. Medizinische Vorrichtung nach Anspruch 1, worin
die erste Kopfhälfte und die zweite Kopfhälfte einen
thermoplastischen Werkstoff umfassen.

3. Medizinische Vorrichtung nach Anspruch 2, worin
der thermoplastische Werkstoff Polycarbonat um-
fasst.

4. Medizinische Vorrichtung nach Anspruch 1, worin
der Griff einen ersten Griff-Abschnitt (3a) und einen
zweiten Griff-Abschnitt (3b) umfasst, wobei der er-
ste Griff-Abschnitt an die erste Kopfhälfte gekoppelt
ist und der zweite Griff-Abschnitt an die zweite
Kopfhälfte gekoppelt ist, worin die ersten und zwei-
ten Griff-Abschnitte über einen gewöhnlichen Dreh-
punkt verbunden sind.

5. Medizinische Vorrichtung nach Anspruch 4, worin
der ersten Griff-Abschnitt mit der ersten Kopfhälfte
einstückig und der zweite Griff-Abschnitt mit der
zweiten Kopfhälfte einstückig ausgebildet ist.

6. Medizinische Vorrichtung nach Anspruch 4, worin
der erste Griff-Abschnitt ein erstes und zweites äu-
ßeres Zwischenverbindungs-Element umfasst und

der zweite Griff-Abschnitt ein inneres Zwischenver-
bindungs-Element umfasst, worin das innere Zwi-
schenverbindungs-Element zwischen die ersten
und zweiten äußeren Zwischenverbindungs-Ele-
mente eingeschoben ist und durch ein Kupplungs-
element an dem Drehpunkt daran verbunden ist.

7. Medizinische Vorrichtung nach Anspruch 6, worin
das Kupplungselement einen Bolzen umfasst.

8. Medizinische Vorrichtung nach Anspruch 7, worin
das Kupplungselement zwei passende Kunststoff-
elemente umfasst, die zusammenschnappen.

9. Medizinische Vorrichtung nach Anspruch 4, worin
mindestens einer der ersten und zweiten Griff-Ab-
schnitte eine Fassung (19) einschließt.

10. Medizinische Vorrichtung nach Anspruch 9, worin
die Fassung eine Lichtquelle aufweist.

11. Medizinische Vorrichtung nach Anspruch 9, worin
die Fassung eines oder mehrere lichtübertragende
Kabel aufnimmt.

12. Medizinische Vorrichtung nach Anspruch 1, worin
der Griff einen Schließmechanismus aufweist.

13. Medizinische Vorrichtung nach Anspruch 1, welche
weiter eine Lichtquelle zur Beleuchtung von minde-
stens dem Kopf aufweist.

14. Medizinische Vorrichtung nach Anspruch 13, wel-
che weiter eine oder mehrere Fassungen aufweist.

15. Medizinische Vorrichtung nach Anspruch 14, worin
mindestens eine der Fassungen die Lichtquelle ein-
schließt.

16. Medizinische Vorrichtung nach Anspruch 14, worin
mindestens eine der Fassungen eine oder mehrere
lichtübertragende Fasern aufnimmt.

Revendications

1. Dispositif médical à des fins de rétraction,
comprenant :

une tête essentiellement transparente (2) com-
prenant une première moitié de tête (20), une
deuxième moitié de tête (26), et un axe longi-
tudinal, la première moitié de tête et la deuxiè-
me moitié de tête définissant une surface es-
sentiellement conique englobant un espace li-
bre (4), lorsque la première moitié de tête et la
deuxième moitié de tête sont jointes ; et
une poignée (3) couplée à la tête, l'actionne-
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ment de la poignée provoquant le mouvement
angulaire de la première moitié de tête et de la
deuxième moitié de tête par rapport à l'axe lon-
gitudinal, de façon à élargir l'espace libre.

2. Dispositif médical selon la revendication 1, dans le-
quel la première moitié de tête et la deuxième moitié
de tête comprennent une matière thermoplastique.

3. Dispositif médical selon la revendication 2, dans le-
quel ladite matière thermoplastique comprend du
polycarbonate.

4. Dispositif médical selon la revendication 1, dans le-
quel la poignée comprend une première portion de
poignée (3a) et une deuxième portion de poignée
(3b), la première portion de poignée étant couplée
à la première moitié de tête et la deuxième portion
de poignée étant couplée à la deuxième moitié de
tête, les première et deuxième portions de poignée
étant jointes à un point de pivotement commun.

5. Dispositif médical selon la revendication 4, dans le-
quel la première portion de poignée est solidaire de
la première moitié de tête et la deuxième portion de
poignée est solidaire de la deuxième moitié de tête.

6. Dispositif médical selon la revendication 4, dans le-
quel la première portion de poignée comprend des
premier et deuxième éléments d'interconnexion ex-
ternes, et la deuxième portion de poignée com-
prend un élément d'interconnexion interne, l'élé-
ment d'interconnexion interne étant intercalé entre
les premier et deuxième éléments d'interconnexion
externes et étant connecté à ces derniers par un
élément de couplage au point de pivotement.

7. Dispositif médical selon la revendication 6, dans le-
quel l'élément de couplage comprend un boulon.

8. Dispositif médical selon la revendication 7, dans le-
quel l'élément de couplage comprend deux élé-
ments plastiques conjugués qui viennent s'encli-
queter l'un dans l'autre.

9. Dispositif médical selon la revendication 4, dans le-
quel au moins une des première et deuxième por-
tions de poignée englobe une douille (19).

10. Dispositif médical selon la revendication 9, dans le-
quel la douille englobe une source de lumière.

11. Dispositif médical selon la revendication 9, dans le-
quel un ou plusieurs câbles de transmission de lu-
mière viennent se loger dans la douille.

12. Dispositif médical selon la revendication 1, dans le-
quel la poignée englobe un mécanisme de ver-

rouillage.

13. Dispositif médical selon la revendication 1, compre-
nant en outre une source de lumière pour éclairer
au moins la tête.

14. Dispositif médical selon la revendication 13, com-
prenant en outre une ou plusieurs douilles.

15. Dispositif médical selon la revendication 14, dans
lequel au moins une des douilles englobe ladite
source de lumière.

16. Dispositif médical selon la revendication 14, dans
lequel une ou plusieurs fibres de transmission de
lumière viennent se loger dans au moins une des
douilles.
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