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Description

Technical Field

[0001] The present invention relates to a battery ap-
paratus for use in a vehicle that is not subjected to forced
draft.

Background Art

[0002] It has been conventionally known that a plurality
of batteries are accommodated in a battery box (see,
e.g., JP-A 241700-1996 (KOKAI)).
[0003] However, a battery apparatus disclosed in the
literature of the conventional technology is not suitable
for use in a light vehicle.
[0004] For example, since a light vehicle does not in-
clude, e.g., a fan that performs forced draft, efficiently
cooling the battery apparatus is difficult. When using the
battery apparatus in a light vehicle, the battery apparatus
is often exposed to outside air. Therefore, temperatures
of a plurality of batteries cannot be uniformed. Accord-
ingly, durabilities of the respective batteries are uneven.
[0005] JP 5 069870 A discloses a battery device for
supplying power to a running motor, arranged in a power
unit, being arranged under a step floor. This batter device
is a wet secondary battery constituted by providing a plu-
rality of cells in a horizontal direction, so that a plate of
the secondary battery is horizontally placed, and mount-
ed on a center frame. In this battery device, a duct having
an opening part in both right/left and surfaces of an elec-
tric motor-driven motorcycle and also a fan motor and a
fan in a rear side of the opening part is connected. This
fan motor is driven, for instance, during a charge thus to
take in air into the battery device from the opening part
discharged from a rear end part of the duct. By this pass-
ing air, the battery device is cooled.

Disclosure of Invention

[0006] It is an object of the present invention to provide
a battery apparatus suitable for use in a vehicle that is
not subjected to forced draft.
[0007] According to an aspect of the present invention,
there is provided a battery apparatus as set out in claim
1 and a vehicle as set out in claim 2.

Brief Description of Drawings

[0008]

Fig. 1 is a structural view showing a structure of a
battery apparatus according to a first embodiment
not according to the present invention;

Fig. 2 is a structural view showing a structure of a
battery apparatus according to a second embodi-
ment not according to the present invention;

Fig. 3 is a structural view showing a structure of a
battery apparatus according to a third embodiment
not according to the present invention;

Fig. 4 is a structural view showing a structure of a
battery apparatus according to a fourth embodiment
not according to the present invention;

Fig. 5 is a structural view showing a structure of a
battery apparatus according to a fifth embodiment
of not according to the present invention;

FIG. 6 is a structural view showing a structure of a
battery apparatus according to a sixth embodiment
not according to the present invention;

FIG. 7 is a structural view showing a structure of a
battery apparatus according to a seventh embodi-
ment not according to the present invention;

FIG. 8 is a structural view showing a structure of a
battery apparatus according to an eighth embodi-
ment not according to the present invention; and

FIG. 9 is a structural view showing a structure of a
battery apparatus according to the embodiment of
the present invention.

Best Mode for Carrying Out the Invention

[0009] Embodiments according to the present inven-
tion will now be explained hereinafter with reference to
the accompanying drawings.

(First Embodiment)

[0010] FIG. 1 is a structural view showing a structure
of a battery apparatus 1 according to a first embodiment.
It is to be noted that like reference numerals denote like
parts throughout the drawings, and different parts will be
mainly explained. Likewise, in the other embodiments, a
repeated explanation will be omitted.
[0011] Here, in FIG. 1, in a state where the battery ap-
paratus 1 is mounted in an electric light vehicle, an arrow
direction of an axis Z is an upper direction, and  an arrow
direction of an axis Y is a traveling direction of the electric
light vehicle. Further, an axis X, the axis Y, and the axis
Z are axes 90 degrees apart, respectively. This can be
likewise applied to the other drawings.
[0012] The electric light vehicle is a vehicle that is not
subjected to forced draft. The electric light vehicle is, e.g.,
a bicycle. The battery apparatus 1 is mounted below,
e.g., a saddle or a rear body of the bicycle. Therefore,
the battery apparatus 1 is placed at an environmentally
severe position where the battery apparatus 1 is exposed
to outside air, for example.
[0013] The battery apparatus 1 includes 10 batteries
2, a battery box 3 that accommodates the 10 batteries
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2, and a heat equalizing plate 10.
[0014] The battery 2 has a substantially rectangular
parallelepiped shape. In regard to the 10 batteries, four
batteries are aligned in the direction of the axis Y, and
they are stacked in three tiers, i.e., an upper tier, a middle
tier, and a lower tier. Each non-illustrated spacer is pro-
vided between the batteries 2 in the upper tier and the
batteries 2 in the middle tier and between the batteries
2 in the middle tier and the batteries 2 in the lower tier.
That is, each spacer is provided between the respective
tiers.
[0015] The battery box 3 is a box accommodating the
batteries 2, and other parts. The battery box 3 has a  sub-
stantially rectangular parallelepiped shape.
[0016] The battery apparatus 1 has a space corre-
sponding to two batteries 2 formed in the upper tier of
the stacked batteries 2 in the battery box 3. Although not
shown, for example, an electronic circuit such as a control
circuit that controls the battery apparatus 1 is accommo-
dated in this space.
[0017] The heat equalizing plate 10 is disposed to
come into contact with all the 10 batteries 2. Specifically,
the heat equalizing plate 10 is arranged to come into
contact with bottom surfaces of all the batteries 2 in the
battery box 3. Here, the bottom surface of the battery 2
is a surface that has the same orientation as the axis X
in the state of the battery 2 depicted in FIG. 1.
[0018] In this embodiment, the following functions and
effects can be obtained.
[0019] The battery 2 generates heat when energized.
At this time, a temperature of the battery 2 fluctuates
depending on the position where the battery 2 is located.
[0020] Thus, the heat equalizing plate 10, which has
an excellent thermal conduction property, is arranged to
come into contact with all the batteries 2 in the battery
apparatus 1. As a result, fluctuations in temperature be-
tween each battery 2 can be reduced.
[0021] Therefore, the battery apparatus 1 can be a  bat-
tery apparatus suitable for use in an electric light vehicle.

(Second Embodiment)

[0022] FIG. 2 is a structural view showing a structure
of a battery apparatus 1A according to a second embod-
iment. The battery apparatus 1A has a heat equalizing
plate 10A provided in place of the heat equalizing plate
10 in the battery apparatus 1 according to the first em-
bodiment depicted in FIG. 1. Other points are the same
as for the battery apparatus 1.
[0023] The heat equalizing plate 10A is disposed to
come into contact with all batteries 2 placed in the low-
ermost tier. Specifically, the heat equalizing plate 10A is
arranged to come into contact with lower surfaces of four
batteries 2 placed in the lowermost tier.
[0024] According to this embodiment, the following
functions and effects can be obtained.
[0025] The battery apparatus 1A mounted in an electric
light vehicle receives an air stream from the arrow direc-

tion of the axis Y when the electric light vehicle travels.
As a result, each battery 2 disposed in the arrow direction
(a front wheel side) of the axis Y of the battery apparatus
1A is apt to be cooled. On the other hand, cooling of each
battery 2 disposed on an opposite side (a rear wheel
side) of the arrow  direction of the axis Y of the battery
apparatus 1A is difficult. Therefore, the batteries 2 have
unevenness in temperature depending on their location
in the direction of the axis Y of the battery apparatus 1.
[0026] Thus, the heat equalizing plate 10A is disposed
in the battery apparatus 1A to come into contact with all
the batteries 2 placed in the lowermost tier. As a result,
it is possible to suppress unevenness in temperature of
the batteries 2 due to their location in the direction of the
axis Y of the battery apparatus 1.

(Third Embodiment)

[0027] FIG. 3 is a structural view showing a structure
of a battery apparatus 1B according to a third embodi-
ment of the present invention. The battery apparatus 1B
has a heat equalizing plate 10B provided in place of the
heat equalizing plate 10 in the battery apparatus 1 ac-
cording to the first embodiment depicted in FIG. 1. Other
points are the same as for the battery apparatus 1.
[0028] The heat equalizing plate 10B is a flat L-shaped
plate. The heat equalizing plate 10B includes a surface
placed on a side surface of a battery box 3 in the direction
of the axis X and a surface placed on a lower surface of
the battery box 3. That is, the heat equalizing plate 10B
has such a shape as a combination of the heat equalizing
plate 10 according to the first embodiment depicted in
FIG. 1 and the heat equalizing  plate 10A according to
the second embodiment depicted in FIG. 2.
[0029] According to this embodiment, providing the
heat equalizing plate 10B enables obtaining the functions
and effects of each of the first embodiment and the sec-
ond embodiment.

(Fourth Embodiment)

[0030] FIG. 4 is a structural view showing a structure
of a battery apparatus 1C according to a fourth embod-
iment.
[0031] The battery apparatus 1C has a heat equalizing
plate 10C provided in place of the heat equalizing plate
10 in the battery apparatus 1 according to the first em-
bodiment depicted in FIG. 1. Other points are the same
as for the battery apparatus 1.
[0032] The heat equalizing plate 10C has a shape ob-
tained by disposing a planar portion 101C to the heat
equalizing plate 10, the planar portion 101C being vertical
to the heat equalizing plate 10. Therefore, the heat equal-
izing plate 10C has a T-like shape. It is to be noted that
the heat equalizing plate 10C may have an L-like shape
by disposing the planar portion 101C to a portion corre-
sponding to an end portion of the heat equalizing plate
10. The planar portion 101C of the heat equalizing plate
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10C protrudes toward the outside from an opening por-
tion provided in a battery box 3.
[0033] According to this embodiment, it is possible to
obtain the following functions and effects in addition to
the functions and effects according to the first embodi-
ment.
[0034] Batteries 2 in the battery apparatus 1C can be
directly cooled by outside air by protruding the planar
portion 101C of the heat equalizing plate 10C toward the
outside of the battery box 3. Therefore, the planar portion
101C functions as a radiator plate, thereby effectively
suppressing an increase in temperature of the batteries
2.

(Fifth Embodiment)

[0035] FIG. 5 is a structural view showing a structure
of a battery apparatus 1D according to a fifth embodi-
ment.
[0036] The battery apparatus 1D has a heat equalizing
plate 10D provided in place of the heat equalizing plate
10A in the battery apparatus 1A according to the second
embodiment depicted in FIG. 2. Other points are the
same as for the battery apparatus 1A.
[0037] The heat equalizing plate 10D has a shape ob-
tained by disposing a planar portion 101D to the heat
equalizing plate 10A depicted in FIG. 2, the planar portion
101D being vertical to the heat equalizing plate 10A.
Therefore, the heat equalizing plate 10D has a T-like
shape. It is to be noted that the heat equalizing plate 10D
may have an L-like shape by  disposing the planar portion
101D to a portion corresponding to an end portion of the
heat equalizing plate 10A. The planar portion 101D of
the heat equalizing plate 10D protrudes toward the out-
side from an opening portion provided in a battery box 3.
[0038] According to this embodiment, it is possible to
obtain the following functions and effects in addition to
the functions and effects according to the second em-
bodiment.
[0039] Batteries 2 in the battery apparatus 1D can be
directly cooled by outside air by protruding the planar
portion 101D of the heat equalizing plate 10D toward the
outside of the battery box 3. Therefore, the planar portion
101D functions as a radiator plate, thereby effectively
suppressing an increase in temperature of the batteries
2.

(Sixth Embodiment)

[0040] FIG. 6 is a structural view showing a structure
of a battery apparatus 1E according to a sixth embodi-
ment.
[0041] The battery apparatus 1E has a heat equalizing
plate 10E provided in place of the heat equalizing plate
10 in the battery apparatus 1 according to the first em-
bodiment depicted in FIG. 1. Other points are the same
as in the battery apparatus 1.
[0042] The heat equalizing plate 10E has a shape ob-

tained by extending the heat equalizing plate 10 depicted
in  FIG. 1 toward the lower side. Therefore, the heat equal-
izing plate 10E has a shape formed in one plane. The
heat equalizing plate 10E has a shape including a planar
portion 101E protruding toward the outside from an open-
ing portion provided in a battery box 3.
[0043] According to this embodiment, it is possible to
obtain the following functions and effects in addition to
the functions and effects according to the first embodi-
ment.
[0044] Batteries 2 in the battery apparatus 1E can be
directly cooled by outside air by protruding the planar
portion 101E of the heat equalizing plate 10E toward the
outside of the battery box 3. Therefore, the planar portion
101E functions as a radiator plate, thereby effectively
suppressing an increase in temperature of the batteries
2.
[0045] Further, the heat equalizing plate 10E has a
shape based on one plane, thus reducing a manufactur-
ing cost in, e.g., processing.

(Seventh Embodiment)

[0046] FIG. 7 is a structural view showing a structure
of a battery apparatus 1F according to a seventh embod-
iment.
[0047] The battery apparatus 1F has a heat insulating
material 12 additionally provided in the battery apparatus
1 according to the first embodiment depicted in FIG. 1.
Other points are the same as in the battery  apparatus 1.
[0048] The heat insulating material 12 is provided be-
tween batteries placed in the uppermost tier and an upper
surface of a battery box 3. The heat insulating material
12 covers upper surfaces of all the stacked batteries 2.
The heat insulating material 12 plays a role of inhibiting
thermal conduction properties from the upper surface of
the battery box 3 to the batteries 2.
[0049] According to this embodiment, it is possible to
obtain the following functions and effects in addition to
the functions and effects according to the first embodi-
ment.
[0050] The upper surface of the battery apparatus 1F
may be directly exposed to the sunlight in a state where
the battery apparatus 1F is mounted in an electric light
vehicle. Therefore, a temperature of the upper surface
of the battery box 3 is increased due to solar insolation.
Thus, providing the heat insulating material 12 between
the batteries 2 and the upper surface of the battery box
3 enables suppressing an increase in temperature of the
battery 2 due to solar insolation.

(Eighth Embodiment)

[0051] FIG. 8 is a structural view showing a structure
of a battery apparatus 1G according to an eighth embod-
iment.
[0052] The battery apparatus 1G has a sunshade 11
additionally provided in the battery apparatus 1 according
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to the first embodiment depicted in FIG. 1. Other points
are the same as in the battery apparatus 1.
[0053] The sunshade 11 is provided above a battery
box 3. The sunshade 11 plays a role of blocking out direct
sunlight shining toward the battery box 3.
[0054] According to this embodiment, it is possible to
obtain the following functions and effects in addition to
the functions and effects according to the first embodi-
ment.
[0055] An upper surface of the battery apparatus 1G
may be directly exposed to the sunlight in a state where
the battery apparatus 1G is mounted in an electric light
vehicle. Therefore, a temperature of the battery box 3 is
increased due to the sunlight. Thus, providing the sun-
shade 11 above the battery box 3 enables suppressing
an increase in temperature of the battery box 3 due to
solar insolation. As a result, an increase in temperature
of batteries 2 can be also suppressed. Accordingly, an
increase in temperature of the entire battery apparatus
1G can be suppressed.

(Ninth Embodiment)

[0056] FIG. 9 is a structural view showing a structure
of a battery apparatus 1H according to the embodiment
of the present invention.
[0057] The battery apparatus 1H has a heater 13 pro-
vided in place of the heat equalizing plate 10 in the battery
apparatus 1 according to the first embodiment depicted
in FIG. 1. Other points are the same as in the battery
apparatus 1.
[0058] The heater 13 covers entire upper surfaces of
stacked batteries 2. The heater 13 is encapsulated by an
elastic body, e.g., rubber. The heater 13 has a tabular
shape.
[0059] It is difficult for the battery 2 to exercise its per-
formance when its temperature is lowered in cold cli-
mates. In such a situation, the heater 13 heats the bat-
teries 2. As a result, temperatures of the batteries 2 are
increased to a temperature level for the required perform-
ance.
[0060] Furthermore, the heater 13 is encapsulated by
the elastic body, e.g., a rubber. As a result, it has a role
like the heat insulating material 12 in the seventh em-
bodiment.
[0061] According to this embodiment, providing the
heater 13 enables obtaining the same functions and ef-
fects as those of the heat insulating material 12 in the
seventh embodiment. Moreover, providing the heater 13
enables increasing temperatures of the batteries 2 to a
temperature level for the required performance, whereby
the battery apparatus 1H can have a structure suitable
for cold regions.
[0062] It is to be noted that the battery apparatus 1 is
configured by using the 10 batteries 2 in each embodi-
ment, the number of the batteries 2 is not restricted to
10. As the number of the batteries 2 to be used, any
number is satisfactory as long as it is two or above.

[0063] In the sixth embodiment, the heat equalizing
plate 10E having a shape obtained by extending the end
portion of the heat equalizing plate 10 in the first embod-
iment is provided. Likewise, a heat equalizing plate hav-
ing a shape obtained by extending the end portion of the
heat equalizing plate 10A in the second embodiment may
be provided. As a result, the same functions and effects
as those of each of the second embodiment and the sixth
embodiment can be obtained.
[0064] Although the structure which the heat insulting
material 12 is additionally provided to the battery appa-
ratus 1 in the first embodiment has been explained in the
seventh embodiment, the present invention is not restrict-
ed thereto. The heat insulating material 12 can be like-
wise configured in the battery apparatus according to any
other embodiment. Additionally, the heat insulating ma-
terial 12 can be configured in the same manner even if
the heater 13 in the ninth embodiment is used instead.
[0065] Additional advantages and modifications will
readily occur to those skilled in the art.

Industrial Applicability

[0066] According to the present invention, it is possible
to provide a battery apparatus suitable for use in a vehicle
that is not subjected to forced draft.

Claims

1. A battery apparatus (1) mounted in a vehicle that is
not subjected to forced draft, comprising:

a plurality of rectangular parallelepiped batteries
(2) stacked in a direction vertical to a traveling
direction of the vehicle; and
a rectangular parallelepiped battery box (3) that
accommodates the plurality of rectangular par-
allelepiped batteries (2) therein;
characterized by
a heater (13) that is brought into contact with
and covers upper surfaces of rectangular paral-
lelepiped batteries (2) placed in an uppermost
tier in a state where the battery apparatus (1) is
mounted in the vehicle, whereby the heater
heats the rectangular parallelepiped batteries
(2) that are in contact therewith, and the heater
is encapsulated by an elastic body, wherein the
heater is configured as heat insulating means.

2. A vehicle in which the battery apparatus recited in
claim 1 is mounted.

Patentansprüche

1. Batterievorrichtung (1), die an einem Fahrzeug an-
gebracht ist, und die keiner Frischluft ausgesetzt ist,
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aufweisend:

eine Vielzahl von rechteckigen parallelflachen
Batterien (2), die in einer Richtung vertikal zu
einer Fahrtrichtung des Fahrzeugs gestapelt
sind; und
ein rechteckiger parallelflacher Batteriekasten
(3), der die Vielzahl von rechteckigen parallel-
flachen Batterien (2) darin aufnimmt;
gekennzeichnet durch
einen Erhitzer (13), der die oberen Oberflächen
der rechteckigen parallelflachen Batterien (2)
kontaktiert und bedeckt, die in einer obersten
Reihe in einem Zustand angeordnet sind, in wel-
chem die Batterievorrichtung (1) an dem Fahr-
zeug angebracht ist, wobei der Erhitzer die
rechteckigen parallelflachen Batterien (2) er-
hitzt, die damit in Kontakt sind, und der Erhitzer
in einen elastischen Körper eingebettet ist, wo-
bei der Erhitzer als Hitzeisolationseinrichtung
konfiguriert ist.

2. Fahrzeug, in welchem die Batterievorrichtung nach
Anspruch 1 angebracht ist.

Revendications

1. Appareil de batterie (1) monté sur un véhicule qui
n’est pas soumis à l’amenée d’air forcée,
comprenant :

une pluralité de batteries parallélépipèdes rec-
tangulaires (2) empilées dans une direction ver-
ticale par rapport à une direction de déplace-
ment du véhicule ; et
un boîtier de batterie (3) parallélépipède rectan-
gulaire qui loge la pluralité de batteries parallé-
lépipèdes rectangulaires (2) à l’intérieur de ce
dernier ;
caractérisé par :

un dispositif de chauffage (13) qui est ame-
né en contact avec et recouvre des surfaces
supérieures de batteries parallélépipèdes
rectangulaires (2) placées au niveau le plus
haut dans un état dans lequel l’appareil de
batterie (1) est monté sur le véhicule,
moyennant quoi le dispositif de chauffage
chauffe les batteries parallélépipèdes rec-
tangulaires (2) qui sont en contact avec ce
dernier, et le dispositif de chauffage est en-
capsulé par un corps élastique, dans lequel
le dispositif de chauffage est configuré com-
me un moyen calorifuge.

2. Véhicule dans lequel est monté l’appareil de batterie
selon la revendication 1.
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