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(54) VALVE FOR PRODUCING HOLLOW FOOTWEAR SOLES AND METHOD FOR USING SAME

(57) Valve and method for using it to insert a gas and
punch orifices in plastic in moulds used for making hollow
footwear soles. The valve is linearly actuated, includes
a helical spring and a stop such that the valve body head

seals against a seat in the valve casing. Its configuration
is thus simple, inexpensive and reliable, while the method
is efficient as it is performed during the processing cycle
of the plastic.
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Description

TECHNICAL FIELD OF THE INVENTION

[0001] The present invention lies in the field of valves
for introducing a gas and piercing plastic.
[0002] The invention consists in a valve and the meth-
od for using it to introduce a gas and punching orifices
in plastic in moulds used for making hollow footwear
soles. The valve is linearly actuated, includes a helical
spring and a stop such that the valve body head seals
against a seat in the valve casing. Its configuration is thus
simple, inexpensive and reliable, while the method is ef-
ficient as it is performed during the processing cycle of
the plastic.

BACKGROUND OF THE INVENTION

[0003] Valves are known which introduce a gas inside
a plastic body during its formation by pinching the plastic
material to create an orifice through which to introduce
the gas.
[0004] For example, US Patent 6217817 and Japa-
nese Patent 2006-192907 describe a plastic body that is
pierced by a needle through which the gas is introduced
in the plastic body.
[0005] The needles are small diameter elements that
are useful when the plastic is hard, such as in plastic
bottles, but useless if the plastic is not set, as they are
blunted.
[0006] US Patent 3978881 discloses a valve in which
the gas is introduced perpendicular to the valve body, so
that the device occupies a size too large to allow fitting
it in a mould with the actuation area, for introducing gas
and cutting the plastic, being within the part cavity.
[0007] To solve the aforementioned drawbacks of the
state of the art, a description is provided of the following
invention of a valve and the method for using it to intro-
duce a gas and punch orifices in plastic in moulds used
for making hollow footwear soles. The valve is linearly
actuated and includes a helical spring and a stop, such
that the valve body head seals against a seat in the valve
casing. Its configuration is thus simple, inexpensive and
reliable, while the method is efficient as it is performed
during the processing cycle of the plastic.

DESCRIPTION OF THE INVENTION

[0008] The present invention is established and char-
acterised in the independent claims, while the dependent
claims describe additional characteristics thereof.
[0009] In view of the foregoing, the present invention
relates to a valve for introducing a gas and punching plas-
tic in moulds used for making hollow footwear soles.
[0010] This valve is linearly actuated, and comprises
a casing attached to the mould inside which it houses
the valve body, a helical spring, a stop and means for
attaching the valve body to the stop.

[0011] The valve casing is cylindrical and has attach-
ment means on its rear part and punching means on its
front part; the valve body runs inside the casing and com-
prises a head and a stem, said valve body being attached
to the stop by the means for attaching the valve body to
the stop, such that the helical spring is crossed by the
stem of the valve body and limited on its front part by the
casing and on its rear part by the stop.
[0012] The gas runs between the valve body and the
casing, the valve head provides a seal against a seat in
the from part of the casing, the punching means surround
the seat and are farther forward than the front end of the
head of the valve stem, such that when the front part of
the casing meets the plastic it does so in first place with
the punching means, in order to pierce the plastic.
[0013] An advantage of the valve is that it occupies
very little space, combining the two functions of cutting
off and regulating the air that passes through it.
[0014] A further advantage of the valve is its simplicity,
so that its construction is also simple and inexpensive,
and it uses simple, inexpensive, reliable and lasting me-
chanical elements compared to complex valves in which
the valve body is piloted by electrical, magnetic or pneu-
matic means.
[0015] In addition, the invention refers to a method for
using a valve for introducing gas and punching plastic in
moulds used to make hollow footwear soles, according
to the characteristics of the valve, which comprises the
following stages:

- attaching the valve to the mould using the attach-
ment means of the casing,

- closing the mould with the plastic in the mould cavity,
such that the punching means rest against the op-
posite side of the mould to that on which they are
attached, acting as a die for the punching,

- punching the plastic,
- introducing the gas through the valve to move for-

ward the valve body against the resistance of the
helical spring in order to separate the valve body
head from its seat such that the gas will reach the
mould cavity.

[0016] One advantage of this method is that it is com-
pletely efficient, as the punching and introduction of the
gas is performed during the plastic processing time, so
that the cycle time is not increased and therefore the cost
of the part is not increased.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017] This specification is supplemented with a set of
drawings illustrating the preferred embodiment, which
are never intended to limit the invention.

Figure 1 represents an exploded perspective view
of the valve.
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Figure 2 represents a rear perspective view of the
valve.

Figure 3 represents a front perspective view of the
valve.

Figure 4 represents a side cross-sectional view of
the valve.

Figure 5 represents a side cross-sectional view of
the valve placed in a closed mould, with a first plastic
in the cavity of said mould.

Figure 6 represents a side cross-sectional view of
the valve placed in a closed mould, with a first plastic
and a second plastic in the cavity of said mould.

Figure 7 represents the same side view as figure 6
showing the hollow cavity of the hollow footwear con-
formed.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENT OF THE INVENTION

[0018] The present invention relates to a valve for in-
troducing a gas and punching plastic in moulds used to
make hollow footwear soles.
[0019] By ’plastic material’ is meant all materials of this
type: both thermoplastic and thermosetting. The specific
case of rubber is mentioned further below, considering
it a type of thermosetting plastic.
[0020] The linear actuation of the valve means that the
moving element of the valve moves linearly, in a straight
line, in contraposition to the rotating movements of but-
terfly valves and the like.
[0021] This linear motion is what allows the gas to pass
through the valve, that is, it is implicit in this type of valves
that the gas runs parallel to the greater longitudinal axis
of the moving element of the valve, which permits or ob-
structs the passage of this gas.
[0022] The valve comprises a casing (1), as its struc-
tural element, attached to the mould (6.1) in which it hous-
es different components: a valve body (2), which is the
moving element of the valve; a helical spring (3), which
is the element that exerts a force on the valve body to
allow or obstruct passage of the gas; a stop (4) as a limit
of one face of the helical spring (3); and means (5) for
attaching the valve body to the stop.
[0023] The casing (1) is cylindrical, generated as a
body of revolution, with attachment means (1.1) on its
rear part to attach it to the mould and punching means
(1.2) on its front part to punch the plastic.
[0024] In this description ’front’ refers to the direction
towards the mould cavity and ’rear’ refers to the opposite
direction, towards the inside of the mould.
[0025] The punching means (1.2) do not punch or
pierce a relatively small orifice as in other inventions of
the state of the art; in the present invention, the plastic

is punched with a diameter, for example, from 5 to 50
mm as a punching line that has been shown to be useful
to the purpose of the invention described herein.
[0026] The valve body (2) runs inside the casing (1),
that is, its linear motion is performed by sliding inside the
casing.
[0027] The valve body (2) comprises a head (2.1) and
a stem (2.2), and said valve body (2) is attached to the
stop (4) by the means (5) for attaching the valve body to
the stop, so that the helical spring (3) is crossed by the
valve body stem (2.2) and is limited on its front part by
the casing (1) and on its rear part by the stop (4).
[0028] In this way, from the front part of the valve the
sequence of elements internal to the casing (1) is: valve
body (2), stop (4), means (5) for attaching the valve body
to the stop. The helical spring (3) is placed inserted in
the valve body stem (2.2).
[0029] The gas runs through the space that exists be-
tween the valve body (2) and the casing (1); although
this space may seem minimal it is sufficient, as even
though it is only tenths of millimetre in some cases it must
be considered that this is along a circumference, so that
passage of the gas is guaranteed, as has been demon-
strated in the tests conducted on prototypes of the inven-
tion.
[0030] The valve body head (2.1) seals against a seat
(1.3) in the front part of the casing (1) to stop passage of
the gas.
[0031] The punching means (1.2) surround the seat
(1.3) and are farther forward that the front end of the valve
body head (2.1), so that when the front part of the casing
contacts the plastic (7) it does so first with the punching
means (1.2) in order to punch the plastic (7).
[0032] This characteristic of the front part of the valve
makes it especially different from what is known in the
state of the art. On one hand, the valve body head (2.1)
effects the seal there, in the head (2.1), and surrounding
both the head (2.1) and the seal or seat (1.3) are the
punching means (1.2), such that the latter always contact
the mould (6.2) first; this is, the head (2.1) will never be
in front of and contact it before the punching means (1.2).
[0033] The figures show the option of embodiment in
which the valve body head (2.1) and the corresponding
seat (1.3) in the front part of the casing (1) have a trun-
cated cone shape, with the greater base facing the front
part of the valve, as it has been demonstrated that this
configuration provides the tightest seal, although it could
have a spherical or other configuration.
[0034] Similarly, as shown in the figures, the option in
which the punching means (1.2) in the front part of the
casing have a circular punching line is most advanta-
geous, such that these punching means (1.2) have a cy-
lindrical or more precisely a truncated cone shape, as
they have a suitable inclination for decasting the plastic.
[0035] An option for the attachment means (1.1) on the
rear part of the casing is a thread that screws onto the
part of the mould (6.1) to which the valve is attached, so
that with the mould open and from inside it, it is possible
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to remove or insert the valve.
[0036] One way to ensure the seal of the valve through-
out the time consists in preventing the rotation of the valve
body (2), so that the valve body head (2.1) and its cor-
responding seat (1.3) always contact each other in the
same way. This is achieved by making the stop (4) have
a polygonal peripheral line corresponding to a recess
made in the rear part of the casing (1), so that one is
housed inside the other.
[0037] As shown in the figures, a specific embodiment
of the peripheral polygonal line of the stop (4) and the
corresponding recess can be a hexagon.
[0038] The means (5) for attaching the valve body to
the stop in a simple manner can be a screw with a fillet
that inserts in a thread of the stem of the valve body (2.2),
as shown in the figures.
[0039] The plastic (7) used to make the hollow footwear
soles is sometimes rubber, which has an optimum per-
formance regarding the functions provided by the valve:
it is correctly punched and allows introducing the gas (9)
to form hollow soles.
[0040] The disclosed valve forms part of a method for
using the same that comprises the following stages:

- attaching the valve to the mould (6) using the attach-
ment means (1.1) of the casing,

- closing the mould (6) with a first plastic (7) in the
cavity of the mould (6), such that the punching means
(1.2) rest against the opposite side of the mould (6)
to that on which they are attached, acting as a die
for the punching, and executing the punching of the
plastic (7),

- opening the mould to introduce a second plastic (8)
that acts as a cover against the first plastic (7),

- introducing the gas (9) through the valve to move
forward the valve body (2) against the resistance of
the helical spring (3) in order to separate the valve
body head (2.1) from its seat (1.3), such that the gas
(9) will reach the mould cavity to the assembly
formed by the first and the second plastic (7,8).

[0041] Here, the first and the second plastic (7,8) refer
to different portions of a part and to different types of
plastic material, possibly even combining the two, as is
common in footwear soles in which the part in contact
with the cut is a softer material than the part in contact
with the ground, which is harder and of a different colour.
[0042] The above-described method is advantageous
when the first and the second plastic (7,8) are a rubber
and the punching is performed during a first vulcanisation
corresponding to the first plastic (7) of the rubber and the
introduction of the gas (9) is performed during a second
vulcanisation of the rubber corresponding to the second
plastic (8), thereby forming the desired hollow sole.

Claims

1. Valve for introducing a gas and punching plastic in
moulds used to make hollow footwear soles, char-
acterised in that it is linearly actuated and compris-
es a casing (1) attached to the mould (6.1) inside
which it houses a valve body (2), a helical spring (3),
a stop (4) and means (5) for attaching the valve body
to the stop, the casing (1) is cylindrical and has at-
tachment means (1.1) on its rear part and punching
means (1.2) on its front part, the valve body (2) runs
inside the casing (1) and comprises a head (2.1) and
a stem (2.2), said valve body (2) being attached to
the stop (4) by the means (5) for attaching the valve
body to the stop, so that the helical spring (3) is
crossed by the valve body stem (2.2) and limited on
its front end by the casing (1) and on its rear end by
the stop (4), the gas running between the valve body
(2) and the casing (1), the valve body head (2.1)
effecting a seal in a seat (1.3) in the front part of the
casing (1), the punching means (1.2) surround the
seat (1.3) and are farther forward than the front end
of the valve body head (2.1) such that when the front
part of the casing meets the plastic (7) it does so first
with the punching means (1.2) in order to punch the
plastic (7).

2. Valve according to claim 1 wherein the valve body
head (2.1) and the corresponding seat (1.3) in the
anterior part of the casing (1) have a truncated cone
shape with the greater base facing the front part of
the valve.

3. Valve according to claim 1 wherein the punching
means (1.2) in the front part of the casing have a
circular punching line.

4. Valve according to claim 1 wherein the circle has a
diameter of 5 to 50 mm.

5. Valve according to claim 1 wherein the attachment
means (1.1) on the rear part of the casing consist in
a thread that is screwed onto the part of the mould
(6.1) where the valve is attached.

6. Valve according to claim 1 wherein the stop (4) has
a polygonal peripheral line that corresponds to a re-
cess in the rear part of the casing (1) to prevent the
rotation of the valve body (2).

7. Valve according to claim 1 wherein the means (5)
for attaching the valve body to the stop consist in a
screw whose fillet is introduced in a thread of the
valve body stem (2.2).

8. Valve according to claim 1 wherein the plastic (7)
from which the hollow soles are made is rubber.

5 6 



EP 2 711 160 A1

6

5

10

15

20

25

30

35

40

45

50

55

9. Method for using a valve for introducing gas and
punching plastic in moulds for making hollow foot-
wear soles according to the previous claims, char-
acterised in that it comprises the following stages:

- attaching the valve to the mould (6) by the at-
tachment means (1.1) of the casing,
- closing the mould (6) with a first plastic (7) in
the cavity of the mould (6) such that the punching
means (1.2) rest on the opposite side of the
mould (6.2) to that in which they are attached,
so that they act as a punching die, and perform-
ing the punching of the plastic (7),
- opening the mould to introduce a second plas-
tic (8) that acts as a cover against the first plastic
(7),
- introducing a gas (9) inside the valve to move
forward the valve body (2) against the force ex-
erted by the helical spring (3) in order to separate
the valve body head (2.1) from its seat (1.3) so
that said gas (9) reaches the cavity of the mould
formed by the first and the second plastic (7,8).

10. Method for using a valve according to claim 9 in
which the first and the second plastic (7,8) are a rub-
ber and the punching is performed during a first vul-
canisation corresponding to the first plastic (7) of the
rubber and the introduction of the gas (9) is per-
formed during a second vulcanisation of the rubber
corresponding to the second plastic (8).
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