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Description

TECHNICAL FIELD

[0001] The present invention relates to an ignition and chemical reaction accelerator and flame stabilizer for gas
turbines, pulse jet engines, jet propulsion engines that use gas turbines, ram machines, scramjet engines, rocket engines,
or other speed-type internal combustion engines; or boilers, flame furnaces, gas fusion furnaces, waste combustion
furnaces, or other types of furnaces. The present invention particularly relates to an ignition/chemical reaction promo-
tion/flame holding in which proper ignition and combustion are ensured using plasma, and also to a speed-type internal
combustion engine and furnace that use this ignition and chemical reaction accelerator and flame stabilizer.

BACKGROUND ART

[0002] A speed-type internal combustion engine, typified by a gas turbine, is a machine in which a working fluid is
accelerated by energy generated by combustion, wherein the working fluid flows through a combustor at a high speed.
If the temperature and pressure of the working fluid as well as the mixture ratio between the oxidizing agent and fuel
are kept constant, flames can be formed, propagated, and maintained in a stable manner.
[0003] However, in practice, it is extremely difficult to keep these working fluid conditions constant. Discrepancies
arise in the pressure and temperature, and both regions of high fuel concentration and regions of high oxidizing agent
concentration arise in the combustor. Such discrepancies change progressively over time.
[0004] Therefore, the flame propagation speed fluctuates according to the mixture ratio of the fuel and oxidizing agent,
and discrepancies arise in the combustion temperature and the ease of ignition. These discrepancies induce combustion
oscillation and flame extinguishing.
[0005] In view of this, the following measures are commonly used in order to form, propagate, and maintain flames in
a speed-type internal combustion engine in a stable manner.

(1) In order to increase the combustion speed, the fuel and oxidizing agent are mixed, the objective being a con-
centration mixture ratio of about 1.1 times the stoichiometric mixture ratio.
(2) In order to take advantage of the rate of turbulent combustion being higher than the rate of laminar combustion,
a turbulent flow or swirl flow is formed in the combustor. For example, in a gas turbine, a recirculation zone where
a bulk (branch flow) occurs is created in the combustor by the formation of a swirl flow by the swirler and by the
introduction of an oxidizing agent from the side surface of the combustor. A flame holder is also provided in the
location of the combustor or afterburner in a jet propulsion engine.
(3) Two-stage combustion is performed by diffusion combustion using a pilot burner.
(4) In the case of flame extinguishing, discharge is repeated several times at a high energy of about 1 joule using
a spark plug to attempt re-ignition.

[0006] In addition to the measures described above, the use of specialized ignition devices or flame holding devices
has also been attempted. For example, in a scramjet engine, a small rocket engine is provided in proximity to the inlet
of the combustor, and an attempt is made to perform ignition and flame holding with this small rocket engine.
[0007] The use of plasma has also been attempted, for example. Patent Document 1 discloses an ignition device in
which a high-temperature gas of several thousand degrees is blown into the combuster by using a plasma torch. Patent
Document 2 discloses a rocket engine in which ignition and flame holding are performed by irradiating the combustor
interior with laser light and converting the propellant into plasma gas using the heat supplied by the energy of the laser light.

[Patent Document 1] Japanese Patent Application Laid-open Publication No. 2005-171812
[Patent Document 2] Japanese Patent Application Laid-open Publication No. 2002-195151

[0008] US5845480 discloses an ignition apparatus for a combustor which includes a microwave energy source that
emits microwave energy into the combustor, and a laser energy source that emits laser energy into the combustor so
that a plasma is produced that ignites a combustible mixture therein. It is disclosed that a loop antenna could be used
as a microwave emitter.
[0009] JP-A-2007-113570 discloses an ignition device, internal combustion engine, ignition plug, plasma device, ex-
haust gas decomposition device, ozone generation/sterilization/infection device, and deodorizing device. The ignition
device comprises a dielectric constant control means introducing water and/or exhaust gas to a combustion/reaction
chamber to control the dielectric constant of air-fuel mixture in the combustion/reaction chamber, a microwave emitting
antenna emitting microwaves into the chamber, and a discharge part firing the air-fuel mixture in the chamber.
[0010] US3934566 discloses a technique for increasing the efficiency, and for decreasing the exhaust emissions, of
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an internal combustion type engine in which substantially RF energy is generated and coupled to a combusting plasma
airfuel mixture (preferably at a plasma frequency) so as to enhance both pre-combustion conditioning of the mixture and
combustion reactions
[0011] US-A1-2004/0200216 discloses an internal explosion engine and generator having an explosion chamber, a
movable member forming one wall of the chamber, a charge of non-combustible gas sealed inside the chamber, means
for repeatedly igniting the gas in an explosive manner to drive the movable member from a position of minimum volume
to a position of maximum volume, means for returning the movable member from the position of maximum volume to
the position of minimum volume, and means coupled to the movable member for providing electrical energy in response
to explosion of the gas.
[0012] US5983871 discloses an ignition system for an internal combustion engine that provides fast transfer from a
laminar combustion in an ignition kernel to a self-sustaining turbulent flame propagation, thus leading to a reduction in
the total time of combustion. The effect is achieved by transiently attacking the ignition kernel with a high-frequency
electromagnetic radiation pulse, which is quasiperiodically modulated with 10-1000 kHz frequency in the initial period
of combustion following the ignition.

DISCLOSURE OF THE INVENTION

<Problems to be Solved by the Invention>

[0013] However, these devices have the following problems, which make it difficult to use a speed-type internal com-
bustion engine.
[0014] Specifically, since it is difficult to stabilize the fuel concentration, the measure for mixing at 1.1 times the
stoichiometric ratio cannot be a reliable device as described above. Even if mixing is performed in a stable manner, the
combustion rate increases with this mixture ratio, but on the other hand, ignition performance is poor. What is even less
desirable is that a large amount of fuel is consumed by this device. Not only is this an environmental problem, but since
more fuel must be prepared in advance, it is extremely disadvantageous for an aircraft, rocket, or spacecraft in which
weight is directly tied to flying time, range, or payload weight.
[0015] A device for forming a turbulent flow or swirl flow is limited in the range whereby these effects can be achieved.
Specifically, when the disturbance produced in the flow of the working fluid by the flame holder becomes too strong,
extinction (extinguishing of flames) occurs and the flames are lost. When the bulk speed becomes too fast in recirculation,
blowing off (flames being blown out) occurs.
[0016] In a device that uses a pilot burner, regions of high fuel concentration are steadily being formed in the combustor.
These regions constantly have high-temperature flames, resulting in so-called hot spots. In a speed-type internal com-
bustion engine that uses air as an oxidizing agent, the temperature of these flames is the cause of the formation of
harmful nitrogen oxide. The side surfaces in the vicinity of hot spots are also constantly exposed to high temperatures.
Therefore, in this device, the wall surfaces of the combustor must be cooled. In order to perform cooling, a measure
such as diverting some of the air supply to a cooling-designated liner must be taken, and efficiency is lost proportionately.
What is even less desirable is that in order to increase ignition performance in a device of this type, either the pilot burner
must be increased in size, or multiple pilot burners must be used. Not only does this lead to a weight increase, but it
also has the result of making the hot spots extremely large, making the above-described hot spot problem increasingly
worse.
[0017] The success rate of re-ignition with a spark plug is extremely low compared to that of a capacitive internal
combustion engine. In order to increase the rate of success of re-ignition even slightly, the input energy must be increased
or discharge must be performed repeatedly, but even so, re-ignition is not regarded to occur reliably. In order to increase
the rate of success of ignition, a spark plug must be installed in a region where fuel is rich and the flow rate of the working
fluid is somewhat high. Therefore, the ignition locations are limited for re-ignition with a spark plug.
[0018] A device in which a small rocket engine is provided in proximity to the combustor inlet has the same hot spot
problem as a pilot burner, as high-temperature regions are steadily being formed. What is even less desirable is that
the device must be provided with extra oxidizing agent as well as fuel, which is disadvantageous in terms of weight.
[0019] A device that uses a plasma torch also has problems with hot spots. A high input energy is needed in order to
continually form thermal plasma. Therefore, a high-capacity battery, transformer, or the like must be installed as an
energy source, which is disadvantageous in terms of weight. The effect of the plasma can only be achieved in the regions
into which plasma is blown by the torch, and the effective range is thereby limited.
[0020] In a device that uses laser light, high output lasers must converge, and the spatial region where ignition, flame
holding, and the like can be performed is small. The working fluid in this small region is not always necessarily in a state
suitable for re-ignition or flame holding, and the success rate of this measure is low. This measure cannot achieve its
effects if the region irradiated with laser light has an extremely high temperature. Therefore, this device also has problems
with hot spots.
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[0021] The present invention was proposed in view of the previously described circumstances, and an object thereof
is to provide an ignition and chemical reaction accelerator and flame stabilizer and a high-performance speed-type
internal combustion engine that uses this ignition and chemical reaction accelerator and flame stabilizer, whereby ignition
and the spreading and maintaining of flames can be dramatically improved in a speed-type internal combustion engine.

<Means for Solving the Problems>

[0022] The present invention is defined by the independent claim 1, to which reference should now be made. Specific
embodiments are defined by the dependent claims.
[0023] The following compositions are disclosed herein and are useful for understanding the present invention.

(Composition 1)

[0024] An ignition and chemical reaction accelerator and flame stabilizer for a speed-type internal combustion engine
or a furnace, comprising: charged particle preparation means for preparing charged particles in a predetermined location
in a combustor of the speed-type internal combustion engine; and one or a plurality of electromagnetic wave irradiation
means for irradiating the charged particles and their surrounding vicinity with electromagnetic wave pulses in order to
induce plasma, a working fluid in the combustor being used as a starter material; the ignition and chemical reaction
accelerator and flame stabilizer, wherein an active chemical species produced from the working fluid by the effect of the
plasma is supplied, whereby a region in which sufficient conditions for performing combustion are fulfilled is formed in
the combustor.

(Composition 2)

[0025] An ignition and chemical reaction accelerator and flame stabilizer for a speed-type internal combustion engine
or a furnace, comprising: charged particle preparation means for preparing charged particles a predetermined location
in a working fluid inlet passage leading to a combustor of the speed-type internal combustion engine or furnace; and
one or a plurality of electromagnetic wave irradiation means for irradiating the charged particles and their surrounding
vicinity with electromagnetic wave pulses in order to induce plasma, a working fluid in the combustor being a starter
material; the ignition and chemical reaction accelerator and flame stabilizer , wherein an active chemical species produced
from the working fluid by the effect of the plasma is supplied, whereby a region in which sufficient conditions for performing
combustion are fulfilled is formed in the combustor.

(Composition 3)

[0026] The ignition and chemical reaction accelerator and flame stabilizer according to composition 1, wherein the
one or more electromagnetic wave irradiation means continue to radiate electromagnetic wave pulses while the tem-
perature of gas or ions in the plasma remains less than the electron temperature in the plasma after plasma induction
has begun.

(Composition 4)

[0027] The ignition and chemical reaction accelerator and flame stabilizer according to composition 1, wherein the
charged particle preparation means continues to prepare the charged particles after the active chemical species has
been produced when the working fluid is ignited, whereby a space is formed having an energy density equal to or greater
than the minimum ignition energy of the working fluid in the presence of the active chemical species.

(Composition 5)

[0028] The ignition and chemical reaction accelerator and flame stabilizer according to composition 1, wherein the
plasma causes a region having an energy density equal to or greater than the minimum ignition energy and a region
having an energy density less than the minimum ignition energy to be distributed in the time domain or the space domain.

(Composition 6)

[0029] The ignition and chemical reaction accelerator and flame stabilizer according to composition 1, wherein the
electromagnetic wave irradiation means continues to induce the plasma after the active chemical species has been
produced when the working fluid is ignited, whereby a space is formed having an energy density equal to or greater than
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the minimum ignition energy of the working fluid in the presence of the active chemical species.

(Composition 7)

[0030] The ignition and chemical reaction accelerator and flame stabilizer according to any of compositions 1 through
6, wherein the timing with which the active chemical species is supplied is determined based on fluctuations over time
in at least one of the flow rate of the working fluid in the combustor when the active chemical species is supplied, the
rate disturbance, the rate the substance diffuses, the temperature, the pressure, the local amount of heat generated,
the fuel concentration, the chemical reaction rate, the rate of production of the active chemical species, and the rate of
active consumption of the active chemical species.

(Composition 8)

[0031] The ignition and chemical reaction accelerator and flame stabilizer according to any of compositions 1 through
6, wherein the electromagnetic wave irradiation means intermittently emits electromagnetic wave pulses at a timing
determined based on the flow rate of working fluid in the combustor and the time duration over which the active chemical
species remains active.

(Composition 9)

[0032] The ignition and chemical reaction accelerator and flame stabilizer according to any of compositions 1 through
6, wherein the electromagnetic wave irradiation means intermittently irradiates the active chemical species with elec-
tromagnetic wave pulses with a timing, frequency, number of frequency components, or form of emission determined
based on the cycle and/or phase of combustion oscillation in the combustor.

(Composition 10)

[0033] The ignition and chemical reaction accelerator and flame stabilizer according to any of compositions 1 through
9, wherein the location in the combustor of the region where the active chemical species is supplied is determined based
on the spatial distribution of at least one of the flow rate of the working fluid in the combustor when the active chemical
species is supplied, the rate disturbance, the rate the substance diffuses, the temperature, the pressure, the local amount
of heat generated, the fuel concentration, the chemical reaction rate, the rate of production of the active chemical species,
and the rate of active consumption of the active chemical species.

(Composition 11)

[0034] The ignition and chemical reaction accelerator and flame stabilizer according to any of compositions 1 through
9, wherein the active chemical species is supplied to the vicinity of a center axis of the combustor.

(Composition 12)

[0035] The ignition and chemical reaction accelerator and flame stabilizer according to any of compositions 1 through
9, wherein the active chemical species is supplied to the vicinity of a fuel injection device of the combustor, the vicinity
of a side wall, or the vicinity of an outlet.

(Composition 13)

[0036] The ignition and chemical reaction accelerator and flame stabilizer according to any of compositions 1 through
12, wherein the active chemical species is carried by the flow of the working fluid and supplied to the region.

(Composition 14)

[0037] The ignition and chemical reaction accelerator and flame stabilizer according to any of compositions 1 through
13, wherein the charged particle preparation means prepares the charged particles through one or a plurality of production
methods selected from a group of plasma production methods consisting of discharge, laser-induced breakdown, working
fluid friction, and combustion.
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(Composition 15)

[0038] The ignition and chemical reaction accelerator and flame stabilizer according to any of compositions 1 through
13, wherein the charged particle preparation means prepares thermoelectrons.

(Composition 16)

[0039] The ignition and chemical reaction accelerator and flame stabilizer according to any of compositions 1 through
14, wherein the electromagnetic wave irradiation means comprises an antenna and either an oscillator or a semiconductor
oscillator composed of a magnetron, an oscillation circuit, and a modulation circuit.

(Composition 17)

[0040] The ignition and chemical reaction accelerator and flame stabilizer according to composition 1, wherein an
active chemical species produced from the working fluid by the effect of the plasma is supplied, whereby a region in
which temperature conditions for performing combustion are fulfilled is formed in the combustor.

(Composition 18)

[0041] A speed-type internal combustion engine, wherein the ignition and chemical reaction accelerator and flame
stabilizer according to any of compositions 1 through 16 is installed in at least one of a side wall internal surface of the
combustor, the vicinity of a stepback, a flame holder, the vicinity of a gutter, the vicinity of a swirler, an injector, an air
inlet, a fuel inlet, and a terminal end vicinity of the combustor.

(Composition 19)

[0042] The speed-type internal combustion engine according to composition 18, comprising: observation means for
observing a preselected region in the combustor and creating a signal expressing the result; means for holding information
expressing an admissible value of the result; means for detecting the difference between the observation result from
the observation means and the information; means for storing the relationship between an input sent to the ignition and
chemical reaction accelerator and flame stabilizer and the produced plasma; and means for determining the input sent
to the ignition and chemical reaction accelerator and flame stabilizer from the difference and the relationship in accordance
with a predetermined function in response to the detection of the difference by the detection means; the speed-type
internal combustion engine, wherein the input sent to the ignition and chemical reaction accelerator and flame stabilizer
is controlled according to the determination made by the determination means.

(Composition 20)

[0043] The speed-type internal combustion engine according to composition 18, comprising: auxiliary charged particle
preparation means for preparing charged particles in a location determined based on the temperature distribution,
pressure distribution, or working fluid density distribution in a combustion chamber; and auxiliary electromagnetic wave
irradiation means for irradiating the charged particles and their surrounding vicinity with electromagnetic wave pulses
in order to induce plasma in the region; the speed-type internal combustion engine, wherein the working fluid is heated
by the effect of the plasma.

(Composition 21)

[0044] The speed-type internal combustion engine according to composition 18 or 19, wherein the ignition and chemical
reaction accelerator and flame stabilizer is actuated and phenomena that take place in the combustor are controlled by
the plasma.

(Composition 22)

[0045] A furnace, wherein the ignition and chemical reaction accelerator and flame stabilizer according to any of
compositions 1 through 16 is installed in at least one of a side wall internal surface of the combustor, a side wall internal
surface of the combustor, the vicinity of a stepback, a flame holder, the vicinity of a gutter, the vicinity of a swirler, an
injector, an air inlet, a fuel inlet, and a terminal end vicinity of the combustor.



EP 2 180 166 B1

7

5

10

15

20

25

30

35

40

45

50

55

<Effects of Compositions>

[0046] In the ignition and chemical reaction accelerator and flame stabilizer, according to the first composition, ignition
and flame holding can be performed without increasing the combustion temperature because an active chemical species
produced from the working fluid by the effect of the plasma is supplied, whereby a region in which sufficient conditions
for performing combustion are fulfilled is formed in the combustor. Furthermore, flames can be formed having an extremely
high combustion rate, similar to that of volumetric ignition. This contributes to the improvement of the combustion char-
acteristics and to the size and weight reduction of the combustor.
[0047] According to the third composition, continuing microwave pulse irradiation while the temperature of gas or ions
in the plasma remains less than the electron temperature in the plasma makes it possible to obtain nonequilibrium
plasma. It is thereby possible to efficiently produce a large amount of active chemical species.
[0048] According to the fourth and sixth compositions, ignition is performed by forming a space having an energy
density equal to or greater than the minimum ignition energy of the working fluid in the presence of the active chemical
species. In the presence of the active chemical species, ignition can be performed even when the energy density is less
than the usual minimum ignition energy. It is thereby possible for ignition to be performed without the forming of hot spots.
[0049] According to the seventh composition, it is possible to perform appropriate flame holding corresponding to
fluctuations over time in at least one of the flow of working fluid through the combustor, disturbance, diffusion rate,
temperature, pressure, and fuel concentration; and combustion can be stabilized.
[0050] According to the eighth composition, since electromagnetic wave pulses are intermittently emitted with a timing
determined based on the flow rate of working fluid in the combustor and the time duration over which the active chemical
species remains active, the operational effects of ignition and combustion promotion from the plasma or the active
chemical species originating from the plasma can be efficiently and continually achieved with a low energy input in all
of the working fluid supplied for combustion.
[0051] According to the ninth composition, combustion oscillation is possible through the effect of the active chemical
species.
[0052] According to the tenth composition, since the location in the combustor of the region where the active chemical
species is supplied is determined based on the spatial distribution of at least one of the flow rate of the working fluid in
the combustor when the active chemical species is supplied, the disturbance, the diffusion rate, the temperature, the
pressure, and the fuel concentration, it is possible to alleviate the effects of fuel concentration, working fluid temperature,
and pressure in the combustor; and to create the desired working fluid flow, disturbance, diffusion, temperature distri-
bution, and pressure distribution in the combustor.
[0053] According to the eleventh composition, by supplying the active chemical species to the vicinity of the center
axis of the combustor, it is possible to obtain a flame distribution such that combustion/the reaction is performed in the
vicinity of the center axis. Not only is it thereby possible to simplify the cooling mechanism of the inner liner and to make
size and weight reduction easier, but the efficiency of combustion can also be improved.
[0054] According to the twelfth composition, it is possible to obtain a flame distribution such that combustion/the
reaction is performed in the vicinity of the fuel injection device of the combustor, in the vicinity of the side wall, or in the
vicinity of the outlet.
[0055] According to the thirteenth composition, since the active chemical species is carried by the working fluid and
supplied to the region, the active chemical species can take effect over a wider range.
[0056] According to the fourteenth composition, it is possible for plasma to grow and enlarge and also for the active
chemical species to be produced and supplied with the aid of charged particles produced by discharge, laser induced
breakdown, working fluid friction, or combustion.
[0057] According to the fifteenth composition, it is possible for plasma to grow and enlarge and also for the active
chemical species to be produced and supplied with the aid of thermoelectrons.
[0058] According to the sixteenth composition, an existing common microwave source can be used to produce the
microwaves to be used in ignition, chemical reaction promotion, and flame holding.
[0059] In the speed-type internal combustion engine of the eighteenth composition, the desired operational effects of
compositions 1 through 16 can be obtained in the desired region in the combustor.
[0060] Specifically, the present invention makes it possible to provide an ignition and chemical reaction accelerator
and flame stabilizer, a high-performance speed-type internal combustion engine and a furnace using this device, whereby
combustion and the spreading and holding of flames can be dramatically improved.

BRIEF DESCRIPTION OF THE DRAWINGS

[0061]

FIG. 1 is a cross-sectional view that shows the internal structure of the combustor according to the first embodiment
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of the present invention;
FIG. 2 is a cross-sectional view that shows the internal configuration of the combustor according to the first modi-
fication of the first embodiment;
FIG. 3 is a cross-sectional view that shows the internal structure of the combustor according to the second modification
of the first embodiment;
FIG. 4 is a cross-sectional view that shows the internal structure of the combustor according to the second embod-
iment of the present invention;
FIG. 5 is a cross-sectional view that shows the internal structure of the combustor according to a third embodiment
not part of the present invention;
FIG. 6 is a cross-sectional view that shows the internal structure of the combustor according to a fourth embodiment
not part of the present invention;
FIG. 7 is a cross-sectional view that shows the internal structure of the combustor according to a fifth embodiment
not part of the present invention;
FIG. 8 is a cross-sectional view that shows the internal structure of the combustor according to a sixth embodiment
not part of the present invention; and
FIG. 9 is a cross-sectional view that shows an example of the present invention applied to the ram machine of an
ignition and chemical reaction accelerator and flame stabilizer.

EXPLANATION OF THE REFERENCE NUMERALS

[0062]

100, 150, 200, 250, 300, 350, 400, 450, 500 Combustor
102 Outer liner, 104, 304, 454 Inner Liner
106 Injector
108 Swirler
110, 110A, 110B, 110C, 110D Spark plug
112, 252, 458 Antenna
114 Igniter
116 Microwave oscillator
118 Control unit
410 Laser light source
412 Light-collecting optical system
414 Optical fiber

BEST MODE FOUR CARRYING OUT THE INVENTION

[0063] Embodiments of the present invention will be described below with reference to the drawings.
[0064] FIG. 1 schematically depicts the internal configuration of a combustor 100 of a gas turbine engine according
to a first embodiment of the present invention.
[0065] The combustor 100 is a combustor that uses air as an oxidizing agent in the same manner as a common gas
turbine engine, and this combustor has an outer liner 102, an inner liner 104, an injector 106 for injecting fuel into the
inner liner 104, and a swirler 108, as shown in FIG. 1. This combustor 100 does not have a pilot burner.
[0066] The combustor 100 also comprises a spark plug 110 and antenna 112 inserted through the inner liner 104, an
igniter 114 for applying an ignition signal to the spark plug 110, a microwave oscillator 116 for supplying a microwave
pulse to the antenna 112, and a control device 118 for sending instruction signals to the igniter 114 and the microwave
oscillator 116. In the present embodiment, the system composed of the spark plug 110, the antenna 112, the igniter
114, the microwave oscillator 116, and the control device 118 has the function of an ignition and chemical reaction
accelerator and flame stabilizer.
[0067] As with a spark plug in a common gas turbine, the spark plug 110 is disposed in the vicinity of a region where
recirculation 120 occurs (hereinbelow referred to as the "recirculate zone") due to the action of the swirler 108. However,
the spark plug 110 and the igniter 114 according to the present embodiment do not need to be designed for large
quantities of heat for a gas turbine, and may be designed for about 20 mJ to 50 mJ for a common automobile or an even
lower output.
[0068] The antenna 112 is set up facing the gap (hereinbelow referred to as the "discharge gap") between the electrodes
of the spark plug 110. Specifically, the antenna is set up oriented towards the discharge gap so as to achieve at least
certain benefits. The material selected for the combustor 100 is preferably, e.g., tungsten, a nickel alloy, an iridium alloy,
or another material having excellent heat resistance, in view of the fact that the interior of the combustor 100 reaches
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high temperatures. A flat antenna installed on the inner liner 104 is used, one that can obtain a cooling effect from the
inner liner 104.
[0069] The microwave oscillator 116 oscillates microwaves of several GHz in the form of pulses. Specifically, the
microwave oscillator is composed of a pulse power source comprising an inverter or the like and a magnetron that
oscillates at 2.45 GHz for a household microwave oven. The microwave oscillation may be performed by a semiconductor
oscillator for wireless communication or by an oscillation circuit. Since these oscillators do not require a transformer or
the like, they are easily made lightweight by a torch or another oscillator for forming plasma by microwaves alone. The
duration of a single microwave pulse generated by the microwave oscillator 116 is preferably several nanoseconds to
several microseconds.
[0070] In response to external signals, the control device 118 controls the application of ignition signals by the igniter
114, the timing with which microwave pulses are oscillated by the microwave oscillator 116, and the oscillation strength
of the microwaves by the microwave oscillator 116.
[0071] Concerning the timing, the control device 118 performs a control so as to create an overlap between the time
period of discharge by the spark plug 110 and the time period in which microwave pulses are radiated. Only in cases in
which there are flames either in the vicinity of the antenna 112 or in the radiating direction of the antenna 112 is control
performed so that the microwave pulses are oscillated without any discharging by the spark plug 110.

(Ignition Using Plasma)

[0072] In the combustor 100 of the present embodiment, ignition is performed in the following manner, for example.
[0073] When compressed air flows into the inner liner 104 via the swirler 108 and fuel is also supplied by being sprayed
by the injector 106, the air and the fuel mix together in the recirculation zone while being stirred by the recirculation 120,
and a pre-mixture is formed in the vicinity around the spark plug 110. In this state, prompted by external signals, the
control device 118 sends instruction signals to the igniter 114 and the microwave oscillator 116. The igniter 114 applies
an ignition signal to the spark plug 110 in response to the instruction signal, and the microwave oscillator 116 begins
oscillating the microwave pulses.
[0074] In the spark plug 110, discharge begins and plasma is created in the discharge gap. Microwave pulses are
radiated from the antenna 112 in this state. The plasma created in the discharge gap enlarges and grows upon receiving
the energy of the microwave pulses. The rate at which the plasma enlarges and grows at this time instantly reaches
several hundred meters per hour.
[0075] Having rapidly enlarged and grown in this manner, the plasma acts on the pre-mixture, sequentially causing
the electrons in the plasma to accelerate and collide with the molecules, and causing dissociation or ionization of the
molecules in the pre-mixture. Molecular ions, atomic ions, radicals, molecules having unstable bonds, and other active
chemical species having high chemical activity are produced by this dissociation or ionization. For example, ozone
molecules or other chemically unstable molecules are produced from the oxygen in the air. OH radicals are produced
from the water in the air. Some of these examples gradually recombine either within or in the vicinity of the plasma.
Others rapidly enlarge away from the vicinity of the spark plug 110 along with the expansion of the plasma. Others flow
along a bulk. As a result, a region having a high concentration of active chemical species is formed in an extremely short
amount of time in a range extending downstream of the bulk from the vicinity of the spark plug 110.
[0076] In this region, ignition takes place from the beginning of a chemical chain reaction through heat exchange
between the oxygen molecules in the air and the unreacted fuel molecules, to the beginning of a chain reaction between
oxidized active chemical species produced by the effects of the plasma and reducing active chemical species. The
energy density needed for this chain reaction to begin is less than the minimum ignition energy in the relevant region.
Therefore, a region having a high concentration of active chemical species will be a region in which ignition occurs very
readily.
[0077] In this region, it is surmised that ignition takes place through the following process, for example.
[0078] Specifically, when the temperature and pressure conditions of the region of highly concentrated active chemical
species yield in advance an energy density sufficient to begin an active chemical species reaction as well as energy
less than the minimum ignition energy, the entire region instantly ignites at the point in time when the region of highly
concentrated active chemical species is formed. As a result, ignition takes place in a manner very closely resembling
volumetric ignition.
[0079] It is also surmised that ignition could take place through the following process. When discharge by the spark
plug 110 or microwave pulse radiation from the antenna 112 continues, the energy density increases in the region
exposed to the discharge or microwave radiation. Ignition will occur eventually. Particularly in the case of continuing
microwaves, the electrons in the flames formed by ignition are accelerated by exposure to the energy of the microwave
pulses. This prompts plasma to be formed by the flames, and the plasma rapidly grows and enlarges through the same
process described above. As a result, the propagation of a high-speed reaction is achieved, which could not be achieved
with common flame propagation.
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(Flame Holding Using Plasma and Active Chemical Species)

[0080] When there are flames in the direction of microwave radiation by the antenna 112 and microwave pulses are
emitted by the antenna 112; plasma forms, enlarges, and grows from the flames as a starting point in the portion exposed
to the irradiation of the microwaves. When there is a portion in which flames are not sufficiently propagated, due to the
temperature, pressure, and/or the mixed ratio of fuel and air being unsuitable in the region surrounding the starting point;
the concentration of active chemical species in this portion is increased by the effects of the enlarging and growing
plasma. As a result, combustion is stabilized in this portion. If this is intermittently repeated, combustion continues and
the flames are held.
[0081] When there are no flames in the direction of microwave radiation by the antenna 112, discharge is performed
by the spark plug 110 in addition to the microwave radiation from the antenna 112. In this case, a small amount of plasma
formed by the discharge is a starting point for plasma growth and expansion and for the production and expansion of
active chemical species. As a result, if the region in which the active chemical species enlarges has sufficient energy
density for a reaction caused by the active chemical species, combustion will begin again in the region at that point in
time. When the region of increased active chemical species concentration reaches the region in which flames are present,
this prompts flames to be rapidly propagated through the region of increased active chemical species concentration.
Combustion is thereby maintained, and the flames are held.

(Desired Operational Effects of Present Embodiment)

[0082] In the present embodiment as described above, ignition and flame holding are achieved by the production and
expansion of plasma and by the accompanying production and supply of active chemical species. It is possible for a
region of large volume to instantly reach ignition at a comparatively low temperature and in a form of ignition similar to
volumetric ignition, without extremely high-temperature hot spots being formed by the spark plug, the pilot burner, the
plasma torch, or other components during ignition. The effects of hot spots can thereby be reduced, and cooling can be
simplified. This contributes to weight reduction, greater efficiency, and to minimizing the production of nitrogen oxide.
This makes the pilot burner unnecessary, and fuel can be conserved. This contributes to weight reduction, energy
conservation, and reducing the load on the environment.
[0083] Since the energy density required by the active chemical species to begin the reaction can be reduced, it is
possible for ignition to be reliably performed even if the pressure, temperature mixed ratio, and other conditions in the
ignition location are not optimal for ignition. The success rate of ignition increases. The turndown ratio becomes greater,
and ignition becomes simpler.
[0084] During flame holding, the flames can be held without anything causing resistance to the flow of the working
fluid, as is the case with a flame holder. This contributes to greater efficiency. In addition, combustion can be selectively
promoted in regions of insufficient combustion or regions in which combustion has not yet occurred. This contributes to
uniformity and stability of combustion in the combustor 100. If combustion is performed in a uniform and stable manner,
the formation of regions having unnecessarily high combustion temperatures can be reduced. This contributes to the
solving the problem of hot spots. In practice, nonuniformity of heat production can be reduced even if the mixture,
pressure, temperature and load of the fuel change or become nonuniform. It is possible to achieve a state of combustion
similar to a state in which combustion takes place under ideal mixture, pressure, and temperature conditions. The
turndown ratio becomes greater, and combustion oscillation near the lean limit can be reduced.
[0085] Additionally, in the present embodiment, the rate of combustion is increased by the action of the active chemical
species. It is thereby possible to shorten the distance over which the working fluid moves through the combustor 100
from the start of combustion until the end. Therefore, the length of the combustor itself can be reduced. This contributes
to size reduction and weight reduction of the gas turbine engine.
[0086] If the time period of a single emission of microwave radiation is several nanoseconds to several hundred
nanoseconds, it is possible to selectively form only plasma in a state in which the electrons, molecules, ions, or radicals
in the plasma have not yet reached thermal equilibrium (a state of nonequilibrium). Active chemical species can be
produced very efficiently in this nonequilibrium plasma because the deactivation of active chemical species by heat can
be avoided. If the time period of a single emission of microwave radiation is 1 microsecond, the formation and expansion
of plasma can be ended before the plasma reaches 1500 degrees. This contributes to the reduction of nitrogen oxide
(so-called thermal NOx).

(Modification 1 of First Embodiment)

[0087] The spark plug 110 and the antenna 112 do not need to be disposed in the upstream side in the inner liner
104. For example, they may be disposed in the vicinity of the terminal end of the inner liner 104, as in the combustor
150 shown in FIG. 2. With this positional arrangement, combustion can be performed with a mixture that has been
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sufficiently premixed. Since the rate of combustion is high in the ignition and flame holding method of the system according
to the present embodiment, the spark plug 110 and the antenna 112 may be disposed farther downstream than an
ignition device or flame holder would be in a conventional system. With this manner of arrangement, effects similar to
those of an afterburner or greater are achieved without causing afterburning by using an afterburner having poor fuel
consumption.

(Modification 2 of First Embodiment)

[0088] The spark plug 110 and the antenna 112 may be disposed nearer to the center axis than the usual installed
location of a spark plug, as in the combustor 200 shown in FIG. 3. If the antenna is disposed in a position near the center
axis, it will be proportionately easier to hold flames in the region in the vicinity of the center axis. If flame holding can be
performed in a stable manner in this region, flames having a high rate of combustion can be obtained without forcing
recirculation by the swirler 108 and creating a strong turbulent flow. This contributes to greater efficiency in accelerating
the working fluid. Being nearer the center axis makes it easier for the active chemical species to be carried by the flow
of the working fluid and conveyed through a wider region in the inner liner 104. Consequently, the desired operational
effects described above, which are achieved by flame holding and ignition by the production of active chemical species
using plasma, can be obtained in a wider region in the inner liner 104.

(Second Embodiment)

[0089] FIG. 4 shows the internal configuration of a combustor 250 according to the second embodiment.
[0090] In this combustor 250, a plurality of spark plugs 110A ...110D are attached to the inner liner 104, as shown in
FIG. 4. The spark plugs 110A ...110D are connected to the igniter 114 via a selector 254. A control unit 256 has a function
for controlling the selection of output by the selector 254, in addition to the function of the control device 118 according
to the first embodiment.
[0091] An antenna 252 according to the present embodiment may be the same as the antenna 112 according to the
first embodiment, but this antenna preferably has a certain degree of directivity in order for the microwaves to reliably
reach the location of the discharge gaps of the spark plugs 110A ...110D.
[0092] In the present embodiment, during ignition or re-ignition, and also when flame holding is performed using the
spark plugs, the selector 254 selects which spark plug will discharge from among the spark plugs 110A ...110D, in
accordance with an instruction signal from the control unit 256. Specifically, plasma enlarges and grows using the
discharge gap of the selected spark plug as a starting point, and an active chemical species is produced.
[0093] If a plurality of spark plugs is arranged in this manner and the spark plug used during operation is selected
appropriately, the effective range of the desired operational effects of the active chemical species can be enlarged in
the inner liner 104. It also becomes easier to cause the active chemical species to take effect in the desired location.
[0094] In the present embodiment, an example was presented of a configuration comprising a plurality of spark plugs,
but a plurality of antennas 252 may also be included. If pluralities of both antennas and spark plugs are used, the
selectivity of the location where the active chemical species is supplied will improve, and it will be easier to obtain the
desired distribution and change over time in the active chemical species.

(Third Embodiment, not falling within the scope of the present invention)

[0095] FIG. 5 shows the internal configuration of a combustor 300 according to a third embodiment, that does not fall
within the scope of the present invention.
[0096] In this embodiment, the antenna 112 is installed in a position nearer to the center axis than the swirler 108 in
the combustor 300, and the spark plug is installed in proximity to the antenna 112, as shown in FIG. 5. In the combustor
according to the present embodiment, the inner liner 304 does not have an air intake hole for cooling.
[0097] In the present embodiment, when discharge and microwave pulse radiation is performed and plasma is formed
to produce active chemical species, the active chemical species requiring the most time to deactivate out of all the active
chemical species flows along with the main flow of the working fluid. This active chemical species causes ignition or
flame holding to take place in the vicinity of the center axis, and a distribution of flames is formed such that flames are
present only in the vicinity of the center axis. The distribution of the combustion temperature is such that the temperature
becomes progressively lower approaching the inner liner 304 from the center axis.
[0098] When the active chemical species is distributed so that flames concentrate in the vicinity of the center axis in
this manner, the flames can be kept away from the inner liner 304, and the temperature increase of the inner liner 304
can be reduced. Therefore, the air between the outer liner 102 and the inner liner 304 does not need to be blown into
the inner liner to cool the inner liner, and the structure of the inner liner can be simplified. This contributes to weight
reduction and cost reduction.
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[0099] Thus, since there is no need to cool the inner liner by using air in the present embodiment, the air (or oxidizing
agent) supplied into the combustor 300 can be used for combustion without any loss. This contributes to improving
efficiency. Specifically, an improvement in combustion efficiency of about 4% can be expected.

(Fourth Embodiment, not falling within the scope of the present invention)

[0100] FIG. 6 shows the internal configuration of a combustor 350 according to a fourth embodiment, that does not
fall within the scope of the present invention.
[0101] The combustor 350 has the same inner liner 304 as the combustor 300 of the third embodiment, as shown in
FIG. 6. Instead of the injector 106, the combustor has a pipe 352 through which fuel and air pass, and a nozzle 354 for
supplying fuel into the pipe 352.
[0102] In the present embodiment, the spark plug 110 and the antenna 112 are disposed upstream of the swirler 108
on the internal side of the pipe 352. In the combustor 350, combustion is performed in the vicinity of the center axis,
similar to the combustor 300 according to the third embodiment.
[0103] In the present embodiment, microwave pulses are repeatedly radiated during flame holding. The cycle of
microwave pulse repetition can be determined, e.g., in the following manner. For example, the value is found thus: the
distance in the center axial direction of the region over which the active chemical species enlarges without deactivating
due to a single microwave pulse radiation is divided by the flow rate, and from the resulting time, the time needed for
the active chemical species to enlarge to the region is subtracted, and the emission time of a single microwave irradiation
is added thereto. In this manner, the active chemical species resulting from the plasma can be made to act on the entire
amount of working fluid passing through the pipe 352.
[0104] The cycle of microwave pulse repetition can also be determined in the following manner, for example. Specif-
ically, the cycle of combustion oscillation may be the repetition cycle when combustion oscillation occurs. In this case,
the timing of microwave pulse oscillation is adjusted so that combustion is promoted by an active chemical species with
the timing by which combustion is weakened by combustion oscillation. Combustion oscillation can thereby be cancelled
out. The frequency itself of combustion oscillation can be changed by increasing the rate of combustion.
[0105] Since the spark plug 110 and the antenna 112 are disposed in the vicinity of the fuel nozzle, there is concern
over fuel adhesion, but it is possible for the spark plug 110 and the antenna 112 to be automatically cleaned through
the incinerating effect of the plasma.
[0106] In the present embodiment, the pipe interior in the vicinity of the nozzle 354 is configured for forming plasma,
but flame holding may be performed in the inner liner 304 by this manner of repeating microwave oscillation. The active
chemical species can thereby be made to act on all of the working fluid led into the combuster. Essentially, the same
operational effects can be achieved as performing flame holding throughout the entire combustor.

(Fifth Embodiment, not falling within the scope of the present invention)

[0107] FIG. 7 shows the internal configuration of a combustor 400 according to a fifth embodiment, that does not fall
within the scope of the present invention.
[0108] In the present embodiment, instead of the igniter 114 and the spark plug 112 in the fifth embodiment described
above, the combustor 400 comprises a laser light source 410, and a light-collecting optical system 412 disposed so as
to face into the inner liner 304 and connected to one end of an optical fiber 414, the optical fiber being connected at the
other end to the laser light source 410 and passing through the inner liner 304, as shown in FIG. 7. In this combustor
400, instead of plasma being produced by discharge using a spark plug during ignition and other times, plasma is
produced by laser-induced breakdown. In the present embodiment, the laser directed into the inner liner need not be of
a high output as long as ignition of the mixture is achieved by the laser alone, similar to a low output of the spark plug
110 being sufficient in the first embodiment.
[0109] In the present embodiment, the position where plasma is formed, which is the starting point for plasma growth
and expansion using microwave pulses during ignition and other times, is not determined depending on the position of
the discharge gap; i.e., the placement of the spark plug. Plasma as a starting point can be produced in any desired
position in the inner liner. Therefore, selectivity is improved for the ignition position and the position where plasma is
formed for flame holding.
[0110] Plasma as a starting point may also be produced using a plasma production method consisting of working fluid
friction and combustion. A starting point for plasma production and expansion, not plasma production alone, may also
be obtained by leading only thermoelectrons and other charged particles into the combustor.

(Sixth Embodiment, not falling within the scope of the present invention)

[0111] The antennas in the embodiments described above preferably yield benefits in terms of electromagnetic waves



EP 2 180 166 B1

13

5

10

15

20

25

30

35

40

45

50

55

having the oscillation frequency of the microwave oscillator 116, and various other shapes and forms not forming part
of the present invention can be envisioned for the antennas. For example, a ring-shaped antenna 458 may be provided
in the interior of an inner liner 454, as in the combustor 450 shown in FIG. 8. In the case that the inner liner 454 is a
metal or another type of conductor, the antenna 458 is connected to the inner liner 454 via a member 456 composed of
a dielectric substance.
[0112] An antenna composed of a plurality of antenna elements may also be used. The antenna may also be an
aperture antenna, a typical example of which is a horn antenna; or an antenna comprising a reflector. A vane separate
from the antenna may also be disposed inside the combustor, and the electromagnetic waves may be resonated in the
vane. A single vane or a plurality of vanes may be provided, and a so-called ESPAR antenna may be configured from
these vanes.

(Seventh Embodiment)

[0113] The present invention is not limited to a gas turbine engine, and can also be applied to a ram machine (a ramjet
engine or a scramjet engine) or a rocket engine. For example, the spark plug 110 and the antenna 112 may be provided
in the flow channel of the working fluid between side walls 502 and 504 of the combustor (ramjet engine) 500, as shown
in FIG. 9. Since the rate at which the plasma and active chemical species enlarges is extremely fast as described above,
the flames are not blown out, as is the case with flame holding using a torch or burner. Consequently, reliable ignition
and flame holding can be performed even in a ram machine, which the working fluid passes through the combustor at
an extremely high rate.

(Other Embodiment (1))

[0114] As an alternative to the arrangements exemplified in the embodiments described above; the device can be
installed in the vicinity of the gutter, the vicinity of the swirler, in the injector, or in the air inlet; and ignition, chemical
reaction promotion, and flame holding can be performed. The device may also be disposed upstream of the swirler or
on the external side of the air inlet as seen from the combustor if the chemical species produced by the effect of the
plasma is led all the way into the combustor.
[0115] The timing and supplied location of the active chemical species using plasma may be determined based on
the flow rate of the working fluid in the combustor when the active chemical species is supplied, the rate disturbance,
the diffusion rate of the substance, the temperature, the pressure, the local amount of heat generated, the fuel concen-
tration, the chemical reaction rate, the rate of production of the active chemical species, the active consumption rate of
the active chemical species, or their fluctuation over time or spatial distribution. For example, a combination of the
embodiments described above can also be used. By suitably selecting or combining these embodiments, the desired
concentration distribution of active chemical species can be formed in the combustor at any desired time during ignition
or flame holding. Specifically, the effects of the fuel concentration, working fluid temperature, and pressure within the
combustor can be alleviated, and the working fluid flow, disturbance, diffusion, temperature distribution, and pressure
distribution within the combustor can be set as desired. Specifically, combustion in a speed-type internal combustion
engine can be controlled in real time.
[0116] It is thereby possible, e.g., to alleviate the effects of shock waves caused by recess, to reduce combustion
oscillation, and to change frequency. It is also generally easy to adapt to changes in the load in a speed-type internal
combustion engine. This contributes to making the speed-type internal combustion engine more versatile.
[0117] In the embodiments described above, ignition, chemical reaction promotion, or flame holding are performed
by the effect of the active chemical species; but the heat of the plasma may also be used for ignition, chemical reaction
promotion, or flame holding. For example, the working fluid in the combustion chamber may be further heated by the
plasma, obtaining the desired temperature distribution or pressure distribution. It is thereby possible to promote mixing
by heat, to control ignition delays, and to create a desired spatial distribution or time distribution of various chemical
species. Creating a temperature distribution also makes it possible to control the direction and rate of flow of the working
fluid, the spread angle, and other characteristics.
[0118] The combustor may be annular, cannular, silo-shaped, or formed in any other common shape.
[0119] In the embodiment described above, an example was presented of a speed-type internal combustion engine
as well as an ignition and chemical reaction accelerator and flame stabilizer used therein; but ignition, chemical reaction
promotion, flame holding, and control can be performed in a furnace by the same method as in a speed-type internal
combustion engine.

(Other Embodiment (2))

[0120] In the embodiments described above, the input for actuating the ignition and chemical reaction accelerator and
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flame stabilizer can be controlled based on observations of the combustor interior. The following manner of control may
be used, for example. Specifically, a photography device is arranged inside the combustion chamber, or an optical
detector is arranged so that light is received from one or more predetermined regions in the combustion chamber, and
observations are made. What is admissible as observation results is prepared in advance and stored in a storage device.
These admissible observation results may be observation results in a case of combustion being appropriately performed,
or an admissible range of observation results may be indicated. Information created using a simulation may also be
used. Furthermore, the input to the ignition and chemical reaction accelerator and flame stabilizer as well as the conditions
for producing plasma (i.e., location, size, time of production, continuing duration, as well as electron density, temperature,
pressure, and the like) may be designated associations and stored in a storage device. Furthermore, a comparator is
connected to the photography device or optical detector and to the storage device, and comparisons are made between
the admissible observation results and the actual observation results. If differences are detected from these comparisons,
the input to the ignition and chemical reaction accelerator and flame stabilizer is determined with reference to the
correlations stored in the storage device.
[0121] The inputs based on storage, comparison, and correlation of information may be determined by a computer
system that operates using common computer hardware, a program operated by the hardware, and data either stored
in the hardware or readably stored in the hardware. The configuration and operation of the computer system itself may
be conventional, and a description of the details thereof need not be repeated. Ignition, chemical reaction promotion,
and flame holding can be dynamically controlled by this manner of control.
[0122] The observation results from the photography device or optical detector may be used in the comparison after
degradation of the wavelength components has been performed using a spectrometer, a filter, or the like. The comparison
may also be made after these optical observations have been converted to information pertaining to temperature,
pressure, heat quantity generated, chemical components, and other factors using various conventional methods. The
comparison results provided for the comparison may also be converted in a temporal direction. The observations are
not limited to optical methods such as those described above, and may also be made using various sensors, either
collectively or selectively.
[0123] The observations may be made at one point or at a plurality of points. They may also be made throughout the
entire combustor. The information stored in order to control the observations does not necessarily need to be in the form
of numerical values displayed by a map or the like. The observations may also be expressed through the procedure and
process of a program, or by a function or the like.
[0124] The antenna used for radiating electromagnetic waves may also be, e.g., an aperture antenna such as a horn
antenna this embodiment being not part of the present invention. When possible, the shape and material of the gas flow
channel may be configured so that the gas flow channel itself is the waveguide or doubles as the aperture antenna. The
antenna may also be configured having a radiating element composed of an element connected to a source for generating
electromagnetic waves, and a reflector for reflecting the electromagnetic waves from the radiating element. The antenna
may also be configured having a radiating element as well as vanes or resonant elements acting as a medium for the
electromagnetic waves radiating from the radiating element.
[0125] A variety of combinations are possible for the relationship between the number of regions to be irradiated by
electromagnetic waves and the number of antennas. Electromagnetic waves from a plurality of antennas or a plurality
of antenna elements may be irradiated on a single target region. Moreover, in cases where a plurality of regions having
strong electric fields are formed in a space, as with an antenna provided with elements having an electrical length of,
e.g., 3/4 of a wavelength or more, a plurality of regions to be irradiated by electromagnetic waves may be set for each
antenna according to the number of regions having strong electric fields. The charged particles that lead to the formation
of plasma may also be prepared in the plurality of set regions, and plasma may be formed simultaneously in a plurality
of regions.

Claims

1. A device for a speed-type internal combustion engine or a furnace, comprising:

charged particle preparation means (118, 114, 110; 118, 410, 412) for preparing charged particles in a prede-
termined location in a combustor (100; 150; 200; 250; 300; 350; 400; 500) of the speed-type internal combustion
engine or furnace or in a working fluid inlet passage leading to the combustor of the speed-type internal com-
bustion engine or furnace, the combustor having an inner liner (104; 304; 502); and
one or a plurality of electromagnetic wave irradiation means comprising an antenna (112) for irradiating the
charged particles and their surrounding vicinity with electromagnetic wave pulses in order to induce plasma, a
working fluid in the combustor being used as a starter material;
wherein:
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an active chemical species produced from the working fluid by the effect of the plasma is supplied, whereby
a region in which sufficient conditions for performing combustion are fulfilled is formed in the combustor; and
the device is an ignition device or a chemical reaction promotion device or a flame holding device, char-
acterized in that

the antenna (112) is a flat antenna configured to be installed on the inner liner of the combustor.

2. The device according to claim 1, wherein the one or more electromagnetic wave irradiation means continue to
radiate electromagnetic wave pulses while the temperature of gas or ions in the plasma remains less than the
electron temperature in the plasma after plasma induction has begun.

3. The device according to claim 1, wherein
the charged particle preparation means continues to prepare the charged particles after the active chemical species
has been produced when the working fluid is ignited, whereby a space is formed having an energy density equal to
or greater than the minimum ignition energy of the working fluid in the presence of the active chemical species.

4. The device according to claim 1, wherein
the plasma causes a region having an energy density equal to or greater than the minimum ignition energy and a
region having an energy density less than the minimum ignition energy to be distributed in the time domain or the
space domain.

5. The device according to claim 1, wherein
the electromagnetic wave irradiation means continues to induce the plasma after the active chemical species has
been produced when the working fluid is ignited, whereby a space is formed having an energy density equal to or
greater than the minimum ignition energy of the working fluid in the presence of the active chemical species.

6. The device according to any of claims 1 through 5, wherein
the timing with which the active chemical species is supplied is determined based on fluctuations over time in at
least one of the flow rate of the working fluid in the combustor when the active chemical species is supplied, the
rate disturbance, the rate the substance diffuses, the temperature, the pressure, the local amount of heat generated,
the fuel concentration, the chemical reaction rate, the rate of production of the active chemical species, and the rate
of active consumption of the active chemical species.

7. The device according to any of claims 1 through 5, wherein
the electromagnetic wave irradiation means intermittently emits electromagnetic wave pulses at a timing determined
based on the flow rate of working fluid in the combustor and the time duration over which the active chemical species
remains active.

8. The device according to any of claims 1 through 5, wherein
the electromagnetic wave irradiation means intermittently irradiates the active chemical species with electromagnetic
wave pulses with a timing, frequency, number of frequency components, or form of emission determined based on
the cycle and/or phase of combustion oscillation in the combustor.

9. The device according to any of claims 1 through 8, wherein
the location in the combustor of the region where the active chemical species is supplied is determined based on
the spatial distribution of at least one of the flow rate of the working fluid in the combustor when the active chemical
species is supplied, the rate disturbance, the rate the substance diffuses, the temperature, the pressure, the local
amount of heat generated, the fuel concentration, the chemical reaction rate, the rate of production of the active
chemical species, and the rate of active consumption of the active chemical species.

10. The device according to any of claims 1 through 8, wherein
the active chemical species is supplied to the vicinity of a center axis of the combustor.

11. The device according to any of claims 1 through 8, wherein
the active chemical species is supplied to the vicinity of a fuel injection device of the combustor, the vicinity of a side
wall, or the vicinity of an outlet.

12. A speed-type internal combustion engine comprising a combustor and
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the device according to any of claims 1 through 11 installed in at least one of a side wall internal surface of the
combustor, the vicinity of a stepback, a flame holder, the vicinity of a gutter, the vicinity of a swirler, an injector, an
air inlet, a fuel inlet, and a terminal end vicinity of the combustor.

13. The speed-type internal combustion engine according to claim 12, comprising:

observation means for observing a preselected region in the combustor and creating a signal expressing the
result;
means for holding information expressing an admissible value of the result;
means for detecting the difference between the observation result from the observation means and the infor-
mation;
means for storing the relationship between an input sent to the device and the produced plasma; and
means for determining the input sent to the device from the difference and the relationship in accordance with
a predetermined function in response to the detection of the difference by the detection means; the speed-type
internal combustion engine,
wherein the input sent to the device is controlled according to the determination made by the determination
means.

14. The speed-type internal combustion engine according to claim 12, comprising:

auxiliary charged particle preparation means for preparing charged particles in a location determined based on
the temperature distribution, pressure distribution, or working fluid density distribution in a combustion chamber;
and
auxiliary electromagnetic wave irradiation means for irradiating the charged particles and their surrounding
vicinity with electromagnetic wave pulses in order to induce plasma in the region; the speed-type internal
combustion engine, wherein
the working fluid is heated by the effect of the plasma.

15. A furnace comprising a combustor and
the device according to any of claims 1 through 11 installed in at least one of a side wall internal surface of the
combustor, the vicinity of a stepback, a flame holder, the vicinity of a gutter, the vicinity of a swirler, an injector, an
air inlet, a fuel inlet, and a terminal end vicinity of the combustor.

Patentansprüche

1. Vorrichtung für einen Drehzahlverbrennungsmotor oder einen Ofen, umfassend Mittel zum Bereitstellen von gela-
denen Teilchen (118, 114, 110; 118, 410, 412) für das Bereitstellen von geladenen Teilchen an einem vorbestimmten
Ort in einer Brennkammer (100; 150; 200; 250; 300; 350; 400; 500) des Drehzahlverbrennungsmotors oder Ofens
oder in einem Arbeitsmedium-Einlass, der zur Brennkammer des Drehzahlverbrennungsmotors oder Ofens führt,
wobei die Brennkammer eine innere Beschichtung (104; 304; 502) aufweist; und
ein oder mehrere Mittel zum Bestrahlen mit elektromagnetischen Wellen, umfassend eine Antenne (112) zum
Bestrahlen der geladenen Teilchen und deren umgebende Nachbarschaft mit Pulsen elektromagnetischer Wellen,
um eine Plasma zu induzieren, wobei ein Arbeitsmedium in der Brennkammer als Ausgangsmaterial verwendet wird;
wobei
eine aktive chemische Substanz, hergestellt aus dem Arbeitsmedium durch die Einwirkung des Plasmas, bereitge-
stellt wird, wodurch ein Bereich, in dem ausreichende Bedingungen zum Ausführen einer Verbrennung verwirklicht
sind, in der Brennkammer gebildet wird; und
die Vorrichtung eine Zündvorrichtung oder eine Vorrichtung zum Begünstigen einer chemischen Reaktion oder eine
Flammhaltevorrichtung ist, dadurch gekennzeichnet, dass
die Antenne (112) eine Flachantenne ist, ausgelegt, um auf der inneren Beschichtung der Brennkammer installiert
zu werden.

2. Vorrichtung gemäß Anspruch 1, wobei
das eine oder die mehreren Mittel zum Bestrahlen mit elektromagnetischen Wellen weiter Pulse elektromagnetischer
Wellen ausstrahlen, während die Temperatur von Gas oder Ionen im Plasma geringer bleibt, als die Elektronen-
temperatur im Plasma, nachdem Plasmainduktion begonnen hat.
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3. Vorrichtung gemäß Anspruch 1, wobei
das Mittel zum Bereitstellen von geladenen Teilchen weiter geladene Teilchen bereitstellt, nachdem die aktive
chemische Substanz hergestellt worden ist, wenn das Arbeitsmedium entzündet ist, so dass ein Raum gebildet wird
mit einer Energiedichte gleich oder größer als die minimale Zündenergie des Arbeitsmediums in der Anwesenheit
der aktiven chemischen Substanz.

4. Vorrichtung gemäß Anspruch 1, wobei
das Plasma auslöst, dass ein Bereich mit einer Energiedichte gleich oder größer als die minimale Zündenergie des
Arbeitsmediums und ein Bereich mit einer Energiedichte geringer als die minimale Zündenergie des Arbeitsmediums,
im Zeitbereich oder im Raumbereich verteilt werden.

5. Vorrichtung gemäß Anspruch 1, wobei
das Mittel zum Bestrahlen mit elektromagnetischen Wellen weiter Plasma induziert, nachdem die aktive chemische
Substanz hergestellt worden ist, wenn das Arbeitsmedium entzündet ist, so dass ein Raum gebildet wird mit einer
Energiedichte gleich oder größer als die minimale Zündenergie des Arbeitsmediums in der Anwesenheit der aktiven
chemischen Substanz.

6. Vorrichtung gemäß irgendeinem der Ansprüche 1 bis 5, wobei
das Timing, mit dem die aktive chemische Substanz bereitgestellt wird, bestimmt wird auf der Basis von Schwan-
kungen über die Zeit in mindestens einem aus Flussgeschwindigkeit des Arbeitsmediums in der Brennkammer,
wenn die aktive chemische Substanz bereitgestellt wird, der Geschwindigkeitsstörung, der Geschwindigkeit, mit
der die Substanz diffundiert, der Temperatur, dem Druck, der Menge lokal erzeugter Wärme, der Brennstoffkon-
zentration, der chemischen Reaktionsgeschwindigkeit, der Geschwindigkeit der Herstellung der aktiven chemischen
Substanz und der Geschwindigkeit des aktiven Verbrauchs der aktiven chemischen Substanz.

7. Vorrichtung gemäß irgendeinem der Ansprüche 1 bis 5, wobei
das Mittel zum Bestrahlen mit elektromagnetischen Wellen intermittierend Pulse elektromagnetischer Wellen aus-
sendet mit einem Timing, bestimmt auf der Basis der Flussgeschwindigkeit von Arbeitsmedium in der Brennkammer
und der Zeitdauer, über welche die aktive chemische Substanz aktiv bleibt.

8. Vorrichtung gemäß irgendeinem derAnsprüche 1 bis 5, wobei
das Mittel zum Bestrahlen mit elektromagnetischen Wellen intermittierend die aktive chemische Substanz mit Pulsen
elektromagnetischer Wellen bestrahlt mit einem Timing, einer Frequenz, einer Anzahl Frequenzanteile oder einer
Emissionsform, bestimmt auf der Basis der Zyklus und/oder der Phase von Verbrennungsoszillation in der Brenn-
kammer.

9. Vorrichtung gemäß irgendeinem der Ansprüche 1 bis 8, wobei
die Position in der Brennkammer des Bereichs, wo die aktive chemische Substanz bereitgestellt wird, bestimmt wird
auf der Basis der räumlichen Verteilung von mindestens einem aus der Flussgeschwindigkeit des Arbeitsmediums
in der Brennkammer, wenn die aktive chemische Substanz bereitgestellt wird, der Geschwindigkeitsstörung, der
Geschwindigkeit, mit der die Substanz diffundiert, der Temperatur, dem Druck, der Menge lokal erzeugter Wärme,
der Brennstoffkonzentration, der chemischen Reaktionsgeschwindigkeit, der Geschwindigkeit der Herstellung der
aktiven chemischen Substanz und der Geschwindigkeit des aktiven Verbrauchs der aktiven chemischen Substanz.

10. Vorrichtung gemäß irgendeinem der Ansprüche 1 bis 8, wobei
die aktive chemische Substanz in die Nähe einer Mittelachse der Brennkammer bereitgestellt wird.

11. Vorrichtung gemäß irgendeinem der Ansprüche 1 bis 8, wobei
die aktive chemische Substanz in die Nähe einer Brennstoffeinspritzvorrichtung der Brennkammer, in die Nähe
einer Seitenwand oder in die Nähe eines Auslasses bereitgestellt wird.

12. Drehzahlverbrennungsmotor, umfassend eine Brennkammer und
die Vorrichtung gemäß irgendeinem der Ansprüche 1 bis 11, installiert in mindestens einem aus einer Seitenwand
einer Innenfläche der Brennkammer, der Nähe eines Stepbacks, einem Flammenhalter, der Nähe einer Rinne, der
Nähe eines Wirblers, einem Injektor, einem Lufteinlass, einem Brennstoffeinlass und einer Nachbarschaft am ter-
minalen Ende der Brennkammer.

13. Drehzahlverbrennungsmotor gemäß Anspruch 12, umfassend
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Beobachtungsmittel zum Beobachten eines vorbestimmten Bereichs in der Brennkammer und zum Erzeugen eines
das Ergebnis wiedergebenden Signals;
Mittel zum Aufnehmen von Information, die einen zulässigen Wert des Ergebnisses ausdrückt;
Mittel zum Erfassen des Unterschieds zwischen dem Beobachtungsergebnis aus dem Beobachtungsmittel und der
Information;
Mittel zum Ablegen der Beziehung zwischen einer zur Vorrichtung gesendeten Eingabe und dem hergestellten
Plasma; und
Mittel zum Bestimmen der zur Vorrichtung gesendeten Eingabe aus dem Unterschied und der Beziehung gemäß
einer vorbestimmten Funktion als Reaktion auf die Erfassung des Unterschieds durch das Erfassungsmittel; der
Drehzahlverbrennungsmotor,
wobei die zur Vorrichtung gesendete Eingabe gemäß der vom Bestimmungsmittel gemachten Bestimmung gesteuert
wird.

14. Drehzahlverbrennungsmotor gemäß Anspruch 12, umfassend
Hilfsmittel zum Bereitstellen von geladenen Teilchen für das Bereitstellen von geladenen Teilchen an einem Ort,
bestimmt auf der Basis der Temperaturverteilung, der Druckverteilung, oder der Verteilung der Dichte des Arbeits-
mediums in einer Brennkammer; und
Hilfsmittel zum Bestrahlen mit elektromagnetischen Wellen zum Bestrahlen der geladenen Teilchen und ihrer um-
gebenden Nachbarschaft mit Pulsen elektromagnetischer Wellen zum Induzieren von Plasma in dem Bereich; der
Drehzahlverbrennungsmotor, wobei
das Arbeitsmedium durch die Einwirkung des Plasmas erhitzt wird.

15. Ofen, umfassend eine Brennkammer und
die Vorrichtung gemäß irgendeinem der Ansprüche 1 bis 11, installiert in mindestens einem aus einer Seitenwand
einer Innenfläche der Brennkammer, der Nähe eines Stepbacks, einem Flammenhalter, der Nähe einer Rinne, der
Nähe eines Wirblers, einem Injektor, einem Lufteinlass, einem Brennstoffeinlass und einer Nachbarschaft am ter-
minalen Ende der Brennkammer.

Revendications

1. Un dispositif pour un moteur à combustion interne de type à vitesses ou un four comprenant :

un moyen de préparation de particules chargées (118, 114, 110 ; 118, 410, 412) pour la préparation de particules
chargées dans un emplacement prédéterminé dans une chambre de combustion (100 ; 150 ; 200 ; 250 ; 300 ;
350 ; 400 ; 500) du moteur à combustion interne de type à vitesses ou du four ou dans un passage d’admission
de fluide de travail conduisant à la chambre de combustion du moteur à combustion interne de type à vitesses
ou du four, la chambre de combustion possédant un revêtement interne (104 ; 304 ; 502), et
un ou une pluralité de moyens d’irradiation d’onde électromagnétique comprenant une antenne (112) destinés
à l’irradiation des particules chargées et leur voisinage environnant avec des impulsions d’onde électromagné-
tique afin d’induire un plasma, un fluide de travail dans la chambre de combustion étant utilisé en tant que
matériau de démarrage,
où :

une espèce chimique active produite à partir du fluide de travail par l’effet du plasma est fournie, grâce à
quoi une zone dans laquelle des conditions suffisantes pour l’exécution d’une combustion sont remplies
est formée dans la chambre de combustion, et
le dispositif est un dispositif d’allumage ou un dispositif de favorisation d’une réaction chimique ou un
dispositif de stabilisation de flamme, caractérisé en ce que
l’antenne (112) est une antenne plane configurée de façon à être installée sur le revêtement interne de la
chambre de combustion.

2. Le dispositif selon la revendication 1, où
les un ou plusieurs moyens d’irradiation d’onde électromagnétique continuent à rayonner des impulsions d’onde
électromagnétique pendant que la température d’un gaz ou d’ions dans le plasma demeure inférieure à la température
d’électrons dans le plasma après que l’induction de plasma ait commencé.

3. Le dispositif selon la revendication 1, où
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le moyen de préparation de particules chargées continue à préparer les particules chargées après que l’espèce
chimique active ait été produite lorsque le fluide de travail est enflammé, grâce à quoi un espace est formé possédant
une densité d’énergie égale ou supérieure à l’énergie d’allumage minimale du fluide de travail en présence de
l’espèce chimique active.

4. Le dispositif selon la revendication 1, où
le plasma amène une zone possédant une densité d’énergie égale ou supérieure à l’énergie d’allumage minimale
et une zone possédant une densité d’énergie inférieure à l’énergie d’allumage minimale à être réparties dans le
domaine temporel ou le domaine spatial.

5. Le dispositif selon la revendication 1, où
le moyen d’irradiation d’onde électromagnétique continue à induire le plasma après que l’espèce chimique active
ait été produite lorsque le fluide de travail est enflammé, grâce à quoi un espace est formé possédant une densité
d’énergie égale ou supérieure à l’énergie d’allumage minimale du fluide de travail en présence de l’espèce chimique
active.

6. Le dispositif selon l’une quelconque des revendications 1 à 5, où
la cadence à laquelle l’espèce chimique active est fournie est déterminée en fonction de fluctuations au fil du temps
dans au moins un élément parmi la vitesse d’écoulement du fluide de travail dans la chambre de combustion lorsque
l’espèce chimique active est fournie, la perturbation de la vitesse, la vitesse à laquelle la substance se diffuse, la
température, la pression, la quantité locale de chaleur générée, la concentration de combustible, la vitesse de la
réaction chimique, la vitesse de production de l’espèce chimique active et la vitesse de consommation active de
l’espèce chimique active.

7. Le dispositif selon l’une quelconque des revendications 1 à 5, où
le moyen d’irradiation d’onde électromagnétique émet de manière intermittente des impulsions d’onde électroma-
gnétique à une cadence déterminée en fonction de la vitesse d’écoulement du fluide de travail dans la chambre de
combustion et de la durée pendant laquelle l’espèce chimique active demeure active.

8. Le dispositif selon l’une quelconque des revendications 1 à 5, où
le moyen d’irradiation d’onde électromagnétique irradie de manière intermittente l’espèce chimique active avec des
impulsions d’onde électromagnétique à une cadence, fréquence, nombre de composants de fréquence ou forme
d’émission déterminés en fonction de l’oscillation du cycle et/ou de la phase de combustion dans la chambre de
combustion.

9. Le dispositif selon l’une quelconque des revendications 1 à 8, où
l’emplacement dans la chambre de combustion de la zone dans laquelle l’espèce chimique active est fournie est
déterminé en fonction de la répartition spatiale d’au moins un élément parmi la vitesse d’écoulement du fluide de
travail dans la chambre de combustion lorsque l’espèce chimique active est fournie, la perturbation de la vitesse,
la vitesse à laquelle la substance se diffuse, la température, la pression, la quantité locale de chaleur générée, la
concentration de combustible, la vitesse de la réaction chimique, la vitesse de production de l’espèce chimique
active et la vitesse de consommation active de l’espèce chimique active.

10. Le dispositif selon l’une quelconque des revendications 1 à 8, où
l’espèce chimique active est fournie au voisinage d’un axe central de la chambre de combustion.

11. Le dispositif selon l’une quelconque des revendications 1 à 8, où
l’espèce chimique active est fournie au voisinage d’un dispositif d’injection de combustible de la chambre de com-
bustion, au voisinage d’une paroi latérale ou au voisinage d’une sortie.

12. Un moteur à combustion interne de type à vitesses comprenant une chambre de combustion et
le dispositif selon l’une quelconque des revendications 1 à 11 installé dans au moins un emplacement parmi une
surface interne de paroi latérale de la chambre de combustion, le voisinage d’un recul rapide de puissance, un
stabilisateur de flamme, le voisinage d’une gouttière, le voisinage d’un générateur de turbulences, un injecteur, une
admission d’air, une admission de combustible et un voisinage d’extrémité terminale de la chambre de combustion.

13. Le moteur à combustion interne de type à vitesses selon la revendication 12, comprenant :
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un moyen d’observation destiné à l’observation d’une zone présélectionnée dans la chambre de combustion
et à la création d’un signal exprimant le résultat,
un moyen de conservation d’informations exprimant une valeur admissible du résultat,
un moyen de détection de la différence entre le résultat d’observation provenant du moyen d’observation et les
informations,
un moyen de conservation en mémoire de la relation entre une entrée envoyée au dispositif et le plasma produit,
et
un moyen de détermination de l’entrée envoyée au dispositif à partir de la différence et la relation conformément
à une fonction prédéterminée en réponse à la détection de la différence par le moyen de détection ; le moteur
à combustion interne de type à vitesses ou un four,
où l’entrée envoyée au dispositif est commandée en fonction de la détermination effectuée par le moyen de
détermination.

14. Le moteur à combustion interne de type à vitesses selon la revendication 12, comprenant :

un moyen de préparation de particules chargées auxiliaire destiné à la préparation de particules chargées dans
un emplacement déterminé en fonction de la répartition de température, la répartition de pression ou la répartition
de la densité de fluide de travail dans une chambre de combustion, et
un moyen d’irradiation d’onde électromagnétique auxiliaire destiné à l’irradiation des particules chargées et de
leur voisinage environnant avec des impulsions d’onde électromagnétique afin d’induire un plasma dans la
zone ; le moteur à combustion interne de type à vitesses, où
le fluide de travail est chauffé par l’effet du plasma.

15. Un four comprenant une chambre de combustion et
le dispositif selon l’une quelconque des Revendications 1 à 11 installé dans au moins un emplacement parmi une
surface interne de paroi latérale de la chambre de combustion, le voisinage d’un recul rapide de puissance, un
stabilisateur de flamme, le voisinage d’une gouttière, le voisinage d’un générateur de turbulences, un injecteur, une
admission d’air, une admission de combustible et un voisinage d’extrémité terminale de la chambre de combustion.
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