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Description

BACKGROUND

1. Technical Field

[0001] The present disclosure relates to fuel cell sys-
tems.

2. Description of the Related Art

[0002] A configuration of a fuel cell system has been
proposed, where fuel gas (anode off-gas) not used in
electric power generation of the fuel cell is reused (recy-
cled) by being returned to the anode (see for example,
Japanese Unexamined Patent Application Publication
No. 2007-52948). This configuration increases the effi-
ciency of the electric power generation in the fuel cell
system, compared to a configuration where anode off-
gas is not recycled.
[0003] According to Japanese Unexamined Patent Ap-
plication Publication No. 2007-52948, in a recycle gas
path for returning anode off-gas discharged from the an-
ode of the fuel cell to the fuel cell, a circulator (pressure
booster) that forces the anode off-gas to be conveyed to
the anode of the fuel cell and a gas liquid separator that
separates moisture in the anode off-gas from the anode
off-gas are arranged. US 2003/211374 A1 relates to a
fuel cell stack and a method of operating a fuel cell system
with such a fuel cell stack.

SUMMARY

[0004] In the conventional example, however, prob-
lems regarding condensed water caused in the anode
off-gas by the circulator (pressure booster) are not suffi-
ciently reviewed.
[0005] One non-limiting and exemplary embodiment
has been made in view of such circumstances and pro-
vides a fuel cell system that can convey condensed water
caused in anode off-gas by a pressure booster more suit-
ably than conventional systems.
[0006] To address the aforementioned problems, a fu-
el cell system according to the invention is defined in
claim 1.
[0007] A fuel cell system according to an aspect of the
present disclosure is advantageous in that condensed
water caused in anode off-gas by a pressure booster can
be conveyed more suitably than conventional systems.
Further advantageous embodiments are defined in the
dependent claims.
[0008] Additional benefits and advantages of the dis-
closed embodiments will become apparent from the
specification and drawings. The benefits and/or advan-
tages may be individually obtained by the various em-
bodiments and features of the specification and draw-
ings, which need not all be provided in order to obtain
one or more of such benefits and/or advantages.

BRIEF DESCRIPTION OF THE DRAWINGS

[0009]

Fig. 1 illustrates an example of a fuel cell system
according to a first embodiment;
Fig. 2 illustrates an example of a fuel cell system
according to a second embodiment;
Fig. 3 illustrates an example of a fuel cell system
according to a variation of the second embodiment;
Fig. 4 illustrates an example of a fuel cell system
according to a first example of the second embodi-
ment;
Fig. 5 illustrates an example of a fuel cell system
according to a second example of the second em-
bodiment;
Fig. 6 illustrates an example of a fuel cell system
according to a third embodiment;
Fig. 7 illustrates an example of a fuel cell system
according to a fourth embodiment; and
Fig. 8 illustrates an example of a fuel cell system
according to a fifth embodiment.

DETAILED DESCRIPTION

[0010] Careful review of problems regarding con-
densed water caused in anode off-gas by a circulator
(pressure booster) has brought findings described below.
[0011] The saturated vapor volume of anode off-gas
reduces as pressure increases when the temperature is
constant and thus, water vapor in the anode off-gas may
condense into water by being pressurized by a pressure
booster.
[0012] According to Japanese Unexamined Patent Ap-
plication Publication No. 2007-52948, a confluence por-
tion where a pipe through which anode off-gas flows and
a pipe through which fuel gas flows meet each other is
present above the pressure booster. Thus, when the
pressurization of the anode off-gas causes condensed
water in the anode off-gas, the condensed water flows
into the pressure booster under the action of gravity.
Then, it raises a possibility of the flow rate of the anode
off-gas becoming unstable because of water clogging
caused in a channel of the pressure booster by the con-
densed water or a possibility of the condensed water
making the pressure booster decrease its performance
or go out of order.
[0013] A fuel cell system according to a first aspect of
the present disclosure has been conceived on the basis
of these findings and is defined in claim 1.
[0014] Such a configuration enables condensed water
caused in anode off-gas by a pressure booster to be con-
veyed more suitably than conventional systems. Specif-
ically, by arranging the pressure booster above the con-
fluence portion, even when condensed water is caused
in the anode off-gas, the condensed water is enabled to
flow into the confluence portion through the recycle gas
path and flow of the condensed water into the pressure
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booster can be inhibited. Thus, possibilities of the flow
rate of the anode off-gas becoming unstable because of
water clogging caused in a channel of the pressure boost-
er by the condensed water can be reduced. Although the
pressure booster can decrease its performance or go out
of order when condensed water develops corrosion or
contamination of the pressure booster, the fuel cell sys-
tem of the present embodiment can reduce such possi-
bilities.
[0015] In such a configuration, the recycle gas path
between the pressure booster and the confluence portion
extends at an identical level to the pressure booster and
a level below the pressure booster, or extends only below
the pressure booster and thus, the condensed water
caused in the anode off-gas by the pressure booster can
be smoothly conveyed to the confluence portion without
flowing backward toward the pressure booster. Conse-
quently, flow of the condensed water into the pressure
booster can be inhibited and further, water clogging in
the recycle gas path can be inhibited.
[0016] In a fuel cell system according to a second as-
pect of the present disclosure, which is based on the fuel
cell system according to the first aspect, the anode inlet
may be arranged below the confluence portion.
[0017] Such a configuration enables the fuel gas sup-
ply path between the anode inlet and the confluence por-
tion of the fuel cell to extend with a descending gradient.
Since the condensed water in the confluence portion can
thus be smoothly conveyed to the fuel cell, water clogging
in the fuel gas supply path can be inhibited. In addition,
in the present fuel gas supply path and fuel cell, the con-
densed water can be utilized for humidification of the fuel
gas.
[0018] Embodiments of the present disclosure are de-
scribed below by referring to the accompanying draw-
ings. The embodiments described below present exam-
ples of the above-described aspects. Thus, the shapes,
materials, constituents, arrangement positions and con-
nection forms of the constituents, and the like that are
mentioned below are mere examples and are not intend-
ed to limit the above-described aspects unless otherwise
recited in the claims. Among the constituents mentioned
below, the constituents that are not recited in the inde-
pendent claim indicating the most superordinate concept
of the present aspects can be explained as given con-
stituents. In the drawings, descriptions of the constituents
that have identical references may be omitted. While the
drawings schematically illustrate each constituent so as
to facilitate understanding, the shapes, dimensional ra-
tios, and the like therein may be indicated inaccurately.

First Embodiment

[0019] Fig. 1 illustrates an example of a fuel cell system
100 according to a first embodiment. In Fig. 1, "UP" and
"DOWN" are indicated and gravity acts downward from
above, i.e. from a direction denoted as "UP", as well as
in Figs. 2 to 8.

[0020] In the example illustrated in Fig. 1, the fuel cell
system 100 includes a fuel cell 1, a fuel gas supply path
2, a recycle gas path 3, and a pressure booster 5.
[0021] The fuel cell 1 generates electric power using
fuel gas and oxidant gas. The fuel cell 1 may be any kind.
Although a polymer electrolyte fuel cell (PEFC) is de-
scribed as an example of the fuel cell 1 in the fuel cell
system 100 according to the present embodiment, the
fuel cell 1 is not limited to a PEFC.
[0022] The fuel gas supply path 2 is a channel for sup-
plying fuel gas to an anode inlet 1A of the fuel cell 1. That
is, a downstream end of the fuel gas supply path 2 is
connected to the anode inlet 1A of the fuel cell 1 and an
upstream end of the fuel gas supply path 2 is connected
to a supply source of the fuel gas, which is not illustrated.
The supply source of the fuel gas has predetermined
supply source pressure and examples of the supply
source can include a fuel gas infrastructure and a fuel
gas cylinder. Example of the fuel gas can include hydro-
gen gas. In this case, the anode off-gas is off-hydrogen-
gas not used in the fuel cell 1.
[0023] The recycle gas path 3 is a channel for returning
the anode off-gas discharged from an anode outlet 1B
of the fuel cell 1 to the fuel gas supply path 2. That is, an
upstream end of the recycle gas path 3 is connected to
the anode outlet 1B of the fuel cell and a downstream
end of the recycle gas path 3 is connected to the fuel gas
supply path 2.
[0024] Although not illustrated in Fig. 1, devices need-
ed in the electric power generation of the fuel cell 1 are
arranged as appropriate.
[0025] For example, in the fuel cell system 100, an ox-
idant gas supply unit that supplies oxidant gas to the cath-
ode of the fuel cell 1. Example of the oxidant gas can
include air. In this case, examples of the oxidant gas sup-
ply unit can include an air blowing device, such as a blow-
er or a sirocco fan.
[0026] When the supply source pressure of the supply
source of the fuel gas is higher than the supply pressure
needed for the fuel cell system 100, which is the supply
pressure of the fuel gas, a governor or the like for lowering
the pressure of the fuel gas to constant supply pressure
may be arranged in the fuel gas supply path 2.
[0027] The fuel cell system 100 may further include an
outlet path, which branches from an appropriate position
of the recycle gas path 3 to pass to the air, and a purging
valve, which is arranged in the outlet path. Accordingly,
the concentration of an impurity in the anode off-gas can
be decreased and the concentration of hydrogen in the
anode off-gas can be restored. Specifically, while the
purging valve is closed, the anode off-gas circulates to
return from the anode outlet 1 B to the anode inlet 1A of
the fuel cell 1 until being used in the electric power gen-
eration of the fuel cell 1. Then, in the course of the anode
off-gas circulating through the circulation path, an impu-
rity except the fuel gas, which is hydrogen gas for exam-
ple, increases in the anode off-gas over time. For exam-
ple, air flows to the cathode of the fuel cell 1 and thus,
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examples of the impurity can include nitrogen gas that
escapes from the cathode to the anode through an elec-
trolyte film. Since the concentration of the hydrogen in
the anode off-gas decreases as the impurity in the anode
off-gas increases, during the electric power generation
of the fuel cell 1, the anode off-gas that contains the im-
purity is released (purged) from the outlet path to the air
by temporarily opening the purging valve at an appropri-
ate time.
[0028] The pressure booster 5 is arranged in the recy-
cle gas path 3. The pressure booster 5 is a device that
forces the anode off-gas to be conveyed to the fuel gas
supply path 2. The pressure booster 5 may have any
configuration only when the configuration can force off-
gas to be conveyed to the fuel gas supply path 2. Example
of the pressure booster 5 can include a diaphragm pump,
a rotating pump, and a reciprocating pump.
[0029] When gravity acts downward from above, the
pressure booster 5 is arranged above a confluence por-
tion 4 where the fuel gas supply path 2 and the recycle
gas path 3 meet each other. The pressure booster 5 is
arranged at a level higher than a level of the confluence
portion 4 where the fuel gas supply path 2 and the recycle
gas path 3 meet each other, the level of the pressure
booster 5 and the level of the confluence portion 4 being
measured from a ground along a gravity direction.
[0030] The recycle gas path 3 between the pressure
booster 5 and the confluence portion 4 extends at an
identical level to the pressure booster 5 and a level below
the pressure booster 5, or extends only below the pres-
sure booster 5. In other words, no part of the recycle gas
path 3 between the pressure booster 5 and the conflu-
ence portion 4 is located above the pressure booster.
The purport of "the recycle gas path 3 extending at an
identical level to the pressure booster 5 and a level below
the pressure booster 5, or extends only below the pres-
sure booster 5" excludes pipe routing by which part of
the channel members (pipes) constituting the recycle gas
path 3 extends in higher positions than the pressure
booster 5 in, for example, the configuration where the
pressure booster 5 is arranged above the confluence por-
tion 4. This is because performing the aforementioned
pipe routing makes it difficult for condensed water caused
in the anode off-gas by the pressure booster 5 to reach
the confluence portion 4 under the action of gravity.
[0031] The anode inlet 1A of the fuel cell 1 is arranged
below the aforementioned confluence portion 4. The con-
fluence portion 4 is a channel where the anode off-gas
and the fuel gas are mixed and examples of a channel
member that constitutes the confluence portion 4 can
include a T-shaped joint.
[0032] As described above, in the fuel cell system 100
according to the present embodiment, condensed water
caused in the anode off-gas by the pressure booster 5
can be conveyed more suitably than conventional sys-
tems.
[0033] Specifically, the saturated vapor volume of the
anode off-gas reduces as pressure increases when the

temperature is constant and thus, water vapor in the an-
ode off-gas may condense to water by the pressure
booster 5 pressurizing the anode off-gas. So by arranging
the pressure booster 5 above the confluence portion 4,
even when water vapor in the anode off-gas condenses
to water through the pressurization of the anode off-gas,
the condensed water can be caused to flow into the con-
fluence portion 4 through the recycle gas path 3 and flow
of the condensed water into the pressure booster 5 can
be inhibited. As a result, possibilities of the flow rate of
the anode off-gas becoming unstable because of water
clogging caused in a channel of the pressure booster 5
by the condensed water can be reduced. In addition, al-
though there are possibilities that when the condensed
water develops corrosion or contamination of the pres-
sure booster 5, the pressure booster 5 may decrease in
performance or go out of order, the fuel cell system 100
according to the present embodiment can reduce such
possibilities.
[0034] Further, since the recycle gas path 3 between
the pressure booster 5 and the confluence portion 4 ex-
tends at an identical level to the pressure booster 5 and
a level below the pressure booster 5, or only below the
pressure booster 5, the condensed water caused in the
anode off-gas by the pressure booster 5 can be smoothly
conveyed to the confluence portion 4 without flowing
backward toward the pressure booster 5. Consequently,
flow of the condensed water into the pressure booster 5
can be inhibited and water clogging in the recycle gas
path 3 can also be inhibited.
[0035] Further, since the anode inlet 1A of the fuel cell
1 is arranged below the confluence portion 4, the fuel
gas supply path 2 between the confluence portion 4 and
the fuel cell 1 can extend with a descending gradient.
Thus, since the condensed water in the confluence por-
tion 4 can be smoothly conveyed to the fuel cell 1, water
clogging in the fuel gas supply path 2 can be inhibited.
Further, in the fuel gas supply path 2 and the fuel cell 1,
the condensed water can be utilized for humidification of
the fuel gas.

Second Embodiment

[0036] Fig. 2 illustrates an example of a fuel cell system
100 according to a second embodiment.
[0037] In the example illustrated in Fig. 2, the fuel cell
system 100 includes a fuel cell 1, a fuel gas supply path
2, a recycle gas path 3, a pressure booster 5, and a hu-
midifier 6. The fuel cell 1, the fuel gas supply path 2, the
recycle gas path 3, and the pressure booster 5 are similar
to those in the first embodiment and thus, descriptions
thereof are omitted.
[0038] The fuel cell system 100 according to the sec-
ond embodiment, which is based on the fuel cell system
100 according to any of the first or second aspects, in-
cludes the humidifier 6 arranged in the fuel gas supply
path 2, and in a direction in which the anode off-gas flows,
the fuel cell 1, the pressure booster 5, the confluence
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portion 4, and the humidifier 6 are arranged in this order,
and a fuel gas inlet 6A of the humidifier 6 is arranged
below the confluence portion 4.
[0039] The fuel gas inlet 6A of the humidifier 6 is con-
nected to the confluence portion 4 through the fuel gas
supply path 2 and a fuel gas outlet 6B of the humidifier
6 is connected to the anode inlet 1A of the fuel cell 1
through the fuel gas supply path 2. That is, as described
above, in the direction in which the anode off-gas flows,
the fuel cell 1, the pressure booster 5, the confluence
portion 4, and the humidifier 6 are arranged in this order.
[0040] The humidifier 6 is a device that humidifies the
fuel gas. The humidifier 6 may have any configuration
only when the configuration can humidify the fuel gas.
[0041] The humidifier 6 may be a water tank with the
fuel gas inlet 6A and the fuel gas outlet 6B that are ar-
ranged in a wall portion corresponding to upper space.
Accordingly, in passing through the upper space of the
water tank, the fuel gas can be humidified through va-
porization of the water present in lower space of the water
tank.
[0042] The humidifier 6 may be a bubbling tank that
accommodates water. In this case, the fuel gas supply
path 2 that passes through the fuel gas inlet 6A extends
into the water in the bubbling tank. The fuel gas supply
path 2 that passes through the fuel gas outlet 6B extends
to the upper space of the bubbling tank. Accordingly, in
passing through the bubbling tank, the fuel gas can be
humidified.
[0043] The humidifier 6 may be a total heat exchanger.
Specific examples of such a total heat exchanger are
described later in first and second examples of the
present embodiment.
[0044] As described above, since in the fuel cell system
100 according to the present embodiment, the fuel gas
inlet 6A of the humidifier 6 is arranged below the conflu-
ence portion 4, the fuel gas supply path 2 between the
confluence portion 4 and the fuel cell 1 can extend with
a descending gradient Accordingly, the condensed water
in the confluence portion 4 can be smoothly conveyed to
the humidifier 6 and thus, water clogging in the fuel gas
supply path 2 can be inhibited. Further, in the humidifier
6, the condensed water can be utilized for the humidifi-
cation of the fuel gas.
[0045] The fuel cell system 100 according to the
present embodiment may have a configuration similar to
that of the fuel cell system 100 according to the first em-
bodiment, except the above-described features.

Variation

[0046] Fig. 3 illustrates an example of the fuel cell sys-
tem 100 according to a variation of the second embodi-
ment.
[0047] Since the configuration of the fuel cell system
100 according to the present variation is similar to that
in the second embodiment except the vertical positions
of the anode inlet 1A of the fuel cell 1 and the fuel gas

outlet 6B of the humidifier 6, descriptions thereof are omit-
ted.
[0048] In the fuel cell system 100 according to the
present variation, which is based on the fuel cell system
100 according to the second embodiment, the anode inlet
1A of the fuel cell 1 is arranged below the fuel gas outlet
6B of the humidifier 6.
[0049] Such a configuration enables the fuel gas sup-
ply path 2 between the anode inlet 1A of the fuel cell 1
and the fuel gas outlet 6B of the humidifier 6 to extend
with a descending gradient. Thus, the condensed water
that has failed to be processed in the humidifier 6 can be
smoothly conveyed to the fuel cell 1 and water clogging
in the fuel gas supply path 2 can be inhibited accordingly.
Further, in the fuel cell 1, the condensed water can be
utilized for the humidification of the fuel gas.
[0050] The fuel cell system 100 according to the
present variation may have a configuration similar to that
of the fuel cell system 100 according to the second em-
bodiment, except the above-described features.

First Example

[0051] Fig. 4 illustrates an example of the fuel cell sys-
tem 100 according to the first example of the second
embodiment.
[0052] In the example illustrated in Fig. 4, the fuel cell
system 100 includes the fuel cell 1, the fuel gas supply
path 2, the recycle gas path 3, the pressure booster 5, a
total heat exchanger 16, a cooling water pump 7, and a
cooling water circulation path 8. Since the fuel cell 1, the
fuel gas supply path 2, the recycle gas path 3, and the
pressure booster 5 are similar to those in the first em-
bodiment, descriptions thereof are omitted.
[0053] The fuel cell system 100 according to the
present example, which is based on the fuel cell system
100 according to the second embodiment or the variation
of the second embodiment, includes the cooling water
circulation path 8 for circulating cooling water that recov-
ers heat of the fuel cell 1, and the aforementioned hu-
midifier is the total heat exchanger 16 that exchanges
latent heat and sensible heat between the cooling water
and the fuel gas.
[0054] The fuel cell 1 produces heat through electric
power generation. So when the fuel cell 1 is a PEFC for
example, as illustrated in Fig. 4, the fuel cell system 100
includes the cooling water circulation path 8 for circulat-
ing the cooling water that recovers the heat of the fuel
cell 1. In the cooling water circulation path 8, for example,
the cooling water pump 7, which causes the cooling water
to circulate in the cooling water circulation path 8, and a
temperature sensor, which senses the temperature of
the cooling water and is not illustrated, are arranged.
Thus, the cooling water immediately after flowing out of
the fuel cell 1 has a high temperature through the recov-
ery of the heat of the fuel cell 1.
[0055] Thus, in the total heat exchanger 16, the cooling
water that has recovered the heat of the fuel cell 1 is used
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as a heating fluid and the fuel gas is used as a heat
receiving fluid.
[0056] As described above, in the fuel cell system 100
according to the present example, when the fuel gas
passes through the total heat exchanger 16, heat and
moisture are exchanged between the fuel gas and the
cooling water, and the fuel gas can be humidified and
heated.
[0057] Although a possibility of occurrence of heat en-
ergy loss can be raised when the cooling water radiates
heat with an appropriate radiator, not illustrated, in circu-
lating through the cooling water circulation path 8, in the
fuel cell system 100 according to the present example,
the above-described configuration can reduce such a
possibility.
[0058] The fuel cell system 100 according to the
present example may have a configuration similar to that
of the fuel cell system 100 according to the second em-
bodiment or the variation of the second embodiment, ex-
cept the above-described features.

Second Example

[0059] Fig. 5 illustrates an example of the fuel cell sys-
tem 100 according to the second example of the second
embodiment.
[0060] In the example illustrated in Fig. 5, the fuel cell
system 100 includes the fuel cell 1, the fuel gas supply
path 2, the recycle gas path 3, the pressure booster 5,
and a total heat exchanger 26. Since the fuel cell 1, the
fuel gas supply path 2, the recycle gas path 3, and the
pressure booster 5 are similar to those in the first em-
bodiment, descriptions thereof are omitted.
[0061] In the fuel cell system 100 according to the
present example, which is based on the fuel cell system
100 according to the second embodiment or the variation
of the second embodiment, the aforementioned humidi-
fier is the total heat exchanger 26, which exchanges la-
tent heat and sensible heat between the anode off-gas
and the fuel gas.
[0062] Immediately after being discharged from the an-
ode outlet 1B of the fuel cell 1, the anode off-gas has a
high temperature and contains a large amount of mois-
ture.
[0063] Thus, in the total heat exchanger 26, the high-
temperature anode off-gas is used as a heating fluid and
the fuel gas is used as a heat receiving fluid.
[0064] As described above, in the fuel cell system 100
according to the present example, when the fuel gas
passes through the total heat exchanger 26, heat and
moisture are exchanged between the fuel gas and the
cooling water, and the fuel gas can be humidified and
heated.
[0065] Although possibilities of occurrence of heat en-
ergy loss or occurrence of water clogging in the recycle
gas path 3 because of the condensed water caused in
the anode off-gas cooling can be raised when the anode
off-gas radiates heat from the recycle gas path 3 in cir-

culating through the recycle gas path 3, in the fuel cell
system 100 according to the present example, the above-
described configuration can reduce such possibilities.
[0066] Further, since the amount of the supply of water
from the outside needed to humidify the fuel gas can be
decreased, costs for operating the fuel cell system 100
can be reduced.
[0067] The fuel cell system 100 according to the
present example may have a configuration similar to that
of the fuel cell system 100 according to the second em-
bodiment or the variation of the second embodiment, ex-
cept the above-described features.

Third Embodiment

[0068] Fig. 6 illustrates an example of a fuel cell system
100 according to a third embodiment.
[0069] In the example illustrated in Fig. 6, the fuel cell
system 100 includes a fuel cell 1, a fuel gas supply path
2, a recycle gas path 3, a pressure booster 5, a humidifier
6, and a gas liquid separator 9A. Since the fuel cell 1,
the fuel gas supply path 2, the recycle gas path 3, the
pressure booster 5, and the humidifier 6 are similar to
those in the first embodiment, descriptions thereof are
omitted.
[0070] The fuel cell system 100 according to the
present embodiment, which is based on the fuel cell sys-
tem 100 according to any of the first or second aspects,
the second embodiment, the variation of the second em-
bodiment, and the first and second examples of the sec-
ond embodiment, includes the gas liquid separator 9A
arranged in the recycle gas path 3, and in a direction in
which the anode off-gas flows, the fuel cell 1, the gas
liquid separator 9A, the pressure booster 5, and a con-
fluence portion 4 are arranged in this order.
[0071] The gas liquid separator 9A is a device that sep-
arates moisture in the anode off-gas flowing through the
recycle gas path 3 from the anode off-gas. The gas liquid
separator 9A may have any configuration only when the
configuration enables the moisture in the anode off-gas
flowing through the recycle gas path 3 to be separated
from the anode off-gas. Examples of the gas liquid sep-
arator 9A can include a tank arranged in a branch path
that branches from the recycle gas path 3 between an
anode outlet 1B of the fuel cell 1 and the pressure booster
5, and a sealing valve arranged at an appropriate position
in the branch path.
[0072] When the gas liquid separator 9A is the afore-
mentioned tank, for example, the anode off-gas under-
goes water-sealing by connecting the branch path to a
lower end portion of the tank. When the tank is filled to
near its brim with water, the water is discharged to the
outside through an appropriate drain outlet in an upper
portion of the tank.
[0073] When the gas liquid separator 9A is the afore-
mentioned sealing valve, and when the branch path is
filled to near its brim with water, the water is discharged
to the outside by temporarily opening the sealing valve.
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[0074] As described above, in the fuel cell system 100
according to the present embodiment, even when con-
densed water is caused by the cooling of the anode off-
gas discharged from the anode outlet 1B of the fuel cell
1, the gas liquid separator 9A can separate the con-
densed water from the anode off-gas. Accordingly, water
clogging in the recycle gas path 3 because of the con-
densed water can be inhibited.
[0075] The fuel cell system 100 according to the
present embodiment may have a configuration similar to
that of the fuel cell system 100 according to any of the
first embodiment, the second embodiment, the variation
of the second embodiment, and the first and second ex-
amples of the second embodiment, except the above-
described features.

Fourth Embodiment

[0076] Fig. 7 illustrates an example of a fuel cell system
100 according to a fourth embodiment.
[0077] In the example illustrated in Fig. 7, the fuel cell
system 100 includes a fuel cell 1, a fuel gas supply path
2, a recycle gas path 3, a pressure booster 5, a humidifier
6, and a gas liquid separator 9B. Since the fuel cell 1,
the fuel gas supply path 2, the recycle gas path 3, the
pressure booster 5, and the humidifier 6 are similar to
those in the first embodiment, descriptions thereof are
omitted.
[0078] The fuel cell system 100 according to the
present embodiment, which is based on the fuel cell sys-
tem 100 according to any of the first or second aspects,
the second embodiment, the variation of the second em-
bodiment, and the first and second examples of the sec-
ond embodiment, includes the gas liquid separator 9B
arranged in the recycle gas path 3, and in a direction in
which the anode off-gas flows, the fuel cell 1, the pressure
booster 5, the gas liquid separator 9B, and a confluence
portion 4 are arranged in this order.
[0079] The gas liquid separator 9B is a device that sep-
arates moisture in the anode off-gas flowing through the
recycle gas path 3 from the anode off-gas. The gas liquid
separator 9B may have any configuration only when the
configuration enables the moisture in the anode off-gas
flowing through the recycle gas path 3 to be separated
from the anode off-gas. Example of the gas liquid sepa-
rator 9B can include a tank arranged in a branch path
that branches from the recycle gas path 3 between the
pressure booster 5 and the confluence portion 4, and a
sealing valve arranged at an appropriate position in the
branch path. Since the tank and the sealing valve are
similar to those in the third embodiment, detailed descrip-
tions thereof are omitted.
[0080] As described above, in the fuel cell system 100
according to the present embodiment, even when con-
densed water is caused in the anode off-gas through the
pressurization of the anode off-gas by the pressure
booster 5, the gas liquid separator 9B can separate the
condensed water from the anode off-gas. Thus, even if

the humidifier 6 goes out of order, water clogging in the
fuel gas supply path 2 because of the condensed water
can be inhibited.
[0081] The fuel cell system 100 according to the
present embodiment may have a configuration similar to
that of the fuel cell system 100 according to any of the
first embodiment, the second embodiment, the variation
of the second embodiment, and the first and second ex-
amples of the second embodiment, except the above-
described features.

Fifth Embodiment

[0082] Fig. 8 illustrates an example a fuel cell system
100 according to a fifth embodiment.
[0083] In the example illustrated in Fig. 8, the fuel cell
system 100 includes a fuel cell 1, a fuel gas supply path
2, a recycle gas path 3, a pressure booster 5, a humidifier
6, and a gas liquid separator 9C. Since the fuel cell 1,
the fuel gas supply path 2, the recycle gas path 3, the
pressure booster 5, and the humidifier 6 are similar to
those in the first embodiment, descriptions thereof are
omitted.
[0084] The fuel cell system 100 according to the
present embodiment, which is based on the fuel cell sys-
tem 100 according to any of the first or second aspects,
the second embodiment, the variation of the second em-
bodiment, and the first and second examples of the sec-
ond embodiment, includes the gas liquid separator 9C
arranged in the fuel gas supply path 2, and in a direction
in which the anode off-gas flows, the fuel cell 1, the pres-
sure booster 5, a confluence portion 4, and the gas liquid
separator 9C are arranged in this order.
[0085] The gas liquid separator 9C is a device that sep-
arates moisture in the gas that flows through the fuel gas
supply path 2 from the gas. The gas liquid separator 9C
may have any configuration only when the configuration
enables the moisture in the gas that flows through the
fuel gas supply path 2 to be separated from the gas.
Example of the gas liquid separator 9C can include a
tank arranged in a branch path that branches from the
fuel gas supply path 2 between the confluence portion 4
and the humidifier 6, and a sealing valve arranged at an
appropriate position in the branch path. Since the tank
and the sealing valve are similar to those in the third
embodiment, detailed descriptions thereof are omitted.
[0086] As described above, in the fuel cell system 100
according to the present embodiment, even when con-
densed water is caused in the anode off-gas through the
pressurization of the anode off-gas by the pressure
booster 5, the gas liquid separator 9C can separate the
condensed water from the gas that flows through the fuel
gas supply path 2. Thus, even if the humidifier 6 goes
out of order, water clogging in the fuel gas supply path 2
because of the condensed water can be inhibited.
[0087] The fuel cell system 100 according to the
present embodiment may have a configuration similar to
that of the fuel cell system 100 according to any of the
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first embodiment, the second embodiment, the variation
of the second embodiment, and the first and second ex-
amples of the second embodiment, except the above-
described features.
[0088] The first embodiment, the second embodiment,
the variation of the second embodiment, the first and sec-
ond examples of the second embodiment, and the third
to fifth embodiments may be combined with each other
as long as the embodiments do not preclude each other.
[0089] It is obvious from the descriptions above to per-
sons skilled in the art that various modifications or other
embodiments of the present disclosure may be made.
Thus, the descriptions above should be interpreted as
mere examples, and are provided so as to teach the most
desirable embodiments for implementing the present dis-
closure to persons skilled in the art.
[0090] An aspect of the present disclosure can be uti-
lized for a fuel cell system that can convey condensed
water caused in anode off-gas by a pressure booster
more suitably than conventional systems.

Claims

1. A fuel cell system comprising:

a fuel cell (1) that generates electric power using
fuel gas and oxidant gas;
a fuel gas supply path (2) through which the fuel
gas is supplied to an anode inlet (1A) of the fuel
cell (1);
a recycle gas path (3) through which anode off-
gas discharged from an anode outlet (1B) of the
fuel cell (1) returns to the fuel gas supply path
(2); and
a pressure booster (5) arranged in the recycle
gas path (3),
the pressure booster (5) is arranged above a
confluence portion (4) where the fuel gas supply
path (2) and the recycle gas path (3) meet each
other when gravity acts downward from above,
and
characterized in that the recycle gas path (3)
between the pressure booster (5) and the con-
fluence portion (4) extends at an identical level
to the pressure booster (5) and a level below the
pressure booster (5), or extends only below the
pressure booster (5).

2. The fuel cell system according to claim 1, wherein
the anode inlet (1A) is arranged below the conflu-
ence portion.

3. The fuel cell system according to claim 1, further
comprising
a humidifier (6) arranged in the fuel gas supply path
(2), wherein
in a direction in which the anode off-gas flows, the

fuel cell (1), the pressure booster (5), the confluence
portion (4), and the humidifier (6) are arranged in this
order, and a fuel gas inlet (6A) of the humidifier (6)
is arranged below the confluence portion (4).

4. The fuel cell system according to claim 3, wherein
the anode inlet (1A) is arranged below a fuel gas
outlet (6B) of the humidifier (6).

5. The fuel cell system according to claim 3, further
comprising
a cooling water circulation path (8) through which
cooling water that recovers heat of the fuel cell (1)
circulates, wherein
the humidifier (6) includes a total heat exchanger
(16) that exchanges latent heat and sensible heat
between the cooling water and the fuel gas.

6. The fuel cell system according to claim 3, wherein
the humidifier (6) includes a total heat exchanger
(16) that exchanges latent heat and sensible heat
between the anode off-gas and the fuel gas.

7. The fuel cell system according to claim 1, further
comprising
a gas liquid separator (9A) arranged in the recycle
gas path (3), wherein
in a direction in which the anode off-gas flows, the
fuel cell (1), the gas liquid separator (9A), the pres-
sure booster (5), and the confluence portion (4) are
arranged in this order.

8. The fuel cell system according to claim 1, further
comprising
a gas liquid separator (9B) arranged in the recycle
gas path (3), wherein
in a direction in which the anode off-gas flows, the
fuel cell (1), the pressure booster (5), the gas liquid
separator (9B), and the confluence portion (4) are
arranged in this order.

9. The fuel cell system according to claim 1, further
comprising
a gas liquid separator (9C) arranged in the fuel gas
supply path (2), wherein
in a direction in which the anode off-gas flows, the
fuel cell (1), the pressure booster (5), the confluence
portion (4), and the gas liquid separator (9C) are ar-
ranged in this order.

Patentansprüche

1. Brennstoffzellen-System, das umfasst:

eine Brennstoffzelle (1), die unter Verwendung
von Brennstoff-Gas und Oxidant-Gas Strom er-
zeugt;
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einen Zuführweg (2) für Brennstoff-Gas, über
den das Brennstoff-Gas einem Anoden-Einlass
(1A) der Brennstoffzelle (1) zugeführt wird;
einen Weg (3) für Recycle-Gas, über den an ei-
nem Anoden-Auslass (1B) der Brennstoffzelle
(1) ausgestoßenes Anoden-Abgas zu dem Zu-
führweg (2) für Brennstoff-Gas zurückströmt;
sowie
einem Druckverstärker (5), der auf dem Weg (3)
für Recycle-Gas angeordnet ist,
wobei der Druckverstärker (5) oberhalb eines
Vereinigungsabschnitts (4) angeordnet ist, an
dem der Zuführweg (2) für Brennstoff-Gas und
der Weg (3) für Recycle-Gas zusammentreffen,
wenn Schwerkraft von oben nach unten wirkt,
und
dadurch gekennzeichnet, dass der Weg (3)
für Recycle-Gas zwischen dem Druckverstärker
(5) und dem Vereinigungsabschnitt (4) auf der
gleichen Höhe wie der Druckverstärker (5) und
einer Höhe unterhalb des Druckverstärkers (5)
verläuft oder nur unterhalb des Druckverstär-
kers (5) verläuft.

2. Brennstoffzellen-System nach Anspruch 1, wobei
der Anoden-Einlass (1A) unterhalb des Vereini-
gungsabschnitts angeordnet ist.

3. Brennstoffzellen-System nach Anspruch 1, das des
Weiteren umfasst
einen Befeuchter (6), der auf dem Zuführweg (2) für
Brennstoff-Gas angeordnet ist, wobei
in einer Richtung, in der das Anoden-Abgas strömt,
die Brennstoffzelle (1), der Druckverstärker (5), der
Vereinigungsabschnitt (4) und der Befeuchter (6) in
dieser Reihenfolge angeordnet sind, und ein Einlass
(6A) für Brennstoff-Gas des Befeuchters (6) unter-
halb des Vereinigungsabschnitts (4) angeordnet ist.

4. Brennstoffzellen-System nach Anspruch 3, wobei
der Anoden-Einlass (1A) unterhalb eines Auslasses
(6B) für Brennstoff-Gas des Befeuchters (6) ange-
ordnet ist.

5. Brennstoffzellen-System nach Anspruch 3, das des
Weiteren umfasst
einen Kühlwasser-Zirkulationsweg (8), über den
Kühlwasser zirkuliert, das Wärme der Brennstoffzel-
le (1) zurückgewinnt, wobei
der Befeuchter (6) einen Gesamt-Wärmetauscher
(16) enthält, der latente Wärme und fühlbare Wärme
zwischen dem Kühlwasser und dem Brennstoff-Gas
austauscht.

6. Brennstoffzellen-System nach Anspruch 3, wobei
der Befeuchter (6) einen Gesamt-Wärmetauscher
(16) enthält, der latente Wärme und fühlbare Wärme
zwischen dem Anoden-Abgas und dem Brennstoff-

Gas austauscht.

7. Brennstoffzellen-System nach Anspruch 1, das des
Weiteren umfasst
einen Gas-Flüssigkeits-Abscheider (9A), der auf
dem Weg (3) für Recycle-Gas angeordnet ist, wobei
in einer Richtung, in der das Anoden-Abgas strömt,
die Brennstoffzelle (1), der Gas-Flüssigkeits-Ab-
scheider (9A), der Druckverstärker (5) und der Ver-
einigungsabschnitt (4) in dieser Reihenfolge ange-
ordnet sind.

8. Brennstoffzellen-System nach Anspruch 1, das des
Weiteren umfasst
einen Gas-Flüssigkeits-Abscheider (9B), der auf
dem Weg (3) für Recycle-Gas angeordnet ist, wobei
in einer Richtung, in der das Anoden-Abgas strömt,
die Brennstoffzelle (1), der Druckverstärker (5), der
Gas-Flüssigkeits-Abscheider (9A) und der Vereini-
gungsabschnitt (4) in dieser Reihenfolge angeordnet
sind.

9. Brennstoffzellen-System nach Anspruch 1, das des
Weiteren umfasst
einen Gas-Flüssigkeits-Abscheider (9C), der auf
dem Zuführweg (2) für Brennstoff-Gas angeordnet
ist, wobei
in einer Richtung, in der das Anoden-Abgas strömt,
die Brennstoffzelle (1), der Druckverstärker (5), der
Vereinigungsabschnitt (4) und der Gas-Flüssigkeits-
Abscheider (4) in dieser Reihenfolge angeordnet
sind.

Revendications

1. Système de pile à combustible comprenant :

une pile à combustible (1) qui génère de l’éner-
gie électrique en utilisant un gaz combustible et
un gaz oxydant ;
un chemin d’alimentation de gaz combustible (2)
via lequel le gaz combustible est alimenté à une
entrée d’anode (1A) de la pile à combustible (1) ;
un chemin de gaz recyclé (3) via lequel un ef-
fluent gazeux d’anode déchargé par une sortie
d’anode (1B) de la pile à combustible (1) retour-
ne au chemin d’alimentation de gaz combustible
(2) ; et
un surpresseur (5) agencé dans le chemin de
gaz recyclé (3), le surpresseur (5) étant agencé
au-dessus d’une portion de confluence (4) où le
chemin d’alimentation de gaz combustible (2) et
le chemin de gaz recyclé (3) se rejoignent quand
la gravité agit de haut en bas,
caractérisé en ce que le chemin de gaz recyclé
(3) entre le surpresseur (5) et la portion de con-
fluence (4) s’étend à un niveau identique à celui
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du surpresseur (5) et à un niveau inférieur à celui
du surpresseur (5), ou s’étend uniquement en
dessous du surpresseur (5).

2. Système de pile à combustible selon la revendication
1, dans lequel l’entrée d’anode (1A) est agencée en
dessous de la portion de confluence.

3. Système de pile à combustible selon la revendication
1, comprenant en outre
un humidificateur (6) agencé dans le chemin d’ali-
mentation de gaz combustible (2), dans lequel
dans une direction dans laquelle s’écoule l’effluent
gazeux d’anode, la pile à combustible (1), le surpres-
seur (5), la portion de confluence (4) et l’humidifica-
teur (6) sont agencés dans cet ordre, et une entrée
de gaz combustible (6A) de l’humidificateur (6) est
agencée en dessous de la portion de confluence (4).

4. Système de pile à combustible selon la revendication
3, dans lequel l’entrée de l’anode (1A) est agencée
en dessous d’une sortie de gaz combustible (6B) de
l’humidificateur (6).

5. Système de pile à combustible selon la revendication
3, comprenant en outre un chemin de circulation
d’eau de refroidissement (8) dans lequel circule de
l’eau de refroidissement qui récupère la chaleur de
la pile à combustible (1),
dans lequel l’humidificateur (6) comprend un échan-
geur de chaleur totale (16) qui échange de la chaleur
latente et de la chaleur sensible entre l’eau de re-
froidissement et le gaz combustible.

6. Système de pile à combustible selon la revendication
3, dans lequel l’humidificateur (6) comprend un
échangeur de chaleur totale (16) qui échange de la
chaleur latente et de la chaleur sensible entre l’ef-
fluent gazeux d’anode et le gaz combustible.

7. Système de pile à combustible selon la revendication
1, comprenant en outre un séparateur gaz-liquide
(9A) agencé dans le chemin de gaz recyclé (3),
dans lequel, dans une direction dans laquelle s’écou-
le l’effluent gazeux d’anode, la pile à combustible
(1), le séparateur gaz-liquide (9A), le surpresseur (5)
et la portion de confluence (4) sont agencés dans
cet ordre.

8. Système de pile à combustible selon la revendication
1, comprenant en outre un séparateur gaz-liquide
(9B) agencé dans le chemin de gaz recyclé (3),
dans lequel, dans une direction dans laquelle s’écou-
le l’effluent gazeux d’anode, la pile à combustible
(1), le surpresseur (5), le séparateur gaz-liquide (9B)
et la portion de confluence (4) sont agencés dans
cet ordre.

9. Système de pile à combustible selon la revendication
1, comprenant en outre un séparateur gaz-liquide
(9C) agencé dans le chemin d’alimentation de gaz
combustible (2),
dans lequel, dans une direction dans laquelle s’écou-
le l’effluent gazeux d’anode, la pile à combustible
(1), le surpresseur (5), la portion de confluence (4)
et le séparateur gaz-liquide (9C) sont agencés dans
cet ordre.
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