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Description

TECHNICAL FIELD

[0001] The present invention relates to a magnetic sensor, and in particular, relates to a magnetic sensor comprising
a plurality of Hall elements and magnetic substance with a magnetic amplification function, which enabled to detect a
direction of magnetic field in two or three dimensions. The present invention further relates to a method of manufacturing
the magnetic sensor.

BACKGROUND ART

[0002] Conventionally, a magnetic sensor, combining Hall elements and a magnetic substance (magnetic flux con-
centrator) with a magnetic amplification function, has been known. For example, Patent Document 1 relates to a magnetic
field direction detection sensor, enabled to detect a direction of a magnetic field in three dimensions and constituted of
a magnetic flux concentrator, having a flat shape, and Hall elements, positioned at end regions of the magnetic flux
concentrator.
[0003] This arrangement provides effects of enabling, by means of the magnetic flux concentrator, a horizontal magnetic
field to be detected and the magnetic field to be amplified at regions at which the Hall elements are present.
[0004] A magnetic sensor combining Hall elements is enabled to integrated, because hall elements are not positioned
at end regions of a permanent magnet but disposed at rotational axis regions at which horizontal components of a
magnetic field are maximized by the effect of magnetic flux concentrator.
[0005] FIG. 1 is an arrangement diagram for describing the conventional magnetic sensor (see Patent Document 1),
and in the figure, 1 indicates a semiconductor substrate, 2a and 2b indicate Hall elements, 3 indicates a buffer coat
layer, 4 indicates a base layer, and 5 indicates a magnetic flux concentrator.
[0006] FIG. 2 is a process diagram for describing a method for manufacturing the magnetic flux concentrator of the
conventional magnetic sensor and shows a process of adhering a magnetic tape onto a semiconductor substrate 11.
First, an IC (Integrated Circuit)-processed wafer is prepared. Next, using an epoxy adhesive, the magnetic tape (amor-
phous metal tape) is adhered onto the wafer. A magnetic flux focusing pattern 14 is then formed by photolithography.
Etching of the amorphous metal is then performed. The magnetic flux concentrator is thus formed on the semiconductor
substrate 11. Here, a central position of a magnetic sensing surface of each Hall element is positioned near a circum-
ferential edge of the magnetic flux concentrator. Also here, the magnetic flux concentrator has a film thickness of no
less than 20mm. The magnetic flux concentrator is prepared by processing a thick magnetic tape by wet etching. In this
case, the epoxy adhesive is approximately 2 to 4mm thick, and a distance from a magnetic sensing surface of each Hall
element to a bottom surface of the magnetic flux concentrator is approximately 6 to 8mm. Also in this case, the magnetic
flux concentrator 5 is 15mm thick. Furthermore, an angle formed by a top surface of the semiconductor substrate 1 and
a side surface of the magnetic flux concentrator 5 is substantially 90°.
[0007] Patent Document 2 relates to a magnetic sensor, including a magnetic flux concentrator, with a magnetic
amplification function, and detecting magnetic flux, leaking from an end of the magnetic flux concentrator, by semicon-
ductor Hall elements.
[0008] And with this arrangement, after forming the semiconductor Hall elements, the magnetic flux concentrator is
formed by depositing a soft magnetic thin film by electroplating. And a two-layer structure is formed by depositing a Ti
thin film, which is a first metal film, to 0.05mm by sputtering, thereafter using a dry film resist to form a pattern corresponding
to a magnetic substance in a form of an opening, and depositing a Ni-Fe alloy thin film, which is a second metal film, to
0.07mm.
[0009] The Ti thin film that is the first metal film is adopted for improving close adhesion of a basing insulating layer
and the Ni-Fe alloy thin film.
[0010] In this manufacturing method, the magnetic sensor including the Hall elements and the magnetic flux concen-
trator formed of the soft magnetic material can be manufactured compactly and readily by a manufacturing method
compatible with an LSI (Large Scale Integrated circuit) manufacturing process. Furthermore, the magnetic sensor can
be made high sensitivity by shortening a distance between the semiconductor Hall elements and the magnetic flux
concentrator.
[0011] With the arrangement using the magnetic tape as the magnetic flux concentrator, there is a problem in that a
large stress is generated at the Hall elements below the tape due to the tape being adhered onto the semiconductor
substrate using the epoxy adhesive. Also when the magnetic tape is used, it is impossible to control the thickness of the
magnetic substance.
[0012] Furthermore with the magnetic sensor shown in FIG. 1, because the adhesive used between the semiconductor
circuit 1 and the magnetic flux concentrator 2 shrinks upon hardening, a high tensile force is applied to the wafer and
the wafer becomes warped as a whole. When the adhesive is applied more thickly, the adhesive force increases, but
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the sensitivity decreases, more shrinkage occurs, and it is difficult to process and form the coated adhesive thinly and
uniformly. Also, when the adhesive is applied thinly, although the adhesive force becomes weaker, the adhesive layer
being made thin improves the sensor sensitivity.
[0013] It was thus difficult to improve the sensitivity and reduce variations of the sensitivity while maintaining the
adhesive force (relaxing the stress) and taking into consideration the thickness of the adhesive.
[0014] Also conventionally, the thickness of the adhesive is set to 2 to 4mm from the standpoint of obtaining a prede-
termined sensitivity, and this thickness of the adhesive cannot be kept uniform readily. Consequently, the distance from
the magnetic sensing surface of each Hall element to the bottom surface of the magnetic flux concentrator in the
conventional magnetic sensor must be restricted to no more than 6 to 8mm, and it is difficult to suppress variations of
the sensitivity while maintaining this distance.
[0015] In a case of using the manufacturing method described in Patent Document 2 to manufacture the magnetic
sensor with the arrangement shown in FIG. 1, because the base metal layer and the magnetic flux concentrator contact
the semiconductor substrate across the same area, a stress applied to the Hall elements and a mounted IC becomes
large and this consequently causes generation of an offset voltage.
[0016] However, if the areas of contact with the semiconductor substrate are made small by reducing the areas of the
magnetic substance and the base metal layer, positional shifts of the magnetic substance cause magnetic flux density
variations at the regions at which the Hall elements are present and magnetic saturation is quickened. Therefore, the
magnetic substance and the base metal layer are required to have areas of a certain size or more.
[0017] Furthermore, in the case of the magnetic sensor thus manufactured, the metal film with the two-layer structure
is stacked between the semiconductor substrate and the magnetic flux concentrator by stacking the Ti thin film, which
is the first metal film, to 0.05mm by sputtering and thereafter depositing the Ni-Fe alloy thin film, which is the second
metal film, to 0.07mm. However, the Ti thin film that is the first metal layer is provided to improve close adhesion of the
basing insulating layer and the Ni-Fe alloy thin film and no consideration whatsoever is made in regard to the coefficient
of thermal expansions of the two metal films and the magnetic flux concentrator. Therefore, magnetostriction occurs
due to the thermal expansion difference between the NiFe in the magnetic flux concentrator 2 and the Ti, W, or TiW
alloy in the metal film, and the magnetic characteristics of the magnetic sensor that combines the Hall elements and the
magnetic substance are consequently unstable.
[0018] Furthermore, in the case of-the magnetic sensor shown in FIG. 1, because the central position of the magnetic
sensing surface of each Hall element is positioned near the circumferential edge of the magnetic flux concentrator,
diameter variations and positional shifts within a horizontal plane of the magnetic flux concentrator cause large variations
of the sensitivity along X-axis and Y-axis, and the unbalance of the sensitivity along the X-axis and Y-axis and a sensitivity
along a Z-axis.
[0019] The abovementioned patent documents do not make any statements in particular in regard to the distance
from the magnetic sensing surface of each Hall element to the bottom surface of the magnetic flux concentrator, and
this distance is guessed to be approximately 6 to 8mm in consideration of adhesive force, processability, sensitivity, and
variations of the sensitivity.
[0020] As another problem, with the magnetic sensor shown in FIG. 1, because the angle formed by the top surface
of the semiconductor substrate 1 and the side surface of the magnetic flux concentrator 5 is substantially 90°, a perpen-
dicular side surface of the magnetic flux concentrator is positioned very close to each Hall element and although the
magnetic flux concentrates at the side surface and thereby improves the magnetic detection function. However the
magnetic flux concentrates excessively, magnetic saturation occurs and it becomes difficult to secure linearity of sensor
output.
[0021] The present invention has been made in view of the above issues, and an object thereof is to provide a magnetic
sensor, which combines Hall elements and a magnetic substance having a magnetic amplification function, and with
which extremely stable magnetic characteristics are realized by consideration of an area of contact of a base layer of
the magnetic substance and a semiconductor substrate, and a method for manufacturing the magnetic sensor.
[0022] Another object of the present invention is to provide a magnetic sensor, with which control of thickness of the
magnetic substance is enabled to prevent generation of a large stress in the Hall element, and a method for manufacturing
the magnetic sensor.
[0023] Yet another object of the present invention is to provide a magnetic sensor, with which extremely stable magnetic
characteristics are realized by provision of a metal film with a two-layer structure between the semiconductor substrate
and the magnetic substance, and a method for manufacturing the magnetic sensor.
[0024] Yet another object of the present invention is to provide a two-dimensional or a three-dimensional magnetic
sensor, which combines Hall elements and a magnetic substance, having a magnetic amplification function, and with
which a central position of a magnetic detecting surface of each Hall element is disposed inward from an end of the
magnetic substance by just a predetermined distance and sensitivity variations along X-axis and Y-axis and sensitivity
variations along a Z-axis are controlled, a three-dimensional magnetic sensor, with which a sensitivity along the X-axis
and Y-axis and a sensitivity along the Z-axis are well-balanced, and a method for manufacturing these magnetic sensors.
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[0025] Yet another object of the present invention is to provide a magnetic sensor, with which variations of the sensitivity
are suppressed by consideration of a distance between each Hall element and the magnetic substance, and a method
for manufacturing the magnetic sensor.
[0026] Yet another object of the present invention is to provide a magnetic sensor, with which a side surface of the
magnetic substance has a tapered shape and linearity can be secured without improving sensitivity or lowering sensitivity
by consideration of a degree of concentration of magnetic flux onto the magnetic substance and consideration of magnetic
saturation, and a method for manufacturing the magnetic sensor.

Patent Document 1: Japanese Patent Laid-Open No. 2002-71381
Patent Document 2: Japanese Patent Laid-Open No. 2003-142752 US 5883567A describes a prior art device having
the pre-characterising feature of claim 1.

[0027] To achieve the object above, the present invention provides a magnetic sensor according to claim 1
[0028] The magnetic substance and the base layer are preferably circular or polygonal.
[0029] The base layer is preferably a resin or a metal.
[0030] The thickness of the magnetic substance is preferably no less than 1mm and less than 15mm and more preferably
no less than 5mm and no more than 14mm.
[0031] Preferably, the magnetic substance is formed by electroplating.
[0032] In this case, the second metal film preferably has a film thickness of 0.1 to 2mm. Or, the second metal film
preferably has a coefficient of thermal expansion of 15 to 20ppm/°C.
[0033] The magnetic substance is preferably formed of an alloy, containing at least two types of metal selected from
the group consisting of Ni, Fe, and Co, and has a coefficient of thermal expansion of 10 to 15ppm/°C.
[0034] Preferably a buffer coat polyimide layer is stacked between the semiconductor substrate and first metal film.
[0035] Preferably, the magnetic substance is constituted of a second metal film, formed of NiFe with a film thickness
of 0.1 to 3mm by sputtering or vacuum vapor deposition above the first metal film, and a magnetic alloy film, formed of
NiFe and disposed above the second metal film and formed by electroplating.
[0036] In this case, the first metal film preferably has a film thickness of 0.01 to 1mm. Also, a buffer coat layer may be
placed between the semiconductor substrate and the first metal film.
[0037] Preferably, a central position of a magnetic sensing surface of each Hall element is positioned in a region of
0.55 to 1.0 times in a radial distance from a center of the magnetic substance.
[0038] Preferably, a distance from an magnetic sensing surface of each Hall element to a bottom surface of the
magnetic substance is 9 to 20mm.
[0039] Preferably, the bottom surface of the magnetic substance is disposed to cover the region of each Hall element
at least partially and a side surface of the magnetic substance has a tapered shape.
[0040] In particular, the magnetic substance preferably has an inverted tapered shape, with which an inner taper angle
α between a top surface of the semiconductor substrate and a side surface of the magnetic substance is an obtuse angle.
[0041] Preferably, the taper angle α is such that 90°<α≤120°. Meanwhile, the magnetic substance also preferably has
a forward tapered shape, with which the inner taper angle α between the top surface of the semiconductor substrate
and the side surface of the magnetic substance is an acute angle.
[0042] The above-described magnetic sensor can be manufactured by the steps of claim 21.
[0043] In particular, the step of forming the base layer and the step of forming the magnetic substance preferably
include the steps of: forming a base metal layer for electroplating above the buffer coat layer; forming a resist above the
base metal layer by photolithography so that an opening is formed at peripheries of magnetic sensing surfaces of the
Hall elements; and forming the magnetic substance in the opening above the base metal layer by electroplating.
[0044] By this method, the magnetic substance can be formed controllably to have a film thickness of no less than
1mm and less than 15mm and particularly in a range of 5mm to 14mm.
[0045] The second metal film is preferably formed to have a film thickness of 0.1 to 2mm.
[0046] The second metal film is preferably formed by sputtering or vacuum vapor deposition.
[0047] The magnetic alloy film, having the magnetic amplification function, is preferably formed by electroplating above
the second metal film
[0048] As another manufacturing method, the step of forming the base layer and the step of forming the magnetic
substance preferably include the steps of: forming a first metal film, formed of Ti, W, or a TiW alloy, above the buffer
coat layer by sputtering or vacuum vapor deposition; forming a second metal film, formed of NiFe and having a film
thickness of 0.1 to 3mm, above the first metal film by sputtering or vacuum vapor deposition; and forming a magnetic
alloy film, formed of NiFe, above the second metal film by electroplating.
[0049] In this case, the first metal film is preferably formed to have a film thickness of 0.01 to 1mm.
[0050] As another manufacturing method, the step of forming the base layer and the step of forming the magnetic
substance preferably include the steps of: forming a base metal layer for electroplating above the buffer coat layer;
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forming a resist above the base metal layer by resist patterning so that an opening with a tapered shape is formed above
the Hall elements; forming the magnetic substance, with the magnetic amplification function, in the opening above the
base metal layer by electroplating and making the bottom surface of the magnetic substance cover the region of each
Hall element at least partially.
[0051] Preferably in this case, the magnetic substance is formed by photolithography so as to have an inverted tapered
shape, with which an inner taper angle α between a top surface of the semiconductor substrate and the side surface of
the magnetic substance is an obtuse angle. In particular the taper angle α is preferably such that 90°<α≤120°.
[0052] Also preferably, the magnetic substance is formed by photolithography so as to have a forward tapered shape,
with which the inner taper angle α between the top surface of the semiconductor substrate and the side surface of the
magnetic substance is an acute angle.
[0053] With the present invention, because the base layer, stacked above the semiconductor substrate, having the
coefficient of thermal expansion differing from that of the Hall elements, and having the area covering the region of each
Hall element at least partially, and the magnetic substance, having the magnetic amplification function, disposed above
the base layer, and having the area larger than the area of the base layer, are provided, an effect of enabling an area
of contact of the base layer of the magnetic substance and the semiconductor substrate to be made small to lessen the
generation of an offset voltage and thereby enabling a magnetic sensor with extremely stable magnetic characteristics
to be realized is exhibited.
[0054] Also, because an epoxy adhesive, such as used conventionally, is not used and a polyimide layer is stacked
once and the magnetic flux concentrator is formed thereafter, an effect of preventing the problem of warping of the wafer
due to the epoxy adhesive during processing is exhibited.
[0055] Furthermore, with the present invention, because the first metal film, formed of Ti, W, or the TiW alloy and
stacked above the semiconductor substrate, the second metal film, containing Cu and stacked above the first metal film,
and the magnetic alloy film, having the magnetic amplification function and stacked above the second metal film are
provided, the metal film in contact with the magnetic flux concentrator that is the magnetic alloy film is provided with a
two-layer structure and an effect of enabling a magnetic sensor with extremely stable magnetic characteristics to be
realized by adjustment of the coefficient of thermal expansion of the metal film and matching of the coefficient of thermal
expansion at an interface with the magnetic flux concentrator to the coefficient of thermal expansion of the magnetic
flux concentrator is exhibited.
[0056] Furthermore, with the present invention, the film thickness of the magnetic substance is made no less than
1mm and less than 15mm, and the control of the film thickness is enabled by forming of the magnetic substance by
electroplating, to realize a magnetic sensor, in which a large stress is not occurred at the Hall elements. In particular
with Si monolithic Hall elements, the generation of an offset voltage by a piezoelectric effect is suppressed, thereby
magnetic measurements with higher precision is realized.
[0057] Furthermore, with the present invention, as the center of the magnetic detecting surface of each Hall element
is positioned in the region of 0.55 to 0.95 times or 0.95 to 1 times in the radial distance from the center of the magnetic
flux concentrator, a magnetic sensor is realized. In the sensor, a sensitivity change along X-axis and Y-axis are small
with respect to diameter variations of the magnetic flux concentrator, and with respect to positional shifts along with a
horizontal plane of the magnetic flux concentrator. Thus the sensitivity along the X-axis and Y-axis and the sensitivity
along a Z-axis are well-balanced. Well balanced sensitivities for 3 axes is exhibited in the sensor.
[0058] Furthermore, with the present invention, because the distance from the magnetic sensing surface of each Hall
element to the bottom surface of the magnetic flux concentrator is set as about 9 - 20mm, although an absolute value
of sensitivity may be lowered. Changes of sensitivity with respect to positional shifts along with a plane of magnetic flux
concentrator, and changes of distance in a vertical direction between the magnetic flux concentrator and magnetic
sensing surface are small. By having an intermediate layer not to be thin, thickness adjustment has some allowance
and bring an effect of suppressing variations of the sensitivity. In addition, because the intermediate layer is not so thin,
an effect of suppressing sensitivity variations due to a void, etc., at the bottom surface side of the magnetic flux concentrator
is provided.
[0059] Furthermore, with the present invention, because the side surface of the magnetic substance has the tapered
shape, a magnetic sensor, with which the side surface of the magnetic substance is made to have the tapered shape
and with which linearity can thereby be secured without changing the sensitivity in consideration of a degree of concen-
tration of magnetic flux at the magnetic substance and in consideration of magnetic saturation, can be realized.

BRIEF DESCRIPTION OF THE DRAWINGS

[0060]

[FIG. 1] FIG. 1 is an arrangement diagram for describing a conventional magnetic sensor;
[FIG. 2] FIG. 2 is a process diagram for describing a method for manufacturing a magnetic flux concentrator of the
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conventional magnetic sensor;
[FIG. 3] FIG. 3 is an arrangement diagram for describing an embodiment of a magnetic sensor according to the
present invention;
[FIG. 4A] FIG. 4A is a sectional process diagram for describing an embodiment of a method for manufacturing the
magnetic sensor according to the present invention;
[FIG. 4B] FIG. 4B is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 4C] FIG. 4C is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 4D] FIG. 4D is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 4E] FIG. 4E is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 5A] FIG. 5A is a diagram for describing a relationship between a diameter of a magnetic flux concentrator and
an offset voltage in a case where the magnetic flux concentrator is circular and shows a case where the diameter
of the magnetic flux concentrator is 200mm;
[FIG. 5B] FIG. 5B is a diagram for describing a relationship between the diameter of the magnetic flux concentrator
and the offset voltage in a case where the magnetic flux concentrator is circular and shows a case where the diameter
of the magnetic flux concentrator is 230mm;
[FIG. 6] FIG. 6 is a graph based on the data shown in FIGS. 5A and 5B;
[FIG. 7A] FIG. 7A is a diagram of a film thickness of the magnetic flux concentrator of the magnetic sensor according
to the present invention and shows an arrangement with a thin film;
[FIG. 7B] FIG. 7B is a diagram of the film thickness of the magnetic flux concentrator of the magnetic sensor according
to the present invention and shows an arrangement with a thick film;
[FIG. 8] FIG. 8 is a diagram of relationships between a magnetic amplification factor of the magnetic flux concentrator
and the film thickness of the magnetic flux concentrator;
[FIG. 9] FIG. 9 is a diagram of relationships between a radius and a magnetic amplification degree of the magnetic
flux concentrator in the magnetic sensor according to the present invention and shows trends of sensitivity variations
as an edge of the magnetic flux concentrator becomes positioned further away from each Hall element (from a
central position of each magnetic detecting surface);
[FIG. 10] FIG. 10 is a diagram of relationships of a magnetic sensitivity along an X-axis and a Y-axis with respect
to the diameter of the magnetic flux concentrator as analyzed by three-dimensional magnetostatic field analysis
using an integral element method;
[FIG. 11] FIG. 11 is a diagram of relationships of a magnetic sensitivity along a Z-axis with respect to the diameter
of the magnetic flux concentrator as analyzed by three-dimensional magnetostatic field analysis using the integral
element method; [FIG. 12] FIG. 12 is a diagram of relationships of a ratio of the magnetic sensitivity along the X-
axis and Y-axis to the magnetic sensitivity along the Z-axis with respect to the diameter of the magnetic flux con-
centrator;
[FIG. 13] FIG. 13 is a diagram of a magnetic flux distribution in a periphery of Hall elements in the magnetic sensor
according to the present invention;
[FIG. 14] FIG. 14 is a diagram of relationships of a sensitivity change amount with respect to the radius of the
magnetic flux concentrator;
[FIG. 15] FIG. 15 is a diagram of relationships of a sensitivity change amount with respect to an amount of shift of
the magnetic flux concentrator in a direction parallel to an applied magnetic field;
[FIG. 16] FIG. 16 is an arrangement diagram for describing an embodiment of a magnetic sensor according to the
present invention;
[FIG. 17A] FIG. 17A is a diagram of comparison of magnetic characteristics of Hall elements of the present invention
and a conventional example and shows magnetic characteristics of the Hall elements when there is strain in a
magnetic substance; [FIG. 17B] FIG. 17B is a diagram of comparison of the magnetic characteristics of the Hall
elements of the present invention and the conventional example and shows the magnetic characteristics of the Hall
elements when there is no strain in the magnetic substance;
[FIG. 18A] FIG. 18A is a diagram of an IC wafer according to the present invention and shows the IC wafer;
[FIG. 18B] FIG. 18B is a schematic sectional view taken along line XVIIIB-XVIIIB of FIG. 18A;
[FIG. 19A] FIG. 19A is a sectional process diagram for describing an embodiment of a method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 19B] FIG. 19B is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 19C] FIG. 19C is a sectional process diagram for describing the embodiment of the method for manufacturing
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the magnetic sensor according to the present invention;
[FIG. 19D] FIG. 19D is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 19E] FIG. 19E is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 19F] FIG. 19F is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 20] FIG. 20 is a table of relationships of magnetic strain and coefficient of thermal expansion of a magnetic
alloy film;
[FIG. 21] FIG. 21 is an arrangement diagram for describing an embodiment of a magnetic sensor according to the
present invention;
[FIG. 22A] FIG. 22A is a sectional process diagram for describing an embodiment of a method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 22B] FIG. 22B is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 22C] FIG. 22C is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 22D] FIG. 22D is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 22E] FIG. 22E is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 22F] FIG. 22F is a sectional process diagram for describing the embodiment of the method for manufacturing
the magnetic sensor according to the present invention;
[FIG. 23] FIG. 23 is a table of relationships of magnetic strain and coefficient of thermal expansion of a magnetic
alloy film;
[FIG. 24A] FIG. 24A is an arrangement diagram for describing an embodiment of a magnetic sensor according to
the present invention and shows an embodiment where a side surface of a magnetic flux concentrator is made to
have a forward tapered shape;
[FIG. 24B] FIG. 24B is an arrangement diagram for describing an embodiment of a magnetic sensor according to
the present invention and shows an embodiment where a side surface of a magnetic flux concentrator is made to
have an inverted tapered shape;
[FIG. 25A] FIG. 25A is a diagram for describing a method for making the side surface of the magnetic flux concentrator
have a forward tapered shape or an inverted tapered shape and shows a method for preparing a forward tapered
shape;
[FIG. 25B] FIG. 25B is a diagram for describing a method for making the side surface of the magnetic flux concentrator
have a forward tapered shape or an inverted tapered shape and shows a method for preparing an inverted tapered
shape;
[FIG. 26A] FIG. 26A is a diagram of characteristics of a tapered shape and shows a forward tapered shape;
[FIG. 26B] FIG. 26B is a diagram of characteristics of a tapered shape and shows an inverted tapered shape;
[FIG. 27] FIG. 27 is a diagram of an applied magnetic field dependence of nonlinearity with respect to change of a
taper angle α;
[FIG. 28] FIG. 28 is a diagram of a relationship of the taper angle α and nonlinearity when an applied magnetic field
of 600G is input;
[FIG. 29] FIG. 29 is a diagram of a relationship of magnetic sensitivity and the taper angle α;
[FIG. 30] FIG. 30 is a diagram of a numerical analysis example showing an extremum position at which a sensitivity
ratio change becomes zero for an arrangement where the magnetic flux concentrator thickness is 12mm and the
magnetic flux concentrator radius is 165mm; and
[FIG. 31] FIG. 31 is a diagram of a numerical analysis example showing a position of zero sensitivity ratio variation
rate for the same arrangement as that of FIG. 30.

BEST MODE FOR CARRYING OUT THE INVENTION

[0061] Embodiments of the present invention shall now be described with reference to the drawings.
[0062] FIG. 3 is an arrangement diagram for describing an embodiment of a magnetic sensor according to the present
invention, and in the figure, the reference numeral 111 indicates a semiconductor substrate, 112a and 112b indicate
Hall elements, 113 indicates a buffer coat layer, 114 indicates a base layer, and 115 indicates a magnetic flux concentrator.
[0063] With the magnetic sensor according to the present invention, the semiconductor substrate 111, in which the
Hall elements 112a and 112b are embeddedly formed, is combined with the magnetic flux concentrator 115, having a
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magnetic amplification function. On the semiconductor substrate 111 are disposed the Hall elements 112a and 112b
that are embedded while being mutually spaced apart by a predetermined distance and so as to be coplanar to a top
surface of the semiconductor substrate 111.
[0064] The buffer coat layer 113 is placed on the Hall elements 112a and 112b and above the semiconductor substrate
111, and on the buffer coat layer 113 is stacked the base layer 114, formed of metal or resin and having a coefficient of
thermal expansion differing from that of the Hall elements 112a and 112b and having an area covering a region of each
of the Hall elements 112a and 112b at least partially. On the base layer 114 is stacked the magnetic flux concentrator
115, having the magnetic amplification function and having an area larger than the area of the base layer 115. The
magnetic flux concentrator 115 is formed of NiFe. The magnetic flux concentrator 115 and the base layer 114 are
preferably circular or polygonal.
[0065] FIGS. 4A to 4B are sectional process diagrams for describing an embodiment of a method for manufacturing
the magnetic sensor according to the present invention.
[0066] First, as shown in FIG. 4A, an IC circuit and the Hall elements are formed on the Si substrate 111 by an LSI
manufacturing process. That is, the Hall elements 112a and 112b are embeddedly formed in the semiconductor substrate
111, formed of Si or GaAs, so as to be coplanar to the top surface of the semiconductor substrate 111 while being
mutually spaced apart by a predetermined distance (preparation of a magnetic sensor chip). Polyimide is then patterned
above the substrate and the Hall elements to form the buffer coat layer 113, formed of polyimide, on the semiconductor
substrate 111 (polyimide patterning).
[0067] Next, as shown in FIG. 4B, a layer of TiW and Cu is formed as the electroplating base layer 114 on the
semiconductor substrate 111 by sputtering or vacuum vapor deposition and a pattern of the magnetic flux concentrator
115 is prepared by photolithography. That is, the base layer 114, formed of metal (or resin) and having the coefficient
of thermal expansion differing from that of the Hall elements 112a and 112b, is formed by sputtering on the buffer coat
layer 113 (forming of a base layer). A resist 116 is then formed on the base layer 114 by resist patterning so that a
portion on the Hall elements 112a and 112b becomes an opening 116a (forming of a resist pattern) .
[0068] Next, as shown in FIG. 4C, the magnetic flux concentrator 115 is formed above the pattern by electroplating.
That is, the magnetic flux concentrator 115, formed of NiFe and having the magnetic amplification function, is formed
by electroplating in the opening 116a above the base layer 114 (magnetic substance plating process). The magnetic
flux concentrator 115 is formed by preparing an Fe-Ni based alloy by electroplating and is preferably constituted of a
permalloy or super-permalloy (Fe-Ni based alloy) and is more preferably constituted of such an alloy with Co added
because magnetic hysteresis is then reduced. Furthermore, the magnetic flux concentrator 115 is preferably constituted
of permendur (Fe-Co based alloy) or sendust (Fe-Si-Al based alloy).
[0069] Next, as shown in FIG. 4D, the resist pattern 116 is peeled (resist pattern removal). As a result, the magnetic
flux concentrator 115 is left on the base layer 114.
[0070] Next, as shown in FIG. 4E, the base layer 114 is over-etched so that it becomes smaller than the magnetic flux
concentrator 115. That is, the base layer 114 is over-etched using NiFe as a mask. In this case, NiFe is not etched and
just the base layer 114 is etched selectively. Because the base layer 114, having the area that covers the region of each
of the Hall elements 112a and 112b at least partially and is less than the area of the magnetic flux concentrator 115, is
thereby formed, an area of contact of the base layer 114 of the magnetic flux concentrator 115 with the semiconductor
substrate 111 is made small to lessen the generation of an offset voltage, and a magnetic sensor of extremely stable
magnetic characteristics is thus prepared.
[0071] Finally, the plural magnetic sensor chips are separated into individual chips by dicing (dicing).
[0072] FIGS. 5A, 5B, and 6 are diagrams for describing relationships between a diameter of the magnetic flux con-
centrator and the offset voltage in a case where the magnetic flux concentrator and the base metal layer are circular
and equal in area, with FIG. 5A indicating the offset voltage (mV/mA/ √ number of Hall elements; number of samples =
3) of the Hall elements in a case where the diameter of the magnetic flux concentrator is 200mm and FIG. 5B indicating
the offset voltage (mV/mA/√ number of Hall elements; number of samples = 15) of the Hall elements in a case where
the diameter of the magnetic flux concentrator is 230mm. FIG. 6 is a graph based on the data shown in FIGS. 5A and 5B.
[0073] With the magnetic flux concentrators with the diameter of 230mm and the diameter of 200mm, a ratio of the
areas of contact of the base layers of the magnetic flux concentrators of different diameters with the semiconductor
substrate is (2303230)/(2003200)=1:0.75. In this case, the Hall element offset voltage ratio is 1:0.6 (measured value).
This signifies that when the diameter of the magnetic flux concentrator 15 is made small to make the area of contact
with the semiconductor substrate 11 small, the offset voltage becomes small. This is clear from the graph shown in FIG. 6.
[0074] Because the magnetic flux concentrator 115 has the magnetic amplification function and is required to have a
certain area with respect to the regions in which the Hall elements are positioned, there is obviously a limit to how small
its area can be made. Thus by making small the area of contact of the base layer 114 of the magnetic flux concentrator
115 with the semiconductor plate 111, the offset voltage can be made small. With the present invention, it was found
based on such measured values of the offset voltage that the offset voltage can be made small by making small the
area of contact of the base layer with the semiconductor substrate.
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[0075] With the present invention, in order to eliminate a cause of generation of offset voltage due to the base metal
layer and the magnetic flux concentrator contacting the semiconductor substrate across the same area and the stress
applied to the Hall elements and other mounted ICs thereby being large, the area of contact of the base layer of the
magnetic flux concentrator with the semiconductor substrate is made small to lessen the generation of offset voltage
and thereby provide a magnetic sensor with extremely stable magnetic characteristics.

<Film Thickness of the Magnetic Flux Concentrator>

[0076] FIGS. 7A and 7B are diagrams of magnetic sensors with magnetic flux concentrators that differ in film thickness,
with FIG. 7A showing an arrangement with a thin film, and FIG. 7B showing an arrangement with a thick film.
[0077] On a semiconductor substrate 121 are disposed the plural Hall elements 122a and 122b that are embedded
so as to be coplanar to a top surface of the semiconductor substrate 121 while being mutually spaced apart by a
predetermined distance. In actuality, an IC layer, etc., are disposed between the Hall elements and the magnetic flux
concentrator.
[0078] A base metal layer (not shown), for electroplating the magnetic flux concentrator 123, is disposed above the
semiconductor substrate 121 and the Hall elements 122a and 122b. On the base metal layer, the magnetic flux con-
centrator 123, having the magnetic amplification function, is formed by electroplating in a manner enabling control of
film thickness. The magnetic flux concentrator 123 is formed of NiFe and a magnetic substance is used. The magnetic
flux concentrator 123 and the base metal layer are preferably circular or polygonal.
[0079] A bottom surface of the magnetic flux concentrator 123 is positioned so as to cover a region of each of the Hall
elements 122a and 122b at least partially. The film thickness of the magnetic flux concentrator 123 is preferably 1mm
to less than 15mm and optimally 5 to 14mm.
[0080] FIG. 8 is a diagram of relationship of a magnetic amplification factor of the magnetic flux concentrator and the
film thickness of the magnetic flux concentrator. The magnetic amplification factor depends not only on the film thickness
but on magnetic permeability as well, and the thinner the film thickness and the lower the magnetic permeability, the
lower the magnetic amplification factor. Even if the film thickness of the magnetic flux concentrator becomes 1mm, if a
magnetic permeability of no less than 3000 can be secured for the magnetic substance, the magnetic amplification factor
does not degrade. A magnetic substance with a magnetic permeability of 3000 can adequately be realized by an elec-
troplating process.
[0081] The grounds for the optimal film thickness of the magnetic flux concentrator having a lower limit of 5mm and
an upper limit of 14mm shall now be described.
[0082] Magnetic saturation occurs more quickly the thinner the magnetic substance. Present applications that make
use of this concept include electric compass and rotation angle sensors. With saturation magnetic flux density values
(typically, approximately 1T) of magnetic materials that can normally be obtained, magnetic saturation probably begins
to occur at around 20mT when the film thickness is no more than 5mm. It is considered that if magnetic saturation occurs
quickly, considerable restrictions are placed on magnetic design. It is thus considered that, with the exception of special
applications, use of a magnetic material at a film thickness of no more than 5mm is difficult in practical terms.
[0083] With an electric compass, a slight magnetic focusing effect is exhibited in a thickness direction (vertical direction)
of the magnetic flux concentrator and a sensitivity of the electric compass is thereby increased by approximately 10%.
With a film thickness of no more than 5mm, the magnetic focusing effect in the vertical direction becomes substantially
zero and lowering of S/N occurs. An extremely thin film thickness (for example, no more than 1mm) is not practical in
that magnetic amplification effects in horizontal directions (X and Y directions) also decrease. The lower limit of the film
thickness was thus set to 5mm.
[0084] In addition, as a merit in terms of processing, by making the film thickness no less than 5mm, the magnetic
permeability specification required of the magnetic substance can be relaxed significantly and a process margin can be
secured for film forming as is clear from FIG. 8.
[0085] In the abovementioned Patent Documents, the film thickness of the magnetic flux concentrator is set to 15mm.
When the film thickness increase to no less than 15mm, a large stress is generated in the Hall elements as mentioned
above. The upper limit value is thus set to no more than 14mm in the present invention.
[0086] As shown in FIG. 7B, when the film thickness of the magnetic flux concentrator 123 is made thick, the stress
applied to the Hall elements 122a and 122b becomes large and the offset voltage increases due to the piezoelectric
effect. Precision of detection by the Hall elements thereby degrades.
[0087] When the film thickness of the magnetic flux concentrator 123 is made thin as shown in FIG. 7A, the stress
applied to the Hall elements 122a and 122b become small and offset changes become small. Degradation of the detection
precision of the Hall elements is thus lessened.
[0088] Because the film thickness of the magnetic flux concentrator disposed on the semiconductor substrate is thus
set to no less than 1mm and less than 15mm and preferably 5 to 14mm and thus thinner than the conventional film
thickness of 15 to 20mm and because control of the film thickness is enabled by electroplating, a magnetic sensor, with
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which a large stress is not generated at the Hall elements, can be realized.
[0089] It has thus become possible to make the film thickness of the magnetic flux concentrator, which was conven-
tionally 15 to 20mm, as thin as 5 to 14mm by electroplating and the stress applied to the Hall elements can thereby be
lessened. In particular with Silicon monolithic Hall elements, the generation of offset voltage by the piezoelectric effect
is suppressed and magnetic measurements of higher precision can be realized.

<Distance between the Hall Elements and the Magnetic Substance>

[0090] A distance A from a magnetic sensing surface of each of the Hall elements 14a and 14b to the bottom surface
of the magnetic flux concentrator 12 is 9 to 20mm. Although an absolute value of sensitivity is thereby lowered, changes
of sensitivity with respect to positional shifts within a plane and changes of distance in a vertical direction of the magnetic
flux concentrator are made small, and by enabling an intermediate layer to be thick, thickness adjustment is enabled
and an effect of suppressing variations of the sensitivity is exhibited.
[0091] FIG. 9 is a diagram of relationships between a radius and a magnetic amplification degree of the magnetic flux
concentrator in the magnetic sensor according to the present invention as determined by three-dimensional magnetostatic
field analysis using an integral element method. It was confirmed that, at a certain point in graph, there is a difference
of only approximately 7% between an actually measured magnetic amplification degree and a calculation value. As can
be understood from FIG. 9, when the radius R=100mm, the magnetic amplification degree is approximately 2.05 times
when the distance A, from the magnetic sensing surface of each of the Hall elements to the bottom surface of the
magnetic flux concentrator, is 6mm and the thickness of the magnetic flux concentrator is 10mm. The magnetic amplifi-
cation degree is approximately 1.72 when the distance=9 and the thickness T=15. It is approximately 1. 6 when the
distance A=11 and the thickness T=15. And it is approximately 1.6 when the distance A=15 and the thickness T=15.
When the radius R=110mm, the magnetic amplification degree is approximately 1.42 when the distance=9 and the
thickness T=15. It is approximately 1.36 when the distance=11 and the thickness T=15. It is approximately 1.32 when
the distance=15 and the thickness T=15. And it is approximately 1.17 when the distance=20 and the thickness T=13.
[0092] It can thus be understood that, even if the distance between the magnetic sensing surface of each of the Hall
elements and the bottom surface of the magnetic flux concentrator is set in a range of 9 to 20mm, by selecting the radius
R of the magnetic flux concentrator for the required magnetic amplification degree, a practical magnetic sensor can be
obtained. In regard to the decreasing of sensitivity, the magnetic amplification degree at an initial stage can be compen-
sated by suitable selections of an arrangement of Hall elements of high sensitivity or combined usage with an integration
function of an IC. And thus the practical decreasing of the sensitivity due to increase of the vertical distance does not
present a problem in terms of practical use.
[0093] FIG. 10 is a diagram of relationships of a magnetic sensitivities along X-axis and Y-axis with respect to the
diameter of the magnetic flux concentrator as analyzed by three-dimensional magnetostatic field analysis using the
integral element method. And the figure indicates the magnetic sensitivity in the horizontal directions. Calculations were
performed with the positions of each of the Hall elements in horizontal and vertical planes being fixed, and the calculations
were performed with the thickness and the radius R of the magnetic flux concentrator and with the distance between
the magnetic sensing surface of each of the Hall elements and the bottom surface of the magnetic flux concentrator as
parameters.
[0094] It can be understood that, as the distance between the magnetic sensing surface of each of the Hall elements
112a and 112b and the bottom surface of the magnetic flux concentrator 115 changes from 9 to 20mm, the absolute
value of sensitivity decreases. But it can be understood that the change of sensitivity with respect to the change of
vertical position of the magnetic flux concentrator becomes smaller one. Thus, likewise, it can be understood that the
change of sensitivity becomes smaller one with respect to positional shifts along with the horizontal plane. Thus by letting
the intermediate layer not to be thin, thickness adjustment is enabled and the variations of the sensitivity are suppressed.
[0095] FIG. 11 is a diagram of relationships of a magnetic sensitivity along a Z-axis with respect to the diameter of the
magnetic flux concentrator, as analyzed by three-dimensional magnetostatic field analysis using the integral element
method. And the figure indicates the magnetic sensitivity in the vertical direction. Calculations were performed with the
positions of each of the Hall elements in the horizontal and vertical planes being fixed, and with the thickness and with
the radius R of the magnetic flux concentrator and with the distance between the magnetic sensing surface of each of
the Hall elements and the bottom surface of the magnetic flux concentrator, as parameters.
[0096] It can be understood that, as the distance between the magnetic sensing surfaces of each of the Hall elements
112a and 112b and the bottom surface of the magnetic flux concentrator 115 changes from 9 to 20mm, the absolute
value of sensitivity decreases. Thus the change of sensitivity with respect to the change of vertical position of the magnetic
flux concentrator becomes smaller one. Likewise, it can be understood that the change of sensitivity becomes smaller
one with respect to positional shifts along with the horizontal plane. Thus by letting the intermediate layer not to be thin,
thickness adjustment is enabled and variations of the sensitivity are suppressed.
[0097] FIG. 12 is a diagram of relationships of a ratio of the magnetic sensitivities along the X-axis and Y-axis / the
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magnetic sensitivity along the Z-axis, with respect to the diameter of the magnetic flux concentrator, as analyzed by
three-dimensional magnetostatic field analysis using the integral element method. And the figure indicates the ratio of
the magnetic sensitivity along the horizontal directions / (to) the magnetic sensitivity along the vertical direction. Calcu-
lations were performed, with the thickness and the radius R of the magnetic flux concentrator, and with the distance
between the magnetic sensing surface of each of the Hall elements and the bottom surface of the magnetic flux con-
centrator as parameters, with the positions of the each of the Hall elements in the horizontal and vertical positions being
fixed.
[0098] It can be understood that, as the distance between the magnetic sensing surface of each of the Hall elements
112a and 112b and the bottom surface of the magnetic flux concentrator 115 changes from 9 to 20mm, the absolute
value of the sensitivity ratio decreases and approaches 1, the change of sensitivity with respect to the change of vertical
distance of the magnetic flux concentrator becomes smaller one. Thus, likewise, it can be understood that the change
of sensitivity becomes smaller one with respect to positional shifts in horizon. Thus by having the intermediate layer not
to be thin, thickness adjustment is enabled, and variations of sensitivity and sensitivity ratio are suppressed.
[0099] Supposing that absolute values of the sensitivity ratio (X/Z or Y/Z) are set to no less than 1, in the example of
the present numerical analysis, absolute value of the sensitivity ratio becomes 1 with the distance between the magnetic
sensing surface of each of the Hall elements and the bottom surface of the magnetic flux concentrator 20mm, and with
the diameter of the magnetic flux concentrator = 240mm, and with the thickness of the magnetic flux concentrator =
16mm. If a balance of sensitivity among the X-axis · Y-axis and the Z-axis is not required as 1, a diameter may be set
in a radius of 200mm or beyond the 200mm, and the distance may be set in the range of 9 to 20mm or beyond.
[0100] With the magnetic sensor according to the present invention, when the distance between the magnetic sensing
surface of each of the Hall elements and the bottom surface of the magnetic flux concentrator is in the range of 9 to
20mm, a magnetic sensor can be realized, in which changes of sensitivity are lessened and variations of sensitivity are
suppressed, with respect to horizontal position shifts and changes of distance in the vertical position of the magnetic
flux concentrator.

<Positions of the Hall Elements in a Radial Direction of the Magnetic Substance>

[0101] With the present invention, a distance between central positions of magnetic detecting surfaces of Hall elements
and radial edges of the magnetic flux concentrator is set so that the central positions of the magnetic detecting surfaces
of the Hall elements 112a and 112b is positioned in a region of approximately 60% to approximately 90% of a radial
distance from a central position of the magnetic flux concentrator 115. Or, the radial distance at a central position of
magnetic detecting surfaces from the center of the magnetic substance (geometrical center of disk-like magnetic flux
concentrator) is in a region of approximately 0.6 to approximately 0.9 times. For an example, when the radius of the
magnetic flux concentrator is 115mm, the central position of the magnetic detecting surface of each Hall element is
positioned in a region of 11530.6 to 11530.9=69 to 103.5mm. That is, the central position of the magnetic detecting
surface is positioned in a region that is located 11.5 to 46mm inward from the edge of the magnetic flux concentrator.
[0102] In actual, the magnetic flux concentrator is formed on the above of the positions of the Hall elements which is
formed on the semiconductor substrate. The magnetic flux concentrator in a radius of 115mm is formed, with a center
of hall elements is located at 87mm from the center of the magnetic flux concentrator, and thus, with a distance from the
center of hall elements to the edge of magnetic concentrator is 28mm.
[0103] For example, in a case where the radius of the magnetic flux concentrator is 135pm, the central position of the
magnetic detecting surface of each of the Hall elements is formed in a region of 13530.6 to 13530.9 = 81 to 121mm.
That is, the central position of each magnetic detecting surface is positioned in a region 14 to 57mm inward from the
edge of the magnetic flux concentrator.
[0104] FIG. 13 is a diagram of a magnetic flux distribution in a periphery of the Hall elements in the magnetic sensor
according to the present invention. In the figure, the solid line curve indicates horizontal /(to) vertical magnetic flux
conversion characteristics. It takes peak values respectively, at edges of a semiconductor substrate 213 in the figure
13, and the characteristics inclines gradual curve toward the center. As can be understood from this characteristic
diagram, a gradual inclined curve is presented at the inner side of the semiconductor substrate, and by positioning the
Hall elements in the inclined portion, variation of sensitivities along the X-axis and Y-axis are made in smaller one, with
respect to diameter variations and positional shifts within the horizontal plane of the magnetic flux concentrator, and the
sensitivities along the X-axis and Y-axis and the sensitivity along the Z-axis can be balanced well.
[0105] FIG. 9 shows sensitivity variation trends, as the edge of the magnetic flux concentrator becomes farther from
each Hall element (central position of the magnetic detecting surface). It can be understood that, as the radius (size) of
the magnetic flux concentrator increases and the distance between the Hall elements and the edge of the magnetic flux
concentrator increases, sensitivity changes become smaller one, even though the sensitivity decreases. Results done
by three-dimensional magnetostatic field analysis based on the integral element method are indicated below. Calculations
are performed with the relative magnetic permeability and the positions in the horizontal plane of the Hall elements being
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fixed. The ordinate indicates a degree of the magnetic amplification with respect to an input magnetic field strength. It
can be understood that the change of a degree of the magnetic amplification becomes more uniform in regions where
the magnetic profile is rectilinear.
[0106] Referring to FIG. 10, it can be understood that, as the edge position of the magnetic flux concentrator becomes
farther from the position of each Hall element in the horizontal plane (as the radius R increases), the sensitivities along
the X-axis and Y-axis decreases. And understood that, with the thickness of the magnetic flux concentrator is 15mm, a
degree of the magnetic amplification in the horizontal direction becomes 1 when the diameter 2R becomes a little over
270pm. In regard to variations of the thickness of the magnetic flux concentrator, for an example, if a thickness of
approximately 4 to 5mm is to be considered for the magnetic flux concentrator, approximately 280mm is feasible as the
diameter of the magnetic flux concentrator (this corresponds to a radius R of 140pm, with the central position of the
magnetic detecting surface of each Hall element is 87mm in radius from the center, and the central position of the
magnetic detecting surface is apart in 53mm from the edge of the magnetic flux concentrator. And thus the ratio becomes
87/140=0.62).
[0107] If 2R=200mm, the ratio becomes 87/100=0.87. In consideration of tolerance of completed dimensions of the
magnetic flux concentrator, an upper limit of approximately 0.9 is required.
[0108] Referring to FIG. 11, calculations are performed with the thickness and the radius R of the magnetic flux
concentrator and with the distance between the magnetic sensing surface of each Hall element and the bottom surface
of the magnetic flux concentrator as parameters, with the positions of the Hall elements in the horizontal plane being fixed.
[0109] It can be understood that, as the edge position of the magnetic flux concentrator becomes farther from the
position of each Hall element in the horizontal plane (as the radius R increases), the sensitivity along the Z-axis decreases.
And, with the thickness of the magnetic flux concentrator is 15mm, a degree of the magnetic amplification in the horizontal
direction becomes 1 when the diameter 2R becomes a little over 300mm. In regard to variations of the thickness of the
magnetic flux concentrator, for example, if a thickness of 30mm is to be considered for the magnetic flux concentrator,
approximately 300mm or more is feasible as the diameter of the magnetic flux concentrator (this corresponds to a radius
R of 150mm, with the central position of the magnetic detecting surface of each Hall element is 87mm in radius from
center, and the central position of the magnetic detecting surface is apart in 63mm from the edge of the magnetic flux
concentrator. And thus the ratio becomes 87/150=0.58).
[0110] FIG. 12 shows the ratio of the magnetic sensitivity in the horizontal direction to the magnetic sensitivity in the
vertical direction. Calculations were performed with the thickness and the radius R of the magnetic flux concentrator
and the distance between the magnetic sensing surface of each Hall element and the bottom surface of the magnetic
flux concentrator as parameters, with the positions of the Hall elements in the horizontal plane being fixed.
[0111] It can be understood that, as the edge position of the magnetic flux concentrator becomes farther from the
position of each Hall element in the horizontal plane (as the radius R increases), the sensitivities along the X-axis and
Y-axis decreases. And a degree of the ratio of the magnetic amplification in the horizontal direction and a degree of the
magnetic amplification in the vertical direction becomes 1 when the diameter 2R becomes a little over 260mm. In regard
to variations of the thickness of the magnetic flux concentrator, for an example, if a thickness of 4mm is to be considered
for the magnetic flux concentrator, approximately 280pm is feasible as the diameter of the magnetic flux concentrator
(this corresponds to a radius R of 140mm, the central position of the magnetic detecting surface of each Hall element is
87mm in radius from center, and the central position of the magnetic detecting surface is apart in 53mm from the edge
of the magnetic flux concentrator. And thus the ratio becomes 87/140=0.62). In consideration of tolerance of completed
dimensions of the magnetic flux concentrator, a lower limit of at least 0.6 is required.
[0112] If each Hall element is located at a position of (X, Y)=(87, 20)mm and located in mirrored way, the distance
from the geometric center of the centers of the magnetic detecting surfaces of Hall elements is, to be accurate, 89.27mm.
Thus with the change from 87 to 89.27, supposing that a variation of a radius of the magnetic flux concentrator, due to
process, is approximately 2 to 3mm, and the radius is set in a range of 100 to 150mm, the ratio values are as shown in
Table 1 below. Thus in this case, the ratio may be in a range from a minimum of 0.58 to a maximum of 0.92.

[Table 1]

Case 
No.

Radial 
distance [mm]

Magnetic flux concentrator 
radius [mm]

Minimum radius [mm] Maximum radius [mm]

Central position of 
magnetic detecting surface 

[ratio]

Central position of magnetic 
detecting surface [ratio]

Central position of 
magnetic detecting surface 

[ratio]

1 89.27
100.00 97.50 102.50
0.8927 0.9156 0.8709



EP 2 006 700 B1

13

5

10

15

20

25

30

35

40

45

50

55

[0113] FIG. 14 is a diagram of relationships of a sensitivity change amount with respect to the radius of the magnetic
flux concentrator. And it shows that magnetic sensitivity variations related to variations of the size and the vertical
separation distance of the magnetic flux concentrator. The absolute sensitivity change amount is converted to a relative
sensitivity change amount and plotted against the change of size of the magnetic flux concentrator. With the positions
in the horizontal plane of the Hall elements being fixed, with the position in the horizontal plane of magnetic flux con-
centrator, and with the position in the vertical direction of it, and with the thickness of it, and with the radius R of it, ,and
with the distance between magnetic sensing surface of each Hall element and the bottom surface of the magnetic flux
concentrator are set, a degree of the change of magnetic amplification is plotted with respect to the radius is increased
and decreased. Within the plots, the sensitivity at a central radius is set as a reference value of 1. The plot is normalized
with the reference radius. It can be understood that the sensitivity change becomes uniform, as the position of the edge
of the magnetic flux concentrator becomes farther from the position of each Hall element in the horizontal plane (as the
radius R increases).
[0114] FIG. 15 is a diagram of relationships of a sensitivity change amount with respect to an amount of shift of the
magnetic flux concentrator in a direction parallel to an applied magnetic field. And it shows the magnetic sensitivity
variation with respect to a positional shift of the magnetic flux concentrator in the horizontal plane. The absolute sensitivity
change amount is converted to a relative sensitivity change and plotted against the shift amount of the magnetic flux
concentrator position. With the positions in the horizontal plane of the Hall elements being fixed, with the thickness and
the radius R of the magnetic flux concentrator being fixed, and with the distance between magnetic sensing surface of
each Hall element and the bottom surface of the magnetic flux concentrator being fixed, (under a condition in the geometric
center of the centers of the respective magnetic detecting surfaces of the Hall elements and the center of the radius of
the circular magnetic flux concentrator are matched), the sensitivity change is expressed in normalized with the target
radius. It can be understood that, the sensitivity change becomes smaller one, as the position of the edge of the magnetic
flux concentrator becomes farther in the positional relationship with the Hall elements in the horizontal plane (as the
radius R increases).
[0115] BasedonFIGS. 9 to 15 and Table 1, ranges that are practical in use shall now be cited. For an example, as
practical ranges, the magnetic flux concentrator, with a radius R= approximately 96 to 100 to 130 to 150mm, with the
vertical separation distance between the Hall elements and the bottom surface of the magnetic flux concentrator=
approximately 9 to 10 to 11 to 12 to 20mm, and with a its thickness T = approximately 4 to 10 to 16 to 30mm.
[0116] If the distance between the center position of the magnetic detecting surface of each Hall element and the edge
of the magnetic flux concentrator is expressed as a ratio with respect to the radius of the magnetic flux concentrator, it
is desirable that the center of the magnetic detecting surface of each Hall element are disposed in a region, for an
example, of 0.58 to 0.92 times in the radius, in terms of reducing variations of the sensitivity or in terms of balancing the
ratio of sensitivities of the X-axis and Y-axis and sensitivity of the Z-axis,.
[0117] Taking into consideration of slight differences of conditions, a "region of 0.55 to 0.95 times in the radius" is
used as a guideline.
[0118] Depending on signal processing algorithms, like an integrated circuit, executed by subsequent sequences after
the magnetic flux concentrator and the Hall elements, the ratio of the sensitivities of the X-axis and Y-axis on magnetic
detecting surfaces of the Hall elements and the sensitivity of the Z-axis on magnetic detecting surfaces of the Hall
elements may be set to a value other than approximately 1. And, in this case, the position of the center of magnetic
detecting surface of each Hall element is not restricted to being within the abovementioned "region of 0.55 to 0.95 times
in the radius."
[0119] If thinking that a case where the ratio of the sensitivities of the X-axis and Y-axis and the sensitivity of the Z-

(continued)

Case 
No.

Radial 
distance [mm]

Magnetic flux concentrator 
radius [mm]

Minimum radius [mm] Maximum radius [mm]

Central position of 
magnetic detecting surface 

[ratio]

Central position of magnetic 
detecting surface [ratio]

Central position of 
magnetic detecting surface 

[ratio]

2 89.27
115.00 112.50 117.50
0.7763 0.7935 0.7597

3 89.27
140.00 137.50 142.50
0.6376 0.6492 0.6265

4 89.27
150.00 147.50 152.50
0.5951 0.6052 0.5854
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axis on the magnetic detecting surfaces of Hall elements is approximately 2, for an example, with a thickness of the
magnetic flux concentrator is approximately 10mm to approximately 16mm, and with a radius of the magnetic flux con-
centrator is approximately 155 to 165 to 175mm or so. In such case, a center of a magnetic detecting surface of each
Hall element is located at a position approximately -5 to -6mm inward from the edge of the circular magnetic flux con-
centrator. Each position like approximately -5 to -6mm inward from the edge of the circular magnetic flux concentrator
is in an extremum region of less sensitivity change.
[0120] (On magnetic detecting surfaces of the each Hall element, with the ratio of the sensitivities of the X-axis and
Y-axis and the sensitivity for the Z-axis, being approximately 1,) it was found that with the present case, sensitivity
variations and crosstalk (angular errors accompanying signal leakage among different axes) are small, in a comparison
to a case of a region of the 0.55 to 0.95 in a relationship between the radius of magnetic flux concentrator and (centers
of) the magnetic detecting surfaces of each Hall element.
[0121] FIG. 30 is a diagram of a numerical analysis example showing an extremum position at which a sensitivity ratio
change becomes zero, in an arrangement where the magnetic flux concentrator thickness is 12mm and where the
magnetic flux concentrator radius is 165pm. And FIG. 31 is a diagram of a numerical analysis example showing the zero
position of variation of sensitivity ratio for the same arrangement.
[0122] In regard to crosstalk, with an arrangement where a thickness of the magnetic flux concentrator is 12mm, where
a radius of the magnetic flux concentrator is 115mm, where the separation distance between the Hall elements and the
bottom surface of the magnetic flux concentrator is 10mm, and where (the center of) the magnetic detecting surface of
the each Hall element is located at a position (X, Y) = (87, 20) pm. Cross-axial angular error between the X-axis and
the Z-axis is determined by numerical calculation to be approximately 1.3 degrees/mm. On the other hand, with an
arrangement where a thickness of the magnetic flux concentrator is 12mm, where a radius of the magnetic flux concentrator
is 165mm, where the separation distance between the Hall elements and the bottom surface of the magnetic flux con-
centrator is 10mm, and (the center of) magnetic detecting surface of the each Hall elements is located at a position (X,
Y)=(160, 20)mm. Cross-axial angular error between the X-axis and the Z-axis is determined by numerical calculation to
be approximately 0.4 degrees/mm.
[0123] As seen, (in the case where the ratio of the sensitivities of the X-axis and Y-axis to the sensitivity for the Z-axis
on magnetic detecting surfaces of the Hall elements is approximately 2,) it can thus be understood that there is a useful
region where the sensitivity variation is small and the crosstalk is low. In terms of process, this is realized by suppressing
the positional shift of the magnetic flux concentrator to within approximately 62 to 63mm.
[0124] With an expression of the position (of the center of) magnetic detecting surface of the each Hall element relative
to a radius of the magnetic flux concentrator, in the above-described arrangements, these are approximately
150/155=0.9677 or approximately 160/165=0.9696. And, supposing that the tolerance of a radius of the magnetic flux
concentrator is approximately 2 to 3mm, some of preferable positional relationships between (the center of) magnetic
detecting surface of the Hall element and a radius of the magnetic flux concentrator are shown below. With the position
of the magnetic detecting surface of the Hall elements being located at -5mm in a horizontal direction toward the center
from the edge of the magnetic flux concentrator (in the case of the radius of 165mm, it is a coordinate position of 160mm
along the X-axis direction from a center of the magnetic flux concentrator) and with a distance of 20mm in the perpendicular
direction (at a coordinate position of 20mm along the Y-axis direction from a center of the magnetic flux concentrator),
the ratio of the position (of the center of) magnetic detecting surface of the Hall elements to a radius of the magnetic
flux concentrator is 0.9493 to 0.9883. Or, using expression of the distance from a center of radius of the magnetic flux
concentrator to (the center of) magnetic detecting surface of the Hall elements, as the distance is expressed by the
radial length calculated with the X-coordinate and Y-coordinate positions, the values are shown as in Table 2. And the
relationships of positions of (centers of) the magnetic detecting surface to a radius of the magnetic flux concentrator is
0.9608 to 0.9923. Thus, it became clear that 0.95 to 1 is a useful range as the positional relationship.

[Table 2]

Case 
No.

Radial 
distance 

[mm]

radius of magnetic flux 
concentrator [mm] (ratio of) center 

position of magnetic detecting 
surface

Minimum radius [mm] (ratio 
of) center position of 

magnetic detecting surface

Maximum radius [mm] 
(ratio of ) center position 

of magnetic detecting 
surface

1 151.33 155.00 152.50 157.50

0.9763 0.9923 0.9608

2 161.25 165.00 162.50 167.50

0.9772 0.9923 0.9627
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[0125] The range of "0. 55 to 0.95" was described as being useful in the above. The range of "0.95 to 1" is also useful
as can be seen in the above, as summary, the range of "0.55 to 1" is one of the most useful range.

<Base metal layer>

[0126] The difference of coefficient of thermal expansion between substrate on witch the Hall elements are formed
and the base metal layer witch is formed below the magnetic flux concentrator cause strain and offset voltage. With the
present invention, a magnetic sensor with low offset voltage can be formed by design of the structure of the base metal
layer.
[0127] FIG. 16 is an arrangement diagram for describing an embodiment of a magnetic sensor according to the present
invention with which the base metal layer is modified, and in the figure, the reference numeral 311 indicates a semicon-
ductor circuit, 312 indicates a magnetic flux concentrator (magnetic alloy film), 313 indicates a semiconductor substrate,
314a and 314b indicate Hall elements, 315 indicates a buffer coat layer, 316a indicates a first metal film, and 316b
indicates a second metal film.
[0128] The magnetic flux concentrator 312 is formed of NiFe and preferably has a film thickness of 5 to 30mm. The
metal film has a two-layer structure, constituted of the first metal film 316a and the second metal film 316b, and the first
metal film 316a of the first layer is formed of Ti, W, or a TiW alloy and has a film thickness of preferably 0.01 to 1mm
and optimally 0.05mm. The second metal film 316b of the second layer is formed of NiFe and has a film thickness of
preferably 0.1 to 3mm.
[0129] FIGS. 17A and 17B are diagrams comparing the magnetic characteristics (Hall outputs with respect to magnetic
field strength) of the Hall elements of the present invention and a conventional example, with FIG. 17A showing the
magnetic characteristics of the Hall elements when there is strain in the magnetic substance, and FIG. 17B showing the
magnetic characteristics of the Hall elements when there is no strain in the magnetic substance.
[0130] As can be understood from the above, because the metal film is made to have the two-layer structure and the
second metal film is made to have the film thickness of 0.1 to 3mm, magnetic strain due to the coefficient of thermal
expansions of the metal film and the magnetic flux concentrator is eliminated and more linear magnetic characteristics
are obtained with the magnetic characteristics of the Hall elements without strain in the magnetic substance.
[0131] FIGS. 18A and 18B are diagrams of an IC wafer according to the present invention, with FIG. 18A showing the
IC wafer and FIG. 18B showing a schematic sectional view taken along line X VIII B-X VIII B of FIG. 18A. The C region
in FIG. 18B indicates a magnetic sensor chip, which is shown in FIG. 19A and shall be described below.
[0132] FIGS. 19A to 19F are sectional process diagrams for describing an embodiment of a method for manufacturing
the magnetic sensor according to the present invention.
[0133] First, as shown in FIG. 19A, the Hall elements 314a and 314b are embeddedly formed in the semiconductor
substrate 313, formed of Si or GaAs, so as to be coplanar to the top surface of the semiconductor substrate 313 while
being mutually spaced apart by a predetermined distance, and an IC layer 317 is then formed from SiO2 or SiN, etc. ,
above the semiconductor substrate 313 to form the semiconductor circuit 311 (preparation of a magnetic sensor chip).
Polyimide is then patterned above the semiconductor circuit 311 to form the buffer coat layer 315, formed of polyimide,
above the semiconductor circuit 311 (polyimide patterning).
[0134] Next, as shown in FIG. 19B, the first metal film 316a, constituted of Ti, W, or the TiW alloy and having the film
thickness of 0.01 to 1mm, is formed by sputtering or vacuum vapor deposition above the buffer coat layer 315 (forming
of a base layer).
[0135] Next, as shown in FIG. 19C, the second metal film 316b, constituted of NiFe and having the film thickness of
0.1 to 3mm, is formed by sputtering or vacuum vapor deposition above the first metal film 316a (forming of an intermediate
layer).
[0136] Next, as shown in FIG. 19D, a resist 318 is formed above the second metal film 316b by performing resist
patterning so that a portion above the Hall elements 314a and 314b becomes an opening 318a (forming of a resist pattern).
[0137] Next, as shown in FIG. 19E, the magnetic alloy film (magnetic flux concentrator) 312, having the film thickness

(continued)

Case 
No.

Radial 
distance 

[mm]

radius of magnetic flux 
concentrator [mm] (ratio of) center 

position of magnetic detecting 
surface

Minimum radius [mm] (ratio 
of) center position of 

magnetic detecting surface

Maximum radius [mm] 
(ratio of ) center position 

of magnetic detecting 
surface

3 171.17 175.00 172.50 2.50

0.9781 0.9923 0.9644
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of 5 to 30mm and having the magnetic amplification function, is formed by electroplating in the opening 318a above the
second metal film 316b (magnetic substance plating process). The magnetic alloy film 312 is formed by preparing an
Fe-Ni based alloy by electroplating and is preferably constituted of a permalloy or super-permalloy (Fe-Ni based alloy)
and is more preferably constituted of such an alloy with Co added because magnetic hysteresis is then reduced. Fur-
thermore, the magnetic alloy film 312 is preferably constituted of permendur (Fe-Co based alloy) or sendust (Fe-Si-Al
based alloy).
[0138] Next as shown in FIG. 19F, the resist pattern 318 is removed (resist pattern removal). As a result, the magnetic
alloy film 312 is left on the second metal film 316b.
[0139] Although not illustrated, Cu etching is then performed using NiFe as a mask. In this case, NiFe is not etched
and just Cu is etched selectively. The etching solution may be either an alkali-based solution or an acid-based solution
(Cu etching). Also, Ti etching is performed using NiFe as a mask. In this case, NiFe is not etched and just Ti is etched
selectively. The etching solution may be either an alkali-based solution or an acid-based solution (Ti etching).
[0140] Finally, the plural magnetic sensor chips are separated into individual chips by dicing (dicing).
[0141] FIG. 20 is a table of relationships of the film thickness of the second metal film and magnetic strain. As is clear
from this figure, although magnetic strain remained in cases where the film thickness of the second metal film was set
to 0.05mm and 0.07mm, magnetic strain did not occur in cases where the film thickness was set in the range of 0.1 to 3mm.
[0142] With the magnetic sensor thus prepared, by providing the metal film that contacts the magnetic flux concentrator
with the two-layer structure and making the second metal film have the film thickness of 0.1 to 3mm to eliminate the
occurrence of magnetic strain due to the thermal expansion difference between the Ti, W, or TiW alloy of the metal film
and the NiFe of the magnetic flux concentrator that occurs in the conventional arrangement, the magnetic strain resulting
from the thermal expansion difference between the first metal film and the magnetic alloy film can be eliminated and an
extremely stable magnetic sensor can be realized.
[0143] FIG. 21 is an arrangement diagram for describing another embodiment of a magnetic sensor according to the
present invention with which the base metal layer is modified, and in the figure, the reference numeral 411 indicates a
semiconductor circuit, 412 indicates a magnetic flux concentrator (magnetic alloy film), 413 indicates a semiconductor
substrate, 414a and 414b indicate Hall elements, 415 indicates a buffer coat film, 416a indicates a first metal film, and
416b indicates a second metal film.
[0144] With the magnetic sensor according to the present invention, the semiconductor circuit 411, on which the Hall
elements 414a and 414b are formed, is combined with the magnetic flux concentrator 412, which is a magnetic alloy
film. The semiconductor circuit 411 is constituted of the semiconductor substrate 413 and the Hall elements 414a and
414b that are embedded in a top surface of the semiconductor substrate 413 so as to be coplanar to the top surface of
the semiconductor substrate 413 while being mutually spaced apart by a predetermined distance.
[0145] The buffer coat layer 415 is stacked on the semiconductor circuit 411 so as to be positioned above the Hall
elements 414a and 414b, the first metal film 416a is stacked above the buffer coat film 415 and the second metal film
416b is stacked further above. The magnetic flux concentrator 412, having the magnetic amplification function, is stacked
above the second metal film 416b.
[0146] Although not illustrated in FIG. 21, in actuality, an IC layer is placed between the semiconductor circuit 411
and the buffer coat layer 415 (the IC layer is illustrated in FIG. 22A onward for describing a manufacturing method).
[0147] The magnetic flux concentrator 412 is formed of an alloy containing at least two types of metal selected from
the group consisting of Ni, Fe, and Co, preferably has a coefficient of thermal expansion of 10 to 15ppm/°C, and in
particular, the coefficient of thermal expansion is optimally 12ppm/°C. The magnetic flux concentrator 412 preferably
has a film thickness of 5 to 30mm.
[0148] The metal film has a two-layer structure, constituted of the first metal film 416a and the second metal film 416b,
and the first metal film 416a of the first layer is formed of Ti, W, or a TiW alloy, preferably has a coefficient of thermal
expansion of 4 to 10ppm/°C, and in particular, the coefficient of thermal expansion of Ti is optimally 8ppm/°C and the
coefficient of thermal expansion of W is optimally 4ppm/°C. The first metal film 416a of the first layer has a film thickness
of preferably 0.01 to 1mm.
[0149] The second metal film 416b of the second layer contains Cu, has a coefficient of thermal expansion of preferably
15 to 20ppm/°C, and has a film thickness of preferably 0.1 to 2mm.
[0150] Because the metal film is provided with the two-layer structure and the coefficient of thermal expansions of the
respective layers are taken into consideration, magnetic strain due to the coefficient of thermal expansions of the metal
film and the magnetic flux concentrator is eliminated and more linear magnetic characteristics are obtained with the
magnetic characteristics of the Hall elements without strain in the magnetic substance.
[0151] FIGS. 22A to 22F are sectional process diagrams for describing an embodiment of a method for manufacturing
the magnetic sensor according to the present invention.
[0152] First, as shown in FIG. 22A, the Hall elements 414a and 414b are embeddedly formed on the semiconductor
substrate 413, formed of Si or GaAs, so as to be coplanar to the top surface of the semiconductor substrate 413 while
being mutually spaced apart by a predetermined distance. An IC layer 417 is then formed from SiO2 or SiN, etc. , above
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the semiconductor substrate 413 to form the semiconductor circuit 411 (preparation of a magnetic sensor chip). Polyimide
is then patterned above the semiconductor circuit 411 to form the buffer coat layer 415, formed of polyimide, on the
semiconductor circuit 411 (polyimide patterning). The forming of the buffer coat layer 415 may be omitted.
[0153] Next, as shown in FIG. 22B, the first metal film 416a, constituted of Ti, W, or the TiW alloy and having the film
thickness of 0.01 to 1mm, is formed by sputtering or vacuum vapor deposition on the buffer coat layer 415 (forming of
a base layer). As mentioned above, the first metal film 416a preferably has a coefficient of thermal expansion of 4 to
10ppm/°C, and in particular, the coefficient of thermal expansion of Ti is optimally 8ppm/°C and the coefficient of thermal
expansion of W is optimally 4ppm/°C.
[0154] Next, as shown in FIG. 22C, the second metal film 416b, containing Cu and having the film thickness of 0.1 to
2mm, is formed by sputtering or vacuum vapor deposition on the first metal film 416a (forming of an intermediate layer).
As mentioned above, the second metal film 416b preferably has a coefficient of thermal expansion of 15 to 20ppm/°C
[0155] Next, as shown in FIG. 22D, a resist 418 is formed above the second metal film 416b by performing resist
patterning so that a portion above the Hall elements 414a and 414b becomes an opening 418a (forming of a resist pattern).
[0156] Next, as shown in FIG. 22E, the magnetic alloy film (magnetic flux concentrator) 412, having the film thickness
of 5 to 30pm and having the magnetic amplification function, is formed by electroplating in the opening 418a above the
second metal film 416b (magnetic substance plating process). The magnetic alloy film 412 is formed by preparing an
Fe-Ni based alloy by electroplating and is preferably constituted of a permalloy or super-permalloy (Fe-Ni based alloy)
and is more preferably constituted of such an alloy with Co added because magnetic hysteresis is then reduced. Fur-
thermore, the magnetic alloy film 412 is preferably constituted of permendur (Fe-Co based alloy) or sendust (Fe-Si-Al
based alloy).
[0157] Next as shown in FIG. 22F, the resist pattern 418 is removed (resist pattern removal). As a result, the magnetic
alloy film 412 is left on the second metal film 416b.
[0158] Although not illustrated, Cu etching is then performed using NiFe as a mask. In this case, NiFe is not etched,
but Cu is etched selectively. The etching solution may be either an alkali-based solution or an acid-based solution (Cu
etching) . Also, Ti etching is performed using NiFe as a mask. In this case, NiFe is not etched, but Ti is etched selectively.
The etching solution may be either an alkali-based solution or an acid-based solution (Ti etching).
[0159] Finally, the plural magnetic sensor chips are separated into individual chips by dicing (dicing).
[0160] FIG. 23 is a table of relationships of magnetic strain and coefficient of thermal expansion of the magnetic alloy
film. FIG. 23 shows the coefficient of thermal expansions and Hall element magnetic characteristics when the alloy ratio
of TiW is varied from 100% to 0% (with 100% being a state of pure W and 0% being a state of pure Ti). From FIG. 23,
it can be understood that there is no magnetic strain when the coefficient of thermal expansion of the magnetic ally film
is 10 to 15ppm/°C.
[0161] With the magnetic sensor thus prepared, by providing the metal film, contacting the magnetic flux concentrator,
with the two-layer structure and adjusting the coefficient of thermal expansion of the metal film to make the coefficient
of thermal expansion at the interface with the magnetic flux concentrator match that of the magnetic flux concentrator
to eliminate the occurrence of magnetic strain due to the thermal expansion difference between the Ti, W, or TiW alloy
of the metal film and the NiFe of the magnetic flux concentrator, a magnetic sensor with extremely stable magnetic
characteristics can be provided.

<Shape of Side Surface of the Magnetic Substance>

[0162] FIGS. 24A and 24B are arrangement diagrams for describing other embodiments of a magnetic sensor according
to the present invention, with FIG. 24A showing an embodiment where a side surface of a magnetic flux concentrator
is made to have a forward tapered shape, and FIG. 24B showing an embodiment where a side surface of a magnetic
flux concentrator is made to have an inverted tapered shape. In the figures, 511 indicates a semiconductor substrate,
512a and 512b indicate Hall elements, and 515 indicates a magnetic flux concentrator.
[0163] A bottom surface of the magnetic flux concentrator 515 is positioned so as to cover a region of the Hall elements
512a and 512b at least partially, and a side surface of the magnetic flux concentrator 515 has a forward tapered shape
or an inverted tapered shape.
[0164] That is, as shown in FIG. 24A, the magnetic flux concentrator 515 has the forward tapered shape, with which
an inner taper angle α between a top surface of the semiconductor substrate 511 and the side surface of the magnetic
flux concentrator 515 is an acute angle. Or, as shown in FIG. 24B, the magnetic flux concentrator 515 has the inverted
tapered shape, with which the inner taper angle α between the top surface of the semiconductor substrate 511 and the
side surface of the magnetic flux concentrator 515 is an obtuse angle. The inverted taper angle α is preferably such that
90°<α≤120°.
[0165] With the forward tapered shape, because the side surface of the acute-angled magnetic flux concentrator is
positioned very close to the Hall elements, the magnetic flux concentrates readily at the acute-angled portion and the
sensitivity can thereby be improved. Meanwhile, with the inverted tapered shape, because an end surface of the obtuse-
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angled magnetic flux concentrator is positioned very close to the Hall elements, saturation of the magnetic flux concen-
trator becomes less likely to occur near the Hall elements, and consequently, securing of linearity is facilitated without
degrading of sensitivity.
[0166] The embodiment, shown in FIG. 24A, with which the side surface of the magnetic flux concentrator is made to
have the forward tapered shape, and the embodiment, shown in FIG. 24B, with which the side surface of the magnetic
flux concentrator is made to have the inverted tapered shape, shall now be compared and their characteristics shall be
described.
[0167] FIGS. 25A and 25B are diagrams for describing a method for manufacturing the side surface of the magnetic
flux concentrator have the forward tapered shape or the inverted tapered shape, with FIG. 25A showing a method for
preparing the forward tapered shape and FIG. 25B showing a method for preparing the inverted tapered shape.
[0168] In FIG. 25A , a resist 514 is formed on a magnetic substance 513, formed above Hall elements formed by a
semiconductor process, and using the resist 514 as a mask, the magnetic flux concentrator is wet etched and then the
resist 514 is removed. By thus wet etching the magnetic substance 513, the forward tapered shape is formed at the side
surface of the magnetic substance 513.
[0169] With the forward tapered shape, although the magnetic flux concentrates readily at the acute-angled portion
as shown in FIG. 26A and, in regard to the magnetic amplification function, this is advantageous over the conventional
magnetic flux concentrator with the perpendicular side surface in improving the sensitivity, when the magnetic flux
concentrates excessively, magnetic saturation occurs and thus depending on the degree of acuteness, the linearity
degrades.
[0170] Meanwhile, in FIG. 25B, the magnetic flux concentrator is formed by electroplating above the Hall elements
formed by the semiconductor process and photolithography conditions are adjusted to prepare the magnetic flux con-
centrator 515 with the inverted tapered shape. A taper is formed at a side surface of the resist 516 by adjusting the
photolithography conditions so that a portion above the Hall elements becomes an opening 516a with an inverted tapered
shape and thereafter, the magnetic flux concentrator 515, having the magnetic amplification function, is formed by
electroplating in the opening 516a and the resist 516 is then removed. The inverted tapered shape is thus formed at the
side surface of the magnetic flux concentrator 515. In this case, the inner taper angle α between the surface of the
semiconductor substrate and the side surface of the magnetic flux concentrator is preferably such that 90°<α≤120°.
That is, as shown in FIG. 26B, with the inverted tapered shape, by making the taper angle an obtuse angle, the con-
centrating of the magnetic flux is relaxed to make magnetic saturation less likely to occur and the linearity can thus be
improved without lowering the sensitivity.
[0171] By thus providing a forward tapered shape or an inverted tapered shape at the side surface of the magnetic
flux concentrator 515, distinct characteristics are provided respectively in comparison to conventional arrangements
with perpendicular shapes. By providing the forward tapered shape, the magnetic flux becomes readily concentrated at
end portions of the magnetic flux concentrator and consequently, the sensitivity improves. As another effect, when a
buffer coat layer of polyimide is formed above the magnetic flux concentrator to relax package stress, by providing a
forward tapered shape, improvement can be anticipated in regard to inadequate coverage at the acute angle portion.
In this case, a degree of acuteness such that magnetic saturation does not occur within a range of use of the sensor is
required. Meanwhile, when an inverted tapered shape is provided, because concentrating of the magnetic flux can be
relaxed, the effect of improved linearity is provided. Selection can thus be made as suited according to the purpose of
use and usage method of the magnetic sensor are improved significantly. Conventionally, the angle between the side
surface of the magnetic flux concentrator and the surface of the semiconductor substrate was substantially 90°, and
there were no ideas of providing a tapered shape as in the present invention. The high usage value of the magnetic flux
concentrator according to the present invention can be understood from this point as well.
[0172] In the above, the characteristics of providing the side surface of the magnetic flux concentrator with the forward
tapered shape and the inverted tapered shape were described based on FIGS. 25A, 25B, 26A, and 26B, and the linearity
in the case of the inverted tapered shape shall now be described further in particular.
[0173] FIG. 27 is a diagram of an applied magnetic field dependence of nonlinearity with respect to change of the
taper angle α. If a nonlinearity specification is 0.2%, it can be understood that a range of the magnetic field that can be
applied is widened (the range is expanded) by providing an inverted tapered shape.
[0174] FIG. 28 is a diagram of a relationship of the taper angle α and nonlinearity when an applied magnetic field of
600G is input. From FIG. 28, it can be understood that a more stable linearity is obtained with an inverted tapered shape.
FIG. 29 is a diagram of a relationship of magnetic sensitivity and the taper angle α. From FIG. 29, it can be understood
that the sensitivity is improved with a forward tapered shape.
[0175] An embodiment of a method for manufacturing a magnetic sensor (with an inverted tapered shape) according
to the present invention shall now be described.
[0176] First, Hall elements 512a and 512b are embeddedly formed in the semiconductor substrate 511, formed of Si
or GaAs, so as to be coplanar to the top surface of the semiconductor substrate 511 while being mutually spaced apart
by a predetermined distance (preparation of a magnetic sensor chip).
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[0177] A base metal layer for electroplating is then formed on the Hall elements by sputtering or vacuum vapor
deposition (forming of a base metal layer).
[0178] Next, as shown in FIG. 25B, the resist 516 is formed by resist patterning on the base metal layer so that the
portion above the Hall elements 512a and 512b becomes the opening 516a with the inverted tapered shape (forming
of a resist pattern) .
[0179] The magnetic flux concentrator 515, having the magnetic amplification function, is then formed to the inverted
tapered shape by electroplating in the opening 516a above the base metal layer so that a bottom surface of the magnetic
flux concentrator 515 covers the region of the Hall elements 512a and 512b at least partially (magnetic substance plating
process).
[0180] Here, the magnetic flux concentrator 515 is formed by photolithography to provide it with the inverted tapered
shape, with which the inner taper angle α between the top surface of the semiconductor substrate 511 and the side
surface of the magnetic flux concentrator 515 is an obtuse angle.
[0181] The magnetic focusing film 515 is formed by preparing an Fe-Ni based alloy by electroplating and is preferably
constituted of a permalloy or super-permalloy (Fe-Ni based alloy) and is more preferably constituted of such an alloy
with Co added because magnetic hysteresis is then reduced. Furthermore, the magnetic focusing film 515 is preferably
constituted of permendur (Fe-Co based alloy) or sendust (Fe-Si-Al based alloy).
[0182] The resist pattern 516 is then removed (resist pattern removal). As a result, the magnetic flux concentrator 515
is left above the base metal layer.
[0183] Finally, the plural magnetic sensor chips are separated into individual chips by dicing (dicing).
[0184] Although a case of preparing an inverted tapered shape was described above, a forward tapered shape can
obviously be prepared by the same steps.
[0185] Because the bottom surface of the magnetic flux concentrator is thus positioned to cover the region of each
Hall element at least partially and the side surface of the magnetic focusing is made to have the tapered shape, improved
sensitivity or improved linearity can be realized by making the side surface of the magnetic substance have the tapered
shape in consideration of the degree of concentration of magnetic flux onto the magnetic substance and in consideration
of the magnetic saturation.

Industrial Applicability

[0186] The present invention relates to a magnetic sensor including plural Hall elements and a magnetic substance
having a magnetic amplification function, and enabled to detect magnetism in two-dimensional or three-dimensional
directions, and a method for manufacturing the magnetic sensor. In particular, the present invention provides a magnetic
sensor with extremely stable magnetic characteristics and low offset voltage by consideration of the contact area between
the base layer of the magnetic substance and the semiconductor substrate, and a method for manufacturing such a
magnetic sensor. Also, the magnetic flux concentrator is formed above a polyimide layer, not used a conventionally
epoxy adhesive. Therefore, the warp of the wafer due to the epoxy adhesive is out of consideration during processing.

Claims

1. A magnetic sensor comprising: a semiconductor substrate (111) with a plurality of Hall elements (112a, 112b), and
a magnetic substance (115) with magnetic amplification formed on said semiconductor substrate characterized by:

a base layer (114) being a base of said magnetic substance, said layer formed on the semiconductor substrate;
and
wherein said base layer has coefficient of thermal expansion differing from that of the Hall elements and partially
covers a region of each Hall element, and said magnetic substance has an area larger than said base layer,
characterized in that the base layer comprises a first metal layer (316a) composed of Ti, W, or a TiW alloy
and formed on the semiconductor substrate, and a second metal layer (316b) containing Cu formed on the first
metal layer.

2. The magnetic sensor according to Claim 1, wherein the magnetic substance and the base layer are circular.

3. The magnetic sensor according to Claim 1, wherein the magnetic substance and the base layer are polygonal.

4. The magnetic sensor according to Claim 1, wherein the thickness of said magnetic substance is 1mm or more and
less than 15mm.
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5. The magnetic sensor according to Claim 4, wherein the thickness of said magnetic substance is 5mm or more and
14mm or less.

6. The magnetic sensor according to Claim 1, wherein the magnetic substance is formed by electroplating.

7. The magnetic sensor according to Claim 1, wherein the thickness of the second metal layer is 0.1 to 2mm.

8. The magnetic sensor according to Claim 1, wherein the second metal layer has coefficient of thermal expansion of
15 to 20ppm/°C.

9. The magnetic sensor according to Claim 1, wherein the magnetic substance is composed of an alloy containing at
least two types of metal selected from the group consisting of Ni, Fe, and Co, and has coefficient of thermal expansion
of 10 to 15ppm/°C.

10. The magnetic sensor according to Claim 9, wherein a buffer coat polyimide layer (315) is formed between the
semiconductor substrate and first metal layer.

11. The magnetic sensor according to any of Claims 1 to 6, wherein the magnetic substance comprises a magnetic
alloy layer composed of NiFe and formed on the second metal layer and formed by electroplating.

12. The magnetic sensor according to Claim 11, wherein the thickness of the first metal layer is 0.01 to 1mm.

13. The magnetic sensor according to Claim 11 or 12, wherein a buffer coat layer is formed between the semiconductor
substrate and the first metal layer.

14. The magnetic sensor according to Claim 2, wherein a center of a magnetic detecting face of each Hall element is
positioned in a region of 0.58 to 0.99 times a radial distance from a center of the magnetic substance.

15. The magnetic sensor according to Claim 14, wherein a distance from an upper surface of each Hall element to a
lower surface of the magnetic substance is 9 to 20mm.

16. The magnetic sensor according to Claim 1, wherein the lower surface of the magnetic substance partially covers
the region of each Hall element and a side of the magnetic substance has a tapered shape.

17. The magnetic sensor according to Claim 16, wherein the magnetic substance has an inverted tapered shape with
which an inner taper angle α between a surface of the semiconductor substrate and the side of the magnetic
substance is an obtuse angle.

18. The magnetic sensor according to Claim 17, wherein the taper angle α is 90°<α≤120°.

19. The magnetic sensor according to Claim 16, wherein the magnetic substance has a forward tapered shape with
which the inner taper angle α between the top of the semiconductor substrate and the side of the magnetic substance
is an acute angle.

20. A method for manufacturing a magnetic sensor having a semiconductor substrate with plural Hall elements, and a
magnetic substance having a magnetic amplification function formed on the semiconductor substrate comprising
the steps of:

embedded forming the Hall elements under the top surface of the semiconductor substrate;
forming a buffer coat layer over the Hall elements;
forming a base layer having coefficient of thermal expansion differing from that of the Hall elements, said base
layer partially covers a region of each Hall element on the buffer coat layer; and
forming a magnetic substance on the base layer, said magnetic substance having an area larger than the area
of the base layer, characterized in that the step of forming the base layer and the step of forming the magnetic
substance include the steps of: forming a first metal layer composed of Ti, W, or a TiW alloy, on the buffer coat
layer; forming a second metal layer, containing Cu on the first metal layer; and forming a magnetic alloy layer
having a magnetic amplification on the second metal layer.
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21. The magnetic sensor manufacturing method according to Claim 20, wherein the step of forming the base layer and
the step of forming the magnetic substance include the steps of: forming a base metal layer for electroplating on
the buffer coat layer; forming a resist on the base metal layer by photolithography so that an opening is formed at
peripheries of top of the Hall elements; and forming the magnetic substance in the opening on the base metal layer
by electroplating.

22. The magnetic sensor manufacturing method according to Claim 20 or 21, wherein the magnetic substance is formed
so that thickness of the magnetic substance be 1mm or more and less than 15mm.

23. The magnetic sensor manufacturing method according to Claim 22, wherein the magnetic substance is formed so
that thickness of the magnetic substance be in a range of 5mm to 14mm.

24. The magnetic sensor manufacturing method according to Claim 20, wherein the second metal layer is formed so
that thickness is 0.1 to 2mm.

25. The magnetic sensor manufacturing method according to Claim 20 or 24, wherein the second metal layer is formed
by sputtering or vacuum vapor deposition.

26. The magnetic sensor manufacturing method according to any of Claims 20, 24, and 25, wherein the magnetic alloy
layer having the magnetic amplification is formed by electroplating on the second metal layer.

27. The magnetic sensor manufacturing method according to Claim 20, wherein the step of forming the base layer and
the step of forming the magnetic substance further includes the step of: forming a magnetic alloy layer having a
magnetic amplification on the second metal layer.

28. The magnetic sensor manufacturing method according to Claim 20, wherein the step of forming the base layer and
the step of forming the magnetic substance include the steps of: forming a base metal layer for electroplating on
the buffer coatlayer; forming a resist on the base metal layer by resist patterning so that an opening with a forward
tapered shape is formed over the Hall elements; and forming the magnetic substance with the magnetic amplification
in the opening above the base metal layer by electroplating so that a lower surface of the magnetic substance
partially covers the region of each Hall element.

29. The magnetic sensor manufacturing method according to Claim 28, wherein the magnetic substance is formed by
photolithography so that an inner taper angle α between a surface of the semiconductor substrate and the side of
the magnetic substance is an obtuse angle.

30. The magnetic sensor manufacturing method according to Claim 29, wherein the taper angle α is 90°<α≤120°.

31. The magnetic sensor manufacturing method according to Claim 28, wherein the magnetic substance is formed by
photolithography so that the inner taper angle α between the surface of the semiconductor substrate and the side
of the magnetic substance is an acute angle.

Revendications

1. Capteur magnétique comprenant : un substrat semi-conducteur (111) avec une pluralité d’éléments à effet Hall
(112a, 112b), et une substance magnétique (115) avec une amplification magnétique formée sur ledit substrat semi-
conducteur, caractérisé par :

une couche de base (114) étant une base de ladite substance magnétique, ladite couche étant formée sur le
substrat semi-conducteur ; et
dans lequel ladite couche de base a un coefficient de dilatation thermique différent de celui des éléments à
effet Hall et recouvre partiellement une région de chaque élément à effet Hall, et ladite substance magnétique
a une superficie supérieure à celle de ladite couche de base, caractérisé en ce que la couche de base comprend
une première couche métallique (316a) composée de Ti, de W ou d’un alliage TiW et formée sur le substrat
semi-conducteur, et une deuxième couche métallique (316b) contenant du Cu formée sur la première couche
métallique.
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2. Capteur magnétique selon la revendication 1, dans lequel la substance magnétique et la couche de base sont
circulaires.

3. Capteur magnétique selon la revendication 1, dans lequel la substance magnétique et la couche de base sont
polygonales.

4. Capteur magnétique selon la revendication 1, dans lequel l’épaisseur de ladite substance magnétique est supérieure
ou égale à 1 mm et inférieure à 15 mm.

5. Capteur magnétique selon la revendication 4, dans lequel l’épaisseur de ladite substance magnétique est supérieure
ou égale à 5 mm et inférieure à 14 mm.

6. Capteur magnétique selon la revendication 1, dans lequel la substance magnétique est élaborée par dépôt élec-
trolytique.

7. Capteur magnétique selon la revendication 1, dans lequel l’épaisseur de la deuxième couche métallique est de 0,1
à 2 mm.

8. Capteur magnétique selon la revendication 1, dans lequel la deuxième couche métallique a un coefficient de dilatation
thermique de 15 à 20 ppm/°C.

9. Capteur magnétique selon la revendication 1, dans lequel la substance magnétique est composée d’un alliage
contenant au moins deux types de métaux choisis dans le groupe constitué par Ni, Fe et Co, et a un coefficient de
dilatation thermique de 10 à 15 ppm/°C.

10. Capteur magnétique selon la revendication 9, dans lequel une couche tampon de polyimide (315) est formée entre
le substrat semi-conducteur et la première couche métallique.

11. Capteur magnétique selon l’une quelconque des revendications 1 à 6, dans lequel la substance magnétique com-
prend une couche d’alliage magnétique composée de NiFe et formée sur la deuxième couche métallique, et élaborée
par dépôt électrolytique.

12. Capteur magnétique selon la revendication 11, dans lequel l’épaisseur de la première couche métallique est de
0,01 à 1 mm.

13. Capteur magnétique selon la revendication 11 ou 12, dans lequel une couche tampon est formée entre le substrat
semi-conducteur et la première couche métallique.

14. Capteur magnétique selon la revendication 2, dans lequel le centre d’une face de détection magnétique de chaque
élément à effet Hall est positionné dans une région de 0,58 à 0,99 fois la distance radiale depuis le centre de la
substance magnétique.

15. Capteur magnétique selon la revendication 14, dans lequel la distance depuis la surface supérieure de chaque
élément à effet Hall jusqu’à la surface inférieure de la substance magnétique est de 9 à 20 mm.

16. Capteur magnétique selon la revendication 1, dans lequel la surface inférieure de la substance magnétique recouvre
partiellement la région de chaque élément à effet Hall et un côté de la substance magnétique a une forme conique.

17. Capteur magnétique selon la revendication 16, dans lequel la substance magnétique a une forme conique inversée
dans laquelle l’angle de conicité interne α entre la surface du substrat semi-conducteur et le côté de la substance
magnétique est un angle obtus.

18. Capteur magnétique selon la revendication 17, dans lequel l’angle de conicité α est 90° < α ≤ 120°.

19. Capteur magnétique selon la revendication 16, dans lequel la substance magnétique a une forme conique directe
dans laquelle l’angle de conicité interne α entre le sommet du substrat semi-conducteur et le côté de la substance
magnétique est un angle aigu.
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20. Procédé de fabrication d’un capteur magnétique comportant un substrat semi-conducteur avec une pluralité d’élé-
ments à effet Hall, et une substance magnétique ayant une fonction d’amplification magnétique formée sur le substrat
semi-conducteur, comprenant les étapes consistant à :

former de manière intégrée les éléments à effet Hall sous la surface supérieure du substrat semi-conducteur ;
former une couche tampon sur les éléments à effet Hall ;
former une couche de base ayant un coefficient de dilatation thermique différent de celui des éléments à effet
Hall, ladite couche de base recouvrant partiellement une région de chaque élément à effet Hall sur la couche
tampon ; et
former une substance magnétique sur la couche de base, ladite substance magnétique ayant une superficie
supérieure à la superficie de la couche de base, caractérisé en ce que l’étape de formation de la couche de
base et l’étape de formation de la substance magnétique comprennent les étapes consistant à : former une
première couche métallique composée de Ti, de W ou d’un alliage TiW sur la couche tampon ; former une
deuxième couche métallique contenant du Cu sur la première couche métallique ; et former une couche d’alliage
magnétique présentant une amplification magnétique sur la deuxième couche métallique.

21. Procédé de fabrication d’un capteur magnétique selon la revendication 20, dans lequel l’étape de formation de la
couche de base et l’étape de formation de la substance magnétique comprennent les étapes consistant à : former
une couche métallique de base pour dépôt électrolytique sur la couche tampon ; former une réserve sur la couche
métallique de base par photolithographie de telle sorte qu’une ouverture soit formée sur la périphérie du sommet
des éléments à effet Hall ; et former la substance magnétique dans l’ouverture sur la couche métallique de base
par dépôt électrolytique.

22. Procédé de fabrication d’un capteur magnétique selon la revendication 20 ou 21, dans lequel la substance magné-
tique est élaborée de telle sorte que l’épaisseur de la substance magnétique est supérieure ou égale à 1 mm et
inférieure à 15 mm.

23. Procédé de fabrication d’un capteur magnétique selon la revendication 22, dans lequel la substance magnétique
est élaborée de telle sorte que l’épaisseur de la substance magnétique se situe dans la gamme de 5 mm à 14 mm.

24. Procédé de fabrication d’un capteur magnétique selon la revendication 20, dans lequel la deuxième couche métal-
lique est élaborée de telle sorte que l’épaisseur est de 0,1 à 2 mm.

25. Procédé de fabrication d’un capteur magnétique selon la revendication 20 ou 24, dans lequel la deuxième couche
métallique est élaborée par pulvérisation cathodique ou dépôt sous vide en phase vapeur.

26. Procédé de fabrication d’un capteur magnétique selon l’une quelconque des revendications 20, 24 et 25, dans
lequel la couche d’alliage métallique présentant l’amplification magnétique est élaborée par dépôt électrolytique sur
la deuxième couche métallique.

27. Procédé de fabrication d’un capteur magnétique selon la revendication 20, dans lequel l’étape de formation de la
couche de base et l’étape de formation de la substance magnétique comprennent en outre l’étape consistant à :
former une couche d’alliage métallique présentant une amplification magnétique sur la deuxième couche métallique.

28. Procédé de fabrication d’un capteur magnétique selon la revendication 20, dans lequel l’étape de formation de la
couche de base et l’étape de formation de la substance magnétique comprennent les étapes consistant à : former
une couche métallique de base pour dépôt électrolytique sur la couche tampon ; former une réserve sur la couche
métallique de base par formation d’un motif de réserve de telle sorte qu’une ouverture avec une forme conique
directe soit formée sur les éléments à effet Hall ; et former la substance magnétique avec l’amplification magnétique
dans l’ouverture au-dessus de la couche métallique de base par dépôt électrolytique de telle sorte que la surface
inférieure de la substance magnétique recouvre partiellement la région de chaque élément à effet Hall.

29. Procédé de fabrication d’un capteur magnétique selon la revendication 28, dans lequel la substance magnétique
est élaborée par photolithographie de telle sorte que l’angle de conicité interne α entre la surface du substrat semi-
conducteur et le côté de la substance magnétique est un angle obtus.

30. Procédé de fabrication d’un capteur magnétique selon la revendication 29, dans lequel l’angle de conicité α est 90°
< α ≤ 120°.
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31. Procédé de fabrication d’un capteur magnétique selon la revendication 28, dans lequel la substance magnétique
est élaborée par photolithographie de telle sorte que l’angle de conicité interne α entre la surface du substrat semi-
conducteur et le côté de la substance magnétique est un angle aigu.

Patentansprüche

1. Magnetsensor, der Folgendes umfasst: ein Halbleitersubstrat (111) mit mehreren Hall-Elementen (112a, 112b) und
eine magnetische Substanz (115) mit magnetischer Verstärkung, auf dem Halbleitersubstrat ausgebildet, gekenn-
zeichnet durch:

eine Basisschicht (114), die eine Basis der magnetischen Substanz ist, wobei die Schicht auf dem Halbleiter-
substrat ausgebildet ist; und
wobei die Basisschicht einen Wärmeausdehnungskoeffizienten aufweist, der von dem der Hall-Elemente dif-
feriert und teilweise ein Gebiet jedes Hall-Elements bedeckt und die magnetische Substanz eine Fläche aufweist,
die größer ist als die Basisschicht, dadurch gekennzeichnet, dass die Basisschicht eine erste Metallschicht
(316a), die aus Ti, W oder einer TiW-Legierung besteht und auf dem Halbleitersubstrat ausgebildet ist, und
eine auf der ersten Metallschicht ausgebildete, Cu enthaltende zweite Metallschicht (316b) umfasst.

2. Magnetsensor nach Anspruch 1, wobei die magnetische Substanz und die Basisschicht kreisförmig sind.

3. Magnetsensor nach Anspruch 1, wobei die magnetische Substanz und die Basisschicht vieleckig sind.

4. Magnetsensor nach Anspruch 1, wobei die Dicke der magnetischen Substanz 1 mm oder mehr und weniger als 15
mm beträgt.

5. Magnetsensor nach Anspruch 4, wobei die Dicke der magnetischen Substanz 5 mm oder mehr und 14 mm oder
weniger beträgt.

6. Magnetsensor nach Anspruch 1, wobei die magnetische Substanz durch Elektroplattieren ausgebildet ist.

7. Magnetsensor nach Anspruch 1, wobei die Dicke der zweiten Metallschicht 0,1 bis 2 mm beträgt.

8. Magnetsensor nach Anspruch 1, wobei die zweite Metallschicht einen Wärmeausdehnungskoeffizienten von 15 bis
20 ppm/°C aufweist.

9. Magnetsensor nach Anspruch 1, wobei die magnetische Substanz aus einer Legierung besteht, die mindestens
zwei Arten von Metall enthält, ausgewählt aus der Gruppe bestehend aus Ni, Fe und Co, und einen Wärmeausdeh-
nungskoeffizienten von 10 bis 15 ppm/°C aufweist.

10. Magnetsensor nach Anspruch 9, wobei eine Pufferbelagspolyimidschicht (315) zwischen dem Halbleitersubstrat
und der ersten Metallschicht ausgebildet ist.

11. Magnetsensor nach einem der Ansprüche 1 bis 6, wobei die magnetische Substanz eine magnetische Legierungs-
schicht umfasst, die aus NiFe besteht und auf der zweiten Metallschicht ausgebildet ist und durch Elektroplattieren
ausgebildet ist.

12. Magnetsensor nach Anspruch 11, wobei die Dicke der ersten Metallschicht 0,01 bis 1 mm beträgt.

13. Magnetsensor nach Anspruch 11 oder 12, wobei eine Pufferbelagsschicht zwischen dem Halbleitersubstrat und
der ersten Metallschicht ausgebildet ist.

14. Magnetsensor nach Anspruch 2, wobei eine Mitte einer magnetischen detektierenden Fläche jedes Hall-Elements
in einem Gebiet vom 0,58 bis 0,99-fachen einer radialen Distanz von einer Mitte der magnetischen Substanz posi-
tioniert ist.

15. Magnetsensor nach Anspruch 14, wobei eine Distanz von einer oberen Oberfläche jedes Hall-Elements zu einer
unteren Oberfläche der magnetischen Substanz 9 bis 20 mm beträgt.
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16. Magnetsensor nach Anspruch 1, wobei die untere Oberfläche der magnetischen Substanz das Gebiet jedes Hall-
Elements teilweise bedeckt und eine Seite der magnetischen Substanz eine verjüngte Gestalt aufweist.

17. Magnetsensor nach Anspruch 16, wobei die magnetische Substanz eine invertierte verjüngte Gestalt aufweist,
wobei ein innerer Verjüngungswinkel α zwischen einer Oberfläche des Halbleitersubstrats und der Seite der mag-
netischen Substanz ein stumpfer Winkel ist.

18. Magnetsensor nach Anspruch 17, wobei der Verjüngungswinkel α 90°<α≤120° ist.

19. Magnetsensor nach Anspruch 16, wobei die magnetische Substanz eine nach vorne verjüngte Gestalt aufweist,
wobei der innere Verjüngungswinkel α zwischen der Oberseite des Halbleitersubstrats und der Seite der magneti-
schen Substanz ein spitzer Winkel ist.

20. Verfahren zum Herstellen eines Magnetsensors mit einem Halbleitersubstrat mit mehreren Hall-Elementen und
einer magnetischen Substanz mit einer magnetischen Verstärkungsfunktion, auf dem Halbleitersubstrat ausgebildet,
umfassend die folgenden Schritte:

eingebettetes Ausbilden der Hall-Elemente unter der oberen Oberfläche des Halbleitersubstrats;
Ausbilden einer Pufferbelagsschicht über den Hall-Elementen;
Ausbilden einer Basisschicht mit einem Wärmeausdehnungskoeffizienten, der von dem der Hall-Elemente dif-
feriert, wobei die Basisschicht ein Gebiet jedes Hall-Elements auf der Pufferbelagsschicht teilweise bedeckt; und
Ausbilden einer magnetischen Substanz auf der Basisschicht, wobei die magnetische Substanz eine Fläche
aufweist, die größer ist als die Fläche der Basisschicht, dadurch gekennzeichnet, dass der Schritt des Aus-
bildens der Basisschicht und der Schritt des Ausbildens der magnetischen Substanz die folgenden Schritte
beinhalten: Ausbilden einer ersten Metallschicht, die aus Ti, W oder einer TiW-Legierung besteht, auf der
Pufferbelagsschicht; Ausbilden einer zweiten Metallschicht, die Cu enthält, auf der ersten Metallschicht; und
Ausbilden einer magnetischen Legierungsschicht mit einer magnetischen Verstärkung auf der zweiten Metall-
schicht.

21. Magnetsensorherstellungsverfahren nach Anspruch 20, wobei der Schritt des Ausbildens der Basisschicht und der
Schritt des Ausbildens der magnetischen Substanz die folgenden Schritte beinhalten: Ausbilden einer Basismetall-
schicht zum Elektroplattieren auf der Pufferbelagsschicht; Ausbilden eines Resist auf der Basismetallschicht durch
Fotolithografie, so dass eine Öffnung an Peripherien der Oberseite der Hall-Elemente ausgebildet wird; und Aus-
bilden der magnetischen Substanz in der Öffnung auf der Basismetallschicht durch Elektroplattieren.

22. Magnetsensorherstellungsverfahren nach Anspruch 20 oder 21, wobei die magnetische Substanz so ausgebildet
wird, dass die Dicke der magnetischen Substanz 1 mm oder mehr und weniger als 15 mm beträgt.

23. Magnetsensorherstellungsverfahren nach Anspruch 22, wobei die magnetische Substanz so ausgebildet wird, dass
die Dicke der magnetischen Substanz in einem Bereich von 5 mm bis 14 mm liegt.

24. Magnetsensorherstellungsverfahren nach Anspruch 20, wobei die zweite Metallschicht so ausgebildet wird, dass
die Dicke 0,1 bis 2 mm beträgt.

25. Magnetsensorherstellungsverfahren nach Anspruch 20 oder 24, wobei die zweite Metallschicht durch Sputtern oder
Vakuumdampfabscheidung ausgebildet wird.

26. Magnetsensorherstellungsverfahren nach einem der Ansprüche 20, 24 und 25, wobei die magnetische Legierungs-
schicht mit der magnetischen Verstärkung durch Elektroplattieren auf der zweiten Metallschicht ausgebildet wird.

27. Magnetsensorherstellungsverfahren nach Anspruch 20, wobei der Schritt des Ausbildens der Basisschicht und der
Schritt des Ausbildens der magnetischen Substanz weiterhin den folgenden Schritt beinhalten: Ausbilden einer
magnetischen Legierungsschicht mit einer magnetischen Verstärkung auf der zweiten Metallschicht.

28. Magnetsensorherstellungsverfahren nach Anspruch 20, wobei der Schritt des Ausbildens der Basisschicht und der
Schritt des Ausbildens der magnetischen Substanz die folgenden Schritte beinhalten: Ausbilden einer Basismetall-
schicht zum Elektroplattieren auf der Pufferbelagsschicht; Ausbilden eines Resist auf der Basismetallschicht durch
Resiststrukturierung, so dass eine Öffnung mit einer nach vorne verjüngten Gestalt über den Hall-Elementen aus-



EP 2 006 700 B1

26

5

10

15

20

25

30

35

40

45

50

55

gebildet wird; und Ausbilden der magnetischen Substanz mit der magnetischen Verstärkung in der Öffnung über
der Basismetallschicht durch Elektroplattieren, so dass eine untere Oberfläche der magnetischen Substanz das
Gebiet jedes Hall-Elements teilweise bedeckt.

29. Magnetsensorherstellungsverfahren nach Anspruch 28, wobei die magnetische Substanz durch Fotolithografie aus-
gebildet wird, so dass ein innerer Verjüngungswinkel α zwischen einer Oberfläche des Halbleitersubstrats und der
Seite der magnetischen Substanz ein stumpfer Winkel ist.

30. Magnetsensorherstellungsverfahren nach Anspruch 29, wobei der Verjüngungswinkel α 90°<α≤120° ist.

31. Magnetsensorherstellungsverfahren nach Anspruch 28, wobei die magnetische Substanz durch Fotolithografie aus-
gebildet wird, so dass der innere Verjüngungswinkel α zwischen der Oberfläche des Halbleitersubstrats und der
Seite der magnetischen Substanz ein spitzer Winkel ist.
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