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Description

[0001] Embodiments of the present invention relate to
messaging. In particular, they relate to depositing elec-
tronic messages at particular locations for later retrieved
by another person.
[0002] It has been possible to drop physical messages
at certain locations so that they can be picked up later
by another person. For example, some railway stations
provide message boards on which messages can be writ-
ten.
[0003] It would be desirable to be able to deposit an
electronic message at a particular location so that it can
be retrieved later by another person.
[0004] It would be preferred if this could be achieved
without investing in permanent infrastructure at specific
locations.
[0005] EP 1107508 A1 discloses a method in a com-
munication system comprising one or more networks.
Each network consists of nodes interconnected by point-
to-point links. The system supports distribution of broad-
cast messages to nodes in the networks. In the method
a broadcast message is received at a node in the com-
munications system. The node considers the risk for re-
dundant distribution of the broadcast message. Redun-
dant distribution of the broadcast message in the com-
munication system is avoided by sending a cancellation
of broadcast message from the node that received the
broadcast message to other nodes in the system. The
message includes information of the broadcast message
to be cancelled. The cancellation message is then han-
dled at the nodes receiving the cancellation message in
certain ways. Usually, the communication system com-
prises two or more networks, whereby a part of the nodes
are forwarding nodes, which tie the networks together
and which are able to forward messages from one of the
networks to another. Then, the nodes to which the can-
cellation of broadcast message is sent are forwarding
nodes. Redundant distribution of broadcast messages is
thereby avoided.
[0006] The present invention is as set out in the inde-
pendent claims.
[0007] According to one aspect of the disclosure there
is provided a device for transmitting a message for re-
ception by another device, comprising: a processor for
adding location information to the message, before trans-
mission, wherein the location information identifies an
area within which the message is to be hosted for recep-
tion by the other device; and a transmitter for transmitting
the message, with the location information.
[0008] According to another aspect of the disclosure
there is provided a method of locating a message within
a particular area comprising the steps of: adding location
information to a message, before transmission, identify-
ing the area within which the message is to be hosted;
and transmitting the message, with the location informa-
tion.
[0009] According to a further aspect of the disclosure

there is provided a data structure for reception by a device
and storage therein, comprising: a message portion and
an information portion, wherein the information portion
identifies an area within which the data structure will be
hosted by the device.
[0010] According to a still further aspect of the disclo-
sure there is provided a device for receiving a message
hosted as separate portions by a plurality of devices that
are participating in an ad-hoc network and are located
within an area identified by the message, comprising: a
transmitter for broadcasting a request within the ad-hoc
network; a receiver for receiving replies comprising por-
tions of the message; and a processor for reproducing
the message from the received portions.
[0011] According to another aspect of the disclosure
there is provided a device for hosting a data structure
comprising a portion of a message and an information
portion identifying an area while the device remains with-
in that area, comprising: a memory for storing a data
structure comprising a message portion and an informa-
tion portion, wherein the information portion identifies an
area; positioning means for determining the location of
the device; and a transmitter controllable to transmit the
data structure to another device when the positioning
means indicates that the device is no longer located with-
in the area.
[0012] Thus in embodiments of the invention geo-
graphically dependent information (a message) is stored
in an ad hoc database the distributed component parts
of which may vary in time but the location of which is
substantially fixed.
[0013] For a better understanding of the present inven-
tion and to understand how the same may be brought
into effect reference will now be made by way of example
only to the accompanying figures in which:

Fig. 1 illustrates an ad-hoc radio network of mobile
radio transceiver devices;
Fig 2 illustrates a mobile radio transceiver device
suitable for participating in the network;
Fig 3 illustrates a data structure including a portion
of a message;
Fig 4a illustrates a process of depositing a private,
location dependent, message; and
Fig 4b illustrates a process of depositing a public,
location dependent, message.

[0014] Fig 1 illustrates an ad-hoc radio network 2 of
mobile radio transceiver devices 10, 12, 14, 16. The net-
work 2 may be a Bluetooth piconet or scalternet with the
mobile radio transceiver devices operating as low power
radio frequency transceivers over a range of tens of me-
tres. The network may alternatively be some other type
of local area radio network.
[0015] The network 2 occupies a geographical area A2
illustratively inscribed by the circular perimeter 7. It has
a sub-network 4, within the geographical area A1 in-
scribed by the circular perimeter 5. The sub-network 4
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includes the radio transceiver devices 10, 12 and 14. The
radio transceiver device 16 lies outside the area A1 and
the sub-network 4.
[0016] A first message M1 is made location dependent
by associating it with a geographical area e.g. A1. The
message is divided into portions and the separate por-
tions are stored only by some or all of the mobile trans-
ceiver devices 10, 12 and 14 within the area A1. When
a mobile transceiver device leaves the area A1 then the
portion(s) of M1 that it stores (if any) are transferred to
one or more mobile transceiver devices that are presently
within the area A1. The message M1 is therefore distrib-
uted amongst a plurality of mobile transceiver devices
presently located within the area A1 and the identity of
the plurality of transceiver devices can change as mobile
transceiver devices leave and enter the area A1. The
portions of the message M1 are therefore stored in a first
adaptive database that comprises an ad-hoc network of
transceiver devices 10, 12, 14 that are distributed over
an area A1 associated with the message M1. The first
database can be queried by a mobile radio transceiver
to retrieve the message M1.
[0017] A message M2 is made location dependent by
associating it with a geographical area A2. The message
is divided into portions and the separate portions are
stored only by some or all of the mobile transceiver de-
vices 10, 12, 14 and 16 within the area A2. When a mobile
transceiver device leaves the area A2 then the portion
(s) of M2 that it stores (if any) are transferred to one or
more mobile transceiver devices that are presently within
the area A2. The message M2 is therefore distributed
amongst a plurality of mobile transceiver devices pres-
ently located within the area A2 and the identity of the
mobile transceiver devices can change as transceiver
devices leave and enter the area A2. The portions of the
message M2 are therefore stored in a second adaptive
database that comprises an ad-hoc network of transceiv-
er devices 10, 12, 14, 16 that are distributed over an area
A2 associated with the message M2. The second data-
base can be queried by a mobile radio transceiver to
retrieve the message M1.
[0018] The transceivers 10, 12 and 14 located within
both area A1 and A2 may store, at the same time, a por-
tion or portions of the messages M1 and M2.
[0019] Fig 2 illustrates a mobile radio transceiver de-
vice 10 suitable for participating in the network 2. The
radio transceivers 12, 14 and 16 of Fig. 1 are similar. The
radio transceiver device 10 comprises a radio frequency
transmitter 22 and a radio frequency receiver 24, a mem-
ory 30, a Man-Machine-Interface (MMI) 28, a GPS re-
ceiver 26, and a processor 20. The processor is connect-
ed to each of the other components. The processor 20
is arranged to control the data transmitted by the radio
frequency transmitter 22. The processor 20 is arranged
to receive data from the radio frequency receiver 24 that
has been transmitted to the device 10 by another device
participating in the network 2. The GPS receiver 26 pro-
vides positioning data to the processor 20 that identifies

the position of the radio transceiver device 10. The mem-
ory 30 may be written to or read from by the processor
20. The MMI 28 is operable to provide input data to the
processor or to provide output data from the processor
to the user of the device 10.
[0020] The mobile radio transceiver device 10 can be
used to deposit a location dependent message as mul-
tiple data structures in a distributed database, to operate
as part of the distributed database storing a portion of a
location dependent message as a data structure or to
retrieve the location dependent message from the dis-
tributed database where it is stored as multiple data struc-
tures.
[0021] Fig 3 illustrates a data structure 40, which is
used as the vehicle for depositing, storing and retrieving
portions of a message. The data structure 40 comprises
a target area header 42, an ID 44, a sequence number
46, and a message payload 48. The message payload
48 contains a portion of a message. The target header
42 comprises location information that identifies the tar-
get area within which the data structure is to be stored.
The location information may define the target area as
the centre and radius of a circle e.g. (centre, range). The
ID is optional. It may be used for private messages to
identify the depositor of the message or the depositor’s
radio transceiver device and/or it may identify the intend-
ed recipient of the message or the intended recipient’s
radio transceiver device. The sequence number is differ-
ent for each message portion of the same message. It is
used for reassembling the message in the correct order
from the various message portions. If encryption is used
to secure the data structure 40, the target area header
42 and ID 44 are in the clear and the payload 48 is en-
crypted. The sequence number 46 is optionally encrypt-
ed.
[0022] The deposition of a private, location dependent
message will now be described with reference to Fig 4a.
The steps occur within the processor 20 unless otherwise
indicated.
[0023] The message is input at step 50. The user may
for example enter the message via the MMI 28 or it may
be already stored in the memory 30. The message may
be any type of message such as an alphanumeric text
message, a picture, an audio file, a video clip or a similar
multimedia message.
[0024] The message is redundantly encoded at step
54 before it is divided into separate portions at step 56.
The encoding step 54 is optional, but advantageously
allows the original message to be recreated in a retrieving
device even if all of the message portions are not received
at the retrieving device.
[0025] The data structure is then created with steps
58, 60 and 62. Each message portion forms the message
payload 48 of a data structure 40. At step 58 a different
sequence number 46 is added before each message
payload for the same message. The sequence numbers
46 order the separate data structures 40 in a manner
corresponding to the order in which the message portions
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therein should be recombined to recover the original
message. At step 60, the ID 44 is added before the se-
quence number 46. The ID 44 is the same for data struc-
tures of the same message. At step 62, the target area
header 42 is added before the ID 44. The target area
header 42 is the same for data structures 40 of the same
message. The target area header comprises location in-
formation, identifying a target area, that has been input
at step 52. In one embodiment, the user enters the loca-
tion information via the MM1 28. In another embodiment,
the location information is based upon the position of the
device only or the position of the device and a user input.
The position of the device is for example determined by
the GPS receiver 26.
[0026] Each data structure 40 of the message is then
optionally encrypted at step 64 using the private key of
the depositor and then optionally encrypted at step 66
using the public key of the intended recipient of the mes-
sage.
[0027] Each data structure is then transmitted at step
68. The data structure may be included within the payload
of a radio packet, such as a Bluetooth radio packet, be-
fore transmission. The transmission step 68 is preferably
selective, in that the transmitter 22 is controlled by proc-
essor 20 to transmit to only radio transceiver devices
which are within the target area for the message. For
example, referring to Fig 1, if the target area was A1 and
the depositing device is the mobile radio transceiver de-
vice 14, then the device 14 selectively communicates
within the sub-network 4 and transfers the data structures
to the mobile radio transceiver devices 10 and 12.
[0028] The processor 20 is capable of identifying which
of its neighbouring mobile radio transceiver devices are
within the target area by storing location dependent ad-
dresses for the devices. For example, the network 2 may
identify the participating radio transceiver devices using
location dependent IP addresses. The IP address com-
prises a prefix, such as the site-local unicast address
(1111111011) in IPv6, a, location identifier (x bits), and
a stateless address (118-x bits). The location identifier
may be a GPS position which is 80 bits.
[0029] The deposition of a public, location dependent
message is illustrated in Fig 4b. In the following descrip-
tion, the steps occur within the processor 20 unless oth-
erwise indicated. The message is input at step 50 as
described with reference to Fig 4a. The redundant en-
coding step 54 is omitted. The data structure is then cre-
ated with steps 58 and 62 as described with reference
to Fig 4a. Step 60 is omitted. The data structures are
then transmitted at step 68 as described with reference
to Fig 4a.
[0030] The retrieval of a location dependent message
is initiated by a mobile radio transceiver device, for ex-
ample device 16 of Fig 1, which participates in the net-
work 2 broadcasting a request. The request is received
by the other mobile radio transceiver devices 10, 12, 14
participating in the network 2. The request may have a
different format depending upon whether it is intended

to retrieve a private message or a public message. If a
public message is to be retrieved, the request identifies
the requesting radio transceiver device so that the req-
uisite data structures can be transmitted to it. If a private
message is to be retrieved, the request identifies the re-
questing radio transceiver device and the ID of the data
structure to be retrieved.
[0031] The retrieving device 16 receives the data struc-
tures transmitted in response to the request and stores
them in the memory 30. It additionally monitors the se-
quence numbers and systematically increases the
broadcast range of the transmitted request until either it
has received all of the data structures of the message or
it is no longer receiving any data structures for that mes-
sage.
[0032] The retrieving device 16 decrypts the retrieved
data structures, if necessary, using its private key, then
the depositor’s public key. The message portions within
the message payloads 48 of the data structures are con-
catenated in the order defined by the data structures’
sequence numbers. The concatenated message por-
tions either are the recovered message or they are de-
coded (reverse of redundant encoding) to recover the
original message. The message is then stored in the
memory 30 from where it can be read for out to a user
via the MMI 28.
[0033] A mobile radio transceiver device 10 is operable
as part of a distributed database that stores the data
structures formed from a message. The mobile device
10 stores one or more data structures in its memory 30.
Each stored data structure 40 comprises a target area
header 42 that identifies a target area within which that
data structure 40 should be stored. While the device 10
remains within the target area of a data structure stored
in its memory 30, it hosts that data structure by retaining
it in its memory. However, when the mobile device 10
moves outside the target area of a data structure stored
in the memory 30, it transfers that data structure to a
radio transceiver device that is within the area. The proc-
essor 20 receives current position data from the GPS
receiver 26 (or some similar positioning circuitry). It com-
pares the current position data with the target areas iden-
tified by the target area headers 42 of the data structures
40 stored in memory 30. If the current position of the
device 10 is outside the target area identified by a data
structure, that data structure 40 is prepared for transmis-
sion. It is removed from the memory 30 and placed in the
payload of a packet, which is transmitted to a selected
radio transceiver device. The radio transceiver may be
selected because it is positioned within the area identified
by the target area header 42 of the data structure 40 to
be transferred. The radio transceiver may be selected
because there is no neighbouring radio transceiver de-
vice within the target area, but it is the nearest device to
the target area
[0034] The processor 20 is capable of identifying which
of its neighbouring radio transceiver devices are within
the target area by storing location dependent addresses
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for the devices. For example, the network 2 may identify
the participating radio transceiver devices using location
dependent IP addresses. The IP address comprises a
prefix, such as the site-local unicast address
(1111111011) in IPv6, a, location identifier (x bits), and
a stateless address (118-x bits). The location identifier
may be a GPS position which is 80 bits.
[0035] A mobile radio transceiver device 10, operable
as part of a distributed database, is capable of receiving
data structures via the radio frequency receiver 24 which
were transmitted by a depositing mobile radio transceiver
device and storing them in the memory 30. A mobile radio
transceiver device 10, operable as part of a distributed
database, is capable of responding to a request received
via the radio frequency receiver 24 from a retrieving mo-
bile radio transceiver device to transfer the requested
data structures from its memory 30 to the retrieving mo-
bile radio transceiver device.
[0036] According to one embodiment, requested data
structures will only be transferred to a retrieving radio
transceiver device that is located within the target area
identified by the data structures.
[0037] The mobile radio transceiver devices may have
other uses. They may for example be mobile phones or
personal digital assistants which have some mechanism
for forming an ad-hoc network (e.g. Bluetooth enabled)
and have some mechanism for determining their position
(e.g. GPS enabled).
[0038] According to a first aspect of the disclosure,
there is provided a device for transmitting a message for
reception by another device, comprising:

a processor for adding location information to the
message, before transmission, wherein
the location information identifies an area within
which the message is to be hosted for reception by
the other device; and
a transmitter for transmitting the message, with the
location information.

[0039] The processor may be arranged to create a plu-
rality of data structures by dividing the message into a
plurality of separate message portions and adding the
same location information to each message portion and
the transmitter is controllable to transmit the data struc-
tures for storage in devices located within the area.
[0040] The transmitter may be controllable to transmit
the data structures directly to neighbouring devices par-
ticipating in the ad-hoc network and located within the
area.
[0041] The device may further comprise a coder for
redundantly encoding the message portions.
[0042] The processor may add a different sequence
number to each data structure.
[0043] The processor may add the same ID to each
data structure.
[0044] The ID may identify the device or device user.
[0045] The ID may identify the intended recipient de-

vice or user of the message.
[0046] The device may further comprise a user input
for input of the location information by a user of the device.
[0047] The device may further comprise positioning
means for positioning the device and determining at least
a portion of the location information.
[0048] The processor may control the transmitter to
transmit to a selected one or ones of neighbouring de-
vices.
[0049] The device may be arranged to identify the lo-
cation of neighbouring devices.
[0050] The device may be arranged to store the loca-
tion dependent addresses of neighbouring devices.
[0051] The transmitter may selectively transmit directly
to devices located within the area.
[0052] According to another aspect of the disclosure,
there is provided a method of locating a message within
a particular area comprising the steps of:

adding location information to a message, before
transmission, identifying the area within which the
message is to be hosted; and
transmitting the message, with the location informa-
tion.

[0053] According to another aspect of the disclosure,
there is provided a data structure for reception by a device
and storage therein, comprising:

a message portion and an information portion,
wherein the information portion identifies an area
within which the data structure will be hosted by the
device.

[0054] According to another aspect of the disclosure,
there is provided a device for receiving a message hosted
as separate portions by a plurality of devices that are
participating in an ad-hoc network and are located within
an area identified by the message, comprising:

a transmitter for broadcasting a request within the
ad-hoc network;
a receiver for receiving replies comprising portions
of the message; and
a processor for reproducing the message from the
received portions.

[0055] The request may comprise an ID identifying the
device or its user.
[0056] The request may comprise an ID identifying the
device or the user of a device from which a message is
expected.
[0057] The request may additionally comprise an ad-
dress for the device.
[0058] The processor may use sequence numbers
within the received portions for combining the message
portions in the correct order.
[0059] The message portions may have been redun-
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dantly encoded and the processor may use a decoder to
enable the message to be reproduced although not all
of the portions of the message have been received.
[0060] According to another aspect of the disclosure,
there is provided a device for hosting a data structure
comprising a portion of a message and an information
portion identifying an area while the device remains with-
in that area, comprising:

a memory for storing a data structure comprising a
message portion and an information portion, wherein
the information portion identifies an area;
positioning means for determining the location of the
device; and
a transmitter controllable to transmit the data struc-
ture to another device when the positioning means
indicates that the device is no longer located within
the area.

[0061] The device may be arranged to identify the lo-
cation of neighbouring devices.
[0062] The device may be arranged to store the loca-
tion dependent addresses of neighbouring devices.
[0063] The device may further comprise selection
means for selecting the another device to which the data
structure is transmitted.
[0064] The another device may be located within the
area.
[0065] The positioning means may comprise at least
a Global Positioning Satellite receiver.
[0066] The positioning means may comprise at least
a cellular mobile telephone receiver.
[0067] The device may be arranged to store multiple
data structures each data structure identifying the same
area and comprising a different portion of the same mes-
sage, wherein the transmitter is controllable to send the
multiple data structures to one or more other devices
located within the area when the positioning means in-
dicates that the device is no longer located within the
area.
[0068] The device may be arranged to store multiple
data structures each data structure identifying the same
area and comprising a portion of a different message,
wherein the transmitter is controllable to send the multiple
data structures to one or more other devices located with-
in the area when the positioning means indicates that the
device is no longer located within the area.
[0069] The device may transfer the data structure to
the another device such that the data structure is re-
moved from the memory.
[0070] The device may be arranged to participate in
an ad-hoc network including the another device.
[0071] According to another aspect of the disclosure,
there is provided an adaptive database, for storing por-
tions of a message as data structures, comprising an ad-
hoc network of participating devices at set out above,
wherein the participating devices are distributed within
the area associated with the data structures.

[0072] According to another aspect of the disclosure,
there is provided an ad-hoc network of participating de-
vices operable to locate the portions of a message within
an area defined by each of the message portions, where-
in the message portions are in distributed storage
amongst participating devices within the area and each
participating device is arranged so that when it moves
from inside to outside the area the message portion(s),
defining the area, stored by that device are transferred
to another device within the area.
[0073] According to another aspect of the disclosure,
there is provided a device, for participating in an ad-hoc
radio communications network and transmitting a mes-
sage for receipt by another device, comprising a proces-
sor arranged to create separate data structures by divid-
ing the message into a plurality of separate message
portions and adding the same location information to
each of the separate message portions; and
a transmitter for transmitting the data structures sepa-
rately for storage in devices located within the area.
[0074] According to another aspect of the disclosure,
there is provided a device for transmitting a message for
reception by another device, comprising:

a processor for adding location information to the
message, before transmission, wherein the location
information identifies an area within which the mes-
sage is to be made available for reception by the
other device; and
a transmitter for transmitting the message, with the
location information.

Claims

1. A mobile communications device (16) comprising:

a transmitter (22) configured to broadcast a
message pickup request within an ad-hoc net-
work (2) of a plurality of mobile communications
devices (12,14);
a receiver (24) configured to receive replies,
from the plurality of mobile communications de-
vices (12,14) in the ad-hoc network, comprising
portions of a message, wherein the message is
hosted as separate portions by the plurality of
mobile communications devices (12,14) that are
participating in the ad-hoc network and are lo-
cated within an area (7) identified by the mes-
sage; and
a processor (20) configured to reproduce the
message from the received portions.

2. A mobile communications device (16) as claimed in
claim 1, wherein the message pickup request com-
prises an ID identifying the mobile communications
device (16) or its user.
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3. A mobile communications device (16) as claimed in
claim 1 or 2, wherein the message pickup request
comprises an ID identifying a mobile communica-
tions device (10) or a user of the mobile communi-
cations device (10) from which the message is ex-
pected.

4. A mobile communications device (16) as claimed in
any one of claims 1 to 3, wherein the message pickup
request additionally comprises an address for the
mobile communications device.

5. A mobile communications device (16) as claimed in
any one of claims 1 to 4, wherein the processor (20)
is configured to use sequence numbers within the
received portions for combining the message por-
tions in a correct order.

6. A mobile communications device (16) as claimed in
any one of claims 1 to 5, wherein the message por-
tions have been redundantly encoded and the proc-
essor (20) is configured to use a decoder to enable
the message to be reproduced although not all of
the portions of the message have been received.

7. A method comprising;
broadcasting a message pickup request within an
ad-hoc network (2) of a plurality of mobile commu-
nications devices (12,14);
receiving replies, from the plurality of mobile com-
munications devices (12,14) in the ad-hoc network,
comprising portions of a message, wherein the mes-
sage is hosted as separate portions by the plurality
of mobile communications devices (12,14) that are
participating in the ad-hoc network and are located
within an area (7) identified by the message; and
reproducing the message from the received por-
tions.

8. A method as claimed in claim 7, wherein the mes-
sage pickup request comprises an ID identifying a
mobile communications device (16) or a user of the
mobile communications device (16) from which the
message pickup request is broadcasted.

9. A method as claimed in claim 7 or 8, wherein the
message pickup request comprises an ID identifying
a mobile communications device (10) or the user of
the mobile communications device (10) from which
a message is expected.

10. A method as claimed in any one of claims 7 to 9,
wherein the message pickup request additionally
comprises an address for a mobile communications
device.

11. A method as claimed in any one of claims 7 to 10,
further comprising using sequence numbers within

the received portions for combining the message
portions in a correct order.

12. A method as claimed in any one of claims 7 to 11,
wherein the message portions have been redun-
dantly encoded and wherein the method further com-
prises using a decoder to enable the message to be
reproduced although not all of the portions of the
message have been received,

Patentansprüche

1. Mobilkommunikationsvorrichtung (16), umfassend:

einen Sender (22), konfiguriert zum Rundsen-
den einer Nachrichtenaufnahme-Anforderung
innerhalb eines Adhoc-Netzwerks (2) einer Viel-
zahl von Mobilkommunikationsvorrichtungen
(12, 14);
einen Empfänger (24), konfiguriert zum Emp-
fangen von Antworten von der Vielzahl von Mo-
bilkommunikationsvorrichtungen (12, 14) in
dem Adhoc-Netzwerk, Vergleichen von Ab-
schnitten einer Nachricht, wobei die Nachricht
als separate Abschnitte durch die Vielzahl von
Mobilkommunikationsvorrichtungen (12, 14),
die an dem Adhoc-Netzwerk teilnehmen und in-
nerhalb eines durch die Nachricht identifizierten
Gebiets (7) angeordnet sind, aufgenommen
wird; und
einen Prozessor (20), konfiguriert zum Repro-
duzieren der Nachricht aus den empfangenen
Abschnitten.

2. Mobilkommunikationsvorrichtung (16) nach An-
spruch 1, wobei die Nachrichtenaufnahme-Anforde-
rung eine ID umfasst, die die Mobilkommunikations-
vorrichtung (16) oder ihren Benutzer identifiziert.

3. Mobilkommunikationsvorrichtung (16) nach An-
spruch 1 oder 2, wobei die Nachrichtenaufnahme-
Anforderung eine ID umfasst, die eine Mobilkommu-
nikationsvorrichtung (10) oder einen Benutzer der
Mobilkommunikationsvorrichtung (10), von der die
Nachricht erwartet wird, identifiziert.

4. Mobilkommunikationsvorrichtung (16) nach einem
der Ansprüche 1 bis 3, wobei die Nachrichtenauf-
nahme-Anforderung zusätzlich eine Adresse für die
Mobilkommunikationsvorrichtung umfasst.

5. Mobilkommunikationsvorrichtung (16) nach einem
der Ansprüche 1 bis 4, wobei der Prozessor (20)
konfiguriert ist, Folgenummern innerhalb der emp-
fangenen Abschnitt zum Kombinieren der Nachrich-
tenabschnitte in einer richtigen Reihenfolge zu ver-
wenden.
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6. Mobilkommunikationsvorrichtung (16) nach einem
der Ansprüche 1 bis 5, wobei die Nachrichtenab-
schnitte redundant codiert wurden und der Prozes-
sor (20) konfiguriert ist, einen Decodierer zu verwen-
den, um zu ermöglichen, dass die Nachricht repro-
duziert wird, obwohl nicht alle der Abschnitte der
Nachricht empfangen wurden.

7. Verfahren, umfassend:

Rundsenden einer Nachrichtenaufnahme-An-
forderung innerhalb eines Adhoc-Netzwerks (2)
einer Vielzahl von Mobilkommunikationsvor-
richtungen (12, 14);
Empfangen von Antworten von der Vielzahl von
Mobilkommunikationsvorrichtungen (12, 14) in
dem Adhoc-Netzwerk, Vergleichen von Ab-
schnitten einer Nachricht, wobei die Nachricht
als separate Abschnitte durch die Vielzahl von
Mobilkommunikationsvorrichtungen (12, 14),
die an dem Adhoc-Netzwerk teilnehmen und in-
nerhalb eines durch die Nachricht identifizierten
Gebiets (7) angeordnet sind, aufgenommen
wird; und
Reproduzieren der Nachricht aus den empfan-
genen Abschnitten.

8. Verfahren nach Anspruch 7, wobei die Nachrichten-
aufnahme-Anforderung eine ID umfasst, die eine
Mobilkommunikationsvorrichtung (16) oder einen
Benutzer der Mobilkommunikationsvorrichtung (16),
von der die Nachrichtenaufnahme-Anforderung
rundgesendet wird, identifiziert.

9. Verfahren nach Anspruch 7 oder 8, wobei die Nach-
richtenaufnahme-Anforderung eine ID umfasst, die
eine Mobilkommunikationsvorrichtung (10) oder den
Benutzer der Mobilkommunikationsvorrichtung (10),
von der eine Nachricht erwartet wird, identifiziert.

10. Verfahren nach einem der Ansprüche 7 bis 9, wobei
die Nachrichtenaufnahme-Anforderung zusätzlich
eine Adresse für eine Mobilkommunikationsvorrich-
tung umfasst.

11. Verfahren nach einem der Ansprüche 7 bis 10, ferner
umfassend, Folgenummern innerhalb der empfan-
genen Abschnitte zum Kombinieren der Nachrich-
tenabschnitte in einer richtigen Reihenfolge zu ver-
wenden.

12. Verfahren nach einem der Ansprüche 7 bis 11, wobei
die Nachrichtenabschnitte redundant codiert wur-
den und wobei das Verfahren ferner einen Decodie-
rer umfasst, um zu ermöglichen, dass die Nachricht
reproduziert wird, obwohl nicht alle der Abschnitte
der Nachricht empfangen wurden.

Revendications

1. Dispositif de communication mobile (16),
comprenant :

un émetteur (22) configuré pour diffuser une de-
mande de récupération de message au sein
d’un réseau ad hoc (2) d’une pluralité de dispo-
sitifs de communication mobiles (12, 14) ;
un récepteur (24) configuré pour recevoir, de-
puis la pluralité de dispositifs de communication
mobiles (12, 14) dans le réseau ad hoc, des ré-
ponses comprenant des parties d’un message,
le message étant hébergé sous forme de parties
distinctes par la pluralité de dispositifs de com-
munication mobiles (12, 14) qui participent au
réseau ad hoc et occupent une zone (7) identi-
fiée par le message ; et
un processeur (20) configuré pour reproduire le
message à partir des parties reçues.

2. Dispositif de communication mobile (16) selon la re-
vendication 1, dans lequel la demande de récupé-
ration de message comprend un identificateur iden-
tifiant le dispositif de communication mobile (16) ou
son utilisateur.

3. Dispositif de communication mobile (16) selon la re-
vendication 1 ou 2, dans lequel la demande de ré-
cupération de message comprend un identificateur
identifiant un dispositif de communication mobile
(10) ou un utilisateur du dispositif de communication
mobile (10) depuis lequel le message est attendu.

4. Dispositif de communication mobile (16) selon l’une
quelconque des revendications 1 à 3, dans lequel la
demande de récupération de message comprend en
outre une adresse pour le dispositif de communica-
tion mobile.

5. Dispositif de communication mobile (16) selon l’une
quelconque des revendications 1 à 4, dans lequel le
processeur (20) est configuré pour utiliser des nu-
méros de séquence dans les parties reçues afin de
combiner les parties du message dans un ordre cor-
rect.

6. Dispositif de communication mobile (16) selon l’une
quelconque des revendications 1 à 5, dans lequel
les parties du message ont fait l’objet d’un codage
redondant, et le processeur (20) est configuré pour
utiliser un décodeur pour permettre de reproduire le
message même si toutes les parties du message
n’ont pas été reçues.

7. Procédé, comprenant les étapes consistant à :

diffuser une demande de récupération de mes-

13 14 



EP 2 501 161 B1

9

5

10

15

20

25

30

35

40

45

50

55

sage au sein d’un réseau ad hoc (2) d’une plu-
ralité de dispositifs de communication mobiles
(12, 14) ;
recevoir, depuis la pluralité de dispositifs de
communication mobiles (12, 14) dans le réseau
ad hoc, des réponses comprenant des parties
d’un message, le message étant hébergé sous
forme de parties distinctes par la pluralité de dis-
positifs de communication mobiles (12, 14) qui
participent au réseau ad hoc et occupent une
zone (7) identifiée par le message ; et
reproduire le message à partir des parties re-
çues.

8. Procédé selon la revendication 7, dans lequel la de-
mande de récupération de message comprend un
identificateur identifiant un dispositif de communica-
tion mobile (16) ou un utilisateur du dispositif de com-
munication mobile (16) depuis lequel la demande de
récupération de message est diffusée.

9. Procédé selon la revendication 7 ou 8, dans lequel
la demande de récupération de message comprend
un identificateur identifiant un dispositif de commu-
nication mobile (10) ou l’utilisateur du dispositif de
communication mobile (10) depuis lequel un mes-
sage est attendu.

10. Procédé selon l’une quelconque des revendications
7 à 9, dans lequel la demande de récupération de
message comprend en outre une adresse pour un
dispositif de communication mobile.

11. Procédé selon l’une quelconque des revendications
7 à 10, comprenant en outre l’étape consistant à uti-
liser des numéros de séquence dans les parties re-
çues afin de combiner les parties du message dans
un ordre correct.

12. Procédé selon l’une quelconque des revendications
7 à 11, dans lequel les parties du message ont fait
l’objet d’un codage redondant, et comprenant en
outre l’étape consistant à utiliser un décodeur pour
permettre de reproduire le message même si toutes
les parties du message n’ont pas été reçues.
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