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(54) System and method to coat glass with a lubricating dispersion during the drop to blank molds

(57) A system and method for coating glass gobs (30)
with a liquid-based lubricating dispersion during their
drop to blank glass container molds (34) which provides
sufficient lubrication to the glass container molds without
requiring swabbing of the glass container molds. The lu-
bricating dispersion is sprayed onto hot glass gobs as
they fall from the gob supply system (32) through an en-
closure (50) prior to their distribution by the gob distribu-
tion system (42) into blank molds (34). The lubricating
dispersion coats the falling glass gobs to lubricate the
glass gobs as well as the molds.
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Description

[0001] This patent application claims priority of U.S.
Patent Application No. 13/833,168, filed on March 15,
2013, and U.S. Patent Application No. 14/184,383, filed
February 19, 2014, both entitled "System and Method to
Coat Glass Gobs With A Lubricating Dispersion During
The Drop To Blank Molds".
[0002] The present invention relates generally to the
lubrication of glass container manufacturing molds, and
more particularly to an improved system and method for
coating glass gobs with a liquid-based lubricating disper-
sion during their drop to blank glass container molds
which provides sufficient lubrication to the glass contain-
er molds without requiring swabbing of the glass contain-
er molds.
[0003] Glass containers produced on individual sec-
tion (I.S.) machines are manufactured in two steps, the
first of which is performed in a blank (or parison) mold
that forms a glass container preform or parison, and the
second of which blows the preform into the glass con-
tainer. Discrete segments of molten glass referred to in
the industry as glass "gobs" are sheared from a contin-
uous stream of hot glass from a feeder, with the gobs
then being distributed by a gob distributor to multiple
glass delivery systems consisting of scoops, troughs, and
deflectors into the respective blank molds in the section
of the IS machine. This delivery of gobs into the blank
molds is referred to in the industry as "loading" the blank
molds.
[0004] The gobs of hot glass in the blank molds are
then formed into pre-containers referred to as parisons,
either by using a metal plunger to push the glass gob into
the blank mold, or by blowing the glass gob out from
below into the blank mold. The blank mold then opens
and the parisons are inverted and transferred to blow
molds, where the parisons are blown out into the shape
of finished glass containers. The blown parisons are then
cooled in the blow molds to the point where they are
sufficiently rigid to be gripped and removed from the blow
stations.
[0005] The final glass thickness distributions in the fin-
ished glass containers are to a large extent determined
in the blank molds, with the exception of anomalies which
may be caused by improper parison invert speed and
timing. For any particular glass container design, for the
most part, the manner in which the glass is distributed in
the finished glass container is determined by the glass
distribution in the parison. In order to obtain the proper
glass distribution in the parison, it is necessary to ensure
that the hot gobs load properly into the blank molds,
meaning that the gobs must load deeply into the blank
molds. Additionally, it is also necessary to have a slippery
interface between the glass material in the gobs and the
interior surfaces of the blank molds both to facilitate the
molding process as well as to ensure proper release of
the parisons from the blank molds.
[0006] Both of these objectives have been achieved in

the industry by lubricating the interiors of the parison
molds in a process referred to as "swabbing" the blank
molds. The swabbing operation is typically performed by
an operator using a brush dipped beforehand into a lu-
bricant. Commercially prepared swabbing compound
typically includes the same basic ingredients, namely
graphite, sulfur compounds, and proprietary additives,
all in a petroleum-based suspension. See, for example,
U.S. Patent No. 3,242,075, to Hunter, which teaches a
high temperature lubricant consisting of graphite parti-
cles, an oil carrier, a film-forming polymer ("filomer"), and
an antioxidant. Swabbing is typically performed with the
I.S. machine in normal operation, although at least one
gob operating cycle must be dropped to allow sufficient
time to perform the swabbing operation with an accept-
able degree of safety.
[0007] During the swabbing operation, the operator
must manually intervene by stopping the operation of the
molds long enough to swab the blank molds (and possibly
the neck rings and blow mold) with the lubricant, which
is a labor-intensive operation that must be done in order
to prevent potential jam ups of the molding apparatus
due to insufficient lubricant. Further, the lubrication of the
blank molds is often done on an at least somewhat irreg-
ular basis, which may vary the degree to which the blank
molds are lubricated. Still further, the quantity of the lu-
bricant deposited inside the blank mold may be more or
less than the necessary quantity, and the deposited lu-
bricant inside the blank mold may be uneven. Thus, it
will be appreciated that swabbing as an operation is far
from precise and as such is at least somewhat irregular.
[0008] Alternatives to manual swabbing have been
proposed. Several examples of such alternatives provide
different methods of applying the lubricant to the blank
molds. U.S. Patent No. 5,597,306, to Tohjo, teaches a
robot swabbing device that carries a swabbing member
rubbing a swabbing lubricant onto blank molds. U.S. Pat-
ent No. 8,375,743, to Zanella et al., teaches a process
for spraying lubricant through a spray tube inserted into
the blank molds. While both of these devices have the
advantage of reducing the danger to the machine oper-
ator, they both also have the potential disadvantage of
being imprecise in their application of lubricant into the
blank molds.
[0009] There are several potential downsides of both
manual swabbing of the blow molds and either robot
swabbing of the blank molds or spraying lubricant into
the blow molds. First, the blank mold surface may be
temporarily chilled by the swabbing compound, yielding
heavier sidewalls and lighter bases. Second, and more
frequently, heat transfer across the glass-blank mold in-
terface may be reduced due to thermal insulation incident
to the swabbing compound, which would result in the
blank molds "running hot," which will result in lighter side-
walls and heavier bases.
[0010] One other unsuccessful approach that has
been taken is shown in U.S. Patent No. 4,526,600, to
Myers, which teaches spraying falling glass gobs with a

1 2 



EP 2 778 143 A1

3

5

10

15

20

25

30

35

40

45

50

55

flame spray lubricating device with forced air burners
having graphite delivered thereto through a fluidized bed
and air feed arrangement, and the apparatus for perform-
ing this operation, which is shown in U.S. Patent No.
4,880,454, to Beningo, which flame sprays the powdered
graphite directly onto falling hot gobs from two sides of
the gobs and uses vacuum exhaust headers to collect
overspray from the powdered graphite sprays. The flame
spraying process is rather complex and costly, and does
not apply the graphite powder specifically to the glass
gob which leads to overspray, which results in the accu-
mulation of graphite powder in the area of the I.S. ma-
chine. Since it is impossible to collect anything close to
all of the sprayed power graphite, and since finely pow-
dered graphite could also potentially be inhaled which is
of course problematic, the Myers method and the Benin-
go system are undesirable in a glass container manufac-
turing environment. Thus, manual or robot swabbing or
spraying lubricant directly onto the blank molds has re-
mained the only viable way to lubricate the blank molds,
even though these techniques all have the well-known
deficiencies discussed above.
[0011] It will thus be appreciated that it would be de-
sirable to provide a system and method to apply a lubri-
cating dispersion to glass gobs after the gobs are formed
and before they are loaded into blank molds without re-
quiring manual intervention to do so. It would also be
desirable that such a system and method to apply the
lubricating dispersion to the gobs while they are in free
fall and not in contact with any portion of the gob distri-
bution system. It would further be desirable that the sys-
tem and method to apply a lubricating dispersion to gobs
entirely obviate the need to swab the blank molds with a
lubricating dispersion, thereby removing a variable, dif-
ficult, and labor intensive operation of hand swabbing the
blank molds, with the lubricant thereby continuously lu-
bricating the blank molds, the neck rings, and the blow
molds.
[0012] The subject matter discussed in this back-
ground of the invention section should not be assumed
to be prior art merely as a result of its mention in the
background of the invention section. Similarly, a problem
mentioned in the background of the invention section or
associated with the subject matter of the background of
the invention section should not be assumed to have
been previously recognized in the prior art. The subject
matter in the background of the invention section merely
represents different approaches, which in and of them-
selves may also be inventions.
[0013] The present invention aims to overcome at least
some of the disadvantages and limitations of the back-
ground art discussed above. According to this invention,
a liquid-based lubricating dispersion is sprayed onto
glass gobs as they fall from the gob supply system and
prior to their distribution by the gob distribution system
into blank molds. The lubricating dispersion thereby
coats the falling glass gobs to lubricate them prior to their
entry into the blank molds, thereby at least minimizing,

if not completely eliminating, the need for conventional
swabbing of the blank molds. In a preferred embodiment,
the lubricating dispersion is sprayed onto the falling glass
gobs after they have been cut by the shears mechanism
from the molten glass stream supplied by the gob feeder,
and before the falling glass gobs enter the funnels leading
to the scoops, the troughs, and the deflectors in the gob
distribution system which distributes them to the blank
molds. Alternatively, the lubricating dispersion may be
sprayed onto the glass gobs at any other location in the
gob distribution system.
[0014] In a preferred embodiment, the lubricating dis-
persion is applied to the falling glass gobs as they fall
through an enclosure or spray box having openings in
spaced-apart top and bottom surfaces of the enclosure
through which the glass gobs fall. A plurality of nozzles
are located adjacent side walls of the enclosure or spray
box and are oriented so as to direct sprays of the lubri-
cating dispersion onto the glass gobs to coat them with
the lubricating dispersion as they pass through the en-
closure or spray box. In the preferred embodiment, a
pumping device is used to supply the lubricating liquid
dispersion to the nozzles.
[0015] The lubricating dispersion may contain any suit-
able lubricant material that will provide the necessary lu-
bricity to the glass gobs to lubricate them as they pass
through the gob distribution system, as they are molded
into parisons in the blank mold, and as they are blown
into glass containers in the blow molds. The lubricating
dispersion preferably uses powdered graphite or alter-
native powdered solid lubricants as the lubricating ma-
terial, with the lubricating dispersion of the powdered
graphite minimizing or eliminating the issue of previously
known systems that flame sprayed powdered graphite
onto falling glass gobs. Other constituents of the lubri-
cating dispersion are a block polymer or alternative dis-
persing agent and a rheological modifier, all in a water-
based lubricating dispersion with the water serving as a
solvent.
[0016] In a system embodiment, a system for applying
a lubricant to free falling hot glass gobs prior to the dis-
tribution and loading of the gobs into respective blank
molds in an I.S. machine comprises: an enclosure com-
prising a top surface, a bottom surface, and side walls
extending between the top surface and the bottom sur-
face, the top surface and the bottom surface having cor-
responding openings therein, wherein the openings in
the top surface and the bottom surface are arranged and
configured in the top surface and the bottom surface to
allow the free falling gobs to pass freely through the open-
ings in the enclosure without contacting the enclosure
when the enclosure is mounted in the path of the free
falling gobs; a source of a liquid-based lubricating dis-
persion for lubricating the gobs; a plurality of nozzles be-
ing mounted in or adjacent to the enclosure, each of the
nozzles being arranged and configured to direct a spray
of the lubricating dispersion therefrom into the enclosure
and onto the free falling gobs as they pass through the
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enclosure to substantially completely coat the gobs with
material sprayed from the nozzles; and a pump system
for pumping the lubricating dispersion from the source of
the lubricating dispersion to the nozzles mounted in the
enclosure.
[0017] In another system embodiment, a system for
applying a lubricant to free falling hot glass gobs sheared
from a stream of molten glass provided from a feeder
prior to the distribution and loading of the gobs into re-
spective blank molds in an I.S. machine including a gob
supply apparatus for providing gobs and a gob distribu-
tion system that distributes the glass gobs to the blank
molds comprises: an enclosure comprising a top surface,
a bottom surface, and side walls extending between the
top surface and the bottom surface, the top surface and
the bottom surface having corresponding openings
therein, wherein the enclosure is arranged and config-
ured for installation intermediate the path of the glass
gobs as they fall from the gob supply apparatus and be-
fore they enter the gob distribution system, and wherein
the openings in the top surface and the bottom surface
are arranged and configured in the top surface and the
bottom surface to allow the free falling gobs to pass freely
through the openings in the enclosure without contacting
the enclosure when the enclosure is mounted in the path
of the free falling gobs; a high pressure source of a liquid-
based lubricating dispersion for lubricating the gobs, the
lubricating dispersion comprising powdered synthetic or
natural graphite in a water-based dispersion; at least four
nozzles being mounted in or adjacent to the enclosure,
each of the nozzles being arranged and configured to
direct a spray of the lubricating dispersion therefrom from
a different orientation into the enclosure and onto the free
falling gobs as they pass through the enclosure to sub-
stantially completely coat the gobs with the lubricating
dispersion sprayed from the nozzles; and a pump system
for pumping the lubricating dispersion from the source of
the lubricating dispersion to the nozzles mounted in the
enclosure.
[0018] In still another system embodiment, a system
for applying a lubricant to free falling hot glass gobs in
an I.S. machine comprises: an enclosure comprising cor-
responding openings respectively located in top and bot-
tom surfaces having side walls extending therebetween,
wherein the enclosure is arranged and configured for
mounting with respect to the I.S. machine such that free
falling gobs pass freely through the openings in the en-
closure; a plurality of nozzles mounted in or adjacent to
the enclosure; and a pump that pumps a liquid-based
lubricating dispersion for lubricating the gobs from a
source of the lubricating dispersion to the nozzles; where-
in the nozzles are each arranged and configured to direct
a spray of the lubricating dispersion into the enclosure
and onto the free falling gobs as they pass through the
enclosure.
[0019] In a method embodiment, a method for applying
a lubricant to free falling hot glass gobs sheared from a
stream of molten glass provided from a feeder prior to

the distribution and loading of the gobs into respective
blank molds in an I.S. machine is disclosed which com-
prises: locating an enclosure in the path of the free falling
gobs, the enclosure comprising a top surface, a bottom
surface, and side walls extending between the top sur-
face and the bottom surface, the top surface and the bot-
tom surface having corresponding openings therein,
wherein the enclosure is mounted such that the free fall-
ing gobs fall through the openings in the top surface and
the bottom surface without contacting the enclosure;
pumping a liquid-based lubricating dispersion for lubri-
cating the gobs from a source of the lubricating dispersion
to a plurality of nozzles mounted in or adjacent to the
enclosure with a pump system; and directing sprays of
the lubricating dispersion emitted from the nozzles into
the enclosure and onto falling gobs as they pass through
the enclosure to substantially completely coat the gobs
with material sprayed from the nozzles.
[0020] In a method embodiment, a method for applying
a lubricant to free falling hot glass gobs is disclosed which
comprises: providing a liquid-based lubricating disper-
sion for lubricating the gobs at a selected location in a
path of the free falling gobs; and spraying the lubricating
dispersion onto the falling gobs as they pass the selected
location to substantially completely coat the gobs with
the lubricating dispersion.
[0021] The falling gob lubricating dispersion applica-
tion system and method of the present invention provides
a system and method to apply a liquid-based lubricating
dispersion to glass gobs after the gobs are formed and
before they are loaded into blank molds without requiring
manual intervention to do so. The falling gob lubricating
dispersion application system and method of the present
invention applies the liquid-based lubricating dispersion
to the gobs while they are in free fall and not in contact
with any portion of the gob distribution system, thereby
also providing lubrication to the gob distribution system.
The falling gob lubricating dispersion application system
and method of the present invention entirely obviates the
need to swab the blank molds with a lubricating disper-
sion, thereby removing a variable, difficult, and labor in-
tensive operation of hand swabbing the blank molds, with
the lubricant thereby continuously lubricating the blank
molds, the neck rings, and the blow molds. Finally, the
falling gob lubricating dispersion application system and
method of the present invention may achieve numerous
advantages without incurring any substantial relative dis-
advantage.
[0022] These and other advantages of the present in-
vention are best understood with reference to the draw-
ings, in which:

FIG. 1 is a somewhat schematic side view of a glass
gob supply and distribution system for supplying and
delivering gobs to blank molds, with a spray box in-
tegral to the present invention interposed in the path
of gobs falling from the gob supply system prior to
their distribution by the gob distribution system;
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FIG. 2 is a side view of an I.S. machine showing a
forehearth, a feeder and spout, and a shears mech-
anism which are components of the gob supply sys-
tem, all located above the spray box for applying a
liquid-based lubricating dispersion as taught by the
present invention of the present invention, and the
gob distribution apparatus located below the spray
box;

FIG. 3 is an isometric view of the spray box illustrated
in FIG. 2, showing spray nozzles mounted in the
spray box to spray the lubricating dispersion onto
glass gobs as they fall through openings located on
the top and bottom sides of the spray box;

FIG. 4 is an isometric view of the spray box illustrated
in FIGS. 2 and 3 without the spray nozzles mounted
therein;

FIG. 5 is a top plan view of the spray box and spray
nozzles illustrated in FIG. 3, showing the spray pat-
terns of the spray nozzles and their coverage of glass
gobs falling through the openings located on the top
and bottom sides of the spray box;

FIG. 6 is a side plan view of the spray box illustrated
in FIGS. 2 through 5, showing the sloping bottom
side used to recover oversprayed lubricating disper-
sion and a drain connection at the deep end of the
spray box;

FIG. 7 is a cross-sectional view of the spray box il-
lustrated in FIGS. 2 through 6 from a side thereof,
showing the spray patterns of three of the spray noz-
zles and their coverage of glass gobs falling through
the openings located on the top and bottom sides of
the spray box;

FIG. 8 is a somewhat schematic cross-sectional view
of one of the spray nozzles illustrated in FIGS. 3, 5,
and 8 showing its internal construction when the
spray nozzle is in a closed position;

FIG. 9 is a somewhat schematic cross-sectional view
of the spray nozzle illustrated in FIG. 7 showing its
internal construction when the spray nozzle is in an
open position;

FIG. 10 is a somewhat schematic depiction of the
equipment and supply lines for the lubricating dis-
persion to the spray box and the collection apparatus
for the oversprayed lubricating dispersion recovered
from the spray box;

FIG. 11 is a schematic block diagram of a control
system that may be used to control spraying the lu-
bricating dispersal onto the glass gobs based upon
the timing signals from the I.S. machine that control

the emission of glass gobs from the shears mecha-
nism;

FIG. 12 is an isometric view of an alternate embod-
iment spray box having tubes extending through the
top and bottom sides of the spray box, showing spray
nozzles mounted in the spray box to spray the lubri-
cating dispersion through openings located in oppo-
site sides of the tubes onto glass gobs as they fall
through the tubes;

FIG. 13 is an exploded isometric view showing the
components of the alternate embodiment spray box
illustrated in FIG. 12;

FIG. 14 is a first cross-sectional view of the alternate
embodiment spray box illustrated in FIGS. 12 and
13 on a longitudinally extending vertical plane;

FIG. 15 is a second cross-sectional view of the al-
ternate embodiment spray box illustrated in FIGS.
12 through 14 on a laterally extending vertical plane;

FIG. 16 is a third cross-sectional view of the alternate
embodiment spray box illustrated in FIGS. 12
through 15 on a horizontal plane; and

FIG. 17 is a bottom plan view of a cleaning spray
manifold mounted inside the top of the alternate em-
bodiment spray box illustrated in FIGS. 12 through
16 to spray down the sides of the alternate embod-
iment spray box to rinse away residue.

[0023] An exemplary embodiment of the falling gob liq-
uid-based lubricating dispersion application system and
method of the present invention will be described herein
with reference to the figures, it being understood that it
is an illustrative description, and as such it is not intended
to limit in any way variations and other embodiments
thereof. The system and method of the present invention
applies a liquid-based lubricating dispersion to free falling
hot glass gobs prior to their distribution and loading into
blank molds in an I.S. machine. The lubricating disper-
sion is sprayed onto the falling gobs and, at least in pre-
ferred embodiments, provides them with sufficient lubric-
ity to make it unnecessary to swab the blank molds, the
neck rings, or the blow molds.
[0024] Prior to discussing the apparatus of the present
invention, it is helpful to briefly describe the components
and function of apparatus in a generic glass gob supply
and distribution system used to supply and distribute
glass gobs to an I.S. machine. Referring to FIG. 1, the
components of such a glass gob supply and distribution
system is illustrated in schematic form depicting the grav-
itational delivery of a glass gob 30 from a gob feeder 32
to a blank mold 34. Molten glass exits the gob feeder 32
through a spout 36 in the bottom of the gob feeder 32,
and is cut by a schematically depicted glass gob shears
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mechanism 38 into a sequence of glass gobs 30. For the
purposes of simplicity in FIG. 1, only a single glass gob
30 is shown as being cut by the glass gob shears mech-
anism 38 from a single stream of molten glass exiting the
gob feeder 32 through the spout 36 in the bottom of the
gob feeder 32, but it will be understood that there are
typically two, three, or four glass gobs 30 being cut and
falling simultaneously in an array.
[0025] In a prior art system, the glass gobs 30 fall down-
wardly into a funnel 40 contained in a gob distributor 42
and then into a scoop 44 mounted on the bottom of the
distributor 42 which is moved to supply glass gobs 30 to
a plurality of different sections of the I.S. machine (not
shown in FIG. 1). The scoop 44 is curved to redirect the
glass gobs 30 from a vertical trajectory to a diagonal tra-
jectory. From the bottom end of the scoop 44, the glass
gobs 30 are directed into the upper end of an inclined
trough 46. From the lower end of the trough 46, the glass
gobs 30 are directed into the top end of a deflector 48
that is curved to redirect the glass gobs 30 from the di-
agonal trajectory back to a vertical trajectory above the
blank mold 34. From the lower end of the deflector 48,
the glass gobs 30 fall into the open top side of the blank
mold 34.
[0026] In the falling gob lubricating dispersion applica-
tion system and method of the present invention, an en-
closure referred to herein as a spray box 50 is located
intermediate the path of the glass gobs 30 as they fall
after being cut by the shears mechanism 38 and before
entering the funnel 40 in the gob distributor 42. It is the
function of the spray box 50 as well as other components
of the falling gob lubricating dispersion application sys-
tem and method of the present invention which will be
discussed below to coat the falling glass gobs 30 with a
lubricating dispersion prior to the entry of the glass gob
30 into the glass gob distribution system.
[0027] Referring next to FIG. 2, an I.S. machine 60 is
shown from a side thereof, with the blank side on the
right side thereof as shown in FIG. 2, and the blow side
on the left side thereof as shown in FIG. 2. Located near
the bottom of the I.S. machine 60 on the blank side thereof
is a platform 62, and located on the blow side of the I.S.
machine 60 is a conveyor 64 on which blown glass con-
tainers are moved away from the I.S. machine 60 after
they have been formed. The gob distributor 42 and the
scoops 44 are located at the top of the I.S. machine 60
on the blow side thereof. It may be noted that there are
three scoops 44, meaning that the I.S. machine 60 is a
triple gob I.S. machine (three glass gobs 30 are dropped
simultaneously and each section of the I.S. machine 60
has three sets of molds).
[0028] An interceptor 66 is shown as being located
above the gob distributor 42, although in normal opera-
tion of the I.S. machine 60 the interceptor 66 is withdrawn
from the path of the glass gobs 30 falling into the gob
distributor 42. The interceptor 66 is used to disrupt the
flow of the glass gobs 30 from entering the gob distributor
42 and the other components of the glass gob distribution

system, typically when components of the section (in-
cluding the blank molds and the blow molds) require serv-
icing with the rest of sections of the I.S. machine 60 still
in operation. The interceptor 66 diverts the glass gobs
30 into a trash area (not shown herein) from which the
glass material can be recycled.
[0029] The shears mechanism 38 in FIG. 2 is shown
in highly schematic fashion, as is the gob feeder 32
(which includes the spout 36 (shown in FIG. 1 but not in
FIG. 2). The molten glass is provided from a forehearth,
with only the output end of the forehearth which is the
equalizer 68 of the forehearth being shown in FIG. 2. The
equalizer 68 provides the molten glass to the gob feeder
32.
[0030] Referring next to FIGS. 3 through 7, the spray
box 50, which is preferably made of a heat-resistant ma-
terial such as steel, is shown in considerable detail. As
best shown in FIGS. 3, 4, and 7, the spray box 50 is
hollow inside, and has oblong circular openings 80 and
82 located in the top and bottom sides thereof, respec-
tively. The openings 80 and 82 are sized to allow three
glass gobs 30 to simultaneously pass therethrough, al-
though those skilled in the art will appreciate that the
spray box 50 and its openings 80 and 82 could be sized
to allow anywhere from one to four glass gobs 30 to si-
multaneously pass therethrough, depending upon the
configuration of the I.S. machine. While most I.S. ma-
chines today are two, three, or four gob machines, it
would not be difficult to allow even more glass gobs 30
to simultaneously pass therethrough if desired.
[0031] Located around the openings 80 and 82 are in-
wardly extending flanges 84 and 86, respectively, which
entirely surround the periphery of the openings 80 and
82. For the three-gob spray box 50 illustrated in FIGS. 3
through 7, the approximate overall horizontal dimensions
(length and width) are approximately 26 inches (66 cm)
by 20.5 inches (52 cm), with the spray box 50 having a
variable depth of approximately 8.5 inches (21.6 cm) at
one end thereof to 10 inches (25.4 cm) at the other end
thereof. The openings 80 and 82 are each approximately
3 inches (7.6 cm) wide, and the opening 80 on top of the
spray box 50 is approximately 9 inches (22.9 cm) long,
while the opening 82 on the bottom of the spray box 50
is approximately 8.5 inches (21.3 cm) long. The inwardly
extending flanges 84 and 86 each extend approximately
one inch (2.54 cm) into the interior of the spray box 50.
[0032] When the spray box 50 is installed into its op-
erating position in the path of falling glass gobs 30, its
top side is in a horizontal plane, with its bottom side being
inclined to cause any oversprayed fluid contained therein
to drain to the deeper end, where an outlet 88 is located
in the bottom side of the spray box 50. A segment of drain
tubing 90 may be attached to the outlet 88 to conduct
fluid from the spray box 50 to an external location such
as a container (not shown in FIGS. 3 through 7) for col-
lection, recycling, or disposal. It will be appreciated that
the flange 86 located inside the bottom side of the spray
box 50 will enhance the ability to collect fluid from the
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inside of the spray box 50.
[0033] The spray box 50 has four sides oriented in a
rectangular configuration, with two longer sides and two
shorter sides being located orthogonally to each other.
Two angled side members are located at two opposite
corners of the spray box 50. The two angled side mem-
bers have apertures 92 and 94 (best shown in FIG. 4)
respectively located therein. Located in the two opposite
longer sides of the spray box 50 respectively are aper-
tures 96 and 98. The four apertures 92, 94, 96, and 98
are all located such that they are orthogonal to the area
within the spray box 50 that is defined intermediate the
opening 80 in the top side of the spray box 50 and the
opening 82 in the bottom side of the spray box 50. They
are also located at approximately the same distance be-
low the top side of the spray box 50, and in the preferred
embodiment are angled downwardly approximately one
degree to approximately ten degrees from horizontal.
[0034] Respectively mounted in or adjacent to the four
apertures 92, 94, 96, and 98 are four spraying nozzle
assemblies 100, 102, 104, and 106 (which, like the ap-
ertures 92, 94, 96, and 98, are preferably angled down-
wardly approximately one degree to approximately ten
degrees from horizontal). While four nozzle assemblies
100, 102, 104, and 106 are used in the embodiment
shown in the drawings, it will be understood that while
multiple nozzles are necessary in order to fully coat the
glass gobs 30 with the lubricating dispersion, only the
two nozzle assemblies 104 and 106, which are located
on opposite sides of the array of multiple glass gobs 30
(three glass gobs 30 in the example illustrated in the
drawings), are presently believed to be essential. The
spraying nozzle assemblies 100, 102, 104, and 106 each
have a horizontal spray pattern that will be sufficiently
wide to coat all of the glass gobs 30 passing through the
spray box 50 simultaneously in a linear array as best
shown in FIG. 5, with this spray pattern preferably being
approximately 50 degrees wide for the configuration and
relative size of the spray box 50 described herein. The
spraying nozzle assemblies 100, 102, 104, and 106,
which collectively comprise a source of a liquid-based
lubricating dispersion for lubricating the glass gobs 30,
and are respectively supplied with the substance to be
sprayed with supply lines 108, 110, 112, and 114. The
spraying nozzle assemblies 100, 102, 104, and 106 each
direct a spray of the lubricating dispersion therefrom from
a different orientation onto the glass gobs 30 to substan-
tially completely coat the gobs with the lubricating dis-
persion.
[0035] Referring now to FIGS. 8 and 9, detailed cross-
sectional views of an exemplary spraying nozzle assem-
bly 100 is shown, it being understood that the other three
spraying nozzle assemblies 102, 104, and 106 are of
identical construction. Further, while the nozzle assem-
bly 100 shown is an airless spray nozzle, it may also be
feasible to use air-spraying instead, and it will be under-
stood that the nozzle assembly 100 shown and discussed
herein is exemplary rather than limiting in any way. FIG.

8 shows the spraying nozzle assembly 100 in its closed
position, while FIG. 9 shows the spraying nozzle assem-
bly 100 in its open position. The spraying nozzle assem-
bly 100 has two housing members, namely a spring hous-
ing 120 open at a top end thereof, onto which is mounted
a spraying unit casing 122 that is open at the bottom end
thereof and at the top end thereof.
[0036] A spring 124 is located inside the spring housing
120 near the bottom thereof, with a piston 126 located
inside the spring housing 120 being urged toward the
distal end of the spraying unit casing 122. Connected to
the side of 126 opposite the piston 126 is a connecting
rod 128, which in turn is connected to reciprocate a hollow
cylindrical sleeve 130 having a closed end at its point of
connection to the connecting rod 128. Mounted into the
top of the spraying unit casing 122 is a hollow cylindrical
filter sleeve 132 that is partially located inside the distal
end of the sleeve 130. Fluid may pass through the filter
sleeve 132 from a cylindrical area intermediate the inte-
rior of the spraying unit casing 122 and the exterior of
the sleeve 130 to locations inside the sleeve 130.
[0037] A nozzle tip 134 is installed into the distal end
of the spraying unit casing 122, and retains the filter
sleeve 132 in the position in which it is illustrated in FIGS.
8 and 9. The nozzle tip 134 has a spray orifice 136 cen-
trally located therein, as well as an inwardly-oriented frus-
troconical valve seat 138 contained therein. Mounted
within the interior of the sleeve 130 from the closed end
thereof and extending upwardly therefrom is a closing
pin 140 having a conical valve element 142 at the distal
end thereof, which the valve element 142 is in engage-
ment with the valve seat 138 when the spraying nozzle
assembly 100 is in its closed position as shown in FIG.
8, and is withdrawn from the valve seat 138 when the
spraying nozzle assembly 100 is in its open position
shown in FIG. 9.
[0038] The spraying nozzle assembly 100 is pressure-
operated, and has a lubricating dispersion provided to
an inlet 144 located in a side of the spraying unit casing
122. When the pressure of the lubricating dispersion is
below an opening pressure, the spring 124 drives the
connecting rod 128 to maintain the sleeve 130 and the
closing pin 140 in the position in which they are shown
in FIG. 8, maintaining the spraying nozzle assembly 100
in a closed, non-spraying position. When the pressure of
the lubricating dispersion is at or above the opening pres-
sure, the pressure of the lubricating dispersion on the
closed end of the sleeve 130 drives the sleeve 130, the
connecting rod 128, and the piston 126 downwardly,
causing the closing pin 140 to be retracted to the position
in which it is shown in FIG. 9, retracting the valve element
142 from the valve seat 138 and allowing the lubricating
dispersion to be sprayed from the spraying nozzle as-
sembly 100.
[0039] In the preferred embodiment, the spraying noz-
zle assemblies 100, 102, 104, and 106 may be, for ex-
ample, those spraying nozzles available from Timcal SA,
of Bodio, Switzerland as MS 61 spraying nozzles. As
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mentioned above, in the preferred embodiment a 50 de-
gree spraying angle is preferred, with nozzle orifices of
0.53 mm, 0.66 mm, 0.79 mm, and 0.91 mm being avail-
able as Timcal part numbers 321.3101, 321.3102,
321.3103, 321.3104, respectively. The 0.53 mm nozzle
may be used in a preferred embodiment in order to min-
imize the volume of lubricant that is sprayed.
[0040] Referring next to FIG. 10, a somewhat sche-
matic view of an exemplary system for providing the lu-
bricating dispersion to the spray box 50 is illustrated. The
system is operated by air pressure, with compressed air
being supplied by a compressed air supply 150. The lu-
bricating dispersion is supplied to the system from a lu-
bricant supply 152. A number of components of the sys-
tem collectively comprising a pump system are mounted
in a high pressure module indicated generally by the ref-
erence numeral 154. While the pump system described
in the exemplary embodiment is a high pressure system,
it will be understood that low pressure spraying may also
be applicable and the discussion of high pressure spray-
ing herein is intended to be exemplary rather than limiting
in any way.
[0041] The high pressure module 154 includes an air
unit 156, a high pressure pump 158, a pressure equalizer
160, and a rotary filter 162. Compressed air is supplied
by the compressed air supply 150 to the air unit 156,
which treats and regulates the compressed air and pro-
vides the regulated compressed air to the high pressure
pump 158 at the desired lubricant pressure. The lubri-
cating dispersion is supplied from the lubricant supply
152 to the high pressure pump 158, which pumps the
lubricating dispersion to the pressure equalizer 160, to
dampen any pressure variations produced by the high
pressure pump 158. The lubricating dispersion pumped
by the high pressure pump 158 through the pressure
equalizer 160 flows through the rotary filter 162 and
leaves the high pressure module 154.
[0042] The lubricating dispersion flows from the rotary
filter 162 to a sliding valve 164 that controls the supply
of high pressure lubricating dispersion to a flow distributor
166. The sliding valve 164 is operated by an electrical
control signal supplied by a flow controller 168. When
the electrical control signal is provided by the flow con-
troller 168 to the sliding valve 164, the sliding valve 164
opens to allow the high pressure lubricating dispersion
to be supplied to the flow distributor 166. The sliding valve
164 may be an LS 3/2-1" sliding valve available from Tim-
cal Graphite & Carbon, a member of IMERYS.
[0043] High pressure lubricating dispersion supplied
to the flow distributor 166 is provided by the flow distrib-
utor 166 to the spraying nozzle assemblies 100, 102,
104, and 106 through the supply lines 108, 110, 112, and
114, respectively. The spraying nozzle assemblies 100,
102, 104, and 106 spray the lubricating dispersion onto
the hot glass gobs 30 as they pass through the spray box
50. Excess lubricating dispersion flows out of the spray
box 50 through the outlet 88 and into the drain tubing 90,
with the excess lubricating dispersion being collected in

a container 170, from which it can be recycled or disposed
of.
[0044] It will be appreciated that the high pressure
module 154 has three different elements. The first is a
compressed air aspect, with compressed air being treat-
ed, regulated, and used to operate the high pressure
pump 158 to provide the required pressure to the lubri-
cating dispersion. The second aspect is the flow path for
the lubricating dispersion, in which the lubricating disper-
sion being drawn from the lubricant supply 152 through
the high pressure pump 158, which boosts its pressure
to spraying pressure (typically approximately 10 to 100
bar (145 to 1450 PSI) with approximately 40 to 80 bar
(580 to 1160 PSI) being preferable). This second aspect
has the lubricating dispersion pumped from the high pres-
sure pump 158 through the pressure equalizer 160 and
the rotary filter 162, from which it is provided to the sliding
valve 164 for controlled supply to the flow distributor 166
and the supply lines 108, 110, 112, and 114 and through
the spraying nozzle assemblies 100, 102, 104, and 106,
respectively, into the spray box 50.
[0045] The third aspect is the electrical supply to pro-
vide electrical power to operate the rotary filter 162 and
the control circuitry to operate the flow controller 168 to
provide the electrical control signal to the sliding valve
164 to open it to thereby allow the high pressure lubri-
cating dispersion to be supplied to the flow distributor
166, the supply lines 108, 110, 112, and 114, and through
the spraying nozzle assemblies 100, 102, 104, and 106,
respectively, into the spray box 50.
[0046] Also shown in FIG. 10 is a potable water supply
172 that may be connected to the supply line to the high
pressure pump 158 when the lubricant supply 152 is dis-
connected to provide water to clean out the various flow
path components of the system, including the high pres-
sure pump 158, the pressure equalizer 160, the rotary
filter 162, the sliding valve 164, the flow distributor 166,
the supply lines 108, 110, 112, and 114, and the spraying
nozzle assemblies 100, 102, 104, and 106.

The Lubricating Dispersion

[0047] The lubricating dispersion used by the falling
gob lubricating dispersion application system and meth-
od of the present invention is preferably a liquid-based
dispersion rather than a particulate flow. In a preferred
embodiment, the lubricating dispersion is water-based,
with water making up between approximately 50 percent
and approximately 98 percent of the lubricating disper-
sion, and preferably between approximately 60 percent
and approximately 80 percent of the lubricating disper-
sion, and most preferably between approximately 65 per-
cent and approximately 75 percent of the lubricating dis-
persion. The lubricating dispersion also preferably in-
cludes a solid lubricant in powder form, a dispersing
agent (a wetting agent), and a rheological modifier, and
may also include other lubricant additives.
[0048] An alternative to a water-based lubricating dis-
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persion is an organic solvent-based dispersion in which
the lubricating solid is dispersed in an organic solvent
such as mineral oil (preferred), vegetable oil, iso-propa-
nol, or methyl ethyl ketone. Stabilizing additives or agents
that can be used with organic solvent-based dispersions
include hydrogenated castor oil derivatives like RHEOC-
IN® Mastergels from Rockwood Specialties Group of
Princeton, New Jersey, ISCATHIX® ISP from Isca UK
LTD of Wales, UK, organophilic bentonites like TIX-
OGEL® VP-V (Quaternium-90 Bentonite) and TIX-
OGEL® VZ-V (Stearalkonium Bentonite) from Rockwood
Specialties Group, or pre-activated amide waxes like
CRAYVALLAC® PA3 from Arkema Coated Resins of
Cary, North Carolina.
[0049] In a preferred embodiment, the solid lubricant
in powder form is synthetic or natural graphite having
particle size characterized by d90 below 150 microns (90
percent of the particles are smaller than 150 microns),
preferably below 75 microns, and most preferably below
50 microns measured by a laser diffraction device such
as the Malvern Mastersizer S with sample dispersion unit
(see the measurement methods below). In one embod-
iment, the solid lubricant may be as Timrex® KS 44 graph-
ite, which is available from Timcal Graphite & Carbon, a
member of IMERYS, which has a d90 of approximately
44 microns. The graphite lubricant could include particle
sizes in the submicron range such as, for example, col-
loidal graphite. Alternative solid lubricants are molybde-
num disulfide (MoS2), tungsten disulfide (WS2), hexag-
onal boron nitride (h-BN) or mixtures thereof. The solid
lubricant in powder form makes up between approxi-
mately 2 percent and approximately 50 percent of the
lubricating dispersion, and preferably between approxi-
mately 15 percent and approximately 40 percent of the
lubricating dispersion, and most preferably between ap-
proximately 25 percent and approximately 35 percent of
the lubricating dispersion.
[0050] A brief description of a measuring method using
particle size distribution by laser diffraction will now be
briefly presented. The presence of particles within a co-
herent light beam causes diffraction. The dimensions of
the diffraction pattern are correlated with the particle size.
A parallel beam from a low-power laser lights up a cell
which contains the sample suspended in water. The
beam leaving the cell is focused by an optical system.
The distribution of the light energy in the focal plane of
the system is then analyzed. The electrical signals pro-
vided by the optical detectors are transformed into by
means of a calculator. The particle size distribution is
typically expressed in volume fraction below a specific
particle diameter: d90 means 90 percent of the volume
of the particles has a diameter below the given value. A
small sample of graphite is mixed with a few drops of
wetting agent and a small amount of water. The sample
prepared in the described manner is introduced in the
storage vessel of the apparatus and measured. Applica-
ble standards include ISO 13320-1 and ISO 14887.
[0051] In a preferred embodiment, the dispersing

agent is preferably a PEO-PPO-PEO block copolymer.
Alternative dispersing agents are ionic dispersants like
sulphonates, non-ionic dispersants like alcohol poly-
ethoxylates, or alkyl polyether, or any other dispersants
known to those skilled in the field of pigment dispersion.
The dispersing agent makes up between approximately
0.01 percent and approximately 20 percent of the lubri-
cating dispersion, and preferably between approximately
0.1 percent and approximately 5 percent of the lubricating
dispersion, and most preferably between approximately
0.25 percent and approximately 1 percent of the lubricat-
ing dispersion.
[0052] In a preferred embodiment, the rheological
modifier serves as a thickener and is preferably a
polysaccharide or Xanthan gum. Alternative rheological
modifiers are inorganic thickeners like phillosilicates, or
other organic thickeners like carboxy methyl cellulose or
cellulose ethers, or like polyacrylates, or like poly-
urethanes, or any other thickeners known to those skilled
in the fields of pigment dispersion. The rheological mod-
ifier makes up between approximately 0.01 percent and
approximately 25 percent of the lubricating dispersion,
and preferably between approximately 0.1 percent and
approximately 5 percent of the lubricating dispersion, and
most preferably between approximately 0.15 and ap-
proximately 1 percent of the lubricating dispersion.
[0053] In a preferred embodiment, other lubricant ad-
ditives may be included such as binder materials like in-
organic binder materials such as silicates, or organic
binder materials like polyvinyl acetates, or poly-
urethanes. The function of the binder is the improvement
of the lubricant adhesion to the glass and therefore an
enhancement to the lubrication qualities of the disper-
sion. The binder makes up between approximately 0.01
percent and approximately 30 percent, preferably be-
tween 0.1 and 15 percent, and most preferably between
approximately 1 percent and approximately 10 percent
of the lubricating dispersion.
[0054] In a preferred embodiment, additional lubri-
cants additives that may be included are a pH modifier
like ammonia or amines, or any other pH modifier known
to those skilled in the field of pigment dispersion. Other
lubricants additives are a defoamer like mineral oils or a
silicon based or equivalent defoamer known to those
skilled people in the field of pigment dispersion. Preserv-
atives or biocides can also be included in the dispersion
to improve its shelf life.

The Operation of the System

[0055] Referring now to FIG. 11, an exemplary control
system and process that may be used to control the
spraying of the lubricating dispersal onto the hot glass
gobs 30 as they pass through the spray box 50 based
upon the timing signals from the I.S. machine that control
the emission of glass gobs from the shears mechanism
is demonstrated. It begins with an initiate process step
180, following which the equalizer 68 of the furnace
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(shown in FIG. 2) supplies molten glass to the gob feeder
32 (also shown in FIG. 2) in a start molten glass supply
to feeder step 182, and the falling gob lubricating disper-
sion application system of the present invention shown
in FIG. 10 supplies the lubricating dispersion at a desired
high pressure in a start high pressure lubricating disper-
sion to system step 184.
[0056] Next, in a begin delivery of gobs determination
step 184, the system will wait until it receives an instruc-
tion to initiate the delivery of the glass gobs 30, and, once
that determination is made, the process moves to a pe-
riodically generate a signal to deliver gobs step 186 in
which the signal will cause the feeding of molten glass
from the gob feeder 32 (shown in FIG. 2) and the cutting
of glass gobs 30 by the shears mechanism 38 (also
shown in FIG. 2) in a cut gobs which fall step 188. Addi-
tionally, once the determination that delivery of the glass
gobs 30 is made in the periodically generate a signal to
deliver gobs step 186, a time delay is initiated in a time
delay step 190.
[0057] The time delay is sufficiently long to allow the
glass gob 30 to fall from the shears mechanism 38
(shown in FIG. 2) until they are about to enter the spray
box 50 (shown in FIGS. 3 through 7), at which time the
time delay times out and initiates a start timed spray step
192 by opening the sliding valve 164 (shown in FIG. 10)
to start the high pressure lubricating dispersal to be
sprayed in step 194 inside the spray box 50 to coat the
glass gobs 30 as they pass through the spray box 50 in
a gobs pass through spray box step 196. The start timed
spray step 192 causes the sliding valve 164 to be open
only so long as the glass gobs 30 are located within the
spray box 50, and then closes the sliding valve 164 to
stop the spray of the high pressure lubricating dispersal
when it is determined by timing that the glass gobs 30
are no longer contained in the spray box 50.
[0058] Subsequently, the glass gobs 30 which are
coated with the lubricating dispersal are delivered to their
respective blank molds in a deliver coated gobs to blank
molds step 198. Referring briefly to FIG. 1 in conjunction
with FIG. 11, it will be appreciated that the lubricating
dispersal on the glass gobs 30 will serve to lubricate the
scoop 44, the trough 46, and the deflector 48. Still refer-
ring to FIG. 1 in conjunction with FIG. 11, while the ex-
emplary embodiment discussed herein contemplates
that the spray box 50 is located below the gob feeder 32
and the shears mechanism 38 and above the gob dis-
tributor 42, it is also possible to locate the spray box 50
at other locations, such as intermediate the bottom of the
deflectors 48 and above the blank molds 34.
[0059] Following the delivery of the glass gobs 30 to
the blank molds 34, the process will continue unless it is
determined that it should be stopped in a continue proc-
ess determination step 200. It the process is to continue,
it moves back to the periodically generate a signal to
deliver gobs step 186. If, on the other hand, the process
is to terminate, it moves instead to a process termination
step 202.

[0060] Another optional possibility is to place an elec-
trostatic charge differential that will enhance the distribu-
tion of the lubricating dispersion onto the glass gobs 30.
In FIG. 11, this is shown as the placement of a high volt-
age source 204 between a location contacting the glass
gobs 30 as they are formed, such as when they are in
contact with the shears mechanism 38 (shown in FIGS.
1 and 2) and the spraying nozzle assemblies 100, 102,
104, and 106.
[0061] Referring next to FIG. 12 through 16, an alter-
nate embodiment spray box is illustrated which has a
different construction from the spray box 50 shown in
FIGS. 3 through 7. The spray box 210 is preferably made
of a heat-resistant material such as steel, and, like the
spray box 50, is configured to allow three glass gobs 30
to simultaneously pass therethrough, therefore being de-
signed for use with a three-gob per section I.S. machine.
Those skilled in the art will appreciate that the spray box
210 could be configured to accommodate anywhere from
one to four glass gobs 30 (or even more, if desired) to
simultaneously pass therethrough, depending upon the
configuration of the I.S. machine.
[0062] Rather than having the three glass gobs 30 pass
through the openings 80 and 82 respectively in the top
and bottom of the spray box 50, the spray box 210 instead
uses three hollow shielding tubes 212, 214, and 216
mounted in the spray box 210 through which the three
glass gobs 30 pass through as they transit the spray box
210. The three shielding tubes 212, 214, and 216 are
supported in positions extending through the portion of
the spray box 210 that defines an enclosure, which en-
closure includes four sides 218, 220, 222, and 224. The
sides 220 and 224 are opposite each other and are par-
allel to a plane defined by the axes of the three shielding
tubes 212, 214, and 216. The sides 218 and 222 are also
parallel to each other, with the bottom of the side 218
extending further downwardly than does the bottom of
the side 222.
[0063] The bottoms of the sides 220 and 224 may be
angled approximately 25 degrees and are longer on their
respective sides adjacent the side 218 than they are on
their respective sides adjacent the side 220. For the
three-gob spray box 210 illustrated in FIGS. 12 through
16, the approximate overall horizontal dimensions
(length and width) may be approximately 11.8 inches (30
cm) by 9.85 inches (25 cm), and the spray box 50 may
have a variable depth of approximately 4.7 inches (12
cm) at one end thereof to 10.2 inches (26 cm) at the other
end thereof. The shielding tubes 212, 214, and 216 may
each be approximately 11.8 inches (30 cm) long, and
may each have respective inner and outer diameters of
approximately 2.35 inches (6 cm) and approximately 2.55
inches (6.5 cm). (It should be noted that the dimensions
referred to herein are for a three-gob per section I.S. ma-
chine for producing narrow neck press and blow bottles
such as beer bottles.)
[0064] All of the sides 218, 220, 222, and 224 have
inwardly extending flanges on both their respective top
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sides and their respective bottom sides. The inwardly
extending flanges on the respective top sides of the sides
218, 220, 222, and 224 extend less far inwardly than do
the inwardly extending flanges on the bottom sides of the
respective sides 218, 220, 222, and 224.
[0065] An enclosure top plate 226 and a tube base
plate 228 are used to support the three shielding tubes
212, 214, and 216 in the spray box 210. The tube base
plate 228 has three spaced-apart angled apertures 230,
232, and 234 located therein in which the three shielding
tubes 212, 214, and 216 are mounted at the same ap-
proximately 25 degree angle at which the bottoms of the
sides 220 and 224 are angled. The three shielding tubes
212, 214, and 216 may be welded in place in the three
spaced-apart angled apertures 230, 232, and 234 in the
tube base plate 228 as best shown in FIG. 14.
[0066] The tube base plate 228 is then mounted in the
bottom of the spray box 210, and is supported on the
inwardly extending flanges on the bottom sides of the
sides 218, 220, 222, and 224, where it may be secured
using screws or other similar hardware. The enclosure
top plate 226 will be placed on top of the spray box 210,
and is supported on the inwardly extending flanges on
the top sides of the sides 218, 220, 222, and 224, where
it may be secured using screws or other similar hardware.
It will be appreciated that the three shielding tubes 212,
214, and 216, which are of the same length, all extend
from the enclosure top plate 226 by the same amount
(which may be approximately 10.8 inches (27.5 cm)), and
may be spaced in a linear array approximately 3 inches
(7.6 cm) apart.
[0067] The three shielding tubes 212, 214, and 216
each have two rectangular slots 242 and 244 located
directly opposite each other, with the slots 242 facing the
side 224 of the spray box 210, and with the slots 244
facing the side 220 of the spray box 210. All of the slots
242 and 244 are the same size (both in width and in
height), and all of the slots 242 and 244 are located at
the same distance on the three shielding tubes 212, 214,
and 216 below the enclosure top plate 226. The slots 242
and 244 may each be approximately 1.97 inches (5 cm)
wide and approximately 1.2 inches (3 cm) tall.
[0068] Respectively located laterally from the slots 242
in the three shielding tubes 212, 214, and 216 in the side
224 of the spray box 210 are three rectangular slots 246.
Similarly, respectively located laterally from the slots 244
in the three shielding tubes 212, 214, and 216 in the side
220 of the spray box 210 are three rectangular slots 248.
The rectangular slots 246 and the rectangular slots 248
may each be approximately 1 inches (2.5 cm) wide and
approximately 0.4 inches (1 cm) tall. Mounted adjacent
each of the slots 246 is a spraying nozzle assembly 250,
and mounted adjacent each of the slots 248 is a spraying
nozzle assembly 252.
[0069] The three spraying nozzle assemblies 250 are
mounted underneath a nozzle mounting plate 254 using
three nozzle mounting clamps 256 to secure the three
spraying nozzle assemblies 250 to the nozzle mounting

plate 254. The three spraying nozzle assemblies 250 are
positioned to respectively direct their sprays through the
slots 246 in the spray box 210 and through the slots 242
in the three shielding tubes 212, 214, and 216 into the
interior of the three shielding tubes 212, 214, and 216.
Likewise, the three spraying nozzle assemblies 252 are
mounted underneath a nozzle mounting plate 258 using
three nozzle mounting clamps 260 to secure the three
spraying nozzle assemblies 252 to the nozzle mounting
plate 258. The three spraying nozzle assemblies 252 are
positioned to respectively direct their sprays through the
slots 248 in the spray box 210 and through the slots 244
in the three shielding tubes 212, 214, and 216 into the
interior of the three shielding tubes 212, 214, and 216.
[0070] The three spraying nozzle assemblies 250 and
252 may each be mounted to spray either horizontally,
or they may be angled downwardly, for example from
approximately zero degrees to approximately ten de-
grees from horizontal. The relative positions and dimen-
sions of the spray box 210 and the slots 246 and 248,
the three shielding tubes 212, 214, and 216 and their
respective the slots 242 and 244, and the spraying nozzle
assemblies 250 and 252 are established to maximize the
coverage of the spray into the entire interior of the three
shielding tubes 212, 214, and 216.
[0071] The spray patterns thereby established will be
sufficient to coat all of the glass gobs 30 passing through
the three shielding tubes 212, 214, and 216 in the spray
box 210. The three spraying nozzle assemblies 250 and
252 each have a horizontal spray pattern that will be suf-
ficiently wide to coat all of the glass gobs 30 passing
through the three shielding tubes 212, 214, and 216, with
this spray pattern preferably being approximately 25 de-
grees wide for the configurations and relative sizes of the
spray box 210 and the three shielding tubes 212, 214,
and 216 described herein. The spraying nozzle assembly
250 and the spraying nozzle assembly 252 for each of
the shielding tubes 212, 214, and 216 provide spray pat-
terns that are sufficient to completely coat the glass gobs
30 dropping therethrough.
[0072] In the preferred embodiment, the spraying noz-
zle assemblies 250 and 252 may be, for example, those
spraying nozzles available from Timcal SA, of Bodio,
Switzerland as MS 61 spraying nozzles. As mentioned
above, in this embodiment a 25 degree spraying angle
is preferred, with nozzle orifices of 0.53 mm, 0.66 mm,
0.79 mm, and 0.91 mm being available as Timcal part
numbers 221.1021, 221.1022, 221.1023, 221.1024, re-
spectively. The 0.53 mm nozzle may be used in a pre-
ferred embodiment in order to minimize the volume of
lubricant that is sprayed.
[0073] A drain slot 262 is located in the side 218 of the
spray box 210 near the bottom thereof to allow drainage
of the lubricating dispersion or other fluids that collect in
the bottom of the spray box 210 above and at the lower
end of the tube base plate 228 and the flanges extending
into the bottom of the spray box 210. A funnel assembly
264 is mounted onto the side 218 of the spray box 210
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over the drain slot 262, allowing the lubricating dispersion
or other fluids collected in the bottom of the spray box
210 to be drained therefrom, exiting the funnel assembly
264 in a drain tube 266. The funnel assembly 264 may
be welded onto the side 218 of the spray box 210. As in
the first exemplary embodiment discussed above, a seg-
ment of drain tubing (not shown in FIGS. 12 through 16)
may be attached to the drain tube 266 to conduct fluid
from the spray box 210 and the funnel assembly 264 to
an external location such as a container (not shown in
FIGS. 12 through 16) for collection, recycling, or disposal.
[0074] The spray box 210 may be mounted on the gob
distributor 42 (shown in FIGS. 1 and 2) with the gob in-
terceptor 66 (shown in FIG. 2) being mounted above the
spray box 210 rather than below it as it is shown in FIG.
2. Two mounting brackets 268 and 270 are mounted un-
der the spray box 210 onto the flanges extending inwardly
from the side 220 and 224. The mounting brackets 268
and 270 maintain the bottom of the spray box 210 at the
angle to facilitate draining the lubricating dispersion from
the spray box 210. The mounting brackets 268 and 270
are as long as the spray box 210, for example approxi-
mately 11.8 inches (30 cm), and may be approximately
1.05 inches (2.7 cm) high at one end and approximately
6.4 inches (12.25 cm) high at the other end. The mounting
brackets 268 and 270 may be secured to the spray box
210 using screws or other similar hardware.
[0075] Also shown in FIGS. 12 through 16 is a wash-
down manifold 280, which is mounted under the enclo-
sure top plate 226 of the spray box 210. The washdown
manifold 280 has a rectangular configuration and is
mounted under the enclosure top plate 226 adjacent the
flanges extending inwardly from the sides 218, 220, 222,
and 224 of the spray box 210. The washdown manifold
280 is hollow and has angled lower outside surfaces 282
around the lower outer perimeter of the washdown man-
ifold 280. The washdown manifold 280 may be mounted
to the enclosure top plate 226 using screws or other sim-
ilar hardware.
[0076] A number of small apertures 284 in the angled
lower outside surfaces 282 are evenly spaced along all
four sides of the washdown manifold 280. For example,
there may be approximately nine apertures 284 in each
of the longer sides of the washdown manifold 280, and
approximately seven apertures 284 in each of the shorter
sides of the washdown manifold 280. These apertures
284 will direct a liquid spray from the washdown manifold
280 onto the insides of the sides 218, 220, 222, and 224
of the spray box 210 to wash off both these sides 218,
220, 222, and 224 as well as the bottom of the spray box
210, including the four inwardly extending flanges on the
bottom of the spray box 210 and the tube base plate 228.
The washdown manifold 280 may have a cleaning liquid
such as water supplied thereto by a supply tube 286 that
extends through an aperture located in the enclosure top
plate 226, as best shown in FIG. 12.

The Operation of the Alternate Embodiment System

[0077] The high pressure lubricating dispersion sys-
tem shown in FIG. 10 may again be used to supply the
lubricating dispersion to the spraying nozzle assemblies
250 and 260. The exemplary control system and process
shown in FIG. 11 may again be used to control the spray-
ing of the lubricating dispersal onto the hot glass gobs
30 as they pass through the spray box 210 in essentially
the same manner described above with respect to the
first embodiment. Following the delivery of the glass gobs
30, and after a time delay to allow the falling glass gobs
30 to approach the tops of the shielding tubes 212, 214,
and 216 in the spray box 210 (shown in FIGS. 12 through
16), the high pressure lubricating dispersion is sprayed
from the spraying nozzle assembly 250 and 252 through
the slots 242 and 244 in the shielding tubes 212, 214,
and 216 to coat the glass gobs 30 as they pass by the
slots 242 and 244. As soon as the glass gobs 30 pass
by the slots 242 and 244 (and are delivered to the gob
distributor 42 (shown in FIGS. 1 and 2)), the spray of the
high pressure lubricating dispersion is ceased.
[0078] This control system and process triggers the
spraying of the lubricating dispersion using a time delay
based on the system signal that activates the gob cutting
shears, which is calculated based on the size (mass) of
the glass gob 30 and the distance from the glass gob
shears mechanism 38 to the spray box 210. Alternately,
the spraying of the lubricating dispersion may be trig-
gered by the machine main timing system, which utilizes
a global timing cycle in which a signal can be generated
after the cutting shear signal, but would not necessarily
be related to it.
[0079] It has been observed that in order to provide
sufficient lubricating dispersion to the blank molds (as
well as to the gob delivery system) it may not be neces-
sary to lubricate every glass gob 30. Accordingly, either
of these modes of triggering the spraying of the lubricat-
ing dispersion may be modified by operating the lubricat-
ing dispersion system periodically, e.g., activate the lu-
bricating dispersion system to spray glass gobs 30 pass-
ing through the spray box 210 once for every N gobs that
pass through the spray box 210, where N may vary, for
example, from approximately 2 to approximately 30, and
more preferably from approximately 8 to approximately
18, and most preferably approximately 10 to approxi-
mately 14. Thus, in the most preferable example provided
herein, in the lubricating dispersion application system
only one series of the gobs 30 dropping through the spray
box 210 (or the spray box 50) in every ten series of gobs
30 dropping through the spray box 210 will be sprayed.
[0080] The spray box 210 has a "wash-out" system in
which water or another liquid is supplied to the supply
tube 286 of the washdown manifold 280, with the aper-
tures 284 in the angled lower outside surfaces 282 of the
washdown manifold 280 directing the water or other liquid
onto the four sides 218, 220, 222, and 224 of the spray
box 210. The water or other liquid flows down the sides
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218, 220, 222, and 224, and onto the inwardly extending
flanges at the bottoms of the sides 218, 220, 222, and
224 and the tube base plate 228, washing out residue
from the lubricating dispersion through the funnel assem-
bly 264 and into the drain tube 266 for disposal or recy-
cling.
[0081] The wash-out system can either flood or mist
the interior of the spray box 210, depending upon the
size of the apertures 284 in the washdown manifold 280
and upon the duty cycle of the supply of the water or
other liquid to the washdown manifold 280. The duty cycle
may range all the way from continuous operation (typi-
cally using misting) to intermittent operation (typically us-
ing a higher flow rate through larger apertures 284. The
wash-out system may, for example, be connected to a
local water supply, and an electronically controlled valve
(not shown) may be used to pressurize the washdown
manifold 280 in order to operate the wash-out system.
[0082] The wash-out system can be operated in sev-
eral different ways. For example, it may be operated to
flush the spray box 210 after each time the lubricating
dispersion is sprayed, being actuated for a predeter-
mined (short) time after a timed delay from the time that
the lubricating dispersion is sprayed. Alternately, there
could be an independent time delay that operated after
the expiration of a predetermined time interval, for exam-
ple operating once to flush the spray box 210 every 10
minutes. Alternately, a sensor monitoring residue build-
up in the spray box 210 could be used to trigger spraying
or flushing when the residue has built up sufficiently to
trigger the sensor.
[0083] It may therefore be appreciated from the above
detailed description of the preferred embodiment of the
present invention that it provides a system and method
to apply a liquid-based lubricating dispersion to glass
gobs after the gobs are formed and before they are load-
ed into blank molds without requiring manual intervention
to do so. The falling gob lubricating dispersion application
system and method of the present invention applies the
liquid-based lubricating dispersion to the gobs while they
are in free fall and not in contact with any portion of the
gob distribution system, thereby also providing lubrica-
tion to the gob distribution system. The falling gob lubri-
cating dispersion application system and method of the
present invention entirely obviates the need to swab the
blank molds with a lubricating dispersion, thereby remov-
ing a variable, difficult, and labor intensive operation of
hand swabbing the blank molds, with the lubricant there-
by continuously lubricating the blank molds, the neck
rings, and the blow molds. Finally, the falling gob lubri-
cating dispersion application system and method of the
present invention achieves numerous advantages with-
out incurring any substantial relative disadvantage.
[0084] It will be apparent to those having ordinary skill
in the art that a number of changes, modifications, vari-
ations, or alterations to the invention as described herein
may be made, within the scope of the present invention
as defined in the claims.

Claims

1. A system for applying a lubricant to free falling hot
glass gobs (30) prior to the distribution and loading
of the gobs into respective blank molds (34) in an
individual section (I.S.) machine (60), the system
comprising:

an enclosure (50,210) comprising a top surface
(226), a bottom surface, and side walls
(218,220,222,224) extending between the top
surface and the bottom surface, the top surface
and the bottom surface having corresponding
openings (80,82,212,214,216) therein, wherein
the openings in the top surface and the bottom
surface are arranged and configured in the top
surface and the bottom surface to allow the free
falling gobs to pass freely through the openings
in the enclosure without contacting the enclo-
sure when the enclosure is mounted in the path
of the free falling gobs;
a source of a liquid-based lubricating dispersion
for lubricating the gobs;
a plurality of nozzles (100,102,104,106,250,
252) being mounted in or adjacent to the enclo-
sure, each of the nozzles being arranged and
configured to direct a spray of the lubricating dis-
persion therefrom into the enclosure and onto
the free falling gobs as they pass through the
enclosure to substantially completely coat the
gobs with the lubricating dispersion sprayed
from the nozzles; and
a pump system (154) for pumping the lubricating
dispersion from the source of the lubricating dis-
persion to the nozzles mounted in the enclosure.

2. A system as defined in Claim 1, wherein the I.S. ma-
chine comprises a gob feeder (32), a shears mech-
anism (38) for cutting glass gobs (30) from a molten
glass stream supplied by the gob feeder, and a gob
distribution system (42) that distributes the glass
gobs to the blank molds (34), and wherein the en-
closure is arranged and configured for installation
intermediate the path of the glass gobs as they fall
after being cut by the shears mechanism and before
they enter the gob distribution system.

3. A system as defined in Claim 1 or claim 2, wherein
the enclosure additionally comprises:

an outlet (88) located in the enclosure near the
bottom side thereof through which oversprayed
amounts of the lubricating dispersion collected
on the bottom surface of the enclosure may be
drained; and
a drain tubing (90) attached to the outlet to con-
duct oversprayed amounts of the lubricating dis-
persion collected on the bottom surface of the
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enclosure and drained through the outlet to an
external location for collection, recycling, or dis-
posal.

4. A system as defined in any preceding claim, wherein
the source of the lubricating dispersion comprises:

a high pressure pump system (154) for supply-
ing the lubricating dispersion from a lubricant
supply to the nozzles, wherein the high pressure
pump system optionally comprises:

a high pressure pump (158) in fluid commu-
nication with the lubricant supply;
an air unit for supplying compressed air to
the high pressure pump;
a pressure equalizer (160) connected to the
high pressure pump for dampening pres-
sure variations in the lubricating dispersion
pumped by the high pressure pump; and
a filter (162) connected intermediate the
pressure equalizer and the nozzles for fil-
tering the lubricating dispersion pumped by
the high pressure pump prior to its supply
to the nozzles.

5. A system as defined in any preceding claim, wherein
the horizontal spray pattern of each of the nozzles
(100,102,104,106,250,252) is between approxi-
mately 25 degrees wide and approximately 50 de-
grees wide.

6. A system as defined in any preceding claim, wherein
the horizontal spray pattern of each of the nozzles
(100,102,104,106,250,252) is angled downwardly
approximately zero degrees to approximately ten de-
grees from horizontal.

7. A system as defined in any preceding claim, addi-
tionally comprising:

at least one hollow shielding tube (212,214,216)
extending through the opening in the top surface
of the enclosure (210) and the opening in the
bottom surface of the enclosure, wherein the at
least one shielding tube has two rectangular
slots (242,244) located therein which slots are
located directly opposite each other, wherein the
at least one shielding tube is arranged and con-
figured to allow the free falling gobs (30) to pass
freely therethrough without contacting the at
least one shielding tube when the enclosure is
mounted such that the at least one shielding
tube is in the path of the free falling gobs; and
wherein a pair of the nozzles (250,252) are lo-
cated at opposite sides of the enclosure and are
arranged and configured to respectively direct
sprays of the lubricating dispersion into the slots

in the at least one shielding tube and onto free
falling gobs as they pass through the at least
one shielding tube.

8. A system as defined in Claim 7, wherein the slots
(242,244) in the at least one shielding tube
(212,214,216) are sufficiently large to allow substan-
tially all of the lubricating dispersion sprayed from
the nozzles (250,252) to pass therethrough to coat
gobs (30) passing through the at least one shielding
tube.

9. A system as defined in Claim 7 or 8, further compris-
ing:

at least one additional hollow shielding tube
(212,214,216) extending through a second
opening in the top surface (226) of the enclosure
and a second opening in the bottom surface of
the enclosure (210), wherein the at least one
additional shielding tube has two rectangular
slots (242,244) located therein which slots are
located directly opposite each other, wherein the
at least one additional shielding tube is also ar-
ranged and configured to allow additional free
falling gobs (30) to pass freely therethrough
without contacting the at least one additional
shielding tube when the enclosure is mounted
such that the at least one additional shielding
tube is in the path of the additional free falling
gobs;
a second plurality of nozzles (250,252) mounted
in or adjacent the same opposite sides thereof,
each of the second plurality of nozzles being ar-
ranged and configured to direct a spray of the
lubricating dispersion therefrom into the slots in
the at least one additional shielding tube and
onto free falling gobs as they pass through the
at least one additional shielding tube to substan-
tially completely coat such gobs with the lubri-
cating dispersion sprayed from the nozzles.

10. A system as defined in any preceding claim, addi-
tionally comprising:

a control system arranged and configured to
supply the lubricating dispersion to the nozzles
which direct the spray of lubricating dispersion
onto the falling gobs (30) in one of the following
manners:

a. continuously;
b. intermittently subsequent to the cutting
of the glass gobs;
c. intermittently upon the generation of a sig-
nal from a machine main timing system sub-
sequent to a cutting shear signal generated
by the machine main timing system in a sig-
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nal global timing cycle;
d. intermittently after the expiration of a pre-
determined time interval; or
e. periodically to spray one glass gob out of
each series of N glass gobs, wherein N var-
ies from approximately 2 to approximately
30, and more preferably from approximately
8 to approximately 18, and most preferably
approximately 10 to approximately 14.

11. A system as defined in any preceding claim, wherein
the enclosure (50) has four sides oriented in a rec-
tangular configuration, with two longer sides and two
shorter sides being located orthogonally to each oth-
er, with two angled side members being located at
two opposite corners of the enclosure, and wherein
the openings in the top surface and the bottom sur-
face of the enclosure are arranged and configured
to allow a plurality of gobs (30) to simultaneously
pass through the openings in a linear array;
wherein there are four nozzles mounted in or adja-
cent to the enclosure, and wherein two of the nozzles
(104,106) are respectively mounted in or adjacent
to the enclosure in the long sides of the enclosure
and are arranged and configured to direct a spray of
the lubricating dispersion therefrom directly onto the
linear array of gobs (30) passing through the enclo-
sure; and
wherein the other two of the nozzles (10,102) are
respectively mounted in or adjacent to the enclosure
in the angled sides of the enclosure and are arranged
and configured to direct a spray of the lubricating
dispersion therefrom onto the linear array of gobs
passing through the enclosure.

12. A system as defined in any preceding claim, wherein
the lubricating dispersion comprises:

water;
a powdered solid lubricant having a particle size
characterized by a d90 below approximately
150 microns; and
a dispersing agent.

13. A system as defined in Claim 12, wherein the pow-
dered solid lubricant comprises:

a material selected from synthetic graphite, nat-
ural graphite, molybdenum disulfide (MoS2),
tungsten disulfide (WS2), hexagonal boron ni-
tride (h BN), and mixtures thereof, and optionally
a rheological modifier serving as a thickener.

14. A system as defined in Claim 13, wherein the water
comprises between 50 percent and 98 percent by
weight of the lubricating dispersion, the powdered
solid lubricant comprises between 2 percent and 50
percent by weight of the lubricating dispersion, the

dispersing agent comprises between 0.01 percent
and 20 percent by weight of the lubricating disper-
sion, a rheological modifier in an amount of 0.01 per-
cent and 25 percent by weight of the lubricating dis-
persion, and optionally a binder to improve the ad-
hesion of the solid lubricant to the hot glass.

15. A system as defined in any one of Claims 12 to 14,
wherein the dispersing agent comprises:

at least one material selected from PEO-PPO-
PEO block copolymers, glycolionic dispersants
such as sulphonates, non-ionic dispersants
such as alcohol polyethoxylates, and alkyl pol-
yethers.

16. A system as defined in any one of Claims 1 to 11,
wherein the lubricating dispersion comprises:

an organic solvent;
a powdered solid lubricant having a particle size
characterized by a d90 below approximately
150mm; and
a stabilizing additive.

17. A system as defined in any preceding claim, addi-
tionally comprising:

a high voltage source (204) for establishing an
electrostatic charge differential between the lu-
bricating dispersion and the glass gobs to re-
duce overspray of the lubricating dispersion.

18. A system as defined in any preceding claim, addi-
tionally comprising:

a washdown manifold (280) located inside the
enclosure (210) that directs water or another liq-
uid supplied to the washdown manifold onto in-
side surfaces of the enclosure to wash out res-
idue from the lubricating dispersion through an
outlet in the enclosure.

19. A system as defined in Claim 18, additionally com-
prising:

a wash-out system that is arranged and config-
ured to supply water or another liquid to the
washdown manifold to wash out residue from
the enclosure in one of the following manners:

a. continuously;
b. intermittently subsequent to the lubricat-
ing dispersion being sprayed;
c. intermittently after the expiration of a pre-
determined time interval; or
d. when sufficient residue has built up in the
enclosure.
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20. A method for applying a lubricant to free falling hot
glass gobs (30) sheared from a stream of molten
glass provided from a feeder (32) prior to the distri-
bution and loading of the gobs into respective blank
molds (34) in an I.S. machine (60), the method com-
prising:

locating an enclosure (50,210) in the path of the
free falling gobs, the enclosure comprising a top
surface, a bottom surface, and side walls ex-
tending between the top surface and the bottom
surface, the top surface and the bottom surface
having corresponding openings (80,82,212,
214,216) therein, wherein the enclosure is
mounted such that the free falling gobs fall
through the openings in the top surface and the
bottom surface without contacting the enclo-
sure;
pumping a liquid-based lubricating dispersion
for lubricating the gobs from a source of the lu-
bricating dispersion to a plurality of nozzles
(100,102,104,106, 250,252) mounted in or ad-
jacent to the enclosure with a pump system
(154); and
directing sprays of the lubricating dispersion
emitted from the nozzles into the enclosure and
onto falling gobs as they pass through the en-
closure to substantially completely coat the gobs
with the lubricating dispersion sprayed from the
nozzles.

21. A method as defined in Claim 22, additionally com-
prising:

collecting oversprayed lubricating dispersion
from the enclosure for collection, recycling, or
disposal.

22. A method as defined in Claim 20 or Claim 21, wherein
the pumping system (154) is a high pressure pump
system that supplies the lubricating dispersion at a
high pressure to the nozzles (100,102,104,106,250,
252).

23. A method as defined in any one of Claims 20 to 23,
wherein the sprays of the lubricating dispersion emit-
ted from the nozzles into the enclosure (50,210) have
a horizontal spray pattern configured to be sufficient-
ly wide to completely coat all of the falling gobs (30)
passing through the enclosure.

24. A method as defined in Claim 23, wherein the hori-
zontal spray pattern of each of the nozzles is be-
tween 25 and 50 degrees wide and is optionally an-
gled downwardly by zero to ten degrees from hori-
zontal.

25. A method as defined in any one of Claims 20 to 24,

wherein the lubricating dispersion comprises:

water;
powdered solid lubricant having a particle size
characterized by a d90 below approximately
150mm; and
a dispersing agent.

26. A method as defined in Claim 25, wherein the water
comprises between 50 and 98 percent by weight of
the lubricating dispersion, the powdered solid lubri-
cant comprises between 2 and 50 percent by weight
of the lubricating dispersion, and the dispersing
agent comprises between 0.01 and 20 percent by
weight of the lubricating dispersion.

27. A method as defined in any one of Claims 20 to 26,
additionally comprising:

installing at least one hollow shielding tube
(212,214,216) extending through the opening in
the top surface (226) of the enclosure (210) and
the opening in the bottom surface of the enclo-
sure, wherein the at least one shielding tube has
two rectangular slots (242,244) located therein
which slots are located directly opposite each
other, wherein the at least one shielding tube is
arranged and configured to allow the free falling
gobs (30) to pass freely therethrough without
contacting the at least one shielding tube when
the enclosure is mounted such that the at least
one shielding tube is in the path of the free falling
gobs; and
wherein a pair of the nozzles (250,252) are lo-
cated at opposite sides of the enclosure and are
arranged and configured to respectively direct
sprays of the lubricating dispersion into the slots
in the at least one shielding tube and onto free
falling gobs as they pass through the at least
one shielding tube.

28. A method as defined in Claim 27, additionally com-
prising:

installing at least one additional hollow shielding
tube (212,214,216) extending through the open-
ing in the top surface (226) of the enclosure (210)
and the opening in the bottom surface of the
enclosure, wherein the at least one additional
shielding tube has two rectangular slots
(250,252) located therein which slots are locat-
ed directly opposite each other, wherein the at
least one additional shielding tube is arranged
and configured to allow additional free falling
gobs (30) to pass freely therethrough without
contacting the at least one additional shielding
tube when the enclosure is mounted such that
the at least one additional shielding tube is in
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the path of the additional free falling gobs; and
wherein an additional pair of the nozzles
(250,252) are located at the same opposite
sides of the enclosure and are arranged and
configured to respectively direct sprays of the
lubricating dispersion into the slots in the at least
one additional shielding tube and onto the addi-
tional free falling gobs as they pass through the
at least one additional shielding tube.

29. A method as defined in Claim 27 or Claim 28, addi-
tionally comprising:

supplying the lubricating dispersion to the noz-
zles (250,252) which direct the spray of lubricat-
ing dispersion onto the falling gobs (30) in one
of the following manners:

a. continuously;
b. intermittently subsequent to the cutting
of the glass gobs;
c. intermittently upon the generation of a sig-
nal from a machine main timing system sub-
sequent to a cutting shear signal generated
by the machine main timing system in a sig-
nal global timing cycle;
d. intermittently after the expiration of a pre-
determined time interval; or
e. periodically to spray one glass gob out of
each series of N glass gobs, wherein N var-
ies from 2 to 30, and more preferably from
approximately 8 to 18, and most preferably
10 to 14.

30. A method as defined in any one of Claims 27 to 29,
additionally comprising:

directing water or another liquid supplied to a
washdown manifold located inside the enclo-
sure (210)onto inside surfaces of the enclosure
to wash out residue from the lubricating disper-
sion through an outlet in the enclosure.

Amended claims in accordance with Rule 137(2)
EPC.

1. A system for applying a lubricant to free falling hot
glass gobs (30) prior to the distribution and loading
of the gobs into respective blank molds (34) in an
individual section (I.S.) machine (60), the system
comprising a source of a liquid-based lubricating dis-
persion for lubricating the gobs;
characterized in that the system further comprises:

an enclosure (50,210) comprising a top surface
(226), a bottom surface, and side walls (218,
220,222,224) extending between the top sur-

face and the bottom surface, the top surface and
the bottom surface having corresponding open-
ings (80,82,212,214,216) therein, wherein the
openings in the top surface and the bottom sur-
face are arranged and configured in the top sur-
face and the bottom surface to allow the free
falling gobs to pass freely through the openings
in the enclosure without contacting the enclo-
sure when the enclosure is mounted in the path
of the free falling gobs;
a plurality of nozzles (100,102,104,106,250,
252) being mounted in or adjacent to the enclo-
sure, each of the nozzles being arranged and
configured to direct a spray of the lubricating dis-
persion therefrom into the enclosure and onto
the free falling gobs as they pass through the
enclosure to substantially completely coat the
gobs with the lubricating dispersion sprayed
from the nozzles; and
a high pressure pump system (154) for supply-
ing the lubricating dispersion from a lubricant
supply to the nozzles, wherein the high pressure
pump system optionally comprises:

a high pressure pump (158) in fluid commu-
nication with the lubricant supply;
an air unit for supplying compressed air to
the high pressure pump;
a pressure equalizer (160) connected to the
high pressure pump for dampening pres-
sure variations in the lubricating dispersion
pumped by the high pressure pump; and
a filter (162) connected intermediate the
pressure equalizer and the nozzles for fil-
tering the lubricating dispersion pumped by
the high pressure pump prior to its supply
to the nozzles.

5. A system as defined in any preceding claim,
wherein the horizontal spray pattern of each of the
nozzles (100,102,104,106,250,252) is between 25
and 50 degrees wide.

6. A system as defined in any preceding claim,
wherein the horizontal spray pattern of each of the
nozzles (100,102,104,106,250,252) is angled down-
wardly zero to ten degrees from horizontal.

7. A system as defined in any preceding claim, ad-
ditionally comprising:

a. continuously;
b. intermittently subsequent to the cutting of the
glass gobs;
c. intermittently upon the generation of a signal
from a machine main timing system subsequent
to a cutting shear signal generated by the ma-
chine main timing system in a signal global tim-
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ing cycle;
d. intermittently after the expiration of a prede-
termined time interval; or
e. periodically to spray one glass gob out of each
series of N glass gobs, wherein N varies from 2
to 30, more preferably from 8 to 18, and most
preferably 10 to 14.

11. A system as defined in any preceding claim,
wherein the enclosure (50) has four sides oriented
in a rectangular configuration, with two longer sides
and two shorter sides being located orthogonally to
each other, with two angled side members being lo-
cated at two opposite corners of the enclosure, and
wherein the openings in the top surface and the bot-
tom surface of the enclosure are arranged and con-
figured to allow a plurality of gobs (30) to simultane-
ously pass through the openings in a linear array;
wherein there are four nozzles mounted in or adja-
cent to the enclosure, and wherein two of the nozzles
(104,106) are respectively mounted in or adjacent
to the enclosure in the long sides of the enclosure
and are arranged and configured to direct a spray of
the lubricating dispersion therefrom directly onto the
linear array of gobs (30) passing through the enclo-
sure; and
wherein the other two of the nozzles (10,102) are
respectively mounted in or adjacent to the enclosure
in the angled sides of the enclosure and are arranged
and configured to direct a spray of the lubricating
dispersion therefrom onto the linear array of gobs
passing through the enclosure.

12. A system as defined in any preceding claim,
wherein the lubricating dispersion comprises:
water;
a powdered solid lubricant having a particle size
characterized by a d90 below 150 mm; and
a dispersing agent.

13. A system as defined in Claim 12, wherein the
powdered solid lubricant comprises:

a material selected from synthetic graphite, nat-
ural graphite, molybdenum disulfide (MoS2),
tungsten disulfide (WS2), hexagonal boron ni-
tride (h BN), and mixtures thereof, and optionally
a rheological modifier serving as a thickener.

14. A system as defined in Claim 13, wherein the
water comprises between 50 percent and 98 percent
by weight of the lubricating dispersion, the powdered
solid lubricant comprises between 2 percent and 50
percent by weight of the lubricating dispersion, the
dispersing agent comprises between 0.01 percent
and 20 percent by weight of the lubricating disper-
sion, a rheological modifier in an amount of 0.01 per-
cent and 25 percent by weight of the lubricating dis-

persion, and optionally a binder to improve the ad-
hesion of the solid lubricant to the hot glass.

15. A system as defined in any one of Claims 12 to
14, wherein the dispersing agent comprises:
at least one material selected from PEO-PPO-PEO
block copolymers, glycolionic dispersants such as
sulphonates, non-ionic dispersants such as alcohol
polyethoxylates, and alkyl polyethers.

16. A system as defined in any one of Claims 1 to
11, wherein the lubricating dispersion comprises:
an organic solvent;
a powdered solid lubricant having a particle size
characterized by a d90 below 150mm; and
a stabilizing additive.

17. A system as defined in any preceding claim, ad-
ditionally comprising:
a high voltage source (204) for establishing an elec-
trostatic charge differential between the lubricating
dispersion and the glass gobs to reduce overspray
of the lubricating dispersion.

18. A system as defined in any preceding claim, ad-
ditionally comprising:
a washdown manifold (280) located inside the en-
closure (210) that directs water or another liquid sup-
plied to the washdown manifold onto inside surfaces
of the enclosure to wash out residue from the lubri-
cating dispersion through an outlet in the enclosure.

19. A system as defined in Claim 18, additionally
comprising:
a wash-out system that is arranged and configured
to supply water or another liquid to the washdown
manifold to wash out residue from the enclosure in
one of the following manners:

a. continuously;
b. intermittently subsequent to the lubricating
dispersion being sprayed;
c. intermittently after the expiration of a prede-
termined time interval; or
d. when sufficient residue has built up in the en-
closure.

20. A method for applying a lubricant to free falling
hot glass gobs (30) sheared from a stream of molten
glass provided from a feeder (32) prior to the distri-
bution and loading of the gobs into respective blank
molds (34) in an I.S. machine (60), using a source
of a liquid-based dispersion for lubricating the gobs:

characterized by the steps of:

locating an enclosure (50,210) in the path
of the free falling gobs, the enclosure com-
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prising a top surface, a bottom surface, and
side walls extending between the top sur-
face and the bottom surface, the top surface
and the bottom surface having correspond-
ing openings (80,82,212,214,216) therein,
wherein the enclosure is mounted such that
the free falling gobs fall through the open-
ings in the top surface and the bottom sur-
face without contacting the enclosure;
pumping the liquid-based lubricating dis-
persion for lubricating the gobs from the
source of the lubricating dispersion to a plu-
rality of nozzles (100,102,104,106, 250,
252) mounted in or adjacent to the enclo-
sure with a pump system (154); and
directing sprays of the lubricating dispersion
emitted from the nozzles into the enclosure
and onto falling gobs as they pass through
the enclosure to substantially completely
coat the gobs with the lubricating dispersion
sprayed from the nozzles.

21. A method as defined in Claim 22, additionally
comprising:

collecting oversprayed lubricating dispersion
from the enclosure for collection, recycling, or
disposal.

22. A method as defined in Claim 20 or Claim 21,
wherein the pumping system (154) is a high pressure
pump system that supplies the lubricating dispersion
at a high pressure to the nozzles (100,102,104,106,
250,252).

23. A method as defined in any one of Claims 20 to
22, wherein the sprays of the lubricating dispersion
emitted from the nozzles into the enclosure (50,210)
have a horizontal spray pattern configured to be suf-
ficiently wide to completely coat all of the falling gobs
(30) passing through the enclosure.

24. A method as defined in Claim 23, wherein the
horizontal spray pattern of each of the nozzles is
between 25 and 50 degrees wide and is optionally
angled downwardly by zero to ten degrees from hor-
izontal.

25. A method as defined in any one of Claims 20 to
24, wherein the lubricating dispersion comprises:
water;
powdered solid lubricant having a particle size char-
acterized by a d90 below 150mm; and
a dispersing agent.

26. A method as defined in Claim 25, wherein the
water comprises between 50 and 98 percent by
weight of the lubricating dispersion, the powdered

solid lubricant comprises between 2 and 50 percent
by weight of the lubricating dispersion, and the dis-
persing agent comprises between 0.01 and 20 per-
cent by weight of the lubricating dispersion.

c. intermittently upon the generation of a signal
from a machine main timing system subsequent
to a cutting shear signal generated by the ma-
chine main timing system in a signal global tim-
ing cycle;
d. intermittently after the expiration of a prede-
termined time interval; or
e. periodically to spray one glass gob out of each
series of N glass gobs, wherein N varies from 2
to 30, and more preferably from 8 to 18, and
most preferably 10 to 14.

30. A method as defined in any one of Claims 27 to
29, additionally comprising:
directing water or another liquid supplied to a wash-
down manifold located inside the enclosure (210)on-
to inside surfaces of the enclosure to wash out res-
idue from the lubricating dispersion through an outlet
in the enclosure.

35 36 



EP 2 778 143 A1

20



EP 2 778 143 A1

21



EP 2 778 143 A1

22



EP 2 778 143 A1

23



EP 2 778 143 A1

24



EP 2 778 143 A1

25



EP 2 778 143 A1

26



EP 2 778 143 A1

27



EP 2 778 143 A1

28



EP 2 778 143 A1

29



EP 2 778 143 A1

30



EP 2 778 143 A1

31



EP 2 778 143 A1

32



EP 2 778 143 A1

33



EP 2 778 143 A1

34



EP 2 778 143 A1

35

5

10

15

20

25

30

35

40

45

50

55



EP 2 778 143 A1

36

5

10

15

20

25

30

35

40

45

50

55



EP 2 778 143 A1

37

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 83316813 A [0001]
• US 18438314 A [0001]
• US 3242075 A, Hunter [0006]
• US 5597306 A, Tohjo [0008]

• US 8375743 B, Zanella  [0008]
• US 4526600 A, Myers [0010]
• US 4880454 A, Beningo [0010]


	bibliography
	abstract
	description
	claims
	drawings
	search report
	cited references

