
J  
E u r o p a , s c h e s P _   MM  M  II  II  INI  Mill  M  I  IN  II  I  II 
European  Patent  Office 

„  CO  Publication  number:  0  5 4 5   1 2 7   B 1  
Office  europeen  des  brevets 

E U R O P E A N   PATENT  S P E C I F I C A T I O N  

©  Date  of  publication  of  patent  specification:  18.01.95  ©  Int.  CI.6:  A47L  15 /42  

©  Application  number:  92119523.6 

@  Date  of  filing:  14.11.92 

©  Dishwasher  with  water  supply  circuit. 

@  Priority:  05.12.91  IT  PN910080 

@  Date  of  publication  of  application: 
09.06.93  Bulletin  93/23 

©  Publication  of  the  grant  of  the  patent: 
18.01.95  Bulletin  95/03 

©  Designated  Contracting  States: 
DE  ES  FR  GB  IT 

©  References  cited: 
DE-A-  1  800  092 
DE-U-  8  511  185 
FR-A-  2  335  187 
FR-A-  2  336  031 

00 

IV 
CM 

m  

w  
Note:  Within  nine  months  from  the  publication  of  the  mention  of  the  grant  of  the  European  patent,  any  person ®  may  give  notice  to  the  European  Patent  Office  of  opposition  to  the  European  patent  granted.  Notice  of  opposition 

CL  shall  be  filed  in  a  written  reasoned  statement.  It  shall  not  be  deemed  to  have  been  filed  until  the  opposition  fee 
LU  has  been  paid  (Art.  99(1)  European  patent  convention). 

Proprietor:  Zanussl  Elettrodomestlcl  S.p.A. 
Via  Giardini  Cattaneo,  3, 
CP.  147 
1-33170  Pordenone  (IT) 

Inventor:  Mllocco,  Claudlo 
Via  Plero  Gobettl  4 
1-33170  Pordenone  (IT) 

©  Representative:  Busca,  Luciano  et  al 
PROPRIA  S.r.l. 
Via  Mazzlnl  13 
1-33170  Pordenone  (IT) 

Rank  Xerox  (UK)  Business  Services 
(3.  10/3.09/3.3.3) 



1 EP  0  545  127  B1 2 

Description 

The  present  invention  relates  to  an  automatic 
dishwashing  machine  provided  with  a  water  supply 
circuit  including  a  water  softener  associated  with  an 
arrangement  suitable  to  periodically  regenerate  the 
water  softener. 

A  simple  and  effective  water  supply  circuit  of 
this  type  is  for  instance  described  in  EP-B-0  219 
704,  wherein  the  regeneration  arrangement  com- 
prises  a  reservoir  for  metering  a  volume  of  water 
which  is  used  to  regenerate,  through  a  multi-dose 
salt  container,  the  ion-exchange  resins  contained  in 
the  water  softener.  The  water  supply  circuit  also 
comprises  a  solenoid  valve  to  control  the  amount 
of  water  to  be  fed  into  the  wash  tub  of  the  ma- 
chine,  as  well  as  at  least  a  further  solenoid  valve 
suitable  to  control  the  phases  of  regeneration  of  the 
water  softener. 

Every  solenoid  valve  is  controlled  by  the  pro- 
grammer  of  the  dishwasher,  to  which  it  is  con- 
nected  through  special  wiring  which  undesirably 
complicates  the  machine  and  involves  safety  prob- 
lems  with  regard  to  electrical  insulation. 

As  is  known,  substantially  the  entire  water  sup- 
ply  circuit  is  usually  housed  in  the  hollow  space 
between  the  wash  tub  and  the  non-movable  part  of 
the  casing  of  the  machine,  which  is  provided  with  a 
front  access  door.  Thus,  the  water  supply  circuit  is 
arranged  in  an  area  which  is  hardly  accessible  for 
mounting  and  adjusting  the  various  components, 
and  for  possible  maintenance  or  servicing  pur- 
poses,  as  well.  The  salt  container,  in  particular,  is 
commonly  arranged  in  the  bottom  part  of  the  ma- 
chine  and  is  only  accessible,  for  periodical  refill 
operations,  after  having  drawn  the  lower  crockery 
support  rack  out  of  the  wash  tub. 

A  dishwasher  is  also  known,  for  instance  from 
DE-A-1  800  092,  which  is  provided  with  a  single- 
dose  salt  container  directly  connected  with  the 
water  supply  circuit,  upstream  of  the  water  soft- 
ener,  and  arranged  within  the  access  door  of  the 
machine.  When  tap  water  flows  through  the  supply 
circuit,  part  of  it  fills  the  salt  container,  thereby 
forming  brine  which  flows  back  by  gravity  to  enter 
the  water  softener  upon  termination  of  the  water 
supply  phase.  In  order  for  the  dishwasher  to  op- 
erate  correctly,  however,  the  salt  container  undesir- 
ably  must  be  filled  by  the  user  with  a  proper 
amount  of  salt  before  starting  each  operating  cycle. 
In  addition,  since  no  means  is  provided  for  auto- 
matically  metering  the  amount  of  regeneration  wa- 
ter,  the  corresponding  amount  of  brine  and  its  salt 
concentration  can  easily  vary  according  to  pressure 
changes  in  the  water  mains,  thereby  undesirably 
affecting  the  whole  operation  of  the  machine.  Fur- 
thermore,  the  salt  container  housed  in  the  access 
door  is  connected  to  the  water  supply  circuit 

through  a  hydraulic  rotary  joint,  or  the  like,  which  is 
provided  in  correspondence  of  the  hinge  of  the 
door  and  undesirably  complicates  the  structure  of 
the  dishwasher. 

5  DE-U-8  511  185  describes  an  automatic  dish- 
washer  in  which  both  the  water  softener  and  the 
salt  container  are  housed  within  the  access  door  of 
the  machine  and  can  mutually  communicate 
through  a  controlled  valve  which  undesirably  re- 

io  quires  proper  wiring  in  correspondence  of  the  door, 
which  wiring  brings  about  the  electrical  insulation 
problems  mentioned  above.  Moreover,  the  water 
softener  is  connected  with  the  remaining  part  of  the 
water  supply  circuit  of  the  dishwasher  through  flexi- 

75  ble  pipes  which  are  subject  to  ruptures  after  a 
number  of  openings  and  closings  of  the  door.  In 
addition,  also  this  prior  art  dishwasher  suffers  from 
the  drawback  that  the  amount  of  brine  which  regen- 
erates  the  water  softener,  being  time-controlled 

20  through  actuation  of  the  controlled  valve,  can  un- 
desirably  vary  according  to  pressure  changes  in 
the  water  mains. 

It  is  the  main  purpose  of  the  present  invention 
to  provide  a  dishwasher  with  a  water  supply  circuit 

25  of  the  type  including  a  metering  reservoir  for  the 
regeneration  water,  which  not  only  is  simple  and 
readily  accessible,  but  also  very  compact,  effective 
and  reliable  in  operation. 

Another  purpose  of  this  invention  is  to  provide 
30  a  dishwasher  of  the  above-mentioned  type  wherein 

the  wirings  associated  with  the  water  supply  circuit 
are  substantially  reduced  and  thereby  safe  with 
regard  to  electrical  insulation. 

According  to  the  invention,  these  purposes  are 
35  attained  in  a  dishwasher  with  water  supply  circuit 

embodying  the  features  recited  in  the  appended 
claims. 

The  characteristics  and  advantages  of  the  in- 
vention  will  become  more  apparent  from  the  follow- 

40  ing  description,  given  only  by  way  of  non-limiting 
example,  with  reference  to  the  accompanying 
drawing.  In  the  drawing,  the  sole  figure  diagram- 
matically  and  partially  shows  a  preferred  embodi- 
ment  of  the  dishwasher  according  to  the  invention, 

45  with  the  access  door  in  a  partially  opened  position. 
In  the  figure,  in  particular,  only  the  main  com- 

ponents  are  shown  which  are  necessary  for  com- 
prehension  of  the  invention. 

In  a  substantially  traditional  manner,  the  dish- 
so  washer  comprises  a  casing  1  (only  the  bottom  part 

of  which  is  shown,  for  the  sake  of  simplicity)  hous- 
ing  a  wash  tub  2  which  is  accessible  through  a 
front  door  3  hinged  at  the  bottom  on  the  machine, 
at  4.  The  door  3  is  of  the  double-wall  kind,  with  an 

55  outer  wall  5  and  an  inner  wall  6,  the  latter  forming  a 
portion  of  the  wash  tub  2  when  the  door  is  closed, 
in  a  substantially  vertical  position. 

2 
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The  dishwasher  is  equipped  with  a  water  sup- 
ply  circuit  of  the  type  including  a  water  softener  7 
and  a  metering  reservoir  8  for  water  suitable  to 
cyclically  regenerate  the  water  softener  7  through  a 
multi-dose  salt  container  9.  According  to  an  aspect 
of  the  invention,  a  portion  of  the  water  supply 
circuit  including  not  only  the  salt  container  9,  but 
also  the  metering  reservoir  8,  is  housed  inside  the 
access  door  3,  in  the  hollow  space  between  the 
walls  5  and  6.  In  a  preferred  embodiment,  said 
portion  of  the  water  supply  circuit  additionally  in- 
cludes  the  water  softener  7. 

More  particularly,  the  water  supply  circuit  com- 
prises  a  feeding  conduit  10  connected  with  the 
water  mains  through  at  least  a  valve  11  which  is 
controlled  by  the  programmer  (not  shown)  of  the 
machine  and  is  preferably  arranged  in  correspon- 
dence  of  a  non-movable  part  of  the  casing  of  the 
machine.  Downstream  from  the  valve  11,  the  con- 
duit  10  extends  into  the  door  3  upwards  (with 
respect  to  the  vertical  closed  position  of  the  door) 
to  communicate  with  the  inlet  12  of  the  water 
softener  7  through  an  air-break  13.  Preferably,  a 
portion  14  of  the  conduit  10  extending  between  the 
air-break  13  and  the  water  softener  7  has  a  laby- 
rinth-shaped  configuration.  The  outlet  15  of  the 
water  softener  7  is  connected  with  a  conduit  16 
which  preferably  extends  towards  the  bottom  of  the 
dishwasher,  as  shown  in  the  figure,  where  it  is 
intended  to  communicate  with  the  wash  tub  2. 

The  portions  of  the  conduits  10  and  16  which 
are  housed  inside  the  door  3  are  connected  with 
the  portions  of  the  conduits  10  and  16  which  are 
housed  in  the  non-movable  part  of  the  casing  1 
through  relevant  break-away  coupling  means  17 
and  18,  respectively,  which  are  arranged  to  break 
away  when  the  door  is  opened  as  shown  in  the 
figure.  More  particularly,  the  break-away  coupling 
means  17,  18  are  located  in  correspondence  of  the 
bottom  of  the  access  door  3  and  are  for  example  of 
the  simple  male-female  fitting  type,  or  of  the  kind 
including  a  flexible  water-tight  seal. 

In  a  way  known  per  se,  the  air-break  13  is 
provided  in  the  conduit  10  between  a  nozzle  19 
and  a  diffuser  20  capable  of  recovering  hydraulic 
pressure.  According  to  another  aspect  of  the  inven- 
tion,  the  inlet  mouth  of  the  diffuser  20  is  formed  at 
the  bottom  of  a  funnel-shaped  collecting  element 
21  having  an  overflow  device  22.  When  the  door  3 
is  substantially  closed  the  collecting  element  21 
lies  above  the  water  softener  7  and  is  in  commu- 
nication  with  the  tub  2  through  the  overflow  device 
22  and  a  channel  23  provided  in  the  access  door. 

Upstream  of  the  air-break  13,  the  conduit  10  is 
provided  with  a  branch  pipe  24  having  a  calibrated 
cross-section  and  communicating  with  a  first  cham- 
ber  25  of  the  metering  reservoir  8.  The  first  cham- 
ber  25  is  suitable  to  communicate  with  the  tub  2 

through  an  overflow  wall  26  and  an  aperture  27  of 
the  door  3.  When  the  door  is  closed  the  overflow 
wall  26  determines  the  water  volume  which  can  be 
collected  in  the  chamber  25  to  regenerate  the 

5  water  softener  7,  which  is  lying  at  a  lower  level,  as 
it  will  be  described  hereinafter.  Such  a  water  vol- 
ume  is  adjustable,  in  a  per  se  known  manner,  by 
means  of  a  mass  28  whose  level  in  the  chamber 
25  can  be  changed  by  acting  on  a  knob  29.  This 

io  latter  is  arranged  outside  the  door  3  and  is  sealin- 
gly  connected  to  the  mass  28;  hence,  the  volume 
of  the  regeneration  water  can  be  readily  adjusted 
after  having  opened  the  access  door  3. 

The  metering  reservoir  8  also  comprises  a  sec- 
15  ond  chamber  30  which,  when  the  door  3  is  in  a 

substantially  horizontal  open  position,  is  laying  be- 
low  the  first  chamber  25  and  is  capable  of  commu- 
nicating  therewith  through  a  siphon  device  31  .  The 
latter  is  preferably  arranged  at  the  top  of  chamber 

20  25  (with  the  door  3  in  the  closed  position). 
The  bottom  of  the  second  chamber  30  commu- 

nicates  with  the  subjacent  salt  container  9  (with  the 
door  3  in  the  closed  position)  through  a  channel  32 
that  is  preferably  provided  with  a  thermostatic  valve 

25  33.  The  valve  33  is  responsive  to  the  temperature 
of  the  environment  adjacent  to  the  inner  wall  6  of 
the  access  door  and  is  arranged  to  open  and  close, 
respectively,  when  such  a  temperature  is  respec- 
tively  lower  and  higher  than  a  predetermined  value 

30  (40°  C,  for  instance).  The  thermostatic  valve  33 
may  be  for  example  of  the  bimetal  type,  or  the  like. 

The  salt  container  9  has  a  loading  aperture 
which  is  provided  with  a  removable  cap  34  and  is 
accessible  from  the  exterior  of  the  door  3,  prefer- 

35  ably  through  the  inner  wall  6.  Hence,  even  the 
periodical  operations  to  refill  the  salt  container  9 
may  be  readily  performed  by  opening  the  door  of 
the  dishwasher  and  removing  the  cap  34. 

The  outlet  35  of  the  salt  container  9  is  prefer- 
40  ably  adjacent  to  to  the  inner  wall  6  of  the  access 

door  and  is  arranged  to  communicate  with  the 
water  softener  7  through  a  pipe  36  having  a  cali- 
brated  cross-section  and  terminating  with  an  outlet 
mouth  adjacent  to  the  collecting  element  21.  In 

45  particular,  when  the  door  3  is  closed  the  outlet 
mouth  of  pipe  36  is  laying  over  the  collecting 
element  21,  into  which  brine  can  be  delivered 
therefrom. 

The  operation  of  the  dishwasher  according  to 
50  the  invention  should  be  apparent. 

When  the  door  3  is  closed  the  coupling  means 
17,  18  are  joined  together  and  the  tub  2  can  be  fed 
with  tap  water  by  opening  the  valve  11.  The  tap 
water  flows  along  the  conduit  10,  passes  through 

55  the  air-break  13,  is  softened  in  the  water  softener  7 
and  enters  the  wash  tub  2  through  the  conduit  16. 
Possible  water  leakages  in  correspondence  of  the 
air-break  13  are  conveyed  into  the  tub  2  via  the 

3 
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overflow  device  22  and  channel  23.  Concurrently,  a 
proportion  of  the  tap  water  enters  through  the 
branch  pipe  24  into  the  chamber  25,  where  it  is 
metered  by  means  of  the  overflow  wall  26;  possible 
exceeding  water  falls  into  the  wash  tub  through  the 
aperture  27. 

After  termination  of  an  operative  cycle  of  the 
dishwasher,  the  valve  11  is  closed  and  the  access 
door  3  is  completely  opened  (in  a  substantially 
horizontal  position)  to  withdraw  the  support  racks 
(not  shown)  out  of  the  tub  2  and  remove  the 
crockery  therefrom.  Thus,  the  water  contained  in 
the  chamber  25  of  the  metering  reservoir  8  flows 
into  the  subjacent  chamber  30  through  the  siphon 
device  31,  which  is  properly  sized  to  this  aim. 

It  should  be  noted  that  the  opening  of  the  door 
3  also  promotes  cooling  down  of  the  temperature 
sensor  of  the  thermostatic  valve  33.  When  the  door 
3  is  successively  closed  again,  the  valve  33  is 
therefore  open,  or  it  opens  within  short,  according 
to  the  different  temperature  conditions. 

As  a  consequence,  the  metered  amount  of 
water  contained  in  the  chamber  30  of  the  reservoir 
8  flows  by  gravity  along  the  channel  32  and  enters 
the  salt  container  9,  from  which  the  so  formed 
brine  is  delivered  through  the  calibrated  pipe  36  to 
fall  with  a  reduced  flow  into  the  subjacent  collecting 
element  21.  The  brine  slowly  enters  the  conduit  10 
through  the  diffuser  20  and  flows  to  the  water 
softener  7,  from  which  the  water  formerly  contained 
is  conveyed  to  the  bottom  of  the  tub  2  via  the 
conduit  16.  The  active  mass  of  resins  of  the  water 
softener  7  is  thereby  regenerated  and  is  succes- 
sively  "flushed"  with  freshwater,  in  a  per  se  known 
manner. 

From  the  aforegoing  description  the  structural 
simplicity  of  the  dishwasher  according  to  the  inven- 
tion  should  be  apparent,  bearing  in  mind  that  the 
water  supply  circuit  is  substantially  housed  in  the 
door  3,  that  is,  in  a  position  to  which  access  may 
easily  be  gained.  In  addition,  the  portion  of  such  a 
water  supply  circuit  which  is  housed  within  the 
door  3  does  not  need  any  electrically-controlled 
device,  so  the  wirings  of  the  machine  are  substan- 
tially  reduced.  In  particular,  it  is  possible  to  sub- 
stantially  reduce  flexible  wirings  extending  between 
the  door  3  and  the  non-movable  part  1  of  the 
machine,  that  are  notoriously  scarcely  reliable  and 
dangerous  as  far  as  electrical  insulation  is  con- 
cerned. 

By  contrast,  the  dishwasher  according  to  the 
invention  is  remarkably  reliable.  In  this  connection, 
attention  is  directed  to  the  fact  that  an  improper 
flow  of  brine  from  the  salt  container  9  towards  the 
water  softener  7  is  prevented  even  if  the  door  3  is 
temporarily  opened  before  termination  of  the  oper- 
ative  cycle  of  the  dishwasher.  In  fact,  when  such  a 
temporary  opening  occurs  during  an  initial  phase  of 

the  operative  cycle,  the  water  volume  collected  in 
the  chamber  25  is  insufficient  to  activate  the  siphon 
device  31  and  therefore  cannot  flow  towards  the 
salt  container  9.  When,  instead,  the  door  3  is 

5  temporarily  opened  later,  that  is  to  say,  during  a 
phase  of  the  operative  cycle  in  which  the  tempera- 
ture  in  the  tub  2  is  relatively  high,  the  thermostatic 
valve  33  is  closed  and  prevents  the  water  possibly 
contained  in  the  chamber  30  from  flowing  towards 

io  the  salt  container  9. 
At  any  rate,  the  provision  of  the  break-away 

coupling  means  17,  18  in  the  conduits  10,  16 
prevents  the  movements  of  the  access  door  from 
causing  any  possible  damage  of  the  same  conduits 

is  in  the  long  run. 
Obviously,  the  dishwasher  described  above  as 

an  example  may  undergo  a  number  of  modifica- 
tions  without  departing  from  the  scopes  of  the 
invention. 

20 
Claims 

1.  Dishwasher  with  a  water  supply  circuit  com- 
prising  a  water  softener  and  a  metering  reser- 

25  voir  for  water  suitable  to  regenerate  said  water 
softener  through  a  salt  container,  the  dish- 
washer  having  a  wash  tub  with  a  front  access 
door  which  is  hinged  at  the  bottom  on  the 
machine  and  houses  a  portion  of  said  water 

30  supply  circuit  including  said  salt  container, 
characterized  in  that  said  portion  of  the  wa- 
ter  supply  circuit  housed  in  said  access  door 
(3)  additionally  includes  said  metering  reservoir 
(8). 

35 
2.  Dishwasher  according  to  claim  1,  character- 

ized  in  that  said  portion  of  the  water  supply 
circuit  housed  in  the  access  door  (3)  is  con- 
nected  with  the  remaining  part  (10,  11,  16)  of 

40  the  water  supply  circuit  through  break-away 
coupling  means  (17,  18)  arranged  to  break 
away  when  said  door  is  opened. 

3.  Dishwasher  according  to  claim  1  ,  in  which  said 
45  portion  of  the  water  supply  circuit  housed  in 

the  access  door  (3)  also  includes  said  water 
softener  (7),  the  water  supply  circuit  being 
provided,  upstream  of  the  water  softener  (7), 
with  an  air-break  (13)  defined  by  a  nozzle  (19) 

50  and  a  diffuser  (20),  characterized  in  that, 
with  respect  to  the  closed  position  of  the  door 
(3),  the  inlet  mouth  of  said  diffuser  (20)  is 
formed  at  the  bottom  of  collecting  means  (21) 
arranged  above  the  water  softener  (7)  and  suit- 

55  able  to  collect  brine  delivered  by  said  salt 
container  (9)  through  calibrated  pipe  means 
(35,  36)  terminating  with  an  outlet  mouth  which 
is  spaced  apart  from  said  collecting  means 

4 
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(21),  thereabove. 

4.  Dishwasher  according  to  claim  3,  character- 
ized  In  that  the  metering  reservoir  (8)  com- 
prises  a  first  chamber  (25)  capable  of  collect- 
ing  regeneration  water,  from  a  calibrated 
branch  pipe  (24)  of  the  water  supply  circuit,  to 
an  amount  as  metered  by  overflow  means 
(26),  said  reservoir  (8)  further  comprising  a 
second  chamber  (30)  into  which  said  metered 
amount  of  regeneration  water  is  conveyed  from 
the  first  chamber  (25),  through  siphon  connect- 
ing  means  (31),  when  the  acces  door  (3)  is  in  a 
substantially  horizontal  open  position,  and  from 
which  said  metered  amount  of  regeneration 
water  is  able  to  flow  by  gravity  through  the  salt 
container  (9)  when  said  door  (3)  is  in  its  closed 
position. 

5.  Dishwasher  according  to  claim  4,  character- 
ized  In  that  said  second  chamber  (30)  is 
connected  to  the  salt  container  (9)  via  ther- 
mostatic  valve  means  (33)  responsive  to  the 
temperature  of  the  environment  adjacent  to  the 
inner  wall  (6)  of  the  door  (3)  and  arranged  to 
open  and  close,  respectively,  when  said  tem- 
perature  is  respectively  lower  and  higher  than 
a  predetermined  value. 

6.  Dishwasher  according  to  claim  4,  in  which  said 
first  chamber  (25)  is  equipped  with  adjusting 
means  for  adjusting  said  metered  amount  of 
regeneration  water,  characterized  In  that  said 
adjusting  means  (28)  are  operable  from  the 
exterior  of  said  door  (3). 

Patentanspruche 

1.  Geschirrspuler  mit  Wasserversorgungskreis- 
lauf,  welcher  einen  Wasserentharter  und  einen 
Dosierbehalter  fur  Wasser  umfaBt,  das  zum 
Regenerieren  des  Wasserentharters  durch  ei- 
nen  Salzbehalter  geeignet  ist,  wobei  der  Ge- 
schirrspuler  eine  Waschwanne  mit  einer  Vor- 
dertur  aufweist,  die  an  der  Unterseite  der  Ma- 
schine  mit  einer  Kippvorrichtung  angebracht  ist 
und  einen  Abschnitt  des  Wasserversorgungs- 
kreislaufs  mit  dem  Salzbehalter  aufnimmt,  da- 
durch  gekennzelchnet,  daB  der  in  der  Tur 
(3)  befindliche  Abschnitt  des  Wasserversor- 
gungskreislaufs  zusatzlich  die  Dosiervorrich- 
tung  (8)  aufweist. 

2.  Geschirrspuler  nach  Anspruch  1,  dadurch  ge- 
kennzeichnet,  daB  der  in  der  Tur  (3)  befindli- 
che  Abschnitt  des  Wasserkreislaufs  mit  dem 
verbleibenden  Teil  (10,  11,  16)  des  Wasserver- 
sorgungskreislaufs  durch  voneinander  losbare 

Verbindungseinrichtungen  (17,  18)  verbunden 
ist,  die  sich  beim  Offnen  der  Tur  voneinander 
losen. 

5  3.  Geschirrspuler  nach  Anspruch  1,  wobei  der  in 
der  Tur  (3)  befindliche  Abschnitt  des  Wasser- 
versorgungskreislaufs  weiterhin  den  Wasser- 
entharter  (7)  umfaBt,  der  Wasserversorgungs- 
kreislauf  stromauf  vom  Wasserentharter  (7)  mit 

io  einem  durch  eine  Duse  (19)  und  einen  Vertei- 
ler  (20)  begrenzten  Luftschutz  (13)  versehen 
ist,  dadurch  gekennzeichnet,  daB  bei  ge- 
schlossener  Tur  (3)  die  EinlaBoffnung  des  Ver- 
teilers  (20)  am  Boden  der  Sammeleinrichtung 

is  (21)  ausgebildet  wird,  die  uber  dem  Wasser- 
entharter  (7)  angeordnet  ist  und  mit  der  Salz- 
lauge  gesammelt  werden  kann,  welche  aus 
dem  Salzbehalter  (9)  durch  die  geeichte  Roh- 
reinrichtung  (35,  36)  ausgegeben  wird,  die  in 

20  eine  zur  Sammeleinrichtung  (21)  beabstandete, 
uber  dieser  angeordnete  AuslaBoffnung  mun- 
det. 

4.  Geschirrspuler  nach  Anspruch  3,  dadurch  ge- 
25  kennzeichnet,  daB  der  Dosierbehalter  (8) 

eine  erste  Kammer  (25)  umfaBt,  mit  der  Rege- 
nerierungswasser  aus  einem  geeichten  Zweig- 
rohr  (24)  des  Wasserversorgungskreislaufs  bis 
zu  einer  Menge  angesammelt  werden  kann, 

30  die  durch  eine  Uberlaufeinrichtung  (26)  dosiert 
wird,  und  der  Behalter  (8)  des  weiteren  eine 
zweite  Kammer  (30)  umfaBt,  in  die  die  dosierte 
Menge  an  Regenerierungswasser  aus  der  er- 
sten  Kammer  (25)  durch  die  Saughebeeinrich- 

35  tung  (31)  befordert  wird,  wenn  sich  die  Tur  (3) 
in  einer  im  wesentlichen  horizontalen,  geoffne- 
ten  Position  befindet,  und  aus  der  die  dosierte 
Menge  an  Regenerierungswasser  aufgrund  der 
Schwerkraft  durch  den  Salzbehalter  (9)  flieRen 

40  kann,  wenn  die  Tur  (3)  geschlossen  ist. 

5.  Geschirrspuler  nach  Anspruch  4,  dadurch  ge- 
kennzeichnet,  daB  die  zweite  Kammer  (30) 
mit  dem  Salzbehalter  verbunden  ist,  und  zwar 

45  durch  eine  Thermostatventileinrichtung  (33), 
welche  auf  die  Umgebungstemperatur  neben 
der  Innenwand  (6)  der  Tur  (3)  anspricht  und 
sich  offnet  bzw.  schlieBt,  wenn  die  Temperatur 
niedriger  oder  hoher  als  ein  vorgegebener 

50  Wert  ist. 

6.  Geschirrspuler  nach  Anspruch  4,  wobei  die 
erste  Kammer  (25)  mit  einer  Einstellvorrichtung 
zum  Einstellen  der  dosierten  Menge  an  Rege- 

55  nerierungswasser  ausgestattet  ist,  dadurch 
gekennzeichnet,  daB  die  Einstellvorrichtung 
(28)  von  der  AuBenseite  der  Tur  (3)  betatigt 
werden  kann. 

5 
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Revendicatlons 

1.  Machine  a  laver  la  vaisselle  avec  circuit  d'ali- 
mentation  d'eau,  comprenant  un  adoucisseur 
d'eau  et  un  reservoir  de  dosage  pour  I'eau, 
convenant  pour  regenerer  ledit  adoucisseur 
d'eau  par  I'intermediaire  d'un  reservoir  a  sel,  la 
machine  a  laver  la  vaisselle  comportant  une 
cuve  de  lavage  avec  une  porte  d'acces  fronta- 
le,  montee  articulee  en  partie  inferieure  de  la 
machine  et  logeant  une  partie  dudit  circuit 
d'alimentation  d'eau,  y  compris  ledit  reservoir 
a  sel,  caracterisee  en  ce  que  ladite  partie  du 
circuit  d'alimentation  d'eau  logee  dans  ladite 
porte  d'acces  (3)  comprend,  en  plus,  ledit  re- 
servoir  de  dosage  (8). 

2.  Machine  a  laver  la  vaisselle  selon  la  revendica- 
tion  1,  caracterisee  en  ce  que  ladite  partie  du 
circuit  d'alimentation  d'eau  logee  dans  la  porte 
d'acces  (3)  est  reliee  a  la  partie  restante  (10, 
11,  16)  du  circuit  d'alimentation  d'eau  par  rin- 
termediaire  de  moyens  de  raccordement  deso- 
lidarisables  (17,18),  disposes  pour  produire 
une  desolidarisation  lorsque  ladite  porte  est 
ouverte. 

3.  Machine  a  laver  la  vaisselle  selon  la  revendica- 
tion  1,  dans  laquelle  ladite  partie  du  circuit 
d'alimentation  d'eau  logee  dans  la  porte  d'ac- 
ces  (3)  comprend  egalement  ledit  adoucisseur 
d'eau  (7),  le  circuit  d'alimentation  d'eau  etant 
dispose  en  amont  de  I'adoucisseur  d'eau  (7), 
avec  un  antisiphon  (13),  defini  a  I'aide  d'une 
buse  (19)  et  d'un  diffuseur  (20),  caracterisee 
en  ce  que,  lorsque  la  porte  (3)  se  trouve  dans 
la  position  fermee,  I'embouchure  d'entree  dudit 
diffuseur  (20)  est  constitute  a  sa  partie  infe- 
rieure,  du  moyen  collecteur  (21),  dispose  au- 
dessus  de  I'adoucisseur  d'eau  (7)  et  convient 
pour  collecter  la  saumure  fournie  par  ledit  re- 
servoir  a  sel  (9)  au  moyen  de  tuyauteries  (35, 
36)  calibrees,  s'achevant  par  une  bouche  de 
sortie  espacee  dudit  moyen  collecteur  (21),  en 
une  position  situee  au-dessus  de  celui-ci. 

4.  Machine  a  laver  la  vaisselle  selon  la  revendica- 
tion  3,  caracterisee  en  ce  que  le  reservoir  de 
dosage  (8)  comprend  une  premiere  chambre 
(25),  susceptible  de  collecter  de  I'eau  de  rege- 
neration  venant  d'un  tuyau  de  ramification  cali- 
bre  (24)  du  circuit  d'alimentation  d'eau,  fournie 
en  une  quantite  repondant  au  dosage  produit 
par  un  moyen  de  deversement  (26),  ledit  re- 
servoir  (8)  comprenant,  en  outre,  une  deuxie- 
me  chambre  (30),  dans  laquelle  ladite  quantite 
dosee  d'eau  de  regeneration  est  transported 
depuis  la  premiere  chambre  (25),  par  rinterme- 

diaire  d'un  moyen  de  liaison  a  siphon  (31), 
lorsque  la  porte  d'acces  (3)  se  trouve  en  une 
position  ouverte  sensiblement  horizontale,  et 
d'ou  ladite  quantite  dosee  d'eau  de  regenera- 

5  tion  est  en  mesure  de  s'ecouler  par  gravite,  en 
passant  a  travers  le  reservoir  a  sel  (9),  une  fois 
ladite  porte  (3)  placee  en  position  fermee. 

5.  Machine  a  laver  la  vaisselle  selon  la  revendica- 
io  tion  4,  caracterisee  en  ce  que  ladite  deuxieme 

chambre  (30)  est  reliee  au  reservoir  a  sel  (9) 
par  I'intermediaire  d'un  moyen  formant  valve 
thermostatique  (33),  reagissant  a  la  temperatu- 
re  de  I'environnement  adjacent  a  la  paroi  inte- 

15  rieure  (6)  de  la  porte  (3)  et  dispose  pour, 
respectivement,  s'ouvrir  et  se  fermer,  lorsque 
ladite  temperature  est  respectivement  inferieu- 
re  et  superieure  a  une  valeur  predetermined. 

20  6.  Machine  a  laver  la  vaisselle  selon  la  revendica- 
tion  4,  dans  laquelle  ladite  premiere  chambre 
(25)  est  equipee  de  moyens  d'ajustement,  des- 
tines  a  regler  ladite  quantite  dosee  d'eau  de 
regeneration,  caracterisee  en  ce  que  lesdits 

25  moyens  d'ajustement  (28)  sont  susceptibles 
d'etre  actionnes  depuis  I'exterieur  de  ladite 
porte  (3). 
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