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Description

Technical Field of the Invention

[0001] This invention relates to Wavelength-Division-
Multiplexers (WDMs) and, more particularly, to a WDM
cross-connect implemented using angular dispersive el-
ements and phase shifters.

Background of the Invention

[0002] A Wavelength-Division-Multiplexing (WDM)
cross-connect (a non-wavelength-changing one) is a de-
vice that can exchange any wavelength channel in any
line with the same wavelength channel in any other line.
The conventional design is to use a matrix of switches
between sets of wavelength multiplexers, such as
Waveguide Grating Routers (WGRs). For example see
the publications

[1]1 M. K. Smit, "New focusing and dispersive planar
component based on an optical phased array," Elec-
tron. Lett., vol. 24, pp. 385-386 (1988);

[2] H. Takahashi, S. Suzuki, K. Kato and I. Nishi,
"Arrayed-waveguide grating for wavelength division
multi/demultiplexer with nanometer resolution,"
Electron. Lett., vol. 26, pp. 87-88 (1990); and

[3] C. Dragone, "An N x N optical multiplexer using
a planar arrangement of two star couplers," IEEE
Photon. Technol. Lett., vol. 3, 812-814 (1991).

[0003] For 2line x 2 line versions, designs have been
demonstrated with discrete components {e.g., see B.
Glance, "Tunable add drop optical filter providing arbi-
trary channel arrangements," IEEE Photon. Technol.
Lett., vol. 7, 1303-1305 (1995)} and with fully integrated
components {e.g., see K. Okamoto, M. Okuno, A.
Himeno, and Y. Ohmori, "16-channel optical add/drop
multiplexer consisting of arrayed-waveguide gratings
and double-gate switches," Electron. Lett., vol. 32,
1471-1472 (1996)}.

[0004] Notwithstanding these advances in the design
of WDMs, there is a continuing need to integrate the
switch and WGR functions and to further reduce the size
of WDMs.

Summary of the Invention

[0005] In accordance with the present invention, a
Wavelength-Division-Multiplexer (WDM) cross-connect
is implemented using two connected units of angular dis-
persive elements with non-zero relative phase shifts be-
tween the elements which are interconnected using con-
trollable phase shifters. Another embodiment uses two
"interleave-chirped" waveguide grating routers connect-
ed by waveguides with phase shifters. The phase shifters
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can be selectively controlled enabling the WDM to be
reconfigureable. Yet another embodiment recognizes
the symmetrical property of the WDM cross-connect and
uses areflector unitto replace one half of the WDM cross-
connect.

[0006] More particularly the first embodiment of a
Wavelength Division Multiplexing (WDM) cross-connect
comprises a first unit comprising 2 or more angular dis-
persive elements that have a non-zero phase shift be-
tween them that couple somewhat equally to one or more
input ports, a second unit comprising 2 or more angular
dispersive elements that have a non-zero phase shift be-
tween them that couple somewhat equally to one or more
output ports, and a phase shifter unit that carries the im-
ages from the dispersive elements of the first unit to the
images of the same frequency from the dispersive ele-
ments of the second unit and can control the relative
phases between the images for the purpose of directing
signals from selected input ports in the first unit to select-
ed output ports in the second unit.

[0007] According to a more particularly second em-
bodiment, a WDM cross-connect comprises a first
waveguide grating router (WGR) for receiving multiple
wavelength optical signals at at least two input ports, a
phase shifter unit , and a second WGR for outputting mul-
tiple wavelength optical signals at at least two output
ports. The first and second WGRs each including a first
coupler, an interconnect unit and a second coupler. The
interconnect unit of the first WGR includes a plurality of
interleaved chirped waveguide paths for enabling the first
WGR to provide multiple images of any optical wave-
length received at the WGR inputs. The phase shifter
unit including multiple waveguides for interconnecting
the first WGR to the second WGR and for providing an
associated phase shift to multiple images passing there-
through. The phase shifterwaveguides can be selectively
controlled enabling the WDM to be reconfigureable. The
second WGR receives the multiple images from the
phase shifter unit and combines them into two multiple
wavelength optical signals for output at the at least two
output ports.

[0008] According to a more particular third embodi-
ment, | have recognized the symmetry of the above-de-
scribed second embodiment of the WDM cross-connect
and have replaced half of the WDM cross-connect with
a reflector unit. The reflector unit reflects the received
multiple images back to the WGR which combines them
into two multiple wavelength optical signals for output via
the input ports. Input/output couplers are connected to
the input ports to enable them to couple both signals to
and output signals from the input ports of the WDM cross-
connect.

Brief Description of the Drawings

[0009] In the drawings,

Fig. 1 shows an illustrative diagram of a reconfigu-
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reable wavelength-division-multiplexing (WDM)
cross-connect comprising two "interleave-chirped"
waveguide grating routers (WGRs) connected by a
phase shifter unit;

Fig. 2 shows an illustrative image being focused in
a Brillouin zone Q of the free space region of a star
coupler of a standard WGR,

Fig. 3 shows the images from input line 1 at a free
space region of a star coupler when all the even-
numbered grating arms remain and the odd-num-
bered grating arms are removed;

Fig. 4 shows the images from input line 1 at a free
space region of a star coupler when all the odd-num-
bered grating arms remain and the even-numbered
grating arms are removed,;

Fig. 5 shows the images from input line 1 at a free
space region of a star coupler when all the odd-num-
bered grating arms are lengthened to include an ad-
ditional 90° phase rotation and the even-numbered
grating arms are removed,;

Fig. 6 shows the combined images from Fig. 3 and
Fig. 5 at the free space region of a star coupler when
all the odd-numbered grating arms are lengthened
to include an additional 90° phase rotation;

Fig. 7a shows the images from input line 2 at a free
space region of a star coupler when all the odd-num-
bered grating arms are lengthened to include an ad-
ditional 90° phase rotation and the even-numbered
grating arms are removed,;

Fig. 7b shows the combined images from Fig. 4 and
Fig. 7a at the free space region of a star coupler
when all the odd-numbered grating arms are length-
ened to include an additional 90° phase rotation ;

Fig. 8 shows the free space region of a star coupler
having one waveguide for coupling each wavelength
image to the phase shifter unit;

Figs. 9(a) and 9(b) show the transmissivity of differ-
ent embodiments of the arrangement of Fig. 8;

Fig. 10 shows the free space region of a star coupler
having two waveguides for coupling each wave-
length image to the phase shifter unit;

Fig 11(a) and 11(b) show the transmissivity of differ-
ent embodiments of the arrangement of Fig. 10;

Fig. 12 shows the free space region of a star coupler
having three waveguides for coupling each wave-
length image to the phase shifter unit;
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Fig. 13 shows an illustrative diagram of a reconfig-
ureable WDM cross-connect comprising a "inter-
leave-chirped" WGR, a phase shifter unit, a reflector
unit, and couplers;

Fig. 14 shows a table illustrating the grating arm
changes to apply to WGRs when the number of lines
P varies from2 through 8;

Fig. 15 shows an illustrative implementation of a
waveguide and a waveguide with phase shifter;

Fig. 16 shows a more generalized illustrative dia-
gram of a reconfigureable WDM cross-connect com-
prising two groups of angular dispersive elements
connected by a phase shifter unit; and

Fig. 17 shows an illustrative diagram of a reconfig-
ureable WDM cross-connect comprising an angular
dispersive elements unit, a phase shifter unit, a re-
flector unit, and couplers.

Detailed Description

[0010] In the following description, each item or block
of each figure has a reference designation associated
therewith, the first number of which refers to the figure in
which that item is first located (e.g., 110 is first located
in FIG. 1).

[0011] Shown in Fig. 1 is an illustrative diagram of a
reconfigureable wavelength-division-multiplexing (WDM)
cross-connect 100 comprising two "interleave-chirped”
waveguide grating routers (WGRs) 110 and 120 connect-
ed by a phase shifter unit 170 which includes a waveguide
arrays 130 and 130’ and a phase shifter array 140. The
WDM cross-connect 100 can be monolithically integrated
with no waveguide crossings and theoretically can
achieve very high switching extinction ratios and a nearly
excess-loss-free rectangular spectral response.

[0012] A plurality of optical lines, e.g., lines 1 and 2,
may be connected as the input lines (or input ports)150
and output lines (or output ports) 160 of WDM cross-
connect 100. Each of the lines 1 and 2 may carry a plu-
rality of wavelength channels. For the 2 line x 2 line case
shown in Fig. 1, any wavelength channel in one line. e.g.,
line 1, can be exchanged with the same wavelength chan-
nel in the other line, i.e., line 2. For the more general P
line x P line case, where P = 2, the channels can be
switched in a cyclical fashion between lines. The WDM
cross-connect 100 can be implemented as a compact
device with no waveguide crossings; can theoretically
achieve very high, fabrication-tolerant, switching extinc-
tion ratios; and can theoretically achieve a nearly excess-
loss-free rectangular spectral response.

[0013] Each ofthe two "interleave-chirped" WGRs 110
and 120 are formed from two star couplers, e.g., 111 and
112, connected by an array of grating arms, e.g., 113.
Such WGRs may be of the type described in US patent
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5,136,671, issued to C. Dragone on Aug. 4, 1992 or the
above-identified Dragone article.

[0014] For any multiple wavelength signal received
over each the input lines 1 and 2, the operation of WGR
110 causes all signal wavelengths which are the same
to be directed to the same output waveguide of arrays
130 and 130’. Consequently, each of the different wave-
lengths of input line 1 is received in free space region
114 and directed, according to wavelength, to a particular
group of one or more of the waveguides of arrays 130
and 130’. Similarly, each of the different wavelengths of
input line 2 (if spaced within the same Brillouin zones Q
as input line 1) is received in free space region 114 and
directed, according to wavelength, to a particular group
of one or more of the waveguides of arrays 130 and 130".
Thus in Fig. 1, if we assume that the signal on line 1
includes four wavelength channels A1, A2, A3, and A4
each of the wavelengths would be directed to a different
group of waveguides 131, 132, 133, and 134, respec-
tively, of array 130.

[0015] In accordance with the present invention, for
P=2 input and output lines (lines 1 and 2) the WGR 110
(and 120) are provided with an "interleave chirp" which
consists of giving every other grating arm of array 113
(and 123) an additional path length of A /4, where A is
the wavelength of interest in the waveguide (A, = A y/n).
The additional path length of A /4 produces a delay or
phase shift of /2, or 90 degrees. The radiation patterns
from the arrays of waveguide grating arms, e.g., 11 3, in
the star couplers 111 and 112 of WGR 110 have Brillouin
zones Q; of order i and width 2y [e.g., see the article by
C. Dragone, "Optimum design of a planar array of tapered
waveguides," J. Opt. Soc. Am. A, vol. 7, pp. 2081-2091
(1990)]. The interleave chirp makes the WGRs create
two images for each wavelength in each Q,, the images
spaced by y. This can be understood from the following:
consider a non-chirped WGR. Single-wavelength (or fre-
quency) signals entering an input port, e.g., input line 1,
in one star coupler 111 of the WGR 110 are imaged to
Qq in the free space region 114 of the other star coupler,
ie., 112.

[0016] With reference to Fig. 2, there is shown a A1
signal image 201 being focused in Brillouin zone Qg of
the free space region 114 of star coupler 112 of a stand-
ard "non-chirped" WGR. While in our example the image
was derived for a A1 signal received on input line 1, a A1
signal received overinputline 2 would generate the same
image 206. It should also be noted that a longer wave-
length A2 entering line 1 would produce the image 206
in Brillouin zone Q4. To better understand how the image
201 is formed, we consider Figs 3 and 4.

[0017] Shown in Fig. 3 is a star coupler 112 where all
of the even-numbered grating arms 301 to star coupler
112 remain and the odd-numbered grating arms 302 are
removed. In such a modified coupler, the new Brillouin
zones Qg’, 2,4 and Q’ are half the size of those of Fig.
2, and there is an image 303, 304, and 305, respectively,
ineach Qy’, Q.4 and Q’, and all of the images have the
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same phase.

[0018] Shown in Fig. 4 is the effect of putting-back the
odd-numbered arms 302 and removing the even-num-
bered arms 301. The same Brillouin zones Qg’, Q, 1" and
Q. and same images 303, 304, and 305 result, except
that the images in the odd-order Brillouin zones Q. 4’ and
Q_4 are 180° out of phase.

[0019] Itshould be noted that when all the grating arms
301 and 302 are present, i.e., the Fig. 2 case, the images
from the even- and odd-numbered arms add construc-
tively in the even-order Brillouin zones €}’ (i.e., Qy’), and
destructively in the odd Brillouin zones Q; (i.e., Q.4 and
Q_4), resulting in only one image in each of the even-
order Brillouin zones & (i.e., €,’). With reference to Fig.
2 again, the resulting image is shown as image 201 in
Brillouin zone Q.

[0020] With reference to Fig. 5, in accordance with the
present invention, when an "interleave chirp" is added to
the odd-order grating arms 302, the phasors of the odd-
order grating arms 302 are phase shifted or rotated by
/2. As shown in Fig. 5, the resulting images in the
Brillouin zones Q; (i.e. Qy, Q.4 and €_4) are counter-
clockwise rotated by n/2 (90 degrees) 501, as shown by
the images 503, 504, and 505. Consequently, when a
WGR 112 is formed having all of its grating arms 302
connected as shown in Fig. 6, its images 603, 604, and
605 are formed by combining the images 503, 504, and
505 of Fig. 5 with the images 303, 304, and 305 of Fig.
3. Note that when the images 504 and 505 of the odd-
order Brillouin zones of Fig. 5 are combined with the odd-
orderimages 304 and 305 of Fig. 3, they nolonger cancel,
resulting in the images 603 and 604 in the odd Q; of Fig.
6. As in the standard, non-chirped WGR of Fig. 2, most
of the power is in Q. Also, the WGR free-spectral range
is reduced by a factor of two over the standard, non-
chirped WGR.

[0021] As previously noted, if the same single-wave-
length signal enters an input port associated with input
line 2, which is spaced by the width of one W’ from the
input port associated with line 1 in star coupler 111, it
would also be imaged to Q' in the free space region 114
of star coupler 112. In this example, however, it is the
images of Fig. 3that are rotated and those of Fig. 4 remain
the same. The 90 degree rotated images of Fig. 3 are
shown in Fig. 7a, by the images 703, 704 and 705 (in
Qy, Q.4 and Q._;’). Consequently, as shown in Fig. 7b,
when a WGR 112 is formed having all of its grating arms
302 connected, the rotated images 703, 704 and 705 of
Fig. 7a are combined with images 403, 404 and 405 of
Fig. 4 to form the images 713, 714 and 715 (in Qg’, Q,4,
" and Q4’). With joint reference to Figs. 6 and 7b, note
thattheimages 603 and 713 are the same, butthe images
714 and 715 are 180° rotated from the images 604 and
605.

[0022] Returning to Fig. 1, the images out of WGR 112
are collected by the equal-length waveguides of array
130. Generally only images from Qy’, ., and Q_ are
connected since they contain almost all the image power.
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To better show the waveguide sets in Fig. 1, the WGR
free-spectral range is 5 channel widths, with the 5th chan-
nel unconnected, as one can see from the gaps in the
waveguide spacings. Thus, there are three output
waveguides, each spaced by vy, for each wavelength
channel 131 - 134 exiting coupler 112 of WGR 110 and
entering coupler 122 of WGR 120. Thus as shown in Fig.
1, each of the groups of three waveguides 131 - 134
handle the wavelengths A4, A,, A3, and A,, respectively.
A wavelength channel A, entering input line 1 (or input
line 2) can be switched to either output line 1 (or output
line 2) by controlling the relative phases (via phase
shifters140) between the three connecting waveguides
forthat channel. For example, channel A5 which connects
via waveguides 133 to phase shifter unit 140 has its
phase shift controlled by the phase shifter elements 3,
7, and 11 of phase shifter unit 140. Essentially, each
wavelength channel has its own generalized Mach-Zeh-
nder interferometer, consisting ofthe WGRs 110 and 120
and the connecting waveguides of arrays 130 and 130’
for that channel.

[0023] Each of the 12 phase shifter elements of unit
140 are made to have a controllable phase shift which
can be switched between a first value and a second val-
ue. The first phase value (e.g., typically about zero) en-
ables the desired wavelength channel received from in-
put line 1 at WGR 110 to be outputted at output line 1 of
WGR 120. The second phase value (e.g., typically pro-
vides about 180° phase shift) enables the desired wave-
length at a input line 1 at WGR 110 to be outputted at
output line 2 of WGR 120.

[0024] Since the operation of the WDM unit 100 is sym-
metrical about the middle line 190, the operation of WGR
110, waveguide unit 130 and left-half of phase shifter 140
operates the same as the right-half of phase shifter 140,
waveguide unit 130’ and WGR 120. As a result, if the
images of wavelength A, of input line1 are made to look
like images of wavelength A, of input line 2, they are
outputted by WGR 120 to output line 2. In this manner in
a 2 line WDM 100, a wavelength channel from one input
line can be switched to another output line and vice-ver-
sa. Inamore general P line WDM implementation, where
P = 2, a wavelength channel A, from line 1 can be
switched to an adjacent line 2, a wavelength channel A,
from line 2 to line 3 etc. The wavelength channel A; of
the Pth line can be switched to line 1.

[0025] Obviously if a plurality of wavelengths A; of input
line 1 are to be switched from output line 1 to output line
2 then the corresponding phase shift elements in unit 140
associated with those plurality of wavelengths A; must be
switched to the second phase value.

[0026] The phase shifter elements in array 140 can be
made controllable using a an electrical signal, optical sig-
nal, or temperature, e.g.,149, to control an optical index
of refraction of the associated phase shifter element and
thereby change the effective length of that phase shifter
element.

[0027] The WDM cross-connect design of Fig. 1 can
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be expanded to the case of P lines x P lines by employing
aninterleave chirp inthe WGRs 110 and 120 that creates
P images in each Q; with enough connecting waveguides
to collect all the images. The interleave chirp for values
of P up to 8 is given in Table 1 shown in Fig. 14. The
values on the right side of the table give the additional
path length in terms of A to add to each arm, the series
repeating itself until the last arm is reached. For example,
for P = 4 every fourth arm of the WGRs is given an ad-
ditional path length of A /2. By adjusting the phase shifter
elements in the connecting waveguides, one can switch
any channel in any line to any other line, in, however, a
cyclical fashion. For example, for P=3, if one switches
channel 1 in line 1 to line 2, then channel 1 in line 2
necessarily switches to line 3, and channel 1 in line 3
necessarily switches to line 1. One cannot exchange
channels between lines without affecting that same chan-
nel in the other lines. If one requires this functionality,
one can build it out of an array of P=2 devices using, for
example, a well-known Banyan network [ e.g., see the
article by L. Goke and G. Lipovski, "Banyan Networks for
partitioning multiprocessor systems," 1st Int. Symp. on
Computer Arch., (1972)].

[0028] Switching via a phase shifter unit 170 having
connecting waveguides of nominally equal lengths has
three significant benefits. First, the dominant loss in
WGRs is due to radiation outside of Qq as described in
the previously-referenced article by C. Dragone, "Opti-
mum design of a planar array of tapered waveguides,"
J. Opt. Soc. Am. A, vol. 7, pp. 2081-2091 (1990). The
loss is especially high near the edges of Q; this portion
of Q, is often even discarded, as discussed in the previ-
ously-referenced article by K. Okamoto et. al. In the in-
terleave cross-connect, the addition of connections in Q4
and Q. significantly reduces the losses.

[0029] Second, a well-known limitation of the two-arm
Mach-Zehnder as a switch is sensitivity to the exact pow-
er splitting ratios of the two couplers. This, for example,
limited the switching extinction ratio of the add/drop ar-
rangement described in the Okamoto et. al. article, re-
quiring a series of Mach-Zehnders in order to improve
the extinction. However, by having three or more arms
per wavelength channel in the interferometer, as in the
interleave cross-connect of Fig. 1, one can always adjust
the phases so as to have exactly zero power in one port
provided that the sum of the powers in the arms with the
lowest powers is greater than the power in the third. In
other words, one can always form a triangle from three
segments provided that the sum of the lengths of the
shorter two segments is greater than the third. For con-
necting waveguides to Brillouin zones Q_4’, Qy’, and Q.4
this is generally the case. A similar argument holds for
the case of more than three arms. Thus even if there are
fabrication imperfections, the phase shifters can be ad-
justed to correct for them. This tolerance is especially
useful for designs in media with small waveguide dimen-
sions, such as Indium Phosphide (InP). It should be noted
that the WDM cross-connect may also be implemented
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as part of a silica integrated circuit.

[0030] Third, inthe proposed device, one can use mul-
tiple connecting waveguides in each Q;’ for each wave-
length channel. With reference to Fig. 8 there is shown
an arrangement wherein only one waveguide 801 is used
to connect to each wavelength channel image 802 in
each Q;'from coupler 112.

[0031] Fig. 9 shows for the arrangement of Fig. 8, the
illustrative transmissivity from input line 1 to output line
1 (solid line) and input line 1 to output line 2 (dashed line)
of the WDM interleave cross-connect 100 of Fig. 1. In
Fig. 9(a) all connecting waveguide path lengths are
equal, except for channel 3, see 901, which has a length
long enough to produce the required extra 90° phase
shift. In Fig.9(b) the channel 3 connecting path length is
adjusted to achieve best switching extinction ratio. As
one can see, the switching extinction ratio in Fig. 9(a) is
only ~20 dB. Thus the optimum switching extinction ratio
does not occur when the connecting waveguides have
exactly the same path length, which is because there is
non-negligible power lost to Q5" and Q..

[0032] Fig. 9(b) shows that for the best switching ex-
tinction ratio, the length of the channel 3 waveguide
needs to be somewhat more or less than the length need-
ed for an extra 90° phase shift. In Fig. 9(b), the phase
shifters for the images from Qg’, 2, 1", and Q_;” have been
adjusted to maximize the switching extinction ratio (i.e.,
a triangle made of the phasors in the three arms was
formed). The extinction ratio is limited by the sidelobes
of the WGR response.

[0033] With reference to Fig. 10 there is shown an ar-
rangement where two waveguides 1002 and 1003 are
used to connect to each wavelength channel image 1001
ineach Q;’ from coupler 112. The widths of the connecting
waveguides 1002 and 1003 are narrowed along with the
spacing between them in order to enhance their mutual
coupling to each Q; image. Thus, assuming that only the
Brillouinzones Q4" Qp’,andQ, 4 are used for each wave-
length, then each of the waveguide grouping 131-134
would contain 6 waveguides (two for each image in Q/,
Qq’,and Q,4’). As shown in Fig. 10, while the image 1001
is focused on the region 1004 between the waveguides
1002 and 1003, a portion of the image is still coupled to
the waveguides 1002 and 1003.

[0034] Fig. 11 (a) shows, for the arrangement of Fig.
10, the illustrative transmissivity from inputline 1 to output
line 1 (solid line) and input line 1 to output line 2 (dashed
line) of the WDM interleave cross-connect 100 of Fig. 1.
In Fig. 11(b) an additional defocusing chirp is added to
both the WGRs, 113 and 123, in order to increase the
flatness at the tops of the passbands.

[0035] Withreference to Fig. 12 there is shown a close-
up of a region 1210 of coupler 112 of WGR 110 of Fig.
1. As shown, this arrangement uses three waveguides
1202, 1203 and 1204 to connect to each wavelength
channel image 1201 in each Q; from coupler 112. Again
the widths of the connecting waveguides 1202 - 1204 are
narrowed along with the spacing between them in order
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to enhance their mutual coupling to each Q;’ from coupler
112. It should be noted that both the widths and spacings
of the waveguides 1202-1204 of Fig. 12 are less than the
widths and spacings of the waveguides 1002-1003 of
Fig. 10.

[0036] Returning to Fig. 12, assuming that only the
Brillouin zones Q_1” Qq’, and Q,,,” are used, we connect
waveguides to Q_4’, Qq’, and Q’, resulting in three con-
necting waveguides per wavelength channel. Then each
of the waveguide grouping 131-134 of Fig. 1 would con-
tain 9 waveguides (three for each Q_4’, ', and Q. ).
While the image 1201 is focused on the waveguide 1203,
a portion of the image is still coupled to the waveguides
1202 and 1204. While not illustrated, the transmissivity
from input line 1 to output line 1 and input line 1 to output
line 2 of the arrangement of Fig. 12 would be similar to
that shown in Figs. 11a and 11b, but have a somewhat
more rectangular passband that has a higher extinction
ratio.

[0037] Thus by careful design, the coupling between
the star-coupler 112 and the one or more waveguides of
array 130 used for each channel may be a rectangular
passband with very low excess loss as described in the
previously-referenced U.S. Patent 5,488,680. If neces-
sary, residual passband ripple, e.g., 902 of Fig. 9, can
be smoothed out by moving the port waveguides out of
focus, which can be done either physically or by chirping
the WGRs with the function e[m-(M+1)/2]2 added to the
arm length distribution, where is a small number with units
of length giving some additional loss. Such an approach
is described in the article by C. R. Doerr, M. Shirasaki,
and C. H. Joyner, "Chromatic focal plane displacement
in the parabolic chirped waveguide grating router," IEEE
Photon. Technol. Lett., vol. 9, pp. 625-627 (1997). To
minimize the number of phase shifter contacts, each
waveguide group can be placed under a single contact.
[0038] Finally, a design with integrated connecting
waveguides prevents the random performance fading
due to multipath interference that can occur in large net-
works containing back-to-back multiplexers connected
by fibers, as described in the article by E. L. Goldstein
and L. Eskildsen, Scaling limitations in transparent opti-
cal networks due to low-level crosstalk, | EEE Photon.
Technol. Lett., vol. 7., pp. 93-94 (1995).

[0039] Shown in Fig. 13 is an illustrative diagram of a
reconfigureable wavelength-division-multiplexing (WDM)
cross-connect 1300 comprising an "interleave-chirped”
waveguide grating router (WGRs) 1301, a phase shifter
unit 1302 , and a reflector unit 1303 and couplers 1304a
and 1304b. Since the WDM cross-connect 100 is sym-
metric about the axis 190, the WDM cross-connect 1300
may be formed by cutting WGR 110 in half, at axis 190,
and placing a reflector unit at the axis 190 location. The
resulting WDM cross-connect 1300 includes the left-half
of Fig. 1 including WGR 110, the waveguide array 130
and the left-half of phase shifter array 140, i.e., up to line
190. The operation of the WGR 1301 is the same as that
of WGR 130. The operation of phase shifter unit 1302 is
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the same as that of the left-half of waveguide array 130
and phase shifters 140. Thus, the phase shift provided by
phase shifters 1306 is only one-half of that provided by
phase shifters 140 of Fig. 1.

[0040] The signalsfrominputlines 1 and 2 are coupled
via couplers 1304 to WGR 1301. After the wavelength
images are demultiplexed and processed by WGR 1301
and pass through the waveguides 1305 and phase shift-
ers 1306 they are reflected by reflector unit 1303. After
reflection, the wavelength images obtain another phase
shift from phase shifter 1306 (the two phase shifts of
phase shifters 1306 equals the phase shift of phase shift-
ers 140). The wavelength images then pass through
waveguides 1305, are multiplexed by WGR 1301, out-
putted at either port 1306 or 1307, and then coupled via
the appropriate coupler unit 1304a or 1304b to output
line 1 or 2, respectively. If the phase shift of phase shifters
1306 are set at a first value (about zero) for one or more
wavelengths of a signal from input line 1 (input line 2)
these one or more wavelengths are outputted on output
line 1 (output line 2), while if the phase shift of phase
shifters 1306 are set at a second value (about 90°) for
one or more wavelengths then these one or more wave-
lengths are outputted on outputline 2 (output line 1). Note
that since the images pass twice through phase shifters
1306, phase shifters need only be shifted by one half the
amount that is needed by phase shifters 140. Again the
phase shift of phase shifters 1306 are controlled by elec-
trical or optical signals 1310 to each of the phase shifters
1306.

[0041] Fig. 15 shows an illustrative implementation of
a waveguide and a waveguide with phase shifter. More
particularly, Fig. 15 shows a 2 line x 2 line, 6-channel x
200 GHz spacing cross connect in InP. My = M, = 30,
and the WGRs have free-spectral-ranges of 7 x 200 GHz.
The connecting waveguides are connected to Q 4, Qg
and Q. for each channel (€}’ are the Brillouin zones of
the star couplers in the WGRs4), resulting in a total of
3 x 6 = 18 connecting waveguides. To account for any
relative wavelength shift between the two WGRs, several
ports were included at each line connection. The
waveguides have a normalized transverse index step of
0.85%, and the bend radius is 620 wm. The dimensions
of the entire device is about 4.2 x 9.5 mm?2,

[0042] The waveguide structure is a buried rib as
shown in Fig. 15. First, the slab and rib were grown, then
the waveguides were wet-etched into the rib. Undoped
InP was grown on top. Then a protective layer of SiO,
over the waveguides and between the phase shifters
(SiO, width of 33 um) was applied. Then a p-doped layer
was grown over the phase shifters, and finally gold con-
tacts (52 wm wide) were deposited on the phase shifters.
The phase shifters are 1.4 mm long, spaced by 85 um,
and aligned to the (110) direction.

[0043] While the presentinvention has been described
in Fig. 1 as using WGR ,e.g., 110 and 120, it should be
understood that the units 110 and 120 may be imple-
mented using other types of angular dispersive elements.
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Fig. 16 shows a more generalized illustrative diagram of
a reconfigureable wavelength-division-multiplexing
(WDM) cross-connect of the type shown in Fig. 1 which
is implemented using two groups of angular dispersive
elements 1601 and 1602 connected by a phase shifter
unit 1603. The angular dispersive elements 1601 and
1602 may be implemented using a virtually imaged phase
array (VIPA) as described in the article by M. Shirasaki
entitled "Large angular dispersion by a virtually imaged
phase array and its application to a wavelength
demultiplexer , OPTICS LETTERS, Vol. 21, No. 5, March
1996. Another type of angular dispersive element which
may be used is a well-known reflecting grating. It should
be noted that the phase shifter 1603 of Fig. 16, as well
as the phase shifter unit 140 of Fig. 1, may be implement-
ed in a well-known manner using free space optics.
[0044] Itshould also be noted that because of the sym-
metry of Fig. 16, a reflector unit may be used to replace
the right half of Fig. 16, in the same manner as shown
and described in Fig. 13. Fig. 17 shows such an arrange-
ment of a reconfigureable WDM cross-connect compris-
ing an angular dispersive elements unit 1701, a phase
shifter unit 1702, a reflector unit 1703, and
couplers1704. The WDM cross-connect of Fig. 17 oper-
ates in essentially the same manner as the WDM cross-
connect previously discussed for Fig. 13. Signals input-
ted at couplers 1704 enter one or more selected ports of
the angular dispersive elements unit 1701 and phase
shifter unit 1702 and are reflected back through the phase
shifter unit 1703 and angular dispersive elements unit
1701 and, with the appropriate value set in particular
phase shifter(s) of phase shifter unit 1703, the reflected
signals may be outputted from one or more selected ports
of the angular dispersive elements unit 1601 to an output
line via couplers 1704.

Claims

1. A Wavelength Division Multiplexing (WDM) cross-
connect (100) comprising
a first waveguide grating router (110), a second
waveguide grating router(120) and a phase shifter
unit (170);
said first waveguide grating router including
a first coupler (111) having at least two input ports,
each input port receiving a different optical signal
channel including one or more optical wavelengths,
and a first plurality of output ports;
an interconnect unit (113) including a first plurality
waveguide paths (301, 302) for interconnecting said
first plurality output ports of said first coupler to a first
plurality of input ports of a second coupler, wherein
said first plurality of waveguide paths comprises first
and second sub-arrays of waveguide paths the first
sub-array being formed by the odd-numbered
waveguide paths and the second sub-array being
formed by the even-numbered waveguide paths
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wherein the path length of each waveguide path of
the second sub-array of waveguide paths is length-
ened by an amount so that the second sub-array
introduces a phase shift of /2 compared to the first
sub-array, and

a second coupler (112) having a first plurality of input
ports connected to the first plurality of waveguide
paths of the interconnect unit and also having a sec-
ond plurality of output ports (130) for outputting mul-
tiple images of any optical wavelength from said first
waveguide grating router;

said second waveguide grating router including

a first coupler (122) having said second plurality of
input ports (130) for receiving the multiple images of
any optical wavelength outputted from the second
coupler and said first plurality of output ports;

an interconnect unit (123) including said first plurality
of waveguide paths (301, 302) for interconnecting
said first plurality output ports of said first coupler to
a first plurality of input ports of a second coupler;
wherein said first plurality of waveguide paths com-
prises first and second sub-arrays of waveguide
paths the first sub-array being formed by the odd-
numbered waveguide paths and the second sub-ar-
ray being formed by the even-numbered waveguide
paths wherein the path length of each waveguide
path of the second sub-array of waveguide paths is
lengthened by an amount so that the second sub-
array introduces a phase shift of /2 compared to
the first sub-array ; and

asecond coupler (121) having afirst plurality of input
ports connected to the first plurality of waveguide
paths of the interconnect unit and also having at least
two output ports, each output port outputting an op-
tical signal channel including one or more optical
wavelengths; and

said phase shifter unitincluding said second plurality
of phase shifter waveguides(140) forinterconnecting
to said second plurality of output ports of said second
coupler of said first waveguide grating router to said
second plurality of input ports of said first coupler of
said second waveguide grating router, each phase
shifter waveguide providing a predetermined phase
shift to an optical wavelength passing therethrough.

The WDM cross-connect of claim 1 beingimplement-
ed as part of a silica integrated circuit.

A Wavelength Division Multiplexer (WDM) cross-
connect (1300) comprising

a waveguide grating router (1301), a phase shifter
unit (1302) and a reflector unit (1303);

said waveguide grating router including

a first coupler (111) having at least two input ports,
each input port receiving a different optical signal
channel including one or more optical wavelengths,
and a first plurality of optical ports;

aninterconnect unit (113) including said first plurality
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of waveguide paths for interconnecting said first plu-
rality output ports of said first coupler to afirst plurality
of input ports of a second coupler; wherein said first
plurality of waveguide paths comprises first and sec-
ond sub-arrays of waveguide paths the first sub-ar-
ray being formed by the odd-numbered waveguide
paths and the second sub-array being formed by the
even-numbered waveguide paths wherein the path
length of each waveguide path of the the second
sub-array of waveguide paths is lengthened by an
amount so that the second sub-array introduces a
phase shift of /2 compared to the first sub-array ;
and

said second coupler (112) having a first plurality of
input ports connected to the first plurality of
waveguide paths of the interconnect unit and also
having a second plurality of output ports for output-
ting multiple images of any optical wavelength,
said phase shifter unitincluding said second plurality
of phase shifter waveguides for interconnecting said
second plurality of output ports of said waveguide
grating router to a second plurality of reflectors of
the reflector unit, each phase shifter waveguide pro-
viding a predetermined phase shift to one or more
optical wavelengths passing therethrough and re-
flected by said reflector unit; and

said reflector unit reflecting the one or more optical
wavelengths back through said phase shifter unit
and said waveguide grating router.

The WDM cross-connect of claim 3 further including
aninput/output coupler unit (1304a, 1304b) connect-
ed to the first coupler of said waveguide grating rout-
er forinputting optical signal to and outputting optical
signals from said waveguide grating router.

The WDM cross-connect of claim 1 or 3 wherein the
predetermined phase shift of a group of said second
plurality of phase shifter waveguides are switchagle
between a two of more values.

The WDM cross-connect of claim 1 or 3 wherein at
least one phase shifter waveguide is controlled by
an electrical signal applied thereto.

The WDM cross-connect of claim 1 or 3 wherein
when the predetermined phase shift of a group of
said second plurality of phase shifter waveguides is
at a first value a wavelength received at a first input
port of said first coupler is coupled to a first output
port of said second coupler.

The WDM cross-connect of claim 1 or 3 wherein
when the predetermined phase shift of a group of
said second plurality of phase shifter waveguides is
at a second value a wavelength received at a first
input port of said first coupler is outputted to a second
port of said second coupler.
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The WDM cross-connect of claim 1 or 3 wherein said
first couplerincludes two input ports and said second
coupler includes two output ports and wherein the
differential path length of adjacent ones of said first
plurality of interleaved chirped waveguide paths is a
quarter wavelength at a predetermined wavelength.

The WDM cross-connect of claim 1 or 3 wherein said
first coupler includes P input ports, P > 1, and said
second coupler includes P output ports and wherein
the differential path length of consecutive paths of
said first plurality of interleaved chirped waveguide
paths cycle through the differential path lengths
specified in Table 1.

The WDM cross-connect of claim 1 or 3wherein each
of the multiple images from said first waveguide grat-
ing router is focused on one of said second plurality
of phase shifter waveguides.

The WDM cross-connect of claim 1 or 3 wherein one
or more of the multiple images from said first
waveguide grating router is focused on two of said
second plurality of phase shifter waveguides.

The WDM cross-connectof claim 1 or 3wherein each
of the multiple images from said first waveguide grat-
ing router is focused on three adjacent phase shifter
waveguides of said second plurality of phase shifter
waveguides.

The WDM cross-connect of claim 1 or 3 being im-
plemented as part of an indium phosphide optical
integrated circuit.

The WDM cross-connect of claim 1 or 3 wherein the
second coupler outputs three images of any wave-
length signal received at said at least two input ports.

The WDM cross-connect of claim 1 or 3 wherein the
number of input and output ports is at least three and
wherein when a predetermined wavelength received
at a first input port is switched to a second output
port said predetermined wavelength received at a
second input port is switched to a third output port.

Patentanspriiche

1.

Eine Wellenlangenmultiplex (WDM)-Koppelfeldver-
bindung (100) umfassend:

einen ersten Waveguide-Grating-Router (110),
einen zweiten Waveguide-Grating-Router (120)
und eine Phasenschiebereinheit (170);

wobei der besagte erste Waveguide-Grating-
Router umfasst:
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einen ersten Koppler (111) mit mindestens
zwei Eingangsports, wobei jeder Eingangs-
port einen verschiedenen optischen Signal-
kanal mit einer oder mehreren optischen
Wellenldangen empfangt, und einer ersten
Vielzahl von Ausgangsports;

eine  Verbindungseinheit (113) ein-
schlieBlich einer ersten Vielzahl von Wel-
lenleiterpfaden (301, 302) zum Verbinden
der besagten ersten Vielzahl von Aus-
gangsports des besagten ersten Kopplers
mit einer ersten Vielzahl von Eingangsports
eines zweiten Kopplers, wobei die besagte
erste Vielzahl von Wellenleiterpfaden erste
und zweite Sub-Arrays von Wellenleiterpfa-
den umfasst, wobei das erste Sub-Array
von den ungeradzahligen Wellenleiterpfa-
den und das zweite Sub-Array von den ge-
radzahligen Wellenleiterpfaden gebildet
wird, wobei die Pfadlange jedes Wellenlei-
terpfads des zweiten Sub-Arrays von Wel-
lenleiterpfaden um eine GroRe verlangert
wird, so dass das zweite Sub-Array eine
Phasenverschiebung von m/2 gegeniiber
dem ersten Sub-Array bewirkt; und

einen zweiten Koppler (112) mit einer er-
sten Vielzahl von Eingangsports, welche an
die erste Vielzahl von Wellenleiterpfaden
der Verbindungseinheit angeschlossen
sind, und welcher ebenfalls eine zweite
Vielzahlvon Ausgangsports (130) zum Aus-
senden von multiplen Bildern jeder opti-
schen Wellenldnge von dem besagten er-
sten Waveguide-Grating-Router aufweist;
wobei der besagte zweite Waveguide-Gra-
ting-Router umfasst:

einen ersten Koppler (122) mit der be-
sagten zweiten Vielzahl von Eingangs-
ports (130) zum Empfangen multipler
Bilder jeder optischen Wellenlange,
welche von dem zweiten Koppler und
der besagten Vielzahl von Ausgangs-
ports ausgesendet werden;

eine Verbindungseinheit (123) ein-
schlieBlich einer ersten Vielzahl von
Wellenleiterpfaden (301, 302) zum
Verbinden der besagten ersten Viel-
zahl von Ausgangsports des besagten
ersten Kopplers mit einer ersten Viel-
zahl von Eingangsports eines zweiten
Kopplers, wobei die besagte erste Viel-
zahl von Wellenleiterpfaden erste und
zweite Sub-Arrays von Wellenleiterpfa-
den umfasst, wobei das erste Sub-Ar-
ray von den ungeradzahligen Wellen-
leiterpfaden und das zweite Sub-Array
von den geradzahligen Wellenleiter-
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pfaden gebildet wird, wobei die Pfad-
lange jedes Wellenleiterpfads des
zweiten Sub-Arrays von Wellenleiter-
pfaden um eine GroRe verlangert wird,
so dass das zweite Sub-Array eine
Phasenverschiebung von n/2 gegen-
Uber dem ersten Sub-Array bewirkt;
und

einen zweiten Koppler (121) mit einer
ersten Vielzahl von Eingangsports,
welche an die erste Vielzahl von Wel-
lenleiterpfaden der Verbindungseinheit
angeschlossen sind, welcher ebenfalls
mindestens zwei Ausgangsports auf-
weist, wobei jeder Ausgangsport einen
optischen Signalkanal mit einer oder
mehreren optischen Wellenlédngen auf-
weist; und

wobei der besagte Phasenschieber die be-
sagte zweite Vielzahl von Phasenschieber-
wellenleitern (140) zum Verbinden der be-
sagten zweiten Vielzahl von Ausgangsports
des besagten zweiten Kopplers des besag-
ten ersten Waveguide-Grating-Router mit
der besagten zweiten Vielzahl von Ein-
gangsports des besagten ersten Kopplers
des besagten zweiten Waveguide-Grating-
Router umfasst, wobei jeder Phasenschie-
berwellenleiter eine vorgegebene Phasen-
verschiebung zu einer optischen Wellen-
lange, welche diesen durchlauft, gewahrlei-
stet.

WDM-Koppelfeldverbindung nach Anspruch 1, wel-
che als Teil einer integrierten Schaltung mit Silizium-
dioxidschicht implementiert wird.

Eine Wellenlangenmultiplex (WDM)-Koppelfeldver-
bindung (1300) mit einem Waveguide-Grating-Rou-
ter (1301), einer Phasenschiebereinheit (1302) und
einer Reflektoreinheit (1303);

wobei der besagte Waveguide-Grating-Router um-
fasst:

einen ersten Koppler (111) mit mindestens zwei
Eingangsports, wobei jeder Eingangsport einen
verschiedenen optischen Signalkanal mit einer
oder mehreren optischen Wellenlangen emp-
fangt, und einer ersten Vielzahl von Ausgangs-
ports;

eine Verbindungseinheit (113) einschlieRlich
der besagten ersten Vielzahl von Wellenleiter-
pfaden zum Verbinden der besagten ersten
Vielzahl von Ausgangsports des besagten er-
sten Kopplers mit einer ersten Vielzahl von Ein-
gangsports eines zweiten Kopplers, wobei die
besagte erste Vielzahl von Wellenleiterpfaden
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erste und zweite Sub-Arrays von Wellenleiter-
pfaden umfasst, wobei das erste Sub-Array von
den ungeradzahligen Wellenleiterpfaden und
das zweite Sub-Array von den geradzahligen
Wellenleiterpfaden gebildet wird, wobei die
Pfadlange jedes Wellenleiterpfads des zweiten
Sub-Arrays von Wellenleiterpfaden um eine
GroRe verlangert wird, so dass das zweite Sub-
Array eine Phasenverschiebung von /2 gegen-
Uber dem ersten Sub-Array bewirkt; und

einen zweiten Koppler (112) mit einer ersten
Vielzahl von Eingangsports, welche an die erste
Vielzahl von Wellenleiterpfaden der Verbin-
dungseinheit angeschlossen sind, welcher
ebenfalls eine zweite Vielzahl von Ausgangs-
ports (130) zum Aussenden von multiplen Bil-
dern jeder optischen Wellenlange aufweist;
wobei die besagte Phasenschiebereinheit die
besagte zweite Vielzahl von Phasenschieber-
wellenleitern zum Verbinden der besagten zwei-
ten Vielzahl von Ausgangsports des besagten
Waveguide-Grating-Routers mit einer zweiten
Vielzahl von Reflektoren der Reflektoreinheit
umfasst, wobei jeder Phasenschieberwellenlei-
ter eine vorgegebene Phasenverschiebung an
eine oder mehrere optische Wellenlangen, wel-
che diesen durchlaufen und von der besagten
Reflektoreinheit reflektiert werden, gewahrlei-
stet; und

wobei die besagte Reflektoreinheit die eine oder
mehreren optischen Wellenlangen durch die be-
sagte Phasenschiebereinheit und den besagten
Waveguide-Grating-Router zurtckreflektiert.

4. Die WDM-Koppelfeldverbindung nach Anspruch 3,

weiterhin umfassend:

Eine Eingangs-/Ausgangs-Kopplereinheit
(13044a, 1304b), welche an den ersten Koppler
des ersten Waveguide-Grating-Router zum
Eingeben von optischen Signalen in den und
zum Aussenden von optischen Signalen von
dem besagten Waveguide-Grating-Router an-
geschlossen ist.

Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, wobei die vorgegebene Phasenverschie-
bung einer Gruppe der besagten zweiten Vielzahl
von Phasenschieberwellenleitern zwischen zwei
oder mehreren Werten schaltbar ist.

Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, wobei mindestens ein Phasenschieberwel-
lenleiter von einem auf diesen aufgelegten elektri-
schen Signal gesteuert wird.

Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, wobei, wenn die vorgegebene Phasenver-
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schiebung einer Gruppe der besagten zweiten Viel-
zahl von Phasenschieberwellenleitern einem ersten
Wert entspricht, eine am ersten Eingangsport des
besagten ersten Kopplers empfangene Wellenlédnge
an einen ersten Ausgangsport des besagten zweiten
Kopplers gekoppelt wird.

Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, wobei, wenn die vorgegebene Phasenver-
schiebung einer Gruppe der besagten zweiten Viel-
zahl von Phasenschieberwellenleitern einem zwei-
ten Wert entspricht, eine am ersten Eingangsport
des besagten ersten Kopplers empfangene Wellen-
lange an einen zweiten Port des besagten zweiten
Kopplers gesendet wird.

Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, wobei der besagte erste Koppler zwei Ein-
gangsports und der besagte zweite Koppler zwei
Ausgangsports umfasst, und wobei die differentielle
Pfadlange von angrenzenden Pfaden der besagten
ersten Vielzahl von verschachtelten gechirpten Wel-
lenleiterpfaden einer Viertel-Wellenlange bei einer
vorgegebenen Wellenlange ist.

Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, wobei der besagte erste Koppler P Eingangs-
ports, P > 1, und der besagte zweite Koppler P Aus-
gangsports umfasst, und wobei die differentielle
Pfadlange von aufeinanderfolgenden Pfaden der be-
sagten ersten Vielzahl von verschachtelten gechirp-
ten Wellenleiterpfaden die in der Tabelle 1 spezifi-
zierten differentiellen Pfadlangen durchfahrt.

Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, wobei ein jedes der multiplen Bilder von dem
besagten ersten Waveguide-Grating-Router auf ei-
nen der besagten zweiten Vielzahl von Phasen-
schieberwellenleitern fokussiert wird.

Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, wobei ein oder mehrere der multiplen Bilder
von dem besagten ersten Waveguide-Grating-Rou-
ter auf einen der besagten zweiten Vielzahl von Pha-
senschieberwellenleitern fokussiert wird.

Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, wobei ein jedes der multiplen Bilder von dem
besagten ersten Waveguide-Grating-Router auf drei
angrenzende Phasenschieberwellenleitern der be-
sagten zweiten Vielzahl von Phasenschieberwellen-
leitern fokussiert wird.

Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, welche als Teil einer optischen integrierten
Schaltung mit Indiumphosphid-Schicht implemen-
tiert wird.
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Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, wobei der zweite Koppler drei Bilder jedes
an den besagten mindestens zwei Eingangsports
empfangenen Wellenlangensignals aussendet.

Die WDM-Koppelfeldverbindung nach Anspruch 1
oder 3, wobei die Anzahl der Eingangs- und Aus-
gangsports mindestens drei betragt, und wobei,
wenn eine vorgegebene, an einem ersten Eingangs-
port empfangene Wellenldnge an einen zweiten
Ausgangsport geschaltet wird, die besagte vorgege-
bene, an einem zweiten Eingangsport empfangene
Wellenlange an einen dritten Ausgangsportgeschal-
tet wird

Revendications

Brasseur (100) a multiplexage par répartition en lon-
gueur d’'onde (WDM) comprenant

un premier routeur de réseau de guides d’ondes
(110), un deuxiéme routeur de réseau de guides
d’'ondes (120) et une unité de déphasage (170) ;
ledit premier routeur de réseau de guides d’'ondes
comprenant

un premier coupleur (111) possédant au moins deux
ports d’entrée, chaque port d’entrée recevant un ca-
nal de signal optique différent contenant une ou plu-
sieurs longueurs d’'onde optiques, et une pluralité de
ports de sortie ; une unité d’interconnexion (113)
comprenant une premiére pluralité de trajets de gui-
de d’'ondes (301, 302) pour interconnecter ladite pre-
miére pluralité de ports de sortie dudit premier cou-
pleur avec une premiére pluralité de ports d’entrée
d’un deuxiéme coupleur, ladite premiere pluralité de
trajets de guide d’onde comprenant un premier et un
deuxiéme sous-réseau de trajets de guide d’ondes,
le premier sous-réseau étant formé par les trajets de
guide d’ondes portant un numéro pair etle deuxiéme
sous-réseau étant formé par les trajets de guide
d’ondes portant un numéro impair, la longueur de
trajet de chaque trajet de guide d’'ondes du deuxieéme
sous-réseau de guides d’ondes étant prolongée
d’'une valeur telle que le deuxiéme sous-réseau in-
troduit une déphasage de n/2 par rapport au premier
sous-réseau et

un deuxiéme coupleur (112) possédant une premié-
re pluralité de ports d’entrée connectés ala premiére
pluralité de trajets de guide d’ondes de I'unité d’in-
terconnexion etpossédant également une deuxieme
pluralité de ports de sortie (130) pour délivrer des
images multiples de toute longueur d’'onde optique
dudit routeur de réseau de guides d’ondes ;

ledit deuxieme routeur de réseau de guides d’'ondes
comprenant

un premier coupleur (122) possédant ladite pluralité
de deuxiémes ports d’entrée (130) pour recevoir les
images multiples de toute longueur d’'onde optique
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émises depuis le deuxieme coupleur et ladite pre-
miére pluralité de ports de sortie ;

une unité d’interconnexion (123) comprenant ladite
premiére pluralité de trajets de guide d’ondes (301,
302) pour interconnecter ladite premiére pluralité de
ports de sortie dudit premier coupleur avec une pre-
miére pluralité de ports d’entrée d’'un deuxiéme cou-
pleur, ladite premiére pluralité de trajets de guide
d’onde comprenant un premier et un deuxi€éme sous-
réseau de trajets de guide d’ondes, le premier sous-
réseau étant formé par les trajets de guide d’ondes
portant un numéro pair et le deuxiéme sous-réseau
étant formé par les trajets de guide d’'ondes portant
un numeéro impair, la longueur de trajet de chaque
trajet de guide d’'ondes du deuxieme sous-réseau
de guides d’ondes étant prolongée d’une valeur telle
que le deuxiéme sous-réseau introduit une dé-
phasage de /2 par rapport au premier sous-réseau
et

un deuxiéme coupleur (121) possédant une premié-
re pluralité de ports d’entrée connectés a la premiére
pluralité de trajets de guide d’ondes de l'unité d’in-
terconnexion et possédant également au moins
deux ports de sortie, chaque port de sortie délivrant
un canal de signal optique contenant une ou plu-
sieurs longueurs d’onde optiques ; et

ladite unité de déphasage comprenant ladite deuxie-
me pluralité de guides d’'ondes a déphasage (140)
pour interconnecter ladite deuxiéme pluralité de
ports de sortie dudit deuxiéme coupleur dudit pre-
mier routeur de réseau de guides d’'onde a ladite
deuxieme pluralité de ports d’entrée dudit premier
coupleur dudit deuxieme routeur de réseau de gui-
des d’'onde, chaque guide d’ondes a déphasage ap-
pliquant un déphasage prédéterminé a un signal op-
tique qui le traverse.

Brasseur WDM selon la revendication 1, mis en
oeuvre sous la forme d’'une partie d’un circuit intégré
au silicium.

Brasseur (1300) a multiplexage par répartition en
longueur d’onde (WDM) comprenant

un routeur de réseau de guides d’'ondes (1301), une
unité de déphasage (1302) et une unité de réflexion
(1303) ;

ledit routeur de réseau de guides d’ondes compre-
nant

un premier coupleur (111) possédant au moins deux
ports d’entrée, chaque port d’entrée recevant un ca-
nal de signal optique différent contenant une ou plu-
sieurs longueurs d’'onde optiques, et une premiéere
pluralité de ports optiques ;

une unité d’interconnexion (113) comprenant ladite
premiere pluralité de trajets de guide d’ondes pour
interconnecter ladite premiére pluralité de ports de
sortie dudit premier coupleur avec une premiére plu-
ralité de ports d’entrée d’un deuxiéme coupleur, la-
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dite premiére pluralité de trajets de guide d’onde
comprenant un premier et un deuxiéme sous-réseau
de trajets de guide d’ondes, le premier sous-réseau
étant formé par les trajets de guide d’'ondes portant
un numeéro pair et le deuxieme sous-réseau étant
formé par les trajets de guide d’ondes portant un
numeéro impair, la longueur de trajet de chaque trajet
de guide d’ondes du deuxieme sous-réseau de gui-
des d’ondes étant prolongée d’une valeur telle que
le deuxiéme sous-réseau introduit une déphasage
de m/2 par rapport au premier sous-réseau et

ledit deuxiéme coupleur (112) possédant une pre-
miére pluralité de ports d’entrée connectés a la pre-
miére pluralité de trajets de guide d’ondes de 'unité
d’interconnexion et possédant également une
deuxieme pluralité de ports de sortie pour délivrer
des images multiples de toute longueur d’onde
optique ;

ladite unité de déphasage comprenant ladite deuxié-
me pluralité de guides d’ondes a déphasage pour
interconnecter ladite deuxieme pluralité de ports de
sortie dudit routeur de réseau de guides d’ondes
avec une deuxiéme pluralité de réflecteurs de l'unité
de réflexion, chaque guide d’ondes a déphasage ap-
pliguant un déphasage prédéterminé a un ou plu-
sieurs signaux optiques qui le traversent et réfléchis
par l'unité de réflexion ; et ladite unité de réflexion
réfléchissant le ou les signaux optiques en arriere a
travers ladite unité a déphasage et ledit routeur de
réseau de guides d’onde.

Brasseur WDM selon la revendication 3, compre-
nant en plus une unité de couplage d’entrée/sortie
(13044, 1304b) connectée au premier coupleur dudit
routeur de réseau de guides d’'ondes pour I'entrée
d’'un signal optique et la sortie de signaux optiques
depuis ledit routeur de réseau de guides d’ondes.

Brasseur WDM selon la revendication 1 ou 3, le dé-
phasage prédéterminé d’'un groupe de ladite plura-
lité de guides d’'ondes a déphasage pouvant étre
commuté entre deux valeurs ou plus.

Brasseur WDM selon la revendication 1 ou 3, au
moins un guide d’ondes a déphasage étant com-
mandé par un signal électrique qui lui est appliqué.

Brasseur WDM selon la revendication 1 ou 3, avec
lequel, lorsque ledit déphasage prédéterminé d’un
groupe de ladite deuxiéme pluralité de guides d’on-
des a déphasage est a une premiére valeur, une
longueur d’onde regue sur un premier port d’entrée
dudit premier coupleur est connectée a un premier
port de sortie dudit deuxieme coupleur.

Brasseur WDM selon la revendication 1 ou 3, avec
lequel, lorsque ledit déphasage prédéterminé d’un
groupe de ladite deuxiéme pluralité de guides d’on-
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des a déphasage est a une deuxiéme valeur, une
longueur d’onde regue sur un premier port d’entrée
dudit premier coupleur est délivrée sur un deuxieme
port dudit deuxiéme coupleur.

Brasseur WDM selon la revendication 1 ou 3, ledit
premier coupleur comprenant deux ports d’entrée et
ledit deuxiéme coupleur comprenant deux ports de
sortie etla différence de longueur de trajet entre deux
trajets voisins de ladite premiére pluralité de guides
d’ondes modulés en fréquence entrelacés est égale
a un quart de la longueur d’onde a une longueur
d’'onde prédéterminé.

Brasseur WDM selon la revendication 1 ou 3, le pre-
mier coupleur comprenant P ports d’entrée, P > 1,
et ledit deuxieme coupleur comprenant P ports de
sortie etla différence de longueur de trajet entre deux
trajets consécutifs de ladite premiére pluralité de gui-
des d’ondes modulés en fréquence entrelacés alter-
ne entre les différences de longueur de trajet spéci-
fiées dans le tableau 1.

Brasseur WDM selon la revendication 1 ou 3, cha-
cune des images multiples dudit premier routeur de
réseau de guides d’ondes étant concentrée sur 'un
de ladite deuxieme pluralité de guides d’ondes a dé-
phasage.

Brasseur WDM selon la revendication 1 ou 3, une
ou plusieurs des images multiples dudit premier rou-
teur de réseau de guides d’'ondes étant concentrées
sur deux de ladite deuxiéme pluralité de guides d’on-
des a déphasage.

Brasseur WDM selon la revendication 1 ou 3, cha-
cune des images multiples dudit premier routeur de
réseau de guides d’'ondes étant concentrée sur trois
guides d'ondes a déphasage voisins de ladite
deuxieme pluralité de guides d’ondes a déphasage.

Brasseur WDM selon la revendication 1 ou 3, mis
en oeuvre sous la forme d’une partie d’un circuit in-
tégré optique au phosphure d’'indium.

Brasseur WDM selon la revendication 1 ou 3, le
deuxieme coupleur délivrant trois images de tout si-
gnal recgu sur lesdits au moins deux ports d’entrée.

Brasseur WDM selon la revendication 1 ou 3, dans
lequel le nombre de ports d’entrée et de sortie est
au moins égal a trois et dans lequel lorsqu’un signal
prédéterminé recu sur un premier port d’entrée est
commuté sur un deuxiéme port de sortie, ledit signal
prédéterminé regu sur le deuxieéme port d’entrée est
commuté sur un troisieme port de sortie.
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