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Description

[0001] The present invention concerns a method and
an apparatus for drilling dewatering holes into the lower
surface of a hollow-core concrete slab. Hollow-core
slabs, made of concrete by slide casting, are generally
used building technology. Into the lower surface of the
slabs, close to the end portions thereof, it is necessary
already in the factory to drill holes at the position of the
hollow-cores in order to remove water running from
above through the concrete to the hollow-cores, or con-
densing as a result of variations in temperature.
[0002] Several different methods are used for drilling
dewatering holes at the position of the hollow-cores. Of-
ten the holes are drilled not until on the building site by
using hand-drilling machines, from below the concrete
slabs that are already installed. By more developed
methods, the dewatering holes are drilled already in the
factory, in connection with the production.

[0003] Patent publication FI 82631 discloses a meth-
od for drilling dewatering holes, where the drilling ma-
chines are connected with the beam for lifting the hol-
low-core slabs. There the dewatering holes can be
drilled during the hoisting, and no separate transport or
waiting is required for drilling, it can be made simultane-
ously with the transport. According to this known solu-
tion, separate drilling units for drilling the holes are at-
tached to both ends of the lifting beam. In the apparatus
the drills are placed into a pivoting drill frame, where the
drills are standard types of electric hand drills with an
adjustable distance from each other. A weakness and
disadvantage of the method are the difficulties caused
by the changes of numbers and positions of the drills
and by the adjustments required when drilling dewater-
ing holes to different types of slabs, in which e.g. the
spacing of the hollow-cores and the thickness of the wall
to be drilled varies. In case the adjusting of the position
of the drills etc. is automated, the apparatus will become
relatively expensive, as it is also the case for the ma-
chine disclosed by GB2196276A.

[0004] Patent application publication EP 0 455 495
A1, which represents the closest state of the art, disclos-
es a method and apparatus for transferring concrete
slabs where the apparatus includes at least one drilling
unit for drilling drainage openings in a hollow-core slab
whilst the slab is being transferred by lifting means. The
drilling units are fastened into a beam which is pivotable
sideways, and have several parallel drills with their
spacing corresponding to the spacing of the hollows of
the hollow slabs.

[0005] The object of the present invention is to elimi-
nate the mentioned disadvantages. The characteristics
of the method and apparatus in accordance with the in-
vention are stated in the enclosed claims 1 and 2. The
invention provides a solution, where the drills are con-
structed and installed into complete modules designed
according to each element type respectively, whereby
no adjustments or changes are required at all, and the
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drills can be constructed with the correct capacity ac-
cording to each slab type. Thus, the actual drilling time
is shortened, the apparatus can be made reliable and,
additionally, drilling costs will be saved when the dura-
bility of the apparatus improves. The drilling unit in ac-
cordance with the invention is designed according to
each slab type, and due to its quick-release fastener, it
can be changed quickly according to the required slab
type. The drilling unit is constructed as one complete
assembly, where the required rotation, vibration, longi-
tudinal motion and limiting of motions of the drills are
combined into one detachable assembly.

[0006] The invention and its details will now be de-
scribed in more detail in the following, with reference to
the enclosed drawings, wherein

Figure 1 is a side view of the apparatus in accord-
ance with the invention, drilling beam being turned
in its transverse position,

Figure 2 is an end view of the same apparatus in a
larger scale,

Figure 3 shows in a larger scale a section of the
drilling beam, viewed from the side of the beam,
Figure 4 is a section from figure 3, viewed from
above,

Figure 5 is an enlarged detail of figure 2, and
Figure 6 is a schematic cross section of the connec-
tion point of the drilling beam and the frame portion
of the drilling device.

[0007] The apparatus in accordance with the inven-
tion comprises a beam 1 for lifting hollow-core slabs
and, below that, close to both ends thereof, the actual
tongs 2 for lifting the hollow-core slab. The grip loops 3
of the beam are caught by means of a lifting hook 4. In
figure 2, aslab 5, supported by the lifting tongs, is shown
with dashed lines. The lifting device itself and its function
are known in the art.

[0008] Apparatus 6 for drilling of dewatering holes is
attached to the side of the lifting tongs 2. The drilling
apparatus comprises, as the lowest part, a detachable
drilling unit according to each slab, which can be lifted
and lowered by means of a compressed air cylinder 7.
The drilling unit can be turned around its vertical axis
between the position longitudinally on the side of the
slab, and the position transversally under the slab,
shown in the figures, by means of a separate com-
pressed air cylinder 8.

[0009] The drilling unit is provided with drilling ma-
chines 10 attached to the drilling beam or arm 9. There
are as many drilling machines in the beam as hollow-
cores in the slab to be handled, and the distance of the
drilling machines from each other corresponds to the
spacing of the hollow cores of the slab to be handled.
The drilling machines are driven by an electric motor 11.
[0010] The shaft 12 of the electric motor 11 is connect-
ed to the driving shaft 13 of the drilling unit by means of
a quick-release fastener (figures 5 and 6). The motion
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of the driving shaft 13 is transmitted to every drilling ma-
chine of the drilling beam as rotating motion, by means
of a chain 14 (figure 4). Each drilling machine is, in ad-
dition, provided with a compressed airimpacting device
16, by means of which the drillis moved axially (figure 3).
[0011] In the embodiment of figures 5 and 6, the
quick-release fastener is formed of a transversal groove
17 and a flatiron protrusion 18 to be fitted in said groove,
respectively at the ends of the shafts 12 and 13. The
detachable drill beam 9 is mounted to the drilling device
6 by turning first both the groove 17 and the protrusion
18 into a position parallel with the beam 9, and by push-
ing the beam then into a slide 19 in the frame part of the
drilling device, and by fitting the protrusion 18 into the
groove 17. The slide is equipped with longitudinal bat-
tens 20 on its sides, with a gap between them, to receive
the shaft 13. The beam is fitted below the side battens
20, and the battens secure the beam vertically in its
place. In addition, the beam can be locked with bolts
going through holes 21, 21" in the beam and the lower
wall of the slide.

[0012] The apparatus has, in addition, necessary po-
sition sensors and limit switches.

[0013] In practice, the drilling of dewatering holes
goes as follows. The lifting beam is moved with an over-
head travelling crane above a ready-made hollow-core
slab lying on a casting bed. The lifting beam is lowered
on the hollow-core slab and the lifting tongs are locked
against the sides of the slab. There, the drilling beam
has been turned to the side of the slab and lifted to its
upper position. After that, the slab is lifted up from its
casting bed and transfer to the carry-out wagons is start-
ed.

[0014] The dewatering holes are drilled during the
transfer. When the slab has been lifted up from the cast-
ing bed, the drilling operation is switched on. Then, the
drilling beam is lowered to the lower limit. After the lower
limit has been recognized, the drilling beam turns 90°
into a transversal position under the slab. When the turn-
ing limit has been recognized, the lifting motion of the
drilling beam starts. At the same time, the rotation of the
drills driven by electric motors and the compressed air
impacting start. The drills are spring-relieved in order to
balance the pressure of the drills during the drilling.
When the drilling beam has reached the lower surface
of the slab, and the drilling is completed, the limit switch
recognizes the completed drilling motion and stops the
lifting motion, starting to lower the drilling beam. In the
lower position, the motor and the impactor are stopped.
The same recognition limit senses if the drill is broken.
After that, the drilling beam turns to the side, into the
longitudinal direction of the slab, and rises up to its orig-
inal position, whereby the spring-loaded locking cylinder
is on. This procedure is continued for drilling the water-
holes, one slab after another.

[0015] When the slab type is changed, a drilling beam
according to the slab type is changed to the drilling unit.
Because the drilling beam is attached to the drilling unit
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by means of a quick-release fastener, the beam is easily
changed.

[0016] The present invention is not restricted to the
above described embodiment only, it can vary in differ-
ent ways within the scope of the claims. The construc-
tion of the quick-release fastener can be different from
what has been described above. However, preferably
the counter surfaces 17 and 18 of the shafts 12 and 13
to be connected with each other, are designed so that
they have an axial dimension and their cross-profile is
not a circle. Thereby they are able to transmit the driving
torque from the first shaft to the other, and there is no
need of any special tools or other equipment for con-
necting the shafts.

Claims

1. Method for drilling dewatering holes into the lower
surface of a concrete hollow-core slab (5) so that
the holes are drilled into the slab by means of at
least two drills (10) attached to a beam (9) and
placed at positions corresponding to the at least two
hollow-cores of the slab, while the slab is at the
same time supported by a crane, characterized in
that

- an apparatus is used, which is provided with at
least two interchangeable drilling beams (9)
with different mutual distances between the
drills (10),

- abeam (9) is chosen, in which the mutual dis-
tance between the drills (10) corresponds to the
spacing of the hollow cores of the slab, and

- the beam (9) is attached to the apparatus by
means of a quick-release fastener (12, 13) for
quick change of the drilling beams (9).

2. Apparatus for drilling dewatering holes into the low-
er surface of a concrete hollow-core slab (5) which
apparatus comprises at least two drills (10) at-
tached to a beam (9), connected with a crane for
lifting concrete slabs, characterized in that

- the apparatus is provided with at least two in-
terchangeable beams (9) with different mutual
distances between the drills (10), and that

- the beam (9) is fastened to the apparatus with
a quick-release fastener (12, 13) for quick
change of the drilling beams (9).

3. Apparatus in accordance with claim 2, character-
ized in that the quick-release fastener for quick
change of the drilling beams (9) is formed between
a shaft (12) driven by a motor (11) and a shaft (13)
driving the drills (10) in such a way that the shafts
have counter-surfaces (17, 18), connected with
each other, said counter-surfaces having an axial
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dimension and the cross profile thereof being differ-
ent from a circle.

Apparatus in accordance with claim 2, character-
ized in that the rotational motion of the drills (10) is
transmitted to the drills (10) by means of a chain
drive (14) from their common driving shaft (13).

Patentanspriiche

1.

Verfahren zum Bohren von Entwasserungsléchern
in die untere Flache einer Betonhohlkernplatte (5),
so dass die Locher in die Platte mit Hilfe von zwei
Bohrern (9) gebohrt werden, die an einem Balken
(9) befestigt und an Positionen entsprechend den
mindestens zwei Hohlkemen der Platte angeordnet
sind, wahren die Platte gleichzeitig von einem Kran
gehalten wird,

dadurch gekennzeichnet, dass

- eine Vorrichtung verwendet wird, die mit min-
destens zwei austauschbaren Bohrbalken (9)
mit unterschiedlichen gegenseitigen Abstan-
den zwischen den Bohrern (10) versehen ist,

- ein Balken (9) ausgewahlt wird, bei welchem
der gegenseitige Abstand zwischen den Boh-
rern (10) dem Abstand der Hohlkeme der Platte
entspricht, und

- derBalken (9) an der Vorrichtung mit Hilfe einer
schnelllésenden Befestigung (12, 13) fiir einen
schnellen Wechsel der Bohrbalken (9) befestigt
ist.

Vorrichtung zum Bohren von Entwasserungslo-
chernin die untere Flache einer Betonhohlkernplat-
te, mit mindestens zwei Bohrern (10), die an einem
Balken (9) befestigt sind, verbunden mit einem Kran
zum Anheben der Betonplatten,

dadurch gekennzeichnet, dass

- die Vorrichtung mit mindestens zwei aus-
tauschbaren Balken (9) mit unterschiedlichen
gegenseitigen Abstédnden zwischen den Boh-
rern (10) versehen ist und dass

- der Balken (9) an der Vorrichtung mit einer
schnelllésenden Befestigung (12, 13) fur einen
schnellen Wechsel der Bohrbalken (9) befestigt
ist.

Vorrichtung nach Anspruch 2,

dadurch gekennzeichnet, dass die schnellausl6-
sende Befestigung fir einen schnellen Wechsel der
Bohrbalken (9) zwischen einer von einem Motor
(11) angetriebenen Welle (12) und einer die Bohrer
(10) antreibenden Welle (13) derart ausgebildet ist,
dass die Wellen tiber Gegenflachen (17, 18) mitein-
ander verbunden sind, welche ein axiales Mal} ha-
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ben und deren Querschnittsprofil sich von einem
Kreis unterscheidet.

Vorrichtung nach Anspruch 2,

dadurch gekennzeichnet, dass die Drehbewe-
gung der Bohrer (10) mit Hilfe eines Kettenantrie-
bes (14) von ihrer gemeinsamen Antriebswelle (13)
auf die Bohrer (10) tUbertragen wird.

Revendications

Procédé de pergage de trous de purge d'eau dans
la surface inférieure d'une plaque en béton a ame
creuse (5), de sorte que les trous sont percés dans
la plague au moyen d'au moins deux forets (10) at-
tachés a une poutre (9) et placés a des positions
correspondant a au moins deux ames creuses de
la plaque tandis que la plaque est en méme temps
supportée par une grue,
caractérisé en ce que

on utilise un appareil qui comporte au moins
deux poutres de pergage interchangeables (9)
ayant des distances mutuelles différentes entre les
forets (10),

on choisit une poutre (9) dans laquelle la dis-
tance mutuelle entre les forets (10) correspond a
I'espacement des ames creuses de la plaque, et

on attache la poutre (9) a I'appareil au moyen
d'un accouplement a séparation rapide (12, 13)
pour un changement rapide des poutres de pergage

(9).

Appareil pour le pergage de trous de purge d'eau
dans la surface inférieure d'une plaque en béton a
ame creuse (5), le dit appareil comprenant au moins
deux forets (10) attachés a une poutre (9) reliée a
une grue de levage des plaques de béton, carac-
térisé en ce que

I'appareil comprend au moins deux poutres
interchangeables (9) ayant des distances mutuelles
différentes entre les forets (10), et en ce que

la poutre (9) est fixée a I'appareil au moyen
d'un accouplement a séparation rapide (12, 13)
pour un changementrapide des poutres de percage

(9).

Appareil selon la revendication 2, caractérisé en
ce que l'accouplement rapide pour un changement
rapide des poutres de pergage (9) est placé entre
un arbre (12) entrainé par un moteur (11) et un arbre
(13) entrainant les forets (10), d'une maniére telle
que les arbres présentent des surfaces complé-
mentaires (17, 18) mutuellement assemblées, les
dites surfaces complémentaires ayant une dimen-
sion axiale et leur profil transversal étant différent
d'un cercle.
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Appareil selon la revendication 2, caractérisé en
ce que le mouvement de rotation des forets (10) est
transmis aux forets (10) au moyen d'une transmis-
sion a chaine (14) a partir de leur arbre d'entraine-
ment commun (13). 5

10

15

20

25

30

35

40

45

50

55



EP 0 940 236 B1

_ 7
7 :
n ,:.Uﬁ.wq
, ] f ..V

! & “\Nﬁ\
iy NN NN NN TSN TS : i
ik Mcccch;&c %




EP 0 940 236 B1

18- 2,



EP 0 940 236 B1

||||||||||||||




EP 0 940 236 B1

=

L




	bibliography
	description
	claims
	drawings

