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Description

[0001] This invention relates to files, wallets and fold-
ers for holding documents, as commonly used in offices
for keeping related papers together for storage in filing
cabinets and the like. The documents can be fastened
or attached within the file or folder by, say, a suitable
clip, or they can be stored loose. For convenience of use
it is helpful for such files or folders to be labelled in some
way to enable the file contents to be ascertained by vis-
ual inspection of the closed file or folder and the low unit
cost of the files makes it important for the files and fold-
ers to be manufactured economically.

[0002] Broadly stated, the invention resides in a file
or folder for holding documents comprising front and
rear panels foldably connected along a common edge,
and a pocket for receiving an indexing slip or card, the
pocket comprising an aperture or window adjacent a
free edge of at least one panel for displaying information
on the indexing slip or card, and a sheet of transparent
material being sandwiched between opposing faces of
the pocket to cover the aperture. Folders, wallets or files
are normally indexed by writing on the article itself or
more commonly, by using an adhesive label. Other
means for indexing files or folders at known from BE-A-
562 618. The present invention improves reference by
using changeable indexing cards which are always per-
fectly aligned.

[0003] More specifically, the invention provides a file
or folder for holding documents comprising front and
rear panels connected at a spine, a flap integral with an
edge of one of the panels, the flap being folded onto and
secured to the panel to define a pocket for receiving an
indexing slip or card and a window provided adjacent
said panel edge in at least one of the panel and the flap
through which an inserted indexing slip or card is visible.
[0004] Conveniently, the pocket receives the indexing
card or slip between the flap and panel, and the slip or
card is insertable in the direction towards said panel
edge.

[0005] Windows may be providedin the flap and panel
so that the indexing card or slip is visible from the front
and back of the closed file or folder. Further, more than
one pocket can be provided in the file or folder.

[0006] In a preferred embodiment, catch or detent
means are provided to retain the indexing card or slip
within the pocket, and in an exemplary embodiment the
detent means comprises a tab integral with a free edge
of the flap adjacent the window. The tab may be tucked
over into the pocket after insertion of the indexing card
or slip to retain releasably the indexing card or slip.
[0007] A clearerunderstanding of the invention will be
gained by reference to the following detailed description
of a preferred embodiment, given by way of example
only, with reference to the accompanying drawings in
which:

Figure 1 is a plan view of a cardboard blank;
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Figure 2 is an enlarged view of an area of the blank;
Figures 3 and 4 are plan views of a blank at various
stages of the manufacture of a file from the blank;

Figure 5 is a side view of apparatus for forming a
file from the blank;

Figures 6 and 7 are plan views of a completed folder
in open and closed conditions respectively;

Figure 8 is a partial section taken along the line A-A
in Figure 6; and

Figures 9 and 10 are plan views of completed fold-
ers according to alternative embodiments of the in-
vention.

[0008] A document file is formed from a blank 1 of
cardboard, stiffened paper or another suitable sheet
material. A transverse foldline 2 divides the blank into a
generally rectangular front panel 3, and a slightly larger
rectangular rear panel 4. The front panel may have fur-
ther foldlines 2a,2b etc parallel with and adjacent to the
foldline 2. When the file is closed by folding the front
panel onto the rear panel about the foldline 2, a spine is
formed at this foldline. In a manner known per se the
additional foldlines 2a,2b facilitate expansion of the
spine when the file is to receive relatively large amounts
of documents.

[0009] Edge flaps 5 and 6 border two neighbouring
edges of the rear panel 4, namely the edge parallel to
the foldline 2 and an adjacent side edge, these flaps be-
ing delimited with respect to the rear panel by foldlines
9 and 10. The adjacent proximal ends of the flaps 5,6
are tapered at a 45° angle to meet at the common comer
11 of the rear panel between the flaps. The distal end of
the flap 5 terminates a small distance before the foldline
2, whereas the distal end of the flap 6 is co-extensive
with the free edge of the rear panel 4.

[0010] Spaced uniformly from the common comer 11
are two equisized, generally rectangular openings 12,13
positioned with their imaginary longitudinal centre lines
in alignment with the respective foldlines 9,10. As de-
scribed below, transparent sheets or membranes 18,
one of which is shown in broken line in Figure 1, cover
the openings 12,13 in the finished file. Disposed on the
free edges of the flaps 5,6 and adjacent the centres of
the openings 12,13 are generally trapezodial tabs or
catches 14. A narrow rectangular strip 15 (Figure 2) be-
tween each tab and the corresponding flap has a foldline
17 along its outer edge, the foldline delimiting the tab
and the strip 15.

[0011] As shown in Figure 7, the free edges of the
front panel are profiled so that when the front and rear
panels 3,4 are folded onto one another about the foldline
2, the free edges of the front panel are substantially in
alignment with the inner edges of window openings
12,13 to ensure the openings are clearly visible and are
not obstructed by the front panel when the file is closed.
[0012] Figure 5 shows apparatus suitable for forming
the blank into a finished folder. The blank is aligned on
a feed belt with the major lateral edges parallel to the
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direction of travel (see Figure 3a). A first gluing station
20 applies an adhesive 16 around the edge of the open-
ing 12 (see Figure 3b) before a transparent sheet or
membrane 18 is applied to cover the opening at a patch-
ing station 22 (see Figure 3c). The type of adhesive and
the material of the transparent sheet are not crucial to
the invention and any suitable adhesive and material
may be used provided a secure bond between the sheet
and blank material can be formed.

[0013] The blank and adhered sheet are passed to a
second gluing unit 23 where an adhesive 19 is applied
to the flap 5 (Figure 3d). As will be apparent, adhesive
is not applied to the innermost and outermost edges of
transparent sheet 18. After application of adhesive at
the second gluing unit the flap 5 is folded, at a folding
unit 24, about the foldline 9 onto the rear panel 4 (Figure
3e). Again, the adhesive may be of any type suitable to
form a secure bond between the two surfaces of the
blank.

[0014] By the selective application of the adhesive 19,
there is defined by the flap 5, rear panel 4 and transpar-
ent sheet 18 a pocket having a closed outer edge
aligned with the free edge of the file (defined by the fold-
line 9) and having a slot or mouth opposite the closed
outer edge. The pocketinterioris visible through the win-
dows formed by the opening 12 and the transparent
sheet 18, and an indexing slip or card 30 e.g., with a file
name or number written, typed or printed thereon, can
be inserted into the pocket by sliding it under the tab 14
and through the mouth slot in the direction towards the
closed edge of the pocket and panel edge. When insert-
ed, opposed faces of the slip 30 are visible from the front
and back of the folder respectively. Of course, two in-
dexing slips facing in opposite directions can be inserted
into a single pocket if desired, and the slip or slips can
be replaced at any time as desired.

[0015] The index slip 30 is releasably retained within
the pocket by folding the tab 14 over into the pocket, as
indicated in Figure 8 and in broken line in Figure 2, and
around the adjacent edge of the indexing slip 30 which
then lies between the confronting faces of the tab 14
and the flap 5. The narrow rectangular strip 15 between
the tab 14 and the flap 5 facilitates repeated folding of
the tab over into the pocket, and clean cuts at the edges
of the strip 15 serve to aid accurate folding of the tab.
[0016] A second windowed pocket for receiving an in-
dexing card or slip is formed by turning the blank through
90° and passing it through the apparatus described
above for a second time so that the same sequence of
gluing, transparent sheet application and folding steps
is repeated but this time involving the flap 6, as illustrat-
ed in Figures 4a to 4e. Providing windowed indexing
pockets at two mutually perpendicular edges of the com-
pleted file facilitates its use either horizontally with the
spine lowermost or in a vertical orientation. To assist a
clear understanding, only one of the pockets in the com-
pleted folder shown in Figures 6 and 7 has a slip inserted
and the tab 14 tucked in.
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[0017] The termination of the flap 5 before the foldline
2 ensures that the folding of the file along foldline 2 is
not obstructed, and the adjacent tapered ends of the flap
lie parallel in the finished folder, as shown in Figures 6
and 7, so that there is no overflap of the edge portions.
[0018] In the alternative embodiment depicted in Fig-
ures 9 and 10, two openings 12',13" are spaced equidis-
tantly from the midpoint of a common edge 9,10. The
alternative embodiments allow the indexing of a folder
in two distinct filing categories, e.g. folder title, date, sub-
ject, etc. thereby greatly increasing the flexibility and
versatility of the folder.

[0019] Although two openings are preferred, a single
larger opening or more than two openings could provid-
ed.

[0020] A sheet of paper or cardboard having lines of
weakness, e.g. perforations, defining slips of a size suit-
able for the pocket may be provided, and the sheet may
be preprinted or coloured to aid identification of files.
[0021] Paper retaining means, such as a clip or fas-
tener for punched papers may be secured to the rear
sheet adjacent the fold line 2.

[0022] Of course, the skilled person will understand
that modifications to the preferred embodiment are pos-
sible without departing from the scope of the invention.
For instance, in place of the flaps 5,6 integral with the
rear panel 4, there could be used separate pieces of
card or other sheet material. Also the flaps, or separate
pieces of sheet material, need not extend the length of
the rear panel and could instead merely border the
openings 12,13. Also, the openings 12,13 could be pro-
vided in only one of the rear panel 4 and flap, although
this would result in the indexing strip being visible from
only one side of the folder, or separate openings could
be provided in the rear panel and flap in register with the
pocket. Should it be desired a windowed pocket could
additionally or alternatively be provided in a similar fash-
ion at one or more of the edges of the front panel of the
file or folder. Furthermore, the transparent sheet could
be omitted. The free edge of the pocket could be proud
of the parallel edge of the folder or it could be recessed
from that free edge. Moreover, a slit could be formed at
the side of the pocket to receive the indexing slip or card.

Claims

1. A folder (i) for holding documents comprising front
and rear panels (3,4) foldably connected along a
common edge (2), and a pocket having an opening
for receiving an indexing card (30), the pocket hav-
ing an aperture (12,13) adjacent a free edge of one
of the panels for displaying information on the in-
dexing card, and a sheet of transparent material
(18) being sandwiched between opposing faces of
the pocket to cover the aperture.

2. A folder according to claim 1, wherein the pocket
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opening is positioned to receive the indexing card
in a direction towards said panel edge.

A folder according to claim 1 to 2, wherein a flap
(5,6) integral with said one panel overlies and is se-
cured to the panel to define the pocket.

A folder according to claim 1, 2 or 3, wherein an
imaginary longitudinal centre line of the aperture
lies on the junction between said panel and the flap.

A folder according to any one of the preceding
claims, wherein detent means (14) are provided for
retaining the indexing card within the pocket.

A folder according to claim 5, wherein the detent
means comprise a tab (14) adjacent the pocket
opening, the tab being tucked into the pocket to re-
tain releasably the indexing card.

A folder according to any one of the preceding
claims, wherein a second pocket is provided on an
adjacent edge of said panel.

A folder according to any one of claims 1 to 6,
wherein a second pocket is provided on said free
edge.

A folder according to any one of the preceding
claims, wherein the free edges of the other panel
(4) are profiled to ensure the or each aperture is
clearly visible and is not obstructed by the said pan-
el (3) when the folder (1) is closed.

Patentanspriiche

1.

Ordner (1) zum Aufnehmen von Dokumenten, um-
fassend ein vorderes und ein hinteres Flachele-
ment (3, 4), die an einem gemeinsamen Rand (2)
entlang faltbar miteinander verbunden sind, und ei-
ne Tasche mit einer Offnung zum Aufnehmen einer
Karteikarte (30), wobei die Tasche neben einem
freien Rand eines der Flachelemente eine Ausneh-
mung (12, 13) zum Zeigen von Informationen auf
der Karteikarte hat und ein Blatt transparenten Ma-
terials (18) zwischen einander gegeniiberliegenden
Seiten der Tasche zum Bedecken der Ausnehmung
zwischengelegt ist.

Ordner nach Anspruch 1, bei dem die Taschendff-
nung zum Aufnehmen der Karteikarte in einer Rich-
tung auf den genannten Flachelementrand zu posi-
tioniert ist.

Ordner nach Anspruch 1 oder 2, bei dem eine Teil
des genannten einen Flachelements bildende Klap-
pe (5, 6) das Flachelement Uberlagert und an ihm

10

15

20

25

30

35

40

45

50

55

befestigt ist, um die Tasche zu definieren.

4. Ordner nach Anspruch 1, 2 oder 3, bei dem eine
imaginare Mittellinie der Ausnehmung in Langsrich-
tung auf der Verbindungsstelle zwischen dem ge-
nannten Flachelement und der Klappe liegt.

5. Ordner nach einem der vorhergehenden Anspri-
che, bei dem Sperrvorrichtungen (14) zum Festhal-
ten der Karteikarte in der Tasche vorgesehen sind.

6. Ordner nach Anspruch 5, bei dem die Sperrvorrich-
tungen einen Ansatz (14) neben der Taschenoff-
nung umfassen, wobei der Ansatz in die Tasche ge-
steckt wird, um die Karteikarte |6sbar festzuhalten.

7. Ordner nach einem der vorhergehenden Ansprii-
che, bei dem eine zweite Tasche an einem angren-
zenden Rand des genannten Flachelements bereit-
gestellt ist.

8. Ordner nach einem der Anspriiche 1 bis 6, bei dem
eine zweite Tasche an dem genannten freien Rand
bereitgestellt ist.

9. Ordner nach einem der vorhergehenden Anspri-
che, bei dem die freien Rander des anderen Fla-
chelements (4) profiliert sind, um sicherzustellen,
dass die oder jede Ausnehmung deutlich sichtbar
ist und nicht von dem genannten Flachelement (3)
verdeckt wird, wenn der Ordner (1) geschlossen ist.

Revendications

1. Une chemise (1) pour contenir des documents,
comprenant des panneaux avant et arriere (3,4)
connectés de fagon pliable le long d'un bord com-
mun (2), et une pochette ayant une ouverture pour
recevoir une fiche (30), la pochette ayant une
ouverture (12,13) adjacente a un bord libre de I'un
des panneaux, pour présenter des informations sur
lafiche, et une feuille d'un matériau transparent (18)
étant prise en sandwich entre des faces opposées
de la pochette pour recouvrir I'ouverture.

2. Une chemise selon la revendication 1, dans laquel-
le I'ouverture de la pochette est placée pour rece-
voir la fiche dans une direction qui va vers le bord
dudit panneau.

3. Une chemise selon les revendications 1 a 2, dans
laquelle un rabat (5,6), qui fait partie intégrante du-
dit panneau, recouvre le panneau et est fixé a celui-
ci pour définir la pochette.

4. Une chemise selon la revendication 1, 2 ou 3, dans
laquelle un axe longitudinal imaginaire de l'ouver-
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ture se trouve sur la jonction entre ledit panneau et
le rabat.

Une chemise selon 'une quelconque des revendi-
cations précédentes, dans laquelle des moyens %
d'arrét (14) sont prévus pour retenir la fiche a l'inté-
rieur de la pochette.

Une chemise selon la revendication 5, dans laquel-

le les moyens d'arrét comprennent un onglet (14) 170
adjacent a I'ouverture de la pochette, I'onglet étant
inséré dans la pochette pour retenir la fiche de ma-
niére libérable.

Une chemise selon l'une quelconque des revendi- 15
cations précédentes, dans laquelle une deuxiéme
pochette est prévue sur un bord adjacent dudit pan-
neau.

Une chemise selon l'une quelconque des revendi- 20
cations 1 a 6, dans laquelle une deuxiéme pochette
est prévue sur ledit bord libre.

Une chemise selon I'une quelconque des revendi-
cations précédentes, dans laquelle les bords libres 25
de l'autre panneau (4) sont profilés pour garantir
que l'ouverture ou chaque ouverture est clairement
visible et n'est pas dissimulée par ledit panneau (3)

lorsque la chemise (1) est fermée.
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