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(54) PROGRESSIVE REFRACTIVE POWER LENS

(57) An additional aspherical surface amount is
defined by a sum of the optimum amount at a distance
portion and the optimum amount at a near portion on a
progressive refractive surface. Assuming that the ratio is
taken as α:β, the additional aspherical surface amount
is added to the progressive refractive surface in such a
manner that α and β satisfy a relationship of .
With this configuration, in the case where an aspherical
shape is added to a progressive power lens for correct-
ing visual acuity for the purpose of improving the optical
performance and thinning the lens, the optimum
aspherical shape can be given not only to a region
along a main meridian line but also to the whole of the
progressive refractive surface.

α + β = 1
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Description

Technical Filed

[0001] The present invention relates to a progressive power lens for correcting visual acuity, and particularly to a
design of an aspherical progressive power lens intended to improve the optical performance of the lens and to thin the
lens.

Background Art

[0002] In recent years, various attempts have been made to improve the optical performances of progressive power
lenses. In particular, attention is being given to a progressive power lens produced on the basis of aspherical design.
This is intended to compensate for an error portion of a lens caused by spherical design by assuming a condition equiv-
alent to an actual condition under which a user wears spectacles in each of which the lens is assembled, and calculat-
ing the dioptric power, astigmatism, prism, etc. of the lens by means of ray tracing.
[0003] A progressive refractive surface is originally formed by smoothly connecting spherical surfaces at distance
and near portions, which are different in curvature, to each other within one surface, and therefore, it is naturally an
aspherical surface. However, the wording "the aspherical design of a progressive power lens" used in this description
means that even a point, having a specific curvature, of a progressive refractive surface, such as a distance optical
center or near optical center is a aspherical surface.
[0004] A progressive power lens produced on the basis of such an aspherical design is disclosed in Japanese Pat-
ent Publication No. Tokko-hei 2-39768, which lens exhibits effects of reducing astigmatism and thinning the lens as
compared with a lens produced on the basis of spherical design.
[0005] In the case of designing and producing a lens in accordance with the technique disclosed in Japanese Pat-
ent Publication No. Tokko-hei 2-39768, however, there occur several problems or insufficient points.
[0006] At first, Japanese Patent Publication No. Tokko-hei 2-39768 discloses the structure of only a region, in the
vicinity of a main meridian line extending between distance and near portions, of the progressive power lens. The main
meridian line of a progressive power lens is certainly as important as to be called a main convergence line; however, it
is only a line. When acquiring viewing information, a human being takes a sight of a wide area other than the meridian
line.
[0007] At second, since the dioptric power of a progressive power lens differs between different positions of the
lens, an ideal additional aspherical surface amount added to an original progressive refractive surface must differ
depending on a position of the lens. In accordance with the technique disclosed in Japanese Patent Publication No.
Tokko-hei 2-39768, the additional aspherical surface amount differs between the distance and near portions disposed
along the main meridian line; however, it is unclear what aspherical surface is set at other portions.
[0008] The region disposed along the main meridian line also includes a progressive portion in which a focal power
is continuously changed, and it is theoretically required to give an additional aspherical surface amount to such a pro-
gressive portion. At the present day, however, any prior art intended to give an additional aspherical surface amount to
the above progressive portion has been not disclosed.
[0009] The progressive surface of a progressive power lens is required to be configured such that refractive sur-
faces at all portions of the lens are optically continuous to each other within one surface. If a lens is configured such
that although refractive surfaces at portions along the main meridian line form an optically continuous aspherical shape,
the refractive surfaces at other portions not along the main meridian line do not form an optically continuous aspherical
shape, it is useless to produce the lens on the basis of the aspherical design. As a method for forming the refractive
surfaces at the portions not along the main meridian line into an optically continuous aspherical shape, there is known
only a method of interpolating a curvature in the direction extending, perpendicular to the main mendian line, from each
point of the optically continuous aspherical portion along the main meridian line. It is not regarded that such a method
is able to form the portions not along the meridian line into an ideal aspherical shape.
[0010] The production of a custom-made progressive power lens for spectacles is required to simply form a pro-
gressive aspherical shape on the basis of the optimum aspherical design for achieving effects of reducing astigmatism
in accordance with the user's recipe including the dioptric power of the lens and of thinning the lens.
[0011] In view of the foregoing, the present invention has been made, and an object of the present invention is to
provide a progressive power lens in which all of portions including a progressive portion are formed into an optimum
aspherical shape on the basis of a simple lens design.

Disclosure of Invention

[0012] To achieve the above object, the present invention provides a progressive power lens in which the optimum
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aspherical shape is given to the entire lens including a progressive portion by a lens design capable of simply forming
a new progressive aspherical refractive shape on the basis of a progressive spherical refractive shape, or by a lens
design capable of simply forming, on the basis of a progressive aspherical refractive shape adapted for a certain user's
recipe, a new progressive aspherical refractive shape adapted for another desired user's recipe.

[0013] To be more specific, an additional aspherical surface amount for each user's recipe is not determined on the
basis of ray tracing but is determined by a method wherein the optimum additional aspherical surface amount is previ-
ously determined by actual ray tracing for several examples selected from a range of user's recipes using a common
basic progressive refractive surface, and then an additional aspherical surface amount for a desired user's recipe is
determined by interpolation on the basis of the optimum additional aspherical surface amount.
[0014] The present invention provides a progressive power lens designed on the basis of the following five methods
of calculating an additional aspherical surface amount.
[0015] According to a first invention there is provided a progressive power lens characterized in that at least one of
two refractive surfaces forming a spectacle lens has a progressive refractive surface including a distance portion and a
near portion having different focal powers, and a progressive portion having a focal power progressively changed
between the distance and near portions; coordinates are defined such that, assuming that the progressive refractive
surface of the lens assembled in each of spectacles is viewed from the front side of a user, the horizontal direction is
taken as an X-axis; the vertical direction (direction between the distance and near portions) is taken as a Y-axis; the
depth direction is taken as a Z-axis; and a progressively change starting point located at the lower end of the distance
portion is taken as an origin (x, y, z) = (0, 0, 0); assuming that a coordinate of an original progressive refractive surface
is taken as zp and a coordinate of the progressive refractive surface is taken as zt, a relationship of  is estab-
lished; and at the distance portion along a main meridian line extending substantially in the Y-axis direction of the pro-
gressive refractive surface, the δ is given by ; at the near portion along the main meridian line extending
substantially in the Y-axis direction of the progressive refractive surface, the δ is given by δ = h(r); and at other portions,
the δ is given by  where α and β satisfy the relationship of , 02 α 21, and 02 β 21;
r is a distance from the progressively change starting point and is expressed by ; and the g(r) and h(r)
are each a function depending only on r and satisfy the relationship of g(r) ≠ h(r) and g(0) = 0.
[0016] According to a second invention, there is provided a progressive power lens characterized in that at least
one of two refractive surfaces forming a spectacle lens has a progressive refractive surface including a distance portion
and a near portion having different focal powers, and a progressive portion having a focal power progressively changed
between the distance and near portions; coordinates are defined such that, assuming that the progressive refractive
surface of the lens assembled in each of spectacles is viewed from the front side of a user, the horizontal direction is
taken as an X-axis; the vertical direction (direction between the distance and near portions) is taken as a Y-axis; the
depth direction is taken as a Z-axis; and a progressively change starting point located at the lower end of the distance
portion is taken as an origin (x, y, z) = (0, 0, 0); assuming that a radial inclination of an original progressive refractive
surface is taken as dzp and a radial inclination of the progressive refractive surface is taken as dzt, a relationship of

 is established; and at the distance portion along a main meridian line extending substantially in the Y-
axis direction of the progressive refractive surface, the δ is given by ; at the near portion along the main merid-
ian line extending substantially in the Y-axis direction of the progressive refractive surface, the δ is given by ;
and at other portions, the δ is given by  where α and β satisfy the relationship of ,
02 α 21, and 02 β 21; r is a distance from the progressively change starting point and is expressed by ;
and the g(r) and h(r) are each a function depending only on r and satisfy the relationship of g(r) ≠ h(r) and g(0) = 0.
[0017] According to a third invention, there is provided a progressive power lens characterized in that at least one
of two refractive surfaces forming a spectacle lens has a progressive refractive surface including a distance portion and
a near portion having different focal powers, and a progressive portion having a focal power progressively changed
between the distance and near portions; coordinates are defined such that, assuming that the progressive refractive
surface of the lens assembled in each of spectacles is viewed from the front side of a user, the horizontal direction is
taken as an X-axis; the vertical direction (direction between the distance and near portions) is taken as a Y-axis; the
depth direction is taken as a Z-axis; and a progressively change starting point located at the lower end of the distance
portion is taken as an origin (x, y, z) = (0, 0, 0); assuming that a radial curvature of an original progressive refractive
surface is taken as cp and a radial curvature of the progressive refractive surface is taken as ct, a relationship of

 is established; and at the distance portion along a main meridian line extending substantially in the Y-axis
direction of the progressive refractive surface, the δ is given by ; at the near portion along the main meridian line
extending substantially in the Y-axis direction of the progressive refractive surface, the δ is given by ; and at
other portions, the δ is given by  where α and β satisfy the relationship of , 02 α
21, and 02 β 21; r is a distance from the progressively change starting point and is expressed by ; and
the g(r) and h(r) are each a function depending only on r and satisfy the relationship of g(r) ≠ h(r) and g(0) = 0.
[0018] According to a fourth invention, there is provided a progressive power lens characterized in that at least one
of two refractive surfaces forming a spectacle lens has a progressive refractive surface including a distance portion and

z t = z p + δ

δ = g(r)

δ = α g g(r) + β g h(r) α + β = 1.0
r = (x 2 + y 2) 1/2

dz t = dz p + δ
δ = g(r)

δ = h(r)
δ = α g g(r) + β g h(r) α + β = 1.0

r = (x 2 + y 2) 1/2

c t = c p + δ
δ = g(r)

δ = h(r)
δ = α g g(r) + β g h(r) α + β = 1.0

r = (x 2 + y 2) 1/2
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a near portion having different focal powers, and a progressive portion having a focal power progressively changed
between the distance and near portions; coordinates are defined such that, assuming that the progressive refractive
surface of the lens assembled in each of spectacles is viewed from the front side of a user, the horizontal direction is
taken as an X-axis; the vertical direction (direction between the distance and near portions) is taken as a Y-axis the
depth direction is taken as a Z-axis; and a progressively change starting point located at the lower end of the distance
portion is taken as an origin (x, y, z) = (0, 0, 0); assuming that a coordinate of an original progressive refractive surface
is taken as zp, and a coordinate of the progressive refractive surface is taken as zt, a relationship expressed by the fol-
lowing equation (2) using bp defined by the following equation (1) is established;

(1)

(2)

at the distance portion along a main meridian line extending substantially in the Y-axis direction of the progres-
sive refractive surface, the δ is given by ; at the near portion along the main meridian line extending substan-
tially in the Y-axis direction of the progressive refractive surface, the δ is given by ; and at other portions, the δ
is given by  where α and β satisfy the relationship of , 02 α 21, and 02 β 21; r is a
distance from the progressively change starting point and is expressed by ; and the g(r) and h(r) are
each a function depending only on r and satisfy the relationship of g(r) ≠ h(r) and g(0) = 0.
[0019] According to a fifth invention, there is provided a progressive power lens characterized in that at least one of
two refractive surfaces forming a spectacle lens is configured as a progressive refractive surface including a distance
portion and a near portion having different focal powers, and a progressive portion in which a focal power is progres-
sively changed between the distance and near portions; coordinates are defined such that, assuming that the progres-
sive refractive surface of the lens assembled in each of spectacles is viewed from the front side of a user, the horizontal
direction is taken as an X-axis; the vertical direction (direction between the distance and near portions) is taken as a Y-
axis the depth direction is taken as a Z-axis; and a progressively change starting point located at the lower end of the
distance portion is taken as an origin (x, y, z) = (0, 0, 0); assuming that a coordinate of an original progressive refractive
surface is taken as zp, and a coordinate of the progressive refractive surface is taken as zt, a relationship expressed by
the following equation (3) using bp defined by the following equation (1) is established;

(1)

(3)

at the distance portion along a main meridian line extending substantially in the Y-axis direction of the progres-
sive refractive surface, the δ is given by ; at the near portion along the main meridian line extending substan-
tially in the Y-axis direction of the progressive refractive surface, the δ is given by ; and at other portions, the δ
is given by  where α and β satisfy the relationship of , 02 α 21, and 02 β 21; r is a
distance from the progressively change starting point and is expressed by ; and the g(r) and h(r) are
each a function depending only on r and satisfy the relationship of g(r) ≠ h(r) and g(0) = 0.
[0020] With respect to the above-described methods of calculating an additional aspherical surface amount, the
additional aspherical surface amount can be smoothly given over the entire progressive refractive surface by interpolat-
ing, in accordance with an angle at the progressively change starting point, distributions of the ratio α of the optimum
additional aspherical surface amount g(r) at the distance portion and the ratio β of the optimum additional aspherical
surface amount h(r) at the near portion.
[0021] According to a sixth invention, there is provided a progressive power lens according to any one of the first to
fifth inventions, wherein an angle formed between a straight line extending from the progressively change starting point
to the outer peripheral portion of the progressive refractive surface and the X-axis is taken as w, the α and β satisfy the

b p =
2z p

x 2+y 2+z p
2

---------------------------------

z t =
(b p +δ)r 2

1+ 1-(b p +δ) 2r 2
---------------------------------------------

δ = g(r)
δ = h(r)

δ = α g g(r) + β g h(r) α + β = 1.0
r = (x 2 + y 2) 1/2

b p =
2z p

x 2+y 2+z p
2

---------------------------------

z t =
b pr 2

1+ 1-(1+δ)b p
2r 2

-------------------------------------------------

δ = g(r)
δ = h(r)

δ = α g g(r) + β g h(r) α + β = 1.0
r = (x 2 + y 2) 1/2
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following equations (4) and (5):

(4)

(5)

[0022] Upon determination of an additional aspherical surface amount by interpolation, if an additional aspherical
surface amount itself is interpolated, the calculation becomes complicated because of a large amount of data. To cope
with such an inconvenience, there may be adopted a method in which functions each defining a distribution of additional
aspherical surface amount are prepared, and coefficients determining the functions are interpolated for each user's rec-
ipe. This is effective to significantly reduce the calculation amount, and hence to simplify the lens design.
[0023] According to a seventh invention, there is provided a progressive power lens according to any one of the first
to fifth inventions, wherein the g(r) and h(r) satisfy the following equations (6) and (7):

where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain pro-
gressive refractive surface; and n is an integer of 2 or more.
[0024] Further, in consideration of a dioptric power measurement point by a lensmeter, a circular portion having a
specific radius  centered at the progressively change starting point may be preferably made configured as a
spherical design portion without addition of any additional aspherical surface amount. When r0<r, the additional aspher-
ical surface amount may be preferably given by polynomial expressions shown in the above-described equations (6)
and (7). The specific distance r0 may be preferably in a range capable of covering the dioptric power measurement
point, concretely, in a range of 7 mm or more and less than 12 mm.
[0025] According to an eighth invention, there is provided a progressive power lens according to any of the first to
fifth inventions, wherein when 0 2r2r0, g(r) and h(r) satisfy the relationship of g(0) = 0 and h(0) = 0, and when r0<r, g(r)
and h(r) satisfy the following equations (6) and (7):

where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain pro-
gressive refractive surface; and n is an integer of 2 or more.
[0026] According to a ninth invention, there is provided a progressive power lens according to the eighth invention,
wherein the r0 is 7 mm or more and less than 12 mm.
[0027] By providing the progressive refractive surface on the eye side, it is possible to reduce the image jump and
aberration which are drawbacks of the progressive power lens.
[0028] According to a tenth invention, there is provided a progressive power lens according to any one of first to
ninth inventions, wherein the progressive refractive surface is provided on the eye side.

α = 0.5 + 0.5 sin (w)

β = 0.5 - 0.5 sin (w)

r = r 0
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Brief Description of Drawings

[0029]

Figs. 1(a) and 1(b) show coordinates of a progressive power lens in which a progressive refractive surface is dis-
posed on the outer surface, wherein Fig. 1(a) is a sectional view taken on surfaces along X-Z axes passing through
a progressively change starting point, and Fig. 1(b) is a front view;
Fig. 2 is a front view of the progressive power lens of the present invention showing sections of a ratio between two
kinds of additional aspherical surface components added in the progressive refractive surface;
Fig. 3 is a front view of the progressive power lens showing sections of a ratio between two kinds of additional
aspherical components added in the progressive refractive surface;
Fig. 4 is a front view showing coordinates of the progressive refractive surface of the progressive power lens of the
present invention;
Fig. 5 is a front view showing a change in dioptric power along the main meridian line on the progressive refractive
surface of the progressive power lens and a dioptric power measurement point;
Figs. 6(a) and 6(b) show coordinates of a progressive power lens in which a progressive refractive surface is
arranged on the inner surface, wherein Fig. 6(a) is a sectional view taken on surfaces along X-Z axes passing
through a progressively change starting point, and Fig. 6(b) is a front view;
Fig. 7 is a front view of a progressive power lens showing a distribution of astigmatism of a progressive power lens
in which a progressive refractive surface formed by spherical design is provided on the eye side; and
Fig. 8 is a front view of the progressive power lens of the present invention showing a distribution of astigmatism of
a progressive power lens in which a progressive refractive surface formed by aspherical design is provided on the
eye side.

Best Mode for Carrying Out the Invention

[0030] Hereinafter, embodiments of a progressive power lens according to the present invention will be described.
The progressive power lens of the present invention used for correcting visual acuity includes two refractive surfaces,
on an object side and an eye side, forming a spectacle lens. wherein at least one of these refractive surfaces is config-
ured as a progressive refractive surface having a distance portion and a near portion which are different in focal power
from each other, and a progressive portion in which the focal power is progressively changed between the distance and
near portions. The progressive refractive surface is obtained by simply forming a new progressive refractive shape by
an aspherical design on the basis of a progressive refractive shape formed by a spherical design, or simply forming, on
the basis of a progressive refractive shape formed by an aspherical design adapted for a certain user's recipe, a new
progressive refractive shape by an aspherical design optimum to another desired user's recipe.
[0031] According to the present invention, particularly, an additional aspherical surface amount to be added to an
aspherical progressive power lens can be optimized for each user's recipe, and on the basis of the optimum additional
aspherical surface amount, the optimum progressive refractive shape can be usually obtained by a simple calculating
method. The method of the present invention, therefore, is suitable for production on order.
[0032] Referring to Figs. 1(a) and 1(b), coordinates of a progressive power lens are defined such that assuming that
the progressive refractive surface of the lens assembled in each of spectacles is viewed from the front side of the user,
the horizontal direction is taken as an X-axis; the vertical direction (direction between distance and near portions) is
taken as a Y-axis; the depth direction is taken as a Z-axis; and a progressively change starting point O located at the
lower end of the distance portion is taken as an origin, that is, (x, y, z) = (0, 0, 0).
[0033] According to the present invention, as described above, an additional aspherical surface amount for each
user's recipe is not determined on the basis of ray tracing but is determined by a method wherein the optimum addi-
tional aspherical surface amount is previously determined by actual ray tracing for several examples selected from a
range of user's recipes using a common basic progressive refractive surface, and then a new additional aspherical sur-
face amount for a desired user's recipe is determined by interpolation using a function defining a distribution of addi-
tional aspherical surface amounts prepared on the basis of the optimum additional aspherical surface amount. The
additional aspherical surface amount is calculated in accordance with the following five calculating methods:
[0034] The first method of calculating an additional aspherical surface amount is to directly calculate the coordinate
of the additional aspherical surface amount in the z-axis direction. An original coordinate Zp of a progressive refractive
surface in the depth direction is expressed by a function of coordinates (x, y) as follows:

[0035] When an additional aspherical surface amount δ in the z-axis direction is added to zp, assuming that a syn-

Z p = f (x, y)
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thesized coordinate in the z-axis direction after addition of δ , that is, a coordinate of a new progressive refractive sur-
face is taken as zt, the coordinate zt is expressed by

[0036] At this time, an additional aspherical surface amount added to a portion in the vicinity of the optical axis of
the lens (in the vicinity of the progressively change starting point O) may be small because prism is small and astigma-
tism less occurs at such a portion; however, since light rays are made obliquely incident on a lens outer peripheral por-
tion, astigmatism easily occurs thereat, and thereby an additional aspherical surface amount added to such a portion
for correcting the astigmatism generally becomes large. The ideal additional aspherical surface amount actually added,
which differs depending on the user's recipe (dioptric power of a lens), is changed in accordance with a distance r from
the optical axis (progressively change starting point O). Consequently, the optimum additional aspherical surface
amount δ becomes a function of the distance  from the progressively change starting point O.
[0037] Since the focal power of the progressive power lens differs between the distance and near portions, the opti-
mum additional aspherical surface amount may be desirable to differ between the distance and near portions. Conse-
quently, the additional coordinate δ at the distance portion and the near portion along the main meridian line extending
substantially in the Y-axis direction of the progressive refractive surface satisfies the following conditions:

where g(0) = 0 at the progressively change starting point O, and each of g(r) and h(r) is a function depending only on r.
[0038] In the progressive power lens of the present invention, the large or small relationship between the optimum
additional aspherical surface amount g(r) at the distance portion and the optimum additional aspherical surface amount
h(r) at the near portion differs depending on the recipe of the lens, and therefore, it is not specified. However, since
within one progressive power lens, the dioptric power of the lens is generally in a range of the dioptric power for distance
and the dioptric power for near vision, the additional aspherical component δ may be set in a range of g(r) and h(r). In
this case, according to the present invention, a ratio between g(r) and h(r) is determined in accordance with a desired
distance set for each portion of the progressive power lens. For example, at the distance portion, δ is determined by
100% of g(r) and 0% of h(r); at the near portion, δ is determined by 0% of g(r) and 100% of h(r); and at the progressive
portion, δ is progressively changed from g(r) to h(r) for obtaining an optically continuous refractive shape. Accordingly,
a portion at which δ is determined by 50% of g(r) and 50% of h(r) is present between the distance portion and the near
portion.
[0039] Consequently, at a portion other than the distance and near portions along the meridian line extending sub-
stantially in the Y-axis direction of the progressive refractive surface of the progressive power lens, the additional
aspherical surface amount δ has the following relationship:

[0040] By setting the values of α and β in accordance with a desired distance set for each arbitrary point of the pro-
gressive power lens, an ideal aspherical shape can be easily added to the original progressive refractive surface.
[0041] The first method of calculating an additional aspherical surface amount is advantageous in that since the
coordinates can be directly determined, calculation can be easily performed.
[0042] The second method of calculating an additional aspherical surface amount is characterized in that assuming
that a radial inclination of an original progressive refractive surface is taken as dzp and an inclination of a new progres-
sive refractive surface is taken as dzt, the relationship of  is established. Like the first calculating method,
an additional aspherical surface amount δ is  at the distance portion along the main meridian line extending
substantially in the Y-axis direction of the progressive refractive surface;  at the near portion along the main
meridian line extending substantially in the Y-axis direction of the progressive refractive surface; and

z t = z p + δ

r = (x 2 + y 2) 1/2

δ = g(r)

δ = h(r)

g(r) ≠ h(r)

δ = α g g(r) + β g h(r)

α + β = 1.0

02 α 21

02 β 21

dz t = dz p + δ
δ = g(r)

δ = h(r)
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 at other portions.

[0043] In the above equations, α and β satisfy the relationship of , 02 α 21, and 02 β 21; r is a distance
from the progressively change starting point O and is expressed by ; and g(r) and h(r) are each a func-
tion depending only on r and satisfy the relationship of g(r) ≠ h(r) and g(0) = 0.
[0044] The second method of calculating an additional aspherical surface amount, in which an additional aspherical
surface amount is calculated on the basis of a distribution of inclinations, is advantageous in that the control of a prism
amount can be easily performed. The Z-coordinate can be determined by integration based on the origin.
[0045] The third method of calculating an additional aspherical surface amount is characterized in that assuming
that a radial curvature of an original progressive refractive surface is taken as cp and a curvature of a new progressive
refractive surface is taken as ct, the relationship of  is established. An additional aspherical surface amount
δ is  at the distance portion along the main meridian line extending substantially in the Y-axis direction of the
progressive refractive surface;  at the near portion along the main meridian line extending substantially in the
Y-axis direction of the progressive refractive surface; and  at other portions.
[0046] In the above equations, α and β satisfy the relationship of , 02 α 21, and 02 β 21; r is a distance
from the progressively change starting point O and is expressed by ; and g(r) and h(r) are each a func-
tion depending only on r and satisfy the relationship of g(r) ≠ h(r) and g(0) = 0.
[0047] The third method of calculating an additional aspherical surface amount, in which an additional aspherical
surface amount is calculated on the basis of a distribution of curvatures, is advantageous in that the optical evaluation
is simplified and the aspherical design is facilitated, to easily form an aspherical shape in accordance with a desired
user's recipe. The Z-coordinate can be determined by integration based on the origin.
[0048] The fourth method of calculating an additional aspherical surface amount is characterized in that assuming
that a coordinate of an original progressive refractive surface is taken as zp; a coordinate of a new progressive refractive
surface is taken as zt; and a factor for converting a Z-coordinate of a progressive refractive surface into a curvature is
defined as bp expressed the following equation (1), the relationship expressed by the following equation (2) is estab-
lished.

(1)

(2)

[0049] An additional aspherical surface amount δ is  at the distance portion along the main meridian line
extending substantially in the Y-axis direction of the progressive refractive surface;  at the near portion along
the main meridian line extending substantially in the Y-axis direction of the progressive refractive surface; and

 at other portions.
[0050] In the above equations, α and β satisfy the relationship of , 02 α 21, and 02 β 21; r is a distance
from the progressively change starting point O and is expressed by ; and g(r) and h(r) are each a func-
tion depending only on r and satisfy the relationship of g(r) ≠ h(r) and g(0) = 0.
[0051] The fourth method of calculating an additional aspherical surface amount, in which an additional aspherical
surface amount is calculated on the basis of a distribution of curvatures, is advantageous in that the optical evaluation
is simplified and the aspherical design is facilitated, to easily form an aspherical shape in accordance with a desired
user's recipe, and further the Z-coordinate can be directly calculated without use of integration.
[0052] The fifth method of calculating an additional aspherical surface amount is characterized in that assuming
that a coordinate of an original progressive refractive surface is taken as zp; a coordinate of a new progressive refractive
surface is taken as zt; and a factor for converting a Z-coordinate of a progressive refractive surface into a curvature is
defined as bp expressed the following equation (1), the relationship expressed by the following equation (3) is estab-
lished.

(1)

δ = α g g(r) + β g h(r)

α + β = 1.0
r = (x 2 + y 2) 1/2

c t = c p + δ
δ = g(r)

δ = h(r)
δ = α g g(r) + β g h(r)

α + β = 1.0
r = (x 2 + y 2) 1/2

b p =
2z p

x 2+y 2+zp
2

----------------------------

z t =
(b p +δ)r 2

1+ 1-(b p +δ) 2r 2
---------------------------------------------

δ = g(r)
δ = h(r)

δ = α g g(r) + β g h(r)
α + β = 1.0

r = (x 2 + y 2) 1/2

b p =
2z p

x 2+y 2+z p
2

---------------------------------
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(3)

[0053] An additional aspherical surface amount δ is  at the distance portion along the main meridian line
extending substantially in the Y-axis direction of the progressive refractive surface;  at the near portion along
the main meridian line extending substantially in the Y-axis direction of the progressive refractive surface; and

 at other portions.
[0054] In the above equations, α and β satisfy the relationship of , 02 α 21, and 02 β 21; r is a distance
from the progressively change starting point O and is expressed by ; and g(r) and h(r) are each a func-
tion depending only on r and satisfy the relationship of g(r) ≠ h(r) and g(0) = 0.
[0055] The fifth method of calculating an additional aspherical surface amount is advantageous in that the design
can be performed in such a manner as to make smooth the change in curvature, to form a natural progressive refractive
shape without rapid change in dioptric power.
[0056] The value α expressing the ratio of the optimum additional aspherical surface amount g(r) which is the addi-
tional aspherical surface amount δ at the distance portion, and the value β expressing the ratio of the optimum addi-
tional aspherical surface amount h(r) which is the additional aspherical surface amount δ at the near portion are
interpolated as follows:
[0057] For example, as shown in Fig. 2, an original progressive refractive surface partitioned by straight lines into a
distance portion, a progressive portion, and a near portion in such a manner that at the distance portion at which the
ratio of g(r) is 100%, α:β = 100:0 is given; at the near portion, α:β = 0:100 is given; and at the progressive portion at
which the focal power is changed, α:β is progressively changed in accordance with a desired distance.
[0058] As shown in Fig. 3, an original progressive refractive surface is often partitioned by sectors substantially cen-
tered at the progressively change starting point O located at the lower end of the distance portion. In such a case, by
determining the value of the additional aspherical far-vision/near-vision ratio α:β in accordance with the sector partition
of the original progressive refractive surface, it is possible to effectively improve the optical performance and to effec-
tively thin the lens.
[0059] As shown in Fig. 4, assuming that an angle formed between a straight line OQ extending from the progres-
sively change starting point O to the outer peripheral portion of a progressive refractive surface and the X-axis is taken
as w, the values of α and β may be set to satisfy the following equations (4) and (5).

(4)

(5)

[0060] By use of the values α and β thus set, a smooth additional aspherical surface component can be added to
the entire area of the progressive refractive surface.
[0061] For example, as a result of calculating an additional aspherical surface component to be added to the dis-
tance portion along the main meridian line on the basis of the above equations, since w = 90° , α = 1 and β = 0° , that
is, only the additional aspherical surface component for distance (α) of 100% is given. For a portion along in the hori-
zontal direction of the progressive power lens, since w = 0 or w = 180° , , that is, the additional aspherical
surface component for distance (α) of 50% and the additional aspherical surface component for near vision (β) of 50%
are given. Further, a change in additional aspherical surface component is smoothly shifted over the entire area of the
progressive refractive surface.
[0062] The optimum additional aspherical surface amount g(r) at the distance portion and the optimum additional
aspherical surface amount h(r) at the near portion may preferably satisfy the following equations (6) and (7) given as
polynomial expressions of r:

z t =
b pr 2

1+ 1-(1+δ)b p
2r 2

-------------------------------------------------

δ = g(r)
δ = h(r)

δ = α g g(r) + β g h(r)
α + β = 1.0

r = (x 2 + y 2) 1/2

α = 0.5 + 0.5 sin (w)

β = 0.5 - 0.5 sin (w)

α = β = 0.5
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[0063] In the above equations, Gn and Hn are coefficients for determining g(r) and h(r), which are constants not
depending on r for a certain progressive refractive surface; and n is an integer of 2 or more.
[0064] Upon determination of an additional aspherical surface amount by interpolation, if an additional aspherical
surface amount itself is interpolated, the calculation becomes complicated because of a large amount of data. To cope
with such an inconvenience, there may be adopted a method in which the above functions g(r) and h(r) defining a dis-
tribution of additional aspherical surface amount are expressed by the above equations (6) and (7), and the coefficients
Gn and Hn determining the functions are interpolated with respect to the same term n for each user's recipe. This is
effective to significantly reduce the calculation amount, and hence to simplify the lens design.
[0065] Next, a progressive power lens produced in consideration of the dioptric power measured by using a lensm-
eter will be described. The dioptric power added to the progressive power lens is, as shown in Fig. 5, progressively
changed from the progressively change starting point O. Accordingly, upon measurement of the dioptric power by the
lensmeter, a dioptric power measurement point is generally set at a position offset 5-10 mm on the distance portion side
from the progressively change starting point O in consideration of the width of a light ray emitted from the lensmeter.
However, if the aspherical design is applied up to the vicinity of the progressively change starting point O, when the
dioptric power is measured by the lensmeter, the dioptric power of the lens cannot be guaranteed because of occur-
rence of astigmatism.
[0066] To cope with such an inconvenience, as shown in Fig. 5, a circular portion having a specific radius
centered at the progressively change starting point O may be preferably made configured as a spherical design portion
without addition of any additional aspherical surface amount. To be more specific, when 02r2r0, the relationship of g(0)
= 0 and h(0) = 0, that is, δ = 0 may be given, and when r0<r, g(r) and h(r) may satisfy the above-described equations (6)
and (7). The specific distance r0 may be preferably in a range capable of covering the dioptric power measurement
point, concretely, in a range of 7 mm or more and less than 12 mm.
[0067] The provision of such a spherical design portion does not particularly exert an effect to the optical perform-
ance because the vicinity of the progressively change starting point O is near the optical axis, and therefore, an ideal
additional aspherical surface amount to be added thereto is essentially small.
[0068] While the several embodiments of the progressive power lens of the present invention have been described,
the most suitable form of the progressive power lens of the present invention can be obtained by arranging the progres-
sive refractive surface on the inner surface side, that is, on the refractive surface on the eye side.
[0069] By arranging the progressive refractive surface on the inner surface, the refractive surface on the outer sur-
face side can be configured as a spherical surface. It is known that such a configuration is able to reduce the image
jump and aberration which are drawbacks of the progressive power lens and hence to improve the optical performance
(W097/19382). If the present invention is applied to the progressive power lens in which the progressive refractive sur-
face is arranged on the inner surface, there can be realized, in addition to the effect of reducing the image jump and
aberration disclosed in W097/19382, the effects of the present invention, that is, the reduction in astigmatism and thin-
ning of the lens.
[0070] To apply the present invention to the progressive refractive surface disclosed in W097/19382, the coordi-
nates shown in Figs. 1(a) and 1(b) may be converted into those shown in Figs. 6(a) and 6(b).
[0071] Further, to keep up with an astigmatic user's recipe, an aspherical surface may be added to a free curve sur-
face obtained by synthesizing a progressive refractive surface and an astigmatic surface, which is disclosed in
W097/19382, in accordance with the above-described method.
[0072] To be more specific, a coordinate z at an arbitrary point P (x, y, z) on a surface on the eye side is expressed
by the following equation (8) by using an approximate curvature Cp at the arbitrary point P on a progressive refractive
surface formed by spherical design, and curvatures Cx and Cy in the x and y directions on a toric surface added to the
progressive refractive surface formed by spherical design.

r = r 0

5

10

15

20

25

30

35

40

45

50

55



EP 1 004 918 A1

11

(8)

[0073] In accordance with the method of the present invention, an additional aspherical surface amount may be
added to a free curve surface obtained by synthesizing the progressive refractive surface calculated and an astigmatic
surface by using the equation (8). In this case, it may be desirable to use the above-described fourth method of calcu-
lating an additional aspherical surface amount.
[0074] The application of the present invention to a progressive power lens in which the progressive refractive sur-
face is arranged on the inner surface has further merit. In the case of a progressive power lens in which the progressive
refractive surface is arranged on the outer surface, the addition power is guaranteed on the outer side, and the spherical
power and astigmatic power are ensured by polishing the inner surface side at a specific curvature. Accordingly,
although the inner surface side is formed into a shape which differs for each user, the progressive refractive surface on
the outer side is formed into a shape which is made constant for each user insofar as the user's dioptric power is in a
specific dioptric power range. As a result, the optimum aspherical surface cannot be added to the progressive refractive
surface for each dioptric power. In other words, the constant aspherical surface must be added for the unsuitable diopt-
ric power.
[0075] For a progressive power lens in which the progressive refractive surface is arranged on the inner surface,
however, the spherical power, astigmatic power, and addition power, which differ for each user, can be determined only
by setting the shape of the inner surface. The design for such a progressive power lens thus becomes a perfect custom-
made design. As a result, an additional aspherical surface amount suitable for a predetermined recipe including the
dioptric power can be added to the inner surface of the lens.
[0076] Examples of the present invention will be described below. Fig. 7 shows a distribution of astigmatism of a
spectacle lens produced by spherical design in which a progressive refractive surface is formed on the eye side in
accordance with the recipe of S = + 4.0 D, C = 0 D, and the addition power is 2.0 D. Fig. 8 shows a distribution of astig-
matism of a lens by aspherical design, modified from the lens shown in Fig. 7, in which an additional aspherical surface
amount is added to the inner surface progressive lens in accordance with the present invention. As is apparent from
these figures, the astigmatism is improved and thereby the optical performance is enhanced by the method of the
present invention.

First Example

[0077] To obtain the inner surface progressive lens by aspherical design shown in Fig. 8, an additional aspherical
surface amount is calculated in accordance with the first method of calculating an additional aspherical surface amount.
In this case, g(r) and h(r) in the first calculating method are expressed by the polynomial expressions of r on the basis
of the equations (6) and (7). Respective parameters of the equations (6) and (7) in this case are shown in Table 1. The
radius r0 of the spherical design portion is set at 10 mm.

[0078] By using the parameters shown in Table 1, the change in additional aspherical surface amount δ (unit: µm)
is calculated depending on the values α and β expressed by the equations (4) and (5) as the functions of the angle w
centered at the progressively change starting point O, and on the distance r from the progressively change starting
point O and on the angle w centered at the progressively change starting point O. The result is shown in Table 2.

Table 1

Parameter Value

r0 10

G4 2.45E-06

G6 -5.94E-09

G8 5.23E-12

H4 1.52E-06

H6 -4.18E-09

H8 5.31E-12

z = (Cp +Cx )x 2+(Cp +Cy )y 2

1+ 1-(Cp +Cx ) 2x 2-(Cp +Cy ) 2y 2
------------------------------------------------------------------------------------------
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Second Example

[0079] To obtain the inner surface progressive lens shown in Fig. 8, an additional aspherical surface amount is cal-
culated in accordance with the second method of calculating an additional aspherical surface amount. In this case, g(r)
and h(r) in the second calculating method are expressed by the polynomial expressions of r on the basis of the equa-
tions (6) and (7). Respective parameters of the equations (6) and (7) in this case are shown in Table 3. The radius r0 of
the spherical design portion is set at 10 mm.

[0080] By using the parameters shown in Table 3, the change in additional aspherical surface amount δ (actual
value multiplied by 10000) is calculated depending on the values α and β expressed by the equations (4) and (5) as the

Table 3

Parameter Value

r0 10

G3 9.80E-06

G5 -3.56E-08

G7 4.22E-11

H3 6.10E-06

H5 -2.51E-08

H7 4.25E-11
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functions of the angle w centered at the progressively change starting point O, and on the distance r from the progres-
sively change starting point O and on the angle w centered at the progressively change starting point O. The result is
shown in Table 4.

Third Example

[0081] To obtain the inner surface progressive lens shown in Fig. 8, an additional aspherical surface amount is cal-
culated in accordance with the third method of calculating an additional aspherical surface amount. In this case, g(r)
and h(r) in the third calculating method are expressed by the polynomial expressions of r on the basis of the equations
(6) and (7). Respective parameters of the equations (6) and (7) in this case are shown in Table 5. The radius r0 of the
spherical design portion is set at 10 mm.

Table 5

Parameter Value

r0 10

G2 2.83E-05

G4 -7.60E-08

G6 8.20E-11

H2 1.85E-05

H4 -4.82E-08
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[0082] By using the parameters shown in Table 5, the change in additional aspherical surface amount δ (actual
value multiplied by 100000) is calculated depending on the values α and β expressed by the equations (4) and (5) as
the functions of the angle w centered at the progressively change starting point O, and on the distance r from the pro-
gressively change starting point O and on the angle w centered at the progressively change starting point O. The result
is shown in Table 6.

Fourth Example

[0083] To obtain the inner surface progressive lens shown in Fig. 8, an additional aspherical surface amount is cal-
culated in accordance with the fourth method of calculating an additional aspherical surface amount. In this case, g(r)
and h(r) in the fourth calculating method are expressed by the polynomial expressions of r on the basis of the equations
(6) and (7). Respective parameters of the equations (6) and (7) in this case are shown in Table 7. The radius r0 of the
spherical design portion is set at 10 mm.

H6 6.43E-11

Table 7

Parameter Value

r0 10

Table 5 (continued)

Parameter Value
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[0084] By using the parameters shown in Table 7, the change in additional aspherical surface amount δ (actual
value multiplied by 100000) O is calculated depending on the values α and β expressed by the equations (4) and (5) as
the functions of the angle w centered at the progressively change starting point O, and on the distance r from the pro-
gressively change starting point O and on the angle w centered at the progressively change starting point. The result
is shown in Table 8.

Fifth Example

[0085] To obtain the inner surface progressive lens shown in Fig. 8, an additional aspherical surface amount is cal-
culated in accordance with the fifth method of calculating an additional aspherical surface amount. In this case, g(r) and
h(r) in the fifth calculating method are expressed by the polynomial expressions of r on the basis of the equations (6)
and (7). Respective parameters of the equations (6) and (7) in this case are shown in Table 9. The radius r0 of the spher-

G2 2.31E-05

G4 -5.00E-08

G6 4.35E-11

H2 1.63E-05

H4 -4.24E-08

H6 5.41E-11

Table 7 (continued)

Parameter Value
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ical design portion is set at 10 mm.

[0086] By using the parameters shown in Table 9, the change in additional aspherical surface amount δ (actual
value) is calculated depending on the values α and β expressed by the equations (4) and (5) as the functions of the
angle w centered at the progressively change starting point O, and on the distance r from the progressively change
starting point O and on the angle w centered at the progressively change starting point O. The result is shown in Table
10.

[0087] According to the progressive power lens of the present invention, the optimum aspherical component can be
added over the entire area of the lens on the basis of a simple design, to realize improvement of the optical performance
such as reduction in astigmatism and thinning of the lens.

Table 9

Parameter Value

r0 10

G1 0.783

G3 -5.30E-04

H1 0.485

H3 5.34E-04
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Industrial Applicability

[0088] The progressive power lens of the present invention is usable as a spectacle lens for correcting visual acuity
which includes a distance portion, a near portion, and a progressive portion therebetween.

Claims

1. A progressive power lens characterized in that

at least one of two refractive surfaces forming a spectacle lens has a progressive refractive surface including
a distance portion and a near portion having different focal powers, and a progressive portion having a focal
power progressively changed between said distance and near portions;
coordinates are defined such that, assuming that said progressive refractive surface of the lens assembled in
each of spectacles is viewed from the front side of a user, the horizontal direction is taken as an X-axis; the
vertical direction (direction between said distance and near portions) is taken as a Y-axis; the depth direction
is taken as a Z-axis; and a progressively change starting point located at the lower end of said distance portion
is taken as an origin (x, y, z) = (0, 0, 0);
assuming that a coordinate of an original progressive refractive surface is taken as zp and a coordinate of said
progressive refractive surface is taken as zt, a relationship of  is established; and
at said distance portion along a main meridian line extending substantially in the Y-axis direction of said pro-
gressive refractive surface, said δ is given by ;
at said near portion along the main meridian line extending substantially in the Y-axis direction of said progres-
sive refractive surface, said δ is given by ; and
at other portions, said δ is given by  where α and β satisfy the relationship of

, 02 α 21, and 02 β 21; r is a distance from said progressively change starting point and is
expressed by ; and said g(r) and h(r) are each a function depending only on r and satisfy the
relationship of g(r) ≠ h(r) and g(0) = 0.

2. A progressive power lens according to claim 1, wherein an angle formed between a straight line extending from the
progressively change starting point to the outer peripheral portion of said progressive refractive surface and said
X-axis is taken as w, said α and β satisfy the following equations (4) and (5):

(4)

(5)

3. A progressive power lens according to claim 1, wherein said g(r) and h(r) satisfy the following equations (6) and (7):

where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain
progressive refractive surface; and n is an integer of 2 or more.

4. A progressive power lens according to claim 1, wherein when 0 2r2r0, g(r) and h(r) satisfy the relationship of g(0)
= 0 and h(0) = 0, and when r0<r, g(r) and h(r) satisfy the following equations (6) and (7):

z t = z p + δ

δ = g(r)

δ = h(r)
δ = α g g(r) + β g h(r)

α + β = 1.0
r = (x 2 + y 2) 1/2

α = 0.5 + 0.5 sin (w)

β = 0.5 - 0.5 sin (w)
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where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain
progressive refractive surface; and n is an integer of 2 or more.

5. A progressive power lens according to claim 4, wherein said r0 is 7 mm or more and less than 12 mm.

6. A progressive power lens according to claim 1, wherein said progressive refractive surface is provided on the eye
side.

7. A progressive power lens characterized in that

at least one of two refractive surfaces forming a spectacle lens has a progressive refractive surface including
a distance portion and a near portion having different focal powers, and a progressive portion having a focal
power progressively changed between said distance and near portions;
coordinates are defined such that, assuming that said progressive refractive surface of the lens assembled in
each of spectacles is viewed from the front side of a user, the horizontal direction is taken as an X-axis; the
vertical direction (direction between said distance and near portions) is taken as a Y-axis; the depth direction
is taken as a Z-axis; and a progressively change starting point located at the lower end of said distance portion
is taken as an origin (x, y, z) = (0, 0, 0);
assuming that a radial inclination of an original progressive refractive surface is taken as dzp and a radial incli-
nation of said progressive refractive surface is taken as dzt, a relationship of  is established; and
at said distance portion along a main meridian line extending substantially in the Y-axis direction of said pro-
gressive refractive surface, said δ is given by ;
at said near portion along the main meridian line extending substantially in the Y-axis direction of said progres-
sive refractive surface, said δ is given by ; and
at other portions, said δ is given by  where α and β satisfy the relationship of

, 02 α 21, and 02 β 21; r is a distance from said progressively change starting point and is
expressed by ; and said g(r) and h(r) are each a function depending only on r and satisfy the
relationship of g(r) ≠ h(r) and g(0) = 0.

8. A progressive power lens according to claim 7, wherein an angle formed between a straight line extending from the
progressively change starting point to the outer peripheral portion of said progressive refractive surface and said
X-axis is taken as w, said α and β satisfy the following equations (4) and (5):

(4)

(5)

9. A progressive power lens according to claim 7, wherein said g(r) and h(r) satisfy the following equations (6) and (7):

dz t = dz p + δ

δ = g(r)

δ = h(r)
δ = α g g(r) + β g h(r)

α + β = 1.0
r = (x 2 + y 2) 1/2

α = 0.5 + 0.5 sin (w)

β = 0.5 - 0.5 sin (w)
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where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain
progressive refractive surface; and n is an integer of 2 or more.

10. A progressive power lens according to claim 7, wherein when 02r2r0, g(r) and h(r) satisfy the relationship of g(0) =
0 and h(0) = 0, and when r0<r, g(r) and h(r) satisfy the following equations (6) and (7):

where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain
progressive refractive surface; and n is an integer of 2 or more.

11. A progressive power lens according to claim 10, wherein said r0 is 7 mm or more and less than 12 mm.

12. A progressive power lens according to claim 7, wherein said progressive refractive surface is provided on the eye
side.

13. A progressive power lens characterized in that

at least one of two refractive surfaces forming a spectacle lens has a progressive refractive surface including
a distance portion and a near portion having different focal powers, and a progressive portion having a focal
power progressively changed between said distance and near portions;
coordinates are defined such that, assuming that said progressive refractive surface of the lens assembled in
each of spectacles is viewed from the front side of a user, the horizontal direction is taken as an X-axis; the
vertical direction (direction between said distance and near portions) is taken as a Y-axis; the depth direction
is taken as a Z-axis; and a progressively change starting point located at the lower end of said distance portion
is taken as an origin (x, y, z) = (0, 0, 0);
assuming that a radial curvature of an original progressive refractive surface is taken as cp and a radial curva-
ture of said progressive refractive surface is taken as ct, a relationship of  is established; and
at said distance portion along a main meridian line extending substantially in the Y-axis direction of said pro-
gressive refractive surface, said δ is given by ;
at said near portion along the main meridian line extending substantially in the Y-axis direction of said progres-
sive refractive surface, said δ is given by ; and
at other portions, said δ is given by  where α and β satisfy the relationship of

, 02 α 21, and 02 β 21; r is a distance from said progressively change starting point and is
expressed by ; and said g(r) and h(r) are each a function depending only on r and satisfy the
relationship of g(r) ≠ h(r) and g(0) = 0.

14. A progressive power lens according to claim 13, wherein an angle formed between a straight line extending from
the progressively change starting point to the outer peripheral portion of said progressive refractive surface and
said X-axis is taken as w, said α and β satisfy the following equations (4) and (5):

(4)

(5)

15. A progressive power lens according to claim 13, wherein said g(r) and h(r) satisfy the following equations (6) and
(7):

c t = c p + δ

δ = g(r)

δ = h(r)
δ = α g g(r) + β g h(r)

α + β = 1.0
r = (x 2 + y 2) 1/2

α = 0.5 + 0.5 sin (w)

β = 0.5 - 0.5 sin (w)
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where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain
progressive refractive surface; and n is an integer of 2 or more.

16. A progressive power lens according to claim 13, wherein when 02r2r0, g(r) and h(r) satisfy the relationship of g(0)
= 0 and h(0) = 0, and when r0<r, g(r) and h(r) satisfy the following equations (6) and (7):

where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain
progressive refractive surface; and n is an integer of 2 or more.

17. A progressive power lens according to claim 16, wherein said r0 is 7 mm or more and less than 12 mm.

18. A progressive power lens according to claim 13, wherein said progressive refractive surface is provided on the eye
side.

19. A progressive power lens characterized in that

at least one of two refractive surfaces forming a spectacle lens has a progressive refractive surface including
a distance portion and a near portion having different focal powers, and a progressive portion having a focal
power progressively changed between said distance and near portions;
coordinates are defined such that, assuming that said progressive refractive surface of the lens assembled in
each of spectacles is viewed from the front side of a user, the horizontal direction is taken as an X-axis the ver-
tical direction (direction between said distance and near portions) is taken as a Y-axis; the depth direction is
taken as a Z-axis and a progressively change starting point located at the lower end of said distance portion is
taken as an origin (x, y, z) = (0, 0, 0);
assuming that a coordinate of an original progressive refractive surface is taken as zp, and a coordinate of said
progressive refractive surface is taken as zt, a relationship expressed by the following equation (2) using bp
defined by the following equation (1) is established;

(1)

(2)

at said distance portion along a main meridian line extending substantially in the Y-axis direction of said pro-

b p =
2z p

x 2+y 2+z p
2

---------------------------------

z t =
(b p +δ)r 2

1+ 1-(b p +δ) 2r 2
---------------------------------------------
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gressive refractive surface, said δ is given by ;

at said near portion along the main meridian line extending substantially in the Y-axis direction of said progres-
sive refractive surface, said δ is given by ; and
at other portions, said δ is given by  where α and β satisfy the relationship of

, 02 α 21, and 02 β 21; r is a distance from said progressively change starting point and is
expressed by ; and said g(r) and h(r) are each a function depending only on r and satisfy the
relationship of g(r) ≠ h(r) and g(0) = 0.

20. A progressive power lens according to claim 19, wherein an angle formed between a straight line extending from
the progressively change starting point to the outer peripheral portion of said progressive refractive surface and
said X-axis is taken as w, said α and β satisfy the following equations (4) and (5):

(4)

(5)

21. A progressive power lens according to claim 19, wherein said g(r) and h(r) satisfy the following equations (6) and
(7):

where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain
progressive refractive surface; and n is an integer of 2 or more.

22. A progressive power lens according to claim 19, wherein when 02r2r0, g(r) and h(r) satisfy the relationship of g(0)
= 0 and h(0) = 0, and when r0<r, g(r) and h(r) satisfy the following equations (6) and (7):

where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain
progressive refractive surface; and n is an integer of 2 or more.

23. A progressive power lens according to claim 22, wherein said r0 is 7 mm or more and less than 12 mm.

24. A progressive power lens according to claim 19, wherein said progressive refractive surface is provided on the eye
side.

25. A progressive power lens characterized in that

at least one of two refractive surfaces forming a spectacle lens is configured as a progressive refractive surface
including a distance portion and a near portion having different focal powers, and a progressive portion in
which a focal power is progressively changed between said distance and near portions;
coordinates are defined such that, assuming that said progressive refractive surface of the lens assembled in
each of spectacles is viewed from the front side of a user, the horizontal direction is taken as an X-axis; the

δ = g(r)

δ = h(r)
δ = α g g(r) + β g h(r)

α + β = 1.0
r = (x 2 + y 2) 1/2

α = 0.5 + 0.5 sin (w)

β = 0.5 - 0.5 sin (w)
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vertical direction (direction between said distance and near portions) is taken as a Y-axis; the depth direction
is taken as a Z-axis; and a progressively change starting point located at the lower end of said distance portion
is taken as an origin (x, y, z) = (0, 0, 0);

assuming that a coordinate of an original progressive refractive surface is taken as zp, and a coordinate of said
progressive refractive surface is taken as zt, a relationship expressed by the following equation (3) using bp
defined by the following equation (1) is established;

(1)

(3)

at said distance portion along a main meridian line extending substantially in the Y-axis direction of said pro-
gressive refractive surface, said δ is given by ;
at said near portion along the main meridian line extending substantially in the Y-axis direction of said progres-
sive refractive surface, said δ is given by ; and
at other portions, said δ is given by  where α and β satisfy the relationship of

, 02 α 21, and 02 β 21; r is a distance from said progressively change starting point and is
expressed by ; and said g(r) and h(r) are each a function depending only on r and satisfy the
relationship of g(r) ≠ h(r) and g(0) = 0.

26. A progressive power lens according to claim 25, wherein an angle formed between a straight line extending from
the progressively change starting point to the outer peripheral portion of said progressive refractive surface and
said X-axis is taken as w, said α and β satisfy the following equations (4) and (5):

(4)

(5)

27. A progressive power lens according to claim 25, wherein said g(r) and h(r) satisfy the following equations (6) and
(7):

where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain
progressive refractive surface; and n is an integer of 2 or more.

28. A progressive power lens according to claim 25, wherein when 02r2r0, g(r) and h(r) satisfy the relationship of g(0)
= 0 and h(0) = 0, and when r0<r, g(r) and h(r) satisfy the following equations (6) and (7):

b p =
2z p

x 2+y 2+z p
2

---------------------------------

z t =
b pr 2

1+ 1-(1+δ)b p
2r 2

-------------------------------------------------

δ = g(r)

δ = h(r)
δ = α g g(r) + β g h(r)

α + β = 1.0
r = (x 2 + y 2) 1/2

α = 0.5 + 0.5 sin (w)

β = 0.5 - 0.5 sin (w)
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where Gn and Hn are coefficients for determining g(r) and h(r), which are constants not depending on r for a certain
progressive refractive surface; and n is an integer of 2 or more.

29. A progressive power lens according to claim 28, wherein said r0 is 7 mm or more and less than 12 mm.

30. A progressive power lens according to claim 25, wherein said progressive refractive surface is provided on the eye
side.
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