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Description

[0001] This invention relates to a combination of an
end cap and a mounting support for a roller, especially
a roller of an architectural covering and particularly a
winding roller for a covering for an architectural opening,
such as a window blind or shade, according to the pre-
amble of claim 1. Such a combination is known from
United States Patent Specification US 5450891.
[0002] Further combinations of end caps and mount-
ing supports for rollers are known from British patent
specification GB 434 043 and Dutch published patent
application NL 84 00103. In each of the combinations of
an end cap and a mounting support of these publica-
tions: the end cap can be engaged and disengaged from
the mounting support; either the end cap or the mount-
ing support has an axially open slot or recess for accom-
modating an axially projecting pin or protuberance on
the other; and there are means adjacent to the axial re-
cess to engage and hold the axial pin within the axial
recess and to release the axial pin from such engage-
ment. From these publications, it has also been clear
that there could suitably be a kinematic inversion of their
axial recesses and axial pins on their end caps and
mounting supports that would simply lead to different
positions for these elements.

[0003] However, access to the means for engaging
and releasing the axial pin from the axial recess on such
end caps and mounting supports has generally been on-
ly from one direction. As a result, access to the means
for engaging and releasing the axial pin, which could
well be resilient, to activate or deactivate it has been
somewhat limited. In this regard, winding rollers for win-
dow shades and blinds have typically been mounted in
confined spaces near the top of window frames. Also
the axial recesses of winding rollers have often been
placed in hard-to-reach vertical or horizontal positions,
depending on whether the mounting supports have
been affixed to a wall or to a ceiling adjacent to the win-
dow. This has frequently made it difficult to engage or
disengage the axial pin from the axial opening when in-
stalling or removing a winding roller of a shade or blind
from a window frame.

[0004] In order to overcome or ameliorate at least
some of the disadvantages of known combinations of
end caps and mounting supports, the combination ac-
cording to the invention is further characterised by the
closing means comprising a rotatable locking collar sur-
rounding the laterally open slot and having a circumfer-
ential entrance opening which can be aligned with the
laterally open slot by rotation of the locking collar relative
to the laterally open slot from a dosed position to an
open position, thereby selectively providing access to
the laterally open slot through the circumferential en-
trance opening.

[0005] Advantageously, the end cap and mounting
support combination also comprises means for retaining
the locking collar in the closed position. Preferably, the
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retaining means comprise a resilient spring means for
biasing the locking collar into its closed position.
[0006] Advantageously, the end cap and mounting
support combination further comprises a manually en-
gagable projection on diametrically opposite sides of the
locking collar.

[0007] Further aspects of the invention will be appar-
ent from the detailed description below of particular em-
bodiments and the drawings thereof, in which:

- Figure 1 is a longitudinal or axial cross-section
through a winding roller of a shade or blind; the roller
is journalled between a pair of mounting brackets
and has, on one of its longitudinal ends, a first em-
bodiment of an idle end cap of this invention;

- Figure 2 is a perspective view showing the idle end
cap of Figure 1 in an open position;

- Figure 3 is a perspective view, similar to Figure 2,
showing the idle end cap of Figure 1 in a closed po-
sition;

- Figure 4 is an exploded perspective view of a sec-
ond embodiment of the idle end cap of this inven-
tion;

- Figure 5 is a schematic end view of a central pin
and a leaf spring of the second embodiment of the
idle end cap of Figure 4;

- Figure 6 is a schematic axial elevation view of the
central pin and leaf spring of the second embodi-
ment of the idle end cap of Figure 4;

- Figure 7 is an exploded perspective view of a third
embodiment of the idle end cap of this invention;

- Figure 8 is an end view of the third embodiment of
the idle end cap of Figure 7;

- Figure 9 is a perspective view of the third embodi-
ment of the idle end cap of Figure 7;

- Figure 10 is an exploded perspective view of a
fourth embodiment of the idle end cap of this inven-
tion;

- Figure 11 is an axial cross-section of a locking collar
of the fourth embodiment of the idle end cap of Fig-
ure 10, viewed in the direction of the arrows XI-XI
of Figure 10;

- Figure 12 is an exploded perspective view of a fifth
embodiment of the idle end cap of this invention;

- Figure 13 is an end view of the fifth embodiment of
the idle end cap of Figure 12;

- Figure 14 is an axial cross-section of the fifth em-
bodiment of the idle end cap of Figure 12, viewed
in the direction of the arrows A-A of Figure 13; and

- Figure 15 is an axial cross-section of the fifth em-
bodiment of the idle end cap of Figure 12, viewed
in the direction of the arrows B-B of Figure 14.

In these Figures, corresponding parts in different em-
bodiments are referred to by corresponding names and
by the same last two reference numerals.

[0008] Figure 1 shows, in longitudinal or axial cross-
section, aroller shade, generally 1. The ends of the roller
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shade 1 are attached to a pair of conventional left and
right, support brackets 3, 5 for mounting the roller shade
on a wall, adjacent to a window (not shown). For con-
venience, the left and right brackets 3, 5 can be identical
to limit the number of items that need to be stocked by
those who sell or install the roller shade 1. The roller
shade 1 has an axially extending, elongate hollow tubu-
lar winding roller 7, about which are a plurality of wind-
ings of a flexible shade 9. The top end of the shade 9 is
attached to the roller 7 in a conventional manner.
[0009] Within the left end portion of the roller 7, as
shown in Figure 1, is a generally tubular, idle end cap
11 of this invention. As described below, the idle end cap
11 can be mounted on, and rotatably journalled relative
to, the left bracket 3 in a conventional manner. A con-
ventional driving end cap 13 for rotating the roller 7,
when winding or unwinding the flexible shade or blind
9, is mounted on the right bracket 5 as shown in Figure
1. The driving end cap 13 has a grooved pulley 14 for
engagement with a driving cord (not shown).

[0010] As seen from Figures 1-3, the idle end cap 11
includes: a generally tubular, axially extending, outer
body 15, to be inserted in the left end of the roller 7; a
generally cylindrical, axially extending, central pin 17,
concentrically received within a generally tubular, axially
extending, central bore 18 of the outer body 15; and a
generally tubular, axially extending, rotatable locking
collar 19 concentrically located between the central pin
17 and the outer body 15. The left end of the central pin
17 is provided with a laterally or axially open, radially
extending, central slot or recess 20, by which it can en-
gage a laterally elongate, relatively flat tab or protuber-
ance 21 extending axially to the right on the left bracket
3 as shown in Figure 1 and described below. The outer
body 15, which is non-rotatably received in the roller 7,
is free to rotate with the roller 7 around the central pin
17, which is held stationary by the tab 21 on the left
bracket 3.

[0011] The locking collar 19, as shown in Figures 2
and 3, is only capable of limited rotation about the cen-
tral pin 17 of the idle end cap 11. Figure 2 shows a first
rotational end position of the locking collar 19 after ro-
tation in the clockwise direction of arrow 22. In this first
end position of Figure 2, the central slot 20 is in com-
munication with a circumferential entrance opening or
radial opening 23 in an enlarged, axially extending, left
end portion 24 of the locking collar 19. As a result of its
communication with the radial opening 23 in the locking
collar 19, the central slot 20 is open, so that the flat tab
21 of the left bracket 3 (not shown in Figure 2) can be
radially inserted in the central slot 20. Figure 3 shows a
second rotational end position of the locking collar 19
after rotation in the counter-clockwise direction of arrow
25. In the second end position of Figure 3, the central
slot 20 is no longer in communication with the radial
opening 23 in the left end portion 24 of the locking collar
19 and is therefore closed, so as to securely hold the
flat tab 21 of the left bracket 3 (not shown in Figure 3)
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within the locking collar.

[0012] As also seen from Figures 2 and 3, a radially
projecting sector 27 is provided on the outer surface of
the axially extending, left end portion 28 of the central
pin 17. The projecting sector 27 limits rotational move-
ment of the locking collar 19 relative to the central pin
17 to an arc within an annular recess 29 inside the axially
extending, left end portion 24 of the locking collar 19.
However, both the central pin 17 and the locking collar
19 can otherwise rotate 360° relative to the outer body
15.

[0013] To facilitate the rotation of the locking collar 19
about the central pin 17, the left end portion 24 of the
locking collar 19 is also provided with at least two, radi-
ally extending ridges or projections 31, 33 which facili-
tate the grasping and rotation of the locking collar by
hand. Preferably, the ridges 31, 33 are circumferentially
spaced around the outer surface of the left end portion
24 of the locking collar 19 so that at least one of them
can grasped in whatever position the idle end cap 11 is
mounted on the left bracket 3. In this regard, it is pre-
ferred that the ridges be on diametrically opposite sides
of the locking collar 19.

[0014] As further seen from Figure 1, the central pin
17 has a bifurcated, preferably mushroom-shaped,
structure 35 on the right end of its relatively thinner, ax-
ially extending, right end portion 37. This right end por-
tion 37 of the central pin 17 fits closely but rotatably with-
in a right end portion 38 of the central bore 18 of the
outer body 15, and the bifurcated, right end structure 35
of the central pin is adapted to snap-fit behind an annular
edge 39 at the left end of a generally cylindrical, central
cavity 41 at the right end of the outer body 15 and its
central bore 18. Thereby, the bifurcated, right end struc-
ture 35 of the central pin 17 engages the annular edge
39 of the central cavity 41 of the outer body 15 to hold
the central pin 17 securely within the outer body 15.
[0015] As still further seen from Figure 1, the left end
portion 28 of the central pin 17, which carries the central
slot 20 at its left end, is thicker than the right end portion
37 of the central pin. As a result, the left end portion 28
of the central pin also fits closely but rotatably within the
locking collar 19 but cannot move axially to the right into
the thinner right end portion 38 of the central bore 18 of
the outer body 15. A right end portion 42 of the locking
collar 19 also fits rotatably: i) about the left end portion
28 of the central pin 17 and ii) within the left end portion
43 of the central bore 18 of the outer body 15, which is
wider than the right end portion 38 of its central bore 18.
It is preferred that means (not shown in Figures 1-3) be
provided in the idle end cap 11 of Figures 1-3 for re-
straining free rotation of the locking collar 19 about the
central pin 17 when the radial opening 23 in the locking
collar has been positioned to close the central slot 20 in
the central pin. Such restraining means can include:
means for increasing the sliding friction between the
central pin 17 and the locking collar 19; means providing
an index between the central pin and the locking collar;
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or a resilient biasing means for urging the locking collar
in the counter-clockwise direction of arrow 25 in Figure
3. Several embodiments of the idle end cap of this in-
vention, with different resilient biasing means acting be-
tween the central pin and the locking collar to restrain
free rotation of the locking collar about the central pin,
will be described below with reference to Figures 4-15.
[0016] As also seen from Figure 3, a funnel-shaped
recess 44 is formed between a portion of the locking col-
lar 19 and the projecting sector 27 of the central pin 17
in the dosed position of the locking collar 19. The recess
44 forms an entrance for a conventional flat pin of a sup-
port bracket (such as is seen in Figure 1) into the central
slot 20 of the central pin 17 when the central slot 20 is
closed by the locking collar 19. By pressing the inclined
side edges of the recess 44 against such a bracket pin,
the locking collar 19 will be rotated clockwise to a suffi-
ciently open position to allow the bracket pin to enter the
central slot 20 via the radial opening 23 in the locking
collar 19, notwithstanding any means that have been
provided in the idle end cap 11 for restraining such ro-
tation when the central slot 20 is closed.

[0017] Figures 4-6 show a second embodiment 111 of
the idle end cap of the invention, which is similar to the
idle end cap 11 of Figures 1-3 and for which correspond-
ing reference numerals (greater by 100) are used below
for describing the corresponding parts.

[0018] The idle end cap 111, shown in Figures 4-6,
has: an outer body 115, to be inserted in the left end of
the roller 7 of Figure 1; an axially extending, central pin
117, concentrically received within the outer body 115;
and a rotatable locking collar 119 between the central
pin 117 and the outer body.

[0019] Aresilient biasing means for urging the locking
collar 119 in the counter-clockwise direction is provided
by a leaf spring 145. After the central pin 117 has been
inserted into the locking collar 119, the leaf spring 145
can be inserted in a transverse slot 147 in the right end
of the left end portion 128 of the central pin 117 and in
a corresponding pair of radially aligned, transverse slots
149 that are in the right end of the right end portion 142
of the locking collar 119 and are radially aligned with the
transverse slot 147 in the central pin. Preferably, the
transverse slots 147 and 149 are each open at the re-
spective right end of the left end portion 128 of the cen-
tral pin 117 and the right end portion 142 of the locking
collar 119. The resulting sub-assembly can then be in-
serted into the central cavity 118 of the outer body 115
and retained therein by the bifurcated right end structure
135 of the central pin 117.

[0020] Figures 5 and 6 schematically show the posi-
tion of the leaf spring 145 with respect to the central pin
117. For clarity, the locking collar 119 and the outer body
115 have been deleted in Figures 5 and 6. In Figure 5,
which is an end on view of the central pin 117, the leaf
spring 145 is shown (in solid lines) aligned in the trans-
verse slot 147 in the central pin 117 with the central slot
120 in the central pin and is also shown (in dotted lines)
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in tangentially deflected positions 145A and 145B.
Aligning the transverse slot 147 with the central slot 120
in the central pin 117 is not necessary, but it is preferred
because it is easier to form both when making the cen-
tral pin 117 by injection molding. The deflected positions
145A and/or 145B of the leaf spring 145 result when the
locking collar 119 and its pair of transverse slots 149 are
rotated relative to the central pin 117.

[0021] Figures 7-9 show a third embodiment 211 of
the idle end cap of the invention, which is similar to the
idle end cap 111 of Figures 4-6 and for which corre-
sponding reference numerals (greater by 100) are used
below for describing the corresponding parts.

[0022] The idle end cap 211, shown in Figures 7-9,
has: an outer body 215, to be inserted in the left end of
the roller 7 of Figure 1; an axially extending, central pin
217, concentrically received within the outer body 215;
and a rotatable locking collar 219 between the central
pin 217 and the outer body. A coil spring 245 serves as
a resilient biasing means for urging the locking collar
219 in the counter-clockwise direction. The coil spring
245, upon assembly of the central pin 217 and the lock-
ing collar 219, is engaged between a first radial surface
247 on the projecting sector 227 of the central pin 217
and a facing second radial surface 249 (shown in dotted
lines in Figure 8) in the annular recess 229 within the
locking collar 219. Preferably, a cylindrical cavity is pro-
vided in one or both, particularly both, of the opposite
radial surfaces 247, 249 to retain the coil spring 245 in
position between them and to provide room for its com-
pressed windings when the opposite radial surfaces
247,249 abut one another in the open position of locking
collar 219 and its radial opening 223, relative to the cen-
tral slot 220 in the central pin 217.

[0023] Figure 9 shows how either ridge 231, 233 on
the left end portion 224 of the locking collar 219 can be
urged to move in a clockwise direction 222 to rotate the
locking collar and its radial opening 223 clockwise into
an open position relative to the central slot 220 of the
central pin 217. Such clockwise movement of the ridges
231, 233 and the locking collar 219 is against the force
of the coil spring 245, urging the locking collar 219 to
rotate in a counter-clockwise direction. Since the central
pin 217 and locking collar 219, as a sub-assembly, are
freely rotatable in the central bore 218 of the outer body
215, clockwise rotational movement of the ridges 231,
233 will only put the central slot 220 of the central pin in
communication with the radial opening 223 in the lock-
ing collar when the flat tab 21 of the bracket 3, shown
in Figure 1, is engaged in the central slot 220 so as to
keep the central pin 217 stationary. This is, in fact, the
only situation in which one would need to open the lock-
ing collar 219 by hand.

[0024] Figures 10 and 11 show a fourth embodiment
311 of the idle end cap of the invention, which is similar
to the idle end cap 111 of Figures 4-6 and for which cor-
responding reference numerals (greater by 200) are
used below for describing the corresponding parts.
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[0025] The idle end cap 311, shown in Figures 10-11,
has: an outer body 315, to be inserted in the left end of
the roller 7 of Figure 1; an axially extending, central pin
317, concentrically received within the outer body; and
a rotatable locking collar 319 between the central pin
and the outer body. The central pin 317 has a cavity 351
that is in the outer circumference of its left end portion
328 and that extends to, and is open at, the right end of
the left end portion 328 of the central pin. The locking
collar 319 has an L-shaped torsion spring 345. One leg
353 of the L-shaped torsion spring 345 is mounted in a
recess 355 in the outer circumference of the right end
portion 342 of the locking collar 319. The other leg 357
of the torsion spring 345 extends radially inwardly of the
right end portion 342 of the locking collar 319 where this
other leg 357 engages the cavity 351 of the central pin
317. Inthisregard, Figure 11 shows, in detail, the mount-
ing of the torsion spring 345 in the locking collar 319.
[0026] Figures 12-15 show a fifth embodiment 411 of
the idle end cap of the invention, which is similar to the
idle end cap 311 of Figures 10 and 11 and for which cor-
responding reference numerals (greater by 100) are
used below for describing the corresponding parts.
[0027] The idle end cap 411, shown in Figures 12-15,
has a central pin 417 with a cavity 451 that is in the outer
circumference of its left end portion 428 and that ex-
tends to, and is open at, the right end of the left end
portion 28 of the central pin. As best seen in Figure 14,
the locking collar 419 is provided with an integrally
formed, L-shaped torsion spring 445. One leg 453 of the
L-shaped torsion spring 445 is mounted in a recess 455
in the outer circumference of the right end portion 442
of the locking collar 419. The other leg 457 of the torsion
spring 445 extends radially inwardly of the right end por-
tion 442 of the locking collar 419 where this other leg
457 engages the cavity 451 of the central pin 417.
[0028] This invention is, of course, not limited to the
above-described embodiments which may be modified
without departing from the scope of the appended
claims. In this regard, the terms in the foregoing descrip-
tion and the following claims, such as "left", "right", "lon-
gitudinal", "lateral", "bottom", "top", "axial", "radial",
"clockwise", "counter-clockwise", "inner", "outer" and
"end", have been used only as relative terms to describe
the relationships of the various elements of the combi-
nation of an end cap and a mounting support for a roller
of the invention. For example, the idle end caps 11, 111,
211, 311, 411 and support brackets 3,5 could also be
used in combination with the winding roller of a roller
blind for a window, as well as with a winding roller for
the lifting cords of a folding blind or other collapsible win-
dow coverings. Likewise, the outer body 15, 155, 215,
315, 415 could be modified to achieve additional objec-
tives in the operation of the roller 7.
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Claims

1. End cap and mounting support combination com-
prising an end cap (11, 111, 211, 311, 411) disenga-
gably engagable with a support bracket (3) and one
of either the end cap or the support bracket being
provided with a laterally open slot (20, 120, 220,
320, 420) for accommodating an axially extending
protuberance (21) on the other of the end cap or the
support bracket; and closing means to prevent the
protuberance from escaping from the laterally open
slot, characterized by the closing means compris-
ing a rotatable locking collar (19, 119, 219, 319,
419) surrounding the laterally open slot and having
a circumferential entrance opening (23, 123, 223,
323, 423) which can be aligned with the laterally
open slot by rotation of the locking collar relative to
the laterally open slot from a closed position to an
open position, thereby selectively providing access
to the laterally open slot through the circumferential
entrance opening.

2. The end cap and mounting support combination of
claim 1 which further comprises means (145, 245,
345, 445) for retaining the locking collar (19, 119,
219, 319, 419) in the closed position.

3. The end cap and mounting support combination of
claim 2 wherein the means for retaining the locking
collar (19, 119, 219, 319, 419) in the closed position
comprises a resilient spring means (145, 245, 345,
445) for biasing the locking collar into its closed po-
sition.

4. The end cap and mounting support combination of
any one of claims 1-3 wherein the locking collar (19,
119, 219, 319, 419) is provided with at least two
manually engagable projections (31, 33; 131, 133;
231, 233; 431, 433) on diametrically opposite sides.

5. The end cap and mounting support combination of
any one of claims 1-4 wherein: the end cap (11, 111,
211, 311, 411) is concentrically and rotatably re-
ceived in an open end of a roller (7); an end portion
of the end cap extends outwardly of the open end
of the roller and is provided with the slot (20, 120,
220, 320, 420) for accommodating the protuber-
ance (21) on the support bracket (3); and the collar
(19, 119, 219, 319, 419) surrounds the end portion
and can rotate about the end portion to open the
slot.

6. The end cap and mounting support combination of
claim 5, wherein the locking collar (19, 119, 319,
319, 419) is concentrically and rotatably received in
a tubular and axially-extending bore (18, 118, 218,
318, 418) in the end portion of the end cap (11, 111,
211, 311, 411).
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The end cap and mounting support combination of
claim 6 wherein the locking collar (19, 119, 219,
319, 419) is generally tubular.

The end cap and mounting support combination of
claim 7 wherein the end cap (11, 111, 211, 311, 411)
further comprises: a generally tubular axially-ex-
tending outer body (15, 115, 215, 315, 415) which
is fixedly attached in the open end of the roller (7);
and a generally cylindrical axially-extending central
pin (17, 117, 217, 317, 417), concentrically and ro-
tatably mounted within a generally tubular, axially-
extending, central bore (18, 118, 218, 318, 418) of
the outer body; and wherein the locking collar is
concentrically located between the central pin and
the outer body.

An architectural covering, particularly a covering for
an architectural opening such as a window blind or
shade, comprising a roller (7), particularly a winding
roller, and the end cap and mounting support com-
bination of any one of claims 1-8.

Patentanspriiche

1.

Kombinierte Endkappe und Halterung, umfassend
eine Endkappe (11, 111, 211, 311, 411), die mit ei-
nem Befestigungstrager (3) l6sbar in Eingriff ge-
bracht werden kann, wobei entweder die Endkappe
oder der Befestigungstrager versehen ist mit: ei-
nem seitlich offenen Schlitz (20, 120, 220, 320, 420)
zur Aufnahme eines axial hervorragenden Vor-
sprungs (21) am anderen Ende der Endkappe oder
des Befestigungstragers; und Verschlumitteln, um
zu verhindern, daf} der Vorsprung aus dem seitlich
offenen Schlitz herausrutscht, dadurch gekenn-
zeichnet, daB die VerschluBmittel einen drehbaren
Arretierungsbund (19, 119, 219, 319, 419) umfas-
sen, der den seitlich offenen Schlitzumgibt und eine
am Umfang angeordnete Eingangséffnung (23,
123, 223, 323, 423) hat, die mit dem seitlich offenen
Schlitz fluchtend ausgerichtet werden kann, indem
der Arretierungsbund im Verhaltnis zum seitlich of-
fenen Schlitz von einer geschlossenen Position in
eine gedffnete Position gedreht wird, wodurch se-
lektiv ein Zugang zu dem seitlich gedffneten Schlitz
durch die am Umfang angeordnete Eingangsoff-
nung maoglich wird.

Kombinierte Endkappe und Halterung gemafy An-
spruch 1, welche weiter Mittel (145, 245, 345, 445)
umfaft, mit denen der Arretierungsbund (19, 119,
219, 319, 419) in der geschlossenen Position ge-
halten wird.

Kombinierte Endkappe und Halterung gemaf An-
spruch 2, bei der die Mittel, mit denen der Arretie-
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rungsbund (19, 119, 219, 319, 419) in der geschlos-
senen Position gehalten wird, ein riickfederndes
Federmittel (145, 245, 345, 445) umfassen, das den
Arretierungsbund in seine geschlossene Position
vorspannt.

Kombinierte Endkappe und Halterung nach einem
der Anspriiche 1-3, bei der der Arretierungsbund
(19, 119, 219, 319, 419) mit mindestens zwei ma-
nuell zu betatigenden Fortsatzen (31, 33; 131, 133;
231, 233; 431, 433) versehen ist, welche auf dia-
metral entgegengesetzten Seiten angeordnet sind.

Kombinierte Endkappe und Halterung gemaf ei-
nem der Anspriiche 1 bis 4, bei der: die Endkappe
(11, 111, 211, 311, 411) konzentrisch und drehbar
in einem offenen Ende einer Walze (7) aufgenom-
men ist; sich ein Endabschnitt der Endkappe vom
offenen Ende der Walze nach auf3en erstreckt und
mit dem Schlitz (20, 120, 220, 320, 420) zur Auf-
nahme des Vorsprungs (21) auf dem Befestigungs-
trager (3) versehen ist, und der Bund (19, 119, 219,
319, 419) den Endabschnitt umgibt und um den
Endabschnitt gedreht werden kann, um den Schlitz
zu 6ffnen.

Kombinierte Endkappe und Halterung geman An-
spruch 5, bei der der Arretierungsbund (19, 119,
219, 319, 419) konzentrisch und drehbar in einer
réhrenférmigen und axial verlaufenden Bohrung
(18, 118, 218, 318, 418) im Endabschnitt der End-
kappe (11, 111, 211, 311, 411) aufgenommen ist.

Kombinierte Endkappe und Halterung gemafl An-
spruch 6, bei der der Arretierungsbund (19, 119,
219, 319, 419) generell réhrenférmig ist.

Kombinierte Endkappe und Halterung gema An-
spruch 7, bei der die Endkappe (11, 111, 211, 311,
411) weiter umfalit: einen generell réhrenférmigen,
in axialer Richtung verlaufenden &uf3eren Korper
(15, 115, 215, 315, 415), der fest im offenen Ende
der Walze (7) befestigt ist; und einen im wesentli-
chen zylindrischen, in axialer Richtung verlaufen-
den mittigen Stift (17, 117, 217, 317, 417), der kon-
zentrisch und drehbar innerhalb einer generell réh-
renférmigen, in axialer Richtung verlaufenden, mit-
tigen Bohrung (18, 118,218, 318, 418) des dulieren
Korpers befestigt ist; und bei der der Arretierungs-
bund konzentrisch zwischen dem mittigen Stift und
dem auReren Korper angeordnet ist.

Bauliche Abdeckung, insbesondere eine Abdek-
kung fiir eine bauliche Offnung wie eine Fensterja-
lousie oder ein Rollo, umfassend eine Walze (7) ins-
besondere eine Wickelwalze, und die kombinierte
Endkappe und Halterung geman einem der Anspri-
che 1 bis 8.
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Revendications

Combinaison d'un capuchon d'extrémité et d'un
support de montage comprenant un capuchon d'ex-
trémité (11, 111, 211, 311, 411) pouvant s'engager,
de fagon a pouvoir étre désengagé, avec une con-
sole de support (3) et I'un ou l'autre du capuchon
d'extrémité ou de la console de support étant doté
(e) : d'une fente ouverte latéralement (20, 120, 220,
320, 420) pour recevoir une patte en saillie (21)
s'étendant axialement sur I'autre du capuchon d'ex-
trémité ou de la console de support ; et des moyens
de fermeture pour empécher la patte en saillie de
sortir de la fente ouverte latéralement, caractérisé
en ce que les moyens de fermeture comprennent
un collier de blocage rotatif (19, 119, 219, 319, 419)
entourant la fente ouverte latéralement et compor-
tant sur la périphérie une ouverture d'entrée (23,
123, 223, 323, 423) qui peut étre alignée avec la
fente ouverte latéralement par rotation du collier de
blocage par rapport a la fente ouverte latéralement
d'une position fermée a une position ouverte, four-
nissant de ce fait sélectivement un acces a la fente
ouverte latéralement a travers I'ouverture d'entrée
périphérique.

Combinaison d'un capuchon d'extrémité et d'un
support de montage selon la revendication 1 qui
comprend, de plus, des moyens (145, 245, 345,
445) pour retenir le collier de blocage (19, 119, 219,
319, 419) en position fermée.

Combinaison d'un capuchon d'extrémité et d'un
support de montage selon la revendication 2 dans
laquelle les moyens servant a retenir le collier de
blocage (19, 119, 219, 319, 419) en position fermée
comprend des moyens de rappel par ressort (145,
245, 345, 445) pour rappeler le collier de blocage
dans sa position fermée.

Combinaison d'un capuchon d'extrémité et d'un
support de montage selon I'une quelconque des re-
vendications 1 a 3 dans laquelle le collier de bloca-
ge (19, 119, 219, 319, 419) est pourvu d'au moins
deux parties en saillie (31, 33 ; 131, 133 ; 231,233 ;
431, 433) engageables manuellement sur les cotés
diamétralement opposés.

Combinaison d'un capuchon d'extrémité et d'un
support de montage selon I'une quelconque des re-
vendications 1 a 4 dans laquelle : le capuchon d'ex-
trémité (11, 111, 211, 311, 411) est regu en rotation
et de fagon concentrique dans une extrémité ouver-
te d'un cylindre (7) ; une partie d'extrémité du capu-
chon d'extrémité s'étend vers I'extérieur de I'extré-
mité ouverte du cylindre et est doté de la fente (20,
120, 220, 320, 420) pour recevoir la patte en saillie
(21) sur la console de support (3) ; et dans laquelle
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le collier (19, 119, 219, 319, 419) entoure la partie
d'extrémité et peut tourner autour de la partie d'ex-
trémité pour ouvrir la fente.

Combinaison d'un capuchon d'extrémité et d'un
support de montage selon la revendication 5, dans
laquelle le collier de blocage (19, 119, 219, 319,
419) est recu de fagon concentrique et en rotation
dans un alésage tubulaire et s'étendant axialement
(18, 118, 218, 318, 418) dans la partie d'extrémité
du capuchon d'extrémité (11, 111, 211, 311, 411).

Combinaison d'un capuchon d'extrémité et d'un
support de montage selon la revendication 6 dans
laquelle le collier de blocage (19, 119, 219, 319,
419) est généralement tubulaire.

Combinaison d'un capuchon d'extrémité et d'un
support de montage selon la revendication 7 dans
laquelle le capuchon d'extrémité (11, 111, 211, 311,
411) comprend, de plus : un corps extérieur géné-
ralement tubulaire et s'étendant axialement ( 15,
115, 215, 315, 415) qui est fixé de fagon inamovible
dans I'extrémité ouverte du cylindre (7) ; et une bro-
che centrale généralement cylindrique s'étendant
axialement (17, 117, 217, 317, 417), montée de fa-
¢on concentrique et en rotation a l'intérieur de I'alé-
sage central généralement tubulaire et s'étendant
axialement (18, 118, 218, 318, 418) du corps
extérieur ; et dans laquelle le collier de blocage est
placé de fagon concentrique entre la broche centra-
le et le corps extérieur.

Couverture architecturale, particulierement couver-
ture destinée a une ouverture architecturale telle
qu'un volet ou un store pour fenétre, comprenant
un cylindre (7), particulierement un cylindre d'en-
roulement, et la combinaison d'un capuchon d'ex-
trémité et d'un support de montage selon I'une quel-
conque des revendications 1 a 8.
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