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Description

[0001] This invention relates generally to printing
presses, and more particularly to an apparatus for pro-
duction of business forms including a printing station
having offset printing units in series, in each of which
the inked image is printed from a plate cylinder to a blan-
ket cylinder and thence offset or transferred to the web
running against an impression cylinder. Still more par-
ticularly, the invention deals with a drive system for the
cylinders of each such printing unit, including provisions
for adjustably varying the speed at which the web is fed
through the unit by the impression cylinder.

[0002] The machine for production of business forms
has been known which takes the form of a streamlined
series of a paper supply station, a printing station, a
punching station, a perforating station, and so forth.
Successful operation of the business form machine de-
pends on a large measure on proper speed control of
the pertinent cylinders and rollers so that the paper web
may travel through the successive stations under con-
stantly correct tension. The web will meander if the ten-
sion is insufficient, and become elongated if the tension
is too much. In both cases the business forms produced
will be unsatisfactory, or even defective, in the registra-
tion and alignment, in both top-to-bottom and lateral di-
rections, of the printings and other operations.

[0003] There have been problems, however, left un-
solved in controlling roller and cylinder speeds and web
tension in business form machines. One of the problems
arises from the fact that the traveling speed of the web
around the rollers or cylinders is subject to change with
the thickness of the paper in use. Consequently, when
a paper web of greater or less thickness is fed into the
machine, as in the event of a change from one printing
job to another, the web tension will grow or drop between
the rollers or cylinders, depending upon their relative di-
ameters, if these rollers or cylinders are driven at the
same peripheral speeds as before the paper change.
[0004] For an understanding of how the web tension
alterations occur, let us first define the traveling speed
of a paper web around a roller or cylinder as:

V=N(d+1)

where

V = traveling speed of the web

N = revolutions of the roller or cylinder per unit time
d = diameter of the roller or cylinder

t = thickness of the web.

[0005] Hence, the greater the web thickness t, the
higher is the web speed V. It will also be seen that the
web speed V becomes progressively higher with the
web thickness t as the roller or cylinder grows less in
diameter d. Consider aroller that is less in diameter than
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the one on its upstream side. When the paper is
changed to that of greater thickness, but with both rollers
driven at the same speeds as before, the smaller diam-
eter downstream roller will tend to feed the thicker web
faster than the larger diameter upstream roller does,
with the consequent development of greater web ten-
sion between the two rollers. Conversely, if the up-
stream roller is less in diameter than the downstream
one, the upstream web will feed the web faster than the
downstream one, causing a slack in the web.

[0006] Some known business form machines come
with a set of interchangeable printing cylinder assem-
blies each comprised of a plate cylinder, blanket cylin-
der, and impression cylinder in the case of offset lithog-
raphy. These cylinder assemblies are selectively in-
stalled in the respective printing units of the machine
according to the required top-to-bottom dimensions of
the business forms to be produced. A trouble with such
cylinder assemblies is that they have tended to feed the
web at different speeds because of some unavoidable
fluctuations in the diameter of the impression cylinders
around which the web is wrapped through a certain sub-
stantial angle in order to be thereby fed toward the next
printing unit or toward the next processing station. Con-
sequently, each time a different cylinder assembly is in-
stalled in any of the printing units, web tension has often
changed between the impression cylinders of this cylin-
der assembly and the upstream or downstream one.
[0007] Web tension control has been made still more
difficult in machines using moistening water, which
causes web elongation. Just as the web elongates when
wetted, so it contracts upon drying. Web tension has
therefore had to be individually adjusted in each printing
unit, made lower in printing units that do not require
moistening water than in the units that do.

[0008] Japanese Patent Publication No. 4-51456 rep-
resents a solution to the foregoing difficulties, suggest-
ing the provision of a speed changer in each offset print-
ing unit for adjustably varying the speed of the impres-
sion cylinder independently of the plate cylinder and the
blanket cylinder. In a business form machine equipped
with a set of interchangeable printing cylinder assem-
blies, however, this known solution requires that all the
cylinder assemblies for different business form sizes
and different color printings be individually furnished
with their own speed changers.

[0009] Take for example a business form machine
having five offset printing units for printing in as many
different colors, and ten kinds of cylinder assemblies to
be selectively installed in each printing unit for produc-
tion of business forms of as many different sizes. This
machine, which is commonplace in the industry, encom-
passes as many as fifty cylinder assemblies, each and
every one of which must be equipped with a speed
changer for the impression cylinder according to the
Japanese patent cited above.

[0010] Another problem has existed with the drive
systems for the offset printing units of the prior art busi-
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ness form machines. The impression cylinder of each
printing unit has been driven via the plate cylinder and
the blanket cylinder, all these cylinders being serially
geared to each other and to the drive shaft common to
all the printing units. The final element of the elongate
drive linkage, the impression cylinder has been most se-
riously affected by the resultant of the backlashes of all
the intermeshing gears, adversely affecting in turn the
accuracy of the printings on the web traveling between
the impression cylinder and the blanket cylinder.

SUMMARY OF THE INVENTION

[0011] In consideration of the foregoing difficulties
heretofore encountered in the art, the present invention
seeks, in an offset printing press for making business
forms in particular, to make the speed of rotation of the
impression cylinder variable independently of the plate
cylinder and blanket cylinder and hence to make adjust-
able the speed at which the paper web is fed by the im-
pression cylinder for proper web tension despite varia-
tions in paper thickness, impression cylinder diameter,
and other printing conditions.

[0012] The invention also seeks to make it possible to
set the plate cylinder and blanket cylinder out of rotation
while the impression cylinder remains in rotation, in or-
der to change the printing plate on the plate cylinder
without stopping the web.

[0013] The invention also seeks to attain the forego-
ing objects in a printing machine having a series of print-
ing units each designed for use with a set of inter-
changeable printing cylinder assemblies for production
of different size business forms or the like.

[0014] Summarized briefly, the invention concerns a
web-fed offset printing press suitable for production of
business forms, among other applications, comprising
a plurality of offset printing units in serves, in each of
which an inked image is printed from a plate cylinder to
a blanket cylinder and thence offset to a web running
against an impression cylinder. Characteristically, two
drive linkages are provided in each of the printing units,
one for driving the plate cylinder and the blanket cylin-
der, and the other for driving the impression cylinder. A
speed changer means is coupled to the second drive
linkage in each of the printing units for adjustably varying
the rotational speed of the impression cylinder.

[0015] Thus the rotational speed of the impression
cylinder is adjustably variable by the speed changer
means with a minimum of errors and totally independ-
ently of the plate cylinder or the blanket cylinder. With
the rotational speed of the impression cylinder so ad-
justed, the paper web to be printed upon may be fed
under optimum tension in the face of likely variations in
paper thickness, impression cylinder diameter, and oth-
er printing conditions.

[0016] In a preferable embodiment of the invention
the two drive linkages take the form of gear trains, both
coupled to a common drive source such as a gearbox
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on a drive shaft common to all the serial printing units
of the machine. The speed changer means is inserted
between two selected gears of the second drive linkage.
[0017] As has been stated, it is the impression cylin-
der that largely determines the traveling speed of the
web. Since this impression cylinder is driven through a
gear train different from that for driving the plate cylinder
and blanket cylinder, the gear train for the impression
cylinder can be much shorter than in the prior art case
where the impression cylinder is driven through the plate
cylinder and blanket cylinder. Driven through a smaller
number of gears, therefore, the impression cylinder is
subject to the correspondingly reduced resultant of the
backlashes of the intermeshing gears. The rotational
speed of the impression cylinder is therefore controlla-
ble more accurately than heretofore, affording the pro-
duction of higher quality printings.

[0018] An additional, and perhaps no less pro-
nounced, advantage of the invention as summarized
above arises in its applications where a set of inter-
changeable cylinder assemblies, each including a plate
cylinder, a blanket cylinder and an impression cylinder,
are to be selectively mounted to and dismounted from
the printing press. Such cylinder assemblies are intend-
ed for production of different size business forms or the
like by use of essentially one machine. Upon installation
in the press, each cylinder assembly comes into driven
engagement with the final gears of the two drive linkag-
es built into the machine. Each cylinder assembly need
not include the speed changer means as such means
are contained in the machine, typically inserted as afore-
said in the gear trains of the second drive linkage, for
common use by all the cylinder assemblies. Thus the
impression cylinders of all the interchangeable cylinder
assemblies can have their speed of rotation adjusted far
more inexpensively than if speed changer means are
fitted to each cylinder assembly according to the prior
art.

[0019] It will be desirable, from the viewpoint of great-
er utility and applicability of the instant invention, that
the cylinder assemblies having no speed changer
means, as suggested by the invention, be put to use with
conventional machines having no second drive linkage
in addition to those having both first and second drive
linkages according to the invention. Provisions are
made in consideration of this possibility for making the
impression cylinder of each cylinder assembly drivable
not only from the second drive linkage but via the plate
cylinder and blanket cylinder of that cylinder assembly
as well. For use of the cylinder assemblies with ma-
chines having no second drive linkage, the blanket cyl-
inder of each assembly may be drivingly coupled to the
impression cylinder preparatory to mounting the cylin-
der assembly to the machine. The speed of the impres-
sion cylinder will then be conventionally adjusted via the
plate cylinder and the blanket cylinder.

[0020] A further consideration that must be made in
applying the invention particularly to business form ma-
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chines for use with interchangeable cylinder assemblies
is that, upon installation of each cylinder assembly in the
machine, its impression cylinder occupies a different po-
sition relative to stationary parts of the machine. The fi-
nal gear of the second drive linkage is therefore movable
into and out of driving engagement with the impression
cylinder of each cylinder assembly.

[0021] There will also be hereby presented another
preferable embodiment of the invention in which printing
plates are made changeable without stopping the web.
In this alternate embodiment the first drive linkage is
connected to a first drive source, and the second drive
linkage connected to a second drive source which
serves also as the speed changer means, an example
of the second drive source being a servomotor. A clutch
is provided for connecting and disconnecting the first
drive source to and from the first drive linkage and hence
from the plate cylinder and the blanket cylinder. Further
the blanket cylinder and the impression cylinder of each
cylinder assembly are relatively movable into and out of
contact with each other, as by being rotatably mounted
to frame means via eccentric bearings.

[0022] Thus only the impression cylinder may be held
in rotation in order to keep the web running whereas the
blanket cylinder is held out of contact with the impres-
sion cylinder and, together with the plate cylinder, out of
rotation. The plate on the plate cylinder may be changed
while the web continues traveling.

[0023] The above outlined construction of the alter-
nate embodiment is currently believed to be of particular
advantage when applied to those machines having a se-
ries of printing units two of which are to be put to alter-
nate use for printing different images (e.g. shop names)
on the continuously running web. These two printing
units may be each configured as in the foregoing. During
operation of either of the two units, printing, for instance,
a certain shop name on the running web, the plate on
the printing plate of the other printing unit may be
changed with that bearing some other shop name.
When the first shop name has been printed a preas-
signed number of times, said other printing unit may be
set in operation for printing a second shop name on the
web. During operation of this second printing unit, of
course, the first recited printing unit may be held out of
operation for changing, as necessary, its printing plate
with that bearing still another shop name.

[0024] It will be appreciated that such plate changes
demand no downtime for the machine. Drastic curtail-
ment of downtime will be realized in particular in appli-
cations that necessitate frequent plate changes.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025] The present invention will now be described
more specifically in terms of some preferable embodi-
ments thereof, with reference had to the attached draw-
ings in which:
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Figure 1 is a diagrammatic illustration of a complete
business form making machine including a printing
station to which the present invention finds applica-
tion;

Figure 2 is an enlarged, diagrammatic illustration of
the printing station of the Figure 1 machine, the
printing station having a series of offset printing
units each constructed according to the novel con-
cepts of this invention;

Figure 3 is a still more enlarged, elevational view
showing one of the Figure 2 printing units in more
detail;

Figure 4 is a section, with parts shown partly broken
away, through the showing of Figure 3;

Figure 5 is a view similar to Figure 3 but showing
an alternate embodiment of the invention;

Figure 6 is a view similar to Figure 4 but showing
the Figure 5 embodiment; and

Figure 7 is a diagram explanatory of one possible
application of the Figures 5 and 6 embodiment.

DESCRIPTION OF THE PREFERRED EMBODIMENT

[0026] The presentinventionis believed to be best ap-
plicable to multi-color business form making machines
such as that diagrammed in Figure 1. The representa-
tive business form machine takes the form of a stream-
lined series of a paper supply station 1, a printing station
2, a post-printing processing station 3, and a folding sta-
tion 4. The printing station 2 is subdivided into a series
of offset printing units 5 for printing different color imag-
es on the paper web supplied from the supply station 1.
Although only three printing units are drawn in Figure 1
for space limitations, there may be provided more print-
ing units if printing is to be done in more colors than
three.

[0027] Allthe printing units are alike in mechanical de-
sign, each conventionally comprising a plate cylinder 6,
a blanket cylinder 7, and an impression cylinder 8 for
printing by the familiar offset lithographic method. The
invention particularly pertains to the printing station 2,
or to each of its constituent printing units 5, and more
particularly to the drive system, not shown in Figure 1,
for the cylinders 6, 7 and 8 of each offset printing unit.

[0028] The illustrated machine is further designed for
production of business forms in several different sizes.
For this end, as indicated in Figure 2, the printing cylin-
ders 6, 7 and 8 come in the form of interchangeable cyl-
inder assemblies 5', each complete with a pair of sub-
frames, which are to be selectively mounted to, and dis-
mounted from, the frames of each offset printing unit 5.
(The number of the printing units disagrees in Figures
1 and 2 because of lack of space in Figure 1; moreover,
the number does not matter.)

[0029] Figure 2is also explanatory of the drive system
for the printing station 2. At 10 in this figure is shown an
infeed roll from which a paper web P is fed into the ma-
chine. The infeed roll 10 is driven from a drive shaft 11
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via a gearbox 12. Itself coupled to a drive source such
as, typically, an electric motor, not shown, the drive shaft
11 extends past all the printing units 5 for driving them
via additional gearboxes 13.

[0030] According to the novel concepts of this inven-
tion, the plate cylinder 6 of each printing unit 5 is driven
from one gearbox 13 via a first drive linkage 13a, and
the impression cylinder 8 of each printing unit from the
same gearbox via a second drive linkage 13b including
speed changer means 20. The blanket cylinder 7 is di-
rectly geared to the plate cylinder 6 thereby to be driven.
In short there are two parallel drive linkages 13a and
13b from one and the same gearbox 13 to the cylinders
6-8 of each printing unit 5. This gearbox may therefore
be considered a source of rotary driving motion as far
as the printing unit under consideration is concerned.
[0031] The two drive linkages 13a and 13b are both
illustrated in detail and on an enlarged scale in Figures
3 and 4. The gear box 13 has an output shaft 26a on
which there is fixedly mounted a gear 26 in mesh with
another gear 27. Still another gear 28 is mounted on the
same shaft as the gear 27 and constrained to joint rota-
tion therewith. Both drive linkages 13a and 13b are gear
trains in constant mesh with the gear 28.

[0032] More specifically, the first drive linkage 13a
comprises a train of gears 33, 34, 35, 36, 37 and 38.
The gear 33 is in mesh with the gear 28. The gear 38 is
in mesh with a gear 14 on an extension of one of the
trunnions 6a of the plate cylinder 6. This plate cylinder
gear 14 is in mesh with a gear 15 on an extension of
one of the trunnions 7a of the blanket cylinder 7. The
plate cylinder gear 14 and blanket cylinder gear 15 are
the same in diameter and number of gear teeth. Thus,
with the rotation of the drive shaft 11, the plate cylinder
6 and blanket cylinder 7 are to be driven at the same
peripheral speed in opposite directions via the train of
gears 26-28, 33-38, and 14 and 15.

[0033] The position of the plate cylinder gear 14 rela-
tive to the final gear 38 of the gear train is unchanged
from one cylinder assembly 5' to another. The plate cyl-
inder gear 14 should therefore come automatically into,
and out of, driven engagement with the gear 38 when
any of the interchangeable cylinder assemblies 5' of this
printing unit 5 is mounted to, and dismounted from, the
printing unit.

[0034] The second drive linkage 13b comprises a
train of gears 29, 30, 22, 23, 24 and 25. The gear 29 is
in mesh with the gear 28. The gear 25 is in mesh with a
gear 17 on an extension of one of the trunnions 8a of
the impression cylinder 8. The impression cylinder gear
17 is the same in diameter and number of gear teeth
with the plate cylinder gear 14 and blanket cylinder gear
15.

[0035] The final gear 25 of the second drive linkage
13b is, together with the immediately upstream gear 24,
rotatably supported between a pair of swing arms 21
which are jointly pivotable about the same axis as the
gear 23. This gear 23 is in mesh with the gear 24 which
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is coaxial with the final gear 25 and rotatable jointly
therewith. A linear actuator such as a fluid actuated cyl-
inder, preferably an air cylinder 19, is operatively cou-
pled between one of the swing arms 21 and a stationary
part of the machine for swinging the swing arms so as
to move the gear 25 into and out of positive engagement
with the impression cylinder gear 17. Seen at 17a and
25a are bearers fastened to the gears 17 and 25 for re-
stricting them against relative axial displacement and
maintaining them in mesh with each other.

[0036] It is considered desirable that the impression
cylinder 8 be made drivable not only via the second drive
linkage 13b but via the first drive linkage 13a as well,
thatis, via the plate cylinder gear 14 and blanket cylinder
gear 15. Thus, as an ancillary feature of the invention,,
a second impression cylinder gear 16, better seen in
Figure 4, is mounted via bearings 16a on the same im-
pression cylinder trunnion extension as the first recited
impression cylinder gear 17. The second impression
cylinder gear 16 is therefore rotatable relative to the im-
pression cylinder 8 whereas the firstimpression cylinder
gear 17 is not, so that the second gear 16 will be here-
inafter referred to as the rotatable impression cylinder
gear, and the first gear 17 as the nonrotatable impres-
sion cylinder gear. The rotatable impression cylinder
gear 16 is in mesh with the blanket cylinder gear 15,
although the rotation of this gear 15 is not normally
transmitted to the impression cylinder 8. Both impres-
sion cylinder gears 16 and 17 are the same in diameter
and number of teeth.

[0037] Threadedly extending eccentrically through
the nonrotatable impression cylinder gear 17, a lockpin
18 is movable into and out of positive engagement in a
depression 16b cut eccentrically in the rotatable impres-
sion cylinder gear 16. Thus the impression cylinder 8 is
driven from the blanket cylinder gear 15 when the lock-
pin 18 is engaged in the depression 16b, and from the
second drive linkage 13b when the lockpin is disen-
gaged from the depression. Speaking generally, howev-
er, the rotatable impression cylinder gear 16 need not
necessarily be locked to the nonrotatable impression
cylinder gear 17 to transmit the rotation of the blanket
cylinder gear 15 to the impression cylinder 8, all that is
required to this end being that the rotatable impression
cylinder gear be locked against rotation relative to the
impression cylinder.

[0038] With particular reference to Figure 4 the speed
changer means 20 include a harmonic speed changer
20a of conventional design trademarked "Harmonic
Drive", which is installed between the coaxial gears 20
and 23 of the second drive linkage 13b. The Harmonic
Drive speed changer 20a has what is known as a web
generator gear 31 which is in mesh with a pinion 32a on
the armature shaft of an electric speed control motor 32,
an additional component of the speed changer means
20. The speed of the gear 23, which is on the output side
of the Harmonic Drive 20a, is variable by changing the
speed of the "web generator gear" 31 through adjust-
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ment of the speed of the motor 32.

[0039] In use of the multi-color offset printing press of
the foregoing preferred construction, appropriate cylin-
der assemblies 5' may be chosen according to the size
of business forms to be made and installed one in each
printing unit 5. As will be understood from Figure 3, the
plate cylinder gear 14 of each cylinder assembly 5' will
come into mesh with the final gear 38 of the first drive
linkage 13a upon installation of that cylinder assembly
in one printing unit 5. It is understood that the lockpin 18
on the nonrotatable impression cylinder gear 17 is now
disengaged from the eccentric hole 16b in the rotatable
impression cylinder gear 16, permitting its rotation rela-
tive to the impression cylinder 8. Consequently, al-
though the rotation of the plate cylinder gear 14 is im-
parted to the blanket cylinder gear 15 and thence to the
rotatable impression cylinder gear 16, there is no torque
transmission from this gear 16 to the impression cylinder
8.

[0040] The position of the plate cylinder gear 14 rela-
tive to the first drive linkage 13a is unchanged as afore-
said from one cylinder assembly 5' to another, so that
the plate cylinder gear 14 will automatically come into
mesh with the final gear 38 of the first drive linkage. The
nonrotatable impression cylinder gears 17 of the various
cylinder assemblies 5 are to occupy different positions
according to the size of the business forms to be made.
The final gear 25 of the second drive linkage 13b is
therefore mounted to the pair of swing arms 21 for an-
gular displacement therewith. These swing arms are
movable by the air cylinder 19 for bringing the final gear
25 into engagement with the nonrotatable impression
cylinder gear 17 regardless of its variable position. Pow-
er flow to the final gear 25 is not interrupted despite such
angular displacement thereof because the swing arms
21 pivot about the axis of the gear 23, with which the
final gear remains in mesh via the gear 24.

[0041] Upon engagement, as above, of the plate cyl-
inder gear 14 and nonrotatable impression cylinder gear
17 with the respective drive linkage gears 25 and 38,
the rotation of the output member of the gearbox 13 will
be transmitted to the plate cylinder 6, and thence to the
blanket cylinder 7, via the first drive linkage 13a, and to
the impression cylinder 8 via the second drive linkage
13b. As required, the Harmonic Drive speed changer
20a may be operated via the speed control motor 32 in
order to cause the impression cylinder 8 to rotate at an
optimum speed for feeding the paper web P under prop-
er tension.

[0042] It will be appreciated that the rotational speed
of the impression cylinder 8 is variable totally independ-
ently of that of the plate cylinder 6 and blanket cylinder
7. Since the speed changer means 20 are compactly
incorporated in the second drive linkage 13b, moreover,
none of the interchangeable cylinder assemblies 5'
needs to include such means as the second drive link-
age 13b, as well as the first 13a, is permanently mount-
ed in each printing unit for common use by all the cylin-
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der assemblies.

[0043] As an additional advantage, the cylinder as-
semblies 5' constructed according to the present inven-
tion may be put to use with the conventional machines
not having the second drive linkages 13b but only having
the first drive linkage 13a in each printing unit. The im-
pression cylinder 8 of each cylinder assembly 5' must
be driven via the first drive linkage 13a in this case. The
lockpin 18 on the nonrotatable impression cylinder gear
17 may therefore be driven into the hole 16b in the ro-
tatable impression cylinder gear 16 for locking the same
against rotation relative to the impression cylinder 8.
The impression cylinder 8 will then be driven by the blan-
ket cylinder gear 15 via the locked impression cylinder
gear 16.

[0044] Reference is now directed to Figures 5 and 6
for presentation of an alternative embodiment of the in-
vention. This second embodiment also has two drive
linkages, labeled 13a' and 13b', for driving the inter-
changeable cylinder assemblies in each offset printing
unit, but, unlike the first disclosed embodiment, each
drive linkage is coupled to a different drive source.
[0045] As better seen in Figure 5, the first drive link-
age 13a' comprises a train of gears 26-28 and 33-38
through which driving torque is transferred from gearbox
13' to plate cylinder gear 14. The final element 38 of this
gear train is to automatically engage the plate cylinder
gear 14 as any of the interchangeable cylinder assem-
blies 5'is installed in the printing unit 5.

[0046] Unlike the gearbox 13 of the preceding embod-
iment the gearbox 13' has a built-in clutch 41 for on-off
control of power transmission from drive shaft 11 to the
plate cylinder gear 14 via the first drive linkage 13a'. A
hand lever 42 is provided to the gearbox 13' for such
manually performing such on-off control. Thus, although
itself similar in construction to its preceding embodiment
counterpart 13a, the first drive linkage 13a'’ differs there-
from in being disconnectable from its drive source.
[0047] With particular reference to Figure 6 the sec-
ond drive linkage 13b' is greatly modified, comprising
only three gears 23, 24 and 25 for power transfer from
a variable speed electric motor 43 to the nonrotatable
impression cylinder gear 17. This motor 43 is intended
to serve not only as drive source for the impression cyl-
inder 8 but also as speed changer for adjustably varying
its rotational speed for feeding the web under proper
tension in the face of such variable factors as the diam-
eter of the impression cylinder in each cylinder assem-
bly, the thickness of the paper in use, and the use or
disuse of moistening water. The servomotor is currently
recommended for use as impression cylinder drive mo-
tor 43 meeting these requirements.

[0048] Mounted directly on the armature shaft 23a of
the impression cylinder drive motor 43, the gear 23
meshes with the gear 24 which is coaxially coupled to
the gear 25 for joint rotation therewith. The gear 25
meshes with the nonrotatable impression cylinder gear
17. As in the first embodiment the coaxial gears 24 and
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25 are both rotatably supported by the swing arm 21 for
angular displacement about the axis of the gear 23. The
impression cylinder 8 is provided with the rotatable im-
pression cylinder gear 16 in addition to the nonrotatable
impression cylinder gear 17. The rotatable impression
cylinder gear 16 meshes with the blanket cylinder gear
15 and can be locked against rotation relative to the im-
pression cylinder 8 by the lockpin 18.

[0049] Preferably, and as depicted in Figure 6, the
trunnions 7a and 8a of the blanket cylinder 7 and im-
pression cylinder 8 are journaled in eccentric sleeve
bearings 44 and 45, respectively, which are themselves
rotatably mounted to the confronting frame walls of the
cylinder assembly 5'. Thus the blanket cylinder 7 and
the impression cylinder 8 are movable into and out of
contact with each other by revolving the eccentric bear-
ings 44 and 45 with respect to the frame walls by any
such convenient means as fluid actuated cylinders,
worm gears, or rack-and-pinion mechanisms. Notwith-
standing the showing of Figure 6, however, only either
of the two cylinders 7 and 8 may be moved toward and
away from the other.

[0050] Inthe operation of the Figures 5 and 6 embod-
iment, the hand lever 42 on the gearbox 13' may be op-
erated to engage the clutch 41 built into the gearbox.
The output torque of the gearbox 13" will then be trans-
mitted to the plate cylinder gear 14 via the first drive link-
age 13a’, resulting in the joint rotation of the plate cylin-
der 6 and blanket cylinder 7 via the intermeshing gears
14 and 15.

[0051] The impression cylinder 8, on the other hand,
is driven from the impression cylinder drive motor 43 via
the modified second drive linkage 13b'. The speed of
the motor 43 may be adjusted for synchronizing the ro-
tation of the impression cylinder 8 to that of the blanket
cylinder 7 and, further, for causing the paper web to be
fed by the impression cylinder under proper tension.
[0052] It is understood that in this second embodi-
ment, too, a set of interchangeable cylinder assemblies
5' are prepared for each printing unit, for selective use
according to the size of business forms to be made.
Since the impression cylinder 8 will occupy a different
position upon installation of each such cylinder assem-
bly, the air cylinder 19 may be extended or contracted
to reposition the final gear 25 of the second drive linkage
13b' into driving engagement with the nonrotatable im-
pression cylinder gear 17.

[0053] The plate cylinder 6 and blanket cylinder 7 will
be both set out of rotation upon disengagement of the
gearbox clutch 41. The impression cylinder 8 will be set
out of rotation by stopping the impression cylinder motor
43.

[0054] Being driven from its own drive source 43, the
impression cylinder 8 can be held in rotation while the
plate cylinder 6 and blanket cylinder 7 are out of rotation.
For this end the blanket cylinder 7 and impression cyl-
inder 8 may be moved out of contact with each other by
revolving either or both of the eccentric bearings 44 and
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45 relative to the frame walls of the cylinder assembly
5'. By driving only the impression cylinder 8, the paper
web can be kept running while the plate cylinder 6 and
blanket cylinder 7 are out of rotation, permitting the
change of the printing plate 46 on the plate cylinder 6.

[0055] The utility of this embodiment will be better un-
derstood from a study of Figure 7, which shows four off-
set printing units 54, 5,, 53 and 5, aligned for production
of business forms. The first two printing units 5, and 5,
are for printing two-color images, the last two printing
units 53 and 5, for selectively printing different shop
names. It is understood that at least these two printing
units 55 and 5, are each constructed as hereinbefore
described with reference to Figures 5 and 6.

[0056] Let us suppose that business forms are to be
produced by this Figure 7 machine in prescribed num-
bers of sets each bearing a different shop name such
as A, B and C. The paper web P may first be threaded
through the machine as pictured in Figure 7, made to
pass between blanket cylinder 7 and impression cylin-
der 8 in each printing unit. If a printing plate bearing the
shop name A is mounted to the plate cylinder 6 of the
third printing unit 53, the blanket cylinder 7 and impres-
sion cylinder 8 of this printing unit may be held against
each other by revolving the eccentric bearings 44 and
45, Figure 6, and all the cylinders 6, 7 and 8 of the third
printing unit may be driven from the two drive sources
via the respective drive linkages 13a' and 13b'.

[0057] The blanket cylinder 7 and impression cylinder
8 of the fourth printing unit 54, on the other hand, may
be held away from each other, and the impression cyl-
inder 8 of that printing unit 5, may be driven from the
electric motor 43 via the second drive linkage 13b' for
feeding the web P toward the next processing station.
Both plate cylinder 6 and blanket cylinder 7 of the fourth
printing unit 5, may be held out of rotation by declutching
the gearbox 13".

[0058] Fed through the printing units 54-5, by all their
impression cylinders 8, the web will be printed thereon
the images by the first two printing units 5, and 5, and
the shop name A by the third printing unit 55. During the
progress of such printing of the business forms for the
shop A, the printing plate bearing the shop name B may
be mounted to the plate cylinder 6, which has been out
of rotation, of the fourth printing unit 5, by manually re-
volving the same. Further, as required, the blanket on
the blanket cylinder 7 of this printing unit 5, may be
washed clean of ink and other foreign matter.

[0059] Upon completion of the printing of the preas-
signed number of business forms with the shop name
A, the blanket cylinder 7 and impression cylinder 8 of
the third printing unit 55 may be moved away from each
other, the plate cylinder 6 and blanket cylinder 7 set out
of rotation, and only the impression cylinder 8 main-
tained in rotation. Further the blanket cylinder 7 and im-
pression cylinder 8 of the fourth printing unit 54, in which
the shop name B printing plate has been mounted as
above to the plate cylinder 6, may be moved against
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each other via the running web. The clutch lever 42 on
the gearbox 13' may be engaged for driving the plate
cylinder 6 and blanket cylinder 7 via the first drive link-
age 13a'.

[0060] Now, on the web P, which has been continu-
ously fed through the machine, there will be printed the
images by the first two printing units 5, and 5, and the
shop name B by the fourth printing unit 54. During the
progress of such printing, the printing plate on the plate
cylinder 6 of the third printing unit 55, which has been
kept out of rotation since the completion of the printing
of the business forms with the shop name A, may be
replaced by that carrying the shop name C by manually
turning the cylinder. At the same time the blanket on the
blanket cylinder 7 of this printing unit 53 may be cleaned
as required.

[0061] Upon completion of the printing of the preset
number of business forms with the shop name B, the
fourth printing unit 5, may be set out of operation to dis-
continue printing the shop name B, and the third printing
unit 55 set into operation again for printing the shop
name C. The details of operation involved in such
switching from shop name B to shop name C are akin
to those set forth above in connection with switching
from shop name A to shop name B.

[0062] It will now be clear why the last two 55 and 5,
of the four printing units 54-5, in Figure 7 are each con-
structed according to the teachings of Figures 5 and 6,
with the plate cylinder 6 and the impression cylinder 8
driven from the different sources 13' and 43 via the dif-
ferent drive linkages 13a' and 13b', and with the blanket
cylinder 7 and the impression cylinder 8 made movable
into and out of contact with each other. This type of mul-
tiple-color, multiple-image printing machine is greatly
improved in efficiency as one or more images are made
changeable without stopping the web.

[0063] Although the present invention has been
shown and described very specifically and as adapted
for multiple-color business form machines, it is not de-
sired that the invention be limited by the exact details of
the drawings or the description thereof. A variety of mod-
ifications, alterations and adaptations of the invention
will suggest themselves to one skilled in the printing art
on the basis of this disclosure. For example, while the
exemplified printing presses are intended for use with
replaceable cylinder assemblies, the invention may be
equally well applied to machines having nonreplaceable
printing cylinders. In this case, however, the final gears
38 and 25 of the drive linkages 13a or 13a' and 13b or
13b' can be in constant mesh with the plate cylinder gear
14 and the impression cylinder gear 17. The fluid actu-
ated cylinder 19 and associated means for moving the
gear 25 into mesh with the impression cylinder gear 17
may be omitted.
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Claims

1. A web-fed offset printing press suitable for produc-
tion of business forms, among other applications,
comprising a plurality of offset printing units in se-
ries, in each of which an inked image is printed from
a plate cylinder (6) to a blanket cylinder (7) and
thence offset to a web (P) running against an im-
pression cylinder (8), characterized in that each
of the printing units comprises a first drive linkage
(13a or 13a") for driving the plate cylinder (6) and
the blanket cylinder (7), a second drive linkage (13b
or 13b') for driving the impression cylinder, and
speed changer means (20 or 43) coupled to the sec-
ond drive linkage for adjustably varying the rotation-
al speed of the impression cylinder.

2. A web-fed offset printing press as claimed in claim
1, characterized in that the first drive linkage (13a)
and the second drive linkage (13b) are both con-
nected to a common drive source (13).

3. A web-fed offset printing press as claimed in claim
2, characterized in that the first drive linkage (13a)
and the second drive linkage (13b) are both trains
of gears, and that the speed changer means (20) is
inserted between two selected gears (22 and 23) of
the second drive linkage.

4. A web-fed offset printing press as claimed in claim

1, wherein the plate cylinder (6), the blanket cylinder
(7) and the impression cylinder (8) form parts of
each of a set of interchangeable cylinder assem-
blies (5') which are to be selectively mounted to, and
dismounted from, the printing press, characterized
by comprising a plate cylinder gear (14) rotatable
jointly with the plate cylinder (6) and capable of driv-
en engagement with the first drive linkage (13a), a
blanket cylinder gear (15) rotatable jointly with the
blanket cylinder (7) and meshing with the plate cyl-
inder gear, a nonrotatable impression cylinder gear
(17) rotatable jointly with the impression cylinder (8)
and capable of driven engagement with the second
drive linkage (13b), a rotatable impression cylinder
gear (16) coaxial with the impression cylinder and
meshing with the blanket cylinder gear, and means
(16b, 18) for locking the rotatable impression cylin-
der gear against rotation relative to the impression
cylinder and unlocking the rotatable impression cyl-
inder gear from the impression cylinder.

5. A web-fed offset printing press as claimed in claim
4, characterized in that the locking means com-
prises a lockpin (18) mounted eccentrically to the
nonrotatable impression cylinder gear (17) for
movement into and out of locking engagement with
the rotatable impression cylinder gear (16).
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A web-fed offset printing press as claimed in claim
4, characterized in that the second drive linkage
(13b) includes a final gear (25) which is movable
into and out of driving engagement with the nonro-
tatable impression cylinder gear (17) of each of the
interchangeable cylinder assemblies (5').

A web-fed offset printing press as claimed in claim
6, characterized in that the final gear (25) of the
second drive linkage (13b) is mounted to support
means (21) for angular displacement about the axis
of another gear (23) included in the second drive
linkage, and that a linear actuator (19) is mounted
to the support means (21) for moving the final gear
(25) into and out of driving engagement with the
nonrotatable impression cylinder gear (17) of each
of the interchangeable cylinder assemblies (5').

A web-fed offset printing press as claimed in claim
1, characterized in that at least either of the blan-
ket cylinder (7) and the impression cylinder (8) is
made movable into and out of contact with the other,
and that means (41, 42) are provided for connecting
and disconnecting the first drive linkage (13a') to
and from a drive source (13') for the plate cylinder
(6) and blanket cylinder (7).

A web-fed offset printing press as claimed in claim
8, characterized in that the blanket cylinder (7)
and the impression cylinder (8) are rotatably mount-
ed to frame means via eccentric bearings (44, 45)
for relative movement into and out of contact with
each other.

A web-fed offset printing press as claimed in claim
1, characterized in that the first drive linkage (13a’)
is connected to a first drive source (13'), and that
the second drive linkage (13b') is connected to a
second drive source (43) which serves also as the
speed changer means.

A web-fed offset printing press as claimed in claim
1, characterized in that the speed changer means
comprises a variable speed motor (43) connected
to the second drive linkage (13b") for driving the im-
pression cylinder.

Patentanspriiche

1.

Rotations-Offset-Druckmaschine, geeignet unter
anderen Anwendungen zur Erzeugung von Ge-
schaftsformularen, umfassend mehrere Offset-
Druckeinheiten in einer Reihe, in denen jeweils ein
eingefarbtes Bild von einem Plattenzylinder (6) auf
einen Gummizylinder (7) gedruckt wird und sodann
auf eine Bahn (P) ubertragen wird, die gegen einen
Druckzylinder (8) verlauft, dadurch gekennzeich-

10

15

20

25

30

35

40

45

50

55

net, dass jede der Druckeinheiten umfasst eine er-
ste Antriebskette (13a oder 13a') zum Antrieb des
Plattenzylinders (6) und des Gummizylinders (7),
eine zweite Antriebskette (13b oder 13b') zum An-
trieb des Druckzylinders, und eine Geschwindig-
keits-Wechseleinrichtung (20 oder 43), die mit der
zweiten Antriebskette verbunden ist, um einstellbar
die Rotationsgeschwindigkeit des Druckzylinders
zu verandern.

Rotations-Offset-Druckmaschine nach Anspruch 1,
dadurch gekennzeichnet, dass die erste An-
triebskette (13a) und die zweite Antriebskette (13b)
beide mit einer gemeinsamen Antriebsquelle (13)
verbunden sind.

Rotations-Offset-Druckmaschine nach Anspruch 2,
dadurch gekennzeichnet, dass die erste An-
triebskette (13a) und die zweite Antriebskette (13b)
beide Zahnradersatze sind, und dass die Ge-
schwindigkeits-Wechseleinrichtung (20) zwischen
zwei ausgewahlten Zahnradern (22 und 23) der
zweiten Antriebskette eingesetzt ist.

Rotations-Offset-Druckmaschine nach Anspruch 1,
wobei der Plattenzylinder (6), der Gummizylinder
(7) und der Druckzylinder (8) Teile von jeweils einer
Gruppe von austauschbaren Zylinderanordnungen
(5") bilden, die selektiv der Druckmaschine hinzu-
montiert oder von dieser abmontiert werden kon-
nen, gekennzeichnet durch die Anordnung eines
Plattenzylinder-Zahnrades (14), das gemeinsam
mit dem Plattenzylinder (6) rotierbar ist und in der
Lage ist, mit der ersten Antriebskette (13a) in An-
triebseingriff zu gelangen, eines Gummizylinder-
Zahnrades (15), das gemeinsam mit dem Gummi-
zylinder (7) rotierbar ist und mit dem Plattenzylin-
der-Zahnrad kdmmt, eines nicht-drehbaren Druck-
zylinder-Zahnrades (17), das gemeinsam mit dem
Druckzylinder (8) rotierbar ist und in der Lage ist,
mit der zweiten Antriebskette (13b) in Antriebsein-
griff zu gelangen, eines drehbaren Druckzylinder-
Zahnrades (16) koaxial zu dem Druckzylinder und
kdmmend mit dem Gummizylinder-Zahnrad, und
von Mitteln (16b, 18) zum Verriegeln des drehbaren
Druckzylinder-Zahnrades gegen Drehung in bezug
zu dem Druckzylinder und zur Entriegelung des
drehbaren Druckzylinder-Zahnrades von dem
Druckzylinder.

Rotations-Offset-Druckmaschine nach Anspruch 4,
dadurch gekennzeichnet, dass die Verriege-
lungsmittel einen Verriegelungsstift (18) umfassen,
der exzentrisch an dem nicht-drehbaren Druckzy-
linder-Zahnrad (17) montiert ist, zur Bewegung in
und auler Verriegelungseingriff mit dem drehbaren
Druckzylinder-Zahnrad (16).
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Rotations-Offset-Druckmaschine nach Anspruch 4,
dadurch gekennzeichnet, dass die zweite An-
triebskette (13b) ein End-Zahnrad (25) umfasst,
das in und aufler Antriebseingriff mit dem nicht-
drehbaren Druckzylinder-Zahnrad (17) von jeder
der austauschbaren Zylinderanordnungen (5') be-
weglich ist.

Rotations-Offset-Druckmaschine nach Anspruch 6,
dadurch gekennzeichnet, dass das End-Zahnrad
(25) der zweiten Antriebskette (13b) an einer Stiitz-
einrichtung (21) gelagert ist zur Winkelverschie-
bung um die Achse eines anderen in der zweiten
Antriebskette enthaltenen Zahnrades (23), und
dass ein Schubantrieb (19) an der Stitzeinrichtung
montiert ist zur Bewegung des End-Zahnrades (25)
in und auer Antriebseingriff mit dem nicht-drehba-
ren Druckzylinder-Zahnrad (17) von jeder der aus-
tauschbaren Zylinderanordnungen (5').

Rotations-Offset-Druckmaschine nach Anspruch 1,
dadurch gekennzeichnet, dass wenigstens einer
von dem Gummizylinder (7) oder dem Druckzylin-
der (8) in und auRer Kontakt mit dem anderen be-
weglich gemacht ist und dass Mittel (41, 42) vorge-
sehen sind zum Verbinden und Trennen der ersten
Antriebskette (13a') mit und von einer Antriebsquel-
le (13") fir den Plattenzylinder (6) und den Gummi-
zylinder (7).

Rotations-Offset-Druckmaschine nach Anspruch 8,
dadurch gekennzeichnet, dass der Gummizylin-
der (7) und der Druckzylinder (8) Uber exzentrische
Lager (44, 45) an einer Rahmeneinrichtung drehbar
gelagert sind zur Relativbewegung in und auller
Kontakt miteinander.

Rotations-Offset-Druckmaschine nach Anspruch 1,
dadurch gekennzeichnet, dass die erste An-
triebskette (13a') mit einer ersten Antriebsquelle
(13") verbunden ist und dass die zweite Antriebsket-
te (13b') mit einer zweiten Antriebsquelle (43) ver-
bunden ist, die als Geschwindigkeits-Wechselein-
richtung dient.

Rotations-Offset-Druckmaschine nach Anspruch 1,
dadurch gekennzeichnet, dass die Geschwindig-
keits-Wechseleinrichtung einen Motor (43) mit ver-
anderbarer Geschwindigkeit umfasst, der mit der
zweiten Antriebskette (13b') zum Antrieb des
Druckzylinders verbunden ist.

Revendications

1.

Presse a imprimer offset alimentée sur toile, conve-
nant a la production de formulaires commerciaux,
entre autres applications, comprenant une pluralité
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d'unités d'impression offset en série, dans chacune
desquelles une image encrée est imprimée a partir
d'un cylindre-plaque (6) sur un cylindre-couverture
(7), et ainsi transférée vers une toile (P) circulant
contre un cylindre d'impression (8), caractérisée
en ce que chacune des unités d'impression com-
prend une premiére transmission d'entrainement
(13a ou 13a'") pour entrainer le cylindre-plaque (6)
et le cylindre-couverture (7), une deuxiéme trans-
mission d'entrainement (13b ou 13b') pour entrai-
ner le cylindre d'impression, et un moyen de chan-
gement de vitesse (20 ou 43) accouplé a la deuxié-
me transmission d'entrainement pour faire varier de
maniére ajustable, la vitesse de rotation du cylindre
d'impression.

Presse a imprimer offset alimentée sur toile selon
la revendication 1, caractérisée en ce que la pre-
miére transmission d'entrainement (13a) et la
deuxiéme transmission d'entrainement (13b) sont
toutes deux connectées a une source d'entraine-
ment commune (13).

Presse a imprimer offset alimentée sur toile selon
la revendication 2, caractérisée en ce que la pre-
miére transmission d'entrainement (13a) et la
deuxiéme transmission d'entrainement (13b) sont
toutes deux des trains d'engrenages et en ce que
le moyen de changement de vitesse (20) est inséré
entre deux engrenages choisis (22 et 23) de la
deuxiéme transmission d'entrainement.

Presse a imprimer offset alimentée sur toile selon
la revendication 1, dans laquelle le cylindre-plaque
(6), le cylindre-couverture (7), et le cylindre d'im-
pression (8), forment des parties de chaque jeu
d'assemblages de cylindres interchangeables (5')
qui doivent étre montés sur la presse a imprimer et
démontés de celle-ci, de fagon sélective, caracté-
risée par le fait qu'elle comprend un engrenage
(14) de cylindre-plaque pouvant tourner solidaire-
ment avec le cylindre-plaque (6) et capable de venir
en prise par entrainement avec la premiere trans-
mission d'entrainement (13a), un engrenage (15)
de cylindre-couverture pouvant tourner solidaire-
ment avec le cylindre-couverture (7) et s'engrenant
avecl'engrenage de cylindre-plaque, un engrenage
(17) de cylindre d'impression non rotatif, pouvant
tourner solidairement avec le cylindre d'impression
(8), et capable de venir en prise par entrainement
avec la deuxieme transmission d'entrainement
(13b), un engrenage (16) de cylindre d'impression
rotatif coaxial avec le cylindre d'impression et s'en-
grenantavec I'engrenage de cylindre-couverture, et
un moyen (16b, 18) pour verrouiller I'engrenage de
cylindre d'impression rotatif contre une rotation par
rapport au cylindre d'impression et pour déver-
rouiller I'engrenage de cylindre d'impression rotatif
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du cylindre d'impression.

Presse a imprimer offset alimentée sur toile selon
la revendication 4, caractérisée en ce que le
moyen de verrouillage comprend une goupille de
verrouillage (18) montée de fagon excentrée sur
I'engrenage (17) de cylindre d'impression non rota-
tif en vue d'un mouvement d'engrénement et de dé-
sengréenement avec l'engrenage (16) de cylindre
d'impression rotatif.

Presse a imprimer offset alimentée sur toile selon
la revendication 4, caractérisée en ce que la
deuxiéme transmission d'entrainement (13b) com-
porte un engrenage final (25) que I'on peut déplacer
en vue d'un embrayage et d'un débrayage avec
I'engrenage (17) de cylindre d'impression non rota-
tif de chacun des assemblages de cylindres inter-
changeables (5').

Presse a imprimer offset alimentée sur toile selon
la revendication 6, caractérisée en ce que l'engre-
nage final (25) de la deuxieme transmission d'en-
trainement (13b) est monté sur des moyens support
(21) pour un déplacement angulaire autour de I'axe
d'un autre engrenage (23) incorporé dans la deuxié-
me transmission d'entrainement, eten ce qu'un ac-
tionneur linéaire (19) est monté sur les moyens sup-
ports (21) pour déplacer I'engrenage final (25) en
vue d'un embrayage et d'un débrayage avec l'en-
grenage (17) de cylindre d'impression non rotatif de
chacun des assemblages de cylindres interchan-
geables (5').

Presse a imprimer offset alimentée sur toile selon
la revendication 1, caractérisée en ce qu'au moins
I'un ou l'autre du cylindre-couverture (7) et du cylin-
dre d'impression (8) est rendu mobile pour étre mis
en contact ou hors contact avec l'autre, et en ce
que des moyens (41, 42) sont prévus pour connec-
ter la premiere transmission d'entrainement (13a')
aune source d'entrainement (13') et la déconnecter
de celle-ci pour le cylindre-plaque (6) et le cylindre-
couverture (7) .

Presse a imprimer offset alimentée sur toile selon
la revendication 8, caractérisée en ce que le cy-
lindre-couverture (7) et le cylindre d'impression (8)
sont montés a rotation sur des moyens a armature
par l'intermédiaire de paliers excentrés (44, 45)
pour un déplacement relatif de mise en contact et
de mise hors contact mutuelles.

Presse a imprimer offset alimentée sur toile selon
la revendication 1, caractérisée en ce que la pre-
miére transmission d'entrainement (13a') est con-
nectée a une premiére source d'entrainement (13')
et en ce que la deuxiéme transmission d'entraine-
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1.

20

ment (13b") est connectée a une deuxieme source
d'entrainement (43) qui sert également de moyen
de changement de vitesse.

Presse a imprimer offset alimentée sur toile selon
la revendication 1, caractérisée en ce que le
moyen de changement de vitesse comprend un mo-
teur a vitesse variable (43) connecté a la deuxiéme
transmission d'entrainement (13b') pour entrainer
le cylindre d'impression.
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