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Description

[0001] The present invention relates to a labeling ma-
chine for applying labels arranged on a reeled tape:
[0002] It is known that several labeling machines for
applying labels arranged on a reeled tape are already
commercially available.
[0003] These labeling machines generally have a dis-
pensing roller for the reel of tape with the labels; the tape
is taken from the roller and, after passing over transfer
rollers, is fed onto an applicator blade which, by produc-
ing a sudden change of direction in the tape, causes the
separation of the label in order to apply it. The tape is
transported by means of a driving roller on which a con-
trast roller acts; the tape is then wound onto a takeup
reel.
[0004] In conventional labeling machines, it is struc-
turally complicated to position the tape transport units
and the motor that drives them, thereby entailing con-
siderable manufacturing difficulties for assembling the
various parts.
[0005] Another problem is that adequate accident-
preventing protections for the operator are currently not
provided, since the passage region at the transport roller
is frequently open outward, with the possibility of acci-
dental access.
[0006] Another problem is that changing the reel is not
always quick and easy, since difficulties can be encoun-
tered in inserting the label supporting tape.
[0007] German Patent Application DE-A-3 416 658
discloses a labeling machine according to the preamble
of claim 1.
[0008] The aim of the present invention is to eliminate
the above-noted drawbacks, by providing a labeling ma-
chine for applying labels arranged on a reeled tape
which allows to streamline the assembly of the various
components, with the additional advantage of providing
an element for containing and protecting the motor to-
gether with an element which protects the motor from
dust and water.
[0009] Within this aim, a particular object of the inven-
tion is to provide a labeling machine in which it is pos-
sible to considerably simplify the tape insertion opera-
tions while having a high degree of protection for the
operator against accidents.
[0010] Another object of the present invention is to
provide a labeling machine in which the manufacturing
means are considerably simplified and the assembly
times are significantly reduced.
[0011] Another object of the present invention is to
provide a labeling machine which, by way of its particu-
lar constructive characteristics, is capable of giving the
greatest assurances of reliability and safety in use and
is further competitive from a merely economic point of
view.
[0012] This aim and these and other objects which will
become better apparent hereinafter are achieved by a
labeling machine according to claim 1.

[0013] Further characteristics and advantages of the
present invention will become better apparent from the
following detailed description of a preferred but not ex-
clusive embodiment of a labeling machine for applying
labels arranged on a reeled tape, illustrated only by way
of non-limitative example in the accompanying draw-
ings, wherein:

Figure 1 is a schematic perspective view of the la-
beling machine according to the invention;
Figure 2 is a schematic front view of the labeling
machine;
Figure 3 is an exploded perspective view of the la-
beling machine;
Figure 4 is an exploded perspective view of the con-
trast roller;
Figure 5 is a view of the profiled element that con-
stitutes the containment body.

[0014] With reference to the figures, the labeling ma-
chine for applying labels arranged on a reeled tape, ac-
cording to the invention, generally designated by the ref-
erence numeral 1, comprises a supporting frame which
is substantially provided by means of a plate-like ele-
ment 2 which is produced, for example by aluminum
casting, and on which a dispensing roller 3 is arranged,
the reel of tape with the labels, designated by the refer-
ence numeral 4 and contained between two guiding
disks, being applied on said roller 3.
[0015] The tape 4, by leaving the reel, passes over a
first transfer roller 5 and from there onto a dandy roller
6 being connected to a lever 7 which acts as an element
for adjusting the tension of the tape; other paths are of
course also possible.
[0016] The tape 4 winds around a second transfer roll-
er 8 and a third transfer roller 9 to be fed under a guiding
roller 10 being arranged at the front, in the tape dispens-
ing direction, with respect to an applicator blade 11
which forces the tape 4 to perform a sudden change of
direction; in practice, the tape folds back so that the la-
bels separate.
[0017] Once the labels have separated, the tape with-
out the labels, again designated by the reference nu-
meral 4, passes over a second guiding roller 12 ar-
ranged opposite the first roller 10 and then winds around
a transport roller 15, against which a contrast roller 16
acts; at the exit from the contrast roller 16, the tape
winds around a fourth transfer roller 17 and then winds
onto a takeup roller 18 for taking up the tape from which
the labels have been removed.
[0018] The particular feature that characterizes the in-
vention consists in that there is a containment body 20
which is provided by means of an extruded profiled el-
ement and internally forms open or closed seats 21 for
engagement with the coupling means, which allow to fix
the containment body 20 to the plate 2, which consti-
tutes the supporting frame.
[0019] The main actuation motor 22 is arranged inside
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the containment body 20 and thus remains always pro-
tected against dust, water and accidental impacts.
[0020] Moreover, the containment body, besides sur-
rounding the motor, is provided in a downward region
with a protrusion 25 which delimits a seat 26 which prac-
tically surrounds the transport roller 15, also forming a
guide for the passage of the tape during machine star-
tup.
[0021] On the opposite side with respect to the pro-
trusion 25, the profiled element has a tab 27 being ar-
ranged so as to close the seat 26 which delimits a hollow
portion 28 in which it is possible to insert the pivot 30 of
the closure lever 31 which acts on the supporting as-
sembly, generally designated by the reference numeral
40, of the contrast roller 16 which acts against the trans-
port roller 15.
[0022] The contrast roller 16 is supported by two side
walls 41 which have elongated slots 42 for the insertion
of the shaft 16a of the roller 16.
[0023] A contrast spring 44 acts on the shaft 16a,
which can slide within the elongated slots 42; said spring
is provided on each end of the shaft 16a and in practice
allows an oscillation of the contrast roller 16, overcom-
ing the elastic resistance of the springs 44 arranged
around the screws 45 that pass through the holes 46
provided at the end of the shaft 16a, which allow to ad-
just the setting of the spring.
[0024] A connecting tensioner 50 is provided between
the side walls 41 and acts as a supporting element for
a protective flap 51 being arranged above the contrast
roller and adapted to prevent the operator from acciden-
tally inserting his fingers.
[0025] The described arrangement thus allows to
have, in practice, a monolithic unit provided by means
of the containment body 20 which contains the motor
which, by means of a belt drive, turns both the transport
roller 15 and the takeup roller 18, providing in practice
a protection for said motor and a simplification during
assembly. Moreover, the containment body forms a seat
which in practice partly surrounds the transport roller,
simultaneously providing both a protective element and
a guiding element which facilitates the starting of the
tape in the initial steps of the preparation of the machine.
[0026] Moreover, the containment body 20, provided
by means of a profiled element, allows easy- application
of the closure cover 60 which protects the axial ends of
the transport roller and of the contrast roller.
[0027] From the above description it is thus evident
that the invention achieves the intended aim and ob-
jects, and in particular the fact is stressed that a labeling
machine is provided in which it is possible to have an
efficient arrangement of the components together with
a considerable simplification during assembly.
[0028] The invention thus conceived is susceptible of
numerous modifications and variations, all of which are
within the scope of the appended claims.
[0029] In practice, the materials employed, as well as
the dimensions and the contingent shapes, may be any

according to requirements.
[0030] Where technical features mentioned in any
claim are followed by reference signs, those reference
signs have been included for the sole purpose of in-
creasing the intelligibility of the claims and accordingly,
such reference signs do not have any limiting effect on
the interpretation of each element identified by way of
example by such reference signs.

Claims

1. A labeling machine for applying labels arranged on
a reeled tape, comprising, on a supporting frame
(2), a dispensing roller (3) for the reel of tape (4)
bearing the labels, a takeup roller (18) for taking up
the tape (4), a plurality of transfer rollers (5,8,9,17),
a transport roller (15) and a label application blade
(11), characterized in that it comprises a contain-
ment body (20) which accommodates an actuation
motor (22) and forms on its outer side a first seat
(28) for a pivot (30) of a closure device (31), for a
pivot (16a) of a contrast roller (16) acting on said
transport roller (15), and a second seat (26) partially
surrounding the periphery of the transport roller
(15).

2. The labeling machine according to claim 1, charac-
terized in that said containment body (20) is pro-
vided by an extruded profiled element which is con-
nected to said frame constituted by a plate-like el-
ement (2).

3. The labeling machine according to the preceding
claims, characterized in that said containment
body (20) internally forms seats (21) for engage-
ment with coupling means for fixing to said plate-
like element (2) and for a closure cover (60).

4. The labeling machine according to one or more of
the preceding claims, characterized in that said
containment body (20) has, in a downward region,
a protrusion (25) which delimits the seat (26) which
surrounds said transport roller (15).

5. The labeling machine according to claim 4, charac-
terized in that said containment body (20) has, on
the opposite side with respect to said protrusion
(25), a tab (27) which is arranged so as to close said
seat (26) and to delimit a hollow region (28) for the
insertion of the pivot (30) of the closure device (31)
which acts on a supporting assembly (40) of said
contrast roller (16).

6. The labeling machine according to one or more of
the preceding claims, characterized in that it com-
prises two side walls (41) for supporting said con-
trast roller (16) which have elongated slots (42) for

3 4



EP 1 132 302 B1

4

5

10

15

20

25

30

35

40

45

50

55

the insertion of the pivot (16a) of said contrast roller
(16), a contrast spring (44) acting on said pivot (16a)
and being adjustable by way of screws (45) which
pass through said pivot (16a), said contrast roller
(16) being thus able to oscillate.

7. The labeling machine according to one or more of
the preceding claims, characterized in that it com-
prises a protective flap (51) arranged above said
contrast roller (16).

Patentansprüche

1. Etikettiermaschine zum Aufbringen von Etiketten,
die auf einem aufgerollten Band angeordnet sind,
umfassend auf einem Tragrahmen (2) eine Vorrats-
walze (3) für die Rolle aus Band (4), das die Etiket-
ten trägt, eine Aufwickelwalze (18) zum Aufwickeln
des Bands (4), eine Mehrzahl von Transferwatzen
(5, 8, 9, 17), eine Transportwalze (15) sowie eine
Etikettenaufbringungsklinge (11), dadurch ge-
kennzeichnet, daß sie einen Gehäusekörper (20)
umfaßt, der einen Antriebsmotor (22) aufnimmt und
an seiner Außenseite einen ersten Sitz (28) für ein
Gelenk (30) einer Schließvorrichtung (31) bildet, für
ein Gelenk (16a) einer auf die Transportwalze (15)
einwirkenden Gegenwalze (16), und einen zweiten
Sitz (26), der den Umfang der Transportwalze (15)
teilweise umgibt.

2. Etikettiermaschine nach Anspruch 1, dadurch ge-
kennzeichnet, daß der Gehäusekörper (20) durch
ein extrudiertes Profilelement gebildet ist, das mit
dem Rahmen verbunden ist, der durch ein platten-
förmiges Element (2) gebildet ist.

3. Etikettiermaschine nach den vorhergehenden An-
sprüchen, dadurch gekennzeichnet, daß der Ge-
häusekörper (20) innen Sitze (21) zum Eingriff mit
Kopplungsmitteln zum Befestigen des plattenförmi-
gen Elements (2) und für einen Schließdeckel (60)
bildet.

4. Etikettiermaschine nach einem oder mehreren der
vorhergehenden Ansprüche, dadurch gekenn-
zeichnet, daß der Gehäusekörper (20) in einem un-
teren Bereich einen Vorsprung (25) aufweist, der
den Sitz (26) begrenzt, welcher die Transportwalze
(15) umgibt.

5. Etikettiermaschine nach Anspruch 4, dadurch ge-
kennzeichnet, daß der Gehäusekörper (20) an der
bezüglich des Vorsprungs (25) gegenüberliegen-
den Seite eine Spitze (27) aufweist, die derart an-
geordnet ist, daß sie den Sitz (26) schließt und ei-
nen Hohlbereich (28) zum Einsetzen des Gelenks
(30) der Schließvorrichtung (31) begrenzt, die auf

eine Traganordnung (40) der Gegenwalze (16) ein-
wirkt.

6. Etikettiermaschine nach einem oder mehreren der
vorhergehenden Ansprüche, dadurch gekenn-
zeichnet, daß sie zwei Seitenwände (41) zum Tra-
gen der Gegenwalze (16) umfaßt, welche längliche
Schlitze (42) zum Einsetzen des Gelenks (16a) der
Gegenwalze (16) aufweisen, wobei eine Gegenfe-
der (44) auf das Gelenk (16a) einwirkt und durch
Schrauben (45) einstellbar ist, welche durch das
Gelenk (16a) hindurch verlaufen, so daß die Ge-
genwalze (16) somit oszillieren kann.

7. Etikettiermaschine nach einem oder mehreren der
vorhergehenden Ansprüche, dadurch gekenn-
zeichnet, daß sie einen über der Gegenwalze (16)
angeordneten Schutzdeckel (51) umfaßt.

Revendications

1. Dispositif d'étiquetage pour appliquer des étiquet-
tes disposées sur une bande enroulée comprenant,
sur un cadre de support (2), un rouleau distributeur
(3) pour la bobine de la bande (4) portant les éti-
quettes, un rouleau d'enroulement (18) pour enrou-
ler la bande (4), plusieurs rouleaux de transfert (5,
8, 9, 17), un rouleau de transport (15) et une lame
d'application d'étiquettes (11), caractérisé en ce
qu'il comprend un corps de renfermement (20) qui
loge un moteur d'actionnement (22) et qui forme sur
son côté extérieur un premier siège (28) pour un
pivot (30) d'un dispositif de fermeture (31), pour un
pivot (16a) d'un rouleau de contraste (16) agissant
sur ledit rouleau de transport (15), et un second siè-
ge (26) entourant partiellement la périphérie du rou-
leau de transport (15).

2. Dispositif d'étiquetage selon la revendication 1, ca-
ractérisé en ce que ledit corps de renfermement
(20) est réalisé par un élément profilé extrudé qui
est relié audit cadre constitué par un élément en for-
me de plaque (2).

3. Dispositif d'étiquetage selon les revendications pré-
cédentes, caractérisé en ce que ledit corps de ren-
fermement (20) forme intérieurement des sièges
(21) pour une mise en prise avec des moyens de
couplage pour la fixation audit élément en forme de
plaque (2) et pour un couvercle de fermeture (60).

4. Dispositif d'étiquetage selon l'une ou plusieurs des
revendications précédentes, caractérisé en ce
que ledit corps de renfermement (20) présente,
dans une région vers le bas, une saillie (25) qui dé-
limite le siège (26) qui entoure ledit rouleau de
transport (15).
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5. Dispositif d'étiquetage selon la revendication 4, ca-
ractérisé en ce que ledit corps de renfermement
(20) présente, sur le côté opposé par rapport à la-
dite saillie (25), une patte (27) qui est agencée de
manière à fermer ledit siège (26) et à délimiter une
région creuse (28) pour l'insertion du pivot (30) du
dispositif de fermeture (31) qui agit sur un ensemble
de support (40) dudit rouleau de contraste (16).

6. Dispositif d'étiquetage selon l'une ou plusieurs des
revendications précédentes, caractérisé en ce
qu'il comprend deux parois latérales (41) pour sup-
porter ledit rouleau de contraste (16) qui présente
des fentes oblongues (42) pour l'insertion du pivot
(16a) dudit rouleau de contraste (16), un ressort de
contraste (44) agissant sur ledit pivot (16a) et ajus-
table par des vis (45) qui passent à travers ledit pi-
vot (16a), ledit rouleau de contraste (16) étant ainsi
apte à osciller.

7. Dispositif d'étiquetage selon l'une ou plusieurs des
revendications précédentes, caractérisé en ce
qu'il comprend un volet de protection (51) disposé
au-dessus dudit rouleau de contraste (16).

7 8



EP 1 132 302 B1

6



EP 1 132 302 B1

7



EP 1 132 302 B1

8



EP 1 132 302 B1

9


	bibliography
	description
	claims
	drawings

