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Description

[0001] The present invention refers to an energy-sav-
ing machine for packaging products with heat-shrinking
film.
[0002] Up to now, packaging machines of the tradi-
tional type are sized and structured so as to be able to
wrap products of varying sizes with heat-shrinking film.
In such a way the investment costs are cut and with a
single machine it is possible to advantageously treat the
various products in their different sizes.
[0003] It is clear that these machines must be of a suf-
ficient size and capability both for ventilation and heating
so as to completely fill the size of the tank and of the
dome of the machine.
[0004] It can immediately be understood that to be
able to carry out such a function the aforementioned ma-
chines have respective constant volumes and energy
consumption both in the case where one needs to wrap
a small product and where one needs to wrap a large
one with a clear waste of energy and space.
[0005] Consequently packaging times are also rea-
sonably predetermined and long and the energy con-
sumption is substantial, even for packaging small prod-
ucts.
[0006] Further a heat shrinking machine for packag-
ing products according to DE-A-1917264 has two sep-
arate chambers which are alternatively heated to pack-
age a product while the other chamber is prepared for
the heat shrinking.
[0007] The general purpose of the present invention
is that of overcoming the aforementioned drawbacks of
the prior art in an extremely simple, cost-effective and
particularly functional manner.
[0008] Another purpose is that of being able to limit
as desired the consumption still with the ability of the
machine being unchanged according to the variation of
the requirements.
[0009] Yet another purpose is that of being able to al-
so limit the treatment times both according to the mate-
rial and according to the size of the product being pack-
aged.
[0010] In view of the aforementioned purposes, ac-
cording to the present invention, an energy-saving ma-
chine for packaging products with a heat-shrinking film
has the characteristics laid out in the attached claim 1.
[0011] Particular embodiments of the machine are set
out in the dependent claims.
[0012] The structural and functional characteristics of
the present invention and its advantages compared to
the prior art shall become clearer from an examination
of the following description, referring to the attached
drawings, which show various embodiments of an en-
ergy-saving machine for packaging products with a
heat-shrinking film according to the inventive principles
of the invention itself.
[0013] In the drawings:

- figure 1 is a side section view which longitudinally
shows a first embodiment of the packaging machine
of the present invention;

- figure 2 is a transversal section view rotated by 90°
with respect to the previous view of figure 1;

- figure 3 is a plan view from above of the machine
of figure 1;

- figure 4 is a side section view which longitudinally
shows a second embodiment of the packaging ma-
chine of the present invention;

- figure 5 is a plan view from above of the machine
of figure 4;

- figure 6 is a side section view which longitudinally
shows a third embodiment of the packaging ma-
chine of the present invention;

- figure 7 is a plan view from above of the machine
of figure 6.

[0014] With reference to the drawings in general, var-
ious embodiments of energy-saving machines for pack-
aging products with heat-shrinking film according to the
invention are shown.
[0015] Figures 1-3 show a first embodiment in which
a machine according to the present invention is wholly
indicated with 10, and in the illustrated example it com-
prises a structure 11 upon which a reel of heat-shrinking
film 14 is lodged.
[0016] The structure of the machine for packaging
products with heat-shrinking film is not described in de-
tail here since it is in se well known; here we only refer
to the functional elements which are useful for the inter-
pretation and the actuation of the invention.
[0017] A cover or dome 13 constitutes the upper part
of the machine 10 which is arranged on a tank or lower
part 12 to define a chamber, wholly indicated with 15
only in figure 2. This chamber, which is equipped with a
heat source and with a fan for circulating the air which
is heated by the aforementioned heat source, defines a
single cutting, sealing and heat-shrinking space of the
film used.
[0018] Integral with the dome and with the tank,
means for cutting and heat-sealing the film, such as
blades, are foreseen and the chamber 15 can be closed
through the dome 13 which is hinged at 16 along one
side thereof.
[0019] Inside the aforementioned chamber a compos-
ite dividing wall is arranged formed from an upper por-
tion 17, integral with the dome 13, and a lower portion
18, inserted into the tank 12.
[0020] In this way, both the dome 13 and the tank 12
define two separate zones A and B which can be used
together or separately thanks to an external control (not
shown).
[0021] Each zone A and B then foresees a transpor-
tation and support group 22A and 22B for a product
schematised at 23.
[0022] Indeed, each zone A and B foresees an air cir-
culation fan 20A and 20B and relative heat sources,
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such as two groups of resistors 21A and 21B.
[0023] Both the fans 20A, 20B and the groups of re-
sistors 21A, 21B can be selectively activated so that it
is possible to only make those of zone A (fan 20A and
resistors 21A) function in the presence of small products
23, supplied one after the other only in that zone.
[0024] The possible activation of both of the fans 20A,
20B and of both of the groups of resistors 21A, 21B is
allowed by the permission given by a sensor 19, present
on the base of the tank 12 which indicates the presence
of the lower portion 18 of the dividing wall.
[0025] Since the upper portion 17 and lower portion
18 of the dividing wall are removable, a single chamber
can be defined for the treatment of large products, not
shown. In such a case there will be the activation of the
two fans 20A and 20B and of the two groups of resistors
21A and 21B since the sensor 19 indicates the absence
of the lower portion 18 of the dividing wall.
[0026] Figures 4 and 5 show a second embodiment
wherein the dome 13 and the tank 12 are equipped with
mobile portions of the dividing wall.
[0027] However, it can be hypothesised that in a first
possible embodiment only the upper portion 17 of the
dividing wall be mobile. The use of an upper portion or
mobile partition 17 transversally divides the dome. This
upper portion or mobile partition 17 can be guided by a
group of two guides 24 (only one of which is shown) in-
side which they are capable of sliding with or without
spherical pins 25 bound to the upper portion 17 of the
dividing wall. There can be a handle or another means
which allows the operator to regulate its position with
respect to the tank 12. In this way the dome 13 is par-
tialised, but in the tank 12 there must be at least one fan
20 and relative resistor groups 21A and 21B.
[0028] In figures 4 and 5, in the use of mobile parti-
tions as described above, it should be noted how this
can also transversally divide the tank 12 of the machine.
This dividing wall 17, 18 constituting a partition can in
this case form a single body with a lower plate 26 car-
rying the motor of the fan 20, capable of sliding on a
base portion 12a of the tank 12. Such a lower plate 26
is, for example, guided by suitable guides, with or with-
out balls, arranged in the lower part of the body of the
machine, in such a way that, moving the dividing wall
17, 18, the fan with the relative motor 20 also moves so
that they are always arranged in the closest position to
the centre of the area created by the dividing wall and
by the rest of the tank 12 and of the dome 13.
[0029] Moreover, to collaborate with the mobile lower
portion 18 of the dividing wall sensors or microswitches
19A and 19B are foreseen which selectively activate the
two groups of resistors 21A and 21B arranged in the
tank 12.
[0030] Alternatively, with simply the lower portion 18
mobile, two distinct groups of fans 20A and 20B can be
used connected to two relative groups of resistors 21A
and 21B. In this case, with suitable electrical connec-
tions controlled through a microswitch and/or proximity

sensor, the second fan 20B shall only be activated when
the area of use shall be such as to have to use the air
vortex created by this to obtain a better yield.
[0031] As stated previously, the lower portion 18 sup-
ports and/or can support a support grill or transportation
and support group 22 of a product schematised at 23,
which also adapts to the varying useful size of the op-
erating zone inside the machine. Regarding which, from
the opposite side such a grill 22 enters into a suitable
slit 27 behind which is arranged a support system, such
as a roller 28, which also eases its ability to slide when
the lower portion 18 of the dividing wall is moved.
[0032] The activation of these upper 17 and/or lower
18 partition portions therefore determines the activation
of the heating resistors 21A and 21B which are of a
number and power such as to correspond with the vol-
ume requirement of the dome 13 and of the tank 12 de-
termined by the position of the portions of dividing wall
17 and 18.
[0033] Such resistors which constitute the heating
group (heat lung), instead of being in a single body like
in traditional machines, is divided into two parts sepa-
rated longitudinally each containing two, three or more
resistors of an appropriate power which in total, howev-
er, does not differ much from the maximum used on tra-
ditional "dome" machines of an equal maximum format.
[0034] The group of resistors 21A arranged towards
the right shall always be heating up (when the machine
is set up for shrinking) whereas the group arranged on
the left shall be activated two resistors 21B at a time,
when the portions 17, 18 of dividing wall divide the total
volume of the machine by about 2/3. On the other hand,
when this ratio is exceeded the third resistor 21B is also
made to heat up to have an optimal shrinking.
[0035] Figures 6 and 7 show yet another embodiment
of the invention wherein the machine for packaging
products with heat-shrinking film foresees an even
greater saving of energy.
[0036] Indeed, this machine realises both a regulation
of the chamber and the operating elements connected
to it and a regulation of the support grill or of the trans-
portation and support group of the product or products
to be packaged.
[0037] Indeed, a dividing wall 17, 18 is foreseen which
can be moved according to predetermined discrete po-
sitions in the machine in correspondence with arrange-
ments indicated with X, Y, Z, etc. The wall 17, 18, moving
in correspondence with the aforementioned arrange-
ments X, Y, Z etc., defines a chamber of a greater size
which can adapt to the size of the product to be pack-
aged. Should the height or thickness of such a product
be large, it is, moreover, also possible to vary the ar-
rangement of the support grill 22 according to variable
height arrangements S, T, V, W, etc.
[0038] Obviously, like for the previous embodiment,
at least one fan 20 and relative resistor groups 21A and
21B are foreseen, capable of being activated through
sensors or microswitches 19A, 19B which selectively
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control the two groups of resistors 21A and 21B ar-
ranged in the tank 12.
[0039] It is clear that in this way the so-called "dome"
machine becomes modular both regarding the adapta-
tion of the working volume of the machine itself to the
actual size of the product and regarding the amount of
energy used. These special characteristics give various
advantages and especially: a reduction in the cycle time
and a reduction in energy consumption.
[0040] From that which has been described above
with reference to the figures, it can clearly be seen how
an energy-saving machine for packaging products with
a heat-shrinking film according to the invention is par-
ticularly useful and advantageous.
[0041] The purpose mentioned in the preamble of the
description is thus achieved.
[0042] Of course, the shape of the machine of the in-
vention can be different from that shown as a non-limit-
ing example in the drawings, just as the materials can
also be different.
[0043] The scope of protection of the present inven-
tion is therefore defined by the attached claims.

Claims

1. Energy-saving machine for packaging products
with heat-shrinking film comprising a structure (11)
consisting of a cover or dome (13), or upper part of
the machine, which is arranged on a tank (12), or
lower part, to define a chamber (15, A, B), said
chamber being equipped with a plurality of heat
sources (21A, 21B), at least one fan (20, 20A, 20B)
for circulating the air heated by said heat source, at
least one transportation and support group (22,
22A, 22B) of a product (23) to be packaged, and
means for cutting and heat-sealing said film, char-
acterised in that a dividing wall (17, 18) is arranged
in said dome (13) and/or said tank (12) in a position
defining separate zones (A, B) which can be used
separately, and where removal of at least a part of
said dividing wall from said position will add at least
a portion of one zone to the adjacent zone in order
to provide an entarged product receiving space.

2. Packaging machine according to claim 1, charac-
terised in that the dividing wall is formed of an up-
per wall part (17) situated in said dome (13) and a
lower wall part (18) situated in said tank (12).

3. Packaging machine according to claim 2, charac-
terised in that the upper wall part (17) and/or the
lower wall part (18) is removably arranged in the
machine.

4. Packaging machine according to claim 1 charac-
terised in that at least one of the upper and/or low-
er parts of said dividing wall (17, 18) is arranged to

be movable in said chamber (15, A, B) on sliding
guides (24, 25; 26, 12a).

5. Packaging machine according to claim 4, charac-
terised in that integral with said dividing wall (17,
18) there is a plate (26) carrying said fan (20), being
foreseen sensors or microswitches (19A, 19B), ca-
pable of being activated through the displacement
of said dividing wall (17, 18), which selectively ac-
tivate at least two groups of resistors (21A, 21B) ar-
ranged in said tank (12).

6. Packaging machine according to claim 4, charac-
terised in that said transportation and support
group (22) can be moved horizontally inside said
chamber (15, A, B).

7. Packaging machine according to claim 1, charac-
terised in that it foresees at least one pair of groups
of resistors (21A, 21B) to constitute said heat
source.

8. Packaging machine according to claim 7, charac-
terised in that a first of said groups of resistors
(21A), arranged in correspondence with an inlet
opening of said machine, always heats up with the
machine carrying out shrinking operations, where-
as a second group (21B) is activated two resistors
(21B) at a time, when said dividing wall (17, 18) di-
vides the total volume of said chamber (15) by about
2/3 and also said third resistor (21B) is activated
when said 2/3 ratio is exceeded.

9. Packaging machine according to claim 1, charac-
terised in that said transportation and support
group (22, 22A, 22B) can be moved vertically (at S,
T, V, W) in said chamber (15, A, B).

10. Packaging machine according to claim 1, charac-
terised in that an upper portion (17) of said dividing
wall separates said dome (13) into two separate
zones (A, B) which can be used together or sepa-
rately thanks to an external control.

Patentansprüche

1. Energiesparende Maschine zum Verpacken von
Produkten mit Schrumpffolie, mit einer Struktur
(11), die aus einer Abdeckung oder Haube (13) oder
einem oberen Abschnitt der Maschine besteht, der
auf einem Behälter (12) oder unterem Abschnitt an-
geordnet ist, um eine Kammer (15, A, B) abzugren-
zen, wobei die Kammer mit mehreren Wärmequel-
len (21A, 21B), wenigstens einem Lüfter (20, 20A,
20B) zum Zirkulieren der durch die Wärmequellen
beheizten Luft, wenigstens einer Transport- und
Stützgruppe (22, 22A, 22B) eines zu verpackenden
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Produkts (23) und einer Einrichtung zum Schneiden
und Wärmeversiegeln der Folie ausgerüstet ist, da-
durch gekennzeichnet, daß eine Trennwand (17,
18) in der Haube (13) und/oder dem Behälter (12)
in einer Position angeordnet ist, in der sie getrennte
Bereiche (A, B) abgrenzt, die getrennt voneinander
benutzt werden können, und die Entfernung wenig-
stens eines Abschnitts der Trennwand von der Po-
sition dazu führt, daß wenigstens ein Teil eines Be-
reichs zu dem benachbarten Bereich hinzugefügt
wird, um einen vergrößerten Produktaufnahme-
raum zu schaffen.

2. Verpackungsmaschine nach Anspruch 1, dadurch
gekennzeichnet, daß die Trennwand aus einem
oberen Wandabschnitt (17), der in der Haube (13)
angeordnet ist, und einem unteren Wandabschnitt
(18), der in dem Behälter (12) angeordnet ist, gebil-
det ist.

3. Verpackungsmaschine nach Anspruch 2, dadurch
gekennzeichnet, daß der obere Wandabschnitt
(17) und/oder der untere Wandabschnitt (18) ent-
fernbar in der Maschine angeordnet sind.

4. Verpackungsmaschine nach Anspruch 1, dadurch
gekennzeichnet, daß der untere und/oder der obe-
re Abschnitt der Trennwand (17, 18) bewegbar auf
Gleitführungen (24, 25; 26, 12a) in der Kammer (15,
A, B) angeordnet sind.

5. Verpackungsmaschine nach Anspruch 4, dadurch
gekennzeichnet, daß eine den Lüfter (20) tragen-
de Platte (26) an der Trennwand (17, 18) angeformt
ist, wobei vorgesehene Sensoren oder Mikroschal-
ter (19A, 19B) dazu ausgelegt sind, durch die Ver-
schiebung der Trennwand (17, 18) aktiviert zu wer-
den, wodurch wahlweise wenigstens zwei Gruppen
von Widerständen (21A, 21B) aktiviert werden, die
in dem Behälter (12) angeordnet sind.

6. Verpackungsmaschine nach Anspruch 4, dadurch
gekennzeichnet, daß die Transport- und Stütz-
gruppe (22) horizontal innerhalb der Kammer (15,
A, B) bewegbar ist.

7. Verpackungsmaschine nach Anspruch 1, dadurch
gekennzeichnet, daß wenigstens ein Paar von Wi-
derstandsgruppen (21A, 21B) vorgesehen ist, um
die Wärmequellen zu bilden.

8. Verpackungsmaschine nach Anspruch 7, dadurch
gekennzeichnet, daß eine erste der Widerstands-
gruppen (21A), die auf eine Einlaßöffnung der Ma-
schine hin ausgerichtet ist, immer zusammen mit
der Maschine aufgeheizt wird, um Schrumpfprozes-
se auszuführen, während eine zweite Gruppe (21B)
zwei Widerstände (21B) gleichzeitig aktiviert, wenn

die Trennwand (17, 18) das Gesamtvolumen der
Kammer (15) ungefähr 2/3 teilt, und bei Überschrei-
tung des 2/3-Verhältnisses auch der dritte Wider-
stand (21B) aktiviert wird.

9. Verpackungsmaschine nach Anspruch 1, dadurch
gekennzeichnet, daß die Transport- und Stütz-
gruppe (22, 22A, 22B) vertikal (bei S, T, V, W) in der
Kammer (15, A, B) bewegbar ist.

10. Verpackungsmaschine nach Anspruch 1, dadurch
gekennzeichnet, daß ein oberer Teil (17) der
Trennwand die Haube (13) in zwei getrennte Berei-
che (A, B) trennt, die mittels einer externen Steue-
rung zusammen oder getrennt verwendbar sind.

Revendications

1. Installation permettant une économie d'énergie
pour emballer des produits avec un film thermoré-
tractable comprenant une structure (11) constituée
d'un couvercle ou dôme (13), ou partie supérieure
de l'installation, qui est disposé sur un réservoir
(12), ou partie inférieure, pour définir une chambre
(15, A, B), ladite chambre étant équipée d'une plu-
ralité de sources de chaleur (21A, 21B), d'au moins
un ventilateur (20, 20A, 20B) pour faire circuler l'air
chauffé par ladite source de chaleur, d'au moins un
groupe de transport et de support (22, 22A, 22B)
d'un produit (23) à emballer, et de moyens pour cou-
per et pour thermosouder ledit film, caractérisée en
ce qu'une cloison (17, 18) est disposée dans ledit
dôme (13) et/ou ledit réservoir (12) dans une posi-
tion définissant des zones séparées (A, B) qui peu-
vent être utilisées séparément et où le retrait d'au
moins une partie de ladite cloison de ladite position
ajoute au moins une partie d'une zone à la zone ad-
jacente afin de donner un espace de réception de
produit plus grand.

2. Installation d'emballage selon la revendication 1,
caractérisée en ce que la cloison est formée par
une partie supérieure de cloison (17) située dans
ledit dôme (13) et une partie inférieure de cloison
(18) située dans ledit réservoir (12).

3. Installation d'emballage selon la revendication 2,
caractérisée en ce que la partie supérieure de cloi-
son (17) et/ou la partie inférieure de cloison (18) est
agencée de manière amovible dans l'installation,

4. Installation d'emballage selon la revendication 1,
caractérisée en ce qu'au moins l'une de la partie
supérieure de cloison et/ou de la partie inférieure
de ladite cloison (17, 18) est agencée pour être dé-
plaçable dans ladite chambre (15, A, B) sur des glis-
sières de guidage (24, 25 ; 26, 12a).
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5. Installation d'emballage selon la revendication 4,
caractérisée en ce qu'il est prévu une plaque (26)
portant ledit ventilateur (20), des détecteurs et des
microrupteurs (19A, 19B) étant prévus, solidaire de
ladite cloison (17, 18), pouvant être activée par le
déplacement de ladite cloison (17, 18), qui active
sélectivement au moins deux groupes de résistan-
ces (21A, 21B) agencés dans ledit réservoir (12).

6. Installation d'emballage selon la revendication 4,
caractérisée en ce que ledit groupe de transport
et de support (22) peut être déplacé horizontale-
ment à l'intérieur de ladite chambre (15, A, B).

7. Installation d'emballage selon la revendication 1,
caractérisée en ce qu'elle prévoit au moins une
paire de groupes de résistances (21A, 21B) pour
constituer ladite source de chaleur.

8. Installation d'emballage selon la revendication 7,
caractérisée en ce qu'un premier desdits groupes
de résistances (21A), agencé pour correspondre à
une ouverture d'entrée de ladite installation, chauffe
toujours pendant que l'installation effectue les opé-
rations de rétraction, alors qu'un second groupe
(21B) comprend deux résistances activées (21B)
en même temps lorsque ladite cloison (17, 18) divi-
se le volume total de ladite chambre (15) d'environ
2/3 et, en outre, ladite troisième résistance (21B)
est activée lorsque ledit rapport de 2/3 est dépassé.

9. Installation d'emballage selon la revendication 1,
caractérisée en ce que ledit groupe de transport
et de support (22, 22A, 22B) peut être déplacé ver-
ticalement (aux repères S, T, V, W) à l'intérieur de
ladite chambre (15, A, B).

10. Installation d'emballage selon la revendication 1,
caractérisée en ce qu'une partie supérieure (17)
de ladite cloison sépare ledit dôme (13) en deux zo-
nes séparées (A, B) qui peuvent être utilisées en-
semble ou séparément grâce à une commande ex-
térieure.

9 10



EP 1 232 948 B1

7



EP 1 232 948 B1

8



EP 1 232 948 B1

9



EP 1 232 948 B1

10



EP 1 232 948 B1

11



EP 1 232 948 B1

12



EP 1 232 948 B1

13


	bibliography
	description
	claims
	drawings

