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Description
Technical field

[0001] The invention relates to a rewinding machine
for the production of reels of web wound on winding
mandrels, e.g. paper, tissue paper, non-woven material
and similar products in sheet or tape form. More partic-
ularly, the invention relates to a peripheral rewinding
machine, of the type comprising a winding cradle,
formed e.g. by two winding rollers, on which a reel under
formation rests, and a pair of mating centers carried by
mobile slides which engage the ends of the winding
mandrel and are lifted gradually from the winding cradle
formed by the winding rollers.

[0002] Theinvention also relates to a peripheral wind-
ing method, i.e. a method in which the web is wound on
reels under formation by contact with winding members,
e.g. rotary winding rollers.

State of the art

[0003] Web winding or rewinding operations are re-
quired in the field of non-woven processing, e.g. in the
production of reels of semifinished materials intended
for the production of sanitary towels, diapers and the
like, and also in the production of paper, e.g. for the pro-
duction of rolls of toilet paper, kitchen paper or similar,
for the production of reels for supplying folding ma-
chines for the production of napkins, paper handker-
chiefs and similar disposable products.

[0004] The web production process is continuous and
the web is wound on large diameter parent reels. These
parent reels are later unreeled and the web is rewound
on smaller diameters reels or rolls. For some applica-
tions, the web is cut longitudinally and continuously and
wound on winding cores, which can be made of card-
board, plastic or other suitable material, the core being
fitted and aligned on a winding mandrel. The winding
mandrel is expandable, e.g. pneumatically or in any oth-
er equivalent way, to secure the winding cores onto it in
the required positions. The various tubular cores -
whose axial length can be identical or different - receive
corresponding strips of web obtained by longitudinally
cutting the web from the parent reel.

[0005] The rolls or reels are wound in sequence. The
completed reel is unloaded from the winding cradle, e.
g. formed by two winding rollers arranged side-by-side,
and replaced with a new winding mandrel onto which
the winding cores were previously secured.

[0006] A rewinding machine of this type is described
in EP-A-0747308. Another example of rewinding ma-
chine of this type is described in EP-A-1070675. Addi-
tional examples of peripheral rewinding machine of the
startstop type, i.e. in which the supply of web is tempo-
rarily interrupted to replace the formed reel with another
winding mandrel, are described in GB-A-2268476,
DE-C-3836367, EP-A-0640544 and US-A-5 439187 the
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latter being regarded as closest prior art.

[0007] These rewinding machines must be capable of
winding reels or rolls whose diameters may be large at
considerably high winding speeds. Typically, the web is
fed at speeds exceeding 1000 meters per minute, also
in the order of 2000 meters per minute.

[0008] Controlling the reel may be very difficult at such
speeds. Such difficulties are particularly due to the fact
that the winding mandrels, on which the cores where the
web reels will be wound are inserted and blocked, are
heavy in weight and tend to deflect by effect of their own
weight. Other reported problems refer to eccentricity of
the winding cores and winding mandrel inserted inside
the cores. Both the eccentricity and the deflection gen-
erate strong vibrations at the high winding speed which
is typical of these machines. During the winding phase
the reels tend to vibrate in a horizontal direction which
is orthogonal to their own axis. The vibrations will be
higher when softer material is wound. The vibrations are
more relevant when several reels or rolls are wound
side-by-side on a single mandrel. Furthermore, the crit-
ical rotation speeds of the assembly formed by the man-
drel and the reel being wound are relatively low and can-
not be exceeded due to evident problems of dynamics.

Object and summary of the invention

[0009] Objectoftheinventionisto provide a rewinding
machine of the aforesaid type which is capable of either
overcoming or limiting the aforementioned shortcom-
ings and particularly which is capable of reaching par-
ticularly high winding speed thanks to winding mandrel
control.

[0010] These and other objects and advantages,
which will be clear to those skilled in the art by the text
that follows, are essentially obtained by a rewinding ma-
chine comprising a winding cradle, on which areel under
formation is supported, and a pair of mating centers car-
ried by mobile slides which engage the ends of the wind-
ing mandrel, in which at least one of the mating centers
is associated to tensioning members which pull the
winding mandrel when it is engaged by the mating cent-
ers.

[0011] In this way, the winding mandrel is pulled dur-
ing the winding process, or at least during a phase of
the winding process. This may contribute to reducing or
eliminating the deflection caused by its own weight and
to correct eccentricity by either reducing or eliminating
it. The critical speed of the mandrel is increased. This
means that working at higher rotation speed is possible
and consequently the web can be fed faster. In practice,
the tension control applied to the mandrel is operated
according to the applied force and not to position. In this
way, the mandrel is kept pulled also when the flanks of
the machine are mechanically deformed.

[0012] According to a practical embodiment of the in-
vention, the rewinding machine presents tensioning
members associated to each of said mating centers,
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even though actually it can be foreseen that only one of
the tensioning members be provided with an actuator
which applies a traction force on the mandrel.

[0013] Advantageously, each mating center may
present a gripping head which engages the respective
end of the winding mandrel. Gripping can be obtained
inside the mandrel, in an axial hole. In this case, the
head will be of the expandable type. Gripping may, how-
ever, be obtained on the outside of the mandrel, e.g. on
an oversized neck or collar which is engaged by a head
which grips the mandrel from the outside.

[0014] In a possible advantageous embodiment, the
tensioning members comprise on at least one of said
slides, at least one actuator for approaching the respec-
tive mating center to the end of the winding mandrel and
pulling the winding mandrel by pulling the mating center
in the opposite direction with respect to the direction of
approach to the winding mandrel. Preferably, each mat-
ing center is associated to at least one actuator. Further-
more, advantageously, two actuators are associated to
each mating center to obtain more balanced force.
[0015] When both mating centers are associated to
one or more respective actuators, the actuator or actu-
ators of both may be advantageously used to approach
the heads to the ends of the mandrels; the actuator or
actuators of one mating center only pull the mandrel
while the other mating center will cooperate with an
abutment which determines the axial position that the
mandrel must assume during the winding process. The
symmetric arrangement of the two mating centers with
respective actuators and reference abutments on both
slides means that either one or the other of the mating
centers can be used alternatively for axial referencing.
[0016] Although the heads and the mating centers
may be motor driven, advantageously and preferably,
the heads are idly mounted, e.g. in a body of the mating
center which can be sliding housed in a sleeve integral
with the respective slide. A rotating manifold can be
used to feed the pressurized fluid to actuate the heads
which grip the mandrel. Electrical operation may be
used alternatively.

[0017] The invention also relates to a method for pro-
ducing reels of web wound on winding mandrels in
which: a winding mandrel is inserted in a winding cradle;
a quantity of said web is wound on said winding mandrel
which is turned in said winding cradle to form a reel; and
the reel thus formed is unloaded from the winding cra-
dle, characterized in that said winding mandrel is put un-
der traction for at least one part of the rewinding process
of said web on said winding mandrel.

[0018] Additional advantageous characteristics and
embodiments of the machine and the method according
to the invention are set forth in the annexed claims.

Brief description of the drawings

[0019] The invention will be better understood follow-
ing the description and the accompanying drawings,
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showing a non-limitative practical example of the inven-
tion itself. In the drawings, where identical parts are in-
dicated with the same reference numerals:

- Figure 1 is a lateral view according to the line I-I in
figure 3 of the rewinding machine limited to the
members which are relevant for this description on-
ly,

- Figure 2 is a cross-sectional view according to the
plane II-Il in figure 3 in an intermediate position be-
tween the two flanks of the rewinding machine,

- Figure 3 is a view and partial cross-sectional view
according to llI-Ill in figure 1,

- Figure 4 is a top view of a slide with respective mat-
ing center and other members carried by the slide,

- Figure 5 is a longitudinal sectional view according
to V-V in figure 4 and

- Figure 6 is a longitudinal sectional view similar to
that of figure 5 of a different position of the members
carried by the slide.

Detailed description of a preferred embodiment of the
invention

[0020] In figures 1 and 2, the essential elements of
the rewinding machine for understanding the invention
are shown. Other components which are known and
which are not relevant for understanding the invention
are omitted.

[0021] The rewinding machine, generically indicated
with reference numeral 1, presents two parallel vertical
flanks 3A, 3B between which two winding rollers 5, 7 are
arranged. The winding rollers present two parallel rotat-
ing axes 5A and 7A, respectively. The two winding roll-
ers 5 and 7 form a winding cradle 8 in which a winding
mandrel M is either inserted or arranged with the respec-
tive tubular cores which are inserted and secured onto
it in a way which is known per se. Both the mandrel in-
sertion means and the finished reel extraction means
are not illustrated because they are not relevant for the
invention and known the skilled in the field, neither are
the members which cut the web at the end of the winding
operation of a reel and before winding the following reel,
for the same reasons.

[0022] Guides 11 are fixed on the inner side of the two
flanks 3A, 3B, on which guides respective slides, gen-
erally indicated with reference numeral 13, slide. The
two slides 13 are reciprocally symmetric. Only one of
them will be described in below with particular reference
to figures 4, 5 and 6. The slide 13 presents a block 13A
on which shoes 13B are fitted for sliding on the guides
11. The block 13A carries a sleeve 15 which supports
the respective mating center inside, generally indicated
by reference numeral 17. The latter presents an expand-
able head 19 carried by the end of a spindle 21 which
is coaxial to a body 23 of the mating center 17, which in
turn is slidingly housed inside the sleeve 15. Reference
numeral 25 indicates the journals of the spindle 21 car-



5 EP 1 375 402 B1 6

rying the expandable head 19.

[0023] The flanks 3A and 3B present windows 3C
through which the sleeve 15, integral with the slide 13,
protudes, so that the slide 13 is on one side of the re-
spective flank while the members carried by the sleeve
15, especially the plate 31 and the actuators 33 with the
slider 35, are on the opposite side of said flank.

[0024] The spindle 21 is perforated to allow the pas-
sage of a control fluid to the head 19. The fluid is sup-
plied via a rotating manifold 27 arranged on the opposite
end of the spindle 21 with respect to the end carrying
the head 19. Air or other pressurized fluid is supplied to
the manifold 27 via a flexible conduit (not shown) to con-
trol the expansion of the head 19 for the purposes herein
described.

[0025] A plate 31 is secured outside the sleeve 15,
developed on a plane which is orthogonal to the axis of
the mating center 17 and whose shape is approximately
rectangular. Two cylinder-piston actuators 33 are fas-
tened to the plate 31, parallel to the axis A-A of the mat-
ing center and arranged in diametrically opposite posi-
tions with respect to said axis, respectively over it and
under it.

[0026] Therods 33A of the cylinder-piston actuator 33
are fastened to a slider 35 which is integral with a con-
necting member 37 which connects the slider 35 to the
body 23 of the mating center 17. In this way, as appears
by comparing figures 5 and 6, the actuators 33 are firstly
used to approach and distance the head 19 carried by
the mating center 17 with respect to a winding mandrel,
indicated with reference M, which is in the winding cra-
dle formed by the winding rollers 5 and 7. The winding
spindle M presents a hollow end tang M1 in which the
head 19 fits. The head expands and engages the wind-
ing mandrel M.

[0027] Astopisformed outside the sleeve 15 by a pair
of ring nuts 39 with which elements 41 which are integral
with the slider 35 cooperate. The stop 39 is adjustable
and arranged so that it determines the axial position in
which the winding mandrel M must assume in the wind-
ing cradle formed by the winding rollers 5 and 7 when
the mating center 37 is in the position shown in figure 6.
[0028] The slides 13 are fastened to respective verti-
cal cylinder-piston actuators 51 which control the lifting
and lowering movement of the slides. In order to ensure
that the two slides 13 on the two flanks 3A, 3B are moved
synchronously being at the same height in any instant,
in this embodiment a movement synchronization mech-
anism is provided comprising a transversal shaft 53 sup-
ported by the flanks 3A and 3B on which toothed pulleys
or gears 55 are fitted (near and inside the flanks). Flex-
ible members 57 turn on the gears or toothed pulleys.
The flexible members additionally turn on another gear
or toothed pulley 59, idly supported on the respective
flank at a lower height slightly over the winding rollers 5
and 7. The two flexible members 57 are fastened in point
61 to the respective slides 13 so that each of the latter
move synchronously without the two cylinder-piston ac-
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tuators 51 needing to perform particularly accurate
movements. Alternatively, different types of mecha-
nisms can be used to raise and lower the slides 13, e.
g. threaded bar mechanisms as those described in
EP-A-0747308.

[0029] By means ofthe actuators 51, the slides 13 and
the respective mating centers 17 move vertically in the
direction of the double arrow f13 (figures 1, 2, 3) be-
tween a minimum height indicated by the dotted line and
a higher position. The first position is that assumed by
the axis A-A of the mating centers when they are en-
gaged on the winding mandrel M and the latter with the
winding cores fitted on it is in the winding cradle defined
by the winding reels 5 and 7 in the initial winding phase
before the web is wound on the winding cores. The up-
per position, indicated with a solid line in figures 1 and
2, corresponds to the maximum height which can be
reached by the slides 13 when the reel under formation
(indicated by reference R) reaches its final diameter, i.
e. when the required amount of web N has been wound
on it.

[0030] The rewinding machine described to this point
works as follows. Reference is made in this description
to the formation of a reel on the winding mandrel. In ac-
tual fact, the reel under formation can be formed by a
plurality of single reels side-by-side which simultane-
ously receive the same length of web, since the winding
cycle can be carried out on tubular cores axially aligned
on the mandrel by winding strips of web obtained by lon-
gitudinally cutting a single incoming web. Consequently,
the term "reel" can herein indicate a single reel or a plu-
rality of axially aligned reels formed at the same time in
general.

[0031] The mandrel M with the respective cores is in-
serted in the winding cradle defined between the wind-
ing rollers 5 and 7 when the winding operation must be
started on a new winding mandrel M with the winding
cores fitted and secured to it by expansion of the man-
drel (this operation is carried out in a separate station
with respect to the rewinding machine). This operation
is carried out in a way which is known per se after re-
moving the reel R formed in the previous cycle from the
winding cradle. The operation concerning transversally
cutting the web and winding the first turn of web on the
winding cores fitted on the mandrel is also carried out
in a known way.

[0032] The mandrel Mis arranged axially between the
flanks 3A, 3B in the desired position by means of one of
the two mating centers 17. This operation is required
because, as mentioned above, several winding cores A
(one of which is schematically shown in figure 3) is fitted
on the winding mandrel M. The winding cores generally
present variable longitudinal dimensions and must be
aligned with respect to the strips of web N cut upstream
with respect to the winding zone so that the strips are
wound on the pertinent tubular cores A.

[0033] One of the two mating centers 17 is moved
from the initial position shown in figure 5 to the position
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shown in figure 6 defined by the stops 39 against which
the elements 41 integral with the cursor 35 secured to
the body 23 of the mating center 17 rests. The mating
center slides inside the sleeve 15 to insert the expand-
able head 19 in the tang M1 of the mandrel M which is
in the winding cradle, whereby pushing the mandrel M
to the final position defined by the stops 39. At this point,
the other mating center 17, which is symmetric with re-
spect to the previous mating center and arranged on the
opposite end of the mandrel M on the other flank of the
machine is axially moved to make the expandable head
19 penetrate inside the other tang M1 of the winding
mandrel M.

[0034] When both the heads 19 are inserted in the
tangs M1 of the winding mandrel M, the heads are ex-
panded by means of the fluid fed via the rotating mani-
fold 27 to axially engage the winding mandrel M. After
this operation, having securely fastened the ends of the
winding mandrel M on the counterpoised mating centers
17, the mating center 17 which is not used to axially po-
sition the mandrel M is pulled in the opposite direction
with respect to that which made the head 19 fit into the
tang M1 of the winding mandrel M, i.e. it is distanced by
elongating the corresponding cylinder-piston actuators
33. This pulls the winding mandrel M with the advantag-
es and for the purposes described above. Tension is ad-
vantageously maintained for the entire winding cycle, i.
e. for all the time needed to develop the reel or roll on
the mandrel.

[0035] The web M can start being wound in a suitable
instant after axially positioning the mandrel by means of
the stops 39 of one of the two mating centers.

[0036] Since the two slides 13 and the respective mat-
ing centers 17 are configured in a symmetrical way, they
can both be used alternatively for axially positioning the
mandrel and for axially tensioning it. The possibility is
not ruled out that the two mating centers are configured
in a different way so that one can always only be used
for axially positioning the mandrel while the other can
only be used for tensioning it. The actuators 33 associ-
ated to the mating center 17 used for axial positioning
and not for tensioning the mandrel remain essentially
inactivated and the reaction to the traction force on the
mandrel M is released on the slide 13 via the sleeve 15.
[0037] It is noted that the drawing is provided by the
way of an example only and that numerous changes can
be implemented to the construction and embodiments
of the invention herein envisaged without departing from
the scope of the present invention. The presence of ref-
erence numerals in the annexed claims has the purpose
of facilitating comprehension of the claims with refer-
ence to the description and does not limit the scope of
protection represented by the claims.

Claims

1. A rewinding machine for the production of reels of
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web wound on winding mandrels comprising a
winding cradle (8), on which a reel under formation
rests, and a pair of mating centers (17) carried by
mobile slides (13) which mating centers engage the
ends of the winding mandrel (M),

characterized in that at least one of said
mating centers is associated to tensioning mem-
bers (33) which pull the winding mandrel (M) when
itis engaged by the mating centers, thus axially ten-
sioning said mandrel.

Rewinding machine according to claim 1, charac-
terized in that said tensioning members are asso-
ciated to both of said mating centers.

Rewinding machine according to claim 1 or 2, char-
acterized in that each of said mating centers (17)
comprises a gripping head (19) which engages the
respective end (M1) of the winding mandrel (M).

Rewinding machine according to claim 3, charac-
terized in that said heads are expandable and are
inserted inside the respective ends of the winding
mandrel.

Rewinding machine according to one or more of the
preceding claims, characterized in that said ten-
sioning members comprise, on at least one of said
slides, at least one actuator (33) to move the re-
spective mating center to the end of the winding
mandrel and apply tension to the winding mandrel
by pulling the mating center in the opposite direction
with respect to the approach direction towards the
winding mandrel.

Rewinding machine according to claim 5, charac-
terized in that at least one slide carries two actua-
tors (33) to approach the mating center to the wind-
ing mandrel and pull the mating center in the oppo-
site direction, said actuators being arranged in dia-
metrically opposite positions with respect to the axis
of the mating center.

Rewinding machine according to claim 5 or 6, char-
acterized in that both slides carry at least one ac-
tuator (33) and in that the actuator of one of said
slides pulls the mandrel, the actuator of the other
slide solely serving to approach the respective mat-
ing center to the winding mandrel.

Rewinding machine according to one or more of the
preceding claims, characterized in that stops (39)
are associated to at least one of said two slides to
define the position of the winding mandrel.

Rewinding machine according to claim 8, charac-
terized in that stops (39) are associated to both of
said two slides to define the position of the winding
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mandrel.

Rewinding machine according to claim 3, charac-
terized in that said heads are idly mounted.

Rewinding machine according to one or more of the
preceding claims, characterized in that each slide
carries a sleeve (15) in which a body (23) of said
mating center (17) slides.

Rewinding machine according to claim 10 and 11,
characterized in that a shaft (21) carrying the re-
spective head (19) is supported inside the body (23)
of each mating center (17).

Rewinding machine according to claim 12, charac-
terized in that a rotating manifold (27) is associated
to said shaft for feeding an operating fluid to the re-
spective head (19).

Rewinding machine according to one of the claims
from 11 to 13, characterized in that at least one of
said sleeves presents a respective stop (39) for a
slider (35) which is fastened to the respective head
(19).

Rewinding machine according to claim 14, charac-
terized in that both of said sleeves presents a re-
spective stop for a slider which is fastened to the
respective head.

Rewinding machine according to claims 13 and 14
or 13 and 15, characterized in that said slider (35)
presents an external element (41) which cooper-
ates with said stop (39) and an internal connection
member (37) secured to the body (23) of the respec-
tive mating center.

Rewinding machine according to claim 16, charac-
terized in that said rotating manifold (27) is ar-
ranged inside said connection member.

Rewinding machine according to one or more of the
preceding claims, characterized in that said slides
are guided on vertical guides (11) integral with the
fixed flanks (3A, 3B) of the machine.

Rewinding machine according to one or more of the
preceding claims, characterized in that said slides
(13) are associated to actuators (51) which controls
upwards travel with respect to said winding cradle

(8).

Rewinding machine according to one or more of the
preceding claims, characterized in that it compris-
es means for synchronizing the movement of said
slides (13).
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21.

22,

23.

24,

25.

26.

27.

28.

10

Method for producing reels (R) of web (N) wound
on winding mandrels (M) in which: a winding man-
drel is inserted in a winding cradle (8); a quantity of
said web is wound on said winding mandrel which
is turned in said winding cradle to form a reel (R);
and the reel thus formed is unloaded from the wind-
ing cradle, characterized in that said winding man-
drel is pulled and axially tensioned for at least one
part of the winding process of said web on said
winding mandrel.

Method according to claim 21, characterized in
that one or more tubular cores are fitted and se-
cured onto said winding mandrel, the cores being
aligned along the axis of the mandrel and the web
being wound on said tubular cores.

Method according to claim 21 or 22, characterized
in that the ends of the winding mandrel (M) are en-
gaged by respective mating centers (17) and a force
is applied to said mating centers (17) which tends
to reciprocally distance them.

Method according to claim 23, characterized by
axially positioning said winding mandrel by means
of an approaching movement of one of said mating
centers and by pulling said winding mandrel longi-
tudinally by means of a distancing movement of the
other of said mating centers.

Method according to claim 23 or 24, characterized
in that said mating centers are engaged to the man-
drel by means of the respective gripping heads.

Method according to claim 25, characterized in
that said heads are inserted in the ends of the man-
drel and engaged to the mandrel by expansion.

Method according to one or more of the claim 21 to
26, characterized in that said mating centers are
guided along vertical guides.

Method according to claim 27, characterized in
that said mating centers are gradually raised during
the winding cycle by means of respective actuators.

Patentanspriiche

1.

Umwickelmaschine fir die Herstellung von Wickeln
aus einer Bahn, die auf Wickeldorne gewickelt sind,
mit einem Wickeltrog (8), auf dem ein in Bildung be-
findlicher Wickel aufliegt, und zwei Kupplungs-Zen-
trierzapfen (17), die von beweglichen Schlitten (13)
getragen werden und in die Enden des Wickeldorns
(M) eingreifen,

dadurch gekennzeichnet, dass mindestens
einem der Kupplungs-Zentrierzapfen Spannglieder
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(33) zugeordnet sind, die an dem Wickeldorn (M)
ziehen, wenn dieser von den Kupplungs-Zentrier-
zapfen ergriffen wird, wodurch der Dorn axial ge-
spannt wird.

Umwickelmaschine nach Anspruch 1, dadurch ge-
kennzeichnet, dass die Spannglieder beiden
Kupplungs-Zentrierzapfen zugeordnet sind.

Umwickelmaschine nach Anspruch 1 oder 2, da-
durch gekennzeichnet, dass jeder der Kupp-
lungs-Zentrierzapfen (17) einen Greifkopf (19) auf-
weist, der an dem entsprechenden Ende (M1) des
Wickeldorns (M) angreift.

Umwickelmaschine nach Anspruch 3, dadurch ge-
kennzeichnet, dass die Kopfe aufspreizbar sind
und in die jeweiligen Enden des Wickeldornes ein-
gesteckt werden.

Umwickelmaschine nach einem oder mehreren der
vorangehenden Anspriiche, dadurch gekenn-
zeichnet, dass die Spannglieder an wenigstens ei-
nem der Schlitten mindestens ein Stellglied (33)
aufweisen, um den jeweiligen Kupplungs-Zentrier-
zapfen zu dem Ende des Wickeldorns zu bewegen
und an den Wickeldorn eine Spannung anzulegen
durch Ziehen des Kupplungs-Zentrierzapfens in der
zu der Heranflhrrichtung an den Wickeldorn entge-
gengesetzten Richtung.

Umwickelmaschine nach Anspruch 5, dadurch ge-
kennzeichnet, dass mindestens ein Schlitten zwei
Stellglieder (33) trégt zum Heranfiihren des Kupp-
lungs-Zentrierzapfens zu dem Wickeldorn und zum
Ziehen des Kupplungs-Zentrierzapfens in der ent-
gegengesetzten Richtung, wobei die Stellglieder in
einander diametral gegeniberliegenden Positio-
nen bezlglich der Achse des Kupplungs-Zentrier-
zapfens angeordnet sind.

Umwickelmaschine nach Anspruch 5 oder 6, da-
durch gekennzeichnet, dass beide Schlitten min-
destens ein Stellglied (33) tragen und dass das
Stellglied eines der Schlitten an dem Dorn zieht,
wobei das Stellglied an dem anderen Schlitten nur
zum Heranfihren des jeweiligen Kupplungs-Zen-
trierzapfens an den Wickeldorn dient.

Umwickelmaschine nach einem oder mehreren der
vorangehenden Anspriche, dadurch gekenn-
zeichnet, dass Anschlage (39) mindestens einem
der Schlitten zugeordnet sind, um die Position des
Wickeldorns zu definieren.

Umwickelmaschine nach Anspruch 8, dadurch ge-
kennzeichnet, dass Anschlage (39) beiden Schlit-
ten zugeordnet sind, um die Position des Wickel-
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dorns zu definieren.

Umwickelmaschine nach Anspruch 3, dadurch ge-
kennzeichnet, dass die Kdpfe frei drehbar gela-
gert sind.

Umwickelmaschine nach einem oder mehreren der
vorangehenden Anspriche, dadurch gekenn-
zeichnet, dass jeder Schlitten eine Hilse (15)
tragt, in der ein Lagergehause (23) des Kupplungs-
Zentrierzapfens (17) verschiebbar ist.

Umwickelmaschine nach Anspruch 10 oder 11, da-
durch

gekennzeichnet, dass eine Welle (21), die den je-
weiligen Kopf (19) tragt, in dem Lagergehduse (23)
jedes Kupplungs-Zentrierzapfens (17) gehalten ist.

Umwickelmaschine nach Anspruch 12, dadurch
gekennzeichnet, dass ein drehbarer Verteiler (27)
der Welle zugeordnet ist fir das Zufiihren eines Ar-
beitsfluids zu dem jeweiligen Kopf (19).

Umwickelmaschine nach einem der Anspriiche 11
bis 13, dadurch gekennzeichnet, dass minde-
stens eine der Hilsen einen jeweiligen Anschlag
(39) fur einen Schieber (35) aufweist, der an dem
jeweiligen Kopf (19) befestigt ist.

Umwickelmaschine nach Anspruch 14, dadurch
gekennzeichnet, dass beide Hulsen jeweils einen
Anschlag flir einen Schieber aufweisen, der an dem
jeweiligen Kopf befestigt ist.

Umwickelmaschine nach Anspruch 13 und 14 oder
13 und 15, dadurch gekennzeichnet, dass der
Schieber (35) ein duleres Element (41) aufweist,
welches mit dem Anschlag (39) zusammenwirkt,
und ein inneres Verbindungselement (37), welches
an dem Lagergehause (23) des jeweiligen Kupp-
lungs-Zentrierzapfens befestigt ist.

Umwickelmaschine nach Anspruch 16, dadurch
gekennzeichnet, dass der drehbare Verteiler (27)
innerhalb des Verbindungselements angeordnet
ist.

Umwickelmaschine nach einem oder mehreren der
vorangehenden Anspriche, dadurch gekenn-
zeichnet, dass die Schlitten an Vertikalfihrungen
(11) gefiihrt sind, die einstlckig mit den feststehen-
den Flanken (3A, 3B) der Maschine sind.

Umwickelmaschine nach einem oder mehreren der
vorangehenden Anspriche, dadurch gekenn-
zeichnet, dass den Schlitten (13) Stellglieder (51)
zugeordnet sind, die die Aufwartsbewegung relativ
zu dem Wickeltrog (8) steuern.
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Umwickelmaschine nach einem oder mehreren der
vorangehenden Anspriche, dadurch gekenn-
zeichnet, dass sie Mittel zum Synchronisieren der
Bewegung der Schlitten (13) aufweist.

Verfahren zur Herstellung von Wickeln (R) einer
Bahn (N), die auf Wickeldorne (M) gewickelt wird,
bei dem ein Wickeldorn in einen Wickeltrog (8) ein-
gefiihrt wird; eine Lange der Bahn auf den Wickel-
dorn aufgewickelt wird, der in dem Wickeltrog ge-
dreht wird, um einen Wickel (R) zu bilden, und der
so gebildete Wickel aus dem Wickeltrog abgenom-
men wird, dadurch gekennzeichnet, dass der
Wickeldorn wahrend mindestens eines Teils des
Wickelvorgangs der Bahn auf den Wickeldorn unter
Zug gesetzt und dadurch axial gespannt wird.

Verfahren nach Anspruch 21, dadurch gekenn-
zeichnet, dass ein oder mehrere rohrférmige Wik-
kelkerne auf den Wickeldorn aufgesetzt und befe-
stigt werden, wobei die Wickelkerne langs der Ach-
se des Doms fluchtend ausgerichtet sind und die
Bahn auf die rohrférmigen Kerne aufgewickelt wird.

Verfahren nach Anspruch 21 oder 22, dadurch ge-
kennzeichnet, dass die Enden des Wickeldorns
(M) vom jeweiligen Kupplungs-Zentrierzapfen (17)
ergriffen werden und an die Kupplungs-Zentrier-
zapfen (17) eine Kraft angelegt wird, durch die sie
auseinander bewegt werden.

Verfahren nach Anspruch 23, gekennzeichnet
durch das axiale Positionieren des Wickeldorns
durch eine Heranfihrbewegung eines der Kupp-
lungs-Zentrierzapfen und durch Ziehen des Wik-
keldorns in L&ngsrichtung mittels einer Entfer-
nungsbewegung des anderen Kupplungs-Zentrier-
zapfens.

Verfahren nach Anspruch 23 oder 24, dadurch ge-
kennzeichnet, dass die Kupplungs-Zentrierzapfen
an dem Dorn mittels jeweiliger Greifkdpfe angrei-
fen.

Verfahren nach Anspruch 25, dadurch gekenn-
zeichnet, dass die Képfe in die Enden des Dornes
eingefuhrt und durch Aufspreizen in Eingriff mitdem
Dorn gebracht werden.

Verfahren nach einem oder mehreren der Anspru-
che 21 bis 26, dadurch gekennzeichnet, dass die
Kupplungs-Zentrierzapfen entlang Vertikalfiihrun-
gen gefihrt sind.

Verfahren nach Anspruch 27, dadurch gekenn-
zeichnet, dass die Kupplungs-Zentrierzapfen wah-
rend des Wickelvorgangs durch entsprechende
Stellglieder allmahlich angehoben werden.
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Revendications

Machine re-enrouleuse pour la production de rou-
leaux de bande continue enroulée autour de man-
drins d'enroulement, comprenant un berceau d'en-
roulement (8), sur lequel repose un rouleau en for-
mation, et une paire de tourillons conjugués (17)
portés par des coulisseaux mobiles (13), lesquels
tourillons conjugués cooperent avec les extrémités
du mandrin d'enroulement (M),

caractérisée en ce que au moins |'un des tourillons
conjugués est associé a des éléments de tension
(33) qui tirent sur le mandrin d'enroulement (M) lors-
qu'il coopére avec les tourillons conjugués, tendant
ainsi axialement ledit mandrin.

Machine re-enrouleuse selon la revendication 1,
caractérisée en ce que lesdits éléments de ten-
sion sont associés aux deux tourillons conjugués.

Machine re-enrouleuse selon la revendication 1 ou
2, caractérisée en ce que chacun des tourillons
conjugués (17) comprend une téte de préhension
(19) qui coopére avec l'extrémité respective (M1)
du mandrin d'enroulement (M).

Machine re-enrouleuse selon la revendication 3,
caractérisée en ce que lesdites tétes sont exten-
sibles et sont insérées a l'intérieur des extrémités
respectives du mandrin d'enroulement.

Machine re-enrouleuse selon une ou plusieurs des
revendications précédentes, caractérisée en ce
que les éléments de tension comprennent, sur au
moins I'un desdits coulisseaux, au moins un organe
d'actionnement (33) pour déplacer les tourillons
conjugués respectifs vers I'extrémité du mandrin
d'enroulement et appliquer la tension au mandrin
d'enroulement en tirant sur les tourillons conjugués
dans la direction opposée par rapport a la direction
d'approche vers le mandrin d'enroulement.

Machine re-enrouleuse selon la revendication 5,
caractérisée en ce que au moins un coulisseau
porte deux organes d'actionnement (33) pour ap-
procher le tourillon conjugué vers le mandrin d'en-
roulement et tirer le tourillon conjugué dans la di-
rection opposée, lesdits organes d'actionnement
étant disposés dans des positions diamétralement
opposées par rapport a lI'axe des tourillons conju-
gués.

Machine re-enrouleuse selon la revendication 5 ou
6, caractérisée en ce que les deux coulisseaux
portent au moins un organe d'actionnement (33) et
en ce que l'organe d'actionnement de I'un desdits
coulisseaux tire sur le mandrin, I'organe d'actionne-
ment de l'autre coulisseau servant simplement a
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rapprocher le tourillon conjugué respectif vers le
mandrin d'enroulement.

Machine re-enrouleuse selon une ou plusieurs des
revendications précédentes, caractérisée en ce
que des butées (39) sont associées a au moins I'un
desdits deux coulisseaux pour définir la position du
mandrin d'enroulement.

Machine re-enrouleuse selon la revendication 8,
caractérisée en ce que des butées (39) sont as-
sociées aux deux coulisseaux pour définir la posi-
tion du mandrin d'enroulement.

Machine re-enrouleuse selon la revendication 3,
caractérisée en ce que les dites tétes sont mon-
tées a vide.

Machine re-enrouleuse selon une ou plusieurs des
revendications précédentes, caractérisée en ce
que chaque coulisseau porte un manchon (15)
dans laquelle coulisse un corps (23) dudit tourillon
conjugué (17).

Machine re-enrouleuse selon la revendication 10 et
11, caractérisée en ce qu'un arbre (21) portant la
téte respective (19) est supporté a l'intérieur du
corps (23) de chaque tourillon conjugué (17).

Machine re-enrouleuse selon la revendication 12,
caractérisée en ce qu'une tubulure rotative (27)
est associée audit arbre pour alimenter la téte res-
pective (19) avec un fluide opérant.

Machine re-enrouleuse selon I'une des revendica-
tions 11 a 13, caractérisée en ce qu'au moins I'un
desdits manchons présente une butée respective
(39) pour un organe de coulissement (35) qui est
fixé sur la téte respective (19).

Machine re-enrouleuse selon la revendication 14,
caractérisée en ce que les deux manchons pré-
sentent une butée respective pour un organe de
coulissement qui est fixé sur la téte respective.

Machine re-enrouleuse selon les revendications 13
et 14 ou 13 et 15, caractérisée en ce que ledit or-
gane de coulissement (35) présente un élément ex-
terne (41) qui coopére avec ladite butée (39) et un
élément de raccordement interne (37)fixé sur le
corps (23) du tourillon conjugué respectif.

. Machine re-enrouleuse selon la revendication 16,
caractérisée en ce que ladite tubulure rotative (27)
est disposée a l'intérieur dudit élément de raccor-
dement.

. Machine re-enrouleuse selon une ou plusieurs des
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revendications précédentes, caractérisée en ce
que les manchons sont guidés sur des guidages
verticaux (11) solidaires des flancs fixes (3A, 3B) de
la machine.

Machine re-enrouleuse selon une ou plusieurs des
revendications précédentes, caractérisée en ce
que lesdits coulisseaux (13) sont associés a des
organes d'actionnement (51) qui commandent la
course ascendante par rapport audit berceau d'en-
roulement (8).

Machine re-enrouleuse selon une ou plusieurs des
revendications précédentes, caractérisée en ce
qu'elle comprend des moyens pour synchroniser le
mouvement desdits coulisseaux (13).

Procédé pour produire des rouleaux (R) de bande
continue (N) enroulée sur des mandrins d'enroule-
ment (M), dans lequel un mandrin d'enroulement
estinséré dans un berceau d'enroulement (8) ; une
quantité de ladite bande continue est enroulée sur
ledit mandrin d'enroulement qui est tourné dans le-
dit berceau d'enroulement pour former un rouleau
(R) ; et le rouleau ainsi formé est déchargé du ber-
ceau d'enroulement, caractérisé en ce que ledit
mandrin d'enroulement est tiré et axialement tendu
pendant au moins une partie du procédé d'enroule-
ment de ladite bande continue sur ledit mandrin
d'enroulement.

Procédé selon la revendication 21, caractérisé en
ce qu'un ou plusieurs noyaux tubulaires sont ajus-
tés et fixés sur ledit mandrin d'enroulement, les
noyaux étant alignés le long de I'axe du mandrin et
la bande continue étant enroulée sur lesdits noyaux
tubulaires.

Procédé selon les revendications 21 ou 22, carac-
térisé en ce que les extrémités du mandrin d'en-
roulement (M) coopérent avec des tourillons conju-
gués respectifs (17) et une force est appliquée sur
lesdits tourillons conjugués (17) qui tend a les es-
pacer entre eux.

Procédé selon la revendication 23, caractérisé par
le fait de positionner axialement ledit mandrin d'en-
roulement au moyen d'un mouvement d'approche
de I'un desdits tourillons conjugués et en tirant ledit
mandrin  d'enroulement longitudinalement au
moyen d'un mouvement d'espacement de l'autre
desdits tourillons conjugués.

Procédé selon la revendication 23 ou 24, caracté-
risé en ce que lesdits tourillons conjugués coopeé-
rent avec le mandrin au moyen des tétes de pré-
hension respectives.
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Procédé selon la revendication 25, caractérisé en
ce que lesdites tétes sont insérées dans les extré-
mités du mandrin et coopérent avec le mandrin par
expansion.

Procédé selon une ou plusieurs des revendications
21 a 26, caractérisé en ce que lesdits tourillons
conjugués sont guidés le long de guidages verti-
caux.

Procédé selon la revendication 27, caractérisé en
ce que lesdits tourillons conjugués sont progressi-
vement rehaussés au cours du cycle d'enroulement
au moyen d'élément d'actionnement respectifs.
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