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Description

[0001] The present invention relates generally to a current supply for supplying low temperature superconducting
devices refrigerated below the critical temperature with current. In particular the present invention relates to such a
current supply comprising a multi-filament coil made of a high temperature superconducting material.
[0002] Today’s superconducting devices are mostly operated at liquid helium temperature, i.e. 4.2 K For supplying
such a low Tc device with current at least two current leads must run from outside (room temperature) into the cryogenic
system for leading the current to and away.
[0003] Generally these current leads are made of normal conducting metals. However the power introduced into the
cryogenic system due to heat conduction and ohmic loss causes an appreciable boil-off of liquid helium being a consid-
erable cost factor.
[0004] It was suggested using so called hybrid current leads being tubes or rods and consisting of two parts. The first
part is normal conducting and runs from room temperature to a cryogenic system having an intermediate temperature
e.g. of liquid nitrogen LN2, i.e. 77 K. The second part is made of high temperature superconducting (htsc) ceramic having
a critical temperature above said intermediate temperature and runs from the cryogenic system with intermediate tem-
perature to the low Tc device at e.g. liquid helium LHe. Thereby the heat input into the liquid helium could be reduced
since the second part is a ceramic having a lower heat conductivity than metals. Further in case of DC applications
ohmic losses are avoided since the second part itself is superconducting over its whole length.
[0005] Both ends of the superconducting part of the current leads are provided with contacts of little resistance one
end being connected with the normal conducting part at the high temperature end (warm end) and the other being
connected with the superconducting device at the low temperature end (cold end).
[0006] Such a tube type hybrid current lead is disclosed in EP 0 723 278 A1. This hybrid current lead is in the form of
a hollow cylinder one end being made of a superconducting material (cold end) and the other end being made of a metal.
For reducing the heat input a reservoir filled with a cooling medium is provided within the tube at the side of the metal
part of the tube adjacent to the superconducting part.
[0007] US 5,057,645 discloses a lead interface connected to a superconducting device said lead interface being e.g.
a cylindrical insulating dewar housing an electrical lead for current supply to the low temperature device. Since the
electrical lead is housed in an insulating dewar it is not necessary to disconnect the electrical lead from the supercon-
ducting device in the periods when no current is supplied to the superconducting device and the electrical lead need not
be cooled. In the electrical element according to US 5,057,645 a monofilament coil is employed as electrical lead for
the superconducting part at the cold end.
[0008] US 5,880,068 discloses a method for increasing the thermal length of the high temperature superconducting
moiety of a current supply for low temperature superconductor devices relative to the spacing between its warm and
cold end wherein the high temperature superconducting moiety comprises at least two parts being arranged in a non
colinear manner. For example the single parts can be arranged parallel to each other forming plates or one after the
other forming a zig-zag pattern.
Furthermore it is suggested arranging two plates each composed of a plurality of single parts to a dual hts lead one plate
adapted to carry current to the low temperature superconducting device and the other plate adapted to carry current
away there from.
[0009] The current supply according to US 5,880,068 is a complex structure comprised of a plurality of single parts.
Furthermore its production requires a plurality of process steps including producing, arranging and conductively con-
necting each single part.
[0010] WO 99//22386 is directed to a method for producing a coil from a high temperature superconductive material,
and a high temperature superconductive coil with low alternating current loss, including mono- and multi fila coils and
bifilar coils. For mechanically supporting the coil it is suggested filling the gaps ment between the filaments of the coil
at least partially with a material being electrically non-conductive in order to avoid eddy currents. According to WO 99//
22386 the coils obtainable can be used as semi-finished products for producing a current supply. There is no indication
as to the use of such coils as current supply to low temperature devices wherein the current supply connects the low
temperature side of the device with a high temperature side. Further, there is no indication as to the specific construction
of such current supply in coil form for reducing heat transfer from the high temperature side to the low temperature side.
To the contrary, among the materials listed as suitable for filling the gaps materials are mentioned such as aluminium
nitride having a high heat conductivity.
[0011] In EP 0 350 268 A3 a bifilar coil made of YBCO material is disclosed used as current supply for connecting a
high temperature side with a low temperature side. In order to reduce the heat conduction from the high temperature
side to the low temperature side it is suggested using filaments tapered in the direction of the low temperature side. In
the coil the gaps between the single filaments are not filled. Further, there is no indication as to the production of such
coil, in particular, there are no indication as to further constructional features such as the width of the gaps etc..
[0012] For practical use it is desired that the cross section of the superconductor is as low as possible, the minimum
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value. however, being determined by the nominal current and the critical current density, that is the critical current density
at the warmest part in the magnetic self field.
[0013] It was the object of the present invention to provide an improved htsc current supply having drastically decreased
heat input. Furthermore it was the object of the present invention to provide a htsc current supply wherein the lead for
carrying current to and for carrying current away from the low temperature device are combined in one stable component.
[0014] According to a further aspect it was the object of the present invention to provide such a combined htsc current
supply allowing an optimisation of the superconducting geometry and a reduction of the heat input depending on the
requirements of the specific application.
[0015] According to the present invention this object is solved by a htsc current supply in form of a multi-filament coil
having at least two filaments, said filaments being made of a htsc material and being insulated at least partially from
each other by a material of low heat conductivity, wherein the width of the gaps is at least 2 mm.
[0016] In its simplest embodiment the present invention relates to a double thread coil or bifilar coil composed of two
spiral filaments which are made of a htsc material and the gaps between the spiral filaments being filled at least partially
with a material of small heat conductivity for insulating the filaments from each other.
[0017] In operation one end of each filament composing the coil is connected to a low temperature superconducting
device and the other end of each of the filaments is connected to a normal conducting lead the current being supplied
by one of the filaments and being returned by the other.
[0018] Due to the coil structure the thermal length is drastically increased so that the heat input is significantly reduced.
Further, since in the htsc current supply of the present invention the current runs in opposite direction adverse influences
of the self field of the superconductor affecting the current carrying capacity of the conductor are reduced. Due to the
enhanced current carrying capacity compared to a superconductor in which the current runs in one way only in the
current supply of the present invention the cross section of the superconductor, i.e. of the filament can be reduced and
the number of turns can be increased.
[0019] In addition by the multi-filament arrangement the outer stray field is strongly reduced.
[0020] The current supply of the present invention in form of a multi-filament coil is particularly suitable for AC and
DC applications with small or medium sized current, in particular in a range of I = 10 A to I = 1000 A.
[0021] For the present invention, in principle, any kind of high temperature superconducting material can be used for
forming the multi-filament coil. The high temperature superconducting material used in the present invention can be an
oxide material as well as a non oxide material. The present invention relates also to multi-filament coils made of a material
which becomes superconducting on thermal treatment.
[0022] Examples are oxide superconducting materials of the type (Y,SE)-(Ba,Ca,Sr)-Cu-O, (TI,SE)-Ea-Cu-O with Ea
being alkaline-earth metal and SE being rare earth element, or an oxide superconducting material comprising Hg, such
as rare earth-barium-cuprate type superconductors, e.g. mercury-barium-strontium-calcium-cuprate type superconduc-
tors, thallium-strontium-calcium-barium-cuprate type superconductors. An example for a non oxide material is MgB2
having Tc of about 50 K.
[0023] A preferred oxide superconducting material Is of the blsmuth-strontium-calclum-cuprate type (BSCCO) such
as Bi2Sr2CaCu2Oy (generally referred to "2212") or Bi2Sr2Ca2Cu3Oy (generally referred to "2223"). The superconducting
material can include one or more suitable additional and/or substituent element. For example, for the BSCCO part of
the bismuth can be substituted by Pb ((Pb-)Bi-Sr-Ca-Cu-O).
[0024] Further, the superconducting material can include one or more suitable compounds, such as sulfates or alkaline-
earth metals, said sulfates having a high melting point, e.g. BaSO4, SrSO4, and/or (BaSr)SO4.
[0025] The single filaments of a coil are thermally insulated from each other by a suitable material of low heat con-
ductivity. Suitable materials are synthetic materials. Examples are synthetic resins such as epoxy resins, e. y. epoxy
resins distributed under the trade marks "Stycast" produced by Emerson & Cuming and "Araldit" produced by Ciba-Geigy.
Said insulating material is filled into the gaps or incisions, respectively, between the single filaments. The gaps/incisions
may be filled completely or at least partially.
[0026] Due to the thermal insulation heat is forced to move along the windings and any by-pass is avoided. In addition
by the filling material the mechanical stability is improved.
[0027] The ends of the coil and of each filament, respectively, are formed as contacts, i.e. they are provided with
means for electrically conductive connection of the coil and filaments, respectively, with a current source, here the
conventionally conducting part of the current supply, and a current consumer, respectively, here the low temperature
superconducting device.
[0028] Suitable methods for preparing such contacts are generally known and are disclosed in WO 00/08657 which
is included herein by way of reference.
For example such an electrically conducting connection can be obtained by surrounding the ends of the superconducting
coil and filaments, respectively, with an electrically conducting metal. Examples for suitable metals are copper, silver,
alloys with each other and/or with further metals such as CuNi alloys.
These contacts may be formed from metal sheets or may be burned-in metal contacts.
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[0029] In principle, any known process for producing multi-filament coils can be used for producing the multi-filament
coil of the present invention suitable as a multi-filament current supply.
For example, methods for producing double- and multi-filaments coils are disclosed in WO 99/22386.
[0030] In the following the principles of preparing a suitable multi-filament coil are illustrated with reference to a double-
filament coil.
[0031] As starting body a superconducting ceramic tube or a tube made of a material which becomes superconducting
on further heat treatment can be used. The starting body can be provided at both ends with annular metal contacts, e.g.
made of silver.
[0032] The intended double spiral profile is cut into the external surface of the tube, e.g. by sawing, turning or milling.
Preferably when cutting the spiral profile into the wall, the wall is not completely separated, that is the incisions in the
form of the spiral profile do not extend to the internal of the tube.
[0033] The ends of the tube, approximately the area corresponding to the area of the contacts, remains uncutted, that
is the incisions of the spiral profile do not extend up to the ends of tube.
[0034] The incisions are filled at least partially with a non superconducting material of low heat conductivity, preferably
a suitable synthetic material.
[0035] The internal surface of the tube is turned down until the single spiral filaments are separated from each other.
[0036] The ends of the tube not having incisions, that is the area of the contacts, are separated by two cuts, e.g.
parallel to the axis of the tube, and the cuts are also filled completely or partially with the material of low heat conductivity.
[0037] By this process a stable component can be obtained composed of two (or if desired three and more) spiral
filaments isolated from each other. By the above production method also multi-filament coil can be obtained wherein
more than two current leads are integrated in one tube. Such current supply in form of a multi-filament coil can be
advantageously used for magnets with low temperature superconducting (Itsc)-Shim coils as used e.g. in NMR spec-
troscopy.
[0038] For connecting said double filament coil with normal electric conductors or superconductor devices suitable
means can be provided at each end of the filaments which are well known to those skilled in the art.
For example semi-circle components made of copper can be provided on both ends of the filaments.
[0039] In the result an integrated current supply is obtained in which the current leads of the current supply for carrying
current to and away are combined in one single component.
[0040] It has to be noted that the geometry of the starting body is not restricted to a tube but any geometry suitable
for the production of a coil may be used. Preferably the geometry of the starting material is substantially cylindrical.
[0041] The width of the windings corresponding to the width of the filaments and the width of the cuts of each spiral
filament define the pitch per winding and consequently the overall length of the spiral filament.
[0042] According to the present invention "width" is defined to be the extension parallel to the longitudinal axis of the
starting tube.
[0043] The dimensions and geometry of the coil are not particularly restricted and can be chosen according to need.
Preferably the single filaments of the coil are arranged concentrically and have the same diameter.
[0044] According to the present invention the width of the gaps (cuts) is adjusted to at least 2 mm in order to further
reduce the heat conductivity.
[0045] Preferably the width of the cuts is within some millimetres, e.g. from 2 mm to 10 mm, particularly from 2 mm
to 6 mm and mostly preferred from 2 mm to 4 mm.
[0046] It has to be noted that by a given length of the coil body by enhancing the width of the gaps the overall length
of the spiral filaments and consequently of the thermal length of the superconductor is reduced with increase of the risk
of heat input into the superconducting device at low temperature. Thus the upper limit of the width of the gaps is chosen
in view of sufficient thermal length of the superconducting filament.
[0047] The superconducting cross section ASC is determined by the width and the thickness of the windings.
[0048] Since the width and the thickness of the windings can be chosen according to need it is possible to adjust
precisely the desired nominal current.
[0049] According to the present invention the thickness of the windings corresponds to the wall thickness of the starting
tube for preparing the coil.
[0050] According to a preferred embodiment the current supply in form of a coil of the present invention can be provided
with a shunt. Such shunt serves to protect the superconducting component in case of bum out when the htsc material
looses its superconducting properties.
[0051] In such case high resistance occurs causing ohmic heat which can destroy or damage the superconducting
component within a very short period.
[0052] The shunt is made of a normal conducting material which is applied on the external surface of each of the spiral
filaments. The shunt may cover the external surface completely or only partially both in length and width. Preferably the
shunt extends over the whole length of the spiral filament.
[0053] The material for the shunt can be selected from any suitable conducting synthetic material or from a metal,
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metal being preferred.
[0054] Examples are the noble metals, in particular Ag, Au, Pt, Rh, Pd, Ru, Os and Ir and alloys thereof. Also non
noble metals and alloys can be used.
[0055] The noble metals are advantageous in view of electrical conductivity. However otherwise noble metals exhibit
also good thermal conductivity. In view of the desired reduced thermal input into the superconducting device connected
to the current supply it is preferred to use metals or alloys having less heat conductivity even though these materials
exhibit often only less electrical conductivity than the noble metals. A suitable example thereof is CuNi30.
[0056] For applying the shunt to the external surface of the spiral windings of the coil, the starting body in which the
spiral profile is cut, e.g. a tube, can be provided with a metal sheath prior to cutting.
[0057] Alternatively the metal for the shunt can be applied on the surface of the spiral filaments by a vapour deposition
technique such as a plasma method, a sputtering technique or electrodeposition.
[0058] Suitable techniques and materials for providing a superconductor with a shunt are disclosed in WO 00/086657
referred to above. The techniques disclosed therein are also applicable for the present invention.
[0059] According to a further embodiment the cross section of the spiral filaments can diminish in direction toward the
cold end of the spiral filament since the critical current density increases with decreasing temperature. For example, the
cross section can diminish gradually over the whole length or can be the same over a specific extension at the warm
end and may be reduced from the end of the extension directed toward the cold end to the cold end of the spiral filament.
[0060] The residual heat conductivity of the present htsc current supply in form of a multi-filament coil is determined
by two effects that is the heat conductivity in axial direction (P1) and the heat conductivity in azimuthal direction (P2,
parallel to the superconductor).
[0061] The former (P1) is determined by the width of the insulating incisions and decreases with increasing width of
the incisions. The area relevant for this contribution is defined by the dimensions of the starting tube from which the coil

is obtained according to the following equation: , with

ra = outer radius and
ri = inner radius.

[0062] The latter (P2) is determined by the overall length of the superconductor (the coil) and decreases with increasing
length of the coil.
[0063] That is, for minimum P1 the cross section of the tube should be small but on the other side for minimum P2
the length of the coil should be large.
Since the length of the coil decreases with increasing width of the incisions the cross section of the coil has to be optimised
in order to minimize the residual heat conductivity.
In the present invention this can be readily achieved by simple variation of the width of the incisions made and the
dimensions of the coil used.
[0064] For illustration in the following examples a htsc current supply in form of a double filament coil according to the
present invention is compared with a hitherto known htsc current supply in form of a tube.
These examples are only for illustration purposes and are not intended to restrict the invention.
[0065] In the examples the heat input of htsc current supplies between a cryogenic system at intermediate temperature
(LN2) and a low temperature device at liquid helium (LHe) is examined for I = 240 A.
The distance between both cryogenic systems (LN2, LHe) was 30 cm.
The critical current density at 77 K was 1000 A/cm2.
The superconducting material used in both examples was BSCCO 2212. The insulating material was Stycast 2850 FT.
[0066] The calculation of the heat input is based on the following integrals for heat conductivity:

Integral of heat conductivity of the superconductor (sc):

Integral of heat conductivity of the insulating material (im):
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Example 1

[0067]

a) Current supply of prior art consisting of two rods
The rods used had a cross section Asc = 0.24 cm2.
The total heat input PT was calculated as followed:

b) Current supply according to the invention in form of a double filament coil without electrical shunt:
A coil was used having the following dimensions:

• outer diameter of the coll = 35 mm
• thickness of the wall = 4 mm
• length of the coil = 30 cm
• resulting in a cross section Acoil = 3.90 cm2

• width of the windings = 6 mm
• width of the cuts = 3 mm
• length of each spiral Ls = 162 cm.

[0068] Heat input (axial):

with

xim = Lim/L = 0.33 relative length of insulating material (im)
xsc = Lsc/L = 0.67 relative length of superconductor (sc)

[0069] Heat input (azimuthal):

Total heat input:

[0070] As is clear from the above calculation by using the current supply of the present invention in form of a double
filament coil the heat input was reduced by 48 %.
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Example 2

[0071] The same cryogenic system and current supplies were used as in example 1 with the exception that the current
supply of the present invention in form of a double filament coil and the rod-like current supply of the prior art were
provided with a shunt made of metal being normal conducting.
[0072] The shunt was made of an alloy CuNi30 with Asc = AM, (AM = cross section shunt).
[0073] Integral of the heat input of the normal conducting shunt (M)

a) Current supply of prior art:

Total heat input: Pges = PM +PSC = 0.18W +0.075W = 0.225 W

b) Current Supply of present invention:
Heat input (axial):

Heat input (azimuthal):

Total heat input:

[0074] By the current supply of the present invention the heat input into the cryogenic system at LHe was reduced by
55 %.
[0075] It should be noted that the above calculations do not consider the effects involved with the reduction of the
magnetic self field due to the opposite running current in the multi-filament coil of the present invention resulting in an
increase of the current carrying capacity of about 20 %.
[0076] Since the current carrying capacity is increased in the present htsc current supply in form of a mulit-filament
coil, for a predetermined value for the current carrying capacity it is possible to reduce the cross section of the super-
conductor by the same amount.
Furthermore according to the present invention it is possible to readily optimize the dimensions of the coil by varying
the width of the filaments and /or the width of the incisions in dependence on the critical current density being dependent
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on the temperature (also not considered in the calculation).
[0077] When including these effects into the calculation in view of the above, still better results can be expected in
using the current supply of the present invention in form of a multi-filament coil, such as a double filament coil.

Claims

1. High temperature superconducting current supply in form of a multi filament coil having at least two spiral filaments,
said filaments being composed of a high temperature superconducting material or a material which becomes su-
perconducting an thermal treatment and being insulated from each other by a material which is filled at least partially
In the gaps between the spiral filaments, wherein the lead for carrying current to and for carrying current away from
the high temperature superconducting device are integrated in one component, characterised in that the width of
the gaps Is at least 2 mm and the material filled at least partly in the gaps is of low heat conductivity.

2. Current supply according to claim 1,
characterized in
that the coil is a double filament coil.

3. Current supply according to claim 1 or 2,
characterized in
that the coil is made of an oxide superconductor material of the bismuth-type (BSCCO) or such material which
becomes superconducting on thermal treatment.

4. Current supply according to any of the preceding claims,
characterized in
that the current supply is provided at least partially with a shunt of normal conducting material.

5. Current supply according to claim 4,
characterized in
that the shunt is made from a material selected from materials with reduced or low thermal conductivity.

6. Current supply according to any of the preceding claims,
characterized in
that the cross section of one or more of the filaments is less at the cold end than at the warm end of the current supply.

7. Current supply according to any of the preceding claims,
characterized in
that the width of the gaps separating the filaments from each other is within a range of 2 mm to 10 mm.

8. Process for preparing a current supply according to any of the preceding claims,
characterized in
that from a tube-like hollow body a multi filament coil is made comprising at least two spiral filaments, wherein the
width of the gaps separating the filaments is at least 2 mm,
filling the gaps between the filaments at least partially with a material of low heat conductivity and providing electrical
contacts at each end of the filaments, optionally prior to cutting the spiral filaments into the external surface of the
tube-like hollow-body.

9. Process according to claim 8,
characterized in
that incisions are made between the spiral filaments having a width within the range of 2 mm to 10 mm.

10. Use of a multi-filament coil made of an oxide superconducting material as current supply for a high temperature
superconducting device wherein the multifilament coil is comprised of at least one filament for carrying current to,
and at least one filament for carrying current away from the high temperature superconducting device, wherein the
gaps between the filaments are at least partially filled with a material, characterised in that said material is of low
heat conductivity and that the gaps have a width of at least 2 mm.
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Patentansprüche

1. Hochtemperatursupraleitende Stromzuführung in Form einer multifiiaren Spule mit mindestens zwei spiralförmigen
Filamenten, wobei die Filamente aus einem hochtemperatursupraleitenden Material oder einem Material, das bei
thermischer Behandlung supraleitend wird, bestehen und durch ein zumindest teilweise in die Zwischenräume
zwischen den spiralförmigen Filamenten verfülltes Material voneinander isoliert sind und wobei die Leitung für die
Stromzufuhr zu und die Stromabfuhr von der hochtemperatursupraleitenden Vorrichtung in einem Bauteil integriert
sind, dadurch gekennzeichnet, dass die Breite der Zwischenräume mindestens 2 mm beträgt und das zumindest
teilweise in die Zwischenräume verfüllte Material von geringer Leitfähigkeit ist.

2. Stromzuführung nach Anspruch 1,
dadurch gekennzeichnet,
dass die Spule eine bifilare Spule ist.

3. Stromzuführung nach Anspruch 1 oder 2
dadurch gekennzeichnet,
dass die Spule aus einem oxidischen Supraleitermaterial des Bismut-Typs (BSCCO) oder einem derartigen Material,
das bei thermischer Behandlung supraleitend wird, gefertigt ist.

4. Stromzuführung nach einem der vorhergehenden Ansprüche,
dadurch gekennzeichnet,
dass die Stromzuführung zumindest teilweise mit einem Shunt aus normalleitendem Material versehen ist.

5. Stromzuführung nach Anspruch 4,
dadurch gekennzeichnet,
dass der Shunt aus einem Material gefertigt ist, das aus Materialien mit verminderter oder geringer Wärmeleitfä-
higkeit ausgewählt ist.

6. Stromzuführung nach einem der vorhergehenden Ansprüche,
dadurch gekennzeichnet,
dass der Querschnitt von einem oder mehreren der Filamente am kalten Ende der Stromzuführung kleiner ist, als
am warmen Ende.

7. Stromzuführung nach einem der vorhergehenden Ansprüche,
dadurch gekennzeichnet,
dass die Breite der die Filamente voneinander trennenden Zwischenräume in einem Bereich von 2 mm bis 10 mm
liegt.

8. Verfahren zur Herstellung einer Stromzuführung nach einem der vorhergehenden Ansprüche,
dadurch gekennzeichnet,
dass aus einem röhrenförmigen Hohlkörper eine multifiiare Spule mit mindestens zwei spiralförmigen Filamenten
gefertigt wird, wobei die Breite der die Filamente voneinander trennenden Zwischenräume mindestens 2 mm beträgt,
dass die Zwischenräume zwischen den Filamenten zumindest teilweise mit einem Material von geringer Wärme-
leitfähigkeit ausgefüllt werden und dass jedes Ende der Filamente, gegebenenfalls vor dem Einschneiden der
spiralförmigen Filamente in die äußere Oberfläche des röhrenförmigen Hohlkörpers, mit elektrischen Kontakten
versehen wird.

9. Verfahren nach Anspruch 8,
dadurch gekennzeichnet,
dass zwischen den spiralförmigen Filamenten Einschnitte mit einer Breite im Bereich von 2 mm bis 10 mm einge-
bracht werden.

10. Verwendung einer aus einem oxidischen Supraleitermaterial gefertigten multifilaren Spule als Stromzuführung für
eine hochtemperatursupraleitende Vorrichtung, wobei die multifilare Spule aus mindestens einem Filament für die
Stromzufuhr zu und mindestens einem Filament für die Stromabfuhr von der hochtemperatursupraleitenden Vor-
richtung besteht und wobei die Zwischenräume zwischen den Filamenten zumindest teilweise mit einem Material
ausgefüllt sind, dadurch gekennzeichnet, dass das Material von geringer Wärmeleitfähigkeit ist und dass die
Zwischenräume eine Breite von mindestens 2 mm haben.
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Revendications

1. Alimentation électrique supraconductrice à haute température sous la forme d’une bobine multifilament ayant au
moins deux filaments spiralés, lesdits filaments étant composés d’un matériau spiralé supraconducteur à haute
température ou un matériau qui devient supraconducteur après traitement thermique et étant mutuellement isolés
par un matériau qui est chargé au moins partiellement dans les espacements entre les filaments spiralés, dans
laquelle les fils conducteurs pour transporter du courant vers et transporter du courant depuis le dispositif supra-
conducteur à haute température sont intégrés dans un composant, caractérisée en ce que la largeur des espa-
cements est au moins de 2 mm et le matériau chargé au moins partiellement dans les espacements a une faible
conductivité thermique.

2. Alimentation électrique selon la revendication 1,
caractérisée en ce que
la bobine est une bobine à double filament.

3. Alimentation électrique selon la revendication 1 ou 2.
caractérisée en ce que
la bobine est constituée d’un matériau supraconducteur d’oxyde de type bismuth (BSCCO) ou un tel matériau qui
devient supraconducteur par traitement thermique.

4. Alimentation électrique selon l’une quelconque des revendications précédentes,
caractérisée en ce que
l’alimentation électrique est pourvue au moins partiellement d’un shunt de matériau conducteur normal.

5. Alimentation électrique selon la revendication 4,
caractérisée en ce que
le shunt est constitué d’un matériau choisi parmi des matériaux ayant une conductivité thermique réduite ou faible.

6. Alimentation électrique selon l’une quelconque des revendications précédentes,
caractérisée en ce que
la section transversale d’un ou plusieurs des filaments est plus faible à l’extrémité froide qu’à l’extrémité chaude de
l’alimentation électrique.

7. Alimentation électrique selon l’une quelconque des revendications précédentes,
caractérisée en ce que
la largeur des espacements séparant les filaments les uns des autres est dans une plage de 2 mm à 10 mm.

8. Procédé pour préparer une alimentation électrique selon l’une quelconque des revendications précédentes,
caractérisé en ce que
à partir d’un corps creux tubulaire une bobine multifilament est formée comprenant au moins deux filaments spiralés,
dans laquelle la largeur des espacements séparant les filaments est d’au moins 2 mm,
le remplissage des espacements entre les filaments au moins partiellement avec un matériau de faible conductivité
thermique et la production de contacts électriques à chaque extrémité des filaments, facultativement avant de
découper les filaments spiralés dans la surface externe du corps creux tubulaire.

9. Procédé selon la revendication 8,
caractérisé en ce que
des incisions sont effectuées entre les filaments spiralés ayant une largeur dans la plage de 2 mm à 10 mm.

10. Utilisation d’une bobine multifilament constituée d’un matériau supraconducteur d’oxyde en tant qu’alimentation
électrique pour un dispositif supraconducteur à haute température dans laquelle la bobine multifilament est constituée
d’au moins un filament pour transporter du courant vers, et au moins un filament pour transporter du courant depuis
le dispositif supraconducteur à haute température, où les espacements entre les filaments sont au moins partielle-
ment remplis avec un matériau caractérisée en ce que ledit matériau a une faible conductivité thermique et que
les espacements ont une largeur d’au moins 2 mm.
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