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Description

[0001] The invention relates to a control valve for a
variable displacement compressor, according to the
preamble of claims 1.

[0002] In an automotive air conditioner in general, a
variable displacement compressor is employed so as to
obtain an adequate refrigerating capacity without being
constrained by the rotational speed of the engine driving
the compressor. In a known variable displacement com-
pressor a wobble plate having a variable inclination an-
gle is disposed within a gastight crank chamber for driv-
ing pistons to perform reciprocating motions in respec-
tive cylinders to suck in refrigerant from a suction cham-
ber, to compress the refrigerant, and then to discharge
it into a discharge chamber. The inclination angle of the
wobble plate is varied by changing the pressure in the
crank chamber by a control valve, whereby the refriger-
ant discharge capacity is varied. In general, a known
control valve operates to introduce part of the dis-
charged refrigerant (discharge pressure Pd) into the
crank chamber, such that the pressure Pc in the crank
chamber is controlled. The control is carried out accord-
ing to the suction pressure Ps in the suction chamber.
The control valve senses the initial suction pressure Ps,
and controls the flow rate of refrigerant introduced from
the discharge chamber into the crank chamber to hold
the suction pressure Ps at a constant level. The control
valve is equipped with a suction-pressure-sensing sec-
tion and a valve section for opening and closing a pas-
sage leading from the suction chamber to the crank
chamber according to the sensed suction pressure Ps.
Further, a known type of the control valve allows to freely
externally set the value of the suction pressure Ps to be
assumed, at the start of the variable displacement op-
eration, by a solenoid enabling the configuration of set-
tings of the pressure-sensing section by electric current.
[0003] Conventional externally controlled control
valves include a type for control of the compressor to
which the engine is directly connected without an elec-
tromagnetic clutch (JP-A-2000-110731). In the known
control valve the solenoid generates an electromagnetic
force in the valve closing direction. The pressure-sens-
ing section operates in the valve opening direction when
the suction pressure Ps drops below e.g. the atmos-
pheric pressure. When the solenoid is not energized, the
valve section is in a fully open state, whereby the pres-
sure Pcin the crank chamber is held at a pressure close
to the discharge pressure Pd. The wobble plate is ad-
justed substantially at right angles to the driving shaft.
The compressor operates with minimum capacity. The
discharge capacity can be substantially reduced to ap-
proximately zero even when the running engine is di-
rectly connected to the driving shaft without an electro-
magnetic clutch. In the known control valve the solenoid
is interposed between the pressure-sensing section and
the valve section. The suction pressure Ps is introduced
via the solenoid to the pressure-sensing section which
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compares the suction pressure Ps and the atmospheric
pressure. The solenoid in its entirety has to be accom-
modated within a pressure chamber, and hence compo-
nents of the solenoid need to be designed with consid-
erations given to resistance to pressure.

[0004] Itis an object of the invention to provide a con-
trol valve which is capable of controlling the variable dis-
placement compressor to the minimum capacity e.g.
without separating the compressor by an electromag-
netic clutch from the engine, and can be constructed
without a pressure resistant solenoid in a pressure
chamber.

[0005] The above problemis solved by a control valve
according to claim 1.

[0006] In this control valve the pressure-sensing
member is disposed between a first plunger and a part
of the solenoid except the first plunger. The pressure-
sensing member separates the pressure within the var-
iable displacement compressor from the atmospheric
pressure, which enables the control valve to be con-
structed without sensing member separates the pres-
sure within the variable displacement compressor from
the atmospheric pressure, which enables the control
valve to be constructed without accommodating the so-
lenoid in a pressure chamber. When the solenoid is not
energized, the first plunger adjusts the full-open position
of the valve section. The suction pressure urges, via the
pressure-sensing member, the second plunger in a di-
rection away from the first plunger. This allows to control
the variable displacement compressor to the minimum
capacity. The control valve then is applicable when the
compressor permanently is driven without an electro-
magnetic clutch.

[0007] With the divided plunger of the solenoid and
the pressure-sensing member disposed in-between,
only one of the divisional plungers performs the valve
opening control for controlling the pressure in the crank
chamber. Components ranging from the valve section
to a portion where the pressure-sensing member is dis-
posed, including one of the plungers which controls the
valve lift of the valve section need to be designed as
components which can stand applied pressure. A part
of the solenoid exclusive to this one plunger can be con-
structed as part open to the atmospheric pressure with-
out accommodation in a pressure chamber or an encap-
sulation.

[0008] A consequence of the structure is. when the
solenoid is not energized, the pressure-sensing mem-
ber is moved away from this one plunger, so that any
displacements of the pressure-sensing member are not
transmitted to the valve section, and at the same time,
the valve section remains in the fully open state. This
allows to adjust the compressor to minimum capacity
without using an electromagnetic clutch.

[0009] Embodiments of the invention will be de-
scribed with reference to the drawings. In the drawings
is:
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Fig. 1 a longitudinal cross-section of a control valve
for a variable displacement compressor (first
embodiment),

Fig.2 cross-section of the control valve in a state
when the variable compressor is started,

Fig. 3 a cross-section of the control valve in a state
when the compressor is in steady operation,

Fig. 4 a cross-section of a further control valve (sec-
ond embodiment),

Fig. 5 a cross-section of a further control valve (third
embodiment),

Fig. 6 a cross-section of a further control valve
(fourth embodiment),

Fig. 7 a cross-section of a further control valve (fifth
embodiment),

Fig. 8 a cross-section of a further control valve
(sixth embodiment),

Fig. 9 a cross-section of a further control valve (sev-
enth embodiment),

Fig. 10 a cross-section of a further control valve
(eighth embodiment),

Fig. 11 a cross-section of a further control valve
(ninth embodiment),

Fig. 12  a partial enlarged cross-section of a valve
section of a further control valve (tenth em-
bodiment), and

Fig. 13 a cross-section of a further control valve
(eleventh embodiment).

[0010] The control valve of Fig. 1 for a variable dis-

placement compressor includes a valve section within
in which an opening in the top of a body 11 forms a port
12 communicating with a not shown discharge chamber
of the compressor to receive a discharge pressure Pd.
A strainer 13 is provided on the port 12. The port 12
communicates with a port 14 communicating with a
crank chamber of the compressor. Port 12 is formed in
the body 11 so as to guide controlled pressure Pc out
into the crank chamber. A valve seat 15 is formed in a
refrigerant passage between the port 12 and the port
14, as an integral part of the body 11. At the side of the
valve seat 15 where the discharge pressure Pd is re-
ceived, a valve element 16 is disposed axially movably.
The valve element 16 is urged in valve-closing direction
by a spring 17 which has its load adjusted by an adjust-
ment screw 18 screwed into the port 12. Below the body
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11 a port 19 communicates with a suction chamber of
the compressor to receive a suction pressure Ps.
[0011] A hollow cylindrical member 20 is disposed at
a lower end of the body 11, and a first plunger 21 is ax-
ially movably disposed within the hollow cylindrical
member 20. The first plunger 21 is located in a guide
22, made e.g. of polytetrafluoroethylene, i.e. a material
having a low sliding resistance. The guide 22 is fitted
along the periphery at a lower housing part location. The
periphery of the guide 22 is in sliding contact with the
inner wall of the hollow cylindrical member 20. When the
first plunger 21 moves axially, the guide 22 guides the
first plunger 21 and maintains it at a predetermined dis-
tance from the inner wall of the hollow cylindrical mem-
ber 20. It should be noted that the guide 22 does not
circumscribe the entire circumference of the first plunger
21, but has one portion thereof cut open (passage slit),
allowing the suction pressure Ps to be introduced into a
space at a lower end side of the first plunger 21.
[0012] The first plunger 21 has an upper end flange
23 fixed by press-fitting. A spring 24 is interposed be-
tween the flange 23 and an upper end face of the hollow
cylindrical member 20. An axially movably shaft 25, dis-
posed within the body 11 with almost no clearance, has
a lower end thereof fixed at an upper axial location to
the first plunger 21, e.g. by press-fitting. The shaft 25
and the guide 22 position the first plunger 21 on the axis
of the body 11. The upper end of the shaft 25 extends
through a valve hole into contact with the valve element
16.

[0013] The spring 24 urging the first plunger 21 up-
ward has a larger spring force than the spring 17 urging
the valve element 16 in the valve-closing direction.
When the solenoid is not energized, the first plunger 21
abuts the ceiling of a chamber communicating with the
port 19, and the valve element 16 is in its fully open po-
sition.

[0014] Below thefirst plunger21, a diaphragm 26 con-
stituting a pressure-sensing section is disposed. An out-
er peripheral edge of the diaphragm 26 is sandwiched
between the hollow cylindrical member 20 and a casing
27 of the solenoid, and is sealed by a gasket 28. The
sandwiching is realized by swaging an upper end edge
of the casing 27 onto the lower end of the body 11, with
the hollow cylindrical member 20 held therebetween.
Thus, a part forming a pressure chamber of the control
valve extends up to a portion partitioned by the dia-
phragm 26, and a part below this portion receives the
atmospheric pressure. The diaphragm 26 is formed e.
g. of one piece of polyimide film. However, instead by
using a plurality of pieces overlaid one upon the other,
itis possible to increase the resistance of the diaphragm
26 against breakage which might be caused by repeat-
ed collisions of the first plunger 21.

[0015] Within the casing 27, a magnet coil 29 is dis-
posed, and inside the magnet coil 29 is disposed a
sleeve 30. The sleeve 30 contains a fixed core 31. Be-
tween the core 31 and the diaphragm 26 is disposed a
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second plunger 32 which is axially movable within the
sleeve 30. The second plunger 32 holds the upper end
of a central shaft 33 e.g. by press-fitting. The lower end
of the shaft 33 is supported in a bearing 35 disposed
within a knob 34 which closes the lower open end of the
casing 27. Disposed between the second plunger 32
and the core 31 is a spring 36 which urges the second
plunger 32 toward the diaphragm 26.

[0016] The body 11 carries an O-ring 37 at a location
between the port 12 (discharge pressure Pd) and the
port 14 (pressure Pc). A further O-ring 38 is fitted at a
location between the port 14 (pressure Pc) and the port
19 (suction pressure Ps). The lower end of the casing
27 carries an O ring 39 for separating the suction pres-
sure Ps from the atmospheric pressure. The magnet coil
29 may be supplied with control current via a harness
40.

[0017] The hollow cylindrical member 20, the casing
27, and the knob 34 are of magnetic materials and serve
as a yoke of a magnetic circuit of the solenoid. The mag-
netic force lines extend through the casing 27, the hol-
low cylindrical member 20, the first plunger 21, the sec-
ond plunger 32, the core 31, and the knob 34.

[0018] InFig. 1the solenoidis notenergized. The suc-
tion pressure Ps is high, i.e., the air conditioner is not in
operation, and the diaphragm 26 is displaced downward
against the load of the spring 36. The second plunger
32 abuts the core 31. The first plunger 21 is urged up-
ward by the spring 24 and is moved away from the dia-
phragm 26, and hence is free from influences of the di-
aphragm 26 which may be displaced by variations of the
suction pressure Ps. The first plunger 21 urges the valve
element 16 via the shaft 25 toward the fully open posi-
tion. Even when the compressor is driven by the engine,
it is operated with minimum discharge capacity.

[0019] If maximum control current is supplied to the
magnet coil 29 when the compressor has been started
(Fig. 2), the second plunger 32 is pressed downward by
the high suction pressure Ps into abutment with the core
31, so that even if the second plunger 32 is attracted by
the core 31, it remains in the same position. Therefore,
in this case, the second plunger 32 and the core 31 be-
have as if they were a fixed core, so that the second
plunger 32 attracts the first plunger 21, causing the first
plunger 21 to be attached to the second plunger 32 via
the diaphragm 26, whereby the shaft 25 is pulled down-
ward. The spring 17 seats the valve element 16 on the
valve seat 15, to fully close the valve section. The pas-
sage extending from the discharge chamber to the crank
chamber is blocked. The compressor is promptly shifted
into operation with maximum capacity.

[0020] The compressor continuously operating with
maximum capacity lowers the suction pressure Ps and
the diaphragm 26 tends to move upward. If then the con-
trol current is decreased according to the set tempera-
ture of the air conditioner, (Fig. 3), the first plunger 21,
the diaphragm 26, and the second plunger 32 in attract-
ed state move in unison upward to a position where the
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suction pressure Ps, the loads of the springs 17, 24, and
36, and the attractive force of the solenoid are balanced.
This pushes the valve element 16 upward from the valve
seat 15 by the shaft 25 to adjust a predetermined valve
lift. Refrigerant having discharge pressure Pd is intro-
duced into the crank chamber at a flow rate controlled
to a value dependent on the valve lift. The compressor
is adjusted to operate with a capacity corresponding to
the value of the control current.

[0021] When the control current is constant, the dia-
phragm 26 senses the suction pressure Ps and controls
the valve lift of the valve section. When the refrigerating
load is increased, the suction pressure Ps will displace
the diaphragm 26 to decrease the valve lift. The com-
pressor is adjusted to increase the discharge capacity.
When the refrigerating load is decreased, the suction
pressure Ps will displace the diaphragm 26 is displaced
upward to increase the valve lift. The compressor is ad-
justed in a direction to decrease the discharge capacity.
Thus, the compressor operates to maintain the suction
pressure Ps constant.

[0022] The control valve of Fig. 4 differs from the first
embodiment in that the locations of the port 12 (dis-
charge pressure Pd) and the port 14 (controlled pres-
sure Pc) are inverted.

[0023] The valve element 16 in Fig. 4 is integral with
a pressure-sensing piston 41, and the discharge pres-
sure Pd is introduced into a reduced-diameter portion
connecting the valve element 16 and the pressure-sens-
ing piston 41. The pressure-sensing piston 41 has an
outer diameter equal to the inner diameter of a valve
hole forming the valve seat 15, whereby the pressure-
receiving area of the valve element 16 and the pressure-
receiving area of the pressure-sensing piston 41 are
equal. The force generated by the discharge pressure
Pd at the valve element 16 and at the pressure-sensing
piston 41 are compensated. The solenoid and the dia-
phragm 26 control the valve element 16 without influ-
ence by the relatively high discharge pressure Pd.
[0024] The pressure-sensing piston 41 has a dual
function of canceling the influences of the discharge
pressure Pd and of a shaft transmitting the motions of
the solenoid and the diaphragm 26 to the valve element
16, as in the first embodiment.

[0025] The control valve in Fig. 5 differs from the first
and second embodiments in that it additionally controls
the flow rate of refrigerant (pressure Pc) escaping from
the crank chamber to the suction chamber, and also
controls the flow rate of refrigerant (discharge pressure
Pd) introduced into the crank chamber.

[0026] In this control valve of Fig. 5 the passage com-
municating with the crank chamber is divided in two.
That is, the body 11 has a port 14a (controlled pressure
Pc1 for the crank chamber) and a port 14b (pressure
Pc2 from the crank chamber). This is for forming a pas-
sage allowing refrigerant introduced from the discharge
chamber and controlled by the valve section to once en-
ter the crank chamber and then to flow from the crank
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chamber into the suction chamber, so as to positively
transport lubricating oil mixed with the refrigerant for the
lubrication of the compressor.

[0027] The port 14b via which refrigerant returns from
the crank chamber opens, via a communication pas-
sage 42, into a space communicating with the port 19
leading to the suction chamber. The passage 42 is
opened and closed by a valve closure member structure
21c of the first plunger 21. When the valve section is
fully closed, a passage between the crank chamber and
the suction chamber is opened, to maximize the flow
rate of refrigerant allowed to flow from the crank cham-
ber to the suction chamber, thereby enabling the com-
pressor to perform prompt transition to the maximum ca-
pacity operation. When the valve section is fully open,
the passage between the crank chamber and the suc-
tion chamber is closed, to maximize the flow rate of re-
frigerantintroduced from the discharge chamber into the
crank chamber, thereby enabling the compressor to per-
form prompt transition to the minimum capacity opera-
tion.

[0028] The control valve of Fig. 6 includes cushioning
means for softening the impacts of collisions of the first
plunger 21 with the diaphragm 26 occurring when the
first plunger 21 is attracted to the second plunger 32 up-
on energization of the solenoid. A disk 43 is interposed
between the first plunger 21 and the diaphragm 26, and
a spring 44 is interposed between the first plunger 21
and the disk 43. This arrangement has not only the func-
tion of constantly bringing the disk 43 into contact with
the diaphragm 26, but also has the function of the spring
24 urging the first plunger 21 toward the valve section
in the first to third embodiments. The disk 43 is held by
a downwardly protruding guide 22 on the lower end pe-
riphery of the first plunger 21.

[0029] The disk 43 is urged by the spring 44, so that
the second plunger 32, the diaphragm 26, and the disk
43 remain in contact, and move in unison. When the so-
lenoid is not energized (Fig. 6), the first plunger 21 and
the disk 43 are separated by the spring 44. When the
solenoid is energized, the first plunger 21 is attracted by
the disk 43 integrated therewith is and attached to the
disk 43 by collision. The force of impact of the collision
is transmitted to the diaphragm 26 after being absorbed
for cushioning by the disk 43, so that the impact on the
diaphragm 26 itself is reduced.

[0030] The control valve in Fig. 7 includes a mecha-
nism for adjusting the load of the spring 36 and differs
from the second embodiment. An adjustment screw 45
is screwed into the knob 34. The adjustment screw 45
axially movably supports the lower end of the shaft 33.
A retaining ring 46 is fitted on an intermediate portion of
the shaft 33, and a spring retainer 47 is provided such
that the upward motion of the spring retainer 47 is limited
by the retaining ring 46. A spring 36 is interposed be-
tween the spring retainer 47 and the adjustment screw
45. The screw-in depth of the adjustment screw 45 into
the knob 34 can be adjusted to adjust the load of the
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spring 36 and in turn the set value for the control valve.
[0031] The control valve in Fig. 8 is configured such
that the first plunger 21 and the disk 43 are axially mov-
ably guided by a sleeve 48 fixed to the hollow cylindrical
member 20 by press-fitting. The first plunger 21 is in
contact with the pressure-sensing piston 41 which is in-
tegral with the valve element 16. The hollow cylindrical
member 20 has a lower expanded part such that an an-
nular space is defined between the part and the sleeve
48. At least one lateral communication hole 49 is formed
through a stepped portion of the member 20 for com-
munication between the port 19 (suction pressure Ps)
and a space above the diaphragm 26. The lower end of
the solenoid is provided with a connector 50 for connect-
ing the harness. The connector 50 contains the adjust-
ment screw 45 for the adjustment of the load of the
spring 36, and has a communication hole 51 for com-
municating the inside of the solenoid with the atmos-
phere. The valve element 16 has a tapered shape in this
embodiment.

[0032] The control valve of Fig. 9 differs from the sixth
embodiment in that the centering of the first plunger 21
and the disk 43 is performed by another method. The
first plunger 21 is centered by being fitted on the pres-
sure-sensing piston 41 which is integral with the valve
element 16. The disk 43 is centered by having a convex
portion on an end face facing toward the diaphragm 26.
The convex portion is fitted into a concave portion
formed in the center of the diaphragm 26 and the second
plunger 32.

[0033] The control valve of Fig. 10 differs from the fifth
embodiment in that the shape of the first plunger 21 is
changed such that it can be more promptly brought into
contact with the diaphragm 26.

[0034] The first plunger 21 is axially movably held by
two C-shaped guides 22 which are in sliding contact with
the inner wall of the hollow cylindrical member 20 with
a predetermined distance, i.e. a relatively large clear-
ance maintained between the first plunger 21 and the
inner wall. The end face 21a of the first plunger 21 op-
posed to the diaphragm 26 is flat in a central portion 21
b and has a gently tapered surrounding portion. Instead
the cross-section of the end face 21 a may have the
shape of an arc having a large radius.

[0035] If the guide 22 consists of a material, e.g. pol-
ytetrafluoroethylene, having the characteristic to ex-
pand and contract depending on temperature or the type
of refrigerant, when the solenoid is energized to cause
the first plunger 21 and the second plunger 32 to attract
each other, the guide 22 sometimes may cause the first
plunger 21 to first tilt into an inclined position and then
to establish contact with the diaphragm 26. In this case,
the convexly rounded or tapered end face of the first
plunger 21 reliably will abut the diaphragm to cause the
valve element 16 to promptly close the valve section.
This end face design prevents occurrence of a two-step
operation occurring in the case of a purely flat plunger
end face, i.e. a two-step operation during which first only



9 EP 1 413 752 B1 10

a peripheral portion of the flat end face of the first plung-
er 21 contacts the diaphragm 26 by the attractive force,
and only then after a stop delay the flat end face is
brought into full contact with the diaphragm 26. The spe-
cial end face design allows to promptly close the valve
element 16, and to close the valve element 16 with ac-
curacy since the phenomenon of the stop after the first
step of the two-step operation does not occur.

[0036] Otherwise, the control valve of Fig. 10 has a
similar construction to the fifth embodiment in Fig. 7.
[0037] The control valve of Fig. 11 differs from Fig. 10
in that a bellows is used as the pressure-sensing mem-
ber for sensing the suction pressure Ps.

[0038] The bellows 52 is disposed between the first
and second plungers 21, 32. The bellows 52 has a
flange portion radially extending from an upper end face.
The flange portion is sandwiched between the hollow
cylindrical member 20 and the casing 27 and is sealed
by the gasket 28. The lower end face of the bellows 52
is closed and in contact with the second plunger 32. The
first plunger 21 has an integral columnar member 53 at
a lower portion. The columnar member 53 is positioned
in a hollow space of the bellows 52. When the solenoid
is not energized, and the first plunger 21 is urged by the
spring 24 in the upward direction, the columnar member
53 of the first plunger 21 is spaced from the bellows 52.
[0039] The control valve of Fig. 11 is similar to the
eighth embodiment in Fig. 10.

[0040] The control valve of Fig. 12 is configured such
that even when the suction pressure Ps is in any condi-
tion, making the receiving pressure unbalanced with the
discharge pressure Pd received at the valve section, it
is possible to promptly fully open the valve.

[0041] Inthe control valves in Figs 4, 7 to 11, the ports
of the valve section are arranged from the solenoid side
in the order of the respective ones for the suction pres-
sure Ps, the discharge pressure Pd, and the pressure
Pc for the crank chamber, to prevent the discharge pres-
sure Pd, which is the highest pressure, from affecting
the control of the valve element 16. This is achieved by
designing the inner diameter A of the valve hole equal
to the outer diameter B of the pressure-sensing piston
41, as mentioned. The valve element 16 controls the
valve section by the differential pressure (Pc - Ps) be-
tween the pressure Pc for the crank chamber and the
suction pressure Ps.

[0042] The differential pressure (Pc - Ps) between the
pressure Pc acting on the valve element 16 and the suc-
tion pressure Ps acting on the pressure-sensing piston
41 may impose a load on the valve element 16 and the
pressure-sensing piston 41 in a self-closing direction
since the pressure Pc is higher than the suction pres-
sure Ps. When the solenoid is de-energized to fully open
the valve section, the spring 24 urging the first plunger
21 in the valve-opening direction presses the pressure-
sensing piston 41 to separate the valve element 16 from
the valve seat 15. However, when the differential pres-
sure (Pc - Ps) increases, the load in the self-closing di-
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rection also increases, which may cause a difficulty to
open the valve section. In some cases, it even may oc-
cur that the valve section cannot open. Particularly, in
the case of compressors which are driven without an
electromagnetic clutch, no matter the suction pressure
Ps may be in what pressure condition, when the power
supply to the solenoid is stopped, it may be necessary
to forcibly fully open the control valve to minimize the
discharge capacity of the compressor.

[0043] For that reason, in the control valve of Fig. 12
the inner diameter A of the valve hole is made e.g. ap-
proximately 3 % larger than the outer diameter B of the
pressure-sensing piston 41, to make the pressure-re-
ceiving area of the valve element 16 larger than the
pressure-sensing area of the pressure-sensing piston
41, whereby the pressure-receiving balance related to
the discharge pressure Pd is thrown off in the valve-
opening direction. This reduces the load in the self-clos-
ing direction even when the differential pressure (Pc -
Ps) increases, so that it is possible to positively fully
open the valve section by the urging force of the spring
24 when the solenoid is de-energized.

[0044] The control valve of Fig. 13 is configured such
that in addition to the control method in Fig. 10, (the flow
rate into the crank chamber is controlled while the influ-
ence of the discharge pressure Pd of refrigerant intro-
duced into the crank chamber is cancelled), the control
valve of Fig. 13 controls the flow rate of refrigerant hav-
ing pressure Pc allowed to escape from the crank cham-
ber into the suction chamber.

[0045] The body 11 is provided in Fig. 13 with a port
14a for guiding refrigerant out into the crank chamber
and a port 14b for introducing refrigerant from the crank
chamber. The port 14b communicates with a space ac-
commodating the first plunger 21 via a refrigerant pas-
sage 54 coaxial with the pressure-sensing piston 41.
The solenoid side end of the pressure-sensing piston
41 has an integral valve element 55 an end face of which
is in contact with the first plunger 21. The valve element
55 has the valve element structure of a spool valve.
When the valve element 16 is lifted from the valve seat
15, the valve element 55 closes the refrigerant passage
54 to block the flow from the crank chamber to the suc-
tion chamber. When the valve element 16 is seated on
the valve seat 15, the valve element 55 opens the re-
frigerant passage 54 to allow refrigerant in the crank
chamber to escape via the port 19 into the suction cham-
ber. This makes it possible to promptly increase or de-
crease the pressure Pc in the crank chamber, whereby
the variable displacement compressor can be promptly
shifted to the minimum capacity operation or the maxi-
mum capacity operation, respectively.

Claims

1. A control valve for a variable displacement com-
pressor for controlling the pressure in a gastight
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crank chamber to change the compressor refriger-
ant discharge capacity,

characterized in that a plunger assembly of a so-
lenoid of the control valve is divided into a first
plunger (21) and a second plunger (32), and that a
pressure-sensing member is disposed between the
first and second plungers (21, 32), for sensing the
suction pressure (Ps) in a suction chamber of the
Compressor.

The control valve according to claim 1, character-
ized in that the first plunger (21) is disposed be-
tween a valve section for the controlling pressure
(Pc) within the crank chamber and the pressure-
sensing member in a state urged to open the valve
section, and that the second plunger (32) is attract-
ed upon energization of the solenoid to the first
plunger (21) via the pressure-sensing member to
form an integral member, and that the second
plunger (32) is urged by the suction pressure (Ps)
via the pressure-receiving member in a direction
away from the first plunger (21) when the solenoid
is deenergized.

The control valve according to claim 1, character-
ized in that the pressure-sensing member is a di-
aphragm (26) or a bellows (32).

The control valve according to claim 3, character-
ized in that the diaphragm (26) either is formed of
a single plastic material, or by laminating a plurality
of plastic material film pieces, preferably of polyim-
ide.

The control valve according to claim 2, character-
ized in that the valve section is disposed between
first and second ports (12, 14) communicating re-
spectively with a discharge chamber and the crank
chamber of the variable displacement compressor.

The control valve according to claim 5, character-
ized in that the valve section includes a movable
valve element (16) disposed at the side of the first
port (12) of a valve seat (15) formed in a passage
between the first port (12) and the second port (14),
and that a motion transmitting shaft (25) is disposed
between the valve element (12) and the first plunger
(21).

The control valve according to claim 5, character-
ized in that the valve section includes a movable
valve element (16) at the side of the second port
(14) of a valve seat (15) formed in a passage be-
tween the first port (12) and the second port (14),
that a pressure-sensing piston (41) is integrally
formed with the valve element (16), that the pres-
sure-sensing piston (41) has an outer diameter sub-
stantially equal to an inner diameter of a valve hole
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forming the valve seat (15), that the pressure-sens-
ing piston (41) receives discharge pressure (Pd)
from the discharge chamber, at a pressure-receiv-
ing area equal to a pressure-receiving area of the
valve element (16), in a direction opposite to a di-
rection from which the valve element (16) receives
the discharge pressure (Pd), and that the pressure
sensing piston (1) receives the suction pressure
(Ps) at an end face facing toward the solenoid, for
transmitting motion of the first plunger (21) to the
valve element (16).

The control valve according to claim 1, character-
ized in that shock-absorbing means is disposed
between the pressure-sensing member and the first
plunger (21).

The control valve according to claim 8, character-
ized in that the shock-absorbing means includes a
disk (43) disposed between the pressure-sensing
member and the first plunger (21), and that a spring
(44) is provided for constantly urging the disk (43)
into abutment with the pressure-sensing member.

The control valve according to claim 9, character-
ized in that the first plunger (21) and the disk (43)
are centered by a sleeve (48).

The control valve according to claim 9, character-
ized in that the first plunger (21) is centered by be-
ing fixed to a pressure-sensing piston (41) integrally
formed with the valve element (16), and that the disk
(43) is centered through fitting of a convex or con-
cave portion formed in a center of the end face of
the disk (43) opposed to the pressure-sensing
member and a concave or convex portion formed
in a center of the pressure-sensing member and the
second plunger (32).

The control valve according to claim 1, character-
ized in that the first plunger (21) is fixed to a pres-
sure-sensing piston (41) integrally formed with the
valve element (16) of the valve section, and that the
first plunger (21) is held at a side facing the pres-
sure-sensing member by a C-shaped guide (22).

The control valve according to claim 1, character-
ized in that the first plunger (21) is axially movably
held by two surrounding axially spaced C-shaped
guides (22).

The control valve according to claim 13, character-
ized in that the first plunger (21) has a tapered
shape end surface (21a) for contacting the pres-
sure-sensing member, the end face (21a) defining
a central flat portion (21b) opposed to the pressure-
sensing member, the central flat portion (21b) hav-
ing a smaller dimension than the entire end face
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(21a).

The control valve according to claim 5, character-
ized in that the valve section includes a movable
valve element (16) at the side of the second port
(14) of valve seat (15) formed in a passage between
the first port (12) and the second port (14), that a
pressure-sensing piston (41) is integrally formed
with the valve element (16), that the pressure-sens-
ing piston (41) has an outer diameter (B) smaller
than an inner diameter (A) of a valve hole forming
the valve seat (15), and that the pressure-sensing
piston (41) receives discharge pressure (Pd) at a
pressure-receiving area smaller than a pressure-re-
ceiving area of the valve element (16), from a direc-
tion opposite to a direction from which the valve el-
ement (16) receives the discharge pressure (Pd),
and receives the suction pressure (Ps) at an end
face facing toward the solenoid, for transmitting mo-
tion of the first plunger (21) to the valve element
(16).

The control valve according to claim 2, character-
ized in that the valve section includes a movable
valve element (16) at the side of a first port (12) of
a valve seat (15) formed in a first passage between
the first port (12) and a second port (14a) commu-
nicating respectively with a discharge chamber and
the crank chamber of the compressor, that a third
port (14b) and a fourth port (19) are provided re-
spectively communicating with the crank chamber
and the suction chamber, and that a shaft (25) for
transmitting motion of the first plunger (21) to the
valve element (16) is disposed between the valve
element (16 and the first plunger (21) in a second
passage (42) between the third port (14b) and the
fourth port (19) and that the first plunger (21) is
formed with a valve closure structure (21c) opening
and closing the second passage (22).

The control valve according to claim 2, character-
ized in that the valve section includes a first mov-
able valve element (16) at the side of the second
port (14a) of a valve seat (15) formed in a first pas-
sage between first and second ports (12, 14a) com-
municating respectively with a discharge chamber
and a crank chamber of the compressor, that a third
port (14b) and a fourth port (19) respectively com-
municating with the crank chamber and the suction
chamber are provided connected by a second pas-
sage (54), that a pressure-sensing piston (41) is in-
tegrally formed with the first valve element (16), that
the pressure-sensing piston (41) has an outer diam-
eter substantially equal to an inner diameter of a
valve hole forming the valve seat (15), and receives
discharge pressure (Pd) at a pressure-receiving ar-
ea equal to a pressure-receiving area of the valve
element (16) from a direction opposite to a direction
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from which the valve element (16) receives the dis-
charge pressure (Pd), that a second valve element
(55) is integrally formed with the pressure-sensing
piston (41) to open and close the second passage
(54), and that the first plunger (21) receives the suc-
tion pressure (Pc) at an end face facing toward the
solenoid, for transmitting motion of the first plunger
(21) via the piston (41) to the valve element (16).

The control valve according to claim 1, character-
ized in that the solenoid includes a spring (36) urg-
ing the second plunger (32) toward the first plunger
(21) against the suction pressure (Ps) received by
the pressure-sensing member, and that an adjust-
ment screw (45) is provided for adjusting the load
of the spring (36).

The control valve according to claim 1, character-
ised in that the control valve comprises a valve
section, a solenoid section, and a pressure sensing
section for comparing a suction pressure (Ps) in a
suction chamber of the compressor with the atmos-
pheric pressure,

that a plunger assembly of a solenoid (29, 31) for
selectively actuating the valve section comprises
first and second separated coaxial plungers (21,
32), that a pressure sensing member (26, 52) of the
pressure sensing section is disposed between the
first and second plungers (21, 32), and that the
pressure sensing member (26, 52) constitutes a
gastight separation in the control valve between the
pressurized valve section and the solenoid section
which is exposed to the atmospheric pressure.

Patentanspriiche

1.

Steuerventil fiir einen Kompressor mit variabler
Verdrangung zum Regeln des Drucks in einer gas-
dichten Kurbelkammer zur Veranderung der Kalte-
mittelauslasskapazitat des Kompressors,

dadurch gekennzeichnet, dass eine Plungerein-
richtung eines Solenoids des Steuerventils unter-
teilt ist in einen ersten Plunger (21) und einen zwei-
ten Plunger (32), und dass ein Druck fihlendes
Glied zwischen den ersten und zweiten Plungern
(21, 32) angeordnet ist zum Fihlen des Ansaug-
drucks (Ps) in einer Ansaugkammer des Kompres-
SOrs.

Steuerventil nach Anspruch 1, dadurch gekenn-
zeichnet, dass der erste Plunger (21) zwischen ei-
ner Ventilsektion fur den gesteuerten Druck (Pc) in
der Kurbelkammer und dem den Druck fihlenden
Glied in einem Status angeordnet ist, in der er be-
aufschlagt ist zum Offnen der Ventilsektion, und
dass der zweite Plunger (32) nach Erregen des So-
lenoids zu dem ersten Plunger (21) Uber das den
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Druck fuhlende Glied gezogen wird, um mit dem er-
sten Plunger (21) ein integrales Glied zu bilden, und
dass der zweite Plunger (32) tber das den Druck
aufnehmende Glied durch den Ansaugdruck (Ps) in
einer Richtung weg von dem ersten Plunger (21)
beaufschlagt ist, sobald der Solenoid entregt ist.

Steuerventil nach Anspruch 1, dadurch gekenn-
zeichnet, dass das den Druck flihlende Glied eine
Membrane (26) oder ein Balg (32) ist.

Steuerventil nach Anspruch 3, dadurch gekenn-
zeichnet, dass die Membrane (26) entweder gebil-
detistaus einem einzelnen Kunststoffmaterial, oder
durch Laminieren einer Vielzahl Kunststoffmaterial-
Filmstucken, vorzugsweise aus Polyimid.

Steuerventil nach Anspruch 2, dadurch gekenn-
zeichnet, dass die Ventilsektion zwischen ersten
und zweiten Anschlissen (12, 14) angeordnet ist,
die jeweils kommunizieren mit einer Auslasskam-
mer und der Kurbelkammer des Kompressors mit
der variablen Verdrangung.

Steuerventil nach Anspruch 5, dadurch gekenn-
zeichnet, dass die Ventilsektion ein bewegliches
Ventilelement (16) enthalt, das an der Seite des er-
sten Anschlusses (12) eines Ventilsitzes (15) ange-
ordnet ist, der in einer Passage zwischen dem er-
sten Anschluss (12) und dem zweiten Anschluss
(14) ausgebildet ist, und dass ein bewegungsuiber-
tragender Schaft (25) zwischen dem Ventilelement
(12) und dem ersten Plunger (21) vorgesehen ist.

Steuerventil nach Anspruch 5, dadurch gekenn-
zeichnet, dass die Ventilsektion ein bewegliches
Ventilelement (16) an der Seite des zweiten An-
schlusses (14) eines Ventilsitzes (15) aufweist, der
in einer Passage zwischen dem ersten Anschluss
(12) und dem zweiten Anschluss (14) gebildet ist,
dass mit dem Ventilelement (16) ein den Druck fih-
lender Kolben (41) integral ausgebildet ist, dass der
den Druck fihlende Kolben (41) einen AuRendurch-
messer im Wesentlichen gleich einem Innendurch-
messer einer den Ventilsitz (15) bildenden Ventil6ff-
nung aufweist, dass der den Druck fihlende Kolben
(41) den Auslassdruck (Pd) aus der Auslasskam-
mer erhalt auf einer Druckaufnahmeflache, die
gleich ist einer Druckaufnahmeflache des Ventilele-
ments (16), und in einer Richtung entgegengesetzt
zu einer Richtung, aus der das Ventilelement (16)
den Auslassdruck (Pd) erhalt, und dass der den
Druck flihlende Kolben (41) den Ansaugdruck (Ps)
auf einer Endflache erhalt, die zu dem Solenoid
weist, zum Ubertragen der Bewegung des ersten
Plungers (21) auf das Ventilelement (16).

Steuerventil nach Anspruch 1, dadurch gekenn-
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zeichnet, dass zwischen dem den Druck fliihlenden
Glied und dem ersten Plunger (21) stoRabsorbie-
rende Mittel vorgesehen sind.

Steuerventil nach Anspruch 8, dadurch gekenn-
zeichnet, dass die stoRabsorbierenden Mittel eine
Scheibe (43) umfassen, die zwischen dem den
Druck fiihlenden Glied und dem ersten Plunger (21)
angeordnet ist, und dass eine Feder (44) vorgese-
hen ist, um die Scheibe (43) permanent in Anlage
an dem den Druck fiihlenden Glied zu beaufschla-
gen.

Steuerventil nach Anspruch 9, dadurch gekenn-
zeichnet, dass der erste Plunger (21) und die
Scheibe (43) durch eine Hilse (48) zentriert sind.

Steuerventil nach Anspruch 9, dadurch gekenn-
zeichnet, dass der erste Plunger (21) dadurch
zentriert ist, dass er an einem den Druck fiihlenden
Kolben (41) fixiert ist, der mit dem Ventilelement
(16) integral ausgebildet ist, und dass die Scheibe
(43) zentriert wird durch Einpassen eines konvexen
oder konkaven Bereichs, der in einem Zentrum der
Endflache der Scheibe (43) gegeniiberliegend zu
dem den Druck fiihlenden Glied gebildet ist, in ei-
nen konkaven oder konvexen Bereich, der in einem
Zentrum des den Druck fihlenden Gliedes und des
zweiten Plungers (32) gebildet ist.

Steuerventil nach Anspruch 1, dadurch gekenn-
zeichnet, dass der erste Plunger (21) an einem
den Druck fuhlenden Kolben (41) fixiert ist, der mit
dem Ventilelement (16) der Ventilsektion integral
ausgebildet ist, und dass der erste Plunger (21) an
einer dem den Druck fiihlenden Glied zugewandten
Seite durch eine C-férmige Fiihrung (22) gehalten
ist.

Steuerventil nach Anspruch 1, dadurch gekenn-
zeichnet, dass der erste Plunger (21) axial beweg-
lich gehalten wird durch zwei umgebende, axial be-
abstandete C-férmige Fiihrungen (22).

Steuerventil nach Anspruch 13, dadurch gekenn-
zeichnet, dass der erste Plunger (21) eine Endfla-
che (21a) mit einer sich verjiingenden Gestalt zum
Kontaktieren des den Druck fiihlenden Gliedes auf-
weist, wobei die Endflache (21a) einen dem den
Druck fiihlenden Glied gegeniiberliegenden zentra-
len flachen Bereich (21b) definiert, wobei der zen-
trale flache Bereich (21b) eine kleinere Dimension
hat als die gesamte Endflache (21a).

Steuerventil nach Anspruch 5, dadurch gekenn-
zeichnet, dass die Ventilsektion an der Seite des
zweiten Anschlusses (14) eines Ventilsitzes (15),
der in einer Passage zwischen dem ersten An-
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schluss (12) und dem zweiten Anschluss (14) aus-
gebildet ist, ein bewegliches Ventilelement (16) um-
fasst, dass mit dem Ventilelement (16) ein Druck
fihlender Kolben (41) integral ausgebildet ist, dass
der den Druck fiihlende Kolben (41) einen duReren
Durchmesser (B) kleiner als ein Innendurchmesser
(A) einer den Ventilsitz (15) bildenden Ventil6ffnung
aufweist, und dass der den Druck fihlende Kolben
(41) den Auslassdruck (Pd) auf einem Druckauf-
nahmebereich erhalt, der kleiner ist als ein Druck-
aufnahmebereich des Ventilelements (16), und aus
einer Richtung die entgegengesetzt ist zu einer
Richtung aus der das Ventilelement (16) den Aus-
lassdruck (Pd) erhalt, und den Ansaugdruck (Ps)
auf einer Endflache aufnimmt, die zum Solenoid
weist, zum Ubertragen der Bewegung des ersten
Plungers (21) auf das Ventilelement (16).

Steuerventil nach Anspruch 2, dadurch gekenn-
zeichnet, dass die Ventilsektion ein bewegliches
Ventilelement (16) an der Seite eines ersten An-
schlusses (12) eines Ventilsitzes (15) umfasst, der
in einer ersten Passage zwischen dem ersten An-
schluss (12) und einem zweiten Anschluss (14)
ausgebildet ist, die jeweils mit einer Auslasskam-
mer und der Kurbelkammer des Kompressors kom-
munizieren, dass jeweils ein dritter Anschluss (14b)
und ein vierter Anschluss (19) vorgesehen sind, die
jeweils kommunizieren mit der Kurbelkammer und
der Ansaugkammer, dass ein Schaft (25) zum Uber-
tragen einer Bewegung des ersten Plungers (21)
auf das Ventilelement (16) zwischen dem Ventilele-
ment (16) und dem ersten Plunger (21) in einer
zweiten Passage (42) angeordnet ist, die sich zwi-
schen dem dritten Anschluss (14b) und dem vierten
Anschluss (19) erstreckt, und dass der erste Plun-
ger (21) mit einer VentilschlieBelementstruktur
(21c¢) ausgebildet ist zum Offnen und SchlieRen der
zweiten Passage (22).

Steuerventil nach Anspruch 2, dadurch gekenn-
zeichnet, dass die Ventilsektion ein erstes beweg-
liches Ventilelement (16) an der Seite des zweiten
Anschlusses (14a) eines Ventilsitzes (15) umfasst,
der in einer ersten Passage zwischen ersten und
zweiten Anschliissen (12, 14a) gebildet ist, die je-
weils kommunizieren mit einer Auslasskammer und
einer Kurbelkammer des Kompressors, dass ein
dritter Anschluss (14b) und ein vierter Anschluss
(19) vorgesehen und durch eine zweite Passage
(54) verbunden sind und jeweils kommunizieren mit
der Kurbelkammer und der Ansaugkammer, dass
mit dem ersten Ventilelement (16) ein Druck flihlen-
der Kolben (41) integral ausgebildet ist, dass der
den Druck fiihlende Kolben (41) einen AuRendurch-
messer hat, der substantiell gleich ist einem Innen-
durchmesser einer den Ventilsitz (15) bildenden
Ventil6ffnung, und Auslassdruck (Pd) auf einem
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Druckaufnahmebereich aufnimmt, der gleich ist mit
einem Druckaufnahmebereich des Ventilelements,
und aus einer Richtung entgegengesetzt zu einer
Richtung, aus welcher das Ventilelement (16) den
Auslassdruck (Pd) erhalt, dass ein zweites Ventil-
element (55) mit dem den Druck fiihlenden Kolben
(41) integral ausgebildet ist zum Offnen und Schlie-
Ren der zweiten Passage (54), und dass der erste
Plunger (21) den Ansaugdruck (Pc) auf einer End-
flache aufnimmt, die zu dem Solenoid weist, zum
Ubertragen einer Bewegung des ersten Plungers
(21) Uber den Kolben (41) auf das Ventilelement
(16).

Steuerventil nach Anspruch 1, dadurch gekenn-
zeichnet, dass der Solenoid eine Feder (36) auf-
weist, die den zweiten Plunger (32) zu dem ersten
Plunger (21) beaufschlagt gegen den Ansaugdruck
(Ps), der von dem den Druck fiihlenden Glied auf-
genommen wird, und dass zum Einstellen der Kraft
der Feder (36) eine Einstellschraube (45) vorgese-
hen ist.

Steuerventil nach Anspruch 1, dadurch gekenn-
zeichnet, dass das Steuerventil eine Ventilsektion,
eine Solenoidsektion und eine Druck flihlende Sek-
tion zum Vergleichen eines Ansaugdrucks (Ps) in
einer Ansaugkammer des Kompressors mit dem at-
mospharischen Druck umfasst, dass eine Plunge-
reinrichtung eines Solenoids (29, 31) zum wahlwei-
sen Betatigen der Ventilsektion erste und zweite,
separierte, koaxiale Plunger (21, 32) umfasst, dass
ein Druck fuhlendes Glied (26, 52) der den Druck
fuhlenden Sektion zwischen den ersten und zwei-
ten Plungern (21, 32) angeordnet ist, und dass das
den Druck fiihlende Glied (26, 52) in dem Steuer-
ventil eine gasdichte Separation konstituiert zwi-
schen der unter Druck gesetzten Ventilsektion und
der dem atmosphérischen Druck ausgesetzten So-
lenoidsektion.

Revendications

Soupape de commande pour un compresseur a ca-
pacité variable destinée a commander la pression
dans un carter de moteur étanche aux gaz afin de
modifier la capacité de débit de fluide frigorigéne du
compresseur, caractérisée en ce qu'un ensemble
de piston d'un solénoide de la soupape de com-
mande est divisé en un premier piston (21) et un
second piston (32), et en ce qu'un élément de dé-
tection de pression est disposé entre le premier et
le second pistons (21, 32) afin de détecter la pres-
sion d'aspiration (Ps) dans une chambre d'aspira-
tion du compresseur.

Soupape de commande selon la revendication 1,
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caractérisée en ce que le premier piston (21) est
disposé entre une section de soupape pour la pres-
sion de commande (Pc) a l'intérieur du carter de
moteur et I'élément de détection de pression dans
un état poussé de maniere a ouvrir la section de
soupape, et en ce que le second piston (32) est
attiré au moment de I'excitation du solénoide vers
le premier piston (21) via I'élément de détection de
pression de maniére a former un élément intégral,
et en ce que le second piston (32) est poussé par
la pression d'aspiration (Ps) via I'élément de détec-
tion de pression dans une direction s'éloignant du
premier piston (21) lorsque le solénoide est désex-
cité.

Soupape de commande selon la revendication 1,
caractérisée en ce que I'élément de détection de
pression est un diaphragme (26) ou un soufflet (32).

Soupape de commande selon la revendication 3,
caractérisée en ce que le diaphragme (26) est soit
réalisé dans une seule matiere plastique, soit en la-
minant une pluralité de piéces formant films en ma-
tiére plastique, de préférence un polyimide.

Soupape de commande selon la revendication 2,
caractérisée en ce que la section de soupape est
disposée entre un premier et un deuxieéme orifices
(12, 14) communiquant respectivement avec une
chambre d'évacuation et le carter de moteur du
compresseur a capacité variable.

Soupape de commande selon la revendication 5,
caractérisée en ce que la section de soupape
comprend un élément de soupape mobile (16) dis-
posé au niveau du c6té du premier orifice (12) d'un
siége de soupape (15) formé dans un passage en-
tre le premier orifice (12) et le deuxiéme orifice (14),
et en ce qu'un arbre de transmission de mouve-
ment (25) est disposé entre I'élément de soupape
(12) et le premier piston (21).

Soupape de commande selon la revendication 5,
caractérisée en ce que la section de soupape
comprend un élément de soupape mobile (16) au
niveau du co6té du deuxiéme orifice (14) d'un siége
de soupape (15) formé dans un passage entre le
premier orifice (12) et le deuxiéme orifice (14), en
ce qu'un piston de détection de pression (41) fait
corps avec |'élément de soupape (16), en ce que
le piston de détection de pression (41) a un diame-
tre extérieur sensiblement égal a un diametre inté-
rieur d'un trou de soupape formant le siége de sou-
pape (15), en ce que le piston de détection de pres-
sion (41) recoit la pression de refoulement (Pd) de
la chambre d'évacuation, au niveau d'une zone de
réception de pression égale a une zone de récep-
tion de pression de I'élément de soupape (16), dans
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une direction opposée a une direction a partir de
laquelle I'élément de soupape (16) recoit la pres-
sion de refoulement (Pd), et en ce que le piston de
détection de pression (41) recoit la pression d'aspi-
ration (Ps) au niveau d'une face d'extrémité orien-
tée vers le solénoide, afin de transmettre le mouve-
ment du premier piston (21) a I'élément de soupape
(16).

Soupape de commande selon la revendication 1,
caractérisée en ce qu'un moyen amortisseur est
disposé entre I'élément de détection de pression et
le premier piston (21).

Soupape de commande selon la revendication 8,
caractérisée en ce que le moyen amortisseur com-
prend un disque (43) disposé entre I'élément de dé-
tection de pression et le premier piston (21), et en
ce qu'un ressort (44) est prévu pour pousser cons-
tamment le disque (43) afin qu'il vienne en butée
contre I'élément de détection de pression.

Soupape de commande selon la revendication 9,
caractérisée en ce que le premier piston (21) etle
disque (43) sont centrés par un manchon (48).

Soupape de commande selon la revendication 9,
caractérisée en ce que le premier piston (21) est
centré en étant fixé sur un piston de détection de
pression (41) faisant corps avec I'élément de sou-
pape (16), et en ce que le disque (43) est centré en
ajustant une partie convexe ou concave formée au
centre de la face d'extrémité du disque (43) oppo-
sée al'élément de détection de pression et une par-
tie concave ou convexe formée au centre de I'élé-
ment de détection de pression et du second piston
(32).

Soupape de commande selon la revendication 1,
caractérisée en ce que le premier piston (21) est
fixé sur un piston de détection de pression (41) fai-
sant corps avec I'élément de soupape (16) de la
section de soupape, et en ce que le premier piston
(21) est maintenu au niveau d'un cbté faisant face
a I'élément de détection de pression par un guide
en forme de C (22).

Soupape de commande selon la revendication 1,
caractérisée en ce que le premier piston (21) est
maintenu de maniére axiale et mobile par deux gui-
des en forme de C (22) I'entourant et espacés de
maniére axiale .

Soupape de commande selon la revendication 13,
caractérisée en ce que le premier piston (21) aune
surface d'extrémité de forme effilée (21a) destinée
a venir en contact avec I'élément de détection de
pression, la face d'extrémité (21a) définissant une
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partie centrale plate (21b) opposée a I'élément de
détection de pression, la partie centrale plate (21b)
ayant une dimension plus petite que celle de I'en-
semble de la face d'extrémité (21a).

Soupape de commande selon la revendication 5,
caractérisée en ce que la section de soupape
comprend un élément de soupape mobile (16) au
niveau du c6té du deuxiéme orifice (14) du siege de
soupape (15) formé dans un passage entre le pre-
mier orifice (12) et le deuxieme orifice (14), en ce
qu'un piston de détection de pression (41) fait corps
avec |'élément de soupape (16), en ce que le piston
de détection de pression (41) a un diameétre exté-
rieur (B) plus petit qu'un diamétre intérieur (A) d'un
trou de soupape formant le siege de soupape (15),
et en ce que le piston de détection de pression (41)
recoit la pression de refoulement (Pd) au niveau
d'une zone de réception de pression plus petite
qu'une zone de réception de pression de I'élément
de soupape (16) a partir d'une direction opposée a
la direction a partir de laquelle I'élément de soupape
(16) recoit la pression de refoulement (Pd), et regoit
la pression d'aspiration (Ps) au niveau d'une face
d'extrémité orientée vers le solénoide, afin de trans-
mettre le mouvement du premier piston (21) a I'élé-
ment de soupape (16).

Soupape de commande selon la revendication 2,
caractérisée en ce que la section de soupape
comprend un élément de soupape mobile (16) au
niveau du cété d'un premier orifice (12) d'un siége
de soupape (15) formé dans un premier passage
entre le premier orifice (12) et un deuxiéme orifice
(14a) communiquant respectivement avec une
chambre d'évacuation et le carter de moteur du
compresseur, en ce qu'un troisieme orifice (14b) et
un quatrieme orifice (19) sont prévus respective-
ment en communiquant avec le carter de moteur et
la chambre d'aspiration, et en ce qu'un arbre (25)
destiné a transmettre le mouvement du premier pis-
ton (21) a I'élément de soupape (16) est disposé
entre I'élément de soupape (16) et le premier piston
(21) dans un second passage (42) entre le troisie-
me orifice (14b) et le quatrieme orifice (19), et en
ce que le premier piston (21) est formé avec une
structure de fermeture de soupape (21c) ouvrant et
fermant le second passage (22).

Soupape de commande selon la revendication 2,
caractérisée en ce que la section de soupape
comprend un premier élément de soupape mobile
(16) au niveau du c6té du deuxiéme orifice (14a)
d'un siége de soupape (15) formé dans un premier
passage entre le premier et le deuxieme orifices
(12, 14a) communiquant respectivement avec une
chambre d'évacuation et un carter de moteur du
compresseur, en ce qu'un troisiéme orifice (14b) et
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un quatrieme orifice (19) communiquant respecti-
vement avec le carter de moteur et la chambre d'as-
piration sont prévus en étant reliés par un second
passage (54), en ce qu'un piston de détection de
pression (41) fait corps avec le premier élément de
soupape (16), en ce que le piston de détection de
pression (41) a un diamétre extérieur sensiblement
égal a un diamétre intérieur d'un trou de soupape
formant le siége de soupape (15), et regoit la pres-
sion de refoulement (Pd) au niveau d'une zone de
réception de pression égale a une zone de récep-
tion de pression de I'élément de soupape (16) a par-
tir d'une direction opposée a une direction a partir
de laquelle I'élément de soupape (16) regoit la pres-
sion de refoulement (Pd), en ce qu'un second élé-
ment de soupape (55) fait corps avec le piston de
détection de pression (41) pour ouvrir et fermer le
second passage (54), et en ce que le premier pis-
ton (21) recoit la pression d'aspiration (Ps) au ni-
veau d'une face d'extrémité orientée vers le solé-
noide, afin de transmettre le mouvement du premier
piston (21) via le piston (41) a I'élément de soupape
(16).

Soupape de commande selon la revendication 1,
caractérisée en ce que le solénoide comprend un
ressort (36) poussant le second piston (32) vers le
premier piston (21) contre la pression d'aspiration
(Ps) regue par I'élément de détection de pression,
et en ce qu'une vis de réglage (45) est prévue pour
régler la charge du ressort (36).

Soupape de commande selon la revendication 1,
caractérisée en ce que la soupape de commande
comprend une section de soupape, une section de
solénoide, et une section de détection de pression
pour comparer une pression d'aspiration (Ps) dans
une chambre d'aspiration du compresseur avec la
pression atmosphérique, en ce qu'un ensemble de
piston d'un solénoide (29, 31) destiné a actionner
de maniére sélective la section de soupape com-
prend un premier et un second pistons coaxiaux sé-
parés (21, 32), en ce qu'un élément de détection
de pression (26, 52) de la section de détection de
pression est disposé entre le premier et le second
pistons (21, 32), et en ce que I'élément de détection
de pression (26, 52) constitue une séparation étan-
che aux gaz dans la soupape de commande entre
la section de soupape pressurisée et la section de
solénoide qui est exposée a la pression atmosphé-
rique.
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