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Description

FIELD OF THE INVENTION

[0001] This invention relates to hair styling devices, particularly to a hair styling device capable of using a non-volatile
styling active in combination with heat and tension to produce a smooth and straight appearance to the hair.
[0002] A device according to the preamble of claim 1 is known from US-A-4 034 201.

BACKGROUND OF THE INVENTION

[0003] The use of steam for setting or styling hair is well known and many attempts have been made to provide devices
such as hair rollers, curling irons and flat irons with structures to emit steam to improve the results obtained in curling,
straightening, and setting hair with the aid of heat.
[0004] Attempts in the past have included using some type of active which is volatile in a hair styling device. However,
the result of using an active which is a volatile ingredient is that it results in delivering a very limited and not long-lasting
through the day hair style.
[0005] It has now surprisingly been found that the delivery of non-volatile actives from a hair styling device can allow
for better and more even coverage on the hair. This approach allows for the delivery of a thin layer of active on the hair
and results in a long-lasting hair style throughout the day. This approach also eliminates the problems associated with
the use of styling product forms such as mousses, gels and sprays which results in large clumps of active (localized
deposition) and less even coverage. It has also surprisingly been found that the use of moisture delivered in combination
with the styling active and heat will improve the benefit of reshaping and restyling of the hair. Further, the use of water
may aid to ease hair shaping and aid in even distribution of a styling active.

SUMMARY OF THE INVENTION

[0006] The present invention is directed to a hair styling device for smoothing and straightening hair strands on a scalp
region, comprising, in combination: two hingedly attached, movably opposed arms each of said arms comprising a hair
strand gripping means; heating means incorporated into the gripping means for providing heat to the hair strands; a
reservoir in fluid communication with a means of delivery of the gripping means which delivers a nonvolatile styling active
delivered as droplets having a Dv(90) of less than about 30 microns.
[0007] The present invention is further directed to the use of water to ease hair shaping and aid in even distribution
of a styling active. The present invention is further directed to a method for straightening hair strands on a scalp regions
wherein hair to be straightened is passed under tension between a gripping means, wherein the gripping means provides
a heating means, and a styling active comprising nonvolatile compounds, wherein the styling active is delivered as
droplets having a Dv(90) of less than about 30 microns.

BRIEF DESCRIPTION OF THE DRAWINGS

[0008] While the specification concludes with claims which particularly point out and distinctly claim the present in-
vention, it is believed that the present invention will be better understood from the following description of preferred
embodiments, taken in conjunction with the accompanying drawings, in which like reference numerals identify like
elements and wherein:

Figure 1A is a side perspective view of a hair styling device according to the present invention comprising a gripping
means.
Figure 1B is a front perspective view of a hair styling device according to the present invention comprising a gripping
means.
Figure 2A is a perspective side view showing the use of a hair styling device according to the present invention,
showing wavy hair after being straightened by passage under tension between the gripping means in the direction
of line A.
Figure 2B is a perspective front view showing the use of a hair styling device according to the present invention
wherein hair to be straightened is passed under tension between a gripping means in the direction of line A.
Figure 3A is a longitudinal cross-sectional view of a hair styling device according to the present invention.
Figure 3B is a transverse cross-sectional view, on an enlarged scale, taken along dotted line 3B of Figure 3A.
Figure 4A is a longitudinal cross-sectional view of a hair styling device according to the present invention.
Figure 4B is a transverse cross-sectional view, on an enlarged scale, taken along dotted line 4B of Figure 4A.
Figure 5A is a longitudinal cross-sectional view of a heating means according to the present invention.
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Figure 5B is a transverse cross-sectional view of a heating means according to the present invention.
Figure 5C is an exploded longitudinal cross-sectional view of a heating means according to the present invention.
Figure 5D is an exploded transverse cross-sectional view of a heating means according to the present invention.
Figure 6A is a longitudinal cross-sectional view of a means of delivery according to the present invention.
Figure 6B is a transverse cross-sectional view of a means of delivery according to the present invention.
Figure 6C is an exploded longitudinal cross-sectional view of a means of delivery according to the present invention.
Figure 6D is an exploded transverse cross-sectional view of a means of delivery according to the present invention.
Figure 7A is a longitudinal cross-sectional view of a means of transport comprised of a felt and a reservoir according
to the present invention.
Figure 7B is a transverse cross-sectional view of a means of transport comprised of a felt and a reservoir according
to the present invention.
Figure 7C is an exploded longitudinal cross-sectional view of a means of transport comprised of a felt and a reservoir
according to the present invention.
Figure 7D is an exploded transverse cross-sectional view of a means of transport comprised of a felt and a reservoir
according to the present invention.
Figure 8A is a longitudinal cross-sectional view of the electronics according to the present invention.
Figure 8B is a schematic diagram of electrical wiring arranged to conduct current to heat generating resistance wire
according to the present invention.
Figure 9A is a longitudinal cross-sectional view of an embodiment of the present invention wherein a hair styling
device according to the present invention comprises a gripping means, the gripping means comprising a second
reservoir and alternative means of delivery.
Figure 9B is a cross-sectional view of an embodiment of the present invention of an alternative means of delivery.
Figure 10A is a longitudinal cross-sectional view of an embodiment of the present invention wherein a reservoir is
fillable from different sites on the reservoir having two chambers and two compositions.
Figure 10B is a transverse cross-sectional view of an embodiment of the present invention wherein a reservoir is
fillable from different sites on a reservoir having two chambers and two compositions.
Figure 10C is an exploded longitudinal cross-sectional view of an embodiment of the present invention wherein a
reservoir is fillable from different sites on the reservoir having two chambers and two compositions.
Figure 10D is an exploded transverse cross-sectional view of an embodiment of the present invention wherein a
reservoir is fillable from different sites on the reservoir having two chambers and two compositions.
Figure 11A is a longitudinal cross-sectional view of an embodiment of the present invention comprising a non-
refillable cartridge.
Figure 11B is a transverse cross-sectional view of an embodiment of the present invention comprising a non-refillable
cartridge.
Figure 11C is an exploded longitudinal cross-sectional view of an embodiment of the present invention comprising
a non-refillable cartridge.
Figure 11D is an exploded transverse cross-sectional view of an embodiment of the present invention comprising
a non-refillable cartridge.
Figure 12A is a longitudinal cross-sectional view of an embodiment of the present invention comprising a re-fillable
reservoir.
Figure 12B is a perspective view of an embodiment of the present invention comprising a re-fillable reservoir when
not linked.
Figure 12C is a perspective view of an embodiment of the present invention comprising a re-fillable reservoir when
linked.
Figure 13A is a longitudinal cross-sectional view of an embodiment of a hair styling device according to the present
invention wherein a gripping means wherein delivery of juice is from one side of a gripping means.
Figure 13B is a transverse cross-sectional view of an embodiment of a hair styling device according to the present
invention comprising a gripping means wherein delivery of juice is from one side of a gripping means.
Figure 14A is a perspective view of an embodiment of the present invention comprising a gripping means attached
at one end of two arms.
Figure 14B is a perspective view of an embodiment of the present invention comprising a gripping means attached
in the middle of two arms.
Figure 15A is a perspective view of an embodiment of the present invention comprising a heating plate and multiple
rows of holes.
Figure 15B is a perspective view of an embodiment of the present invention comprising a heating plate and multiple
rows of groove
Figure 15C is a perspective view of an embodiment of the present invention comprising heating plate and a single
row of holes.
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Figure 15D is a transverse cross-sectional view, on an enlarged scale, taken along either dotted line 15D of Figure
15A or Figure 15B.
Figure 16A is a longitudinal cross-sectional view, taken along dotted line 16A of Figure 16B, of an embodiment of
the present invention showing a hair styling device comprising a gripping means wherein the reservoir has been
removed.
Figure 16B is a top view of an embodiment of the present invention showing a hair styling device comprising a
gripping means wherein the reservoir has been removed.
Figure 16C is a transverse cross-sectional view, taken along dotted line 16C of Figure 16B.

DETAILED DESCRIPTION OF THE INVENTION

[0009] All ratios are weight ratios unless specifically stated otherwise.
[0010] Except as otherwise noted, the articles "a", "an", and "the" mean "one or more".
[0011] All percentages, parts and ratios are based upon the total weight of the compositions of the present invention,
unless otherwise specified. All such weights as they pertain to listed ingredients are based on the active level and,
therefore, do not include carriers or by-products that may be included in commercially available materials. Herein,
"molecular weight" means weight average molecular weight, unless specifically stated otherwise.
[0012] The components, including those, which may optionally be added, of the methods of the present invention, as
well as methods for preparation, and methods for use, are described in detail below.
[0013] Reference will now be made in detail to various exemplary embodiments of the invention, several of which are
also illustrated in the accompanying drawings, wherein like numerals indicated the same elements throughout the views.
[0014] Figures 1A and 1B depicts non-limiting exemplary embodiment of a hair styling device of the present invention
comprising a gripping means (1) comprising arms that can be hinged at one end and can be opened by the force of
spring as hinged end is the fulcrum. The gripping means (1) may be comprised of two hingedly attached, movably
opposed, manually graspable arms for releasably gripping hair strands so that longitudinal tension can be applied thereto.
A heating plate (21) is arranged in area of the gripping means (1) that will be in contact with hair. The gripping means
(1) further comprises a pin (11) and a switch (77). The angle of the gripping means (1) opened is suitable to insert
partition of hair between the arms and suitable for gripping the device. A partition of hair can be the gathering of a section
or segment of hair strands.
[0015] Figures 2A and 2B depicts a non-limiting exemplary embodiment of a hair styling device of the present invention
demonstrating the use of a hair styling device showing wavy hair after being straightened by passage under tension
between the gripping means (1) in the direction of line A. Figures 2A and 2B depict a gripping means (1) comprising a
heating plate (21), a pin (11), and a switch (77), wherein a partition of hair (82) is straightened perpendicular against the
orientation of the gripping means (1).
[0016] Figures 3A and 3B depicts a non-limiting exemplary preferred embodiment of a hair styling device of the present
invention comprising a gripping means (1) providing a heating means (2), a means of delivery (3), a means of transport
(4), and a reservoir (6). As shown in Figure 3A, the hair styling device of the present invention may be comprised of two
hingedly attached, movably opposed arms each of said arms comprising a hair strand gripping means (1) for releasably
gripping hair strands so that longitudinal tension can be applied thereto. The gripping means (1) forms a "V" shape. The
gripping means (1) may be comprised of arms that can be hinged at one end and can be opened by the force of spring,
as the hinged end is the fulcrum. The gripping means (1) compresses the hair when a compressive force is applied to
the arms and longitudinal tension is applied to hair, by drawing, through the compressed gripping means (1), the hair.
Figure 3B is a transverse cross-sectional view, on an enlarged scale, taken along dotted line 3B of Figure 3A. For
illustrative purposes, everything beyond dotted line 3B has been omitted in Figure 3B.
[0017] A heating means (2) supplies heat to hair that is compressed by the gripping means (1). The heating means
(2) may be heated to a temperature range of 90°C to about 210 °C. A reservoir (6) stores a styling active making it
readily available to a means of delivery (3) or a means of transport (4). The means of transport (4) carries a styling active
from the reservoir (6) to the means of delivery (3). Therefore, the means of transport (4) allows the styling active in the
reservoir (6) to be available to the means of delivery (3). The means of delivery (3) delivers the styling active to hair that
is compressed by the gripping means (1). The means of delivery (3) changes the styling active to small droplets that
are a more suitable form to be delivered to hair than what may result from delivering a styling active from current styling
product forms (e.g. mousses, gels) or from larger droplets, as those resulting from conventional spray products. The
styling active in such a state is attached more uniformly to hair as very thin layers and lowers the styling active levels
required to deliver a benefit.
[0018] The means of delivery (3) controls the quantity of delivered styling active. The means of delivery (3) is in direct
contact or close proximity with the means of transport (4).
[0019] Figures 4A and 4B depicts a non-limiting exemplary preferred embodiment of a hair styling device of the present
invention comprising a gripping means (1) providing a heating plate (21), a heating chamber (31), a means of transport
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(4), a vaporizing plate (32), a reservoir (6) and electronics (7). As shown in Figure 4A, the gripping means (1) is comprised
of arms that can be hinged at one end and connected by a pin (11) and can be opened by the force of a spring (12) as
hinged end is the fulcrum. Figure 4B is a transverse cross-sectional view, on an enlarged scale, taken along 4B of Figure
4A. For illustrative purposes, everything beyond dotted line 4B has been omitted in Figure 4B. A means of delivery (3)
(see Figure 3A) is comprised of a heating chamber (31), a vaporizing plate (32) and a steam pass (35). A spring (12)
functions to keep the two halves of the gripping means in an open configuration until pressure is applied. A pin (11)
connects the two arms at the end of halves. If it is necessary to heat the styling active in order to change the styling
active to small droplets, a means of vaporization (5) and heating chamber (31) are present as a part of the means of
delivery (3) (Figure 3A). The styling active also needs to be present with a volatile component in which it is soluble or
dispersible. The means of vaporization (5) may be comprised of a vaporization plate (32) surrounded by a heating
chamber (31) (Figure 4A), in close proximity or contact to the means of transport (4), and applies heat to the styling
active. The heating means (2) (Figure 3A) is comprised of a heating plate (21), which supplies heat to hair that is
compressed between the gripping means (1). The heating plate (21) is arranged inside of gripping means (1). The
orientation of the heating plate (21) is arranged in parallel with the orientation of gripping means (1).
[0020] The length of the heating plate (21) in parallel with the orientation of gripping means (1) is able to cover the
width of a partition of hair that is compressed by gripping means (1). The length of the heating plate (21) in parallel with
the orientation of gripping means (1) is longer than the length of the heating plate (21) in perpendicular to the orientation
of the gripping means (1). Each of the heating plates (21) in each arm comes together, when the two halves are closed.
In the side of the gripping means in contact with hair, heating plates (21) have 2 rows of holes where the steam comes
through the rows of holes.
[0021] A steam pass (35) comprises 2 rows of holes. The orientation of the rows of holes is arranged in parallel with
the orientation of the gripping means (1), so it is effective to apply a styling active to a partition of hair. A reservoir (6)
stores a styling active making it readily available to a means of transport (4) then to the vaporization plate (32) and then
to the heating chamber (31) as a part of means of delivery (3) (Figure 3A)
[0022] Reservoir (6) is a refillable cartridge through a cap (61) of the reservoir (6). The reservoir (6) is attached to the
gripping means (1) by hooking on a plate (13) and the reservoir (6) is detached from the gripping means (1) by pushing
plate (13). In an embodiment of the present invention, as part of reservoir (6) or the entire reservoir (6) is a see-through
cartridge allowing a view of the quantity of styling active in the reservoir (6). A reservoir (6) is arranged at opposite side
of a heating plate (21) in the gripping means (1). The orientation of the reservoir (6) is arranged in parallel with the
orientation of gripping means (1). The reservoir (6), means of transport (4) and vaporizing plate (32) contribute to decrease
the temperature of the opposite side of the heating plate (21) in that the heat lost by the vaporization plate (32) reduces
the temperature of the vaporizing plate (32) and heating plate (21).
[0023] In a further non-limiting exemplary embodiment of the present invention, a means of transport (4) comprises
a felt which carries a styling active from a reservoir (6) to a means of vaporization (5). A felt is in fluid communication
with a reservoir (6). A felt can be any porous material capable of wicking a composition. The vaporizing plate (32) is at
the opposite side of a heating plate (21). The felt absorbs a styling active by the effect of capillary action. In the means
of vaporization (5), a styling active is carried by a means of transport (4) and is vaporized by a vaporizing plate (32).
The felt may have a contact area of about 10 to about 4000 mm2 with the heating plate (21).
[0024] In order to provide the proper amount of vaporized styling active, it is necessary to extend the contact area
that a vaporizing plate (32) contacts with a felt. If it is necessary to heat the styling active in order to change the styling
active to small droplets, a means of vaporization (5) and heating chamber (31) are present as a part of the means of
delivery (3). The styling active also needs to be present with a volatile component in which it is soluble or dispersible.
An electronics (7) supplies electrical power to a heating plate (21) and vaporizing plate (32).
[0025] Figures 5A, 5B, 5C and 5D depicts a non-limiting exemplary embodiment of an element of the hair styling
device of the present invention comprising a heater (20) which is comprised of a heater case (22), a heating element
(23), a heater frame (24), an electrode plate (25), an insulation plate (26), a press plate (27) and a seal rubber (28). A
heater case (22) is a jointed 3-tubes and is made of aluminum. In the center-tube of a heater case (22), there are the
elements of the heater. Steam comes through a set of holes out of the part of joint ((Steam pass (35)). Figure 5C is an
exploded longitudinal cross-sectional view of a heater (20) in Figure 5A. Figure 5D is an exploded transverse cross-
sectional view of heater (20) in Figure 5B.
[0026] Hair that is pressed by a heating plate (21) is gotten wet in the steam pass (35) and is dried by the heating
plate (21) that is outside of the steam pass (35). A pair of electrode plates (25) and insulation plates (26) are arranged
symmetrically with respect to the heating element (23). A press plate (27) presses a heating element (23) and an electrode
plate (25) and an insulation plate (26) toward the inside-wall of a heater case (22) for decreasing thermal resistance in
a boundary area of each element. An electrode plate (25) supplies electrical power to a heating element (23). An insulation
plate (26) insulates electrically an electrode plate (25) and a heating element (23) from the heater case (22). A heater
frame (24) sets a heating element (23) at the center of a heater (20). A heating element (23) heats a heating plate (21)
and vaporizing plate (32) and steam pass (35) and other elements of the heater (20).
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[0027] Figures 6A, 6B, 6C and 6D depicts a non-limiting exemplary embodiment of an element of the hair styling
device of the present invention comprising a means of delivery (3) which comprises a heating chamber (31) (Figure 4A),
a vaporizing plate (32) and a steam pass (35) (Figure 4B) and further depicts a heater (20). Likewise, the heating chamber
(31) is comprised of a chamber seal rubber (33) and a chamber case (34). The chamber seal rubber (33) closes the
space that is between the vaporizing plate (32) and the means of transport (4) (see Figure 4A). The chamber case (34)
reinforces the chamber seal rubber (33). Figure 6C is an exploded longitudinal cross-sectional view of a means of delivery
(3) in Figure 6A. Figure 6D is an exploded transverse cross-sectional view of a means of delivery (3) in Figure 6B.
[0028] Figures 7A, 7B, 7C, and 7D depicts a non-limiting exemplary embodiment of an element of a hair styling device
of the present invention comprising a reservoir (6). The reservoir (6) is comprised of a reservoir case (60), a cap (61)
and a pressure valve (62). Figure 7C is an exploded longitudinal cross-sectional view of a means of transport and a
reservoir (6) as shown in Figure 7A. Figure 7D is an exploded transverse cross-sectional view of a means of transport
and a reservoir (6) as shown in Figure 7B. The means of transport is comprised of a felt (40) which covers the open
areas of the reservoir case (60). The reservoir (6) is a refillable cartridge through the cap (61) which acts to close the
opening in the reservoir (6) and provide opening to add a styling active (63). A pressure valve (62) is made of rubber
and has the shape similar to an umbrella. As the styling active contained on the felt (40) is vaporized by the vaporizing
plate (32) (Figure 4A), the felt (40) absorbs a styling active present in the reservoir (6) and results in the inside pressure
of reservoir (6) being decreased. The felt (40) absorbs the styling active (63), as long as the felt (40) touches the styling
active (63) in the reservoir (6). A pressure valve (62) is opened only when the inside pressure of the reservoir (6) is
smaller than the pressure outside. The pressure valve (62) controls the quantity of styling active that is made available
to the vaporizing plate (32) (Figure 4A) and therefore vaporized.
[0029] Figures 8A and 8B depicts a non-limiting exemplary embodiment of an element of a hair styling device of the
present invention comprising electronics (7) which supplies electrical power to a heating element (23). The electronics
(7) is comprised of a plug (71), resistors (72 and 73), a diode (74), an LED (75), a fuse (76) and a switch (77). According
to switch on (Switch (77), electrical power is supplied to the heating element (23). The heating element (23) is a Positive
Thermal Coefficient (PTC heater). The heating element (23) may be self-adjusting for the temperature. Figure 8B depicts
a schematic diagram (70) of electric wiring arranged to conduct current to a heat generating resistance wire.
[0030] Figures 9A depicts a non-limiting exemplary embodiment of a hair styling device of the present invention
comprising a means of delivery (3), a pin (11), a spring (12), and a second reservoir (8) per side of gripping means (1),
having a heating plate (21), and which is separated from reservoir (6). Styling active in the second reservoir (8) may not
be the same styling active as in reservoir (6). The steam of the styling active in reservoir (6) pulls the styling active in
the second reservoir (8). Water must be present in at least one of the reservoirs. In the means of delivery (3): a) reservoir
(6) uses a means of transport (4), a vaporization plate (32) and a heating chamber (31) to create a mist from the styling
active; b) a second reservoir (8) provides a means to atomize the reservoir contents of second reservoir (8). The two
streams created from each of the reservoirs are thus combined as they come out of the hair styling device. Figure 9B
depicts a non-limiting exemplary embodiment of a hair styling device of the present invention which is a cross-sectional
view of an alternative means of delivery (3).
[0031] Figures 10A, 10B, 10C and 10D depicts a non-limiting exemplary embodiment of an element of a hair styling
device of the present invention comprising a reservoir (6) which is separated into two chambers. A second reservoir (8)
is separated from a reservoir (6). A reservoir case (60) comprises a reservoir (6) and a second reservoir (8). The styling
active (63) in the reservoir is not same as styling active (64) in the second reservoir (8). Reservoir (6) and the second
reservoir (8) each have a cap (61), a pressure valve (62), and are in fluid communication with a felt (40), respectively.
Water must be present in at least one of the reservoirs. Figure 10C is an exploded longitudinal cross-sectional view of
an embodiment of the present invention as shown in Figure 10A, wherein a reservoir (6) and a reservoir (8) are fillable.
Figure 10D is an exploded transverse cross-sectional view of an embodiment of the present invention as shown in Figure
10B.
[0032] Figures 11A, 11B, 11C and 11D depicts a non-limiting exemplary embodiment of an element of a hair styling
device of the present invention comprising a reservoir (6) which is non-refillable. The reservoir (6) comprises a reservoir
case (60), a pressure valve (62), a styling active (63) and further depicting a felt (40). The reservoir (6) is pre-filled with
a styling active and inserted into the hair styling device. When the reservoir (6) is empty, the reservoir (6) can be removed
and replaced with another pre-filled reservoir (6), or as termed, a disposable cartridge or non-refillable cartridge. Figure
11C depicts an exploded longitudinal cross-sectional view of a non-refillable cartridge as shown in Figure 11A. Figure
11D depicts an exploded transverse cross-sectional view of a non-refillable cartridge as shown in Figure 11B.
[0033] Figures 12A, 12B and 12C depicts a non-limiting exemplary embodiment of an element of a hair styling device
of the present invention comprising a reservoir (6) which is capable of being refilled. Figure 12A depicts a reservoir (6)
comprising a reservoir case (60), a pressure valve (62), a styling active (63), a first exclusive joint (65) and further
depicting a felt (40). The reservoir (6) comprises a first exclusive joint (65) that only fits to a second exclusive joint (68)
on a styling active bottle (67), as shown in Figure 12B. The reservoir (6) can be refilled with a styling active only from a
bottle that has a second exclusive joint (68). As shown in Figure 12B, in a state of non-link, a first seal plate (66) prevents
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the styling active from leaking out of the reservoir (6). In a similar manner, a second seal plate (69) prevents a styling
active from leaking out of a styling active bottle (67). A first seal plate (66) and a second seal plate (69) are the shape
of a disk and each have a bottle stick (78A) and a reservoir stick (78B) that is in center of first seal plate (66) and a
second seal plate (69) and extends outwardly. In the state of non-link, a first seal plate (66) and a second seal plate (69)
may be pushed out by the force of springs and close respectively the gateways of styling active in a reservoir (6) and a
styling active bottle (67).
[0034] In a state of link, as shown in Figure 12C, a second exclusive joint (68) of a styling active bottle (67) pushes a
first seal plate (66) of a reservoir (6) and the stick (78B) of a first seal plate (66) pushes the stick (78A) of a second seal
plate (69). In this manner, a first seal plate (66) and a second seal plate (69) open respectively the gateways of styling
active in a reservoir (6) and a styling active bottle (67). A second exclusive joint (68) is comprised of three parts the
shape of circle divided into six equal. A second exclusive joint (68) can be jointed to a first exclusive joint (65), even if
the second exclusive joint (68) would be turned around at an angle of 60°.
[0035] In a further embodiment of the present invention, the one or more of the reservoir (6) resides in the arms of
the gripping means (1). In yet a further embodiment of the present invention, the reservoir (6) comprises a removable
pre-filled cartridge. In yet a further embodiment of the present invention, the reservoir (6) is refillable through a first
exclusive joint (65).
[0036] Figures 13A and 13B depict a non-limiting exemplary embodiment of a hair styling device of the present invention
comprising one arm of a gripping means (1) comprised of a heating means (2), a means of delivery (3), a means of
transport (4), a means of vaporization (5), a reservoir (6), a pin (11), a spring (12) and electronics (7). The opposing arm
is comprised of a heating means (2). This embodiment of the hair styling device will provide a styling active coming from
one side of gripping means (1).
[0037] Figure 14A depicts a non-limiting exemplary embodiment of a hair styling device of the present invention
comprising a gripping means (1) which is be hinged at one end, and further comprising a pin (11) and a switch (77).
Figure 14B depicts a non-limiting exemplary embodiment of a hair styling device of the present invention comprising a
gripping means (1) comprising a scissors type arm of a gripping device which results in an X-shaped arm. The gripping
means (1) is comprised of two arms that are hinged in the middle, and comprised of a pin (11) and a switch (77).
[0038] Figure 15A depicts a non-limiting exemplary embodiment of an element of a hair styling device of the present
invention comprising a heating plate (21), which is contact with the hair, comprising two or more rows of holes (80) where
the steam and styling active exit and contact the hair being straightened. In an embodiment of the present invention, a
hole (80) may have a diameter in a range of about 0.5 nm to about 2.5 mm. Figure 15B depicts a non-limiting exemplary
embodiment of an element of a hair styling device of the present invention comprising a heating plate (21) which is
comprised of two or more rows of groove (81). Figure 15C depicts a non-limiting exemplary embodiment of an element
of a hair styling device of the present invention comprising a heating plate (21) which is comprised of a row of holes (80)
which are oriented and arranged in parallel with the orientation of a gripping means (1), in order to effectively apply
styling active to a partition of hair. Figure 15D depicts a non-limiting exemplary embodiment of an element of a hair
styling device of the present invention depicting a transverse cross-sectional view, on an enlarged scale, taken along
either dotted line 15D of Figure 15A or Figure 15B. In a further embodiment of the present invention, a reservoir (6)
(Figure 4A) is in fluid communication with the hair strands through the rows of holes (80) or groves (81) located in one
or more of the gripping means (1).
[0039] Figures 16A, 16B and 16C depict a non-limiting exemplary embodiment of a hair styling device of the present
invention providing a top view of one side of the gripping means (1), with the reservoir (6) removed, as shown in Figure
16B. Figure 16A is a longitudinal cross-sectional view, taken along dotted line 16A of Figure 16B, of an embodiment of
the present invention showing a gripping means with the reservoir removed. The gripping means comprises a means
of vaporization (5), plate (13), heating plate (21), heating chamber (31), vaporizing plate (32), chamber case (34), steam
pass (35) and heater (20). As a further embodiment of the hair styling device of the present invention, the gripping means
(1) may further contain a plurality of teeth (79) located on the each side of the heater (20) and protruding outwardly from
Such plurality of teeth (79) may provide assistance in partitioning hair and providing further alignment of hair between
the gripping means (1). Figure 16C depicts a transverse cross-sectional view, taken along dotted line 16C of Figure 16B.

STYLING ACTIVE

[0040] The components, including those which may optionally be added, of the actives and compositions used in the
present invention, as well as methods for preparation, and methods for use, are described in detail below.
[0041] The styling actives of the present invention may be any known or otherwise effective hair styling agents that
are liquids or semisolids under ambient conditions and that can remain a liquid or semisolid after the composition has
been applied and allowed to dry on dry hair. The styling actives of the present invention do not readily penetrate into
the hair and can remain on the hair fibers to provide the improved hair styling benefits. Such styling actives can provide
for a fluid film to be left on the hair which can be characterized as a reformable weld that allows the hair fibers to be
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separated by forces such as wind, and then re-adhere using styling techniques such as combing, brushing, or running
your fingers through the hair.
[0042] The styling active component of the present invention may include any of the following materials mentioned
and described in below, either alone or in combination.

I. Polyalkylene Glycols

[0043] In the present invention the preferred styling agents suitable for use include those polyalkylene glycols, which
conform to the formula:

wherein R is selected from the group consisting of H, C1-C4 alkyl, such as methyl, and mixtures thereof. When R is H,
these materials are polymers of ethylene oxide, which are also known as polyethylene oxides, polyoxyethylenes, and
polyethylene glycols. When R is methyl, these materials are polymers of propylene oxide, which are also known as
polypropylene oxides, polyoxypropylenes, and polypropylene glycols. When R is methyl, it is also understood that various
positional isomers of the resulting polymers can exist.
[0044] Preferred are those water-soluble polyalkylene glycols which have a number average molecular weight of from
about 190 to about 1500, preferably from about 300 to about 1200, more preferably from about 400 to about 1000; and
from about 5 to about 35, preferably from about 5 to about 30, more preferably from about 5 to about 20, repeating
alkylene oxide radicals wherein each of the repeating alkylene oxide radicals has from 2 to 6 carbon atoms.
[0045] Specific examples of the most preferred polyalkylene glycols include, but are not limited to, PPG-4 wherein R
equals methyl and n has an average value of about 4; PEG-8 wherein R equals H and n has an average value of about
8 (PEG-8 is also known as Carbowax 400, which is available from Union Carbide); PEG-12 wherein R equals H and n
has an average value of about 12 (PEG-12 is also known as Carbowax 600, which is available from Union Carbide);
and PEG-20 wherein R equals H and n has an average value of about 20 (PEG-20 is also known as Carbowax 900,
which is available from Union Carbide).

II. Polyethylene/polypropylene glycol copolymers

[0046] Styling agents suitable for use herein include those polyoxyethylene/polyoxypropylene block copolymers such
as Poloxamer 123 (Pluronic 1-43) by BASF; Poloxamer 184 (Pluronic L-64) by BASF; Poloxamer 331 (Pluronic L-101)
by BASF; Polyoxypropylene/ polyoxyethylene/polyoxypropylene copolymers such as Pluronic 25R4, Pluronic 25R1 by
BASF, Polyoxyethelene/polyoxypropyleneblock polymers of ethylene diamine: such as Poloxamine 504 (Tetronic 702)
by BASF; Poloxamine 1101 (Tetronic 1101) by BASF; Tetronic 90R4 by BASF and combinations thereof.

III. Alkoxy polyethylene glycol

[0047] Other styling agents suitable for use herein include Methoxy PEG 10 (Carbowax MPEG 550) by Union Carbide;
alkoxy (including methoxy, ethoxy, propoxy, butoxy, and pentoxy) polypropylene glycol; alkoxy (including methoxy,
ethoxy, propoxy, butoxy, and pentoxy) polyethylene/polypropylene glycol copolymers and combinations thereof.

IV. Polyalkylene glyceryl ether and its derivatives (also known as polyoxyalkylene ethers of glycerin)

[0048] Especially preferred are the polyoxyethylene glyceryl ethers: Glycereth-7 (Liponic EG-7 from Lipo), Glycereth-
12 (Unipeg-ETG-12 from UPI), and Glycereth-20 (Carbowax TPEG 990 from Union Carbide) and combinations thereof.

V. Polyalkylene glycol esters of fatty acid

[0049] Other styling agents suitable for use herein include polyalkylene glycol esters of fatty acids, including monoesters
and diesters. Such styling include PEG-10 Oleate (Ethofat 0/20) by Akzo; PEG-8 Dioleate (Pegosperse 400 DO) by
Lonza; PEG-12 Laurate (Lipogel 6-L) by Lipo; PEG-8 Cocoate (Waglinol 488) by Industrial Quimica; PEG-8 Dicocoate
(ROL DL40) by Fabriquimica; PEG-8 Diisostearate (PEG 400 Diisostearate) by Scher; PEG-12 Dilaurate (Kessco
PEG600 Dilaurate) by Stepan and combinations thereof.
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VI. Polyalkylene glycol ether of aliphatic alcohols

[0050] Other styling agents suitable for use herein include Oleth-5 (Volpo-5) by Croda; Oleth-10 (Volpo-10) by Croda;
Laureth-7 (Rhodasurf L-7-90) by Rhone-Poulenc; Laureth-12 (Ethosperse LA-12) by Lonza and combinations thereof.

VII. Polyalkylene glyceryl ester of fatty acids

[0051] Still other styling agents suitable for use herein includes polyalkylene glyceryl ester of fatty acids (including
monoesters, diesters, and trimesters) Glycereth-5 Lactate (Pelemol G45L) by Phoenix; Glycereth-7 Triacetate (Dermol
GL-7A) by Alzo; PEG-7 Glyceryl Cocoate (Tegosoft GC) by Goldsmith; PEG-12 Glyceryl Laurate (Unibiovit B-332 WS);
PEG-5 Glyceryl Triisostearate (Emalex GWIS-305) by Nihon and combinations thereof.

VIII. Glyceryl alkylate

[0052] Still other styling agents suitable for use herein includes glyceryl alkylates (ester of glycerin and fatty acid,
glyceride including monoester, diester, and triesters),Glyceryl Adipate (Trioxene A) by Vevy; Glyceryl Dilaurate (Lexemul
GDL) by Inolex; Glyceryl Laurate (Protachem MLD) by Protameen; Lauric/Palmitic/Oleic Tryglyceride and combinations
thereof.

IX. Glycol alkylate

[0053] Still other styling agents suitable for use herein includes glycol alkylate (esters of alkylene glycol and fatty acid
including monoesters, diesters). Prefered are esters of ethylene glycol and fatty acids, Glycol Dilaurate (Kemester EGDL)
by Witco; Glycol Oleate; Lauryl Glycol (Mexanyl GU) by Chimex and combinations thereof.

X. Polyglycerol (ether of glycerol with itself; polyglycerins)

[0054] Still other styling agents suitable for use herein includes hexaglycerol; decaglycerol; triglycerin and mixtures
thereof, and/or their derivatives, and combinations thereof.

XI. Polyglycerol ester

[0055] Still other styling agents suitable for use herein includes polyglycerol esters (including monoesters, diesters,
and triesters), decaglycerol monostearate; decaglycerol hexaoleate; triglycerol monolinoleate; triglycerol trilinoleate and
combinations thereof.

XII. Soluble / dispersible nonvolatile silicone copolyols

[0056] Suitable for use herein includes soluble / dispersible nonvolatile silicone copolyols wherein the level of ethylene
and/or propylene oxide is sufficient to allow solubility in the composition.

A. Suitable examples include dimethicone copolyols, e.g. polyether siloxane-modified polymers, such as polyeth-
ylene oxide modified polydimethylsiloxane such as PEG-8 Dimethicone (Ultrasil Copolyol -7) by Noveon and com-
binations thereof.
B. Dimethicone copolyol esters such as Dimethicone PEG-7 Cocoate (Ultrasil SW-12) by Noveon

[0057] Included in the present invention as additional useful styling active materials can be polyalkylene glyceryl ether
of aliphatic alcohols, glyceryl alkyl ether including ether of glycerin and aliphatic alcohol and mixtures thereof.
[0058] All of the fatty acids as described herein for can be saturated or unsaturated; linear, branched, or cyclic. Likewise,
all of the Aliphatic alcohols as described herein can be saturated or unsaturated; linear, branched or cyclic.
[0059] The styling active of the present invention may comprise from about 0.1% to about 90%, preferably from about
1% to about 30%, more preferably from about 2% to about 15%, by weight of the composition. When vaporization is
used, a volatile carrier is required in which the styling active will be soluble or dispersible. The carrier is needed with the
heat from the vaporizing plate (32) to create small droplets that will carry the styling active to hair. A preferred carrier of
the present invention is water. If water is a volatile carrier, one reservoir may be enough per side. If water isn’t the
preferred carrier used, 2 reservoirs per side may be needed in which one reservoir will comprise a styling active and
another reservoir will comprise water (steam).
[0060] The water that may be delivered by the present invention may comprise from about 0.01 - 2 grams per minute
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per side of the styling device which would be equal to about 0.02 to about 4 grams per minute for the total of 2 sides of
the styling device delivering, preferably from about 0.1 to about 1 gram per minute per side which would be equal to
from about 0.2 to about 2 grams per minute for the total of 2 sides of the styling device delivering, more preferably from
about 0.15 to about 0.4 grams per minute per side, which would be equal to from about 0.3 to about 0.8 grams per
minute for the total of 2 sides of the styling device delivering.
[0061] The droplet size of the styling active for the present invention is measured according to a Dv(90) value wherein
90% of the volume is formed by droplets of a designated micron size or less. For the present invention, the Dv(90) may
be less than about 30 microns, preferably less than about 20 microns, and more preferably less than about 12 microns.
Droplet size values have been measured according to an Insitec Measurement System.
[0062] The delivery rate of styling composition, wherein in one embodiment the styling composition is comprised of a
styling active in combination with a carrier, according to the present invention may comprise from about 0.05 to about
2 grams per minute per side of the styling active which would be equal to about 0.1 to about 4 grams per minute for the
total of 2 sides of the styling device delivering, preferably from about 0.1 to about 1 grams per minute per side of the
styling active which would be equal to about 0.2 to about 2 grams per minute for the total of 2 sides of the styling device
delivering, more preferably from about 0.15 to about 0.4 grams per minute per side of the styling active which would be
equal to about 0.3 to about 0.8 grams per minute for the total of 2 sides of the styling device delivering.

Volatile Carriers

[0063] In the present invention, a liquid carrier may help to solubilize or disperse the styling actives described here-
inbefore. The liquid carrier can comprise one or more liquid carriers provided that the selected styling active is sufficiently
miscible/dispersible in the selected liquid carrier.
[0064] The total concentration of the liquid carrier in the composition will vary with the type of liquid carrier selected,
the type of styling active used in combination with the liquid carrier, and the solubility of the selected styling active in the
selected liquid carrier, and so forth. Preferred total concentration of the liquid carrier ranges from about 10% to about
99.9%, preferably from about 70% to about 99%, more preferably from about 85% to about 98%, by weight of the
composition.
[0065] Suitable liquid carriers for use in the compositions of the present invention are volatile liquid carrier materials.
In this context, the term "volatile" refers to materials which have a boiling point of less than about 260°C, preferably from
about 50°C to about 260°C, more preferably from about 60°C to about 150°C (at about one atmosphere of pressure).
[0066] Nonlimiting examples of volatile liquid carriers include water, organic solvents such as C1-C6 alkanols, and
combinations thereof. Specific examples of suitable C1-C6 alkanols include, but are not limited to, ethanol, n-propanol,
isopropanol, n-butanol, amyl alcohol, and mixtures thereof. Preferred C1-C6 alkanols include C2-C4 monohydric alcohols
such as ethanol, isopropanol, and mixtures thereof. Water is the preferred volatile liquid carrier.
[0067] Hydrophobic solvents are also suitable for use in the present compositions include, but are not limited to volatile
silicones, branched chain hydrocarbons and mixtures thereof. Hydrophobic branched chain hydrocarbons useful as the
volatile, hydrophobic solvent herein include, but are not limited to, those containing from about 7 to about 14, more
preferably from about 10 to about 13, and most preferably from about 11 to about 12 carbon atoms. Saturated hydro-
carbons are preferred, although it is not intended to exclude unsaturated hydrocarbons. Examples of such preferred
branched chain hydrocarbons include isoparaffins of the above chain sizes. Specific examples of isoparaffins include
Isopar E (C8-C9 isoparaffins), Isopar H and K (C11-C12 isoparaffins), and Isopar L (C11 -C13 isoparaffins) or mixtures
thereof (all commercially available form Exxon Chemical Co.) Other suitable branched chain hydrocarbons are isodo-
decane and isohexadecane. Isododecane is preferred and is commercially available from Presperse, Inc. as Permethyl
TM 99A.
[0068] Preferred silicones useful as the volatile hydrophobic solvent include, but are not limited to, volatile siloxanes
such as phenyl pentamethyl disiloxane, phenylethylpentamethyl disiloxane, hexamethyl disiloxane, methoxy propylhep-
tamethyl cyclotetrasiloxane, chloropropyl pentamethyl disiloxane, hydroxypropyl pentamethyl disiloxane, octamethyl
cyclotetrasiloxane, decamethyl cylcopentasiloxane, and mixtures thereof. More preferred among the volatile silicones
are hexamethyldisiloxane and cyclomethicones, examples of which include octamethyl cyclo tetrasiloxane and decam-
ethyl cyclopentasiloxane, which are commonly referred to as D4 and D5 cyclomethicone, respectively.
[0069] Additional examples of preferred volatile silicones, include, but are not limited to, cyclopentasiloxane (commer-
cially available from General Electric Co. as SF1202), hexylmethicone (commercially available from Archimica as Silcare
41M10), caprylil methicone (commercially available from Archimica as Silcare 41M15), stearoxytrimethylsilane and
mixtures thereof.

Optional Components

[0070] In addition to the components described above, the compositions (active agent + carrier) of the present invention
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may further comprise one or more optional components known or otherwise effective for use in hair care or personal
care products, provided that the optional components are physically and chemically compatible with the components
described above, or do not otherwise unduly impair product stability, aesthetics or performance. Nonlimiting examples
of such optional components are disclosed in International Cosmetic Ingredient Dictionary, Fifth Edition, 1993, and CTFA
Cosmetic Ingredient Handbook, Second Edition, 1992, both of which are incorporated by reference herein in their entirety.
[0071] The compositions of the invention can contain adjuvants that are common in the cosmetics field, such as
emulsifiers; surfactants; conditioning actives (moisturizers; emollients); sunscreens; anti-free-radical agents; seques-
tering agents; antioxidants; preserving agents; acidifying or basifying agents; fragrances; dyestuffs; modified or non-
modified, non-volatile silicones; reducing agents. The amounts of these various adjuvants are those used conventionally
in the fields considered.
[0072] The present invention may, in some embodiments, further comprise additional optional components known or
otherwise effective for use in hair care or personal care products. The concentration of such optional ingredients generally
ranges from zero to about 25%, more typically from about 0.05% to about 25%, even more typically from about 0.1% to
about 15%, by weight of the composition. Such optional components should also be physically and chemically compatible
with the essential components described herein, and should not otherwise unduly impair product stability, aesthetics or
performance.

Methods of Manufacture

[0073] The compositions of the present invention may be prepared by any known or otherwise effective technique,
suitable for providing a composition provided that the resulting composition provides the excellent styling benefits de-
scribed herein. Methods for preparing the embodiments of the present invention include conventional formulation and
mixing techniques.
[0074] The hair styling device of the present invention may be prepared by any known or otherwise effective technique,
suitable for providing a device that provides the excellent styling benefits described herein. Methods for preparing the
embodiments of the present invention include conventional manufacture techniques. As a further embodiment of the
present invention, materials which may be used in the manufacturing process of the hair styling device include, but are
not limited to: PET : heat-resistant plastic, PET may be used for example in an external housing; PC : heat-resistant
plastic and transparent plastic, PC may be used for example in a reservoir case; PPS : heat-resistant plastic and chemical-
resistant plastic, PPS may be used for example in a chamber case; and ABS : shock-resistant plastic, ABS may be used
for example in external parts of a device. As may be known in the art, with regard to heat-resistance, PPS has the highest
heat resistance for plastic and the subsequent order would be PPS > PET > PC > ABS. The embodiments of the present
invention may use the appropriate and suitable plastic as needed.
[0075] Non-limiting exemplary embodiments of the hair styling device of the present invention may comprise a hair
styling device that may be from about 200-300 mm in length and from about 10-40 mm in height per gripping means
and about 45-75 mm in width.

Methods of Use

[0076] The present invention comprises a method for straightening hair wherein hair to be straightened is passed
under tension between a gripping means, wherein the gripping means provides a heating means, and a styling active
comprising nonvolatile compounds, wherein the styling active is delivered as droplets. In an further embodiment, the
present invention may comprise a method for straightening hair strands on a user’s scalp region comprising, in the
presence of heat and a nonvolatile styling active delivered as droplets having a Dv(90) of less than about 30 microns
slidably gripping the hair strands between the gripping means of the hair styling device of the present invention, placing
the hair strands under tension by drawing the device along the strands in a direction away from the scalp region; releasing
the hair strands and optionally repeating steps (a) and (b).

EXAMPLES

[0077] The following examples further describe and demonstrate embodiments within the scope of the present inven-
tion. The examples are given solely for the purpose of illustration and are not to be construed as limitations of the present
invention, as many variations thereof are possible without departing from the spirit and scope of the invention. All
exemplified concentrations are weight percents, unless otherwise specified.

Examples I-VIII

[0078] The following Examples I-VIII describe compositions of the present invention. Each of the exemplified compo-
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sitions are prepared by combining all of the listed components and mixing the combination until homogeneous. The
resultant liquid mixture is then filled into the reservoir container, and loaded into the device. Each of the exemplified hair
compositions provides improved smooth and straight benefits that last longer.

Component: Example I Example II Example III Example IV

Distilled Water qs qs qs qs

PEG-81 5.0

PEG-122 10.0 7.5 - -

PEG-20 3 2.0 - - -

Ethanol (Denatured) - 10.0 5.0 -

Polydimethylsiloxane (350 cs)4 5.0

Silicone-Polyether Copolymer5 - - - 2.0

Sodium Cocoyl Isethionate - - - -

Glycereth-126 - - 1.0 5.0

Poloxamer 184 7 - - 5.0 -

PEG-12 Laurate 8 5.0

Lauramide DEA 0.25 - - 0.50

Cocamidopropyl Betaine 0.50 - - -

Isosteareth-20 - 1.0 1.0 0.30

Phenoxyethanol 0.30 0.30 0.30 0.30

DisodiumEDTA 0.12 0.12 0.12 -

Benzyl Alcohol 0.50 0.50 0.50 0.5

Methyl Paraben 0.20 0.20 0.20 -

Perfume 0.10 0.20 0.10 0.10

Component: Example V Example VI Example VII Example VIII

Distilled Water qs qs qs -

C11 -C13 isoparaffins 9 - - - qs

Ethanol (Denatured) 10.0 - - 20.0

PEG-122 2.5 5.0 - -

Oleth-510 5.0 - - -

PPG-2611 - - - 7.0

Lauric/Palmitic/Oleic Tryglyceride - - - 2.0

Triglycerin - - 2.0 -

Glycerin - - 3.0 -

Dimethicone PEG-7 Cocoate 12 5.0 - -

Steartrimonium Chloride - - 0.30 -

Ditallowdimonium Chloride 0.50 - - -

PEG-10 Oleate 13 - 0.50 1.0 -

PEG-8 Diisostearate 14 - - - 1.0

Benzyl Alcohol 0.50 - - 0.50
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[0079] The compositions illustrated in Examples I to VIII illustrate specific embodiments of the present invention, but
are not intended to be limiting thereof.
[0080] All exemplified compositions can be prepared by conventional formulation and mixing techniques. Component
amounts are listed as weight percents and exclude minor materials such as diluents, filler, and so forth. The listed
formulations, therefore, comprise the listed components and any minor materials associated with such components.
[0081] Having shown and described various embodiments of the present invention, further adaptations of the present
invention as described herein can be accomplished by appropriate modifications by one of ordinary skill in the art without
departing from the scope of the present invention. Several of these potential modifications and alternatives have been
mentioned, and others will be apparent to those skilled in the art. For example, while exemplary embodiments of the
inventive system have been discussed for illustrative purposes, it should be understood that the elements described
may be constantly updated and improved by technological advances. Accordingly, the scope of the present invention
should be considered in terms of the following claims and is understood not to be limited to the details of structure,
operation or process steps as shown and described in the specification and drawings.

Claims

1. A hair styling device for smoothing and straightening hair strands on a scalp region, comprising, in combination:

a) two hingedly attached, movably opposed arms each of said arms comprising a hair strand gripping means (1);
b) heating means (2) incorporated into the gripping means (1) for providing heat to the hair strands;
c) a reservoir (6) comprising a styling active, in fluid communication with a means of delivery (3) of the gripping
means (1) which delivers a styling active characterized in that the styling active is non-volatile, and the hair
styling device is arranged to deliver the styling active as droplets having a Dv(90) of less than 30 microns.

2. A hair styling device according to claim 1, for smoothing and straightening hair strands on a scalp region, comprising,
in combination:

a) two hingedly attached, movably opposed arms, each arm comprising a hair gripping means (1), one or both
of the gripping means being heatable;
b) a means of vaporization (5) comprising a heatable vaporizing plate (32) associated with one or both of the
arms, the means of vaporization being in fluid communication with the gripping means (1);
c) reservoir (6) in fluid communication with one or both of the gripping means for containing a nonvolatile styling

(continued)

Component: Example V Example VI Example VII Example VIII

Phenoxyethanol - 0.3 - -

Disodium EDTA - - 0.09 -

Perfume 0.15 0.05 - -

1 - Carbowax 400 available from Union Carbide
2 - Carbowax 600 available from Union Carbide
3 - Carbowax 900 available from Union Carbide
4 - SF96-350 available from General Electric
5 - Silwet L-77 available from Witco
6 - Unipeg ETG-12 from UPI
7 - Pluronic L-64 from BASF
8 - Lipogel 6-L from Lipo
9- Isopar L from Exxon Mobil
10 - Volpo-5 from Croda
11- Unicol P-2000 from UPI
12- Ultrasil SW-12 from Noveon
13- Ethofat 0/20 from Akzo
14- PEG 400 Diisostearate from Scher
Examples I - VII can work with either 1 or two reservoirs per side of styling device.
Example VIII may require two reservoirs per side of styling device.
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active and a carrier;
d) means (4), associated with the hair styling device, to transport a styling active from the reservoir (6) to a
means of vaporization;
e) heating chamber (31) in communication with the means of vaporization
f) electronics associated with the hair styling device; and
g) a styling composition, contained within a reservoir (6), comprising a nonvolatile active and wherein the styling
composition further comprises a volatile carrier; further wherein the hair styling device will deliver a styling
composition comprising a nonvolatile active delivered as droplets having a Dv (90) of less than 30 microns.

3. A hair styling device according to the preceding claim wherein the reservoir (6) additionally is comprised of water
delivered to the hair.

4. A hair styling device according to claim 3 wherein 0.02 to 4 grams per minute of water is delivered to the hair.

5. A hair styling device according to the preceding claims wherein the hair styling device further comprises a second
reservoir (8).

6. A hair styling device according to claim 5 wherein the second reservoir (8) comprises water.

7. A hair styling device according to claim 6 wherein 0.02 to 4 grams per minute of water is delivered to the hair.

8. A hair styling device according to the preceding claims wherein the gripping means (1) is comprised of opposing
jaws of the device.

9. A hair styling device according to the preceding claims wherein the gripping means (1) comprises of a reservoir (6)
for containing the nonvolatile styling active.

10. A hair styling device according to the preceding claims, wherein the reservoir (6) is in fluid communication with the
hair strands (82) through one or more of the gripping means (1).

11. A hair styling device according to claim 10 wherein the reservoir (6) resides in the arms.

12. A hair styling device according to the preceding claims wherein the reservoir (6) comprises a removable pre-filled
cartridge.

13. A hair styling device according to the preceding claims wherein the reservoir (6) is refillable through a first exclusive
joint (65).

14. A hair styling device according to the preceding claims wherein a means of transport (4) connects the reservoir (6)
and the means of delivery (3) of the styling active to the hair.

15. A hair styling device according to claim 14 wherein the means of transport (4) is a material that is capable of wicking
the nonvolatile styling active.

16. A hair styling device according to claim 15 wherein the means of transport (4) is selected from the group consisting
of a felt, foam, or a bundle of fibers.

17. A hair styling device according to claim 16 wherein the means of transport (4) is a felt (40).

18. A hair styling device according to claim 17 wherein the felt (40) has a contact area of 10 to 4000 mm2 with the
heating means (2).

19. A hair styling device according to claims 17 and 18 wherein the felt (40) is comprised of a coarse filter.

20. A hair styling device according to the preceding claims wherein the nonvolatile styling active further comprises a
carrier.

21. A hair styling device according to claim 20 wherein the carrier is selected from the group consisting of water, organic
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solvents, hydrophobic solvents and mixtures thereof.

22. A hair styling device according to claims 20 and 21 wherein the nonvolatile styling active is miscible/dispersible in
the carrier.

23. A hair styling device according to any of the preceding claims wherein the nonvolatile styling active remains as a
liquid or a semisolid after the styling active has been delivered to the hair.

24. A hair styling device according to any of the preceding claims wherein the nonvolatile active is selected from the
group consisting of polyalkylene glycols, polyethylene/polypropylene glycol copolymers, alkoxy polyethylene glycols,
polyalkylene glyceryl ethers, polyalkylene glycol ethers of fatty acids, polyalkylene glycol ether of aliphatic alcohols,
polyalkylene glyceryl ester of fatty acids, polyalkylene glyceryl ether of aliphatic alcohols, glyceryl alkylates, glyceryl
alkyl ethers, glycol alkylate, polyglycerols, polyglycerol esters, soluble/dispersible nonvolatile silicone copolyols,
polydimethicone copolyol and mixtures thereof.

25. A hair styling device according to claim 24 wherein the nonvolatile active is a polyalkylene glycol having a number
average molecular weight of from 190 to 1500 and from 5 to 35 repeating alkylene oxide radicals wherein each of
the repeating alkylene oxide radicals has from 2 to 6 carbon atoms.

26. A hair styling device according to claim 25 wherein the polyalkylene glycol is selected from the group consisting of
ethoxy polyethylene/polypropylene glycol copolymers, methoxy polyethylene/polypropylene glycol copolymers, pro-
poxy polyethylene/polypropylene glycol copolymers, butoxy polyethylene/polypropylene glycol copolymers, pentoxy
polyethylene/polypropylene glycol copolymers, triglycerin, hexaglycerin, PPG-4, PPG-6, PEG-5, PEG-6, PEG-8,
PEG-12, PEG-14, PEG-18, PEG-20, PEG-32, and mixtures thereof.

27. A hair styling device according to claim 26 wherein the polyethylene glycol has a number average molecular weight
of from 400 to 1000.

28. A hair styling device according to any of the preceding claims wherein the reservoir (6) is further comprised of a
valve (62) that opens when a vacuum between 2 to 10 mmHg.

29. A hair styling device according to any of the preceding claims wherein the heating plate (21) has multiple row of
holes (80) for dispensing the styling composition.

30. A hair styling device according to any of the preceding claims wherein the heating means (2) is heated to a temperature
range of 90°C to 210°C.

31. A method for straightening hair strands on a scalp region with a device according to any of the preceding claims,
wherein hair to be straightened is passed under tension between said gripping means (1).

32. A method for straightening hair strands on a user’s scalp region according to claim 31, comprising, in the presence
of heat and a nonvolatile styling active delivered as droplets having a Dv(90) of less than 30 microns:

a) gripping the hair strands between the gripping means (1) of the hair styling device;
b) placing the hair strands under tension by drawing the device along the strands in a direction away from the
scalp region;
c) releasing the hair strands and optionally repeating steps (a) and (b).

Patentansprüche

1. Haarfrisiervorrichtung zum Glätten und Plätten von Haarsträhnen auf einem Kopfhautbereich, umfassend in Kom-
bination:

a) zwei über Gelenk befestigte, beweglich einander gegenüberliegende Arme, wobei jeder der Arme ein Haar-
strähnengreifmittel (1) umfasst;
b) Heizvorrichtungen (2), die in das Greifmittel (1) eingearbeitet sind, zum Bereitstellen von Wärme für die
Haarsträhnen;
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c) einen Vorratsbehälter (6), der einen Frisierwirkstoff umfasst, in Fluidaustausch mit einem Abgabemittel (3)
des Greifmittels (1), das einen Frisierwirkstoff abgibt, dadurch gekennzeichnet, dass der Frisierwirkstoff
nichtflüchtig ist und die Haarfrisiervorrichtung so angeordnet ist, um den Frisierwirkstoff als Tröpfchen mit einem
Dv(90) von weniger als 30 Mikrometer abzugeben.

2. Haarfrisiervorrichtung nach Anspruch 1 zum Glätten und Plätten von Haarsträhnen auf einem Kopfhautbereich,
umfassend in Kombination:

a) zwei über Gelenk befestigte, beweglich einander gegenüberliegende Arme, wobei jeder Arm ein Haarsträh-
nengreifmittel (1) umfasst, wobei eines oder beide der Greifmittel beheizbar sind;
b) ein Verdampfungsmittel (5), umfassend eine beheizbare Verdampfungsplatte (32), die mit einem oder beiden
der Arme verbunden ist, wobei das Verdampfungsmittel in Fluidaustausch mit dem Greifmittel (1) ist;
c) Vorratsbehälter (6) in Fluidaustausch mit einem oder beiden der Greifmittel, um einen nichtflüchtigen Frisier-
wirkstoff und einen Träger zu enthalten;
d) Mittel (4), das mit der Haarfrisiervorrichtung verbunden ist, zum Transportieren eines Frisierwirkstoffes aus
dem Vorratsbehälter (6) zu einem Verdampfungsmittel;
e) Heizkammer (31), die in Verbindung mit dem Verdampfungsmittel ist
f) Elektronik, die mit der Haarfrisiervorrichtung verbunden ist; und
g) eine Frisierzusammensetzung, die innerhalb eines Vorratsbehälters (6) enthalten ist, umfassend einen nicht-
flüchtigen Wirkstoff, und wobei die Frisierzusammensetzung ferner einen flüchtigen Träger umfasst;

wobei ferner die Haarfrisiervorrichtung eine Frisierzusammensetzung, umfassend einen nichtflüchtigen Wirkstoff,
der als Tröpfchen mit einem Dv (90) von weniger als 30 Mikrometer abgegeben wird, abgibt.

3. Haarfrisiervorrichtung nach dem vorstehenden Anspruch, wobei der Vorratsbehälter (6) zusätzlich Wasser umfasst,
das an das Haar abgegeben wird.

4. Haarfrisiervorrichtung nach Anspruch 3, wobei 0,02 bis 4 Gramm pro Minute an Wasser an das Haar abgegeben
werden.

5. Haarfrisiervorrichtung nach den vorstehenden Ansprüchen, wobei die Haarfrisiervorrichtung ferner einen zweiten
Vorratsbehälter (8) umfasst.

6. Haarfrisiervorrichtung nach Anspruch 5, wobei der zweite Vorratsbehälter (8) Wasser umfasst.

7. Haarfrisiervorrichtung nach Anspruch 6, wobei 0,02 bis 4 Gramm pro Minute an Wasser an das Haar abgegeben
werden.

8. Haarfrisiervorrichtung nach den vorstehenden Ansprüchen, wobei das Greifmittel (1) gegenüberliegende Schenkel
der Vorrichtung umfasst.

9. Haarfrisiervorrichtung nach den vorstehenden Ansprüchen, wobei das Greifmittel (1) einen Vorratsbehälter (6)
umfasst, um den nichtflüchtigen Frisierwirkstoff zu enthalten.

10. Haarfrisiervorrichtung nach den vorstehenden Ansprüchen, wobei der Vorratsbehälter (6) durch eines oder mehrere
der Greifmittel (1) in Fluidaustausch mit den Haarsträhnen (82) ist.

11. Haarfrisiervorrichtung nach Anspruch 10, wobei der Vorratsbehälter (6) in den Armen sitzt.

12. Haarfrisiervorrichtung nach den vorstehenden Ansprüchen, wobei der Vorratsbehälter (6) eine abnehmbare vorge-
füllte Patrone umfasst.

13. Haarfrisiervorrichtung nach den vorstehenden Ansprüchen, wobei der Vorratsbehälter (6) durch ein erstes exklusives
Gelenk (65) nachfüllbar ist.

14. Haarfrisiervorrichtung nach den vorstehenden Ansprüchen, wobei ein Transportmittel (4) den Vorratsbehälter (6)
und das Abgabemittel (3) des Frisierwirkstoffes an das Haar verbindet.
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15. Haarfrisiervorrichtung nach Anspruch 14, wobei das Transportmittel (4) ein Material ist, das in der Lage ist, den
nichtflüchtigen Frisierwirkstoff anzusaugen.

16. Haarfrisiervorrichtung nach Anspruch 15, wobei das Transportmittel (4) ausgewählt aus der Gruppe, bestehend aus
einem Filz, einem Schaum oder einem Faserbündel.

17. Haarfrisiervorrichtung nach Anspruch 16, wobei das Transportmittel (4) ein Filz (40) ist.

18. Haarfrisiervorrichtung nach Anspruch 17, wobei der Filz (40) eine Kontaktfläche von 10 bis 4000 mm2 mit der
Heizvorrichtung (2) aufweist.

19. Haarfrisiervorrichtung nach Ansprüchen 17 und 18, wobei der Filz (40) einen groben Filter umfasst.

20. Haarfrisiervorrichtung nach den vorstehenden Ansprüchen, wobei der nichtflüchtige Frisierwirkstoff ferner einen
Träger umfasst.

21. Haarfrisiervorrichtung nach Anspruch 20, wobei der Träger ausgewählt ist aus der Gruppe, bestehend aus Wasser,
organischen Lösungsmitteln, hydrophoben Lösungsmitteln und Mischungen davon.

22. Haarfrisiervorrichtung nach Ansprüchen 20 und 21, wobei der nichtflüchtige Frisierwirkstoff in dem Träger mischbar/
dispergierbar ist.

23. Haarfrisiervorrichtung nach einem der vorstehenden Ansprüche, wobei der nichtflüchtige Frisierwirkstoff flüssig oder
halbfest bleibt, nachdem der Frisierwirkstoff an das Haar abgegeben wurde.

24. Haarfrisiervorrichtung nach einem der vorstehenden Ansprüche, wobei der nichtflüchtige Wirkstoff ausgewählt ist
aus der Gruppe, bestehend aus Polyalkylenglycolen, Polyethylen-/Polypropylenglycol-Copolymeren, Alkoxypolye-
thylenglycolen, Polyalkylenglycerylethern, Polyalkylenglycolethern von Fettsäuren, Polyalkylenglycolether von ali-
phatischen Alkoholen, Polyalkylenglycerylester von Fettsäuren, Polyalkylenglycerylether von aliphatischen Alkoho-
len, Glycerylalkylaten, Glycerylalkylethern, Glycolalkylat, Polyglycerolen, Polyglycerinestern, löslichen/dispergier-
baren nichtflüchtigen Silikon-Copolyolen, Polydimethiconcopolyol und Mischungen davon.

25. Haarfrisiervorrichtung nach Anspruch 24, wobei der nichtflüchtige Wirkstoff ein Polyalkylenglycol mit einem Mole-
kulargewicht-Zahlenmittel von 190 bis 1500 und von 5 bis 35 sich wiederholenden Alkylenoxidresten ist, wobei jeder
der sich wiederholenden Alkylenoxidreste von 2 bis 6 Kohlenstoffatome aufweist.

26. Haarfrisiervorrichtung nach Anspruch 25, wobei das Polyalkylenglycol ausgewählt ist aus der Gruppe, bestehend
aus Ethoxy-Polyethylen-/Polypropylenglycol-Copolymeren, Methoxy-Polyethylen-/Polypropylenglycol-Copolyme-
ren, Propoxy-Polyethylen-/Polypropylenglycol-Copolymeren, Butoxy-Polyethylen-/Polypropylenglycol-Copolyme-
ren, Pentoxy-Polyethylen-/Polypropylenglycol-Copolymeren, Triglycerin, Hexaglycerin, PPG-4, PPG-6, PEG-5,
PEG-6, PEG-8, PEG-12, PEG-14, PEG-18, PEG-20, PEG-32 und Mischungen davon.

27. Haarfrisiervorrichtung nach Anspruch 26, wobei das Polyethylenglycol ein Molekulargewicht-Zahlenmittel von 400
bis 1000 aufweist.

28. Haarfrisiervorrichtung nach einem der vorstehenden Ansprüche, wobei der Vorratsbehälter (6) ferner ein Ventil (62)
umfasst, das sich bei einem Unterdruck zwischen 0,3 kPA bis 1,3 kPa (2 bis 10 mmHg) öffnet.

29. Haarfrisiervorrichtung nach einem der vorstehenden Ansprüche, wobei die Heizplatte (21) mehrere Reihen von
Löchern (80) für die Abgabe der Frisierzusammensetzung aufweist.

30. Haarfrisiervorrichtung nach einem der vorstehenden Ansprüche, wobei die Heizvorrichtung (2) auf einen Tempe-
raturbereich von 90 °C bis 210 °C erwärmt wird.

31. Verfahren zum Plätten von Haarsträhnen auf einem Kopfhautbereich mit einer Vorrichtung nach einem der vorste-
henden Ansprüche, wobei das zu plättende Haar unter Spannung zwischen den Greifmitteln (1) entlang geführt wird.

32. Verfahren zum Plätten von Haarsträhnen auf dem Kopfhautbereich eines Benutzers nach Anspruch 31, umfassend,
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in Gegenwart von Wärme und einem nichtflüchtigen Frisierwirkstoff, der als Tröpfchen mit einem Dv(90) von weniger
als 30 Mikrometer abgegeben wird:

a) Greifen der Haarsträhnen zwischen den Greifmitteln (1) der Haarfrisiervorrichtung;
b) Bringen der Haarsträhnen unter Spannung durch Ziehen der Vorrichtung entlang der Stränge in einer Richtung
weg vom Kopfhautbereich;
c) Freilassen der Haarsträhnen und wahlweise Wiederholen der Schritte (a) und (b).

Revendications

1. Dispositif de coiffage des cheveux pour lisser et raidir les brins de cheveux sur une région du cuir chevelu, com-
prenant, en combinaison :

a) deux bras opposés de manière mobile fixés sur charnières, chacun desdits bras comprenant un moyen de
saisie des brins de cheveux (1) ;
b) un moyen de chauffage (2) incorporé dans le moyen de saisie (1) pour fournir de la chaleur aux brins de
cheveux ;
c) un réservoir (6) comprenant un agent actif de coiffage, en communication du point de vue des fluides avec
un moyen de libération (3) du moyen de saisie (1) qui fournit un agent actif de coiffage caractérisé en ce que
l’agent actif de coiffage est non volatil, et le dispositif de coiffage des cheveux est disposé pour libérer l’agent
actif de coiffage sous forme de gouttelettes ayant un Dv(90) inférieur à 30 microns.

2. Dispositif de coiffage des cheveux selon la revendication 1, pour lisser et raidir les brins de cheveux sur une région
du cuir chevelu, comprenant, en combinaison :

a) deux bras opposés de manière mobile fixés sur charnières, chaque bras comprenant un moyen de saisie
des cheveux (1), un ou l’un et l’autre des moyens de saisie pouvant être chauffés ;
b) un moyen de vaporisation (5) comprenant une plaque de vaporisation chauffante (32) associée à un ou l’un
et l’autre des bras, le moyen de vaporisation étant en communication du point de vue des fluides avec le moyen
de saisie (1) ;
c) un réservoir (6) en communication du point de vue des fluides avec un ou l’un et l’autre des moyens de saisie
pour contenir un agent actif de coiffage non volatil et un véhicule ;
d) un moyen (4), associé au dispositif de coiffage des cheveux, pour transporter un agent actif de coiffage
depuis le réservoir (6) vers un moyen de vaporisation ;
e) une chambre de chauffage (31) en communication avec le moyen de vaporisation
f) des composants électroniques associés au dispositif de coiffage des cheveux ; et
g) une composition de coiffage, contenue au sein d’un réservoir (6), comprenant un agent actif non volatil et
où la composition de coiffage comprend en outre un véhicule volatil ;

dans laquelle en outre le dispositif de coiffage des cheveux libérera une composition de coiffage comprenant un
agent actif non volatil libéré sous forme de gouttelettes ayant un Dv (90) inférieur à 30 microns.

3. Dispositif de coiffage des cheveux selon la revendication précédente, dans lequel le réservoir (6) contient en outre
de l’eau libérée sur les cheveux.

4. Dispositif de coiffage des cheveux selon la revendication 3, dans lequel de 0,02 à 4 grammes d’eau par minute sont
libérés sur les cheveux.

5. Dispositif de coiffage des cheveux selon les revendications précédentes, dans lequel le dispositif de coiffage des
cheveux comprend en outre un deuxième réservoir (8).

6. Dispositif de coiffage des cheveux selon la revendication 5, dans lequel le deuxième réservoir (8) comprend de l’eau.

7. Dispositif de coiffage des cheveux selon la revendication 6, dans lequel de 0,02 à 4 grammes d’eau par minute sont
libérés sur les cheveux.

8. Dispositif de coiffage des cheveux selon la revendication précédente, dans lequel le moyen de saisie (1) est constitué
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de deux mâchoires opposées du dispositif.

9. Dispositif de coiffage des cheveux selon les revendications précédentes, dans lequel le moyen de saisie (1) comprend
un réservoir (6) pour contenir l’agent actif de coiffage non volatil.

10. Dispositif de coiffage des cheveux selon les revendications précédentes, dans lequel le réservoir (6) est en com-
munication du point de vue des fluides avec les brins de cheveux (82) à travers un ou plusieurs des moyens de
saisie (1).

11. Dispositif de coiffage des cheveux selon la revendication 10, dans lequel le réservoir (6) réside dans les bras.

12. Dispositif de coiffage des cheveux selon les revendications précédentes, dans lequel le réservoir (6) comprend une
cartouche pré-remplie amovible.

13. Dispositif de coiffage des cheveux selon les revendications précédentes, dans lequel le réservoir (6) est rechargeable
par un premier joint exclusif (65).

14. Dispositif de coiffage des cheveux selon les revendications précédentes, dans lequel un moyen de transport (4)
relie le réservoir (6) et le moyen de libération (3) de l’agent actif de coiffage sur les cheveux.

15. Dispositif de coiffage des cheveux selon la revendication 14, dans lequel le moyen de transport (4) est un matériau
qui est susceptible de drainer l’agent actif de coiffage non volatil.

16. Dispositif de coiffage des cheveux selon la revendication 15, dans lequel le moyen de transport (4) est choisi dans
le groupe constitué d’un feutre, une mousse ou un ensemble de fibres.

17. Dispositif de coiffage des cheveux selon la revendication 16, dans lequel le moyen de transport (4) est un feutre (40).

18. Dispositif de coiffage des cheveux selon la revendication 17, dans lequel le feutre (40) a une zone de contact de
10 à 4000 mm2 avec le moyen de chauffage (2).

19. Dispositif de coiffage des cheveux selon les revendications 17 et 18, dans lequel le feutre (40) est constitué d’un
filtre grossier.

20. Dispositif de coiffage des cheveux selon les revendications précédentes, dans lequel l’agent actif de coiffage non
volatil comprend en outre un véhicule.

21. Dispositif de coiffage des cheveux selon la revendication 20, dans lequel le véhicule est choisi dans le groupe
constitué d’eau, de solvants organiques, de solvants hydrophobes et leurs mélanges.

22. Dispositif de coiffage des cheveux selon les revendications 20 et 21, dans lequel l’agent actif de coiffage non volatil
est miscible/dispersible dans le véhicule.

23. Dispositif de coiffage des cheveux selon l’une quelconque des revendications précédentes, dans lequel l’agent actif
de coiffage non volatil reste sous forme liquide ou semi-solide après que l’agent actif de coiffage a été libéré sur
les cheveux.

24. Dispositif de coiffage des cheveux selon l’une quelconque des revendications précédentes, dans lequel l’agent actif
non volatil est choisi dans le groupe constitué de polyalkylène glycols, copolymères polyéthylène/polypropylène
glycol, polyéthylène alcoxy glycols, éthers de glycéryle polyalkylène, éthers de glycol polyalkylène d’acides gras,
éther de glycol polyalkylène d’alcools aliphatiques, ester glycérique de polyalkylène d’acides gras, éther de glycéryle
de polyalkylène d’alcools aliphatiques, glycéryle alkylates, glycéryle alkyléthers, alkylate glycol, polyglycérols, esters
de polyglycérol, copolyols de silicone non volatils solubles/dispersibles, polydiméthicone copolyol et leurs mélanges.

25. Dispositif de coiffage des cheveux selon la revendication 24, dans lequel l’agent actif non volatil est un polyalkylène
glycol ayant une masse moléculaire moyenne en nombre allant de 190 à 1500 et de 5 à 35 radicaux oxyde d’alkylène
répétés, dans lequel chacun des radicaux oxyde d’alkylène répétés a de 2 à 6 atomes de carbone.
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26. Dispositif de coiffage des cheveux selon la revendication 25, dans lequel le polyalkylène glycol est choisi dans le
groupe constitué de copolymères éthoxy polyéthylène/polypropylène glycol, de copolymères méthoxypolyéthylène/
polypropylène glycol, de copolymères propoxypolyéthylène/polypropylène glycol, de copolymères butoxypolyéthy-
lène/polypropylène glycol, de copolymères pentoxy polyéthylène/polypropylène glycol, de triglycérine, d’hexagly-
cérine, de PPG-4, de PPG-6, de PEG-5, de PEG-6, de PEG-8, de PEG-12, de PEG-14, de PEG-18, de PEG-20,
de PEG-32, et leurs mélanges.

27. Dispositif de coiffage des cheveux selon la revendication 26, dans lequel le polyéthylène glycol a une masse mo-
léculaire moyenne en nombre allant de 400 à 1000.

28. Dispositif de coiffage des cheveux selon l’une quelconque des revendications précédentes, dans lequel le réservoir
(6) est en outre constitué d’une soupape (62) qui s’ouvre lorsqu’il y a un vide allant de 0,3 kPA à 1,3 kPa (de 2 à
10 mm Hg).

29. Dispositif de coiffage des cheveux selon l’une quelconque des revendications précédentes, dans lequel la plaque
chauffante (21) a une rangée multiple de trous (80) pour distribuer la composition de coiffage.

30. Dispositif de coiffage des cheveux selon l’une quelconque des revendications précédentes, dans lequel le moyen
de chauffage (2) est chauffé à un intervalle de température de 90 °C à 210 °C.

31. Procédé pour raidir les brins de cheveux sur une région du cuir chevelu avec un dispositif selon l’une quelconque
des revendications précédentes, dans lequel les cheveux à raidir sont mis sous tension entre lesdits moyens de
saisie (1).

32. Procédé pour raidir les brins de cheveux sur la région du cuir chevelu d’un utilisateur selon la revendication 31,
comprenant, en présence de chaleur et d’un agent actif de coiffage non volatil libéré sous forme de gouttelettes
ayant un Dv(90) inférieur à 30 microns :

a) la saisie des brins de cheveux entre les moyens de saisie (1) du dispositif de coiffage des cheveux ;
b) la mise sous tension des brins de cheveux en étirant le dispositif le long des brins dans une direction qui
s’éloigne de la région du cuir chevelu ;
c) la libération des brins de cheveux et, facultativement, la répétition des étapes (a) et (b).



EP 1 515 629 B1

21



EP 1 515 629 B1

22



EP 1 515 629 B1

23



EP 1 515 629 B1

24



EP 1 515 629 B1

25



EP 1 515 629 B1

26



EP 1 515 629 B1

27



EP 1 515 629 B1

28



EP 1 515 629 B1

29



EP 1 515 629 B1

30



EP 1 515 629 B1

31



EP 1 515 629 B1

32



EP 1 515 629 B1

33



EP 1 515 629 B1

34



EP 1 515 629 B1

35



EP 1 515 629 B1

36



EP 1 515 629 B1

37

REFERENCES CITED IN THE DESCRIPTION

This list of references cited by the applicant is for the reader’s convenience only. It does not form part of the European
patent document. Even though great care has been taken in compiling the references, errors or omissions cannot be
excluded and the EPO disclaims all liability in this regard.

Patent documents cited in the description

• US 4034201 A [0002]

Non-patent literature cited in the description

• International Cosmetic Ingredient Dictionary. 1993
[0070]

• CTFA Cosmetic Ingredient Handbook. 1992 [0070]


	bibliography
	description
	claims
	drawings

