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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The invention relates generally to handheld electronic devices and, more particularly, to a keyboard for a
handheld electronic device.

Background Information

[0002] Numerous types of handheld electronic devices are known. Examples of such handheld electronic devices
include, for instance, personal data assistants (PDAs), handheld computers, two-way pagers, cellular telephones, and
the like. Such handheld electronic devices are generally intended to be portable and thus must be relatively small. Many
handheld electronic devices feature wireless communication capability, although many such handheld electronic devices
are stand-alone. Since handheld electronic devices typically are portable, it is also desired that the form factor of the
devices be sufficiently small and ergonomic that they can conveniently be transported with a belt clip, in a user’s pocket,
manually, or in a briefcase. Advancements in technology have permitted the form factor of such handheld electronic
devices to be reduced while increasing their versatility and functionality, such as by increasing the number of functions
provided by the device as well as increasing the number of software applications and the variety of their features.
However, as the form factor of a handheld electronic device decreases and the number of functions provided by the
device increases, the device potentially can become awkward and difficult to use. Thus, it is also desirable to improve
the usability of a handheld electronic device as its form factor is reduced and its versatility is increased. Previous attempts
to increase such usability have had limitations.
[0003] One such type of solution has involved the use of large numbers of keys which, when pressed in various
combinations, would produce various functions. For instance, adjacent keys were depressed simultaneously to provide
additional functions. In mobile electronics, keys oftentimes are operatively connected with metal or carbon coated poly
domes that act as switches for the keys and that are collapsible and provide tactile feedback to a user when the domes
are collapsed from a relaxed position to a deflected position. The simultaneous pressing of multiple keys to provide a
given function thus oftentimes can result in the collapsing of multiple domes, which can result in a confusing and/or
undesirable tactile feedback to a user. Other attempts at improving usability have involved decreasing the quantity of
keys on a handheld device while increasing the number of functions each key is to serve. Such systems potentially can
become cumbersome because the various functions of a given key may additionally require the pressing of a SHIFT
key, an ALT key, or another key to provide the various functions. In such a circumstance, the required multiple key
pushing requires multiple hand movements which interfere with user friendliness.
[0004] US2001/003539 discloses a telephone keypad apparatus having a dual-switch button in which each of switch
contacts can be individually operated depending on the locations at which the buttons are pushed, by mounting two
switches for every button in the telephone keypad. In such a telephone keypad in which twelve push buttons are arranged
in a grid shape, each of the buttons has two switches for connecting/disconnecting an electrical flow and the buttons
are pushed freely right and left. If the left of the button key cap is pushed the left switch is connected, if the right of the
button key cap is pushed the right switch is connected and if the middle of the button key cap is pushed both the switches
are connected.

SUMMARY OF THE INVENTION

[0005] An improved handheld electronic device and keyboard in accordance with the invention meet these and other
needs. An improved handheld electronic device having an improved keyboard provides enhanced usability with fewer
keys by enabling the keys to pivot slightly to provide multiple functions to the keys. The improved keyboard may, for
example, include internal strips of conductive carbon that are disposed adjacent the keys and are electrically engageable
with contacts on a printed circuit board. Specifically, when a key is pressed directly downward it collapses a single dome
and connects together a set of primary contacts to provide a first function. When the key is pressed at the side thereof,
the key pivots slightly, collapses the dome and connects together the primary contacts, and also engages a carbon strip
with a pair of secondary contacts to connect together the secondary contacts, all of which provide a second function.
The keyboard may be configured to be of a QWERTY configuration while using only a relatively small number of keys.
[0006] Accordingly, an aspect of the invention is to provide an improved handheld electronic device and an improved
keyboard that provide enhanced usability while employing a relatively small number of keys.
[0007] Another aspect of the invention is to provide an improved handheld electronic device and an improved keyboard
having keys that each include multiple functions that are provided by pressing the key at one side thereof, at another
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side thereof, or in the center thereof.
[0008] Another aspect of the invention is to provide an improved handheld electronic device and an improved keyboard
that provide both collapsible domes (or alternative switches providing tactile feedback) and conductive carbon strips (or
alternative switches generally not providing tactile feedback), with collapsing of a dome providing a first function, and
with collapsing of the dome and engaging a carbon strip providing a second function.
[0009] Another aspect of the invention is to provide an improved handheld electronic device and an improved keyboard
that provide keys having multiple functions with a single press while providing a desirable tactile feedback of a single
collapsing dome to the user.
[0010] Another aspect of the invention is to provide an improved handheld electronic device and an improved keyboard
of a QWERTY configuration having a relatively small number of keys with multiple characters being provided on each key.
[0011] Another aspect of the invention is to provide an improved handheld electronic device and an improved keyboard
having a plurality of multifunction keys, with each key being movable between an initial position and a plurality of terminal
positions, and with the various terminal positions of the key and the various functions of the key corresponding with one
another.
[0012] Another aspect of the invention is to provide an improved handheld device and an improved keyboard that
enables a small form factor while still providing enhanced usability or user friendliness.
[0013] Another aspect of the invention is to provide an improved keyboard of the type that is structured to be incorporated
into an electronic device, in which the general nature of the keyboard can be stated as including a printed circuit board,
a primary conductor portion, a secondary conductor portion, and a number of keys. The printed circuit board has a
plurality of electrical contacts. The primary conductor portion includes a number of primary conductors, with each one
of said primary conductors being elastically deflectable between a relaxed position and a deflected position, and with
each one of said primary conductors in the deflected position electrically connecting together a pair of the electrical
contacts. The secondary conductor portion includes a number of secondary conductors, with each one of said secondary
conductors being elastically deflectable between a relaxed position and a deflected position, and with each one of said
secondary conductors in the deflected position electrically connecting together a pair of the electrical contacts. Each
one of said keys is cooperable with a corresponding one of said primary conductors and at least a first corresponding
one of said secondary conductors. The primary conductors and the secondary conductors are disposed between the
printed circuit board and the keys. Each one of said keys is movable between an initial position, a first terminal position,
and a second terminal position, with the key in the first terminal position deflecting the corresponding one of said primary
conductors to its deflected position, and with the key in the second terminal position deflecting the corresponding one
of said primary conductors and the at least a first corresponding one of said secondary conductors to their deflected
positions.
[0014] Another aspect of the invention is to provide an improved handheld electronic device, the general nature of
which can be stated as including a keyboard, a display positioned adjacent the keyboard, and a processor structured
to receive inputs from the keyboard and to output to the display as a function of said inputs. The keyboard may include
a printed circuit board, a primary conductor portion, a secondary conductor portion, and a number of keys. The printed
circuit board has a plurality of electrical contacts. The primary conductor portion includes a number of primary conductors,
with each one of said primary conductors being elastically deflectable between a relaxed position and a deflected position,
and with each one of said primary conductors in the deflected position electrically connecting together a pair of the
plurality of electrical contacts. The secondary conductor portion includes a number of secondary conductors, with each
one of said secondary conductors being elastically deflectable between a relaxed position and a deflected position, and
with each one of said secondary conductors in the deflected position electrically connecting together a pair of the plurality
of electrical contacts. Each key is cooperable with a corresponding one of said primary conductors and at least a first
corresponding one of said secondary conductors, and the primary conductors and the secondary conductors are disposed
between the printed circuit board and the keys. Each one of said keys is movable between an initial position, a first
terminal position, and a second terminal position, with the key in the first terminal position deflecting the corresponding
one of said primary conductors to its deflected position, and with the key in the second terminal position deflecting the
corresponding one of said primary conductors and the at least a first corresponding one of said secondary conductors
to their deflected positions.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015] A full understanding of the invention can be gained from the following Description of the Preferred Embodiment
when read in conjunction with the accompanying drawings in which:

Fig. 1 is a block diagram of an improved handheld electronic device in accordance with the invention;
Fig. 2 is a top plan view of an improved keyboard in accordance with the invention;
Fig. 3 is an exploded isometric view of the keyboard of Fig. 2;
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Fig. 4 is a top plan view of the primary conductor portion of the keyboard of Fig. 2;
Fig. 5 is a top plan view of the secondary conductor portion of the keyboard of Fig. 2;
Fig. 6 is a top plan view of the spacer of the keyboard of Fig. 2;
Fig. 7 is a top plan view of the printed circuit board of the keyboard of Fig. 2;
Fig. 7A is a bottom plan view of the printed circuit board of the keyboard of Fig. 2;
Fig. 8 is a sectional view as taken along Line 8-8 of Fig. 2 and depicting a key of the keyboard in an initial position;
Fig. 9 is a view similar to Fig. 8, except depicting the key in the first terminal position;
Fig. 10 is a view similar to Fig. 8, except depicting the key in the second terminal position; and
Fig. 11 is a view similar to Fig. 8, except depicting the key in the third terminal position.

[0016] Similar numerals refer to similar parts throughout the specification.

DESCRIPTION OF THE PREFERRED EMBODIMENT

[0017] An improved handheld electronic device 4 in accordance with the invention is shown in Fig. 1. The handheld
electronic device 4 includes an improved keyboard 8 in accordance with the invention that is depicted, in whole or in
part, in Figs. 2-11. More particularly, the handheld electronic device 4 includes the keyboard 8, a housing 12, a display
16, and a suitable processor 18 (e.g., without limitation, a microprocessor) having software 20 that resides in the handheld
electronic device 4 and that provides functionality to inputs received from the keyboard 8 and provides outputs to the
display 16. The keyboard 8 and the display 16 are disposed on the housing 12, and the operability of the software 20
is enabled by the processor 18. Examples of handheld electronic devices are included in U.S. Patent Nos. 6,452,588
and 6,489,950, which are incorporated by reference herein.
[0018] As can be seen in Fig. 2, the exemplary keyboard 8 includes a plurality of keys 60, each of which includes a
number of characters 24. As used herein, the expression "a number of" and variations thereof shall refer broadly to any
non-zero positive quantity, including a quantity of one. The exemplary keys 60 depicted and described herein each
include a first character 28 that is generally centrally disposed on the key 60, a second character 32 that is generally
disposed at a left end (from the perspective of Fig. 2) of the key 60, and a third character 36 that is generally disposed
at a right end (from the perspective of Fig. 2) of the key 60, with the first, second, and third characters 28, 32, and 36
being referable collectively, in whole or in part, by the aforementioned numeral 24.
[0019] As can further be seen in Fig. 2, many of the exemplary first characters 28 are digits, and many of the second
and third characters 32 and 36, respectively, are letters. Also, many of the second and third characters 32 and 36,
respectively, together are of a QWERTY configuration to provide a QWERTY key configuration for the handheld electronic
device 4 of Fig. 1. It is understood, however, that the arrangement of the characters 24 can be different than the exemplary
arrangement depicted in Fig. 2. For instance, the first, second, and third characters 28, 32, and 36, respectively, can
together form a QWERTY arrangement. Alternately, the characters 24 could be numerical or mathematical symbols,
could be characters of different languages, or could be of virtually any other character and/or keyboard configuration.
[0020] As can be best understood from Fig. 3, the keyboard 8 includes a keypad 40, a primary conductor portion 44,
a secondary conductor portion 48 having a spacer 52, and a printed circuit board 56. The aforementioned components
of the keyboard 8 can be adhered together or otherwise attached to one another, while in other embodiments the
components need not be adhered to one another in any fashion.
[0021] The keypad 40 includes the aforementioned keys 60 and a key panel 64. The keys 60 are movably disposed
on the key panel 64 and are permitted to pivot slightly with respect thereto.
[0022] The primary conductor portion 44 includes a plurality of conductive domes 68 disposed on a dome panel 72.
The dome panel 72 includes a plurality of primary holes 74 (Fig. 8) formed therein and a plurality of flexible adhesive
members 70 (Fig. 8) disposed on one surface of the dome panel 72 and positioned adjacent the primary holes 74. The
domes 68 extend through the primary holes 74, and the apex of each dome 68, i.e., the proud portion thereof, is adhered
to one of the adhesive members 70. The circular edge of each dome 68 opposite the apex thereof protrudes outwardly
from and beyond the associated primary hole 74. While in the depicted exemplary embodiment the domes 68 are adhered
to the dome panel 72 with the adhesive members 70, it is understood that in other embodiments the domes 68 and the
dome panel 72 may be connected together in other fashions, or might not be connected together at all, without departing
from the concept of the invention.
[0023] The domes 68 are elastically deflectable between a relaxed position, i.e., Fig. 8, and a deflected position, i.e.,
Figs. 9-11. The movement of the domes 68 between the relaxed and deflected positions occurs via elastic deformation
of the domes 68 and causes the domes to "snap" between the relaxed and deflected conditions to provide a desirable
tactile feedback.
[0024] The secondary conductor portion 48 includes a plurality of elongated conductive carbon strips 76 disposed on
a flexible support sheet 80. The support sheet 80 includes a plurality of primary holes 84 formed therein between pairs
of adjacent carbon strips 76. The primary holes 84 in the support sheet 80 are arranged to correspond with and be
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similar to the arrangement of the primary holes 74 in the dome panel 72. It is understood that in other embodiments the
secondary conductor portion 48 could have elongated strips of a different conductive material, such as a metal or other
material, without departing from the concept of the invention. The support sheet 80 may be a thin plastic sheet, although
other configurations are possible.
[0025] It is understood that the primary conductor portion 44 and the secondary conductor portion 48 can be said to
provide switches for the keys 60. Such switches of the primary conductor portion 44 provide a tactile feedback, and such
switches of the secondary conductor portion 48 generally do not provide tactile feedback, but such switches could be
of other configurations.
[0026] The spacer 52 is a sheet of material that can be generally said to space the carbon strips 76 away from the
printed circuit board 56. The spacer 52 includes a plurality of circular primary holes 88 arranged in rows similar to the
arrangement of the primary holes 84 in the support sheet 80 and the primary holes 74 in the dome panel 72. The spacer
52 additionally includes a plurality of elongated secondary holes 92 that correspond generally with the arrangement of
the carbon strips 76 on the support sheet 80. In the exemplary embodiment, the spacer 52 is a thin sheet of an insulative
material, such as plastic, although configurations are possible. It is also understood that the keyboard 8 potentially could
be configured in other fashions that would eliminate the need for the spacer 52 but would still be considered to be within
the scope of the invention.
[0027] As is best shown in Fig. 7, the printed circuit board 56 includes a plurality of primary contacts 96 and a plurality
of secondary contacts 100. The primary and secondary contacts 96 and 100, respectively, are electrically conductive
electrical contacts which, when connected with one another, such as with a conductor extending therebetween, completes
a circuit or completes an open portion of a circuit. The primary contacts 96 are, in the depicted exemplary embodiment,
arranged in pairs and specifically include a ball contact 98 and a ring contact 102, with the ring contact 102 extending
concentrically about the ball contact 98.
[0028] The domes 68 (Fig. 8) each also extend through an aligned pair of the primary holes 84 and 88 formed in the
support sheet 80 and the spacer 52, respectively. The circular ends of the domes 68 rest on the ring contacts 102 of
the primary contacts 96.
[0029] The secondary contacts 100 are arranged in pairs and are generally of an "intermeshed comb" arrangement.
In the exemplary embodiment of the printed circuit board 56 depicted in Fig. 7 and described herein, certain of the
primary contacts 96 are electrically connected with leads to certain of the secondary contacts 100, and numerous other
contact configurations are possible without departing from the concept of the invention.
[0030] As can be understood from Figs. 8-11, each key 60 includes a finger plate 104, a first protrusion 108 in the
exemplary form of a hollow cylinder, a second protrusion 112, and a third protrusion 116. The finger plate 104 is en-
gageable by a user’s finger and includes the characters 24 (Fig. 2) disposed thereon. The first, second, and third
protrusions 108, 112, and 116, respectively, extend outwardly away from the finger plate 104 in a common direction
which, in the exemplary embodiment, is opposite the characters 24. In the exemplary key 60 of Figs. 8-11, the free ends
of the first, second, and third protrusions 108, 112, and 116, respectively, do not lie within a plane and may be of
configurations other than that depicted herein depending upon the configuration of the other components of the keyboard
8.
[0031] As can further be understood from Fig. 8, each key 60 is associated with one of the domes 68 and with a pair
of the carbon strips 76 (Fig. 3). In Fig. 8, the key 60 is in an initial position which corresponds with the relaxed position
of the associated dome 68 and the relaxed positions of the associated carbon strips 76. When the key 60 is depressed
straight toward the printed circuit board 56, such as is depicted generally in Fig. 9, and which would correspond with a
user pressing the key 60 at the first character 28 (Fig. 2), the first protrusion 108 of the key 60 engages the dome 68
that is associated with the key 60 and elastically collapses the dome 68 to the deflected position, while the carbon strips
76 associated the dome 68 remain in their relaxed positions. The key 60 in Fig. 9 is in the first terminal position, and
thus it can be seen that the key 60 is movable between the initial position and the first terminal position.
[0032] When the dome 68 is in the deflected position, it contacts the ball contact 98 of the associated pair of primary
contacts 96. The domes 68 are primary conductors which, when engaged with a corresponding set of primary contacts
96, electrically connect together the pair of primary contacts 96 in order to complete a circuit or to complete an open
portion of a circuit, which provides a first function associated with the first terminal position of the key 60. The dome 68
is configured to "snap" when moving between the relaxed position (Fig. 8) and the deflected position (Fig. 9), and such
a "snap" provides a desirable tactile feedback to the user.
[0033] As can be understood from Figs. 10 and 11, the key 60 is also movable between the initial position and the
second terminal position, i.e., Fig. 10, that would correspond with a user pressing the second character 32 (Fig. 2), which
provides the key 60 with a second function associated with the second terminal position of the key 60. The key 60 is
also movable between the initial position and the third terminal position, i.e., Fig. 11, which would correspond with a
user pressing the third character 36 (Fig. 2) of the key 60 to provide the key with a third function associated with the
third terminal position of the key 60.
[0034] When the key 60 is in the second terminal position, i.e., Fig. 10, the associated dome 68 is in its deflected
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position, and one of the carbon strips 76 associated with the key 60 is also in its deflected condition. When the key 60
is in the third terminal position, i.e., Fig. 11, the associated dome 68 is in its deflected position, and the other of the
carbon strips 76 associated with the key 60 is also in its deflected condition. Each carbon strip 76 serves as a secondary
conductor that is engageable with a pair of the secondary contacts 100 for the purpose of electrically connecting together
the pair of secondary contacts 100 to complete a circuit or to complete an open portion of a circuit.
[0035] The carbon strips 76 are mounted on the support sheet 80 (Fig. 5), which is flexible, and which permits elastic
deflection of the carbon strips 76 between a relaxed position (Fig. 8) and the aforementioned deflected position (Figs.
10 and 11). The carbon strips 76 in the deflected position extend through the associated secondary holes 92 in the
spacer 52 (Fig. 6). In the exemplary embodiment depicted herein the carbon strips 76 do not "snap" or otherwise proved
a discrete tactile feedback to the user. Some feedback to the user is acceptable, however, such as the slight additional
finger force required to elastically deflect the carbon strips 76 between the relaxed and deflected positions. In other
embodiments, the carbon strips 76 can be configured to provide specific tactile feedback to the user in moving between
the relaxed and deflected positions without departing from the concept of the invention.
[0036] The key 60 in the second terminal position is pivoted slightly in a direction away from the first terminal position.
In the exemplary embodiment depicted herein, the second terminal position, i.e., Fig. 10, is pivoted in a counter-clockwise
direction from the first terminal position, i.e., Fig. 9, from the perspective of Figs. 9 and 11.
[0037] When the key 60 is in the third terminal position, as is depicted in Fig. 11, the associated dome 68 is in the
deflected condition, and the other associated carbon strip 76 is deflected from its relaxed position to its deflected position.
The key 60 in the third terminal position is pivoted in a different direction away from the first terminal position, which
direction in the depicted embodiment is a clockwise direction from the first terminal position, i.e., Fig. 9, from the per-
spective of Figs. 9 and 11.
[0038] When the carbon strips 76 are moved to their deflected positions, which alternately occur at the second and
third terminal positions of the key 60, the deflected carbon strip 76 engages an associated pair of the secondary contacts
100 and, being a conductor, electrically connects together the pair of secondary contacts 100. In the embodiment depicted
herein, a given pair of the secondary contacts 100 extends along the printed circuit board 56 adjacent a plurality of the
pairs of primary contacts 96 and, in the depicted embodiment, the primary contacts 96 of some of the pairs of the primary
contacts 96 lie on opposite sides of the given set of secondary contacts 100. Since, in the depicted exemplary embodiment,
a single pair of the secondary contacts 100 extends past a plurality of pairs of the primary contacts 96, the single set of
secondary contacts 100 serves as the associated secondary contacts 100 for all of the keys 60 with which the adjacent
pairs of primary contacts 96 are associated.
[0039] It thus can be seen that each key 60 is movable between the initial position and a plurality of terminal positions,
i.e., the first, second, and third terminal positions, depicted in Figs. 9-11, respectively. The three terminal positions are
associated with the three characters 24 (Fig. 2) on the keys 60, and the various engagements of the domes 68 and the
carbon strips 76 provide various inputs to the handheld electronic device 4 and to which the processor 18 and the
software 20 provide functionality.

EXAMPLES

[0040] An keying chart is provided in Table 1. The vertical column Key Out refers to five outputs from the processor
18 to the keyboard 8 which are normally set to HIGH. Key In refers to eight inputs to the processor 18 from the keyboard
8 which are normally set to LOW. The numerals C1, C2, C3, C4, C5, and C6 (Fig. 5) refer to the exemplary six carbon
strips 76 identified from left to right from the perspective of Fig. 5.

[0041] The processor 18 scans the Key Out outputs and scans the Key In inputs to detect changes of state. For
instance, if the QW key is pressed to the third terminal position, the dome that corresponds with the QW key would

TABLE 1

Key IN

Key OUT 0 1 2 3 4 5 6 7

0 QW AS ZX ALT C1

1 ER DF CV NEXT C2

2 TY GH BN <SPACE> C3

3 UI JK M CAP C4

4 OP L <Backspace> <ENTER> C5 C6
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electrically connect the corresponding primary contacts 96, and the C2 carbon strip (Fig. 5) would electrically connect
the corresponding secondary contacts 100. From the collapsing of the QW dome, the processor 18 would detect that
the voltage of Key Out 0 had dropped and that the voltage of Key In 0 had risen. This would provide an input (0,0) to
the processor 18. From the deflection of the C2 carbon strip the processor 18 would detect that the voltage of Key Out
1 had dropped and that the voltage of Key In 4 had risen. This would provide an input (1,4) to the processor 18.
[0042] An key combination chart is provided in Table 2. From the example given above, the combination of inputs
QW, i.e., (0,0) and C2, i.e., (1,4) results in the character W. The processor 18 sends an appropriate signal to the display
16 to depict the character W.
[0043] In the exemplary embodiment, the second and third characters 32 and 36, respectively, i.e., the various letters
of the keyboard 8, are generated from inputs of combinations of keys 60 and carbon strips 76, although this need not
be the case. The first characters 28, i.e., the digits and symbols of the keyboard 8, are generated from inputs of combi-
nations of the key 60 on which the digit or symbol appears and the ALT key 62, although this need not be the case.
Various configurations of Key In and Key Out, as well as the key combination, can be employed without departing from
the concept of the invention.

[0044] Another example, for which sample keying and key combination charts have not been provided, would include
a situation in which the actuation of a single key 60 to the first terminal position would result in an input to the processor
18 which the processor 18 would recognize as the first character 28 disposed at the center of the key 60. When one of
the keys 60 is pressed to the first terminal position, the processor 18 would recognize the action as the input of the first
character 28 without the need to press additional keys, such as the ALT key 62. Furthermore, such a key 60 could
additionally include a fourth character 24 disposed at the center of the key 60 which, when combined with the ALT key
62, could be recognized by the processor 18 as a different fourth input.
[0045] The improved keyboard 8 can be employed in numerous different advantageous fashions with the handheld
electronic device 4. For instance, and as depicted herein, the second and third characters 32 and 36, respectively, (Fig.
2) can be letters that together form a QWERTY keyboard, and the first characters 28 can be digits and the other symbols
found on a typical keyboard. The software 20 potentially could provide a predictive text function which reviews a user’s

TABLE 2

Key combinations

C1 C2 C3 C4 C5 C6 ALT

QW Q W !

ER E R 1

TY T Y 2

UI U I 3

OP O P .

AS A S ?

DF D F 4

GH G H 5

JK J K 6

L L L ,

ZX Z X SYM

CV C V 7

BN B N 8

M M M 9

Backspace DEL

NEXT *

Space 0

CAP #
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inputs from the keyboard 8 and corrects errors (e.g., without limitation, spelling and/or grammar errors), such as if the
first character 28 is pressed instead of the second character 32, then the software 20 concludes that the second character
32 was desired to have been input.
[0046] While specific embodiments of the invention have been described in detail, it will be appreciated by those skilled
in the art that various modifications and alternatives to those details could be developed in light of the overall teachings
of the disclosure. Accordingly, the particular arrangements disclosed are meant to be illustrative only and not limiting as
to the scope of the invention which is to be given the full breadth of the claims appended and any and all equivalents thereof.

Claims

1. A keyboard (8) structured to be incorporated into an electronic device (4), the keyboard (8) comprising:

a printed circuit board (56) having a plurality of electrical contacts (96,100);
a primary conductor portion (44) including a number of primary conductors (68), each one of said primary
conductors (68) being elastically deflectable between a relaxed position and a deflected position, each one of
said primary conductors (68) in the deflected position electrically connecting together a pair of the electrical
contacts (96,100), each one of said primary conductors (68) moving between the relaxed position and the
deflected position providing a predetermined tactile feedback;
a secondary conductor portion (48) including a number of secondary conductors (76), each one of said secondary
conductors (76) being elastically deflectable between a relaxed position and a deflected position, each one of
said secondary conductors (76) in the deflected position electrically connecting together a pair of the electrical
contacts (96,100), each one of said secondary conductors (76) providing one of
no tactile feedback, and
substantially no tactile feedback;
a number of keys (60), each one of said keys (60) being cooperable with a corresponding one of said primary
conductors (68) and at least a first corresponding one of said secondary conductors (76);
the primary conductors (68) and the secondary conductors (76) being disposed between the printed circuit
board (56) and the keys (60); and
each one of said keys (60) being movable between an initial position, a first terminal position, and a second
terminal position, said each one of said keys (60) in the first terminal position deflecting the corresponding one
of said primary conductors (68) to its deflected position, said each one of said keys (60) in the second terminal
position deflecting the corresponding one of said primary conductors (68) and said at least a first corresponding
one of said secondary conductors (76) to their deflected positions.

2. The keyboard (8) of Claim 1 wherein each one of said secondary conductors (76) extends adjacent a plurality of
the primary conductors (68) and is said at least a first corresponding one of said secondary conductors (76) for the
keys (60) with which said plurality of the primary conductors (68) correspond.

3. The keyboard (8) of Claim 2 wherein each one of said primary conductors is a dome (68), and each one of said
secondary conductors is an elongated conductive carbon strip (76).

4. The keyboard (8) of Claim 1 wherein each one of said secondary conductors (76) extends between a pair of the
primary conductors (68) and is said at least a first corresponding one of said secondary conductors (76) for the keys
(60) with which said pair of the primary conductors (68) are associated.

5. The keyboard of any preceding Claim wherein each one of said primary conductors is a dome (68), and each one
of said secondary conductors is an elongated conductive carbon strip (76), the primary conductor portion (44)
including a dome panel (72) on which the domes (68) are disposed, the secondary conductor portion (48) including
a support sheet (80) on which the conductive carbon strips (76) are disposed, the support sheet (80) having a
number of primary holes (84) formed therein, the support sheet (80) being disposed between the printed circuit
board (56) and the dome panel (72), the domes (68) being at least partially receivable through the primary holes (84).

6. The keyboard (8) of Claim 5 wherein the secondary conductor portion (48) includes a spacer (52) disposed between
the support sheet (80) and the printed circuit board (56), the spacer (52) having a number of primary holes (88)
formed therein and a number of elongated secondary holes (92) formed therein, the domes (68) being at least
partially receivable through the primary holes (88) of the spacer (52), the elongated conductive carbon strips (76)
in the deflected position being at least partially receivable through the secondary holes (92) of the spacer (52).
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7. The keyboard (8) of any preceding Claim wherein each one of said keys (60) is cooperable with a second corre-
sponding one of said secondary conductors (76) and is movable to a third terminal position, said each one of said
keys (60) in the third terminal position deflecting the corresponding one of said primary conductors (68) and said
second corresponding one of said secondary conductors (76) to their deflected positions, said each one of said
keys (60) in the second terminal position being pivoted in a first direction away from the first terminal position, said
each one of said keys (60) in the third terminal position being pivoted in a second, different direction away from the
first terminal position.

8. The keyboard of Claim 7 wherein each one of said keys includes a finger plate, a first protrusion, a second protrusion,
and a third protrusion, the first, second, and third protrusions being disposed on and protruding outwardly from the
finger plate, wherein when said each one of said keys is in the first terminal position the first protrusion is operatively
engaged with the corresponding one of said primary conductors, wherein when said each one of said keys is in the
second terminal position the first protrusion is operatively engaged with the corresponding one of said primary
conductors and the second protrusion is operatively engaged with the at least a first corresponding secondary
conductor, and wherein when said each one of said keys is in the third terminal position the first protrusion is
operatively engaged with the corresponding one of said primary conductors and the third protrusion is operatively
engaged with the second corresponding one of said secondary conductors.

9. The keyboard of Claim 8 wherein the finger plate includes a first character disposed generally centrally thereon, a
second character disposed at one end thereof, and a third character at another end thereof, the first character
corresponding with the first terminal position, the second character corresponding with the second terminal position,
and the third character corresponding with the third terminal position.

10. The keyboard of Claim 8 wherein the finger plate includes a first character at one end thereof and a second character
at another end thereof, at least a portion of the first and second characters of the keys together being arranged in
a QWERTY configuration.

11. A handheld electronic device (4) comprising:

a keyboard (8) according to Claim 1;
a display (16) positioned adjacent the keyboard (8);
a processor (18) structured to receive inputs from the keyboard (8) and to output to the display (16) as a function
of said inputs;

12. The handheld electronic device (4) of Claim 11 wherein each one of said secondary conductors (76) extends adjacent
a plurality of the primary conductors (68) and is said at least a first corresponding one of said secondary conductors
(76) for the keys (60) with which said plurality of the primary conductors (68) are associated.

13. The handheld electronic device (4) of Claim 12 wherein each one of said primary conductors is a dome (68), and
each one of said secondary conductors is an elongated conductive carbon strip (76).

14. The handheld electronic device (4) of Claim 11 wherein each one of said secondary conductors (76) extends between
a pair of the primary conductors (68) and is said at least a first corresponding one of said secondary conductors
(76) for the keys (60) with which said pair of the primary conductors (68) are associated.

15. The handheld electronic device of any of Claims 11-14 wherein each one of said primary conductors is a dome (68),
and each one of said secondary conductors is an elongated conductive carbon strip (76), the primary conductor
portion (44) including a dome panel (72) on which the domes (68) are disposed, the secondary conductor portion
(48) including a support sheet (80) on which the conductive carbon strips (76) are disposed, the support sheet (80)
having a number of primary holes (84) formed therein, the support sheet (80) being disposed between the printed
circuit board (56) and the dome panel (72), the domes (68) being at least partially receivable through the primary
holes (84).

16. The handheld electronic device (4) of Claim 15 wherein the secondary conductor portion (48) includes a spacer
(52) disposed between the support sheet (80) and the printed circuit board (56), the spacer (52) having a number
of primary holes (88) formed therein and a number of elongated secondary holes (92) formed therein, the domes
(68) being at least partially receivable through the primary holes (88) of the spacer (52), the elongated conductive
carbon strips (76) in the deflected position being at least partially receivable through the secondary holes (92) of
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the spacer (52).

17. The handheld electronic device of any of Claims 11-16 wherein each one of said keys (60) is cooperable with a
second corresponding one of said secondary conductors (76) and is movable to a third terminal position, said each
one of said keys (60) in the third terminal position deflecting the corresponding one of said primary conductors (68)
and said second corresponding one of said secondary conductors (76) to their deflected positions, said each one
of said keys (60) in the second terminal position being pivoted in a first direction away from the first terminal position,
said each one of said keys (60) in the third terminal position being pivoted in a second, different direction away from
the first terminal position.

18. The handheld electronic device of Claim 17 wherein each one of said keys includes a finger plate, a first protrusion,
a second protrusion, and a third protrusion, the first, second, and third protrusions being disposed on and protruding
outwardly from the finger plate, wherein when said each one of said keys is in the first terminal position the first
protrusion is operatively engaged with the corresponding one of the primary conductors, wherein when said each
one of said keys is in the second terminal position the first protrusion is operatively engaged with the corresponding
one of said primary conductors and the second protrusion is operatively engaged with the at least a first corresponding
one of said secondary conductors, and wherein when said each one of said keys is in the third terminal position the
first protrusion is operatively engaged with the corresponding one of said primary conductors and the third protrusion
is operatively engaged with the second corresponding one of said secondary conductors.

19. The handheld electronic device of Claim 18 wherein the finger plate includes a first character disposed generally
centrally thereon, a second character disposed at one end thereof, and a third character at another end thereof, the
first character corresponding with the first terminal position, the second character corresponding with the second
terminal position, and the third character corresponding with the third terminal position.

20. The handheld electronic device of Claim 18 wherein the finger plate includes a character at one end thereof and
another character at another end thereof, at least a portion of the characters of the keys together being arranged
in a QWERTY configuration.

Patentansprüche

1. Tastatur (8), die ausgebildet ist, um in einer elektronischen Vorrichtung (4) angeordnet zu werden, wobei die Tastatur
(8) umfasst:

Eine Leiterplatte (56), die eine Vielzahl von elektrischen Kontakten (96, 100) aufweist,
einen ersten Leiterabschnitt (44), der eine Vielzahl von ersten Leitern (68) umfasst, wobei jeder der ersten Leiter
(68) zwischen einer entspannten Position und einer verformten Position elastisch verformbar ist, wobei jeder
der ersten Leiter (68) in der verformten Position mit einem Paar der elektrischen Kontakte (96, 100) elektrisch
verbunden ist, wobei jeder der ersten Leiter (68), der sich zwischen der entspannten Position und der verformten
Position bewegt, ein vorbestimmtes taktiles Feedback zur Verfügung stellt,
einen zweiten Leiterabschnitt (48), der eine Vielzahl von zweiten Leitern (76) umfasst, wobei jeder der zweiten
Leiter (76) zwischen einer entspannten Position und einer verformten Position elastisch verformbar ist, wobei
jeder der zweiten Leiter (76) in der verformten Position mit einem Paar der elektrischen Kontakte (96, 100)
elektrisch verbunden ist, wobei jeder der zweiten Leiter (76) eines von
einem nicht-taktilen Feedback und
einem im Wesentlichen nicht-taktilen Feedback
zur Verfügung stellt,
eine Vielzahl von Tasten (60), wobei jede der Tasten (60) mit einem entsprechenden der ersten Leiter (68) und
wenigstens einem ersten entsprechenden der zweiten Leiter (76) zusammenwirkt,

wobei die ersten Leiter (68) und die zweiten Leiter (76) zwischen der Leiterplatte (56) und den Tasten (60) angeordnet
sind, und
wobei jede der Tasten (60) zwischen einer Anfangsposition, einer ersten Endposition und einer zweiten Endposition
bewegbar ist, wobei jede der Tasten (60) in der ersten Endposition den entsprechenden der ersten Leiter (68) in
dessen verformte Position verformt, wobei jede der Tasten (60) in der zweiten Endposition den entsprechenden
der ersten Leiter (68) und den wenigstens einen ersten entsprechenden der zweiten Leiter (76) in deren verformte
Position verformt.
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2. Tastatur (8) nach Anspruch 1, wobei sich jeder der zweiten Leiter (76) zu einer Vielzahl der ersten Leiter (68)
benachbart erstreckt und der wenigstens eine erste entsprechende der zweiten Leiter (76) für die Tasten (60),
welchen die Vielzahl von ersten Leiter (68) entspricht, ist.

3. Tastatur (8) nach Anspruch 2, wobei jeder der ersten Leiter ein Dom (68) ist und jeder der zweiten Leiter ein
langgestreckter, leitender Carbon-Streifen (76) ist.

4. Tastatur (8) nach Anspruch 1, wobei sich jeder der zweiten Streifen (76) zwischen einem Paar der ersten Leiter
(68) erstreckt und der wenigstens eine erste entsprechende der zweiten Leiter (76) für die Tasten (60), welchen
das Paar der ersten Leiter (68) zugeordnet sind, ist.

5. Tastatur nach einem der vorhergehenden Ansprüche, wobei jeder der ersten Leiter ein Dom (68) ist und jeder der
zweiten Leiter ein langgestreckter, leitender Carbon-Streifen (76) ist, wobei der erste Leiterabschnitt (44) eine Dom-
Paneele (72), auf welcher die Dome (68) angeordnet sind, umfasst, wobei der zweite Leiterabschnitt (48) eine
Abstützplatte (80), auf welcher die leitenden Carbon-Streifen (76) angeordnet sind, umfasst, wobei die Abstützplatte
(80) eine Vielzahl von ersten Ausnehmungen (84), die darin gebildet sind, aufweist, wobei die Abstützplatte (80)
zwischen der Leiterplatte (56) und der Dom-Paneele (72) angeordnet ist, wobei die Dome (68) wenigstens teilweise
von den ersten Ausnehmungen (84) aufnehmbar sind.

6. Tastatur (8) nach Anspruch 5, wobei der zweite Leiterabschnitt (48) einen Abstandshalter (52), der zwischen der
Abstützplatte (80) und der Leiterplatte (56) angeordnet ist, umfasst, wobei der Abstandshalter (52) eine Vielzahl
von ersten Ausnehmungen (88), die darin gebildet sind, und eine Vielzahl von langgestreckten zweiten Ausneh-
mungen (92), die darin gebildet sind, aufweist, wobei die Dome (68) wenigstens teilweise von den ersten Ausneh-
mungen (88) des Abstandshalters (52) aufnehmbar sind, wobei die langgestreckten, leitenden Carbon-Streifen (76)
in der verformten Position wenigstens teilweise von den zweiten Ausnehmungen (92) des Abstandshalters (52)
aufnehmbar sind.

7. Tastatur (8) nach einem der vorhergehenden Ansprüche, wobei jede der Tasten (60) mit einem zweiten entspre-
chenden der zweiten Leiter (76) zusammenwirkt und in eine dritte Endposition bewegbar ist, wobei jede der Tasten
(60) in der dritten Endposition den entsprechenden der ersten Leiter (68) und der zweiten entsprechenden der
zweiten Leiter (76) in deren verformte Positionen verformt, wobei jede der Tasten (60) in der zweiten Endposition
in eine erste Richtung weg von der ersten Endposition verdreht ist, wobei jede der Tasten (60) in der dritten End-
position in eine zweite unterschiedliche Richtung weg von der ersten Endposition gedreht ist.

8. Tastatur nach Anspruch 7, wobei jede der Tasten eine Finger-Platte, einen ersten Vorsprung, einen zweiten Vor-
sprung und einen dritten Vorsprung umfasst, wobei der erste, der zweite und der dritte Vorsprung auf der Finger-
Platte angeordnet sind und sich von dieser nach außen wegerstrecken, wobei, wenn sich jede der Tasten in der
ersten Endposition befindet, der erste Vorsprung mit dem entsprechenden der ersten Leiter wirksam in Eingriff steht,
wobei, wenn sich jede der Tasten in der zweiten Endposition befindet, der erste Vorsprung mit dem entsprechenden
der ersten Leiter wirksam in Eingriff steht und der zweite Vorsprung mit dem wenigstens einen ersten entsprechenden
zweiten Leiter wirksam in Eingriff steht, und wobei, wenn sich jede der Tasten in der dritten Position befindet, der
erste Vorsprung mit dem entsprechenden der ersten Leiter wirksamen Eingriff steht und der dritte Vorsprung mit
dem zweiten entsprechenden der zweiten Leiter wirksamen Eingriff steht.

9. Tastatur nach Anspruch 8, wobei die Finger-Platte einen ersten Buchstaben, der darauf im Wesentlichen mittig
angeordnet ist, einen zweiten Buchstaben, der darauf an einem Ende angeordnet ist, und einen dritten Buchstaben
an einem anderen Ende darauf umfasst, wobei der erste Buchstabe der ersten Endposition entspricht, der zweite
Buchstabe der zweiten Endposition entspricht und der dritte Buchstabe der dritten Endposition entspricht.

10. Tastatur nach Anspruch 8, wobei die Finger-Platte einen ersten Buchstaben an einem Ende darauf und einen
zweiten Buchstaben an einem anderen Ende darauf umfasst, wobei wenigstens ein Abschnitt des ersten und des
zweiten Buchstabens der Tasten miteinander in einer QWERTY--Konfiguration angeordnet ist.

11. Tragbare elektronische Vorrichtung (4), umfassend:

Eine Tastatur (8) nach Anspruch 1,
eine Anzeige (16), welche zu der Tastatur (8) benachbart angeordnet ist,
einen Prozessor (18), der ausgebildet ist, Eingaben von der Tastatur (8) zu empfangen und an die Anzeige
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(16) als eine Funktion der Eingaben auszugeben.

12. Tragbare elektronische Vorrichtung (4) nach Anspruch 11, wobei sich jeder der zweiten Leiter (76) zu einer Vielzahl
der ersten Leiter (68) benachbart erstreckt und der wenigstens eine erste entsprechende eine der zweiten Leiter
(76) für die Tasten (60), welchen die Vielzahl der ersten Leiter (68) zugeordnet ist, ist.

13. Tragbare elektronische Vorrichtung (4) nach Anspruch 12, wobei jeder der ersten Leiter ein Dom (68) ist und jeder
der zweiten Leiter ein langgestreckter, leitender Carbon-Streifen (76) ist.

14. Tragbare elektronische Vorrichtung (4) nach Anspruch 11, wobei sich jeder der zweiten Streifen (76) zwischen
einem Paar der ersten Leiter (68) erstreckt und der wenigstens eine erste entsprechende der zweiten Leiter (76)
für die Tasten (60), welchen das Paar der ersten Leiter (68) zugeordnet sind, ist.

15. Tragbare elektronische Vorrichtung (4) nach einem der Ansprüche 11 bis 14, wobei jeder der ersten Leiter ein Dom
(68) ist und jeder der zweiten Leiter ein langgestreckter, leitender Carbon-Streifen (76) ist, wobei der erste Leiter-
abschnitt (44) eine Dom-Paneele (72), auf welcher die Dome (68) angeordnet sind, umfasst, wobei der zweite
Leiterabschnitt (48) eine Abstützplatte (80), auf welcher die leitenden Carbon-Streifen (76) angeordnet sind, umfasst,
wobei die Abstützplatte (80) eine Vielzahl von ersten Ausnehmungen (84), die darin gebildet sind, aufweist, wobei
die Abstützplatte (80) zwischen der Leiterplatte (56) und der Dom-Paneele (72) angeordnet ist, wobei die Dome
(68) wenigstens teilweise von den ersten Ausnehmungen (84) aufnehmbar sind.

16. Tragbare elektronische Vorrichtung (4) nach Anspruch 15, wobei der zweite Leiterabschnitt (48) einen Abstands-
halter (52), der zwischen der Abstützplatte (80) und der Leiterplatte (56) angeordnet ist, umfasst, wobei der Ab-
standshalter (52) eine Vielzahl von ersten Ausnehmungen (88), die darin gebildet sind, und eine Vielzahl von
langgestreckten zweiten Ausnehmungen (92), die darin gebildet sind, aufweist, wobei die Dome (68) wenigstens
teilweise von den ersten Ausnehmungen (88) des Abstandshalters (52) aufnehmbar sind, wobei die langgestreckten,
leitenden Carbon-Streifen (76) in der verformten Position wenigstens teilweise von den zweiten Ausnehmungen
(92) des Abstandshalters (52) aufnehmbar sind.

17. Tragbare elektronische Vorrichtung (4) nach einem der Ansprüche 11 bis 16, wobei jede der Tasten (60) mit einem
zweiten entsprechenden der zweiten Leiter (76) zusammenwirkt und in eine dritte Endposition bewegbar ist, wobei
jede der Tasten (60) in der dritten Endposition den entsprechenden der ersten Leiter (68) und der zweiten entspre-
chenden der zweiten Leiter (76) in deren verformte Positionen verformt, wobei jede der Tasten (60) in der zweiten
Endposition in eine erste Richtung weg von der ersten Endposition verdreht ist, wobei jede der Tasten (60) in der
dritten Endposition in eine zweite unterschiedliche Richtung weg von der ersten Endposition gedreht ist.

18. Tragbare elektronische Vorrichtung (4) nach Anspruch 17, wobei jede der Tasten eine Finger-Platte, einen ersten
Vorsprung, einen zweiten Vorsprung und einen dritten Vorsprung umfasst, wobei der erste, der zweite und der dritte
Vorsprung auf der Finger-Platte angeordnet sind und sich von dieser nach außen wegerstrecken, wobei, wenn sich
jede der Tasten in der ersten Endposition befindet, der erste Vorsprung mit dem entsprechenden der ersten Leiter
wirksam in Eingriff steht, wobei, wenn sich jede der Tasten in der zweiten Endposition befindet, der erste Vorsprung
mit dem entsprechenden der ersten Leiter wirksam in Eingriff steht und der zweite Vorsprung mit dem wenigstens
einen ersten entsprechenden der zweiten Leiter wirksam in Eingriff steht, und wobei, wenn sich jede der Tasten in
der dritten Position befindet, der erste Vorsprung mit dem entsprechenden der ersten Leiter wirksamen Eingriff steht
und der dritte Vorsprung mit dem zweiten entsprechenden der zweiten Leiter wirksamen Eingriff steht.

19. Tragbare elektronische Vorrichtung (4) nach Anspruch 18, wobei die Finger-Platte einen ersten Buchstaben, der
darauf im Wesentlichen mittig angeordnet ist, einen zweiten Buchstaben, der darauf an einem Ende angeordnet
ist, und einen dritten Buchstaben an einem anderen Ende darauf umfasst, wobei der erste Buchstabe der ersten
Endposition entspricht, der zweite Buchstabe der zweiten Endposition entspricht und der dritte Buchstabe der dritten
Endposition entspricht.

20. Tragbare elektronische Vorrichtung (4) nach Anspruch 18, wobei die Finger-Platte einen ersten Buchstaben an
einem Ende darauf und einen anderen Buchstaben an einem anderen Ende darauf umfasst, wobei wenigstens ein
Abschnitt der Buchstaben der Tasten miteinander in einer QWERTY-Konfiguration angeordnet ist.
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Revendications

1. Clavier (8) structuré pour être incorporé dans un dispositif électronique (4), le clavier (8) comprenant :

une carte de circuit imprimé (56) possédant une pluralité de contacts électriques (96, 100) ;
une partie conducteur primaire (44) comprenant un certain nombre de conducteurs primaires (68), chacun
desdits conducteurs primaires (68) pouvant être défléchi de manière élastique entre une position relâchée et
une position défléchie, chacun desdits conducteurs primaires (68) dans la position défléchie connectant élec-
triquement ensemble une paire des contacts électriques (96, 100), chacun desdits conducteurs primaires (68)
se déplaçant entre la position relâchée et la position défléchie en fournissant un retour tactile prédéterminé ;
une partie conducteur secondaire (48) comprenant un certain nombre de conducteurs secondaires (76), chacun
desdits conducteurs secondaires (76) pouvant être défléchi de manière élastique entre une position relâchée
et une position défléchie, chacun desdits conducteurs secondaires (76) dans la position défléchie connectant
électriquement ensemble une paire des contacts électriques (96, 100), chacun desdits conducteurs secondaires
(76) fournissant une possibilité parmi les suivantes :

aucun retour tactile, et
pratiquement aucun retour tactile;

un certain nombre de touches (60), chacune desdites touches (60) étant capable de coopérer avec un conducteur
correspondant parmi lesdits conducteurs primaires (68) et au moins un premier conducteur correspondant parmi
lesdits conducteurs secondaires (76) ;
les conducteurs primaires (68) et les conducteurs secondaires (76) étant disposés entre la carte de circuit
imprimé (56) et les touches (60) ; et
chacune desdites touches (60) pouvant se déplacer entre une position initiale, une première position terminale,
et une seconde position terminale, chacune desdites touches (60) dans la première position terminale déflé-
chissant le conducteur correspondant parmi lesdits conducteurs primaires (68) vers sa position défléchie, cha-
cune desdites touches (60) dans la seconde position terminale défléchissant le conducteur correspondant parmi
lesdits conducteurs primaires (68) et ledit au moins un premier conducteur correspondant parmi lesdits con-
ducteurs secondaires (76) vers leurs positions défléchies.

2. Clavier (8) selon la revendication 1, dans lequel chacun parmi lesdits conducteurs secondaires (76) s’étend au
voisinage d’une pluralité des conducteurs primaires (68) et est ledit au moins un premier conducteur correspondant
parmi lesdits conducteurs secondaires (76) pour les touches (60) auxquelles ladite pluralité des conducteurs pri-
maires (68) correspond.

3. Clavier (8) selon la revendication 2, dans lequel chacun parmi lesdits conducteurs primaires est un dôme (68) et
chacun parmi lesdits conducteurs secondaires est une bande carbone conductrice allongée (76).

4. Clavier (8) selon la revendication 1, dans lequel chacun desdits conducteurs secondaires (76) s’étend entre une
paire des conducteurs primaires (68) et est ledit au moins un premier conducteur correspondant parmi lesdits
conducteurs secondaires (76) pour les touches (60) auxquelles ladite paire des conducteurs primaires (68) est
associée.

5. Clavier selon l’une quelconque des revendications précédentes, dans lequel chacun parmi lesdits conducteurs
primaires est un dôme (68) et chacun parmi lesdits conducteurs secondaires est une bande carbone conductrice
allongée (76), la partie conducteur primaire (44) comprenant un panneau de dômes (72) sur lequel sont disposés
les dômes (68), la partie conducteur secondaire (48) comprenant une feuille support (80) sur laquelle sont disposées
les bandes carbone conductrices (76), la feuille support (80) possédant un certain nombre de trous primaires (84)
qui y sont percés, la feuille support (80) étant disposée entre la carte de circuit imprimé (56) et le panneau de dômes
(72), les dômes (68) pouvant au moins partiellement passer au travers des trous primaires (84).

6. Clavier (8) selon la revendication 5, dans lequel la partie conducteur secondaire (48) comprend un espaceur (52)
disposé entre la feuille support (80) et la carte de circuit imprimé (56), l’espaceur (52) possédant un certain nombre
de trous primaires (88) qui y sont percés et un certain nombre de trous secondaires allongés (92) qui y sont percés,
les dômes (68) pouvant au moins partiellement passer au travers des trous primaires (88) de l’espaceur (52), les
bandes carbone conductrices allongées (76) dans la position défléchie pouvant au moins partiellement passer au
travers des trous secondaires (92) de l’espaceur (52).
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7. Clavier (8) selon l’une quelconque des revendications précédentes, dans lequel chacune parmi lesdites touches
(60) peut coopérer avec un second conducteur correspondant parmi lesdits conducteurs secondaires (76) et est
mobile vers une troisième position terminale, chacune desdites touches (60) dans la troisième position terminale
défléchissant le conducteur correspondant parmi lesdits conducteurs primaires (68) et ledit second conducteur
correspondant parmi lesdits conducteurs secondaires (76) vers leurs positions défléchies, chacune desdites touches
(60) dans la seconde position terminale étant tournée dans une première direction s’éloignant de la première position
terminale, chacune desdites touches (60) dans la troisième position terminale étant tournée dans une seconde
direction, différente, s’éloignant de la première position terminale.

8. Clavier selon la revendication 7, dans lequel chacune desdites touches comprend une surface de contact de doigt,
une première protubérance, une seconde protubérance et une troisième protubérance, les première, seconde et
troisième protubérances étant disposées sur la surface de contact de doigt et formant saillie vers l’extérieur depuis
la surface de contact de doigt, dans lequel, quand chacune parmi lesdites touches est dans la première position
terminale, la première protubérance est engagée de manière opérationnelle avec le conducteur correspondant
parmi lesdits conducteurs primaires, dans lequel, quand chacune parmi lesdites touches est dans la seconde position
terminale, la première protubérance est engagée de manière opérationnelle avec le conducteur correspondant
parmi lesdits conducteurs primaires et la seconde protubérance est engagée de manière opérationnelle avec l’au
moins un premier conducteur secondaire correspondant, et dans lequel, quand chacune parmi lesdites touches est
dans la troisième position terminale, la première protubérance est engagée de manière opérationnelle avec le
conducteur correspondant parmi lesdits conducteurs primaires et la troisième protubérance est engagée de manière
opérationnelle avec le second conducteur correspondant parmi lesdits conducteurs secondaires.

9. Clavier selon la revendication 8, dans lequel la surface de contact de doigt comprend un premier caractère disposé
de manière générale en son centre, un second caractère disposé à une de ses extrémités et un troisième caractère
disposé à une autre de ses extrémités, le premier caractère correspondant à la première position terminale, le
second caractère correspondant à la seconde position terminale, et le troisième caractère correspondant à la troi-
sième position terminale.

10. Clavier selon la revendication 8, dans lequel la surface de contact de doigt comprend un premier caractère à l’une
de ses extrémités et un second caractère à une autre de ses extrémités, au moins une partie des premier et second
caractères des touches ensemble étant disposée dans une configuration QWERTY.

11. Dispositif électronique portable (4) comprenant :

un clavier (8) selon la revendication 1;
un affichage (16) positionné au voisinage immédiat du clavier (8);
un processeur (18) structuré pour recevoir des entrées depuis le clavier (8) et pour délivrer des sorties à
l’affichage (16) en fonction desdites entrées;

12. Dispositif électronique portable (4) selon la revendication 11, dans lequel chacun parmi lesdits conducteurs secon-
daires (76) s’étend au voisinage d’une pluralité des conducteurs primaires (68) et est ledit au moins un premier
conducteur correspondant parmi lesdits conducteurs secondaires (76) pour les touches (60) auxquelles ladite plu-
ralité des conducteurs primaires (68) est associée.

13. Dispositif électronique portable (4) selon la revendication 12, dans lequel chacun parmi lesdits conducteurs primaires
est un dôme (68), et chacun parmi lesdits conducteurs secondaires est une bande carbone conductrice allongée (76).

14. Dispositif électronique portable (4) selon la revendication 11, dans lequel chacun parmi lesdits conducteurs secon-
daires (76) s’étend entre une paire des conducteurs primaires (68) et est ledit au moins un premier conducteur
correspondant parmi lesdits conducteurs secondaires (76) pour les touches (60) auxquelles ladite paire des con-
ducteurs primaires (68) est associée.

15. Dispositif électronique portable selon l’une quelconque des revendications 11 à 14, dans lequel chacun parmi lesdits
conducteurs primaires est un dôme (68), et chacun parmi lesdits conducteurs secondaires est une bande carbone
conductrice allongée (76), la partie conducteur primaire (44) comprenant un panneau de dômes (72) sur lequel sont
disposés les dômes (68), la partie conducteur secondaire (48) comprenant une feuille support (80) sur laquelle sont
disposées les bandes carbone conductrices (76), la feuille support (80) possédant un certain nombre de trous
primaires (84) qui y sont percés, la feuille support (80) étant placée entre la carte de circuit imprimé (56) et le
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panneau de dômes (72), les dômes (68) pouvant au moins partiellement passer au travers des trous primaires (84).

16. Dispositif électronique portable (4) selon la revendication 15, dans lequel la partie conducteur secondaire (48)
comprend un espaceur (52) disposé entre la feuille support (80) et la carte de circuit imprimé (56), l’espaceur (52)
possédant un certain nombre de trous primaires (88) qui y sont percés et un certain nombre de trous secondaires
allongés (92) qui y sont percés, les dômes (68) pouvant au moins partiellement passer au travers des trous primaires
(88) de l’espaceur (52), les bandes carbone conductrices allongées (76) dans la position défléchie pouvant au moins
partiellement passer au travers des trous secondaires (92) de l’espaceur (52).

17. Dispositif électronique portable selon l’une quelconque des revendications 11 à 16, dans lequel chacune parmi
lesdites touches (60) peut coopérer avec un second conducteur correspondant parmi lesdits conducteurs secon-
daires (76) et est mobile vers une troisième position terminale, chacune desdites touches (60) dans la troisième
position terminale défléchissant le conducteur correspondant parmi lesdits conducteurs primaires (68) et ledit second
conducteur correspondant parmi lesdits conducteurs secondaires (76) vers leurs positions défléchies, chacune
desdites touches (60) dans la seconde position terminale étant tournée dans une première direction s’éloignant de
la première position terminale, chacune desdites touches (60) dans la troisième position terminale étant tournée
dans une seconde direction, différente, s’éloignant de la première position terminale.

18. Dispositif électronique portable selon la revendication 17, dans lequel chacune desdites touches comprend une
surface de contact de doigt, une première protubérance, une seconde protubérance, et une troisième protubérance,
les première, seconde, et troisième protubérances étant disposées sur la surface de contact de doigt et formant
saillie vers l’extérieur depuis la surface de contact de doigt, dans lequel, quand chacune parmi lesdites touches est
dans la première position terminale, la première protubérance est engagée de manière opérationnelle avec le
conducteur correspondant parmi les conducteurs primaires, dans lequel, quand chacune parmi lesdites touches
est dans la seconde position terminale, la première protubérance est engagée de manière opérationnelle avec le
conducteur correspondant parmi lesdits conducteurs primaires et la seconde protubérance est engagée de manière
opérationnelle avec l’au moins un premier conducteur correspondant parmi lesdits conducteurs secondaires, et
dans lequel, quand chacune parmi lesdites touches est dans la troisième position terminale, la première protubérance
est engagée de manière opérationnelle avec le conducteur correspondant parmi lesdits conducteurs primaires et
la troisième protubérance est engagée de manière opérationnelle avec le second conducteur correspondant parmi
lesdits conducteurs secondaires.

19. Dispositif électronique portable selon la revendication 18, dans lequel la surface de contact de doigt comprend un
premier caractère disposé de manière générale en son centre, un second caractère disposé à l’une de ses extrémités,
et un troisième caractère disposé à une autre de ses extrémités, le premier caractère correspondant à la première
position terminale, le second caractère correspondant à la seconde position terminale, et le troisième caractère
correspondant à la troisième position terminale.

20. Dispositif électronique portable selon la revendication 18, dans lequel la surface de contact de doigt comprend un
caractère à l’une de ses extrémités et un autre caractère à une autre de ses extrémités, au moins une partie des
caractères des touches ensemble étant disposée dans une configuration QWERTY.
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