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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates to radio frequency
test equipment, and more particularly, is directed to a
coupler for use in a test enclosure and for coupling to
test equipment to enable wireless communication with a
device under test.
[0002] Wireless communication equipment are sub-
ject to various standards relating to wireless transmis-
sion, including but not limited to power emissions stand-
ards and interference standards. The four main cellular
frequency bands cover 824 to 960 MHz and 1710 to 1990
MHz. Bluetooth, Wireless LAN (WLAN) and/or global po-
sitioning system (GPS) functionality is being added to
many wireless products; the center frequencies of these
systems are 2450 MHz and 1575 MHz respectively. Such
wireless devices, e.g., cellphones, personal digital as-
sistants (PDAs) and smart phones, must be tested prior
to sale, to ensure they comply with appropriate stand-
ards, and in general, function properly.
[0003] Fig. 1A shows a typical radio frequency (RF)
testing enclosure. A device under test is placed in an
enclosure that contains a coupler for wirelessly coupling
between test equipment and the device under test.
[0004] Conventional couplers are designed to operate
over specific frequency bands. Accordingly, when testing
a device designed to operate at several frequency bands,
the testing procedure must include switching the coupler
for each of the frequency bands being tested. The need
to switch between different couplers to test the same de-
vice decreases the reliability and repeatability of tests,
increases the cost of testing, increases the difficulty of
calibrating the tests, and increases the test time. US
2002/0053994 discloses a planar ultra wide band anten-
na with integrated electronics and US6307525 discloses
a multiband flat panel antenna providing automatic rout-
ing between a plurality of antenna elements and an input/
output port.
[0005] Thus, there is a need for a wide bandwidth RF
coupler, operating in several frequency bands.

SUMMARY OF THE INVENTION

[0006] According to one aspect of this invention, there
is provided a coupler as defined in claim 1 of the append-
ed claims.
[0007] Features of embodiments are defined in the de-
pendent claims.
[0008] In an embodiment, the first element has a ta-
pered nose portion for connecting to a first portion of a
signal feed structure, and the third element is for con-
necting to a second portion of the signal feed structure.
[0009] Embodiments of the invention will now be de-
scribed, by way of example, with reference to the draw-
ings of which:

BRIEF DESCRIPTION OF THE DRAWINGS

[0010]

Fig. 1A shows a typical RF enclosure;
Fig. 1B is a block diagram showing hand-held mobile
communication device 1;
Fig. 1C shows a conventional bow tic antenna;
Figs. 2A-2B show views of a bow tie coupler accord-
ing to an embodiment of the present invention;
Figs. 3A-3F show measured radiation patterns of the
coupler of Fig. 2A;
Fig. 4 is a graph showing the Voltage Standing Wave
Ratio (VSWR) for the coupler of Fig. 2A;
Fig. 5 is a graph showing the VSWRs for several
couplers;
Fig. 6 is a graph showing the antenna gain for several
couplers; and
Fig. 7 is a diagram of another bow tie coupler ac-
cording to an embodiment of the present invention.

DETAILED DESCRIPTION

[0011] Fig. 1B shows hand-held mobile communica-
tions device 1, which is an example of a device that may
be tested in the enclosure of Fig. 1A. Fig. 1B shows the
conventional operating environment of device 1. Hand-
held mobile communication device 1 includes a housing,
a keyboard 14 and an output device 16. The output device
shown is a display 16, which is preferably a full graphic
LCD. Other types of output devices may alternatively be
utilized. A processing device 18, which is shown sche-
matically in Fig. 1B, is contained within the housing and
is coupled between the keyboard 14 and the display 16.
The processing device 18 controls the operation of the
display 16, as well as the overall operation of the mobile
device 1, in response to actuation of keys on the keyboard
14 by the user.
[0012] The housing may be elongated vertically, or
may take on other sizes and shapes (including clamshell
housing structures). The keyboard may include a mode
selection key, or other hardware or software for switching
between text entry and telephony entry.
[0013] In addition to the processing device 18. other
parts of the mobile device 1 are shown schematically in
Fig. 1B. These include a communications subsystem
100; a short-range communications subsystem; the key-
board 14 and the display 16, along with other input/output
devices 106, 108, 11 and 112; as well as memory devices
116, 118 and various other device subsystems 120. The
mobile device 1 is preferably a two-way RF communica-
tion device having voice and data communication capa-
bilities. In addition, the mobile device 1 preferably has
the capability to communicate with other computer sys-
tems via the Internet.
[0014] Operating system software executed by the
processing device 18 is preferably stored in a persistent
store, such as a flash memory 116, but may be stored in
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other types of memory devices, such as a read only mem-
ory (ROM) or similar storage element. In addition, system
software, specific device applications, or parts thereof,
may be temporarily loaded into a volatile store, such as
a random access memory (RAM) 118. Communication
signals received by the mobile device may also be stored
to the RAM 118.
[0015] The processing device 18, in addition to its op-
erating system functions, enables execution of software
applications 130A-130N on the device 1. A predeter-
mined set of applications that control basic device oper-
ations, such as data and voice communications 130A
and 130B, may be installed on the device 1 during man-
ufacture. In addition, a personal information manager
(PIM) application may be installed during manufacture.
The PIM is preferably capable of organizing and manag-
ing data items, such as e-mail, calendar events, voice
mails, appointments, and task items. The PIM application
is also preferably capable of sending and receiving data
items via a wireless network 140. Preferably, the PIM
data items are seamlessly integrated, synchronized and
updated via the wireless network 140 with the device
user’s corresponding data items stored or associated
with a host computer system. Communication functions,
including data and voice communications, are performed
through the communication subsystem 100, and possibly
through the short-range communications subsystem.
The communication subsystem 100 includes a receiver
150, a transmitter 152, and one or more antennas 154
and 156. In addition, the communication subsystem 100
also includes a processing module, such as a digital sig-
nal processor (DSP) 158, and local oscillators (LOs) 160.
The specific design and implementation of the commu-
nication subsystem 100 is dependent upon the commu-
nication network in which the mobile device 1 is intended
to operate. For example, a mobile device 1 may include
a communication subsystem 100 designed to operate
with the Mobitex™, Data TAC™ or General Packet Radio
Service (GPRS) mobile data communication networks
and also designed to operate with any of a variety of voice
communication networks, such as AMPS, TDMA, CD-
MA, PCS, GSM, etc. Other types of data and voice net-
works, both separate and integrated, may also be utilized
with the mobile device 1.
[0016] Network access requirements vary depending
upon the type of communication system. For example,
in the Mobitex and DataTAC networks, mobile devices
are registered on the network using a unique personal
identification number or PIN associated with each device.
In GPRS networks, however, network access is associ-
ated with a subscriber or user of a device. A GPRS device
therefore requires a subscriber identity module, com-
monly referred to as a SIM card, in order to operate on
a GPRS network.
[0017] When required network registration or activa-
tion procedures have been completed, the mobile device
1 may send and receive communication signals over the
communication network 140. Signals received from the

communication network 140 by the antenna 154 are rout-
ed to the receiver 150, which provides for signal amplifi-
cation, frequency down conversion, filtering, channel se-
lection, etc., and may also provide analog to digital con-
version. Analog-to-digital conversion of the received sig-
nal allows the DSP 158 to perform more complex com-
munication functions, such as demodulation and decod-
ing. In a similar manner, signals to be transmitted to the
network 140 are processed (e.g. modulated and encod-
ed) by the DSP 158 and are then provided to the trans-
mitter 152 for digital to analog conversion, frequency up
conversion, filtering, amplification and transmission to
the communication network 140 (or networks) via the an-
tenna 156.
[0018] In addition to processing communication sig-
nals, the DSP 158 provides for control of the receiver 150
and the transmitter 152. For example, gains applied to
communication signals in the receiver 150 and transmit-
ter 152 may be adaptively controlled through automatic
gain control algorithms implemented in the DSP 158.
[0019] In a data communication mode, a received sig-
nal, such as a text message or web page download, is
processed by the communication subsystem 100 and is
input to the processing device 18. The received signal is
then further processed by the processing device 18 for
an output to the display 16, or alternatively to some other
auxiliary I/O device 106. A device user may also compose
data items, such as e-mail messages, using the keyboard
14 and/or some other auxiliary I/O device 106, such as
a touchpad, a rocker switch, a thumb-wheel, or some
other type of input device. The composed data items may
then be transmitted over the communication network 140
via the communication subsystem 100.
[0020] In a voice communication mode, overall oper-
ation of the device is substantially similar to the data com-
munication mode, except that received signals are output
to a speaker 110, and signals for transmission are gen-
erated by a microphone 112. Alternative voice or audio
I/O subsystems, such as a voice message recording sub-
system, may also be implemented on the device 1. In
addition, the display 16 may also be utilized in voice com-
munication mode, for example to display the identity of
a calling party, the duration of a voice call, or other voice
call related information.
[0021] The short-range communications subsystem
enables communication between the mobile device 1 and
other proximate systems or devices, which need not nec-
essarily be similar devices. For example, the short-range
communications subsystem may include an infrared de-
vice and associated circuits and components, or a Blue-
tooth™ communication module to provide for communi-
cation with similarly-enabled systems and devices.
[0022] The frequency bands of interest for cellular and
smart phones are: 850 MHz GSM (824-894 MHz), 900
MHz GSM (880-960 MHz), GPS (1575.42 MHz), DCS
(1710-1880 MHz), PCS (1850-1990 MHz), and WLAN
(2400-2484 MHz).
[0023] A wide bandwidth coupler has two outer ele-
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ments around a center element. The outer elements are
rectangular at their outside portions and each have a
tapered nose portion next to the center element. A match-
ing network electrically connects the two outer elements
and the center element.
[0024] The coupler exhibits better than 2:1 Voltage
Standing Wave Ratio (VSWR), stable antenna gain char-
acteristics and a dipole-like radiation pattern over a wide
frequency range. In one embodiment of the present in-
vention, the coupler exhibits the above characteristics
over a frequency range of 824 to 2484 MHz, that is, all
of the frequency bands for cellular and smart phones.
Over each frequency band the coupler has very stable
antenna gain. These characteristics minimize system er-
ror and thus maximize device failure detection during
testing. The coupler can be etched easily on printed cir-
cuit board material. The wide bandwidth coupler is useful
in an RF testing enclosure.
[0025] The wide bandwidth coupler eliminates the test
time needed to switch the coupler of an RF test chamber,
and reduces calibration time. Additionally, the wide band-
width coupler enables simultaneous testing of multiple
bandwidths, and improves the reliability and repeatability
of test measurements.
[0026] Since couplers wear out sooner if they are
switched frequently, the present wide bandwidth coupler
should last longer as it will need to be switched less often.
[0027] Fig. 1C shows an example of a conventional
bow tie antenna having two triangular portions and a sig-
nal feed structure connected to the inner vertices of the
triangular portions. With the inner vertices having 60° an-
gles, the conventional bow tie antenna could provide a
voltage standing wave ratio (VSWR) < 2 over a bandwidth
of 30% to 40% of the center frequency, when its length
L = 0.8λ at the center frequency, where λ is the wave-
length of a signal being transmitted or received.
[0028] Fig. 2A shows bow tie coupler 10 according to
an embodiment of the present invention. Small element
50 is disposed between medium element 20 and large
element 30. Matching network 40 electrically connects
small element 50, medium element 20 and large element
30.
[0029] In one embodiment, bow tie coupler 10 is locat-
ed on a printed circuit board (PCB) RF substrate, such
as a FR4 substrate, with no ground plane opposing the
coupler. The elements of bow tie coupler 10 are created
on the PCB using a board milling machine or by an etch-
ing method. Other methods of manufacturing bow tie cou-
pler 10 will be apparent to those of ordinary skill in the art.
[0030] Small element 50 is coupled to the center pin
(not shown) of a signal feed structure, such as a coaxial
cable or microstrip line, connected to test equipment.
Other suitable signal feed structures will be apparent to
those of ordinary skill in the art. Small element 50 has a
square shape.
[0031] Medium element 20 is coupled to the outer
sleeve (not shown) of the coaxial cable connected to the
test equipment, that is, the signal ground. Medium ele-

ment 20 has length len20. Medium element 20 has an
outer rectangular portion and an inner tapered portion.
Sides 23 and 24 taper to edge 22, forming a tapered nose
portion.
[0032] Bow tie coupler 10 wirelessly receives and
transmits with the device under test (not shown), that is,
acts as an antenna for converting electromagnetic ener-
gy to electrical energy and vice versa. Large element 30
has length len30. Generally, len30 is greater than or
equal to len20, with the specific length values chosen in
view of the signal frequency range and/or center frequen-
cy. However, len30 and len20 may be the same in some
embodiments. In one embodiment, len20 is about 20 mm
and len30 is about 40 mm. Large element 30 has an outer
rectangular portion and an inner tapered portion. Sides
33 and 34 taper to edge 32, forming a tapered nose por-
tion.
[0033] Large element 30 has arm 35 which serves to
extend element 30 closer to element 20, thereby making
it easier to connect matching network 40 between ele-
ments 20 and 30.
[0034] Matching network 40 comprises matching com-
ponents 41, 42 and 43. Component 41 electrically con-
nects medium element 20 and small element 50. Com-
ponent 42 electrically connects medium element 20 and
large element 30. Component 43 electrically connects
small element 50 and large element 30.
[0035] In one embodiment, components 41 and 42 are
each a resistor having a resistance of about 190 ohms,
and component 43 is an inductor having an inductance
of about 1.2 nH. In another embodiment, components
41-43 are each resistors, while in a further embodiment,
components 41-43 are each inductors. Other configura-
tions of matching network 40 will be apparent to one of
ordinary skill in the art, and may be comprised of combi-
nations of resistors, capacitors and inductors.
[0036] Fig. 2B shows a three-dimensional view of bow
tie coupler 10.
[0037] Figs. 3A-3F show the radiation patterns of an
exemplary bow tie coupler 10, in the E-plane (y-z plane
of Fig. 2B) and the H-plane (x-y plane of Fig. 2B), meas-
ured in a 20 meter tapered anechoic chamber for various
transmit frequencies. The radiation patterns at all of the
frequency bands are seen to be dipole-like with good
omni-directional H-plane characteristics.
[0038] Fig. 3A is for the GSM850 system frequency of
839.6 MHz.
[0039] Fig. 3B is for the GSM900 system frequency of
902.4 MHz.
[0040] Fig. 3C is for the DCS system frequency of 47.8
MHz.
[0041] Fig. 3D is for the PCS system frequency of 1880
MHz.
[0042] Fig. 3E is for the GPS system frequency of
1575.42 MHz.
[0043] Fig. 3F is for the wireless LAN system frequency
of 2450 MHz.
[0044] Fig. 4 is a graph showing the measured VSWR
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for the exemplary bow tie coupler 10, measured using
an Agilent 8753E vector network analyzer. It can be seen
that over the frequency range of at least 600 to 2600 MHz
the coupler exhibits a substantially flat VSWR curve hav-
ing a max-min variation of less than 1 and a VSWR better
than 2:1.
[0045] It will be recalled that a VSWR of 2:1 corre-
sponds to 90% of the input power being converted to
output power, and is the RF standard for couplers. A
VSWR of 1:1 corresponds to 100% of input power being
converted to output power.
[0046] Ideally, the VSWR should be better than 2:1
over the entire frequency range of interest.
[0047] Fig. 5 is a graph showing the VSWRs for a con-
ventional bow tie antenna, such as shown in Fig. 1C
(dash-dot line), a commercially popular coupler (not
shown) (dotted line), and bow tie coupler 10 according
to the present invention (solid line). The commercially
popular coupler has poor VSWR performance in that its
VSWR varies from about 27:1 to close to 1:1 and is not
flat. The conventional bow tie antenna has a VSWR var-
ying from about 8:1 to close to 1:1 . By contrast, bow tie
coupler 10 has a VSWR that is generally flat and is better
than 2:1.
[0048] Fig. 6 is a graph showing the antenna gain for
a conventional bow tie antenna, such as shown in Fig.
1C (dash-dot line), a commercially popular coupler (not
shown) (dotted line), and bow tie coupler 10 according
to the present invention (solid line). Ideally, the antenna
gain should be flat over the entire bandwidth of interest.
The commercially popular coupler has a triangular gain
curve from about 1700 - 2400 MHz that has an antenna
gain variation (max-min) of about 5 dB. The conventional
bow tie antenna has a linearly sloped curve from about
900 - 1700 MHz with an antenna gain range of about 9
dB. By contrast, bow tie coupler 10 has a generally flat
antenna gain curve from about 800 - 2500 MHz with an
antenna gain range of only about 2.5 dB.
[0049] An alternate embodiment is shown in Fig. 7, a
diagram of bow tie coupler 11, which is generally similar
to bow tie coupler 10. For brevity, only the differences
will be discussed.
[0050] The tapered edges of the noses of medium el-
ement 21 and large element 31 of bow tie coupler have
a curved or exponential shape, instead of being straight
edges as in bow tie coupler 10. Small element 31 of bow
tie coupler 11 has a circular shape.

Claims

1. A bow tie coupler (10) operating in a plurality of wire-
less communications frequency bands for use in a
radio frequency test chamber comprising:

a first conductive element (20) having an outer
rectangular portion and an inner tapered portion,
with sides that taper to an edge, thereby forming

a nose (22) of the first conductive element, the
first conductive element being connected to a
signal ground;
a second conductive element (30) having an out-
er rectangular portion and an inner tapered por-
tion, with sides that taper to an edge, thereby
forming a nose (32) of the second conductive
element, the first and second elements arranged
relative to each another such that the noses
project towards each other, the second conduc-
tive element having an arm (35) which extends
toward the first conductive element, the inner
tapered portion of the second element having a
first width which is substantially equal to a width
of the rectangular portion of the second element,
and a second width smaller than the first width;
wherein the length of the rectangular portion of
the second element is 40 mm and is longer than
the length of the rectangular portion of the first
element which is 20 mm.
a third conductive element (50) disposed be-
tween the nose of the first conductive element
and the nose of the second conductive element;
and
a matching network (40) electrically connecting
the first conductive element, the second conduc-
tive element, and the third conductive element
and including
a resistor of 190 ohms (41) electrically connect-
ing the first conductive element and the third
conductive element,
an inductor of 1,2 nH (43) electrically connecting
the second conductive element and the third
conductive element, and
a resistor of 190 ohms (42) electrically connect-
ing the first conductive element and the arm of
the second conductive element,
the configuration of the first conductive element,
the second conductive element, the third con-
ductive element and the matching network of
the bow tie coupler providing a generally flat an-
tenna gain curve over at least two wireless com-
munication frequency bands of the plurality of
wireless communication frequency bands for si-
multaneous testing of multiple bandwidths of the
plurality of wireless communication frequency
bands.

2. The coupler of claim 1, wherein the length of the arm
is equal to the length of the third element.

3. The coupler of any preceding claim, wherein the third
element has a symmetric shape.

4. The coupler of claim 3, wherein the third element
has a square shape.

5. The coupler of claim 3, wherein the third element
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has a round shape.

6. The coupler of any preceding claim, wherein the ta-
pered portions of the first and second elements are
the same size.

7. The coupler of any preceding claim, wherein the ta-
pered portions of the first and second elements have
straight edges on either side of the nose.

8. The coupler of any of claims 1 to 7, wherein the ta-
pered portions of the first and second elements have
curved edges on either side of the nose.

9. The coupler of any preceding claim, having dipole-
like radiation patterns.

10. The coupler of any preceding claim, having a gen-
erally flat antenna gain curve over a frequency range
of at least 800 to 2500 MHz and a max-min antenna
gain variation of no more than about 2.5 dB.

11. The coupler of claim 1, wherein the first element is
connected to a first portion of a signal feed structure,
and the third element is connected to a second por-
tion of the signal feed structure.

12. The coupler of claim 11, wherein the signal feed
structure is a coaxial cable, the first portion of the
signal feed structure is a ground reference portion
of the coaxial cable, and the second portion of the
signal feed structure is a center pin of the coaxial
cable.

13. The coupler of any preceding claim having a voltage
standing wave ratio (VSWR) of better than 2:1 over
a frequency range o fat least 600 to 2600 MHz.

14. The coupler of claim 1, wherein the frequency bands
correspond to wireless systems selected from the
group consisting of 850 MHz GSM, 900 MHz GSM,
GPS, DCS, PCS and WLAN.

Patentansprüche

1. "Bow-Tie"-Koppler (10), der in einer Vielzahl von
drahtlosen Kommunikationsfrequenzbändern arbei-
tet, zur Verwendung in einer Funkfrequenztestkam-
mer, der aufweist:

ein erstes leitfähiges Element (20) mit einem äu-
ßeren rechteckigen Teil und einem inneren sich
verjüngenden Teil, mit Seiten, die sich zu einer
Kante hin verjüngen, wodurch eine Nase (22)
des ersten leitfähigen Elements gebildet wird,
wobei das erste leitfähige Element mit einer Si-
gnalmasse verbunden ist;

ein zweites leitfähiges Element (30) mit einem
äußeren rechteckigen Teil und einem inneren
sich verjüngenden Teil, mit Seiten, die sich zu
einer Kante hin verjüngen, wodurch eine Nase
(32) des zweiten leitfähigen Elements gebildet
wird, wobei die ersten und zweiten Elemente re-
lativ zueinander derart angeordnet sind, dass
die Nasen zueinander hin ragen,
wobei das zweite leitfähige Element einen Arm
(35) hat, der sich hin zu dem ersten leitfähigen
Element erstreckt, wobei der innere sich verjün-
gende Teil des zweiten Elements eine erste
Breite hat, die im Wesentlichen gleich ist zu ei-
ner Breite des rechteckigen Teils des zweiten
Elements, und eine zweite Breite, die geringer
ist als die erste Breite;
wobei die Länge des rechteckigen Teils des
zweiten Elements 40 mm ist und länger ist als
die Länge des rechteckigen Teils des ersten Ele-
ments, die 20 mm ist;
ein drittes leitfähiges Element (50), das zwi-
schen der Nase des ersten leitfähigen Elements
und der Nase des zweiten leitfähigen Elements
angeordnet ist; und
ein Anpassnetzwerk (40), das das erste leitfä-
hige Element, das zweite leitfähige Element und
das dritte leitfähige Element elektrisch verbindet
und umfasst
einen Widerstand von 190 Ohm (41), der das
erste leitfähige Element und das dritte leitfähige
Element elektrisch verbindet,
einen Induktor von 1,2 nH (43), der das zweite
leitfähige Element und das dritte leitfähige Ele-
ment elektrisch verbindet, und
einen Widerstand von 190 Ohm (42), der das
erste leitfähige Element und den Arm des zwei-
ten leitfähigen Elements elektrisch verbindet,
wobei die Konfiguration des ersten leitfähigen
Elements, des zweiten leitfähigen Elements,
des dritten leitfähigen Elements und des An-
passnetzwerks des "Bow-Tie"-Kopplers eine im
Allgemeinen flache Antennengewinnkurve lie-
fert über zumindest zwei drahtlose Kommunika-
tionsfrequenzbänder der Vielzahl von drahtlo-
sen Kommunikationsfrequenzbändern zum
gleichzeitigen Testen von mehreren Bandbrei-
ten der Vielzahl von drahtlosen Kommunikati-
onsfrequenzbändern.

2. Koppler gemäß Anspruch 1, wobei die Länge des
Arms gleich zu der Länge des dritten Elements ist.

3. Koppler gemäß einem vorhergehenden Anspruch,
wobei das dritte Element eine symmetrische Form
hat.

4. Koppler gemäß Anspruch 3, wobei das dritte Ele-
ment eine viereckige Form hat.
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5. Koppler gemäß Anspruch 3, wobei das dritte Ele-
ment eine runde Form hat.

6. Koppler gemäß einem vorhergehenden Anspruch,
wobei die sich verjüngenden Teile der ersten und
zweiten Elemente dieselbe Größe haben.

7. Koppler gemäß einem vorhergehenden Anspruch,
wobei die sich verjüngenden Teile der ersten und
zweiten Elemente gerade Kanten an jeder Seite der
Nase haben.

8. Koppler gemäß einem der Ansprüche 1 bis 7, wobei
die sich verjüngenden Teile der ersten und zweiten
Elemente gebogene Kanten an jeder Seite der Nase
haben.

9. Koppler gemäß einem vorhergehenden Anspruch,
der Dipol-ähnliche Ausstrahlungsmuster hat.

10. Koppler gemäß einem vorhergehenden Anspruch,
der eine im Allgemeinen flache Antennengewinnkur-
ve über einen Frequenzbereich von zumindest 800
bis 2500 MHz hat und eine Max-Min-Antennenge-
winn-Schwankung von nicht mehr als ungefähr 2,5
dB.

11. Koppler gemäß Anspruch 1, wobei das erste Ele-
ment mit einem ersten Teil einer Signalzufuhrstruk-
tur verbunden ist und das dritte Element mit einem
zweiten Teil der Signalzufuhrstruktur verbunden ist.

12. Koppler gemäß Anspruch 11, wobei die Signalzu-
fuhrstruktur ein Koaxialkabel ist, der erste Teil der
Signalzufuhrstruktur ein Massereferenzteil des Ko-
axialkabels ist und der zweite Teil der Signalzufuhr-
struktur ein Zentrierstift des Koaxialkabels ist.

13. Koppler gemäß einem vorhergehenden Anspruch,
der ein Stehwellenverhältnis (VSWR - voltage stan-
ding wave ratio) von besser als 2:1 über einen Fre-
quenzbereich von zumindest 600 bis 2600 MHz hat.

14. Koppler gemäß Anspruch 1, wobei die Frequenz-
bänder drahtlosen Systemen entsprechen, die aus
der Gruppe gewählt sind, die aus 850 MHz GSM,
900 MHz GSM, GPS, DCS, PCS und WLAN besteht.

Revendications

1. Coupleur panneau (10) fonctionnant dans une plu-
ralité de bandes de fréquence de communications
sans fil pour l’utilisation dans une chambre de test
de fréquence radio, comprenant :

un premier élément conducteur (20) comportant
une partie rectangulaire extérieure et une partie

effilée intérieure, avec des côtés qui s’effilent
vers un bord, de façon à former ainsi un nez (22)
du premier élément conducteur, le premier élé-
ment conducteur étant connecté à une masse
de signal ;
un deuxième élément conducteur (30) compor-
tant une partie rectangulaire extérieure et une
partie effilée intérieure, avec des côtés qui s’ef-
filent vers un bord, formant ainsi un nez (32) du
deuxième élément conducteur, les premier et
deuxième éléments étant disposés l’un par rap-
port à l’autre de telle sorte que les nez fassent
saillie l’un vers l’autre, le deuxième élément con-
ducteur comportant un bras (35) qui s’étend vers
le premier élément conducteur, la partie effilée
intérieure du deuxième élément ayant une pre-
mière largeur qui est sensiblement égale à une
largeur de la partie rectangulaire du deuxième
élément, et une deuxième largeur inférieure à
la première largeur ;
dans lequel la longueur de la partie rectangulaire
du deuxième élément est de 40 mm et est su-
périeure à la longueur de la partie rectangulaire
du premier élément, qui est de 20 mm ;
un troisième élément conducteur (50) disposé
entre le nez du premier élément conducteur et
le nez du deuxième élément conducteur ; et
un réseau d’adaptation (40) connectant électri-
quement le premier élément conducteur, le
deuxième élément conducteur et le troisième
élément conducteur, et comprenant :

une résistance de 190 ohms (41) connec-
tant électriquement le premier élément con-
ducteur et le troisième élément conducteur,
une inductance de 1,2 nH (43) connectant
électriquement le deuxième élément con-
ducteur et le troisième élément conducteur,
et
une résistance de 190 ohms (42) connec-
tant électriquement le premier élément con-
ducteur et le bras du deuxième élément
conducteur,
la configuration du premier élément con-
ducteur, du deuxième élément conducteur,
du troisième élément conducteur et du ré-
seau d’adaptation du coupleur panneau
produisant une courbe de gain d’antenne
globalement plate sur au moins deux ban-
des de fréquence de communications sans
fil de la pluralité de bandes de fréquence de
communications sans fil pour le test simul-
tané de multiples largeurs de bande de la
pluralité de bandes de fréquence de com-
munications sans fil.

2. Coupleur selon la revendication 1, dans lequel la lon-
gueur du bras est égale à la longueur du troisième
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élément.

3. Coupleur selon l’une quelconque des revendications
précédentes, dans lequel le troisième élément a une
forme symétrique.

4. Coupleur selon la revendication 3, dans lequel le troi-
sième élément a une forme carrée.

5. Coupleur selon la revendication 3, dans lequel le troi-
sième élément a une forme ronde.

6. Coupleur selon l’une quelconque des revendications
précédentes, dans lequel les parties effilées des pre-
mier et deuxième éléments ont la même taille.

7. Coupleur selon l’une quelconque des revendications
précédentes, dans lequel les parties effilées des pre-
mier et deuxième éléments ont des bords droits de
chaque côté du nez.

8. Coupleur selon l’une quelconque des revendications
1 à 7, dans lequel les parties effilées des premier et
deuxième éléments ont des bords incurvés de cha-
que côté du nez.

9. Coupleur selon l’une quelconque des revendications
précédentes, ayant des motifs de rayonnement en
forme de dipôle.

10. Coupleur selon l’une quelconque des revendications
précédentes, ayant une courbe de gain d’antenne
globalement plate sur une plage de fréquences d’au
moins 800 à 2500 MHz et une variation de gain d’an-
tenne maximum-minimum qui n’est pas supérieure
à environ 2,5 dB.

11. Coupleur selon la revendication 1, dans lequel le pre-
mier élément est connecté à une première partie
d’une structure de délivrance de signal, et le troisiè-
me élément est connecté à une deuxième partie de
la structure de délivrance de signal.

12. Coupleur selon la revendication 11, dans lequel la
structure de délivrance de signal est un câble
coaxial, la première partie de la structure de déli-
vrance de signal est une partie de référence de mas-
se du câble coaxial, et la deuxième partie de la struc-
ture de délivrance de signal est une broche centrale
du câble coaxial.

13. Coupleur selon l’une quelconque des revendications
précédentes, ayant un rapport d’onde stationnaire
de tension (VSWR) meilleur que 2:1 sur une plage
de fréquences d’au moins 600 à 2600 MHz.

14. Coupleur selon la revendication 1, dans lequel les
bandes de fréquence correspondent à des systèmes

sans fil sélectionnés parmi le groupe comprenant le
GSM 850 MHz, le GSM 900 MHz, le GPS, le DCS,
le PCS et le WLAN.
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