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Description

BACKGROUND OF THE INVENTION

[0001] The present invention relates to a powder med-
icine administering device to administer a powder med-
icine according to the preambled portion of the independ-
ent claims.
[0002] Japanese Patent Application Publication No.
2003-175103 shows a powder medicine administering
device including a substantially cylindrical medicine stor-
age member formed with a medicine receiving chamber
opened in a flat bottom surface of the medicine storage
member, a medicine guiding member arranged to be ro-
tated while abutting on the bottom surface of the medicine
storage member, and an air passage. A powder medicine
is guided from the medicine storage member into the
medicine receiving chamber. The medicine guiding
member is rotated to level off the powder medicine, so
that a dose of the powder medicine is measured. The
medicine guiding member is further rotated to a position
at which the medicine receiving chamber is connected
with the air passage, and the powder medicine within the
medicine receiving chamber is guided into the air pas-
sage. In this state, a pump is operated, and the air is
supplied under pressure. Consequently, the powder
medicine is discharged from a nozzle to the outside.
[0003] US 2003/183230 A1 describes a powder deliv-
ery device comprising a movable member which is rotat-
ing around a longitudinal axis of a hub or slid linearly in
a guide channel.
[0004] US 2002/179086 A1 shows a drawer-like sys-
tem feeding powder medicine into a mixing chamber from
where it is sucked in by a user inhaling through an inhaling
hole.
[0005] US 4,013,075 discloses inhalers and insuffla-
tors having a cutting means, comprising a detachably
connected mouthpiece and body, for powdered sub-
stances contained in a capsule which is longitudinally
inserted into the cylindrical bore of a pivotably mounted
carrier member for pivoting into a transversly disposed
recess in the body of the device. A pair of cutting blades
is fixedly attached to the body at opposite ends of the
recess for severing the ends of the capsule during the
pivoting movement. A bore in the mouthpiece and body
coincides with the bore of the carrier member and with
holes in the blades so that air can be drawn longitudinally
through the severed capsule for inhalation or insuffation.
[0006] DE 4227731 A1 discloses an inhaler, wherein
on two opposing sides, the chamber has breakable wall
parts. Between the outlet of an air pump fitted to the hous-
ing for a compressed air impulse and the input of a dif-
fusor chamber formed in the housing with open outlet
side the magazine is removably inserted. The foil closing
a chamber of the magazine and facing the air pump outlet
is thicker (breakproof) than that covering the chamber on
the side of the input to the diffusor chamber. Several
chambers are arranged in the magazine, each accom-

modating a dose of medication. The magazine comprises
a holed plate and a foil cover on both sides for the holes.
The fissuor chamber has sec. air apertures formed in the
housing. The air pump is of the rubber ball type releasably
connected to the housing, body from a first position
through a second position to a third position, one of the
main body and the movable member including a side wall
portion defining a medicine storage chamber receiving a
powder medicine in a substantially closed state, and in-
cluding an opening closed by a sliding surface of the other
of the main body and the movable member when the
movable member is located at the second position, the
side wall portion being inclined radially inward toward the
opening near the opening of the medicine storage cham-
ber, the one of the main body and the movable member
being formed with a medicine discharge passage ar-
ranged to receive the supply of the air

SUMMARY OF THE INVENTION

[0007] However, the above-mentioned powder medi-
cine administering device has the flat bottom surface of
the medicine storage member, and the medicine guiding
member includes an outer surface located at a lower por-
tion of the medicine storage member, and inclined down-
ward toward an outer periphery. The powder medicine
gathers in a periphery of the bottom portion of the med-
icine storage member which is out an opening of the med-
icine receiving chamber. Accordingly, it is difficult to in-
troduce the powder medicine into the medicine receiving
chamber opened in a portion of the bottom surface of the
medicine storage member. Therefore, the powder med-
icine may be remained within the medicine storage mem-
ber.
[0008] It is an object of the present invention to provide
a powder medicine administering device devised to re-
strict the powder medicine from remaining within the pow-
der medicine administering device.
[0009] The object is solved by the features of inde-
pendent claims 1 or 2 of the present application. The
dependent claims disclose preferred embodiments of the
invention.
[0010] According to one aspect of the present inven-
tion, a powder medicine administering device comprises:
a main body; an air supply section arranged to supply air
under pressure; and a movable member slidably at-
tached to the main body, and arranged to be moved rel-
ative to the main body from a first position through a sec-
ond position to a third position, one of the main body and
the movable member including a side wall portion defin-
ing a medicine storage chamber receiving a powder med-
icine in a substantially closed state, and including an
opening closed by a sliding surface of the other of the
main body and the movable member when the movable
member is located at the second position, the side wall
portion being inclined radially inward toward the opening
near the opening of the medicine storage chamber, the
one of the main body and the movable member being
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formed with a medicine discharge passage arranged to
receive the supply of the air from the air supply section,
and the other of the main body and the movable member
being formed with a medicine carrying chamber arranged
to be connected with the opening of the medicine storage
chamber when the movable member is located at the
first position, and arranged to be connected with the med-
icine discharge passage when the movable member is
located at the third position.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] FIG. 1 is a side view showing a powder medicine
administering device being in an administration disable
state, according to a first embodiment of the present in-
vention.
[0012] FIG. 2 is a side view showing the powder med-
icine administering device of FIG. 1, being in an admin-
istration enable state.
[0013] FIG. 3 is a longitudinal sectional view showing
the powder medicine administering device of FIG. 1, be-
ing in the administration disable state.
[0014] FIG. 4 is a longitudinal sectional view showing
the powder medicine administering device of FIG. 2, be-
ing in the administration enable state.
[0015] FIG. 5A is a plan view showing a slider of the
powder medicine administering device of FIG. 1, being
in the administration disable state. FIG. 5B is a plan view
showing the slider of the powder medicine administering
device of FIG. 2, being in the administration enable state.
[0016] FIG. 6A is a cross sectional view taken along a
section line VIA-VIA of FIG. 3, showing a main body of
the powder medicine administering device of FIG. 1. FIG.
6B is a longitudinal sectional view taken along a section
line VIB-VIB of FIG. 6A.
[0017] FIG. 7 is a longitudinal sectional view taken
along a section line VII-VII of FIG. 6A, and showing the
main body of the powder medicine administering device.
[0018] FIG. 8A is a longitudinal sectional view showing
a stirred flow forming section of the powder medicine
administering device of FIG. 1. FIG. 8B is a cross sec-
tional view taken along a section line VIIIB-VIIIB of FIG.
8A.
[0019] FIG. 9 is a longitudinal sectional view showing
a powder medicine administering device being in the ad-
ministration disable state, and according to a second em-
bodiment of the present invention.
[0020] FIG. 10 is a longitudinal sectional view showing
a powder medicine administering device of FIG. 9, being
in the administration enable state.
[0021] FIG. 11 is a cross sectional view taken along a
section line XI-XI of FIG. 9.
[0022] FIG. 12 is a longitudinal sectional view taken
along a section line XII-XII of FIG. 11, and showing a
stirred flow forming section formed in the powder medi-
cine administering device.
[0023] FIG. 13 is a side view showing a powder med-
icine administering device being in the administration dis-

able state, and according to a third embodiment of the
present invention.
[0024] FIG. 14 is a side view showing the powder med-
icine administering device of FIG. 13, being the admin-
istration enable state.
[0025] FIG. 15 is a plan view showing the powder med-
icine administering device of FIG. 13, being in the admin-
istration disable state.
[0026] FIG. 16 is a plan view showing the powder med-
icine administering device of FIG. 14, being in the admin-
istration enable state.
[0027] FIG. 17 is a longitudinal sectional view taken
along a section line XVII-XVII of FIGS. 15 and 19A, and
showing the powder medicine administrating device be-
ing in the administration disable state.
[0028] FIG. 18 is a longitudinal sectional view taken
along a section line XVIII-XVIII of FIGS 16 and 19B, and
showing the powder medicine administrating device be-
ing in the administration enable state.
[0029] FIG. 19A is a cross sectional view taken along
a section line XIXA-XIXA of FIG. 17. FIG. 19B is a cross
sectional view taken along a section line XIXB-XIXB of
FIG. 18.
[0030] FIG. 20A is a longitudinal sectional view taken
along a section line XXA-XXA of FIG. 19A. FIG. 20B is
a longitudinal sectional view taken along a section line
XVIII-XVIII of FIG. 19B.

DETAILED DESCRIPTION OF THE INVENTION

[0031] (First embodiment) FIG. 1 shows a side view
showing a powder medicine administering device being
in an administration disable state (administration inhibi-
tion state), and according to a first embodiment of the
present invention. FIG. 2 shows a side view showing the
powder medicine administering device of FIG. 1, being
in an administration enable state (administration permis-
sion state). FIG. 3 shows a longitudinal sectional view
showing the powder medicine administering device of
FIG. 1, being in the administration disable state. FIG. 4
shows a longitudinal sectional view showing the powder
medicine administering device of FIG. 2, being in the ad-
ministration enable state. FIG. 5A shows a plan view (top
view) showing a slider of the powder medicine adminis-
tering device of FIG. 1, being in the administration disable
state. FIG. 5B shows a plan view (top view) showing the
slider of the powder medicine administering device of
FIG. 2, being in the administration enable state. FIG. 6A
shows a cross sectional view taken along a section line
VIA-VIA of FIG. 3, showing a main body of the powder
medicine administering device of FIG. 1. FIG. 6B shows
a longitudinal sectional view taken along a section line
VIB-VIB of FIG. 6A. FIG. 7 shows a longitudinal sectional
view taken along a section line VII-VII of FIG. 6A. FIG.
8A shows a longitudinal sectional view showing a stirred
flow forming section of the powder medicine administer-
ing device of FIG. 1. FIG. 8B shows a cross sectional
view taken along a section line VIIIB-VIIIB of FIG. 8A.

3 4 



EP 1 731 186 B1

4

5

10

15

20

25

30

35

40

45

50

55

[0032] As shown in FIGS 1~4, powder medicine ad-
ministering device 1 includes a main body 2, a nozzle
portion 4, a pump member 5, a slider 7, and an air induc-
tion member 12. Body member 2 is formed with a med-
icine storage chamber 3 for storing a powder medicine.
Nozzle portion 4 serves as an outlet nozzle for powder
medicine discharge passages. Pump member 5 serves
as an air supply mechanism or section arranged to supply
the air to the medicine discharge passage formed in main
body 2, for discharging the powder medicine. Slider 7
serves as a movable member slidably (rotatably) sup-
ported on main body 2. Air induction member 12 intro-
duces the air into pump member 5.
[0033] Powder medicine administering device 1 is
shaped like a body of revolution having an axis extending
in an up-down direction of FIG. 1, except for slider 7.
Powder medicine administering device 1 includes pump
member 5 having a lower portion having a diameter larger
than a diameter of an upper portion, and thereby can be
disposed in a posture in which pump member 5 is posi-
tioned below, and in which nozzle portion 4 is positioned
above. Besides, it is optional to write that powder medi-
cine administering device 1 is urged to be disposed in
that posture at the time of nonuse, in an outside surface,
a manual, and so on. At the time of use, powder medicine
administering device 1 is used in the same posture be-
cause nozzle portion 4 is inserted into nasal cavity.
[0034] Medicine storage chamber 3 is formed within
main body 2 as a closed space isolated from outside air
in a substantially airtight state (closed state). Medicine
storage chamber 3 includes an opening 2q located on a
slider 7’s side, and closed by an upper surface 7d of slider
7. Main body 2 includes a cylindrical portion 2p extending
in the up-down direction of FIG. 1, and defining medicine
discharge passages 20 (2f, 2g and 2h) as a space within
the cylinder.
[0035] Slider 7 is formed with a recessed portion 7c
serving as a medicine carrying chamber 8. At the time of
the nonuse (in the administration disable state), medicine
carrying chamber 8 is connected with opening 2q formed
in a bottom portion of medicine storage chamber 3. Slider
7 is slidably attached to main body 2 in a direction cross-
ing the axial direction of powder medicine administering
device 1 (in a direction perpendicular to the axial direction
of powder medicine administering device 1 in the first
embodiment). Slider 7 is slid (moved), and medicine car-
rying chamber 8 is slid, through a position at which med-
icine carrying chamber 8 is closed by an upper surface
9a and a lower surface 9b of a gap 9 (sliding surfaces of
main body 2 with slider 7), to a position to confront (be
connected with) medicine discharge passage 20 (2f).
Consequently, a powder medicine 30 within medicine
carrying chamber 8 is introduced into medicine discharge
passage 20 (in the administration enable state). Powder
medicine administering device 1 includes a lock mecha-
nism (not shown) arranged to lock slider 7 to main body
2 by fitting between a projection and a recessed portion,
in the administration enable state and/or the administra-

tion disable state. In the device according to the first em-
bodiment of the present invention, upper surface 9a of
gap 9 serves as a level surface for powder medicine 30,
and powder medicine 30 of volume of medicine carrying
chamber 8 is transferred. That is, a dose of the powder
medicine is provided (measured) as the volume of med-
icine carrying chamber 8.
[0036] In the administration enable state as shown in
FIG. 4, medicine carrying chamber 8 is connected with
a lower end of an inner cylindrical portion 2f formed in
main body 2. An upstream portion (lower portion in the
posture at the time of the use) of medicine carrying cham-
ber 8 is connected with a cylindrical stirred flow forming
chamber 14. That is, in the posture of powder medicine
administering device 1 at the time of the use, the powder
medicine is transferred to the connection position with
inner cylindrical portion 2f by medicine carrying chamber
8 as described above, and guided into stirred flow forming
chamber 14 by (under) the force of the gravity. Stirred
flow forming chamber 14 serves as a medicine receiving
chamber for receiving the powder medicine because
stirred flow forming chamber 14 has the cylindrical shape
with a bottom portion. The air supplied under the pressure
is introduced into stirred flow forming chamber 14, so that
the swirl flow (rotating flow) is formed. The powder med-
icine is curled up by the swirl flow so that the air and the
power medicine are stirred. Therefore, it is possible to
restrict the powder medicine from remaining in medicine
discharge passage 20, and to discharge the powder med-
icine in a more diffuse state.
[0037] The air and the powder medicine are sufficiently
stirred in stirred flow forming chamber 14. The mixed flow
of the air and the powder medicine is introduced to med-
icine discharge passage 20, and discharged from a noz-
zle hole (an inner cylindrical portion 2h) of nozzle portion
4 to the outside in the more diffuse state. Accordingly, it
is possible readily to lead the powder medicine to mucous
membrane of bottom of the nasal cavity because nozzle
portion 4 is used in a state to be inserted into the nasal
cavity.
[0038] Slider 7 is a substantially circular plate member
with a uniform thickness. Slider 7 is fit in circular gap 9
formed in a substantially central portion of main body 2
in the axial direction of main body 2. In this example,
slider 7 is sandwiched (interposed) between upper sur-
face 9a and lower surface 9b of gap 9, by appropriate
pressing force. Main body 2 and slider 7 are made from
resin material having elasticity. The surfaces abutted on
each other (upper surface 9a of gap 9 and upper surface
7d of slider 7, lower surface 9b of gap 9 and lower surface
7b of slider 7) have appropriate surface roughness. Ac-
cordingly, it is possible to ensure the air tightness be-
tween the abutment surfaces, and to restrict leakage of
the powder medicine. By the above-described sealing
arrangement, it is possible to store powder medicine 30
within medicine storage chamber 3 in a state to ensure
the air tightness against the outside, and to restrict pow-
der medicine 30 from deteriorating by oxidation and ab-
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sorbability.
[0039] As shown in FIGS. 5A and 5B, main body 2 is
formed with a cylindrical bridge portion 10 extending with-
in gap 9 in the axial direction (in the up-down direction in
FIG. 3). Slider 7 is formed with a through hole 7g. Bridge
portion 10 of main body 2 is inserted into through hole
7g of slider 7, and slider 7 is arranged to be rotated (piv-
oted) about a center M of bridge portion 10. Bridge portion
10 is appropriately separated from the center axis of pow-
der medicine administering device 1. Accordingly, an op-
erating portion 7f projecting outwards is pushed by the
finger, and slider 7 is moved along the outer surface of
powder medicine administrating device 1, in a right di-
rection of FIG. 5A. Slider 7 is pivoted in a counter-clock
direction, and projected sidewards.
[0040] In the device according to the first embodiment
of the present invention, slider 7 is received in the ad-
ministration disable state, and projected outwards from
the outer surface of powder medicine administering de-
vice 1 (outer surface of main body 2) in the administration
enable state. Accordingly, the user can judge whether
powder medicine administering device 1 is in the admin-
istration enable state or in the administration disable
state, by the change in the external appearance. More-
over, it is possible to prompt the user to return to the
administration disable state by the operation to restore
the outwards projecting portion of slider 7.
[0041] Moreover, main body 2 includes a cylindrical
bridge portion 11 in addition to bridge portion 10. Slider
7 is formed with a through long hole 7h shaped like an
arc with center M. Bridge portion 11 is loosely inserted
into through long hole 7h, and slider 7 is moved along
through long hole 7h. That is, operating positions of slider
7 in the administration enable state or in the administra-
tion disable state and an amount of the projection of slider
7 in the administration enable state are determined by
position between bridge portion 11 and through long hole
7h.
[0042] Slider 7 includes recessed portion 7c serving
as medicine carrying chamber 8. Recessed portion 7c
extends from an upper surface 7d to a lower surface 7e.
Recessed portion 7c is in a V-shaped form or tapered
form. Recessed portion 7c has a larger diameter at upper
surface 7d than a diameter at lower surface 7c. The di-
ameter of recessed portion 7c is gradually decreased
from upper surface 7d to lower surface 7c. When powder
medicine administering device 1 is in the administration
disable state in which slider 7 is not slid (as shown FIG.
3), recessed portion 7c is aligned with an inner cylindrical
portion 2k of medicine storage chamber 3. Recessed por-
tion 7c is connected with opening 2q of medicine storage
chamber 3, and serves as a bottom portion of medicine
storage chamber 3. When powder medicine administer-
ing device 1 is in the administration enable state in which
slider 7 is slid (as shown in FIG. 4), recessed portion 7c
is aligned with inner cylindrical portion 2f of medicine dis-
charge passage 20 so that a side wall surface (inner sur-
face) of inner cylindrical portion 2k is smoothly connected

with a side wall surface (inner surface) of recessed por-
tion 7c. By this arrangement, powder medicine 30 is gath-
ered into medicine carrying chamber 8 (the bottom por-
tion of medicine storage chamber 3) by the force of the
gravity, and medicine carrying chamber 8 is moved to
medicine discharge passage 20 to define the predeter-
mined amount of the powder medicine. Accordingly, it is
possible to introduce powder medicine 30 within medi-
cine storage chamber 3, through medicine carrying
chamber 8 serving as the bottom portion, to medicine
discharge passage 20, without leaving powder medicine
30 in medicine storage chamber 3. It is possible to restrict
the powder medicine from remaining in the medicine stor-
age chamber, relative to the above-mentioned conven-
tional device which the powder medicine is introduced
into the medicine discharge passage (the medicine re-
ceiving portion) by operation of the movable medicine
introduction member provided on the flat bottom surface
of the medicine storage chamber.
[0043] Medicine storage chamber 3 includes an inner
cylindrical portion or side wall portion 2i, an inner cylin-
drical portion or side wall portion 2j, and inner cylindrical
portion or side wall portion 2k which have inclinations
different from each other. Inner cylindrical portion 2i is
located at a highest position. Inner cylindrical portion 2k
is located at a lowest position. Inner cylindrical portion 2j
is located between inner cylindrical portion 2i and inner
cylindrical portion 2k. Inner cylindrical portion 2i has a
circular section with a uniform diameter. Inner cylindrical
portion 2i has a side wall surface extending in the axial
direction (the up-down direction in FIG. 3), and being
curved in the circumferential direction. Inner cylindrical
portions 2k and 2j located below inner cylindrical portion
2i are inclined radially inward toward opening 2q. A di-
ameter of inner cylindrical portions 2j is gradually de-
creased from an upper surface to a lower surface. A di-
ameter of inner cylindrical portions 2k is gradually de-
creased from an upper surface to a lower surface. Each
of inner cylindrical portions 2j and 2k is in the form of V-
shape. Inner cylindrical portion 2k has a gradient steeper
(larger) than a gradient of inner cylindrical portion 2j. By
this arrangement, it is possible to change the falling di-
rection in the middle of the falling of powder medicine 30
when powder medicine 30 is dropped to the bottom por-
tion. The powder medicine used in powder medicine ad-
ministering device 1 may be concentrated in the medicine
storage chamber to form bridges between the side wall
surfaces confronting each other. However, in the device
according to the first embodiment of the present inven-
tion, it is possible to vary the movement of powder med-
icine 30 within medicine storage chamber 3, and to uni-
formize voids between the particles. Accordingly, it is
possible to restrict powder medicine 30 from concentrat-
ing and adhering in medicine storage chamber 3, without
detracting from fluidity, and to certainly fill the predeter-
mined amount of powder medicine 30 by medicine stor-
age chamber 3.
[0044] In the device according to the first embodiment,
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in the administration disable state, medicine carrying
chamber 8 (recessed portion 7c) is smoothly connected
with inner cylindrical portion 2k of medicine storage
chamber 3, and recessed portion 7c and inner cylindrical
portion 2k form continuous side surface which does not
have stepped portions. Accordingly, powder medicine 30
is smoothly guided from upper portion of medicine stor-
age chamber 3 to medicine carrying chamber 8 serving
as the bottom portion of medicine storage chamber 3.
[0045] In the administration disable state as shown in
FIGS. 3 and 5A, medicine carrying chamber 8 (serving
as the bottom portion of medicine storage chamber 3) is
located at a position which is off (eccentric to) a center
C of the upper portion of medicine storage chamber 3.
By this arrangement, powder medicine 30 located on a
left side (in FIGS. 3 and 4) of center of medicine storage
chamber 3 is moved to medicine carrying chamber 8 by
the way of substantially straight line. Powder medicine
30 located on a right side (in FIGS. 3 and 4) of center of
medicine storage chamber 3 is moved obliquely down-
ward to medicine carrying chamber 8. In this way, the
gradients (inclinations) of the side wall surface of medi-
cine storage chamber 3 are varied in accordance with
positions, and the bottom portion (medicine carrying
chamber 8) is located at a position eccentric to center C
of the upper portion of medicine storage chamber 3, so
that the falling directions of the powder medicine on the
right and left sides of center of medicine storage chamber
3 are different from each other. Accordingly, it is possible
to uniformize the voids between the particles, without de-
creasing the fluidity, to restrict powder medicine 30 from
concentrating and adhering in medicine storage chamber
3, and to certainly fill the predetermined amount of pow-
der medicine 30 by medicine storage chamber 3.
[0046] At a substantially central portion of medicine
storage chamber 3, there is provided cylindrical portion
2p extending in the axial direction, and defining medicine
discharge passage 20. Powder medicine 30 located on
an opposite side of cylindrical portion 2p with respect to
medicine carrying chamber 8 falls and rotates around the
circumference of cylindrical portion 2p within medicine
storage chamber 3. Accordingly, it is possible to uni-
formize the voids between the particles, to further restrict
the powder medicine from concentrating and adhering,
without decreasing the fluidity, and to surely fill the pre-
determined amount of powder medicine 30 from medi-
cine storage chamber 3.
[0047] By the arrangement of medicine storage cham-
ber 3, almost the entire powder medicine 30 provided in
medicine storage chamber 3 is smoothly moved to med-
icine carrying chamber 8, by the force of the gravity, with-
out remaining on its way. Accordingly, it is possible to
effectively introduce powder medicine 30 into medicine
carrying chamber 8.
[0048] Main body 2 includes a cylindrical projecting
portion 2a located at a lower portion of main body 2. Pro-
jecting portion 2a of main body 2 is inserted into an open-
ing 5a of porch-shaped pump member 5, and pump mem-

ber 5 is attached to main body 2. An annular retaining
claw 2b is formed on an outer surface of projecting portion
2a, and prevents pump member 5 from detaching from
main body 2.
[0049] Projecting portion 2a is formed with the stirred
flow forming section to promote the stirring of the air and
the powder medicine. As shown in FIG. 8A, the stirred
flow forming section is a stirred flow forming chamber 14
defined by a circumferential wall 14a and a bottom wall
14b. Stirred flow forming chamber 14 has a circular sec-
tion. An intermediate chamber 16 is formed around (sur-
rounds) circumferential wall 14a and bottom wall 14b.
Intermediate chamber 16 is in the form of a body of rev-
olution with a substantially U-shaped section. At a bottom
surface 16a of intermediate chamber 16, there is provid-
ed a flexible sheet shaped check valve or nonreturn valve
15 arranged to open or close an air passage 2c. Check
valve 15 allows the air to flow from air passage 2c into
intermediate chamber 16, and prevents the air from flow-
ing from intermediate chamber 16 into air passage 2c.
As shown in FIG. 8B, a plurality of through holes 14d
(four through holes 14d in the first embodiment) are
formed in circumferential wall 14a of stirred flow forming
chamber 14. Each through hole 14d extends along a cir-
cumferential direction (a tangent direction) of an inner
circumferential surface 14c of circumferential wall 14a.
Through holes 14d connect intermediate chamber 16 and
stirred flow forming chamber 14. Through holes 14d are
directed in a rotational direction (that is, in a clockwise
direction or a counterclockwise direction with respect to
axial center of stirred flow forming chamber 14).
[0050] In this arrangement, when slider 7 is slid, med-
icine carrying chamber 8 filled with the powder medicine
is closed by upper surface 9a, and brought to a substan-
tially sealed state (closed state). Then, medicine carrying
chamber 8 is moved over stirred flow forming chamber
14, and the powder medicine within medicine carrying
chamber 8 is introduced from the upper opening into
stirred flow forming chamber 14. In this state, pump mem-
ber 5 is pressed by fingers, and the air within air chamber
6 is supplied under the pressure through air passage 2c,
opened check valve 15, intermediate chamber 16, and
through holes 14d into stirred flow forming chamber 14.
In this case, each through hole 14d formed in inner cir-
cumferential surface 14c of stirred flow forming chamber
14 is directed in the same circumferential direction as
described above, and accordingly the air flow introduced
into stirred flow forming chamber 14 becomes the swirl
flow (vortex flow) rotating along inner circumferential sur-
face 14c. The swirl flow curls up the powder medicine,
and the air supplied under the pressure and the powder
medicine are stirred effectively. Consequently, the mixed
flow of the air and the powder medicine is effectively dis-
charged from nozzle portion 4 through medicine dis-
charge passage 20 to the outside (the nasal cavity).
[0051] Each direction of through holes 14d may be in-
clined with reference to the up-down direction of stirred
flow forming section 14 (that is, inclined upward or down-
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ward). Each of through holes 14d extends from a first
opening opened to intermediate chamber 16, to a second
opening opened to stirred flow forming chamber 14. Each
of through holes 14d is so formed as to position the first
opening above, and to position the second opening be-
low, and it is possible to prevent the powder medicine
from dropping from stirred flow forming chamber 14.
Moreover, in this case, gradients of through holes 14d
may be different from each other.
[0052] Each of through holes 14d is located at a posi-
tion higher than a position of bottom wall 14b, so as to
be separated from bottom wall 14b. Accordingly, it is pos-
sible to restrict the powder medicine introduced in stirred
flow forming chamber 14 from dropping through through
holes 14d to intermediate chamber 16. Moreover, it is
possible to restrict the powder medicine from closing
through holes 14, and to restrict the reduction in flow
velocity of the air introduced under the pressure into
stirred flow forming chamber 14.
[0053] Through holes 14d, air passage 2c, intermedi-
ate chamber 16, and stirred flow forming chamber 14
serve as part of medicine discharge passage 20. The air
supplied under the pressure from air chamber 6 flows
through air passage 2c, intermediate chamber 16, and
through holes 14d.
[0054] In the device according to the first embodiment
of the present invention, (the circumferential surface of)
inner cylindrical portions 2j and 2k of the lower part of
medicine storage chamber 3 are arranged to be inclined
radially inward toward opening 2q of the bottom portion.
Accordingly, it is possible to gather powder medicine 30
to medicine carrying chamber 8 connected with opening
2q, and to introduce the predetermined amount of powder
medicine 30 to medicine discharge passage 20 by mov-
ing medicine carrying chamber 8. Accordingly, it is pos-
sible to restrict powder medicine 30 from remaining in
medicine storage chamber 3.
[0055] In this case, main body 2 is formed with medi-
cine storage chamber 3, and slider 7 is formed with med-
icine carrying chamber 8 having a volume smaller than
a volume of medicine storage chamber 3. Accordingly,
it is possible to further reduce the size of slider 7 serving
as the movable member, and to relatively simplify the
arrangement of main body 2 for movably supporting slid-
er 7.
[0056] In the device according to the first embodiment
of the present invention, the gradient of (the circumfer-
ential surface of) inner cylindrical portion 2k is larger than
the gradient of (the circumferential surface of) inner cy-
lindrical portion 2j located above inner cylindrical portion
2k. Accordingly, it is possible to vary the movement of
powder medicine 30 within medicine storage chamber 3
by the variation between the gradients of inner cylindrical
portions 2k and 2j. It is possible to uniformize the voids
between the particles, without detracting from the fluidity.
Accordingly, it is possible to restrict powder medicine 30
from collecting and adhering within medicine storage
chamber 3.

[0057] In the device according to the first embodiment
of the present invention, the lower portion (bottom por-
tion) of medicine storage chamber 3 is eccentric to the
center C of the upper portion of medicine storage cham-
ber 3. Accordingly, it is possible to vary the movement
of powder medicine 30 in accordance with the position
of powder medicine 30 within medicine storage chamber
3. Therefore, it is possible to uniformize the voids be-
tween the particles, without detracting from the fluidity of
powder medicine 30. Moreover, it is possible to restrict
powder medicine 30 from aggregating and solidifying
within medicine storage chamber 3.
[0058] In the device according to the first embodiment
of the present invention, stirred flow forming chamber 14
serving as the medicine receiving chamber is formed un-
der medicine carrying chamber 8 when medicine carrying
chamber 8 is connected with medicine discharge pas-
sage 20. Accordingly, it is possible to restrict the reverse
flow of the powder medicine to the upstream side of
stirred flow forming chamber 14, and to restrict the pow-
der medicine from remaining in powder medicine admin-
istering device 1.
[0059] In the device according to the first embodiment
of the present invention, stirred flow forming chamber 14
is arranged to stir powder medicine 30 provided in med-
icine discharge passage 20, and the air supplied under
the pressure from the pump member 5. Accordingly, it is
possible to restrict the powder medicine from remaining
within powder medicine administering device 1, and to
discharge the powder medicine in the more diffuse state.
[0060] In the device according to the first embodiment
of the present invention, there are provided through holes
14d serving as the air passage for introducing the air flow
in the tangent direction of inner circumferential surface
14c of stirred flow forming chamber 14. Accordingly, it is
possible to produce the stirred flow within stirred flow
forming chamber 14, to sufficiently stir the powder med-
icine and the air supplied under the pressure, by the
stirred flow, and to restrict the powder medicine from re-
maining in powder medicine administering device 1.
[0061] In the device according to the first embodiment
of the present invention, slider 7 is further projected out-
wards with reference to the outer surface of main body
2 when medicine carrying chamber 8 is connected with
medicine discharge passage 20 than when medicine car-
rying chamber 8 is connected with opening 2q of medi-
cine storage chamber 3. Accordingly, it is possible to
prompt the user to operate to decrease the amount of
projection of slider 7, and to put medicine carrying cham-
ber 8 back to the position where medicine carrying cham-
ber 8 is connected with opening 2q, at the nonuse (after
the use).
[0062] FIG. 9 shows a longitudinal sectional view
showing a powder medicine administering device being
in the administration disable state, and according to a
second embodiment of the present invention. FIG. 10
shows a longitudinal sectional view of FIG. 9, being in
the administration enable state. FIG. 11 shows a cross
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sectional view taken along a section line XI-XI of FIG. 9,
and showing the powder medicine administering device
being in the medicine enable state. FIG. 12 shows a lon-
gitudinal sectional view taken along a section line XII-XII
of FIG. 11. The powder medicine administering device
of FIG. 9 is substantially identical to the structure of FIG.
3 in most aspects as shown by the use of the same ref-
erence numerals.
[0063] In the device according to the first embodiment
of the present invention, main body 2 is formed with the
stirred flow forming section separately from medicine car-
rying chamber 8 and so on. In the device according to
the second embodiment of the present invention, medi-
cine carrying chamber 8A is arranged to serve as the
stirred flow forming section with medicine discharge pas-
sage 20 when medicine carrying chamber 8A is moved
at a position where medicine carrying chamber 8A is con-
nected with medicine discharge passage 20.
[0064] That is, in the device according to the second
embodiment of the present invention, main body 2A is
formed with air passage 2c having a diameter larger than
a diameter of the air passage of the powder medicine
administering device according to the first embodiment.
Air passage 2c is opened (connected) to air chamber 6.
Main body 2 is formed with an air passage 2d opened in
an upper surface of air passage 2c, and arranged to pass
through cylindrical bridge portion 10 connecting (extend-
ing between) upper surface 9a and lower surface 9b of
gap 9. Main body 2 is formed with an air passage 2e
extending obliquely downward. A lower end (down-
stream end) of air passage 2e is opened in the inner
circumferential surface of inner cylindrical portion 2f
formed in a lower portion of cylindrical portion 2p. Air
passages 2c, 2d and 2e serve as part of medicine dis-
charge passage 20 connecting air chamber 6 and inner
cylindrical portion 2h of the end portion of nozzle portion
4. The air supplied under the pressure from air chamber
6 passes through air passages 2c, 2d and 2e.
[0065] Moreover, in the administration enable state in
which slider 7A is slid (as shown in FIG. 10), A-shaped
inner cylindrical portion 2f is connected with V-shaped
recessed portion 7c (medicine carrying chamber 8A)
formed in slider 7A. Inner cylindrical portion 2f has a di-
ameter larger at a upper position than a diameter at a
lower position.
[0066] Moreover, in the device according to the second
embodiment of the present invention, air passage 2e up-
stream of medicine carrying chamber 8 crosses air pas-
sages 2f and 2g downstream of medicine carrying cham-
ber 8. Accordingly, it is possible to promote the distur-
bance of the air near medicine carrying chamber 8A when
medicine carrying chamber 8A is connected with medi-
cine discharge passage 20, and to promote the agitation
of the air and powder medicine 30 within medicine car-
rying chamber 8A.
[0067] In the device according to the second embodi-
ment of the present invention, air passage 2e is directed
to the bottom portion of medicine carrying chamber 8 to

extend obliquely downward, and the air supplied under
the pressure from air chamber 6 is sprayed to powder
medicine 30 within medicine carrying chamber 8. Then,
powder medicine 30 and the air are stirred, and curled
up. Consequently, the stirred flow is formed to rise and
rotate the air and the powder medicine, and discharged
from inner cylindrical portion 2h of the end portion of noz-
zle member 4. Accordingly, it is possible to readily lead
the powder medicine to the mucous membrane, and to
readily take in the powder medicine from the mucous
membrane into the body.
[0068] As shown in FIGS. 8 and 9, medicine carrying
chamber 8A is opened in upper surface 7d of slider 7A.
Medicine carrying chamber 8A is formed as bottom re-
cessed portion 7c connected with inner cylindrical portion
2k. In this case, recessed portion 7c has the smooth bot-
tomed surface (for example, the curved shape). Accord-
ingly, it is possible to smoothly flow the air flow sprayed
to recessed portion 7c, and to restrict the air flow from
weakening. Moreover, it is possible to promote to stir the
powder medicine within recessed portion 7c (medicine
carrying chamber 8) and the air supplied under the pres-
sure, and to restrict the powder medicine from remaining
in recessed portion 7c.
[0069] In the device according to the second embodi-
ment of the present invention, it is also possible to attain
the same effect as the first embodiment of the present
invention. Moreover, powder medicine carrying chamber
8A serves as part of the stirred flow forming section when
powder medicine carrying chamber 8A is connected with
medicine passage 20, and it is possible to further simplify
the structure, relative to the structure having medicine
carrying chamber 8A and the stirred flow forming section
separately.
[0070] In the device according to the second embodi-
ment of the present invention, air passage 2d, air pas-
sage 2e, and inner cylindrical portions 2f, 2g and 2h are
formed in the bent state. Accordingly, it is possible to
promote burble and turbulence of the air flow, and to stir
the powder medicine and the air sufficiently.
[0071] In the device according to the second embodi-
ment of the present invention, medicine carrying cham-
ber 8A is bottom recessed portion 7c opened in upper
surface 7b of slider 7A. The powder medicine does not
come into an interspace between lower surface 7e of
slider 7A and lower surface 9b of gap 9.
[0072] In the device according to the second embodi-
ment of the present invention, medicine discharge pas-
sage 20 from air chamber 6 to inner cylindrical portion
2h of the end portion of nozzle portion 4 is constantly
held in the connected state (connection state), irrespec-
tive of the positions of slider 7A. There is no need to
consider the increasing of the pressure in air chamber 6
by pressing pump member 5 in the closed state of air
chamber 6. Accordingly, it is possible to decrease the
rigidity and the strength of main body 2A, pump member
5 and so on, and to promote the size reduction of powder
medicine administering device 1.
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[0073] (Third embodiment) FIG. 13 shows a side view
showing a powder medicine administering device being
in the administering disable state, and according to a
third embodiment of the present invention. FIG. 14 shows
a side view showing the powder medicine administering
device of FIG. 13, and being in the administering enable
state. FIG. 15 shows a plan view showing the powder
medicine administering device of FIG. 13, being in the
administration disable state. FIG. 16 shows a plan view
showing the powder medicine administering device of
FIG. 14, being in the administration enable state. FIG.
17 shows a longitudinal sectional view taken along a sec-
tion line XVII-XVII of FIGS. 15 and 19A, and showing the
powder medicine administering device being in the ad-
ministration disable state. FIG. 18 shows a longitudinal
sectional view taken along a section line XVIII-XVIII of
FIGS. 16 and 19B, and showing the powder medicine
administrating device being in the administration enable
state. FIG. 19A shows a cross sectional view taken along
a section line XIXA-XIXA of FIG. 17. FIG. 19B shows a
cross sectional view taken along a section line XIXB-
XIXB of FIG. 18. FIG. 20A shows a longitudinal sectional
view taken along a section line XXA-XXA of FIG. 19A.
FIG. 20B shows a longitudinal sectional view taken along
a section line XVIII-XVIII of FIG. 19B. The powder med-
icine administering device of FIG. 13 is substantially iden-
tical to the structure of FIG. 1 in most aspects as shown
by the use of the same reference numerals.
[0074] In the devices according to the first and second
embodiments of the present invention, medicine storage
chambers 3 are formed in main bodies 2 and 2A respec-
tively, and medicine carrying chamber 8 and 8A are
formed in the respective sliders 7 and 7A serving as the
movable members. In the device according to the third
embodiment of the present invention, a medicine carrying
chamber 8B is formed in a main body 2B, and medicine
storage chamber 3 is formed in a movable member (mov-
able body) 17. Medicine storage chamber 3 is movable
with respect to medicine carrying chamber 8B, unlike the
devices according to the first and second embodiments.
[0075] That is, movable member 17 is slidably con-
nected with an upper portion of main body 2B including
pump portion 5 to be rotatably (swingably) slid (moved)
in a direction perpendicular to the axial direction (the up-
down direction) of powder medicine administering device
1B. Movable member 17 includes nozzle portion 4, and
forms a substantially upper half part of powder medicine
administering device 1B. Powder medicine administering
device 1B has relatively simple two-part structure sepa-
rated into upper and lower members. Accordingly, it is
possible to gain a simple structure of powder medicine
administering device 1B, relative to devices according to
the first and second embodiments of the present inven-
tion. Moreover, it is possible to restrict powder medicine
30 from remaining within medicine storage chamber 3
because the frequency of movement of medicine storage
chamber 3 is increased.
[0076] As shown in FIGS 17 and 18, a cylindrical re-

cessed portion 2Ba is formed in an upper surface 2Be of
main body 2B. A bottom recessed portion 2Bc and a
through hole 2Bd are formed in a bottom surface 2Bb of
cylindrical recessed portion 2Ba. Bottom recessed por-
tion 2Bc is in the form of V-shape. Through hole 2Bd is
connected with air chamber 6.
[0077] On the other hand, movable member 17 has a
stepped shape, and includes a small diameter portion
17a projecting downwards. In a state in which small di-
ameter portion 17a is inserted into recessed portion 2Ba
of main body 2B, small diameter portion 17a of movable
member 17 is arranged to be slid (rotated) within re-
cessed portion 2Ba. In this state, bottom surface 17b of
small diameter portion 17a is slidably abutted on bottom
surface 2Bb of recessed portion 2Ba. Contrarily, a small
interspace (clearance) is disposed between upper sur-
face 2Be of main body 2B and a stepped surface 17k of
small diameter portion 17a. That is, in the device accord-
ing to the third embodiment of the present invention, bot-
tom surface 2Bb serves as a sliding surface slidably abut-
ting on movable member 17.
[0078] Moreover, bottom surface 17b of small diameter
portion 17a is formed with a substantially cylindrical pro-
jecting portion 18 projecting downward. Projecting por-
tion 18 is inserted through through hole 2Bd formed in
bottom surface 2Bb of recessed portion 2Bc. A raised
portion 19 is formed at a penetrating end portion of pro-
jecting portion 18, and retained by upper surface 6a of
air chamber 6. Consequently, movable member 17 is
supported by main body 2B.
[0079] Movable member 17 is supported on through
hole 2Bd serving as a bearing. Movable member 17 is
arranged to rotate (slide) about a center M (as shown in
FIGS. 15, 16, 19A, and 19B) of projecting portion 18
(through hole 2Bd) so that powder medicine administer-
ing device 1B is changed over between the administra-
tion disable state as shown in FIGS. 13, 15, 17, 19A, and
20A and the administration enable state as shown in
FIGS. 14, 16, 18, 19B, and 20B. In this case, movable
member 17 is received in the administration disable state,
and projected from the outer surface of powder medicine
administrating device 1B (the circumferential surface of
main body 2B) in the administration enable state. Accord-
ingly, the user can judge whether powder medicine ad-
ministering device 1B is in the administration enable state
or in the administration disable state, by the change in
the outer appearance. It is possible to prompt the user
to return to the administration disable state by operation
to restore the outwards projecting portion of slider 7 after
the use.
[0080] In the device according to the third embodiment
of the present invention, raised portions 17m, 17n, 17o,
and 17q are formed on an outer circumferential surface
of small diameter portion 17a. Recessed portions 2Bf,
2Bg and 2Bh are formed in an inner circumferential sur-
face of recessed portion 2Ba. In the administration dis-
able state as shown in FIG. 19A, raised portion 17m is
engaged with recessed portion 2Bf, and raised portion
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17o is engaged with recessed portion 2Bh. In the admin-
istration enable state as shown in FIG. 19B, raised portion
17n is engaged with recessed portion 2Bg, and raised
portion 17q is engaged with recessed portion 2Bh. By
this arrangement, it is possible to improve the accuracy
of the positioning and the retention (holding) of the posi-
tion, and to improve the operational feeling by the en-
gagement (fitting) between the recessed portion and the
raised portion.
[0081] As shown in FIGS. 17~20B, medicine storage
chamber 3 and medicine discharge passage 20 are
formed in movable member 17, to have the structure sub-
stantially identical to the device according to the second
embodiment of the present invention. That is, inner cy-
lindrical portion 17i with the substantially uniform circular
section is smoothly connected with inner cylindrical por-
tion 17j inclined radially inward toward opening 2q. Med-
icine storage chamber 3 is in the form of the shape sub-
stantially identical to medicine storage chambers 3 of
powder medicine administering devices 1 and 1A accord-
ing to the first and second embodiments. Medicine stor-
age chamber 3 includes cylindrical portion 17p extending
in the up-down direction within medicine storage cham-
ber 3. The portion within cylindrical portion 17 serves as
medicine discharge passage 20 (17f, 17g and 17h).
[0082] In the device according to the third embodiment
of the present invention, medicine carrying chamber 8B
and medicine discharge passage 20 near medicine car-
rying chamber 8B serve as the stirred flow forming sec-
tion. That is, an air passage 17d and an air passage 17e
are formed in movable member 17, and air passage 17d
extends in the axial direction of powder medicine admin-
istering device 1B, at a substantially central portion of
projecting portion 18. Air passage 17d is opened to air
chamber 6. Air passage 17e extends obliquely downward
by bending the upper portion of air passage 17d. A lower
portion (downstream end portion) of air passage 17e is
opened in the inner circumferential surface of inner cy-
lindrical portion 17f.
[0083] In the administration disable state as shown in
FIGS. 17 and 19A, inner cylindrical portion 17j of movable
member 17 is connected with recessed portion 2Bc
formed in main body 2B, and medicine carrying chamber
8B serves as the bottom portion of medicine storage
chamber 3. In the administration enable state as shown
in FIGS. 18 and 19B, inner cylindrical portion 17f of mov-
able member 17 is connected with recessed portion 2Bc
of main body 2B, and medicine carrying chamber 8B
serves as part of medicine discharge passage 20.
[0084] Accordingly, in the administration enable state,
the air supplied under the pressure from air chamber 6
is sprayed to powder medicine 30 within medicine carry-
ing chamber 8B, and stirs and curls up powder medicine
30. Consequently, there is formed the stirred flow of the
powder medicine and the air which rise and rotate, and
the stirred flow is discharged from inner cylindrical portion
17h of end portion of nozzle portion 4 to the outside (the
nasal cavity).

[0085] As shown in FIG. 20A, in the device according
to the third embodiment of the present invention, it is also
possible to always hold a connecting state (connection
state) in which medicine discharge passage 20 from air
chamber 6 to inner cylindrical chamber 17h of the end
portion of nozzle portion 4 is connected, in both the ad-
ministration enable state and administration disable
state, irrespective of position of movable member 17 (rel-
ative position of medicine carrying chamber 8B with re-
spect to main body 2B). Accordingly, there is not need
to consider the increase in the pressure within air cham-
ber 6 by pressing pump member 5 in the airtight (closed)
state of air chamber 6. Therefore, it is possible to omit
air introduction portion 12, and to lower the rigidity and
the strength of movable member 17, pump member 5,
and so on. Moreover, it is possible to contribute the size
reduction and the reduction in the manufacturing cost of
powder medicine administering device 1B.
[0086] In the device according to the third embodiment
of the present invention, it is possible to attain the same
effect as the devices according to the first and second
embodiments of the present invention. Moreover, mov-
able member 17 formed with medicine storage chamber
3 is slid with reference to main body 2B, and it is possible
to reduce the number of the components moving rela-
tively, and sliding parts of the components. Accordingly,
it is possible to simplify the arrangement in which the
medicine carrying chamber is slid (moved) relatively.
Moreover, it is possible to restrict powder medicine 30
from remaining within medicine storage chamber 3 be-
cause the frequency of movement of medicine storage
chamber 3 is increased.
[0087] The embodiments of the present invention dis-
closes the powder medicine administering devices for
the nasal cavity. However, the present invention is ap-
plicable to powder medicine administering devices ar-
ranged to discharge the powder medicine, except for the
nasal cavity.
[0088] In the devices according to the embodiments of
the present invention, the slider and the movable member
are rotationally moved (slid). However, the slider and the
movable member may be linearly moved (slid).
[0089] In the devices according to the embodiments of
the present invention, the movable member is projected
from the outer surface of the main body in the adminis-
tration enable state, and received inside the main body
in the administration disable state. Conversely, it is op-
tional to project the movable member from the outer sur-
face of the main body in the administration disable state,
and to receive the movable member inside the main body
in the administration enable state.
[0090] In the devices according to the embodiments of
the present invention, the main body is formed with the
medicine storage chamber, and the movable member is
formed with the medicine carrying chamber.
[0091] By this arrangement, it is possible to further re-
duce the size of the movable member, and to simplify
the support structure of the main body for movably sup-
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porting the movable member.
[0092] In the devices according to the embodiments of
the present invention, the movable member is formed
with the medicine storage chamber, and the main body
is formed with the medicine carrying chamber.
[0093] By this arrangement, the frequency of the move-
ment of the medicine storage chamber is increased, and
the frequency of variation of the acceleration of the pow-
der medicine is increased. Consequently, it is possible
to restrict the powder medicine from remaining in the
medicine storage chamber. -
[0094] In the devices according to the embodiments of
the present invention, there is provided the stirred flow
forming chamber to stir the air supplied under the pres-
sure by the air supply mechanism or section, and the
powder medicine introduced into the medicine discharge
passage.
[0095] By this arrangement, it is possible to discharge
the powder medicine in the more diffuse state, and to
surely administer the powder medicine into the bottom
of the nasal cavity. Moreover, it is possible to restrict the
powder medicine from remaining within the powder med-
icine administering device.
[0096] In the devices according to the embodiments of
the present invention, the medicine carrying chamber
serves as at least part of the stirred flow forming chamber
when the medicine carrying chamber is connected with
the medicine discharge passage.
[0097] By this arrangement, it is possible to simplify
the arrangement of the powder medicine administering
device, relative to the arrangement which is separately
provided with the stirred flow forming chamber.
[0098] In the devices according to the embodiments of
the present invention, the medicine carrying chamber
serves as at least part of the medicine discharge passage
when the medicine carrying chamber is connected with
the medicine discharge passage, and the medicine re-
ceiving chamber is located below the medicine carrying
chamber.
[0099] By this arrangement, it is possible to more sure-
ly discharge the powder medicine in the medicine carry-
ing chamber, and to restrict the reverse flow of the powder
medicine from the medicine receiving chamber to the up-
stream side of the medicine discharge passage. Accord-
ingly, it is possible to restrict the powder medicine from
remaining in the powder medicine administering device.
[0100] In the device according to the embodiments of
the present invention, the side wall surface of the medi-
cine receiving chamber is the circumferential wall sur-
face. The medicine discharge passage upstream of the
medicine receiving chamber is formed along the tangent
direction of the circumferential wall surface.
[0101] By this arrangement, the swirl flow is formed in
the medicine receiving chamber, and it is possible to dis-
charge the powder medicine in the more diffuse state by
the swirl flow, and to more certainly administer the pow-
der medicine to the bottom of the nasal cavity. Accord-
ingly, it is possible to restrict the powder medicine from

remaining in the powder medicine administering device.
[0102] In the devices according to the embodiments of
the present invention, the medicine carrying chamber is
the recessed portion with the bottom portion.
[0103] By this arrangement, it is possible to further sim-
plify the medicine carrying chamber. The sealing for pre-
venting the leakage of the powder medicine and the air
can be limited to the sliding surface located on the open-
ing’s side, between the main body and the movable mem-
ber.
[0104] In the device according to the embodiments of
the present invention, the medicine carrying chamber is
the bottom recessed portion recessed in the curved form.
The medicine discharge passage upstream of the med-
icine carrying chamber at the connection part with the
medicine carrying chamber is directed to the recessed
portion when the medicine carrying chamber is connect-
ed with the medicine discharge passage.
[0105] By this arrangement, it is possible to readily
form the stirred flow of the powder medicine and the air
along the curved recessed portion when the medicine
carrying chamber is connected with the medicine dis-
charge passage. Accordingly, it is possible to discharge
the powder medicine in the more diffuse state, and to
certainly administer the powder medicine to the bottom
of the nasal cavity. Moreover, it is possible to restrict the
powder medicine from remaining in the powder medicine
administering device.
[0106] In the device according to the embodiments of
the present invention, the air chamber within the air sup-
ply section is connected with the outside through the
medicine discharge passage, irrespective of the position
of the movable member.
[0107] By this arrangement, there is no need to con-
sider the increase of the pressure in the air chamber by
the pressing the pump member in the state in which the
air chamber is enclosed in the sealed state. Accordingly,
it is possible to reduce the rigidity and the strength of the
pump member and so on, and to contribute to the size
reduction and the weight reduction of the powder medi-
cine administering device. Moreover, it is possible to omit
the introduction valve for introducing the air to the air
chamber.
[0108] In the device according to the embodiments of
the present invention, below the inclined portion of the
side wall surface, there is provided the portion which has
the steeper gradient than the upper portion (the inclined
portion).
[0109] By this arrangement, it is possible to vary the
movement of the powder medicine within the powder
medicine storage chamber by the variation in the gradient
of the side wall surface, and to restrict the powder med-
icine from aggregating and adhering in the medicine stor-
age chamber.
[0110] In the devices according to the embodiments of
the present invention, the medicine carrying chamber is
formed at a position eccentric to the center of the upper
portion of the medicine storage chamber.

19 20 



EP 1 731 186 B1

12

5

10

15

20

25

30

35

40

45

50

55

[0111] Accordingly, it is possible to restrict the powder
medicine from moving uniformly within medicine storage
chamber, and from aggregating and adhering in the med-
icine storage chamber.

Claims

1. A powder medicine administering device compris-
ing:

a main body (2; 2A), including a storage cham-
ber (3);
an air supply section (5) arranged to supply air
under pressure; and
a movable member (7; 7A), including a medicine
carrying chamber (8; 8A), the movable member
(7; 7A) being slidably attached to the main body
(2; 2A), and arranged to be moved relative to
the main body (2; 2A) from a first position
through a second position to a third position,
a medicine discharge passage (20),
characterized in that:

the movable member (7; 7A) is movable into
three different positions by the user in a piv-
oting manner around an axis that is radially
offset from a center axis of the powder med-
icine administering device (1);
the main body (2; 2A) includes a side wall
portion (2j, 2k) defining the medicine stor-
age chamber (3) receiving a powder medi-
cine (30) in a substantially closed state, and
including an opening (2q) closed by a sliding
surface of the movable member (7; 7A)
when the movable member (7; 7A) is locat-
ed at the second position, the side wall por-
tion (2j, 2k) being inclined radially inward
toward the opening (2q) near the opening
(2q) of the medicine storage chamber (3),
the main body (2; 2A) being formed with the
medicine discharge passage (20) arranged
to receive the supply of the air from the air
supply section (5), and
the movable member (7; 7A) being formed
with the medicine carrying chamber (8; 8A)
is arranged to be connected with the open-
ing (2q) of the medicine storage chamber
(3) when the movable member (7; 7A) is
located at the first position, and is arranged
to be connected with the medicine dis-
charge passage (20) when the movable
member is located at the third position.

2. A powder medicine administering device compris-
ing:

a main body (2B), including a medicine carrying

chamber (8B);
an air supply section (5) arranged to supply air
under pressure; and
a movable member (17), including a storage
chamber (3) and an opening (2q), the movable
member (17) being slidably attached to the main
body (2B), and arranged to be moved relative
to the main body (2B) from a first position
through a second position to a third position,
a medicine discharge passage (20),
characterized in that:

the movable member (17) is movable into
three different positions by the user in a piv-
oting manner around an axis that is radially
offset from a center axis of the powder med-
icine administering device (1);
the movable member (17) includes a side
wall portion (17j) defining the medicine stor-
age chamber (3) receiving a powder medi-
cine (30) in a substantially closed state, and
including the opening (2q) closed by a slid-
ing surface of the main body (2B) when the
movable member (17) is located at the sec-
ond position, the side wall portion (17j) be-
ing inclined radially inward toward the open-
ing (2q) near the opening (2q) of the medi-
cine storage chamber (3), the movable
member (17) being formed with the medi-
cine discharge passage (20) arranged to re-
ceive the supply of the air from the air supply
section (5), and
the main body (2B) being formed with the
medicine carrying chamber (8B) is arranged
to be connected with the opening (2q) of the
medicine storage chamber (3) when the
movable member (17) is located at the first
position, and is arranged to be connected
with the medicine discharge passage (20)
when the movable member is located at the
third position.

3. The powder medicine administering device as
claimed in Claim 1 or 2, wherein the movable mem-
ber (7; 7A; 17) is moved relative to the main body
(2; 2A; 2B) so that the movable member (7; 7A; 17)
is projected with reference to an outside surface of
the main body (2; 2A; 2B).

4. The powder medicine administering device as
claimed in Claim 1, wherein the main body (2; 2A)
is formed with the medicine storage chamber (3);
and the movable member (7; 7A) is formed with the
medicine carrying chamber (8; 8A).

5. The powder medicine administering device as
claimed in Claim 2, wherein the main body (2B) is
formed with the medicine carrying chamber (8B); and
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the movable member (17) is formed with the medi-
cine storage chamber (3).

6. The powder medicine administering device as
claimed in Claim 1 or 2, wherein the movable mem-
ber (7; 7A; 17) is moved from the first position through
the second position to the third position so that the
medicine carrying chamber (8; 8A; 8B) supplies the
powder medicine to the medicine discharge passage
(20).

7. The powder medicine administering device as
claimed in Claim 6, wherein the powder medicine
administering device further comprises a stirred flow
forming section to stir the powder medicine in the
medicine discharge passage (20), and the air sup-
plied under the pressure by the air supply section (5).

8. The powder medicine administering device as
claimed in Claim 1 or 2, wherein the medicine car-
rying section (8A; 8B) serves as part of the stirred
flow forming section when the medicine carrying
chamber (8A; 8B) is connected with the medicine
discharge passage (20).

9. The powder medicine administering device as
claimed in Claim 1, wherein the powder medicine
administering device further comprises a medicine
receiving chamber (14) located under the medicine
carrying chamber (8) when the medicine carrying
chamber (8) is connected with the medicine dis-
charge passage (20).

10. The powder medicine administering device as
claimed in Claim 9, wherein the medicine receiving
chamber (14) is defined by a circumferential side wall
(14a) and a bottom portion (14b); and the circumfer-
ential side wall (14a) is formed with the medicine
discharge passage (20) located upstream of the
medicine receiving chamber (14), and directed in a
tangent direction of the circumferential side wall
(14a).

11. The powder medicine administering device as
claimed in Claim 1 or 2, wherein the medicine car-
rying chamber (8A; 8B) is a recessed portion (7c;
2Bc) including a bottom portion.

12. The powder medicine administering device as
claimed in Claim 1, wherein the movable member
(7A) is a slider arranged to be moved in a direction
substantially perpendicular to the axial direction; the
medicine carrying chamber (8A) is a recessed por-
tion (7c) including a bottom portion; and the recessed
portion (7c) is opened in an upper surface of the slid-
er (7A).

13. The powder medicine administering device as

claimed in Claim 11, wherein the bottom portion of
the recessed portion (7c; 2Bc) is curved; and the
medicine discharge passage (20) upstream of the
recessed portion (7c; 2Bc) is directed to the bottom
portion of the recessed portion (7c; 2Bc) when the
medicine carrying chamber (8A; 8B) is connected
with the medicine discharge passage (20).

14. The powder medicine administering device as
claimed in Claim 1 or 2, wherein the air supply section
(5) includes an air chamber (6); and the air chamber
(6) of the air supply section (5) is connected through
the medicine discharge passage (20) to an outside,
irrespective of the position of the movable member
(7A, 17).

15. The powder medicine administering device as
claimed in Claim 1, wherein the side wall portion is
a first side wall portion (2j); the powder medicine ad-
ministering device further comprises a second side
wall portion (2k) defining the medicine storage cham-
ber (3), and being inclined radially inward toward the
opening (2q); the second side wall portion (2k) is
located below the first side wall portion (2j), and the
second side wall portion (2k) has an inclination larger
than an inclination of the first side wall portion (2j).

16. The powder medicine administering device as
claimed in Claim 1 or 2, wherein the side wall portion
is a first side wall portion (2j); the powder medicine
administering device further comprises a third side
wall portion (2i; 17i) defining an upper portion of the
medicine storage chamber (3), and extending in a
substantially axial direction; and the medicine carry-
ing chamber (8; 8A; 8B) is located at a position ec-
centric to a center of an upper portion of the medicine
storage chamber (3) when the medicine carrying
chamber (8; 8A; 8B) is connected with the medicine
storage chamber (3).

17. The powder medicine administering device as
claimed in Claim 1 or 2, wherein the medicine dis-
charge passage (20) includes a first medicine dis-
charge passage (2e; 17e) upstream of the medicine
carrying chamber (8A; 8B), and a second medicine
discharge passage (2f, 2g; 17f, 17g) downstream of
the medicine carrying chamber (8A; 8B); and the first
medicine discharge passage (2e; 17e) extends in a
direction crossing the second medicine discharge
passage (2f, 2g; 17f, 17g) when the medicine carry-
ing chamber (2f, 2g; 17f, 17g) is connected with the
medicine discharge passage (20).

Patentansprüche

1. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente enthaltend:
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einen Hauptkörper (2; 2A), der eine Speicher-
kammer (3) enthält;
einen Luftzuführungsabschnitt (5), der so auf-
gebaut ist, dass Luft unter Druck zugeführt wer-
den kann; und
ein bewegliches Teil (7; 7A), das eine Kammer
zur Aufnahme von Medikamenten (8;
8A) enthält, wobei das bewegliche Teil (7; 7A)
verschiebbar am Hauptkörper (2; 2A) ange-
bracht und so angeordnet ist, dass es relativ
zum Hauptkörper (2; 2A) von einer ersten Posi-
tion über eine zweite Position zu einer dritten
Position bewegt werden kann,
eine Medikament-Abgabeleitung (20),
dadurch gekennzeichnet, dass:

das bewegliche Teil (7; 7A) von einem Be-
nutzer schwenkbar um eine Achse, die ra-
dial versetzt von einer Mittelachse der Vor-
richtung zum Verabreichen pulverförmiger
Medikamente (1) angeordnet ist, in drei un-
terschiedliche Positionen bewegbar ist;
der Hauptkörper (2; 2A) einen Seitenwand-
teil (2j, 2k) aufweist, der die Speicherkam-
mer für Medikamente (3) abgrenzt, welche
ein pulverförmiges Medikament (30) in ei-
nem im Wesentlichen geschlossenen Zu-
stand aufnimmt, und
eine Öffnung (2q) aufweist, die von einer
gleitenden Oberfläche des beweglichen
Teils (7; 7A) verschlossen ist, wenn das be-
wegliche Teil (7; 7A) sich in der zweiten Po-
sition befindet, wobei der Seitenwandteil
(2j, 2k) radial nach innen geneigt ist in Rich-
tung der Öffnung (2q) nahe der Öffnung (2q)
der Speicherkammer für Medikamente (3),
wobei der Hauptkörper (2; 2A), der mit der
Medikament-Abgabeleitung (20) versehen
ist, so angeordnet ist, dass er die Versor-
gung mit Luft aus dem Luftzuführungsab-
schnitt (5) erhält, und
das bewegliche Teil (7; 7A), das mit der Me-
dikamente aufnehmenden Kammer (8;
8A) versehen ist, so angeordnet ist, dass
es mit der Öffnung (2q) der Medikamenten-
speicherkammer (3) verbunden ist, wenn
das bewegliche Teil (7; 7A) sich in der er-
sten Position befindet, und so angeordnet
ist, dass es mit der Medikament-Abgabelei-
tung (20) verbunden ist, wenn sich das be-
wegliche Teil in der dritten Position befindet.

2. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente enthaltend:

einen Hauptkörper (2B), der eine Medikamen-
tenspeicherkammer (8B) aufweist;
einen Luftzuführungsabschnitt (5), der so auf-

gebaut ist, dass Luft unter Druck zugeführt wer-
den kann; und
ein bewegliches Teil (17), das eine Speicher-
kammer (3) und eine Öffnung (2q) aufweist, wo-
bei das bewegliche Teil (17) verschiebbar am
Hauptkörper (2B) angebracht und so angeord-
net ist, dass es relativ zum Hauptkörper (2B)
von einer ersten Position über eine zweite Po-
sition zu einer dritten Position bewegt werden
kann,
eine Medikament-Abgabeleitung (20),
dadurch gekennzeichnet, dass:

das bewegliche Teil (17) von einem Benut-
zer schwenkbar um eine Achse, die radial
versetzt von einer Mittelachse der Vorrich-
tung zum Verabreichen pulverförmiger Me-
dikamente (1) angeordnet ist, in drei unter-
schiedliche Positionen bewegbar ist;
das bewegliche Teil (17) einen Seitenwand-
teil (17j) aufweist, der die Speicherkammer
für Medikamente (3) abgrenzt, welche ein
pulverförmiges Medikament (30) in einem
im Wesentlichen geschlossenen Zustand
aufnimmt, und
eine Öffnung (2q) aufweist, die von einer
gleitenden Oberfläche des Hauptkörpers
(2B) geschlossen wird, wenn das bewegli-
che Teil (17) sich in der zweiten Position
befindet, wobei der Seitenwandteil (17j) ra-
dial nach innen geneigt ist in Richtung der
Öffnung (2q) nahe der Öffnung (2q) der
Speicherkammer für Medikamente (3), das
bewegliche Teil (17), das mit der Medika-
ment-Abgabeleitung (20) versehen ist, so
angeordnet ist, dass es die Versorgung mit
der Luft aus dem
Luftzuführungsabschnitt (5) erhält, und
der Hauptkörper (2B), der mit der Medika-
mente aufnehmenden Kammer (8B) verse-
hen ist, so angeordnet ist, dass er mit der
Öffnung (2q) der Medikamentenspeicher-
kammer (3) verbunden ist, wenn das be-
wegliche Teil (17) sich in der ersten Position
befindet, und so angeordnet ist, dass er mit
der Medikament-Abgabeleitung (20) ver-
bunden ist, wenn sich das bewegliche Teil
in der dritten Position befindet.

3. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 1 oder 2, wobei das be-
wegliche Teil (7; 7A; 17) relativ zum Hauptkörper (2;
2A; 2B) bewegt wird, so dass das bewegliche Teil
(7; 7A; 17) einer äußeren Oberfläche des Hauptkör-
pers (2; 2A; 2B) gegenübersteht.

4. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 1, wobei der Hauptkörper
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(2; 2A) mit der Medikamentenspeicherkammer (3)
versehen ist; und das bewegliche Teil (7; 7A) mit der
das Medikament enthaltenden Kammer versehen
ist.

5. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 2, wobei der Hauptkörper
(2B) mit der das Medikament enthaltenden Kammer
(8B) versehen ist; und das bewegliche Teil (17) mit
der Medikamentenspeicherkammer (3) versehen
ist.

6. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 1 oder 2, wobei das be-
wegliche Teil (7; 7A; 17) von der ersten Position über
die zweite Position zur dritten Position bewegt wird,
so dass die das Medikament enthaltende Kammer
(8; 8A; 8B) die Medikament-Abgabeleitung (20) mit
dem pulverförmigen Medikament versorgt.

7. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 6, wobei die Vorrichtung
zum Verabreichen pulverförmiger Medikamente
weiter einen Abschnitt zur Bildung eines Durchmi-
schungsflusses ausweist, um das pulverförmige Me-
dikament in der Medikament-Abgabeleitung (20)
und die unter Druck zugeführte Luft vom Luftzufüh-
rungsabschnitt (5) zu vermischen.

8. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 1 oder 2, wobei der das
Medikament enthaltende Teil (8A; 8B) als Teil des
Abschnitts zur Bildung eines Durchmischungsflus-
ses dient, wenn die das Medikament enthaltende
Kammer (8A; 8B) mit der Medikament-Abgabelei-
tung verbunden ist.

9. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 1, wobei die Vorrichtung
zum Verabreichen pulverförmiger Medikamente
weiter eine Medikamente empfangende Kammer
(14) aufweist, die sich unterhalb der die Medikamen-
te enthaltenden Kammer (8) befindet, wenn die die
Medikamente enthaltende Kammer (8) mit der Me-
dikament-Abgabeleitung verbunden ist.

10. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 9, wobei die Medikamen-
te empfangende Kammer (14) begrenzt wird von ei-
ner umlaufenden Seitenwand (14a) und einem Bo-
denteil (14b); und die umlaufende Seitenwand (14a)
mit der Medikament-Abgabeleitung (20) stromauf
der Medikamente empfangenen Kammer (14) ver-
sehen ist und in eine tangentiale Richtung zur um-
laufenden Seitenwand (14a) ausgerichtet ist.

11. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 1 oder 2, wobei die die

Medikamente enthaltende Kammer (8A; 8B) ein ver-
tiefter Teil (7c; 2Bc)ist, der einen Bodenteil aufweist.

12. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 1, wobei das bewegliche
Teil (7A) ein Gleitstück ist, das, im Wesentlichen in
einer rechtwinkligen Richtung zur axialen Richtung,
beweglich angeordnet ist; die Medikamente enthal-
tende Kammer (8A) ein vertiefter Teil (7c) ist, der ein
Bodenteil aufweist; und der vertiefte Teil (7c) in einer
oberen Fläche des Gleitstücks (7A) geöffnet ist.

13. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 11, wobei der Bodenteil
des vertieften Teils (7c; 2Bc) gekrümmt ist; und die
Medikament-Abgabeleitung (20) vorgelagert dem
vertieften Teil (7c; 2Bc) auf den Bodenteil des ver-
tieften Teils (7c; 2Bc) gerichtet ist, wenn die das Me-
dikament enthaltende Kammer (8A; 8B) mit der Me-
dikament-Abgabeleitung (20) verbunden ist.

14. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 1 oder 2, wobei der Luft-
zuführungsabschnitt (5) eine Luftkammer (6) auf-
weist; und die Luftkammer (6) des Luftzuführungs-
abschnitts (5) durch die Medikament-Abgabeleitung
(20) mit einer Aussenseite, unabhängig von der Po-
sition des beweglichen Teils (7A, 17), verbunden ist.

15. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 1, wobei der Seitenwand-
teil ein erster Seitenwandteil (2j) ist; die Vorrichtung
zum Verabreichen pulverförmiger Medikamente des
weiteren einen zweiten Seitenwandteil (2k) aufweist,
der die Medikamentenspeicherkammer (3) ab-
grenzt; und radial nach innen geneigt ist in Richtung
der Öffnung (2q); der zweite Seitenwandteil (2k) sich
unterhalb des ersten Seitenwandteils (2j) befindet,
und der zweite Seitenwandteil (2k) eine größere Nei-
gung besitzt als die Neigung des ersten Seitenwand-
teils (2j).

16. Vorrichtung zum Verabreichen pulverförmiger Me-
dikamente nach Anspruch 1 oder 2, wobei der Sei-
tenwandteil ein erster Seitenwandteil (2j) ist; die Vor-
richtung zum Verabreichen pulverförmiger Medika-
mente des weiteren einen dritten Seitenwandteil (2i;
17i) aufweist, der einen oberen Teil der Medikamen-
tenspeicherkammer (3) abgrenzt, und sich in einer
im Wesentlichen axialen Richtung erstreckt; und die
Medikamente enthaltende Kammer (8; 8A; 8B) sich
in einer exzentrischen Position zu einem Zentrum
eines oberen Teils der Medikamentenspeicherkam-
mer (3) befindet, wenn die Medikamente enthalten-
de Kammer (8; 8A; 8B) mit der Medikamentenspei-
cherkammer (3) verbunden ist.

17. Vorrichtung zum Verabreichen pulverförmiger Me-

27 28 



EP 1 731 186 B1

16

5

10

15

20

25

30

35

40

45

50

55

dikamente nach Anspruch 1 oder 2, wobei die Me-
dikament-Abgabeleitung (20) eine erste Medika-
ment-Abgabeleitung (2e; 17e), vorgelagert der Me-
dikamente enthaltenden Kammer (8A; 8B), und eine
zweite Medikament-Abgabeleitung (2f, 2g; 17f, 17g)
der Medikamente enthaltenden Kammer (8A; 8B)
nachgelagert, aufweist; und sich die erste Medika-
ment-Abgabeleitung (2e; 17e) in einer Richtung er-
steckt, dass sie die zweite Medikament-Abgabelei-
tung (2f, 2g; 17f, 17g) kreuzt, wenn die Medikamente
enthaltende Kammer (2f, 2g; 17f, 17g) mit der Me-
dikament-Abgabeleitung (20) verbunden ist.

Revendications

1. Dispositif d’administration de médicament en poudre
comprenant :

un corps principal (2 ; 2A), comprenant une
chambre de stockage (3) ;
une section d’alimentation en air (5) agencée
pour fournir de l’air sous pression ; et
un élément mobile (7 ; 7A), comprenant une
chambre de transport de médicament (8 ; 8A),
l’élément mobile (7 ; 7A) étant fixé de manière
coulissante au corps principal (2 ; 2A) et agencé
pour être déplacé par rapport au corps principal
(2 ; 2A), d’une première position, en passant par
une deuxième position jusqu’à une troisième po-
sition,
un passage de décharge de médicament (20),
caractérisé en ce que :

l’élément mobile (7 ; 7A) est mobile dans
trois positions différentes par l’utilisateur,
d’une manière pivotante autour d’un axe qui
est radialement décalé d’un axe central du
dispositif d’administration de médicament
en poudre (1) ;
le corps principal (2 ; 2A) comprend une
partie de paroi latérale (2j, 2k) définissant
la chambre de stockage de médicament (3)
recevant un médicament en poudre (30)
dans un état sensiblement fermé, et com-
prenant une ouverture (2q) fermée par une
surface coulissante de l’élément mobile (7 ;
7A) lorsque l’élément mobile (7 ; 7A) est po-
sitionné dans la deuxième position, la partie
de paroi latérale (2j, 2k) étant inclinée ra-
dialement vers l’intérieur vers l’ouverture
(2q) à proximité de l’ouverture (2q) de la
chambre de stockage de médicament (3),
le corps principal (2 ; 2A) étant formé avec
le passage de décharge de médicament
(20) agencé pour recevoir l’alimentation de
l’air à partir de la section d’alimentation en
air (5), et

l’élément mobile (7 ; 7A) qui est formé avec
la chambre de transport de médicament (8 ;
8A) est agencé pour être raccordé avec
l’ouverture (2q) de la chambre de stockage
de médicament (3) lorsque l’élément mobile
(7 ; 7A) est positionné dans la première po-
sition, et est agencé pour être raccordé avec
le passage de décharge de médicament
(20) lorsque l’élément mobile est positionné
dans la troisième position.

2. Dispositif d’administration de médicament en pou-
dre, comprenant :

un corps principal (2B), comprenant une cham-
bre de transport de médicament (8B) ;
une section d’alimentation en air (5) agencée
pour fournir de l’air sous pression ; et
un élément mobile (17), comprenant une cham-
bre de stockage (3) et une ouverture (2q), l’élé-
ment mobile (17) étant fixé de manière coulis-
sante sur le corps principal (2B), et agencé pour
être déplacé par rapport au corps principal (2B)
à partir d’une première position, en passant par
une deuxième position, jusqu’à une troisième
position,
un passage de décharge de médicament (20),
caractérisé en ce que :

l’élément mobile (17) est mobile dans trois
positions différentes par l’utilisateur, d’une
manière pivotante autour d’un axe qui est
radialement décalé d’un axe central du dis-
positif d’administration de médicament en
poudre (1) ;
l’élément mobile (17) comprend une partie
de paroi latérale (17j) définissant la cham-
bre de stockage de médicament (3) rece-
vant un médicament en poudre (30) dans
un état sensiblement fermé, et comprenant
l’ouverture (2q) fermée par une surface cou-
lissante du corps principal (2B) lorsque
l’élément mobile (17) est positionné dans la
deuxième position, la partie de paroi latéra-
le (17j) étant inclinée radialement vers l’in-
térieur vers l’ouverture (2q) près de l’ouver-
ture (2q) de la chambre de stockage de mé-
dicament (3), l’élément mobile (17) étant
formé avec la passage de décharge de mé-
dicament (20) agencé pour recevoir l’ali-
mentation de l’air à partir de la section d’ali-
mentation en air (5), et
le corps principal (2B) qui est formé avec la
chambre de transport de médicament (8B)
est agencé pour être raccordé avec l’ouver-
ture (2q) de la chambre de stockage de mé-
dicament (3) lorsque l’élément mobile (17)
est positionné dans la première position, et
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est agencé pour être raccordé avec le pas-
sage de décharge de médicament (20) lors-
que l’élément mobile est positionné dans la
troisième position.

3. Dispositif d’administration de médicament en poudre
selon la revendication 1 ou 2, dans lequel l’élément
mobile (7 ; 7A ; 17) est déplacé par rapport au corps
principal (2 ; 2A ; 2B) de sorte que l’élément mobile
(7 ; 7A ; 17) fait saillie en référence à une surface
extérieure du corps principal (2 ; 2A ; 2B).

4. Dispositif d’administration de médicament en poudre
selon la revendication 1, dans lequel le corps prin-
cipal (2 ; 2A) est formé avec la chambre de stockage
de médicament (3) ; et l’élément mobile (7 ; 7A) est
formé avec la chambre de transport de médicament
(8 ; 8A).

5. Dispositif d’administration de médicament en poudre
selon la revendication 2, dans lequel le corps prin-
cipal (2B) est formé avec la chambre de transport
de médicament (8B) ; et l’élément mobile (17) est
formé avec la chambre de stockage de médicament
(3).

6. Dispositif d’administration de médicament en poudre
selon la revendication 1 ou 2, dans lequel l’élément
mobile (7 ; 7A ; 17) est déplacé de la première po-
sition, en passant par la deuxième position, jusqu’à
la troisième position, de sorte que la chambre de
transport de médicament (8 ; 8A ; 8B) amène le mé-
dicament en poudre jusqu’au passage de décharge
de médicament (20).

7. Dispositif d’administration de médicament en poudre
selon la revendication 6, dans lequel le dispositif
d’administration de médicament en poudre com-
prend en outre une section de formation d’écoule-
ment agité pour agiter le médicament en poudre
dans le passage de décharge de médicament (20),
et l’air amené sous pression par la section d’alimen-
tation en air (5).

8. Dispositif d’administration de médicament en poudre
selon la revendication 1 ou 2, dans lequel la section
de transport de médicament (8A ; 8B) sert de partie
de section de formation d’écoulement agité lorsque
la chambre de transport de médicament (8A ; 8B)
est raccordée avec le passage de décharge de mé-
dicament (20).

9. Dispositif d’administration de médicament en poudre
selon la revendication 1, dans lequel le dispositif
d’administration de médicament en poudre com-
prend en outre une chambre de réception de médi-
cament (14) située sous la chambre de transport de
médicament (8) lorsque la chambre de transport de

médicament (8) est raccordée avec le passage de
décharge de médicament (20).

10. Dispositif d’administration de médicament en poudre
selon la revendication 9, dans lequel la chambre de
réception de médicament (14) est définie par une
paroi latérale circonférentielle (14a) et une partie in-
férieure (14b) ; et la paroi latérale circonférentielle
(14a) est formée avec le passage de déchargement
de médicament (20) situé en amont de la chambre
de réception de médicament (14), et dirigé dans une
direction tangentielle de la paroi latérale circonféren-
tielle (14a).

11. Dispositif d’administration de médicament en poudre
selon la revendication 1 ou 2, dans lequel la chambre
de transport de médicament (8A ; 8B) est une partie
évidée (7c ; 2Bc) comprenant une partie inférieure.

12. Dispositif d’administration de médicament en poudre
selon la revendication 1, dans lequel l’élément mo-
bile (7A) est une glissière agencée pour être dépla-
cée dans une direction sensiblement perpendiculai-
re à la direction axiale ; la chambre de transport de
médicament (8A) est une partie évidée (7c) compre-
nant une partie inférieure ; et la partie évidée (7c)
est ouverte dans une surface supérieure de la glis-
sière (7A).

13. Dispositif d’administration de médicament en poudre
selon la revendication 11, dans lequel la partie infé-
rieure de la partie évidée (7c ; 2Bc) est incurvée ; et
le passage de décharge de médicament (20) en
amont de la partie évidée (7c ; 2Bc) est dirigé vers
la partie inférieure de la partie évidée (7c ; 2Bc) lors-
que la chambre de transport de médicament (8A ;
8B) est raccordée avec le passage de décharge de
médicament (20).

14. Dispositif d’administration de médicament en poudre
selon la revendication 1 ou 2, dans lequel la section
d’alimentation en air (5) comprend une chambre d’air
(6) ; et la chambre d’air (6) de la section d’alimenta-
tion en air (5) est raccordée par le passage de dé-
charge de médicament (20) à un extérieur, indépen-
damment de la position de l’élément mobile (7A, 17).

15. Dispositif d’administration de médicament en poudre
selon la revendication 1, dans lequel la partie de pa-
roi latérale est une première partie de paroi latérale
(2j) ; le dispositif d’administration de médicament en
poudre comprend en outre une deuxième partie de
paroi latérale (2k) définissant la chambre de stocka-
ge de médicament (3), et étant inclinée radialement
vers l’intérieur vers l’ouverture (2q) ; la deuxième
partie de paroi latérale (2k) est positionnée au-des-
sous de la première partie de paroi latérale (2j), et
la deuxième partie de paroi latérale (2k) a une incli-
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naison supérieure à une inclinaison de la première
partie de paroi latérale (2j).

16. Dispositif d’administration de médicament en poudre
selon la revendication 1, ou 2, dans lequel la partie
de paroi latérale est une première partie de paroi
latérale (2j) ; le dispositif d’administration de médi-
cament en poudre comprend en outre une troisième
partie de paroi latérale (2i ; 17i) définissant une partie
supérieure de la chambre de stockage de médica-
ment (3), et s’étendant dans une direction sensible-
ment axiale ; et la chambre de transport de médica-
ment (8 ; 8A ; 8B) est positionnée dans une position
excentrique à un centre d’une partie supérieure de
la chambre de stockage de médicament (3) lorsque
la chambre de transport de médicament (8 ; 8A ; 8B)
est raccordée avec la chambre de stockage de mé-
dicament (3).

17. Dispositif d’administration de médicament en poudre
selon la revendication 1 ou 2, dans lequel le passage
de décharge de médicament (20) comprend un pre-
mier passage de décharge de médicament (2e ; 17e)
en amont de la chambre de transport de médicament
(8A ; 8B), et un second passage de décharge de
médicament (2f, 2g ; 17f, 17g) en aval de la chambre
de transport de médicament (8A ; 8B) ; et le premier
passage de déchargement de médicament (2e ;
17e) s’étend dans une direction traversant le second
passage de décharge de médicament (2f, 2g ; 17f,
17g) lorsque la chambre de transport de médicament
(2f, 2g ; 17f, 17g) est raccordée avec le passage de
décharge de médicament (20).
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