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Description

[0001] The invention relates to a radiant heater for an
electric cooking hob, provided with a thermal switch for
turning on and off a warning lamp to indicate a state of
the hot plate during heating and cooling.

Prior art

[0002] Radiant heaters of the above-mentioned type
are known, with a built-in thermal switch whose electrical
contactis used for switching on a warning lamp indicating
that the cooking plate is still "hot" with a hazardous re-
sidual temperature, the threshold of which is set at
60-70°C. The thermal switch has to switch the warning
contact during the onset of the heating of the cooking
plate as well as during cooling to warn of a residual tem-
perature higher than the aforesaid threshold value. The
bimetallic sensor does not make direct contact with the
hot plate, but the switch response time should be corre-
lated to the actual temperature of the heated plate zone.
For this purpose the thermal switch is situated on an pe-
ripheral insulating zone of the heater receiving propor-
tionally the heat transmitted to the plate, so that the tem-
perature value reached in the sensing element, always
higher than on the plate, closely follows the changes in
said real value in the plate. The switch actuating point is
set at a suitable temperature point for switching in both
plate heating and cooling process or directions, taking
into account also the thermal hysteresis of the switch,
which leads to a lower switching point during cooling.
[0003] In the prior art radiant heaters, detecting the
residual cooking plate temperature is effected by means
of a bimetallic sensor separated from the plate itself,
presents the problem of the influence of the heat trans-
mitted from external adjacent heaters, which raises the
ambient temperature and heats the peripheral wall of the
heater equipped with the bimetal switch. This problem is
particularly evident in the case of the so-called "warmer"
type radiant heater, which is used solely for warming pre-
cooked foods or holding them at the maximum plate tem-
perature of around 300°C. The power of the heater is low
compared with the adjacent cooking heaters of the same
hob, which heat their respective hob area up to 550°C.
For this reason the cover or metal support tray that en-
circles the heater, ends up hot due to the transmission
of the adjoining heaters switched on at the same time.
The problem of the temperature in the outer wall of the
heater becomes critical when the ceramic body of the
bimetallic sensor is submitted directly to heating from the
adjoining heaters, so that the sensitive disc of the bime-
tallic switch may reach a temperature of around 100°C,
and it loses correlation with the actual temperature of the
plate area it has to detect. Alternatively, the outer heating
of the built-in bimetallic switch may come from heat sourc-
es below the heater.

[0004] In the known solutions, for example that dis-
closed in DE-A-2627373, the thermal switch for turning
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on the warning lamp is fixed at the peripheral edge of the
heater and for its operation it has an expanding rod cou-
pled to the heating resistors from which it receives heat.
[0005] In US-A-6,121,587 a second bimetallic switch
built into the radiant heater operates at a temperature of
less than 100°C to indicate residual heat and is disposed
in an air duct built into the insulating outer wall of the
heater, so that no expanding rod is needed for its actu-
ation. But attached to the sensitive element this sensor
has an additional heat transmitting member that receives
the radiation of the heating resistors in order to obtain a
quick response of the heat sensitive element of the cook-
ing plate. Owing to the influence of external heating on
the sensor, the bimetal disc does not follow the variation
in the plate area heated closely, and it therefore requires
a high adjusting point for actuating the switching contact,
well separated from the maximum warning threshold val-
ue of 80°C at the hot plate.

[0006] Publication US-6,756,569-B2 describes a radi-
ant heater or "warmer" only for warming, which uses a
bimetallic switch for turning on a "hot" plate warning lamp.
The sensor is built into the heater secured between the
peripheral insulating ring and the horizontal base of the
heater, in a hole space shaped to the outline of the body
of the sensor. Owing to the fact that the ceramic body
has no heat insulation against the transmission of exter-
nal heat, the bimetallic disc may reach a temperature of
more than 100°C, even when the heater if off. Therefore,
while the heater plate area is cooling, the temperature
detected at the bimetallic sensor follows an almost as-
ymptotic slope above 100°C (represented by the dotted
line in figure 4) and the response time of the sensor in
opening the electrical contact is very long and out of
touch. When the adjacent heaters are off, the sensor bi-
metallic disc reaches a temperature 40°C lower than in
the other case. It is thus hard to find a setting point for
the switching of the electrical contact in both directions.
Further, one certain point of actuation of the sensor being
set, after adding the differential interval due to the actual
switching hysteresis of the switch, the temperature dif-
ference in the plate area, the difference between the mo-
ment of closure and the moment of opening, may reach
as much as 70°C, even larger than an acceptable sig-
nalling interval of 50 - 80°C.

[0007] The type of thermal switch or bimetallic sensor
used in the heaters in the prior art are of the type de-
scribed in US-A-4059817, provided with a cylindrical sen-
sor body and a heat receiving metallic base in direct con-
tact with the internal bimetallic temperature-sensitive
disc. Another type of known bimetallic thermal switch in-
corporated in a radiant heater is described in publication
DE-1123059-A, and it is also compact with a ceramic
body whose heat-receiving side presents a recess
through which a bimetallic plate is deformed, while the
terminals are situated on the opposite side of the body,
facing longitudinally.

[0008] GB-A-2 316 283 discloses an electric heater
with a cooking plate, a heating resistor and a thermal
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sensor comprising bimetallic sensors. The heating resis-
tor is provided in an electrically insulating layer, said in-
sulating layer being fixed to the cooking plate.

[0009] EP-A1-0249 721 describes an electric hotplate
comprising a cooking plate, heating resistors and a ther-
mal sensor comprising a rod-like, linear temperature sen-
SOr.

[0010] US-A-2005/0274710 discloses aradiant heater
according to the preamble of claim 1.

Disclosure of the invention

[0011] The object of the presentinvention is an electric
radiant heater as defined by the combination of features
enumerated in claim 1.

[0012] The thermal sensing switch is fixed inside the
heater separate from the cooking plate, isolated there
from the influence of the adjacent heaters of the cooking
hob. The temperature value detected is faithfully corre-
lated to the true value in the heated plate area, both during
heating and during cooling. Thereof the actuation of the
switch is thereby achieved in both directions within an
acceptable residual temperature range in the plate area
of 65° = 15.

[0013] The preferably bimetal type thermal switch is
disposed in an air cavity within the heater under the cook-
ing plate, wherein the heating resistors are mounted. The
thermal switch used as a bimetal sensor, has a compact
body whose heat receiving side for the sensing element
is directly facing the radiation of the heating resistor, said
receiving side resting according two embodiments
closed to a portion of the heating resistor or otherwise
over a resistor segment engaging therewith, depending
on how is conformed the insulating surface for the heating
resistor portion support and guide. Positioned in this way,
the bimetal sensor is isolated from the influence of the
external heating produced by the adjacent cooking heat-
ers switched on at the same time. A quick sensor re-
sponse to plate heating is also achieved as well as pre-
cise temperature detection during cooling, closely corre-
lated to the real value in the heated plate area. The re-
sponse time to cooling is not delayed unnecessarily, due
to the fact that the bimetallic sensor is isolated from the
metal cover of the warmer heater, through the interposi-
tion between them of the peripheral isolating wall thereof,
and its air cavity in which the sensor is enclosed inside
the heater.

[0014] The radiant heater according to the invention
does not use additional fixing means either for the bime-
tallic sensor, since it is situated up against a central sur-
face of the heating resistor insulating carrier or base. The
sensor is secured and pressed here by the elastic force
of rigid electrical connection cables. In this way, its posi-
tion relative to the heating resistors is fixed and does not
vary either moved by the thermal constraints in the sensor
body.
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Description of the drawings
[0015]

Figure 1 is a plan view of a radiant electric heater
adapted to a cooking plate, with a built-in thermal
switch positioned as a bimetal sensor for a temper-
ature indicator, according to first embodiment.
Figure 2 is a partial sectional view of the radiant heat-
er under the cooking plate according to line lI-Il in
figure 1.

Figure 2A shows a detail of the heater in figure 2,
the relative position of the bimetal sensor within the
radiant heater.

Figure 3 is a close view of the radiant heater in figure
1, showing a variant of the thermal switch construc-
tion.

Figure 4 is a diagram of the resultant temperature in
the cooking plate area by the radiant heater of figures
1-3, compared with the temperature value at the bi-
metal sensor.

Detailed description of the invention

[0016] In reference to figures 1-4, a preferred embod-
iment of radiant heater 101 is attached to cooking plate
2 of a cooker hob with various radiant heaters (not rep-
resented in the drawings), which are arranged below the
cooking plate and close to one another, and the radiant
heater 101 is formed of a cover or metal tray 3, an insu-
lating base 4 holding a least one heating resistor, a pe-
ripheral insulating ring 6 in contact with the cooking plate,
a compact thermal switch or bimetallic sensor 107, dis-
posed in an air cavity 13 formed below the heated plate
area 2a, between the insulating base 104 and the insu-
lating ring 6, and an electrical connector 8, which trans-
mits the power directly to the resistors.

[0017] The bimetallic sensor 107 has a compact, elec-
trically insulating body 107a made of ceramic material
resistant to the high temperature that is transmitted from
the heating resistor 105. Itis constructed with an external
metal base 107b, 107d receiving heat on one side of the
compact body 107a, and a bimetal disc 107c sensitive
to the temperature connected thermally to said metal
base 107b, 107d. A normally-open electrical contact 109
of the sensor is actuated at the regulated switching point
SWC’ (FIG. 4), which, upon closing, provokes the ignition
of a signalling lamp or other "plate hot" warning device
(notrepresented in the drawings) advising of the residual
temperature of the heated plate area 2a.

[0018] The power of the heater described here as a
specimen embodimentis 250 W, normally lower than the
power of the adjacent 750-1250-watt hotplates. The heat-
ing resistor 5 may be made in planar or wire coil form
and it is installed on a central surface area 104a of the
insulating base guided in a groove 110. A commercial
bimetal sensor 107 is chosen on grounds of economic
costand its compact body 7a s preferably square section
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and low height so as not to interfere in the installation of
the glass ceramic plate on the radiant hotplate.

[0019] The height "H" of the air cavity 13 is 20-25 mm,
similar to that of other heaters. Between the plate area
2aandthe bimetal sensor 107 there is a separating space
"B", for instance of 3 mm or less, i.e. a fitting clearance
"B" the same as that of other cooking hotplates in order
to use the same insulating ring 6 and metal tray 3 pieces.
A minimal separating space "B" from the plate area 2a
is preferable in order to improve the correlation between
the "ZT" temperatures in the area of plate 2 and the "ST"
in the bimetal sensor 107. The compact body of the sen-
sor 107a is insulated from the external thermal influence
of the adjacent heaters, separated from the insulating
ring 6 by an intervening space "S", the size of which de-
pends on the distribution of the segments of heating re-
sistor 105 and its coil-like configuration. The bimetal sen-
sor 107 is disposed in the air cavity 13 of the radiant
heater 101, resting on the central surface area 104a of
the insulating base above a segment of resistor 105a in
order to improve heat transmission form the heating re-
sistor 105 to the bimetal sensor 107.

[0020] Said heating resistor segment 105a is guided
in a segment of insulating guiding groove 120, 120’. The
heat-receiving metal base 107b, 107d is supported on
the segment of guiding groove 120, substantially in con-
tact with the resistor segment 105a, or separated from
the latter by a very small accidental space, depending
onthe dimensional deviations of the insulating base 104a
and the compact body of the sensor 107a. Owing to the
formation of a protective layer of surface metallic oxide
on the resistor 105, the metal base 107b, 107d is insu-
lated electrically from the resistor segment 105a.
[0021] Inreferenceto FIG. 2, an embodiment of heater
101 is shown in which said resistor segment 105a is
housed in an insulating groove 120, of a width "W" and
a depth "P". The metal base 107b of the bimetal sensor
is completely flat and straight and the resistor segment
105ais fully sunkenin the housing groove 120. The depth
"P" and the width "W" of the groove are greater than the
diameter"¢" of the resistor 105a. Between the metal base
107b and the housing groove 120 an air channel 121 is
formed which constitutes a source of heat for the bimetal
disc 107c. In the event of said spatial clearance "A" being
such that there is no actual contact between the resistor
segment 105a and the metal base 107b, 107d of the sen-
sor, the air channel 121 transmits with the same efficacy
the heat from the resistor segment as if said thermal con-
tact actually existed between them. In this way, consist-
ency of results is achieved on all the units of radiant heat-
er 101 manufactured with the built-in bimetal sensor 107
in the detection of an "ST" temperature in the sensor
(FIG. 1) correlated to the range 65 "C = 15 of
temperature "ZT" in the heated area 2a of the cooking
plate.

[0022] InreferencetoFIG.3, aversionof radiantheater
101 is shown in which said resistor segment 105ais fixed
in a surface guiding groove 120’ the same as the heating
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resistor 105 guiding groove 120’. The resistor segment
105a stands proud here of the insulating support surface
area 104a, and the sensor metal base 107d lies above
the guiding groove 120’ in contact with the resistor seg-
ment 105a, forming an air channel 122 that transmits
heat to the metal base 107d. To prevent it from being
flattened, the metal base 107d is substantially straight
but with two projections squared on the side edges, be-
tween which the resistor segment 105a passes, standing
proud of the insulating base 104a. The metal base 107d
may also be formed according to other versions, for ex-
ample by means of two inclined walls 114 forming a tri-
angular cavity for the resistor segment 105a on the insu-
lating support surface area 104a, or else with a single
lateral projection 114 forming an angle with the straight
metal base 107d, thus positioned with an inclination on
the insulating support surface area 104a. By means of
these versions of the metal base 107d a cavity is formed
on the insulating surface area 104a, by way of which the
resistor segment 105a passes, making substantially a
thermal contact with it.

[0023] The sensor electrical contact 109 is connected
by two rigid cables 111 to the peripheral electrical con-
nector 8, from which the signalling lamp is illuminated via
aline 12. For the fastening of the bimetal sensor 107 on
the heater, the elasticity of the metal cables 111 extended
with a small angle of inclination, produces a force "E"
applied to the body of the sensor 107a against the insu-
lating support surface 104a. The position of the sensor
107 is thus held fixed against the movements produced
by the thermal stresses.

[0024] If the radiant heater 101 has the resistor seg-
ment 105a protruding from the surface 104a of the insu-
lating base, the bimetal sensor 107 may optionally be
positioned very close to the resistor segment 105a, with
the metal base 107b oriented towards it and a very small
distance "A" apart, including also the contact distance
A=0 between them, in order that the installation of the
bimetal sensor 107 will not interfere with the resistor 105.
[0025] In reference to figure 4, in a temperature (T)/
time (t) diagram the results are shown of the actual meas-
urement at the plate area 2a, represented by a curve ZT,
and of the temperature detected by the bimetal sensor
107, represented by a curve ST’, wherein the bimetal
sensor 107 has been positioned above the resistor seg-
ment 1053, in either of the two embodiments of FIG. 2-2A
and FIG. 3. Curve PA represents the changes in the tem-
perature in the bimetal sensor in afore-mentioned heater
of the prior art.

[0026] The temperature curve "ZT" has been meas-
ured in the heated plate area 2a, with a food container
on top, and has reached around 150°C. The bimetal sen-
sor 107 has been regulated at the switching point SWC
SWO’ of the switch contact 109, for example SWC’ =
100°C and SWO’ = 90°C, the most suitable during the
cooling process, in the most unfavourable condition for
the cooling of the bimetal sensor 107, the radiant heater
101 being subject to the influence of the adjacent cooking
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heaters that are also in operation. Characteristic of a
commercial type thermal switch or bimetal sensor 107,
it is an intermediate setting of the switching point SWC’,
SWO’ of the electrical contact between the two rising and
falling values, respectively, which has been found as ap-
propriate 100°C. A differential hysteresis value "AThy"
between SWC’ and SWO'’ is represented.

[0027] The instants of time "t0" to "t5" marked in the
diagram of figure 4 correspond to: t0: heater ON; t1: tem-
perature ST’ rising, the setting point SWC’ = 100 is
reached for the closure switching of the electrical contact
109; t2: temperature "ZT" rising, the plate area 2a reach-
es a value in the signalling range TU=65°C *+ 15; t3:
heater OFF; t4: plate 2a falls until reaching a value in the
signalling range TU=65°C = 15; t5: it is reached with the
setting point SWO’ = 100°C - "AThy" dropping, for the
opening switching of the electrical contact 109.

[0028] Due to a rapid heating of the bimetal sensor
107, the switching instant "t1" of the electrical contact
109 is reached quickly, before 1 minute has passed from
the start t0 of the heating of the plate ZT, when the latter
reaches the minimum signalling lamp ignition threshold
value TU = 50°C.

[0029] During the lowering of temperature ZT, the
switching instant "t5" at the setting point SWO’ = 90°C of
the electrical contact 109 is reached without delay in re-
spect of the mean value TU = 65°C of the plate area 2a,
since curve ST’ of the bimetal sensor has a down-slope
in close correlation to the plate curve ZT. The air channel
121 below the bimetal sensor 107 cools at the same time
as plate area 2a when the heating resistor is OFF. With
regard to instant "t4" in the fall down to the maximum
admissible temperature without signalling TU (max) =
80°C of the plate, the delay interval t5-t4, around 10 min-
utes, in the opening switching of the electrical contact
109 without the lamp going off is acceptable by the user.
[0030] Inthe diagram infigure 4 the curve PA obtained
in the afore-mentioned prior art heater, wherein the bi-
metal sensor is inserted in the peripheral wall of the heat-
er, has been interposed. Due to its indirect warming from
the adjacent cooking heaters, during cooling the sensor
does not detect the variation in the temperature of the
plate area below 100°C, so the switch has to be set at a
very high opening point in relation to the highest plate
temperature TU (max) = 80°C admissible, or otherwise
the delay in switching, instant "t5", may be extended in-
definitely, even when the plate temperature has dropped
below the minimum indication value "TU (min)" = 50°C.

Claims

1. Arradiant heater adapted to an electric cooking hob
comprising
a cooking plate (2);
a warning indicator for indicating when the cooking
plate (2) is hot;
aninsulating base (4) substantially parallel to the top
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hotplate (2) located below and spaced a distance
from the cooking plate (2);

a peripheral insulating ring (6) positioned between
the insulating base (4) and the cooking plate (2), the
cooking plate (2), the insulating base (4) and the pe-
ripheralinsulating ring (6) defining an internal air cav-
ity;

a heating resistor (5) supported by the insulating
base (4) for heating the cooking plate (2); and
athermal sensor (107) located in the internal air cav-
ity that is thermally insulated from the peripheral in-
sulatingring (6), the thermal sensor (107) comprising
an internal housing formed by a heat insulated body
(107a) and a thermally conductive metal base (107b;
107d), the thermal sensor (107) further comprising
a bimetallic sensor (107c) thermally coupled to the
metal base (107b;107d) and mechanically coupled
to a normally open electrical switch (109), the elec-
trical switch (109) electrically coupled to the warning
indicator, the bimetallic sensor (107c) being config-
ured to close the electrical switch (109) to activate
the warning indicator when the temperature of the
metal base (107b;107d) is at a designated temper-
ature or within a designated temperature range,
characterised in that the metal base (107b;107d)
is supported on the insulating base (4) substantially
parallel to said insulating base (4) and covering a
segment (105a) of the heating resistor (5).

A radiant heater according to claim 1, wherein the
heating resistor (5) is positioned within a groove
(120) in the insulating base (4), said heating resistor
(5) being entirely housed in said groove (120), the
metal base (107b;107d) of the thermal sensor (107)
receiving heat by air within a gap (121) formed within
the heating resistor (5), the groove (120) and the
metal base (107b;107d).

A radiant heater according to claim 2, wherein the
heating resistor (5) is in direct contact with the metal
base (107b;107d) of the thermal sensor (107).

A radiant heater according to claim 1, wherein the
heating resistor (5) is positioned within a groove
(120) in the insulating base (4), a portion of said heat-
ing resistor (5) extending outside the groove (120)
and being in direct contact with the metal base (107b;
107d) of the thermal sensor (107).

A radiant heater according to claim 4, wherein the
metal base (107b;107d) of the thermal sensor (107)
receives heat by air within a gap (121) formed within
the heating resistor (5), the groove (120) and the
metal base (107b;107d).

A radiant heater according to any of the preceding
claims, wherein the thermal sensor (107) is spaced
a distance from the cooking plate (2).
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A radiant heater according to claim 6, wherein the
distance between the thermal sensor (107) and the
cooking plate (2) is less than about 3 millimeters.

A radiant heater according to any of the preceding
claims, wherein the thermal sensor (107) comprises
terminals that are connected to an outer electrical
connector located on a peripheral wall of the cooking
appliance via at least one rigid cable (111) that is
located within the air cavity, the rigid cable (111) ex-
erting a force (F) on the body of the thermal sensor
(107) to secure it against the insulating base (4).

Patentanspriiche

1.

Heizstrahler, angepasst an einen Elektroherd, um-
fassend

eine Kochplatte (2);

eine Warnanzeige zur Kennzeichnung, wenn die
Kochplatte (2) heil? ist;

einen Isoliersockel (4), der im Wesentlichen parallel
zur oberen Kochplatte (2) unter und in einem Ab-
stand von der Kochplatte (2) angeordnet ist;

einen aufenliegenden Isolierring (6), der zwischen
dem Isoliersockel (4) und der Kochplatte (2) ange-
ordnet ist, wobei die Kochplatte (2), der Isoliersockel
(4) und der auBenliegende Isolierring (6) einen in-
ternen Lufthohlraum definieren;

einen vom Isoliersockel (4) getragenen Heizwider-
stand (5) zum Erhitzen der Kochplatte (2); und
einen im inneren Lufthohlraum untergebrachten
Temperaturfihler (107), der thermisch vom aul3en-
liegenden Isolierring (6) isoliert ist, wobei der Tem-
peraturfihler (107) eine interne Gehause umfasst,
der aus einem warmegeschitzten Koérper (107a)
und einem warmeleitenden Metallsockel (107b;
107d) besteht, wobei der Temperaturfiihler (107) au-
Rerdem einen Bimetallfihler (107c) umfasst, der
thermisch mit dem Metallsockel (107b;107d) und
mechanisch mit einem normalerweise offenen Elek-
troschalter (109) verbunden ist, wobei der Elektro-
schalter (109) elektrisch mit der Warnanzeige ver-
bunden ist, wobei der Bimetallfiihler (107c) so aus-
gelegtist, dass er den Elektroschalter (109) schlief3t,
um die Warnanzeige zu aktivieren, wenn die Tem-
peratur des Metallsockels (107b;107d) einen vorge-
gebenen Wert erreicht hat oder innerhalb eines vor-
gegebenen Temperaturbereichs liegt,

dadurch gekennzeichnet, dass der Metallsockel
(107b;107d) vom Isoliersockel (4) im Wesentlichen
parallel zum Isoliersockel (4) getragen wird und ein
Segment (105a) des Heizwiderstands (5) abdeckt.

Heizstrahler gemal Anspruch 1, wobei der Heizwi-
derstand (5) in einer Nut (120) im Isoliersockel (4)
angeordnet ist, der Heizwiderstand (5) komplett in
dieser Nut (120) untergebracht ist, der Metallsockel
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(107b;107d) des Temperaturfihlers (107) die Hitze
Uber die Luft in einem Spalt (121) erhalt, der zwi-
schen dem Heizwiderstand (5), der Nut (120) und
dem Metallsockel (107b;107d) gebildet wird.

Heizstrahler gemaR Anspruch 2, wobei der Heizwi-
derstand (5) direkt den Metallsockel (107b;107d)
des Temperaturfihlers (107) berthrt.

Heizstrahler gemaR Anspruch 1, wobei der Heizwi-
derstand (5) in einer Nut (120) im Isoliersockel (4)
angeordnet ist, sich ein Teil des Heizwiderstands (5)
aulerhalb der Nut (120) erstreckt und direkt den Me-
tallsockel (107b;107d) des Temperaturfiihlers (107)
berlhrt.

Heizstrahler gemall Anspruch 4, wobei der Me-
tallsockel (107b;107d) des Temperaturfihlers (107)
die Hitze Gber einen Spalt (121) erhalt, der zwischen
dem Heizwiderstand (5), der Nut (120) und dem Me-
tallsockel (1 07b;1 07d) gebildet wird.

Heizstrahler gemaf einem der vorausgehenden An-
spruche, wobei der Temperaturfihler (107) einen
Abstand zur Kochplatte (2) aufweist.

Heizstrahler gemanR Anspruch 6, wobei der Abstand
zwischen dem Temperaturfilhler (107) und der
Kochplatte (2) geringer als ungefahr 3 Millimeter ist.

Heizstrahler gemaf einem der vorausgehenden An-
spriiche, wobei der Temperaturfihler (107) mit An-
schllissen versehen ist, die (ber mindestens ein
starres Kabel (111), das zwischen dem Lufthohl-
raum angeordnet ist, mit einem externen Elektro-
schalter verbunden werden, welcher sich an der um-
gebenden Wand der Kochvorrichtung befindet, wo-
bei sich das starre Kabel (111) so erstreckt, dass es
eine Kraft (F) auf den Koérper des Temperaturfiihlers
(107) auslibt, um ihn am Isoliersockel (4) zu s

Revendications

Dispositif de chauffage par rayonnement adapté a
une table de cuisson comprenant :

une plaque de cuisson (2) ;

un avertisseur indiquant le moment lorsque la
plaque de cuisson (2) est chaude ;

un fond isolant (4) substantiellement paralléle a
la plaque chauffante supérieure (2) située en
dessous et espacé a une certaine distance de
la plaque de cuisson (2) ;

un anneau isolant périphérique (6) positionné
entre le fond isolant (4) et la plaque de cuisson
(2), la plaque de cuisson (2), le fond isolant (4)
et 'anneau isolant périphérique (6) définissant
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une cavité d’air interne ;

unerésistance chauffante (5) retenue parle fond
isolant (4) pour chauffer la plaque de cuisson
(2); et

un capteur thermique (107) situé dans la cavité
d’air interne qui est isolé thermiquement de I'an-
neau isolant périphérique (6), le capteur thermi-
que (107) comprenant un boitier ou enclosure
interne formée par un corps isolant (107a) et
une base de métal thermiquement conductrice
(107b ; 107d), le capteur thermique (107) com-
prenant par ailleurs un capteur bimétallique
(107c) couplé thermiquement a la base de métal
(107b ; 107d) et mécaniquement couplé a un
interrupteur  électrique (109) normalement
ouvert, I'interrupteur électrique (109) étant élec-
triguement couplé a lindicateur d’avertisse-
ment, le capteur bimétallique (107c) étant con-
figuré pour fermer I'interrupteur électrique (109)
afin d’activer l'indicateur d’avertissement lors-
que la température de la base de métal est a
une température donnée ou comprise dans une
plage de température donnée,

caractérisé en ce que la base de métal (107b ;
107d) est supportée sur la base isolante (4) sensi-
blement paralléle a ladite base isolante (4) et cou-
vrant un segment (105a) de la résistance de chauf-

fage (5).

Dispositif de chauffage par rayonnement selon la re-
vendication 1 ou la résistance de chauffage (5) est
positionnée dans une rainure (120) de la base iso-
lante (4), ladite résistance de chauffage (5) étant en-
tierement logée dans ladite rainure (120), la base de
métal (107b ; 107d) du capteur thermique (107) étant
chauffé par de I'air a I'intérieur d’'un espace ou fente
(121) formé a l'intérieur de la résistance (5), la rai-
nure (120) et la base de métal (107b ; 107d).

Dispositif de chauffage par rayonnement selon la re-
vendication 2 ou la résistance chauffante (5) est en
contact direct avec la base de métal (107b ; 107d)
du capteur thermique (107).

Dispositif de chauffage par rayonnement selon la re-
vendication 1 ou la résistance chauffante (5) est po-
sitionnée a l'intérieure d’une rainure (120) de la base
isolante (4), une partie de ladite résistance chauf-
fante (5) s’étendant a I'extérieure de la rainure (120)
et étant en contact direct avec la base de métal (1
07b ; 107d) du capteur thermique (107).

Dispositif de chauffage par rayonnement selon la re-
vendication 4 ou la base de métal (107b ; 107d) du
capteur thermique (107) est chauffé par de l'air a
l'intérieur d’'un espace ou fente (121) formé a l'inté-
rieur de la résistance chauffante (5), la rainure (120)

10

15

20

25

30

35

40

45

50

55

et la base de métal (107b ; 107d).

Dispositif de chauffage par rayonnement selon 'une
quelconque des revendications précédentes ou le
capteur thermique (107) est placé a une certaine dis-
tance de la plaque de cuisson (2).

Dispositif de chauffage par rayonnement selon la re-
vendication 6 ou la distance entre le capteur thermi-
que (107) et la plaque de cuisson (2) est inférieure
a environ 3 millimétres.

Dispositif de chauffage par rayonnement selon I'une
quelconque des revendications précédentes ou le
capteur thermique (107) comprend des bornes qui
sont connectées a un connecteur électrique exté-
rieur placé sur une paroi périphérique de I'appareil
de cuisson via au moins un cable rigide (111) qui est
placé dans la cavité d’air, le cable rigide (111) exer-
cant une force (F) sur le corps du capteur thermique
(107) pour le fixer fermement sur la base isolante (4).
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