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Description

[0001] Thisinvention relates to an improved safety de-
vice and particularly to an improved safety device for use
in a fall arrest system.

[0002] Fall arrest systems are used to prevent person-
nel working at height from suffering injury or death due
to falls. Fall arrest systems are also commonly referred
to as height safety systems or fall prevention systems.
[0003] One common form of fall arrest system (f.i. WO
95/19203) employs a safety block 1, as shown in Figure
1. The safety block 1 comprises a safety line or cable 2
wound around a drum 3 mounted for rotation within a
casing 4. The casing 4 includes attachment means 5 for
attaching the safety block to a fixed support structure (not
shown). The drum 3 is biassed by a tensioning and re-
spooling device 6 in a direction of rotation acting to ten-
sion the safety line 2 and wind it onto the drum 3. The
drum 3 is selectively connected to a brake 8 through a
speed sensitive clutch 9, the speed sensitive clutch 9
being arranged to allow free rotation of the drum 3 at low
speeds of rotation and to engage the drum 3 to the brake
8 at high speeds of rotation above an activation speed.
The brake 8 comprises a pair of opposed friction discs
8a and 8b loaded into contact with one another, one disc
8a being fixed to the casing 4 and the other disc 8b being
arranged to rotate together with the drum 3 when the
clutch 9 is engaged.

[0004] As shown in Figure 2, in use the safety block 1
is attached to a fixed support structure above a region in
which a user to be protected is working. The user wears
a personal safety harness and attaches the end of the
safety line 2 to the harness. The user can then move
around the region below the safety block, including as-
cending and descending any structures within the region,
as necessary. As the user moves, the tensioning and
spooling mechanism 6 allows the drum 3 to rotate to pay
out the safety line 2 as required to allow the movement
and also causes the drum 3 to rotate to reel in the safety
line 2 as required so that there is no slack in the safety
line 2.

[0005] Normal movement of the user will result only in
slow rotation of the drum 3 at speeds below the activation
speed of the clutch 9. If the user falls, the safety line 2
will be pulled out and the drum 3 rotated at a rapidly
accelerating speed until the speed of the drum 3 reaches
the activation speed of the speed sensitive clutch 9. The
speed sensitive clutch 8 will then engages the drum 3
with the brake 8. The energy of the user’s fall is then
absorbed by friction in the brake 8 until the fall is arrested,
and rotation of the drum 3 is stopped.

[0006] However, there are a number of problems with
known systems of this type.

[0007] Firstly, inorderforthe fall arrest system to safely
and reliably stop a falling user, the braking force applied
to the safety line by rotation of the drum against the friction
brake must be precisely controlled. If the braking force
is too low, the user will continue falling for an undesirably
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long distance before the fall is stopped. This results in
an increased risk that the user will strike the ground or
some other obstacle before their fall is stopped, so in-
creasing the risk of injury or death. Further, as the dis-
tance fallen by the user gets larger the total amount of
energy which must be absorbed and dissipated by the
brake is increased, requiring a larger and more robust
brake, for safety. If the braking force is too high, the force
which is applied to the user by the safety block can be-
come high enough to injure the user or cause damage
or failure of the user’s safety harness. The braking force
applied to the drum by the brake in known systems is
highly sensitive to the surface condition of the opposed
faces of the friction disks and the degree of loading. As
a result, it is difficult and complex to assemble the safety
block so that the degree of loading of the friction disks is
correctly set to provide the desired braking force. Further,
there is a risk that the surface properties of the friction
disks or the amount of loading between them will change
over time, particularly in dirty working environments, so
that regular inspection, checking and adjustment of the
safety blocks is required to ensure safe and reliable op-
eration.

[0008] In addition, in fall arrest systems it is generally
required that after a fall arrest event has occurred, the
system is checked and any components which may have
suffered damage are replaced, in order to ensure future
reliable operation of the system. This is particularly im-
portant in known safety block systems because the fric-
tion disks will suffer wear or damage when a fall arrest
occurs, at least sufficient to affect the braking force, so
that replacement of at least these parts of the brake is
necessary after each fall arrest event.

[0009] However, known safety blocks do notinherently
provide any indication that a fall arrest event has oc-
curred, so that if a fall is not reported by the user the
safety block or other parts of the safety system which
have been exposed to fall arrest loads can be danger-
ously maintained in use without testing or replacement.
[0010] The presentinvention was made in an attempt
to overcome these problems, at least in part.

[0011] Inafirstaspect, this invention provides a safety
device suitable for use in a fall arrest system, and com-
prising: a body, attachment means for attaching the safe-
ty device to a support structure, a drum mounted for ro-
tation relative to the body, a safety line wound on the
drum, a speed sensitive clutch connected to the drum,
and a linear energy absorber connecting the body to the
attachment means, in which the speed sensitive clutch
is adapted to respond to rotation of the drum relative to
the body in a direction tending to unwind the safety line
from the drum and above a predetermined speed by lock-
ing the drum against further rotation in said direction rel-
ative to the body, and the linear energy absorber is adapt-
ed to respond, when the speed sensitive clutch has
locked the drum, to an applied load along the safety line
greater than a threshold value by deploying and absorb-
ing energy so that the attachment means moves away
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from the body.

[0012] The use of a linear energy absorber according
to the invention to absorb the fall energy allows the brak-
ing force to be precisely controlled with a more simply
and more easily set device. Further, the device is less
prone to change over time, even in dirty environments,
so that inspection, checking and adjustment is required
less frequently.

[0013] Further, the deployment of the linear energy ab-
sorber results in a permanent vertical movement of the
safety device away from the attachment means and sup-
porting structure which is easily visible even from a dis-
tance, so that it is immediately apparent that a fall arrest
event has occurred and that appropriate checking and
replacement of parts should be carried out.

[0014] Preferred embodiments of the invention will
now be described in detail, by way of example only, with
reference to the accompanying figures, in which:

Figure 1 shows a known safety block;

Figure 2 shows a height safety system including the
safety block of figure 1;

Figure 3 shows afirst view of a safety device accord-
ing to a first embodiment of the invention;

Figure 4 shows a second view of the safety device
of figure 3;

Figure 5 shows a safety device according to a second
embodiment of the invention;

Figure 6 shows afirst view of a safety device accord-
ing to a third embodiment of the invention; and
Figure 7 shows a second view of the safety device
of figure 6.

[0015] A safety block 10 according to a first embodi-
ment of the invention and suitable for use in a height
safety system is shown in Figures 3 and 4.

[0016] The safety block 10 according to the first em-
bodiment of the invention comprises a drum 11 mounted
for rotation in a yoke 12. The yoke 12 comprises two
parallel arms 12a and 12b connected together by lower
and upper end pieces 12c and 12d, and the drum 11 is
retained for rotation between the parallel arms 12a and
12b.

[0017] A safety line or cable 13 is wound around the
drum 11 with a free end passing through a hole 18 in the
lower end piece 12c of the yoke 12 and able to hang
below the safety block 10. The safety line 13 has a con-
nection means (not shown) suitable for connection to a
personal safety harness of a user located at or near to
it's free end.

[0018] As a safety precaution, it is preferred that the
opposite end of the safety line 13 is secured to the drum
11 so that the safety line 13 cannot be released from the
safety block 10 even when fully unwound.

[0019] In order to further protect a user, a further en-
ergy absorber may be provided as part of the connection
means or the personal safety harness. An energy ab-
sorber of the rip out fabric type which absorbs energy by
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tearing stitches between multiple layers of fabric cloth or
webbing as the layers are pulled apart is particularly suit-
able for use as such a further energy absorber.

[0020] The safety block 10 further comprises a linear
energy absorber 15 mounted on the yoke 12 and an at-
tachment eye 14 suitable for attaching the safety block
to a fixed supporting structure at the upper end of the
safety block 10. The attachment eye 14 is connected to
the yoke 12 through the linear energy absorber 15 so
thatthe linear energy absorber 15 is responsive to tensile
loads between the attachment eye 14 and the yoke 12.
[0021] The linear energy absorber 15 has a predeter-
mined deployment threshold load. That is, the linear en-
ergy absorber 15 does not respond to applied tensile
loads below the deployment threshold, but responds to
applied tensile loads above the deployment threshold by
deploying and increasing in length while resisting the ap-
plied tensile load and so absorbing energy.

[0022] Thus, thelinear energy absorber 15 is arranged
to connect the attachment eye 14 to the yoke 12 rigidly
with a fixed distance between them while the tensile load
between the yoke 12 and the attachment eye 14 is below
the predetermined deployment threshold load of the lin-
ear energy absorber 15. If the tensile load between the
attachment eye 14 and the yoke 12 exceeds this deploy-
ment load, the energy absorber 15 will respond by de-
ploying and lengthening, so allowing the yoke 12 to move
away from the attachment eye 14, and absorbing energy.
[0023] In principle, any type of linear energy absorber
having suitable characteristics can be used. Preferably,
the linear energy absorber is of the type which deploys
and absorbs energy by plastic deformation of a part of
the energy absorber or the rip out fabric type which ab-
sorbs energy by tearing stitches between multiple layers
of fabric cloth or webbing as the layers are pulled apart.
Most preferably, the linear energy absorber is of the type
which deploys and absorbs energy by plastic deformation
of a part of the energy absorber.

[0024] A particularly preferred type of linear energy ab-
sorber 15 is shown in the illustrated first embodiment.
This linear energy absorber 15 is of the type which ab-
sorbs energy by passing a strip of plastically deformable
material from a coil store through deforming means.
[0025] The linear energy absorber 15 comprises a
stainless steel strip 15a connected at a first end 15d to
the attachment eye 14. The other end 15e of the stainless
steel strip 15a is formed into a coiled store 15b located
between the arms 12a and 12b of the yoke 12 and has
an end stop 15f. Deforming means 15c is attached to the
upper end piece 12d of the yoke 12 and the stainless
steel strip 15a passes through the deforming means 15c
between the first end 15d and the coiled store 15b. The
deforming means 15c preferably comprises a series of
curved surfaces 15g in contact with the stainless steel
strip 15a and arranged so that the steel strip 15a under-
goes plastic deformation as it passes through the de-
forming means 15c¢. However, alternative arrangements,
such as using pins or rollers to deform the steel strip,
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could be used.

[0026] The end stop 15f is provided as a safety pre-
caution. If all of the stainless steel strip 15a is deployed
so that the linear energy absorber 15 reaches the end of
its deployment, the end stop 15f will stop the further de-
ployment and so prevent the stainless steel strip 15afrom
being released from the deforming means 15c. As a re-
sult, the safety block 10 cannot become released from
the fixed supporting structure.

[0027] The drum 11 is connected to the yoke 12 by a
rewinding mechanism 16. When a length of the safety
line 13 is payed out from the safety block 10 the rewinding
mechanism 16 applies a small torque to the drum 11
relative to the yoke 12, in a direction which tends to rewind
the safety line 13 back onto the drum 11. One preferred
type of rewinding mechanism is a coiled spring of the
clockspring type. Many suitable rewinding mechanisms
of this and other types are well known, so this will not be
described in detail herein.

[0028] The drum 11 is also connected to the yoke 12
by a speed sensitive clutch 17. The speed sensitive clutch
17 is arranged to allow the drum 11 to rotate freely in a
direction paying out the safety line 13 from the drum 11
at rotational speeds below a threshold speed, but to re-
spond to rotation speeds at or above the threshold speed
in the paying out direction by locking the drum 11 to the
yoke 12, preventing further rotation of the drum 11 in the
direction paying out the safety line 13 from the drum 11.
[0029] There is no requirement for the speed sensitive
clutch 17 to respond to rotation of the drum 11 in the
direction winding the safety line 13 onto the drum 11.
[0030] Preferably the mechanism of the speed sensi-
tive clutch 17 is arranged to emit an audible click as the
drum 11 rotates in either direction in order to provide an
audible indication of proper operation to the user.
[0031] Finally, the safety block 10 has an outer cover
18 to protect the other parts of the safety block 10. The
drum 11 and linear energy absorber 15 are linked by the
yoke 12 so that the load path between the safety line 13
and the attachment eye 14 is provided by the drum 11,
speed sensitive clutch 17, yoke 12 and linear energy ab-
sorber 15. The outer cover 18 does not form part of the
load path and only has a protective and aesthetic func-
tion. As a result, because the outer cover 18 is not load
bearing it can be formed of a thin plastics material for
light weight and cheapness.

[0032] In use, the safety block 10 is suspended from
a fixed supporting structure (not shown) using the attach-
ment eye 14 over a region in which a user will be working,
a required length of safety line 13 is payed out from the
drum 11 and the free end of the safety line 13 is attached
to a personal safety harness of the user. These steps
can be carried out in any convenient order, as required
to set up the system.

[0033] The user can then move around the region as
desired. The safety line 13 will be payed out from the
drum 11 as required by the users movement, and the
rewinding mechanism 16 will automatically rewind any

10

15

20

25

30

35

40

45

50

55

excess safety line 13 back onto the drum 11 in normal
use. The threshold speed of the speed sensitive clutch
17 is set high enough that it will not be reached during
normal movement of the user so that the drum 11 can
rotate freely and movement of the user is not interfered
with.

[0034] If the user falls, the safety line 13 will be pulled
out from the drum 11 at an increasing speed until the
speed of rotation of the drum 11 reaches the threshold
speed of the speed sensitive clutch 17. The speed sen-
sitive clutch 17 will then lock the drum 11 to the yoke 12,
stopping further rotation of the drum 11 in the paying out
direction.

[0035] When the speed sensitive clutch 17 has locked
the drum 11 to the yoke 12 the load along the safety line
13, in the event of a fall the load due to the weight and
momentum of the falling user, is applied to the linear en-
ergy absorber 15. If this load is above the deployment
load of the linear energy absorber 15, the linear energy
absorber 15 will begin deployment and the stainless steel
strip 15a will be deployed from the coil store 15b through
the deforming means 15c¢. As a result, the yoke 12 and
attached parts of the safety block 10 will move down-
wards away from the attachment eye 14 and the support-
ing structure. As the linear energy absorber 15 deploys,
it absorbs energy and so slows and ultimately stops the
falling user. When the user’s fall has been arrested the
user will remain suspended from the safety block 10 by
the safety line 13 until the user is recovered, or is able
to recover himself.

[0036] If the load along the safety line 13 is less than
the deployment load of the linear energy absorber 15,
the linear energy absorber will not deploy and the safety
block will behave like a rigid body. This could occur, for
example, if the user was to tug sharply on the safety line
13 to test the speed sensitive clutch 17.

[0037] Theexactvalue ofthe deploymentload at which
the linear energy absorber 15 begins deployment can be
selected as required in a particular use. The deployment
load should be significantly greater than the anticipated
weight of any user and their carried equipment in order
to ensure that the linear energy absorber 15 properly
arrests the fall of the user.

[0038] In practice, the length of the stainless steel strip
15ainthe coil store 15b and the deploymentload required
to deploy the stainless steel strip 15a through the de-
forming means 15c should be selected so the total
amount of energy which will be absorbed by the linear
energy absorber 15 before the end of the stainless steel
strip 15a is reached is significantly greater than the max-
imum amount of energy which will need to be absorbed
in a worst case fall situation.

[0039] Preferably, the speed sensitive clutch 17 is ar-
ranged so that when the speed sensitive clutch 17 has
locked the drum 11 to the yoke 12 it will then remain
locked until the tension and safety block 13 is reduced
to zero or a very low value. This ensures that after a fall
has been arrested the drum 11 remains locked, so pre-
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venting further falls or uncontrolled descent. It is partic-
ularly preferred that the speed sensitive clutch 17 is ar-
ranged so that when the speed sensitive clutch 17 has
locked the drum 11 to the yoke 12, it can only be unlocked
by movement of the drum 11 in the direction winding the
safety line 13 back onto the drum 11. This means that it
is necessary to reduce the load on the safety block 10 to
a sufficiently low level that the winding mechanism 16
can move the drum 11 back in the rewind direction in
order to release the speed sensitive clutch 17 and unlock
the drum 11.

[0040] Preferably all of the components of the safety
block 10 forming part of the load path between the user
and the supporting structure are designed to be able to
support a load at least double the maximum deployment
load of the linear energy absorber 15 when the linear
energy absorber 15 is fully deployed and further deploy-
ment is prevented by the end stop 15f.

[0041] The deploymentload of alinear energy absorb-
er, particularly a linear energy absorber of the described
plastic deformation type, is determined by the dimen-
sions and the material properties of its components and
not upon loads applied to the components, as in a friction
disc type device. As a result, it is easier and simpler to
assemble a safety device according to the presentinven-
tion than the prior art devices using friction discs. Further,
the loads required to plastically deform materials are
based upon the bulk properties of the materials so that
linear energy absorbers of this type are inherently less
prone to changes in their properties due to contamination
and other enviromental effects over time than the known
frictional devices which are dependent on surface prop-
erties.

[0042] Further, the deployment of the linear energy ab-
sorber 15 results in a permanent vertical movement of
the safety block 10 away from the attachment eye 14 and
supporting structure which is easily visible even from a
distance, so that it is immediately apparent that a fall
arrest event has occurred and that appropriate checking
and replacement of parts should be carried out.

[0043] Optionally, the linear energy absorber may be
arranged to reveal a region having a colour contrasting
to the casing of the safety block when deployment takes
place to ensure that even a small amount of deployment
is easily visible.

[0044] Accordingly, the present invention allows the
problems encountered in the prior art to be overcome.
[0045] A safety block 20 according to a second em-
bodiment of the invention is shown in Figure 5. The safety
block 20 according to the second embodiment of the in-
vention is generally similar to the safety block 10 of the
firstembodiment and has most parts the same. However,
the safety block 20 according to the second embodiment
has a linear energy absorber 21 comprising deforming
means 21 ¢ mounted on a frame 22 and a stainless steel
strip 21 a arranged in a coil store 21b located within the
frame 22. In the second embodiment, the linear energy
absorber 21 is located within the yoke 12 between the
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arms 12a and 12b but the component parts of the linear
energy absorber 21 are connected to the frame 22 of the
linear energy absorber 21 and not directly to the yoke 12.
[0046] Thus, the safety block 20 according to the sec-
ond embodiment has a modular structure with the linear
energy absorber 21 formed as a separate module within
and attached to frame 22. As a result, after a fall arrest
event, the linear energy absorber 21 can be removed
and replaced as a unit, allowing the safety block 20 to be
quickly and easily returned to service.

[0047] A safety block according to a third embodiment
of the invention is shown in Figures 6 and 7. The safety
block 30 according to the third embodiment of the inven-
tion is generally similar to the safety blocks 10 and 20 of
the first and second embodiments and has most parts
the same.

[0048] The safety block 30 according to the third em-
bodiment has a modular structure similar to the second
embodiment with a linear energy absorber 31 formed as
a separate module within and attached to a frame 32. In
the same way as the second embodiment, after a fall
arrest event, the linear energy absorber 31 can be re-
moved and replaced as a unit, allowing the safety block
30 to be quickly and easily returned to service.

[0049] Inthe safety block 30, the linear energy absorb-
er 31 is an alternative design to that used in the first and
second embodiments, but is also of the type which ab-
sorbs energy by passing a strip of plastically deformable
material from a coil store through deforming means.
[0050] The linear energy absorber 31 of the third em-
bodiment comprises a stainless steel strip 31a connected
at a first end 3 1 d to the attachment eye 14. The other
end 31e of the stainless steel strip 31a is formed into a
coiled store located within the frame 32 and has an end
stop 31f. Deforming means 31c is attached to an upper
end piece 32a of the frame 32 and the stainless steel
strip 31a passes through the deforming means 31c be-
tween the first end 31d and the coiled store 31b.

[0051] The deforming means 31c of the third embod-
iment comprises a curved slot 31g through which the
stainless steel strip 31a passes and a curved bearing
surface 31h shaped to receive the part of the stainless
steel strip 31a forming the outer surface of the coiled
store. The deforming means 31c is arranged so that
coiled store of steel strip 31a is supported by the curved
bearing surface 31h as it rotates and the steel strip 31a
is deployed out of the coiled store and through the curved
slot 31g. The steel strip 31a undergoes plastic deforma-
tion as it is deployed from the coiled store and passes
through the slot 31g, so absorbing energy.

[0052] The end stop 31f is provided as a safety pre-
caution, similarly to the first embodiment.

[0053] Preferably, the deforming means 31 cis formed
from a plastics material.

[0054] The linear energy absorber 31 of the third em-
bodiment has the advantage of being particularly com-
pact and mechanically simple.

[0055] In all of the embodiments of the present inven-
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tion, it will usually be preferred to use a linear energy
absorber of the constant force type which has an essen-
tially constant deployment load required to continue de-
ployment of the energy absorber across the full range of
deployment. That is, in the illustrated embodiments, the
deployment load required to deploy the stainless steel
strip from the coil store through the deforming means is
constant along the full length of the strip. This arrange-
ment is usually preferred because if the linear energy
absorber is arranged so that this constant deployment
load is the maximum load which can be safely applied to
the user during a fall arrest event, the amount of energy
absorbed is maximised and the duration and length of
fall of the user is minimised. However, energy absorbers
having a variable deployment load could be used if pre-
ferred in particular applications.

[0056] The speed sensitive clutchis preferably a clutch
of the rocking pawl! type. However, a centrifugal clutch
may also be used.

[0057] In the descriptions of the preferred embodi-
ments set out above the use of a safety line or cable
wound around thedrumis referred to. This is not essential
and other forms of elongate support such as a webbing
strap could be used instead.

[0058] The above description refers to height safety
systems for arresting a fall by a user. This is the most
common application of a height safety system. However,
the present invention can also be used in a height safety
system to arrest falls by objects, for example, equipment
being used or moved at height.

[0059] The embodiments discussed above are exam-
ples only and are not exhaustive. The skilled person will
be able to envisage further alternatives within the scope
of the present invention as defined by the attached
claims.

Claims

1. Asafetydevice suitable for use in afall arrest system,
and comprising:

a body, attachment means (14) for attaching the
safety device to a support structure, a drum (11)
mounted for rotation relative to the body, a safety
line (13) wound on the drum, a speed sensitive
clutch connected to the drum (17), and a linear
energy absorber (15) connecting the body to the
attachment means, in which the speed sensitive
clutch is adapted to respond to rotation of the
drum relative to the body in a direction tending
to unwind the safety line from the drum and
above a predetermined speed by locking the
drum against further rotation in said direction rel-
ative to the body, and the linear energy absorber
is adapted to respond, when the speed sensitive
clutch has locked the drum, to an applied load
along the safety line greater than a threshold
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10.

11.

value by deploying and absorbing energy so that
the attachment means moves away from the
body.

A safety device according to claim 1, in which the
linear energy absorber comprises a plastically de-
formable element which is plastically deformed to
absorb energy when the linear energy absorber de-

ploys.

A safety device according to claim 2, in which the
plastically deformable element is an elongate mem-
ber which is plastically deformed by passing through
a deforming means when the linear energy absorber
deploys.

A safety device according to claim 3, in which the
elongate member is a strip or a round bar.

A safety device according to claim 3 or claim 4, in
which the elongate member is stainless steel.

A safety device according to claim 1, in which the
linear energy absorber comprises multiple layers of
fabric linked by stitches, the layers of fabric being
separated and the stitches torn out to absorb energy
when the linear energy absorber deploys.

A safety device according to any preceding claim, in
which the linear energy absorber is modular and can
be removed and replaced from the safety device as
a single element.

A safety device according to any preceding claim, in
which the body includes a frame acting as a load
path between the drum and the linear energy ab-
sorber, and the drum and linear energy absorber are
located within the frame.

A safety device according to any preceding claim, in
which the speed sensitive clutch is arranged so that
when the drum has been locked the load on the safe-
ty line must be reduced to zero to unlock the drum.

A safety device according to any preceding claim,
and further comprising a rewinding means adapted
to bias the drum to rotate relative to the body in a
direction tending to wind the safety line onto the
drum.

A safety device according to claim 9, in which the
speed sensitive clutch is arranged so that then the
drum has been locked the drum must be rotated by
the rewinding means in a direction tending to wind
the safety line onto the drum in order to unlock the
drum.
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Patentanspriiche

Sicherheitseinrichtung, die zur Verwendung In ei-
nem Absturzsicherungssystem geeignetist und um-
fasst:

einen Korper, ein Befestigungsmittel (14) zum
Befestigen der Sicherheitseinrichtung an einer
Tragstruktur, eine Trommel (11), die zur Rotati-
on relativ zum Korper angebracht ist, eine Si-
cherheitsieine (13), die um die Trommel gewik-
kelt ist, eine geschwindigkeitsempfindliche
Kupplung, die mit der Trommel (17) verbunden
ist, und einen linearen Energieabsorber (15),
der den Kérper mit dem Befestigungsmittel ver-
bindet, wobei die geschwindigkeitsempfindliche
Kupplung ausgestaltet ist, auf eine Rotation der
Trommel relativzu dem Kérper in einer Richtung
zum Abwickeln der Sicherheitsleine von der
Trommel und oberhalb einer vorbestimmten Ge-
schwindigkeit durch Sperren der Trommel ge-
gen eine weitere Rotation in dieser Richtung re-
lativzu dem Koérper zu reagieren, und der lineare
Energieabsorber dazu ausgestaltetist, wenn die
geschwindigkeitsempfindliche Kupplung die
Trommel gesperrt hat, auf eine aufgebrachte
Last entlang der Sicherheitsleine, die groRer als
ein Schwellenwert ist, durch Einsetzen und Ab-
sorbieren von Energie zu reagieren, so dass das
Befestigungsmittel sich von dem Kérper ent-
fernt.

Sicherheitseinrichtung nach Anspruch 1,

wobei der lineare Energieabsorber ein plastisch de-
formierbares Element umfasst, das plastisch zum
Absorbieren von Energie verformt wird, wenn der
lineare Energieabsorber einsitzt.

Sicherheitseinrichtung nach Anspruch 2,

wobei das plastisch deformierbare Element ein lang-
liches Element ist, das plastisch durch Hindurchflih-
ren durch ein Deformiermittel deformiert wird, wenn
der lineare Energieabsorber einsetzt.

Sicherheitsvorrichtung nach Anspruch 3,
wobei das langliche Element ein Streifen oder eine
runde Stange ist.

Sicherheitseinrichtung nach Anspruch 3 oder 4,
wobei das langliche Element aus rostfreiem Stahl
besteht.

Sicherheitseinrichtung nach Anspruch 1,

wobei der lineare Energieabsorber mehrere Schich-
ten von Gewebe umfasst, die durch Nahte verbun-
den sind, wobei die Schichten des Gewebes vonein-
ander getrennt und die Nahte ausgerissen werden,
um Energie zu absorbieren, wenn der lineare Ener-
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10.

11.

gieabsorber einsetzt.

Sicherheitseinrichtung nach einem der vorstehen-
den Anspriche,

wobei der lineare Energleabsorber modular ist und
als ein einfaches Element von der Sicherheitsein-
richtung entfernt und ersetzt werden kann.

Sicherheitseinrichtung nach einem der vorstehen-
den Anspriche,

wobei der Kérper einen Rahmen umfasst, der als ein
Lastpfad zwischen der Trommel und dem linearen
Energleabsorber wirkt, wobei die Trommel und der
lineare Energieabsorberinnerhalb des Rahmens an-
geordnet sind.

Sicherheitseinrichtung nach einem der vorstehen-
den Anspriche,

wobei die geschwindigkeitsempfindliche Kupplung
so angeordnet ist, dass, wenn die Trommel gesperrt
wurde, die Last auf der Sicherheitsleine auf Null re-
duziert werden muss, um die Trommel zu entsper-
ren.

Sicherheitseinrichtung nach einem der vorstehen-
den Anspriche,

ferner mit einem Wiederaufwickelmittel, das ausge-
staltet ist, die Trommel zum Rotieren relativ zu dem
Korper in einer Richtung zum Aufwickeln der Sicher-
heitsleine auf die Trommel vorzuspannen.

Sicherheitseinrichtung nach Anspruch 9,

wobei die geschwindigkeitsempfindliche Kupplung
so angeordnet ist, dass, wenn die Trommel gesperrt
wurde, die Trommel durch das Wledereufwickelmlt-
telin einer Richtung zum Aufwickeln der Sicherheits-
leine auf die Trommel rotiert werden muss, um die
Trommel zu entsperren

Revendications

1.

Dispositif de sécurité convenant a un usage dans un
systeme antichute, et comprenant :

un corps, un moyen de fixation (14) permettant
de fixer le dispositif de sécurité a une structure
de support, une bobine (11) montée de fagon a
pouvoir tourner par rapport au corps, une longe
de sécurité (13) enroulée sur la bobine, un em-
brayage sensible a la vitesse relié a la bobine
(17) et un absorbeur d’énergie linéaire (15) re-
liant le corps au moyen de fixation, dans lequel
I'embrayage sensible a la vitesse est congu pour
répondre a une rotation de la bobine par rapport
au corps dans une direction ayant tendance a
déroulerlalonge de sécurité a partir de labobine
et, au-dela d’'une vitesse prédéfinie, pour empé-
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cher la bobine de continuer a tourner dans ladite
direction par rapport au corps et, quand I'em-
brayage sensible a la vitesse a verrouillé la bo-
bine, I'absorbeur d’énergie linéaire est congu
pour répondre a une charge appliquée le long
de la longe de sécurité supérieure a une valeur
seuil en se déployant et en absorbant de I'éner-
gie de telle maniére que le moyen de fixation
s’éloigne du corps.

Dispositif de sécurité selon la revendication 1, dans
lequel I'absorbeur d’énergie linéaire comprend un
élément susceptible de déformation plastique qui su-
bit une déformation plastique de fagon a absorber
de I'énergie quand I'absorbeur d’énergie linéaire se
déploie.

Dispositif de sécurité selon la revendication 2, dans
lequel I'élément susceptible de déformation plasti-
que est un élément allongé qui subit une déformation
plastique lorsqu’il traverse un moyen de déformation
au moment ou I'absorbeur d’énergie linéaire se dé-
ploie.

Dispositif de sécurité selon la revendication 3, dans
lequel I'élément allongé est une bande ou une barre
ronde.

Dispositif de sécurité selon la revendication 3 ou la
revendication 4, dans lequel I'élément allongé est en
acier inoxydable.

Dispositif de sécurité selon la revendication 1, dans
lequel I'absorbeur d’énergie linéaire comprend de
multiples couches de tissu reliées par des coutures,
les couches de tissu étant séparées et les coutures
étant déchirées de fagon a absorber de I'énergie
quand I'absorbeur d’énergie linéaire se déploie.

Dispositif de sécurité selon une quelconque reven-
dication précédente, dans lequel I'absorbeur d’éner-
gie linéaire est modulaire et peut étre retiré du dis-
positif de sécurité puis replacé dans celui-ci de ma-
niére individuelle.

Dispositif de sécurité selon une quelconque reven-
dication précédente, dans lequel le corps comprend
une armature faisant office de chemin de charge en-
tre la bobine et I'absorbeur d’énergie linéaire, la bo-
bine et 'absorbeur d’énergie linéaire étant placés a
l'intérieur de I'armature.

Dispositif de sécurité selon une quelconque reven-
dication précédente, dans lequel 'embrayage sen-
sible a la vitesse est agencé de telle maniére que,
lorsque la bobine a été verrouillée, la charge sur la
longe de sécurité doit étre réduite a zéro pour dé-
verrouiller la bobine.
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10. Dispositif de sécurité selon une quelconque reven-

11.

dication précédente, et comprenant en outre un
moyen de rembobinage congu pour forcer la bobine
a tourner par rapport au corps dans une direction
ayant tendance a enrouler la longe de sécurité sur
la bobine.

Dispositif de sécurité selon la revendication 9, dans
lequel 'embrayage sensible a la vitesse est agencé
de telle maniere que, lorsque la bobine a été ver-
rouillée, la bobine doit étre tournée par le moyen de
rembobinage dans une direction ayant tendance a
enrouler la longe de sécurité sur la bobine pour dé-
verrouiller la bobine.
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