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Description

[0001] The presentinvention relates to a heating head
for thermally shrinking sealing capsules made of a ther-
mally shrinkable material on the necks of bottles ar-
ranged along a bottling line of liqueur, wine, oil, and the
like.

[0002] Itis well known to seal the mouths of bottles by
plugs and capsules, in order to insulate the content of
the bottles from the external environment as well as to
enhance its preservation. This invention particularly re-
lates to the application on the bottles of capsules con-
sisting of a cap made of a thermally shrinkable material,
such as polyvinyl chloride (PVC), which projects down-
wards from the bottle mouth and surrounds the end por-
tion of the bottle neck.

[0003] In a general bottling line, the bottles are filled
and then closed by a plug which, e.g., may be made of
cork or metal. Then, the bottles are fed to a capsule-
feeding device which individually draws the capsules
from a pile and fits them onto the bottle necks. Thereafter,
the bottles are fed by an auger to a heating carousel
supporting a plurality of heating heads provided with a
resistor. Then, the heads are lowered under control of a
cam-based guide system to surround the necks of the
bottles through a fixed length of the carousel stroke, so
that the material of the capsule is heated and conse-
quently shrinks around the bottle.

[0004] Since the speed of the line changes depending
on the amount of bottles fed by the auger, the rotational
speed of the carousel also changes. Accordingly, the
heating heads engage the bottle necks for a period of
time that is not fixed but may be shorter or longer de-
pending on how fast the carousel rotates (faster of slower
respectively). As the skilled person will immediately un-
derstand, this circumstance may cause drawbacks be-
cause a period of time that is too short will result in an
incomplete shrinkage, while a period of time that is too
long may damage the material of the capsule, both cir-
cumstances producing rejects.

[0005] It was proposed to overcome the above draw-
back by providing each head with its own driving means
sothatitcan be independently driven to engage the bottle
neck for a predetermined period of time not depending
on the carousel speed, e.g. DE 3615532. However, this
solution would be very expensive because each head
should be provided with a sizable actuator, due to the
above heating heads being very heavy.

[0006] Another drawback of the known carousels de-
rives from the circumstance that the heating heads drop
onto the bottle neck only gradually, i.e., with a speed
which, though maximized, cannot be regarded as sub-
stantially instantaneous, due both to the high inertia re-
sulting from the considerable weight of the heads, and
to the geometrical restrictions intrinsically connected to
the cam-based systems. This circumstance causes the
upper area of the capsule (which is the first engaged by
the head during the down-stroke and the last disengaged
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during the up-stroke) to be heated for a period of time
longer then the lower areas, thereby causing the heating
action, and consequently the shrinking, to be uneven
over the height of the capsule.

[0007] Therefore, it is a main object of the present in-
vention to improve the heating head in such a way that
all the capsules are subjected to a heating action for a
predetermined, fixed period of time not depending on the
rotational speed of the carousel, without requiring chang-
es to the cam-based, head-driving system.

[0008] It is another object of the invention to improve
the heating head in such a way that it applies a more
even heating action substantially for the same period of
time upon all the areas of the capsule.

[0009] The above objects and other advantages,
which will better appear from the following description,
are achieved by the heating head having the features
recited in claim 1, while the dependent claims state other
advantageous, though secondary features of the inven-
tion.

[0010] The invention will be now described in more de-
tail with reference to a preferred, non-exclusive embod-
iment shown by way of non-limiting example in the at-
tached drawings, wherein:

Fig. 1 is a diagrammatical plan view of a general
bottling line;

Fig. 2 is a plan view of the heating head according
to the invention;

Fig. 3 is a cross-sectional view of the heating head
of Fig. 2 along line IlI-Il;

Figs. 4 to 6 are three cross-sectional views similar
to Fig. 3, which show three successive operative
steps of the head.

[0011] A portion of a general bottling line is diagram-
matically shown in Fig. 1. Bottles 10, which have already
been filled, closed, and provided with a capsule 12 of a
thermally shrinkable material such as PVC, which sur-
rounds the bottle neck with a loose fit, are fed by an auger
14 to a rotating loader 16. The latter feeds the bottles to
a heating carousel 17 supporting a plurality of heating
stations such as 18 on its periphery, which are provided
with respective heating heads. A rotating unloader 19 is
supported near the carousel to draw the bottles away
from the carousel at the end of the heating process. Con-
ventionally, the speed of the carousel is automatedly con-
trolled depending on the amount of bottles along the line.
[0012] Figs. 2, 3 show an improved heating head 20
according to the invention. Head 20 is supported on a
frame 22 and is conventionally movable in a vertical di-
rection between an upper, resting position and a lower,
operative position, under control of cam-based guides
(not shown). Accordingly, the period of time through
which the heating head is in its operative position is not
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fixed but may be shorter or longer depending on how fast
the carousel rotates (faster of slower respectively).
[0013] Heating head 20 comprises a vertical axis cy-
lindrical shell 24 attached to frame 22 and terminating at
its opposite ends with a lower wall 26 and an upper wall
28 which are provided with respective axial openings
26a, 28a. A spiral-shaped resistor 30 is coaxially sup-
ported within shell 24 and defines a substantially cylin-
drical heated chamber 30a, which is sized to surround
the bottle neck with capsule when the head is lowered in
its operative position. The cylindrical wall of shell 20 con-
sists of a layer of an insulating material 20a sandwitched
between two steel sheets 20b, 20c. Spiral resistor 30 is
connectable to power supply means via a connector 31.
[0014] According to the invention, heating head 20 is
provided with a thin-walled tubular shield 32 which is in-
sertable between resistor 30 and the bottle neck with
capsule 12 when the head is lowered in its operative po-
sition. Shield 32 is axially movable under control of a
vertical axis cylindrical actuator 34 anchored to frame 22,
between a raised, resting position external to resistor 30,
in which it does not shield the capsule from the heating
action applied thereto, and a lowered, working position,
in which itis interposed between resistor 30 and the cap-
sule and shields the capsule from the heating action gen-
erated by resistor 30.

[0015] In particular, shield 32 is supported on a frame
comprising a bracket 36 which is attached to the operat-
ing rod 34a of actuator 34 and supports a pair of vertical
rods 38, 40 at its lower end. The rods have their upper
ends bolted to bracket 36 and their lower ends bolted to
a horizontal ring 42 which is coaxially attached to the
upper end of shield 32.

[0016] Frame 22 supports a vertical bush 44, in which
a hollow column 46 having a ballast 48 fixed to its upper
end is axially slidable. A cooling tube 50 is coaxially sup-
ported within hollow column 46 and has its upper end
connectable to a cold air feeding pump P (only diagram-
matically shown in Fig. 3). The lower end of cooling tube
50 is connected to an air nozzle 52 attached to the lower
end of column 46.

[0017] Actuator 34 is operatively connected to a hy-
draulic pump A controlled by a control unit CU (only di-
agrammatically shown in Fig. 3). Control unit CU is pro-
grammed to raise shield 32 when carousel 18 has
reached a predetermined angular position (which is con-
ventionally detected by a sensor, not shown) immediately
after the bottle has been trasferred to carousel 18 and
the head has been lowered to surround the neck of the
bottle, and then to drop shield 32 after a predetermined
period of time chosen such as to expire before, or at most
at the same time that, the head starts rising again.
[0018] The operation of the bottling line provided with
heating heads according to the invention is similar to the
operation of lines provided with conventional heads. Au-
ger 14 feeds the bottles to loader device 16, which trans-
fers them to heating carousel 18. Heating heads 20 follow
one anotherin engaging the bottles through a fixed length
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of the carousel stroke and for a period of time that, ac-
cordingly, changes depending on the speed of the car-
ousel. Initially, head 20 is in its resting position of Fig. 4,
i.e., it is axially spaced from the bottle neck, and shield
32isinits lowered position. The heating head 20 accord-
ing to the invention is improved in that, while the head is
lowered on the bottle neck, shield 32 is in its lowered
position and therefore the capsule is not subjected to the
heating action of the resistor (Fig. 5). As soon as the head
has reached its lowermost position, actuator 34 raises
shield 32 and the capsule is heated (Fig. 6), with conse-
quent shrinkage of the capsule around the bottle neck.
As well known to the person skilled in the art, shrinkage
mainly occurs by radiance. After a predetermined time,
but before head 20 is raised, actuator 34 drops shield 32
and the capsule is no more subjected to heating. After a
variable time depending on the speed of the carousel,
head 20 is raised.

[0019] As the person skilled in the art will immediately
understand, with the heating head according to the in-
vention the capsule is heated for a fixed, controlled period
of time which does not depend on the carousel speed,
with considerable reduction, or even elimination, of the
rejects resulting from over-radiation or under-radiation of
the capsule. Furthermore, the shield and the frame sup-
porting the latter can be manufactured in such a way as
to be very light, so that the shield may be driven very
quickly and the transient between its upper position and
its lower position can be minimized. Consequently, an
even heating action is substantially applied for the same
period of time upon all the areas of the capsule. To this
purpose, the heating action is preferably, but not neces-
sarily, applied for a period of time such that, even when
the carousel rotates at its maximum speed, shield 32 is
dropped before head 20 starts rising.

[0020] A preferred embodiment of the invention has
been described herein but of course many changes may
be made by a person skilled in the art within the scope
of the claims. For instance, the actuator which operates
the shield may be of a different type, e.g., it could be a
pneumatic or electric actuator. Moreover, in the preferred
embodiment the shield is controlled in such a way that it
switches from its working position to its resting position
after the head has reached its operative position, and
then fromits resting position to its working position before
the head starts rising again, so that the capsule is not
subjected to the heating action while the head moves, in
order to prevent the above cited unevennes. However,
the timer could be adjusted in a different way, e.g., when
the carousel speed is high enough to make this transient
irrelevant.

Claims
1. Aheating head (20) for thermally shrinking a sealing

capsule, made of a thermally shrinkable material, on
the neck of a bottle, comprising a heating member
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(30) integral with the head and having a substantially
cylindrical heated cavity (30a) in which the bottle
neck with capsule is insertable, said head (20) being
mountable on a heating machine adapted to movably
support the head between a resting position in which
the heating member (30) is axially spaced &om the
capsule, and an operative position in which the heat-
ing member (30) surrounds the capsule and heats
it, characterized in that said head further comprises
a tubular shield (32) which is insertable between the
heating member (30) and the bottle neck; the tubular
shield being movably supported in an axial direction
with respect to the heating member (30) and, under
control of actuator means (34), the tubular shield be-
ing movable between a resting position external to
the heated cavity (30a), and a working position in
which it is interposed between the capsule and the
heating member (30) in order to shield the capsule
from the heating action by said heating member (30).

The heating head of claim 1, characterized in that
said actuator means (34) are controlled by a control
unit (CU) which is programmed to drive said shield
(32) from said working position to said resting posi-
tion after the head (20) has reached said operative
position and, after a predetermined period of time,
from said resting position to said working position
again.

The heating head of claim 1 or 2, characterized in
that said shield (32) is supported on aring (42) which
is coaxially attached to the shield and is connected
to said actuator means (34) by a frame.

The heating head of any of claims 1 to 3, charac-
terized in that said acuator means consist of a cyl-
inder (34) arranged with its axis parallel to the axis
of the shield (32).

The heating head of claim 4, characterized in that
said frame comprises a bracket (36) attached to the
operating rod (34a) of said actuator (34) and sup-
porting a pair of vertical bars (38, 40) having their
upper ends anchored to the bracket (36) and their
lower ends anchored to said ring (42).

The heating head of any of claims 1 to 5, charac-
terized in that said heating member is arranged
within a shell (24) open to receive said bottle neck.

The heating head of any of claims 1 to 6, charac-
terized in that said heating member consists of a
spiral-shaped resistor (30) connectable to power
supply means.
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Patentanspriiche

1.

Heizkopf (20) zum Warmeschrumpfen einer aus
warmeschrumpfbarem Material bestehenden Dicht-
kapsel auf den Hals einer Flasche, mit einem Heiz-
bauteil (30), das integral mit dem Kopf ausgefihrt ist
und eine im Wesentlichen zylindrische, beheizte Ka-
vitat (30a) aufweist, in die der Flaschenhals mit Kap-
sel einfuhrbar ist, wobei der Kopf (20) auf einer Heiz-
vorrichtung anbringbar ist, die den Kopf zwischen
einer Ruhestellung, in der das Heizbauteil (30) axial
von der Kapsel beabstandet ist, und einer Betriebs-
stellung, in der das Heizbauteil (30) die Kapsel um-
gibt und sie beheizt, beweglich abzustitzen vermag,
dadurch gekennzeichnet, dass der Kopf ferner ei-
ne rohrférmige Abschirmung (32) aufweist, die zwi-
schen das Heizbauteil (30) und den Flaschenhals
einfihrbar ist, wobei die rohrférmige Abschirmung
bezuglich des Heizbauteils (30) in einer Axialrich-
tung beweglich und unter der Steuerung einer Ak-
tuatoreinrichtung (34) gehalten ist, wobei die rohr-
férmige Abschirmung zwischen einer Ruhestellung
auBerhalb der beheizten Kavitat (30a) und einer Ar-
beitsstellung bewegbar ist, in der sie sich zwischen
der Kapsel und dem Heizbauteil (30) befindet, um
die Kapsel von der Heizaktivitat des Heizbauteils
(30) abzuschirmen.

Heizkopf nach Anspruch 1,

dadurch gekennzeichnet, dass die Aktuatorein-
richtung (34) durch eine Steuereinheit (CU) gesteu-
ert ist, welche dazu programmiert ist, die Abschir-
mung (32) aus der Arbeitsstellung in die Ruhestel-
lung zu bewegen, nachdem der Kopf (20) die Be-
triebsstellung erreicht hat, und nach einer vorbe-
stimmten Zeitdauer wieder aus der Ruhestellung in
die Arbeitsstellung.

Heizkopf nach Anspruch 1 oder 2,

dadurch gekennzeichnet, dass die Abschirmung
(32) auf einem Ring (42) abgestiitzt ist, der koaxial
an der Abschirmung angebracht und durch einen
Rahmen mit der Aktuatoreinrichtung (34) verbunden
ist.

Heizkopf nach einem der Anspriiche 1 bis 3,
dadurch gekennzeichnet, dass die Aktuatorein-
richtung aus einem Zylinder (34) besteht, der mit sei-
ner Achse parallel zur Achse der Abschirmung (32)
angeordnet ist.

Heizkopf nach Anspruch 4,

dadurch gekennzeichnet, dass der Rahmen einen
an der Betatigungsstange (34a) des Aktuators (34)
angebrachten Halter (36) aufweist, der ein paar ver-
tikaler Stangen (38, 40) absttitzt, deren obere Enden
am Halter (36) befestigt und deren untere Enden an
dem Ring (42) befestigt sind.
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Heizkopf nach einem der Anspriiche 1 bis 5,
dadurch gekennzeichnet, dass das Heizbauteil in-
nerhalb eines Mantels (24) angeordnet ist, der zum
Aufnehmen des Flaschenhalses offen ist.

Heizkopf nach einem der Anspriiche 1 bis 6,
dadurch gekennzeichnet, dass das Heizbautell
aus einem wendelférmigen Widerstand (30) besteht,
der an eine Stromversorgung anschliel3bar ist.

Revendications

Téte chauffante (20) pour le rétrécissement thermi-
que d’'une capsule d’étanchéité, faite d’'un matériau
thermorétrécissant, sur le col d’'une bouteille, com-
prenant un élément chauffant (30) d’'un seul tenant
avec la téte et ayant une cavité chauffée sensible-
ment cylindrique (30a) dans laquelle le col de bou-
teille estinsérable avec une capsule, ladite téte (20)
pouvant étre montée sur une machine chauffante
adaptée pour supporter de maniére mobile la téte
entre une position de repos dans laquelle I'élément
chauffant (30) est espacé axialement de la capsule,
et une position fonctionnelle dans laquelle I'élément
chauffant (30) entoure la capsule et la chauffe, ca-
ractérisée en ce que ladite téte comprend en outre
un écran tubulaire (32) qui est insérable entre I'élé-
ment chauffant (30) et le col de bouteille ; I'écran
tubulaire étant supporté de maniére mobile dans une
direction axiale parrapport a I'élément chauffant (30)
et, sous la commande de moyens d’actionneur (34),
I’écran tubulaire étant mobile entre une position de
repos externe a la cavité chauffée (30a), et une po-
sition de travail dans laquelle elle estintercalée entre
la capsule etI’élément chauffant (30) afin de protéger
la capsule de laction chauffante dudit élément
chauffant (30).

Téte chauffante selon la revendication 1, caractéri-
sée en ce que lesdits moyens d’actionneur (34) sont
commandés par une unité de commande (CU) qui
est programmeée pour entrainer ledit écran (32) de
ladite position de travail a ladite position de repos
une fois que la téte (20) a atteint ladite position fonc-
tionnelle et, aprés une période de temps prédéter-
minée, de ladite position de repos a ladite position
de travail a nouveau.

Téte chauffante selon la revendication 1 ou 2, ca-
ractérisée en ce que ledit écran (32) est supporté
sur une bague (42) qui est attachée de maniére
coaxiale a I'écran et qui est reliée auxdits moyens
d’actionneur (34) par un chéssis.

Téte chauffante selon 'une quelconque des reven-
dications 1 a 3, caractérisée en ce que lesdits
moyens d’actionneur consiste en un cylindre (34)
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agencé avec son axe paralléle al'axe de I'écran (32).

Téte chauffante selon la revendication 4, caractéri-
sée en ce que ledit chassis comprend un support
(36) attaché ala tige fonctionnelle (34a) dudit action-
neur (34) et supportantune paire de barres verticales
(38, 40) ayant leurs extrémités supérieures ancrées
au support (36) et leurs extrémités inférieures an-
crées a ladite bague (42).

Téte chauffante selon I'une quelconque des reven-
dications 1a5, caractérisée en ce que ledit élément
chauffant est agencé dans une coque (24) ouverte
pour recevoir ledit col de bouteille.

Téte chauffante selon I'une quelconque des reven-
dications 1a 6, caractérisée en ce que ledit élément
chauffant consiste en une résistance en forme de
spirale (30) pouvant étre reliée au moyen d’alimen-
tation électrique.
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