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Description
Retransmission

[0001] Modern data communication systems such as
DSL communication systems transmit a plurality of dif-
ferent data types. Data of high-quality services such as
IPTV services or video services require an efficient noise
protection since missing data often provide strong dis-
turbances of these services. Present impulse noise pro-
tection with Reed Solomon coding and interleaving pro-
vide not sufficient protection for these high-quality serv-
ices. Retransmission schemes have been introduced to
address noise protection for high-quality services as well
as other services.

[0002] Inretransmission, data transmitted over a com-
munication link such as a subscriber line is stored at the
transmitter site for some time. In case the receiver site
receives corrupt data or data is missing at the receiver,
for example when an impulse noise occurs, the transmit-
ter site retransmits the data based on a request from the
receiver again over the communication link.

[0003] In order to provide high security for the trans-
mission, an implemented retransmission scheme should
be reliable and secure for situations occurring during the
operation of the system. Exemplary retransmission
schemes are provided in US 2008/063007 A1 depicting
xDSL data retransmission and document "Retransmis-
sion at gamma interface for PTM;BF-xyz", ITU-T
DRAFT ; STUDY PERIOD 2005-2008, INTERNATION-
AL TELECOMMUNICATION UNION, GENEVA ; CH,
vol. 4/15, 28 November 2007 (2007-11-28), pages 1-5.
[0004] The object of the present invention can be re-
garded as to provide a concept for an improved retrans-
mission in communication systems.

[0005] This object is solved by a method according to
claim 1, and a DSL transmitter according to claim 5. Pre-
ferred embodiments are stipulated in the dependent
claims while embodiments that do not fallunder the scope
of the claims are useful to understand the invention.
[0006] The embodiments of the present invention are
described in the appended claims and the detailed speci-
faction in which

Fig. 1 shows a block diagram according to an em-
bodiment of the present invention;

Fig. 2 shows a flow chart diagram according to an
embodiment of the present invention;

Fig. 3 shows a block diagram according to an em-
bodiment of the present invention;

Fig. 4 shows a block diagram according to an em-
bodiment of the present invention;

Fig. 5a and 5b show an embodiment of the present
invention; and
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Fig. 6 shows a block diagram according to an em-
bodiment of the present invention; and

Fig. 7 shows a layer model according to an embod-
iment of the present invention.

[0007] The following detailed description explains ex-
emplary embodiments of the present invention. In the
various figures, identical or similar entities, modules, de-
vices circuits etc. may have assigned the same reference
number.

[0008] Fig. 1 shows an exemplary embodiment of a
data communication system 100. The data communica-
tion system has a first device 102 implemented as trans-
mitter and a second device 104 implemented as trans-
mitter. The devices 102 and 104 can be implemented as
transceiver i.e. may in an embodiment be capable of
transmitting and receiving. The devices 102 and 104 may
be a chip, a circuitimplemented on a chip, a chip including
hardware, firmware or software, a receiver/transmitter
box or any other kind of other devices used in commu-
nication. In one embodiment, the data communication
system is a DSL (digital subscriber line) system such as
for example a VDSL (very high DSL) system. However
in other embodiments the data communication system
may be of other types.

[0009] Referring to Fig. 1, the device 102 includes a
first entity 106 to generate time-marker information indi-
cating a time-marker or timestamp for a data unit (frag-
ment). As will be described in more detail below, the time-
marker be any information which is capable to indicate
a point of time for example a point in time when the data
unit passes a predetermined point in the process flow.
The time basis for the time-marker information may be
based on data bits which are transmitted from the trans-
mitter to the receiver. In one embodiment a time unit of
the time basis is a number of data bits transmitted from
the transmitter to the receiver. In other words, a counter
which provides the time basis counts each time the
number of data bits has been transmitted. In one embod-
iment, a time unit of the time basis may be each trans-
mitted FEC codeword. In this case, the number of data
bits would be the number of data bits contained in one
FEC codeword. In one embodiment, the time unitis each
transmitted multicarrier symbol. In this embodiment, the
number would be correspond to the actual configured
number of bits the multicarrier symbol contains. The
number defining the time basis may be configured and
may be reconfigured. The time unit may also vary such
that the actual time between two successive time units
varies, for example when a bit rate for the link is config-
ured in a reconfiguration. In other words, the time basis
may in embodiments not provide a time basis with equal
time distances but may include varying time distances
between each time unit. The data unit (data block) may
in embodiments include an ATM cell, a packet, a frag-
ment of a packet such as a fragment of an Ethernet pack-
et, aframe, a data word or code word, a multicarrier sym-
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bol, a data block including one or more codewords which
may also be interleaved FEC codewords etc. A buffer
108 is provided to store the time-marker information at
the device 102.

[0010] Furthermore, a transmission entity 110 is pro-
vided to initiate transmission of the data unit. Initiating
may include providing the data unit to a lower sublayer
in order to further process the data unit for transmission
over a link or to provide the data unit to a transmission
circuit including transformers coupled to the link etc.
[0011] The device 102 has an input 103 to receive a
request forretransmission of the data unit from the device
104. Aretransmission entity 112 is provided in the device
102 to initiate based on the received retransmission re-
questaretransmission of the data unitand the time-mark-
er information. To this end, the time-marker information
which is transmitted to the receiver may be incorporated,
appended, added or otherwise linked to the retransmitted
data unit in order to establish a link between the time-
marker information and the data unit. In one embodiment,
the time-marker information may be added to a special
field ofthe data unit. In other embodiments the time-mark-
er information may be transferred separate from the data
unit wherein the data unit or the time-marker information
contains link information to establish a link between the
data unit and the time-marker information.

[0012] Initiating the retransmission may include a
transferring of the data unit including the time-marker in-
formation to a lower sublayer in order to further proceed
in the transmission process or to transfer the data unit
including the time-marker information to a transmission
circuit etc.

[0013] The device 104 has an input 114 to receive the
data unit transmitted from the device 102 to the device
104. A buffer 116 is coupled to the input 114 to store the
received data unit. Furthermore an entity 118 is provided
in the device 104 to determine a point in time for trans-
ferring the data unit to a higher sublayer in a processing
flow of the device 104. In embodiments, the entity 118 is
configured to calculate the point in time based on a time
base derived from a sequence numbering of multicarrier
symbols or from a sequence numbering of FEC code-
words as will be described in more detail below.

[0014] An exemplary operation according to an em-
bodiment which may for example be carried out by the
system described in Fig. 1 will be described with respect
to Fig. 2. Fig. 2 shows at 202 a generating of time-marker
information for a data unit at the transmitter. At 204, the
time-marker information is stored at the transmitter. The
data unit is transmitted at 206 from the transmitter to the
receiver. At 208, a request for retransmission is trans-
mitted from the receiver to the transmitter. The request
for retransmission may indicate in one embodiment di-
rectly the retransmission of the data unit. In another em-
bodiment, the request may indicate the retransmission
of a group of data units wherein the indicated group in-
cludes the one data unit. The retransmission request may
in embodiments be generated based on detection that
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the transmitted data unit is corrupt or that at least one of
the data units in the group is corrupt. At 210, the data
unit including the time-marker information is retransmit-
ted based on the request for retransmission.

[0015] In an embodiment, the data unit is transmitted
the first time without the time-marker information from
the transmitter to the receiver while in the retransmission
of the data unit the time-marker information is transmitted
with the retransmitted data unit. This allows reducing the
overhead of the data unit since no time-marker informa-
tion has to be transmitted when the data unit is transmit-
ted the first time but is only transmitted from the trans-
mitter to the receiver when the data unit is retransmitted.
In addition, a synergetic effect is achieved since the time-
marker information provides for the receiver in addition
a marker whether the data unit is transmitted in a first
transmission or in a retransmission.

[0016] In embodiments, the time-marker information
may be based on a sequence numbering of multicarrier
symbols, i.e. asequence of numbers or information which
identifies the position of each multicarrier symbol in the
sequence of the transmitted multicarrier symbols. The
multicarrier symbol may for example be a DMT (Discrete
multitone) symbol used in a DSL communication system.
[0017] In another embodiment, the time-marker infor-
mation is based on a sequence numbering of codewords
such as FEC (Forward error correction) codewords. In
one embodiment, the codewords may be Reed-Solomon
codewords.

[0018] The numbered sequence of multicarrier sym-
bols or the numbered sequence of codewords can serve
as a common time basis for both the transmitter and the
receiver because the receiver and transmitter typically
agree or at least may be able to agree which symbol
number or which codeword is considered the first one
when the data communication starts transmitting. Count-
ing from then on gives a unique number to each multi-
carrier symbol or FEC codeword. It is to be noted that
either of the two data block systems, i.e. the multicarrier
symbol or the codewords can be used for the providing
of the time-marker information. Therefore, the multicar-
rier symbol or the codeword may also be referred herein
as atime base for the time-marker information. Itis further
to be noted that by using one of the two data block sys-
tems, i.e. the multicarrier symbol or the FEC codeword
numbering system, a time base can be provided solely
based on existing processing in the transmitter. In other
words, no additional time base has to be implemented
since the existing multicarrier symbols or FEC codeword
sequences are used.

[0019] In the transmitter, all data units or data blocks
received from a higher layer such as a bonding layer may
be marked relative to the current time base number at
the time of receiving.

[0020] The time-marker information may in embodi-
ments be based on an anticipated sequence number of
atransmit multicarrier symbol or an anticipated sequence
number of a FEC codeword. In these embodiments, an
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expected or estimated sequence number rather than an
actual sequence number is used for providing the time-
marker information.

[0021] The time-marker information may be deter-
mined to be the sequence number of the multicarrier sym-
bol the data unit is expected or estimated to be put in.
Similar, in the embodiment using FEC codewords as time
basis, the time-marker information may be determined
to be the sequence number of the codeword the data unit
is expected or estimated to be put in. In such embodi-
ments, the time-marker information marks a time the data
would be send over the link or line in case no additional
delay is added.

[0022] Since the anticipated sequence number of the
multicarrier symbol or the anticipated sequence number
of the codeword is an expected or estimated sequence
number, the time-marker is not influenced by any delay
added prior to the generation of the multicarrier symbols
or the FEC codeword symbols. In these cases the actual
sequence number of the multicarrier symbol carrying the
data unit or the actual codeword containing the data unit
may be different than the expected multicarrier symbol
or codeword because of the delay added prior to the gen-
erating of the multicarrier symbol or codeword.

[0023] According to an embodiment, the anticipated
sequence number may be calculated based on an ex-
pected delay from a predetermined first point of the trans-
mitter processing flow to a predetermined second point
of the transmitter processing flow. The first point accord-
ing to the invention a so called gamma interface which
separates in the process flow the layer 2 of the OSI model
from layer 1 of the OSI model. As will be described in
more detail, this allows providing a time-marker indicating
with sufficient accuracy the point in time the data unit
crossed the gamma interface. In embodiments the time-
marker may be generated at the sublayer directly below
the gammainterface or at other sublayers below the gam-
ma interface which are hierarchically not directly subse-
quent to the gamma interface. Depending on whether
the common time basis is the sequence numbering of
the transmit multicarrier symbol or the sequence number
of FEC code word, the second predetermined point may
be different. In one case, the preselected second point
may be a point in the process flow where the generating
ofthe transmit multicarrier symbol starts. In another case,
the preselected second point may be a point in the proc-
ess flow where the FEC codeword generating starts. In
these embodiments, the time-marker information corre-
sponds to the expected time when the data unit would
be processed in the multicarrier generator entity or in the
FEC codeword generating entity which is about equal to
the time when the data unit is expected to be transmitted
over the link.

[0024] In other embodiments, the time-marker infor-
mation may be the current counting value of the multi-
carrier symbol or the codeword. In these embodiments,
the time-marker information indicates a current point of
time. For example, if the multicarrier counter or the code-
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word counter is read out just when the data unit crosses
the interface between the first and second layer (gamma
interface), then this time-marker information indicates a
point in time when the data unit has crossed the gamma
interface .

[0025] Fig. 3 shows an example toillustrate an embod-
imentwhen the time basis for the time marker information
is based on the sequence numbering of multicarrier sym-
bols. Fig. 3 shows a data unit 302 which has just crossed
at the transmitter a first point 304 of the process flow. As
described above, the first point may be for example the
interface between layer 2 and layer 1 i.e. the gamma
interface. At the same time, a symbol generator 306 is
generating at this moment a multicarrier symbol having
asequence number 13 as indicated by a symbol counter
308. The symbol generator 306 is assumed in the de-
scribed embodiment to output every time T one multicar-
rier symbol.

[0026] Between the first point 304 and the symbol gen-
erator 306, a multiplexer 312 is arranged. The data unit
302 is transferred to a first input of the multiplexer and
copied into a retransmission buffer 310. A second input
is coupled to the retransmission buffer 310 to multiplex
data units into the process stream which have been re-
quested for retransmission.

[0027] AsindicatedinFig. 3, an expected transfer time
or delay from the first point 304 to the symbol generator
306 is assumed in this embodiment to correspond to n
multicarrier symbols. The expected delay depends on
various parameters such as the type of processing which
is provided between the first point 304, the hardware or
firmware/software used for providing the processing etc.
The expected delay time may be a predetermined stored
parameter or may be a measured parameter stored by
the device.

[0028] Sincethe expectedtransfertimeisnmulticarrier
symbols and the symbol generator 306 is currently
processing in the described embodiment the multicarrier
symbol corresponding to sequence number 13, the an-
ticipated sequence number of the multicarrier symbol to
which the data unit is expected to be put in is equal to
13+n. The time-marker information is then stored in the
retransmission buffer and linked to the data unit. It is to
be noted that in other embodiments the adding of the
expected time delay may not be performed. In these em-
bodiments, the time-marker information which may be
stored would then be the actually counter value, i.e. 13.
[0029] It is to be noted that when data units are re-
quested for retransmission, these data units to be re-
transmitted are multiplexed into the process stream and
provide fluctuations from the expected transfer time for
the data unit. With the additional delay added from the
retransmitted data units, the data unit may actually not
be put into the expected multicarrier symbol 13+n but
may be putinto a later multicarrier symbol 13+n+x where
x indicates the additional delay. However, since the
stored time-marker information corresponds to the ex-
pected multicarrier symbol number and not the real mul-
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ticarrier symbol number, the time-marker information
stored in the retransmission buffer for the data unit is
unaffected by any delay added from the retransmission
multiplexed into the processing flow and provides still an
indication of the time when the data unit has crossed or
passed the first point 304 even though delay has been
added between the first point 304 and the entity providing
the time base, i.e. the symbol generator 306.

[0030] Fig. 4 illustrates an exemplary embodiment
wherein the time base is based on a sequence numbering
of FEC (forward error correction) codewords. As can bee
seen in Fig. 4, between the symbol generator 306 and
the multiplexer 312, a FEC codeword generator 402 is
arranged outputting every time T’ a codeword. As shown
in Fig. 4, the data unit 302 has passed the first point 304
at the time the FEC codeword generator is processing
the FEC codeword with sequence number 20 as indicat-
ed by a codeword counter 404. The expected delay or
transfer time from the first point 304 to the FEC generator
is assumed to be n’. Therefore, the time-marker informa-
tionis calculated to 20+n’ which is stored in the buffer 310.
[0031] As can be seen in the embodiments described
above and other embodiments, the generating of the
time-marker information is initiated based on the receiv-
ing of the data unit at a sublayer which is hierarchically
higher than the sublayer which provides the timebase for
the time-marker information. Retransmission data units
may be multiplexed into the process flow between the
hierarchically higher sublayer and the sublayer providing
the timebase. However, as described above, the delay
caused by the multiplexing of the retransmitted data units
does not influence the time-marker marker. This allows
in one embodiment the implementation of a bonding of
communication links to determine at the receiver for the
data units the point in time when the data unit should be
transferred to the bonding layer independently whether
it is a retransmitted data unit or a first time transmitted
data unit and independent of any delay introduced by the
multiplexing of data units in one data link which may
cause a delay of the actual transmission time for one of
the link.

[0032] In such an embodiment, a bonding entity or
bonding layer may be provided to bond data links togeth-
er for achieving higher transmission bandwidth. For ex-
ample if two links are bonded, the bonding entity may
receive the data to be transmitted and distributes data
units to a first processing path associated with the first
link and a second processing path associated with the
second link. A first time-marker information is then pro-
vided for a data unit distributed to the first processing
path and a second time-marker information is provided
for a data unit distributed to the second processing path.
The data units are then transmitted over the first and
second link, respectively. In case the receiver receives
corrupt data or in other cases where a retransmission is
needed, a request for retransmission may be transmitted
from the receiver to the transmitter for each link. Based
on the request for retransmission transferred in a back-
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channel over the first link, the data unit including now the
first time-marker information is retransmitted. In other
cases based on a request for retransmission transferred
on a backchannel of the second link, the corresponding
data unit including now the second time-marker informa-
tion is retransmitted to the receiver.

[0033] At the receiver, the time-marker information of
the received retransmitted data unit is checked. A point
in time for transferring the retransmitted data unit to a
hierarchical higher sublayer for example the bonding lay-
er is then determined based on the time-marker informa-
tion and the retransmitted data unit is then transferred to
the hierarchically higher sublayer based on the deter-
mined point in time. The point in time for transferring to
the hierarchically higher sublayer may for example be
calculated by using a predetermined delay between the
receiver and the transmitter. The receiver adds this delay
to the time-marker information in order to determine the
point in time to transfer the data unit. In other embodi-
ments, processing delays at the receiver and/or at the
transmitter which may be pre-known or predetermined
may be taken into account.

[0034] Fig. 5a and 5b show one embodiment imple-
menting a bonding of two communication links. At the
transmitter side, a bonding entity or bonding layer 504 is
implemented to distribute the data units amongst the two
communication links. The bonding entity is implemented
in this embodiment directly above a gamma interface 512
at the transmitter. The bonding entity 504 provides a se-
quence numbering for each distributed data unit which
is used at a bonding entity at the receiver for assembling
the data units in the same sequence. In one embodiment,
the sequence numbering is referred to as SID (sequence
identifier).

[0035] The sequence numbering can be used to iden-
tify lost data units at the receiver and to identify gaps by
monitoring the SID. The missing numbers are requested
for retransmission the data unit corresponding to the
missing number. In one embodiment, if it is determined
that data units are lost or corrupted, the last correctly
received data unit may be indicated to the transmitter in
order to request retransmission. In some cases, because
the retransmitted data units are multiplexed together with
the first transmitted data units which destroys an order
of the sequence, the receiver may not exactly known
whether retransmission should be requested or not be-
cause thereceived sequence numbers of first transmitted
data units are mixed up with retransmitted data units. It
is to be noted that by inserting the time-marker informa-
tion only for the retransmitted data units and not for the
first transmitted data units, the time-marker information
also provides an indication whether the received data
unit is a retransmitted data unit or not. This allows the
receiver to take for generating a retransmission request
into account whether the received data units are retrans-
mitted or first transmitted when analyzing a received se-
quence of data units.

[0036] Each of the communication links stores at the
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receiver side the distributed data units together with the
time-marker information as described above. The data
units are then transmitted to the receiver side. Each re-
ceiver side has a retransmission buffer 502 to buffer the
received data units and a receiver bonding entity 506.
The receiver bonding entity is provided in this embodi-
ment hierarchically directly above the gamma interface
514. The data units are transferred from the retransmis-
sion buffer to the bonding entity where they are aggre-
gated to one data stream. Typically, at the bonding entity
buffers are used to buffer the data units for each link in
order to compensate delay variations that are inherent
in the data communication system plus a mismatch in
the permanent delays between the bonded links due to
unknown components of the delay. In some communi-
cation systems such as DSL communication systems,
the buffers at the receiver bonding entity 506 may have
only a small capacity for example 15 Kbits. Therefore, in
order to allow the aggregating, the data units at each link
are transferred to the receiver bonding entity 506 in ap-
proximately the same sequence order in which the data
units have been distributed by the bonding entity 504 at
the transmitter. Or in other words, the delay between the
transmitter and receiver is made constant for both links
independently whether the data units are received at one
or both of the links for the first time, or are retransmitted
or multiple time retransmitted. In case of retransmission
on one link, the data unit which had to be retransmitted
one or more times has a significant delay to the data unit
transmitted on the other link. With the above described
time-marker information, the transfer of the data units for
each link at approximately the required time to the re-
ceiver bonding entity 506 independent of any delay add-
ed by retransmission can be achieved. Furthermore, the
above described embodiments allow implementing the
constant delay without any changes of sublayers hierar-
chically above the gamma layer, i.e. without any change
of the bonding entity.

[0037] In addition to this, by implementing the retrans-
mission using the above described time-marker informa-
tion, it is possible to use the sequence numbering of the
bonding layer to identify missing data units. This is
achieved since the inclusion of the time-marker informa-
tion indicates that the data unit is a retransmitted unit.
The receiver can easily distinguish between first time
transmitted data units and retransmitted data units and
can take this into account when determining the data
units which are to be retransmitted.

[0038] To illustrate the above in more detail, Fig. 5a
shows a situation when two data unit 510a and 510b
which have been distributed by the transmitter bonding
entity 504 at the same time are received at the receiver.
While the second link receives the data unit 510b cor-
rectly, the data unit 510a at the second link is corrupted.
This requires aretransmission of the data unit 510a caus-
ing additional delay as shown in Fig. 5b. In Fig. 5b, the
correctly received data unit 510b is just scheduled to be
transferred to the receiver bonding entity 506 while the
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data unit 510a would be delayed compared to the data
unit 510b because it has been retransmitted. However,
because the retransmitted data unit 510a contains the
time-marker information, it can be identified to be trans-
ferred at the same time instant as the data unit 510b
based on the calculation of a transfer point of time.
[0039] With the time-marker information, the delay on
the line can be made constant. When the delay on the
line is made constant, the delay from bonding entity to
bonding entity or from gamma interface to gamma inter-
face can be made also constant. At the receiver the delay
from the receiving of the data unit on the link to the trans-
ferring of the data unit over the gamma interface to the
bonding entity is constant or can be made constant. The
receiver can easily calculate then correct transfer time
for the retransmitted data unit based on the included time
marker by using the parameters of the link-to-link delay
which is assumed to be constant for both links and/or the
parameters of the gamma-to-gamma delay which may
also be assumed to be constant for both links. In addition
thereto, processing delays within the receiver and/or
transmitter can be taken into account.

[0040] The received data units are buffered at the re-
ceiver and are forwarded to the receiver bonding layer
atapointintime T1=T0 + DLwhere DL is a predetermined
or predefined gamma-to-gamma layer which is equal for
all links in the bonded group and TO is the point of time
the data unit has crossed the gamma interface 512 of
the transmitter.

[0041] Fig. 6 shows one embodiment of a DSL system
implementing retransmission and bonding as described
above. A bonding sublayer 602 is implemented above a
gamma interface 604. Data units are provided to TPS-
TC (transmission protocol specific- transmission conver-
gence) sublayers 606 which are already implemented in
existing DSL systems. The TPS-TC layer provides func-
tionality such as packetizing into frames, organizing of
the bearer channels, multiplexing. The TPS-TC sublay-
ers 606 include a rate decouplingand a TC (Transmission
convergence)-layer. Aretransmission sublayer 608 is im-
plemented hierarchically below the TC-sublayer. In other
embodiments, the retransmission sublayer may be im-
plemented in other positions of the protocol stack for ex-
ample in a PMS-TC (physical media specific - transmis-
sion convergence) layer of a TC-layer. In the retransmis-
sion sublayer, the storing of the data units in the retrans-
mission buffer 310 and the multiplexing of the retrans-
mitted data units into the data stream by multiplexer 312
is implemented.

[0042] PMS-TC and PMD (Physical media dependent)
sublayers are shown in Fig. 6 with reference number 610.
These sublayers include the FEC codeword generation
and the multicarrier symbol generation which provide in
embodiments the time basis for the time-marker informa-
tion.

[0043] Thereceiversideisconnected tothetransmitter
side by a link 612. At the receiver side, the complemen-
tary stack is implemented. The retransmission sublayer
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implements at the receiver a receive control and retrans-
mission request generation indicated in Fig. 6 by a block
614.Block 614 is connected to the buffer 310 of the trans-
mitter by a backchannel 613 for transferring retransmis-
sion requests from the receiver to the transmitter. Fur-
thermore, the retransmission sublayer implements the
retransmission buffer 502 which stores the received data
units until they are transferred to the higher sublayers. It
is to be noted that in the embodiment of Fig. 6 the time-
marker information may be generated in each of the sub-
layers above the multiplexer 312. Based on the receiving
of the data unit at any of the layers, the current count
number may be looked up and used for providing the
time-marker information as described above.

[0044] The retransmission functionality may in embod-
iments be implemented in various sublayers of the first
layer (PHY layer). Fig. 7 shows one embodiment wherein
the retransmission functionality is implemented in a sub-
layer directly below the gamma interface.

[0045] Fig. 7 shows an embodiment of a protocol stack
for bonding with two links and retransmission for down-
stream data where queuing and forwarding of the retrans-
mission sublayer transmitter wherein the retransmission
sublayer is located directly below the distribution of the
bonding sublayer transmitter. In more detail, Fig. 7 shows
a protocol stack for a receiver and transmitter which may
be implemented at the Central Office (CO) site and at
the subscriber site (remote site), respectively. The pro-
tocol stack of the CO receiver comprises a bonding layer
directly above the gamma interface including fragmen-
tation, sequence numbering and distribution of the data
units. The retransmission sublayer is located directly be-
low the gamma interface and includes an input buffer,
rate decoupling functionality which decouples the two da-
ta links by inserting of a special type of idle fragments.
Furthermore, the retransmission sublayer includes func-
tionalities to generate and prepend the retransmission
headers and a queuing and forwarding functionality.
[0046] Inthe TPS-TC sublayer (Transmission Protocol
Specific-Transmission Convergence), a CRC-16 (Cyclic
Redundant Checksum), a rate decoupling entity and a
64/65 octet encapsulation entity is provided. The rate de-
coupling entity fills each TPS-TC encapsulation structure
(in case of 64/65-octet TPS-TC it fills each 65-byte struc-
ture) with idle bits if data fragments are not fully occupied
with user data in order to decouple the data rates of the
two links. If a data fragment is fully occupied with idle
bits, indication can be provided to the data fragment in
order to avoid unnecessary retransmission of the non-
useful data. The CRC-16 calculation entity provides
CRC-16 calculation based on packet start and packet
end identification provided in some of the data fragments.
The 64/65 octet encapsulation entity provides 64/65 octet
encapsulation as is known to a person skilled in the art.
[0047] In the PMS-TC sublayer, a framing entity and
an interleaving entity is provided together with a PMS-
TC layer OAM (Operation and Maintenance) entity to pro-
vide OAM channel communication at PMS-TC level. Fi-
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nally a PMD (Physical Medium Dependent) sublayer is
provided.

[0048] As can be seen in Fig. 7, each of the above
described entities of the PMS-TC and TPS-TC sublayers
are provided for each of the subscriber lines.

[0049] At the subscriber site, a protocol stack having
the reverse sequence of the protocol stack is provided
in order to implement a receiver protocol stack. It is to be
understood for a person skilled in the art that functional-
ities such as the interleaver framing and rate coupling
are replaced at the receiver site by the complementary
functionality.

[0050] As canbe seeninFig. 7, error detection is pro-
vided at the receiver protocol stack of the subscriber site
to detect corrupt received data units. By using the se-
quence numbering provided by the bonding layer at the
Central Office site, a line specific error detection is ca-
pable of identifying the corrupt data units and to request
retransmission for the corrupt or missed data units. As
can be seen in Fig. 7, the sequence number information
may be provided from the protocol stack for each of the
subscriber lines to the OAM data entities of the transmit-
ter protocol stacks for each subscriber line to allow trans-
mitting of a retransmission request including the se-
quence number information over both subscriber lines
back to the Central Office. At the Central Office, error
detection is not implemented at the receiver protocol
stack of the Central Office since in this embodiment re-
transmission protection is provided only in downstream
direction. At the Central Office, the retransmission re-
quest is processed. A sublayer for demapping of the re-
transmission request is provided which transfers the se-
quence number identified for retransmission to the queu-
ing and forwarding entity in order to start the retransmit-
ting of the data units which are identified as corruptly
received.

[0051] Itis to be noted that the layer model shown in
Fig. 7 is only one of many examples of implementing
retransmission as described above in a layer model.
Therefore, other embodiments provide other layer mod-
els for implementing the retransmission at other sublay-
ers, for example at the PMS-TC layer.

While Fig. 7 shows one embodiment witha PMS-TC layer
for Ethernet packets, it may be noted that other layer
models may use a PMS-TC layer for ATM cells. In this
case, some modification may be provided. For example,
while in the PMS-TC layer for Ethernet packets the basic
retransmission unit may be a fragment of the Ethernet
packet or a plurality of fragments, for ATM cells the basic
retransmission unit may be an ATM cell or a plurality of
ATM cells.

Inthe above description, embodiments have been shown
and described herein enabling those skilled in the art in
sufficient detail to practice the teachings disclosed here-
in. Other embodiments may be utilized and derived there
from, such that structural and logical substitutions and
changes may be made without departing from the scope
of the appended claims.
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[0052] The terms "circuit" or "circuitry" used herein are
to be interpreted in a sense not only including hardware
but also software, firmware or any combinations thereof.
The term "data" may be interpreted to include any form
of representation such as an analog signal representa-
tion, a digital signal representation, a modulation onto
carrier signals etc. Furthermore the terms "coupled" or
"connected" may be interpreted in a broad sense not only
covering direct but also indirect coupling. The term "en-
tity" may in embodiments include any device, apparatus,
circuit, hardware, software, software modules, firmware,
firmware modules, chips or other semiconductors as well
as logical units or physical implementations of protocol
layers as well as parts of same. Furthermore, it is to be
noted that two or more entities may in embodiments be
implemented in a single device, single apparatus, single
circuit, single hardware, single software, single software
modules, single firmware, single firmware modules, sin-
gle chip as well as single logical units or physical imple-
mentations of protocol layers.

Claims
1. A method comprising:

generating at a DSL transmitter time-marker in-
formation for a data unit based on a sequence
numbering of a multicarrier symbol and/or a se-
quence numbering of a FEC codeword, wherein
the time-marker information indicates a current
pointoftime when the data unit crosses the gam-
ma interface arranged hierarchically directly un-
derneath a bonding sublayer;

storing the time-marker information at the DSL
transmitter;

transmitting the data unit from the DSL transmit-
ter to a DSL receiver;

transmitting a request for retransmission from
the DSL receiver to the DSL transmitter; and
based on the request, retransmitting the data
unit including the time-marker information from
the DSL transmitter to the DSL receiver, receiv-
ing at the bonding sublayer second data to be
transmitted, the bonding sublayer being provid-
ed for bonding of a first link and a second link;
distributing the data unit to a first processing
path associated with the first link and a further
data unit from the second data to a second
processing path associated with the second link;
providing a first time-marker information for the
data unit distributed to the first processing path
and providing a second time-marker information
for the further data unit distributed to the second
processing path;

transmitting the data unit and the further data
unit over the first and second link, respectively;
based on a request for retransmission on the
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first link, retransmitting the data unit including
the first time-marker information and

based on a request for retransmission on the
second link, retransmitting the further data unit
including the second time-marker information.

The method according to claim 1, wherein generat-
ing at the DSL transmitter time-marker information
includes generating time-marker information based
on an anticipated sequence number of a transmit
multicarrier symbol and/or an anticipated sequence
number of a FEC codeword.

The method according to claims 1 or 2, wherein the
generating of the time-marker information is initiated
at a sublayer hierarchically higher than the sublayer
which provides the timebase for the time-marker in-
formation.

The method according to claim 3, wherein the time-
base for the time-marker information is derived from
subsequent numbering of data bits, and/or subse-
quent numbering of multicarrier symbols and/or sub-
sequent numbering of FEC codewords.

A DSL transmitter device comprising:

a first entity configured to generate time-marker
information for a data unit based on a sequence
numbering of a transmit multicarrier symbol
and/or a sequence numbering of a FEC code-
word, wherein the time-marker information indi-
cates a current point of time when the data unit
crosses the gamma interface arranged hierar-
chically directly underneath a bonding sublayer;
a buffer to store the time-marker information at
the device;

a second entity configured to initiate transmis-
sion of the data unit over a subscriber line; and
a third entity configured toinitiate retransmission
of the data unit including the time-marker infor-
mation over the subscriber line based on a re-
quest for retransmission,

a bonding entity, the bonding entity being pro-
vided for bonding of a first link and a second link;
wherein the bonding entity is configured to dis-
tribute the data unit to a first processing path
associated with the first link and a further data
unitto a second processing path associated with
the second link;

wherein the first entity is configured to provide
a first time-marker information for the data unit
distributed to the first processing path and a sec-
ond time-marker information for the further data
unit distributed to the second processing path;
wherein the second entity is configured to initiate
transmission of the data unit and the further data
unit over the first and second link, respectively;
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and wherein the third entity is configured to ini-
tiate retransmitting the data unit including the
firsttime-marker information based on a request
for retransmission on the first link, and to initiate
retransmission of the further data unit including
the second time-marker information based on a
request for retransmission on the second link.

The device according to claim 5, wherein the device
is configured to initiate the generating of the time-
marker information based on the receiving of the da-
ta unit at a sublayer hierarchically higher than the
sublayer which provides the timebase for the time-
marker information, and wherein retransmission da-
ta units are multiplexed into the process flow be-
tween the hierarchically higher sublayer and the sub-
layer providing the timebase for the time-marker in-
formation.

The device according to claim 5 or 6, wherein a time-
base for the time-marker information is derived from
subsequent numbering of multicarrier transmit sym-
bols or from a subsequent numbering of FEC code-
words.

Patentanspriiche

Verfahren, das Folgendes umfasst:

Erzeugen an einem DSL-Sender von Zeitmar-
kierungsinformationen fiir eine Dateneinheit auf
Basis einer Sequenznummerierung eines Mehr-
trégersymbols und/oder einer Sequenznumme-
rierung eines FEC-Codeworts, wobei die Zeit-
markierungsinformationen einen aktuellen Zeit-
punkt, wenn die Dateneinheit die Gam-
maschnittstelle berquert, die hierarchisch di-
rekt unter einer Bondingunterschicht angeord-
net ist, anzeigen;

Speichern der Zeitmarkierungsinformationen
am DSL-Sender;

Ubertragen der Dateneinheit vom DSL-Sender
zu einem DSL-Empfanger;

Ubertragen einer Anforderung zur Neuiibertra-
gung vom DSL-Empfanger zum DSL-Sender
und

auf Basis der Anforderung Neulbertragen der
Dateneinheit, die die Zeitmarkierungsinformati-
onen beinhaltet, vom DSL-Sender zum DSL-
Empfanger,

Empfangen von zweiten zu Gbertragenden Da-
ten an der Bondingunterschicht, wobei die Bon-
dingunterschicht zum Bonden eines ersten
Links und eines zweiten Links bereitgestellt ist;
Verteilen der Dateneinheit an einen ersten Ver-
arbeitungspfad, der mit dem ersten Link ver-
knlpft ist, und einer zweiten Dateneinheit aus
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den zweiten Daten an einen zweiten Verarbei-
tungspfad, der mit dem zweiten Link verknipft
ist;

Bereitstellen einer ersten Zeitmarkierungsinfor-
mation flr die an den ersten Verarbeitungspfad
verteilte Dateneinheit und Bereitstellen einer
zweiten Zeitmarkierungsinformation fir die an
den zweiten Verarbeitungspfad verteilte weitere
Dateneinheit;

Ubertragen der Dateneinheit und der weiteren
Dateneinheit Uber den ersten bzw. den zweiten
Link;

auf Basis einer Anforderung zur Neulbertra-
gung auf dem ersten Link Neutbertragen der
Dateneinheit, die die erste Zeitmarkierungsin-
formation beinhaltet, und

auf Basis einer Anforderung zur Neulbertra-
gung auf dem zweiten Link Neulbertragen der
weiteren Dateneinheit, die die zweite Zeitmar-
kierungsinformation beinhaltet.

Verfahren nach Anspruch 1, wobei das Erzeugen
von Zeitmarkierungsinformationen am DSL-Sender
das Erzeugen von Zeitmarkierungsinformationen
auf Basis einer vorhergesehenen Sequenznummer
eines Mehrtréageribertragungssymbols und/oder ei-
ner vorhergesehenen Sequenznummer eines FEC-
Codeworts beinhaltet.

Verfahren nach Anspruch 1 oder 2, wobei das Er-
zeugen der Zeitmarkierungsinformationen an einer
Unterschichtinitiiert wird, die hierarchisch hdher liegt
als die Unterschicht, die die Zeitbasis fir die Zeit-
markierungsinformationen bereitstellt.

Verfahren nach Anspruch 3, wobei die Zeitbasis flir
die Zeitmarkierungsinformationen von einer nachfol-
genden Nummerierung von Datenbits und/oder ei-
ner nachfolgenden Nummerierung von Mehrtrager-
symbolen und/oder einer nachfolgenden Nummerie-
rung von FEC-Codewortern abgeleitet wird.

DSL-Sendevorrichtung, die Folgendes umfasst:

eine erste Entitat, die dazu ausgelegt ist, Zeit-
markierungsinformationen fiir eine Dateneinheit
auf Basis einer Sequenznummerierung eines
Mehrtrageriibertragungssymbols und/oder ei-
ner Sequenznummerierung eines FEC-Code-
worts zu erzeugen,

wobei die Zeitmarkierungsinformationen einen
aktuellen Zeitpunkt, wenn die Dateneinheit die
Gammaschnittstelle Uberquert, die hierarchisch
direkt unter einer Bondingunterschicht angeord-
net ist, anzeigen;

einen Puffer zum Speichern der Zeitmarkie-
rungsinformationen an der Vorrichtung;

eine zweite Entitat, die dazu ausgelegt ist, eine
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Ubertragung der Dateneinheit iiber eine Teil-
nehmerleitung zu initiieren; und

eine dritte Entitat, die dazu ausgelegtist, auf Ba-
sis einer Anforderung zur Neutbertragung eine
Neuulbertragung der Dateneinheit, die die Zeit-
markierungsinformationen beinhaltet, Gber die
Teilnehmerleitung zu initiieren,

eine Bondingentitat, wobei die Bondingentitat
zum Bonden eines ersten Links und eines zwei-
ten Links bereitgestellt ist;

wobei die Bondingentitdt dazu ausgelegt ist, die
Dateneinheit an einen ersten Verarbeitungs-
pfad, der mit dem ersten Link verknUpft ist, und
eine zweite Dateneinheit an einen zweiten Ver-
arbeitungspfad, der mit dem zweiten Link ver-
knlpft ist, zu verteilen;

wobei die erste Entitat dazu ausgelegt ist, eine
erste Zeitmarkierungsinformation fiir die an den
ersten Verarbeitungspfad verteilte Dateneinheit
und eine zweite Zeitmarkierungsinformation fiir
die an den zweiten Verarbeitungspfad verteilte
weitere Dateneinheit bereitzustellen;

wobei die zweite Entitat dazu ausgelegtist, eine
Ubertragung der Dateneinheit und der weiteren
Dateneinheit Gber den ersten bzw. den zweiten
Link zu initiileren;

und wobei die dritte Entitdt dazu ausgelegt ist,
eine Neuubertragung der Dateneinheit, die die
erste Zeitmarkierungsinformation beinhaltet,
auf Basis einer Anforderung zur Neuubertra-
gung auf dem ersten Link zu initiieren und eine
Neulbertragung der weiteren Dateneinheit, die
die zweite Zeitmarkierungsinformation beinhal-
tet, auf Basis einer Anforderung zur Neulber-
tragung auf dem zweiten Link zu initiieren.

Verfahren nach Anspruch 5, wobei die Vorrichtung
dazu ausgelegt ist, das Erzeugen der Zeitmarkie-
rungsinformationen auf Basis des Empfangens der
Dateneinheit auf einer Unterschicht, die hierarchisch
héher liegt als die Unterschicht, die die Zeitbasis fir
die Zeitmarkierungsinformationen bereitstellt, zu in-
itiieren, und wobei Neutbertragungsdateneinheiten
in den Prozessfluss zwischen der hierarchisch ho-
heren Unterschicht und der Unterschicht, die die
Zeitbasis fiir die Zeitmarkierungsinformationen be-
reitstellt, multiplexiert wird.

Vorrichtung nach Anspruch 5 oder 6, wobei eine Zeit-
basis fir die Zeitmarkierungsinformationen von ei-
ner nachfolgenden Nummerierung von Mehrtrager-
Ubertragungssymbolen oder von einer nachfolgen-
den Nummerierung von FEC-Codewdrtern abgelei-
tet wird.
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Revendications

1.

Procédé comprenant :

la génération sur un émetteur DSL d’informa-
tions de repére de temps pour une unité de don-
nées sur la base d’'une numérotation de séquen-
ce d’'un symbole a porteuses multiples et/ou
d’une numérotation de séquence d’un mot de
code FEC, dans lequel les informations de re-
pére de temps indiquent un point courant du
temps ou I'unité de données traverse l'interface
gamma disposée hiérarchiquement directe-
ment sous une sous-couche de liaison ;

la mémorisation des informations de repére de
temps sur I'émetteur DSL ;

la transmission de I'unité de données de I'émet-
teur DSL a un récepteur DSL ;

latransmission d’'une requéte de retransmission
du récepteur DSL a I'émetteur DSL ; et

sur la base de la requéte, la retransmission de
I'unité de données incluant les informations de
repére de temps de I'émetteur DSL au récepteur
DSL ;

la réception au niveau de la sous-couche de
liaison de secondes données a transmettre,

la sous-couche de liaison étant destinée a lier
une premiére liaison et une seconde liaison ;
la distribution de I'unité de données a un premier
trajet de traitement associé a la premiere liaison
et d’'une autre unité de données parmi les se-
condes données a un second trajet de traite-
ment associé a la seconde liaison ;

la fourniture de premiéres informations de repé-
re de temps pour I'unité de données distribuée
au premier trajet de traitement et la fourniture
de secondes informations de repére de temps
pour l'autre unité de données distribuée au se-
cond trajet de traitement ;

la transmission de l'unité de données et de
I'autre unité de données respectivement par le
biais de la premiére et de la seconde liaison ;
sur la base d’une requéte de retransmission sur
la premiére liaison, la retransmission de l'unité
de données incluant les premiéres informations
de repére de temps ; et

sur la base d’une requéte de retransmission sur
la seconde liaison, la retransmission de 'autre
unité de données incluant les secondes infor-
mations de repére de temps.

Procédé selon la revendication 1, dans lequel la gé-
nération sur 'émetteur DSL d’informations de repére
de temps inclut la génération d’informations de re-
pére de temps sur la base d’'une numérotation de
séquence anticipée d’un symbole a porteuses mul-
tiples de transmission et/ou d’'une numérotation de
séquence anticipée d’un mot de code FEC.
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Procédé selon la revendication 1 ou 2, dans lequel
la génération des informations de repére de temps
est initiée sur une sous-couche hiérarchiquement
supérieure a la sous-couche qui fournit la base tem-
porelle pour les informations de repére de temps.

Procédé selon la revendication 3, dans lequel la ba-
se temporelle pour les informations de repére de
temps est dérivée de la numérotation successive de
bits de données, et/ou de la numérotation successi-
ve de symboles a porteuses multiples et/ou de la
numérotation successive de mots de code FEC.

Dispositif émetteur DSL comprenant :

une premiére entité configurée pour générer des
informations de repére de temps pour une unité
de données sur la base d’'une numérotation de
séquence d’'un symbole a porteuses multiples
de transmission et/ou d’'une numérotation de sé-
quence d’'un mot de code FEC, dans lequel les
informations de repére de temps indiquent un
point courant du temps ou l'unité de données
traverse l'interface gamma disposée hiérarchi-
quement directement sous une sous-couche de
liaison ;

une mémoire tampon pour mémoriser les infor-
mations de repére de temps sur le dispositif ;
une deuxiéme entité configurée pour initier la
transmission de I'unité de données sur une ligne
d’abonnés ; et

une troisiéme entité configurée pour initier la re-
transmission de I'unité de données incluant les
informations de repére de temps sur la ligne
d’abonnés sur la base d'une requéte de
retransmission ;

une entité de liaison, I'entité de liaison étant des-
tinée a lier une premiere liaison et une seconde
liaison ;

danslequell’entité de liaison estconfigurée pour
distribuer I'unité de données a un premier trajet
de traitement associé a la premiére liaison et
une autre unité de données a un second trajet
de traitement associé a la seconde liaison ;
dans lequel la premiére entité est configurée
pour fournir des premiéeres informations de re-
pére de temps pour l'unité de données distri-
buée sur le premier trajet de traitement et des
secondes informations de repére de temps pour
I'autre unité de données distribuée sur le second
trajet de traitement ;

dans lequel la deuxiéme entité est configurée
pour initier la transmission de 'unité de données
et de l'autre unité de données respectivement
sur la premiére et la seconde liaison ;

et dans lequel la troisieme entité est configurée
pour initier la retransmission de I'unité de don-
nées incluant les premiéres informations de re-
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pére de temps sur la base d’une requéte de re-
transmission sur la premiére liaison, et pour ini-
tierlaretransmission de l'autre unité de données
incluantles secondes informations de repére de
temps sur la base d’'une requéte de retransmis-
sion sur la seconde liaison.

Dispositif selon la revendication 5, le dispositif étant
configuré pour initier la génération des informations
de repere de temps sur la base de la réception de
I'unité de données sur une sous-couche hiérarchi-
quement supérieure a la sous-couche qui fournit la
base temporelle pour les informations de repere de
temps, et dans lequel les unités de données de re-
transmission sont multiplexées dans le flux de pro-
cessus entre la sous-couche hiérarchiquement su-
périeure et la sous-couche fournissant la base tem-
porelle pour les informations de repére de temps.

Dispositif selon la revendication 5 ou 6, dans lequel
une base temporelle pour les informations de repére
de temps est dérivée d’'une numérotation successive
de symboles de transmission a porteuses multiples
ou d’une numérotation successive de mots de code
FEC.
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