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Description

[0001] The presentinvention refers to a locking hinge,
that is used in the field of frames for blinds, windows and
doors.

[0002] Nowadays, several accessories of this type are
marketed, but none of them has all requirements of this
device of the "locking hinge" type.

[0003] The common, currently known blind-stopper
frame has inconveniences such that it limits the opening
block only at the 180-degrees position, with the conse-
quentimpossibility of locking the wing if there are possible
obstacles present in the movement radius of the mobile
framework. Other problems of known frames are those
deriving from the scarcely safe assembly to be performed
in the external wall of a building, with the additional risk
of actuation by a user, that must project outwards in order
to lock or unlock the wing.

[0004] Document US-A-4506408 filed on 26 March
1985 in the name of Dwight C. Brown discloses a hinge
that comprises two main components, a female compo-
nent with shaped bush and a male component with
shaped pin. The relative movement of the female and
male components generates a lock of the hinge by elastic
interference of used materials: therefore, a clear limit of
such disclosure is that the fastening device composed
of such components operates by self-locking due to the
thrust force exerted on the hinge. This implies that the
hinge, once connected to the frame, has an effect of rel-
ative lock by interference of male and female compo-
nents, and not an actual lock. It is therefore clear how
such solution is particularly limiting. DE 468 660 disclos-
es alocking hinge having all the features of the preamble
of claim 1.

[0005] Therefore, objectofthe presentinventionis pro-
viding an innovative device of the "locking hinge" type
that solves the above-described inconveniences; in par-
ticular, object of the present invention is solving the com-
plex operations during installation, since it can be easily
applied from inside as a normal hinge in the framework
and in the wing of the frame, and has the peculiarity that,
upon need, it also acts as blind-stopper.

[0006] The inventive "locking hinge" is further able to
be used as window-locker, thereby also acting as open-
ing restrictor; moreover, when the internal window is
closed, it can also operate as anti-theft lock, guarantee-
ing another safety at home. Precisely, when the internal
frames are closed, it has the force of acting as side closing
point.

[0007] The use of the "locking hinge" as blind-stopper
allows locking the mobile framework in several positions,
from 0° to 180°, thereby choosing the most functional
and suitable position.

[0008] In particular, the "locking hinge" device is a set
of components that, once joined, allow locking the mobile
frameworks. Actually, the "locking hinge" device has an
original final destination being an accessory with several
applications: in the past, nobody ever thought of exploit-
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ing an hinge as blind-stopper but also, with further appli-
cations, such as window-stopper, opening restrictor, anti-
theft lock, internal food-locking device or swing-door
stopper, that need to be stopped in one or several posi-
tions, making it an original and unique accessory when
it operates.

[0009] The above and other objects and advantages
of the invention, as will appear from the following descrip-
tion, are obtained with alocking hinge as claimedin Claim
1. Preferred embodiments and non-trivial variations of
the present invention are claimed in the dependent
Claims.

[0010] It is intended that all enclosed claims are an
integral part of the present disclosure.

[0011] The present invention will be better described
by a preferred embodiment thereof, given as a non-lim-
iting example, with reference to the enclosed drawings,
in which:

- Figure 1is a schematic view of an example, not part
of the invention, of a locking hinge;

- Figure 2 is a perspective view of another example,
not part of the invention, of a locking hinge with de-
tails of its operation;

- Figure 3is an exploded perspective view of another
example, not part of the invention, of a locking hinge
applied to a frame;

- Figure 4 is a perspective view of another example,
not part of the invention, of a locking hinge in its op-
erating position; and

- Figure 5 is an exploded perspective view of a pre-
ferred embodiment of the locking hinge of the inven-
tion.

[0012] With reference to Figure 1, an example, not part
of the invention, of the "locking hinge" system made of
aluminium is of the type with two wings: therein the com-
ponent 1 is called latch male hinge with star-type pin 6,
the component 2 female hinge with star-type bush 7 that,
in the shown embodiment, is with 32 positions, and the
component 3 male hinge guide with on-off mechanism 5.
[0013] The functionalities that the example hinge al-
lows obtaining are performed due to the particular ar-
rangement of the pin 6, which, as can be well seen in
Figure 1, is composed of a part with a shaped cross sec-
tion (as a star with various tips, or with several geometric
shapes, as shown) operating as lock and a part with cir-
cular cross section (namely with a smooth cylindrical pin,
without tips or angles like in the lower part of the pin itself)
operating as guide, as can be seen in all embodiments
of Figures 1 to 5.

[0014] The component 3 is applied in the profile track
without performing works, due to the quick fastening sys-
tem 4; once locked, the component 1 is inserted inside
the component 3, making the guide a single object with
the latch male hinge. This allows performing the function
of strongly supporting the hinge onto the profile, but with
the function that, upon need, it can also operate as sliding
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latch through a spring-type ball that is inserted into one
of the two holes 5’ present in the component 3, thereby
allowing to keep the hinge open or closed.

[0015] In order to install the shown hinge, the mobile
framework is then blocked by actuating the component
1 withrecessed handle 8, guaranteeing an easy and com-
fortable use when operating for locking / unlocking the
"locking hinge".

[0016] The system has the feature of acting as latch,
with the purpose of actuating the male hinge 1 with star-
type pin 6 that gets restrained inside the bush of the fe-
male hinge 2 with a star outline 7, in this case with 32
positions, thereby allowing to stop in several points, from
0 to 16, and therefore under different gradations, from 0
to 180 degrees, in the point deemed as most functional.
The consequent locking of the mobile framework due to
the shape of the pin 6 and the bush 2 composing the
hinge can be made in several shapes: squared, hexag-
onal, octagonal and the like, or as a star with 16, 24 or
other possible tips (as shown in part 7A of Figure 1) only
aimed to set the most suitable positions.

[0017] Withreferenceto Figure 2, another example not
part of the invention, of hinge with two wings is provided
by a lever system where the component 1’ is called lever-
type latch male hinge 9 with star-type pin 6°, the compo-
nent 2’ female hinge with star-type bush 7, and the com-
ponent 10 hinge cover.

[0018] The components 1’ and 9, once joined, are ap-
plied in the profile track without performing works due to
the quick fastening system.

[0019] Also in this case, the functionalities that the ex-
ample hinge allows obtaining are performed due to the
particular arrangement of the pin 6’, which, as can be
well seenin Figure 2, is composed of a part with a shaped
cross section (as a star with various tips, or with several
geometric shapes, as shown) and a part with circular
cross section (namely with a smooth cylindrical pin, with-
out tips or angles like in the lower part of the pin itself).
This different arrangement of the external surface of the
pin 6’ allows it to operate as described above.

[0020] The operating mechanism is different with re-
spect to the first example, but, like the previous one, it
has been devised in order to facilitate the end user in
locking the mobile framework, by changing only the ac-
tuation with handling through a lever, by means of which,
actually, a stronger thrust is obtained in the closing and
opening movement of the "locking hinge" that, however,
limits its use with open mobile framework. Therefore, this
embodiment comprises only the functions of blind-stop-
per, window-stopper and internal doors stopper.

[0021] With reference to Figure 3, another example,
not part of the invention, of the hinge with two wings is
provided by a system of the cremone bolt type where the
component 1” is called male hinge with star-shaped pin
6”, the component 2" female hinge with star-shaped
bush 7”, the component 12 hinge-connecting plate, the
component 13 cremone bolt or bush-hammer for han-
dling band-type or rod-type ironmongery, and the com-
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ponent 10’ hinge cover.

[0022] The components 1” and 12 are applied in the
profile track without performing works due to the quick
fastening system.

[0023] Alsoin this embodiment, the functionalities that
the example hinge allows obtaining are performed due
to the particular arrangement of the pin 6", which, as can
be well seen in Figure 3, is composed of a part with a
shaped cross section (as a star with various tips, or with
several geometric shapes, as shown) and a part with
circular cross section (namely with a smooth cylindrical
pin, without tips or angles like in the lower part of the pin
itself). This different arrangement of the external surface
of the pin 6" allows it to operate as described above.
[0024] The operating mechanism is different with re-
spect to the first and the second examples. Also this has
been devised in order to facilitate the end user in locking
the mobile framework, and only the handling actuation
changes, since it must be directly made by the bush-
hammer or the cremone bolt 13 with which, actually, an
easy use is made when locking the wing, thereby simpli-
fying the on-off actuation operation.

[0025] With reference to Figure 4, another example,
not part of the invention is a hinge with three wings. This
system allows two simultaneous solutions: the first one
performs the function of a normal hinge, the second one
performs the lock of the mobile framework.

[0026] The component 1 is called latch hinge with
star-shaped pin 67, the component 14 on-off driving
block, the component 15 male hinge, the component 2™
female hinge with star-shaped bush 7, the component
16 rounded pin, and the component 17 socket head
screw dowel.

[0027] The component 1’”, once joined to the compo-
nent 14, is applied in the profile track without performing
works; once having obtained its position, the block 14 is
fixed by acting on the pre-assembled dowel with a socket
head screw key 2,5 thereby allowing the open/closed (on-
off) operation of the latch mechanism. The component
15, male hinge, operates as a normal hinge keeping the
framework strongly onto the wing 2’”, while the compo-
nent 6’”, called "star-type pin", starts operating when the
component 14 is closed (off), thereby allowing to block
the wind through its engagement inside the component
"female hinge" 2’” that, due to the star-shaped bush 7",
allows positions in different points, and therefore different
degrees.

[0028] The component 17 called "socket head screw
dowel" allows locking the pin 6’ making it an anti-theft
device and, in case of need, allows separating the wing
from the framework of the frame without disassembling
the hinge, by simply withdrawing the pin 6.

[0029] Also in this case, the functionalities that the ex-
ample hinge allows obtaining are performed due to the
particular arrangement of the pin 6™, which, as can be
wellseenin Figure 4, is composed of a part with a shaped
cross section (as a star with various tips, or with several
geometric shapes, as shown) and a part with circular
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cross section (namely with a smooth cylindrical pin, with-
out tips or angles like in the lower part of the pin itself).
This different arrangement of the external surface of the
pin 6’ allows it to operate as described above.

[0030] With reference to Figure 5, an embodiment is
shown of the "locking hinge" device, being a self-locking
system, in which the component 1”” is called male hinge
with half-moon shaped pin 90 of the latch type, equipped
with an external concentric pin 91, that allows the hinge
to operate as normal hinge. The component 2", called
female hinge, with independent bush 50 with a half-moon
70 inside that is recessed with respect thereto, is com-
posed of a mechanism 25 for adjusting the angle of the
stop position recessed in the bush, in order to allow the
screw 26 placed on the neck of the hinge to lock the
rotation of the bush 50.

[0031] The self-locking hinge device is actuated due
to a spring 100 present inside the male hinge 1””: such
spring 100 allows the pin 90 to be extended and locked
inside the bush 50. This happens when the two halves
are mutually axial, and therefore while the hinge performs
the end of the rotation by being blocked. The hinge, and
therefore also the wing, is unlocked, and this could also
occur through a handle (not shown) connected to the pin
90, guaranteeing an easy and comfortable use in the
unlocking actuation of the "locking hinge".

[0032] In this case, the functionalities that the inventive
hinge allows obtaining are performed due to the particular
arrangement of the pin 90, which, as can be well seenin
Figure 5, is composed of a part with a half-moon shaped
cross section and a part 91 with circular cross section
(namely with a smooth cylindrical pin). This different ar-
rangement of the external surface of the pin 90 allows it
to operate as described above.

[0033] The system has the feature that the hinge pin
automatically operates, with the function of actuating the
half-moon shaped pin 90 of the male hinge 1", that gets
restrained inside the bush 50 of the female hinge 2””
thereby allowing a stop in a certain point, but with the
chance of adjusting the stop in different gradations from
0 to 180 degrees, in the point deemed as most functional
due to the independent bush 50, adjustable inside the
hinge 2”” by the bush-screw 25, 26 device.

[0034] Adifferentshape or position of the devices form-
ing the self-locking hinge can anyway be found without
departing from the present inventive concept of blind-,
window- and door-stopper as defined in the appended
claims.

[0035] The embodiment does not include specific
measures and can be made for every family of profiles,
with its specific characteristics, keeping unchanged the
functions of the "locking hinge".

[0036] The inventive hinge is preferably made of alu-
minium, or steel, or iron, or plastics, or brass.

[0037] The listed examples and the embodiment show
thatthe "locking hinge" system can be made with different
geometric configurations and can be adapted, regarding
both shape and sizes, to any swing-door opening but,
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according to claim 1, it is foreseen that the final concept
always remains the same, namely being able to block
and/or stop and/or lock the mobile framework in its pre-
ferred position.

Claims

1. Hinge adapted to allow locking mobile frameworks
and to operate as blind-stopper, window-stopper,
opening restrictor, anti-theft device, door-stopper,
said hinge being composed of a male hinge compo-
nent (1”’) and a female hinge component (2"”)
adapted to be operatively coupled with said male
hinge component (1), said male hinge component
(1) being equipped with a pin (90, 91) composed
of a part with external shaped surface (90) operating
as lock, and a part with external smooth surface (91)
operating as guide, said female hinge component
(2”) being equipped with a bush (50) shaped in or-
der to allow, through coupling with the shaped part
of said pin (90, 91), an on-off latchtype movement
of the hinge with consequent locking of the mobile
framework in a plurality of positions in a rotation
range from 0° to 180° of the mobile framework
around the hinge, the self-locking hinge being actu-
ated due to a spring (100) present inside the male
hinge (1""), the hinge being blocked while performing
the end of the rotation since the hinge pin (90,91)
operates automatically, said spring having the func-
tion of actuating the pin (90, 91) of the male hinge
(17”) that gets restrained inside the bush (70) of the
female hinge (2””") thereby allowing a stop in a certain
point, characterised in that said male hinge (1") is
equipped with said pin (90, 91), whose external
shaped surface (90) is half-moon shaped and whose
external smooth surface (91) is concentric allowing
the hinge to operate as normal hinge, said bush (50)
of said female hinge (2””) being independent and
having a half-moon (70) inside that is recessed with
respect thereto, the bush further being provided with
a recess (25) for adjusting the angle of the stop po-
sition, in order to allow a screw (26) placed on the
neck of the female hinge (2’) to block the rotation
of the bush (50) by engaging said recess (25), said
spring (100) allowing the pin (90, 91) to be extended
and blocked inside the bush (50) when the two halves
are mutually axial, the stop position being adapted
to be adjusted in different gradations from 0 to 180
degrees, in the point deemed as most functional due
to the independent bush (50), adjustable inside the
female hinge (2””) by the bush-screw (25, 26) ar-
rangement.

2. Hinge according to claim 1, characterised in that it
is made of aluminium, or steel, or iron, or plastics,
or brass.
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3. Hinge according to claim 1, characterised in that it
is of the type with two wings (1", 2™").

4. Hinge according to any one of the previous claims,
characterised in that it is further equipped with a
hinge cover (10).

Patentanspriiche

1. Scharnier, das dazu dient, die Blockierung von be-

weglichen Rahmengestellen zu ermdéglichen und als
Jalousiehalter, Fensterfeststeller, Offnungsschutz,
Diebstahlschutz, Tiurhalter zu funktionieren, das ge-
nannte Scharnier besteht aus einem AuRenschar-
nier (1"") und einem Innenscharnier (2""), das dazu
dient, operativ mit dem genannten Bestandteil des
AuBenscharniers (1™) verbunden zu werden, das
genannte Bestandteil des AuRenscharniers (1") ist
mit einem Bolzen (90, 91) ausgestattet, der einer-
seits aus einer geformten AulRenflache (90), die als
Schloss funktioniert, und einerseits aus einer glatten
AuBenflache (91) besteht, die als Fiihrung dient, das
genannte Bestandteil des Innenscharniers (2") ist
mit einer geformten Buchse (50) ausgestattet, um
durch die Verbindung mit dem geformten Teil des
genannten Bolzens (90, 91) eine on-off-Bewegung
der Verankerung des Scharniers mit darauf folgen-
der Blockierung des beweglichen Rahmengestells
in zahlreichen Positionen in einem Drehbereich von
0° bis 180° am Scharnier zu ermdglichen, das selbst-
blockierende Scharnier wird durch eine Feder (100)
angetrieben, die im AuRenscharnier (1") enthalten
ist, wahrend das Scharnier blockiert ist, fiihrt es das
Ende der Drehung aus, da der Scharnierbolzen (90,
91) automatisch funktioniert, die genannte Feder hat
die Funktion, den Bolzen (90, 91) des AufRenschar-
niers (1) zu aktivieren, der in der Buchse (70) des
Innenscharniers (2"") gebunden wird, sodass eine
Feststellung an einem bestimmten Punkt ermdglicht
wird, undist dadurch gekennzeichnetist, dass das
genannte AuRenscharnier (1"") mit dem genannten
Bolzen (90, 91) ausgestattet ist, dessen geformte
AuBenflache (90) eine Halbmondform hat, und des-
sen glatte AuRenflache (91) konzentrisch ist, und es
dem Scharnier ermdglicht, wie ein normales Schar-
nier zu funktionieren, die genannte Buchse (50) des
genannten Innenscharniers (2") ist unabhangig und
enthalt einen Halbmond (70), der im Verhaltnis zu
ihm hohl ist, die Buchse ist auRerdem mit einem
Hohlraum (25) ausgestattet, um den Winkel der Hal-
teposition einzustellen, um einer Schraube (26), die
am Hals des Innenscharniers (2"") angebracht ist,
zu ermdglichen, die Drehung der Buchse (50) durch
Spannen des genannten Hohlraums (25) zu blockie-
ren, die genannte Feder (100) ermdglicht dem Bol-
zen (90, 91), sich auszubreiten und in der Buchse
(50) blockiert zu werden, wenn die beiden Halften
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axial zueinander liegen, die Halteposition dient dazu,
in unterschiedlichen Gradationen von 0 bis 180° ein-
gestellt zu werden, und zwar an dem Punkt, der auf-
grund der unabhangigen Buchse (50), die im Innen-
scharnier (2"') durch die Buchsen-Schrauben-L&-
sung (25, 26) eingestellt werden kann, als zweck-
maRig betrachtet wird.

Scharnier gemal Patentanspruch 1, das dadurch
gekennzeichnet ist, dass es aus Aluminium oder
Stahl oder Eisen oder Kunststoff oder Messing be-
steht.

Scharnier gemal Patentanspruch 1, das dadurch
gekennzeichnet ist, dass es zwei Fligel hat (1™,
2IIII).

Scharnier gemaR einem beliebigen der vorherge-
henden Patentanspriiche, das dadurch gekenn-
zeichnet ist, dass es aullerdem mit einer Schar-
nierabdeckung (10) ausgestattet ist.

Revendications

Charniére apte a permettre le blocage de batis mo-
biles et opérer comme bloc-volet, bloc-fenétre, dis-
positif de limitation d’ouverture, dispositif antieffrac-
tion, bloc-porte, ladite charniére étant composée
d’'un composant de charniére male (1"™) et un com-
posant de charniere femelle (2"") apte a étre accou-
plé fonctionnellement au dit composant de charniére
male (1"), ledit composant de charniére male (1™)
étant doté d’un pivot (90, 91) composé d’une partie
avec surface conformée externe (90) opérant com-
me serrure, et une partie avec surface lisse externe
(91) fonctionnant comme glissiere, ledit composant
charniére femelle (2"") étant doté d’'une bague (50)
conformée de fagon a permettre, a travers le cou-
plage avec la partie conformée dudit pivot (90, 91),
un mouvement du type a accrochage on-off de la
charniére avec par conséquent blocage du bati mo-
bile en une pluralité de positions dans un champ de
rotation de 0° a 180° du bati mobile autour de la
charniére, la charniére autobloquant étant actionnée
a cause d’'un ressort (100) présent a l'intérieur de la
charniére male (1"), la charniére, tandis qu’elle est
bloquée, en exécutant la fin de la rotation étant don-
né que le pivot de charniere (90, 91) opére automa-
tiquement, ledit ressort ayant pour fonction d’action-
ner le pivot (90, 91) de la charniére méale (1"™) qui
est fixé a I'intérieur de la bague (70) de la charniere
femelle (2"") en permettant ainsi un arrét en un cer-
tain point, caractérisée par le fait que ladite char-
niere male (1") est dotée du dit pivot (90, 91), dont
la surface conformée externe (90) est en forme de
demi-lune et dont la surface lisse externe (91) est
concentrique, en permettant a la charniére d’opérer
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comme une charniére normale, ladite bague (50) de
ladite charniere femelle (2") étant indépendante et
ayantune demi-lune (70) al'intérieur qui est creusée
par rapport a celle-ci, la bague étant en outre dotée
d’une cavité (25) pour régler I'angle de la position
d’arrét, dansle butde permettre a une vis (26) placée
sur le col de la charniére femelle (2") de bloquer la
rotation de la bague (50) en engageant ladite cavité
(25), ledit ressort (100) en permettant au pivot (90,
91) d’étendre et se bloquer a l'intérieur de la bague
(50) quand les deux moitiés sont réciproquement
axiales, la position d’arrét étant apte a étre réglée
en degrés différentes de 0 a 180°, dans le point jugé
le plus fonctionnel a cause de la bague (50) indé-
pendant, réglable a l'intérieur de la charniére femelle
(2") de partie de la solution bague-vis (25, 26).

Charniere selon la revendication 1, caractérisée
par le fait d’étre faite d’aluminium, ou acier, ou fer,
ou plastique, ou laiton.

Charniere selon la revendication 1, caractérisée
par le fait d’étre du type a deux battants (1™, 2").

Charniére selon une quelconque des revendications
précédentes caractérisée par le fait d’étre en outre
dotée d’un couvre-charniéere (10).
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