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Description

Field of the Invention

[0001] The invention refers to joints extending in the
direction of the lateral edges of profile sheets used as
roofing, and to the profile sheet support in the ridge di-
rection. Specifically, the invention refers to profile sheets
produced out of sheet metal, having a certain design in
the ridge direction, i.e. profile sheets profiled in the trans-
verse direction. Additionally, the present invention refers
to a joint between profile sheets.

Background of the Invention

[0002] Profile sheets used as roofing almost exclusive-
ly comprise a design perpendicular to the ridge direction,
which, in this context is called longitudinal profiling. It
serves as a water track, a shape stiffening the profile
sheet, and/or a joint means in the joint between profile
sheets adjacent to each other in the ridge direction. This
longitudinal profiling often makes the profile sheet a so
called corrugated sheet comprising a plurality of folds
extending in a direction perpendicular to the ridge. Profile
sheets are often produced out of a reeled steel strip of
standard width. The achievable effective width will be
influenced by the selected profile design and the overlap
between adjacent profile sheets.
As is well known, overlapping of profile sheets, used for
roofing, adjacent to each other in the ridge direction, is
done such, that the lateral edges of profile sheets adja-
cent to each other in the ridge direction overlap at least
to the extent of one fold width. In other words, the outer-
most folds of adjacent profile sheets will be positioned
on top of each other, i.e. they overlap, whereby support
in the ridge direction between adjacent profile sheets and
a simple joint between the profile sheets will be obtained.
A disadvantage of this prior art solution, regarding the
achievable effective width, is the overlapping sheet ma-
terial used in the joint. Furthermore, the prior art sheets
and joints cause abrasion in the overlapping area of two
joined sheets.
[0003] Well known is also the transverse profiled profile
sheet, the transverse profiling having a shape, as the
roofing plane is viewed from above, constituting a straight
line in the ridge direction, i.e. the step of the profile sheet
being formed comprises no profiling in the edge direction
as the roofing plane is viewed from above. In this prior
art technology, a solution to said disadvantage has bee
attempted by forming the joint between profile sheets ad-
jacent to each other in the ridge direction in such a way,
that the profile sheets overlap just by less than half a fold
width. However, a disadvantage of this prior art technol-
ogy is, that, in this solution, the profile sheets’ support in
the ridge direction is poor, since the joints between ad-
jacent profile sheets provide little supporting effect. Thus,
support in the ridge direction of the profile sheets is based
exclusively on the shapes of the longitudinal profiling and

support provided by any fastening screws. This poor sup-
port of the profile sheet will cause abrasion in the joint
area. DE 297 00 208 U1 discloses a profile sheet com-
prising a fractional fold at a first lateral edge. This profile
sheet does not end at a second lateral edge in an essen-
tially complete fold.

Brief Description of the Invention

[0004] The object of this invention is to solve the dis-
advantages of the prior art solutions and to provide a
profile sheet and a joint between profile sheets having a
minimal overlap usage of sheet material while still pro-
viding notable support in the ridge direction for the profile
sheets in the joints between the profile sheets.
[0005] The object of the invention is achieved by
means of the profile sheet and the joint between profile
sheets according to the independent claims 1 and 11.
Preferred embodiments of the invention are presented
as objects of the dependent claims.
[0006] The invention is based on providing such a lon-
gitudinal profile design in the area of the lateral edges of
the profile sheet to a profile sheet comprising a transverse
profiling as the roofing plane is viewed from above, which
design enables overlapping of profile sheets adjacent to
each other in the ridge direction such, that the folds of
the longitudinal profile overlap just fractionally. Thus, a
wider effective width and an improved support in the ridge
direction of adjacent profile sheets are achieved.
[0007] The profile sheet forming a roof plane compris-
es upper and lower edges and first and second lateral
edges. The profile sheet according to the present inven-
tion further comprises a longitudinal profiling extending
in the direction of a first and a second lateral edge of the
profile sheet. The longitudinal profiling comprises folds
having two descent portions and a ridge portion between
the descent portions. The longitudinal profiling of the pro-
file sheet, at a second lateral edge in the lateral direction
of the profile sheet, ends in an essentially complete fold.
The longitudinal profiling, at a first lateral edge in the lat-
eral direction of the profile sheet, ends in an essentially
fractional fold. The fractional fold of the first lateral edge
comprises fractional ridge portion of a fold and just one
of the descent portions. The fractional fold is further pro-
vided with a water groove. The water groove is provided
to the fractional ridge portion of the fractional fold or be-
tween the descent portion and the fractional ridge in the
fractional fold. Two adjacent profile sheets are over-
lapped in the edge region for forming a joint such that
the complete fold of the second lateral edge of a profile
sheet is arranged over the fractional fold of the first lateral
edge of another profile sheet.
[0008] Surprisingly, in the invention, the observation
has been made, that a sufficient level of weather resil-
iency of the joint between adjacent profile sheets is
achieved with the fractional overlap when the profile
sheets are designed in the manner according to the in-
vention. On account of the transverse profiling design of
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the profile sheet, the joint between adjacent and over-
lapping profile sheets provides excellent ridge direction
support of the profile sheets, whereby potential move-
ment of the joint perpendicular to the ridge is minimized
and the conditions for decreasing the overlap of the joint
are improved. In addition, the design of the transverse
profiling of the overlapping profile sheets provides an ex-
cellent fixing effect during the mounting of adjacent profile
sheets. Furthermore, the design of the fractional fold with
the one descent portion and the fractional ridge portion
of fold provide increased effective width for the profile
sheet and also edge region with a good support in the
overlapping area. The water groove provided to the frac-
tional fold of the first lateral edge provides combined sup-
port effect to the joint area. Due to the above mentioned
the movement adjacent profile sheets relative to each
other is minimized in the joint area, and thus also abrasion
of the overlapped profile sheets is minimized.
[0009] According to the invention, the technical effec-
tive width of the profile sheets can be increased for the
same steel strip width, which, as a technical solution,
reduces the amount of sheet material used for the roofing
surface.

Brief Description of the Figures

[0010]

Figure 1 shows a profile sheet according to the in-
vention;
Figure 2 shows, in more detail, the shape of the trans-
verse profiling of a profile sheet according to the in-
vention;
Figure 3 shows a fractional fold at a first lateral edge
of a profile sheet according to the invention;
Figure 4 shows a joint between profile sheets ac-
cording to the invention; and
Figure 5 shows a front view in the direction of the
roofing plane of the longitudinal profiling of a profile
sheet according to the invention

Reference Numbers

[0011]

1 Profile sheet
2 First lateral edge
3 Second lateral edge
4 Longitudinal profiling
5 Upper edge
6 Lower edge
7 Transverse profiling
9 Roofing plane
10 First profile sheet
11 Second profile sheet
12 Fold
13 Fractional fold
14 Water track

15 Joint
16 Portion of the transverse profiling, extending es-

sentially in the direction of the lateral edges
17 Descent portion of a fold
18 Ridge portion
19 Fractional ridge portion
W1 Width of a fold
W2 Width of an incomplete fold
H Center line of a fold

Detailed Description of the Invention

[0012] Figure 1 shows a profile sheet 1 according to
the invention, comprising a longitudinal profiling 4, that
comprises folds 12, extending in the direction of a first
and a second lateral edge 2, 3, and a transverse profiling
7 with a design as the roofing plane 9 is viewed from
above, extending in the direction of the upper and lower
edge 5, 6. In other words, the transverse profiling 7 is not
straight, as the roofing plane 9 is viewed from above, but
comprises, for example, a wave-like shape. The profile
sheet according to the invention is formed out of sheet
metal, preferably out of coated sheet steel, with a thick-
ness of 0,4 - 1 mm.
[0013] A preferable shape of the longitudinal profiling
is shown in Figure 5, in which the longitudinal profiling 4
comprises upwards directed folds 12 ending, in the lateral
direction T of the profile sheet, in the folds’ descent por-
tions 17. Each fold 12 comprises two descent portions
17 and a ridge portion 18 between the descent portions
17. The ridge portion is substantially planar or only slightly
curved, as shown in figure 4. The substantially planar or
only slightly curved ridge portion extends thus substan-
tially in the direction of the roofing plane 9. The two de-
scent portions 17 and the substantially planar ridge por-
tion 18 form a shape corresponding design correspond-
ing the design of a roof tile. The longitudinal profiling is
extending in the direction of the lateral edges 2, 3. The
folds of the longitudinal profiling are preferably of identical
shape, with the exception of the lateral edges 2, 3 of the
profile sheet. The folds 12 of the longitudinal profiling
end, in the lateral direction T of the profile sheet, in a
certain way at the lateral edges of the profile sheets, since
the edge-most folds constitute the joint 15 between pro-
file sheets adjacent to each other in the ridge direction.
[0014] In the joint 15 between profile sheets 10, 11
adjacent to each other in the ridge direction of a roof,
shown in figure 4, one can see that, at the lateral edges
2, 3 of the profile sheet, the longitudinal profiling in the
lateral direction T of the profile sheet ends in such a way,
that, at the second lateral edge 3, the fold of the longitu-
dinal profiling is complete, comprising a full ridge portion
18 of the fold 12 and two descent portions 17 directed
downwards from the ridge portion 18 of the fold 12, of
which descent portions 17 one preferably constitutes the
second lateral edge 3 of the profile sheet.
[0015] At the first lateral edge 2, the fold 12 of the lon-
gitudinal profiling is a fractional fold 13, meaning that a
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fractional fold is incomplete. In other words, the fractional
fold 13 comprises a fractional ridge portion 19 of a fold
12 and just one of the descent portions 17 of the fold 12,
but not both. This descent portion 17 of the fold 12, lo-
cated at the first lateral edge 2, does not constitute the
first lateral edge 2 of the profile sheet, whereby the first
lateral edge 2 is formed by the fractional ridge portion 19
of the fold 12.
[0016] Preferably, the width W2 of the fractional fold
13 is less than half of the width W1 of a complete fold
12, i.e. W2<(W1/2), whereby, according to the invention,
a larger effective width is achieved with the same width
of the web. In other words, in the joint 15 between profile
sheets according to the invention, the fractional fold 13
does not extend past the center line H of the complete
fold 12. As shown in figure 4, the width of the fractional
ridge portion 19 of the fractional fold 13 may be less than
half of the width of the ridge portion 18 of a complete fold
12.
[0017] Preferably, the fractional fold 13 at the first lat-
eral edge 2 comprises a water track 14, which in a con-
trolled manner collects any capillary rising water. Most
preferably, the water track 14 is formed in the fractional
fold 13 such, that the water track 14 will not be located
right at the edge of the profile sheet, as is shown in Figure
4.
[0018] Figure 3 shows an embodiment of a fractional
fold 13 of a profile sheet according to the invention, in
which fold a water track 14 has been formed. In this em-
bodiment, the fractional fold 13 ends in the water track
14. In the joint between profile sheets, the descent portion
17 of the fractional fold 13 will be positioned tightly against
the lower surface of a complete fold 12 of the other profile
sheet.
[0019] According to the above mentioned the water
groove 14 extends in the direction substantially parallel
to the first lateral edge 2. The water groove 14 may be
provided between the first lateral edge 2 and the descent
portion 17 of the fractional fold 13. In one embodiment
the water groove 14 is provided to the fractional ridge
portion 19 of the fraction fold 13, as shown in figure 3. In
an alternative embodiment the water groove 14 is pro-
vided between the fractional ridge portion 19 and the de-
scent portion 17 fractional fold 13, that is to the corner
where the descent portion 17 changes to fractional ridge
portion 19, as shown in figure 4. Alternative it is also
possible to provide the water groove 14 to the descent
portion 17 such that the fractional fold 13 comprises a
portion rising upwards from the water track 14.
[0020] The water groove 14 provided to the fractional
fold 13, and especially to the fractional ridge portion or
between the fractional ridge portion 19 and the descent
portion 17, stiffens the fractional ridge portion of the frac-
tional fold 13 and at the same time collects capillary water
rising between the overlapped profile sheets. Therefore,
the water groove 14 may be used for stiffening the frac-
tional fold 12 and especially the fractional ridge portion
19 of the fractional fold 12.

[0021] In the joint 15 between profile sheets, according
to the invention, the profile sheets 10, 11 are overlapped
over an area less than half the width of a fold (W1) such,
that the complete fold 12 at the second lateral edge 3 of
the first profile sheet 10 is being laid on top of the essen-
tially fractional fold 13 at the first edge of the second
profile sheet 11. In other words: the size of the overlap
< (W1/2) for forming a joint 15 having width less than half
the width W1 of a complete fold 12.
[0022] Figure 2 shows a detail view of the shape of the
transverse profiling of a profile sheet 1 according to the
invention, said shape having a certain design as the roof-
ing plane 9 is viewed from above. In other words, in the
direction of the upper and lower edges 5, 6, as the roofing
plane is viewed from above, the shape of the transverse
profiling 7 is not straight, but it partly comprises a shape
in the direction of the lateral edges 2, 3, such as a wave-
like or angulated form. In other words, the wave-like form
of the transverse profiling 7, or, preferably, the wave-like
form of the transverse profiling 7 having a portion 16,
essentially parallel to the lateral edges 2, 3, will support
mutually overlapping profile sheets in the ridge direction
of a roof. The support reaction occurs in the joint between
profile sheets 1 adjacent to each other in the ridge direc-
tion, when two or more profile sheets 1 are joined together
in the ridge direction. This support will compensate for a
weakening of the support in the ridge direction, caused
by the partial overlap between profile sheets adjacent to
each other in the ridge direction. Most preferably, the
portion 16, essentially parallel to the lateral edges, of the
transverse profiling will be positioned at the descent por-
tions 17 of the folds 12 of the longitudinal profiling. Most
preferably, the portion 16, parallel to the lateral edges,
is straight as the roofing plane 9 is viewed from above,
and comprises a planar surface essentially perpendicular
to the roofing plane 9 for further improvement of the sup-
port in the ridge direction of a roof. In case several profile
sheets 1 are joined, one after each other, in a direction
transverse to the ridge direction, overlapping such, that
the profile sheets 1 overlap over an area between the
upper edge 5 and, in the direction of the lateral edges 2,
3, the first transverse profiling 7, counting from the upper
edge, of the lower profile sheet, a shape interlock is
formed between the profile sheets to be joined, which
interlock further prevents profile sheet movement in the
ridge direction.
[0023] The term transverse profiling designates the
profiling, or design, in the direction of the upper and lower
edge of the profile sheet. Preferably the transverse pro-
filing comprises one or more terraced step, or just step,
as shown in the figures. Preferably, the plane formed by
the steps is essentially perpendicular to the roofing sur-
face 9. The shape of the transverse profiling 7 is contig-
uous throughout the roofing plane 9, i.e. the terraced
steps are identical. According to the invention, between
the upper and lower edges 5, 6, there may be one or
more instances of transverse profiling 7. Preferably, the
lower edge 6 of the profile sheet comprises a design with
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a shape corresponding to the transverse profiling 7, i.e.
a terraced step, whereby it, by means of its lower edge
6, can connect to the first transverse profiling 7, i.e. ter-
raced step, as measured from the upper edge of the pro-
file sheet being installed below the previous profile sheet.
[0024] The roofing plane 9 of the roofing designates
the surface of the profile sheet 1, which is inclined, for
example, from the ridge of the roof in the roof angle di-
rection. The upper and lower edge 5, 6 of the profile sheet
designate the edges parallel to the ridge of the roof or of
the roofing surface. The first and second lateral edge 2,
3 of the profile sheet 1 are the edges extending at a right
angle to the ridge.
[0025] The profiling designates the design independ-
ent of the manner of manufacturing used. Preferably, the
longitudinal profiling is produced by roll forming and the
transverse profiling by pressing.
[0026] The design of the folds 12, having two descent
portions 17 and a substantially planar or only slightly
curved ridge portion 18, enables forming durable and
tight joints 15 between adjacent profile sheets. The frac-
tional fold 13 according to the present invention enables
efficient material use of the profile sheet. Furthermore,
providing the water groove 14 to the fractional fold 13
stiffens the fractional fold 13 and the joint 15 between
the adjacent profile sheets. The fractional fold 13 with
the water groove provides together with the design of the
folds 12, 13 a joint in which the abrasion between the
overlapped profile sheets is minimized. Especially, the
design of the fold 12, 13 and the water groove prevent
or at least alleviate the abrasion of the first lateral edge
2 underside of the fold 12 of an other profile sheet in the
joint 15 area.
[0027] To a person skilled in the art, it is obvious, that,
with developing technology, the basic idea of the inven-
tion can be implemented in a multitude of different ways.
Thus, the invention and its embodiments are not limited
to the examples described above, but rather, they can
vary within the scope of the patent claims.

Claims

1. A profile sheet (1) forming a roofing plane (9), said
profile sheet (1) comprising a longitudinal profiling
(4) extending in the direction of a first and a second
lateral edge (2, 3), the longitudinal profiling (4) com-
prising folds (12) having two descent portions (17)
and a ridge portion (18) between the descent por-
tions (17), and one or more transverse profiling (7),
extending in the direction of an upper and a lower
edge (5, 6), the one or more transverse profiling (7)
having a certain design as the roofing plane (9) is
viewed from above, the longitudinal profiling (4) of
the profile sheet (1), at a second lateral edge (3) in
the lateral direction (T) of the profile sheet (1), ends
in an essentially complete fold (12), and, at a first
lateral edge (2), in an essentially fractional fold (13),

for forming a joint (15) extending in the direction (L)
of the lateral edges of the profile sheets, wherein the
fractional fold (13) of the longitudinal profiling (4) at
the first lateral edge (2) is composed of a fractional
ridge portion (19) of a fold and just one of the descent
portions (17),
wherein the shape of the transverse profiling (7), ex-
tending in the direction of the upper and lower edge
(5, 6), is wave-like, as the roofing plane (9) is viewed
from above, and the shape of the transverse profiling
(7) is continuous throughout the roofing plane (9).

2. The profile sheet according to claim 1, character-
ized in, that the width (W2) of the fractional fold (13)
is less than half of the width (W1) of a complete fold
(12), and W2<(W1/2).

3. The profile sheet according to claim 1 or 2, charac-
terized in, that, at the second lateral edge (3), the
fold of the longitudinal profiling (4) is complete, com-
prising the ridge portion (18) of a complete fold (12)
and, extending downwards from the ridge portion
(18) of the complete fold (12), two descent portions
(17) of the fold, one descent portion (17) of which
constituting the second lateral edge (3) of the profile
sheet (1).

4. The profile sheet according to any one of claims 1
to 3, characterized in, that the width of the fractional
ridge portion (19) of the fractional fold (13) is less
than half of the width of the ridge portion (18) of a
complete fold (12).

5. The profile sheet according to claim 1, character-
ized in, that, as
viewing the roofing plane (9) from above, the shape
of the transverse profiling (7), extending in the direc-
tion of the upper and lower edge (5, 6), comprises
portions (16), essentially parallel to the lateral edges
(2, 3), for further improving the support in the ridge
direction of adjacent profile sheets.

6. The profile sheet according to claim 5, character-
ized in, that as
the roofing plane (9) is viewed from above, the shape
of the transverse profiling (7), extending in the direc-
tion of the upper and lower edge (5, 6), at the descent
portions (17) of the fold (12) of the longitudinal pro-
filing (4) running in the direction of the lateral edges,
comprises portions (16), essentially parallel to the
lateral edges (2, 3).

7. The profile sheet according to any one of the claims
1 - 6, characterized in, that the fractional fold (13)
comprises a water groove (14).

8. The profile sheet according to claim 7, character-
ized in, that the
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water groove (14) extends in the direction substan-
tially parallel to the first lateral edge (2).

9. The profile sheet according to Claim 8, character-
ized in, that the
water groove is provided between the first lateral
edge (2) and the descent portion (17) of the fractional
fold (13).

10. The profile sheet according to claim 7 or 8, charac-
terized in,
that the water groove (14) is provided to the frac-
tional ridge portion (19) of the fraction fold (13), or
that the water groove (14) is provided between the
fractional ridge portion (19) and the descent portion
(17) fractional fold (13).

11. A joint (15) between profile sheets (1), which profile
sheets (1) comprise a longitudinal profiling (4) ex-
tending in the direction of a first and a second lateral
edge (2, 3), the longitudinal profiling (4) comprising
folds (12) having two descent portions (17) and a
ridge portion (18) between the descent portions (17),
and one or more transverse profiling (7), extending
in the direction of an upper and a lower edge (5, 6),
the one or more transverse profiling (7) having a cer-
tain design as the roofing plane (9) is viewed from
above, the longitudinal profiling (4) of the profile
sheet (1), at a second lateral edge (3) in the lateral
direction (T) of the profile sheet (1), ends in an es-
sentially complete fold (12), and, at a first lateral edge
(2), in an essentially fractional fold (13), in which joint
(15) the profile sheets (10, 11) overlap on top of each
other in the area of the joint between the lateral edges
(2, 3) of adjacent profile sheets, the profile sheets
(10, 11) being overlapped over an area less than half
the width (W1) of a fold (12) such, that the complete
fold (12) located at the second lateral edge (3) of the
first profile sheet (10) will be positioned on top of the
essentially fractional fold (13) located at the first lat-
eral edge (2) of the second profile sheet (11), wherein
the fractional fold (13) of the longitudinal profiling (4)
at the first lateral edge (2) is composed of a fractional
ridge portion (19) of a fold and just one of the descent
portions (17) for forming a joint (15) having width less
than half the width (W1) of a fold (12),
wherein the shape of the transverse profiling (7), ex-
tending in the direction of the upper and lower edge
(5, 6), is wave-like, as the roofing plane (9) is viewed
from above, and the shape of the transverse profiling
(7) is continuous throughout the roofing plane (9).

12. The joint (15) according to claim 11, characterized
in, that, as
viewing the roofing plane (9) from above, the shape
of the transverse profiling (7), extending in the direc-
tion of the upper and lower edge (5, 6) of the profile
sheets, comprises portions (16) extending essential-

ly parallel to the lateral edges (2, 3) for further im-
proving the support in the ridge direction of adjacent
profile sheets.

13. The joint (15) according to claim 11 or 12, charac-
terized in, that
the fractional fold (13) comprises a water groove
(14).

14. The joint (15) according to claim 13, characterized
in, that the
water groove (14) extends in the direction substan-
tially parallel to the first lateral edge (2).

15. The joint (15) according to claim 13 or 14, charac-
terized in, that
the water groove (14) is provided between the first
lateral edge (2) and the descent portion (17) of the
fractional fold (13).

16. The joint (15) according to claim 15, characterized
in, that the
water groove (14) is provided to the fractional ridge
portion (19) of the fraction fold (13), or that the water
groove (14) is provided between the fractional ridge
portion (19) and the descent portion (17) fractional
fold (13).

Patentansprüche

1. Profilblech (1), das eine Dachebene (9) ausbildet,
wobei das Profilblech (1) umfasst:

eine Längsprofilierung (4), die sich in Richtung
einer ersten und einer zweiten Seitenkante (2,
3) erstreckt, wobei die Längsprofilierung (4) Fal-
ze (12) mit zwei abfallenden Abschnitten (17)
und einem Stegabschnitt (18) zwischen den ab-
fallenden Abschnitten (17) umfasst, und eine
oder mehrere Querprofilierungen (7), die sich in
Richtung einer oberen und einer unteren Kante
(5, 6) erstrecken, wobei die eine oder die meh-
reren Querprofilierungen (7) bei Draufsicht auf
die Dachebene (9) eine bestimmte Gestalt auf-
weisen, die Längsprofilierungen (4) des Profil-
blechs (1) an einer zweiten Seitenkante (3) in
Seitenrichtung (T) des Profilblechs (1) in einem
im Wesentlichen kompletten Falz (12) und an
einer ersten Seitenkante (2) in einem im We-
sentlichen partiellen Falz (13) enden, um eine
Verbindungsstelle (15) auszubilden, die sich in
der Richtung (L) der Seitenkanten der Profilble-
che erstreckt, wobei der partielle Falz (13) der
Längsprofilierung (4) an der ersten Seitenkante
(2) aus einem partiellen Stegabschnitt (19) ei-
nes Falzes und nur einem der abfallenden Ab-
schnitte (17) besteht,
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wobei die Form der Querprofilierung (7), die sich
in Richtung der oberen und unteren Kante (5, 6)
erstreckt, bei Draufsicht auf die Dachebene (9)
wellenartig ist und die Form der Querprofilierung
(7) über die gesamte Dachebene (9) kontinuier-
lich ist.

2. Profilblech nach Anspruch 1, dadurch gekenn-
zeichnet, dass die Breite (W2) des partiellen Falzes
(13) kleiner ist als die Hälfte der Breite (W1) eines
kompletten Falzes (12), und W2<(W1/2).

3. Profilblech nach Anspruch 1 oder 2, dadurch ge-
kennzeichnet, dass an der zweiten Seitenkante (3)
der Falz der Längsprofilierung (4) komplett ist, um-
fassend: den Stegabschnitt (18) eines kompletten
Falzes (12) und zwei abfallende Abschnitte (17) des
Falzes, die sich ausgehend vom Stegabschnitt (18)
des kompletten Falzes (12) nach unten erstrecken,
wobei ein abfallender Abschnitt (17) der beiden die
zweite Seitenkante (3) des Profilblechs (1) darstellt.

4. Profilblech nach einem der Ansprüche 1 bis 3, da-
durch gekennzeichnet, dass die Breite des parti-
ellen Stegabschnitts (19) des partiellen Falzes (13)
kleiner ist als die Hälfte der Breite des Stegabschnitts
(18) eines kompletten Falzes (12).

5. Profilblech nach Anspruch 1, dadurch gekenn-
zeichnet, dass bei Draufsicht auf die Dachebene
(9) die Form der Querprofilierung (7), die sich in Rich-
tung der oberen und unteren Kante (5, 6) erstreckt,
Abschnitte (16) umfasst, die im Wesentlichen paral-
lel zu den Seitenkanten (2, 3) sind, um die Auflage
in der Stegrichtung benachbarter Profilbleche weiter
zu verbessern.

6. Profilblech nach Anspruch 5, dadurch gekenn-
zeichnet, dass bei Draufsicht auf die Dachebene
(9) die Form der Querprofilierung (7), die sich in Rich-
tung der oberen und unteren Kante (5, 6) erstreckt,
an den abfallenden Abschnitten (17) des in Richtung
der Seitenkanten verlaufenden Falzes (12) der
Längsprofilierung (4) Abschnitte (16) umfasst, die im
Wesentlichen parallel zu den Seitenkanten (2, 3)
sind.

7. Profilblech nach einem der Ansprüche 1 bis 6, da-
durch gekennzeichnet, dass der partielle Falz (13)
eine Wasserrille (14) umfasst.

8. Profilblech nach Anspruch 7, dadurch gekenn-
zeichnet, dass die Wasserrille (14) sich in der Rich-
tung erstreckt, die im Wesentlichen parallel zur ers-
ten Seitenkante (2) ist.

9. Profilblech nach Anspruch 8, dadurch gekenn-
zeichnet, dass die Wasserrille zwischen der ersten

Seitenkante (2) und dem abfallenden Abschnitt (17)
des partiellen Falzes (13) vorgesehen ist.

10. Profilblech nach Anspruch 7 oder 8, dadurch ge-
kennzeichnet, dass die Wasserrille (14) am parti-
ellen Stegabschnitt (19) des partiellen Falzes (13)
vorgesehen ist oder dass die Wasserrille (14) zwi-
schen dem partiellen Stegabschnitt (19) und dem
abfallenden Abschnitt (17) des partiellen Falzes (13)
vorgesehen ist.

11. Verbindungsstelle (15) zwischen Profilblechen (1),
wobei die Profilbleche (1) umfassen: eine Längspro-
filierung (4), die sich in Richtung einer ersten und
einer zweiten Seitenkante (2, 3) erstreckt, wobei die
Längsprofilierung (4) Falze (12) mit zwei abfallenden
Abschnitten (17) und einem Stegabschnitt (18) zwi-
schen den abfallenden Abschnitten (17) umfasst,
und eine oder mehrere Querprofilierungen (7), die
sich in Richtung einer oberen und einer unteren Kan-
te (5, 6) erstrecken, wobei die eine oder die mehreren
Querprofilierungen (7) bei Draufsicht auf die Dache-
bene (9) eine bestimmte Gestalt aufweisen, die
Längsprofilierung (4) des Profilblechs (1) an einer
zweiten Seitenkante (3) in Seitenrichtung (T) des
Profilblechs (1) in einem im Wesentlichen komplet-
ten Falz (12) und an einer ersten Seitenkante (2) in
einem im Wesentlichen partiellen Falz (13) endet,
wobei in der Verbindungsstelle (15) die Profilbleche
(10, 11) einander im Bereich der Verbindungsstelle
zwischen den Seitenkanten (2, 3) benachbarter Pro-
filbleche überlappen, wobei die Profilbleche (10, 11)
einander in einer Fläche überlappen, die kleiner ist
als die Hälfte der Breite (W1) eines Falzes (12), so
dass der an der zweiten Seitenkante (3) des ersten
Profilblechs (10) befindliche komplette Falz (12) auf
dem an der ersten Seitenkante (2) des zweiten Pro-
filblechs (11) befindlichen im Wesentlichen partiellen
Falz (13) oben aufliegt, wobei der partielle Falz (13)
der Längsprofilierung (4) an der ersten Seitenkante
(2) aus einem partiellen Stegabschnitt (19) eines Fal-
zes und nur einem der abfallenden Abschnitte (17)
besteht, um eine Verbindungsstelle (15) mit einer
Breite kleiner als die Hälfte der Breite (W1) eines
Falzes (12) auszubilden,
wobei die Form der Querprofilierung (7), die sich in
der Richtung der oberen und unteren Kante (5, 6)
erstreckt, bei Draufsicht auf die Dachebene (9) wel-
lenartig ist und die Form der Querprofilierung (7)
über die gesamte Dachebene (9) kontinuierlich ist.

12. Verbindungsstelle (15) nach Anspruch 11, dadurch
gekennzeichnet, dass bei Draufsicht auf die
Dachebene (9) die Form der Querprofilierung (7),
die sich in Richtung der oberen und unteren Kante
(5, 6) der Profilbleche erstreckt, Abschnitte (16) um-
fasst, die im Wesentlichen parallel zu den Seiten-
kanten (2, 3) sind, um die Auflage in der Stegrichtung
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benachbarter Profilbleche weiter zu verbessern.

13. Verbindungsstelle (15) nach Anspruch 11 oder 12,
dadurch gekennzeichnet, dass der partielle Falz
(13) eine Wasserrille (14) umfasst.

14. Verbindungsstelle (15) nach Anspruch 13, dadurch
gekennzeichnet, dass die Wasserrille (14) sich in
der Richtung erstreckt, die im Wesentlichen parallel
zur ersten Seitenkante (2) ist.

15. Verbindungsstelle (15) nach Anspruch 13 oder 14,
dadurch gekennzeichnet, dass die Wasserrille
(14) zwischen der ersten Seitenkante (2) und dem
abfallenden Abschnitt (17) des partiellen Falzes (13)
vorgesehen ist.

16. Verbindungsstelle (15) nach Anspruch 15, dadurch
gekennzeichnet, dass die Wasserrille (14) am par-
tiellen Stegabschnitt (19) des partiellen Falzes (13)
vorgesehen ist oder dass die Wasserrille (14) zwi-
schen dem partiellen Stegabschnitt (19) und dem
abfallenden Abschnitt (17) des partiellen Falzes (13)
vorgesehen ist.

Revendications

1. Tôle profilée (1) formant un plan de toiture (9), ladite
tôle profilée (1) comprenant :

un profilage longitudinal (4) s’étendant dans le
sens d’un premier et d’un deuxième bords laté-
raux (2, 3), ledit profilage longitudinal (4) com-
prenant des plis (12) ayant deux parties descen-
dantes (17) et une partie dorsale (18) entre les
parties descendantes (17), et un ou plusieurs
profilages transversaux (7) s’étendant dans le
sens de bords supérieur et inférieur (5, 6), ledit
un ou lesdits plusieurs profilages transversaux
(7) présentant une certaine forme, en vue de
dessus du plan de toiture (9), lesdits profilages
longitudinaux (4) de la tôle profilée (1) se termi-
nant en un pli essentiellement entier (12) à un
deuxième bord latéral (3) en sens latéral (T) de
la tôle profilée (1) et en un pli essentiellement
fractionnaire (13) à un premier bord latéral (2)
pour former un joint (15) qui s’étend dans le sens
(L) des bords latéraux des tôles profilées, le pli
fractionnaire (13) du profilage longitudinal (4) au
premier bord latéral (2) étant composé d’une
partie dorsale fractionnaire (19) d’un pli et de
seulement l’une des parties descendantes (17),
la forme, en vue de dessus du plan de toiture
(9), du profilage transversal (7), qui s’étend dans
le sens des bords supérieur et inférieur (5, 6),
étant ondulée et la forme du profilage transver-
sal (7) étant continue sur l’ensemble du plan de

toiture (9).

2. Tôle profilée selon la revendication 1, caractérisée
en ce que la largeur (W2) du pli fractionnaire (13)
étant inférieure à la moitié de la largeur (W1) d’un
pli entier (12), et W2<(W1/2).

3. Tôle profilée selon la revendication 1 ou 2, caracté-
risée en ce que le pli du profilage longitudinal (4)
au deuxième bord latéral (3) est entier, comprenant :
la partie dorsale (18) d’un pli entier (12) et deux par-
ties descendantes (17) du pli qui s’étendent depuis
la partie dorsale (18) du pli entier (12) vers le bas,
l’une des deux parties descendantes (17) consti-
tuant le deuxième bord latéral (3) de la tôle profilée
(1).

4. Tôle profilée selon l’une des revendications 1 à 3,
caractérisée en ce que la largeur de la partie dor-
sale fractionnaire (19) du pli fractionnaire (13) est
inférieure à la moitié de la largeur de la partie dorsale
(18) d’un pli entier (12).

5. Tôle profilée selon la revendication 1, caractérisée
en ce que la forme, en vue de dessus du plan de
toiture (9), du profilage transversal (7), qui s’étend
dans le sens des bords supérieur et inférieur (5, 6),
comprend des portions (16) essentiellement paral-
lèles aux bords latéraux (2, 3) destinées à améliorer
encore l’appui dans le sens dorsal des tôles profilées
adjacentes.

6. Tôle profilée selon la revendication 5, caractérisée
en ce que la forme, en vue de dessus du plan de
toiture (9), du profilage transversal (7), qui s’étend
dans le sens des bords supérieur et inférieur (5, 6),
comprend, aux parties descendantes (17) du pli (12)
du profilage longitudinal (4) s’étendant dans le sens
des bords latéraux, des portions (16) essentielle-
ment parallèles aux bords latéraux (2, 3).

7. Tôle profilée selon l’une des revendications 1 à 6,
caractérisée en ce que le pli fractionnaire (13) com-
prend une rainure d’eau (14).

8. Tôle profilée selon la revendication 7, caractérisée
en ce que la rainure d’eau (14) s’étend dans le sens
essentiellement parallèle au premier bord latéral (2).

9. Tôle profilée selon la revendication 8, caractérisée
en ce que la rainure d’eau est prévue entre le pre-
mier bord latéral (2) et la partie descendante (17) du
pli fractionnaire (13).

10. Tôle profilée selon la revendication 7 ou 8, caracté-
risée en ce que la rainure d’eau (14) est prévue à
la partie dorsale fractionnaire (19) du pli fractionnaire
(13) ou que la rainure d’eau (14) est prévue entre la
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partie dorsale fractionnaire (19) et la partie descen-
dante (17) du pli fractionnaire (13).

11. Joint (15) entre des tôles profilées (1), lesdites tôles
profilées (1) comprenant : un profilage longitudinal
(4) s’étendant dans le sens d’un premier et d’un
deuxième bords latéraux (2, 3), ledit profilage longi-
tudinal (4) comprenant des plis (12) ayant deux par-
ties descendantes (17) et une partie dorsale (18) en-
tre les parties descendantes (17), et un ou plusieurs
profilages transversaux (7) s’étendant dans le sens
de bords supérieur et inférieur (5, 6), ledit un ou les-
dits plusieurs profilages transversaux (7) présentant
une certaine forme, en vue de dessus du plan de
toiture (9), ledit profilage longitudinal (4) de la tôle
profilée (1) se terminant en un pli essentiellement
entier (12) à un deuxième bord latéral (3) en sens
latéral (T) de la tôle profilée (1) et en un pli essen-
tiellement fractionnaire (13) à un premier bord latéral
(2), lesdites tôles profilées (10, 11) dans ledit joint
(15) se chevauchant les unes les autres dans la zone
du joint entre les bord latéraux (2, 3) des tôles pro-
filées adjacentes, lesdites tôles profilées (10, 11) se
chevauchant dans une zone plus petite que la moitié
de la largeur (W1) d’un pli (12), de sorte que le pli
entier (12) situé au deuxième bord latéral (3) de la
première tôle profilée (10) soit positionné sur le des-
sus du pli essentiellement fractionnaire (13) situé au
premier bord latéral (2) de la seconde tôle profilée
(11), ledit pli fractionnaire (13) du profilage longitu-
dinal (4) au premier bord latéral (2) étant composé
d’une partie dorsale fractionnaire (19) d’un pli et de
seulement l’une des parties descendantes (17), pour
former un joint (15) ayant une largeur inférieure à la
moitié de la largeur (W1) d’un pli (12),
la forme, en vue de dessus du plan de toiture (9),
dudit profilage transversal (7), qui s’étend dans le
sens des bords supérieur et inférieur (5, 6), étant
ondulée et la forme du profilage transversal (7) étant
continue sur l’ensemble du plan de toiture (9).

12. Joint (15) selon la revendication 11, caractérisé en
ce que la forme, en vue de dessus du plan de toiture
(9), du profilage transversal (7), qui s’étend dans le
sens des bords supérieur et inférieur (5, 6) des tôles
profilées, comprend des portions (16) essentielle-
ment parallèles aux bords latéraux (2, 3) destinées
à améliorer encore l’appui dans le sens dorsal des
tôles profilées adjacentes.

13. Joint (15) selon la revendication 11 ou 12, caracté-
risé en ce que le pli fractionnaire (13) comprend une
rainure d’eau (14).

14. Joint (15) selon la revendication 13, caractérisé en
ce que la rainure d’eau (14) s’étend dans le sens
essentiellement parallèle au premier bord latéral (2).

15. Joint (15) selon la revendication 13 ou 14, caracté-
risé en ce que la rainure d’eau (14) est prévue entre
le premier bord latéral (2) et la partie descendante
(17) du pli fractionnaire (13).

16. Joint (15) selon la revendication 15, caractérisé en
ce que la rainure d’eau (14) est prévue à la partie
dorsale fractionnaire (19) du pli fractionnaire (13) ou
que la rainure d’eau (14) est prévue entre la partie
dorsale fractionnaire (19) et la partie descendante
(17) du pli fractionnaire (13).
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