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Description
TECHNICAL FIELD

[0001] The present invention relates to a dust control
system, and in particular a road cleaning machine, or a
road sweeping machine, fitted with the dust control sys-
tem.

BACKGROUND ART

[0002] The terms "road cleaning" and "road sweeping"
are used broadly to include cleaning and sweeping of
other areas such as pedestrian precincts, footpaths, car
parks etc. Road cleaning machines are machines for lift-
ing dirt off the road and into a collector. Road sweeping
machines are road cleaning machines that are designed
to brush the dirt off the road, generally towards, or into,
a collector or container. In many road sweeping ma-
chines, a suction pipe or a similar air extraction means
along with a ground following suction nozzle is provided
for sucking swept dirt from the road, and to act as a con-
duit for passing sucked up dirt and dust into the collector.
The collector is usually fitted at or on the back of the road
cleaning or road sweeping machine. In order to contain
the dust and debris and facilitate for it to be sucked into
the collector, a housing in some form is often provided.
This housing will at least partially enclose the brush or
brushes, as well as the suction pipe. The suction pipe is
usually connected to a vacuum source for providing the
suction, e.g. a fan. The dirt may pass through the vacuum
source, e.g. a fan designed to allow the passage of dirt
and debris through it, or it may bypass the vacuum source
on its way to the collector. The brushes for brushing the
road are usually formed either from metal wires or from
stiff polymer fibres. The brushes, often two counter-ro-
tating brushes, and sometimes more than two, are usu-
ally mounted on the road sweeping machine for rotation
about a generally vertical axis. In a machine with two
counter-rotating brushes, the brushes move the dirt to-
wards the centreline of the road sweeping machine for
lining it up for the suction pipe. The suction pipe may be
assisted by a horizontal cylindrical brush located behind
the counter-rotating brushes and in front of the suction
pipe. An alternative solution may be to use just a single
horizontal cylindrical brush located in front of the suction
pipe.

[0003] The front nozzle of the suction pipe, therefore,
is usually fitted at right angles to the centreline, behind
the brush or brushes. As a result of the sweeping action,
the dirton the road can be moved a considerable distance
by the brush or brushes. When the road is dry, the dirt
will also usually be dry. Therefore, the action of the brush-
es moving the dirt will often tend to create a significant
amount of airborne dust. In road cleaning machines that
have a suction pipe, a portion of the airborne dust is car-
ried with the dirt into the collector, where it can be con-
tained by means of a filter, a cyclone-type air/dirt sepa-
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ration system or a similar arrangement. However, a por-
tion of the airborne dust can, if dry, escape past the suc-
tion pipe and/or the housing enclosing the brush or brush-
es. This airborne dust comprises very fine particles which
can be irritating to other road users and may be a health
hazard to the driver of the road sweeping vehicle.
[0004] The dustgenerated by the brushes can be con-
tained by water sprays or sprinklers, which are commonly
used by road sweeping machines either to knock down
the dust or control the dust before it is created. For ex-
ample, most sweeping machine manufacturers use or fit
water sprays or sprinklers ahead of their brushes. First,
this wets the dirt before the brush touches it, thereby
substantially reducing the amount of airborne dust cre-
ated upon sweeping the dirt. Second, the water spray
helps to wet airborne dust created by the brushes.
[0005] Manufacturers of road sweeping machines also
introduce water spray into the suction pipe. This helps to
reduce the amount of airborne dust entering the collector.
Truck mounted sweepers, i.e. large road sweeping ma-
chines, also spray water for dust control. In particular
they spray water ahead of the nozzle of the suction pipe,
but behind the brushes, since the larger size of the ma-
chine provides plenty of room for doing so. They also
spray water within the suction pipe between the nozzle
and the collector, as described above, and in front of and
perhaps onto the brushes. Prior art road sweeping ma-
chines commonly use coarse spray jets which require
large amounts of water. For this purpose, the road sweep-
ing machines have to carry a large amount of water. Fur-
ther, the road sweeping machines will suffer from the
added cost of needing to be designed to handle or carry
the large quantities of water laden dirt and dust that will
be sucked intoin the collector. As a result of the increased
weight of the machine, more fuel will be required to power
the machine. Also, the high water content reduces the
amount of dust and debris collected per load in the col-
lector as dust control water will take up a high percentage
of the load.

[0006] GB2420813discloses aroad cleaningmachine
comprising a suction pipe and a collector for collecting
dirt sucked up by the suction pipe, and a dust control
system comprising a water atomiser arranged to dis-
pense an atomised spray of water droplets into the air in
front of the suction pipe so as to be entrained in dust-
laden air being sucked into the suction pipe. Although an
improvement of the road sweeping machines described
above, the machine will still cause water laden dirt and
dust to be sucked into in the collector. Also, the arrange-
ment will not solve the problem of airborne dust escaping
past both the suction pipe and the housing enclosing the
brush or brushes.

[0007] Hence, there is a need for a more effective or
efficient dust control system for road cleaning or road
sweeping machines that solves the above problems.
[0008] Prior art cleaning machines are e.g. disclosed
in CN1166557 and US1328237.

[0009] CN1166557 discloses a multi-functional clean-
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ing machine inwhich a sucking cleaner and of a sweeping
cleaner are combined. The mopping machine may e.g.
be arranged after a tractor and comprises liquid atomizer
means.

[0010] In US1328237 a street sweeping machine is
disclosed. The street sweeping machine comprises a
tank with volatile oil or other volatile liquid which is adapt-
ed to be delivered under pressure in the form of a spray
upon dust agitated by the action of the sweeper broom
upon dry street pavements.

DISCLOSURE OF INVENTION

[0011] The problems are solved by a dust control sys-
tem, a method for operating a dust control system and a
vehicle provided with such a system, as defined by the
appended claims.

[0012] In the following text, terms such as "front",
"rear", "side" and "transverse" are defined relative to a
central longitudinal axis of the vehicle in its main direction
of travel.

[0013] Adustcontrol system according to the invention
is intended for use on a surface sweeping vehicle. The
dust control system is either detachably mounted onto
the vehicle or forms an integrated part of the vehicle.
[0014] The invention relates to a dust control system
according to claim 1 and comprising atleast one rotatable
sweeping device and a housing, arranged to be mounted
on a vehicle or a frame movably supported for movement
upon a surface to be swept, which housing is arranged
to at least partially enclose at least one rotatable sweep-
ing device. The frame can incorporate the arrangement
supporting and driving the rotatable sweeping device. As
the dust control system according to the invention is in-
tended for use on a surface sweeping vehicle, the main
direction of travel is determined by the vehicle used. Op-
tionally, a suction means for extracting dust swept by the
at least one sweeping device into a dust collector can be
mounted to the said frame. The dust collector can be
mounted in a suitable location, such as above or to the
rear of the at least one sweeping device.

[0015] The dust control system further comprises at
least one chamber for laying dust, in particular airborne
dust, wherein said chamber is mounted at least to one
side of or at least partially surrounding the said sweeping
device. Alternatively the said chamber is mounted atleast
to the rear of either of or the said sweeping device and
the suction means. The at least one dust laying chamber
comprises a substantially enclosed chamber thatis open
towards the swept surface and extends adjacent or into
contact with the said swept surface. In this way, the lower
portion of the chamber forms two substantially parallel
wall sections extending at least to one side of or at least
partially surrounding the said sweeping device.

[0016] At least one liquid atomizer means is provided
to inject an atomized mist into the chamber in order to
lay airborne dust generated by the at least one sweeping
device. Airborne dust coming into contact with the atom-
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ized mist will flocculate or bind to the atomized liquid.
Consequently, the airborne dust will be prevented from
escaping past the lower portion of the chamber. In this
way, the airborne dust will be retained within the housing
or be laid to rest on the swept surface as the vehicle
provided with the dust control system passes over it. A
tank for a suitable liquid, such as water, and a pump for
generating a liquid pressure for the said atomizer can be
mounted to the frame. Alternatively, a liquid tank and a
pump may be mounted on a vehicle carrying the duct
control system. The pump can be driven by any suitable
means, e.g. hydraulically, mechanically or electrically,
from a source of power provided on the frame or the said
vehicle.

[0017] Theinvention is applicable to surface sweeping
vehicle with at least one rotatable sweeping device com-
prising a horizontal rotary brush having a generally cy-
lindrical shape and with its axis of rotation arranged sub-
stantially parallel with the swept surface and substantially
transverse to the central longitudinal axis of the vehicle.
A dust control system comprising these types of sweep-
ing devices is primarily arranged to be detachably mount-
ed onto a vehicle such as a tractor or wheel loader. Dust
control systems for this type of vehicles may or may not
be provided with suction means and a collector for dust
and debris.

[0018] Additional sweeping devices can comprise a
first and a second front sweeping device rotatable about
axes directed towards the said surface to be swept. The
firstand second front sweeping devices can have a shape
substantially in the form of a truncated cone with bristles
extending along at least the outer surface of said cone.
The first and second front sweeping devices are prefer-
ably rotated in counter directions, so that debris and dust
is moved towards the central longitudinal axis of the ve-
hicle and rearwards towards a suction means. A dust
control system comprising these types of sweeping de-
vices is primarily arranged to form an integrated part of
the vehicle. Vehicles of this type are usually specialized
machines used exclusively for surface or road sweeping.
Dust control systems for this type of vehicles are usually
provided with suction means and a collector for dust and
debris.

[0019] Thefirstand secondfrontsweeping devices can
have their axes of rotation directed substantially perpen-
dicular to the swept surface. Alternatively the said axes
can be directed at an angle diverging in a vertical upward
direction and/orin a forward direction, relative to the cen-
tral longitudinal axis of the vehicle. The sweeping devices
can be conventional brushes or brooms as indicated by
the prior art described above.

[0020] As stated above, the said dust laying chamber
is mounted at least to one side of or at least partially
surrounding the said sweeping device. Dustlaying cham-
bers can be mounted in the longitudinal and/or transverse
direction relative to the sweeping device, that is, along a
front portion and/or arear portion and/or one or both sides
of the said at least one sweeping device. Alternatively,
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the dust laying chamber is mounted to the front, to the
rear and along both sides of the said at least one sweep-
ing device, thereby surrounding the said sweeping de-
vice. A dust laying chamber can also have an at least
partially curved extension, in order to adapt to the shape
of a sweeping device that has a circular outer contour.
[0021] The location of the dust laying chamber can de-
pend on the design of the housing and how well it con-
forms to the swept surface. If the swept surface is even
and smooth, then the lower portion of the housing can
conform closely to the surface, whereby only a rear dust
laying chamber may be required. However, if the swept
surface is rough and uneven, then a gap may be required
between the lower portion of the housing and the surface
to allow said housing to move across it while avoiding
damage to the housing. In the latter case, the dust laying
chamber can be arranged to surround the sweeping de-
vice and/or to be provided around the entire length of the
lower portion of the housing encircling the sweeping de-
vice.

[0022] As stated above, the dustlaying chamber com-
prises two substantially parallel wall sections extending
at least to one side of or at least partially surrounding the
said sweeping device. At least one of the said walls can
comprise a resilient material arranged along the lower
portion of the housing. According to one example, atleast
the wall section remote from the said at least one sweep-
ing device can be made from a resilient material. A lower
resilient portion can be provided along at least a part of
the housing, which resilient portion extends adjacent or
into contact with the said swept surface. The resilient
portion can be made from a suitable wear resistant and
resilient material, such as a rubber or elastomer material,
and can be provided in the form of a skirt or as a row of
bristles. The wall section facing the sweeping device can
be provided with a similar resilient portion extending ad-
jacent or into contact with the said swept surface. In the
subsequent text, these wall sections will be referred to
as outer and inner walls, respectively. The vertical ex-
tension of the chamber walls is preferably, but not nec-
essarily, greater than 100 mm. The maximum vertical
extension is dependent on the shape of the housing and
the capacity of the liquid atomizer means to supply the
atomized liquid required to fill the chamber. The spacing
between the inner and outer walls is dependent on the
size of the sweeping device and the design of the vehicle
on which the sweeping device is mounted. For instance,
a chamber located at the lower portion of a housing may
have a spacing of about 30-50 mm. However, a chamber
can also extend from a position adjacent a front or rear
portion of a sweeping device and underneath a dust col-
lector arranged in front of respectively to the rear of the
sweeping device. In the latter case the chamber may
have a limited height, but have a wall spacing in excess
of 1 m. Chambers having relatively long extension and
a relatively narrow spacing can be provided with struts
or stiffening walls in order to maintain a desired spacing.
[0023] The height, spacing and length of the chamber
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or chambers decides the necessary capacity of the liquid
atomizers. Their capacity and spacing is selected so that
the volume of the chambers can be supplied with atom-
ized liquid, for instance, to maintain a desired humidity
within the chambers. Depending on the size and location
of the said chambers, liquid atomizers need not be pro-
vided in all chambers. If the capacity of the liquid atom-
izers is sufficient, and the chambers are connected, it is
possible to place atomizers in a first chamber and allow
the atomized fluid to flow out of the first chamber and be
distributed to one or more adjacent chambers, or to all
chambers enclosing the sweeping device.

[0024] The distance between the lower edges of the
said walls and the swept surface is dependent on, for
instance the type of surface being swept. If the swept
surface is even and smooth, then the lower portion of the
housing can conform closely to the surface, whereby both
wall sections can be in contact with the swept surface.
However, if the swept surface is rough and uneven, then
a gap of up to a few centimeters (e.g. 2-3 cm) may be
required between the lower edge of the inner wall and
the swept surface, unless the inner wall comprises a re-
silient portion. Similarly, the vertical extension of the re-
silient portions of the inner and outer walls is dependent
on the roughness of the swept surface. Consequently,
the distance between the lower edge of the respective
inner and outer wall, the vertical extension of these walls
and type of material used is preferably selected to allow
the said housing to move across the surface to be swept
without causing damage to the housing or extensive wear
on the inner and/or outer walls.

[0025] According to afirst alternative, the said dust lay-
ing chamber is mounted within the housing, adjacent to
and/or encircling the at least one sweeping device. This
includes a chamber extending, for instance, from a po-
sition adjacent a front orrear portion of a sweeping device
and underneath a dust collector arranged in front of re-
spectively to the rear of the sweeping device. According
to a second alternative, the said dust laying chamber is
mounted to an outer surface of the housing, at least onto
a rear portion thereof. According to a further alternative,
the said dust laying chamber is an integrated part of the
housing. In the latter case at least the lower portion of at
least the rear portion of the housing comprises a double
shell construction provided with one or more nozzles for
providing an atomized mist.

[0026] As stated above, at least one liquid atomizer
means is arranged in said at least one chamber to the
rear and to the front and/or along both sides of the said
at least one sweeping device. The liquid atomizer means
can comprise an atomizer nozzle, which is a kind of noz-
zle for producing a fine spray of a liquid. The atomized
d_roplets from the liquid atomizer preferably include a ma-
jority of droplets having a diameter of less than 200 um.
The atomizernozzle can be anozzle based on the Venturi
effect, a rotary atomizer, or a similar suitable nozzle. The
liquid used for this purpose is preferably, but not neces-
sarily, water.
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[0027] A water atomizer creates a mist of finely atom-
ized water, which is much more efficient at laying dust
than sprayed water. When water particles are approxi-
mately as small as, or more preferably at least as small
as, the dust particles, dust laying can be so effective in
a dust control system that wetting the dirt on the road is
no longer essential for controlling dust creation by the
brushes. Water sprayers and sprinklers as found on prior
artroad cleaning machines, generate water droplets that
are too large to control fine airborne dust effectively. As
aresult, in the water sprayers and sprinklers of prior art
road sweeping machines, large quantities of water are
needed in order for the dust control system to be as ef-
fective at dust control as the dust atomizer used in the
dust control system of the present invention. Because a
dust control system according to the invention is only
required to supply the space between two wall sections
of the dust laying chamber, the water consumption can
be kept to a minimum. Also, if a dust collector is used it
is possible to contain airborne dust and to avoid wetting
of the dust drawn into the dust collector. The atomized
droplets from the water atomizer preferably include a ma-
jority of droplets having a diameter of less than 200 pum,
more preferably less than 100 um and most preferably
less than 40 wm and possibly less than 20 uwm. Such
droplets effectively float in the air like a mist. Atomizing
the water is also an efficient use of water. A large amount
of atomized water can be created with a small amount
of liquid water. Therefore the water tank volume can be
kept to a minimum. This allows the weight of the dust
control system to be reduced or, alternatively, the volume
of space on the vehicle available for the dust collector to
be maximized.

[0028] The said atleast one liquid atomizer can be op-
erated in response to a humidity sensor in order to main-
tain a predetermined humidity within said at least one
chamber. If a humidity sensor is not used, then empirical
testing of a particular dust control system can be per-
formed to determine the operating capacity of the at least
one liquid atomizer required to achieve dust control with-
out wetting the swept surface. The operating capacity
can, forinstance, be mapped for different vehicle speeds,
so thatthe capacity increases with increasing speed. The
driver of a vehicle provided with a dust control system
can also be given manual control of the operating capac-
ity of the atleast one liquid atomizer, allowing the amount
of atomized liquid to be controlled and adapted continu-
ously or stepwise for varying surface conditions. Opera-
tion of the at least one atomizer is preferably, but not
necessarily, initiated while the at least one sweeping de-
vice is being rotated and/or while the vehicle provided
with the dust control system is moving. This allows the
use of a liquid, such as water, to be maximized. The at
least one atomizer can also be switched on and off man-
ually by an operator, for instance during wet conditions
or when the vehicle is driven between sweeping loca-
tions.

[0029] Theinvention further relates to a method for lay-
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ing dust raised by a surface sweeping vehicle provided
with a dust control system as described above. As indi-
cated above, such a dust control system comprises a
housing arranged to be mounted on a vehicle or a frame
movably supported for movement upon a surface to be
swept, which housing is arranged to at least partially en-
close at least one rotatable sweeping device, and where
the at least one rotatable sweeping device is mounted to
the said vehicle or frame.

[0030] The method involves the steps of;

- injecting an atomized mist from a liquid atomizer into
at least one chamber mounted at least to one side
of or at least partially surrounding the said sweeping
device, wherein said dust laying chamber comprises
an enclosed chamber thathas an open portion facing
the swept surface and extending adjacent or into
contact with the said swept surface, and

- causing atomized mist to flow towards the open por-
tion of the chamber and into contact with airborne
dust, thereby binding at least a portion of the said
airborne dust.

[0031] Theinventionalsorelatesto a surface sweeping
vehicle provided with a dust control system as described
above. As indicated, the dust control system can be de-
tachably mounted onto the vehicle, or be an integral part
of the vehicle.

BRIEF DESCRIPTION OF DRAWINGS

[0032] The invention will be described in detail with ref-
erence to the attached figures. It is to be understood that
the drawings are designed solely for the purpose of illus-
tration and are not intended as a definition of the limits
of the invention, for which reference should be made to
the appended claims. It should be further understood that
the drawings are not necessarily drawn to scale and that,
unless otherwise indicated, they are merely intended to
schematically illustrate the structures and procedures
described herein.

Figure 1 shows a schematically indicated vehicle
provided with dust control system ac-
cording to a first embodiment of the in-
vention;

show schematic plan views of a dust con-
trol system for a single brush;

shows a schematically indicated vehicle
provided with dust control system ac-
cording to a second embodiment of the
invention;

shows a schematically indicated vehicle
provided with dust control system ac-
cording to a third embodiment of the in-
vention;

shows a schematic plan view of the dust

Figure 2A-B

Figure 3

Figure 4

Figure 5
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control system of Figure 4;

shows a perspective view of the dust
control system shown in Figure 5;
shows a perspective view of an enlarged
cross-section of a dust laying chamber;
shows possible configurations of the out-
erand inner wall sections of a dust laying
chamber wherein the configuration of fig-
ure 8B is not according to the invention;
and

shows a schematic diagram of an ar-
rangement for controlling a dust control
system according to the invention.

Figure 6
Figure 7

Figure 8A-e

Figure 9

EMBODIMENTS OF THE INVENTION

[0033] Figure 1 shows a schematically indicated vehi-
cle 11 provided with dust control system 12 according to
a first embodiment of the invention. The dust control sys-
tem 12 comprises a frame 13 movably supported for
movement upon the surface to be swept in a main direc-
tion of travel. A rotatable sweeping brush 14 is mounted
to the said frame 13. The main direction of travel is de-
termined by the vehicle 11. A housing 15 is mounted on
said frame 13 and is arranged to enclose the upper, front,
rear and side portions of the said rotatable sweeping
brush 14. The vehicle 11 shown in Figure 1 is only in-
tended to clear the surface of debris and dust and is not
provided with a suction means for extracting dust swept
by the at least one sweeping device into a dust collector
mounted to the said frame.

[0034] The dust control system further comprises a
chamber 16 for laying dust, in particular airborne dust,
wherein said chamber in this example is mounted around
all four sides of the said sweeping brush 14. The dust
laying chamber 16 is mounted to a lower peripheral por-
tion of the housing 15 and comprises a substantially en-
closed chamber that is open towards the swept surface
and extends adjacent or into contact with the said swept
surface. The lower portion of the chamber 16 forms two
parallel outer and inner wall sections 16a, 16b, respec-
tively, extending around all four sides of the said sweep-
ing brush 14.

[0035] Anumberofliquid atomizer nozzles (not shown)
are provided to inject an atomized mist into the chamber
16 in order to lay airborne dust generated by the at least
one sweeping brush 14. Airborne dust coming into con-
tact with the atomized mist will flocculate or bind to the
atomized liquid. Consequently, the airborne dust will be
prevented from escaping past the lower portion of the
chamber 16. In this way, the airborne dust will be retained
within the housing 15 or be laid to rest on the swept sur-
face as the vehicle 11 provided with the dust control sys-
tem 12 passes over it. The arrangement in Figure 1 can
be operated with liquid atomizers from Spraying Systems
Co., models TN2 or TN3, providing liquid droplets be-
tween 100 and 200 pm, wherein four nozzles were evenly
spaced along a width of 2,5 m behind the rotatable
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sweeping brush 14. The chamber 16 has a vertical ex-
tension of 250 mm with the inner and outer walls 16a,
16b at a spacing of 150 mm around the entire lower pe-
riphery of the housing 15. In order to maintain a desired
humidity within the chamber to contain airborne dust, the
water consumption is 8-10 I/hr per nozzle.

[0036] A tank 17 for a suitable liquid, such as water,
and a pump 18 for generating a liquid pressure for the
said atomizer are mounted to the housing 15. Alterna-
tively, the liquid tank and the pump may be mounted on
the vehicle carrying the duct control system. The pump
can be driven by any suitable means, e.g. hydraulically,
mechanically or electrically, from a source of power pro-
vided on the frame or the said vehicle.

[0037] The invention shown in Figure 1 is applicable
to surface sweeping vehicle with at least one rotatable
sweeping device comprising a horizontal rotary brush
having a generally cylindrical shape and with its axis of
rotation arranged substantially parallel with the swept
surface and substantially transverse to the central longi-
tudinal axis of the vehicle. A dust control system com-
prising these types of sweeping devices is primarily ar-
ranged to be detachably mounted onto a vehicle such as
a tractor or wheel loader. Dust control systems for this
type of vehicles may or may not be provided with suction
means and a collector for dust and debris.

[0038] Figures 2A and 2B show schematic plan views
of two alternative embodiments of a dust control system
suitable for an arrangement as shown in Figure 1. Ac-
cording to a first alternative shown in Figure 2A, a dust
laying chamber 21 with its parallel outer and inner wall
sections 21a, 21b is mounted within a housing 22, adja-
centto and encircles a cylindrical sweeping brush 23 with
a horizontal axis of rotation. A number of nozzles (not
shown) for providing an atomized mist are provided be-
tween the outer and inner wall sections 21a, 21b. Ac-
cording to a second alternative shown in Figure 2B, a
dust laying chamber 25 is an integrated part of the hous-
ing (compare Fig.1) and encircles a sweeping brush 26.
In the latter case at least the lower portion of the housing
comprises the chamber 25 having a double shell con-
struction comprising parallel outer and inner wall sections
25a, 25b and a number of nozzles (not shown) for pro-
viding an atomized mist.

[0039] Figure 3 shows a schematically indicated vehi-
cle 31 provided with dust control system 32 according to
a second embodiment of the invention. The dust control
system 32 comprises a frame 33 movably supported for
movement upon the surface to be swept in a main direc-
tion of travel. A rotatable cylindrical sweeping brush 34
with a horizontal axis of rotation is mounted to the said
frame. A housing 35 is mounted on said frame and is
arranged to enclose the upper, front, rear and side por-
tions of the said rotatable sweeping brush 34. The vehicle
31 shown in Figure 3 is intended to clear the surface of
debris and dust and is provided with a suction means 39
for extracting dust swept by the sweeping brush into a
dust collector (not shown) mounted to the said frame.
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The dust control system further comprises a chamber 36
for laying dust mounted to a lower peripheral portion of
the housing 35. The lower portion of the chamber 36
forms two parallel outer and inner wall sections 36a, 36b,
respectively, extending around all sides of the said
sweeping brush 34. In this case, a chamber arrangement
as indicated in Figures 2A or 2B could be used. Alterna-
tively, the outer and inner wall sections 36a, 36b of the
chamber 36 can extend along the front and rear sides of
the said sweeping brush 34. In this case the side portions
can comprise skirts or a row of bristles conforming to and
continuously contacting the swept surface and effectively
preventing dust from escaping.

[0040] Figure 4 shows a schematically indicated vehi-
cle 41 provided with dust control system 42 according to
a third embodiment of the invention. The dust control
system 42 comprises a frame 43 movably supported for
movement upon the surface to be swept in a main direc-
tion of travel. A rotatable cylindrical sweeping brush 44
with a horizontal axis of rotation is mounted to the said
frame 43. Additional sweeping devices 47, 48 (only one
shown) comprise a first and a second front sweeping
device rotatable about axes directed towards the said
surface to be swept. The first and second front sweeping
devices 47, 48 are rotated in counter directions, so that
debris and dust is moved towards the central longitudinal
axis of the vehicle and rearwards towards the cylindrical
sweeping brush 44 and a suction means 49. The main
direction of travel is determined by the vehicle 41. Ahous-
ing 45 is mounted on said frame 43 and is arranged to
enclose the upper, front, rear and side portions of the
said rotatable sweeping brush 44. The vehicle 41 shown
in Figure 4 is intended to clear the surface of debris and
dust and is provided with a suction means 49 for extract-
ing dust swept by the sweeping brush into a dust collector
(not shown) mounted to the said frame. The dust control
system comprises a chamber 46 for laying dust mounted
to a lower peripheral portion of the housing 45. The lower
portion of the chamber 46 forms two parallel outer and
inner wall sections 46a, 46b, respectively, extending
around at least three sides of the said sweeping brush
44, as indicated in Figure 5.

[0041] Dust control systems comprising the types of
sweeping devices shown in Figures 3 and 4 are arranged
to form an integrated part of the vehicle. Vehicles of this
type are specialized machines used exclusively for sur-
face or road sweeping. Dust control systems for this type
of vehicles are usually provided with suction means and
a collector for dust and debris.

[0042] Figure 5 shows a schematic plan view of an
embodiment of a dust control system suitable for use in
the vehicle of Figure 4. According to a first alternative
shown in Figure 5, a dust laying chamber 51 with its par-
allel outer and inner wall sections 51a, 51b is an integrat-
ed part of the housing (see Fig.6) and partially encircles
a sweeping brush 54 and a pair of first and second front
sweeping devices 57, 58. In the first alternative, the lower
portion of the housing comprising the chamber 51 and a
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number of nozzles (not shown) for providing an atomized
mist extends along the rear and side portions of the hous-
ing. As the front sweeping devices 57, 58 are intended
to sweep along the edge of, for instance, a pavement,
the sweeping devices must extend a shortdistance trans-
versely outside the outer limiting surface of the respective
side portion.

[0043] According to a second alternative shown in Fig-
ure 5, the dust laying chamber 51 with its parallel outer
and inner wall sections 51a, 51b can be provided with an
optional chamber 52 (indicated with dash-dotted lines)
at the portion of the housing. As the chamber 51, the
optional chamber 52 is also provided with parallel outer
and inner wall sections 51a, 51b and a number of nozzles
(not shown) for providing an atomized mist.

[0044] Figure 6 shows a perspective view of the dust
control system of Figure 5. As described above, the sys-
tem comprises a dust laying chamber 51 with parallel
outer and inner wall sections 51a, 51b integrated with a
lower part of a housing 53. The chamber 51 partially en-
circles a sweeping brush 54 and a pair of first and second
front sweeping devices 57, 58.

[0045] Figure 7 shows a perspective view of an en-
larged cross-section of a dust laying chamber 71 at-
tached to a housing 73. The chamber 71 comprises two
substantially parallel outer and inner wall sections 71a,
71b and forms a lower resilient portion attached to the
housing along at least the wall section 71a remote from
the said at least one sweeping device (not shown). The
resilient portion of the outer wall section 71a extends
downwards so that its lower edge is located adjacent or
in contact with the swept surface. Each wall section can
be provided in the form of a skirt or as a row of bristles.
The resilient portion can be made from a suitable wear
resistant and resilient material, such as a rubber or elas-
tomer material. A supply pipe 74 for a liquid, such as
water is attached to the lower part of the housing 73,
between outer and inner wall sections 71a, 71b. A
number of liquid atomizing nozzles 75 are schematically
indicated along the supply pipe 74.

[0046] Figure 8A-8C shows a number of possible con-
figurations of the outer and inner wall sections of a dust
laying chamber 81 attached to the lower front part of a
housing 83. The arrow A indicated the direction of travel.
A supply pipe 84 for a liquid, such as water is attached
to the lower part of the housing 73, between outer and
inner wall sections of the chamber 81.

[0047] Figure 8A shows a first alternative example,
where two substantially parallel outer and inner wall sec-
tions 81a, 81b formed by a pair of lower resilient portions.
The outer and inner wall sections 81a, 81b comprises
skirts of equal length, which are both in contact with the
swept surface and act as a barrier for airborne dust. The
atomized liquid contained within the chamber 81 will
come into contact with and bind dust escaping past.
[0048] Figure 8B shows a second alternative example
which is however not according to the invention, where
two substantially parallel outer and inner wall sections
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85a, 85b formed by a pair of lower resilient portions of
unequal length. The outer wall section 85a comprises a
skirt that is in contact with the swept surface and acts as
a barrier for airborne dust. The inner wall section 85b is
slightly shorter than the outer wall section 85a and allows
more mixing of airborne dust and atomized liquid mist,
which can be used for increasing the dust laying capacity
of the system.

[0049] Figure 8C shows a third alternative example,
where two substantially parallel outer and inner wall sec-
tions 81a, 81b formed by a pair of lower resilient portions
of equal length, wherein the outer wall section 86a com-
prises a skirt and the inner wall section 86b comprises a
row of bristles. The outer and inner wall sections 86a,
86b are both in contact with the swept surface and act
as a barrier for airborne dust. The atomized liquid con-
tained within the chamber 81 will come into contact with
and bind dust escaping past.

[0050] Thedistance oftheloweredges ofthe saidwalls
is dependent on, for instance the type of surface being
swept. If the swept surface is even and smooth, then the
lower portion of the housing can conform closely to the
surface, whereby both wall sections can be in contact
with the swept surface. However, if the swept surface is
rough and uneven, then a gap of up to a few centimeters
(e.g. 2-3 cm) may be required between the lower edge
of the inner wall and the swept surface, unless the inner
wall comprises a resilient portion. Similarly, the vertical
extension of the resilient portions of the inner and outer
walls is dependent on the roughness of the swept sur-
face. Consequently, the distance between the lower edge
of the respective inner and outer wall, the vertical exten-
sion of these walls and type of material used is preferably
selected to allow the said housing to move across the
surface to be swept without causing damage to the hous-
ing or extensive wear on the inner and/or outer walls.
[0051] Figure 9 shows a schematic diagram of an ar-
rangementforcontrolling a dust control systemaccording
to the invention. When applied to a vehicle as shown in
Figure 1, the dust control system comprises a chamber
16 for laying dust, wherein the said chamber is mounted
adjacentasweeping brush 14 (see Fig.1). The dustlaying
chamber 16 is mounted to a lower peripheral portion of
the housing 15 and comprises a substantially enclosed
chamber that is open towards the swept surface and ex-
tends adjacent or into contact with the said swept surface.
The lower portion of the chamber 16 forms two parallel
outer and inner wall sections 16a, 16b, respectively, en-
closing the sweeping brush 14. A tank 17 for a suitable
liquid, such as water, and a pump 18 for generating a
liquid pressure to a supply tube 19 for a number of atom-
izers mounted to the housing 15. The atomizers are ar-
ranged to fill the chamber with droplets of the atomized
liquid. The said atomizers can be operated in response
to a humidity sensor 91 mounted at a suitable location
onorinthe chamber 16. A signal from the humidity sensor
91 is transmitted to a control unit 92, which controls op-
eration of the pump 18 in order to maintain a predeter-
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mined humidity within the said chamber 16.

[0052] Operation of the atomizers can also be initiated
by the control unit 92 when the sweeping brush 14 is
being rotated, in response to a displacement sensor 93,
and/or in response to a rotation sensor 94 connected to
a vehicle wheel 95, indicating that the vehicle is moving.
This allows the use of a liquid, such as water, to be max-
imized, as compared to a continuously operated atomizer
with is operated at ignition on for the vehicle. The at least
one atomizer can also be switched on and off manually
by an operator using a switch 96. This allows the use of
a liquid, such as water, to be maximized, as compared
to a continuously operated atomizer with is operated at
ignition on for the vehicle.

[0053] As stated above, the said dust laying chamber
is mounted at least to one side of or at least partially
surrounding the said sweeping device. Dustlaying cham-
bers can also be mounted along both sides of the said
at least one sweeping device. Alternatively, dust laying
chamber is mounted to the front, to the rear and along
both sides of the said atleast one sweeping device, there-
by surrounding the said sweeping device. The location
of the dust laying chamber can depend on the design of
the housing and how well it conforms to the swept sur-
face. If the swept surface is even and smooth, then the
lower portion of the housing can conform closely to the
surface, whereby only a rear dust laying chamber may
be required. However, if the swept surface is rough and
uneven, then a gap may be required between the lower
portion of the housing and the surface to allow said hous-
ing to move across it while avoiding damage to the hous-
ing. In the latter case, the dust laying chamber can be
arranged to surround the sweeping device and/or to be
provided around the entire length of the lower portion of
the housing encircling the sweeping device.

[0054] The invention is not limited to the above exam-
ples, but may be varied freely within the scope of the
appended claims.

Claims

1. Adustcontrol system (12,32,42) comprising at least
one rotatable sweeping device
(14,23,26,34,44,47,48) and a housing
(15,22,35,45), wherein the housing and the at least
one rotatable sweeping device are mounted to a ve-
hicle (11,31,41) or a frame (13,33,43) movably sup-
ported for movement upon a surface to be swept,
which housing is arranged to at least partially en-
close the at least one rotatable sweeping device
(14,23,26,34,44,47 ,48),
wherein the system further comprises at least one
dust laying chamber (16,21,25,36,46), wherein said
dust laying chamber is mounted at least to one side
of or at least partially surrounding the said sweeping
device; said dust laying chamber (16,21,25,36,46)
comprising an enclosed chamber that is open to-
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wards the swept surface and extends adjacent or
into contact with the said swept surface; and at least
one liquid atomizer means (75) for injecting an at-
omized mist into the dust laying chamber in order to
lay airborne dust generated by the at least one
sweeping device (14,23,26,34,44,47,48),
characterized in that

the dust laying chamber comprises two substantially
parallel wall sections
(16a,16b,21a,21b,25a,25b,36a,36b,46a,46b), both
extending at least to one side of said sweeping de-
vice, wherein both wall sections are intended to be,
in contact with the swept surface when the swept
surface is even and smooth to act as barrier for air-
borne dust.

A dust control system according to claim 1, charac-
terized in that the at least one rotatable sweeping
device comprises a horizontal cylindrical rotary
brush (14,23,26,34,44).

A dust control system according to claim 2, charac-
terized in that the at least one rotatable sweeping
device comprises afirst and a second front sweeping
device (47,48) rotatable about an axis directed to-
wards the said surface to be swept, with the first and
second front brooms rotating in counter directions. ’

A dust control system according to any one of claims
1-3, characteri zed in that said dust laying chamber
(16,21,25,36,46) is mounted along one or more of a
rear portion and/or a front portion and/or a side por-
tion of the said at least one sweeping device
(14,23,26,34,44,47,48).

A dust control system according to any one of claims
1-3. characteri zed in that said dust laying chamber
(16,21,25,36,46) is mounted to the front, to the rear
and along both sides of the said at least one sweep-
ing device (14,23,26,34,44,47,48).

A dust control system according to any one of claims
1-5, characteri zed in that said dust laying chamber
(16,21,25,36,46) comprises a lower resilient portion
along at least a section remote from the said at least
one sweeping device, which resilient portion extends
in contact with the said swept surface.

A dust control system according to any one of claims
1-6 characteri zed in that said dust laying chamber
(16,21,25,36,46) is a part of the housing
(15,22,35,45).

A dust control system according to any one of the
above claims, charac terized in that the at least one
liquid atomizer means (75) is arranged in said at least
one chamber (16,21,25,36,46) to the front and/or
along both sides of the said at least one sweeping
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10.

1.

12.

13.

device (14,23,26,34,44,47,48).

A dust control system according to any one of the
above claims, charac terized in that said at least
one atomizer (75) is operated in response to a hu-
midity sensor (91), in order to maintain a predeter-
mined humidity within said at least one dust laying
chamber.

A method for laying dust raised by a surface sweep-
ing vehicle (11,31,41) provided with a dust control
system (12,32,42) according to claim 1-9, said dust
control system comprising at least one rotatable
sweeping device (14,23,26,34,44,47,48) and a
housing (15,22,35,45) wherein the housing and the
at least one rotatable sweeping device are mounted
to the vehicle or frame movably supported for move-
ment upon a surface to be swept, which housing is
arranged to at least partially enclose the at least one
rotatable sweeping device,

the method involving

- injecting an atomized mist from a liquid atom-
izer (75) into at least one dust laying chamber
(16,21,25,36,46) mounted at least to one side
of or at least partially surrounding the said
sweeping device (14,23,26,34,44,47,48), said
dustlaying chamber comprising two substantial-
ly parallel wall sections
(16a,16b,21a,21b,25a,25b,36a,46a,46b), ex-
tending at least to one side of said sweeping
device, both wall sections being in contact with
the swept surface and forming an enclosed
chamber that has an open portion facing the
swept surface and extending in contact with the
said swept surface, to act as barrier for airborne
dust,

- causing atomized mist to flow towards the open
portion of the dust laying chamber and into con-
tact with airborne dust, thereby binding at least
a portion of the said airborne dust.

A method according to claim 10, wherein said meth-
od comprises the method step of

- operating said at least one atomizer (75) while
the sweeping device is being rotated.

A method according to claim 10, wherein said meth-
od comprises the method step of

- operating said at least one atomizer (75) while
the frame is in motion.

A surface sweeping vehicle characterized in that it
is provided with a dust control system (12,32,42) ac-
cording to claims 1-11.
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14. A surface sweeping vehicle according to claim 13

characterized in that the dust control system
(12,32,42) is detachably mounted onto the vehicle
(11,31,41).

15. A surface sweeping vehicle according to claim 13

characterized in that the dust control system
(12,32,42) is an integrated part of the vehicle
(11,31,41).

Patentanspriiche

1.

Staubbekdmpfungssystem (12, 32,42), das mindes-
tens eine drehbare Kehrvorrichtung (14, 23, 26, 34,
44,47,48) und ein Gehause (15, 22, 35, 45) umfasst,
wobei das Gehause und die mindestens eine dreh-
bare Kehrvorrichtung an einem Fahrzeug (11, 31,
41) oder einem Rahmen (13, 33, 43), der bewegbar
zur Bewegung auf einer zu kehrenden Oberflache
gelagert ist, befestigt sind,

wobei das Gehause dafiir ausgelegt ist, die mindes-
tens eine drehbare Kehrvorrichtung (14, 23, 26, 34,
44,47,48) zumindest teilweise zu umschlieen, wo-
bei das System ferner mindestens eine Staubable-
gekammer (16, 21, 25, 36, 46) umfasst, wobei die
Staubablegekammer zumindest an einer Seite der
Kehrvorrichtung angebracht ist oder diese zumin-
dest teilweise umgibt, wobei die Staubablegekam-
mer (16, 21, 25, 36, 46) eine umschlossene Kammer
umfasst, die zu der gekehrten Flache hin offen ist
und sich angrenzend oder in Kontakt mit der gekehr-
ten Oberflache erstreckt; und mindestens eine Flis-
sigkeitszerstaubungseinrichtung (75) zum Einbrin-
gen eines zerstaubten Nebels in die Staubablege-
kammer, um einen durch die mindestens eine Kehr-
vorrichtung (14, 23, 26, 34, 44, 47, 48) aufgewirbel-
ten Staub abzulegen,

dadurch gekennzeichnet, dass

die Staubablegekammer zwei im Wesentlichen pa-
rallele Wandabschnitte (16a, 16b, 21a, 21b, 25a,
25b, 36a, 36b, 46a, 46b) umfasst, die sich beide zu
mindestens einer Seite der Kehrvorrichtung hin er-
strecken, wobei die beiden Wandabschnitte in Kon-
takt mit der gekehrten Oberflache sein sollen, wenn
die gekehrte Oberflache eben und glatt ist, um als
Barriere fur aufgewirbelten Staub zu wirken.

Staubbekdmpfungssystem nach Anspruch 1, da-
durch gekennzeichnet, dass die mindestens eine
drehbare Kehrvorrichtung eine horizontale zylindri-
sche rotierende Birste (14, 23, 26, 34, 44) umfasst.

Staubbekdmpfungssystem nach Anspruch 2, da-
durch gekennzeichnet, dass die mindestens eine
drehbare Kehrvorrichtung eine erste und eine zweite
vordere Kehrvorrichtung (47, 48) umfasst, die um
eine Achse in Richtung auf die zu kehrende Ober-

10

15

20

25

30

35

40

45

50

55

10

10.

flache drehbar sind, wobei sich der erste und der
zweite vordere Besen in entgegengesetzte Richtun-
gen drehen.

Staubbekampfungssystem nach einem der Anspri-
che 1 bis 3, dadurch gekennzeichnet, dass die
Staubablegekammer (16, 21, 25, 36, 46) entlang ei-
nes oder mehrerer von einem hinteren und/oder vor-
deren Abschnitt und/oder einem seitlichen Abschnitt
der mindestens einen Kehrvorrichtung (14, 23, 26,
34, 44, 47, 48) angebracht ist.

Staubbekampfungssystem nach einem der Anspri-
che 1 bis 3, dadurch gekennzeichnet, dass die
Staubablegekammer (16, 21, 25, 36, 46) an der vor-
deren, der hinteren und entlang beider Seiten der
mindestens einen Kehrvorrichtung (14, 23, 26, 34,
44, 47, 48) angebracht ist.

Staubbekampfungssystem nach einem der Anspri-
che 1 bis 5, dadurch gekennzeichnet, dass die
Staubablegekammer (16, 21, 25, 36, 46) einen un-
teren elastischen Teil entlang mindestens eines von
der mindestens einen Kehrvorrichtung entfernten
Abschnitts umfasst, wobei sich der elastische Teil
sich in Kontakt mit der gekehrten Oberflache er-
streckt.

Staubbekampfungssystem nach einem der Anspri-
che 1 bis 6, dadurch gekennzeichnet, dass die
Staubablegekammer (16, 21, 25, 36, 46) ein Teil des
Gehauses (15, 22, 35, 45) ist.

Staubbekampfungssystem nach einem der vorste-
henden Anspriiche, dadurch gekennzeichnet,
dass der mindestens eine Flussigkeitszerstauber
(75) in der mindestens einen Kammer (16, 21, 25,
36, 46) an der Vorderseite und/oder entlang beider
Seiten der mindestens einen Kehrvorrichtung (14,
23, 26, 34, 44, 47, 48) angeordnet ist.

Staubbekampfungssystem nach einem der vorste-
henden Anspriiche, dadurch gekennzeichnet,
dass der mindestens eine Zerstauber (75) als Re-
aktion auf einen Feuchtigkeitssensor (91) betrieben
wird, zur Aufrechterhaltung einer vorgegebenen
Feuchtigkeit in der mindestens einen Staubablege-
kammer.

Verfahren zum Ablegen von Staub, der von einem
Oberflachenkehrfahrzeug (11, 31, 41) angehoben
wird, das mit einem Staubbekdmpfungssystem (12,
32,42) nach Anspruch 1 bis 9 ausgestattet ist, wobei
das Staubbekdmpfungssystem mindestens eine
drehbare Kehrvorrichtung (14, 23, 26, 34, 44,47, 48)
und ein Gehduse (15, 22, 35, 45) umfasst, wobei
das Gehause und die mindestens eine drehbare
Kehrvorrichtung an dem Fahrzeug (11, 31, 41) oder
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dem Rahmen (13, 33, 43) befestigt sind, wobei sie
bewegbar gelagert sind, um sich auf der zu kehren-
den Oberflache bewegen zu kénnen, wobei das Ge-
hause angeordnetist, um die mindestens eine Kehr-
vorrichtung zumindest teilweise zu umschlief3en,
wobei das Verfahren Folgendes umfasst:

-Einbringen eines Spriihnebels aus einem Fliis-
sigkeitszerstauber (75) in mindestens eine
Staubablegekammer (16, 21, 25, 36, 46), die an
mindestens einer Seite der Kehrvorrichtung (14,
23, 26, 34, 44,47, 48) angebracht ist oder diese
zumindest teilweise umgibt, wobei die Staubab-
legekammer zwei im Wesentlichen parallele
Wandabschnitte (16a, 16b, 21a, 21b, 25a, 25b,
36a, 36b, 46a, 46b) umfasst, die sich zu min-
destens einer Seite der Kehrvorrichtung erstre-
cken, wobei die beiden Wandabschnitte in Kon-
takt mit der gekehrten Oberflache sind und eine
geschlossene Kammer bilden, die einen offenen
Teil aufweist, der der gekehrten Oberflache zu-
gewandt ist und sich in Kontakt mit der gekehr-
ten Oberflache erstreckt, um als Barriere fiir auf-
gewirbelten Staub zu wirken,

- Bewirken, dass Sprihnebel in Richtung zum
offenen Bereich der Staubablegekammer und
in Kontakt mit aufgewirbeltem Staub strémt, wo-
durch mindestens ein Teil des Flugstaubs ge-
bunden wird.

Verfahren nach Anspruch 10, wobei das Verfahren
den folgenden Verfahrensschritt umfasst:

- Betreiben des mindestens einen Zerstaubers
(75), wahrend die Kehrvorrichtung gedreht wird.

Verfahren nach Anspruch 10, wobei das Verfahren
den folgenden Verfahrensschritt umfasst:

- Betreiben des mindestens einen Zerstaubers
(75), wahrend der Rahmen in Bewegung ist.

Oberflachenkehrfahrzeug, dadurch gekennzeich-
net, dass es mit einem Staubbekdmpfungssystem
(12, 32, 42) nach einem der Anspriiche 1 bis 11 aus-
gestattet ist.

Oberflachenkehrfahrzeug nach Anspruch 13, da-
durch gekennzeichnet, dass das Staubbekamp-
fungssystem (12, 32, 42) abnehmbar auf dem Fahr-
zeug (11, 31, 41) befestigt ist.

Oberflachenkehrfahrzeug nach Anspruch 13, da-
durch gekennzeichnet, dass das Staubbekamp-
fungssystem (12, 32, 42) ein integrierter Teil des
Fahrzeugs (11, 31, 41) ist.
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Revendications

Systeme de dépoussiérage (12, 32, 42) comprenant
au moins un dispositif de balayage rotatif (14, 23,
26, 34, 44, 47, 48) et un logement (15, 22, 35, 45),
dans lequel le logement et 'au moins un dispositif
de balayage rotatif sont montés a un véhicule (11,
31, 41) ou a un chassis (13, 33, 43) supporté de
maniére mobile pour un mouvement sur une surface
destinée a étre balayée,

lequel logement est agencé pour enfermer au moins
partiellement I'au moins un dispositif de balayage
rotatif (14, 23, 26, 34, 44, 47, 48),

dans lequel le systéme comprend en outre au moins
une chambre de dép6t de poussiére (16, 21, 25, 36,
46), dans lequel ladite chambre de dép6t de pous-
siére est montée au moins sur un co6té dudit, ou en-
tourant au moins partiellement ledit, dispositif de
balayage ; ladite chambre de dép6t de poussiére
(16, 21, 25, 36, 46) comprenant une chambre close
qui est ouverte en direction de la surface balayée et
s’étend adjacente ou en contact avec ladite surface
balayée ; etau moins un moyen atomiseur de liquide
(75) pour injecter un brouillard atomisé dans la
chambre de dép6t de poussiére afin de déposer une
poussiéere en suspension dans l'air, générée par l'au
moins un dispositif de balayage (14, 23, 26, 34, 44,
47, 48),

caractérisé en ce que

la chambre de dép6t de poussiére comprend deux
sections de paroi sensiblement paralléles (16a, 16b,
21a, 21b, 25a, 25b, 364, 36b, 46a, 46b), s’étendant
I'une et I'autre au moins vers un c6té dudit dispositif
de balayage, dans lequel l'une et 'autre des sections
de paroi sont prévues pour étre en contact avec la
surface balayée lorsque la surface balayée est ré-
guliére et lisse pour jouer le réle de barriere pour la
poussiére en suspension dans l'air.

Systeme de dépoussiérage selon la revendication
1, caractérisé en ce que I'au moins un dispositif de
balayage rotatif comprend une brosse rotative cylin-
drique horizontale (14, 23, 26, 34, 44).

Systeme de dépoussiérage selon la revendication
2, caractérisé en ce que I'au moins un dispositif de
balayage rotatif comprend un premier et un deuxié-
me dispositif de balayage avant (47, 48) pouvant
tourner autour d’'un axe dirigé vers ladite surface
destinée a étre balayée, avec les premier et deuxie-
me balais avant tournant en sens inverse.

Systeme de dépoussiérage selon I'une quelconque
des revendications 1 a 3, caractérisé en ce que
ladite chambre de dépét de poussiere (16, 21, 25,
36, 46) est montée le long d’'un ou plusieurs parmi
une partie arriere et/ou une partie avant et/ou une
partie latérale dudit au moins un dispositif de balaya-
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ge (14, 23, 26, 34, 44, 47, 48).

Systeme de dépoussiérage selon I'une quelconque
des revendications 1 a 3, caractérisé en ce que
ladite chambre de dép6t de poussiére (16, 21, 25,
36, 46) est montée a I'avant, a l'arriére et le long de
I'un et I'autre des c6tés dudit au moins un dispositif
de balayage (14, 23, 26, 34, 44, 47, 48).

Systeéme de dépoussiérage selon I'une quelconque
des revendications 1 a 5, caractérisé en ce que
ladite chambre de dép6t de poussiére (16, 21, 25,
36, 46) comprend une partie élastique inférieure le
long d’au moins une section distante dudit au moins
un dispositif de balayage, laquelle partie élastique
s’étend en contact avec ladite surface balayée.

Systeéme de dépoussiérage selon I'une quelconque
des revendications 1 a 6, caractérisé en ce que
ladite chambre de dép6t de poussiére (16, 21, 25,
36, 46) fait partie du logement (15, 22, 35, 45).

Systeme de dépoussiérage selon I'une quelconque
des revendications précédentes, caractérisé en ce
que I'au moins un moyen atomiseur de liquide (75)
est agencé dans ladite au moins une chambre (16,
21,25, 36, 46) a 'avant et/ou le long de I'un et 'autre
des coétés dudit au moins un dispositif de balayage
(14, 23, 26, 34, 44, 47, 48).

Systeme de dépoussiérage selon I'une quelconque
des revendications précédentes, caractérisé en ce
que ledit au moins un atomiseur (75) est mis en
oeuvre en réponse a un capteur d’humidité (91), afin
de maintenir une humidité prédéterminée au sein de
ladite au moins une chambre de dép6t de poussiére.

Procédé pour déposer de la poussiére soulevée par
unveéhicule de balayage de surface (11, 31,41) pour-
vud’un systéme de dépoussiérage (12, 32,42) selon
la revendication 1 a 9, ledit systéme de dépoussié-
rage comprenant au moins un dispositif de balayage
rotatif (14, 23, 26, 34, 44, 47, 48) et un logement (15,
22, 35, 45), dans lequel le logement et 'au moins un
dispositif de balayage rotatif sontmontés au véhicule
ou au chassis, supportés de maniere mobile pour un
mouvement sur une surface destinée a étre balayée,
lequel logement est agencé pour enfermer au moins
partiellement I'au moins un dispositif de balayage
rotatif, le procédé impliquant

- l'injection d’un brouillard atomisé a partir d’'un
atomiseur de liquide (75) dans au moins une
chambre de dépbt de poussiére (16, 21, 25, 36,
46) montée au moins a un c6té dudit, ou entou-
rant au moins partiellement ledit, dispositif de
balayage (14, 23, 26, 34, 44, 47, 48), ladite
chambre de dépdt de poussiere comprenant
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deux sections de paroi sensiblement paralléles
(16a, 16b, 21a, 21b, 25a, 25b, 36a, 36b, 46a,
46b) s’étendant au moins sur un c6té dudit dis-
positif de balayage, I'une et I'autre des sections
de paroi étant en contact avec la surface ba-
layée et formant une chambre close qui a une
partie ouverte faisant face a la surface balayée
et s’étendant en contact avec ladite surface ba-
layée, pour jouer le role de barriére pour de la
poussiére en suspension dans l'air,

- le fait d’amener le brouillard atomisé a s’écou-
ler en direction de la partie ouverte de la cham-
bre de dép6t de poussiére et en contact avec la
poussiéere en suspension dans l'air, ce qui lie au
moins une partie de ladite poussiére en suspen-
sion dans l'air.

Procédé selon la revendication 10, dans lequel ledit
procédé comprend I'étape de procédé consistant a

- faire fonctionner ledit au moins un atomiseur
(75) alors que le dispositif de balayage est mis
en rotation.

Procédé selon la revendication 10, dans lequel ledit
procédé comprend I'étape de procédé consistant a

- faire fonctionner ledit au moins un atomiseur
(75) alors que le chassis est en mouvement.

Véhicule de balayage de surface caractérisé en ce
qu’il est pourvu d’'un systeme de dépoussiérage (12,
32, 42) selon les revendications 1 a 11.

Véhicule de balayage de surface selon la revendi-
cation 13, caractérisé en ce que le systeme de dé-
poussiérage (12, 32, 42) est monté de fagon amovi-
ble sur le véhicule (11, 31, 41).

Véhicule de balayage de surface selon la revendi-
cation 13, caractérisé en ce que le systeme de dé-
poussiérage (12, 32, 42) est une partie intégrante
du véhicule (11, 31, 41).
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