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Description

TECHNICAL FIELD

[0001] The present invention relates to a sheet pack-
aging material for producing sealed packages of poura-
ble food products.

BACKGROUND ART

[0002] As is known, many pourable food products,
such as fruit juice, UHT (ultra-high-temperature treated)
milk, wine, tomato sauce, etc., are sold in packages made
of sterilized packaging material.

[0003] A typical example is the parallelepiped-shaped
package for liquid or pourable food products known as
Tetra Brik Aseptic (registered trademark), which is made
by folding and sealing laminated strip packaging material.
The packaging material has a multilayer structure com-
prising a base layer, e.g. of paper, covered on both sides
with layers of heat-seal plastic material, e.g. polyethyl-
ene. In the case of aseptic packages for long-storage
products, such as UHT milk, the packaging material also
comprises a layer of oxygen-barrier material, e.g. an alu-
minium foil, which is superimposed on a layer of heat-
seal plastic material, and is in turn covered with another
layer of heat-seal plastic material forming the inner face
of the package eventually contacting the food product.
[0004] Packages of this sort are normally produced on
fully automatic packaging machines, on which a contin-
uous tube is formed from the web-fed packaging material;
the web of packaging material is sterilized on the pack-
aging machine, e.g. by applying a chemical sterilizing
agent, such as a hydrogen peroxide solution, which, once
sterilization is completed, is removed from the surfaces
of the packaging material, e.g. evaporated by heating;
the web so sterilized is then maintained in a closed, sterile
environment, and is folded and sealed longitudinally to
form a tube, which is fed vertically.

[0005] Inorderto complete the forming operations, the
tube is filled with the sterilized or sterile-processed food
product, and is sealed and subsequently cut along equal-
ly spaced cross sections; pillow packs are so obtained,
which are then folded mechanically to form respective
finished packages.

[0006] Alternatively, the packaging material may be cut
into blanks, which are formed into packages on forming
spindles, and the packages are then filled with the food
product and sealed. One example of this type of package
is the so-called "gable-top" package known by the trade
name Tetra Rex (registered trademark).

[0007] To open the above packages, these are nor-
mally provided with a removable portion, which is partly
detached by an opening device from the rest of the pack-
aging material to free a pour opening through which to
pour out the product.

[0008] The removable portion is formed on the pack-
aging material prior to folding and sealing the packaging
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material to form the finished package.

[0009] The removable portion normally comprises a
so-called "prelaminated"” hole, i.e. a circular hole formed
through the base layer only of the packaging material
and covered, when the material is laminated, with the
layers of heat-seal plastic material and barrier material,
which adhere to one another at the hole.

[0010] Over the past few years, considerable research
has been carried out within the industry to devise an ef-
fective, consistent method of opening prelaminated holes
in such a manner as to achieve a clean cut about the
edge of the pour-out opening, with no fraying impairing
smooth pour-out of the food product.

[0011] Research has mainly been focused on devising
various movements of the opening devices, when un-
sealing the packages, designed to cut the prelaminated
hole as effectively as possible, and in particular on open-
ing devices capable of unsealing the packages in one
operation, i.e. severing the prelaminated hole and expos-
ing the resulting opening in one user movement.

[0012] Afirstsolution proposed is described, for exam-
ple, in international Patent Application WO 95/05996,
filed by the INTERNATIONAL PAPER Company, in
which the opening device substantially comprises a
frame, defining a spout and fitted about a removable por-
tion of the package, a removable cap, screwed to the
outside of the frame to close the spout, and a substantially
tubular cylindrical cutter, screwed inside the frame, and
which cooperates with the removable portion to detach
it partly, i.e. with the exception of a small-angle flap, from
the relative wall.

[0013] The cutter is activated by the cap by means of
one-way ratchet-type transmission means, which are ac-
tive when removing the cap from the frame. In the specific
case described in the above international patent appli-
cation, the cutter acts on the removable portion by means
of an end edge parallel to the removable portion and hav-
ing a number of teeth, all triangular and of the same
height.

[0014] In actual use, the cutter moves spirally, with re-
spect to the frame, from a raised rest position, in which
the end teeth face the removable portion, into successive
lowered cutting positions, in which the end teeth interact
simultaneously with the removable portion.

[0015] Though successful in unsealing the packages
in one operation, opening devices of the above type are
unsatisfactory in that the teeth tend to "chew" the remov-
able portion material, thus resulting in a jagged, frayed
cut edge, which, at times, may divert flow of the food
product as it is poured out. Moreover, the cut-off part of
the removable portion remains hanging inside the pack-
age, and, in use, tends to at least partly clog the flow
section of the spout, thus seriously interfering with out-
flow of the product.

[0016] To improve detachment of the removable por-
tion from the rest of the packaging material, other solu-
tions have been proposed, the most significant of which
would appear to be those described in Patents EP-B-
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1513732 and EP-B-1509456, both filed by SIG Technol-
ogy Ltd.

[0017] More specifically, in the first of the above solu-
tions, the cutter is guided, as it penetrates the wall of the
package, so that its travel comprises afirst purely vertical
translation portion, and a second purely horizontal rota-
tion portion.

[0018] In the second solution, the travel of the cutter,
when unsealing the package, comprises a first spiraling
portion, and a second purely horizontal rotation portion.
[0019] Though improving cutting quality of the remov-
able portion, the above solutions are still not altogether
satisfactory in achieving a clean-cut edge with no fraying
interfering with pour-out of the food product.

[0020] Finally, it should be pointed out that the above
limitations are particularly noticeable when the remova-
ble portion of the package is made of particularly tough
material, e.g. a barrier material covered with a polymer
catalyzed with an organometal or metallocene. In which
case, the removable portion tends to "stretch" rather than
tear under the action of the cutter, thus resulting in an
even more jagged, cut edge.

[0021] The Applicant has observed that effective,
clean cutting of the removable portion does not depend
solely on the type and movement of the opening device
used, but also on the lamination quality of the hole formed
through the base layer of the packaging material.
[0022] More specifically, the Applicant has observed
that, the greater the area of the hole in the base layer to
be laminated, the more difficult it is to achieve constant
lamination pressure over the whole area, thus resulting
in uneven thickness of the laminated polymer.

[0023] Thistherefore makesitdifficultto achieve clean,
consistent cutting of the removable portion using the
many different types of currently existing opening devic-
es.

[0024] Moreover, lamination of the hole in the base lay-
er at higher and higher speed makes the quality of this
operation very critical.

DISCLOSURE OF INVENTION

[0025] Itis therefore an object of the present invention
to provide a sheet packaging material, for sealed pack-
ages of pourable food products, adapted to be produced
athigh speed and provided with aremovable portion hav-
ing an improved lamination quality and which can be cut
in a neat, consistent way.

[0026] According to the presentinvention, there is pro-
vided a sheet packaging material for producing a sealed
package of a pourable food product, as claimed in claim
1.

[0027] Anotherobjectof the presentinvention is to pro-
vide a sealed package, for pourable food products, hav-
ing a removable portion and a reclosable opening device
which interact mutually to consistently produce, in one
user movement, a pour opening with a clean-cut edge.
[0028] According to the presentinvention, there is pro-
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vided a sealed package for pourable food products, as
claimed in claim 26.

BRIEF DESCRIPTION OF THE DRAWINGS

[0029] Some preferred, non-limiting embodiments of
the presentinvention will be described by way of example
with reference to the accompanying drawings, in which:

Figure 1 shows an exploded view in perspective of
a sealed package for pourable food products, in ac-
cordance with the teachings of the present invention;
Figure 2 shows a top plan view of a basic unit of
packaging material by which to produce one pack-
age of the type shown in Figure 1;

Figure 3 shows a larger-scale top plan view of a re-
movable portion of the Figure 2 packaging material;
Figure 4 shows a larger-scale section along line V-
IV in Figure 3;

Figure 5 shows a larger-scale, exploded view in per-
spective of a reclosable opening device by which to
open the Figure 1 package;

Figure 6 shows a larger-scale view in perspective of
a partially sectioned portion of the Figure 1 package
after the first opening;

Figure 7 shows a larger-scale top plan view of a dif-
ferent embodiment of aremovable portion of the Fig-
ure 2 packaging material;

Figure 8 shows a larger-scale section along line VIII-
VIIl in Figure 7;

Figures 9, 10, 11 and 12 show larger-scale top plan
views of other different embodiments of aremovable
portion of the Figure 2 packaging material;

Figure 13 shows an exploded view in perspective of
the Figure 1 package provided with a further different
embodiment of a removable portion;

Figure 14 shows a top plan view of a basic unit of
packaging material by which to produce one pack-
age of the type shown in Figure 13;

Figure 15 shows a larger-scale section along line
XV-XV in Figure 14; and

Figure 16 shows a larger-scale view of the Figure 13
package from the inside thereof and after the first
opening.

BEST MODE FOR CARRYING OUT THE INVENTION

[0030] Number 1 in Figure 1 indicates as a whole a
sealed package for pourable food products, which is
made of multilayer sheet packaging material 2 (Figures
2 and 4) and is designed to be fitted, on a top portion 3,
with a reclosable opening device 4 of plastic material.

[0031] In the non-limiting example shown in the draw-
ings, opening device 4 is of a type very similar to the one
disclosed in EP-A-2055640 and may be also replaced
with the latter. It should also be noted that other opening
devices may be used, such as the one disclosed in EP-
A-1088764. Opening device 4 is applied to package 1 by
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conventional fastening systems, such as adhesives, or
by micro-flame, electric-current-induction, ultrasound, la-
ser, or other heat-sealing techniques.

[0032] Package 1, shown in Figure 1, is of the type
described in European patent application No. EP-A-
1338521. Itis pointed out that the present invention may
be also applied to other types of sealed packages, such
as parallelepiped- or prismatic-shaped packages, "ga-
ble-top" packages, and so on.

[0033] Withreference to Figure 1, package 1 compris-
es a quadrilateral (in the example shown, rectangular or
square) top wall 5, a quadrilateral (in this case, rectan-
gular or square) bottom wall 6, four lateral walls 7, ex-
tending between top wall 5 and bottom wall 6, and four
corner walls 8, each located between a respective pair
of adjacent lateral walls 7 and also extending between
top wall 5 and bottom wall 6.

[0034] Each lateral wall 7 comprises a rectangular in-
termediate portion 7a, and opposite, respectively top and
bottom, isosceles-trapezium-shaped end portions 7b, 7c,
the minor bases of which are equal and defined by op-
posite horizontal sides of intermediate portion 7a, and
the major bases of which coincide with the corresponding
sides of top wall 5 and bottom wall 6 respectively.
[0035] Each corner wall 8 comprises a rectangular in-
termediate portion 8a, and opposite, respectively top and
bottom, triangular end portions 8b, 8c, the bases of which
are equal and defined by opposite horizontal sides of
intermediate portion 8a, and the apexes of which coincide
with the corners of top wall 5 and bottom wall 6 respec-
tively. In other words, in the Figure 1 configuration, the
top end portions 8b have upward-facing apexes, and the
bottom end portions 8c have downward-facing apexes.
[0036] On the side facing inwards of package 1, each
end portion 7b, 7c, 8b, 8c forms an angle of over 90° but
less than 180° with the adjacent top wall 5 or bottom wall
6.

[0037] On top, package 1 has a removable portion 10
that, in use, as it will be better explained thereinafter, can
be detached partly from packaging material 2 by opening
device 4 to free a pour opening 9 (please see Figure 6)
by which to pour the food product from package 1.
[0038] The packaging material 2 from which package
1is made has a multilayer structure (Figure 4) comprising
abase layer 11, e.g. of paper, for stiffness, and a number
of lamination layers 12 covering both sides of base layer
11.

[0039] In the example shown, lamination layers 12
comprise a layer 12a of oxygen-barrier material, e.g. an
aluminum foil, and a number of layers 12b of heat-seal
plastic material covering both sides of both base layer
11 and layer 12a. In other words, the Figure 4 solution
comprises, in succession and from the side eventually
forming the inside of package 1, a layer 12b of heat-seal
plastic material, a layer 12a of barrier material, another
layer 12b of heat-seal plastic material, base layer 11, and
another layer 12b of heat-seal plastic material.

[0040] The innerlayer 12b of heat-seal plastic material
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contacting the food product, in use, may, for example,
be made of strong, in particular, high-stretch, metal-
locene-catalyzed, low-linear-density (LLD) polyethylene.
[0041] Normally, layers 12b of heat-seal plastic mate-
rial are laminated on the base layer 11 in a melted state,
with successive cooling.

[0042] As a possible alternative, at least the inner lay-
ers of plastic material may be provided as prefabricated
films, which are laminated on base layer 11; this tech-
nique allows reducing any risk of formation of holes or
cracks at or around removable portion 10 during the form-
ing operations for producing sealed package 1.

[0043] The letter M in Figure 2 indicates a basic unit
of packaging material 2, by which to produce package 1,
and which may be a precut blank, or a portion of a web
of packaging material comprising a succession of units
M.

[0044] In the first case, basic unit M is folded on a
known folding spindle (not shown), is filled with the food
product, and is sealed at the top to form the final package.
In the second case, the web of packaging material 2,
comprising a succession of basic units M, is:

- folded into a cylinder and sealed longitudinally to
form a vertical tube;

- filled continuously with the food product; and

- sealed transversely and cut into basic units M, which
are then folded to form respective packages 1.

[0045] After completion of these operations, package
1 has a top transverse sealing band 13 crossing top wall
5along a centre line thereof, a bottom transverse sealing
band (not shown) crossing bottom wall 6 and a longitu-
dinal sealing band 14 extending perpendicularly between
the top transverse sealing band 13 and the bottom trans-
verse sealing band along respective portions of top and
bottom wall 5, 6 and along one of lateral walls 7.

[0046] More specifically, after package 1 is completely
sealed and formed, topwall 5is crossed by top transverse
sealing band 13 and by an end portion 14a of longitudinal
sealing band 14 extending perpendicularly from the top
transverse sealing band 13; in greater detail, top trans-
verse sealing band 13 divides top wall 5 into two regions
5a, 5b and end portion 14a of longitudinal sealing band
14 extends on one (5b) of such regions 5a, 5b from an
intermediate portion of the top transverse sealing band
13.

[0047] During the forming operations to obtain pack-
age 1, top transverse sealing band 13 is folded on region
5b and end portion 14a of longitudinal sealing band 14;
in this way, region 5a has a bigger area than region 5b
and is therefore more suitable for receiving removable
portion 10 and opening device 4, as will be explained in
detail hereafter.

[0048] With particular reference to Figure 2, basic unit
M has a crease pattern 15, i.e. a number of crease lines
defining respective fold lines, along which packaging ma-
terial 2 is folded to form the finished package 1.
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[0049] In the example shown, crease pattern 15 com-
prises first fold lines 16, extending horizontally in the Fig-
ure 1 configuration of package 1, second fold lines 17,
extending vertically in the Figure 1 configuration of pack-
age 1, and third fold lines 18, sloping with respect to fold
lines 16 and 17. Fold lines 16, 17, 18 define, in known
manner, the various walls 5, 6, 7, 8 of package 1, and
the various portions 7a, 7b, 7¢c, 8a, 8b, 8c of walls 7 and 8.
[0050] Removable portion 10 is formed on packaging
material 2 prior to folding and sealing the packaging ma-
terial to form package 1, and is covered, in use, by open-
ing device 4, as shown clearly in Figure 1.

[0051] As previously indicated, under the action of
opening device 4, removable portion 10 can be detached
partly from the rest of packaging material 2 along one
arc-shaped cutting line 20 and folded at a folding zone
21 extending between opposite ends of cutting line 20.
[0052] Removable portion 10 is advantageously locat-
ed on basic unit M so as to cross one of the fold lines 16
defining, in use, an edge between two adjacent walls of
package 1. More specifically, removable portion 10 is
crossed by the fold line 16 defining, in use, the edge 24
between top wall 5 and top end portion 7b of one of lateral
walls 7.

[0053] Asshown inFigures 3 and 4, removable portion
10 comprises a central area 25 of whole packaging ma-
terial, which, in use, in any case, remains attached to the
rest of the packaging material of basic unit M through a
permanent bridge 26 defined by folding zone 21, and a
peripheral area 27 for cutting interaction (i.e. along which
opening device 4 is designed to act during the first open-
ing of package 1) extending around part of central area
25 and containing cutting line 20.

[0054] When, in use, removable portion 10 has been
detached from the rest of the packaging material of the
relative package 1 along cutting line 20 and is subjected
to folding, permanent bridge 26 acts as a hinge, allowing
rotation of the detached material inwards the package 1.
[0055] Asshownin Figures 2 and 3, bridge 26 extends
from central area 25 to the rest of packaging material 2
along a direction transversal to lamination direction L, i.e.
the direction in which packaging material 2 is fed through
a known roller laminating unit (not shown).

[0056] Peripheral area 27 is defined by an open, cur-
vilinear strip having a single concavity facing central area
25. In practice, peripheral area 27 is substantially C-
shaped.

[0057] According to the preferred embodiment shown
in Figures 1 to 6, peripheral area 27 is completely defined
by one prelaminated strip-like opening 30, which is
formed by a through slot 31 provided in base layer 11
and covered by the other lamination layers 12a, 12b.
[0058] In this case, cutting line 20 is completely con-
tained within prelaminated opening 30. This means that,
in use, during the first opening of package 1, the cutting
action performed by opening device 4 (as it will be ex-
plained in detail later on) only occurs along prelaminated
opening 30.
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[0059] Advantageously, as clearly visible in Figure 4,
lamination layers 12b, extending along opposite faces of
base layer 11 are sealed together, during lamination,
through slot 31. In this way, after cutting of removable
portion 10 along cutting line 20, the edge of pour opening
9is externally covered by the remaining part of lamination
layers 12, so allowing to avoid the undesired phenome-
non of "edge soaking", i.e. the imbibition of the paper
edge due to storage of package 1 in a horizontal position
after the first opening.

[0060] With particular reference to Figures 3 and 4, slot
31 in unit M of packaging material 2 is delimited by a first
edge 32, adjacent to central area 25, and by a second
edge 33, opposed to and facing edge 32; edges 32, 33
are joined together at respective opposite ends 36, 37 of
slot 31.

[0061] The width W of slot 31, corresponding to the
distance between opposite edges 32 and 33, ranges be-
tween 1 mm and 6 mm, and is preferably comprised be-
tween 2 mm and 5 mm.

[0062] The Applicant has observed that a width W of
1 mmis the minimum value for assuring properlamination
of layers 12 with sealing thereof through slot 31, and that,
when the width W is larger than 6 mm, the area of prela-
minated opening 30 drastically increases together with
the probability of generating lamination defects; in fact,
the larger the area of prelaminated opening 30 is, the
more the movement of the melted plastic polymer at re-
movable portion 10 is, so resulting in an uneven thickness
of the lamination layers 12 at the area of slot 31 produced
in base layer 11.

[0063] The angular distance between opposite ends
36, 37 of slot 31 with respect to the curvature centre G
of cutting line 20 can be measured by an angle o (Figure
3), which is comprised between the tangents to the
above-mentioned ends 36, 37 ruled from centre G.
[0064] The Applicant has observed that high quality
lamination and a clean and easy cut of peripheral area
27 of removable portion 10 can be obtained when angle
aranges between 10° and 160°, and preferably between
30° and 90°.

[0065] Another important parameter of prelaminated
opening 30 is the angle, indicated as B, between the di-
rection in which packaging material 2 is fed to the appa-
ratus (not shown) for creating slot 31 and the direction
showing the orientation of prelaminated opening 30,
which can be represented by the bisector Z of angle a.
[0066] It is pointed out that the direction of feeding
packaging material 2 to the apparatus for creating slot
31 can coincide with lamination direction L.

[0067] In order to obtain high quality lamination and a
clean and easy cutting of peripheral area 27 of removable
portion 10, the Applicant has observed that angle B has
to range between 45° and 135°, preferably between 60°
and 120°.

[0068] Centre G represents a sort of reference point
for identifying the centre of the area delimited by prela-
minated opening 30, which is not perfectly circular. This
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reference pointis beneficialto measure the exact position
of prelaminated opening 30 during the forming operations
and to allow fitting of opening device 4 thereon with high
accuracy.

[0069] In order to make easier the above operations,
a reference mark 35, for instance cross-shaped, can be
advantageously printed or creased within central area 25
of removable portion 10 at centre G; in particular, refer-
ence mark 35 can be provided either during the creasing
operations, i.e. the operations for forming crease pattern
15, or during the cutting operation forming slot 31.
[0070] With reference to Figures 1, 5 and 6, opening
device 4 comprises a frame 40, fitted to package 1, about
removable portion 10, and having a circular spout 41, of
axis A, through which the food product is poured, a re-
movable screw cap 42, fitted coaxially to spout41 to close
it, and a tubular cutter 43, of axis A, which, in use, en-
gages spout 41 in axially and angularly movable manner
and interacts with peripheral area 27 of removable por-
tion 10 to partly detach removable portion 10 along cut-
ting line 20 from the rest of the packaging material to
open package 1.

[0071] Opening device 4 also comprises first connect-
ing means 44, connecting cap 42 to cutter 43, and which,
in use, as cap 42 is unscrewed off frame 40, exert rota-
tional thrust on cutter 43, and second connecting means
45, connecting frame 40 to cutter 43, and which, in use,
feed cutter 43 along a helical penetration path through
peripheral area 27 of removable portion 10 in response
to unscrewing of cap 42.

[0072] Opening device 4 is fitted to package 1 in such
a way to have axis A of spout 41, cap 42 and cutter 43
centered on reference mark 35 of removable portion 10,
and therefore on centre G of the designed cutting line 20.
[0073] Like removable portion 10, frame 40 advanta-
geously crosses edge 24 between top wall 5 and top end
portion 7b of one of lateral walls 7 of package 1, and
comprises a first and second portion 46, 47 at the same
angle to each other as that between walls 5 and 7.
[0074] More specifically, frame 40 comprises an annu-
lar base flange 48, defining portions 46 and 47 fastening
the frame to respective walls 5, 7, and a tubular, cylin-
drical collar 49, of axis A, which projects from a radially
inner edge of flange 48, on the opposite side to that fixed
towalls 5, 7, defines spout 41, and is designed to receive
cap 42.

[0075] As shown in Figure 5, collar 49 comprises an
outer cylindrical surface, having a first thread 51 which,
in use, engages a corresponding thread 52 of cap 42,
and an opposite inner cylindrical surface, defining spout
41 and having a thread 54 which, in use, engages a cor-
responding thread 55 of cutter 43.

[0076] Thread 54 of collar 49 of frame 40, and thread
55 of cutter 43 together define connecting means 45.
[0077] Cap42comprisesa circularendwall 58 for clos-
ing spout 41 of frame 40, and a substantially cylindrical
lateral wall 59, projecting coaxially from the peripheral
lateral edge of end wall 58, and the inner surface of which
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supports thread 52 engaging outer thread 51 of collar 49
of frame 40.

[0078] As shown in Figure 1, when cap 42 is fitted to
frame 40, lateral wall 59 covers the outside of collar 49.
[0079] Cutter 43 is initially fitted completely inside col-
lar 49 of frame 40 (Figure 1), and, after package 1 is
unsealed, is positioned partly inside the package, after
partly detaching removable portion 10 from the rest of
the packaging material.

[0080] At one axial end, cutter 43 (Figure 5) has a cut-
ting edge 60 that interacts with peripheral area 27 of re-
movable portion 10 of package 1 to detach removable
portion 10 partly from the adjacent packaging material.
[0081] Cutting edge 60 comprises a number of sub-
stantially triangular teeth 60a extending along a prede-
termined arc and an area 60b of a given angular dimen-
sion, withdrawn axially with respect to teeth 60a and hav-
ing no cutting function.

[0082] Connecting means 44 comprise a number of -
in the example shown, four - actuating members 61, lo-
cated on end wall 58 of cap 42 and equally spaced an-
gularly about axis A, and a number of corresponding driv-
en members 62, located on the inner lateral surface of
cutter 43, and which are pushed by respective actuating
members 61 as cap 42 is first unscrewed off frame 40.
[0083] In other words, actuating members 61 and cor-
responding driven members 62 together define a one-
way actuating device by which cap 42 is connected ro-
tationally to cutter 43 in the unscrewing direction (anti-
clockwise in the drawings) of cap 42, but is disconnected
in the opposite direction.

[0084] Actuating members 61 and driven members 62
are defined by contoured projections, which projects re-
spectively from the surface of end wall 58 of cap 42 facing
spout41 in use and from the inner lateral surface of cutter
43.

[0085] Inactual use, package 1is unsealed by rotating
cap 42 in the open direction (anticlockwise in Figure 1)
so that it gradually disengages from frame 40 and, at the
same time, operates cutter 43 by actuating members 61
engaging driven members 62.

[0086] Thatis, threads 51 and 52 interact so that cap
42 moves spirally, with respect to frame 40, about axis
A, and withdraws axially from the frame, away from flange
48. At the same time, actuating members 61 of cap 42
act on driven members 62 of cutter 43 to also rotate the
cutter about axis A. The interaction of threads 54 and 55
converts rotation of cutter 43 by cap 42 into a spiral move-
ment of cutter 43 first towards and then through remov-
able portion 10.

[0087] Asitmoves, cutting edge 60 interacts with prela-
minated opening 30 of peripheral area 27 of removable
portion 10 to produce cutting line 20. More specifically,
cutting edge 60 first pierces lamination layers 12a, 12b
covering slot 31 at an end portion thereof and, from there,
advances along, and cuts, the whole of prelaminated
opening 30 in the travelling direction - anticlockwise in
Figures 1 and 5 - of cutter 43.
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[0088] At this point, after the complete penetration of
cutting edge 60 into prelaminated opening 30, with the
consequent whole detachment of removable portion 10
along cutting line 20, further rotation of cutter 43 produces
a folding action along bridge 26, which remains intact
and acts as a hinge. More specifically, removable portion
10 is folded outwards of cutter 43 (Figure 6) and kept in
this position by the cutter to clear the way for pour-out of
the food product.

[0089] The total cutting angle is therefore less than a
full turn and substantially comprised between 200° and
350°, and preferably between 270° and 330°, thus pre-
venting total detachment of removable portion 10 from
the adjacent portions of packaging material.

[0090] Ascap42isunscrewed further, actuating mem-
bers 61 are withdrawn axially from driven members 62,
thus arresting cutter 43 in the lowered opening position,
in which it projects axially inwards of package 1 from
frame 40 (Figure 6), but is still connected to collar 49 by
thread 54 engaging thread 55.

[0091] Cap 42 is then unscrewed completely to open
package 1, which can be reclosed by simply screwing
cap 42 back onto collar 49.

[0092] Once package 1 is opened, cutter 43 can no
longer be moved from the lowered opening position, on
account of actuating members 61 being unable to reach
an axial position engaging driven members 62 of cutter
43.

[0093] Inthe lowered opening position, cutter 43 holds
back the cut-off part of removable portion 10 (Figure 6)
to prevent it clogging spout 41 through which the food
product is poured.

[0094] Number 10’, 10", 10" and 10”” in Figures 7 to
11 indicate different embodiments of aremovable portion
of packaging material 2 in accordance with the present
invention; removable portions 10, 10°, 10”, 10" and 10””
being similar to each other, the following description is
limited to the differences between them, and using the
same references, where possible, for identical or corre-
sponding parts.

[0095] In the embodiment shown in Figures 7 and 8,
removable portion 10’ has a peripheral area 27’, which
is completely defined by a single arc-shaped prelaminat-
ed opening 30’ having the same curvature centre G as
cutting line 20. In practice, prelaminated opening 30’ has
a substantially semicircular strip shape and is formed by
an equally shaped through slot 31’ produced in base layer
11 of packaging material 2 and covered by lamination
layers 12.

[0096] Advantageously, the width W of slot 31’ is con-
stant and is kept at the minimum for allowing cutting in-
teraction, i.e. for allowing engagement by teeth 60a of
cutter 43 of opening device 4. In other words, the width
W of slot 31’ ranges between 0,5 mm and 0,9 mm so as
to match almost exactly the width of teeth 60a of cutter 43.
[0097] In this solution, as shown in Figure 8, at remov-
able portion 10’, lamination layers 12 of packaging ma-
terial 2 cannot be sealed together through slot 31°, as the
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latter has a width W too narrow.

[0098] Slot 31" may be produced in base layer 11 of
packaging material 2 by using a laser cutting device (not
shown).

[0099] In the embodiment of Figure 9, peripheral area
27” of removable portion 10” has the same arc shape of
peripheral area 27’ of removable portion 10’ and differs
from peripheral area 27’ by comprising a succession of
prelaminated openings 30” alternated with respective
bridges 70 of whole packaging material, joined to central
area 25.

[0100] In practice, in this case, peripheral area 27" is
obtained by producing a succession of spaced perfora-
tions or through slots 31” in base layer 11 of packaging
material 2, externally covered by lamination layers 12.
[0101] The operation of perforating base layer 11 may
be advantageously performed by using a laser cutting
device.

[0102] As shown in Figure 9, cutting line 20 crosses
bridges 70: this means that, during the first opening of
package 1, bridges 70 are completely severed by cutter
43.

[0103] Inthe embodiment shown in Figure 10, remov-
able portion 10’ has a peripheral area 27, which com-
prises two prelaminated openings 30’ facing each other
and separated by permanent bridge 26 and by another
bridge 71 of whole packaging material, joined to central
area 25.

[0104] Preferably, cutting line 20 crosses bridge 71:
this means that, during the first opening of package 1,
bridge 71 is completely severed by cutter 43.

[0105] As clearly visible in Figure 10, prelaminated
openings 30"’ are symmetrically-shaped with respect to
an axis B connecting bridges 26 and 71, passing along
centre G of cutting line 20 and extending orthogonally to
axis A of spout41, cap 42 and cutter 43 of opening device
4.

[0106] Advantageously, axis B connecting bridges 26
and 71 is parallel to lamination direction L of packaging
material 2.

[0107] More specifically, in the present case, lamina-
tion direction L is from bridge 26 to bridge 71, which is
shorter than bridge 26.

[0108] As shown in Figure 10, each prelaminated
opening 30" is roughly elongated bean-shaped and is
formed by an equally shaped through slot 31" produced
in base layer 11 of packaging material 2 and covered by
lamination layers 12.

[0109] Similarly to prelaminated opening 30 of remov-
able portion 10, also in this embodiment, lamination lay-
ers 12 are sealed together through each slot 31"”.
[0110] In order to ease determination of the exact po-
sition of non-circular prelaminated openings 30" during
the forming operations and to allow fitting of opening de-
vice 4 thereon with high accuracy, also in this case, a
reference mark 35, for instance cross-shaped, can be
advantageously printed or creased within central area 25
of removable portion 10’ at centre G; in particular, ref-
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erence mark 35 can be provided either during the creas-
ing operations for forming crease pattern 15, or during
the cutting operation forming slots 31"".

[0111] In the embodiment shown in Figure 11, remov-
able portion 10" has a peripheral area 27", which, when
compared to peripheral area 27’ of removable portion
10", has afirst prelaminated opening 30a””, correspond-
ing to one of prelaminated openings 30””, and a second
and a third prelaminated opening 30b””, 30c””, together
replacing the other prelaminated opening 30™".

[0112] Prelaminated opening 30a”” is separated from
prelaminated openings 30b’”” and 30c”” respectively by
permanent bridge 26 and by a completely severable
bridge 72 of whole packaging material, corresponding to
bridge 71 of peripheral area 27" of removable portion
10””; prelaminated openings 30b”” and 30c”” are sepa-
rated from each other by a further completely severable
bridge 73 of whole packaging material.

[0113] All bridges 26, 72 and 73 are joined to central
area 25 of removable portion 10",

[0114] As shown in Figure 11, prelaminated openings
30a””,30b””, 30c”” are roughly elongated bean-shaped
and of different lengths: in particular, prelaminated open-
ing 30a”” extends roughly along a first half of peripheral
area 27", whilst prelaminated openings 30b”” and 30c¢™”
extend roughly along the other half of peripheral area
27" and therefore face prelaminated opening 30a"”.
[0115] In practice, prelaminated opening 30a”” ex-
tends along peripheral area 27" to alength roughly equal
to or slightly longer than the total length of prelaminated
openings 30b”” and 30c¢””, which are of comparable
lengths.

[0116] Also in this case, prelaminated opening 30a””,
30b””, 30c”” are formed by corresponding through slots
31a””, 31b””, 31c¢”” produced in base layer 11 of pack-
aging material 2 and covered by lamination layers 12.
[0117] Similarly to prelaminated openings 30, 30" of
removable portions 10, 10’”, lamination layers 12 are
sealed together through each slot 31a””, 31b””, 31c””".
[0118] Bridge 26, providing, in use, for permanently
connecting removable portion 10”” to the rest of pack-
aging material 2, is longer than bridges 72, 73.

[0119] As shown in Figure 11, bridges 26 and 72 are
advantageously located opposite each other along an
axis B parallel to the lamination direction L of packaging
material 2, which, in this case, is from the longer bridge
26 to bridge 72.

[0120] Bridge 73 on the other hand is located to one
side of axis B and facing prelaminated opening 30a™”.
[0121] Furthermore, prelaminated openings 30b”” and
30c¢”” are located on the opposite side of axis B to prela-
minated opening 30a””, and the fold line 16 defining in
use edge 24 of package 1 crosses both prelaminated
openings 30a”” and 30b”".

[0122] In order to ease determination of the exact po-
sition of non-circular prelaminated openings 30a™”,
30b””, 30c”” during the forming operations and to allow
fitting of opening device 4 thereon with high accuracy,

1993

10

15

20

25

30

35

40

45

50

55

also in this case, areference mark 35, for instance cross-
shaped, can be advantageously printed or creased within
central area 25 of removable portion 10”” at centre G; in
particular, reference mark 35 can be provided either dur-
ing the creasing operations for forming crease pattern
15, or during the cutting operation forming slots 31a™,
31b””, 31c””.

[0123] In the embodiment shown in Figure 12, remov-
able portion 10" has a peripheral area 27°””, which is
very similar to peripheral area 27’ of removable portion
10’ and basically differs therefrom in that the cutting ac-
tion is performed along two arc-shaped cutting lines 20"
completely contained within the respective prelaminated
openings 307",

[0124] Preferably, as shown in Figure 12, each cutting
line 20" is directed from one end of the relative prela-
minated openings 30" to the opposite end.

[0125] In this case, prelaminated openings 30" are
separated by permanent bridge 26 and by another bridge
74, corresponding to bridge 71, but which is of perma-
nent-type, i.e. it is not severed by cutter 43 during the
first opening of package 1.

[0126] More specifically, to obtain unsealing of pack-
age 1, removable portion 10”"” is detached partly from
the rest of packaging material 2 along the two arc-shaped
cutting lines 20" so as to form two flaps 80, which are
joined to a strip 81 of whole packaging material extending
between bridges 26 and 74 and delimited by two addi-
tional folding lines 82.

[0127] In practice, the opening of package 1 is carried
out by folding the two flaps 80 on either side of strip 81.
[0128] As apossible alternative, the cutting action may
be also performed from the center of each prelaminated
openings 30" and progressing symmetrically in both
directions.

[0129] Number 100 in Figures 13 to 16 indicates a fur-
ther different embodiment of a removable portion which
does not form part of the present invention; removable
portion 100 will be described by highlighting similarities
and differences with respect to the previously described
removable portions 10, 10°, 10", 10"”, 10””’, 10" and by
using the same references, where possible, for parts al-
ready described or equivalent thereto.

[0130] Removable portion 100 is shown in Figures 13
and 14 as formed on package 1 and on basic unit M of
packaging material 2, from which package 1 is obtained;
it is pointed out that removable portion 100 may be ad-
vantageously formed even on different types of sealed
packages, such as parallelepiped- or prismatic-shaped
packages, "gable-top" packages, and so on, or even on
packages having varying cross-sections of a main portion
of the package.

[0131] In a manner completely equivalent to remova-
ble portions 10, 10, 10", 10’”, 10””, 10", also in this
case, removable portion 100 is advantageously crossed
by one of the fold lines 16 defining, in use, an edge be-
tween two adjacent walls of package 1. More specifically,
removable portion 100 is crossed by the fold line 16 de-
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fining, in use, the edge 24 between top wall 5 and top
end portion 7b of one of lateral walls 7, which normally
defines the front panel of package 1.

[0132] In the example shown, removable portion 100
extends in part on region 5a of top wall 5 and in part on
top end portion 7b of the adjacent lateral wall 7 located
on the opposite side of top transverse sealing band 13
with respect to region 5b.

[0133] Inparticular, the fold line 16 crossing removable
portion 100 divides the latter in a first and a second region
100a, 100b respectively located in use on the above-
indicated distinct walls 5, 7 of package 1; the region 100b
is smaller than the region 100a.

[0134] Under the action of opening device 4, remova-
ble portion 100 can be detached partly from the rest of
packaging material 2 along one arc-shaped cutting line
101 contained in the region 100a and folded at a folding
zone (Figures 13, 14 and 16) extending between oppo-
site ends of cutting line 101 and defined by the region
100b; in practice, in this case, the region 100b acts in
use as a hinge allowing rotation of the detached material
inwards the package 1 and towards the lateral wall 7 on
which such region is located (Figure 16) in order to free
the pour opening 9.

[0135] By being located not only on top wall 5 but also
on the adjacent lateral wall 7, which is angled in relation
to the top wall 5, the removable portion 10 will have a
curvature on the finished package 1; in this way, the risks
of completely severing the removable portion 100 during
the first opening of the package 1 can be minimized, since
the cutter of the opening device, even in the case in which
it had a very simple design, e.g. subjected to an axial
downward penetration movement (such as in EP-A-
2055640) and provided with teeth lying on a common
plane, would not be able to contact the entire removable
portion 100 at the same time.

[0136] AsshowninFigures 13to 16, removable portion
100 differs from removable portions 10, 10°, 10", 10’”,
10”7, 10”"” by comprising one aperture 102 formed at
least in base layer 11, covered by a cover material 103
and extending along the whole removable portion 100.
[0137] Inparticular, in this case, both aperture 102 and
removable portion 100 have round or circular profiles with
a centre G; the fold line 16 crossing removable portion
100 defines a chord thereof. In the embodiment shown
in Fig. 14, the fold line 16 crossing the removable portion
100 is located at a minimum distance D from the centre
G of the aperture 102 of about 70% of the radius of the
aperture 102. It is also possible to locate the fold line 16
ataminimum distance D from the centre G of the aperture
102 being in the range of about 50 to 85% of the radius
of the aperture 102, or in the range of about 60 to 80%
of the radius of the aperture 102.

[0138] According to the preferred embodiment shown
in the Figures 13 to 16, cover material 103 is defined by
all the lamination layers 12; as a possible alternative not
shown, cover material 103 may be also defined by only
one or some of lamination layers 12.
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[0139] According to another possible alternative not
shown, aperture 102 may be formed through the entire
packaging material 2, and cover material 103 may be
defined, in this case, by a patch applied to the packaging
material 2 to seal the aperture 102 and including layers
of oxygen-barrier material, e.g. an aluminum foil, and one
or more layers of heat-seal plastic material.

[0140] The advantages of packaging material 2 and
package 1 according to the present invention will be clear
from the above description.

[0141] In particular, by locating removable portions 10,
10°,10”,10°’,10””, 10" as described, astride two walls
(5, 7) of package 1 at an angle to each other enables a
big increase in the diameter of pour opening 9 and,
hence, improved outflow of the food product from pack-
age 1.

[0142] This increase in the diameter of pour opening
9is obtained without increasing the complexity of crease
pattern 15.

[0143] For a given size pour opening 9, the configura-
tions of removable portions 10, 10’, 10", 10’”, 10 and
10”” described and illustrated in Figures 1 to 12 provide
for better lamination quality as compared with a prelam-
inated hole covering the whole pour opening area.
[0144] This is essentially due to a drastic reduction,
during lamination, in movement of the polymer at remov-
able portions 10, 10’, 10”, 10, 10””, 10”"” thus resulting
in a much more even thickness of lamination layers 12
atrespective slots 31,31°,31”,31"”,31a””,31b””, 31¢””,
317" than that of a conventional prelaminated hole de-
fining the whole pour opening area.

[0145] Consequently, it is possible to obtain a wider
processing window as compared with known prelaminat-
ed holes, e.g.fasterlamination speed, and a big reduction
in cost of the cover material of base layer 11.

[0146] In fact, by reducing movement of the polymer
during lamination means the material can be fed faster
through the lamination rollers, whereas the reduction in
material cost derives from the solutions described and
illustrated enabling the use of laminating materials having
reduced basis weight.

[0147] Improving the lamination quality of the area for
cutting interaction (peripheral area 27, 27°, 27", 27",
2777, 27"”) enables consistent neat cutting of removable
portion 10, 10°, 10", 10™, 10”’, 10”"” even when using an
inner layer of high-stretch heat-seal plastic material.
[0148] In addition, this makes it easier to locate the
removable portion 10, 10’, 107, 10", 10””, 10”” in any
convenient position on package 1, e.g. particularly across
a fold line 16 of packaging material 2 and, therefore, an
edge 24 of package 1.

[0149] As previously mentioned, inthe specific solution
of Figures 1 to 4, the width W and the angles o and § of
the single prelaminated opening 30 are important param-
eters to be considered for minimizing movements of the
melted plastic polymer at removable portion 10 during
lamination and the probability of generating lamination
defects. The same applies to the solution of Figures 7
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and 8.

[0150] In the cases of Figures 10, 11 and 12, the re-
duction, during lamination, in movement of the polymer
at removable portions 10", 10””, 10""” is obtained by
locating bridges 26 and 71, 74 of whole packaging ma-
terial aligned along an axis (B) parallel to the lamination
direction (L) of the packaging material. The Applicant, in
fact, has observed that movement of the polymer tends
to be more marked in the areas defining the leading and
trailing portions of the removable portion through the lam-
ination rollers. Providing bridges (26; 71, 74) of whole
packaging material just at these areas therefore greatly
reduces movement of the polymer during lamination,
thus resulting in a much more even thickness of lamina-
tion layers 12 at slots 31’7, 31a””, 31b””, 31c””, 31"
than those of a conventional prelaminated hole defining
the whole pour opening area.

[0151] Moreover, in the case of Figure 11, locating a
further bridge (73) to the side of axis B joining bridges 26
and 72 provides for maintaining the original position of
removable portion 10”” as bridge 72 is cut by cutting
edge 60. That is, as cutting edge 60 advances through
bridge 72, the thrust pushing removable portion 10”” to-
wards slot 31a”” is counteracted by the reaction of bridge
73, thus preventing any lateral movement of removable
portion 10””. It is clear that in this case, cutting edge 60
of opening device 4 should be designed to act, during
the first opening of package 1, first on bridge 72 and then
on bridge 73. Forinstance, this may be done by providing
two groups of teeth 60a separated by an area of a given
angular dimension, withdrawn axially with respect to
teeth 60a and having no cutting function; the two groups
should be positioned with respect to removable portion
10" and the helical path of cutter 43 so that one cuts
bridge 72 before the other starts to cut bridge 73.
[0152] An important advantage of removable portions
10, 10’ and 10" is the following: the cutting action is
only performed through lamination layers 12 and not
through base layer 11 in paper material; in this way, there
is no risk that paper fibres may detach during the cutting
action and fall into package 1.

[0153] Besides, the force required for opening pack-
age 1 for the first time is really of small entity.

[0154] Finally, the packaging material described pro-
vides for a high degree of integration with opening device
4, for the following reasons:

- the manufacturing process of packaging material 2
is designed to produce a removable portion 10, 10’
10”, 10, 10””, 10" comprising one or multiple
prelaminated holes that are easier to sever by open-
ing device 4;

- package 1 can be unsealed in one movement, with
very little effort on the part of the user;

- once the package is unsealed, removable portion
10, 10, 10", 10”, 10””, 10" detached partly from
the rest of the packaging material, is retained be-
tween frame 40 and cutter 43, thus eliminating any
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risk of detachment.

[0155] Clearly, changes may be made to packaging
material 2 and package 1 as described and illustrated
herein without, however, departing from the scope de-
fined in the accompanying claims.

Claims

1. A sheet packaging material (M) for producing a
sealed package (1) of a pourable food product, said
packaging material (M) comprising:

- at least one base layer (11) for imparting stiff-
ness;

- at least one lamination layer (12) applied to
and covering said base layer (11); and

- a removable portion (10, 10°, 10", 10", 10",
10”"”) which, in use, can be detached partly from
the rest of said packaging material (M) along at
least one arc-shaped cutting line (20, 20"”") and
folded at a folding zone (21, 81) extending be-
tween the opposite ends of said cutting line (20,
20”"”) so as to free a pour opening (9) by which
to pour the food product from said package (1);
characterized in that said removable portion
(10, 10, 10”, 10", 10", 10”") comprises:

- a central area (25) made of whole packaging
material and which, in use, in any case, remains
attached to the rest of the packaging material
(M) through a permanent bridge (26) defined by
said folding zone (21, 81); and
-aperipheralarea (27,27,27”,27",27"”,27"")
for cutting interaction, extending around part of
said central area (25), containing said cutting
line (20, 20”"’) and including at least one pre-
laminated opening (30, 30°, 30”, 30", 30a””,
30b””, 30c””, 30””), which is formed by a
through slot (31, 31, 31", 31’7, 31a””, 31b””,
31c””, 31”"”) provided at least in said base layer
(1) and covered by said at least one lamination
layer (12).

2. A packaging material as claimed in claim 1, wherein
said permanent bridge (26) acts as a hinge during
folding of the removable portion (10, 10°, 10", 10",
10",

3. A packaging material as claimed in claim 1 or 2,
wherein said peripheral area (27, 27°, 277,27, 27"”)
for cutting interaction is defined by an open, curvi-
linear strip having a single concavity facing said cen-
tral area (25).

4. A packaging material as claimed in any one of the
foregoing claims, wherein said peripheral area (27,
27’) for cutting interaction is completely defined by
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said pre-laminated opening (30, 30’).

A packaging material as claimed in any one of the
foregoing claims, wherein said slot (31, 31’) has a
first edge (32) adjacent to said central area (25) and
a second edge (33) opposed to and facing said first
edge (32), and wherein the width (W) of said slot (31,
31"), as measured between said first edge (32) and
said second edge (33), ranges between 0,5 mm and
6 mm.

A packaging material as claimed in any one of the
foregoing claims, wherein the tangents to a first and
a second end (36, 37) of said slot (31, 31") ruled
from the curvature centre (G) of said cutting line (20)
define therebetween a first angle (a) ranging be-
tween 10° and 160°.

A packaging material as claimed in claim 6, wherein
the bisector (Z) of said firstangle (o) and the direction
(L) in which said packaging material (M) is fed to an
apparatus for providing said slot (31, 31’) define ther-
ebetween a second angle (B) ranging between 45°
and 135°.

A packaging material as claimed in any one of the
foregoing claims, wherein said prelaminated open-
ing (30’) and said slot (31’) are arc-shaped and have
the same curvature centre as said cutting line (20).

A packaging material as claimed in any one of claims
5 to 8, wherein the width (W) of said slot ranges be-
tween 1 mm and 6 mm.

A packaging material as claimed in any one of the
foregoing claims, wherein it comprises two lamina-
tion layer (12) applied to and covering both sides of
said base layer (11), and wherein said lamination
layers (12) are sealed together, during lamination,
through said slot (31).

A packaging material as claimed in any one of claims
5 to 8, wherein the width (W) of said slot (31°) is kept
at the minimum for allowing cutting interaction.

A packaging material as claimed in claim 11, wherein
the width (W) of said slot (31’) ranges between 0,5
mm and 0,9 mm.

A packaging material as claimed in any one of claims
1 to 3, wherein said peripheral area (27”) for cutting
interaction comprises a succession of said prelami-
nated openings (30”) alternated with respective fur-
ther bridges (70) of whole packaging material, which
are joined to said central area (25) and are complete-
ly severable in use.

A packaging material as claimed in claim 13, wherein
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said further bridges (70) are crossed by said cutting
line (20).

A packaging material as claimed in any one of the
foregoing claims, wherein said permanent bridge
(26) extends from said central area (25) to the rest
of the packaging material (M) along a direction trans-
versal to alamination direction (L) of said packaging
material (M).

A packaging material as claimed in claim 1, wherein
said peripheral area (27°”, 27", 27) for cutting in-
teraction comprises two said pre-laminated open-
ings (30"’; 30a””, 30b””, 30c””, 30") separated
from each other by said permanent bridge (26) and
by another bridge (71, 72, 74) of whole packaging
material joined to said central area (25).

A packaging material as claimedin claim 16, wherein
said another bridge (71, 72) is a pierceable bridge
completely crossed by said cutting line (20).

A packaging material as claimedin claim 16, wherein
said another bridge (74) is a permanent bridge and
wherein two said arc-shaped cutting lines (20""”) are
provided which are completely contained within the
respective prelaminated openings (30”"”).

A packaging material as claimed in any one of claims
16 to 18, wherein said permanent bridge (26) and
said another bridge (71, 72, 74) are located along
an axis (B) parallel to a lamination direction (L) of
said packaging material (M).

A packaging material as claimedin claim 19, wherein
said permanent bridge (26) extends along said pe-
ripheral area (27’7, 27””) to a greater length than
said another bridge (71, 72); and said lamination di-
rection (L) is from said permanent bridge (26) to said
another bridge (71, 72).

A packaging material as claimedin claim 16, wherein
said peripheral area (27””) for cutting interaction
comprises a third prelaminated opening (30b””,
30c””) also formed by a through slot (31b””, 31c””)
provided at least in said base layer (11) and covered
externally with lamination layers (12); and a third
completely severable bridge (73) of whole packaging
material, which is interposed between said another
prelaminated opening (30b””, 30c””) and said third
prelaminated opening (30c””, 30b””), is joined to
said central area (25), and is located to a side of the
axis (B) connecting said permanent bridge (26) and
said another bridge (72) so as to face said prelami-

99

nated opening (30a””).

A packaging material as claimedin claim 21, wherein
said cutting line (20) crosses said another prelami-
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nated opening (30b””) and said third prelaminated
opening (30c””).

A packaging material as claimed in any one of the
foregoing claims, wherein it further comprises a ref-
erence mark (35) printed or creased within said cen-
tral area (25) of said removable portion (10, 10,
10””,10"") at the curvature centre (G) of said cutting
line (20).

A packaging material as claimed in any one of the
foregoing claims, and comprising a number of fold
lines (16, 17, 18) along which the packaging material
(M) is folded to form said package (1), and wherein
said removable portion (10, 10’, 10”, 10, 10",
10""”) is crossed by one (16) of said fold lines (16,
17, 18).

A packaging material as claimed in claim 24, wherein
said fold line (16) crossing said removable portion
(10, 10, 107, 10", 10", 10”"”) separates two por-
tions of said packaging material (M) eventually de-
fining walls (5, 7), crosswise to each other, of said
package (1).

A packaging material as claimed in any one of the
foregoing claims, wherein said lamination layers (12)
comprise layers of heat-seal plastic material (12b)
and oxygen-barrier material (12a).

A sealed package, for pourable food products,
formed by folding and sealing a packaging material
(M) as claimed in any one of the foregoing claims,
and comprising areclosable opening device (4) hav-
ing an axis (A) and in turn comprising:

-aframe (40) fitted about said removable portion
(10,10, 107,10, 10””") and defining a pouring
spout (41);

-aremovable threaded cap (42) that screws on-
to said frame (40) to close said pouring spout
(41);

- a tubular cutter (43) engaging said pouring
spout (41) and having, at one axial end, cutting
means (60) which cooperate with said peripher-
al area (27, 27, 277, 27", 27" of said remov-
able portion (10, 10°, 10”, 10", 10””) to unseal
said package (1) and define said pour opening
(9);

- first connecting means (44) connecting said
cap (42) to said cutter (43), and which, in use,
as the cap (42) is unscrewed off the frame (40),
exert rotational thrust on the cutter (43); and

- second connecting means (45) connecting
said frame (40) to said cutter (43), and which, in
use, feed the cutter (43) along a predetermined
cutting path through said peripheral area (27,
27, 277, 27", 27") of said removable portion
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(10,10°,10",10",10””) in response to unscrew-
ing of said cap (42).

Patentanspriiche

1.

Folien-Verpackungsmaterial (M) zur Herstellung ei-
ner versiegelten Verpackung (1) fur ein gieBbares
Lebensmittelprodukt, wobei das Verpackungsmate-
rial (M) umfasst:

- wenigstens eine Grundschicht (12), welche
Steifigkeit verleiht;

- wenigstens eine Laminierungsschicht (12),
welche auf die Grundschicht (11) aufgebracht
wird und diese bedeckt; und

- einen abnehmbaren Bereich (10, 10°, 10", 10",
10™,10"”), welcher, bei Verwendung, teilweise
vom restlichen Verpackungsmaterial (M) ent-
lang wenigstens einer bogenférmigen Schnittli-
nie (20, 20"") geldst und in einer Falzzone (21,
81), welche sich zwischen den gegeniberlie-
genden Enden der Schnittlinie (20, 20"") er-
streckt, gefaltet wird, so dass eine AusgieRo6ff-
nung (9), durch welche das Lebensmittelprodukt
aus der Verpakkung gegossen wird, freigege-
ben wird;

dadurch gekennzeichnet, dass der abnehm-
bare Bereich (10, 10’, 10", 10’”, 10"", 10™") um-
fasst:

- einen mittleren Bereich (25), welcher aus gan-
zem Verpackungsmaterial hergestelltist und, in
Verwendung, auf jeden Fall am Rest des Ver-
packungsmaterials (M) tUber einen permanen-
ten Steg (26), welcher durch die Falzzone (21,
81) definiert wird, befestigt bleibt, und

- einen peripheren Bereich (27, 27°, 27", 27",
27™, 27”) fir Schneide-Interaktion, welcher
sich um einen Teil des mittleren Bereichs (25)
erstreckt, die Schnittlinie (20, 20™") enthalt und
wenigstens eine vorlaminierte Offnung (30, 30,
30", 30", 30a"™, 30b"™, 30c™, 30") beinhaltet,
welche von einem Durchgangsschlitz (31, 31,
31",31™,31a"™,31b™,31c™, 31"”) gebildet
wird, welcher wenigstens in der Grundschicht
(1) gebildet und von der wenigstens einen La-
minierungsschicht (12) bedeckt ist.

Verpackungsmaterial nach Anspruch 1, wobei der
permanente Steg (26) beim Falten des abnehmba-
ren Bereichs (10, 10’, 10", 10", 10™) die Funktion
eines Scharniers hat.

Verpackungsmaterial nach Anspruch 1 oder 2, wo-
bei der periphere Bereich (27,27, 27", 27", 27™) fur
Schneide-Interaktion von einem offenen, gekrimm-
ten Streifen mit einer einzelnen Konkavitat, welche
dem mittleren Bereich (25) zugewandt ist, definiert
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wird.

Verpackungsmaterial nach einem der vorhergehen-
den Anspriiche, wobei der periphere Bereich (27,
27’) fur Schneide-Interaktion vollstadndig von der vor-
laminierten Offnung (30, 30’) definiert wird.

Verpackungsmaterial nach einem der vorhergehen-
den Anspriiche, wobeider Schlitz (31, 31’) eine erste
Kante (32) angrenzend an den mittleren Bereich (25)
und eine zweite Kante (33), welche der ersten Kante
(32) gegeniberliegt und ihr zugewandt ist, aufweist,
und wobei die Breite (W) des Schlitzes (31, 31°), ge-
messen zwischen der ersten Kante (32) und der
zweiten Kante (33), im Bereich zwischen 0,5 mm
und 6 mm liegt.

Verpackungsmaterial nach einem der vorhergehen-
den Anspriiche, wobei die Tangenten eines ersten
und zweiten Endes (36, 37) des Schlitzes (31, 31°),
gezogen von der Krimmungsmitte (G) der Schnitt-
linie (20), zwischen sich einen ersten Winkel (a) im
Bereich zwischen 10° und 160° definieren.

Verpackungsmaterial nach Anspruch 6, wobei die
Halbierende (Z) des ersten Winkels (o) und die Rich-
tung (L), in welcher das Verpackungsmaterial (M)
einer Vorrichtung zur Bereitstellung des Schlitzes
(31, 31’) zugefuhrt wird, zwischen sich einen zweiten
Winkel (B) im Bereich zwischen 45° und 135° defi-
nieren.

Verpackungsmaterial nach einem der vorhergehen-
den Anspriche, wobei die vorlaminierte (")ffnung
(30’) und der Schlitz (31°) bogenférmig sind und die-
selbe Krimmungsmitte wie die Schnittlinie (20) auf-
weisen.

Verpackungsmaterial nach einem der Anspriiche 5
bis 8, wobei die Breite (W) des Schlitzes im Bereich
zwischen 1 mm und 6 mm liegt.

Verpackungsmaterial nach einem der vorhergehen-
den Anspriiche, und umfassend zwei Laminierungs-
schichten (12) welche auf beide Seiten der Grund-
schicht (11) aufgebracht werden und diese bedek-
ken, und wobeidie Laminierungsschichten (12) wah-
rend des Laminierens durch den Schlitz (31) mitein-
ander versiegelt werden.

Verpackungsmaterial nach einem der Anspriiche 5
bis 8, wobei die Breite (W) des Schlitzes (31°) zur
Ermdglichung von Schneide-Interaktion minimal ge-
halten wird.

Verpackungsmaterial nach Anspruch 11, wobei die
Breite (W) des Schlitzes (31°) im Bereich zwischen
0,5 mm und 0,9 mm liegt.
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Verpackungsmaterial nach einem der Anspriiche 1
bis 3, wobei der periphere Bereich (27") fur Schnei-
de-Interaktion eine Folge der vorlaminierten Offnun-
gen (30") umfasst, welche sich abwechseln mit ent-
sprechenden weiteren Stegen (70) aus ganzem Ver-
packungsmaterial, welche an den mittleren Bereich
(25) angefigt sind und bei Verwendung vollstandig
abgetrennt werden kdnnen.

Verpackungsmaterial nach Anspruch 13, wobei die
weiteren Stege (70) von der Schnittlinie (20) gequert
bzw. gekreuzt werden.

Verpackungsmaterial nach einem der vorhergehen-
den Anspriiche, wobei sich der permanente Steg
(26) von dem mittleren Bereich (25) zum restlichen
Verpackungsmaterial (M) entlang einer Richtung
quer zu einer Laminierungsrichtung (L) des Verpak-
kungsmaterials (M) erstreckt.

Verpackungsmaterial nach Anspruch 1, wobei der
periphere Bereich (27", 27™, 27™") fir Schneide-
Interaktion die zwei vorlaminierten Offnungen (30",
30a"™, 30b™", 30c™, 30"") umfasst, welche vonein-
ander durch den permanenten Steg (26) sowie einen
weiteren Steg (71, 72, 74) aus ganzem Verpak-
kungsmaterial, welches an den mittleren Bereich
(25) angefigt ist, getrennt werden.

Verpackungsmaterial nach Anspruch 16, wobei der
andere Steg (71, 72) ein durchbohrbarer Steg ist,
welcher vollstandig von der Schnittlinie (20) gequert
bzw. gekreuzt wird.

Verpackungsmaterial nach Anspruch 16, wobei der
andere Steg (74) ein permanenter Steg ist, und wo-
bei zwei bogenférmige Schnittlinien (20™") vorgese-
hen sind, welche vollstandig innerhalb der entspre-
chenden vorlaminierten Offnungen (30””) enthalten
sind.

Verpackungsmaterial nach einem der Anspriiche 16
bis 18, wobei sich der permanente Steg (26) und der
andere Steg (71, 72, 74) entlang einer Achse (B)
parallel zu einer Laminierungsrichtung (L) des Ver-
packungsmaterials (M) befinden.

Verpackungsmaterial nach Anspruch 19, wobei sich
der permanente Steg (26) entlang dem peripheren
Bereich (27", 27™) in einer Lange gréRer als die des
anderen Stegs (71, 72) erstreckt; und die Laminie-
rungsrichtung (L) von dem permanenten Steg (26)
zu dem anderen Steg (71, 72) verlauft.

Verpackungsmaterial nach Anspruch 16, wobei der
periphere Bereich (27””) fir Schneide-Interaktion ei-
ne dritte vorlaminierte Offnung (30b™, 30c"™) um-
fasst, welche ebenfalls durch einen Durchgangs-



22.

23.

24,

25.

26.

27.

25 EP 2 467 302 B1 26

[T}

schlitz (31 b™, 31 ¢””’) gebildet wird, welcher wenig-
stens in der Grundschicht (11) vorgesehen und au-
Ren mit Laminierungsschichten (12) bedeckt ist; und
ein dritter vollstdndig abtrennbarer Steg (73) aus
ganzem Verpackungsmaterial, welcher zwischen
der anderen vorlaminierten Offnung (30b™, 30c")
und der dritten vorlaminierten Offnung (30c™, 30b™)
angeordnet ist, wird an den mittleren Bereich (25)
angefigt und befindet sich auf einer Seite der Achse
(B), welche den permanenten Steg (26) und den an-
deren Steg (72) derart verbindet, dass er der vorla-
minierten Offnung (30a"") zugewandt ist.

Verpackungsmaterial nach Anspruch 21, wobei die
Schnittlinie (20) die andere vorlaminierte Offnung
(30b™) und die dritte vorlaminierte Offnung (30c™)
quert bzw. kreuzt.

Verpackungsmaterial nach einem der vorhergehen-
den Anspriiche, wobei es weiter eine Bezugsmarke
(35) umfasst, welche innerhalb des mittleren Be-
reichs (25) des abnehmbaren Bereichs (10, 10",
10™, 10"") an der Krimmungsmitte (G) der Schnitt-
linie gedruckt oder geknittert ist.

Verpackungsmaterial nach einem der vorhergehen-
den Anspriiche, und umfassend eine Reihe von
Falzlinien (16, 17, 18), entlang welchen das Verpak-
kungsmaterial (M) zu der Verpackung (1) gefaltet
wird, und wobei der abnehmbare Bereich (10, 10,
10", 10", 10", 10"") von einer der Falzlinien (16, 17,
18) gequert bzw. gekreuzt wird.

Verpackungsmaterial nach Anspruch 24, wobei die
Falzlinie (16), welche den abnehmbaren Bereich
(10,10’,10", 10", 10", 10””) quert bzw. kreuzt, zwei
Bereiche des Verpackungsmaterials (M), welche
schlieB3lich, quer zueinander, Wénde (5, 7) der Ver-
packung (1) definieren, trennt.

Verpackungsmaterial nach einem der vorhergehen-
den Anspriiche, wobei die Laminierungsschichten
(12) Schichten aus Heiflsiegelkunststoffmaterial
(12b) und Sauerstoffbarrierematerial (12a) umfas-
sen.

Versiegelte Verpackung flr gieBbare Lebensmittel-
produkte, welche gebildet wird, indem ein Verpak-
kungsmaterial (M) gemafR einem der vorhergehen-
den Anspriiche gefaltet und versiegelt wird, und um-
fassend eine wiederverschlieRbare Offnungsvor-
richtung (4) mit einer Achse (A) und wiederum um-
fassend:

- einen Rahmen (40), welcher um den abnehm-
baren Bereich (10, 10°, 10", 10’”, 10””) einge-
passt ist und einen Ausgiel3er (41) definiert;

- einen abnehmbaren Deckel (42) mit Gewinde,
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welcher zum VerschlieRen des Ausgielers (41)
auf den Rahmen (40) aufgeschraubt wird;

- einen rohrférmigen Schneider (43), welcher in
den Ausgieler (41) eingreift und an einem axia-
len Ende Schneidemittel (60) aufweist, welche
mit dem peripheren Bereich (27, 27’, 27", 27",
27") des abnehmbaren Bereichs (10, 10°, 10",
10™, 10™) zum Entsiegeln der Verpackung zu-
sammenwirken und die AusgieR6ffnung (9) de-
finieren;

- erste Verbindungsmittel (44), welche den Dek-
kel (42) mit dem Schneider (43) verbinden und,
in Verwendung, beim Abschrauben des Deckels
(42) von dem Rahmen (40) eine Drehkraft auf
den Schneider (43) ausiiben; und

- zweite Verbindungsmittel (45), welche den
Rahmen (40) mit dem Schneider (43) verbinden
und, in Verwendung, den Schneider (43) ent-
lang einem vorbestimmten Schneidepfad durch
den peripheren Bereich (27, 27°, 27", 27", 27™")
des abnehmbaren Bereichs (10, 10°, 10", 10™”,
10””) in Reaktion auf das Abschrauben des Dek-
kels (42) zufihren.

Revendications

Matériau de conditionnement (M) destiné a produire
un emballage étanche (1) d’'un produit alimentaire
fluide, ledit matériau de conditionnement (M)
comprenant :

au moins une couche de base (11) destinée a
assurer la rigidité ;

au moins une couche laminée (12) appliquée
sur ladite couche de base (11) etla recouvrant ;
et

une partie amovible (10, 10’, 10", 10", 10™,
10"") qui, en utilisation, peut étre séparée par-
tiellement du reste dudit matériau de condition-
nement (M) suivant au moins une ligne de dé-
coupe en forme d’arc (20, 20™") et pliée au ni-
veau d’'une zone de pliage (21, 81) s’étendant
entre les extrémités opposées de ladite ligne de
découpe (20, 20™") de maniere a libérer une
ouverture de bec verseur (9) permettant de ver-
ser le produit alimentaire a partir dudit emballa-
ge(1);

caractérisé en ce que ladite partie amovible
(10, 10’, 10", 10™, 10", 10"") comprend :

une zone centrale (25) réalisée en un ma-
tériau de conditionnement complet et qui,
en utilisation, dans tous les cas, reste fixée
au reste du matériau de conditionnement
(M) par l'intermédiaire d’'une jonction per-
manente (26) définie par ladite zone de plia-
ge (21, 81) ; et
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une zone périphérique (27, 27°, 27", 27",
27", 27"") destinée a assurer l'interaction
de découpe, s’étendant autour d’une partie
de ladite zone centrale (25), contenant la-
dite ligne de découpe (20, 20™") et compor-
tant au moins une ouverture préalablement
laminée (30, 30’, 30", 30", 30a™, 30b"",
30c™, 30""), qui est formée par une fente
traversante (31, 31’, 31", 31", 31a™, 31b"",
31c™, 31™") agencée au moins sur ladite
couche de base (1) et recouverte par au
moins une des dites couches laminées (12).

Matériau de conditionnement selon la revendication
1, dans lequel ladite jonction permanente (26) agit
comme une charniere au cours du pliage de la partie
amovible (10, 10°, 10", 10", 10"").

Matériau de conditionnement selon la revendication
10u 2, dans lequel ladite zone périphérique (27, 27,
27", 27", 27™) destinée a assurer l'interaction de
découpe est définie par une bande curviligne ouverte
présentant une seule concavité faisant face a ladite
zone centrale (25).

Matériau de conditionnement selon l'une quelcon-
que des revendications précédentes, dans lequel la-
dite zone périphérique (27, 27°) destinée a assurer
I'interaction de découpe est entierement définie par
ladite ouverture préalablement laminée (30, 30°).

Matériau de conditionnement selon l'une quelcon-
que des revendications précédentes, dans lequel la-
dite fente (31, 31’) présente un premier bord (32)
adjacent a ladite zone centrale (25) et un second
bord (33) opposé et faisant face audit premier bord
(32), etdans lequel la largeur (W) de ladite fente (31,
31), telle que mesurée entre ledit premier bord (32)
et ledit second bord (33), est comprise entre 0,5 mm
et 6 mm.

Matériau de conditionnement selon l'une quelcon-
que desrevendications précédentes, dans lequel les
tangentes a une premiére et une seconde extrémité
(36, 37) de ladite fente (31, 31’) tracées a partir du
centre de courbure (G) de ladite ligne de découpe
(20) définissent entre elles un premier angle (o) com-
pris entre 10° et 160°.

Matériau de conditionnement selon la revendication
6, dans lequel la bissectrice (Z) dudit premier angle
(o) et la direction (L) suivant laquelle ledit matériau
de conditionnement (M) est délivré a un dispositif
destiné a produire ladite fente (31, 31’) définissent
entre elles un second angle () compris entre 45° et
135°.

Matériau de conditionnement selon l'une quelcon-

10

15

20

25

30

35

40

45

50

55

15

EP 2 467 302 B1

10.

1.

12.

13.

14.

15.

16.

28

que des revendications précédentes, dans lequel la-
dite ouverture préalablement laminée (30’) et ladite
fente (31’) sonten forme d’arc et présententle méme
centre de courbure que ladite ligne de découpe (20).

Matériau de conditionnement selon 'une quelcon-
que des revendications 5 a 8, dans lequel la largeur
(W) de ladite fente est comprise entre 1 mm et 6 mm.

Matériau de conditionnement selon 'une quelcon-
que des revendications précédentes, dans lequel
deux couches laminées (12) appliquées et couvrant
les deux cotés de la dite couche de base (11) sont
comprises, etdanslequel lesdites couches laminées
(12) sont soudées ensemble, au cours du laminage,
a travers ladite fente (31).

Matériau de conditionnement selon 'une quelcon-
que des revendications 5 a 8, dans lequel la largeur
(W) de ladite fente (31’) est maintenue au minimum
afin de permettre I'interaction de découpe.

Matériau de conditionnement selon la revendication
11, dans lequel la largeur (W) de ladite fente (31’)
est comprise entre 0,5 mm et 0,9 mm.

Matériau de conditionnement selon 'une quelcon-
que des revendications 1 a 3, dans lequel ladite zone
périphérique (27") destinée a assurer 'interaction de
découpe comprend une succession desdites ouver-
tures préalablement laminées (30") alternées avec
d’autres jonctions respectives (70) de matériau de
conditionnement complet, qui sont reliées a ladite
zone centrale (25) et peuvent étre séparées entie-
rement en utilisation.

Matériau de conditionnement selon la revendication
13, dans lequel lesdites autres jonctions (70) sont
traversées par ladite ligne de découpe (20).

Matériau de conditionnement selon 'une quelcon-
que des revendications précédentes, dans lequel la-
dite jonction permanente (26) s’étend a partir de la-
dite zone centrale (25) vers le reste du matériau de
conditionnement (M) suivant une direction transver-
sale a une direction de laminage (L) dudit matériau
de conditionnement (M).

Matériau de conditionnement selon la revendication
1, dans lequel ladite zone périphérique (27", 27™,
27"") destinée a assurer linteraction de découpe
comprend deux desdites ouvertures préalablement
laminées (30" ; 30a"™, 30b™, 30c"", 30"") séparées
I'une de l'autre par ladite jonction permanente (26)
et par une autre jonction (71, 72, 74) de matériau de
conditionnement complet reliée a ladite zone cen-
trale (25).
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Matériau de conditionnement selon la revendication
16, dans lequel ladite autre jonction (71, 72) est une
jonction pouvant étre percée entierement traversée
par ladite ligne de découpe (20).

Matériau de conditionnement selon la revendication
16, danslequel ladite autre jonction (74) estune jonc-
tion permanente, et dans lequel il est formé deux
desdites lignes de découpe en forme d’arc (20™")
qui sont entiérement contenues a l'intérieur des
ouvertures préalablement laminées respectives
(30™").

Matériau de conditionnement selon l'une quelcon-
que des revendications 16 a 18, dans lequel ladite
jonction permanente (26) et ladite autre jonction (71,
72, 74) sont situées le long d’'un axe (B) paralléle a
une direction de laminage (L) dudit matériau de con-
ditionnement (M).

Matériau de conditionnement selon la revendication
19, dans lequel ladite jonction permanente (26)
s’étend le long de ladite zone périphérique (27",
27" sur une longueur supérieure a ladite autre jonc-
tion (71, 72) ; et ladite direction de laminage (L) part
de ladite jonction permanente (26) vers ladite autre
jonction (71, 72).

Matériau de conditionnement selon la revendication
16, dans lequel ladite zone périphérique (27™) des-
tinée a assurer l'interaction de découpe comprend
une troisieme ouverture préalablement laminée
(30b™, 30c") aussi formée par une fente traversante
(31b™, 31c"") agencée au moins sur ladite couche
de base (11) et recouverte de maniére externe par
des couches laminées (12) ; et une troisieme jonc-
tion pouvant étre séparée entierement (73) de ma-
tériau de conditionnement complet, qui est interpo-
sée entre ladite autre ouverture préalablement lami-
née (30b™, 30c™) et ladite troisieme ouverture préa-
lablement laminée (30c"", 30b™"), est reliée a ladite
zone centrale (25), et est située sur un cété de I'axe
(B) reliant ladite jonction permanente (26) et ladite
autre jonction (72) de maniére a faire face a ladite
ouverture préalablement laminée (30a™).

Matériau de conditionnement selon la revendication
21, dans lequel ladite ligne de découpe (20) traverse
ladite autre ouverture préalablement laminée (30b™")
et la troisieme ouverture préalablement laminée
(30c™).

Matériau de conditionnement selon l'une quelcon-
que des revendications précédentes, dans lequel il
est, en outre, prévu un repére de référence (35) im-
primé ou pressé a l'intérieur de ladite zone centrale
(25) de ladite partie amovible (10, 10", 10"", 10"")
au niveau du centre de courbure (G) de ladite ligne
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de découpe (20).

Matériau de conditionnement selon 'une quelcon-
que des revendications précédentes, et comprenant
un certain nombre de lignes de pliage (16, 17, 18)
le long desquelles le matériau d’emballage (M) est
plié afin de former ledit emballage (1), et dans lequel
ladite partie amovible (10, 10°, 10", 10", 10", 10"")
est traversée par I'une (16) desdites lignes de pliage
(16, 17, 18).

Matériau de conditionnement selon la revendication
24, dans lequel ladite ligne de pliage (16) traversant
ladite partie amovible (10, 10°, 10", 10", 10", 10"")
sépare deux parties dudit matériau de conditionne-
ment (M) définissant éventuellement des parois (5,
7), transversalement 'une par rapport a l'autre, dudit
emballage (1).

Matériau de conditionnement selon 'une quelcon-
que des revendications précédentes, dans lequel
lesdites couches laminées (12) comprennent des
couches de matiere plastique thermosoudable (12b)
et de matériau résistant au passage de I'oxygéne
(12a).

Emballage étanche, pour produits alimentaires flui-
des, formé par pliage et soudage d’un matériau de
conditionnement (M) selon I'une quelconque des re-
vendications précédentes, et comprenant un dispo-
sitif d’ouverture pouvant étre refermé (4) présentant
un axe (A) et comprenant lui méme :

une embase (40) assemblée autour de ladite
partie amovible (10, 10, 10", 10", 10"") et défi-
nissant un bec verseur (41) ;

une capsule filetée amovible (42) qui se visse
sur ladite embase (40) afin d’obturer ledit bec
verseur (41) ;

un élément de coupe tubulaire (43) couplé audit
bec verseur (41) et présentant, a une premiere
extremité axiale, un moyen de coupe (60) qui
coopére avec ladite zone périphérique (27, 27°,
27",27",27™) de ladite partie amovible (10, 10’,
10", 10™, 10") afin d’ouvrir ledit emballage (1)
et de définir ladite ouverture de déversement
9);

un premier moyen de liaison (44) reliant ladite
capsule (42) audit élément de coupe (43), et qui,
en utilisation, lorsque la capsule (42) est dévis-
sée de I'embase (40), exerce une poussée en
rotation sur I'élément de coupe (43) ; et

un second moyen de liaison (45) reliant ladite
embase (40) et ledit élément de coupe (43), et
qui, en utilisation, guide I'élément de coupe (43)
le long d’un trajet de coupe prédéterminé a tra-
vers ladite zone périphérique (27, 27°, 27", 27",
27"") de ladite partie amovible (10, 10°, 10", 10",
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10"") enréponse au dévissage de ladite capsule
(42).
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