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Description

[0001] The present invention relates to a counter-
frame structure for a window, said structure being suita-
ble to be inserted in an opening of a wall separating the
inside and the outside of a building.
[0002] In a previous patent application by the same
Applicant, EP 2 161 402 A1 a counter-frame structure
for a door or window comprising a counter frame for a
door or window and an insulating surround made in a
heat-insulation material, such as polystyrene, enclosing
the counter-frame at least on the sides facing said wall
and the outside of the building, was described. The coun-
ter-frame and the insulating surround are interconnected
so as to form a single block to insert in the opening of
the wall. For example, the insulating surround is made
from a plurality of insulating elements closely coupled to
each other, at least some of which fixed to the counter-
frame.
[0003] Such structure allows a considerable reduction
of thermal bridges in the zones of anchorage of the coun-
ter-frame to the wall, the sills, the blind roller boxes etc.
considerably improving the heat insulation of the building.
Moreover, such structure offers the further advantage of
not requiring special works subsequent to installation of
the door or window frame, being made in a single block,
composed of the counter-frame and insulating surround,
ready for installation in the opening of the wall.
[0004] It has been observed however that while fully
absolving the task of considerably increasing the overall
insulation coefficient of the door or window frame, the
counter-frame structure described above has the draw-
back of not being fully waterproof. In fact, in situations of
driving rain, it has been seen in some cases that the rain
beating on the sill and on the vertical elements of the
insulating surround, especially in the case in which
guides are made in such elements for the sliding of a
shutter, penetrates the joints between the sill and said
vertical elements, in the long run damaging the insulating
surround itself and/or the wall it is inserted in. A further
counter-frame assembly according to the preamble of
claim 1 is also known from EP1391567A2.
[0005] The purpose of the present invention is to pro-
pose a counter-frame structure for a window which with-
out altering the heat insulation properties, makes it pos-
sible to overcome the drawback complained of above.
[0006] For a better understanding of the invention and
appreciation of its advantages, some of its embodiments
are described below, by way of non-limiting examples,
with reference to the attached drawings, in which:

figure 1 is a frontal view of a window counter-frame
structure according to the present invention;
figure 2 is a vertical cross-section of the structure
assembled to the window and installed in the open-
ing of a wall;
figure 3 is a horizontal cross-section of the structure
assembled to the window and installed in the open-

ing of a wall;
figure 4 is an exploded view of some of the elements
composing the insulating surround and the sill;
figure 5 shows the elements of the previous figure,
in an assembled phase of the sill; and
figure 6 is a perspective view of the lower part of the
insulating surround, with the sill assembled.

[0007] With reference to the figures (where equivalent
elements are indicated with the same numerical refer-
ences), reference numeral 1 globally denotes a counter-
frame structure according to the invention. According to
a general embodiment, said structure comprises a coun-
ter-frame 10 for a window 50 and an insulating surround
12, made in heat insulation material, which surrounds
the counter-frame 10 at least on the sides facing the wall
5 in which the structure is to be placed and the outside
of said wall.
[0008] As is known, a counter-frame 10 is taken to
mean a frame structure, usually in untreated wood, suit-
able for being anchored to the wall and to which the fixed,
actual frame 100 of the window 50 is attached.
[0009] The counter-frame 10 and the insulating sur-
round 12 are interconnected so as to form the counter-
frame structure 1 in a single block to be inserted in the
opening in the wall 5.
[0010] For example, a s heat insulation material, a ther-
moplastic polymeric material, in particular a polystyrene
may be used.
[0011] The insulating surround 12 comprises at least
two vertical insulation elements 14 and at least one lower
horizontal insulation element 16 which connects said ver-
tical elements 14 at the bottom. At least one vertical in-
sulation element 14 is joined to a respective upright 18
of the counter-frame 10; at least one lower horizontal
insulation element 16 is joined to the lower cross member
20 of the counter-frame 10. As will be explained better
below, the term joined is taken to mean that the insulation
element is closely coupled or connected in various ways
to a respective element of the counter-frame 10.
[0012] The counter-frame structure according to the
invention further comprises an outer sill 22 comprising a
sill plate 24 in a waterproof material, such as aluminium,
overlapping the lower horizontal insulation element 16.
The lateral rims 26 of said sill 22 are bent upwards and
sunk into the thickness of the vertical insulation elements
14 of the insulating surround 12.
[0013] This way, the water striking the sill 22 and/or
running along the vertical insulation elements 14 of the
insulating surround cannot penetrate the joint between
said vertical elements and the horizontal insulation ele-
ment 16, but is collected entirely on the sill plate 24 and
conveyed away from the window.
[0014] In other words, in a preferred embodiment, each
vertical insulation element 14 of the insulation surround
12 has a bottom surface comprising an outer lateral por-
tion 14’ which rests on the lower horizontal insulation
element 16 and an inner lateral portion 14" which rests
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on a portion of lateral extremity of the sill 22.
[0015] In yet other words, the lower horizontal insula-
tion element 16 extends below the entire bottom surface
of the vertical insulation elements 14; the sill 22, over-
lapping said horizontal insulation element 16, has a lower
transversal extension in relation to this, such as to termi-
nate with its lateral rim 26 bent upwards, in an interme-
diate zone (preferably closer to the inner wall) of the thick-
ness of the vertical elements 14. This position enables
the sill 22, thanks to its "tray" configuration, to collect the
rainwater striking the sill itself and the vertical elements
14, and at the same time, to maintain continuous contact
between the vertical elements 14 and the horizontal el-
ement 16 of the insulating surround 12, preserving the
heat insulation properties of the surround.
[0016] In a preferred embodiment, the sill 22 comprises
a pair of lateral guide elements 28, on each of which a
respective vertical insulation element partially 14 rests.
Each lateral guide element 28 is in the shape of an elon-
gated plate, substantially the same length as the depth
of the sill plate 24, which extends under the portion of
the bottom surface of the respective vertical insulation
element 14 overlapping the sill 22 and in which the lateral
rim bent upwards 26 is formed. In said guide element 28
there is a guide groove 30 open laterally, in other words
towards the opposite guide element 28, which the sill
plate 24 is inserted in.
[0017] Preferably, each lateral guide element 28 of the
sill is shaped in such a way as to follow the contour of
the inner side of the corresponding vertical insulation el-
ement 14. This way, said guide element 28 results sub-
stantially concealed from view. Moreover, whatever the
shape of the guide element 28, the guide groove 30 has
a bottom, opposite the opening of the guide groove 30,
perpendicular to the wall of the building so as to enable
the insertion of a rectangularly shaped sill plate 24. Con-
sequently, even if the inner side of the vertical insulation
elements 14 is not perpendicular to the wall of the building
but is sloping to facilitate the entrance of light for example,
the sill plate 24 is always rectangularly shaped, thereby
simplifying the production process.
[0018] The two guide grooves 30 of the two lateral
guide elements 28 thus form a sort of rail for the horizontal
insertion of the sill plate 24 from the outside.
[0019] Note how, advantageously, if the window is pro-
vided with a blind element, a vertical groove 141 is made
in each vertical insulation element 14 housing a guide
142 for the vertical sliding of the blind element. The sill
22 extends below the vertical insulation elements 14 be-
yond the depth of said vertical groove 141 (figure 3), so
that the water running along said vertical groove 141 is
also collected by the sill 22 and then conveyed frontally
to the outside.
[0020] According to a preferred embodiment, the sill
22 further comprises a transversal guide element 32 an-
chored to the lower horizontal insulation element 16
along the rim facing the window frame 100. Said guide
element 32 forms a guide groove 34 suitable to receive

the inner rim of the sill plate 24. For example, the trans-
versal guide element 32 is an overturned "U" shape so
as to insert a first vertical wall 32’ between the horizontal
insulation element 16 and the fixed window frame 100,
preferably with the interposition of a waterproof seal 33,
and to anchor itself to said horizontal element sinking its
second vertical wall 32" into it.
[0021] As a result, the rain beating on the sill and/or
flowing from the window frame cannot penetrate between
the horizontal element 16 of the insulating surround and
the frame.
[0022] According to one embodiment, the insulating
surround 12 is of such thickness as to extend, at least at
its lower and/or upper horizontal sides, from the inner
side 5’ to the outer side 5" of the wall 5 which the structure
is inserted in. Such thickness of the insulating surround
12 permits, in the upper part, the incorporation in the
upper horizontal insulation element 36 of a roller shutter
recess or other containing and guiding devices for the
blind elements of the window and, in the lower part, the
creation of a support base for the internal 38 and external
22 window sills.
[0023] In one advantageous embodiment, the housing
recess made in the upper horizontal insulation element
36 is closed underneath by a removable closure plate 40
sliding along a pair of upper lateral guide elements 42
analogous to the lateral guide elements 28 of the sill plate
24 and positioned between the top of the vertical insula-
tion elements 14 and the upper horizontal insulation el-
ement 36.
[0024] Note how in the examples illustrated the coun-
ter-frame structure 1 is suitable for being inserted in a
wall 5 consisting of a part in masonry 6 and an external
protective facing 7 known as "skin" or infill. Advanta-
geously, the insulating surround 12 extends frontally at
the outer level of the skin 7, in such a way as to create
a continuous insulation between the heat insulation ma-
terial of the surround and that of the skin 7.
[0025] Advantageously, the inner and/or outer surfac-
es of the insulating surround 12, meaning those facing
the inside and outside of the building, are covered with
a layer of rendering 44 which connects with the rendering
of the inner and/or outer surface of the wall of the building.
In other words, the rendering operation, usually carried
out with the counter-frame installed, takes place at build-
ing phase, thus avoiding soiling or damaging the counter-
frame at the window installation phase.
[0026] Advantageously, moreover, the rendering
phase of the counter-frame structure 1 is performed be-
fore inserting the sill plate 24 in the lateral 28 and trans-
versal 32 guide elements, so as not to soil or damage
said plate. To such purpose, the guide groove 30 of the
lateral guide elements 28 is temporarily closed or filled,
for example by a shaped wooden strip, to prevent the
rendering from entering said groove. After the rendering
operation, the sealing element of the groove 30 is re-
moved and the sill plate 24 can be applied to the structure.
[0027] According to one embodiment, the insulating
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surround 12 extends in such a way as to at least partially
overlap the fixed frame 100 which is attached, or will be
attached at the moment of installation of the window, to
the counter-frame 10. At least partial overlapping is un-
derstood as being at least by the part facing outwards.
In fact this way the side of the frame 50 facing outwards
is covered by the insulating surround 12 and therefore
benefits from greater thermal protection. Having thus lim-
ited cooling of the exposed surface of the frame 100, heat
dispersion through the frame outwards from the inside is
avoided right from the outset.
[0028] According to one embodiment, the insulating
surround 12 is formed of a plurality of elements, for ex-
ample in the form of square bars or blocks, closely cou-
pled in such a way as to leave no interstices through
which heat could be propagated.
[0029] Such surround elements 12 are coupled by
means of flat and extended contact surfaces or, even
more favourably, are connected by a geometrical or joint-
ed coupling.
[0030] For example, in figure 2 note how the lower hor-
izontal portion of the insulating surround 12 comprises
the lower horizontal insulation element 16 described
above, which encloses the lower cross member 20 of the
counter frame 10 at the bottom and the front, and a rear
element 44 which connects to the inner side 5’ of the wall
5 and which supports the inner sill 38. For example, said
rear insulation element 44 has a jointed coupling with the
front insulation element 16 of the insulation surround 12.
[0031] In any case, at least some of the elements of
the surround 12 are attached to the counter-frame 10 of
the window, for example by gluing and/or screwing and/or
by clamps or profiled sheet metal.
[0032] In particular, advantageously, the cross mem-
bers 20 and vertical uprights 18 which define the sides
of the counter-frame 10 and the adjacent elements 14,
16, 36 of the surround 12, are profiled to be coupled ge-
ometrically or by a joint.
[0033] Clearly, variants of and/or additions to what has
been described and illustrated above may be foreseen
while remaining within the sphere of the invention itself,
as defined in the attached claims

Claims

1. Counter-frame structure for a window, suitable for
being inserted in an opening of an outside wall of a
building, comprising:

- a counter-frame (10) of a window;
- an insulating surround (12), made in heat in-
sulation material, which surrounds the counter-
frame at least on the sides facing said wall and
the outside of the building,

wherein said counter-frame and insulating surround
are interconnected so as to form a single block (1)

to be inserted in the opening of the wall, and wherein
said insulating surround (12) comprises at least two
vertical insulation elements (14) and at least one low-
er horizontal insulation element (16) which connects
said vertical elements at the bottom, further compris-
ing an outer sill (22) comprising a sill plate (24) in a
waterproof material, overlapping said lower horizon-
tal insulation element, the lateral rims (26) of said sill
being bent upwards and being sunk into the thick-
ness of the vertical insulation elements (14) of the
insulating surround, said structure being character-
ized in one or both the following features:

i) a sill comprising a pair of lateral guide elements
(28) on each of which a respective vertical insu-
lation element partially (14) rests, in each lateral
guide element there being formed said lateral
rim (26) bent upwards and sunk into the thick-
ness of a respective vertical insulation element,
in each guide element a laterally open guide
groove (30) being made which the sill plate (24)
is inserted in so as to slide;
ii) a sill comprising a transversal guide element
(32) anchored in the lower horizontal insulation
element (16) along the rim facing the fixed win-
dow frame, said transversal guide element (32)
forming a guide groove (34) suitable to receive
the inner rim of the sill plate (24).

2. Structure according to claim 1, wherein each vertical
insulation element (14) of the insulation surround has
a bottom surface comprising an outer lateral portion
(14’) which rests on the lower horizontal insulation
element (16) and an inner lateral portion (14") which
rests on a portion of lateral extremity of the sill (22).

3. Structure according to any of the previous claims,
comprising the pair of lateral guide elements (28),
each lateral guide element (28) of the sill being
shaped in such a way as to follow the contour of the
inner side of the corresponding vertical insulation el-
ement, and wherein the guide groove has a bottom
perpendicular to the wall of the building so as to en-
able the insertion of a rectangularly shaped sill plate
(24).

4. Structure according to any of the previous claims,
wherein a vertical groove (141) is made in each ver-
tical insulation element housing a guide (142) for a
blind element, the sill extending below the vertical
insulation elements (14) beyond the depth of said
vertical groove (141).

5. Structure according to any of the previous claims,
wherein at least one housing recess of containing or
guiding device of a blind element is incorporated in
the upper horizontal insulation element (36), said re-
cess being closed underneath by a removable clo-
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sure plate (40) sliding along a pair of upper lateral
guide elements (42) positioned between the top of
the vertical insulation elements (14) and said upper
horizontal insulation element (36).

6. Structure according to any of the previous claims,
wherein the insulating surround is suitable to at least
partially overlap the fixed window frame (100), at
least on the side facing outwards.

7. Structure according to any of the previous claims,
wherein the insulating surround is composed of a
plurality of insulating elements (14, 16, 36, 44) close-
ly coupled to each other, at least some of which fixed
to the counter-frame (10).

8. Structure according to any of the previous claims,
wherein the insulating surround (12) is of such thick-
ness as to extend, at least at its lower and/or upper
horizontal sides, from the inner side (5’) to the outer
side (5") of the wall (5) which the structure is inserted
in, including an external protective facing(7).

9. Structure according to claim 7, comprising a com-
plete frame (30,32) fixed to the counter-frame.

Patentansprüche

1. Gegenzargenstruktur für ein Fenster, die geeignet
ist, in eine Öffnung einer Außenwand eines Gebäu-
des eingesetzt zu werden, die umfasst:

- eine Gegenzarge (10) eines Fensters;
- eine isolierende Einfassung (12), die aus wär-
meisolierendem Material hergestellt ist, welche
die Gegenzarge wenigstens auf den Seiten, die
der Wand und der Außenseite des Gehäuses
zugewandt sind, umgibt,

wobei die Gegenzarge und die isolierende Einfas-
sung miteinander verbunden sind, um einen einzi-
gen Block (1) zu bilden, der in die Öffnung der Wand
eingesetzt werden soll, und wobei die isolierende
Einfassung (12) wenigstens zwei vertikale Isoliere-
lemente (14) und wenigstens ein unteres horizonta-
les Isolierelement (16), das die vertikalen Elemente
auf der Unterseite verbindet, umfasst und ferner ei-
nen Außensims (22) umfasst, der eine Simsplatte
(24) in einem wasserdichten Material umfasst, die
das untere horizontale Isolierelement überlappt, wo-
bei die Seitenränder (26) des Simses aufwärts ge-
bogen sind und in der Dicke der vertikalen Isoliere-
lemente (14) der isolierenden Einfassung versenkt
sind, wobei die Struktur durch eines oder beide der
folgenden Merkmale gekennzeichnet ist:

i) einen Sims, der ein Paar seitlicher Führungs-

elemente (28) umfasst, wobei auf jedem von ih-
nen ein jeweiliges vertikales Isolierelement (14)
teilweise ruht, in jedem seitlichen Führungsele-
ment der Seitenrand (26) ausgebildet ist, der
aufwärts gebogen ist und in der Dicke eines je-
weiligen vertikalen Isolierelements versenkt ist,
wobei in jedem Führungselement eine seitlich
offene Führungsnut (30) hergestellt ist, in wel-
che die Simsplatte (24) eingesetzt ist, um zu
gleiten;
ii) einen Sims, der ein Querführungselement
(32) umfasst, das in dem unteren horizontalen
Isolierelement (16) entlang des Rands, der dem
festen Fensterrahmen zugewandt ist, verankert
ist, wobei das Querführungselement (32) eine
Führungsnut (34) bildet, die geeignet ist, den
Innenrand der Simsplatte (24) zu bilden.

2. Struktur nach Anspruch 1, wobei jedes vertikale Iso-
lierelement (14) der isolierenden Einfassung eine
untere Oberfläche hat, die einen äußeren seitlichen
Abschnitt (14’), der auf dem unteren horizontalen
Isolierelement (16) ruht, und einen inneren seitlichen
Abschnitt (14"), der auf einem Abschnitt des seitli-
chen äußersten Endes des Simses (22) ruht, um-
fasst.

3. Struktur nach einem der vorhergehenden Ansprü-
che, die das Paar seitlicher Führungselemente (28)
umfasst, wobei jedes seitliche Führungselement
(28) des Simses in einer derartigen Weise geformt
ist, dass es dem Umriss der Innenseite des entspre-
chenden vertikalen Isolierelements folgt, und wobei
die Führungsnut eine Unterseite senkrecht zu der
Wand des Gebäudes hat, um das Einsetzen der
rechteckig geformten Simsplatte (24) zu ermögli-
chen.

4. Struktur nach einem der vorhergehenden Ansprü-
che, wobei eine vertikale Nut (141) in jedem vertika-
len Isolierelement hergestellt ist, die eine Führung
(142) für ein Jalousieelement aufnimmt, wobei der
Sims sich immer noch unterhalb der vertikalen Iso-
lierelemente (14) über die Tiefe der vertikalen Nut
(141) hinaus erstreckt.

5. Struktur nach einem der vorhergehenden Ansprü-
che, wobei wenigstens eine Gehäusevertiefung zum
Aufnehmen oder Führen einer Vorrichtung eines Ja-
lousieelements in das obere horizontale Isolierele-
ment (36) eingebaut ist, wobei die Vertiefung unter-
halb durch eine entfernbare Verschlussplatte (40)
geschlossen ist, die entlang eines Paars oberer seit-
licher Führungselemente (42) gleitet, die zwischen
der Oberseite der vertikalen Isolierelemente (14)
und dem oberen horizontalen Isolierelement (36) po-
sitioniert sind.
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6. Struktur nach einem der vorhergehenden Ansprü-
che, wobei die isolierende Einfassung geeignet ist,
den festen Fensterrahmen (100) wenigstens auf der
nach außen gewandten Seite wenigstens teilweise
zu überlappen.

7. Struktur nach einem der vorhergehenden Ansprü-
che, wobei die isolierende Einfassung aus mehreren
Isolierelementen (14, 16, 36, 44) besteht, die eng
miteinander gekoppelt sind, von denen wenigstens
einige an der Gegenzarge (10) befestigt sind.

8. Struktur nach einem der vorhergehenden Ansprü-
che, wobei die isolierende Einfassung (12) eine der-
artige Dicke hat, dass sie sich wenigstens an ihren
unteren und/oder oberen horizontalen Seiten von
der Innenseite (5’) zu der anderen Seite (5") der
Wand (5) erstreckt, in welche die Struktur eingesetzt
ist, wobei sie eine äußere Schutzverblendung (7)
umfasst.

9. Struktur nach Anspruch 7, die einen vollständigen
Rahmen (30, 32), der an der Gegenzarge befestigt
ist, umfasst.

Revendications

1. Structure de contre-châssis pour une fenêtre, adap-
tée pour être insérée dans une ouverture d’une paroi
extérieure d’un bâtiment, comprenant :

- un contre-châssis (10) d’une fenêtre ;
- un encadrement isolant (12) constitué d’un ma-
tériau thermoisolant, lequel entoure le contre-
châssis au moins sur les côtés faisant face à
ladite paroi et le côté extérieur du bâtiment,

dans laquelle ledit contre-châssis et l’encadrement
isolant sont reliés ensemble de sorte à former un
seul bloc (1) à insérer dans l’ouverture de la paroi,
et dans laquelle ledit encadrement isolant (12) com-
prend au moins deux éléments isolants verticaux
(14) et au moins un élément isolant (16) horizontal
inférieur qui relie lesdits éléments verticaux sur le
fond, comprenant en outre un seuil extérieur (22)
comprenant une plaque de seuil (24) en un matériau
étanche à l’eau, recouvrant ledit élément isolant ho-
rizontal inférieur, les bords latéraux (26) dudit seuil
étant pliés vers le haut et étant enfoncés dans
l’épaisseur des éléments isolants verticaux (14) de
l’encadrement isolant, ladite structure étant caracté-
risée dans une ou les deux caractéristiques
suivantes :

i) un seuil comprenant une paire d’éléments de
guidage latéral (28), sur chacun desquels un
élément isolant vertical respectif (14) repose

partiellement, dans chaque élément de guidage
latéral étant formé ledit bord latéral (26) plié vers
le haut et enfoncé dans l’épaisseur d’un élément
isolant vertical respectif, dans chaque élément
de guidage étant réalisée une rainure de guida-
ge ouverte latéralement (30), dans laquelle la
plaque de seuil (24) est insérée de sorte à glis-
ser;
ii) un seuil comprenant un élément de guidage
transversal (32) ancré dans l’élément isolant ho-
rizontal inférieur (16) le long du bord faisant face
au châssis de fenêtre fixe, ledit élément de gui-
dage transversal (32) formant une rainure de
guidage (34) adaptée pour recevoir le bord in-
térieur de la plaque de seuil (24).

2. Structure selon la revendication 1, dans laquelle cha-
que élément isolant vertical (14) de l’encadrement
isolant a une surface inférieure comprenant une par-
tie latérale extérieure (14’) qui repose sur l’élément
isolant horizontal inférieur (16) et une partie latérale
intérieure (14") qui repose sur une partie d’extrémité
latérale du seuil (22).

3. Structure selon l’une quelconque des revendications
précédentes, comprenant la paire d’éléments de gui-
dage latéral (28), chaque élément de guidage latéral
(28) du seuil étant formé de manière à suivre le con-
tour du côté intérieur de l’élément isolant vertical cor-
respondant et dans laquelle la rainure de guidage a
un fond perpendiculaire à la paroi du bâtiment de
sorte à permettre l’insertion d’une plaque de seuil
formée en rectangle (24).

4. Structure selon l’une quelconque des revendications
précédentes, dans laquelle une rainure verticale
(141) est réalisée dans chaque élément isolant ver-
tical logeant un guidage (142) pour un élément bor-
gne, le seuil s’étendant sous les éléments isolants
verticaux (14) au-delà de la profondeur de ladite rai-
nure verticale (141).

5. Structure selon l’une quelconque des revendications
précédentes, dans laquelle au moins un évidement
de logement d’un dispositif de contenance ou de gui-
dage d’un élément borgne est incorporé dans l’élé-
ment isolant (36) horizontal supérieur, ledit évide-
ment étant fermé dessous par une plaque de ferme-
ture amovible (40) glissant le long d’une paire d’élé-
ments de guidage latéral supérieur (42) positionnés
entre le dessus des éléments isolants verticaux (14)
et ledit élément isolant horizontal supérieur (36).

6. Structure selon l’une quelconque des revendications
précédentes, dans laquelle l’encadrement isolant
est adapté pour recouvrir au moins en partie le châs-
sis de fenêtre fixe (100), au moins sur le côté dirigé
vers l’extérieur.
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7. Structure selon l’une quelconque des revendications
précédentes, dans laquelle l’encadrement isolant
est composé d’une pluralité d’éléments isolants (14,
16, 36, 44) couplés étroitement les uns aux autres,
dont au moins certains sont fixés au contre-châssis
(10).

8. Structure selon l’une quelconque des revendications
précédentes, dans laquelle l’encadrement isolant
(12) est d’une épaisseur à s’étendre, au moins sur
ses côtés horizontaux inférieurs et/ou supérieurs, du
côté intérieur (5’) au côté extérieur (5") de la paroi
(5), dans laquelle la structure est insérée, incluant
un parement de protection externe (7).

9. Structure selon la revendication 7, comprenant un
châssis complet (30, 32) fixé au contre-châssis.
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