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Description

[0001] This invention relates to a cutting head for at
least one continuous rod in machines for making tobacco
products.
[0002] A cutting head of the prior art is disclosed for
example in document GB 982 298.
[0003] More specifically, the cutting head according to
this invention can be advantageously applied to a ciga-
rette making machine, for cutting at least one continuous
cigarette rod, or to a cigarette filter making machine, for
cutting at least one continuous filter rod.
[0004] Still more specifically, the cutting head accord-
ing to this invention can be advantageously applied to
twin-line machines for making tobacco products, that is
to say, machines characterized by the presence of two
continuous rods which travel axially side by side and par-
allel to each other. Prior art cutting heads comprise a
drum which is defined by two opposed, substantially cir-
cular side walls and a cylindrical wall of revolution which
joins the two side walls to each other to form a closed
body. The drum rotates about a respective axis of rotation
and bears on the side of it two opposed blades which
project from the selfsame wall of revolution.
[0005] More in detail, the blades are mounted on re-
spective blade holders connected to the drum. The blade
holder and the respective blade can rotate relative to the
drum about a respective axis of rotation which is radial
and perpendicular to the axis of rotation of the drum.
[0006] The cutting heads are coupled to a respective
counterblade device to form a cutting unit. The counter-
blade devices usually comprise a rotating carousel hav-
ing mounted on it a plurality of blade guide bushes which
cyclically come into contact with the corresponding rod
to hold it transversely and each of which is provided with
a central slot through which the blade can pass in order
to make the cut. In other words, each rod is held trans-
versely by the bushes as the blade passes through so
as to prevent the rods from swinging and shaking.
[0007] Since the continuous rods travel at a predeter-
mined speed and cutting must be performed continuously
and at right angles to the travelling direction, each blade
which comes in proximity of the rods to be cut must move
at a speed having a component which is concordant with
the travelling speed of the rods, in such a way as to follow
the rods.
[0008] In this regard, in prior art cutting heads, the drum
is oriented in such a way that the axis of rotation of the
drum makes a predetermined angle α with the travelling
direction of the rods. The angle α thus determines the
extent of the component of the speed which is parallel to
the speed of the rods and is therefore strictly connected
with the size of the cigarettes or filters to be cut. In this
regard, it should be noted that each blade guide bush,
during the movement imparted to it by the carousel, ro-
tates at a speed such as to have a component which is
equal to the travelling speed of the rods, so that the pas-
sage of the blade through the slot is perfectly coordinated.

[0009] Moreover, it should be noted that the continuous
rods must be cut at right angles to their travelling direc-
tion. For this purpose, each blade is oriented, relative to
the drum, in such a way as to be at right angles to the
travelling direction of the rods at least when it is in the
proximity of the rods.
[0010] Suitable means for adjusting the angular posi-
tion of the blades are located inside the drum and operate
on the blades in such a way as to keep them at right
angles to the rod travelling direction - when they are at
the rods - even after changeover to a different cigarette
or filter size.
[0011] In other words, when the length of the individual
cigarette sticks or filter plugs needs to be changed, it is
necessary to change the angle α formed between the
axis of rotation of the drum and the travelling direction of
the continuous rods. This is done by modifying the incli-
nation angle of the drum. The above mentioned adjust-
ment means thus operate on the blade in such a way that
when it reaches the continuous rods it is perpendicular
to their travelling direction.
[0012] In the prior art cutting heads, the adjustment
means comprise, for example, a cardan shaft operating
between a drum mounting shaft and the blade holder.
[0013] Thus, each blade holder swings about its radial
axis of rotation between two limit positions so that when
it passes through the continuous rods it is substantially
at right angles to their travelling direction.
[0014] This correction, however, does not take into ac-
count the fact that by virtue of the angle α at which the
drum is inclined, the blade is exactly at a right angle to
the rods only at one cutting position whereas around that
position, it is slightly inclined as a result of the swinging
about the radial axis about which the blade holder rotates
and as a result of the rotation of the drum about an axis
which is inclined at the angle α. Disadvantageously,
therefore, when each blade passes through the respec-
tive blade guide bush, it is not exactly at a right angle to
the travelling direction of the continuous rods since the
blade is in a limited round of a swing. In other words,
during the cutting of the continuous rods, the blade and
the respective blade holder swing about their axis of ro-
tation.
[0015] This has at least two major disadvantages.
Firstly, the cigarette sticks or filter plugs thus obtained
are not cut exactly at right angles.
[0016] Secondly, during its cutting action, the blade is
not unlikely to come into contact, however lightly, with
the blade guide bush. More specifically, this contact is
most likely to occur when the blade enters and exits the
slot of the blade guide bush. Besides damaging the blade
and/or the bush, this contact causes the blade to shake.
Shaking leads to further errors and imprecision in the
cutting of the continuous rods.
[0017] Moreover, it should also be noted that in the
prior art cutting heads, it is not possible to apply more
than two blades. In effect, if this were done, the shaking
caused by the adjustment means normally used would
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raise the risk of cutting imprecision and blade breakage
to unacceptably high levels.
[0018] The above mentioned cutting heads are also
equipped internally with feed devices which gradually
feed the blade outwards to compensate for blade wear
during use. These types of device are usually built into
the cutting heads and are relatively complex and the
space they occupy makes it difficult to mount two blades
at 180° from each other. Further, precisely because they
are located inside the cutting head, they are difficult to
access for routine maintenance.
[0019] In this context, the basic technical purpose of
this invention is to provide a cutting head for at least one
continuous rod in machines for making tobacco products
which overcomes the above mentioned disadvantages
of the prior art.
[0020] More specifically, this invention has for an aim
to provide a cutting head for at least one continuous rod
in machines for making tobacco products which is capa-
ble of guaranteeing lasting precision in cutting at least
one continuous rod.
[0021] Another aim of the invention is to overcome the
problem of blade wear while avoiding frequent routine
and extraordinary maintenance operations. The techni-
cal purpose indicated and the aims specified are sub-
stantially achieved by a cutting head for at least one con-
tinuous rod in machines for making tobacco products
comprising the technical features set out in one or more
of the accompanying claims.
[0022] The invention will now be described with refer-
ence to the accompanying drawings which illustrate a
preferred, non-limiting embodiment of it and in which:

- Figure 1 is a perspective view of a cutting head for
at least one continuous rod in machines for making
tobacco products according to this invention;

- Figure 2 is another perspective view of the cutting
head of Figure 1;

- Figure 3 is a side view of the cutting head of Figure
1 cut through the section plane III-III of Figure 1;

- Figure 4 is a partly exploded perspective view of a
detail of the cutting head of Figure 1;

- Figure 5 is a view from the side and in cross section
of a second embodiment of a cutting head according
to the invention;

- Figure 6 is a view from the front and in cross section
of the embodiment of Figure 5;

- Figure 7 is a schematic cross section of a third em-
bodiment of the cutting head of Figure 1;

- Figure 8 is a partly exploded, schematic perspective
view of a detail of the embodiment illustrated in Fig-
ure 7;

- Figure 9 is a scaled-up view, in cross section, of a
detail from Figure 7;

- Figure 10 illustrates the detail of Figure 9 in a top
view with some parts cut away;

- Figure 11 is a view from the front and in cross section
of the cutting head of Figure 4;

- Figure 12 is a view from the side and in cross section
of the cutting head of Figure 11;

- Figure 13 is a view from the side and in cross section
of the cutting head of Figure 11.

[0023] With reference to the accompanying drawings,
the numeral 1 denotes in its entirety a cutting head for at
least one continuous rod in machines for making tobacco
products.
[0024] The cutting head 1 is located downstream of a
unit (not illustrated) for making at least one continuous
rod 2.
[0025] More specifically, the cutting head 1 is located
downstream of a unit for making a continuous cigarette
rod 2 or a unit for making a continuous filter rod 2.
[0026] Preferably, the cutting head 1 described is lo-
cated immediately downstream of a unit for making a pair
of continuous rods 2 placed in parallel with each other
and travelling in the same direction along a common feed
axis "D". Thus, the cutting head 1 is preferably applied
to a twin-line machine.
[0027] The cutting head 1 comprises a supporting body
3 which rotates about at least one respective axis of ro-
tation A1; A2 and at least one blade 4 connected to the
supporting body 3 in such a way as to rotate as one there-
with about the axis of rotation A1; A2. Thus, as the blade
4 turns and reaches the continuous rods 2 to cut them,
it is in substantially the same conditions with reference
to the rods 2 themselves. Looking in more detail, the cut-
ting head 1 comprises a plurality of blades 4 connected
peripherally to the supporting body 3 and spaced at equal
angular intervals from each other. Preferably, the cutting
head 1 comprises four blades 4.
[0028] As illustrated, the supporting body 3 comprises
two cross-shaped portions 5a, 5b, which are structurally
separate from each other but reciprocally associated and
each of which rotates about a respective axis of rotation
A1, A2.
[0029] In detail, the first portion 5a is connected to a
motor (not illustrated in the accompanying drawings) in
such a way as to rotate about its axis of rotation A1 and
more specifically about its centre of rotation R1.
[0030] The axis of rotation A1 of the first portion 5a
makes with the feed axis "D" of the continuous rods 2 an
angle α which is a function of the size of the cigarettes
or filters to be cut.
[0031] In effect, the angle α determines a component
of blade 4 speed, during rotation, which is concordant
with the feed axis "D" of the rods 2 and with their travelling
direction.
[0032] The second portion 5b which, as stated, is as-
sociated with the first portion 5a, rotates about its axis of
rotation A2, and more specifically about its centre of ro-
tation R2, driven by the first portion 5a, as will become
clearer as this description continues.
[0033] In detail, the second portion 5b is constrained
at its axis of rotation A2 by a supporting shaft 14 con-
nected to the second portion 5b.
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[0034] It should be noted that the portions 5a, 5b of the
supporting body 3 are side by side and offset. In other
words, the axes of rotation A1, A2 of the portions 5a, 5b
are always parallel to, but separate from, each other. It
should also be noted that the centres of rotation R1, R2
of the portions 5a, 5b lie on a straight line parallel to the
feed axis "D".
[0035] To change over to a different size of cigarettes
or filters to be cut, the angle α must be changed by mod-
ifying the inclination of the first portion 5a. The inclination
of the second portion 5b is thus modified accordingly in
such a way that the axes of rotation A1, A2 remain par-
allel. Further, following this operation, the straight line
joining the centres of rotation R1, R2 of the portions 5a,
5b remains parallel to the feed axis "D" of the continuous
rods 2.
[0036] The blades 4 are coupled to the supporting body
3 through respective connecting units 6. More in detail,
each blade 4 is connected to the portions 5a, 5b of the
supporting body 3 in such a way that it can rotate relative
to the selfsame portions 5a, 5b.
[0037] According to this invention, each connecting
unit 6 comprises means 7, 8 for holding the position of
the plane in which the respective blade 4 lies. In greater
detail, the holding means 7, 8 keep the plane in which
the blade 4 lies constantly at a right angle to the feed axis
"D" of the continuous rods 2, during rotation of the blade
4 as one with the supporting body 3 about the axis of
rotation A1; A2.
[0038] With reference in particular to the preferred em-
bodiment illustrated, the holding means 7, 8 (which are
defined and described in more detail below) are of the
four-bar linkage type. More specifically, each connecting
unit 6 cooperates with the portions 5a, 5b of the support-
ing body 3 to form a four-bar linkage. Thus, the angle
formed in the space between the plane which the blade
4 lies in and the feed axis "D" of the continuous rods 2
remains constant during the rotation of the blade 4 about
the axis of rotation A1; A2 of the supporting body 3.
[0039] More specifically, each connecting unit 6 com-
prises a respective blade holder 7 bearing a correspond-
ing blade 4.
[0040] More in detail, each blade holder 7 is thus con-
nected to the supporting body 3 at a peripheral edge of
it 3a so that it can rotate relative to the supporting body
3 itself. In other words, each blade holder 7 is rotatably
connected to the portions 5a, 5b of the supporting body 3.
[0041] In this regard, each connecting unit 6 comprises
a pair of pins 8 associated with each blade holder 7. In
particular, each pin 8 of the aforementioned pair connects
the respective blade holder 7 respectively to the first por-
tion 5a and to the second portion 5b of the supporting
body 3.
[0042] As will become clearer as this description con-
tinues, the pins 8 allow the respective blade holders 7
they are associated with to rotate about their first axes
of rotation B1, B2 and their second axes of rotation E1,
E2. The first axes of rotation B1, B2 are perpendicular to

the second axes of rotation E1, E2.
[0043] As illustrated, each pin 8 comprises a first tu-
bular piece 9a, defining a first axis of rotation B1, B2 and
rotatably inserted in the blade holder 7, and a second
tubular piece 9b, defining a second axis of rotation E1,
E2 and rotatably inserted in the first portion 5a or in the
second portion 5b of the supporting body 3.
[0044] The first tubular piece 9a and the second 9b are
coupled as one with, and at right angles to, each other.
[0045] In detail, the first tubular piece 9a is accommo-
dated in respective coupling bushes 10 of the blade hold-
er 7, whilst the second tubular piece 9b is accommodated
in a radial hole 11 made in each portion 5a, 5b of the
supporting body 3.
[0046] Thus, each connecting unit 6, through its blade
holder 7, supports the respective blade 4 rotatably both
about the aforementioned axes of rotation E1, E2, at right
angles to the axes A1, A2, and about the aforementioned
axes of rotation B1, B2, at right angles to the axes of
rotation E1, E2.
[0047] In the embodiment illustrated, each pin 8 is sub-
stantially T-shaped. In alternative embodiments not illus-
trated, however, the pin 8 might have any other shape,
such as, for example, the shape of an L or a cross, to
define the first axes of rotation B1, B2 and the second
axes of rotation E1, E2 perpendicular to each other.
[0048] Consequently, each blade holder 7 rotates rel-
ative to the portions 5a, 5b in such a way as to remain
parallel to a straight line joining the centres of rotation
R1, R2 of the portions 5a, 5b of the supporting body 3.
[0049] More in detail, with reference to Figure 3, where
C1 denotes the intersection between the axes E1 and
B1 and C2 denotes the intersection between the axes
E2 and B2, the blade 4 is mounted on the blade holder
7 in such a way that its active portion 4a is at a right angle
to the line joining the centres C1 and C2 and the line
joining the centres C1 and C2 remains, in use, parallel
at all times to the line joining the centres R1 and R2.
[0050] In other words, each blade holder 7 rotates
about its second axes of rotation E1, E2 positioned radi-
ally along the portions 5a, 5b of the supporting body 3.
The second axes of rotation E1, E2 are perpendicular to
the first axes of rotation B1, B2, as well as to the axes of
rotation A1, A2 of the portions 5a, 5b and pass through
the centres of rotation R1, R2 of the portions 5a, 5b.
[0051] As may be inferred from this specification, the
aforementioned holding means 7, 8 are defined by the
blade holders 7 and the pins 8 combined with each other.
[0052] It follows, obviously, that the holding means 7,
8 are defined by the connecting units 6.
[0053] As already mentioned, the blade 4 connecting
units 6 and the portions 5a, 5b of the supporting body 3
define a four-bar linkage.
[0054] In other words, the first portion 5a and the sec-
ond portion 5b of the supporting body 3 define respective
cranks of the four-bar linkage, while the blade holders 7
define respective links connected to the cranks.
[0055] With reference to Figure 3, it is evident that the
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axes of rotation A1, A2 of the four-bar linkage are not at
right angles to the plane which the cranks lie in. The mo-
tion of the links is not, therefore, planar motion but ex-
tends in space.
[0056] With reference to the pins 8, the first tubular
pieces 9a allow the blade holders 7 to rotate relative to
the portions 5a, 5b about their first axes of rotation B1,
B2, while the second tubular pieces 9b allow the blade
holders 7 to rotate relative to the portions 5a, 5b about
their second axes of rotation E1, E2.
[0057] The blade holders 7, on the other hand, com-
prise a housing wall 12 for the blade 4, which the blade
4 is rested on and fixed to.
[0058] The housing wall 12 is rigidly fixed to the cou-
pling bushes 10.
[0059] The housing wall 12 comprises a surface 13
which the blade 4 adheres to. The surface 13 is at least
partly curved and has a concavity facing in the direction
opposite the supporting body 3. The surface 13 also has
a plane portion 13a at right angles to the straight line
joining the centres of rotation R1, R2 of the portions 5a,
5b.
[0060] In other words, the plane 13a of the surface 13
is positioned at right angles to the feed axis "D" of the
continuous rods 2 and supports an active portion 4a of
the blade 4.
[0061] Advantageously, the curved surface 13 houses
a reserve portion of the blade 4 which is used to replace
the parts of the active portion 4a of the blade 4 as the
latter wears out and is continually sharpened. As shown
in Figure 3, the reserve portion 4b of the blade 4 adheres
to the curved surface 13 which houses it.
[0062] The cutting head 1 according to the invention
is coupled to a counterblade device, not illustrated in the
accompanying drawings, so as to form a cutting unit for
machines used to make tobacco products.
[0063] The counterblade device comprises a rotary
carousel which mounts a plurality of blade guides. As the
blade guides rotate, they move towards the respective
continuous rod until the rod is completely contained with-
in the bush itself.
[0064] Each bush comprises a respective slot which
allows the blade to pass through blade guide bush in
such a way as to make a clean and precise cut without
causing the rods to shake or vibrate.
[0065] As illustrated in Figures 11, 12 and 13, with ref-
erence to the blade 4 and the reserve portion of it 4b, the
aforementioned connecting unit 6 and blade holder 7
comprise a kinematic mechanism 28 which advances the
blade 4, and more specifically, its reserve portion 4b,
along the surface 13 of the blade 4 housing wall 12.
[0066] It follows that the kinematic mechanism 28 de-
fines means 19 for restoration of the active portion 4a of
the blade 4.
[0067] The kinematic mechanism 28 comprises a first
pin 29 housed in the second tubular piece 9b in such a
way as to be able to slide therein along the axis E2 in
both directions, indicated by the arrows F1 and F2. The

first pin 29 has an active end 30 and is driven along the
axis by a compressed air supply, schematically repre-
sented as a block 41.
[0068] More specifically, the active end 30 is frusto-
conical in shape for reasons which will be explained be-
low.
[0069] A second pin 31 is housed in a portion 32 of the
first tubular piece 9a in such a way as to be able to slide
therein along the axis B2 in both directions, indicated by
the arrows F3 and F24. The second pin 31 has a first end
33 which faces the active end 30 of the first pin 29 and
a second end 34 projecting outside the first tubular piece
9a. More specifically, two ends 33 and 34 of the second
pin 31 are hemispherical in shape for reasons which will
be explained below.
[0070] As illustrated in Figures 1, 2 and 4, a lever 35
is hinged in the upper portion 36 of the blade holder 7.
[0071] More specifically, the lever 35 is hinged to a flat
portion 36a of the upper portion 36 about an axis of os-
cillation X, as illustrated in Figures 11 and 13.
[0072] A free end 37 of the lever 35 is in contact with
the second end 34 of the second pin 31.
[0073] At its hinge point, the lever 35 is keyed to a lead
screw 38 which extends inside the upper portion 36 along
an axis D1 coinciding with the axis X and perpendicular
to the first and second pins 29, 31. As illustrated in Figure
13, a shaft 39 whose axis is perpendicular to the axis D1
has at one end of it a toothed profile 39a designed to
mesh with the lead screw 38.
[0074] As illustrated in Figure 12, the other end of the
shaft 39 meshes, through an idle wheel 39b, with a feed
roller 40 which is coaxial with the shaft 39, in such a way
that the interposed idle wheel 39b allows the feed roller
40 to rotate in one direction only, as described in more
detail below. With its outside surface, the roller 40 is in
contact with the blade 4. It follows that every turn of the
roller 40 causes the blade 4 to advance by a predeter-
mined stretch as a function of the oscillation of the lever
35 about the axis of rotation X, as indicated by the arrow
F5. Obviously, the predetermined stretch by which the
blade 4 advances is a function of the radial dimensions
of the toothed profile 39a and of the roller 40, so as to
make the blade 4 move along the housing wall 12 to
restore the active portion 4a of the blade 4 as it wears
out and is continually sharpened.
[0075] In use, the compressed air supply 41 sends, at
predetermined intervals and depending on the wear on
the blade 4, a sequence of pneumatic pulses inside the
second tubular piece 9b.
[0076] The pneumatic pulses move the first pin 29
along the axis E2 in the direction indicated by the arrow
F1. Thanks to its frusto-conical shape, the active end 30
of the first pin 29 gradually engages the first end 33 of
the second pin 31 and imparts to it a defined stroke.
[0077] As a result, the second pin 29 translates along
the axis B2 in the direction indicated by the arrow F3 by
a stretch which is defined by the stroke imparted by the
first pin 31.

7 8 



EP 2 517 581 B1

6

5

10

15

20

25

30

35

40

45

50

55

[0078] Since the second end 34 of the second pin 31
is in contact with the free end 37 of the lever 35, the
translation of the second pin 31 in the direction F3 causes
the lever 35 to rotate anticlockwise (for someone observ-
ing Figure 11).
[0079] Rotation of the lever 35 corresponds to rotation
of the lead screw 38, which is meshed with the toothed
profile 39a, about the axis X, thereby causing the shaft
39 to rotate.
[0080] The shaft 39 rotates the idle wheel 39b which
drives the feed roller 40 by a predetermined stretch of
the blade 4 in order to restore the active portion 4a of the
blade 4 as it wears out and is continually sharpened.
[0081] When the pneumatic pulse ceases, the first pin
29 translates along the axis E2 in the direction indicated
by the arrow F2 to return to its rest configuration. The
return translation of the pin 29 towards its rest configu-
ration can be performed through the agency of an elastic
or pneumatic biasing means.
[0082] Advantageously, the kinematic mechanism 28
is made using the connecting unit 6, keeping the structure
of the cutting head 1 and without increasing the overall
dimensions.
[0083] The active end 30 of the first pin 29 gradually
disengages the first end 33 of the second pin 31 until it
is completely free of the first pin 29. The lever 35, no
longer opposed by the action of the second pin 31, rotates
clockwise (for someone observing Figure 11) driving the
second pin 29 along the axis B2 in the direction indicated
by the arrow F4.
[0084] Rotation of the lever 35 corresponds to rotation
of the lead screw 38, which is meshed with the toothed
profile 39a, about the axis X, thereby causing the shaft
39 to rotate.
[0085] The shaft 39 rotates the idle wheel 39b, which
in this case prevents the rotation of the feed roller 40 so
that the blade 4 does not slide along the housing wall 12.
[0086] In this case, too, the reverse rotation of the lever
35 may be accomplished by an elastic or pneumatic bi-
asing means.
[0087] Advantageously, since the kinematic mecha-
nism 28 is housed in the connecting unit 6, it does not
affect the dimensions of the cutting head 1 and it is easy
to access for routine and extraordinary maintenance.
[0088] The invention achieves the above mentioned
aims both as regards the orientation of the cutting head
and thus of the counterblade unit, and as regards the
restoration of the cutting blade itself. Indeed, as de-
scribed above, the blade connecting means and the por-
tions of the supporting body define a four-bar linkage.
[0089] Each blade holder 7, and hence each blade 4
rigidly fixed thereto, can rotate about the axes B1, B2 so
as to counterbalance the inclination deriving from the an-
gle α.
[0090] For the full 360° rotation, the blade holder 7 re-
mains parallel to itself and to the line joining the centres
R1 and R2, parallel to the feed axis D of the rods.
[0091] That way, during the rotation of the blades as

one with the supporting body, the blades themselves lie
at all times in one plane which never changes its orien-
tation relative to the feed axis of the continuous rods.
Obviously, that means the cutting edge applied to the
continuous rods is exactly at right angles to the feed axis.
[0092] Moreover, since the blades do not oscillate, they
can pass through the bushes of the counterblade device
without any risk of coming into contact with the bushes
themselves.
[0093] In other words, that prevents damage to the
blades and/or the blade guide bushes and allows clean
and precise cuts to be made.
[0094] Furthermore, cutting heads according to this in-
vention may generally comprise N blades, where N is a
whole number equal to 1 or greater than 1.
[0095] In the embodiment illustrated in Figures 5 and
6, the first tubular pieces 9a defining the transversal por-
tion of the T-shaped pin 8 are rotatably inserted in holes
14 made at the ends of substantially radial arms 15 de-
fining in twos relative to each portion 5a and 5b, a space
16 for receiving a blade holder 7.
[0096] Each piece 9b defining the longitudinal portion
of the T-shaped pin 8 is in turn rotatably housed in a
substantially radial hole 17 made in a respective bush
designed to be coupled to the blade holder 7. It is clear
that in this second embodiment, the connecting functions
of the two pieces 9a and 9b making up the T-shaped pin
8 are the reverse of those of the first embodiment.
[0097] The third embodiment, illustrated in Figures 7
to 10 differs from the first embodiment in that the con-
necting unit 6 comprises a substantially box-shaped body
18 which forms the blade holder 7.
[0098] The box-shaped body 18 comprises internally
the means 19 for restoration of the active portion 4a of
the blade 4.
[0099] In particular, as described in more detail below,
the restoration means 19 make it possible to move the
blade 4, or more specifically, its reserve portion 4b, step-
wise in order to replace the parts of the active portion 4a
of the blade 4 as the latter wears out and is sharpened.
[0100] Similarly to the previous embodiments, in the
third embodiment, too, and as illustrated in Figures 7 and
8, the first portion 5a and the second portion 5b of the
supporting body 3 define respective cranks of the four-
bar linkage, while the links connected to the cranks are
defined by the box-shaped bodies 18. Thus, in this em-
bodiment, too, the connecting units 6 define the holding
means 7, 8.
[0101] In this embodiment, with reference in particular
to Figure 8, each connecting unit 6 comprises a respec-
tive box-shaped body 18 having a corresponding blade
4 inside it.
[0102] More in detail, each box-shaped body 18 and,
hence, each blade holder 7 is thus connected to the sup-
porting body 3 at a peripheral edge of it 3a so that it can
rotate relative to the supporting body 3 itself. In other
words, each box-shaped body 18 is rotatably connected
to the portions 5a, 5b of the supporting body 3.
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[0103] In this embodiment, each connecting unit 6
comprises a pair of forks 8a associated with each box-
shaped body 18. In particular, each fork 8a of the afore-
mentioned pair connects the respective box-shaped
body 18 respectively to the first portion 5a and to the
second portion 5b of the supporting body 3.
[0104] The forks 8a allow the respective box-shaped
bodies 18 they are associated with to rotate about their
first axes of rotation B1, B2 and their second axes of
rotation E1, E2. The first axes of rotation B1, B2 are per-
pendicular to the second axes of rotation E1, E2.
[0105] As illustrated in Figure 8, each fork 8a is sub-
stantially T-shaped and comprises a first pair of bushings
10a which are positioned coaxially at opposite ends of
the fork 8a and which define a first axis of rotation B1,
B2. The bushes 10a form cavities for receiving first tu-
bular pieces 9a which the box-shaped body 18 is
equipped with. Further, each fork 8a comprises a respec-
tive second tubular piece 9b, defining the second axes
of rotation E1, E2 and rotatably inserted in the first portion
5a or in the second portion 5b of the supporting body 3.
[0106] In detail, the first tubular piece 9a is accommo-
dated in respective coupling bushes 10a of the fork 8a,
whilst the second tubular piece 9b is accommodated in
a radial hole 11 made in each portion 5a, 5b of the sup-
porting body 3.
[0107] Thus, each connecting unit 6, through its box-
shaped body 18, supports the respective blade 4 rotat-
ably both about the aforementioned axes of rotation E1,
E2, at right angles to the axes A1, A2, and about the
aforementioned axes of rotation B1, B2, at right angles
to the axes of rotation E1, E2.
[0108] Consequently, each box-shaped body 18 ro-
tates relative to the portions 5a, 5b in such a way as to
remain parallel to a straight line joining the centres of
rotation R1, R2 of the portions 5a, 5b of the supporting
body 3.
[0109] Further, as shown in Figure 10, at least a first
tubular piece 9a comprises internally a duct 26 which in
turn comprises an inlet 26a and an outlet 26b and whose
function is described in more detail below.
[0110] The restoration means 19 (Figure 9) comprise
a first roller 20 and a second roller 21 for feeding the
blade 4. In particular, the first roller 20 is controlled by a
gear motor 22. Thus, the aforementioned reserve portion
4b of the blade 4 is interposed between the first roller 20
and the second roller 21.
[0111] In detail, the first roller 20 has on an outer pe-
ripheral stretch of it a toothed profile 20a for meshing with
a lead screw 23 associated with the gear motor 22.
[0112] In the preferred embodiment, the gear motor 22
is of a pneumatic type. In this embodiment, the gear motor
22 is connected to compressed air supply means 24 able
to supply the gear motor 22 according to a sequence of
pneumatic pulses at predetermined intervals and de-
pending on the wear on the blade 4. Thus, a stepwise
motion is imparted to the blade 4 which is gradually fed
outwards to compensate for its wear during operation of

the cutting head.
[0113] The compressed air supply means 24 are con-
nected in known manner to the inlet 26a of the duct 26
of the first tubular piece 9a, whilst the outlet 26b of the
duct 26 is connected to the gear motor 22 by means of
a flexible element, labelled 27 in Figure 10.
[0114] Thus, the structure of the box-shaped body 18
can advantageously be used to convey the pneumatic
pulses from the compressed air supply means 24, which
are located outside the box-shaped body 18, to the gear
motor 22, which is located inside the box-shaped body
18.
[0115] It should be noted that the gradual feeding of
the blade 4 can be controlled by a control unit 25 accord-
ing to preset time intervals which define the frequency of
the above mentioned sequence of pneumatic pulses.
[0116] In an alternative embodiment, the state of wear
of the blade 4 may be monitored by suitable sensors, not
illustrated, which send a signal to the control unit 25 con-
nected to the compressed air supply means 24. In this
case, the unit 25 defines the above mentioned sequence
of air pulses which the compressed air supply means
send to the gear motor 22 to regulate blade 4 feed.
[0117] On receiving a pulse, the gear motor 22 drives
the lead screw 23, which is meshed with the first roller
20, thereby allowing the blade 4, and hence the active
portion 4a, to be fed.
[0118] More specifically, during blade 4 feed, the sec-
ond roller 21 acts as an element opposing the first roller
20 and since the blade 4 is interposed between the first
roller 20 and the second 21, it is driven outwards from
the box-shaped body 18. This embodiment has numer-
ous advantages. One of the most important is that the
box-shaped body 18 is outside the cutting head 1 and is
therefore easy to access for maintenance. It does not
encumber the cutting head 1 and its restoration means
19, since they are enclosed within the box-shaped body
18, do not prevent the cutting head 1 from being equipped
with two or more blades 4.
[0119] Moreover, this constructional simplicity means
the cutting head 1 is relatively light in weight which is an
advantage in terms of reduced inertia when it rotates.
[0120] Another important advantage is due to the very
structure of the box-shaped body 18, which makes it easy
to connect to the main compressed air supply of the ma-
chine to drive blade 4 feed.
[0121] Lastly, it should be noted that in all the embod-
iments described above, each of the restoration means
19 relating to one of the four blades 4 the cutting head 1
is equipped with can be activated independently of the
others. In other words, during operation of the cutting
head 1, it is possible to activate only the restoration
means 19 of the blade 4 which is worn, while the resto-
ration means of the blades 4 which are not worn can be
left idle.
[0122] Thus, only the reserve portion or portions 4b of
the worn blade or blades 4 is or are fed in order to replace
the parts of the active blade 4 portion 4a as the blade
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wears out and needs sharpening.

Claims

1. A cutting head for at least one continuous rod in ma-
chines for making tobacco products comprising at
least one supporting body (3) rotating about at least
one axis of rotation (A1; A2) and comprising at least
two portions (5a, 5b) which are associated with each
other and rotate about respective axes of rotation
(A1, A2) which are separate and parallel; at least
one blade (4) connected to the supporting body (3)
for rotating about the axis of rotation (A1; A2) for
cutting the continuous rod (2) being fed along a feed
axis (D); a unit (6) for connecting the blade (4) to the
supporting body (3), comprising means (7, 8) for
holding the position of the plane in which the blade
(4) lies, the blade (4) being rotatably connected to
the portions (5a, 5b) by means of the connecting unit
(6); the plane in which the blade lies being constantly
at a right angle to the feed axis (D) of the at least
one continuous rod (2), during rotation of the blade
(4) about the axis of rotation (A1; A2); the connecting
unit (6) also comprising means (19) for restoration
of the active portion (4a) of the blade (4), a substan-
tially box-shaped body (18) forming a blade holder
(7) and comprising internally the means (19) for res-
toration of the position of the blade (4), and a pair of
forks (8a) associated with the box-shaped body (18),
the respective fork (8a) connecting the box-shaped
body (18) respectively to the first portion (5a) and to
the second portion (5b) of the supporting body (3).

2. The cutting head according to claim 1, character-
ized in that the connecting unit (6) supports the
blade (4) in such a way that it can rotate about at
least one axis (E1; E2) at a right angle to at least one
axis of rotation (A1; A2) of the supporting body (3).

3. The cutting head according to claim 1 or 2, charac-
terized in that the connecting unit (6) supports the
blade (4) in such a way that it can rotate about first
axes of rotation (B1, B2) and second axes of rotation
(E1, E2); the first axes of rotation (B1, B2) being at
right angles to the second axes of rotation (E1, E2)
and the second axes of rotation (E1, E2) being at
right angles to the at least one axis of rotation (A1;
A2) of the supporting body (3).

4. The cutting head according to claim 1, character-
ized in that the connecting unit (6) and the portions
(5a, 5b) form a four-bar linkage in such a way that,
in space, the angle formed between the plane in
which the blade (4) lies and the feed axis (D) of the
continuous rod (2) is constant during the rotation of
the blade (4) about the axis of rotation (A1; A2).

5. The cutting head according to claim 4, character-
ized in that the connecting unit (6) comprises at least
one blade holder (7) to which the blade (4) is fixed;
the blade holder (7) being rotatably connected to the
portions (5a, 5b).

6. The cutting head according to claim 5, character-
ized in that the connecting unit (6) comprises two
respective pins (8) each positioned between the por-
tions (5a, 5b) and the blade holder (7) for allowing
the blade holder (7) to rotate about the first axes of
rotation (B1, B2) and the second axes of rotation
(E1, E2), the first axes of rotation (B1, B2) and the
second axes of rotation (E1, E2) being at right angles
to each other.

7. The cutting head according to claim 6, character-
ized in that each pin (8) comprises at least a first
tubular piece (9a; 9b), inserted in the blade holder
(7), and a second tubular piece (9b; 9a), coupled at
a right angle to the first and inserted in one of the
portions (5a, 5b).

8. The cutting head according to claim 7, character-
ized in that the pin (8) is substantially T-shaped,
comprising a longitudinal tubular piece (9b) and a
transversal tubular piece (9a), coupled, at its inter-
mediate zone to one end of the longitudinal piece
(9b).

9. The cutting head according to claim 8, character-
ized in that the transversal tubular piece (9a) is in-
serted in the blade holder (7) and the longitudinal
tubular piece (9b) is inserted in one of the two por-
tions (5a, 5b).

10. The cutting head according to claim 8, character-
ized in that the transversal tubular piece (9a) is in-
serted in a respective portion (5a, 5b) and the tubular
piece (9b) is inserted in the blade holder (7).

11. The cutting head according to any of the claims from
1 to 10, characterized in that the blade holder (7)
comprises a housing wall (12) for the blade (4), com-
prising a surface (13) which is at least partly curved,
designed to house a reserve portion of the blade (4).

12. The cutting head according to any of the claims from
1 to 11, characterized in that it comprises a plurality
of blades (4), preferably four blades (4), each con-
nected to the supporting body (3) by means of a re-
spective connecting unit (6).

13. The cutting head according to any of the claims from
1 to 12, characterized in that the means (19) for
restoration of the active portion (4a) of the blade (4)
comprise a kinematic mechanism (28) which ad-
vances the blade (4) along the surface (13) of the
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blade (4) housing wall (12).

14. The cutting head according to claim 13, character-
ized in that the kinematic mechanism (28) compris-
es a first pin (29) housed in the second tubular piece
(9b), a second pin (31) housed in a portion (32) of
the first tubular piece (9a), a lever (35) in contact with
the second pin (31) and rotating about an axis of
oscillation (X); the lever (35) driving gearing (38, 39,
40) for advancing the blade (4) by a predetermined
stretch for restoration of the active portion (4a) of the
blade (4).

15. The cutting head according to claim 13 or 14, char-
acterized in that the kinematic mechanism (28) is
driven by a compressed air supply (41) which sends
a sequence of pneumatic pulses at predetermined
intervals and depending on the wear on the blade (4).

16. The cutting head according to claim 1, character-
ized in that the respective, substantially T-shaped
fork (8a), comprises a first pair of bushings (10a)
which are positioned coaxially at opposite ends of
the fork (8a) and which define a first axis (B1, B2) of
rotation.

17. The cutting head according to claim 16, character-
ized in that the bushings (10a) form cavities for re-
ceiving first tubular pieces (9a) of the box-shaped
body (18).

18. The cutting head according to claim 17, character-
ized in that at least a first tubular piece (9a) com-
prises internally a duct (26), the duct (26) comprising
an inlet (26a) and an outlet (26b).

19. The cutting head according to claim 16, character-
ized in that the respective fork (8a) comprises a sec-
ond tubular piece (9b); the second piece (9b) defin-
ing a second axis (E1, E2) of rotation, and being
rotatably inserted in the first portion (5a) or in the
second portion (5b) of the supporting body (3).

20. The cutting head according to claim 1, character-
ized in that the restoration means (19) comprise a
first feed roller (20) and a second feed roller (21),
the first roller (20) being controlled by a gear motor
(22); the blade (4) comprising a reserve portion (4b)
interposed between the first roller (20) and the sec-
ond roller (21).

21. The cutting head according to claim 20, character-
ized in that the gear motor (22) is of the pneumatic
type; there being compressed air supply means (24)
able to supply the gear motor (22) according to a
sequence of pneumatic pulses at predetermined in-
tervals and depending on the wear on the blade (4).

22. The cutting head according to claim 21, character-
ized in that the compressed air supply means (24)
are connected to the inlet (26a) of the duct (26) of
the first tubular piece (9a) and also being charac-
terized in that the outlet (26b) of the duct (26) is
connected to the gear motor (22) by means of a flex-
ible element (27).

23. The cutting head according to any of the foregoing
claims from 1 to 22, characterized in that each of
the means (19) for restoration of the active portion
(4a) of the blade (4) can be activated for at least one
of the blades (4) independently of each of the other
means (19) for restoration of the active portion (4a)
of the other blades (4) constituting the cutting head
(1).

24. A machine for making tobacco products comprising
at least one cutting head for continuous rods accord-
ing to any of the claims from 1 to 23.

Patentansprüche

1. Schneidkopf für mindestens eine durchgehende
Stange in Maschinen zur Herstellung von Tabakpro-
dukten, umfassend mindestens einen Stützkörper
(3), der sich um mindestens eine Rotationsachse
(A1, A2) dreht, und umfassend mindestens zwei Ab-
schnitte (5a, 5b), die miteinander verbunden sind
und sich um jeweilige Rotationsachsen (A1, A2) dre-
hen, die separat und parallel sind; mindestens ein
Messer (4), verbunden mit dem Stützkörper (3), um
sich um die Rotationsachse (A1, A2) zu drehen und
die durchgehende Stange (2), die entlang einer Zu-
führungsachse (D) zugeführt wird, zu schneiden; ei-
ne Einheit (6), um das Messer (4) mit dem Stützkör-
per (3) zu verbinden, umfassend Mittel (7, 8) zum
Halten der Position der Ebene, in der das Messer
(4) liegt, wobei das Messer (4), verbunden mit den
Abschnitten (5a, 5b) mittels der Verbindungseinheit
(6), drehbar ist; wobei die Ebene, in der das Messer
liegt, während der Drehung des Messers (4) um die
Rotationsachse (A1, A2) kontinuierlich in einem
rechten Winkel zur Zuführungsachse (D) der min-
destens einen durchgehenden Stange (2) angeord-
net ist; wobei die Verbindungseinheit (6) auch Mittel
(19) zur Wiederherstellung des aktiven Abschnitts
(4a) des Messers (4) umfasst und ein im Wesentli-
chen kastenförmiger Körper (18) einen Messerhalter
(7) bildet und intern mindestens die Mittel (19) zur
Wiederherstellung der Position des Messers (4) und
ein Paar Gabeln (8a), verbunden mit dem kastenför-
migen Körper (18), umfasst, wobei die jeweilige Ga-
bel (8a) den kastenförmigen Körper (18) jeweils mit
dem ersten Abschnitt (5a) und dem zweiten Ab-
schnitt (5b) des Stützkörpers (3) verbindet.
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2. Schneidkopf nach Anspruch 1, dadurch gekenn-
zeichnet, dass die Verbindungseinheit (6) das Mes-
ser (4) so stützt, dass sich dieses um mindestens
eine Achse (E1; E2) in einem rechten Winkel zu min-
destens einer Rotationsachse (A1, A2) des Stütz-
körpers (3) drehen kann.

3. Schneidkopf nach Anspruch 1 oder 2, dadurch ge-
kennzeichnet, dass die Verbindungseinheit (6) das
Messer (4) so stützt, dass es sich um erste Rotati-
onsachsen (B1, B2) und zweite Rotationsachsen
(E1, E2) drehen kann, wobei die ersten Rotations-
achsen (B1, B2) in rechten Winkeln zu den zweiten
Rotationsachsen (E1, E2) und die zweiten Rotati-
onsachsen (E1, E2) in rechten Winkeln zu der min-
destens einen Rotationsachse (A1; A2) des Stütz-
körpers (3) angeordnet sind.

4. Schneidkopf nach Anspruch 1, dadurch gekenn-
zeichnet, dass die Verbindungseinheit (6) und die
Abschnitte (5a, 5b) eine Vierstangenverbindung bil-
den, sodass der Winkel, der zwischen der Ebene, in
der das Messer (4) liegt, und den Zuführungsachsen
(D) der durchgehenden Stange (2) gebildet wird,
während der Drehung des Messers (4) um die Ro-
tationsachse (A1, A2) räumlich konstant ist.

5. Schneidkopf nach Anspruch 4, dadurch gekenn-
zeichnet, dass die Verbindungseinheit (6) mindes-
tens einen Messerhalter (7) umfasst, an dem das
Messer (4) befestigt ist, und dass der Messerhalter
(7) drehbar mit den Abschnitten (5a, 5b) verbunden
ist.

6. Schneidkopf nach Anspruch 5, dadurch gekenn-
zeichnet, dass die Verbindungseinheit (6) zwei je-
weilige Zapfen (8) umfasst, die jeweils zwischen den
Abschnitten (5a, 5b) und dem Messerhalter (7) po-
sitioniert sind, um dem Messerhalter (7) zu ermög-
lichen, sich um die ersten Rotationsachsen (B1, B2)
und die zweiten Rotationsachsen (E1, E2) zu dre-
hen, wobei die ersten Rotationsachsen (B1, B2) und
die zweiten Rotationsachsen (E1, E2) im rechten
Winkel zueinander angeordnet sind.

7. Schneidkopf nach Anspruch 6, dadurch gekenn-
zeichnet, dass jeder Zapfen (8) mindestens ein ers-
tes Rohrstück (9a; 9b) umfasst, eingefügt in den
Messerhalter (7), und ein zweites Rohrstück (9b; 9a),
gekuppelt im rechten Winkel mit dem ersten und ein-
gesetzt in einen der Abschnitte (5a, 5b).

8. Schneidkopf nach Anspruch 7, dadurch gekenn-
zeichnet, dass der Zapfen (8) im Wesentlichen T-
förmig ist, umfassend ein längliches Rohrstück (9b)
und ein quer verlaufendes Rohrstück (9a), gekuppelt
an dessen Zwischenbereich mit einem Ende des
länglichen Stücks (9b).

9. Schneidkopf nach Anspruch 8, dadurch gekenn-
zeichnet, dass das quer verlaufende Rohrstück (9a)
in den Messerhalter (7) eingefügt ist und dass das
längliche Rohrstück (9b) in einen der zwei Abschnitte
(5a, 5b) eingefügt ist.

10. Schneidkopf nach Anspruch 8, dadurch gekenn-
zeichnet, dass das quer verlaufende Rohrstück (9a)
in einen jeweiligen Abschnitt (5a, 5b) und das Rohr-
stück (9b) in den Messerhalter (7) eingefügt ist.

11. Schneidkopf nach einem der Ansprüche 1 bis 10,
dadurch gekennzeichnet, dass der Messerhalter
(7) eine Gehäusewand (12) für das Messer (4) um-
fasst, umfassend eine Oberfläche (13), die zumin-
dest teilweise gebogen ist, ausgestaltet, um einen
Reserveabschnitt des Messers (4) unterzubringen.

12. Schneidkopf nach einem der Ansprüche von 1 bis
11, dadurch gekennzeichnet, dass er eine Vielzahl
an Messern (4) umfasst, vorzugsweise vier Messer
(4), jedes davon verbunden mit dem Stützkörper (3)
durch eine jeweilige Verbindungseinheit (6).

13. Schneidkopf nach einem der Ansprüche 1 bis 12,
dadurch gekennzeichnet, dass die Mittel (19) zur
Wiederherstellung des aktiven Abschnitts (4a) des
Messers (4) einen kinematischen Mechanismus (28)
umfassen, der das Messer (4) entlang der Oberflä-
che (13) der Gehäusewand (12) des Messers (4)
vorschiebt.

14. Schneidkopf nach Anspruch 13, dadurch gekenn-
zeichnet, dass der kinematische Mechanismus (28)
einen ersten Zapfen (29) umfasst, untergebracht im
zweiten Rohrstück (9b), einen zweiten Zapfen (31),
untergebracht in einem Abschnitt (32) des ersten
Rohrstücks (9a), einen Hebel (35) in Kontakt mit dem
zweiten Zapfen (31), der sich um eine Schwingachse
(X) dreht, wobei der Hebel (35) ein Getriebe (38, 39,
40) zum Vorschub des Messers (4) um ein vorgege-
benes Teilstück zur Wiederherstellung des aktiven
Abschnitts (4a) des Messers (4) betätigt.

15. Schneidkopf nach Anspruch 13 oder 14, dadurch
gekennzeichnet, dass der kinematische Mechanis-
mus (28) über eine Druckluftversorgung (41) ange-
trieben wird, die in vorgegebenen Intervallen, die
vom Verschleiß des Messers (4) abhängen, eine Se-
quenz an pneumatischen Impulsen übermittelt.

16. Schneidkopf nach Anspruch 1, dadurch gekenn-
zeichnet, dass die jeweilige, im Wesentlichen T-för-
mige Gabel (8a) ein erstes Paar Buchsen (10a) um-
fasst, die gleichachsig an entgegengesetzten Enden
der Gabel (8a) positioniert sind und die eine erste
Rotationsachse (B1, B2) definieren.
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17. Schneidkopf nach Anspruch 16, dadurch gekenn-
zeichnet, dass die Buchsen (10a) Hohlräume zur
Aufnahme erster Rohrstücke (9a) des kastenförmi-
gen Körpers (18) bilden.

18. Schneidkopf nach Anspruch 17, dadurch gekenn-
zeichnet, dass mindestens ein erstes Rohrstück
(9a) intern eine Leitung (26) umfasst, wobei die Lei-
tung (26) einen Einlass (26a) und einen Auslass
(26b) umfasst.

19. Schneidkopf nach Anspruch 16, dadurch gekenn-
zeichnet, dass die jeweilige Gabel (8a) ein zweites
Rohrstück (9b) umfasst, wobei das zweite Stück (9b)
eine zweite Rotationsachse (E1, E2) definiert und
drehbar in den ersten Abschnitt (5a) oder den zwei-
ten Abschnitt (5b) des Stützkörpers (3) eingefügt
werden kann.

20. Schneidkopf nach Anspruch 1, dadurch gekenn-
zeichnet, dass die Wiederherstellungsmittel (19) ei-
ne erste Zuführungswalze (20) und eine zweite Zu-
führungswalze (21) umfassen, wobei die erste Wal-
ze (20) über einen Getriebemotor (22) gesteuert wird
und das Messer (4) einen Reserveabschnitt (4b) um-
fasst, der zwischen der ersten Walze (20) und der
zweiten Walze (21) angeordnet ist.

21. Schneidkopf nach Anspruch 20, dadurch gekenn-
zeichnet, dass der Getriebemotor (22) vom pneu-
matischen Typ ist, wobei dort Druckluftversorgungs-
mittel (24) vorhanden sind, die in der Lage sind, den
Getriebemotor (22) nach einer Sequenz an pneuma-
tischen Impulsen zu vorgegebenen Intervallen und
abhängig vom Verschleiß des Messers (4) zu ver-
sorgen.

22. Schneidkopf nach Anspruch 21, dadurch gekenn-
zeichnet, dass die Druckluftversorgungsmittel (24)
mit dem Einlass (26a) der Leitung (26) des ersten
Rohrstücks (9a) verbunden sind, und auch dadurch
gekennzeichnet, dass der Auslass (26b) der Lei-
tung (26) mit dem Getriebemotor (22) mittels eines
flexiblen Elements (27) verbunden ist.

23. Schneidkopf nach einem der vorhergehenden An-
sprüche 1 bis 22, dadurch gekennzeichnet, dass
jedes der Mittel (19) zur Wiederherstellung des ak-
tiven Abschnitts (4a) des Messers (4) für mindestens
eins der Messer (4) aktiviert werden kann, unabhän-
gig von jedem der anderen Mittel (19) zur Wieder-
herstellung des aktiven Abschnitts (4a) der anderen
Messer (4), die den Schneidkopf (1) bilden.

24. Maschine zur Herstellung von Tabakprodukten, um-
fassend mindestens einen Schneidkopf für durchge-
hende Stangen gemäß einem der vorhergehenden
Ansprüche von 1 bis 23.

Revendications

1. Tête de coupe pour au moins une tige continue dans
des machines de fabrication de produits du tabac
comprenant au moins un corps de support (3) tour-
nant autour d’au moins un axe de rotation (A1 ; A2)
et comprenant au moins deux parties (5a, 5b) étant
associées réciproquement et tournant autour d’axes
de rotation respectifs (A1, A2) étant séparés et
parallèles ; au moins une lame (4) reliée au corps
de support (3) pour tourner autour de l’axe de rotation
(A1 ; A2) pour couper la tige continue (2) étant ali-
mentée le long d’un axe d’alimentation (D) ; une uni-
té (6) servant à relier la lame (4) au corps de support
(3), comprenant des moyens (7, 8) servant à main-
tenir la position du plan d’appui de la lame (4), la
lame (4) étant reliée de façon rotative aux parties
(5a, 5b) au moyen de l’unité de raccordement (6) ;
le plan d’appui de la lame étant constamment ortho-
gonal par rapport à l’axe d’alimentation (D) de l’au
moins une tige continue (2), lors de la rotation de la
lame (4) autour de l’axe de rotation (A1 ; A2) ; l’unité
de raccordement (6) comprenant aussi des moyens
(19) servant au rétablissement de la partie active
(4a) de la lame (4), un corps substantiellement en
forme de boîte (18) formant un porte-lame (7) et com-
prenant en son sein les moyens (19) servant au ré-
tablissement de la position de la lame (4) ainsi qu’une
paire de fourches (8a) associées au corps en forme
de boîte (18), la fourche correspondante (8a) reliant
respectivement le corps en forme de boîte (18) à la
première partie (5a) et à la seconde partie (5b) du
corps de support (3).

2. Tête de coupe selon la revendication 1, caractéri-
sée en ce que l’unité de raccordement (6) supporte
la lame (4) de manière à ce qu’elle puisse tourner
autour d’au moins un axe (E1 ; E2) orthogonal à au
moins un axe de rotation (A1 ; A2) du corps de sup-
port (3).

3. Tête de coupe selon les revendications 1 ou 2, ca-
ractérisée en ce que l’unité de raccordement (6)
supporte la lame (4) de manière à ce qu’elle puisse
tourner autour des premiers axes de rotation (B1,
B2) et des seconds axes de rotation (E1, E2) ; les
premiers axes de rotation (B1, B2) étant orthogo-
naux aux seconds axes de rotation (E1, E2) et les
seconds axes of rotation (E1, E2) étant orthogonaux
à au moins un axe de rotation (A1 ; A2) du corps de
support (3).

4. Tête de coupe selon la revendication 1, caractéri-
sée en ce que l’unité de raccordement (6) et les
parties (5a, 5b) forment un quadrilatère articulé de
manière à ce que, dans l’espace, l’angle formé entre
le plan d’appui de la lame (4) et l’axe d’alimentation
(D) de la tige continue (2) soit constant lors de la
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rotation de la lame (4) autour de l’axe de rotation
(A1 ; A2).

5. Tête de coupe selon la revendication 4, caractéri-
sée en ce que l’unité de raccordement (6) comprend
au moins un porte-lame (7) auquel la lame (4) est
fixée ; le porte-lame (7) étant relié de façon rotative
aux parties (5a, 5b).

6. Tête de coupe selon la revendication 5, caractéri-
sée en ce que l’unité de raccordement (6) comprend
deux goujons respectifs (8) chacun positionné entre
les parties (5a, 5b) et le porte-lame (7) pour permet-
tre au porte-lame (7) de tourner autour des premiers
axes de rotation (B1, B2) et des seconds axes de
rotation (E1, E2), les premiers axes de rotation (B1,
B2) et les seconds axes de rotation (E1, E2) étant
orthogonaux les uns par rapport aux autres.

7. Tête de coupe selon la revendication 6, caractéri-
sée en ce que chaque goujon (8) comprend au
moins une première pièce tubulaire (9a ; 9b), insérée
dans le porte-lame (7), et une seconde pièce tubu-
laire (9b ; 9a), accouplée orthogonalement à la pre-
mière et insérée dans une des parties (5a, 5b).

8. Tête de coupe selon la revendication 7, caractéri-
sée en ce que le goujon (8) est substantiellement
en forme de « T », comprenant une pièce tubulaire
longitudinale (9b) et une pièce tubulaire transversale
(9a), accouplée, au niveau de sa zone intermédiaire,
à une extrémité de la pièce longitudinale (9b).

9. Tête de coupe selon la revendication 8, caractéri-
sée en ce que la pièce tubulaire transversale (9a)
est insérée dans le porte-lame (7) et la pièce tubu-
laire longitudinale (9b) est insérée dans une des
deux parties (5a, 5b).

10. Tête de coupe selon la revendication 8, caractéri-
sée en ce que la pièce tubulaire transversale (9a)
est insérée dans une partie correspondante (5a, 5b)
et la pièce tubulaire (9b) est insérée dans le porte-
lame (7).

11. Tête de coupe selon l’une quelconque des revendi-
cations de 1 à 10, caractérisée en ce que le porte-
lame (7) comprend une cloison de logement (12)
destinée à la lame (4), comprenant une surface (13)
étant au moins en partie courbe, conçue pour loger
une partie de réserve de la lame (4).

12. Tête de coupe selon l’une quelconque des revendi-
cations de 1 à 11, caractérisée en ce qu’elle com-
prend une pluralité de lames (4), de préférence qua-
tre lames (4), chacune reliée au corps de support (3)
au moyen d’une unité de raccordement respective
(6).

13. Tête de coupe selon l’une quelconque des revendi-
cations de 1 à 12, caractérisée en ce que les
moyens (19) servant au rétablissement de la partie
active (4a) de la lame (4) comprennent un mécanis-
me cinématique (28) qui avance la lame (4) le long
de la surface (13) de la cloison de logement (12) de
la lame (4).

14. Tête de coupe selon la revendication 13, caractéri-
sée en ce que le mécanisme cinématique (28) com-
prend un premier pivot (29) logé dans la seconde
pièce tubulaire (9b), un second pivot (31) logé dans
une partie (32) de la première pièce tubulaire (9a),
un levier (35) en contact avec le second pivot (31)
et tournant autour d’un axe d’oscillation (X) ; le levier
(35) entraînant un engrenage (38, 39, 40) servant à
faire avancer la lame (4) par une portion prédéter-
minée pour le rétablissement de la partie active (4a)
de la lame (4).

15. Tête de coupe selon les revendications 13 ou 14,
caractérisée en ce que le mécanisme cinétique (28)
est entraîné par une arrivée d’air comprimé (41) qui
envoie une séquence d’impulsions de type pneuma-
tique à des intervalles prédéterminés et selon l’usure
de la lame (4).

16. Tête de coupe selon la revendication 1, caractéri-
sée en ce que la fourche substantiellement en forme
de « T » correspondante (8a), comprend une pre-
mière paire de bagues (10a) étant positionnées
coaxialement à des extrémités opposées de la four-
che (8a) et qui définissent un premier axe (B1, B2)
de rotation.

17. Tête de coupe selon la revendication 16, caractéri-
sée en ce que les bagues (10a) forment des cavités
caractéristiques servant à recevoir des premières
pièces tubulaires (9a) du corps en forme de boîte
(18).

18. Tête de coupe selon la revendication 17, caractéri-
sée en ce qu’au moins une première pièce tubulaire
(9a) comprend à l’intérieur un conduit (26), le conduit
(26) comprenant une entrée (26a) et une sortie
(26b).

19. Tête de coupe selon la revendication 16, caractéri-
sée en ce que la fourche respective (8a) comprend
une seconde pièce tubulaire (9b) ; la seconde pièce
(9b) définissant un second axe (E1, E2) de rotation
et étant insérée pivotante dans la première partie
(5a) ou dans la seconde partie (5b) du corps de sup-
port (3).

20. Tête de coupe selon la revendication 1, caractéri-
sée en ce que les moyens de rétablissement (19)
comprennent un premier rouleau d’alimentation (20)
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et un second rouleau d’alimentation (21), le premier
rouleau (20) étant commandé par un moteur à en-
grenages (22) ; la lame (4) comprenant une partie
de réserve (4b) interposée entre le premier rouleau
(20) et le second rouleau (21).

21. Tête de coupe selon la revendication 20, caractéri-
sée en ce que le moteur à engrenages (22) est de
type pneumatique ; en ce qu’il y ait des moyens d’ali-
mentation en air comprimé (24) aptes à alimenter le
moteur à engrenages (22) selon une séquence d’im-
pulsions de type pneumatique à des intervalles pré-
déterminés et selon l’usure de la lame (4).

22. Tête de coupe selon la revendication 21, caractéri-
sée en ce que les moyens d’alimentation en air com-
primé (24) sont reliés à l’entrée (26a) du conduit (26)
de la première pièce tubulaire (9a) et caractérisée
aussi en ce que la sortie (26b) du conduit (26) est
reliée au moteur à engrenages (22) au moyen d’un
élément flexible (27).

23. Tête de coupe selon l’une quelconque des revendi-
cations précédentes de 1 à 22, caractérisée en ce
que chacun des moyens (19) de rétablissement de
la partie active (4a) de la lame (4) peut être activé
pour au moins une des lames (4) indépendamment
de chacun des autres moyens (19) servant au réta-
blissement de la partie active (4a) des autres lames
(4) constituant la tête de coupe (1).

24. Machine de fabrication de produits de tabac com-
prenant au moins une tête de coupe pour tiges con-
tinues selon l’une quelconque des revendications de
1 à 23.
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