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Description

[0001] The present invention relates to a mobile elec-
tronic apparatus. More particularly, the present invention
relates to a mobile electronic apparatus which can supply
electric power by using solar cells.
[0002] Increasingly, solar cells are used as electrical
power sources for mobile electronic apparatuses such
as notebook computers, netbook computers, personal
media players, mobile terminals, portable electronic
books, and other similar portable electronic devices.
However, when using the solar cells as a primary power
source of a mobile electronic apparatus, the solar cells
need to supply a constant and stable voltage to the mobile
electronic apparatus.
[0003] Since an output voltage of the solar cells chang-
es according to factors such as an amount of sunlight or
an irradiating circumstance of the solar cells, such as the
presence of clouds in the sky, an angle of incidence of
the light, and other similar factors, the solar cells need
to be modified in order to provide a stable electric power
source which can provide a constant output voltage. In
order to provide the constant output voltage, a converter
system is used to convert unstable output voltage of the
solar cells into stable voltage at a high-speed. A solar
cell DC/DC converter maybe used as the converter sys-
tem of the unstable output voltage of the solar cells.
[0004] In order to use the converter system for the mo-
bile electronic apparatus, a separate converting circuit
which operates as the converter system is arranged in
the mobile electronic apparatus. In a related-art mobile
electronic apparatus, the converting circuit is arranged
on a main board thereof, while the solar cells are dis-
posed on an outside surface or on a keyboard surface
of the mobile electronic apparatus.
[0005] FIG. 1 illustrates a netbook computer as an ex-
ample of a mobile electronic apparatus according to the
related art.
[0006] Referring to FIG. 1, a converting circuit 40 is
disposed with or on a main board 30, both of which are
disposed in a main body unit 10 of the netbook computer
1. A keyboard 50 is disposed on the main body unit 10.
Solar cells (not illustrated) are disposed on a rear side
of a screen portion 21 of a display unit 20, such as an
LCD unit or any other similar display unit. However, in
case where the converting circuit 40 is disposed on the
main board 30, as shown in the mobile electronic appa-
ratus of FIG. 1, the main board 30 has a separate area
for receiving the converting circuit 40.
[0007] When the solar cells are disposed on the display
unit 20, and the converting circuit 40 is disposed on the
main board 30 of the main body unit 10, a temperature
difference between the solar cell disposed on the outer
surface of the mobile electronic apparatus 1 and the con-
verting circuit 40 disposed inside the main body unit 10
of the netbook computer 1 is generated such that effi-
ciency of the solar cells may decrease.
[0008] Also, since the unstable electric power moves

through a long cable from the solar cells of the display
unit 20 to the main board 30 of the main body unit 10,
loss of electric power is likely to occur. In addition, if a
path along which the unstable electric power passes is
long, the unstable electric power may cause electronic
noise so as to affect other parts of the netbook computer
1.
Also, when the solar cells are disposed so as to be ex-
posed to the outside of the mobile electronic apparatus
1, the solar cells may be damaged by an external impact
or the solar cells may be contaminated by environmental
contaminants.
[0009] JP 2011/008086 and KR200191762 both
present an electronic apparatus including a solar panel.
In a first aspect of the invention, claim 1 provides a mobile
electronic apparatus.
[0010] Optional features are set out in the dependent
claims. Embodiments not covered by the appended
claims do not fall in the scope of the present invention.
[0011] The above and other aspects, features, and ad-
vantages of certain exemplary embodiments of the
present invention will be more apparent from the follow-
ing description taken in conjunction with the accompa-
nying drawings, in which:

FIG. 1 is a perspective view illustrating a mobile elec-
tronic apparatus according to the related art;
FIG. 2 is a perspective view schematically illustrating
a mobile electronic apparatus according to an exem-
plary embodiment of the present invention;
FIG. 3 is an exploded perspective view schematically
illustrating a solar cell module and a display unit of
a mobile electronic apparatus according to an exem-
plary embodiment of the present invention;
FIG. 4 is a view illustrating a display unit having a
converting circuit disposed in a display driving board
of the display unit according to an exemplary em-
bodiment of the present invention;
FIG. 5 is a view illustrating a display unit having a
converting circuit formed on a separate exclusive
board according to an exemplary embodiment of the
present invention;
FIG. 6 is a view illustrating a display unit having a
converting circuit formed on a separate camera mod-
ule board according to an exemplary embodiment of
the present invention;
FIG. 7 is a plan view illustrating a gap maintaining
member disposed between a protection cover and
a solar cell module in a mobile electronic apparatus
according to an exemplary embodiment of the
present invention; and
FIG. 8 is a view illustrating an example of wave pat-
terns generated when pressure is applied to a pro-
tection cover of a mobile electronic apparatus ac-
cording to an exemplary embodiment of the present
invention.

[0012] Throughout the drawings, like reference numer-
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als will be understood to refer to like parts, components,
and structures.
[0013] The following description with reference to the
accompanying drawings is provided to assist in a com-
prehensive understanding of exemplary embodiments of
the invention as defined by the claims and their equiva-
lents. It includes various specific details to assist in that
understanding but these are to be regarded as merely
exemplary. Accordingly, those of ordinary skill in the art
will recognize that various changes and modifications of
the embodiments described herein can be made without
departing from the scope of the invention. In addition,
descriptions of well-known functions and constructions
may be omitted for clarity and conciseness.
[0014] The terms and words used in the following de-
scription and claims are not limited to the bibliographical
meanings, but, are merely used by the inventor to enable
a clear and consistent understanding of the invention.
Accordingly, it should be apparent to those skilled in the
art that the following description of exemplary embodi-
ments of the present invention is provided for illustration
purpose only and not for the purpose of limiting the in-
vention as defined by the appended claims and their
equivalents.
[0015] FIG. 2 is a perspective view schematically illus-
trating a mobile electronic apparatus according to an ex-
emplary embodiment of the present invention, and FIG.
3 is an exploded perspective view schematically illustrat-
ing a solar cell module of a display unit of a mobile elec-
tronic apparatus according to an exemplary embodiment
of the present invention.
[0016] Referring to FIGs. 2 and 3, a netbook computer
is illustrated as an example of a mobile electronic appa-
ratus 100, however, the present invention is not limited
thereto, and the mobile electronic apparatus 100 may be
any of a variety of portable electronic devices that include
a display unit.
[0017] The mobile electronic apparatus 100 may in-
clude a main body unit 110, a display unit 120, a solar
cell module 130, and a converting circuit 140. The main
body unit 110 includes a main board 111 that processes
various data such as texts, sounds, images, etc., and
performs computing functions of the mobile electronic
apparatus 100. The main body unit 110 also outputs the
various data to the display unit 120, and includes a mem-
ory unit (not illustrated) that may store the data described
above. A keyboard 112 that allows a user to input com-
mands into the main board 111 is disposed on a top sur-
face of the main body unit 110.
[0018] An electric power supply unit (not illustrated)
having a rechargeable battery (not illustrated) may be
disposed in the main body unit 110. The rechargeable
battery may be charged by a commercial electric power
source and by electric power generated by the solar cell
module 130 as described below. The main board 111
controls the electric power supply unit so as to supply
electric power and to charge the rechargeable battery.
In addition, the main body unit 110 may include various

elements that are well known in the art to be included in
a main body unit of a related art mobile electronic appa-
ratus.
[0019] FIG. 4 is a view illustrating a display unit having
a converting circuit disposed in a display driving board
of the display unit according to an exemplary embodi-
ment of the present invention.
[0020] Referring to FIG. 4, the display unit 120 is con-
nected to the main body unit 110 by hinges and may pivot
with respect to the main body unit 110 by a predetermined
angle. The display unit 120 may include any suitable ap-
paratus that can display data, such as a liquid crystal
display module, a field emission display module or any
other similar display module. The display unit 120 may
include a screen portion 121 in order to output various
data and information of the mobile electronic apparatus
100 according to control of the main board 111 and a
display driving board 123 (see FIG. 4) for driving the
screen portion 121. The display driving board 123 drives
the screen portion 121 according to control signals from
the main board 111. A Time-CONtrol (T-CON) board may
be used as the display driving board 123.
[0021] The display unit 120 may further include sub-
boards that can perform other functions in addition to the
display driving board 123. As shown in FIG. 4, the display
unit 120 may include a camera module board 171, a com-
munication board 172, an antenna board 173, and other
similar boards or components that are disposed around
the screen portion 121. The communication board 172
may include a variety of mobile and wireless communi-
cation system boards.
[0022] As noted, the display unit 120 includes the con-
verting circuit 140 that stabilizes the electricity generated
by the solar cell module 130 and supplies it to the main
body unit 110. That is, the converting circuit 140 is dis-
posed inside a housing that forms the display unit 120.
The converting circuit 140 converts unstable electric
power output from the solar cell module 130 that has an
unstable voltage that is altered or modified according to
a change of sunlight so as to be stable electric power
having a constant voltage. A solar cell DC/DC converter
may be used as the converting circuit 140. The converting
circuit 140 may be arranged in the display unit 120 ac-
cording to various methods and designs of the mobile
electronic apparatus 100.
[0023] According to an exemplary embodiment of the
present invention, the converting circuit 140 may be
formed integrally with the display driving board 123 of
the display unit 120. In other words, as illustrated in FIG.
4, the converting circuit 140 is formed on a portion of the
display driving board 123 so that the display driving board
123 and the converting circuit 140 are formed as one
single board. If the display driving board 123 and the
converting circuit 140 are formed as a single board as
described above, a space on the board may be reserved
and the electric power output from the converting circuit
140 may be supplied to the main body unit 110 using a
display cable 127 (see FIG. 4) connecting the display
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driving board 123 and the main board 111. The display
cable 127 is connected to the display driving board 123
by a display connector 125. A connector 141 of the dis-
play driving board 123 connects the solar cell module
130 and the converting circuit 140. A solar cell cable 132
coupled to the solar cell module 130 is connected to the
connector 141.
[0024] In a case when the display cable 127 is used to
transmit electric power that has been converted in the
converting circuit 140 to the main body unit 110, if the
display cable 127 has extra wires that are not used for
the electrical connection to the display unit 120 and the
main board 111, then, the extra wires may be used to
transmit the electric power output from the converting
circuit 140. If the display cable 127 does not have the
extra wires, the wires for transmitting the electric power
output from the converting circuit 140 may be added as
additional wires to the display cable 127.
[0025] FIG. 5 is a view illustrating a display unit having
a converting circuit formed on a separate exclusive board
according to an exemplary embodiment of the present
invention.
[0026] Referring to FIG. 5, as another exemplary em-
bodiment, the converting circuit 140 may be formed on
an exclusive board 140’ that is separated from the display
driving board 123. In other words, as illustrated in FIG.
5, the converting circuit 140 is formed on the separate
converter board 140’ and the converter board 140’ is dis-
posed inside the display unit 120. If the converting circuit
140 is formed on the separate converter board 140’, then
the converting circuit 140 may be arranged at an optimum
position according to the design of the display unit 120.
In this case, the electric power and signals are transmit-
ted to the main board 111 using the display cable 127
connecting the display driving board 123 and the main
board 111 and using a separate converter board cable
143 connecting the exclusive converter board 140’ to the
main board 111. The display connector 125 is used to
connect the display cable 127 to the display driving board
123. A connector 142 of the exclusive converter board
140’ is used to connect the solar cell module 130 to the
converter board 140’. The solar cell cable 132 is coupled
to the solar cell module 130 and is connected to the con-
nector 142.
[0027] FIG. 6 is a view illustrating a display unit having
a converting circuit formed on a separate camera module
board according to an exemplary embodiment of the
present invention.
[0028] Referring to FIG. 6, as another example, the
converting circuit 140 may be formed integrally with one
sub-board 171 from among sub-boards 171, 172, and
173 that are disposed in the display unit 120 and have
different functions than the display driving board 123. For
example, as illustrated in FIG. 6, the converting circuit
140 is formed on a camera module board 171’ such that
the camera module board 171’ may perform a converter
function in addition to the camera function.
[0029] However, the present invention is not limited to

the exemplary embodiment disclosed above, and the
sub-board on which the converting circuit 140 is disposed
is not limited to the camera module board 171’, as de-
scribed above. The converting circuit 140 may be dis-
posed on any one among sub-boards 171, 172, and 173
having specific functions and disposed inside the display
unit 120, such as a communication board 172, which may
be a 3rd Generation (3G) system board or a 4th Gener-
ation (4G) system board, the antenna board 173, the
camera module board 171’, or any other suitable sub-
board.
[0030] In such a case, the electric power and the sig-
nals are transmitted using the display cable 127 connect-
ing the display driving board 123 and the main board 111
and using a separate converter cable 143’ connecting
any one of the sub-boards 171, 172, and 173. A connec-
tor 142’ provided in the sub-boards 171, 172, and 173 is
used to connect the solar cell module 130 and the con-
verting circuit 140. The solar cell cable 132 is coupled to
the solar cell module 130 and is also connected to the
connector 142’.
[0031] The display driving board 123 is connected with
the main board 111 of the main body unit 110 via the
display cable 127. The display cable 127 is connected
to the display driving board 123 by the display connector
125. Ground parts of the display cable 127 are shielded
in order to prevent noise, such as Electromagnetic Inter-
ference (EMI). In the present exemplary embodiment,
the electric power converted by the converting circuit 140
is transmitted to the main board 111 via the display cable
127. The main board 111 controls the electric power
transmitted via the display cable 127 so as to charge the
rechargeable battery or to be supplied to other elements
of the mobile electronic apparatus 100 that require pow-
er.
[0032] Accordingly, in the mobile electronic apparatus
100 according to the present exemplary embodiment,
since the electric power stabilized by the converting cir-
cuit 140 is transmitted to the main board 111 of the main
body unit 110 through the shielded display cable 127,
the possibility of loss of electric power may be reduced
compared to related-art mobile electronic apparatuses
so as to transmit unstable electric power generated in
the solar cells to the main body unit 10 via a separate
electric power supply cable.
[0033] Also, since the converting circuit 140 is dis-
posed in the display unit 120 in which the solar cell mod-
ule 130 is also disposed, in the mobile electronic appa-
ratus 100 according to the present exemplary embodi-
ment, a length of a wire through which unstable electric
power flows is shorter than that in the related-art mobile
electronic apparatus, so as to reduce the possibility or
the amount of electrical noise and interference. In the
related-art mobile electronic apparatus, since the con-
verting circuit 40 is disposed on the main board 30 of the
main body unit 10 and the solar cells are disposed in the
display unit 20, a length of the wire connecting the con-
verting circuit 40 and the solar cells is longer than that of
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a wire used in the mobile electronic apparatus 100 ac-
cording to an exemplary embodiment of the present dis-
closure.
[0034] The solar cell module 130 converts solar energy
into electric power and is disposed on a rear surface of
the display unit 120. In other words, the solar cell module
130 is disposed on the rear surface of the display unit
120, or in other words, on a surface of the display unit
120 that is opposite to a surface on which the screen
portion 121 is disposed. The solar cell module 130 may
be directly fixed to the rear surface of the display unit
120. However, the present invention is not limited thereto,
and the solar cell module 130 may be attached or dis-
posed on the rear surface of the display unit 120 in a
variety of suitable manners. The electric power generat-
ed by the solar cell module 130 is transmitted to the con-
verting circuit 140 through the solar cell cable 132.
[0035] According to another exemplary embodiment,
a fixing bracket 150 (see FIG. 3) may be disposed be-
tween the solar cell module 130 and the display unit 120.
The fixing bracket 150 allows the solar cell module 130
to be fixed to the display unit 120 and buffers the solar
cell module 130.
[0036] Referring to FIG. 3, the fixing bracket 150 is
formed as a substantially rectangular frame having an
opening at a central portion 154 that corresponds to the
circumference of the solar cell module 130. The fixing
bracket 150 may be formed to secure the solar cell mod-
ule 130 while fixing the display unit 120 to a case 129.
For this, the fixing bracket 150 has a plurality of fixing
portions 151 which are projected from the circumference
of the fixing bracket 150 so as to fix the fixing bracket
150 to the case 129. The fixing bracket 150 also includes
a plurality of fixing holes 153 so as to attach the display
unit 120 to the solar cell module 130. The fixing bracket
150 can be fixed to the case 129 by using fastening el-
ements such as screws or any other suitable fastening
elements. The solar cell module 130 and the display unit
120 can be fixed to the fixing bracket 150 by using the
fastening elements.
[0037] Also, a cushioning member 155 may be dis-
posed in the central portion 154 of the fixing bracket 150.
The cushioning member 155 has two slim band shapes
that are disposed in the central portion 154 of the fixing
bracket 150. However, the shape of the cushioning mem-
ber 155 is not limited thereto, and may be formed in any
suitable shape. Although not illustrated, the cushioning
member 155 may be formed to have the same size and
shape as those of the inner space 154 of the fixing bracket
150. Therefore, the cushioning member 155 may be
formed to be various sizes and shapes as long as the
cushioning member 155 may be disposed inside the in-
ner space 154. The cushioning member 155 may be
formed of a material that can absorb shocks, such as a
sponge or any other suitable material, in order to absorb
external shocks applied to the solar cell module 130.
[0038] Also, the fixing bracket 150 may be formed of
a material having good thermal conductivity. If the fixing

bracket 150 is made of such a material, then the fixing
bracket 150 can absorb heat generated by operation of
the solar cell module 130 and may evenly diffuse the heat
to the whole of the display unit 120. Thus, the temperature
increase due to use of the solar cell module 130 may be
reduced. Therefore, electric power generating efficiency
of the solar cell module 130 maybe increased. Also, the
fixing bracket 150 may affix the solar cell cable 132 that
is connected between the converting circuit 140 and the
solar cell module 130.
[0039] If the solar cell module 130 is directly exposed
to the outside, the solar cell module 130 may be damaged
by shocks or environmental contamination. A protection
cover 160 maybe disposed above the solar cell module
130 in order to prevent the solar cell module 130 from
being damaged and contaminated. One example of the
protection cover 160 is illustrated in FIG. 3. The protection
cover 160 is made of a transparent material through
which sunlight can pass. If the protection cover 160 is
disposed above the solar cell module 130, as described
above, then the solar cell module 130 may be prevented
from being damaged by the external shocks or by con-
tamination.
[0040] FIG. 7 is a plan view illustrating a gap maintain-
ing member disposed between a protection cover and a
solar cell module in a mobile electronic apparatus ac-
cording to an exemplary embodiment of the present in-
vention, and FIG. 8 is a view illustrating an example of
wave patterns generated when pressure is applied to a
protection cover of a mobile electronic apparatus accord-
ing to an exemplary embodiment of the present invention.
[0041] Referring to FIGs. 7 and 8, when the protection
cover 160 is disposed above the solar cell module 130
there is a gap between the protection cover 160 and the
solar cell module 130. If the solar cell module 130 has a
size of 8 inches or more, then a shape of the protection
cover 160 may be altered so as to droop down due to
the weight of the protection cover 160. If the shape of the
protection cover 160 is altered, the gap between the solar
cell module 130 and the protection cover 160 is not con-
stant so that the protection cover 160 may be variously
in contact with the solar cell module 130. In addition,
when external pressure is applied to the protection cover
160 in such a case, as illustrated in FIG. 8, wave patterns
170 maybe formed on the top surface of the solar cell
module 130. Therefore, as shown in FIG. 7, a gap re-
maining member 161 maybe disposed in the space be-
tween the protection cover 160 and the solar cell module
130 in order to prevent the protection cover 160 from
being in contact with the solar cell module 130 and to
prevent the wave patterns from occurring due to a droop-
ing of the protection cover 160.
[0042] The gap maintaining member 161 is attached
to the solar cell module 130 so as to occupy the gap
between the solar cell module 130 and the protection
cover 160. The gap maintaining member 161 may be
disposed on portions of the solar cell module 130 where
the solar cells 131 do not exist on a top surface of the
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solar cell module 130. FIG. 7 illustrates two gap main-
taining members 161 which are disposed in parallel to
each other on portions of the solar cell module 130 which
do not generate electric power. However, the present
invention is not limited to the present exemplary embod-
iment of the gap maintaining member 161, and other suit-
able shapes and arranging positions of the gap maintain-
ing member 161 may be used. For example, the gap
maintaining member 161 may be formed as various
shapes as long as the gap maintaining member 161 uni-
formly maintains the gap between the protection cover
160 and the solar cell module 130 and does not interfere
with electric power production of the solar cell module
130. Also, an insulating tape may be used as the gap
maintaining member 161.
[0043] With a mobile electronic apparatus according
to the exemplary embodiments of the present invention
as described above, since both the solar cell module and
the converting circuit are arranged in the display unit, the
solar cell module and the converting circuit are located
close to each other. Therefore, the length of the wire
through which unstable electricity flows between the so-
lar cell module and the converting circuit is shorter than
that of the related-art mobile electronic apparatus. As a
result, a decline of power generation efficiency of the
solar cell module that may be generated by unstable elec-
tric power may be minimized.
[0044] Also, since the possibility and amount of elec-
trical noise and interference increases as a distance trav-
elled by the unstable electricity increases, in the mobile
electronic apparatus according to the exemplary embod-
iments of the present invention having a shorter travelling
distance of the unstable electricity, the electrical noise
and interference may be minimized so that the noise gen-
erated by the solar cell module affects other elements.
[0045] Also, with the mobile electronic apparatus ac-
cording to exemplary embodiments of the present inven-
tion, since the fixing bracket is disposed between the
display unit and the solar cell module so as to affix the
solar cell module and to effectively diffuse heat generated
in the solar cell module, the electric power generation
efficiency of the solar cell module may be increased.
[0046] Also, with the mobile electronic apparatus ac-
cording to the exemplary embodiments of the present
invention, since the gap maintaining member is disposed
between the solar cell module and the protection cover
for protecting the solar cell module, the protection cover
may be prevented from being in contact with the solar
cell module.
[0047] While the invention has been shown and de-
scribed with reference to certain exemplary embodi-
ments thereof, it will be understood by those skilled in
the art that various changes in form and details may be
made therein without departing from the invention as de-
fined by the appended claims.

Claims

1. A mobile electronic apparatus (100) comprising:

a main body unit (110) including a main board
(111);
a display unit (120) disposed so as to rotate with
respect to the main body unit for operating ac-
cording to a control of the main board;
wherein the display unit comprises a display
driving board (123);
a solar cell module (130) disposed on a rear sur-
face of the display unit for generating electric
power by converting solar energy into electric
power;
a converting circuit (140) disposed inside the
display unit for stabilizing the electric power gen-
erated by the solar cell module so as to supply
stable electric power; and
a solar cell cable (132) connecting the solar cell
module (130) and the converting circuit (140);

wherein the solar cell module (130) and the convert-
ing circuit (140) are arranged in the display unit (120)
to shorten a length of the solar cell cable (132), so
as to reduce the possibility or the amount of electrical
noise and interference;
wherein the converting circuit (140) is formed on the
display driving board (123).

2. The mobile electronic apparatus of claim 1, further
comprising a display cable (127) connecting the dis-
play unit (120) and the main board (111),
wherein the electric power converted by the convert-
ing circuit (140) is supplied to the main board (111)
through the display cable (127).

3. The mobile electronic apparatus of claim 1, further
comprising a fixing bracket (150) disposed between
the display unit (120) and the solar cell module (130)
so as to affix the solar cell module (130) to the display
unit (120).

4. The mobile electronic apparatus of claim 3, wherein
the fixing bracket (150) comprises a cushioning
member (155).

5. The mobile electronic apparatus of claim 3, wherein
the fixing bracket (150) is formed of a thermally con-
ductive material.

6. The mobile electronic apparatus of claim 1, further
comprising a protection cover (160) disposed above
the solar cell module (130),
wherein the protection cover (160) is transparent so
that sunlight can pass through the protection cover.

7. The mobile electronic apparatus of claim 6, further
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comprising a gap maintaining member (161) dis-
posed between the protection cover (160) and the
solar cell module (130).

8. The mobile electronic apparatus of claim 7, wherein
the gap maintaining member (161) comprises an in-
sulating tape.

Patentansprüche

1. Mobile elektronische Vorrichtung (100), die Folgen-
des umfasst:

eine Hauptkörpereinheit (110), die eine Haupt-
platine (111) umfasst;
eine Anzeigeeinheit (120), die derart angeord-
net ist, dass sie sich in Bezug auf die Hauptkör-
pereinheit dreht, zum Arbeiten gemäß einer
Steuerung der Hauptplatine;
wobei die Anzeigeeinheit eine Anzeigetreiber-
platine (123) umfasst;
ein auf einer hinteren Oberfläche der Anzeige-
einheit angeordnetes Solarzellenmodul (130)
zum Erzeugen von elektrischer Leistung durch
Umwandeln von Solarenergie in elektrische
Leistung;
eine in der Anzeigeeinheit angeordnete Wand-
lerschaltung (140) zum Stabilisieren der von
dem Solarzellenmodul erzeugten elektrischen
Leistung, um stabile elektrische Leistung zuzu-
führen; und
ein Solarzellenkabel (132), das das Solarzellen-
modul (130) und die Wandlerschaltung (140)
verbindet;

wobei das Solarzellenmodul (130) und die Wandler-
schaltung (140) in der Anzeigeeinheit (120) ange-
ordnet sind, um eine Länge des Solarzellenkabels
(132) zu verkürzen, um die Wahrscheinlichkeit oder
die Menge von elektrischem Rauschen und elektri-
schen Störungen zu verringern;
wobei die Wandlerschaltung (140) auf der Anzeige-
treiberplatine (123) gebildet ist.

2. Mobile elektronische Vorrichtung nach Anspruch 1,
weiter umfassend ein Anzeigekabel (127), das die
Anzeigeeinheit (120) und die Hauptplatine (111) ver-
bindet,
wobei die von der Wandlerschaltung (140) umge-
wandelte elektrische Leistung der Hauptplatine
(111) durch das Anzeigekabel (127) zugeführt wird.

3. Mobile elektronische Vorrichtung nach Anspruch 1,
weiter umfassend eine Halterung (150), die zwi-
schen der Anzeigeeinheit (120) und dem Solarzel-
lenmodul (130) angeordnet ist, um das Solarzellen-
modul (130) an der Anzeigeeinheit (120) zu befesti-

gen.

4. Mobile elektronische Vorrichtung nach Anspruch 3,
wobei die Halterung (150) ein Polsterelement (155)
umfasst.

5. Mobile elektronische Vorrichtung nach Anspruch 3,
wobei die Halterung (150) aus einem wärmeleitfähi-
gen Material gebildet ist.

6. Mobile elektronische Vorrichtung nach Anspruch 1,
weiter umfassend eine Schutzabdeckung (160), die
über dem Solarzellenmodul (130) angeordnet ist,
wobei die Schutzabdeckung (160) transparent ist,
sodass Sonnenlicht durch die Schutzabdeckung ge-
langen kann.

7. Mobile elektronische Vorrichtung nach Anspruch 6,
weiter umfassend ein zwischen der Schutzabde-
ckung (160) und dem Solarzellenmodul (130) ange-
ordnetes Abstandhalterelement (161).

8. Mobile elektronische Vorrichtung nach Anspruch 7,
wobei das Abstandhalterelement (161) ein Isolier-
band umfasst.

Revendications

1. Appareil électronique mobile (100), comprenant :

une unité corps principal (110) comprenant une
carte principale (111) ;
une unité écran (120) disposée de manière à
pivoter par rapport à l’unité corps principal pour
faire fonctionner selon une commande de la car-
te principale,
l’unité écran comprenant une carte de comman-
de d’écran (123) ;
un module de cellules solaires (130) disposé sur
une surface arrière de l’unité écran pour générer
une puissance électrique en convertissant
l’énergie solaire en puissance électrique ;
un circuit de conversion (140) disposé à l’inté-
rieur de l’unité écran pour stabiliser la puissance
électrique générée par le module de cellules so-
laires afin de fournir une puissance électrique
stable ; et
un câble de cellule solaire (132) connectant le
module de cellules solaires (130) et le circuit de
conversion (140),

le module de cellules solaires (130) et le circuit de
conversion (140) étant disposés dans l’unité écran
(120) pour raccourcir une longueur du câble de cel-
lule solaire (132), afin de réduire l’éventualité ou la
quantité de bruit électrique et de brouillage,
le circuit de conversion (140) étant formé sur la carte
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de commande d’écran (123).

2. Appareil électronique mobile selon la revendication
1, comprenant en outre un câble d’écran (127) con-
nectant l’unité écran (120) et la carte principale
(111),
la puissance électrique convertie par le circuit de
conversion (140) étant fournie à la carte principale
(111) par l’intermédiaire du câble d’écran (127).

3. Appareil électronique mobile selon la revendication
1, comprenant en outre un support de fixation (150)
disposé entre l’unité écran (120) et le module de cel-
lules solaires (130) afin de fixer le module de cellules
solaires (130) à l’unité écran (120).

4. Appareil électronique mobile selon la revendication
3, dans lequel le support de fixation (150) comprend
un élément d’amortissement (155).

5. Appareil électronique mobile selon la revendication
3, dans lequel le support de fixation (150) est cons-
titué d’un matériau thermoconducteur.

6. Appareil électronique mobile selon la revendication
1, comprenant en outre un couvercle de protection
(160) disposé sur le module de cellules solaires
(130),
le couvercle de protection (160) étant transparent
pour que la lumière du soleil puisse traverser le cou-
vercle de protection.

7. Appareil électronique mobile selon la revendication
6, comprenant en outre un élément de maintien d’es-
pace (161) disposé entre le couvercle de protection
(160) et le module de cellules solaires (130).

8. Appareil électronique mobile selon la revendication
7, dans lequel l’élément de maintien d’espace (161)
comprend une bande isolante.
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