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Description

[0001] The invention relates to an optical network unit structure for a passive optical access network having a meshed
structure consisting of at least two central nodes and a plurality of optical network units and to a passive optical access
network structure using respective optical network units.

[0002] Optical access networks are usually realized as passive optical networks (PONs). In a PON, a plurality of optical
network units (ONUSs) is connected to a central node, often referred to as optical line terminal (OLT), often via one or
more remote nodes (RN), which comprise passive optical components, only. Usually, each remote node is coupled to
an RN via a single optical fiber that is used for bidirectional optical communication between the respective ONU and the
OLT. For this structure of an optical access network, it is known to use an optical wavelength division multiplex (WDM)
signal in the transmission path between the OLT and the respective RN or all RNs. If the RNs are connected via an
optical bus or ring structure, each RN may be realized as passive optical add/drop multiplexer adapted to extract from
and add to the optical WDM signal the respective optical channel signals. In the simplest case, each optical channel
signal included in the optical WDM signal may be used for establishing a bidirectional communication between an ONU
and the OLT.

[0003] Of course, if the optical channel signal at a port of the RN is a time division multiplex (TDM) signal, the TDM
signal may be supplied to a plurality of ONUs which are connected to the respective RN via a star structure. This structure
or substructure may be realized by using a passive optical splitter or star coupler equally dividing the optical TDM
(channel) signal and feeding each of the divided signals to an ONU. In this case, an asymmetrical TDM scheme must
be applied as only one ONU may transmit at the same time. As each transmitter unit in an ONU must be silent at times
outside of a dedicated time slot (within the asymmetrical TDM signal), it is necessary to turn the laser (or other optical
transmitting element) on and off very quickly. This requires expensive active optical components (especially lasers) with
extremely low transient times. In such a star structure, the simplest way of providing protection against a single point
of failure, e.g. a fiber break between an ONU and the RN, is to connect the ONU to the RN via an additional fiber.
However, this duplication of the transmission medium as well as the necessary parts of the RN and ONU causes a
disadvantageous redundancy of resources.

[0004] EP 1746 857 A1 discloses a linear bus structure for a PON comprising two OLTs, each OLT connected to the
end of a linear bus or chain-like structure of ONUs. The OLTs may be present at the same location so that, in this case,
the linear structure becomes an open-ring structure. In both cases, it is proposed to use specific optical coupling/
decoupling means having three ports, two of which are used to connect the optical fibers between two neighboring ONUs
or between an ONU and a neighboring OLT and the third for connecting the respective ONU. Here, the plurality of three-
port coupling means may be considered a distributed RN. In such linear or chain-like PON structures, a symmetric TDM
scheme may be used, i.e., the ONU and the OLT may use a dedicated time slot of the TDM scheme to transmit their data.
[0005] In practice, customer locations, at which ONUs are necessary, are often connected to the location of an OLT
and/or to one or more other customer ONU locations simultaneously using a single optical fiber connecting the respective
two locations. It would thus be advantageous to use these existing partially or fully meshed structures to build up a PON
or PON structures.

[0006] US 2006/0228115 A1 discloses an add/drop multiplexer for OTN/DWDM rings utilising a pair of muxponders
forming a transparent add/drop multiplexer. In one muxponder, transmit signals are sent in a first direction and receive
signals are received from a second direction. In the other muxponder, transmit signals are sent in the second direction
and receive signals are received from the first direction. The signals transmitted and received are TDM signals according
to a predetermined TDM transmission scheme (e.g. as defined for SONET/SDH networks). However, this type of add/
drop multiplexer, which has been developed for an optical transport network having a ring structure, is not suitable for
use in PON networks also including star structures.

[0007] Itis an object of the present invention to provide an optical network unit structure that makes it possible to build
up a passive optical access network having a meshed structure consisting of at least two central nodes and plurality of
optical network units. It is a further object to provide a passive optical access network structure using respective optical
network units.

[0008] The invention achieves these objects by the combination of features according to claims 1 and 8, respectively.
[0009] The invention is based on the fact that a partially or fully meshed structure of optical fibers between a plurality
of customer locations and at least two OLT locations may be used to build up a passive optical access network using
an optical network unit structure for realizing an ONU that is able to communicate with a neighboring OLT or ONU using
either a symmetrical or an asymmetrical TDM scheme applied signals received at or transmitted from a western or
eastern network port. The different TDM schemes may be converted one into the other by the optical network unit. In
order to assure this, the optical network unit structure according to the invention comprises two transceiver units (each
including a transmitter unit and a receiver unit), one being connected to the western network port and the other one
being connected to the eastern network port. The ONU is capable of establishing a communication between either of
the network ports and a further ONU or an OLT. The ONU is further capable of passing through the data received at
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one network port to the respective other network port. As for this purpose, the optical TDM signal received at the respective
network port (by the receiver unit of the respective transceiver unit) is processed by the control unit of the ONU in order
to extract the data to be passed through and integrated into the optical TDM signal that is output at the respective other
network port (by the transmitter unit of the respective other transceiver unit), it is also possible to use different TDM
schemes for the TDM signal received and the TDM signal transmitted.

[0010] Itis thus possible to build up a passive optical access network structure using such optical network units which
reveal sections having a straight star structure and sections having a straight linear or chain-like structure. The borders
between the sections are realized by an ONU of this structure that belongs to both sections (or, expressed in other
words, one half of the ONU structure including the respective transceiver unit belongs to one section and the other half
including the other transceiver unit belongs to the other section, the connection between the two sections being effected
by the control unit of the ONU structure).

[0011] The ONU may establish a bidirectional transmission between the at least one local port and a further network
unit (which may be an OLT or a remote ONU) using a TDM signal of a suitable scheme either via the western or the
eastern network port. If the transmission path that has been chosen as working path is interrupted, the control unit may
establish a communication to the same network unit via the other network port using a suitable protection path.

[0012] The optical network unit structure according to the invention is a rather simple structure that can be realized at
rather low costs and that may be used in network topologies having a straight star or linear structure as well as in meshed
structures consisting of star and linear substructures.

[0013] The control unit may be manually switched with respect to the TDM scheme to be applied for communicating
via the eastern and western network ports. Of course, the information which TDM scheme is to be applied for the
communication via the western and/or via the eastern network port may also be determined in an initialization process
for the ONU or transmitted to the ONU from a higher order network unit.

[0014] According to an embodiment of the invention, the control unit uses network topology information to decide
which TDM scheme is to be applied for the communication via the western and/or via the eastern network port.

[0015] The control unit may include a storage area adapted to store the network topology information, the network
topology information at least including information whether at least one of the western and the eastern network ports is
directly connected to a port of a passive optical star coupling means or to a network port of a further optical network unit.
[0016] The control unit may then apply a symmetrical TDM scheme for processing the signals received from and
transmitted via the respective eastern or western network port, if the respective network port is directly connected to a
port of a passive optical star coupling means, and apply an asymmetrical TDM scheme for processing the signals
received from and transmitted via the respective eastern or western network port, if the respective network port is directly
connected to a network port of a further optical network unit.

[0017] According to a preferred embodiment, the eastern and/or western network port is adapted to connect with a
single optical fiber that is used for the bidirectional communication.

[0018] In this case, in a first alternative, the optical receive signal and the optical transmit signal use the same optical
carrier wavelength. In order to separate the paths for the receive signal and the transmit signal, the network port may
be connected to a first port of an optical circulator. An output port of the respective transmitter unit may be connected
to a second port of the optical circulator, and an input port of the respective receiver unit may be connected to a third
port of the optical circulator. In this way, the optical circulator makes it possible to separate the common input/output
path defined by the single optical fiber into an input path between the third port of the optical circulator and the input port
of the respective receiver unit and an output path between the output port of the respective transmitter unit and the
second port of the optical circulator.

[0019] In a second alternative, the optical receive signal and the optical transmit signal use different optical carrier
wavelengths. The network port may, in this case, be connected to a diplex port of an optical diplexer. An output port of
the respective transmitter unit may be connected to a first channel port of the optical diplexer and an input port of the
respective receiver unit may be connected to a second channel port of the optical diplexer. In this way, the optical diplexer
makes it possible to separate the common input/output path defined by the single optical fiber into an input path between
the second channel port of the optical diplexer and the input port of the respective receiver unit and an output path
between the output port of the respective transmitter unit and the first channel port of the optical diplexer.

[0020] According to a further embodiment, the control unit comprises a buffer means for buffering data extracted from
a western or eastern electrical receive signal before the data can be integrated into the eastern or western electrical
transmit signal transmitted via the respective other port. This may be required if data are to be passed through from one
network port to the other and if simultaneously different TDM schemes are used for the communication via the two
network ports. Especially, if the signal received at the respective port uses a symmetric TDM scheme and the signal
transmitted at the respective other port uses an asymmetrical TDM scheme, a relative large buffer may be required.
[0021] A typical structure or substructure of a protected passive optical access network comprises at least

» afirst star domain having a star structure, the first star domain comprising a first passive optical star coupling means
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having a predetermined number of optical ports for being connected to an optical network unit or an optical line
terminal, at least one port being connected to a western optical network port of a first optical network unit having
an optical network unit structure according to one of the preceding claims,

e a second star domain having a star structure, the second star domain comprising a second passive optical star
coupling means having a predetermined number of optical ports for being connected to an optical network unit or
an optical line terminal, at least one port being connected to an eastern optical network port of a second optical
network unit having an optical network unit structure according to one of the preceding claims, and

* alinear domain having a linear structure, the linear structure consisting of at least two optical network units having
an optical network unit structure according to one of the preceding claims, the at least two optical network units
being coupled in a chain-like manner, the linear domain comprising the first optical network unit as a first node and
the second optical network unit as a last node.

[0022] As already mentioned above, the optical network units within the linear bus structure including the first and
second optical network units preferably apply a symmetrical TDM (TDMS) scheme for communicating with each other
and wherein the first and last optical network units apply an asymmetrical TDM (TDMA) scheme for communicating with
a further optical network unit or an optical line terminal connected to another port of the respective first or second star
domain.

[0023] Thus, the optical network unit structure according to the invention makes it possible to build up a meshed optical
access network consisting of at least one optical line terminal and a plurality of respective optical network units, the
network structure (exclusively) consisting of an arbitrary number of star domains and linear domains. If two optical line
terminals are provided at the same location (these might also be integrated into one apparatus or equipment), the meshed
network structure may be designed and operated such that a path protection between two communicating network units
(ONU and/or OLT) is provided, the working path being terminated by either the eastern or western network port of the
respective ONU and the protection path being terminated by the respective other network port.

[0024] Further embodiments of the invention are apparent from the dependent claims.

[0025] In the following, a preferred embodiment of the invention will be described with reference to the drawing. In the
drawing, the Figures show:

Fig. 1  aschematic block diagram of an embodiment of a PON architecture according to the invention comprising two
star domains and three linear domains;

Fig. 2  aschematic block diagram of a first embodiment of an ONU according to the invention adapted to bidirectionally
communicate with an OLT or another ONU connected to each of the two optical network ports using optical
transmit and receive signals having the same optical carrier wavelength;

Fig. 3  aschematic block diagram of a second embodiment of an ONU according to the invention adapted to bidirec-
tionally communicate with an OLT or another ONU connected to each of the two optical network ports using
optical transmit and receive signals having different optical carrier wavelengths; and

Fig. 4 schematic representations of the control logic of an ONU according to the invention being able to use an
asymmetrical TDM scheme at the western network port and a symmetrical TDM scheme at the eastern network
port (Fig. 4a), a symmetrical TDM scheme at both network ports (Fig. 4b); a symmetrical TDM scheme at the
western network portand an asymmetrical TDM scheme at the eastern network port (Fig. 4c) oran asymmetrical
TDM scheme at both ports (Fig. 4c).

[0026] Fig. 1 shows a schematic block diagram of a passive fiber-optic access network (PON) architecture 1 consisting
of two central nodes or OLTs 3, 5, each being connected to a RN 7, 9 in the form of a star coupling means, e.g. a simple
optical star coupler. Each star coupling means 7 defines four ports. Three of the ports of the star coupling means 7 are
connected to a respective western network port 17 of an ONU 11_1, 13 and 15_1, respectively. The fourth port of the
star coupling means 7 is connected to a network port 21 of the OLT 3.

[0027] In the same manner, three of the ports of the star coupling means 9 are connected to a respective eastern
network port 19 of an ONU 11_3, the ONU 13 and an ONU 15_3, respectively. The fourth port of the star coupling means
9 is connected to a network port 21 of the second OLT 5.

[0028] For connecting the respective ports of the components 3, 5, 7, 9, 11, 13 and 15, a single optical fiber is used
in the embodiment according to Fig. 1 carrying the traffic of the bidirectional communication link(s) in both directions.
However, it is, of course, also possible to use a separate fiber for each direction of the communication, if the respective
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ports are realized as dual ports (one separate physical connecting means for each of the two connecting fibers).
[0029] The OLT 3, the star coupling means 7 and the ONUs 11_1, 13 and 15_1 define a first star domain visualized
by the white color of the respective components. Similarly, the star coupling means 9 and the ONUs 11_3, 13 and 15_3
define a second star domain visualized by the black color of the respective components.

[0030] Thethree ONUs 11_1,11_2and 11_3 as well as the ONUs 15_1, 15_2 and 15_3 define a linear domain, each,
visualized by the grey color of the respective components, as the respective ONUs are connected in a linear chain-like
structure.

[0031] The ONUs 11_1,13,15_1,11_3 and 15_3 belong to both the respective linear and the respective star domain.
This is symbolized by the respective two colors of these ONUs. The respective two domains, i.e., the star domain and
the linear domain concerned, are connected by these ONUs.

[0032] For establishing a bidirectional communication, especially between a specified ONU and an OLT 3, 5, optical
network transmit signals at a specific optical carrier wavelength or frequency are used. The (original) optical transmit
signals at the end points of a transmission link are created by the ONU or the OLT concerned. The communication is
effected by using TDM signals carried by the specific optical carrier wavelength.

[0033] Within a star domain, i.e. for establishing a communication between network units (ONUs or an OLT) directly
connected to a network port of one of the star coupling means 5, 9, an asymmetrical TDM scheme (designated as TDMA
scheme) is usually applied. This transmission scheme combines a data transmission scheme in the downstream path
(from the OLT to a selected ONU) that uses a transmission signal including address data for addressing the selected
unit (here: the selected ONU) with a data transmission scheme in the upstream path (from the selected ONU to the
respective OLT) which uses dedicated times lots for "addressing" the data included within the respective time slot to the
unit (OLT or ONU) the respective time slot has been associated with. Thus, it is possible to broadcast a signal from the
OLT to all ONUs of the respective star domain, simply by using a broadcast address. The transmission signal in the
downstream path may, for example, be a packet based signal.

[0034] The TDMA scheme that is used in the upstream path assures, that only one single upstream signal (created
by an ONU) at the same time arrives at the receiving unit (here: the OLT) in order to avoid signal interference at the
receiving port of the receiving unit. This means that all ONUs of the respective star domain, apart from the ONU that is
transmitting in the dedicated time slot, must shut off the optical transmitter element (usually a laser).

[0035] As the distance between various ONUs coupled to the respective star coupling means and the star coupling
means itself may be different, it is known to use so-called guard banks (specified time intervals) between the time slots
which limit the bandwidth efficiency of this transmission scheme.

[0036] Usually, the star coupling means 7, 9 realizing the RNs will be realized as directional coupling means. This
means that the downstream signal created by an OLT 3 ,5, which is supplied to a common port of the directional coupling
means will be (in general equally) split into a given number of signals (by splitting the optical power of the incoming
signal), each being output at one of the splitting ports of the star coupling means. Further, each signal fed to one of the
splitting ports of the directional coupling means will be output at the common port, only.

[0037] Thus, each OLT 3, 5 may transmit an optical network transmit signal in the downstream path independently
from the optical network transmit signals being created by one of the ONUs 11_1, 13, 15_1 connected to a splitting port
of the (directional) star coupling means 7 or by one of the ONUs 11_3, 13, 15_3 connected to a splitting port of the
(directional) star coupling means 9, respectively.

[0038] In a more complex alternative, the star coupling means 7, 9 may be realized as fully symmetrical star coupler
with a given number N of symmetrical ports. Here, not only the network transmit signal created by an OLT 3, 5 is
(preferably equally) split into N-1 signals but also any network transmit signal created by any of the ONUs 11_1, 13,
15_10r11_3, 13, 15_3 connected to the respective fully symmetrical star coupling means 7, 9. This, of course, requires
that only one of the network units, i.e.an OLT 3,50oran ONU 11_1,13, 15_10or 11_3, 13, 15_3 attached to the symmetrical
ports, creates a network transmit signal if these signals use identical optical carrier wavelengths, as otherwise the split
signals, which are received as network receive signal at the respective ports of the other network units, would interfere.
The advantage of this alternative is that an ONU connected to the symmetrical star coupling means could communicate
not only with the respective OLT but also with one of the other ONUs of this star domain (which, in turn, could, of course
also communicate with a respective further neighboring ONU of the respective neighboring domain).

[0039] This interference problem could be avoided if the OLTs 3, 5 use a carrier wavelength for the transmit signals
transmitted in the downstream direction (i.e., the direction from the respective OLT 3, 5 to the respective star coupling
means 7, 9) different from the carrier wavelength used by the ONUs attached to the other symmetrical ports of the
symmetrical star coupling means. This enables the ONUs to block network receive signals having the same carrier
wavelength as used by the ONUs for creating the upstream network transmit signal and to receive only network receive
signals having the carrier wavelength as used by the OLT.

[0040] The communication within the linear domains is based on a usual symmetric TDM data transmission scheme.
This means that the ONUs within a linear domain transmit optical TDM signals in the upstream direction. The data
created (not only forwarded) by a specific ONU are included within a time slot dedicated to the respective ONU. In order
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to make the transmission along the chain within a linear domain possible, each ONU receiving a signal at one of the
network ports 17, 19 that is addressed to the OLT (or, as the case may be, to another ONU) which is located at a position
"beyond" the respective ONU, converts the optical signal received into an electrical receive signal, if necessary (or at
any rate), effects a signal processing (especially a signal recovery) of the electrical receive signal, and re-converts it
into an optical transmit signal that is transmitted to the next ONU (in the same direction). Of course, this is necessary
within non-dedicated time slots, only. Within the time slot dedicated to the respective ONU the ONU may include data
provided at at least one local port 23 (Fig. 2, 3) into the network transmit signal that is output at a selected network port,
i.e. either the eastern or the western port.

[0041] Alternatively, it is also possible to output the signal created at a selected ONU at both network ports so that
the signal is transmitted in both directions. This may serve to transmit an identical signal over a protection path (see
explanations below).

[0042] Asthe ONUs within a linear domain are coupled in a chain-like manner and a signal recovery may be effected
at each ONU, practically no restrictions as to the length of the chain exist.

[0043] Fig. 2 shows a first embodiment of an optical network unit (ONU) structure 100 suitable to realize an ONU 11,
13, 15. The ONU structure 100 comprises a western and an eastern transceiver unit 102, 104, each comprising a
transmitter unit 106 and a receiver unit 108. The transmitter units 106 receive a western and eastern electrical network
transmit signal Sty ¢ westr STX eleast: Fe€SPECtively, from a control unit 110 and convert the respective signal into a western
and eastern optical network transmit signal Sty yest: Stx east: Fespectively, each of which is supplied to an optical circulator
112. The optical circulators 112 forward the western and eastern optical network transmit signal Sty \est» STx east t0 the
western and eastern network port 17, 19, respectively.

[0044] A western and eastern optical network receive signal Sgy west: Srx east eceived at the western or eastern
network port 17, 19 is supplied to the respective optical circulator 112 which directs the respective network receive signal
to the respective receiver unit 108. The receiver units 108 convert the western and eastern optical network receive signal
Srx west: SRX east: Fespectively, into a western and eastern electrical network receive signal, respectively, that are supplied
to the control unit 110.

[0045] The control unit 110 is adapted to do all necessary signal processing (including signal recovery). The control
unit is further adapted to receive a local transmit signal Sty ¢4 at the local port 23 and to integrate or insert the data
according to the local transmit signal Sty o4 into the western and/or eastern electrical network transmit signal Sty ¢ wests
Stx eleast: r€spectively. The control unit 110 is further adapted to extract the information or data included within the
western and/or eastern optical network receive signal Sgy yest Srx east @ddressed to the respective ONU 11, 13, 15
and to integrate this information or these data into a local receive signal Sgy |oco that is output at the local port 23. Of
course, the electrical local signals may again be converted into respective optical signals.

[0046] The control unit 23 applies the suitable symmetrical (designated as TDMS) or TDMA scheme (see the above
explanations) in order to create the western and eastern optical network transmit signal Sty yest: Stx east: respectively,
and to receive the western and eastern optical network receive signal Sgy \yest: Srx east: r€spectively.

[0047] The portion or content of the TDM receive signal Sgy \est: Srx east that is not addressed to the respective ONU
is forwarded to the respective other port.

[0048] For this purpose, the control unit 23 may comprise a buffer means in order to buffer the data extracted from a
TDM signal received. This might be necessary if the TDM scheme applied for the communication via the receiving
network port 17, 19 defines a higher bit rate than the TDM scheme that is applied for the TDM signal to be transmitted
via the respective other network port 19, 17.

[0049] Buffering may especially be necessary if the information or data to be forwarded over the respective ONU is
received via an optical TDM network receive signal applying a TDMS scheme, and a TDMA scheme is applied for
communicating via the respective other network port.

[0050] The transport of the information or data within the TDM signals may be effected by using data packets or so-
called virtual containers (VC). In order to create a TDM signal by integrating data or information received at the local
port 23, the data may be wrapped in suitable packets or VC that may directly be integrated within the respective TDM
signal applying a TDMS or a TDMA scheme. Wrapping data in suitable packets or VC and extracting packets or VC
from a network receive signal may be effected by a specific software designated as VC client.

[0051] The logical functional structure of an ONU 11, 13, 15 having the schematic physical structure shown in Figs.
2 or 3 is visualized in Fig. 4. The respective functionality is included within the control unit 110, mostly by a suitable
software or firmware.

[0052] Asexplainedabove,theVC clientprocessesthe TDM signalreceived by extracting the VCs and either forwarding
the VCs to the respective other port or by supplying the VCs to the local port (designated as client port). Further, the VC
client wraps the locally received data into VCs, which are then integrated within the respective TDM signal.

[0053] The VCs extracted from and to be integrated into a respective TDM signal join a common subnetwork connection
(SCNP) scheme which is used in a synchronous digital hierarchy (SDH) network. However, the embodiment shown in
Fig. 4 is to be understood as an example, only, and the invention is not restricted to SDH networks.
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[0054] The SNCP scheme may be designed such that the information to be sent from the respective ONU is transmitted
either via the western network port or via the eastern network port. If, for example, a communication between the ONU
15_2 and the OLT 3 is to be established, the SCNP scheme may be designed such that the shorter path via the western
network port 17 is defined as working path. In case of a failure within the working path, the SCNP switches to the eastern
network port 19 and establishes a communication with the OLT 5. If the OLT 5 is not present at the same location as
the OLT 3, a further communication path between the OLT 5 and the OLT 3 must be established in order to provide the
desired path protection. This may be effected by means of further network domains between the OLT 5 and the OLT 2
(not shown in the Figures).

[0055] Alternatively, the SNCP may be designed such that identical signals created at the respective ONU (e.g., ONU
15_2) are forwarded to both the eastern and western network port 17, 19 simultaneously, which are forwarded via the
working path and the protection path, respectively, to the desired end point (e.g. the OLT 3). The network unit defining
the end point (e.g. the OLT 3) may then decide whether the signal transported via the working path or the signal transported
via the protection path is chosen as receive signal.

[0056] Inordertodecide which path shall be used as protection path, the control unit 110 may store topology information
which characterizes the network or subnetwork in which the respective ONU is located. This topology information may
be gathered by the ONU or transmitted to the ONU within an initialization procedure when an ONU is integrated into a
network or subnetwork. The ONU may comprise a storage (not shown in the Figures) for storing the topology information.
[0057] Fig. 3 shows a further embodiment of an optical network unit (ONU) structure 200 that may be used for realizing
an ONU 11, 13 ,15. The structure 200 is largely identical with the structure according to Fig. 2 but deviates from the
structure shown in Fig. 2 in that instead of optical circulators optical diplexers 212 are used in order to separate the
optical paths for the optical network transmit signals Sgy \est: Srx east @nd the optical network receive signals Sgy yest:
SRrx,east- Thus, the structure 200 is suitable for building up a network or subnetwork in which different optical carrier
wavelengths are used for the upstream and downstream direction, whereas the structure shown in Fig. 2 is suitable for
networks or subnetworks using the same wavelengh for the upstream and downstream paths. As shown in Fig. 3, a
wavelength of 1490 nm is used in the path from west to east and a wavelength of 1310 nm is used in the path from east
to west.

[0058] As apparent from the above explanations, the optical network unit structure according to the invention reveals
a high degree of flexibility as corresponding ONUs may not only be used in networks or subnetworks that use a TDMS
or TDMA scheme but also as network unit at the borders of two neighboring networks or subnetworks that use different
TDM schemes, irrespective of whether a TDMS or TDMA scheme is used in the neighboring networks. Further, the
structure makes it possible to establish a protection mechanism.

[0059] Of course, the invention is not restricted to the simple example of a meshed network as shown in Fig. 1. It also
covers any arbitrary meshed network structure that may be divided into an arbitrary number of star domains and linear
domains. For example, instead of directly connecting the OLTs 3, 5 to a port of the respective star coupling means 7,
9, a linear domain including a chain of ONUs may be present between the respective port of the star coupling means
7, 9 and the respective ONU 3, 5. Also, instead of simple linear domains between the star domains, more complicated
structures may be present including further star domains.

[0060] This allows to set up almost arbitrarily meshed networks in order to connect a plurality of ONUs to an OLT.

List of reference signs

[0061]

1 passive fiber-optic access network (PON) architecture
3 central node (OLT)

5 central node (OLT)

7 remote node (RN), star coupling means

9 remote node (RN), star coupling means
11 optical network unit (ONU) (11_1 to 11_3)
13  optical network unit (ONU)

15  optical network unit (ONU) (15_1 to 15_3)
17  western network port (of an ONU)

19  eastern network port (of an ONU)

21 network port (of an OLT)

23 local port (of an ONU)

100  optical network unit structure
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102  western transceiver unit
104  eastern transceiver unit
106  transmitter unit
108  receiver unit
110  control unit
112  optical circulator

200  optical network unit structure
212  optical diplexer

Stx elwest STxeleast  Western, eastern electrical network transmit signal
Skx elwest SRx eleast Western, eastern electrical network receive signal

Stxwestr STX east western, eastern optical network transmit signal
SRx west' SRX east western, eastern optical network receive signal
STx local local transmit signal

SRX local local receive signal

Claims

1. An optical network unit structure comprising:

(a) a western network port (17) and an eastern network port (19) adapted to receive a western or eastern optical
network receive signal (Sgx west: Srx cast)s respectively, and to output an eastern or western optical network
transmit signal (Stx west: STx east), r€spectively, the receive and transmit signals having a time division multiplex
(TDM) structure,

(b) at least one local port (23) adapted to receive a local transmit signal (Syx jocq)) to be transmitted to the
network and to output a local receive signal (Sgy |oca) €Xtracted from a western or eastern network receive
signal (SRX,west’ SRX,east)’

(c) a western and an eastern receiver unit (108) adapted to receive the western or eastern network receive
signal (Sgx west: Srx east) from the respective western or eastern optical network port (17, 19), respectively, and
to convert the respective received optical network receive signal (Sgx west: Srx east) iNt0 an electrical network
receive signal (Sgx el west: SRx el east):

(d) a western and an eastern transmitter unit (106) adapted to receive a western or an eastern electrical network
transmit signal (Stx ¢ west: STx el east), respectively, and to convert the respective received electrical network
transmit signal (Sty g west STxX el cast) INt0 the respective optical network transmit signal (Stx wests Stx east)s @and
(e) a control unit (110) adapted to make a selectable bidirectional communication between the at least one local
port (23) and a further network unit possible via either the western or the eastern network port (17, 19),

characterized in
(f) that the optical network unit structure is adapted

(i) to be used in a protected passive optical access network having a meshed structure consisting of at
least two central nodes (3, 5) and a plurality of optical network units (11, 13, 15) and

(ii) to provide a pass-through communication between the western and eastern network port (17, 19) by
processing the electrical network receive signals (Sgx ¢jwest: Srx eleast) @nd the local transmit signal
(Stx local) @nd by creating the local receive signal (Sgx |oco) @nd the western and eastern electrical transmit
signals (Stx e west: STx el west) €ither according to a symmetric TDM transmission scheme or according to
an asymmetrical TDM scheme, the TDM transmission scheme for the western electrical network receive
and transmit signals (Sgx e west: STx el west) P€ING independently selectable from the TDM scheme for the
eastern electrical network receive and transmit signals (Sgryx ¢ east: STx el east)-
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An optical network unit structure according to claim 1, wherein the control unit (110) uses network topology information
to decide which TDM scheme is applied for the communication via the western and/or via the eastern network port
(17, 19).

An optical network unit structure according to claim 1 or 2, wherein the control unit (110) includes a storage area
adapted to store the network topology information, the network topology information at least including information
whether at least one of the western and the eastern network ports (17, 19) is directly connected to a port of a passive
optical star coupling means (7, 9) or to a network port (17, 19; 21) of a further optical network unit (11, 13, 15; 3, 5).

An optical network unit structure according to one of claims 1 to 3, wherein the control unit (110) applies a symmetrical
TDM scheme for processing the signals received from and transmitted via the respective eastern or western network
port (17, 19), if the respective network port (17, 19) is directly connected to a port of a passive optical star coupling
means (7, 9), and wherein the control unit (110) applies an asymmetrical TDM scheme for processing the signals
received from and transmitted via the respective eastern or western network port (17, 19), if the respective network
port (17, 19) is directly connected to a network port (17, 19; 21) of a further optical network unit (11, 13, 15; 3, 5).

An optical network unit structure according to one of the preceding claims, wherein the eastern and/or western
network port (17, 19) is adapted to being connected to a single optical fiber that is used for the bidirectional com-
munication and

(a) wherein the optical network receive signal (Sgx ¢ west> Srx el east) @nd the optical network transmit signal
(Stx el westr STx el cast) USe the same optical carrier wavelength, the network port (17, 19) being connected to a
first port of an optical circulator (112), an output port of the respective transmitter unit (106) being connected to
asecond port of the optical circulator (112) and an input port of the respective receiver unit (108) being connected
to a third port of the optical circulator (112), the optical circulator (112) making it possible to separate the common
input/output path defined by the single optical fiber into an input path between the third port of the optical
circulator (112) and the input port of the respective receiver unit (108) and an output path between the output
port of the respective transmitter unit (106) and the second port of the optical circulator (112); or

(b) wherein the optical receive signal (Sgx ¢ west: Srx el east) @Nd the optical transmit signal (Stx ¢ west STx el east)
use different optical carrier wavelengths, the network port being connected to a diplex port of an optical diplexer
(212), an output port of the respective transmitter unit (106) being connected to a first channel port of the optical
diplexer (212) and an input port of the respective receiver unit (108) being connected to a second channel port
of the optical diplexer (212), the optical diplexer (212) making it possible to separate the common input/output
path defined by the single optical fiber into an input path between the second channel port of the optical diplexer
(212) and the input port of the respective receiver unit (108) and an output path between the output port of the
respective transmitter unit (106) and the first channel port of the optical diplexer (212).

An optical network unit structure according to one of the preceding claims, wherein the control unit (110) comprises
a buffer means for buffering data extracted from a western or eastern electrical network receive signal (Sgx ¢/ west:
Srx el east) received at the western or eastern network port (17, 19) before the data can be integrated into the eastern
or western electrical network transmit signal (Stx ¢ east: STx el west) transmitted via the respective other network port
(19, 17).

An optical network unit structure according to claim 6, wherein the respective western or eastern electrical network
receive signal (Srx el west Srx el cast) Feceived at the western or eastern network port (17, 19) applies a symmetrical
TDM scheme and wherein the eastern or western electrical transmit signal (Stx g east: STx el west) transmitted via
the respective other network port (19, 17) applies an asymmetrical TDM scheme.

A protected passive optical access network structure at least comprising

(a) a first star domain having a star structure, the first star domain comprising a first passive optical star coupling
means (7) having a predetermined number of optical ports for connecting an optical network unit (11_1, 13,
15_1) or an optical line terminal (3), at least one port being connected to a western optical network port (17) of
a first optical network unit (11_1, 13, 15_1) having an optical network unit structure (100, 200) according to one
of the preceding claims,

(b) a second star domain having a star structure, the second star domain comprising a second passive optical
star coupling means (9) having a predetermined number of optical ports for being connected to an optical
network unit (11_3, 13, 13_3) or an optical line terminal (5), at least one port being connected to an eastern
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optical network port (19) of a second optical network unit (11_3, 13, 13_3) having an optical network unit structure
(100, 200) according to one of the preceding claims, and

(c) a linear domain having a linear structure, the linear structure consisting of at least two optical network units
(11_1to0 11_3; 15_1 to 15_3) having an optical network unit structure according to one of the preceding claims,
the at least two optical network units (11_1 to 11_3: 15_1 to 15_3) being coupled in a chain-like manner, the
linear domain comprising the first optical network unit (11_1; 15_1) as a first node and the second optical network
unit (11_3: 15_3) as a last node.

A passive optical access network structure according to claim 8, wherein the optical network units (11_1 to 11_3;
15_1 to 15_3) within the linear structure including the first (11_1; 15_1) and second (11_3; 15_3) optical network
units apply a symmetrical TDM scheme for communicating with each other and wherein the first (11_1; 15_1) and
second (11_3; 15_3) optical network units apply an asymmetrical TDM scheme for communicating with a further
optical network unit or an optical line terminal (3; 5) connected to another port of the respective first or second star
coupling means (7; 9).

A passive optical access network structure according to claim 8 or 9, wherein a protection mechanism is provided
enabling an optical network unit (11, 13, 15) having an optical network unit structure according to one of the preceding
claims to communicate with a further optical network unit (11, 13, 15) or an optical line terminal (3, 5) by transmitting
an optical network transmit signal (Stx yest: Stx cast) @Nd receiving an optical network receive signal (Sgx yest:
Srx.east) Via either the western or the eastern network port (17, 19).

A passive optical access network structure according to claim 10, wherein a preferred route between the western
or eastern optical network port (17, 19) of the optical network unit (11, 13, 15) and the further optical network unit
or the optical line terminal (3, 5) is used as a working route and wherein another route between the respective other
optical network port (19, 17) of the optical network unit (11, 13, 15) and the further optical network unit or the optical
line terminal (3, 5) is used as a protection route.

Patentanspriiche

1.

Optische Netzwerkeinheit-Struktur, die aufweist:

a) einen westlichen Netzwerk-Port (17) und einen 6stlichen Netzwerk-Port (19), die angepasst sind, um jeweils
ein westliches oder ostliches Empfangssignal (Sgx wests Srx east) €in€s optischen Netzwerks zu empfangen
und jeweils ein Gstliches oder westliches Sendesignal (Stx \yest: STx east) €iN€S Optischen Netzwerks abzugeben,
wobei die Empfangs- und Sendesignale eine Zeitmultiplex- (TDM-)Struktur haben,

b) mindestens einen lokalen Port (23), der angepasst ist, um ein lokales, zu dem Netzwerk zu sendendes
Sendesignal (Stx oca)) ZU empfangen und ein lokales Empfangssignal (Sgy jocq) @bzugeben, welches aus einem
westlichen oder Gstlichen Netzwerk-Empfangssignal (Sgx west: Srx east) €xtrahiert wird,

c) eine westliche und eine 6stliche Empfangereinheit (108), die angepasst sind, um jeweils das westliche oder
Gstliche Netzwerk-Empfangssignal (Sgx west: Srx east) YON dem jeweiligen westlichen oder ostlichen optischen
Netzwerk-Port (17, 19) zu empfangen und das jeweilige empfangene optische Netzwerk-Empfangssignal
(Srx west: Srx east) in €in elektrisches Netzwerk-Empfangssignal (Sgx e west: Srx el east) UMzuwandeln,

d) eine westliche und eine 6stliche Sendereinheit (106), die angepasst sind, um jeweils ein westliches oder
Gstliches elektrisches Netzwerk-Sendesignal (Stx o west: STx el east) ZU €mpfangen und das jeweilige empfan-
gene elektrische Netzwerk-Sendesignal (Stx ¢ west: STx el east) IN das jeweilige optische Netzwerk-Sendesignal
(STX west, STX east) Umzuwandeln, und

e) eine Steuereinheit (110), die angepasst ist, um eine auswahlbare bidirektionale Kommunikation zwischen
dem mindestens einen lokalen Port (23) und einer weiteren Netzwerkeinheit entweder tGber den westlichen
oder Uber den 8stlichen Netzwerk-Port (17, 19) zu erméglichen,

dadurch gekennzeichnet,

f) dass die optische Netzwerkeinheit-Struktur angepasst ist,

(i) umin einem passiven optischen Netzwerk mit Protection und vermaschter Struktur verwendet zu werden,
welches aus mindestens zwei zentralen Knoten (3, 5) und einer Mehrzahl von optischen Netzwerkeinheiten
(11, 13, 15) besteht, und

(i) um eine Durchgangskommunikation zwischen dem westlichen und dem &stlichen Netzwerk-Port (17,
19) zu schaffen, indem die elektrischen Netzwerk-Empfangssignale (Sgx ¢ west: Srx el east) UNd das lokale
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Sendesignal (Stx ocq)) Verarbeitet werden, und indem das lokale Empfangssignal (Sgy jocq) Und die west-
lichen und 6stlichen elektrischen Sendesignale (Stx ¢ west: STx el east) €Ntweder nach einem symmetrischen
TDM-Ubertragungsschema oder nach einem asymmetrischen TDM-Schema erzeugt werden, wobei das
TDM-Ubertragungsschema fiir die westlichen elektrischen Netzwerk-Empfangs- und Sendesignale
(SRrX elwest STX el west) Unabhéngig von dem TDM-Schema fur die dstlichen elektrischen Netzwerk-Emp-
fangs- und Sendesignale (Sgy | east: STX el,cast) 9EWaNIt werden kann.

2. Optische Netzwerkeinheit-Struktur nach Anspruch 1, bei der die Steuereinheit (110) Netztopologie-Informationen

verwendet, um zu entscheiden, welches TDM-Schema fiir die Kommunikation iber den westlichen und/oder iber
den 6stlichen Netzwerk-Port (17, 19) angewendet wird.

Optische Netzwerkeinheit-Struktur nach Anspruch 1 oder 2, bei der die Steuereinheit (110) einen Speicherbereich
enthalt, der angepasstist, um die Netztopologie-Informationen zu speichern, wobei die Netztopologie-Informationen
zumindest Informationen darlber enthalten, ob zumindest einer der westlichen und &stlichen Netzwerk-Ports (17,
19) direkt mit einem Port eines passiven optischen Sternkoppler-Mittels (7, 9) oder mit einem Netzwerk-Port (17,
19; 21) einer weiteren optischen Netzwerkeinheit (11, 13, 15; 3, 5) verbunden ist.

Optische Netzwerkeinheit-Struktur nach einem der Anspriiche 1 bis 3, bei der die Steuereinheit (110) ein symme-
trisches TDM-Schema anwendet, um die Signale zu verarbeiten, die von dem jeweiligen dstlichen oder westlichen
Netzwerk-Port (17, 19) empfangen und lber diesen tbertragen werden, wenn der jeweilige Netzwerk-Port (17, 19)
direkt miteinem Port eines passiven optischen Sternkoppler-Mittels (7, 9) verbunden ist, und bei der die Steuereinheit
(110) ein asymmetrisches TDM-Schema anwendet, um die Signale zu verarbeiten, die von dem jeweiligen 6stlichen
oder westlichen Netzwerk-Port (17, 19) empfangen und Uber diesen Ubertragen werden, wenn der jeweilige Netz-
werk-Port (17, 19) direkt mit einem Netzwerk-Port (17, 19; 21) einer weiteren optischen Netzwerkeinheit (11, 13,
15; 3, 5) verbunden ist.

Optische Netzwerkeinheit-Struktur nach einem der vorhergehenden Anspriiche, bei der der dstliche und/oder der
westliche Netzwerk-Port (17, 19) angepasst sind, um mit einer einzigen optischen Faser verbunden zu werden, die
fir die bidirektionale Kommunikation verwendet wird, und

a) bei der das optische Netzwerk-Empfangssignal (Sgx e west, Srxel,east) UNd das optische Netzwerk-Sende-
signal (Stx elwest: STx elcast) dieselbe optische Tragerwellenléange verwenden, wobei der Netzwerk-Port (17,
19) mit einem ersten Port eines optischen Zirkulators (112) verbunden ist, ein Ausgangsport der jeweiligen
Sendereinheit (106) mit einem zweiten Port des optischen Zirkulators (112) verbunden ist, und ein Eingangsport
der jeweiligen Empfangereinheit (108) mit einem dritten Port des optischen Zirkulators (112) verbunden ist,
wobei der optische Zirkulator (112) es mdglich macht, den gemeinsamen Eingangs-/Ausgangspfad, der durch
die einzige optische Faser definiert wird, in einen Eingangspfad zwischen dem dritten Port des optischen
Zirkulators (112) und dem Eingangsport der jeweiligen Empfangereinheit (108) und in einen Ausgangspfad
zwischen dem Ausgangsport der jeweiligen Sendereinheit (106) und dem zweiten Port des optischen Zirkulators
(112) aufzutrennen; oder

b) bei der das optische Empfangssignal (Sgx e/ west Srx.eleast) Und das optische Sendesignal (Sty ¢ west:
Stx eleast) Unterschiedliche optische Tragerwellenlangen verwenden, wobei der Netzwerk-Port mit einem Di-
plex-Port eines optischen Diplexers (212) verbunden ist, ein Ausgangsport der jeweiligen Sendereinheit (106)
mit einem ersten Kanalport des optischen Diplexers (212) verbunden ist, und ein Eingangsport der jeweiligen
Empfangereinheit (108) mit einem zweiten Kanalport des optischen Diplexers (212) verbunden ist, wobei der
optische Diplexer (212) es moglich macht, den gemeinsamen Eingangs-/Ausgangspfad, der durch die einzige
optische Faser definiert wird, in einen Eingangspfad zwischen dem zweiten Kanalport des optischen Diplexers
(212) und dem Eingangsport der jeweiligen Empfangereinheit (108) und in einen Ausgangspfad zwischen dem
Ausgangsport der jeweiligen Sendereinheit (106) und dem ersten Kanalport des optischen Diplexers (212)
aufzutrennen.

Optische Netzwerkeinheit-Struktur nach einem der vorhergehenden Anspriiche, bei der die Steuereinheit (110) ein
Puffermittel zum Puffern von Daten aufweist, die aus einem westlichen oder Ostlichen elektrischen Netzwerk-Emp-
fangssignal (Sryx el west, Srx el east) €Xtrahiert werden, das an dem westlichen oder &stlichen Netzwerk-Port (17, 19)
empfangen wird, bevor die Daten in dem 6stlichen oder westlichen elektrischen Netzwerk-Sendesignal (Stx ¢ easts
Stx elwest) integriert werden kénnen, welches tiber den jeweils anderen Netzwerk-Port (19, 17) ibertragen wird.

Optische Netzwerkeinheit-Struktur nach Anspruch 6, bei der das jeweilige westliche oder 6stliche elektrische Netz-
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werk-Empfangssignal (Sgx e west, Srx el.east): d@s an dem westlichen oder Gstlichen Netzwerk-Port (17, 19) emp-
fangen wird, ein symmetrisches TDM-Schema anwendet, und bei der das Ostliche oder westliche elektrische Sen-
designal (Stx el eastr STX el west)> das Uber den jeweils anderen Netzwerk-Port (19, 17) Ubertragen wird, ein asym-
metrisches TDM-Schema anwendet.

Passive optische Netzwerk-Struktur mit Protection, die zumindest aufweist:

a) eine erste Sterndomane mit Sternstruktur, wobei die erste Sterndomane ein erstes passives optisches Stern-
koppler-Mittel (7) mit einer vorherbestimmten Anzahl von optischen Ports zur Anbindung einer optischen Netz-
werkeinheit (11_1, 13, 15_1) oder eines optischen Leitungsendgerats aufweist, wobei mindestens ein Port mit
einem westlichen optischen Netzwerk-Port (17) einer ersten optischen Netzwerkeinheit (11_1, 13, 15_1) mit
einer optischen Netzwerkeinheit-Struktur (100, 200) nach einem der vorhergehenden Anspriiche verbunden ist,
b) eine zweite Sterndomane mit Sternstruktur, wobei die zweite Sterndoméne ein zweites passives optisches
Sternkoppler-Mittel (9) mit einer vorherbestimmten Anzahl von optischen Ports zur Verbindung mit einer opti-
schen Netzwerkeinheit (11_3, 13, 13_3) oder einem optischen Leitungsendgerat (5) aufweist, wobei mindestens
ein Port mit einem &stlichen optischen Netzwerk-Port (19) einer zweiten optischen Netzwerkeinheit (11_3, 13,
13_3) mit einer optischen Netzwerkeinheit-Struktur (100, 200) nach einem der vorhergehenden Anspriiche
verbunden ist, und

c) eine lineare Domane mit linearer Struktur, wobei die lineare Struktur aus mindestens zwei optischen Netz-
werkeinheiten (11_1 bis 11_3; 15_1 bis 15_3) mit einer optischen Netzwerkeinheit-Struktur nach einem der
vorhergehenden Anspriiche besteht, wobei die mindestens zwei optischen Netzwerkeinheiten (11_1 bis 11_3;
15_1 bis 15_3) in kettenartiger Weise verbunden sind, und wobei die lineare Doméne die erste optische Netz-
werkeinheit (11_1; 15_1) als ersten Knoten und die zweite optische Netzwerkeinheit (11_3; 15_3) als letzten
Knoten aufweist.

Passive optische Netzwerk-Struktur nach Anspruch 8, bei der die optischen Netzwerkeinheiten (11_1 bis 11_3;
15_1 bis 15_3) innerhalb der linearen Struktur einschlieBlich der ersten (11_1; 15_1) und zweiten (11_3; 15_3)
optischen Netzwerkeinheiten zur Kommunikation miteinander ein symmetrisches TDM-Schema anwenden, und bei
der die ersten (11_1; 15_1) und zweiten (11_3; 15_3) optischen Netzwerkeinheiten zur Kommunikation mit einer
weiteren optischen Netzwerkeinheit oder einem optischen Leitungsendgeréat (3; 5), die bzw. das mit einem anderen
Port des jeweiligen ersten oder zweiten Sternkoppler-Mittels (7; 9) verbunden ist, ein asymmetrisches TDM-Schema
anwenden.

Passive optische Netzwerk-Struktur nach Anspruch 8 oder 9, bei der ein Schutzmechanismus vorgesehen ist, der
es einer optischen Netzwerkeinheit (11, 13, 15) mit einer optischen Netzwerkeinheit-Struktur nach einem der vor-
hergehenden Anspriiche ermdglicht, mit einer weiteren optischen Netzwerkeinheit (11, 13, 15) oder einem optischen
Leitungsendgerat (3, 5) zu kommunizieren, indem entweder Gber den westlichen oder tUber den &stlichen Netzwerk-
Port (17, 19) ein optisches Netzwerk-Sendesignal (Stx west: Stx east) Ubertragen und ein optisches Netzwerk-Emp-
fangssignal (Sgx west: Srx east) €Mpfangen wird.

Passive optische Netzwerk-Struktur nach Anspruch 10, bei der eine bevorzugte Route zwischen dem westlichen
oder 6stlichen optischen Netzwerk-Port (17, 19) der optischen Netzwerkeinheit (11, 13, 15) und der weiteren Netz-
werkeinheit oder dem optischen Leitungsendgeréat (3, 5) als Arbeitsroute verwendet wird, und bei der eine andere
Route zwischen dem jeweils anderen optischen Netzwerk-Port (19, 17) der optischen Netzwerkeinheit (11, 13, 15)
und der weiteren optischen Netzwerkeinheit oder dem optischen Leitungsendgerat (3, 5) als Protection-Route ver-
wendet wird.

Revendications

1.

Structure d’unité de réseau optique comprenant :

(a) un port de réseau ouest (17) et un port de réseau est (19) adapté pour recevoir, respectivement, un signal
de réception de réseau optique ouest ou est (Sgy yest, Srx, east) €t délivrer, respectivement, en sortie un signal
d’émission de réseau optique ouest ou est (Stx, west: STx- east), 1€S signaux de réception et d’émission présentant
une structure de multiplexage par répartition dans le temps (TDM - Time Division Multiplex) ;

(b) au moins un port local (23) adapté pour recevoir un signal d’émission local (Stx |ocq)) destiné a étre émis
vers le réseau, et délivrer en sortie un signal de réception local (Sgx |oca) €Xtrait d’un signal de réception de
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réseau ouest ou est (Sgx west Srx, east) ;

(c) une unité de réception ouest et est (108) adaptée pour recevoir, respectivement, le signal de réception de
réseau ouest ou est (Srx west: SR, east) €N Provenance du port de réseau optique ouest ou est (17, 19) respectif
et convertir le signal de réception de réseau optique regu respectif (Sgx west: Srx, east) €N Un signal de réception
de réseau électrique (Srx o west SRX, el, east)

(d) une unité d’émission ouest et est (106) adaptée pour recevoir, respectivement, un signal d’émission de
réseau électrique ouest ou est (Stx ¢ west STx, el cast) €t CONvertir le signal d’émission de réseau électrique
regurespectif (Stx ¢ west STX, el, east) €N UN signal d’émission de réseau optique respectif (Stx ywest STx, east) ; €t
(e) une unité de commande (110) adaptée pour établir une communication bidirectionnelle qui peut étre sélec-
tionnée entre I'au moins un port local (23) et une autre unité de réseau possible par I'intermédiaire du port de
réseau ouest ou est (17, 19) ;

caractérisée en ce que
(f) la structure d’'unité de réseau optique est adaptée pour

(i) étre utilisée dans un réseau d’acces optique passif protégé présentant une structure maillée qui se
compose d’au moins deux noeuds centraux (3, 5) etd’une pluralité d’'unités de réseau optique (11,13, 15) ; et
(ii) fournir une communication de transit entre le port de réseau ouest et est (17, 19) en traitant les signaux
de réception de réseau électrique (Sgx o west: SRX, el, east) €t 1€ signal d’émission local (Stx_ jocq)) €t €N
créant le signal de réception local (Srx joca1) €t l€s signaux d’émission électrique ouest et est (Stx ¢ west:
S1x. el, east) S€lon un systéme d’émission TDM symétrique ou selon un systéme TDM asymétrique, le sys-
teme d’émission TDM des signaux de réception et d'émission du réseau électrique ouest (Sgy ¢ west:
S1x_ el west) POUvant étre sélectionné de maniére indépendante du systéme TDM des signaux de réception
et d’émission du réseau électrique est (Sgx ¢| cast STX. el, east)-

Structure d’unité de réseau optique selon la revendication 1, dans laquelle I'unité de commande (110) utilise des
informations de topologie de réseau pour décider du systéme TDM qu'il faut appliquer pour la communication par
l'intermédiaire du port de réseau ouest et/ou est (17, 19).

Structure d’unité de réseau optique selon la revendication 1 ou 2, dans laquelle I'unité de commande (110) inclut
une zone de stockage adaptée pour stocker les informations de topologie de réseau, les informations de topologie
de réseau incluant au moins des informations qui indiquent si au moins I'un des ports de réseau ouest et est (17,
19) est connecté directement a un port d’'un moyen de couplage en étoile optique passif (7, 9) ou a un port de réseau
(17, 19 ; 21) d’'une autre unité de réseau optique (11, 13, 15; 3, 5).

Structure d’'unité de réseau optique selon I'une des revendications 1 a 3, dans laquelle 'unité de commande (110)
applique un systéme TDM symétrique pour traiter les signaux regus en provenance du, et émis par I'intermédiaire
du, port de réseau est ou ouest respectif (17, 19), si le port de réseau respectif (17, 19) est connecté directement
a un port des moyens de couplage en étoile optiques passifs (7, 9), et dans laquelle I'unité de commande (110)
applique un systéeme TDM asymétrique pour traiter les signaux regus en provenance du, et émis par I'intermédiaire
du, port de réseau est ou ouest respectif (17, 19), si le port de réseau respectif (17, 19) est connecté directement
aun port de réseau (17, 19 ; 21) d’'une autre unité de réseau optique (11, 13, 15; 3, 5).

Structure d’unité de réseau optique selon I'une des revendications précédentes, dans laquelle le port de réseau est
et/ou ouest (17, 19) est adapté pour étre connecté a une seule fibre optique qui est utilisée pour la communication
bidirectionnelle ; et

(a) dans laquelle le signal de réception de réseau optique (Sgrx el west SrX, el, east) €t l€ signal d’émission de
réseau optique (Stx ol west STX, el, east) Utilisentla méme longueur d'onde de porteuse optique, le port de réseau
(17, 19) étant connecté a un premier port d’un circulateur optique (112), un port de sortie de 'unité d’émission
respective (106) étant connecté a un deuxieme port du circulateur optique (112) et un port d’entrée de l'unité
de réception respective (108) étant connecté a un troisieme port du circulateur optique (112), le circulateur
optique (112) permettant de séparer le chemin d’entrée/sortie commun défini par la seule fibre optique en un
chemin d’entrée entre le troisieme port du circulateur optique (112) et le port d’entrée de I'unité de réception
respective (108) et en un chemin de sortie entre le port de sortie de 'unité d’émission respective (106) et le
deuxiéme port du circulateur optique (112) ; ou

(b) dans laquelle le signal de réception optique (Srx el westt SRx, el, east) €t l€ signal d’émission optique
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(STx. el, west STX, el, east) Utilisent des longueurs d’'onde de porteuse optique différentes ;

le port de réseau étant connecté a un port diplex d’un diplexeur optique (212), un port de sortie de I'unité d’émission
respective (106) étant connecté a un premier port de canal du diplexeur optique (212) et un port d’entrée de 'unité
de réception respective (108) étant connecté a un deuxiéme port de canal du diplexeur optique (212), le diplexeur
optique (212) permettant de séparer le chemin d’entrée/sortie commun défini par la seule fibre optique en un chemin
d’entrée entre le deuxieme port de canal du diplexeur (212) et le port d’entrée de I'unité de réception respective
(108) et en un chemin de sortie entre le port de sortie de I'unité d’émission respective (106) et le premier port de
canal du diplexeur optique (212).

Structure d’unité de réseau optique selon I'une des revendications précédentes, dans laquelle I'unité de commande
(110) comprend un moyen tampon destiné a tamponner les données extraites d’un signal de réception de réseau
électrique ouest ou est (Sgx ¢ west SRx, el, east) FEGU au niveau du port de réseau ouest ou est (17, 19) avant que
les données puissent étre intégrées dans le signal d’émission de réseau électrique est ou ouest (Stx ¢ easts
Stx_el, west) €Mis par l'intermédiaire de 'autre port de réseau respectif (19, 17).

Structure d’unité de réseau optique selon la revendication 6, dans laquelle le signal de réception de réseau électrique
ouest ou est respectif (Sgy o westr SRX, et, east) €CU au niveau du port de réseau ouest ou est (17, 19) applique un
systéme TDM symétrique, et dans laquelle le signal d’émission électrique est ou ouest (Stx ¢ east: STX, el, west) EMIS
par l'intermédiaire de I'autre port de réseau respectif (19, 17) applique un systéeme TDM asymétrique.

Structure de réseau d’acces optique passive protégée comprenant au moins

(a) un premier domaine en étoile présentant une structure en étoile, le premier domaine en étoile comprenant
un premier moyen de couplage en étoile optique passif (7) qui présente un nombre prédéterminé de ports
optiques destiné a étre connecté a une unité de réseau optique (11_1, 13, 15_1) ou un terminal de ligne optique
(3), au moins un port étant connecté a un port de réseau optique ouest (17) d’'une premiére unité de réseau
optique (11_1, 13, 15_1) présentant une structure d’unité de réseau optique (100, 200) selon I'une des reven-
dications précédentes ;

(b) un deuxieme domaine en étoile présentant une structure en étoile, le deuxieme domaine en étoile comprenant
un deuxiéeme moyen de couplage en étoile optique passif (9) qui présente un nombre prédéterminé de ports
optiques destiné a étre connecté a une unité de réseau optique (11_3, 13, 13_3) ou a un terminal de ligne
optique (3), au moins un port étant connecté a un port de réseau optique est (19) d’'une deuxiéme unité de
réseau optique (11_3, 13, 13_3) présentant une structure d’unité de réseau optique (100, 200) selon 'une des
revendications précédentes ; et

(c) un domaine linéaire présentant une structure linéaire, la structure linéaire se composant d’au moins deux
unités de réseau optiques (11_1a 11_3; 15_1 a 15_3) présentant une structure d’unité de réseau optique selon
'une des revendications précédentes, les au moins deux unités de réseau optiques (11_1a 11_3; 15_1 a
15_3) étant couplées de maniére similaire a une chaine, le domaine linéaire comprenant la premiére unité de
réseau optique (11_1; 15_1) en tant que premier noeud et la deuxiéme unité de réseau optique (11_3 ; 15_3)
en tant que dernier noeud.

Structure de réseau d’accés optique passive selon la revendication 8, dans laquelle les unités de réseau optiques
(11_1a11_3; 15_1 a 15_3) présentes a l'intérieur de la structure linéaire incluant les premiéere (11_1; 15_1) et
deuxiéme (11_3 ; 15_3) unités de réseau optiques, appliquent un systéme TDM symétrique pour communiquer les
unes avec les autres, et dans laquelle les premiére (11_1 ; 15_1) etdeuxiéme (11_3; 15_3) unités de réseau optiques
appliquent un systeme TDM asymétrique pour communiquer avec une autre unité de réseau optique ou avec un
terminal de ligne optique (3 ; 5) connecté a un autre port des premiers ou deuxiemes moyens de couplage en étoile
respectifs (7 ; 9).

Structure de réseau d’accés optique passive selon la revendication 8 ou 9, dans laquelle est prévu un mécanisme
de protection permettant a une unité de réseau optique (11, 13, 15) présentant une structure d’unité de réseau
optique selon I'une des revendications précédentes, de communiquer avec une autre unité de réseau optique (11,
13, 15) ou avec un terminal de ligne optique (3, 5) en émettant un signal d’émission de réseau optique (Stx \est:
Stx_ east) €t €n recevant un signal de réception de réseau optique (Spx west: Srx, east) Par I'intermédiaire du port de
réseau ouest ou est (17, 19).

Structure de réseau d’accés optique passive selon la revendication 10, dans laquelle un chemin préféré entre le
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port de réseau optique ouest ou est (17, 19) de l'unité de réseau optique (11, 13, 15) et l'autre unité de réseau
optique ou le terminal de ligne optique (3, 5), est utilisé en tant que chemin de travail, et dans laquelle un autre
chemin entre I'autre port de réseau optique respectif (19, 17) de I'unité de réseau optique (11, 13, 15) et l'autre unité
de réseau optique ou le terminal de ligne optique (3, 5), est utilisé en tant que chemin de protection.
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