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Description

BACKGROUND

Field of the Disclosure

[0001] The present disclosure relates generally to
electronic devices, and more particularly to electronic de-
vices including non-volatile memory.

Description of the Related Art

[0002] The ability to prevent certain information stored
in non-volatile memory (NVM) from being accessed to
read, erase or program content is desirable in order to
protect intellectual property and to insure integrity of such
data. Protection of such information when an NVM is in-
tegrated onto an integrated circuit that includes one or
more peripherals and one or more data processors, is
also desirable. Many microcontrollers implement a cen-
sorship logic which requires a public censorship control
word to be programmed in a special NVM block to keep
the device uncensored so that external accesses to the
NVM are allowed. Once the censorship control word lo-
cation is altered, e.g., by erasing and programming the
NVM block that stores the censorship control word, and
a proprietary password is provided, the device will be
censored and the NVM will not be accessible externally,
e.g., via a debug interface, without knowing the proprie-
tary password and hence the content and integrity of the
NVM’s contents is protected. US 2010/332783 A disclos-
es a providing a password as an input of a hash operator;
and performing a hash operation in the hash operator
and outputting a calculated hash value. The hash oper-
ation is repeatedly performed by providing the calculated
hash value as an input of the hash operator when the
calculated hash value and a hash value stored in a non-
volatile memory do not coincide. If the stored and calcu-
lated hash values do coincide, then an access level signal
is output according to the number of times the hash op-
eration is repeated.

BRIEF DESCRIPTION OF THE DRAWINGS

[0003] The present disclosure may be better under-
stood, and its numerous features and advantages made
apparent to those skilled in the art by referencing the
accompanying drawings.

FIG. 1 illustrates, in block diagram form, an integrat-
ed circuit in accordance with one embodiment.

FIG. 2 illustrates, in block diagram form, an NVM
module of FIG. 1 in accordance with one embodi-
ment.

FIG. 3 illustrates a flow diagram in accordance with
a specific embodiment of the present disclosure.

FIG. 4 illustrates a specific implementation of a flow
diagram that includes the flow diagram of FIG. 3.

FIG. 5 illustrates a specific implementation of a flow
diagram that includes the flow diagram of FIG. 3.

DETAILED DESCRIPTION

[0004] An integrated circuit includes a non-volatile
memory (NVM) module that can censor access to various
memory regions based upon a censorship criteria. Cen-
sorship control information that is used to indicate a cur-
rent set of censorship criteria is stored at a non-volatile
memory location that is erasable/programmable. A one-
time programmable (OTP) non-volatile memory location
stores a value representing permanent censorship key.
If the permanent censorship key is in an erased state,
one or more resources are allowed to erase and program
the non-volatile memory location that is used to imple-
ment the censorship criteria; and thus can disable cen-
sorship. If the permanent censorship key has one or more
programmed bits, no resources are allowed to erase and
program the non-volatile memory location that is used to
implement the censorship criteria, and, therefore, cannot
disable censorship. The use of the permanent censorship
key prevents resources that would otherwise be allowed
to modify censorship control information from doing so.
The ability to prevent the censorship control information
from being modified can address concerns that hacker
code embedded in complex application code may exist
that could be used to erase the NVM block where the
censorship control information is stored and program this
control information back to the public censorship control
word, thereby maliciously unsecuring the device. Specif-
ic implementations of the present disclosure will be better
understood with reference to FIGs. 1 through 5.
[0005] FIG. 1 illustrates, in block diagram form, an in-
tegrated circuit 100 in accordance with one embodiment.
In the illustrated embodiment, integrated circuit (IC) 100
includes one or more processors 111, a debug module
112, an external IO module 113, one or more NVM mod-
ules 200, one or more other volatile memories 146, one
or more other modules 147, which are connected via an
appropriate interface 21, such as a bus or the like, with
multiple signals or bits. Alternate embodiments may not
have other memory 146, may not have other modules
147, and/or may not have external IO module 113. Con-
versely, alternate embodiment may have additional mod-
ules.
[0006] For purposes of discussion, it is presumed that
the processor 111 is a general purpose processor that
can fetch and execute instructions and data from either
the volatile memory module 146 or from the NVM 200.
[0007] The debug module 112 is used to communicate
information between the integrated circuit 100 and an
external debug device (not shown) via an external debug
interface in order to provide the ability to access and mod-
ify state information of IC 100 in order to debug customer
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specific applications. Similarly, external IO 113 is con-
nected to an external interface through which information
can be communicated between the IC 100 and an exter-
nal device. Note that debug module 112 and external IO
module 113 are examples of external modules that are
not considered to be as secure as processor 111, which
is referred to as an internal module in that it does not
have an external interface, or is otherwise considered
more secure than the external modules. Therefore, the
processor 111 is considered an internal resource that
can always fetch code and data from NVM 200 for
processing, while debug module 112 and external IO
module 113 are considered external resource whose ac-
cess to NVM is scrutinized by censorship logic of the
NVM 200.
[0008] FIG. 2 illustrates a particular embodiment of
NVM module 200. In the specific embodiment illustrated,
the NVM module 200 is illustrated to have a censorship
control module 230, an NVM controller module 220, and
an NVM array module 210. According to the specific em-
bodiment illustrated, the NVM array module 210 includes
a NVM bitcell array 213, a column logic module 211 and
a row decode module 212. The column logic 211 incor-
porates a column decoder and sense amplifiers (not
shown). The NVM controller 220 controls operation of
the NVM array 213 through the row decoder 212 and the
column logic 211, such as in response to the processor(s)
111 as communicated through the bus interface 21 or
other interfaces. For example, the NVM controller 220
controls accesses to memory cells within the bitcell array
213 by providing a row address to the row decoder 212
and a column address to the column logic 211. Data is
written into, e.g., for programming, or read from the NVM
array 213 via the column logic 211. The NVM bitcell array
213 is implemented as a number of memory blocks, in-
cluding: a set of programmable and erasable blocks 41
for normal usage, a special programmable and erasable
block 250, also referred to as a shadow block, and a one-
time-programmable (OTP) block 260.
[0009] The shadow block 250 is used to store various
control information, such as the censorship control word
(CCW) 51 and the secure access key (SAK) 52. The OTP
block 260 stores various control information such config-
uration information related to the IC 100, and a perma-
nent censorship key (PCK). Upon receiving an access
request at the non-volatile memory module 200, the cen-
sorship control module 230 determines whether or not
the access request is valid. For example, the censorship
control module 230 determines if a given access request
is subject to being censored based upon the state of CCW
51. If the state of CCW 51 indicates that the current ac-
cess request is not subject to being censored the request
is validated and subject to further processing. If, however,
the state of CCW 51 indicates that the current access
request is subject to being censored, the censorship con-
trol module 230 will determine if the current access re-
quest is to be authenticated based upon the secure ac-
cess key (SAK) 52. If authenticated based upon SAK 52,

the request is validated and allowed to continue. If not
authenticated by SAK 52, the censorship control module
230 prevents the access request from being completed.
[0010] According to a particular embodiment, an ac-
cess request that is to be censored can be authenticated
by comparing a password provided by the user to the
value stored at SAK 52. In one embodiment, the pass-
word is provided by the user during an initial boot routine
of the IC 100 from the external IO module 113, during
which the user provided value is compared to the value
at SAK 52. In other embodiments, the provided password
is provided with each individual access request for au-
thentication. If the value stored at SAK 52 matches the
proprietary password, the censorship control module 230
will validate the request thereby allowing it to proceed. If
the stored proprietary password does not match the pro-
vided proprietary password, the request is censored. In
another embodiment, the censorship control module 230
can be outside the NVM module 200 but inside a separate
NVM bus interface unit (BIU) module (not shown).
[0011] While the values stored at SAK 52 and or CCW
51 can be set to prevent contents of the NVM from being
accessed by external devices, it may be possible for in-
ternal resources to change the states of SAK 52 and or
CCW 51 in such a manner as to disable the censorship
feature. In some configurations of IC 100, the ability of
an internal resource to change the states of SAK 52 and
or CCW 51 may be desirable. While in other configura-
tions, the ability of an internal resource to change the
states of SAK 52 and or CCW 51 may be undesirable.
[0012] In order to prevent the values of the CCW 51
and SAK 52 from being changed by any resource, such
as an internal resource, a value of a permanent censor-
ship key (PCK) is stored at OTP location PCK 61 that
indicates whether the NVM block containing CCW 51 and
SAK 52 are subject to being erased or programmed. In
accordance with a specific embodiment of the present
disclosure, PCK is a multi-bit value, such as a 64-bit word,
that has a logic value that reflects the erased logic state
of PCK 61. Other embodiments can include PCK 61 hav-
ing more or fewer numbers of bits, such as 16-bits or
more, 32-bits or more, and the like. In response to any
one or more bits of PCK 61 being subsequently pro-
grammed, e.g., one or more memory cells of PCK 61 are
in a programmed state, the NVM controller module 220
will not allow CCW 51 and SAK 52 to be erased or pro-
grammed. In this manner, it is possible to prevent re-
sources which would otherwise be authorized to erase
or program the values of CCW 51 and SAK 52 from doing
so, thereby providing an additional level of security.
[0013] According to the embodiment described herein,
access requests that are validated by the censorship con-
trol module 230 are further processed by NVM controller
220, which in turn provides lower-level access request
information to the NVM array module 210. The NVM con-
troller module 220 is illustrated to have a plurality of mod-
ules that handle various access types, respectively. For
example, a read control module 228 handles read access
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request (read requests), an erase control module 226
handles erase access requests (erase requests), and a
program control module 227 handles program access
requests (program requests). In another embodiment,
the NVM controller 220 can be one module that handles
all types of NVM array accesses. For example, the NVM
bitcell array 213 can be implemented as a FLASH mem-
ory, wherein the NVM controller will convert write re-
quests for specific addresses of memory into one or more
program and erase requests consistent with FLASH
memory operation.
[0014] Erase requests provided to the NVM controller
module 220 are handled by the erase control module
226. In addition to preventing erase requests to the OTP
block 260, the erase control module 226 determines
whether to allow erase access to the shadow block 250
or to prevent erase access to the shadow block 250
based upon the state of PCK 61. According to a particular
embodiment, the permanent censorship key (PCK) 61 is
a multiple-bit storage location that is capable of being
programmed but not erased. Responsive to the PCK 61
having one or more of the multiple bit storage location
programmed, the erase control module 226 will prevent
erase requests to the shadow block 250. Therefore, it is
not possible for the shadow block 250 to be erased once
one or more bits of PCK 61 have been programmed,
irrespective of the value programmed at PCK 61. Simi-
larly, the program control module 227 will prevent any
program requests from programming locations of the
shadow block 250 if one or more bits of PCK 261 storage
location have been programmed.
[0015] Therefore, by implementing the PCK 61 storage
location in the OTP memory 260, the manufacturer of a
system using IC 100 can program one or more bits of
PCK 61 to permanently preserve the censorship mode
of the device by preventing modification of the shadow
block 250. Note that for OTP NVM locations, once one
more bits are programmed, there is no way to change
any of the bits back to erased state and the bit(s) will be
left at programmed state permanently. Thus, hacker code
embedded in the IC that runs from internal resources can
be prevented from erasing and programming the shadow
block 250 to maliciously unsecure the device. How the
NVM controller module 220 implements this security fea-
ture will be better understood with reference to the flow
diagrams of FIGs. 3 through 5.
[0016] FIG. 3 illustrates a flow diagram of a particular
embodiment of the present disclosure. A current access
request to non-volatile memory located in NVM array 213
is received at block 301. The current access request may
have already been validated with respect to one or more
specific conditions. For example, in one embodiment the
current access request provided to block 301 occurs sub-
sequent to the current access request being validated as
part of the censorship criteria, e.g. after being validated
by censorship control 230, as will be further described
with reference to FIG. 4. In an alternate embodiment, the
current access request provided to block 301 can occur

prior to the current access request being validated as
part of the censorship criteria, as will be further described
with reference to FIG. 5. Therefore, depending upon a
particular implementation, the current access request as
received at block 301 may have already been validated
by the censorship control module 230 with respect to the
ability of a requesting device to access the particular
memory location based upon the values CCW and SAK
as described previously.
[0017] At block 301, it is determined whether the cur-
rent access request is a program request. If so flow pro-
ceeds to block 302 for handling, otherwise flow proceeds
to block 311.
[0018] At block 302, it is determined whether the pro-
gram request is to a particular memory location or region,
such as to the shadow block 250 of NVM bitcell array
213. In accordance with the present disclosure, the term
"shadow block" refers to a location or region of NVM
memory that is to store information used by a censorship
control 230 and NVM controller 220 to determine the
manner in which some or all of the NVM is configured.
For example, the shadow block can be a portion of the
NVM where the CCW 51 and SAK 52 are stored, as de-
scribed previously. Flow proceeds to block 303 from
block 302 if it is determined that the program request is
to the shadow block. Otherwise, flow proceeds to block
313 where the current program request is validated and
allowed to continue normally.
[0019] At block 303, it is determined whether an OTP
location that stores a permanent censorship key (PCK)
has been programmed. In one embodiment, the OTP lo-
cation where PCK is stored comprises multiple memory
cells, and if any one or more of the multiple memory cells
has been programmed, irrespective as to the actual PCK
value, it is determined at block 303 that PCK has been
programmed and flow proceeds to block 304, otherwise
flow proceeds to block 313 where the current program
request is allowed to proceed.
[0020] At block 304, the NVM controller prevents the
current program access from occurring. By preventing a
program access from occurring, the contents of the shad-
ow memory cannot be altered, thereby ensuring that any
security information, such as information stored at CCW
51 and SAK 52, is not altered by an otherwise valid re-
quest. For example, a request from an internal resource,
such as from processor 111, that is not subject to being
censored in response to censorship being enabled, as
described above, would be prevented from programming
information to at least CCW or SAK. By allowing any one
or more programmed bits of the PCK to prevent access
to the shadow memory, irrespective of the value of the
PCK, extra protection is provided by programming all bits
of PCK to ensure the shadow memory cannot be pro-
grammed.
[0021] Referring back to block 301, flow proceeds to
block 311 if the current access request is not a program
request. At block 311, it is determined whether the access
request is an erase request. If so, flow proceeds to block
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312, otherwise the current access request is neither a
program request nor an erase request, e.g., a read ac-
cess request, and flow proceeds to block 313 where the
access request is allowed to proceed, e.g., validated.
[0022] At block 312, the erase module 226 determines
whether the erase request is to an OTP block, such as
OTP block 260 of the NVM array, which contains the
PCK. If so, flow proceeds to block 304 where the erase
request of an OTP location is prevented, otherwise flow
proceeds to block 302.
[0023] At block 302, it is determined whether the cur-
rent erase request is to a particular memory location or
region, such as to the shadow block 250 of NVM bitcell
array 213. Flow proceeds to block 303 from block 302 if
it is determined that the current erase request is to the
shadow block. Otherwise, flow proceeds to block 313
where the current erase request is validated and contin-
ues normally at block 314.
[0024] At block 303, it is determined whether PCK has
been programmed as previously described. If so, flow
proceeds to block 304 and the current erase request is
prevented, otherwise flow proceeds to block 313 in re-
sponse to PCK having not been programmed and the
current program request is allowed to proceed.
[0025] Flow proceeds from validation block 313 to
block 314, where the present access request, which has
been further validated, continues to be handled in a nor-
mal manner. It will be appreciated that as part of a normal
access operation the current access request can be per-
formed at block 314 with or without further validation
based upon other criteria. This will be better understood
with reference to FIGS. 4 and 5.
[0026] FIG. 4 illustrates a flow diagram of a particular
embodiment of the present disclosure that illustrates val-
idating the current access request with respect to cen-
sorship prior to being provided to block 301 of FIG. 3. In
particular, the access request is received at block 401
where it is determined whether an indicator, such as the
value stored at CCW 51, enables censorship, wherein
access requests to the target memory location need to
be validated by a secure access key (SAK). If so, the
device is in censorship mode and flow proceeds to block
402, otherwise flow proceeds to block 411 where the ac-
cess request is validated and allowed to continue nor-
mally.
[0027] At block 402, it is determined whether a pass-
word provided by the user matches the SAK. If so, cen-
sorship mode has authenticated the present access re-
quest and flow proceeds to block 403, which represents
the flow of FIG. 3 for further validation. Otherwise, flow
proceeds to block 412 where the access request is pre-
vented. Thus, in the particular embodiment of FIG. 4,
program and erase requests to shadow memory are val-
idated or prevented based upon the state of (PCK) only
when the censorship control word (CCW) is asserted and
the secure access key (SAK) is validated.
[0028] FIG. 5 illustrates a flow diagram of a particular
embodiment of the present disclosure that includes the

censorship control module 230 validating the current ac-
cess request with respect to censorship after first vali-
dating the current access request based upon the flow
of FIG. 3. In particular, access requests are initially han-
dled a block 431, which corresponds to the flow of FIG.
3, and the continued processing of block 314 of FIG. 3
is represented in FIG. 5 by blocks 432 through 435.
Therefore, access requests that are validated at block
313 of FIG. 3 are provided to block 432 of FIG. 5 where
it is determined whether censorship is enabled, e.g.,
CCW is programmed to a censorship enable value. If so
the device is in censorship mode and flow proceeds to
block 433, otherwise flow proceeds to block 434 where
the access request is validated and allowed to continue
normally. At block 433, it is determined whether a re-
ceived access key matches a stored SAK. If so, censor-
ship mode has validated the present access request and
flow proceeds to block 434 for continued processing of
the access request. Thus, in the particular embodiment
of FIG. 5, program and erase requests to shadow mem-
ory are validated or prevented based upon the state of
the permanent censorship key (PCK) regardless as to
the state of the censorship control word (CCW) and the
secure access key (SAK).
[0029] Typically, for ensuring the security of the
code/data in NVM, it is recommended that one first erase
shadow block and program the CCW and SAK in shadow
block to enable the censorship, and then program all bits
of the permanent censorship key (PCK) location in OTP
area to programmed state to prevent shadow block from
being modified by any resources to enable the permanent
censorship.
[0030] In a first aspect, a method can include receiving,
at a memory controller of an integrated circuit, a first ac-
cess request to access a location of a set of memory
locations, the set of memory locations including a first
subset of memory locations and a one-time programma-
ble (OTP) subset of memory locations, the first subset
including a first control indicator at a first memory loca-
tion, the OTP subset including a second control indicator
comprising a plurality of bits at a second memory location,
wherein the first control indicator is used by the memory
controller to determine whether access requests from a
first resource of the integrated circuit to access the set
of memory locations need to be authenticated. The meth-
od can also include, in response to the first access re-
quest being a request to access the first subset, deter-
mining if a condition has been met, and meeting the con-
dition includes determining that at least a predetermined
a number of the plurality of bits of the second control
indicator have been programmed irrespective of a value
of the second control indicator. The method can further
include preventing the first access request to the first
subset in response to determining that at least the pre-
determined number of the plurality of bits have been pro-
grammed, otherwise, validating the first access to the
first subset request in response to determining that less
than the predetermined number of the plurality of bits
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have not been programmed.
[0031] In one embodiment of the first aspect, the first
subset of memory is a programmable/erasable non-vol-
atile memory (NVM) and the first access request is a
program request. In another embodiment, the first subset
of memories is a programmable/erasable non-volatile
memory (NVM) and the first access request is an erase
request. In a particular embodiment, the first subset is a
programmable/erasable non-volatile memory (NVM) that
includes a first portion that includes the first control indi-
cator and a second portion, and wherein meeting the
condition further includes determining that the first ac-
cess request is to the first portion, and determining that
the condition has not been met if the first access request
is to the second portion.
[0032] In still another embodiment of the first aspect,
the OTP subset of memory and the first subset of memory
reside in a common memory array that is non-volatile
memory (NVM), and further comprising preventing the
first access request in response to determining the first
access request is an erase request to the OTP subset.
In a further embodiment, the first subset of memory in-
cludes a first portion that includes the first control indica-
tor and a second portion, and meeting the condition fur-
ther includes determining that the first access request is
to the first portion, and determining that the condition has
not been met if the first access request is to the second
portion. In an even further embodiment, in response to
the first access request being a program request to the
OTP subset of memory the first access request is vali-
dated irrespective as to whether the condition has been
met.
[0033] In another embodiment of the first aspect, the
first access request is from a second resource of the in-
tegrated circuit, and the first control indicator is not used
by the memory controller to determine whether access
requests from the second resource need to be authenti-
cated. In still another embodiment, the second resource
is a processor core of the integrated circuit. In a further
embodiment, the first access request is from the first re-
source of the integrated circuit, has been authenticated
by the memory controller responsive to the first control
indicator indicating that access requests from the first
resource are to be authenticated.
[0034] In a second aspect, an integrated circuit device
can include a first storage region that is an electrically
programmable/erasable non-volatile memory, a second
storage region that is an electrically programmable, but
not electrically erasable, non-volatile memory, the sec-
ond region comprising a multi-bit storage location to store
a multi-bit control value, a storage location to store a first
control indicator, and a first resource that, responsive to
a predetermined value of the first control indicator, needs
to be authenticated to access a set of storage regions of
the integrated circuit device. The device can further in-
clude a second resource that can access the set of stor-
age regions irrespective the state of the first control in-
dicator, and a memory controller to prevent an access

request to a region containing the first control indicator
by the any resource responsive to any bit location of the
multi-bit storage location having a programmed state.
[0035] In one embodiment of the second aspect, the
memory controller is to prevent the access request when
the access request is an erase access. In another em-
bodiment, the memory controller is to prevent the access
request when the access request is a program access.
In still another embodiment, the storage location is in a
sub-region of the first storage region and the memory
controller is to prevent the access request when the ac-
cess request is to the sub-region.
[0036] In a further embodiment of the second aspect,
the device includes a memory array coupled to a column
logic and to a row decoder, the memory array comprising
the first storage region and the second storage region,
wherein the memory controller prevents erase access
requests to the second storage region.
[0037] In a third aspect, the method can include receiv-
ing, at a memory controller, an erase request, from a
requesting device, that is valid with respect to the re-
questing device and with respect to an address to be
erased by the erase request, and validating the erase
request in response to determining that every bit of an
OTP storage location having a plurality of bits is erased,
or preventing the erase request from erasing the storage
location in response to determining any one or more bits
of the OTP storage location has been programmed.
[0038] In one embodiment of the third aspect, the
method includes determining if an access request is a
read request or a program a request or the erase request,
and in response to the access request being the erase
or program request implementing the validating or the
preventing, otherwise in response to the access request
being the read request validating the read request irre-
spective a state of the OTP storage location. E.g., reading
and programming a location of the OTP does not depend
upon the state of the OTP location (PCK). In another
embodiment, the erase request is to a one-time program-
mable (OTP) non-volatile memory (NVM) that stores a
value used by the memory controller to determine if the
request is validated.
[0039] In a further embodiment of the third aspect, the
erase or program request is to a programmable and eras-
able non-volatile memory (NVM) that stores a value used
by the memory controller to determine if the requesting
device needs to be authenticated to access the NVM. In
an even further embodiment, the storage location stores
a value that is used to validate the requesting device
irrespective of the address being accessed. AC50578TS
claim prose
[0040] In a fourth aspect, a method can include assert-
ing a first indicator at a first non-volatile memory storage
location of an integrated circuit to place a memory of the
integrated circuit in a censorship mode of operation,
wherein, as a result of being in censorship mode, access
requests from a debug module of the integrated circuit
to access the memory need to be authenticated, while
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access requests from an instruction-based processor to
access the memory of the integrated circuit do not need
to be authenticated. The method can also include assert-
ing a second indicator at a first one-time programmable
(OTP) non-volatile memory location to place the memory
in a permanent censorship mode of operation, wherein
as a result of being in permanent censorship mode in-
structions executed at the instruction-based processor
are prevented from erasing the first storage location.
[0041] In one embodiment of the fourth aspect, the sec-
ond indicator includes a plurality of bits, and asserting
the second indicator includes programming at least a pre-
determined number of the plurality of bits irrespective of
a value of the second indicator. In another embodiment,
the predetermined number is one. In a particular embod-
iment, the memory includes a plurality of non-volatile
memory blocks that are programmable and erasable, in-
cluding a first memory block that includes the first storage
location. In a further embodiment, the method includes
asserting the second indicator occurs after asserting the
first indicator, and erasing the first memory block prior to
asserting the first indicator.
[0042] In another embodiment of the fourth aspect, the
method includes, as a result of being in permanent cen-
sorship mode, the instructions executed at the instruc-
tion-based processor are prevented from erasing any of
a plurality of storage locations of the first memory block.
In a further embodiment, a second memory block of the
plurality of non-volatile memory blocks can be erased
and programmed by instructions executed by the instruc-
tion-based processor when the memory is in permanent
censorship mode. In an even further embodiment, ac-
cess requests from the debug module of the integrated
circuit to access the memory need to be authenticated
based upon a third indicator that is stored at the first mem-
ory block. In still another embodiment, the plurality of
programmable and erasable non-volatile memory blocks
and the OTP non-volatile memory block are located in
the same bit cell array.
[0043] In a still further embodiment of the fourth aspect,
as the result of being in permanent censorship mode the
instruction-based processor are prevented from pro-
gramming the first storage location. In a particular em-
bodiment, the first one-time programmable (OTP) mem-
ory location is one of a plurality of OTP memory locations,
and wherein the plurality of OTP memory locations can
be programmed when the memory is in permanent cen-
sorship mode of operation. In a more particular embod-
iment, the method includes preventing erase accesses
of a plurality of OTP memory locations that include the
first OTP location.
[0044] In a fifth aspect, the device can include a debug
module, an instruction-based processor, a first memory
region that includes a first storage location to store a first
indicator, and a second storage location to store a second
indicator, the second storage location being a one-time
programmable storage location. The device also in-
cludes a memory controller coupled to the first memory

region, to the second storage location, to the debug mod-
ule, and to the instruction-based processor, a censorship
control module of the memory controller to require, in
response to the first indicator being asserted, authenti-
cation of memory access requests to the first memory
region by the debug module, and to not require, in re-
sponse to the first indicator being asserted, the authen-
tication of memory access requests to the first memory
region by the instruction-based data processor, and an
erase module of the of the memory controller to prevent,
in response to the second indicator being asserted, the
first storage location from being erased.
[0045] In one embodiment of the fifth aspect, the sec-
ond storage location includes a plurality of bits, and the
erase module is to determine the second indictor is as-
serted in response to a predetermined number of the
plurality of bits being programmed, irrespective of a value
of the second indicator. In another embodiment, the first
memory region includes a non-volatile memory region
that includes the first storage location, the non-volatile
memory region being programmable and erasable. In a
further embodiment, the non-volatile memory region in-
cludes a plurality of memory blocks including a first mem-
ory block and a second memory block, the first memory
block comprising the first storage location; and, in re-
sponse to the second indicator being set, the erase mod-
ule to prevent any storage location of the first memory
block from being erased, and, in response to the second
indicator being asserted, not preventing any storage lo-
cation of the second memory block from being erased.
[0046] In a sixth aspect, the method can include re-
ceiving, at a memory controller, an erase or program re-
quest from a requesting device; and allowing the erase
or program request to proceed in response to determin-
ing that every bit of an OTP storage location having a
plurality of bits is erased, or otherwise preventing the
erase or program request from proceeding in response
to determining any one or more bits of the OTP storage
location has been programmed.
[0047] In one embodiment of the sixth aspect, the
erase or program request is from a first resource to a first
memory location that stores a first indicator that indicates
whether access requests by a debug module to the first
memory need to be authenticated. In another embodi-
ment, the requesting device is an instruction-based proc-
essor.
[0048] Note that not all of the activities or elements
described above in the general description are required,
that a portion of a specific activity or device may not be
required, and that one or more further activities may be
performed, or elements included, in addition to those de-
scribed. Still further, the order in which activities are listed
is not necessarily the order in which they are performed.
[0049] Also, the concepts have been described with
reference to specific embodiments. However, one of or-
dinary skill in the art appreciates that various modifica-
tions and changes can be made without departing from
the scope of the present disclosure as set forth in the
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claims below. Accordingly, the specification and figures
are to be regarded in an illustrative rather than a restric-
tive sense, and all such modifications are intended to be
included within the scope of the present disclosure.
[0050] For example, the present embodiment has
been described assuming that the non-volatile-memory
(NVM) to be FLASH memory in which the minimum eras-
able unit is a block. However, it will be appreciated that
it can also apply to other type of NVMs such as Electrically
Erasable and Programmable Read Only Memory (EEP-
ROM) in which the minimum erasable unit can be as small
as a word. It will be appreciated, that the various sub-
modules of the NVM controller module 220 can be im-
plemented using shared or dedicated logic. In particular
the various modules can be implemented using software,
firmware, or state machine logic to implement the various
functions as described herein.
[0051] Benefits, other advantages, and solutions to
problems have been described above with regard to spe-
cific embodiments. However, the benefits, advantages,
solutions to problems, and any feature(s) that may cause
any benefit, advantage, or solution to occur or become
more pronounced are not to be construed as a critical,
required, or essential feature of any or all the claims.

Claims

1. A method comprising:
asserting a first indicator (51) at a first non-volatile
memory storage location (51) of an integrated circuit
(100) to place a memory (213) of the integrated cir-
cuit in a censorship mode of operation, wherein, as
a result of being in censorship mode, access re-
quests from a debug module (112) of the integrated
circuit (100) to access the memory (213) need to be
authenticated, while access requests from an in-
struction-based processor (111) to access the mem-
ory (213) of the integrated circuit do not need to be
authenticated; the method characterised in that it
further comprises asserting a second indicator (61)
at a first one-time programmable, OTP, non-volatile
memory location (260) to place the memory (213) in
a permanent censorship mode of operation, wherein
as a result of being in permanent censorship mode
instructions executed at the instruction-based proc-
essor (111) are prevented from erasing the first non-
volatile memory storage location (51).

2. The method of claim 1, wherein the second indicator
(61) comprises a plurality of bits, and asserting the
second indicator (61) comprises programming at
least a predetermined number of the plurality of bits
irrespective of a value of the second indicator

3. The method of claims 1 and 2 wherein the memory
(213) comprises a plurality of non-volatile memory
blocks (256-260) that are programmable and eras-

able, including a first memory block (250) that in-
cludes the first non-volatile memory storage location
(51).

4. The method of claim 3, wherein asserting the second
indicator (61) occurs after asserting the first indicator
(51), and erasing the first memory block (250) prior
to asserting the first indicator.

5. The method of claim 3, wherein as a result of being
in permanent censorship mode, the instructions ex-
ecuted at the instruction-based processor (111) are
prevented from erasing any of a plurality of storage
locations of the first memory block (250).

6. The method of claim 3, wherein a second memory
block of the plurality of non-volatile memory blocks
can be erased and programmed by instructions ex-
ecuted by the instruction-based processor when the
memory (213) is in permanent censorship mode.

7. The method of claim 4, wherein access requests
from the debug module (112) of the integrated circuit
to access the memory (213) need to be authenticat-
ed based upon a third indicator (52) that is stored at
the first memory block (250).

8. The method of claim 3, wherein the plurality of pro-
grammable and erasable non-volatile memory
blocks and the OTP non-volatile memory block (260)
are located in the same bit cell array (213).

9. The method of claims 1-8, wherein as the result of
being in permanent censorship mode the instruction-
based processor (111) is prevented from program-
ming the first non-volatile memory storage location.

10. The method of claim 9, wherein the first one-time
programmable, OTP, non-volatile memory location
(61) is one of a plurality of OTP memory locations
(260), and wherein the plurality of OTP memory lo-
cations (260) can be programmed when the memory
(213) is in permanent censorship mode of operation.

11. The method of claims 1-10, wherein the memory
(213) includes the first non-volatile memory storage
location (61).

12. A device comprising:

a debug module (112);
an instruction-based processor (111);
a first memory region (250) that includes a first
storage location (51) to store a first indicator
(51);
a second storage location (61) to store a second
indicator (61), the second storage location being
a one-time programmable storage location;
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a memory controller (220, 230) coupled to the
first memory region (250), to the second storage
location (61), to the debug module (112), and to
the instruction-based processor (111),
a censorship control module (230) of the mem-
ory controller to require, in response to the first
indicator (51) being asserted, authentication of
memory access requests to the first memory re-
gion (250) by the debug module (112), and to
not require, in response to the first indicator (51)
being asserted, the authentication of memory
access requests to the first memory region (250)
by the instruction-based data processor (111),
and
an erase module (226) of the of the memory con-
troller to prevent, in response to the second in-
dicator (61) being asserted, the first storage lo-
cation (51) from being erased.

13. The device of claim 12, wherein the second storage
location (61) comprises a plurality of bits, and the
erase module (226) is to determine the second in-
dictor is asserted in response to a predetermined
number of the plurality of bits being programmed,
irrespective of a value of the second indicator.

14. The device of claims 12-13, wherein the first memory
region (250) comprises a non-volatile memory re-
gion (51) that includes the first storage location, the
non-volatile memory region being programmable
and erasable.

15. The device of claim 14, wherein the non-volatile
memory region includes a plurality of memory blocks
including a first memory block and a second memory
block, the first memory block (250) comprising the
first storage location (51); and, in response to the
second indicator (61) being set, the erase module
(226) to prevent any storage location of the first mem-
ory block (250) from being erased, and, in response
to the second indicator being asserted, not prevent-
ing any storage location of the second memory block
from being erased.

Patentansprüche

1. Ein Verfahren aufweisend:
Feststellen eines ersten Indikators (51) an einem
ersten nicht-flüchtigen Speicherort (51) eines inte-
grierten Schaltkreises (100), um einen Speicher
(213) des integrierten Schaltkreises in einen Zensur
Betriebsmodus zu versetzen, wobei, als ein Ergeb-
nis des im Zensurmodus Seins, Zugriffsanfragen
von einem Debugmodul (112) des integrierten
Schaltkreises (100), um auf den Speicher (213) zu-
zugreifen, authentifiziert werden müssen, während
Zugriffsanfragen von einem anweisungsbasierten

Prozessor (111), um auf den Speicher (213) des in-
tegrierten Schaltkreises zuzugreifen, nicht authenti-
fiziert werden müssen;
wobei das Verfahren dadurch gekennzeichnet ist,
dass es ferner aufweist
Feststellen eines zweiten Indikators (61) an einem
ersten einmalig programmierbaren, OTP, nicht-
flüchtigen Speicherort (260), um den Speicher (213)
in einen dauerhaften Zensur Betriebsmodus zu ver-
setzen, wobei, als ein Ergebnis des in einem dauer-
haften Zensurmodus Seins, Anweisungen, die an
dem anweisungsbasierten Prozessor (111) ausge-
führt werden, daran gehindert werden, den ersten
nicht-flüchtigen Speicherort (51) zu löschen.

2. Das Verfahren nach Anspruch 1, wobei der zweite
Indikator (61) eine Vielzahl von Bits aufweist und das
Feststellen des zweiten Indikators (61) aufweist Pro-
grammieren von wenigstens einer vorbestimmten
Anzahl der Vielzahl von Bits unabhängig von einem
Wert des zweiten Indikators.

3. Das Verfahren gemäß Ansprüchen 1 und 2, wobei
der Speicher (213) aufweist eine Vielzahl von nicht-
flüchtigen Speicherblocks (256-260), die program-
mierbar und löschbar sind, die beinhalten einen ers-
ten Speicherblock (250), der den ersten nicht-flüch-
tigen Speicherort (51) beinhaltet.

4. Das Verfahren nach Anspruch 3, wobei das Fest-
stellen des zweiten Indikators (61) stattfindet nach
dem Feststellen des ersten Indikators (51) und das
Löschen des ersten Speicherblocks (250) vor dem
Feststellen des ersten Indikators.

5. Das Verfahren nach Anspruch 3, wobei, als ein Er-
gebnis des in dauerhaftem Zensurmodus Seins, die
Anweisungen, die an dem anweisungsbasierten
Prozessor (111) ausgeführt werden, daran gehindert
werden, irgendwelche der Vielzahl von Speicheror-
ten des ersten Speicherblocks (250) zu löschen.

6. Das Verfahren nach Anspruch 3, wobei ein zweiter
Speicherblock der Vielzahl von nicht-flüchtigen
Speicherblocks gelöscht und programmiert werden
kann durch Anweisungen, die von dem anweisungs-
basierten Prozessor ausgeführt werden, wenn der
Speicher (213) in dauerhaftem Zensurmodus ist.

7. Das Verfahren nach Anspruch 4, wobei Zugriffsan-
fragen von dem Debugmodul (112) des integrierten
Schaltkreises, auf den Speicher (213) zuzugreifen,
authentifiziert werden müssen basierend auf einem
dritten Indikator (52), der in dem ersten Speicher-
block (250) gespeichert ist.

8. Das Verfahren nach Anspruch 3, wobei die Vielzahl
von programmierbaren und löschbaren nicht-flüch-
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tigen Speicherblocks und der OTP nicht-flüchtige
Speicherblock (260) in demselben Bitzellenarray
(213) verortet sind.

9. Das Verfahren nach Ansprüchen 1 bis 8, wobei, als
das Ergebnis des in dauerhaftem Zensurmodus
Seins, der anweisungsbasierte Prozessor (111) da-
ran gehindert wird, den ersten nicht-flüchtigen Spei-
cherort zu programmieren.

10. Das Verfahren nach Anspruch 9, wobei der erste
einmalig programmierbare, OTP, nicht-flüchtige
Speicherort (61) einer von einer Vielzahl von OTP
Speicherorten (260) ist und wobei die Vielzahl von
OTP Speicherorten (260) programmiert werden
kann, wenn der Speicher (213) in dauerhaftem Zen-
sur Betriebsmodus ist.

11. Das Verfahren nach Ansprüchen 1 bis 10, wobei der
Speicher (213) beinhaltet den ersten nicht-flüchtigen
Speicherort (61).

12. Eine Vorrichtung aufweisend:

ein Debugmodul (112);
einen anweisungsbasierten Prozessor (111);
einen ersten Speicherbereich (250), der einen
ersten Speicherort (51) beinhaltet, um einen
ersten Indikator (51) zu speichern;
einen zweiten Speicherort (61), um einen zwei-
ten Indikator (61) zu speichern, wobei der zweite
Speicherort ein einmalig programmierbarer
Speicherort ist;
einen Speichercontroller (220, 230), der gekop-
pelt ist an den ersten Speicherbereich (250), an
den zweiten Speicherort (61), an das Debugmo-
dul (112) und an den anweisungsbasierten Pro-
zessor (111),
ein Zensur Kontrollmodul (230) des Speicher-
controllers, um zu verlangen in Antwort darauf,
dass der erste Indikator (51) festgestellt ist, Au-
thentifizierung von Speicherzugriff Anfragen an
den ersten Speicherbereich (250) von dem De-
bugmodul (112) und um nicht zu verlangen in
Antwort darauf, dass der erste Indikator (51)
festgestellt ist, die Authentifizierung von Spei-
cherzugriff Anfragen an den ersten Speicherbe-
reich (250) von dem anweisungsbasierten Da-
tenprozessor (111), und
ein Löschmodul (226) des Speichercontrollers,
um zu verhindern in Antwort darauf, dass der
zweite Indikator (61) festgestellt ist, dass der
erste Speicherort (51) gelöscht wird.

13. Die Vorrichtung nach Anspruch 12, wobei der zweite
Speicherort (61) eine Vielzahl von Bits aufweist und
das Löschmodul (226) bestimmen soll, dass der
zweite Indikator festgestellt ist, in Antwort darauf,

dass eine vorbestimmte Anzahl von Bits program-
miert ist, unabhängig von einem Wert des zweiten
Indikators.

14. Die Vorrichtung nach Ansprüchen 12 bis 13, wobei
der erste Speicherbereich (250) aufweist einen
nicht-flüchtigen Speicherbereich (51), der den ers-
ten Speicherort beinhaltet, wobei der nicht-flüchtige
Speicherbereich programmierbar und löschbar ist.

15. Die Vorrichtung nach Anspruch 14, wobei der nicht-
flüchtige Speicherbereich beinhaltet eine Vielzahl
von Speicherblocks, die einen ersten Speicherblock
und einen zweiten Speicherblock beinhalten, wobei
der erste Speicherblock (250) den ersten Speicher-
ort (51) aufweist; und in Antwort darauf, dass der
zweite Indikator (61) gesetzt ist, das Löschmodul
(226) zu verhindern, dass irgendein Speicherort des
ersten Speicherblocks (250) gelöscht wird, und in
Antwort darauf, dass der zweite Indikator festgestellt
ist, nicht verhindern, dass irgendein Speicherort des
zweiten Speicherblocks gelöscht wird.

Revendications

1. Procédé comprenant les étapes consistant à :
identifier un premier indicateur (51) à un premier em-
placement de stockage (51) de mémoire non volatile
d’un circuit intégré (100) pour placer une mémoire
(213) du circuit intégré dans un mode de fonction-
nement de censure dans lequel, en conséquence du
mode de censure, des demandes d’accès provenant
d’un module de débogage (112) du circuit intégré
(100) en vue d’accéder à la mémoire (213) doivent
être authentifiées, tandis que des demandes d’accès
provenant d’un processeur à instructions (111) en
vue d’accéder à la mémoire (213) du circuit intégré
n’ont pas besoin d’être authentifiées ; le procédé
étant caractérisé en ce qu’il comprend en outre
l’étape consistant à :
identifier un deuxième indicateur (61) à un premier
emplacement à programmation unique, (OTP),
(260) de mémoire non volatile pour placer la mémoi-
re (213) dans un mode de fonctionnement de cen-
sure permanent dans lequel, en conséquence du
mode de censure permanent, des instructions exé-
cutées au niveau du processeur à instructions (111)
sont empêchées d’effacer le premier emplacement
de stockage (51) de mémoire non volatile.

2. Procédé selon la revendication 1, dans lequel le
deuxième indicateur (61) comprend une pluralité de
bits et l’identification du deuxième indicateur (61)
comprend l’étape consistant consiste à programmer
au moins un nombre prédéterminé de la pluralité de
bits quelle que soit la valeur du deuxième indicateur.

17 18 



EP 2 637 124 B1

11

5

10

15

20

25

30

35

40

45

50

55

3. Procédé selon les revendications 1 et 2, dans lequel
la mémoire (213) comprend une pluralité de blocs
de mémoire non volatile (256-260) qui sont program-
mables et effaçables, comprenant un premier bloc
de mémoire (250) qui inclut le premier emplacement
de stockage (51) de mémoire non volatile.

4. Procédé selon la revendication 3, dans lequel l’iden-
tification du deuxième indicateur (61) se produit
après l’identification du premier indicateur (51) et l’ef-
facement du premier bloc de mémoire (250) avant
l’identification du premier indicateur.

5. Procédé selon la revendication 3, dans lequel en
conséquence du mode de censure permanent, les
instructions exécutées au niveau du processeur à
instructions (111) sont empêchées d’effacer l’un
quelconque d’une pluralité d’emplacements de stoc-
kage du premier bloc de mémoire (250).

6. Procédé selon la revendication 3, dans lequel un
deuxième bloc de mémoire de la pluralité de blocs
de mémoire non volatile peut être effacé et program-
mé au moyen d’instructions exécutées par le pro-
cesseur à instructions lorsque la mémoire (213) est
en mode de censure permanent.

7. Procédé selon la revendication 4, dans lequel des
demandes d’accès provenant du module de débo-
gage (112) du circuit intégré en vue d’accéder à la
mémoire (213) doivent être authentifiées sur la base
d’un troisième indicateur (52) qui est stocké dans le
premier bloc de mémoire (250).

8. Procédé selon la revendication 3, dans lequel la plu-
ralité de blocs de mémoire non volatile programma-
bles et effaçables et le bloc de mémoire non volatile
à programmation unique OTP (260) sont situés dans
la même matrice de cellules binaires (213) .

9. Procédé selon les revendications 1 à 8, dans lequel
en conséquence du mode de censure permanent,
le processeur à instructions (111) est empêché de
programmer le premier emplacement de stockage
de mémoire non volatile.

10. Procédé selon la revendication 9, dans lequel le pre-
mier emplacement à programmation unique, OTP,
(61) de mémoire non volatile est l’un d’une pluralité
d’emplacements de mémoire OTP (260) et dans le-
quel la pluralité d’emplacements de mémoire OTP
(260) peuvent être programmés lorsque la mémoire
(213) est en mode de fonctionnement de censure
permanent.

11. Procédé selon les revendications 1 à 10, dans lequel
la mémoire (213) inclut le premier emplacement de
stockage (61) de mémoire non volatile.

12. Dispositif comprenant :

un module de débogage (112) ;
un processeur à instructions (111) ; une premiè-
re région de mémoire (250) qui comprend un
premier emplacement de stockage (51) pour
stocker un premier indicateur (51) ; un second
emplacement de stockage (61) pour stocker un
deuxième indicateur (61), le second emplace-
ment de stockage étant un emplacement de
stockage à programmation unique ;
un contrôleur de mémoire (220, 230) connecté
à la première région de mémoire (250), au se-
cond emplacement de stockage (61), au module
de débogage (112) et au processeur à instruc-
tions (111) ;
un module de commande de censure (230) du
contrôleur de mémoire pour exiger, en réponse
à l’identification du premier indicateur (51),
l’authentification de demandes d’accès à la pre-
mière région de mémoire (250) par le module
de débogage (112) et pour ne pas exiger, en
réponse à l’identification du premier indicateur
(51), l’authentification de demandes d’accès à
la première région de mémoire (250) par le pro-
cesseur de données à instructions (111) ; et
un module d’effacement (226) du contrôleur de
mémoire pour empêcher, en réponse à l’identi-
fication du deuxième indicateur (61), l’efface-
ment du premier emplacement de stockage
(51).

13. Dispositif selon la revendication 12, dans lequel le
second emplacement de stockage (61) comprend
une pluralité de bits et le module d’effacement (226)
doit déterminer que le deuxième indicateur est iden-
tifié en réponse à la programmation d’un nombre pré-
déterminé de la pluralité de bits, quelle que soit la
valeur du deuxième indicateur.

14. Dispositif selon la revendication 12 ou 13, dans le-
quel la première région de mémoire (250) comprend
une région de mémoire non volatile (51) qui inclut le
premier emplacement de stockage, la première ré-
gion de mémoire non volatile étant programmable
et effaçable.

15. Dispositif selon la revendication 14, dans lequel la
région de mémoire non volatile inclut une pluralité
de blocs de mémoire comprenant un premier bloc
de mémoire et un second bloc de mémoire, le pre-
mier bloc de mémoire (250) comprenant le premier
emplacement de stockage (51); et en réponse à la
définition du deuxième indicateur (61), le module
d’effacement (266) empêchant l’effacement (226)
d’un quelconque emplacement de stockage (226)
du premier bloc de mémoire (250) et en réponse à
l’identification du deuxième indicateur, n’empéchant
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pas l’effacement (266) d’un quelconque emplace-
ment de stockage du second bloc de mémoire.
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