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Description

[0001] The present invention relates to an elevator,
particularly an elevator having a heavy or large size el-
evator car, an elevator having a comparably high load,
e. g. more than 1000 kg or double deck elevators which
also have a certain weight. Furthermore, this invention
also particularly relates to elevators having a high travel
velocity. The problem with all these elevators is that it is
very difficult to free the elevator car after the gripping
device has been activated to lock the elevator car at the
guide rails, e.g. triggered by an overspeed governor or
for other safety related reasons, e. g. the opening of a
car or landing door during travel of the elevator car or
power shut offs or severe failures in the elevator control.
The gripping device of an elevator has regularly wedge
shaped braking elements which are squeezed between
the elevator guide rail and counter faces of the gripping
device.

[0002] Particularly, if the elevator car is comparably
heavy and/or if the elevator car has run into an emergen-
cy situation with a high velocity then the elevator car may
stick heavily in its locked position. In this case it is often
impossible by a single maintenance person to lift the el-
evator out of its locked position. Forreleasing the elevator
car it is necessary to move the elevator contrary to the
traveling direction in which the gripping occurred. There-
fore, until now special hoists have been used to lift the
stuck elevator car out of its locked position. This work
necessitated a lot of special additional tool and several
persons of maintenance staff to free the elevator car.
Furthermore, this situation was very uncomfortable for
passengers which were trapped in an elevator car for a
long time during such an accident. Particularly if the re-
lease of the elevator car takes several hours this inflicts
a high stress level to the trapped passengers and might
be harmful for passengers with cardiac problems. Fur-
thermore, such a rescue operation involving a lot of ad-
ditional tools and several persons operating to get the
elevator car free costs a high amount of money and labor.
[0003] Ithastobe added thattherelease of an elevator
car in the upwards direction is always more troublesome
as a downwards release as the latter is supported by the
weight of the car itself. In contrast thereto an upwards
release has to overcome the locking friction as well as
the complete car weight.

[0004] The US 6,216,824 discloses the arrangement
of the rope fixings on a moveable support to dampen
oscillations during the vertical motion of an elevator car
relative to a desired trajectory along a relatively lengthy
elevator travel path.

[0005] The EP 2 457 862 A2 discloses an emergency
escape device for an elevator whereby in connection with
the elevator car a further drive is provided which drives
one suspension point of the hoisting ropes to release a
car down to a floor if the car should be stuck in the middle
between two floors.

[0006] It is object of the present invention to provide

10

15

20

25

30

35

40

45

50

55

an elevator wherein the elevator car can easily be freed
from a locked position after the gripping device has been
activated.

[0007] This objectis solved with an elevator according
to claim 1. Preferred embodiments are subject matter of
the dependent claims.

[0008] Theinventive elevatorhas adrive machine driv-
ing atraction sheave. The traction sheave engages hoist-
ing ropes which support and/ or move at least one ele-
vator car in an elevator shaft. It is possible that the hoist-
ing ropes are used to support and move the elevator car
totally but there are also solutions wherein at least a part
of the elevator car is supported by a separate suspension
ropes connected to a counterweight. For the invention it
is not relevant to which extent the elevator caris support-
ed or moved by the hoisting ropes. The hoisting ropes
run over the traction sheave and are connected to sus-
pension points at the shaft and/or at the car and possibly
at a counterweight. For example the hoisting ropes go in
a 1:1 suspension from the elevator car over the traction
sheave and from there to a counterweight. Accordingly,
the suspension points for the hoisting rope are the fixing
points on the car and counterweight as well as the traction
sheave itself. In a 2:1 suspension the hoisting ropes run
for example over the traction sheave and over diverting
pulleys fixed at the elevator car and the counterweight
and finally to fixing points at the shaft top. Accordingly,
the suspension points can be the traction sheave itself,
diverting pulleys or fixing points in which for example the
ends of the hoisting ropes are fixed to the car, counter-
weight or another fixed place in the elevator shaft or ma-
chine room (rope terminators).

[0009] According to the invention at least one of the
above mentioned suspension pointsis mounted on a var-
iable support.

[0010] Itshall be clear that the hoisting ropes regularly
consist of a set of several independent ropes or belts.
[0011] Supposed a 1:1 roping is present and the rope
fixing to the elevator car is mounted on a variable support
then following steps can be performed in case of the el-
evator car is locked at the guide rails after the gripping
device has been activated:

A maintenance person gets to the building site and
operates from the machine room the variable support
in a way as to draw the elevator car from its locked
position at the guide rails. The variable support has
a drive which may be any per se known drive used
to impose large forces, as e. g. electrical drives, hy-
draulic drives or pneumatic drives, rack and pinion
arrangements.

[0012] These drives may have an electric motor or
maybe manually driven, for example by a manually driven
hydraulic pump or via a lever for rotating a spindle. Via
the operation of this drive the variable support has suffi-
cientforce to draw the elevator car fromits locked position
on the guide rails. The actuating element for these drives
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is preferably located in a save place, e. g. in a machine
room or in front of a control panel at a floor adjacent to
the elevator shaft. Via this measure the maintenance per-
son can safely draw via the variable support the elevator
carfromits locked positionin a very short time and without
needing any further persons and without needing to in-
stall an additional hoist.

[0013] The variable support has a support base and a
mounting area for the suspension point, which mounting
area is moveable with respect to the support base. The
support base may for example comprise a scaffold hold-
ing four hydraulic posts at its corners and the mounting
area is mounted to the free ends of the cylinders of the
hydraulic posts. The support base is fixed to the car or
to the machine room or to the elevator shaft or to the
counterweight, depending on the roping of the elevator.
Of course the variable support has to be provided at a
suspension point which is adapted to pull the elevator
car out of its locked position. Here it has to be considered
that the traction sheave is regularly locked in its position
afterthe gripping device has been activated. Accordingly,
an adapted suspension point would be the rope fixing or
diverting pulley located at the elevator car or at the trac-
tion sheave or a rope fixing at the machine room or ele-
vator shaft. An adapted suspension point would also be
any diverting pulley which is in the rope section between
the tractions sheave and the rope termination at the trac-
tion sheave side on which the car suspensionis arranged.
[0014] The mounting area may for example be a
mounting plate which is connected to the support base,
e.g. to the four hydraulic posts in a moveable manner.
Such kinds of variable supports with a support base and
a moveable mounting area are easy to install in the ele-
vator shaft (machine room) or on top of the elevator car
or counterweight. The activation of such a variable sup-
port is easy via the already mentioned drives independ-
ent of the question whether it is a hydraulic drive, pneu-
matic drive or electric drive or any manual drive.

[0015] If (also) the counterweight has a gripping de-
vice, all statements made in this application relating to
the release of the elevator car apply to the release of a
counterweight as well.

[0016] If the drive comprises an electric motor prefer-
ably a battery or accumulator is provided as power sup-
port so that it is possible to draw the elevator car from its
locked position also in case of a power off situation of
the external power supply. Preferably, when a battery or
accumulatoris used a battery or accumulator load control
means is connected with the elevator power supply to
keep the battery or accumulator loaded for emergency
situaitons. In case the variable support is mounted to the
elevator car or counterweight the power supply could be
realized by a traveling cable of the elevator car and/or
by a compensation cable running between the car and
counterweight and around a compensation sheave ar-
rangement in the shaft bottom in case of larger elevators.
[0017] Preferably the drive control for actuating the
drive of the variable support is located in the machine
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room or - in case no machine room is provided - in front
of an operating panel located at a landing beside the
elevator shaft. Via this measure easy operation of the
drive of the variable support can be realized whereby it
is not even necessary to enter the elevator shaft. The
freeing of the elevator car can thus be performed fast,
reliably and absolutely safely for the maintenance per-
son.

[0018] In case the variable support has a frame with
four vertical telescope posts. The telescope posts are
hydraulic cylinders with which very high loads can be
imposed to the elevator car to set the car free. Via this
measure also loads of several tons can be applied to free
the elevator car. In this case preferably at least two of
the posts are hydraulic cylinders driven by a hydraulic
drive, preferably all four posts.

[0019] Also, at least one scissors jack can be used as
a variable support. Accordingly, a variable support may
have a mounting area which is carried by two three or
four scissors jacks which are driven simultaneously, e.g.
via an electric spindle drives or via hydraulic cylinders.
This kind of variable support is able to move several tons
of weight and is thus be able to free heavy cars from their
locked position, such e.g. elegant double deck cars.
[0020] The position of a variable support can vary. It
is for example possible to place the complete elevator
drive together with its traction sheave on a variable sup-
port in which case the whole drive machine together with
the traction sheave is lifted together with the elevator car.
By this measure the elevator car is reliably drawn from
its locked position. The variable support may in this case
also be used to facilitate mounting or maintenance or
repair work at the drive machine and/or traction sheave.
[0021] If the variable support is provided e. g. on a top
of the elevator car, i.e. on the rope fixing or on the divert-
ing pulley of the elevator car there are two possibilities.
Either the actuator or control of the drive of the variable
support is located in the machine room or in front of an
operation panel at a landing in which case the variable
support can be operated remotely as to draw the elevator
car up. Or the drive and its control or actuator are located
on the top of the elevator car in which case the mainte-
nance person has to enter the shaft and to climb onto
the top of the elevator car to activate the variable support
to free the elevator car from its locked position. Although
this alternative is not as safe as the remote operated
alternative, this solution allows the maintenance person
to inspect the guide rails at the gripping point to evaluate
whether or not maintenance of the gripping device or
guide rails is necessary.

[0022] Incasethe counterweight has a gripping device
a variable support can also be located on the top of the
counterweight so that the rope fixing or diverting pulley
located on the counterweight is mounted on the variable
support. Of course, if the variable support is used for the
mounting of the traction sheave the car as well as the
counterweight can be released by lifting the tractions
sheave up.
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[0023] Of course it is also possible that the gripping
device is activated when the elevator car runs upwards,
particularly if it runs upwards empty in case of a counter-
weight being provided. In this case it is necessary to draw
the elevator car downwards to free it from its locked po-
sition. In this case it is preferable that a variable support
for the fixing of a compensation rope it located below the
elevator car so that it is possible to draw the car via the
compensation rope from its locked position downwards.
In this case it is preferable that a lock is provided for
preventing the rotation of the compensation sheave. Usu-
ally such lock is prevented for the traction sheave by the
operating brakes because in any case of emergency ac-
tion also the operating brakes of the drive machine are
activated in which case the traction sheave is locked in
any case after the gripping device has been triggered.
Anyway it has to be born in mind that the release in down-
wards direction is essentially easier as it is supported by
the car weight.

[0024] In case of elevator cars with a very high load,
for example in case of double deck cars itis also possible
to provide a slipping prevention arrangement in connec-
tion with the traction sheave and/or compensation
sheave. Via this measure the slipping of the ropes on the
traction sheave is prevented when the variable support
is activated to draw the elevator car from its locked po-
sition. Such a slipping prevention arrangement may have
electrically or hydraulically activated elements pressing
against the ropes in the groves which arms preferably
have a high friction surface as e. g. a rubber surface.
[0025] In case a compensation rope is provided in the
lower shaft part between car and counterweight, prefer-
ably two variable supports are provided at the car, one
at the top and one at the bottom. By this measure it is
possible to draw the car in both directions and on the
other hand it is possible to operate the other variable
supportwhich is not pulling the car in the counter direction
to give the necessary rope free so that with the pulling
of the car the tension in the rope loop "car - hoisting rope
- counterweight - compensation rope - car" is not in-
creased. However, it is also possible to work with only
one variable support. In this case - when the elevator car
is pulled upwards - the increased tension in the compen-
sation rope may be compensated by a compensation de-
vice for rope elongation, e.g. in connection with a com-
pensation sheave arrangement. If this should not be suf-
ficient, a rope clamp on the compensation rope has to
be manually loosened for the time of the release of the
elevator car to give room in the compensation rope for
lifting the car.

[0026] The invention also provides for the possibility
that the variable support offers the possibility of having
a mounting area which is movable with respect to the
support base without having an own drive for the move-
ment. In this case the drive can be a portable device, e.
g. a portable hydraulic jack or scissors jack which is fitted
to the variable support only in case of an emergency ac-
tion. This has the advantage that no drives have to be
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provided at each building site. The portable drive can
easily be carried by a maintenance person and it fulfills
the same requirements for a fast and safe release of the
passengers in as a fixed drive mounted in the building
site. Of course in this case the portable drive has to be
actuated on site or has to be connected to an electric or
hydraulic supply to operated it remotely.

[0027] The above mentioned embodiments can arbi-
trarily be combined with each other as long as this is
technically possible.

[0028] The invention is described hereinafter with the
aid of the enclosed drawings.

Figure 1 shows a schematic side view of a first
embodiment of an inventive elevator,

Figure 2 shows a schematic side view of a var-
iable support on top of an elevator
car,

Figure 3 shows a schematic side view of an-

other embodiment of an elevator
having a compensation rope and a
variable support on top and bottom
of the elevator car,
Figures4and 5 show a variable support having a
support base and a mounting area
which is moveable in vertical direc-
tion with respect to the support base,
Figures6and 7 show the arrangement of a variable
support according to figures 4 and 5
on the top of an elevator car for car-
rying a beam for two diverting pul-

leys, and

Figure 8 shows a rope fixing mounted on a
variable support with two hydraulic
activators.

[0029] Figure 1 shows an elevator 10 located in an

elevator shaft 12 provided in a building 11. At the top of
the elevator shaft a machine room 32 is provided which
is separated from the shaft 12 by a machine room floor
30 carrying a drive machine 14 driving a traction sheave
16. The traction sheave 16 co-acts with hoisting ropes
18 for moving and supporting an elevator car 20 along
guide rails 22, which are arranged vertically along the
elevator shaft. The elevator car 20 is guided along the
guide rails 22 via guide shoes 24. Furthermore, gripping
devices 26 are provided for clamping or locking the ele-
vator car 20 to the elevator guide rails 22 in case of a
triggering situation of the gripping device, e. g. in case
of over speed.

[0030] The drive machine 14 together with the traction
sheave 16 is mounted on a variable support 28 mounted
on the floor 30 of the machine room 32.
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[0031] One end of the hoisting ropes 18 is connected
via a car rope fixing 37 to the elevator car 20 whereas
the other end is connected via a counterweightrope fixing
39 to a counterweight 34 which is traveling along coun-
terweight guide rails 36.

[0032] The variable support 28 comprises a support
base 38 carrying four hydraulic posts 40 which are hy-
draulic cylinders. The hydraulic posts are connected via
a hydraulic tube 42 to a manual hydraulic actuator 44
(manually operated hydraulic pump) having a foot pedal
46.

[0033] In case the elevator car 20 drives with full load
and over speed in direction to the shaft bottom and the
gripping devices 26 are triggered the elevator car is
locked to the car guide rails 22 by per se known wedge
like stopping elements of the gripping device. In this case
the elevator car 20 has to be lifted up to release the car
fromits locked position on the guide rails 22. This releas-
ing action is based on the self-energizing clamping effect
of the wedge shaped stopping elements usually used in
gripping devices 26.

[0034] Now a maintenance person has to get into the
machine room 32 where he actuates the foot pedal 46
of the manual actuation device 44 of the hydraulic drive
of the variable support 28. By this action the hydraulic
cylinders of the hydraulic posts 40 are extended and the
drive machine 14 togetherwith the locked traction sheave
16 is lifted upwards which draws the elevator car from its
locked position on the car guide rails 22. In this connec-
tion is has to be mentioned that always in case the grip-
ping device is triggered also the drive machine unit 14 is
locked by its operating brakes and thus the traction
sheaveislocked inits place and cannotrotate. Therefore,
it is possible to pull the car upwards simply by lifting the
drive 14 together with the traction sheave 16 upwards.
To avoid slipping of the ropes 18 on the traction sheave
16 an slipping prevention arrangement may be provided
which acts e. g. on the circumference of the ropes in the
traction sheave 16 to avoid slipping of the ropes in the
grooves. Such an arrangement can for example press
the ropes into the grooves.

[0035] Accordingly, with the above solution the release
of an elevator car from its locked position on the guide
rails is also possible in case of very heavy elevator cars
or in case of situations wherein the elevator car has run
into its locked position with a very high velocity so that a
very high force is necessary to free it from its locked po-
sition.

[0036] Figure 2 shows another embodiment of a rope
suspension point which is here the car rope fixing 54 for
fixing the hoisting ropes 18 to the elevator car 20. which
can also be used in the arrangement of figure 1. In this
case on top of the elevator car 20 a mounting support 50
is provided on which a car diverting pulley 52 is rotation-
ally supported. The hoisting rope 18 is fixed via the car
rope fixing 54 to the piston 56 of a hydraulic cylinder 58
which form the parts of a variable support 60 for the car
side end of the hoisting ropes 18. Furthermore, a hydrau-
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lic drive 60 is provided on top of the elevator car. The
hydraulic drive 60 can be actuated either manually on
top of the elevator car or from the machine room 32
whereby in case of the operation of the hydraulic cylinder
58 the pistons 56 pushes the rope fixing 54 upwards and
thereby draws the elevator car 20 fromiits locked position.
In this case the drawing force is doubled up as the force
is brought to the rope fixing 54 via the diverting pulley
52. This means that this variable support 60 for the rope
fixing 54 has higher force but needs a longer stroke to
pull the elevator car from its locked position.

[0037] Figure 3 shows an elevator 70 having a traction
sheave 16, a hoisting rope 18 whereby the hoisting rope
18 runs between the elevator car 20 and the counter-
weight 34 over the traction sheave 16. Furthermore, a
compensation sheave 72 is provided in the bottom of the
elevator shaft 12 over which a compensation rope 74 is
running which is connected to the bottom of the elevator
car 20 via a car side compensation rope fixing 86 as well
as to the bottom of the counterweight 34. The compen-
sation rope 74 together with the compensation sheave
72 is provided for balancing out the weight of the hoisting
ropes in case of high rise elevators. In this case two var-
iable supports 76, 78 are provided comprising an upper
variable support 76 at the top of the elevator car and a
lower variable support 78 at the bottom of the elevator
car. Both variable supports 76, 78 have a support base
80 with hydraulic cylinders as well as a mounting plate
82 which is mounted to the free end of the pistons of the
hydraulic cylinders of the support base 80. On the mount-
ing plate 82 of the upper moving support 76 the car rope
fixing 84 for the hoisting ropes 18 is located whereas on
the mounting plate 82 of the lower variable support 78
the car side compensation rope fixing for the compensa-
tion ropes 74 is provided. In this connection is must be
emphasized that the hoisting ropes as well as the com-
pensation ropes may comprise several separate ropes
or belts which run general parallel to each other. Each
variable support 76, 78 has a drive 88, whereby both
drives 88 of the upper and lower variable support can be
separately or commonly activated (in this case with op-
posite stroke direction). Thus, it is possible to keep the
hydraulic cylinders of both variable supports 76, 78 in a
middle position and when an emergency happens where-
by the car is locked to the guide rails by the gripping
devices the elevator car can be drawn upwards or down-
wards by simultaneously activating the upper and lower
support in synchronicity. Accordingly, the embodiment
of figure 3 allows the freeing of the elevator car from a
locked position independent of the locking direction. In
this case preferably the control of both drives 88 is located
inthe machineroom or atalanding in front of an operating
panel.

[0038] Figures 4 and 5 show a general layout for a
variable support. The variable support 90 comprises a
support base 92 with four posts in form of hydraulic cyl-
inders at its corners. The pistons 94 of those hydraulic
cylinders are connected at its upper end to a mounting



9 EP 2 679 531 B1 10

plate 96 on which a rope fixing, a diverting pulley or the
drive machine together with the traction sheave can be
located. In this case only two diagonal hydraulic cylinders
are actuated by means of a hydraulic distributor 98 which
is connected in figure 4 via a hydraulic tube 100 to an
electric hydraulic pump 102 whereas figure 5 shows a
manual hydraulic pump 104 as possible alternatives of
a hydraulic drive.

[0039] Figures 6 and 7 show the use of such a variable
support 90 as shown in figure 4 and 5 on the roof 106 of
an elevator car 20. The mounting base of the variable
support 90 is mounted to the car roof 106 whereas the
mounting area of the variable support 90 does not com-
prise a plate as shown in figures 4 and 5 but two bars
which are mounted to horizontal beams 108 which carry
two diverting pulleys (not shown) for suspending the el-
evator car on the hoisting ropes. The figures also show
an electric hydraulic pump 102 which can be operated
from the car roof or from the machine room.

[0040] Finally, figure 8 shows a variable support 110
of a rope fixing 112 whereby the variable support 110
comprises a base 114 to which two hydraulic cylinders
116, 118 are mounted. In this embodiment the rope fixing
112 for six hoisting ropes are connected with the pistons
of the hydraulic cylinders 116, 118. Via the activation of
the hydraulic cylinders 116,118 the position of the rope
fixing 112 is moved with respect to the base 114 so that
the locked elevator car can be freed from its position.
[0041] It is apparent for the skilled person that the
above mentioned embodiments can be combined each
other where possible. Instead of hydraulic drives also
electric drives or pneumatic drives may be used. The
invention may vary within the scope defined by the ap-
pended patent claims.

Claims

1. Elevator having a drive machine (14) driving a trac-
tion sheave (16) which traction sheave engages
hoisting ropes (18) which support and/or move at
least one elevator car (20) in an elevator shaft (12),
which elevator car runs along guide rails (22) and
comprises at least one gripping device (26) for lock-
ing the elevator car to the guide rails, whereby the
hoisting ropes run over the traction sheave and are
connected via rope suspension points (16, 37, 39;
54; 84, 86) to elevator components, and further com-
prising at least one rope suspension point (16; 84,
86; 112) is mounted on a variable support, which
variable support has a support base (38; 92; 114)
fixed with respect to the elevator shaft or to the car
or to the counterweight and a mounting area for the
suspension point, which mounting area is movable
with respectto the supportbase, whereby the mount-
ing area is movably driven with respect to the support
base by a drive (44, 46; 60; 88; 102; 104), whereby
the variable supportis provided at a suspension point
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10.

1.

12.

which is adapted to pull the elevator car out of its
locked position and the drive and the variable sup-
port are configured to draw the elevator car from its
locked position on the guide rails, wherein the drive
is an electric or hydraulic drive, characterised in
that a portable drive for the movement of the variable
support is provided which portable drive is config-
ured to be fitted to the variable support only in case
of emergencies.

Elevator according to claim 1 or 2, wherein the drive
comprises a battery or accumulator as a power sup-
port.

Elevator according to one of the preceding claims,
wherein a drive control is located in the machine
room or on top of the elevator car.

Elevator according to one of the preceding claims,
wherein the support base (38; 92) has a frame with
four vertical telescope posts (40; 94).

Elevator according to claim 4 wherein at least two of
the posts (40; 94) are driven by the drive.

Elevator according to one of the preceding claims,
wherein the suspension point is a rope fixing (54; 84,
86; 112) of the hoisting ropes or a diverting pulley
(52) or traction sheave (16) over which the hoisting
ropes (18) run.

Elevator according to one of the preceding claims,
wherein the variable support (28) is connected to the
elevator shaft (12).

Elevator according to one of the preceding claims,
wherein the variable support (28) is arranged in a
machine room (32) of the elevator (10).

Elevator according to one of the preceding claims,
wherein the variable support (84, 86) is connected
to the elevator car (20) and/or counterweight.

Elevator according to one of the preceding claims,
wherein the drive machine (14) is mounted on the
variable support (28) together with its traction sheave
(16).

Elevator according to one of the preceding claims,
wherein the variable support (78) is provided at the
bottom of the elevator car (20), which variable sup-
port carries the compensation rope fixing (86) of a
compensation rope (74).

Elevator according to one of the preceding claims,
wherein a lock is provided for preventing rotation of
the traction sheave (16) and/or of a compensation
sheave (72).
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13. Elevator according to one of the preceding claims,

wherein a slipping prevention arrangement is pro-
vided for preventing slipping of hoisting or compen-
sation ropes (18, 74) on the traction sheave (16)
and/or compensation sheave (72).

Patentanspriiche

1.

Aufzug mit einer Antriebsmaschine (14), die eine
Treibscheibe (16) antreibt, welche Treibscheibe mit
Hebeseilen (18) in Wechselwirkung tritt, die wenigs-
tens eine Aufzugskabine (20) in einem Aufzugs-
schacht (12) tragen und/oder bewegen, welche Auf-
zugskabine entlang von Flihrungsschienen (22) 1auft
und wenigstens eine Fangvorrichtung (26) zum
Festlegen der Aufzugskabine an den Fihrungs-
schienen aufweist, wobei die Hebeseile Uiber die
Treibscheibe laufen und mittels Seilaufhdngungs-
punkten (16, 37, 39; 54; 84, 86) mit Aufzugskompo-
nenten verbunden sind, und weiterhin wenigstens
einen Seilaufhdngungspunkt (16; 84, 86; 112) auf-
weisen, der auf einem variablen Stiitzelement mon-
tiert ist, welches variable Stlitzelement eine Stiitz-
basis (38; 92; 114) aufweist, die mit Bezug auf den
Aufzugsschacht oder die Kabine oder das Gegen-
gewicht befestigt ist und einen Montagebereich fiir
den Aufhangungspunkt, welcher Montagebereich
relativ zur Tragbasis bewegbar ist, wobei der Mon-
tagebereich relativ zur Tragbasis mittels eines An-
triebs (44, 46; 60; 88; 102; 104) bewegbar angetrie-
ben ist, wobei das variable Tragelement an einem
Aufhd@ngungspunkt vorgesehen ist, der geeignet ist,
die Aufzugskabine aus ihrer verriegelten Position zu
ziehen, und der Antrieb und das variable Tragele-
ment konzipiert sind, die Aufzugskabine aus ihrer
verriegelten Position auf den Fiihrungsschienen he-
rauszuziehen, wobei der Antrieb ein elektrischer
oder hydraulischer Antrieb ist, dadurch gekenn-
zeichnet, dass ein tragbarer Antrieb fir die Bewe-
gung des variablen Tragelements vorgesehen ist,
welcher tragbare Antrieb konzipiert ist, an dem va-
riablen Tragelement nur im Fall von Notfallen fest-
gelegt zu werden.

Aufzug nach Anspruch 1, in dem der Antrieb eine
Batterie oder einen Akkumulator als Stromversor-
gung enthalt.

Aufzug nach einem der vorhergehenden Anspriiche,
bei dem eine Antriebssteuerung in dem Maschinen-
raum oder auf der Oberseite der Aufzugskabine an-
geordnet ist.

Aufzug nach einem der vorhergehenden Anspriiche,
bei dem die Tragbasis (38; 92) einen Rahmen mit
vier vertikalen Teleskopstreben (40; 94) aufweist.
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Aufzug nach Anspruch 4, wobei wenigstens zwei der
Streben (40; 94) mittels des Antriebs angetrieben
sind.

Aufzug nach einem der vorhergehenden Anspriiche,
beidem der Aufhangungspunkt eine Seilbefestigung
(54; 84, 86; 112) des Hebeseils ist oder eine Umlen-
krolle (52) oder eine Treibscheibe (16), Uber die das
Hebeseil (18) lauft.

Aufzug nach einem der vorhergehenden Anspriiche,
bei dem das variable Tragelement (28) mit dem Auf-
zugsschacht (12) verbunden ist.

Aufzug nach einem der vorhergehenden Anspriiche,
bei dem das variable Tragelement (28) in einem Ma-
schinenraum (32) des Aufzugs (10) angeordnet ist.

Aufzug nach einem der vorhergehenden Anspriiche,
bei dem das variable Tragelement (84, 86) mit der
Aufzugskabine (20) und/oder dem Gegengewicht
verbunden ist.

Aufzug nach einem der vorhergehenden Anspriiche,
bei dem die Antriebsmaschine (14) auf dem variab-
len Tragelement (28) zusammen mit seiner Treib-
scheibe (16) angeordnet ist.

Aufzug nach einem der vorhergehenden Anspriiche,
bei dem das variable Tragelement (78) an der Un-
terseite der Aufzugskabine (20) angeordnet ist, wel-
ches variable Tragelement die Kompensationsseil-
befestigung (86) eines Kompensationsseils (74)
tragt.

Aufzug nach einem der vorhergehenden Anspriiche,
bei dem eine Verriegelung vorgesehen ist, um eine
Rotation der Treibscheibe (16) und/oder einer Kom-
pensationsscheibe (72) zu verhindern.

Aufzug nach einem der vorhergehenden Anspriiche,
bei dem eine Schlupfpraventionsanordnung vorge-
sehen ist zum Verhindern des Schlupfs des Hebe-
oder Kompensationsseils (18, 74) auf der Treib-
scheibe (16) und/oder der Kompensationsscheibe
(72).

Revendications

Ascenseur présentant un mécanisme d’entraine-
ment (14) entrainant une poulie d’entrainement (16),
ladite poulie d’entrainement engageant des cables
de levage (18) qui supportent et/ou déplacent au
moins une cabine d’ascenseur (20) dans une cage
d’ascenseur (12), ladite cabine d’ascenseur se dé-
plagant le long de rails de guidage (22) et compre-
nant au moins un moyen de préhension (26) pour
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bloquer la cabine d’ascenseur sur les rails de guida-
ge, dans lequel les cables de levage se déplacent
sur la poulie d’entrainement et sont reliés par le biais
de points de suspension de cable (16, 37, 39 ; 54 ;
84, 86) aux éléments d’ascenseur, et comprenant
en outre au moins un point de suspension de cable
(16 ; 84, 86 ; 112) est monté sur un support variable,
ledit support variable ayant une base de support(38 ;
92 ; 114) fixée par rapport a la cage d’ascenseur ou
a la cabine ou au contrepoids, ainsi qu’'une zone de
montage pour le point de suspension, ladite zone de
montage étant mobile par rapport a la base de sup-
port, dans lequel la zone de montage est entrainée
de maniére mobile par rapport a la base de support
par un entrainement (44, 46 ; 60 ; 88 ; 102 ; 104),
dans lequel le support variable est prévu au niveau
d’un point de suspension qui est adapté pour tirer la
cabine d’ascenseur en dehors de sa position blo-
quée et I'entrainement et le support variable sont
configurés pour attirer la cabine d’ascenseur de sa
position bloquée jusque sur les rails de guidage, I'en-
trainement étant un entrainement électrique ou hy-
draulique, caractérisé en ce qu’un entrainement
portable pourle déplacementdu support variable est
prévu, ledit entrainement portable étant configuré
pour étre installé sur le support variable uniquement
en cas d’urgences.

Ascenseur selon la revendication 1 ou 2, dans lequel
I'entrainement comprend une batterie ou un accu-
mulateur servant de support de puissance.

Ascenseur selon une des revendications précéden-
tes, dans lequel une commande d’entrainement est
située sur le local des machines ou sur le haut de la
cabine d’ascenseur.

Ascenseur selon une des revendications précéden-
tes, dans lequel la base de support (38 ; 92) a un
cadre avec quatre montants télescopiques verticaux
(40 ; 94).

Ascenseur selon la revendication 4, dans lequel au
moins deux des montants (40 ; 94) sont entrainés
par I'entrainement.

Ascenseur selon une des revendications précéden-
tes, dans lequel le point de suspension est une fixa-
tion de cable (54 ; 84, 86 ; 112) des cables de levage
ou une poulie de détour (52) ou une poulie d’entrai-
nement (16) sur laquelle les cables de levage (18)
se déplacent.

Ascenseur selon une des revendications précéden-
tes, dans lequel le support variable (28) est relié a

la cage d’ascenseur (12).

Ascenseur selon une des revendications précéden-
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tes, dans lequel le support variable (28) est agencé
dans unlocal des machines (32) de I'ascenseur (10).

Ascenseur selon une des revendications précéden-
tes, dans lequel le support variable (84, 86) est relié
a la cabine d’ascenseur (20) et/ou au contrepoids.

Ascenseur selon une des revendications précéden-
tes, dans lequel le mécanisme d’entrainement (14)
est monté sur le support variable (28) conjointement
avec sa poulie d’entrainement (16).

Ascenseur selon une des revendications précéden-
tes, dans lequel le support variable (78) est prévu
en bas de la cabine d’ascenseur (20), ledit support
variable portantla fixation de cable de compensation
(86) d’un cable de compensation (74).

Ascenseur selon une des revendications précéden-
tes, danslequelunblocage est prévu pour empécher
la rotation de la poulie d’entrainement (16) et/ou
d’une poulie de compensation (72).

Ascenseur selon une des revendications précéden-
tes, dans lequel un agencement anti-glissement est
prévu pour empécher le glissement de cables de le-
vage ou de compensation (18, 74) sur la poulie d’en-
trainement (16) et/ou la poulie de compensation
(72).
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