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Description
[TECHNICAL FIELD]

[0001] The presentinventionrelatestoan RF coil used
to excite or detect nuclear magnetic resonance.

[BACKGROUND ART]

[0002] NMR (nuclear magnetic resonance) apparatus-
es and MRI (magnetic resonance imaging) apparatuses
have been developed as apparatuses utilizing nuclear
magnetic resonance. When a nucleus is placed in a mag-
netic field, an energy state thereof is split into a plurality
of energy levels by Zeeman splitting. Giving an energy
equal tothe difference in these energy levels (determined
by frequency) as electromagnetic waves will cause ab-
sorption and emission of energy. This phenomenon is
the nuclear magnetic resonance. NMR apparatuses and
MRI apparatuses are widely used not only in the fields
of physics and chemistry but also in other various fields,
such as biology, medical sciences, pharmaceutical sci-
ences, agricultural sciences, material sciences, and
chemical engineering. For instance, they are used in
structure determination and identification in organic
chemistry, analysis of protein structure and intermolecu-
lar interactions, and medical MRI.

[0003] Such apparatuses can measure a subtle fre-
quency difference due to a magnetic environment around
atoms of the same isotope in a sample and relaxation in
nuclear magnetic resonance. Such measurement can
provide information about a chemical shift, signal inten-
sity (quantitative determination), relaxation time, spin
coupling, and NOE (nuclear Overhauser effect). Such
information enables determination ofthe molecular struc-
ture, intermolecular interaction, and mobility. These ap-
paratuses are advantageous in that they can perform
atomic-level measurement noninvasively. On the other
hand, they suffer from a problem of low measurement
signal intensities (low sensitivities). This is because the
numbers of atoms in which the respective energy levels
are occupied follow the Boltzmann distribution and the
energy difference resulting from Zeeman splitting is very
small.

[0004] Because the signal intensity is proportional to
the 3/2 power of the magneticfield intensity, development
of NMR apparatuses and MRI apparatuses focusing on
the enhancement of the magnetic field intensity has been
performed. At the present day, a strong magnetic field
as high as or higher than 23.5 T (i.e. 1 GHz in the reso-
nance frequency of 'H) is required in the measurement
of residual magnetic dipole-dipole interaction, TROSY
effect, and measurement of quadrupolar nuclei. Thus, it
is expected that the magnetic field intensity will be in-
creasing in the future with development of superconduct-
ing magnets.

[0005] To cause nuclear magnetic resonance, an an-
tenna (or RF caoil) that transmits and receives a signal of
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a nuclear magnetic resonance frequency in a direction
perpendicular to the direction of static magnetic field gen-
erated by a superconducting magnet is needed. A high
frequency signal is transmitted to the RF coil from a power
amplifier to apply a high frequency magnetic field (B,
magnetic field) to a sample to be measured, thereby cre-
ating an excited state in it. Then, an NMR signal emitted
from the measurement sample is received by the RF coil.
[0006] RF coils shownin Figs. 19A and 19B are known
as conventional RF coils used in NMR apparatuses and
MRl apparatuses. The coil shownin Fig. 19Ais described
in, for example, non-patent document 1 and called an
Alderman-Grant type coil. The coil shown in Fig. 19B is
described in, for example, non-patent document 2 and
called a saddle type coil. The number of turns of these
coils is one. This is because an increase in the number
of turns of an RF coil leads to a decrease in the self
resonance frequency, making it impossible to be used
as an RF coil at high frequencies.

[0007] The selfresonance frequency is the highest val-
ue of frequencies at which a coil can behave as a coil. A
coil inherently has a stray capacitance, and parallel res-
onance occurs between the inductance and the stray ca-
pacitance, leading to self resonance. At frequencies high-
er than the self resonance frequency, a coil does not
function as a coil but a capacitor.

[PRIOR ART DOCUMENTS]
[0008]

Non-patent Document 1: Alderman DW, Grant DM.
"Efficient Decoupler Coil Design which Reduces
Heating in Conductive Samples in Superconducting
Spectrometers"”, Journal of Magnetic Resonance,
1979;36:447-451.

Non-Patent Document 2: Gerald J. Kost, et. al., "A
Cylindrical-Window NMR Probe with Extended Tun-
ing Range for Studies of the Developing Heart", Jour-
nal of Magnetic Resonance, 1989;82:238-252.
Further prior art RF coils are disclosed in the docu-
ments US 4,641,097 (this document discloses an RF
coil according to the preamble of claim 1), US
2006/158188, JP S61 166507, US 7,106,063, US
2001/033166, US 6,121,776, JP HO2 195938 and
US 5,245,285.

[SUMMARY OF THE INVENTION]
[PROBLEMS TO BE SOLVED BY THE INVENTION]

[0009] In an NMR apparatus using a resonance fre-
quency of 900 MHz, an RF coil having a shape shown in
Fig. 19A or 19B is used. The self resonance frequency
of such an RF coil is approximately in the range of 900
MHz to 1 GHz. In cases where the nuclear magnetic res-
onance frequency exceeds 1 GHz (corresponding to a
static magnetic field intensity of 23.5 T), an RF coil in-
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tended for use in an apparatus using a resonance fre-
quency of 900 MHz cannot be used without modification.
Therefore, it is necessary to increase the self resonance
frequency of the RF coil to a frequency higher than the
self resonance frequencies of conventional RF coils.
[0010] The increase in the self resonance frequency
of the RF coil is required not only in NMR apparatuses
with nuclear resonance frequencies higher than 1 GHz.
The self resonance frequency of an RF coil is determined
by the size of the RF coil and other factors. Therefore, in
NMR apparatuses and MRI apparatuses using reso-
nance frequencies lower than 1 GHz also, the limit of self
resonance frequency will be reached eventually as the
nuclear resonance frequency is increased with increases
in the magnetic field intensity.

[0011] The simplest method of increasing the self res-
onance frequency is to reduce the diameter of the RF
coil and/or a measurement sample. However, this unde-
sirably leads to a decrease in the measurement sensi-
tivity. Another method is to increase the distance be-
tween a vertical band part and a guard ring. However, in
this method, although the self resonance frequency in-
creases with a decrease in a capacitance component,
the diameter of the coil becomes larger with the diameter
of the measurement sample space being unchanged, re-
sulting in an increased distance between the coil and the
measurement sample. Moreover, the volume of the
space thatis irradiated with the high frequency magnetic
field but not occupied by the measurement sample will
also become larger, leading to a decrease in the efficien-
cy of the RF coil, namely deterioration in the performance
of the RF coil.

[0012] In view of the above-described problems, an
object of the present invention is to provide an RF caoill
for use in measurement of nuclear magnetic resonance
that has a self resonance frequency higher than those of
conventional RF coils and does not cause a decrease in
the measurement sensitivity.

[Means for Solving the Problems]

[0013] An RF coil according to the presentinvention is
an RF coil used to induce or detect nuclear magnetic
resonance as defined in the appended claims.

[0014] In the above-described RF coil, it is preferred
that said two guard rings be divided at a position facing
said separate wing part.

[0015] Itis also preferred that said separate wing part
be provided at a position farther from said guard rings
than the positions of said first and second vertical band
parts.

[0016] It is also preferred that the length of said first
and second vertical band parts along the axial direction
be shorter than the distance between the upper end and
the lower end of said two guard rings, so that the guard
rings have an upper end portion or lower end portion that
does not face said first or second vertical band part.
[0017] Itis also preferred that a connecting portion that
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connects said separate wing part be provided around the
upper end portion or lower end portion of the guard rings
that does not face said first or second vertical band part,
at a position facing the outer circumferential surface of
said guard rings.

[0018] By employing the above configuration, the ca-
pacitance can be reduced without a decrease in the in-
ductance of the RF coil or an increase in the distance
between the sample and the RF coil.

[0019] Inthe RF coilaccordingtothe presentinvention,
it is preferred that the distances between the first and
second vertical band parts and said guard rings be larger
in an end region.

[0020] Inthe RF coilaccordingtothe presentinvention,
said first and second vertical band parts may have arc
shapes (including circular arc shapes and elliptic circular
arc shapes) in cross section perpendicular to the axis.
Alternatively they may have plate-like shapes or shapes
constituted by a plurality of flat plates joined together.
[0021] Inthe RF coilaccordingtothe presentinvention,
the first and second vertical band parts may have a slit
provided in a portion not facing the circumferential sur-
face of said guard rings.

[ADVANTAGEOUS EFFECT OF THE INVENTION]

[0022] According to the present invention, there can
be provided an RF coil used to measure nuclear magnetic
resonance having a self resonance frequency higher
than those of conventional RF coils.

[BRIEF DESCRIPTION OF THE DRAWINGS]
[0023]

Figs. 1A and 1B are diagrams showing the shapes
of RF coils according to a first example.

Fig. 2 shows a result of simulation (Smith chart) rep-
resenting characteristics of an RF coil according to
the first example.

Figs. 3A to 3C are diagrams showing the shapes of
RF coils according to a first embodiment.

Fig. 4 shows a result of simulation (Smith chart) rep-
resenting characteristics of an RF coil according to
the first embodiment.

Figs. 5A and 5B are diagrams showing the shapes
of RF coils according to modifications of the first em-
bodiment.

Figs. 6A to 6C are diagrams showing the shapes of
RF coils according to a further example.

Fig. 6D is a diagram showing the shape of an RF
coil according to a modification.

Fig. 7 shows a result of simulation (Smith chart) rep-
resenting characteristics of an RF coil according to
the further example.

Figs. 8A to 8C are diagrams showing the shapes of
RF coils according to modifications.

Figs. 9A to 9C are diagrams showing the shapes of
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RF coils according to modifications.

Figs. 10A and 10B are diagrams showing the shapes
of RF coils according to modifications.

Figs. 11A to 11C are diagrams showing the shapes
of RF coils according to modifications.

Figs. 12A and 12B are diagrams showing the shapes
of RF coils according to modifications.

Figs. 13A to 13C are diagrams showing the shapes
of RF coils according to modifications.

Figs. 14A to 14C are diagrams showing the shapes
of RF coils according to modifications.

Figs. 15A to 15C are diagrams showing the shapes
of RF coils according to modifications.

Figs. 16A and 16B are diagrams showing the shapes
of RF coils according to modifications.

Figs. 17A to 17D are diagrams showing the shapes
of RF coils according to modifications.

Figs 18A and 18B are diagrams illustrating the basic
structure of an NMR apparatus.

Figs. 19A and 19B are diagrams showing the shapes
of RF coils according to prior arts.

Fig. 20 is an equivalent circuit diagram of an RF coil.

[EMBODIMENTS FOR CARRYING OUT THE INVEN-
TION AND EXAMPLES NOT FORMING EMBODI-
MENTS OF THE PRESENT INVENTION]

[0024] Fig. 18A is a diagram showing the basic con-
struction of an NMR apparatus. A main coil 102 made of
a superconducting wire is wound inside a superconduct-
ing magnet 101. The main coil 102 is typically disposed
in an insulating container (not shown) that can contain
liquid helium or the like so as to be cooled to a temper-
ature equal to or lower than the phase transition temper-
ature. An NMR probe 103 is composed of a base part
disposed outside the magnet and a cylindrical part in-
serted inside the magnet. The cylindrical part is typically
inserted into a cylindrical bore 104 passing through the
superconducting magnet 101 along its center axis up-
wardly from the lower opening.

[0025] Fig. 18B is a diagram showing the inner struc-
ture of the NMR probe 103. A sample tube containing a
sample solution to be measured is inserted into the NMR
probe 103 from above. The NMR probe 103 has an RF
coil 106, which is built therein to apply a magnetic field
B4 oriented perpendicular to a static magnetic field B
generated by the superconducting magnet 101. The RF
coil 106 applies a high frequency magnetic field B; to a
sample toinduce nuclear magneticresonance and detect
(or receive) electromagnetic waves (NMR signal) gener-
ated with relaxation. The diameter of a standard sample
tube is 5 mm, and the diameter of the RF coil 106 is larger
than 5 mm accordingly. Typically, the smallest inner di-
ameter of the RF coil is in the range of 5.4 mm to 10 mm.
The frequency of the magnetic field in the lateral direction
generated by the RF coil 106 is proportional to the inten-
sity of the static magnetic field. For instance, when the
intensity of the static magneticis 24.2 T, a magnetic field
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having a frequency of 1.03 GHz is needed.

[0026] To generate a high frequency magnetic field, it
is necessary for the RF coil 106 to have a self resonance
frequency higher than the frequency of the high frequen-
cy magnetic field. The self resonance frequency is the
highest value of frequencies at which a coil can behave
as a coil. A coil has a stray capacitance, and parallel
resonance occurs between the inductance and the stray
capacitance, leading to self resonance. The self reso-
nance frequency of the RF coil 106 is expressed by the
following equation:

1

S = dic’

where L is the inductance of the coil, and C is the capac-
itance of the coil.

[0027] A possible solution for increasing the self reso-
nance frequency is to decrease the inductance L by re-
ducing the size of the RF coil and/or decreasing the
number of turns thereof. Reducing the size of the RF coil
will make conventional 5-mm sample tubes unusable.
The number of turns of the RF coil is one, which cannot
be decreased further. Eveniif the self resonance frequen-
cy is increased by a reduction in the size of the RF coil,
a decrease in the volume of the sample is necessitated,
leading to deterioration in the measurement sensitivity.

[0028] For the above reason, it is necessary for a so-
lution for increasing the self resonance frequency to de-
crease the capacitance without changing the size of the
RF coil. Capacitance components of the Alderman-Grant
coil shown in Fig. 19A include a capacitance in opposed
wing portions of vertical band parts, a capacitance be-
tween the vertical band parts and guard rings, and a stray
capacitance between the RF coil and a metal part(s)
around it. The equivalent circuit of the Alderman-Grant
coil is shown in Fig. 20. As shown in Fig. 20, the capac-
itance C g of the opposed wing portions of the vertical
band parts and the capacitance between the vertical
band parts and the guard rings are connected in parallel
between two inductances Lg and L. The capacitance
between the vertical band parts and the guard rings is
constituted by a capacitance C, 5 between one vertical
band part and the guard rings and a capacitance Crg
between the other vertical band part and the guard rings
that are connected in series. To increase the self reso-
nance frequency of the RF coil, it is necessary to reduce
at least one of these capacitances C| g, Cgrg, and Cc.

[0029] Another possible method is to increase the dis-
tance between the vertical band parts and the guard rings
so as to reduce the capacitance generated between the
vertical band parts and the guard rings. However, this
results in an increase in the distance between the coil
and the measurement sample and an increase in the
volume of the space that is irradiated with the high fre-
quency magnetic field but not occupied by the measure-
ment sample, leading to a decrease in the efficiency of
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the RF coil. Therefore, in the present invention, a capac-
itance component(s) of the RF coil is (are) decreased by
a method different from the above-described method.
[0030] In the following, specific examples not forming
embodiments of the present invention and embodiments
of the RF coil having an increased self resonance fre-
quency without deterioration in the performance will be
described.

<First Example : Straight Type>

[0031] Fig. 1A shows the outer appearance of an RF
coil. In this example, the wing portions of the Alderman-
Grant coil are removed, so that the areas where the ver-
tical band parts and the guard rings face each other are
decreased, leading to decrease in the capacitance. The
RF coil according to this example will be referred to as a
straight type coil in this specification.

[0032] The RF coil 10 according to this example is ba-
sically composed of an upper guide ring 11, alower guide
ring 12, and two vertical band parts 13, 14. In this spec-
ification, the up-down direction refers to the direction of
static magnetic field generated by the super conducting
magnet 101, namely the vertical direction in the case of
an NMR apparatus like that shown in Figs. 18A and 18B.
The left-right direction refers to a direction perpendicular
to the direction of the static magnetic field. However, in
some NMR apparatuses (or MRI apparatuses), the static
magnetic field is oriented in a direction different from the
vertical direction (e.g. in a horizontal direction). In such
cases, the terms used in this specification concerning
directions should be construed accordingly.

[0033] Theguardrings 11, 12 are cylindrical (including
elliptic cylindrical) in shape and arranged coaxially with
a space therebetween along the axis of the cylinders.
The vertical band parts 13, 14 are arranged outside the
guard rings 11, 12 and extending in the up-down direc-
tion. The vertical band parts 13, 14 are arranged outside
the guard rings 11, 12 and opposed to each other. In this
embodiment, the vertical band parts 13, 14 have circular
arc shapes (including elliptic arc shapes) in their horizon-
tal cross sections running along the outer circumference
of the guard rings 11, 12. In this embodiment, the upper
ends of the vertical band parts 13, 14 and the upper end
of the upper guard ring 11 are at the same level, and the
lower ends of the vertical band parts 13, 14 and the lower
end of the lower guard ring 12 are at the same level.
However, it is not essential for the ends of the vertical
band parts 13, 14 and the ends of the guard rings to be
at the same level, but they may be at different levels.
[0034] A cylindrical dielectric member (not shown)
such as a quartz tube is provided between the vertical
band parts 13, 14 and the guard rings 11, 12. This mem-
ber is provided only for the purpose of maintaining the
shape of the RF coil, and it is not essential as an elec-
tromagnetic component. Therefore, if the RF coil is rigid
enough to be able to keep its shape independently, the
cylindrical dielectric member may be eliminated.
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[0035] Power supply to the coil may be provided in any
suitable manner. For example, power may be supplied
through the vertical band parts and the guard rings,
through the two vertical band parts, or through the two
guard rings.

[0036] In this example, the edges of the vertical band
parts 13, 14 with respect to the circumferential direction
are straight. In this respect, the coil differs from the Al-
derman-Grant coil, in which the vertical band parts have
wing portions provided near the guard rings. While the
axial end portions of the vertical band parts in this exam-
ple may be tapered, it is preferred that the vertical band
parts be straight in the axial region in which the guard
rings do not exist. This region will be hereinafter referred
to as the "window", in this specification.

[0037] Withthis configuration, the areas where the ver-
tical band parts and the guard rings face each other are
decreased, and the capacitance is decreased according-
ly. Therefore, the self resonance frequency can be in-
creased. On the other hand, the coil size and the induct-
ance are not decreased. Therefore, the measurement
sensitivity is notlowered. Afurtheradvantage is that since
the edges, through which current flows, are not angled
in the window region, no loss occurs. A still further ad-
vantage is that the shape of the RF coil is simple, so that
it tends not to disturb the evenness of the static magnetic
field (Bg). A sill further advantage is that manufacturing
of the coil is easy thanks to its simple shape.

[0038] Fig. 2 shows the result of analysis of character-
istics of the RF coil according to this example performed
by simulation. Fig. 2 is a chart called a Smith chart, which
shows complex impedances at different frequencies in a
case where a power supply portis attached to the RF coil.
[0039] First, the simulation method used will be de-
scribed. In the simulation, transient response analysis
was carried out using three-dimensional high frequency
electromagnetic field simulation software MICOWAVE
STUDIO developed by CST. Two short wires were at-
tached to the two vertical bands of the RF coil respec-
tively, and a balanced power supply port matched to 50
ohms was attached to connect the free ends of the two
wires. In this analysis, high frequency pulses are input
from the power supply port, and the response of the RF
coil thereto is computed using the FDTD method, which
is a time-domain electromagnetic field analysis method.
The result in the frequency domain can be obtained by
Fourier-transforming the pulse input and the result in the
time domain. Results that can be obtained include mag-
netic field distributions, electric field distributions, and
current distributions at respective frequencies in the ob-
ject of the analysis, storage and loss of energy caused
by them, and compleximpedances atrespective frequen-
cies (Smith chart) as response for the power supply port.
The self resonance frequency of the RF coil can be de-
termined by analyzing the Smith chart thus obtained . It
is also possible to evaluate the performance of the RF
coil using the above-described results in combination.
[0040] In cases where results of simulation and values
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obtained by measurement performed on the RF coil ac-
tually made are to be compared, the dimensions of the
gaps between the vertical band parts and the cylindrical
dielectric part such as the quartz tube and between the
cylindrical dielectric part such as the quartz tube and the
guard rings (typically less than 0.1 mm) may be taken
into account in the simulation to improve accuracy of
analysis. However, this leads to a vast number of com-
putational meshes and long computation time. For this
reason such computation is not performed in typical cas-
es. In terms of relative values such as a change in the
self resonance frequency depending on the shape of the
RF coil, there is no significant difference between a value
obtained by simulation taking into account the dimen-
sions of gaps and a value obtained by simulation not
takinginto accountthem. Therefore, simulation not taking
into account the dimensions of gaps can provide com-
putation with high accuracy, and the results are reliable.
When the RF coil is used in an NMR apparatus or an
MRI apparatus, the resonance frequency of the RF coil
varies depending on the measurement sample. A typical
countermeasure against this is the use of a trimmer ca-
pacitor for adjustment connected to the RF coil. Providing
the trimmer capacitor for adjustment increases the ca-
pacitance, leading to a lowering of the resonance fre-
quency. Therefore, in the actual design, analysis, and
manufacturing of the RF coll, it is necessary to take them
into account in determining the resonance frequency of
the RF coil.

[0041] In the Smith chart, the complex impedance at
each frequency is represented by a point. As the frequen-
cy becomes higher, the point typically shifts clockwise.
If the point representing the complex impedance of a cer-
tain device at a certain frequency exists in the upper half
of the Smith chart, the device will behave as an induct-
ance at this frequency. If the point exists in the lower half
of the Smith chart, the device will behave as a capaci-
tance.

[0042] In the case of an actual device or simulation for
analyzing it, the complex impedance may change in a
complicated manner, and the point on the Smith chart
may revolve plural times with increasing frequency in
some cases. This indicates that the device has various
magnetic fields, electric fields, and current distributions
(modes) that vary from one frequency range to another.
This is also the case with the RF coil. The mode in which
the RF coil can generate a high frequency magnetic field
in a direction perpendicular to the static magnetic field is
the first mode, namely in the lowest frequency range
among the frequency ranges existing in the upper half of
the Smith chart. Therefore, the selfresonance frequency,
which represents the limit of usability as an RF coil, is a
frequency corresponding to the point that passes the
rightmost point of the Smith chart downward earliest
among the points representing complex impedances that
revolve clockwise on the Smith chart with increasing fre-
quency.

[0043] From another viewpoint, the RF coil of this em-
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bodiment can be regarded as a parallel resonance circuit
of inductance (L) and capacitance (C). The complex im-
pedance of the LC parallel resonance circuit is infinite at
the resonance frequency, anditis located at the rightmost
point of the Smith chart.

[0044] The self resonance frequency of an RF coil ac-
cording to this example designed for use with an NMR
sample tube having a diameter of 5 mm was computed
by the above-described method. The result was 1066
MHz. On the other hand, in the case of a conventional
Alderman-Grant RF coil with two separated vertical
bands having the same diameter design, the self reso-
nance frequency obtained as the result was 842 MHz.
Therefore, itwas verified that the self resonance frequen-
cy was increased greatly by 224 MHz and that the RF
coil according to the example can be used at higher fre-
quencies.

<Modification of First Example>

[0045] In the above-described first example, the verti-
cal band parts have straight shapes. The vertical band
parts may have tapered shapes (normal tapered shapes)
with their widths becoming smaller toward the ends in
their end portions 13u, 13b, 14u, 14b with respect to the
axial direction. As shown in Fig. 1B, the vertical band
parts may be straight in the window region in which the
guard rings are not exist and tapered in the region in
which the guard rings exist. Alternatively, tapering may
be beginning from the window region. It is preferred that
the vertical band parts have rounded shapes without an-
gled sharp edges in their end portions. Not having angled
edges can lead to reduced loss. The tapered shapes al-
low a further reduction of the areas where the vertical
band parts and the guard rings face each other, leading
to a further reduction of the capacitance.

<First Embodiment: Separate Wing Type>

[0046] Fig. 3A shows the outer appearance of an RF
coil according to the first embodiment. In this embodi-
ment, the structure of the RF coil according to the first
example is augmented to have separate wing parts 25
to 28 that are provided separately from the vertical band
parts at positions facing the circumferential surfaces of
the guard rings 21, 22 between the two vertical band
parts 23, 24. The structure other than this is the same as
that of the first example. The RF coil according to this
embodiment will be referred to as the separate-wing type
RF caoil in this specification.

[0047] In the combined capacitance between the two
vertical band parts, the capacitance independent from
the guard rings is attributed to only one capacitor formed
between the wing portions (C  in Fig. 20) in the case of
the Alderman-Grant coil. In this embodiment, such ca-
pacitance is attributed to two capacitors in a series ar-
rangement formed between the vertical band parts and
the separate wing parts. If the distances between the
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vertical band parts and the separate wing parts in this
embodiment are equal to the distances between the wing
portions in the Alderman-Grant coil, the capacitance
component in this embodiment can be made equal to
half the capacitance component in the Alderman-Grant
coil. If the distances between the vertical band parts and
the separate wing parts in this embodiment are larger
than half of those in the Alderman-Grant coil, the overall
capacitance componentin this embodiment can be made
smaller. Moreover, as with in the first example, the self
resonance frequency can be increased with a decrease
in the capacitance resulting from a decrease in the areas
where the vertical band parts and the guard rings face
each other.

[0048] Fig. 4 shows the result of analysis of character-
istics of the RF coil according to this embodiment per-
formed by simulation. Fig. 4 is a Smith chart showing
complex impedances at different frequencies in a case
where a power supply port is attached to the RF coil. The
self resonance frequency of an RF coil according to this
embodiment designed for use with an NMR sample tube
having a diameter of 5 mm was computed by the above-
described method. The result was 1070 MHz. On the
other hand, in the case of a conventional Alderman-Grant
RF coil with two separated vertical bands having the
same diameter design, the self resonance frequency ob-
tained as the result was 842 MHz. Therefore, it was ver-
ified that the self resonance frequency was increased
greatly by 228 MHz and that the RF coil according to the
embodiment can be used at higher frequencies.

<Modification of First Embodiment>

[0049] In the first embodiment also, as with in the first
example, the axial end portions of the vertical band parts
23, 24 may have tapered shapes (normal tapered
shapes) as shown in Fig. 3B. In this case, the separate
wing parts 25 to 28 may have shapes whose widths be-
come larger toward the end (reverse tapered shapes),
as shown in Fig. 3C. In Fig. 3C, the degree (or angle) of
tapering of the vertical band parts 23, 24 and the degree
of tapering of the separate wing parts 25 to 28 are the
same so that the distances between them are constant.
However, the degrees of tapering need not be necessar-
ily the same. If they are designed to have different de-
grees of tapering, the distances between the vertical
band parts and the separate wing parts may become
either larger or smaller toward the ends.

[0050] In the first embodiment, the guard rings 21, 22
may be divided as shown in Fig. 5A. In this case, the
guard rings 21, 22 shall be divided at positions facing the
separate wing parts. In this arrangement, the capaci-
tance between the vertical band parts 23, 24 through one
guard ring, e.g. the guard ring 21, is attributed to four
capacitors (C1 to C4 in Fig. 5A) connected in series.
Therefore, the capacitance component can be de-
creased further, and the self resonance frequency can
be increased further. The number of divisions of the guard
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rings is not limited to two, but it may be more than two.
[0051] In the first embodiment, it is preferred that the
distances d2 between the separate wing parts 25 to 28
and the guard rings 21, 22 be larger than the distances
d1 between the vertical band parts 23, 24 and the guard
rings 21, 22, as shown in Fig. 5B. With this arrangement,
itis possible to reduce the capacitance between the sep-
arate wing parts 25 to 28 and the guard rings 21, 22,
while reducing deterioration in the efficiency caused by
an increase in the coil diameter.

[0052] Inthe firstembodiment, the number of separate
wing parts provided between the vertical band parts is
not limited to one, but it may be two or more. Fig. 16A
shows an RF coil in which two separate wing parts are
provided between the vertical band parts. This arrange-
ment can be considered to be a modification of that in
Fig. 5A. In this arrangement, the separate wing parts 25
to 28 are divided into two, namely into separate wing
parts 25a to 28a and separate wing parts 25b to 28b.
With this arrangement, the combined capacitance of the
RF coil can be reduced. While in Fig. 16A, two separate
wing parts are provided between the vertical band parts,
three or more separate wing parts may be provided be-
tween the vertical band parts.

[0053] In the first embodiment, the vertical band parts
may be provided with wing portions. Fig. 16B shows an
RF coil having vertical band parts provided with wing por-
tions, and separate wing parts separated from the vertical
band parts provided between the wing portions. As
shown in Fig. 16B, one vertical band part, e.g. the vertical
band part 23, is provided with wing portions 23a, 23b
projecting toward the vertical band part 24 (or more ac-
curately speaking, toward the separate wing parts 25,
26) in the region near the upper guard ring 21. The wing
portions 23a, 23b are continuous with the vertical band
part 23. Similarly, the vertical band part 24 is provided
with wing portions 24a, 24b extending toward the vertical
band part 23 (or more accurately speaking, toward the
separate wing parts 25, 26) in the region near the upper
guard ring 21. The vertical band parts are also provided
with wing portions in their lower end regions. In this ar-
rangement also, the capacitance between the vertical
band parts independent from the guard rings is equiva-
lentto thatin the case where, for example, two capacitors
constituted respectively by the vertical band part 23 (wing
portion 23a) and the separate wing part 25, and the sep-
arate wing part 25 and the vertical band part 24 (wing
portion 24a) are connected in series. Therefore, the com-
bined capacitance is decreased.

<Further Example: Asymmetric Wing Type>

[0054] Fig. 6A shows the outer appearance of an RF
coil 30 according to a further example. In this example,
the vertical band parts 33 and 34 in the RF coil according
to the first example are augmented to have wing portions
33a, 33b and wing portions 34a, 34b respectively. More
specifically, the vertical band part 33 is straight in the
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region near the lower guard ring 32 and has wing portions
33a and 33b extending toward the vertical band part 34
along the circumferential surface of the upper guard ring
in the region near the upper guard ring 31. Similarly, the
vertical band part 34 is straight in the region near the
upper guard ring 31 and has wing portions 34a and 34b
extending toward the vertical band part 33 along the cir-
cumferential surface of the lower guard ring in the region
near the lower guard ring 32.

[0055] While in the case of the Alderman-Grant coil,
the vertical band parts have wing portions projecting to-
ward and opposed to each other, in this example, one of
the vertical band parts is straight in shape and only the
other of the vertical band parts has wing portions.
[0056] Inthe RF coil according to this example, as with
in the Alderman-Grant coil, the combined capacitance
through one guard ring, e.g. the guard ring 31, is attrib-
uted to a capacitor formed between the vertical band part
33 and the guardring 31 and a capacitor formed between
the guard ring 31 and the vertical band part 34 (C g and
Crg in Fig. 20), which are connected in series. If the area
(capacitance) where the guard ring 31 and the vertical
band part 34 face each other is sufficiently smaller than
the other, the combined capacitance through the guard
ring 31 has a value close to the capacitance of the ca-
pacitor formed between the guard ring 31 and the vertical
band part 34. In this example, while the vertical band part
33 has wing portionsin the upper region, the vertical band
part 34 does not have wing portions in the upper region.
Therefore, the capacitance between the guard ring 31
and the vertical band part 34 becomes smaller, and the
combined capacitance through the guard ring 31 also
becomes smaller.

[0057] Fig. 7 shows the result of analysis of character-
istics of the RF coil according to this example performed
by simulation. Fig. 7 is a Smith chart showing complex
impedances at different frequencies in a case where a
power supply port is attached to the RF coil. The self
resonance frequency of an RF coil according to this ex-
ample designed for use with an NMR sample tube having
a diameter of 5 mm was computed by the above-de-
scribed method. The result was 876 MHz. On the other
hand, in the case of a conventional Alderman-Grant RF
coil with two separated vertical bands having the same
diameter design, the self resonance frequency obtained
as the result was 842 MHz. Therefore, it was verified that
the self resonance frequency was increased a little by 34
MHz and that the RF coil according to the example can
be used at higher frequencies. Then, the RF coil was
modified to have vertical band parts that are shortened
in their straight portions as shown in Fig. 10B, and sim-
ulation was performed again for this modified RF coil.
The result was that the self resonance frequency was
increased to 1148 MHz. This result revealed that the self
resonance frequency of the RF coil can easily be in-
creased by modifying the shape of the straight portions.
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<Modification of Further Example>

[0058] The shape of the RF coil according to the further
example can be modified in various manners.

[0059] In the further example also, as with in the first
example and the firstembodiment, the vertical band parts
may have tapered shapes (normal tapered shapes) as
shown in Fig. 6B. In this case, the straight end portion
(not having a wing portion) of the vertical band part is
tapered. In the case where the straight portion of the ver-
tical band part is tapered, the wing portion may have a
shape having a width that becomes larger toward the end
(reverse tapered shape) as shown in Fig. 6C. In Fig. 6C,
the degree (or angle) of tapering of the vertical band parts
and the degree of tapering of the wing portions are the
same so that the distances between them are constant.
However, the degrees of tapering need not be necessar-
ily the same. If they are designed to have different de-
grees of tapering, the distances between the vertical
band parts and the separate wing parts may become
either larger or smaller toward the ends.

[0060] The straightend portion of the vertical band may
have a shape having a width that becomes larger toward
the end (reverse tapered shape) instead of becoming
smaller toward the end. In this case, the wing portion may
have either a straight shape or a shape having a width
that becomes smaller toward the end (normal tapered
shape).

[0061] The vertical band parts and the wing portions
may form an angle other than 90 degrees.

[0062] As shown in Fig. 6D, both of the two vertical
band parts 33, 34 may be provided with wing portions.
In the illustrated case, in the upper region, the lengths
along the circumferential direction of the wing portions
34c, 34d of the vertical band part 34, which are opposed
to the wing portions 33a, 33b of the vertical band part 33
respectively with respect to the circumferential direction,
are shorter than the lengths along the circumferential di-
rection of the wing portions 33a, 33b. In the lower region,
similarly, the lengths along the circumferential direction
of the wing portions 33c, 33d of the vertical band part 33,
which are opposed to the wing portions 34a, 34b of the
vertical band part 34 respectively with respect to the cir-
cumferential direction, are shorter than the lengths along
the circumferential direction of the wing portions 34a,
34b. This modification may be regarded as a modification
of the RF coil shown in Fig. 6A, in which the straight
portions of the vertical bands are modified to have wing
portions shorter than the wing portions of the opposed
vertical bands in their end regions. This modification may
also be regarded as a modification of the Alderman-Grant
coil, in which the lengths along the circumferential direc-
tion of the two opposed wing portions are different. In the
case shown in Fig. 6D, in the upper end region, the
lengths along the circumferential direction of the wing
portions of the vertical band part 33 are larger and the
lengths along the circumferential direction of the wing
portions of the vertical band part 34 are smaller. However,
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this is not essential. For example, the length along the
circumferential direction of the wing portion 33a may be
larger than the length along the circumferential direction
of the wing portion 34c, and the length along the circum-
ferential direction of the wing portion 34d may be larger
than the length along the circumferential direction of the
wing portion 33b. In other words, the point is that the wing
portions opposed to each other have different lengths
along the circumferential direction. In the RF coils having
such a feature, capacitances between the vertical band
parts and guard rings have a difference. In consequence,
the combined capacitance between the vertical bands
through a guard ring is smaller than that in the case in
which the two capacitances equal to each other are con-
nected in series like in the case of the Alderman-Grant
coil. A portion (s) of the wing portion (s) and/or the vertical
band part(s) may be cut away.

[0063] In the cases described with reference Figs. 6A
to 6D, each vertical band part has wing portions on one
end and has a straight shape on the other end. However,
as shown in Fig. 17A, one vertical band part may be de-
signed to be straight on both ends, and the other vertical
band part may have wing portions on both ends. More
specifically, while one vertical band part 33 is straight in
both the upper and lower end regions, the other vertical
band part 34 has wing portions 34a, 34b projecting to-
ward the vertical band part 33 in the upper end region
and wing portions 34c, 34d projecting toward the vertical
band part 33 in the lower end region. The end portions
of the straight vertical band part 33 may be tapered (in
either normal tapering or reverse tapering), and the wing
portions may also be tapered (in either normal tapering
or reverse tapering).

<Other Modifications>

[0064] The above descriptions are directed merely to
illustrative examples not forming embodiments of the
present invention and to embodiments of the present in-
vention, and the RF coil according to the present inven-
tion can be implemented in various ways.

(1. Combinations of Various Structures)

[0065] While in the above-described case, the vertical
band parts have similar shapes in the regions near the
two guard rings, the shapes may be different. For exam-
ple, the shapes (and their modifications) described above
may be employed in any combination. Specifically, the
RF coil may have a straight type structure on one end
and a separate wing type structure on the other end, a
separate wing type structure on one end and an asym-
metric wing type structure on the other end, or an asym-
metric wing type structure on one end and a straight type
structure on the other end.
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(2. Modifications of Structure at One End)

[0066] The shape in the region near one guard ring
may be modified to be different from those described in
the foregoing. For example, a connecting part may be
provided between the two vertical band parts to face the
circumferential surface of the guard ring so that the two
vertical band parts are connected by the connection part
to cover all the circumference of the guard ring. This
structure will be referred to as the connection type struc-
ture. Then, the RF coil may have the straight type struc-
ture on one end and the connection type structure on the
other end (Fig. 8A), the separate wing type structure on
one end and the connection type structure on the other
end (Fig. 8B), or the asymmetric wing type structure on
one end and the connection type structure on the other
end (Fig. 8C). While Figs. 8A to 8C show exemplary cas-
es in which basic structures of the straight type, separate
wing type and asymmetric wing type (Figs. 1A, 3A and
6A) are employed in combination with the connection
type structure, the modifications of those types (Figs. 1B,
3B, 3C, 5A, 5B, 6B and 6C) and the types that will be
described in the following (Figs. 9A to 9C, 10A, 10B, and
11A to 11C etc.) may be employed in combination with
the connection type.

(3. Shortened Vertical Band Part)

[0067] While in the above-described case, the upper
ends of the vertical band parts and the upper end of the
upper guard ring are at the same level and the lower ends
of the vertical band parts and the lower end of the lower
guard ring are at the same level, the length of the vertical
bands may be shorter. In particular, in cases where the
vertical band parts have straight shapes (including ta-
pered shapes) in the end region, it is preferred that ends
of the vertical band parts be at a level different from the
end of the guard rings so as to make the capacitance
smaller. Modifications to the straight type, separate wing
type, and asymmetric wing type are shown in Figs. 9A
to 9C.

[0068] Fig. 9A shows a case in which vertical band
parts in the straight type are shortened. Specifically, the
levels 13u, 14u of the upper ends of the vertical band
parts 13, 14 are lower than the level 11u of the upperend
of the upper guard ring 11. Similarly, the levels 13b, 14b
of the lower ends of the vertical band parts 13, 14 are
higher than the level 12b of the lower end of the lower
guard ring 12. Although the levels 13u, 14u of the upper
ends of the vertical band parts 13, 14 are higher than the
level 11b of the lower end of the guard ring 11 in Fig. 9A,
this is not essential. The levels 13u, 14u of the upper
ends of the vertical band parts 13, 14 may be lower than
the level 11b of the lower end of the upper guard ring 11.
Similarly, the levels 13b, 14b of the lower ends of the
vertical band parts 13, 14 may be higher than the level
12u of the upper end of the lower guard ring 12. With this
arrangement, the areas where the vertical band parts
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and the guard rings face each other can be decreased,
and the capacitance component can further be de-
creased.

[0069] Fig. 9B shows a case in which vertical band
parts in the separate wing type are shortened. The con-
struction is basically the same as that in Fig. 9A, and it
will not be described in detail. Fig. 9C shows a case in
which the straight end portions (i.e. the end portions not
provided with wing portions) of vertical band parts in the
asymmetric wing type are shortened with respect to the
up-down direction. The level of the wing side end is the
same as the level of the end of the guard ring. However,
the level of the end of the wing need not necessarily be
the same as the level of the end of the guard ring.
[0070] As has already been described in the descrip-
tion of the result of simulation of the further example, the
self resonance frequency of the RF coil can easily be
adjusted by adjusting the length of the vertical band parts.
While the Alderman-Grant coil does not have alarge mar-
gin for adjustment of the coil shape in view of influences
on the evenness of the static magnetic field and other
factors, the RF coil according to the present invention
has an advantageously large margin for this adjustment.

(4. Connection of Wing Part)

[0071] In cases where vertical band parts in the sepa-
rate wing type are shortened, the wing parts may be con-
nected with each other utilizing a left space (space
around the guard ring in which the vertical band parts are
absent) as shown in Fig. 10A. In Fig. 10A, a connecting
ring 25a that connects separate wing parts 25, 26 is pro-
vided to surround the upper end portion of a guard ring
21. Similarly, separate wing portions 27, 28 are connect-
ed by a connection ring 27a provided in such a way as
to surround the lower end portion of a lower guard ring
22. The connectionrings facilitate fixation of the separate
wing parts.

[0072] In cases where vertical band parts in the asym-
metric wing type are shortened, the wing parts may be
connected with each other utilizing a left space as shown
in Fig. 10B, as with in the case described above. In Fig.
10B, the vertical band part 33 has wing portions 33a and
33b in the region near the upper guard ring 31, and a
connecting portion 33c that connects the wing portions
33a and 33b is provided in a left space. Similarly, the
vertical band part 34 has a connecting portion 34c that
is provided around the lower guard ring 32 to connect
wing portions 34a and 34b in the region near the lower
guard ring 32. The connection rings 33c, 34c facilitate
fixation of the wing portions.

[0073] In the modification of the asymmetric type
shown in Fig. 17A also, the wing parts may be connected
as shown in Fig. 17B. In this case, a vertical band part
33 is of a short straight type, in which the upper and lower
ends are located inside the upper and lower ends of the
guard rings. Another vertical band part 34 has wing por-
tions 34a, 34b on its upper end and wing portions 34c,
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34d on its lower end. A connecting portion 34e that con-
nects the wing portions 34a, 34b is provided around the
guard ring 31 utilizing a left space, and a connecting por-
tion 34f that connects the wing portions 34c, 34d is pro-
vided around the guard ring 32.

(5. Modifications of End Portion of Vertical Band Part)

[0074] It is preferred that the distances between
straight end portions of vertical band parts and a guard
ring be larger. In a straight type RF coil shown in Fig.
11A, the end portions 13e, 14e of the vertical band parts
13, 14 on the lower guard ring 12 side are farther from
the guard ring 12 than the body portions 13g, 14g of the
vertical band parts13, 14. The end portions 13e, 14e are
parallel with the body portions 13g, 14g. The vertical band
parts 13, 14 also have connecting portions 13f, 14f that
connect the body portions 13g, 14g and the end portions
13e, 14e. Although the connecting portions 13f, 14f are
illustrated to be perpendicular to the body portions 13g,
14g and the end portions 13e, 14ein Fig. 11A, they need
not necessarily be perpendicular to each other. Moreo-
ver, their edges may be rounded. Such end portions allow
a power supply port to be attached at the lower end and
enable a reduction of the capacitance between the ver-
tical band parts and the guard ring.

[0075] Figs. 11B and 11C show cases in which similar
modifications are made respectively to a separate wing
type coil and an asymmetric wing type coil. In the sepa-
rate wing type shown in Fig, 11B, the distances between
the vertical band parts 23, 24 and the lower guard ring
22 becomes larger in the end portions 23e, 24e near the
lower guard ring 22. In the asymmetric wing type shown
in Fig. 11C, the distance between the vertical band part
having a straight shape in the region near the lower guard
ring and the lower guard ring 32 becomes larger in the
end portion 33e.

[0076] As shown in Figs. 11A to 11C, in cases where
the distance between the end portion of a vertical band
part and the guard ring is larger, a connecting portion
that connects wing portions as shown in Figs. 10A and
10B may be provided in this region.

(6. Modifications of Shape of Guard Ring and Shape of
Vertical Band Part)

[0077] While in the above-described cases, the guard
rings have cylindrical shapes, they may have elliptic cy-
lindrical shapes or polygonal cylindrical shapes (i.e. hol-
low polygonal prism shapes). The shapes of the vertical
band parts are also not limited to segments of a cylinder,
but they may be flat plate-like shapes or shapes consti-
tuted by several flat plates joined together. Fig. 12A
shows an illustrative case in which vertical band parts
each having a flat plate-like shape are used in a straight
type RF coil. Fig. 12B shows an illustrative case in which
vertical band parts each having a shape like two flat
plates joined together are used in a straight type RF coil.
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The shapes of the guard rings and the shapes of the
vertical band parts described here may be employed in
any combination. While modifications to a straight RF
coil are shown in Figs. 12A and 12B, similar modification
can also be made to coils of other types.

(7. Modifications of Positions of Guard Ring and Vertical
Band Part)

[0078] Whileinthe above-described cases, the vertical
band parts are arranged outside the guard rings, the ver-
tical band parts may be arranged inside the guard rings.
Figs. 13A to 13C show exemplary RF coils of the straight
type, separate wing type, and asymmetric wing type re-
spectively in which the vertical band parts are arranged
inside the guard rings. Such arrangements are preferable
in cases where a power supply ports are provided at the
upper and lower ends of the vertical band parts or at the
upper and lower ends of the guard rings.

[0079] Figs. 17C and 17D show modifications in which
the vertical band parts are arranged inside the guard rings
in the RF coils shown in Figs. 17A and 17B respectively.

(8. Addition of Slit)

[0080] The vertical band parts may have slits in the
window region (region in which the guard rings do not
exist). This allows the use of another RF coil to apply a
magnetic field of a different frequency. When magnetic
fields of multiple frequencies are to be applied, they can-
not be generated by one RF coil, and an RF coil having
slits and another RF coil oriented 90 degrees thereto that
is mounted outside the RF coil having slits are used. A
high frequency magnetic field generated by the outer RF
coil is applied to the measurement sample through the
slits. So long as slits are provided in the window region,
the slits may have any shape. Examples are shown in
Figs. 14A to 14C. Figs. 14A to 14C show exemplary RF
coils of the straight type, separate wing type, and asym-
metric wing type respectively in which the vertical band
parts have slits. In the illustrated RF coils, the vertical
band parts have slits extending from the upper ends
thereof to the window region. The shape of the slits may
be modified in various ways. For instance, as shown in
Fig. 15A, the level 13sb of the lower ends of the slits may
be lower than the level 12u of the upper end of the lower
guard ring 12. Alternatively, as shown in Fig. 15B, the
slits may further be extended to divide each vertical part
into two. Alternatively, as shown in Fig. 15C, Each slit
may have different widths in the region near the guard
ring and in the window region so that the slithas a broader
width in the window region. Although Figs. 15A to 15C
show madifications to a straight type RF coil, similar mod-
ifications can be made to a separate wing type or asym-
metric wing type RF coils.
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(9. Others)

[0081] Inthe foregoing, there have been described, by
way of example, RF coils used to apply a high frequency
magneticfield higher than 1.03 GHz for use with asample
tube having a diameter of 5 mm (the RF coils having inner
diameters of 5.4 to 10 mm). The frequency of the mag-
netic field generated by the RF coil according to the
presentinvention may either be higher or lower than 1.03
GHz, and the diameter of the RF coil may be larger or
smaller than the above-mentioned range. Employing the
shape of the RF coil according to the present invention
without changing the other conditions can increase the
self resonance frequency of the RF coil without a de-
crease in the coil diameter or deterioration in the mag-
netic field generation efficiency. In consequence, it is
possible to transmit or receive a high frequency magnetic
field of a higher frequency without deterioration in the
reception sensitivity when the static magnetic field inten-
sity is increased.

[0082] While in the above-described cases, induction
of nuclear magnetic resonance (transmission of high fre-
quency magnetic field) and detection of nuclear magnetic
resonance (reception of NMR signals) are performed us-
ing one RF coil, transmission and reception may be per-
formed using different coils. The RF coil according to the
presentinvention can be used as either a coil forinduction
or a coil for detection as well as a coil for both induction
and detection.

[0083] While in the above description, a solution NMR
apparatus has been described by way of example, the
RF coil according to the present invention may also be
applied to a solid NMR apparatus. The MRI apparatus,
which obtains information about the interior of an organ-
ism as an image using nuclear magnetic resonance, is
based on the same principle as the NMR apparatus,
though they are different in the size of the apparatus and
in the intensity of the magnetic field applied by the appa-
ratus. Therefore, the RF coil according to the present
invention can alsobe used inan MRl apparatus. Although
the intensity of the magnetic field used in MRI appara-
tuses is several Tesla, the self resonance frequency of
the RF coil is low due to its large diameter. When the
static field intensity is to be increased, the RF coil ac-
cording to the present invention is useful in increasing
the self resonance frequency without reducing the size
of the coil.

[0084] Whileinthe above-described cases, no chip ca-
pacitor is provided between the vertical band parts, the
vertical band parts may be connected by a chip capacitor
as described in non-patent document 1. The use of a
chip capacitor helps the RF coil to maintain its shape and
can make up for insufficient capacitance when needed.
[0085] The modifications described above may be
adopted in combination with any of the examples and
embodiments ortwo or more modifications may be adopt-
ed in combination, unless they are not technically incom-
patible. The shapes or structures of the vertical band
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parts and the separate wing parts in the region near the
upper and lower guard rings in the embodiments and
modifications described in the foregoing may be adopted
in any combination. Specifically, referring to the vertical
band parts, desired structures may be employed in the
upper and lower end portions of the two vertical band
parts (four end portions in all).

[DESCRIPTION OF THE REFERENCE SIGNS]
[0086]

10, 20, 30: RF coil

11,12, 21, 22, 31, 32: guard ring

13, 14, 23, 24, 33, 34: vertical band part
25, 26, 27, 28: separate wing part

33a, 33b, 34a, 34b: wing portion

Claims

1.  An Alderman-Grant type or saddle-type RF coil (20)
usedtoinduce or detectnuclearmagneticresonance
comprising:

two guard rings (21, 22) having substantially cy-
lindrical, elliptic cylindrical, or polygonal cylindri-
cal outer shapes and arranged coaxially with a
space therebetween along an axis aligned with
the axial direction of said cylindrical, elliptic cy-
lindrical, or polygonal cylindrical shapes;

first and second vertical band parts (23, 24),
each having a substantially straight shape and
extending in said axial direction from one guard
ring to the other guard ring, the first and second
vertical band parts being opposed to each other
with respect to said axis and each running along
the outer circumference of said guard rings (21,
22),

characterized in that the RF coil has the fol-
lowing structure at the position of at least one of
the guard rings:

a first and a second separate wing part (25
- 28) is provided separately from said first
and second vertical band parts (23, 24) at
aposition facing the circumferential surface
of said at least one of the guard rings (21,
22), each of said first and second separate
wing parts being located in-between said
first and second vertical band parts (23, 24)
in a manner such that the first and second
separate wing parts are mutually opposite
with respect to said axis.

2. An RF coil according to claim 1, wherein said two
guard rings are divided at a position facing said sep-
arate wing part.
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10.

1.

An RF coil according to claim 1 or 2, wherein said
first and said second separate wing part is provided
at a position farther from said guard rings than the
positions of said first and second vertical band parts.

An RF coil according to any one of claims 1 to 3,
wherein the length of said first and second vertical
band parts along the axial direction is shorter than
the distance between the upper end and the lower
end of said two guard rings, so that the guard rings
have an upper end portion or lower end portion that
does not face said first or second vertical band part.

An RF coilaccording to claim 4, wherein a connecting
portion that connects said separate wing part is pro-
vided around the upper end portion or lower end por-
tion of the guard rings that does not face said first or
second vertical band part, at a position facing the
outer circumferential surface of one of said guard
rings.

An RF coil according to any one of claims 1 to 5,
wherein a plurality of separate wing parts separated
from said first and second vertical band parts and
separated from each other are provided at a position
facing the circumferential surface of one of said
guard rings between said first and second vertical
band parts.

An RF coil according to any one of claims 1 to 6,
wherein each of said first and second vertical band
parts has a wing portion projecting toward the other
vertical band part in a region near the guard rings.

An RF coil according to any one of claims 1 to 7,
wherein the distances between the first and second
vertical band parts and said guard rings are larger
in an end region.

An RF coil according to any one of claims 1 to 8,
wherein the cross sections of said first and second
vertical band parts on a plane perpendicular to said
axis have circular arc shapes.

An RF coil according to any one of claims 1 to 8,
wherein said first and second vertical band parts
have shapes constituted by a plurality of flat plates
joined together.

An RF coil according to any one of claims 1 to 10,
wherein said first and second vertical band parts
have a slit provided in a portion not facing the cir-
cumferential surface of said guard rings.

Patentanspriiche

1.

Eine HF-Spule (20) vom Alderman-Grant-Typ oder
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Satteltyp, benutzt zum Induzieren oder Erfassen von
Kernspinresonanz, aufweisend:

zwei Schutzringe (21, 22), aufweisend im We-
sentlichen zylindrische, elliptisch zylindrische
oder polygonale zylindrische Formen und koa-
xial angeordnet mit einem Raum dazwischen
entlang einer mit der Axialrichtung der zylindri-
schen, elliptisch zylindrischen oder polygonal
zylindrischen Formen ausgerichteten Achse;
erste und zweite vertikale Bandteile (23, 24), die
jeweils eine im Wesentlichen gerade Form auf-
weisen und sich in der Axialrichtung von einem
Schutzring zum anderen Schutzring erstrecken,
wobei die ersten und zweiten vertikalen Band-
teile bezogen auf die Achse einander gegenu-
berliegen und jeder entlang dem aufReren Um-
fang der Schutzringe (21, 22) laufen,

dadurch gekennzeichnet, dass die HF-Spule
die folgende Struktur bei der Position von min-
destens einem der Schutzringe aufweist:

einen ersten und einen zweiten Flugelteil
(25-28), der getrennt von den ersten und
zweiten vertikalen Bandteilen (23, 24) in ei-
ner zur Umfangsflache von mindestens ei-
nem der Schutzringe (21, 22) gerichteten
Position bereitgestellt ist, wobei jeder der
ersten und zweiten Fllgelteile auf solche
Weise zwischen den ersten und zweiten
vertikalen Bandteilen (23, 24) angeordnet
ist, dass die ersten und zweiten getrennten
Flugelteile bezogen auf die Achse einander
gegenuber liegen.

HF-Spule nach Anspruch 1, wobei die zwei Schutz-
ringe in einer Position geteilt sind, in der sie zum
getrennten Fligelteil gerichtet sind.

HF-Spule nach einem der Anspriiche 1 oder 2, wobei
die ersten und zweiten Flugelteile in einer Position
bereitgestellt sind, die weiter von den Schutzringen
entfernt ist als die Positionen der ersten und zweiten
vertikalen Bandteile.

HF-Spule nach einem der Anspriiche 1 bis 3, wobei
die Lange der ersten und zweiten vertikalen Band-
teile entlang der Axialrichtung kurzer ist als der Ab-
stand zwischen dem oberen Ende und dem unteren
Ende der zwei Schutzringe, so dass die Schutzringe
einen oberen Endabschnitt oder einen unteren En-
dabschnitt aufweisen, der nicht zum ersten oder
zweiten vertikalen Bandteil gerichtet ist.

HF-Spule nach Anspruch 4, wobei ein Verbindungs-
abschnitt, der den getrennten Fliigelteil verbindet,
um den oberen Endabschnitt oder den unteren En-
dabschnitt der Schutzringe, die nicht zum ersten
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oder zweiten vertikalen Bandteil gerichtet sind, in ei-
ner Position bereitgestellt ist, die zur aueren Um-
fangsflache von einem der Schutzringe gerichtet ist.

HF-Spule nach einem der Anspriiche 1 bis 5, wobei
mehrere der getrennten Fligelteile, die von den ers-
ten und zweiten vertikalen Bandteilen getrennt sind,
und die voneinander getrennt sind, in einer Position
bereitgestellt sind, die zur Umfangsflache eines der
Schutzringe zwischen den ersten und zweiten verti-
kalen Bandteilen gerichtet ist.

HF-Spule nach einem der Anspriiche 1 bis 6, wobei
jeder der ersten und zweiten vertikalen Bandteile ei-
nen Fligelabschnitt aufweist, der zum anderen ver-
tikalen Bandteil in einem Bereich nahe der Schutz-
ringe vorsteht.

HF-Spule nach einem der Anspriiche 1 bis 7, wobei
die Abstande zwischen den ersten und zweiten ver-
tikalen Bandteilen und den Schutzringen grof3er in
einem Endbereich sind.

HF-Spule nach einem der Anspriiche 1 bis 8, wobei
die Querschnitte der ersten und zweiten vertikalen
Bandteile in einer zur Achse senkrechten Ebene eine
Kreisbogenform aufweisen.

HF-Spule nach einem der Anspriiche 1 bis 8, wobei
die ersten und zweiten vertikalen Bandteile Formen
aufweisen, die durch mehrere ebene, zusammen-
gefligte Platten gebildet werden.

HF-Spule nach einem der Anspriiche 1 bis 10, wobei
die ersten und zweiten vertikalen Bandteile in einem
nichtzur Umfangsflache der Schutzringe gerichteten
Abschnitt einen Schlitz aufweisen.

Revendications

1.

Bobine de RF (radiofréquence) (20) de type Alder-
man-Grant ou en forme de selle utilisée pour induire
ou détecter la résonance magnétique comprenant :

deux anneaux de garde (21, 22) ayant des for-
mes externes cylindres, cylindriques elliptiques
ou cylindriques polygonales et agencés de ma-
niére coaxiale avec un espace entre eux le long
d’un axe aligné avec la direction axiale desdites
formes cylindriques, cylindriques elliptiques ou
cylindriques polygonales ;

des premiere et seconde parties de bande ver-
ticales (23, 24), ayant chacune une forme sen-
siblement droite et s’étendant dans ladite direc-
tion axiale d'un anneau de garde a l'autre an-
neau de garde, les premiére et seconde parties
de bande verticales étant opposées entre elles
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par rapport audit axe et s’étendant chacune le
long de la circonférence externe desdits an-
neaux de garde (21, 22),

caractérisée en ce que la bobine de RF a la
structure suivante dans la position d’au moins
'un des anneaux de garde :

une premiére et une seconde partie d’aile
séparée (25 - 28) sont prévues séparément
desdites premiére et seconde parties de
bande verticales (23, 24) dans une position
faisantface alasurface circonférentielle du-
dit au moins un des anneaux de garde (21,
22), chacune desdites premiére et seconde
parties d'aile séparées étant positionnée
entre lesdites premiére et seconde parties
de bande verticales (23, 24) de sorte que
les premiere et seconde parties d’aile sé-
parées sont mutuellement opposées par
rapport audit axe.

Bobine de RF selonlarevendication 1, dans laquelle
lesdits deux anneaux de garde sont divisés dans une
position faisant face a ladite partie d’aile séparée.

Bobine de RF selon la revendication 1 ou 2, dans
laquelle lesdites premiére et seconde parties d’aile
séparées sont prévues dans une position plus éloi-
gnée desdits anneaux de garde que les positions
desdites premiére et seconde parties de bande ver-
ticales.

Bobine de RF selon 'une quelconque des revendi-
cations 1 a 3, dans laquelle la longueur desdites pre-
miére et seconde parties verticales le long de la di-
rection axiale est plus courte que la distance entre
I'extrémité supérieure et I'extrémité inférieure des-
dits deux anneaux de garde, de sorte que les an-
neaux de garde ontune partie d’extrémité supérieure
ou une partie d’extrémité inférieure qui ne fait pas
face a ladite premiére ou seconde partie de bande
verticale.

Bobine de RF selonlarevendication 4, dans laquelle
une partie de raccordement quiraccorde ladite partie
d’aile séparée est prévue autour de la partie d’extré-
mité supérieure ou de la partie d’extrémité inférieure
desdits anneaux de garde quine fait pas face a ladite
premiére ou seconde partie de bande verticale, dans
une position faisant face a la surface circonférentielle
externe de 'un desdits anneaux de garde.

Bobine de RF selon 'une quelconque des revendi-
cations 1 a 5, dans laquelle une pluralité de parties
d’aile séparées, séparées desdites premiére et se-
conde parties de bande verticales et séparées I'une
de l'autre, sont prévues dans une position faisant
face a la surface circonférentielle de I'un desdits an-
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neaux de garde entre lesdites premiére et seconde
parties de bande verticales.

Bobine de RF selon I'une quelconque des revendi-
cations 1 a 6, dans laquelle chacune desdites pre-
miére et seconde parties de bande verticales a une
partie d’aile faisant saillie vers I'autre partie de bande
verticale dans une région a proximité des anneaux
de garde.

Bobine de RF selon I'une quelconque des revendi-
cations 1 a 7, dans laquelle les distances entre les
premiére et seconde parties de bande verticales et
lesdits anneaux de garde sont plus importantes dans
une région d’extrémité.

Bobine de RF selon I'une quelconque des revendi-
cations 1 a 8, dans laquelle les sections transversa-
les desdites premiére et seconde parties de bande
verticales sur un plan perpendiculaire audit axe ont
des formes d’arc circulaires.

Bobine de RF selon I'une quelconque des revendi-
cations 1 a 8, dans laquelle lesdites premiére et se-
conde parties de bande verticales ont des formes
constituées par une pluralité de plaques plates re-
liees ensemble.

Bobine de RF selon I'une quelconque des revendi-
cations 1 a 10, dans laquelle lesdites premiére et
seconde bandes verticales ont une fente prévue
dans une partie ne faisant pas face a la surface cir-
conférentielle desdits anneaux de garde.
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